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Description

[0001] The invention is related to an aircraft with a fu-
selage that defines at least an interior region and a drive
system accommodating region, said aircraft comprising
the features of claim 1.
[0002] A fuselage of an aircraft, and in particular of a
rotary-wing aircraft, generally defines an interior region
and a drive system accommodating region that is ar-
ranged inside the fuselage. The interior region usually
comprises at least a cockpit and may further comprise a
cabin for passengers and/or cargo. The drive system ac-
commodating region usually accommodates one or more
engines that are adapted for driving the aircraft, e. g. by
providing power to an associated power distribution unit,
such as a gearbox, which then provides this power to a
suitable propelling unit, such as e. g. a propeller, rotor or
other.
[0003] Typically, the one or more engines are embod-
ied as air breathing propulsion engines, such as diesel
engines, gas engines, gas turbines and so on, which
combust a fuel/air mix for power generation. In operation,
all such air breathing propulsion engines need fresh air,
ideally cold air, which is mixed with fuel so that these
engines perform sufficiently and satisfactorily.
[0004] However, all such air breathing propulsion en-
gines will not only generate power in operation, but also
heat that must be dissipated from the engines for pre-
venting an overheating thereof, which is crucial for the
entire aircraft performance, safety and reliability. Usually,
such dissipation is conducted using air that cools oil,
which in turn cools an associated engine. A correspond-
ing heat transfer from the oil to the air is frequently con-
ducted by means of one or more oil coolers, which are
propelled mechanically by the associated engine, a gear-
box or electrical engines with sufficient cooling power.
[0005] In this domain, the document DE2164647 de-
scribes an aircraft with automatic control of the air flowing
around the aircraft engine. The only heat source, as re-
gard of cooling purposes, is the engine. The aircraft has
a fuselage that defines a drive system accommodating
region for the engine and a fire protection wall between
this drive system accommodating and an interior region,
i.e. the cockpit. The fire protection wall comprises a single
air duct for ducting heat generated by the engine in op-
eration towards lateral exhaust openings. The heat pro-
duced by the engine is cooled via the air collected at the
nose end of the fuselage before reaching the lateral ex-
haust openings.
[0006] The document EP0524044 describes a ro-
torcraft having a tail boom holding a tail rotor. The only
heat source is the engine unit. In addition, a series of
longitudinally extending lateral slots is provided along the
boom of the helicopter either for exhaust gas produced
by an engine unit or for fresh air captured by intakes
formed in the fuselage, between the cabin and the boom.
[0007] The document GB2044359 describes a ro-
torcraft with a gas turbine engine cowling suitable for a

helicopter. The only heat source is a gas turbine. The
cowling comprises a casing enclosing the gas turbine.
Primary duct means are adapted for the passage of air
through said cowling and secondary duct means inter-
connecting the primary duct means and an air intake of
the gas turbine engine.
[0008] The document EP1069044 describes an airliner
with a tail cone housing a pair of auxiliary power and
thrust units (APTU). The only heat source is the pair of
APTUs. The APTUs are mounted adjacently in parallel
relative to one another within the tail cone section. A fire-
wall plate is positioned between the APTUs, in the form
of a generally U-shaped plate.
[0009] The document FR2905358 describes a ro-
torcraft firewall separating first and second compart-
ments, one ahead forming a cabin while the one other
receives an engine. The engine is the only heat source.
The firewall is provided with a so-called first wall inserted
in a structure of the rotorcraft and having a first surface
facing the first compartment.
[0010] In the latter case, the gearbox and/or the elec-
trical engines also generate heat that is usually likewise
transferred to oil, which dissipates the transferred heat
by an air flow through one or more suitable oil coolers.
However, as space and volume is generally limited in an
aircraft, the engines and oil coolers, as well as other cool-
ing devices, air intakes and/or heating or heat dissipating
surfaces are commonly positioned comparatively close
to each other, so that they may nevertheless affect each
other thermally.
[0011] More specifically, all aircrafts currently use oil
coolers and/or other cooling devices, so that an adequate
working environment must be provided for these oil cool-
ers and/or cooling devices, wherein hot air resulting from
respectively generated heat is ideally transferred to sur-
rounding ambient air. Such hot air coming from the oil
coolers and/or cooling devices may have one of the fol-
lowing origins, which are not necessarily implemented or
provided on each aircraft:

• cooling of engine oil,
• the surface of a main gearbox,
• cooling of main gearbox oil,
• a starter/generator of an engine,
• other electrical engines,
• auxiliary gearboxes mounted on the engines or the

main gearbox,
• hydraulic pumps for actuating an underlying dynamic

system (e. g. swash plate), and/or
• heat exchangers of an air conditioning system.

[0012] If hot air coming from the oil coolers and/or other
cooling devices warms up the fresh air that is mixed with
the fuel for combustion in the above mentioned air breath-
ing propulsion engines, a resulting air temperature will
be higher than an original air temperature of the fresh
air, thereby leading to a reduced engine performance in
general. This occurs mainly if the hot air is expelled in a
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region of the aircraft that is located upstream of corre-
sponding fresh air intakes of the air breathing propulsion
engines.
[0013] Therefore, in order to avoid such a mixing, the
fresh air intakes of aircrafts that are used for engine op-
eration, or oil cooling and/or air conditioning purposes,
are ideally located upfront the aircraft and corresponding
hot air emitted from the oil coolers, engines and other
auxiliary devices is ideally expelled at the rear of the air-
craft. Thus, reinjection can be avoided and use under
pressure for amplification can be enabled. This is, how-
ever, not a simple task to fulfil due to limited space,
weight, architectures, etc. of aircrafts in general.
[0014] The document US20090134276 describes an
aircraft with two compartments that are separated by two
distinct walls of an associated firewall arrangement,
which are spaced apart from each other to form an interior
air duct channel. Between these two walls, a fresh air
flow is ducted for cooling at least a first one of the two
walls that closes up the first compartment, which accom-
modates e. g. a gearbox. Consequently, the first com-
partment is also cooled. Furthermore, the fresh air flow
is ducted via an associated air duct that passes through
the second one of the two walls into a gas turbine exhaust
of a turboshaft engine, both of which are arranged within
the second compartment, for reducing a respective gas
turbine exhaust temperature in the gas turbine exhaust.
However, this firewall arrangement requires a compara-
tively great space for installation in an area of the aircraft,
where the available space is already limited, as described
above.
[0015] The document US4216924 describes an air-
craft in the form of a helicopter that is provided with a low
drag canopy, which comprises exhaust nozzles and
vents for reducing a drag occurring in operation by in-
creasing a respective energy of the helicopter’s boundary
layer. The helicopter is provided with a cooling structure
that is adapted for cooling the helicopter’s engines and
lubricating oil thereof. However, management of any hot
air flow other than the one that is generated in operation
of this helicopter by the engines and/or the lubricating oil
respectively corresponding oil coolers, e. g. a hot air flow
generated in an unfavourable warm upfront positioned
region such as the main gearbox region of the helicopter,
is not described. In other words, it is not described how
such a hot air flow can be ducted from the unfavorable
upfront positioned region to the favorable aft region of
the helicopter.
[0016] Other prior art documents have been consid-
ered. The document EP2535274 describes an airliner
with a tail cone housing a pair of auxiliary power and
thrust unit (APTU). The APTUs adjacently are mounted
in parallel relative to one another within the tail cone sec-
tion. The embodiment of Figure 3 is provided with a fire-
wall plate positioned between the APUs, in the form of a
generally U-shaped plate structure having downwardly
directed lateral edge regions. An upper frame member
may be attached generally at a center of the firewall plate.

[0017] The document WO9316280 describes an air-
liner auxiliary power unit. An eductor comprises an an-
nular mixer nozzle receiving a flow of high velocity gas.
A housing defines a first annular plenum and a second
nozzle receiving the venting air from said plenum.
[0018] The document WO03037715 describes a pas-
sive cooling system for an auxiliary power unit installation
on an airliner. The system comprises an auxiliary power
unit housed within a nacelle. An oil cooler is contained
separately within the nacelle
[0019] Furthermore, in the above described aircrafts
all corresponding aft regions are usually provided with
comparatively heavy heat protection layers, which are
commonly used on aircrafts to protect the aft regions
against hot air flows. Moreover, such aircrafts are fre-
quently subject to hot gas reinjections resulting from main
engine exhausts and/or any secondary hot exhaust gas-
es produced by auxiliary devices.
[0020] It is, therefore, an object of the present invention
to provide a new aircraft with an improved hot air man-
agement and dissipation system.
[0021] This object is solved by an aircraft with a fuse-
lage that defines at least an interior region and a drive
system accommodating region, said aircraft comprising
the features of claim 1.
[0022] More specifically, according to the present in-
vention a rotary-wing aircraft with a fuselage that defines
at least an interior region and a drive system accommo-
dating region is provided. The drive system accommo-
dating region is arranged inside the fuselage and com-
prises at least one fire protection zone that is defined by
at least one associated firewall arrangement. The at least
one fire protection zone accommodates at least one en-
gine within the at least one associated firewall arrange-
ment such that the at least one associated firewall ar-
rangement defines a fire-resistant separation between
the at least one engine and the interior region of the fu-
selage. The at least one associated firewall arrangement
comprises at least one air duct extending along at least
part of the firewall arrangement for ducting a hot air flow
that is generated by any heat generating auxiliary device
in operation of the aircraft independently from air carrying
heat radiated by the at least one engine.
[0023] According to one aspect of the present inven-
tion, the at least one engine is an air breathing propulsion
engine and the aircraft is provided with the at least one
associated firewall arrangement in order to separate the
engine from the rest of the aircraft and to protect the at
least one interior region of the fuselage in case of a fire
of the air breathing propulsion engine. It should be noted
that all aircrafts with air breathing propulsion engines
generally comprise suitable firewall arrangements inte-
grated into the aircrafts, due to safety regulations.
[0024] Preferably, the at least one firewall arrange-
ment comprises one or more fire protection walls, which
are preferentially as small and as light-weight as possible
in order to reduce a required amount of fire extinguishing
agents as far as possible. However, they are preferably

3 4 



EP 3 056 423 B1

4

5

10

15

20

25

30

35

40

45

50

55

still large enough for providing a required cooling per-
formance for the at least one engine and/or correspond-
ing engine auxiliaries.
[0025] Advantageously, the one or more fire protection
walls are positioned all around the at least one engine,
thus protecting the rest of the aircraft. In the case of a
rotary-wing aircraft, the at least one engine and, more
particularly at least one main engine, is usually arranged
behind a respective main rotor and main gearbox of the
rotary-wing aircraft, seen in forward flight direction of the
rotary-wing aircraft. Thus, expelling hot air in the region
of this main engine in operation is favorable since this
region is designed for impacting hot air. For instance, this
region is usually provided with a suitable thermal protec-
tion and sufficiently spaced apart from fresh air intakes
of the main engine, etc. In contrast hereto, the above
mentioned oil coolers and other cooling devices are usu-
ally at least essentially positioned upstream of the at least
one main engine, seen in the forward flight direction of
the rotary-wing aircraft, i. e. in the front region of the ro-
tary-wing aircraft. Thus, hot air generated by these oil
coolers and other cooling devices would usually be ex-
pelled in the front region, i. e. upstream of the fresh air
intakes of the main engine.
[0026] However, as already explained above, expel-
ling the hot air upfront the fresh air intakes leads to major
performance problems, as the hot air enters the main
engine and leads to a reduction of its overall perform-
ance. Consequently, since the main engine and, more
generally, all air breathing propulsion engines are sensi-
tive with respect to re-ingesting such hot air or even their
own expelled hot air and/or gases, a basic principle of
the present invention consists in providing a structure
that is configured for dividing intake regions for fresh cold
air from exhaust regions for hot air, wherein the intake
regions are preferably arranged in a front portion of the
aircraft and wherein the exhaust regions are preferably
arranged in an aft region of the aircraft. Thus, all parts
that need fresh cold air, such as the air breathing propul-
sion engines, blowers, fans etc., receive this fresh cold
air upfront of the air breathing propulsion engines and all
produced hot air will be expelled at a preferably far most
aft region behind the engines.
[0027] According to the present invention, at least one
of the fire protection walls is provided with one or more
air ducts, which are preferably integrated into the at least
one of the fire protection walls and adapted for collecting
preferentially all hot air produced by auxiliary devices,
such as oil coolers and other cooling devices that are
located in the drive system accommodating region, in
order to lead the collected hot air preferably beneath an
associated cowling of the aircraft to the aft of the aircraft,
to a region where hot air generated by the main engine
itself is expelled. The one or more air ducts can be fully
integrated ducts, i. e. integral part of one or more of the
fire protection walls, with a shape and cross-section that
is preferentially adapted to the demands of respective
heat generating devices, e. g. with respect to massflow

rate, heat resistance, etc., or may be structural provisions
in the one or more fire protection walls that are adapted
for accommodating one or more separate hoses and/or
ducts.
[0028] According to one aspect of the present inven-
tion, hot air generated from a multiplicity of heat gener-
ating devices is collected. This collected hot air builds up
a massflow of hot air, which can be a significant massflow
of several kg/s and which can advantageously be used
for protecting parts of the aircraft which are e. g. located
close to a given main engine exhaust. Preferably, the
massflow of hot air is expelled in the vicinity of the parts
to be protected such that main engine exhaust gases
coming from the main engine exhaust are kept away from
these parts.
[0029] More specifically, a protective layer of hot air is
preferably generated on the parts to be protected such
that all near-engine zones are protected. It should be
noted that dependent on the used main engine(s), the
main engine exhaust gases may reach temperatures of
up to 500 to 700°C, which is unfavorable in any case
when hitting aircraft parts in general, and when hitting
the parts to be protected in particular. In contrast, the
massflow of hot air and, thus, the inventive protective
layer of hot air will have temperatures which any struc-
ture/cowling and/or weathering of metal or fiber can with-
stand.
[0030] Advantageously, due to the expelling of the
massflow of hot air, a positive influence of a surface-near
airflow alongside the aircraft, specifically in the boundary
layer, can be achieved. More specifically, in a rotary-wing
aircraft the boundary layer in a corresponding cowling
and tail boom region commonly has low energy, which
may lead, depending on the surface shape and flight con-
dition, to a flow separation. This separation in turn leads
to a phenomenon called "tail-shake" and is very unfavo-
rable. Due to the massflow of hot air, this boundary layer
is ignited with additional energy leading to a reduced tail-
shake risk. Additionally the drag of the aircraft is reduced
thereby. Furthermore, depending on a selected shape of
corresponding secondary exhaust nozzles for expelling
the massflow of hot air, the massflow of hot air will also
lead to a certain amount of thrust, which may be useful
for efficient forward flight.
[0031] According to a preferred embodiment, the at
least one air duct is integrated into the at least one as-
sociated firewall arrangement.
[0032] Thus, the hot air produced by any heat gener-
ating device can easily be directed into a favorable region
of the aircraft. Advantageously, the integrated air duct is
at least essentially weight neutral, meaning that no ad-
ditional weight is neither introduced nor needed, as it is
an integral part of the at least one associated firewall
arrangement. Additionally, integrating the at least one air
duct into the at least one associated firewall arrangement
enables provision of smaller fire zone volumes, thus re-
ducing a required amount of fire extinguishing agents
necessary to extinguish fire.
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[0033] According to one aspect of the present inven-
tion, the integrated air duct advantageously uses the so-
called Venturi effect which creates suction for hot regions
surrounding the integrated air duct, which do not have a
dedicated cooling device, such as e. g. a main gearbox
zone of the drive system accommodating region in a ro-
tary-wing aircraft. Thereby, an improved cooling perform-
ance of the drive system accommodating region in the
rotary-wing aircraft can be achieved during hovering con-
dition due to forced convection.
[0034] According to a further preferred embodiment,
at least one gearbox and/or at least one auxiliary device
are provided that generate the hot air flow in operation.
[0035] According to a further preferred embodiment,
the at least one engine is an air breathing propulsion
engine that generates a primary hot air flow in operation.
The primary hot air flow is ducted independent of the hot
air flow.
[0036] According to a further preferred embodiment,
the at least one associated firewall arrangement defines
a first fire protection zone accommodating a first engine
and a second fire protection zone accommodating a sec-
ond engine. The at least one air duct is arranged between
the first and second fire protection zones.
[0037] According to a further preferred embodiment,
the at least one associated firewall arrangement defines
a component receiving compartment between the first
and second fire protection zones.
[0038] According to a further preferred embodiment,
the drive system accommodating region defines an upper
deck region of the fuselage. The upper deck region is
arranged inside the fuselage adjacent to an upper fuse-
lage side.
[0039] According to a further preferred embodiment,
the aircraft is implemented as a rotary-wing aircraft with
at least one main rotor that is drivingly coupled to the at
least one engine.
[0040] According to a further preferred embodiment,
at least one counter-torque device is provided. The coun-
ter-torque device is drivingly coupled to an associated
drive shaft. The associated drive shaft is at least partly
received in the component receiving compartment.
[0041] According to a further preferred embodiment,
the fuselage defines a tail boom, wherein at least one
primary exhaust nozzle is provided for expelling a primary
hot air flow generated by the at least one engine in op-
eration. The at least one air duct is provided with at least
one auxiliary exhaust nozzle for expelling the hot air flow
in operation. The at least one auxiliary exhaust nozzle is
at least partly arranged between the at least one primary
exhaust nozzle and the tail boom.
[0042] Advantageously, the at least one air duct col-
lects hot air from several heat generating devices and
expels it in a specific, favorable aft region of the aircraft.
As different heat generating devices generate hot air with
different temperatures, an overall temperature of the col-
lected hot air will approximately amount to less than
120°C and, thus, be lower than a maximum temperature

of the hottest separate hot air flow. Furthermore, since
the collected hot air is expelled in an aft placed region of
the aircraft, the fresh air intakes of the at least one engine,
which is advantageously positioned comparatively far
upstream, will not re-ingest expelled hot air, so that power
losses can advantageously be prevented. Also, this po-
sitioning of the fresh air intakes will advantageously at
least reduce the risk of re-ingesting hot gases expelled
by any auxiliary device, such as e. g. a gearbox oil cooler,
engine oil cooler and so on.
[0043] According to a further preferred embodiment,
the fuselage defines a tail boom, wherein the hot air flow
is expelled through the tail boom in operation.
[0044] According to a further preferred embodiment,
the at least one air duct is provided with at least one
exhaust nozzle through which the hot air flow is expelled
in operation. The at least one exhaust nozzle is adapted
for directing an expelled hot air flow at least partly along-
side the fuselage.
[0045] Thus, the aft region of the aircraft is protected
by the expelled hot air flow, which advantageously avoids
that hotter main exhaust gases hit the fuselage in the aft
region. Furthermore, due to the expelled hot air flow
which protects the aft region, the at least one primary
exhaust nozzle that is provided for expelling a primary
exhaust air flow respectively a primary hot air flow gen-
erated by the at least one engine in operation may be
less cambered, meaning that the primary hot air flow can
be directed more in parallel to a longitudinal axis of the
aircraft compared to conventional aircrafts, thus leading
to less engine performance losses and to a further re-
duction of the risk of hot gas reinjection.
[0046] According to a further preferred embodiment,
at least one primary exhaust nozzle is provided for ex-
pelling a primary exhaust air flow respectively a primary
hot air flow generated by the at least one engine in op-
eration. The at least one air duct is provided with at least
one auxiliary exhaust nozzle for expelling the hot air flow
in operation. The at least one auxiliary exhaust nozzle is
at least partly integrated into the at least one primary
exhaust nozzle.
[0047] Thus, the hot air flow can advantageously redi-
rect the primary exhaust air flow in operation, so that the
risk of re-ingestion is reduced during flight.
[0048] According to a further preferred embodiment,
the at least one air duct accommodates at least one hot-
air hose for ducting the hot air flow.
[0049] According to a further preferred embodiment,
the at least one air duct comprises thermally insulated
material.
[0050] According to a further preferred embodiment,
the at least one associated firewall arrangement defines
a first fire protection zone accommodating a first engine
and a second fire protection zone accommodating a sec-
ond engine. The at least one air duct comprises a first
air duct arranged in the first fire protection zone and a
second air duct arranged in the second fire protection
zone.
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[0051] According to a further preferred embodiment,
the at least one air duct is defined by associated air duct
walls that separate, in operation, the hot air flow from the
at least one fire protection zone.
[0052] According to a further preferred embodiment,
the associated air duct walls comprise at least one air
duct wall that separates, in operation, the hot air flow
from the fuselage.
[0053] Preferred embodiments of the invention are out-
lined by way of example in the following description with
reference to the attached drawings. In these attached
drawings, identical or identically functioning components
and elements are labeled with identical reference num-
bers and characters and are, consequently, only de-
scribed once in the following description.

- Figure 1 shows a schematic side view of an aircraft
with a fuselage that defines at least an interior region
and a drive system accommodating region with a
firewall arrangement according to the present inven-
tion,

- Figure 2 shows a schematic top view of the drive
system accommodating region with the firewall ar-
rangement of Figure 1,

- Figure 3 shows a schematic perspective rear view
of the drive system accommodating region with the
firewall arrangement of Figure 2,

- Figure 4 shows a schematic view of the drive system
accommodating region with the firewall arrangement
of Figure 2 and Figure 3,

- Figure 5 shows a perspective view of the firewall
arrangement of Figure 1,

- Figure 6 shows a sectional view of the arrangement
of Figure 5 according to a first embodiment,

- Figure 7 shows a sectional view of the arrangement
of Figure 5 according to a second embodiment,

- Figure 8 shows a sectional view of the arrangement
of Figure 5 according to a third embodiment,

- Figure 9 shows a sectional view of the arrangement
of Figure 5 according to a fourth embodiment,

- Figure 10 shows a sectional view of the arrangement
of Figure 5 according to a fifth embodiment,

- Figure 11 shows a sectional view of the arrangement
of Figure 5 according to a sixth embodiment,

- Figure 12 shows a sectional view of the arrangement
of Figure 5 according to a seventh embodiment,

- Figure 13 shows a sectional view of the arrangement
of Figure 5 according to an eighth embodiment,

- Figure 14 shows a sectional view of the arrangement
of Figure 5 according to a ninth embodiment,

- Figure 15 shows a schematic top view of the arrange-
ment of Figure 2 according to an alternative embod-
iment,

- Figure 16 shows a schematic perspective rear view
of the arrangement of Figure 15,

- Figure 17 shows a schematic view of the arrange-
ments of Figure 2 and Figure 15 according to a var-
iant, and

- Figure 18 shows a schematic view of integrated pri-
mary and secondary exhaust nozzles according to
one embodiment of the present invention.

[0054] Figure 1 shows an aircraft 1, which comprises
a fuselage 2 that defines at least an interior region 2a
and a drive system accommodating region 1f according
to one aspect of the present invention. The aircraft 1 is
exemplarily embodied as a rotary-wing aircraft and, in
particular, as a helicopter. Therefore, the aircraft 1 is also
referred to hereinafter as the "helicopter 1" for simplicity
and clarity. It should, however, be noted that the present
invention is not limited to helicopters and can likewise be
applied to other aircrafts having a fuselage that defines
at least an interior region and a drive system accommo-
dating region according to the present invention.
[0055] Illustratively, the fuselage 2 further defines an
outer surface 1g of the aircraft 1 and at least one tail
boom 2b, but may moreover define a cockpit, as well as
a passenger cabin and/or a cargo compartment. Howev-
er, for simplicity and clarity of the drawings, such a cock-
pit, passenger cabin and cargo compartment are not
shown and explained in greater detail.
[0056] The helicopter 1 illustratively comprises at least
one main rotor 1a for providing lift and forward or back-
ward thrust during operation. The at least one main rotor
1a is preferably drivingly coupled to at least one engine
5 and preferentially embodied as a multi-blade rotor. The
latter exemplarily comprises a plurality of rotor blades
1b, 1c that are mounted at an associated rotor head 1d
to a rotor shaft 1e, which rotates in operation of the hel-
icopter 1 around an associated rotor axis. Preferably, the
rotor shaft 1e is drivingly connected to a main gearbox 4
of the helicopter 1, which is also preferably drivingly con-
nected to the at least one engine 5, both of which are
preferentially arranged in the drive system accommodat-
ing region 1f.
[0057] According to one aspect of the present inven-
tion, the at least one engine 5 implements a main engine
of the helicopter 1 and is therefore also referred to as the
"main engine 5" hereinafter, for simplicity and clarity.
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Preferably, this main engine 5 is embodied as an air
breathing propulsion engine, such as e.g. a diesel en-
gine, gas engine, gas turbine and so on. It should, how-
ever, be noted that the present invention is not limited to
such an implementation of the helicopter’s main engine,
which is merely described for purposes of illustration and
explanation, and that the at least one engine 5 may also
implement e.g. a supplementary engine instead of a main
engine.
[0058] Preferably, at least one primary exhaust nozzle
6 is provided for expelling primary hot air (7 in Figure 2)
generated by the main engine 5 in operation. This at least
one primary exhaust nozzle is illustratively located in the
vicinity of the tail boom 2a.
[0059] Furthermore, the helicopter 1 may comprise
one or more counter-torque devices configured to pro-
vide counter-torque during operation, i.e. to counter the
torque created by rotation of the at least one main rotor
1a for purposes of balancing the helicopter 1 in terms of
yaw. By way of example, a counter-torque device 3 with
a tail rotor 3a is provided in the region of a fin 2c embodied
at the tail boom 2a, which may further be provided e.g.
with a horizontal stabilizer, a bumper and/or a tail wing
embodied by or attached to the fuselage 2.
[0060] As already described above, the fuselage 2 de-
fines the drive system accommodating region 1f, which
is preferably arranged inside the fuselage 2. More spe-
cifically, the drive system accommodating region 1f de-
fines an upper deck region of the fuselage 2, which is
arranged inside the fuselage 2 adjacent to an upper fu-
selage side 2d thereof. Illustratively, the upper fuselage
side 2d is a side of the fuselage 2 that faces the plurality
of rotor blades 1b, 1c. Accordingly, for simplicity and clar-
ity, the drive system accommodating region 1f is also
referred to as the "upper deck region 1f" hereinafter.
[0061] According to one aspect of the present inven-
tion, the upper deck region 1f comprises at least one fire
protection zone 11 that is defined by at least one firewall
arrangement 10. This at least one fire protection zone 11
preferably accommodates the main engine 5 within the
at least one firewall arrangement 10 such that the at least
one firewall arrangement 10 defines a fire-resistant sep-
aration between the main engine 5 and the interior region
2a of the fuselage 2. Therefore, the at least one firewall
arrangement 10 comprises a plurality of preferably inter-
connected fire protection walls 10a, 10b, 10c (and 10d
in Figure 2) that delimit the at least one fire protection
zone 11. By way of example, and seen in a forward flight
direction of the helicopter 1, the fire protection wall 10a
defines a front fire protection wall, the fire protection wall
10b defines a rear fire protection wall, the fire protection
wall 10c defines a lower fire protection wall and the fire
protection wall 10d in Figure 2 defines a middle fire pro-
tection wall.
[0062] Figure 2 shows a section of the helicopter 1 of
Figure 1 having the main engine 5 and the fuselage 2
that defines the upper deck region 1f, which comprises
the at least one firewall arrangement 10, and the tail boom

2b, seen in plan view on the upper fuselage side 2d.
According to the present invention, the at least one fire-
wall arrangement 10 comprises at least one air duct 12
for ducting auxiliary hot air 14 that is generated in oper-
ation of the helicopter 1 independent from heat genera-
tion of the main engine 5. Therefore, for simplicity and
clarity, the at least one air duct 12 is also referred to
hereinafter as the "hot air duct 12".
[0063] Preferably, the hot air duct 12 is integrated into
the at least one firewall arrangement 10, i.e. implemented
as an integral part thereof. Furthermore, the hot air duct
12 preferentially comprises thermally insulated material.
Moreover, the hot air duct 12 is preferably tunnel- or gut-
ter-shaped and arranged adjacent to the upper fuselage
side 2d.
[0064] According to one aspect of the present inven-
tion, the main engine 5 is implemented by first and second
main engines 5a, 5b. The latter are preferably both im-
plemented as air breathing propulsion engines that are
provided with associated main engine air intakes 8 for
intake of respective fresh air flows 9 and with the primary
exhaust nozzle 6 for expelling the primary hot air 7. More
specifically, the first main engine 5a is illustratively pro-
vided with a first air intake 8a and a first primary exhaust
nozzle 6a, and the second main engine 5b with a second
air intake 8b and a second primary exhaust nozzle 6b.
[0065] The first primary exhaust nozzle 6a is preferably
arranged on the fuselage 2 in the vicinity of the tail boom
2b. A mid axis 6c of this first primary exhaust nozzle 6a
defines an inclination angle 6d with respect to a vertical
mid plane 2e of the fuselage 2, which represents a lon-
gitudinal axis of the tail boom 2b. This inclination angle
6d is at least reduced compared to conventional config-
urations, is preferentially not greater than 30° and
amounts illustratively to approximately 15°. More specif-
ically, the inclination angle 6d defines a direction, into
which a primary exhaust air flow 7a is expelled via the
first primary exhaust nozzle 6a, and similarly via the sec-
ond primary exhaust nozzle 6b. The second primary ex-
haust nozzle 6b is preferably similarly arranged and con-
figured in an axially symmetrical manner with respect to
the vertical mid plane 2e.
[0066] According to one aspect of the present inven-
tion, the first and second main engines 5a, 5b are ac-
commodated in the at least one firewall arrangement 10.
More specifically, the at least one firewall arrangement
10 preferably defines a first fire protection zone 11a,
wherein the first main engine 5a is accommodated, and
a second fire protection zone 11b, wherein the second
main engine 5b is accommodated. The first and second
fire protection zones 11a, 11b are preferably embodied
by the fire protection walls 10a, 10b, 10c, 10d, wherein
the middle fire protection wall 10d divides the at least one
firewall arrangement 10 into the first and second fire pro-
tection zones 11a, 11b. Between the first and second fire
protection zones 11a, 11b, the hot air duct 12 for ducting
the auxiliary hot air 14 is preferentially arranged. This
auxiliary hot air 14 is preferably ducted independent of
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the primary hot air 7 that is generated by the first and
second main engines 5a, 5b.
[0067] In one embodiment, the auxiliary hot air 14 is
at least partly generated by the main gearbox 4 and duct-
ed via the hot air duct 12, which is illustratively provided
with first and second additional hot air ducts 12a, 12b,
towards auxiliary air exhaust nozzles 13. By way of ex-
ample, the first additional hot air duct 12a is provided with
a first auxiliary air exhaust nozzle 13a for expelling an
auxiliary hot air flow 14a, and the second additional hot
air duct 12b is provided with a second auxiliary air ex-
haust nozzle 13b for expelling the auxiliary hot air flow
14a. The auxiliary air exhaust nozzles 13 preferably com-
prise an arbitrary shape with a cross section that is adapt-
ed to a corresponding exiting velocity in order to minimize
pressure losses.
[0068] According to one aspect of the present inven-
tion, at least one of the auxiliary air exhaust nozzles 13a,
13b is at least partly arranged between an associated
one of the primary exhaust nozzles 6a, 6b and the tail
boom 2b. Preferably, the auxiliary air exhaust nozzles
13a, 13b are located in a region of low aerodynamic pres-
sure in order to create a suction effect, hence improving
cooling performance during forward flight conditions of
the helicopter 1.
[0069] Illustratively, the auxiliary air exhaust nozzle
13a is arranged between the primary exhaust nozzle 6a
and the tail boom 2b and the auxiliary air exhaust nozzle
13b is arranged between the primary exhaust nozzle 6b
and the tail boom 2b. Preferably, at least one of the aux-
iliary air exhaust nozzles 13a, 13b, through which the
auxiliary hot air flow 14a is expelled in operation, is adapt-
ed for directing the expelled auxiliary hot air flow 14a at
least partly alongside the fuselage 2 and, in particular,
alongside the tail boom 2b, for creating a tail boom pro-
tective air flow 14b.
[0070] In operation of the aircraft 1, if the latter is e. g.
flying into a sideward flight direction illustrated with an
arrow 15, a surrounding air flow 16 occurs, which redi-
rects the primary exhaust air flow 7a that is expelled via
the first primary exhaust nozzle 6a in a direction opposed
to the tail boom 2b, as indicated with arrows 7b, while
the primary exhaust air flow 7a expelled via the second
primary exhaust nozzle 6b is redirected towards the tail
boom 2b, as indicated with arrows 7c. The arrows 7b, 7c
are hereinafter referred to as the "deflected primary hot
air flows" 7b, 7c, for brevity and simplicity.
[0071] The deflected primary hot air flow 7b streams
away from the helicopter 1 and, thus, does not affect the
underlying structure of the latter. In contrast thereto, the
deflected primary hot air flow 7c streams towards the tail
boom 2b and would normally heat up the tail boom 2b in
a zone 17, which could at least potentially affect the un-
derlying structure of the tail boom 2b due to the compar-
atively high temperatures of the deflected primary hot air
flow 7c. However, the tail boom protective air flow 14b
counteracts the deflected primary hot air flow 7c by push-
ing against the latter and by getting mixed with it, so that

only a mixed air flow hits the tail boom 2b in the zone 17
with a temperature of approximately 120°C that is lower
than the temperature of the deflected primary hot air flow
7c.
[0072] It should be noted that generation of the tail
boom protective air flow 14b is particularly advantageous
if the tail boom 2b comprises fiber reinforced plastics in
the zone 17 and as the tail boom 2b generally defines a
structure whose function must not fail in case of an inci-
dent. Furthermore, it should be noted that depending on
the design of the auxiliary air exhaust nozzles 13a, 13b,
the tail boom protective air flow 14b will also lead to a
reduced drag in the zone 17 as well as to a reduced
overall drag of the helicopter 1, since it increases the
energy of the aerodynamic boundary layer. This is com-
monly known as an "active boundary layer treatment".
Due to this, an underlying tail-shake risk can be reduced.
[0073] Figure 3 shows the upper deck region 1f of the
helicopter 1 of Figure 1 according to the configuration
described above with reference to Figure 2, for further
illustrating the at least one firewall arrangement 10 that
defines the first and second fire protection zones 11a,
11b inside the fuselage 2, and for further illustrating the
independent ducting of the auxiliary hot air flow 14a with
respect to the primary exhaust air flow 7a. Moreover, an
exemplary arrangement of the first and second primary
exhaust nozzles 6a, 6b and the auxiliary air exhaust noz-
zles 13a, 13b, as well as of the main engine air intakes
8a, 8b in different regions of the fuselage 2 that are
spaced apart from each other is illustrated. Finally, also
an exemplary main rotor downwash is illustrated with ar-
rows 18, which also deflects the primary exhaust air flow
7a, but also the auxiliary hot air flow 14a, in operation.
[0074] Figure 4 shows the upper deck region 1f of the
helicopter 1 of Figure 1 according to the configuration
described above with reference to Figure 2 and Figure
3, for schematically illustrating possible and preferred
heat generating auxiliary devices provided in the inven-
tive upper deck region 1f according to a preferred em-
bodiment of the present invention. As described above,
the upper deck region 1f preferably comprises the at least
one firewall arrangement 10 defining the hot air duct 12
and the first and second fire protection zones 11a, 11b,
wherein the first and second main engines 5a, 5b are
arranged.
[0075] According to one aspect of the present inven-
tion, each one of the first and second main engines 5a,
5b has a preferably integrated starter/generator unit 21a,
21b, which needs fresh air for cooling down its integrated
electrical engine in operation. Accordingly, each such
starter/generator unit 21a, 21b will generate a hot air flow
23c in operation, which must be dissipated and is, there-
fore, transferred to the hot air duct 12. This is preferably
achieved via an associated air duct, which is not shown
for simplicity and clarity of the drawings. Furthermore,
associated engine oil of each one of the first and second
main engines 5a, 5b, which is heated in operation of the
corresponding engine 5a, 5b, is cooled down by means

13 14 



EP 3 056 423 B1

9

5

10

15

20

25

30

35

40

45

50

55

of an associated heat exchanger 20a, 20b, which cools
the associated engine oil using an engine mounted blow-
er 19a, 19b. Preferably, the engine mounted blowers 19a,
19b transfer hot air to the associated heat exchangers
20a, 20b via suitable ducts 20c, 20d, which is then trans-
ferred to the hot air duct 12, as indicated with a dotted
arrow 23d. This is preferably also achieved via an asso-
ciated air duct, which is not shown for simplicity and clarity
of the drawings.
[0076] The hot air duct 12 further collects hot air coming
from the region of the main gearbox 4, as well as from
auxiliary gearboxes 4e that are adapted for propelling
auxiliary devices that are required for operation of the
helicopter 1 of Figure 1, such as e.g. hydraulic pumps
etc., as well as for propelling a tail rotor drive shaft (3b
in Figure 5). The main gearbox 4 preferably comprises
internal parts that are accommodated within a metal
housing 4a and not illustrated in greater detail for sim-
plicity and clarity of the drawings. Via the metal housing
4a, heat 4d generated by the internal parts and/or internal
oil of the main gearbox 4 is dissipated to the upper deck
region 1f.
[0077] Preferably, at least the main gearbox 4 com-
prises associated blowers 4b as well as associated main
gearbox oil heat exchangers 4c. The blowers 4b are
adapted for creating an air flow through the heat exchang-
ers 4c, which then, in combination with the blowers 4b,
create a hot air flow 23b. The latter is preferably trans-
ferred to the hot air duct 12 by means of a suitable hot
air ejector device 24, while the air flow from the blowers
4b is preferably transferred to the heat exchangers 4c
via associated ducts, as illustrated.
[0078] The hot air ejector device 24 can advantageous-
ly be used for increasing a so-called "Venturi effect" oc-
curring in operation. More specifically, since all mechan-
ically driven blowers 4b, 19a, 19b, 21a, 21b, etc. are per-
manently driven by the main engines 5a, 5b, they will
create a forced flow and an additional suction effect to
surrounding ambient air in every region of the upper deck
region 1f. This is commonly called "ejector effect" or "Ven-
turi effect", which is an advantage if the helicopter 1 is in
a flight condition with poor or no velocity. Thus, the
present invention will enable an improved air flow in re-
gions of the upper deck region 1f without dedicated forced
cooling.
[0079] However, it should be noted that the above de-
scribed heat generating auxiliary devices are only exem-
plary heat generating devices and that other heat gen-
erating devices may likewise be arranged within the up-
per deck region 1f. For instance, air conditioning refrig-
erant heat exchangers 22, which are also referred to as
condensers, can be provided for cooling down the refrig-
erant of a given air conditioning system using external
ram air 22a, thereby creating a hot air flow 23a.
[0080] Figure 5 shows the firewall arrangement 10 with
the hot air duct 12 of Figure 1 to Figure 4. As described
above, the firewall arrangement 10 comprises the front,
rear, lower and middle fire protection walls 10a, 10b, 10c,

10d, which define the first and second fire protection
zones 11a, 11b.
[0081] According to one aspect of the present inven-
tion, the firewall arrangement 10 defines a component
receiving compartment 25 between the first and second
fire protection zones 11a, 11b. This component receiving
compartment 25 is illustratively embodied by the lower
fire protection wall 10c such that it traverses the firewall
arrangement 10 in a gate-like manner.
[0082] Preferably, the component receiving compart-
ment 25 is embodied for receiving at least partly a drive
shaft 3b. By way of example, the drive shaft 3b is drivingly
coupled to the counter-torque device 3 of Figure 1, i. e.
it drivingly couples the main gearbox 4 of Figure 1 to the
tail rotor 3a of Figure 1. However, the component receiv-
ing compartment 25 may also receive other components
together with or instead of the drive shaft 3b.
[0083] According to one aspect of the present inven-
tion, the component receiving compartment 25 is spaced
apart from the hot air duct 12, which is illustratively at
least approximately U-shaped. More specifically, the hot
air duct 12 is preferably extended over an entire length
of the firewall arrangement 10, seen in forward flight di-
rection of the helicopter 1 of Figure 1, and preferentially
spaced apart from the component receiving compart-
ment 25 by means of the middle fire protection wall 10d.
[0084] Preferably, the hot air duct 12 is defined by as-
sociated air duct walls 12c, 12d, 12e that separate, in
operation, the auxiliary hot air 14 respectively the auxil-
iary hot air flow 14a from the first and second fire protec-
tion zones 11a, 11b. Illustratively, the wall 12c defines a
lower air duct wall, the wall 12d defines a board side air
duct wall and the wall 12e defines a starboard side air
duct wall. The board side and starboard side air duct
walls 12d, 12e are preferably provided with suitable inlet
openings 12f, through which e. g. the hot air flow 23c
from the starter/generator units 21a, 21b of Figure 4 and
the hot air flow 23d from the heat exchangers 20a, 20b
of Figure 4 enter the hot air duct 12.
[0085] It should be noted that the hot air duct 12 is
shown as an integral part of the firewall arrangement 10,
i. e. it is completely integrated into the firewall arrange-
ment 10. Thus, no additional space is required for imple-
menting the hot air duct 12.
[0086] Figure 6 shows the firewall arrangement 10 with
the first and second fire protection zones 11a, 11b and
the hot air duct 12 of Figure 5, which is illustrated inside
the fuselage 2 of Figure 1 to Figure 4 below of the outer
surface 1g of the helicopter 1 of Figure 1 to Figure 4. The
firewall arrangement 10 is shown with the main engines
5a, 5b that comprise the heat exchangers 20a, 20b and
the starter/generator units 21a, 21b of Figure 4, which
are schematically represented for further illustrating the
inventive separation of the auxiliary hot air 14 respec-
tively the auxiliary hot air flow 14a in the hot air duct 12
from the first and second fire protection zones 11a, 11b.
Figure 6 also further illustrates the component receiving
compartment 25 that accommodates at least partly the
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drive shaft 3b of Figure 5, and that is spaced apart from
the hot air duct 12 by means of the middle fire protection
wall 10d.
[0087] Figure 7 shows the firewall arrangement 10 with
the first and second fire protection zones 11a, 11b and
the hot air duct 12 of Figure 6. However, according to
one aspect of the present invention, the hot air duct 12
now further comprises internal walls 12g that divide the
hot air duct 12 into separate channels. By way of exam-
ple, the internal walls 12g are shown in an X-shaped con-
figuration, thereby dividing the hot air duct 12 into four
separate channels. However, other arrangements and
configurations of the internal walls 12g are also possible.
[0088] Figure 8 shows the firewall arrangement 10 with
the first and second fire protection zones 11a, 11b and
the hot air duct 12 of Figure 6. However, according to
one aspect of the present invention, the hot air duct 12
is now located below, i. e. under the component receiving
compartment 25 and provided with an upper air duct wall
12h that separates the hot air duct 12 from the component
receiving compartment 25. In this configuration, the up-
per air duct wall 12h is required for protecting the drive
shaft 3b of Figure 5, which is illustratively arranged in the
component receiving compartment 25, against an unde-
sired thermal load.
[0089] Figure 9 shows the firewall arrangement 10 with
the first and second fire protection zones 11a, 11b and
the hot air duct 12 of Figure 6. However, according to
one aspect of the present invention, the hot air duct 12
is now at least approximately T-shaped and each one of
the board side and starboard side air duct walls 12d, 12e
thereof is extended towards the component receiving
compartment 25 by means of the middle fire protection
wall 10d, which is thus doubled. Accordingly, the lower
air duct wall 12c now separates the hot air duct 12 from
the component receiving compartment 25. In this config-
uration, the lower air duct wall 12c protects the drive shaft
3b of Figure 5, which is illustratively arranged in the com-
ponent receiving compartment 25, against an undesired
thermal load.
[0090] Figure 10 shows the firewall arrangement 10
with the first and second fire protection zones 11a, 11b
and the hot air duct 12 of Figure 6. However, according
to one aspect of the present invention, the hot air duct
12 is now provided with the upper air duct wall 12h of
Figure 8 such that the hot air flow 23c from the start-
er/generator units 21a, 21b of Figure 4 and the hot air
flow 23d from the heat exchangers 20a, 20b of Figure 4
that enter the hot air duct 12 according to Figure 5 is
separated from the outer surface 1g of the helicopter 1
of Figure 1 to Figure 4.
[0091] Figure 11 shows the firewall arrangement 10
with the first and second fire protection zones 11a, 11b
and the hot air duct 12 of Figure 6. However, according
to one aspect of the present invention, the hot air duct
12 is now implemented as a first air duct 12 that is ar-
ranged in the first fire protection zone 11a and a second
air duct 12 that is arranged in the second fire protection

zone 11b. By way of example only, the first and second
air ducts 12 are arranged on the lower fire protection wall
10c, each one laterally to the component receiving com-
partment 25.
[0092] Figure 12 shows the firewall arrangement 10
with the first and second fire protection zones 11a, 11b
and the hot air duct 12 of Figure 5. However, according
to one aspect of the present invention, the hot air duct
12 is now equipped with an air duct extension 26 that is
adapted to extend the hot air duct 12 such that the aux-
iliary hot air flow 14a can be transferred to a predeter-
mined location for exhausting. The air duct extension 26
can e. g. be used to implement at least partly the first and
second additional hot air ducts 12a, 12b of Figure 2 and
Figure 3.
[0093] Figure 13 shows the firewall arrangement 10
with the first and second fire protection zones 11a, 11b
and the hot air duct 12 of Figure 5. However, according
to one aspect of the present invention, the hot air duct
12 is now embodied in the form of a shell, and not ex-
tended over the entire length of the firewall arrangement
10, as described above with reference to Figure 5. Ac-
cordingly, the hot air duct 12 is delimited in its longitudinal
extension by an exemplary front air duct wall 12i, wherein
the inlet openings 12f are embodied, by way of example.
[0094] Figure 14 shows the firewall arrangement 10
with the first and second fire protection zones 11a, 11b
and the hot air duct 12 of Figure 5. However, according
to one aspect of the present invention, the hot air duct
12 now accommodates at least one and illustratively six
hot-air hoses 27a, 27b, 27c for ducting the hot air 14
respectively the hot air flow 14a. By way of example, the
hot-air hoses 27b are provided for ducting the hot air flow
23c from the starter/generator units 21a, 21b of Figure 4
in the hot air duct 12 and the hot-air hoses 27c are pro-
vided for ducting the hot air flow 23d from the heat ex-
changers 20a, 20b of Figure 4 in the hot air duct 12.
[0095] Figure 15 shows the configuration of Figure 2
with a section of the helicopter 1 of Figure 1 having the
first and second main engines 5a, 5b with the associated
first and second primary exhaust nozzles 6a, 6b, and
having the fuselage 2 that defines the upper deck region
1f, which comprises the at least one firewall arrangement
10, and the tail boom 2b, seen in plan view on the upper
fuselage side 2d, i. e. on an upper side 2f of the tail boom
2b. However, in contrast to the configuration of Figure 2,
the firewall arrangement 10 is now provided with the hot
air duct 12 having the air duct extension 26 of Figure 12,
which is provided with a single auxiliary air exhaust noz-
zle 13 instead of the two auxiliary air exhaust nozzles
13a, 13b of Figure 2.
[0096] Preferably, the single auxiliary air exhaust noz-
zle 13 is at least approximately arranged on the vertical
mid plane 2e of the helicopter 1, preferentially centrically
between the first and second primary exhaust nozzles
6a, 6b. Furthermore, the single auxiliary air exhaust noz-
zle 13 preferably expels the hot air flow 14a in the direc-
tion of the upper side 2f of the tail boom 2b.
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[0097] Figure 16 shows the upper deck region 1f of the
helicopter 1 of Figure 1 according to the configuration
described above with reference to Figure 15, for further
illustrating the hot air flow 14a that is expelled in the di-
rection of the upper side 2f of the tail boom 2b.
[0098] Figure 17 shows a schematic rear view of the
helicopter 1 of Figure 1 with the fuselage 2 and the tail
boom 2b. The latter is preferably embodied for carrying
the drive shaft 3b of Figure 5, which is preferentially cov-
ered by an associated drive shaft fairing 3c.
[0099] According to one aspect of the present inven-
tion, the hot air flow 14a is now expelled through the tail
boom 2b in operation. More specifically, the hot air flow
14a is preferably expelled in a region between the drive
shaft fairing 3c and the tail boom 2b.
[0100] Figure 18 shows the primary exhaust nozzles
6a, 6b of one of the preceding figures, which are provided
for expelling the primary exhaust air flow 7a. According
to one aspect of the present invention, the auxiliary air
exhaust nozzles 13a, 13b are now at least partly inte-
grated into the corresponding primary exhaust nozzles
6a, 6b.
[0101] It should be noted that the above description
essentially explains different configurations of firewall ar-
rangements, wherein a given configuration mainly de-
pends on form and shape of the hot air duct 12 and/or
arrangement of the exhaust nozzles 6, 13. However, it
should be noted that the different configurations can eas-
ily be combined and/or modified in an application-specific
manner. Therefore, all combinations of the above differ-
ent configurations or elements thereof are likewise con-
templated as being part of the present invention.

Reference List

[0102]

1 aircraft
1a main rotor
1b, 1c rotor blades
1d rotor head
1e rotor shaft
1f drive system accommodating region
1g aircraft outer surface
2 fuselage
2a fuselage interior region
2b tail boom
2c fin
2d upper fuselage side
2e fuselage vertical mid plane
2f tail boom upper side
3 counter-torque device
3a tail rotor
3b tail rotor drive shaft
3c drive shaft fairing
4 main gearbox
4a main gearbox metal housing
4b main gearbox blowers

4c main gearbox oil heat exchanger
4d main gearbox heat dissipation
4e auxiliary gearboxes
5 main engines
5a first main engine
5b second main engine
6 primary air exhausts
6a first primary air exhaust nozzle
6b second primary air exhaust nozzle
6c primary air exhaust mid axis
6d primary air exhaust inclination angle
7 primary hot air
7a primary exhaust air flow
7b, 7c deflected primary exhaust air flows
8 main engine air intake
8a first main engine air intake
8b second main engine air intake
9 main engines intake air flow
10 firewall arrangement
10a front fire protection wall
10b rear fire protection wall
10c lower fire protection wall
10d middle fire protection wall
11 fire protection zones
11a first fire protection zone
11b second fire protection zone
12 firewall integrated air duct
12a first additional air duct
12b second additional air duct
12c lower air duct wall
12d board side air duct wall
12e starboard side air duct wall
12f firewall integrated air duct inlet open-

ings
12g firewall integrated air duct internal walls
12h upper air duct wall
12i front air duct wall
13 auxiliary air exhausts
13a first auxiliary air exhaust nozzle
13b second auxiliary air exhaust nozzle
14 auxiliary hot air
14a auxiliary exhaust air flows
14b tail boom protective air flow
15 sideward flight direction
16 surrounding air flow
17 tail boom heated zone
18 main rotor downwash
19a, 19b main engine blowers
20a, 20b main engine oil heat exchangers
20c, 20d main engine oil heat exchanger air

ducts
21a, 21b main engine starter/generator units
22 air conditioning refrigerant heat ex-

changers
22a external ram air
23a air conditioning refrigerant heat ex-

changers hot air
23b main gearbox oil heat exchangers hot
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air
23c main engine starter/generator units hot

air
23d main engine oil heat exchangers hot air
24 hot air ejector device
25 component receiving compartment
26 firewall integrated air duct extension
27a, 27b, 27c hot-air hoses
10a front fire protection wall
10b rear fire protection wall
10c lower fire protection wall
10d middle fire protection wall
11 fire protection zones
11a first fire protection zone
11b second fire protection zone
12 firewall integrated air duct
12a first additional air duct
12b second additional air duct
12c lower air duct wall
12d board side air duct wall
12e starboard side air duct wall
12f firewall integrated air duct inlet open-

ings
12g firewall integrated air duct internal walls
12h upper air duct wall
12i front air duct wall
13 auxiliary air exhausts
13a first auxiliary air exhaust nozzle
13b second auxiliary air exhaust nozzle
14 auxiliary hot air
14a auxiliary exhaust air flows
14b tail boom protective air flow
15 sideward flight direction
16 surrounding air flow
17 tail boom heated zone
18 main rotor downwash
19a, 19b main engine blowers
20a, 20b main engine oil heat exchangers
20c, 20d main engine oil heat exchanger air

ducts
21a, 21b main engine starter/generator units
22 air conditioning refrigerant heat ex-

changers
22a external ram air
23a air conditioning refrigerant heat ex-

changers hot air
23b main gearbox oil heat exchangers hot

air
23c main engine starter/generator units hot

air
23d main engine oil heat exchangers hot air
24 hot air ejector device
25 component receiving compartment
26 firewall integrated air duct extension
27a, 27b, 27c hot-air hoses

Claims

1. An aircraft (1) with a fuselage (2) that defines at least
an interior region (2a) and a drive system accommo-
dating region (1f), said drive system accommodating
region (1f) being arranged inside said fuselage (2)
and comprising at least one fire protection zone (11)
that is defined by at least one associated firewall
arrangement (10), said at least one fire protection
zone (11) accommodating at least one engine (5)
within said at least one associated firewall arrange-
ment (10) such that said at least one associated fire-
wall arrangement (10) defines a fire-resistant sepa-
ration between said at least one engine (5) and said
interior region (2a) of said fuselage (2),
characterized in that the aircraft (1) is a rotary-wing
aircraft having at least one heat generating auxiliary
device (4c, 20a, 20b, 21a, 21b, 22) distinct from the
least one engine (5) and generating a hot air flow
(14a); the aircraft (1) having at least one auxiliary
exhaust nozzle (13, 13a, 13b); the at least one as-
sociated firewall arrangement (10) comprising at
least one air duct (12) extending along at least part
of the firewall arrangement (10) and arranged be-
tween the heat generating auxiliary device (4c, 20a,
20b, 21a, 21b, 22) and at least one auxiliary exhaust
nozzle (13, 13a, 13b) so that the hot air flow (14a)
that is generated by the at least one heat generating
auxiliary device (4c, 20a, 20b, 21a, 21b, 22) in op-
eration of said aircraft (1) is ducted through the at
least one air duct (12) independently from air carry-
ing heat radiated by the at least one engine (5).

2. The aircraft (1) according to claim 1,
characterized in that said at least one air duct (12)
is integrated into said at least one associated firewall
arrangement (10).

3. The aircraft (1) according to claim 1,
characterized in that the heat generating auxiliary
device (4c, 20a, 20b, 21a, 21b, 22) is at least one
gearbox (4, 4e) and/or at least one exchanger (4c,
20a, 20b, 22) and/or a unit (21a, 21b) that generate
said hot air flow (14a) during operation of the aircraft
(1).

4. The aircraft (1) according to claim 1,
characterized in that said at least one engine (5)
is an air breathing propulsion engine (5a, 5b) and
the heat generated in operation by the air breathing
propulsion engine (5a, 5b) is a primary hot air flow
(7a), said primary hot air flow (7a) being ducted in-
dependently from the hot air flow (14a) ducted
through the air duct (12).

5. The aircraft (1) according to claim 1,
characterized in that said at least one associated
firewall arrangement (10) defines a first fire protec-
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tion zone (11a) accommodating a first engine (5a)
and a second fire protection zone (11b) accommo-
dating a second engine (5b), said at least one air
duct (12) being arranged between said first and sec-
ond fire protection zones (11a, 11b).

6. The aircraft (1) according to claim 5,
characterized in that said at least one associated
firewall arrangement (10) defines a component re-
ceiving compartment (25) between said first and sec-
ond fire protection zones (11a, 11b).

7. The aircraft (1) according to claim 6,
characterized in that said drive system accommo-
dating region (1f) defines an upper deck region (1f)
of said fuselage (2), said upper deck region (1f) being
arranged inside said fuselage (2) adjacent to an up-
per fuselage side (2d).

8. The aircraft (1) according to claim 6, characterized
in that the aircraft (1) has at least one counter-torque
device (3), said counter-torque device (3) being driv-
ingly coupled to an associated drive shaft (3b); the
associated drive shaft (3b) being at least partly re-
ceived in the component receiving compartment
(25).

9. The aircraft (1) according to claim 8, characterized
in that said fuselage (2) defines a tail boom (2b), the
fuselage (2) also defining at least one primary ex-
haust nozzle (6) for expelling the primary hot air flow
(7a) generated by said at least one engine (5) in op-
eration, said at least one air duct (12) being provided
with at least one auxiliary exhaust nozzle (13) for
expelling said hot air flow (14a) in operation, said at
least one auxiliary exhaust nozzle (13) being at least
partly arranged between parallelly to a longitudinal
axis of the aircraft (1) said at least one primary ex-
haust nozzle (6) and said tail boom (2b).

10. The aircraft (1) according to claim 8, characterized
in that said fuselage (2) defines a tail boom (2b),
wherein said hot air flow (14) is expelled through said
tail boom (2b) in operation.

11. The aircraft (1) according to claim 1, characterized
in that said at least one air duct (12) is provided with
at least one exhaust nozzle (13) through which said
hot air flow (14a) is expelled in operation, said at
least one exhaust nozzle (13) being adapted for di-
recting an expelled hot air flow (14a, 14b) at least
partly alongside said fuselage (2).

12. The aircraft (1) according to claim 1,
characterized in that at least one primary exhaust
nozzle (6) is provided for expelling a primary hot air
flow (7a) generated by said at least one engine (5)
in operation, wherein said at least one air duct (12)

is provided with at least one auxiliary exhaust nozzle
(13) for expelling said hot air flow (14a) in operation,
said at least one auxiliary exhaust nozzle (13) being
at least partly integrated into said at least one primary
exhaust nozzle (6).

13. The aircraft (1) according to claim 1, characterized
in that said at least one air duct (12) accommodates
at least one hot-air hose (27a, 27b, 27c) for ducting
said hot air flow (14a).

14. The aircraft (1) according to claim 1, characterized
in that said at least one air duct (12) comprises ther-
mally insulated material.

15. The aircraft (1) according to claim 1, characterized
in that said at least one associated firewall arrange-
ment (10) defines a first fire protection zone (11a)
accommodating a first engine (5a) and a second fire
protection zone (11b) accommodating a second en-
gine (5b), said at least one air duct (12) comprising
a first air duct (12) arranged in said first fire protection
zone (11a) and a second air duct (12) arranged in
said second fire protection zone (11b).

16. The aircraft (1) according to claim 1, characterized
in that said at least one air duct (12) is defined by
associated air duct walls (12c, 12d, 12e, 12h, 12i)
that separate, in operation, said hot air flow (14a)
from said at least one fire protection zone (11).

17. The aircraft (1) according to claim 16, characterized
in that said associated air duct walls (12c, 12d, 12e,
12h, 12i) comprise at least one air duct wall (12h)
that separates, in operation, said hot air flow (14a)
from said fuselage (2).

Patentansprüche

1. Luftfahrzeug (1) mit einem Rumpf (2), der mindes-
tens einen Innenbereich (2a) und einen Bereich zur
Antriebsunterbringung (1f) definiert, wobei der Be-
reich (1f) zur Antriebsunterbringung innerhalb des
Rumpfes (2) angeordnet ist und mindestens eine
Brandschutzzone (11) aufweist, die definiert ist
durch mindestens eine zugehörige Brandschottan-
ordnung (10), wobei in der mindestens einen Brand-
schutzzone (11) mindestens ein Antriebsmotor (5)
innerhalb der mindestens einen zugehörigen Brand-
schottanordnung (10) derart untergebracht ist, dass
die mindestens eine zugehörige Brandschottanord-
nung (10) eine feuerfeste Abtrennung zwischen dem
mindestens einen Antriebsmotor (5) und dem Innen-
bereich (2a) des Rumpfes (2) definiert,
dadurch gekennzeichnet, dass das Luftfahrzeug
(1) ein Drehflügelluftfahrzeug ist mit mindestens ei-
ner wärmeerzeugenden Hilfsvorrichtung (4c, 20a,
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20b, 21a, 21b, 22), die von dem mindestens einen
Antriebsmotor (5) verschieden ist und einen Warm-
luftstrom (14a) erzeugt, wobei das Luftfahrzeug (1)
mindestens eine Hilfsauspuffdüse (13, 13a, 13b)
aufweist, wobei die mindestens eine zugehörige
Brandschottanordnung (10) mindestens einen Luft-
kanal (12) aufweist, der sich entlang mindestens ei-
nes Teils der Brandschottanordnung (10) erstreckt
und zwischen der wärmeerzeugenden Hilfsvorrich-
tung (4c, 20a, 20b, 21a, 21b, 22) und mindestens
einer Hilfsauspuffdüse (13a, 13a, 13b) angeordnet
ist, sodass der Warmluftstrom (14a), der durch die
mindestens eine wärmeerzeugende Hilfsvorrich-
tung (4c, 20a, 20b, 21a, 21b, 22) erzeugt wird, beim
Betrieb des Luftfahrzeugs (1) durch den mindestens
einen Luftkanal (12) geführt wird, unabhängig von
Luft, die Wärme führt, die durch den mindestens ei-
nen Antriebsmotor (5) abgestrahlt wird.

2. Luftfahrzeug (1) nach Anspruch 1,
dadurch gekennzeichnet, dass der mindestens ei-
ne Luftkanal (12) in die mindestens eine zugehörige
Brandschottanordnung (10) integriert ist.

3. Luftfahrzeug (1) nach Anspruch 1,
dadurch gekennzeichnet, dass die wärmeerzeu-
gende Hilfsvorrichtung (4c, 20a, 20b, 21a, 21b, 22)
mindestens ein Getriebe (4, 4e) und/oder mindes-
tens ein Wärmetauscher (4c, 20a, 20b, 22) und/oder
eine Einheit (21a, 21b), die den Warmluftstrom (14a)
während des Betriebs des Luftfahrzeugs (1) erzeugt,
ist.

4. Luftfahrzeug (1) nach Anspruch 1,
dadurch gekennzeichnet, dass der mindestens ei-
ne Antriebsmotor (5) ein luftatmender Antriebsmotor
(5a, 5b) ist, und die Wärme, die beim Betrieb durch
den luftatmenden Antriebsmotor (5a, 5b) erzeugt
wird, ein Haupt-Warmluftstrom (7a) ist, wobei der
Haupt-Warmluftstrom (7a) unabhängig von dem
Warmluftstrom (14a) geführt wird, der durch den
Luftkanal (12) geführt wird.

5. Luftfahrzeug (1) nach Anspruch 1,
dadurch gekennzeichnet, dass die mindestens ei-
ne zugehörige Brandschottanordnung (10) mindes-
tens eine erste Brandschutzzone (11a) definiert, in
der ein erster Antriebsmotor (5a) untergebracht ist,
und eine zweite Brandschutzzone (11b), in der ein
zweiter Antriebsmotor (5b) untergebracht ist, wobei
der mindestens eine Luftkanal (12) zwischen der ers-
ten und der zweiten Brandschutzzone (11a, 11b) an-
geordnet ist.

6. Luftfahrzeug (1) nach Anspruch 5,
dadurch gekennzeichnet, dass die mindestens ei-
ne zugehörige Brandschottanordnung (10) einen
Raum (25) zur Aufnahme von Komponenten zwi-

schen der ersten und der zweiten Brandschutzzone
(11a, 11b) definiert.

7. Luftfahrzeug (1) nach Anspruch 6,
dadurch gekennzeichnet, dass der Bereich (1f)
zur Aufnahme des Antriebssystems einen Ober-
deckbereich (1f) des Rumpfes (2) definiert, wobei
der Oberdeckbereich (1f) innerhalb des Rumpfes (2)
an einer obere Rumpfseite (2d) angrenzend ange-
ordnet ist.

8. Luftfahrzeug (1) nach Anspruch 6,
dadurch gekennzeichnet, dass das Luftfahrzeug
(1) mindestens eine Gegendrehmomentvorrichtung
(3) aufweist, wobei die Gegendrehmomentvorrich-
tung (3) antriebsmäßig an eine zugehörige Antriebs-
welle (3b) gekoppelt ist, wobei die zugehörige An-
triebswelle (3b) mindestens teilweise in dem Raum
(25) zur Aufnahme von Komponenten aufgenom-
men ist.

9. Luftfahrzeug (1) nach Anspruch 8,
dadurch gekennzeichnet, dass der Rumpf (2) ei-
nen Heckausleger (2b) definiert, wobei der Rumpf
(2) ebenfalls mindestens eine Hauptauspuffdüse (6)
definiert zum Ausstoßen des Haupt-Warmluftstroms
(7a), der von dem mindestens einen Antriebsmotor
(5) im Betrieb erzeugt wird, wobei der mindestens
eine Luftkanal (12) mit mindestens einer Hilfsaus-
puffdüse (13) versehen ist zum Ausstoßen des
Warmluftstroms (14a) während des Betriebs, wobei
die mindestens eine Hilfsauspuffdüse (13) mindes-
tens teilweise parallel zur Längsachse des Luftfahr-
zeugs (1) zwischen der mindestens einen Hauptaus-
puffdüse (6) und dem Heckausleger (2b) angeordnet
ist.

10. Luftfahrzeug (1) nach Anspruch 8,
dadurch gekennzeichnet, dass der Rumpf (2) ei-
nen Heckausleger (2b) definiert, wobei der Warm-
luftstrom (14) im Betrieb durch den Heckausleger
(2b) ausgestoßen wird.

11. Luftfahrzeug (1) nach Anspruch 1,
dadurch gekennzeichnet, dass der mindestens ei-
ne Luftkanal (12) mit mindestens einer Auspuffdüse
(13) versehen ist, durch die der Warmluftstrom (14a)
im Betrieb ausgestoßen wird, wobei die mindestens
eine Auspuffdüse (13) ausgebildet ist, um einen aus-
gestoßenen Warmluftstrom (14a, 14b) zumindest
teilweise entlang des Rumpfes (2) zu führen.

12. Luftfahrzeug (1) nach Anspruch 1,
dadurch gekennzeichnet, dass die mindestens ei-
ne Hauptauspuffdüse (6) vorgesehen ist, um einen
Haupt-Warmluftstrom (7a) auszustoßen, der durch
den mindestens einen Antriebsmotor (5) im Betrieb
erzeugt wird, wobei der mindestens eine Luftkanal
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(12) mit mindestens einen Hilfsauspuffdüse (13) ver-
sehen ist, um den Warmluftstrom (14a) im Betrieb
auszustoßen, wobei die mindestens eine Hilfsaus-
puffdüse (13) mindestens teilweise in eine
Hauptauspuffdüse (6) integriert ist.

13. Luftfahrzeug (1) nach Anspruch 1,
dadurch gekennzeichnet, dass der mindestens ei-
ne Luftkanal (12) mindestens eine Warmluft-
Schlauchleitung (27a, 27b, 27c) aufweist zum Füh-
ren des Warmluftstroms (14a).

14. Luftfahrzeug (1) nach Anspruch 1,
dadurch gekennzeichnet, dass der mindestens ei-
ne Luftkanal (12) thermisch isoliertes Material auf-
weist.

15. Luftfahrzeug (1) nach Anspruch 1,
dadurch gekennzeichnet, dass die mindestens ei-
ne zugehörige Brandschottanordnung (10) eine ers-
te Brandschutzzone (11a) definiert, in der ein erster
Antriebsmotor (5a) untergebracht ist, und eine zwei-
te Brandschutzzone (11b), in der ein zweiter An-
triebsmotor (5b) untergebracht ist, wobei der min-
destens eine Luftkanal (12) einen ersten Luftkanal
(12) aufweist, der in der ersten Brandschutzzone
(11a) angeordnet ist, und einen zweiten Luftkanal
(12), der in der zweiten Brandschutzzone (11b) an-
geordnet ist.

16. Luftfahrzeug (1) nach Anspruch 1,
dadurch gekennzeichnet, dass der mindestens ei-
ne Luftkanal (12) definiert ist durch zugehörige Luft-
kanalwände (12c, 12d, 12e, 12h, 12i), die im Betrieb
den Warmluftstrom (14a) von der mindestens einen
Brandschutzzone (11) trennen.

17. Luftfahrzeug (1) nach Anspruch 16,
dadurch gekennzeichnet, dass die zugehörigen
Luftkanalwände (12c, 12d, 12e, 12h, 12i) mindes-
tens eine Luftkanalwand (12h) aufweisen, die im Be-
trieb den Warmluftstrom (14a) von dem Rumpf (2)
trennt.

Revendications

1. Aéronef (1) avec un fuselage (2) qui définit au moins
une zone intérieure (2a) et une zone accueillant un
système de motorisation (1f),
ladite zone accueillant le système de motorisation
(1f) étant placée à l’intérieur dudit fuselage (2) et
comprenant au moins une zone de protection contre
l’incendie (11) qui est définie par au moins un amé-
nagement de cloison pare-feu associé (10),
ladite au moins une zone de protection contre l’in-
cendie (11) accueillant au moins un moteur (5) à
l’intérieur dudit au moins un aménagement de cloi-

son pare-feu associé (10) tel que ledit au moins un
aménagement de cloison pare-feu associé (10) dé-
finit une séparation résistante au feu entre ledit au
moins un moteur (5) et ladite zone intérieure (2a)
dudit fuselage (2),
caractérisé en ce que l’aéronef (1) est un aéronef
à voilure tournante ayant au moins un dispositif auxi-
liaire générant de la chaleur (4c, 20a, 20b, 21a, 21b,
22) distinct du au moins un moteur (5) et générant
un flux d’air chaud (14a) ;
l’aéronef (1) ayant au moins une tuyère d’échappe-
ment auxiliaire (13, 13a, 13b);
le au moins un aménagement de cloison pare-feu
associé (10) comprenant au moins un conduit d’air
(12) s’étendant le long d’au moins une partie de
l’aménagement de cloison pare-feu (10) et placé en-
tre le dispositif auxiliaire générant de la chaleur (4c,
20a, 20b, 21a, 21b, 22) et au moins une tuyère
d’échappement auxiliaire (13, 13a, 13b) de sorte que
le flux d’air chaud (14a) qui est généré par le au
moins un dispositif auxiliaire générant de la chaleur
(4c, 20a, 20b, 21a, 21b, 22) lors du fonctionnement
dudit aéronef (1) est canalisé dans le au moins un
conduit d’air (12) indépendamment de l’air transpor-
tant la chaleur émise par le au moins un moteur (5).

2. Aéronef (1) selon la revendication 1,
caractérisé en ce que ledit au moins un conduit
d’air (12) est intégré dans ledit au moins un aména-
gement de cloison pare-feu associé (10).

3. Aéronef (1) selon la revendication 1,
caractérisé en ce que le dispositif auxiliaire géné-
rant de la chaleur (4c, 20a, 20b, 21a, 21b, 22) est
au moins une boîte de transmission (4, 4e) et/ou au
moins un échangeur (4c, 20a, 20b, 22) et/ou une
unité (21a, 21b) qui génère ledit flux d’air chaud (14a)
lorsque l’aéronef (1) est en fonctionnement.

4. Aéronef (1) selon la revendication 1,
caractérisé en ce que ledit au moins un moteur (5)
est un moteur atmosphérique à propulsion (5a, 5b)
et la chaleur générée par le moteur atmosphérique
de propulsion (5a, 5b) lors du fonctionnement est un
flux d’air chaud primaire (7a), ledit flux d’air chaud
primaire (7a) étant canalisé indépendamment du flux
d’air chaud (14a) canalisé par le conduit d’air (12).

5. Aéronef (1) selon la revendication 1,
caractérisé en ce que ledit au moins un aménage-
ment de cloison pare-feu associé (10) définit une
première zone de protection contre l’incendie (11a)
accueillant un premier moteur (5a) et une seconde
zone de protection contre l’incendie (11b) accueillant
un second moteur (5b), ledit au moins un conduit
d’air (12) étant placé entre lesdites première et
deuxième zones de protection contre l’incendie
(11a, 11b).
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6. Aéronef (1) selon la revendication 5,
caractérisé en ce que ledit au moins un aménage-
ment de cloison pare-feu associé (10) définit un com-
partiment pouvant recevoir des composants (25) en-
tre lesdites première et deuxième zones de protec-
tion contre l’incendie (11a, 11b).

7. Aéronef (1) selon la revendication 6,
caractérisé en ce que ladite zone accueillant le sys-
tème de motorisation (1f) définit une zone de plan-
cher supérieur (1f) dudit fuselage (2), ladite zone de
plancher supérieur (1f) étant placée à l’intérieur dudit
fuselage (2) adjacente à un côté supérieur du fuse-
lage (2d).

8. Aéronef (1) selon la revendication 6,
caractérisé en ce que l’aéronef (1) a au moins un
dispositif anti-couple (3), ledit dispositif anti-couple
(3) étant couplé en entraînement à un arbre de trans-
mission associé (3b) ; l’arbre de transmission asso-
cié (3b) étant au moins partiellement logé dans le
compartiment pouvant recevoir des composants
(25).

9. Aéronef (1) selon la revendication 8,
caractérisé en ce que ledit fuselage (2) définit une
poutre de queue (2b), le fuselage (2) définit aussi au
moins une tuyère d’échappement principale (6) pour
expulser le flux d’air chaud primaire (7a) généré par
ledit au moins un moteur (5) en fonctionnement, ledit
au moins un conduit d’air (12) étant pourvu d’au
moins une tuyère d’échappement auxiliaire (13) pour
expulser ledit flux d’air chaud (14a) lors du fonction-
nement, ladite au moins une tuyère d’échappement
auxiliaire (13) étant au moins partiellement placée
entre ladite au moins une tuyère d’échappement
principale (6) et ladite poutre de queue (2b), paral-
lèlement à un axe longitudinal de l’aéronef (1).

10. Aéronef (1) selon la revendication 8,
caractérisé en ce que ledit fuselage (2) définit une
poutre de queue (2b), dans lequel ledit flux d’air
chaud (14) est expulsé à travers ladite poutre de
queue (2b) lors du fonctionnement.

11. Aéronef (1) selon la revendication 1,
caractérisé en ce que ledit au moins un conduit
d’air (12) est pourvu d’au moins une tuyère d’échap-
pement (13) par laquelle ledit flux d’air chaud (14a)
est expulsé lors du fonctionnement, ladite au moins
une tuyère d’échappement (13) étant adaptée pour
diriger un flux d’air chaud expulsé (14a, 14b) au
moins partiellement le long dudit fuselage (2).

12. Aéronef (1) selon la revendication 1,
caractérisé en ce que au moins une tuyère d’échap-
pement principale (6) est prévue pour expulser un
flux d’air chaud primaire (7a) généré par ledit au

moins un moteur (5) en fonctionnement, dans lequel
ledit au moins un conduit d’air (12) est pourvu d’au
moins une tuyère d’échappement auxiliaire (13) pour
expulser ledit flux d’air chaud (14a) lors du fonction-
nement, ladite au moins une tuyère d’échappement
auxiliaire (13) étant au moins partiellement intégrée
à l’intérieur de ladite au moins une tuyère d’échap-
pement principale (6).

13. Aéronef (1) selon la revendication 1,
caractérisé en ce que ledit au moins un conduit
d’air (12) accueille au moins une tuyauterie flexible
d’air chaud (27a, 27b, 27c) pour canaliser ledit flux
d’air chaud (14a).

14. Aéronef (1) selon la revendication 1,
caractérisé en ce que ledit au moins un conduit
d’air (12) comprend un matériau d’isolation thermi-
que.

15. Aéronef (1) selon la revendication 1,
caractérisé en ce que ledit au moins un aménage-
ment de cloison pare-feu associé (10) définit une
première zone de protection contre l’incendie (11a)
accueillant un premier moteur (5a) et une seconde
zone de protection contre l’incendie (11b) accueillant
un second moteur (5b), ledit au moins un conduit
d’air (12) comprenant un premier conduit d’air (12)
placé dans ladite première zone de protection contre
l’incendie (11a) et un second conduit d’air (12) placé
dans ladite seconde zone de protection contre l’in-
cendie (11b).

16. Aéronef (1) selon la revendication 1,
caractérisé en ce que ledit au moins un conduit
d’air (12) est défini par des parois de conduit d’air
associées (12c, 12d, 12e, 12h, 12i) qui séparent ledit
flux d’air chaud (14a) de ladite au moins une zone
de protection contre l’incendie (11), lors du fonction-
nement.

17. Aéronef (1) selon la revendication 16,
caractérisé en ce que lesdites parois de conduit
d’air associées (12c, 12d, 12e, 12h, 12i) compren-
nent au moins une paroi de conduit d’air (12h) qui
sépare, lors du fonctionnement, ledit flux d’air chaud
(14a) dudit fuselage (2).
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