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Description

TECHNICAL FIELD

[0001] The present invention relates to a vehicle air
conditioner including a heat pump device which performs
heating and defrosting modes of operation.

BACKGROUND ART

[0002] A vehicle air conditioner with a heat pump de-
vice has been mounted on a car and other kinds of ve-
hicles (see, for example, Patent Document 1). The heat
pump device includes a compressor, an interior heat ex-
changer, an expansion valve, and an exterior heat ex-
changer. An interior fan to blow air toward the interior
heat exchanger is provided inside the vehicle cabin, and
an exterior fan to blow air toward the exterior heat ex-
changer is provided outside the vehicle cabin.
[0003] During heating, the interior heat exchanger
functions as a radiator, and the exterior heat exchanger
functions as a heat absorber. If frost is formed on the
exterior heat exchanger during heating, the operation
modes are switched into a defrosting operation mode to
supply a high-temperature refrigerant to the exterior heat
exchanger. According to Patent Document 1, the exterior
fan is stopped during the defrosting mode of operation,
and when the defrosting mode of operation ends, the
airflow rate of the exterior fan is maximized to blow off
the water deposited on the exterior heat exchanger.
[0004] Furthermore, patent document 2 discloses a
heat pump device having an outdoor fan that is arranged
such that its center is located in a region of its exterior
heat exchanger closer to a refrigerant downstream path
to allow a route which is closer to the refigerant outlet of
the exterior heat exchanger to have the higher airflow
rate.

CITATION LIST

PATENT DOCUMENT

[0005]

PATENT DOCUMENT 1: JP 2010-111222 A

PATENT DOCUMENT 2: JP 2012-254725 A

SUMMARY OF INVENTION

TECHNICAL PROBLEM

[0006] While the defrosting mode of operation is being
performed, the frost formed on the exterior heat exchang-
er melts and turns into water. However, if the exterior fan
is stopped as in Patent Document 1 when the frost turns
into water, the water will be left in the fins of the exterior
heat exchanger and will exchange heat with a high-tem-

perature refrigerant flowing through the heat-transfer
pipe of the exterior heat exchanger to remove heat from
the high-temperature refrigerant. Thus, the quantity of
heat it takes to melt the frost decreases so much that it
takes a long time to finish defrosting, thus affecting the
comfortableness of the occupant, which is a problem.
Particularly when the outside air temperature is as low
as 0°C or less, a significant quantity of heat is removed
from the refrigerant to make this problem a serious one.
[0007] In addition, the exterior heat exchanger is rarely
frosted uniformly, if ever, and in most cases, has an easily
defrostable region and a non-easily defrostable region.
Furthermore, depending on the configuration and oper-
ating state of the heat pump device, sometimes a region
closer to a refrigerant outlet of the exterior heat exchang-
er may be frosted more easily than another region closer
to a refrigerant inlet thereof.
[0008] In view of the foregoing background, it is there-
fore an object of the present invention to increase the
occupant’s comfortableness by shortening the time for
defrosting with the decrease in the quantity of heat of the
refrigerant minimized by draining efficiently the water col-
lected in the exterior heat exchanger during a defrosting
mode of operation.

SOLUTION TO THE PROBLEM

[0009] To achieve this object, according to the present
invention, as described in claims 1 and 7, if a region closer
to the refrigerant outlet of the exterior heat exchanger is
frosted more easily than a region closer to the refrigerant
inlet thereof, the air being blown through a path leading
to the refrigerant outlet of the exterior heat exchanger
has its flow rate increased during the defrosting mode of
operation.
[0010] A first aspect of the invention is a vehicle air
conditioner comprising:

a heat pump device including a compressor which
compresses a refrigerant, an interior heat exchanger
provided inside a vehicle cabin, an exterior heat ex-
changer provided outside the vehicle cabin, an ex-
pansion valve, and an exterior blower which blows
air toward the exterior heat exchanger, the heat
pump device being formed by connecting together
the compressor, the interior heat exchanger, the ex-
pansion valve, and the exterior heat exchanger via
refrigerant piping; and
an air-conditioning controller configured to control
the heat pump device,
the heat pump device being configured to be
switched by the air-conditioning controller between
multiple operation modes including a heating oper-
ation mode and a defrosting operation mode,

[0011] In this air conditioner, the exterior heat exchang-
er includes a plurality of heat-transfer pipes which are
arranged in line in a predetermined direction and a head-
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er tank which is connected to an end of the heat-transfer
pipes and which extends in the direction in which the
heat-transfer pipes are arranged in line,
the header tank has a refrigerant inlet portion and a re-
frigerant outlet portion which are provided along the
length of the header tank so as to be spaced apart from
each other, and a partition which partitions the heat-
transfer pipes into a plurality of paths such that a refrig-
erant flow that goes from the refrigerant inlet portion to-
ward the refrigerant outlet portion is formed, and
the flow rate of the air being blown by the exterior blower
to pass through one of the paths closer to the refrigerant
outlet portion of the exterior heat exchanger is higher
than the flow rate of the air being blown by the exterior
blower to pass through another one of the paths closer
to the refrigerant inlet portion of the exterior heat ex-
changer.
[0012] According to this configuration, in the heating
operation mode, the exterior heat exchanger absorbs
heat to be frosted. In this case, depending on the config-
uration and operating state of the heat pump device,
sometimes a path closer to the refrigerant outlet portion
of the exterior heat exchanger may be frosted more easily
than another path closer to the refrigerant inlet portion
thereof. Meanwhile, in the defrosting operation mode, a
high-temperature refrigerant is supplied to the exterior
heat exchanger to melt the frost. In this case, if a lot of
frost has been formed on the path closer to the refrigerant
outlet portion of the exterior heat exchanger, then there
will be a lot of water produced by the melted frost outside
the path closer to the refrigerant outlet portion. According
to the present invention, the flow rate of the air being
blown by the exterior blower to pass through the path
closer to the refrigerant outlet portion is higher than that
of the air being blown to pass through the path closer to
the refrigerant inlet portion, thus allowing the exterior
blower to blow off efficiently the water present outside
the path closer to the refrigerant outlet portion. This thus
allows for reducing the quantity of heat removed by that
outside water from the high-temperature refrigerant flow-
ing through the heat-transfer pipes and shortening the
time for defrosting.
[0013] As a means for varying the flow rate of the air
flowing through the path closer to the refrigerant inlet
portion of the exterior heat exchanger from that of the air
flowing through the path closer to the refrigerant outlet
portion thereof, the structure of a portion of the vehicle
body where the exterior heat exchanger is arranged, the
layout of the exterior blower, or the air blowing capacity
of the exterior blower may be used, for example.
[0014] A second aspect of the invention is an embod-
iment of the first aspect of the invention. In the second
aspect, the heat-transfer pipes of the exterior heat ex-
changer are arranged in line horizontally, and the header
tank extends horizontally,
the exterior blower includes a first fan and a second fan
which are arranged horizontally along an air passage
plane of the exterior heat exchanger so as to be located

closer to the refrigerant inlet portion and the refrigerant
outlet portion, respectively, and
the airflow rate of the second fan is set to be higher than
the airflow rate of the first fan.
[0015] That is to say, if first and second fans are pro-
vided, these fans are configured such that the air passing
through a path closer to the refrigerant outlet portion of
the exterior heat exchanger flows at the higher rate. As
a result, the function and effect of the first aspect of the
invention are achieved reliably. In addition, by changing
the airflow rates of the first and second fans, the noise
is reducible with the resonance of these fans reduced.
As a means for changing the airflow rates of the first and
second fans, those fans may have mutually different
numbers of blades or different diameters, for example.
[0016] A third aspect of the invention is an embodiment
of the second aspect of the invention. In the third aspect,
the vehicle air conditioner further comprises a frosting
state detecting means for detecting a frosting state of the
exterior heat exchanger, and
the air-conditioning controller is configured to switch, if
the frosting state detecting means senses, during the
heating mode of operation, that the exterior heat ex-
changer is frosted, the operation modes of the heat pump
device into a defrosting operation mode and to stop the
first and second fans at the beginning of the defrosting
mode of operation, and to activate the first and second
fans independently of each other according to the degree
of defrosting of the exterior heat exchanger during the
defrosting mode of operation.
[0017] According to this configuration, by activating the
first and second fans independently of each other ac-
cording to the degree of defrosting of the exterior heat
exchanger during the defrosting mode of operation, the
water present outside the exterior heat exchanger may
be drained efficiently, thus improving the heating per-
formance when frosting and defrosting occur recurrently
during its operation.
[0018] A fourth aspect of the invention is an embodi-
ment of the third aspect of the invention. In the fourth
aspect,
the frosting state detecting means functions as an inlet-
side refrigerant temperature detecting means for detect-
ing a refrigerant temperature state in a region closer to
the refrigerant inlet portion of the exterior heat exchanger,
and
the air-conditioning controller is configured to activate
the first fan when the refrigerant temperature detected
by the inlet-side refrigerant temperature detecting means
exceeds a first predetermined temperature and then stop
the first fan, and to activate the second fan when the
refrigerant temperature detected by the inlet-side refrig-
erant temperature detecting means exceeds a second
predetermined temperature that is higher than the first
predetermined temperature.
[0019] According to this configuration, if the tempera-
ture of the refrigerant in a region closer to the refrigerant
inlet portion of the exterior heat exchanger has risen to

3 4 



EP 3 031 642 B1

4

5

10

15

20

25

30

35

40

45

50

55

exceed a first predetermined temperature, then the frost
on the path closer to the refrigerant inlet portion is esti-
mated to have melted. In that case, by keeping the first
fan activated for a predetermined period of time, the first
fan is allowed to blow off the water present outside the
path closer to the refrigerant inlet portion. This thus allows
for defrosting the path closer to the refrigerant outlet por-
tion quickly by supplying a high-temperature refrigerant
to the path closer to the refrigerant outlet portion quickly.
[0020] Meanwhile, if the temperature of the refrigerant
in a region closer to the refrigerant inlet portion of the
exterior heat exchanger has risen to exceed a second
predetermined temperature, then the frost on the path
closer to the refrigerant outlet portion is estimated to have
melted, too. In that case, by keeping the second fan ac-
tivated for a predetermined period of time, the second
fan is allowed to blow off reliably the water present out-
side the path closer to the refrigerant outlet portion.
[0021] In addition, since the inlet-side refrigerant tem-
perature detecting means for detecting the refrigerant
temperature state in a region closer to the refrigerant inlet
portion of the exterior heat exchanger is used as a frosting
state detecting means, the first and second fans are con-
trollable with an inexpensive configuration.
[0022] A fifth aspect of the invention is an embodiment
of the third aspect of the invention. In the fifth aspect,
the frosting state detecting means functions as an outlet-
side refrigerant temperature detecting means for detect-
ing a refrigerant temperature state in a region closer to
the refrigerant outlet portion of the exterior heat exchang-
er, and
the air-conditioning controller is configured to activate
the first fan when the refrigerant temperature detected
by the outlet-side refrigerant temperature detecting
means exceeds a first predetermined temperature and
then stop the first fan, and to activate the second fan
when the refrigerant temperature detected by the outlet-
side refrigerant temperature detecting means exceeds a
second predetermined temperature that is higher than
the first predetermined temperature.
[0023] According to this configuration, by detecting the
refrigerant temperature state in a region closer to the
refrigerant outlet portion of the exterior heat exchanger,
the frosting state of the path of the exterior heat exchang-
er is estimable accurately. In addition, as in the fourth
aspect of the invention, the first and second fans may be
activated independently of each other.
[0024] A sixth aspect of the invention is an embodiment
of the third aspect of the invention. In the sixth aspect,
the frosting state detecting means functions as a clocking
means for recording the amount of time that has passed
since the defrosting mode of operation was started, and
the air-conditioning controller is configured to activate
the first fan when the clocking means senses the amount
of time that has passed since the defrosting mode of op-
eration was started exceed a first predetermined amount
of time and then stop the first fan, and to activate the
second fan when the clocking means senses the amount

of time that has passed since the defrosting mode of op-
eration was started exceed a second predetermined
amount of time that is longer than the first predetermined
amount of time.
[0025] That is to say, the longer the amount of time
that has passed since the defrosting mode of operation
was started, the smaller the amount of frost formed on
each path of the exterior heat exchanger. That is why
there is a correlation between the frosting state of each
path of the exterior heat exchanger and the amount of
time that has passed since the defrosting mode of oper-
ation was started. By using such a clocking means for
recording the amount of time that has passed since the
defrosting mode of operation was started, the frosting
state may be detected based on the correlation without
detecting the refrigerant temperature or any other param-
eter, and the first and second fans are controllable at a
reduced cost adaptively to the frosting state.
[0026] A seventh aspect of the invention is an embod-
iment of the first aspect of the invention. In the seventh
aspect,
the exterior blower is comprised of a single fan, the fan
being arranged such that the center of the fan is offset
toward the refrigerant outlet of the exterior heat exchang-
er.
[0027] According to this configuration, when the exte-
rior blower is activated, the flow rate of the air being blown
through the path closer to the refrigerant outlet portion
of the exterior heat exchanger becomes higher than that
of the air being blown through the path closer to the re-
frigerant inlet portion. This thus allows for blowing off re-
liably the water present outside the path closer to the
refrigerant outlet portion.
[0028] An eighth aspect of the invention is an embod-
iment of any one of the first through seventh aspects of
the invention. In the eighth aspect,
the air-conditioning controller is configured to activate
the exterior blower before the operation modes of the
heat pump device are switched from the defrosting op-
eration mode into the heating operation mode and after
it has been estimated that the frost on the exterior heat
exchanger has melted.
[0029] According to this configuration, the water
present outside the exterior heat exchanger may be
blown off in a late stage of the defrosting mode of oper-
ation. This improves the heating performance while frost-
ing and defrosting occur recurrently during the operation.
[0030] A ninth aspect of the invention is an embodi-
ment of any one of the first through eighth aspects of the
invention. In the ninth aspect,
the air-conditioning controller controls the heat pump de-
vice such that when the heat pump device operates in
the defrosting operation mode, the exterior blower has a
maximum airflow rate.
[0031] According to this configuration, by setting the
airflow rate of the exterior blower to be maximum during
the defrosting mode of operation, the water present out-
side the exterior heat exchanger may be blown off relia-
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bly.
[0032] A tenth aspect of the invention is an embodi-
ment of the first aspect of the invention. In the tenth as-
pect, the vehicle air conditioner further comprises a frost-
ing state detecting means for detecting a frosting state
of the exterior heat exchanger,
the exterior blower is comprised of a single fan, and
the air-conditioning controller performs control so as to
switch, if the frosting state detecting means senses, dur-
ing the heating mode of operation, that the exterior heat
exchanger is frosted, the operation modes of the heat
pump device into a defrosting operation mode and to stop
the fan at the beginning of the defrosting mode of oper-
ation, and to maximize the airflow rate of the fan before
the operation modes of the heat pump device are
switched from the defrosting operation mode into the
heating operation mode and after it has been estimated
that the frost on the exterior heat exchanger has melted.
[0033] According to this configuration, the water
present outside the exterior heat exchanger may be
blown off in a late stage of the defrosting mode of oper-
ation. This improves the heating performance while frost-
ing and defrosting occur recurrently during the operation.
[0034] An eleventh aspect of the invention is an em-
bodiment of any one of the first through tenth aspects of
the invention. In the eleventh aspect,
the heat pump device includes a first interior heat ex-
changer and a second interior heat exchanger which is
arranged upstream of the first interior heat exchanger in
an airflow direction, and
the heat pump device makes the first and second interior
heat exchangers function as radiators during the heating
mode of operation.
[0035] According to this configuration, the air-condi-
tioning air is heated by the first and second interior heat
exchangers, thus improving the heating capacity.

ADVANTAGES OF THE INVENTION

[0036] According to the first aspect of the invention,
the flow rate of the air being blown by the exterior blower
to pass through the path closer to the refrigerant outlet
portion of the exterior heat exchanger is set to be higher
than that of the air being blown to pass through the path
closer to the refrigerant inlet portion thereof such that the
exterior blower is activated during the defrosting mode
of operation. This thus allows for blowing off reliably the
water present outside the path closer to the refrigerant
outlet portion even when a lot of frost is formed on the
path closer to the refrigerant outlet portion of the exterior
heat exchanger. This allows for shortening the time for
defrosting so much as to increase the occupant’s com-
fortableness.
[0037] According to the second aspect of the invention,
by setting the flow rate of the air passing through the path
closer to the refrigerant outlet portion of the exterior heat
exchanger to be relatively high when the first and second
fans are provided, the water present outside the path

closer to the refrigerant outlet portion of the exterior heat
exchanger may be blown off so much as to finish defrost-
ing in a shorter time while noise is reduced with the res-
onance of the two fans suppressed.
[0038] According to the third aspect of the invention,
the first and second fans are activated independently of
each other according to the degree of defrosting of the
exterior heat exchanger, thus allowing for draining effi-
ciently the water present outside the exterior heat ex-
changer. This improves the heating performance, and
eventually further increases the occupant’s comfortable-
ness, when frosting and defrosting occur recurrently dur-
ing the operation.
[0039] According to the fourth aspect of the invention,
the first and second fans may be activated appropriately
enough to defrost the exterior heat exchanger quickly. In
addition, since the inlet portion-side refrigerant temper-
ature detecting means for detecting the refrigerant tem-
perature state in a region closer to the refrigerant inlet
portion of the exterior heat exchanger is used as a frosting
state detecting means, the first and second fans are con-
trollable with an inexpensive configuration.
[0040] According to the fifth aspect of the invention,
the refrigerant temperature state in a region closer to the
refrigerant outlet portion of the exterior heat exchanger
is detected, thus allowing for estimating the frosting state
of the path of the exterior heat exchanger accurately. In
addition, the first and second fans may be activated even
more appropriately.
[0041] According to the sixth aspect of the invention,
a clocking means for recording the amount of time that
has passed since the defrosting mode of operation was
started is used, thus allowing for controlling the first and
second fans at a reduced cost adaptively to the frosting
state of the exterior heat exchanger without detecting the
refrigerant temperature or any other parameter.
[0042] According to the seventh aspect of the inven-
tion, the fan is arranged so as to be offset toward a region
closer to the refrigerant outlet portion of the exterior heat
exchanger, which allows for blowing off reliably the water
present outside the path closer to the refrigerant outlet
portion. This improves the heating performance, and
eventually further increases the occupant’s comfortable-
ness, when frosting and defrosting occur recurrently dur-
ing the operation.
[0043] According to the eighth aspect of the invention,
the exterior blower is activated before the operation
modes are switched from the defrosting operation mode
into the heating operation mode and after the frost formed
on the exterior heat exchanger has melted, thus allowing
for blowing off the water present outside the exterior heat
exchanger in a late stage of the defrosting mode of op-
eration. This improves the heating performance while
frosting and defrosting occur recurrently during the op-
eration.
[0044] According to the ninth aspect of the invention,
the airflow rate of the exterior blower is set to be maximum
during the defrosting mode of operation, thus allowing
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for blowing off reliably the water present outside the ex-
terior heat exchanger. This improves the heating per-
formance while frosting and defrosting occur recurrently
during the operation.
[0045] According to the tenth aspect of the invention,
the water present outside the exterior heat exchanger
may be blown off in a late stage of the defrosting mode
of operation. This improves the heating performance
while frosting and defrosting occur recurrently during the
operation.
[0046] According to the eleventh aspect of the inven-
tion, the first and second interior heat exchangers are
made to function as radiators during the heating mode
of operation, thus improving the heating capacity.

BRIEF DESCRIPTION OF THE DRAWINGS

[0047]

[FIG. 1] FIG. 1 is a diagram illustrating a general
configuration for a vehicle air conditioner according
to a first embodiment.
[FIG. 2] FIG. 2 is a block diagram of the vehicle air
conditioner.
[FIG. 3] FIG. 3 is a rear view of an exterior heat ex-
changer as viewed from the rear side of the vehicle.
[FIG. 4] FIG. 4 is a diagram illustrating a heating
mode of operation and corresponding to FIG. 1.
[FIG. 5] FIG. 5 is a diagram illustrating a defrosting
mode of operation and corresponding to FIG. 1.
[FIG. 6] FIG. 6 is a timing diagram showing the details
of control performed by the vehicle air conditioner.
[FIG. 7] FIG. 7 is a diagram illustrating a second em-
bodiment and corresponding to FIG. 1.
[FIG. 8] FIG. 8 is a view illustrating the second em-
bodiment and corresponding to FIG. 3.
[FIG. 9] FIG. 9 is a diagram illustrating the second
embodiment and corresponding to FIG. 6.

DESCRIPTION OF EMBODIMENTS

[0048] Embodiments of the present invention will now
be described in detail with reference to the accompanying
drawings. Note that the following description of preferred
embodiments is only an example in nature and is not
intended to limit the scope, applications, or use of the
invention.

(First Embodiment)

[0049] FIG. 1 illustrates a general configuration for a
vehicle air conditioner 1 according to a first embodiment
of the present invention. A vehicle on which the vehicle
air conditioner 1 is mounted may be an electric car in-
cluding a traction battery (not shown) and a traction motor
(not shown).
[0050] This vehicle air conditioner 1 includes a heat
pump device 20, an interior air-conditioning unit 21, and

an air-conditioning controller 22 (shown in FIG. 2) that
controls the heat pump device 20 and the interior air-
conditioning unit 21.
[0051] The heat pump device 20 includes: a motor-
driven compressor 30 that compresses a refrigerant; a
downstream interior heat exchanger (first interior heat
exchanger) 31 provided inside the vehicle cabin; an up-
stream interior heat exchanger (second interior heat ex-
changer) 32 provided upstream of the downstream inte-
rior heat exchanger 31 in an airflow direction inside the
vehicle cabin; an exterior heat exchanger 33 provided
outside the vehicle cabin; an accumulator 34; first to
fourth main refrigerant pipes 40-43 and first to third
branch refrigerant pipes 44-46 that connect all of these
members 30 to 34 together; and first and second cooling
fans 37a, 38a that form an exterior blower.
[0052] The motor-driven compressor 30 is an onboard
compressor which has been known in the art, and is driv-
en by an electric motor. The motor-driven compressor
30 may have its discharge rate per unit time varied by
having its number of revolutions changed. The motor-
driven compressor 30 is connected to the air-conditioning
controller 22 so as to have its ON/OFF states switched
and its number of revolutions controlled. The motor-driv-
en compressor 30 is supplied with power from the traction
battery.
[0053] The exterior heat exchanger 33 is provided near
the front end of a motor room (corresponding to the en-
gine room of an engine-driven vehicle) in a front portion
of a vehicle, and is configured to catch the wind blowing
against the vehicle traveling.
[0054] As shown in FIG. 3, the exterior heat exchanger
33 includes a plurality of heat-transfer pipes 33a, a plu-
rality of fins 33b, an upper header tank 33c, and a lower
header tank 33d. The heat-transfer pipes 33a run verti-
cally and are arranged side by side laterally (i.e., hori-
zontally) through the vehicle. Each of these heat-transfer
pipes 33a has a cross section elongated in the direction
in which the outside air passes through (i.e., the direction
pointing from the front end to the rear end of the vehicle).
Each pair of horizontally adjacent heat-transfer pipes
33a, 33a are horizontally spaced apart from each other
to leave a space for disposing one of the fins 33b. That
is to say, one of the fins 33b is provided between each
pair of adjacent heat-transfer pipes 33a, 33a. The fin 33b
may be a corrugated fin extending from the vicinity of the
upper end of the heat-transfer pipe 33a to the vicinity of
the lower end thereof.
[0055] The upper header tank 33c communicates with
the respective upper ends of the heat-transfer pipes 33a.
The upper header tank 33c has such a shape as extend-
ing laterally through the vehicle in the direction in which
those heat-transfer pipes 33a are arranged side by side.
A first partition plate (partition portion) 33e is provided
inside, and in the middle of the length direction of, the
upper header tank 33c. This first partition plate 33e is
provided to partition the inside of the upper header tank
33c into a space on one side of the length direction and
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a space on the other side of the length direction.
[0056] The lower header tank 33d communicates with
the respective lower ends of the heat-transfer pipes 33a.
Just like the upper header tank 33c, the lower header
tank 33d also has such a shape as extending laterally
through the vehicle. A second partition plate (partition
portion) 33f is provided on the right hand side of the mid-
dle of the length direction of, and inside, the lower header
tank 33d, and a third partition plate (partition portion) 33g
is provided on the left hand side of the middle. The second
and third partition plates 33f and 33g are provided to par-
tition the inside of the lower header tank 33d into three
spaces in the length direction.
[0057] In addition, the lower header tank 33d is further
provided with a refrigerant inlet pipe (refrigerant inlet por-
tion) 33h to let a refrigerant flow into the lower header
tank 33d and a refrigerant outlet pipe (refrigerant outlet
portion) 33i to let the refrigerant flow out of the lower
header tank 33d. These two pipes 33h and 33i are spaced
apart from each other in the length direction of the lower
header tank 33d. The refrigerant inlet pipe 33h commu-
nicates with the space of the lower header tank 33d on
the right hand side of the second partition plate 33f, while
the refrigerant outlet pipe 33i communicates with the
space of the lower header tank 33d on the left hand side
of the third partition plate 33g.
[0058] In this exterior heat exchanger 33, first through
fourth paths P1-P4 are formed by the first, second, and
third partition plates 33e, 33f, and 33g. Specifically, the
first path P1 is comprised of a group of heat-transfer pipes
33a that communicate with the space of the lower header
tank 33d on the right hand side of the second partition
plate 33f. The second path P2 is comprised of a group
of heat-transfer pipes 33a that communicate with the
space of the lower header tank 33d on the left hand side
of the second partition plate 33f and with the space of
the upper header tank 33c on the right hand side of the
first partition plate 33e. The third path P3 is comprised
of a group of heat-transfer pipes 33a that communicate
with the space of the lower header tank 33d on the right
hand side of the third partition plate 33g and with the
space of the upper header tank 33c on the left hand side
of the first partition plate 33e. The fourth path P4 is com-
prised of a group of heat-transfer pipes 33a that commu-
nicate with the space of the lower header tank 33d on
the left hand side of the third partition plate 33g.
[0059] The first path P1 serves as a path most up-
stream in the refrigerant flow direction, and is followed
by the second, third and fourth paths P2, P3 and P4 in
this order in the refrigerant flow direction. That is to say,
the first, second, and third partition plates 33e, 33f and
33g are provided to classify the heat-transfer pipes 33a
into the plurality of paths P1-P4 so as to form a refrigerant
flow that goes from the refrigerant inlet pipe 33h toward
the refrigerant outlet pipe 33i.
[0060] As shown in FIG. 1, the first and second cooling
fans 37a and 38a are laterally arranged side by side on
the front end of the vehicle and along the air passage

plane so as to be located closer to the rear end of the
vehicle than the exterior heat exchanger 33 is (i.e., down-
stream of the exterior heat exchanger 33 in the wind blow-
ing against the vehicle travelling). The first and second
cooling fans 37a and 38a are driven by first and second
fan motors 37b, 38b, respectively, and are configured to
blow air against the exterior heat exchanger 33 from the
front end of the vehicle toward the rear end thereof.
[0061] As shown in FIG. 3, the first cooling fan 37a is
arranged such that its center is offset rightward with re-
spect to the lateral center of the exterior heat exchanger
33. On the other hand, the second cooling fan 38a is
arranged such that its center is offset leftward with re-
spect to the lateral center of the exterior heat exchanger
33.
[0062] The flow rate of the air being blown by the sec-
ond cooling fan 38a is set to be higher than that of the
air being blown by the first cooling fan 37a having the
same number of revolutions. As a result, the flow rate of
the air being blown by the second cooling fan 38a to pass
through the paths P3 and P4 closer to the refrigerant
outlet of the exterior heat exchanger 33 is set to be higher
than that of the air being blown by the first cooling fan
37a to pass through the paths P1 and P2 closer to the
refrigerant inlet of the exterior heat exchanger 33.
[0063] Specifically, in this embodiment, the diameter
of the second cooling fan 38a is set to be larger than that
of the first cooling fan 37a. This allows for reducing the
resonance even when the first and second cooling fans
37a and 38a are activated simultaneously while providing
the air speed distribution described above. As a result,
the noise is reduced.
[0064] Note that the first and second cooling fans 37a
and 38a do not have to have their airflow rate differenti-
ated by adopting such a configuration in which their di-
ameters are set to be different ones. Alternatively, their
airflow rate may also be differentiated by providing mu-
tually different numbers of blades for the first and second
cooling fans 37a and 38a as well. Still alternatively, the
first and second cooling fans 37a and 38a may also have
their airflow rate differentiated even by adopting a vehicle
structure in which it is more difficult for the air to flow into,
or out of, the first cooling fan 37a than the second cooling
fan 38a. Optionally, these configurations may also be
adopted in any arbitrary combination.
[0065] The first and second fan motors 37b and 38b
are connected to the air-conditioning controller 22 and
configured to have their ON/OFF states switched and
their number of revolutions controlled independently of
each other. The numbers of revolutions may be changed
into any of the three stages of Lo (low), Mi (middle) and
Hi (highest) speeds. However, the numbers of revolu-
tions may also be changed from one of two stages into
the other or any one of four or more stages into another,
or may even be changed stagelessly.
[0066] The first and second fan motors 37b, 38b are
also supplied with electric power from the traction battery.
Note that the first and second fan motors 37b, 38b may
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also blow air to a radiator (not shown) that cools a traction
inverter, for example, and may also be activated even if
air conditioning is not requested.
[0067] As shown in FIG. 1, the first main refrigerant
pipe 40 connects together the discharge port of the mo-
tor-driven compressor 30 and the refrigerant inlet of the
downstream interior heat exchanger 31. The second
main refrigerant pipe 41 connects together the refrigerant
outlet of the downstream interior heat exchanger 31 and
the refrigerant inlet pipe 33h of the exterior heat exchang-
er 33. The third main refrigerant pipe 42 connects togeth-
er the refrigerant outlet pipe 33g of the exterior heat ex-
changer 33 and the refrigerant inlet of the upstream in-
terior heat exchanger 32. The fourth main refrigerant pipe
43 connects together the refrigerant outlet of the up-
stream interior heat exchanger 32 and the suction port
of the motor-driven compressor 30.
[0068] The accumulator 34 is provided near the suction
port of the motor-driven compressor 30 and halfway
along the fourth main refrigerant pipe 43.
[0069] The first branch refrigerant pipe 44 branches
from the second main refrigerant pipe 41, and is connect-
ed to the third main refrigerant pipe 42. The second
branch refrigerant pipe 45 branches from the second
main refrigerant pipe 41, and is connected to the fourth
main refrigerant pipe 43. The third branch refrigerant pipe
46 branches from the third main refrigerant pipe 42, and
is connected to the fourth main refrigerant pipe 43.
[0070] The heat pump device 20 further includes a first
flow path switching valve 50, a second flow path switching
valve 51, a first expansion valve 52, a second expansion
valve 53, a first check valve 54, and a second check valve
55.
[0071] The first flow path switching valve 50 and the
second flow path switching valve 51 are configured as
electric three-way valves, and are controlled by the air-
conditioning controller 22. The first flow path switching
valve 50 is provided halfway along the second main re-
frigerant pipe 41, and the first branch refrigerant pipe 44
is connected to the valve 50. The second flow path
switching valve 51 is provided halfway along the fourth
main refrigerant pipe 43, and the third branch refrigerant
pipe 46 is connected to the valve 51.
[0072] The first and second expansion valves 52 and
53 are electric types to be controlled by the air-condition-
ing controller 22 to operate in an opening direction and
a closing direction. The degrees of opening of the first
and second expansion valves 52 and 53 are ordinarily
set according to the condition of the air-conditioning load,
but may also be set to be any arbitrary degrees irrespec-
tive of the air-conditioning load.
[0073] The first expansion valve 52 is provided closer
to the upstream interior heat exchanger 32 than the point
of connection between the third main refrigerant pipe 42
and the first branch refrigerant pipe 44 is, i.e., provided
on a refrigerant pipe leading to the refrigerant inlet of the
upstream interior heat exchanger 32. On the other hand,
the second expansion valve 53 is provided on the second

main refrigerant pipe 41.
[0074] The first check valve 54 is provided on the third
main refrigerant pipe 42, and is configured to allow the
refrigerant to flow through the third main refrigerant pipe
42 from the exterior heat exchanger 33 toward the up-
stream interior heat exchanger 32 and to prevent the re-
frigerant from flowing in the reverse direction.
[0075] The second check valve 55 is provided on the
second branch refrigerant pipe 45, and is configured to
allow the refrigerant to flow through the second branch
refrigerant pipe 45 from the fourth main refrigerant pipe
43 toward the second main refrigerant pipe 41 and to
prevent the refrigerant from flowing in the reverse direc-
tion.
[0076] The interior air-conditioning unit 21 further in-
cludes a casing 60 housing the downstream and up-
stream interior heat exchangers 31 and 32, an air mix
door (temperature controlling door) 62, an air mix door
actuator 63 that drives the air mix door 62, blowout-mode
switching doors 64, a blower 65, and a PTC heater (elec-
tric heater) 67.
[0077] The blower 65 is provided to select one of the
air inside the vehicle cabin (inside air) or the air outside
the vehicle cabin (outside air) and blow the selected air
as air-conditioning air into the casing 60. The blower 65
includes a sirocco fan 65a and a blower motor 65b that
drives the sirocco fan 65a in rotation. The blower motor
65b is connected to the air-conditioning controller 22 to
have its ON/OFF states switched and its number of rev-
olutions controlled. The blower motor 65b is also supplied
with electric power from the traction battery.
[0078] The blower 65 is provided with an inside air inlet
port 65c to introduce the inside air and an outside air inlet
port 65d to introduce the outside air. Inside the blower
65, provided is an inside/outside air switching door 65e
to open one of the inside and outside air inlet ports 65c
and 65d and close the other. The blower 65 is further
provided with an inside/outside air switching door actu-
ator 61 to drive the inside/outside air switching door 65e.
This inside/outside air switching door actuator 61 is con-
trolled by the air-conditioning controller 22. The blower
65 is configured to have its air introducing modes
switched between an inside air introducing mode in which
the inside air inlet port 65c is fully opened and the outside
air inlet port 65d is fully closed and an outside air intro-
ducing mode in which the inside air inlet port 65c is fully
closed and the outside air inlet port 65d is fully opened.
The blower 65 is configured to allow the occupant to se-
lect either one of the inside and outside air introducing
modes by turning a switch.
[0079] The casing 60 is provided inside an instrument
panel (not shown) in the vehicle cabin. The casing 60
has a defroster blowout port 60a, a vent blowout port
60b, and a heat blowout port 60c. The defroster blowout
port 60a is provided to supply the air-conditioning air to
the inner surface of the windshield in the vehicle cabin.
The vent blowout port 60b is provided to supply the air-
conditioning air to mainly the upper body of the occupant
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in the vehicle cabin. The heat blowout port 60c is provided
to supply the air-conditioning air to the feet of the occu-
pant in the cabin.
[0080] These blowout ports 60a-60c are each opened
and closed by an associated one of the blowout-mode
switching doors 64. Although not shown, the blowout-
mode switching doors 64 are operated by an actuator
connected to the air-conditioning controller 22.
[0081] Examples of the blowout modes include a de-
froster blowout mode in which the air-conditioning air is
supplied to the defroster blowout port 60a, a vent blowout
mode in which the air-conditioning air is supplied to the
vent blowout port 60b, a heat blowout mode in which the
air-conditioning air is supplied to the heat blowout port
60c, a defroster/heat mode in which the air-conditioning
air is supplied to the defroster blowout port 60a and the
heat blowout port 60c, and a bi-level mode in which the
air-conditioning air is supplied to the vent blowout port
60b and the heat blowout port 60c.
[0082] All of the air-conditioning air introduced into the
casing 60 passes through the upstream interior heat ex-
changer 32.
[0083] In the casing 60, the air mix door 62 is provided
between the upstream and downstream interior heat ex-
changers 32 and 31. The air mix door 62 is provided to
control the temperature of the air-conditioning air such
that the air that has passed through the upstream interior
heat exchanger 32 which is going to pass through the
downstream interior heat exchanger 31 has its flow rate
changed to determine a mixing ratio between the air that
has passed through the upstream interior heat exchanger
32 and the air that has passed through the downstream
interior heat exchanger 31.
[0084] The PTC heater 67 is arranged downstream of
the downstream interior heat exchanger 31 in the airflow
direction inside the casing 60 in order to heat the air-
conditioning air flowing inside the casing 60. The PTC
heater 67 is controlled by the air-conditioning controller
22 so as to have its ON/OFF states switched and have
the degree of heating changed. In this embodiment, the
degree of heating is supposed to be changed from one
of the three stages of Lo (low), Mi (middle) and Hi (high)
into another. However, the degree of heating may also
be changed in a larger number of stages or may even be
changed stagelessly. The PTC heater 67 is supplied with
electric power from the traction battery.
[0085] The vehicle air conditioner 1 further includes an
outside air temperature sensor 70, an exterior heat ex-
changer temperature sensor 71, an interior heat ex-
changer temperature sensor 73, an inside air tempera-
ture sensor 75, and an exterior refrigerant temperature
sensor (inlet-side refrigerant temperature detecting
means) 83. These sensors are connected to the air-con-
ditioning controller 22.
[0086] The outside air temperature sensor 70 is pro-
vided upstream of the exterior heat exchanger 33 in the
airflow direction in order to detect the temperature of the
outside air (outside air temperature) that has not entered

the exterior heat exchanger 33 yet. On the other hand,
the exterior heat exchanger temperature sensor 71 is
arranged on a surface of the exterior heat exchanger 33
which is located downstream in the airflow direction in
order to detect a surface temperature of the exterior heat
exchanger 33.
[0087] The interior heat exchanger temperature sen-
sor 73 is provided downstream of the upstream interior
heat exchanger 32 in the airflow direction in order to de-
tect a surface temperature of the upstream interior heat
exchanger 32.
[0088] The inside air temperature sensor 75 is provid-
ed to detect the temperature inside the vehicle cabin (the
inside air temperature) and is arranged at a predeter-
mined position inside the vehicle cabin. The inside air
temperature sensor 75 is a sensor that has been known
in the art, and a detailed description thereof will be omit-
ted herein.
[0089] The exterior refrigerant temperature sensor 83
is provided for the refrigerant inlet pipe 33h of the exterior
heat exchanger 33 to detect the temperature of the re-
frigerant in the refrigerant inlet pipe 33h of the exterior
heat exchanger 33.
[0090] Although not shown, the vehicle air conditioner
1 also includes a solar radiation sensor and other kinds
of sensors.
[0091] The air-conditioning controller 22 is configured
to control the heat pump device 20 and other components
by reference to multiple pieces of information including
the temperature set by the occupant, the outside air tem-
perature, the temperature inside the vehicle cabin, and
the intensity of solar radiation. The air-conditioning con-
troller 22 may be implemented as a well-known central
processing unit (CPU), a ROM, or a RAM, for example.
In addition, the air-conditioning controller 22 further con-
trols the motor-driven compressor 30, the first and sec-
ond fan motors 37b, 38b, and other members depending
on the air-conditioning load.
[0092] As in an ordinary automatic air-conditioning
control, the air-conditioning controller 22 controls,
through a main routine, a switch of the operation modes
of the heat pump device 20, the volume of the air to be
blown by the blower 65, the degree of opening of the air
mix door 62, a switch of the blowout modes, the motor-
driven compressor 30, and the blower motor 65b. For
example, the fan motors 37b, 38b are activated even if
the motor-driven compressor 30 is at a stop, e.g., when
the traction inverter or any other member needs to be
cooled.
[0093] The heat pump device 20 has a plurality of op-
eration modes including a heating operation mode and
a defrosting operation mode. Although not described for
this embodiment, the operation modes of the heat pump
device 20 also include a cooling operation mode in which
the downstream interior heat exchanger 31 is made to
function as a radiator, the upstream interior heat ex-
changer 32 is made to function as a heat absorber, and
the exterior heat exchanger 33 is made to function as a
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radiator.
[0094] The heating operation mode shown in FIG. 4 is
selected when the outside air temperature is lower than
0°C (at an extremely-low outside air temperature), for
example. In the heating operation mode, the downstream
and upstream interior heat exchangers 31 and 32 are
made to function as radiators, and the exterior heat ex-
changer 33 is made to function as a heat absorber.
[0095] Specifically, the first flow path switching valve
50 switches the flow paths such that the refrigerant that
has flowed out of the downstream interior heat exchanger
31 flows into the upstream interior heat exchanger 32
through the inlet thereof. Meanwhile, the second flow
path switching valve 51 switches the flow paths such that
the refrigerant that has flowed out of the exterior heat
exchanger 33 flows into the accumulator 34. The first
expansion valve 52 is opened to turn into a non-expan-
sion state, and the second expansion valve 53 is half-
closed to turn into an expansion state.
[0096] If the motor-driven compressor 30 is activated
in this state, the high-pressure refrigerant discharged
from the motor-driven compressor 30 flows into the
downstream interior heat exchanger 31 through the first
main refrigerant pipe 40, and circulates through the
downstream interior heat exchanger 31. The refrigerant
that has circulated through the downstream interior heat
exchanger 31 flows through the second main refrigerant
pipe 41 into the upstream interior heat exchanger 32 via
the first branch refrigerant pipe 44. Then, the refrigerant
circulates through the upstream interior heat exchanger
32. That is, since the high-temperature refrigerant flows
into the downstream and upstream interior heat exchang-
ers 31 and 32, the air-conditioning air is heated by both
of the downstream and upstream interior heat exchang-
ers 31 and 32. As a result, a high heating capacity is
achieved.
[0097] The refrigerant that has circulated through the
upstream interior heat exchanger 32 flows through the
fourth main refrigerant pipe 43 into the second main re-
frigerant pipe 41 via the second branch refrigerant pipe
45. The refrigerant that has flowed into the second main
refrigerant pipe 41 expands by passing through the sec-
ond expansion valve 53, and then flows into the exterior
heat exchanger 33. The refrigerant that has flowed into
the exterior heat exchanger 33 absorbs heat from the
outside air. Then, the refrigerant passes through the third
main refrigerant pipe 42 and the third branch refrigerant
pipe 46 in this order, and is sucked into the motor-driven
compressor 30 by way of the accumulator 34.
[0098] The defrosting operation mode shown in FIG.
5 is selected in order to melt the frost formed, if any, in
the exterior heat exchanger 33 during heating. In the de-
frosting operation mode, the downstream interior heat
exchanger 31 and the exterior heat exchanger 33 are
made to function as radiators, and no refrigerant is al-
lowed to flow through the upstream interior heat exchang-
er 32.
[0099] Specifically, the first flow path switching valve

50 switches the flow paths so as to prevent the refrigerant
that has flowed out of the downstream interior heat ex-
changer 31 from flowing into the upstream interior heat
exchanger 32 through its inlet and to allow the refrigerant
to flow toward the second expansion valve 53. Mean-
while, the second flow path switching valve 51 switches
the flow paths so as to allow the refrigerant that has
flowed out of the exterior heat exchanger 33 to flow into
the accumulator 34. The second expansion valve 53 is
turned into the non-expansion state.
[0100] If the motor-driven compressor 30 is activated
in this state, the refrigerant discharged from the motor-
driven compressor 30 circulates through the downstream
interior heat exchanger 31, and then flows into the exte-
rior heat exchanger 33 without expanding by passing
through the second main refrigerant pipe 41. The refrig-
erant that has flowed into the exterior heat exchanger 33
dissipates heat to melt the frost there. Thereafter, the
refrigerant passes through the third main refrigerant pipe
42 and the third branch refrigerant pipe 46 in this order
and then is sucked into the motor-driven compressor 30
via the accumulator 34.
[0101] As shown in FIG. 2, the air-conditioning control-
ler 22 includes a frosting detecting section (frosting state
detecting means) 22a which determines whether or not
frost has been formed in the exterior heat exchanger 33
and how much frost has been formed there, if any. The
frosting detecting section 22a is configured to determine
whether or not frost has been formed in the exterior heat
exchanger 33 by making the exterior refrigerant temper-
ature sensor 83 detect the temperature of the refrigerant
in the refrigerant inlet pipe 33h of the exterior heat ex-
changer 33. Specifically, in the normal heating operation
mode, the temperature of the refrigerant in the refrigerant
inlet pipe 33h of the exterior heat exchanger 33 may be
approximately -5°C, for example. In this embodiment,
when the temperature of the refrigerant in the refrigerant
inlet pipe 33h is sensed to have decreased to -8°C, for
example, the decision is made that frost has been formed
in the exterior heat exchanger 33. The decision may be
made that the lower the temperature of the refrigerant in
the refrigerant inlet pipe 33h, the larger the amount of
frost formed there should be.
[0102] Alternatively, the frosting detecting section 22a
may also be configured to determine whether or not frost
has been formed in the exterior heat exchanger 33 by
making the outlet-side temperature sensor (outlet-side
refrigerant temperature detecting means) 68 detect the
temperature of the refrigerant in the outlet pipe 33i using
the refrigerant in the exterior heat exchanger 33, for ex-
ample. Even so, the decision may also be made in the
same way as in a situation where the temperature is de-
tected by the exterior refrigerant temperature sensor 83.
[0103] The target blowout temperature of the air being
blown out from the interior air-conditioning unit 21 is cal-
culated by the air-conditioning controller 22 based on the
temperature set by the occupant and the outside air tem-
perature, for example.
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[0104] Next, the procedure of control to be performed
by the air-conditioning controller 22 will be described.
Although not shown, in the main routine, if the outside
air temperature (TG) detected by the outside air temper-
ature sensor 70 is lower than 0°C, for example, the op-
eration modes of the heat pump device 20 are switched
into the heating operation mode. Also, the air-mix door
62 is operated so that the temperature of the blown air
becomes as high as the target temperature.
[0105] If the outside air temperature (TG) is within the
range of 0°C to 25°C, for example, the air-conditioning
controller 22 allows for performing heating while dehu-
midifying. However, if the outside air temperature (TG)
is higher than 25°C, for example, then the operation
modes of the heat pump device 20 are switched into the
cooling operation mode.
[0106] If the heating operation mode has been selected
in the main routine, the operation modes of the heat pump
device 20 are changed into the heating operation mode.
In the heating operation mode, the number of revolutions
of the first and second cooling fans 37a, 38a may be set
to be the middle, for example, as in the timing diagram
shown in FIG. 6. However, the number of revolutions of
the first and second cooling fans 37a and 38a may be
changed according to the air-conditioning load.
[0107] Also, since this is the heating operation mode,
the second expansion valve 53 arranged upstream of the
exterior heat exchanger 33 in the refrigerant flow direc-
tion is half-closed to cause adiabatic expansion of the
refrigerant. In this case, the refrigerant in the refrigerant
inlet pipe 33h of the exterior heat exchanger 33 may have
a temperature of -5°C, for example.
[0108] Also, the number of revolutions of the motor-
driven compressor 30 varies according to the air-condi-
tioning load but is in the range of low to middle speeds.
Furthermore, the PTC heater 67 is supposed to be OFF,
but may be turned ON as the case may be according to
the air-conditioning load.
[0109] During the heating mode of operation, the ex-
terior heat exchanger 33 frosts gradually. Although that
frosting proceeds differently according to the configura-
tion and operation state of the heat pump device 20, frost-
ing proceeds in this embodiment from the refrigerant out-
let toward the refrigerant inlet.
[0110] Then, during the heating mode of operation, the
temperature of the refrigerant in the refrigerant inlet pipe
33h of the exterior heat exchanger 33 decreases gradu-
ally as shown in the timing diagram. When the tempera-
ture of the refrigerant in the refrigerant inlet pipe 33h
reaches -8°C that is the frosting determination tempera-
ture, the air-conditioning controller 22 decides that the
exterior heat exchanger 33 is frosted, and changes the
operation modes of the heat pump device 20 from the
heating operation mode into the defrosting operation
mode. That is to say, the second expansion valve 53 is
fully opened. As a result, a non-expanded high-temper-
ature refrigerant flows into the exterior heat exchanger
33 to start defrosting. Note that the frosting determination

temperature does not have to be -8°C.
[0111] On the other hand, in the defrosting operation
mode, the air-conditioning controller 22 stops the first
and second cooling fans 37a, 38a to reduce the dissipa-
tion of heat by the exterior heat exchanger 33. Also, in
the defrosting operation mode, the air-conditioning con-
troller 22 sets the number of revolutions of the motor-
driven compressor 30 to be higher than in the heating
operation mode such that the compressor 30 runs at the
maximum number of revolutions. Furthermore, the air-
conditioning controller 22 turns the PTC heater 67 ON
and sets the degree of heating to be medium, for exam-
ple, thereby preventing the temperature of the air being
blown out into the vehicle cabin from decreasing signifi-
cantly. In this case, the flow rate of the air being blown
by the blower 65 may be set to be lower than in the heating
operation mode.
[0112] Once the operation modes have been switched
into the defrosting operation mode, the temperature of
the refrigerant in the refrigerant inlet pipe 33h of the ex-
terior heat exchanger 33 rises gradually. When the tem-
perature of the refrigerant in the refrigerant inlet pipe 33h
exceeds 20°C (first predetermined temperature), for ex-
ample, it is estimated that the frost on the first and second
paths P1 and P2 closer to the refrigerant inlet of the ex-
terior heat exchanger 33 has melted to produce water
outside the first and second paths P1 and P2. Thus, the
first cooling fan 37a is activated for only a predetermined
period of time. The number of revolutions of the first cool-
ing fan 37a is set to be the maximum one. Also, the first
cooling fan 37a may be activated for several seconds,
for example. By making the first cooling fan 37a blow air
against it, the water present outside the first and second
paths P1 and P2 closer to the refrigerant inlet of the ex-
terior heat exchanger 33 is blown off and drained. As a
result, the quantity of heat removed from the refrigerant
by the water present outside the first and second paths
P1 and P2 may be reduced, thus allowing for supplying
a high-temperature refrigerant to the third and fourth
paths P3 and P4 downstream in the refrigerant flow di-
rection.
[0113] After that, the temperature of the refrigerant in
the refrigerant inlet pipe 33h of the exterior heat exchang-
er 33 further rises gradually. When the temperature of
the refrigerant in the refrigerant inlet pipe 33h exceeds
28°C (second predetermined temperature), for example,
it is estimated that the frost on the third and fourth paths
P3 and P4 closer to the refrigerant outlet of the exterior
heat exchanger 33 has melted to produce water outside
the third and fourth paths P3 and P4. In this case, the
quantity of the water present outside the third and fourth
paths P3 and P4 should be larger than that of the water
present outside the first and second paths P1 and P2,
because the third and fourth paths P3 and P4 will be
frosted more easily than the first and second paths P1
and P2, as described above.
[0114] When the temperature of the refrigerant in the
refrigerant inlet pipe 33h exceeds 28°C, for example, the
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second cooling fan 38a is rotated for only a predeter-
mined period of time. The number of revolutions of the
second cooling fan 38a is set to be the maximum one.
Also, the second cooling fan 38a may be activated for
several seconds, for example. By activating the second
cooling fan 38a at the maximum number of revolutions,
a greater quantity of air is blown against the exterior heat
exchanger 33 compared to a situation where the first
cooling fan 37a is rotated at the maximum number of
revolutions. This thus allows for blowing off, and draining,
reliably the water present outside the third and fourth
paths P3 and P4, even if there is much water there. Con-
sequently, the quantity of heat removed from the high-
temperature refrigerant by the outside water may be re-
duced, thus allowing for finishing defrosting in a shorter
time.
[0115] In this embodiment, when the temperature of
the refrigerant in the refrigerant inlet pipe 33h of the ex-
terior heat exchanger 33 reaches 32°C, for example, the
defrosting mode of operation is supposed to be finished
to resume the heating mode of operation again. Before
the temperature of the refrigerant in the refrigerant inlet
pipe 33h of the exterior heat exchanger 33 reaches 32°C
(i.e., before the defrosting mode of operation is finished)
and when it is estimated that almost all of the frost has
already melted (e.g., when the temperature of the refrig-
erant in the refrigerant inlet pipe 33h reaches 31°C, for
example), the first and second cooling fans 37a and 38a
are activated at the maximum number of revolutions. In
this manner, the water present outside the exterior heat
exchanger 33 may be blown off entirely.
[0116] Thereafter, when the temperature of the refrig-
erant in the refrigerant inlet pipe 33h of the exterior heat
exchanger 33 reaches 32°C, for example, the heating
mode of operation is resumed again. In the heating op-
eration mode, the number of revolutions of the first and
second cooling fans 37a and 38a is set to be middle, and
the second expansion valve 53 is half-closed. As a result,
the temperature of the refrigerant in the refrigerant inlet
pipe 33h of the exterior heat exchanger 33 decreases
gradually. Also, right after the heating mode of operation
has been resumed, the motor-driven compressor 30 is
run at the maximum number of revolutions, and heating
by the PTC heater 67 is continued, for a predetermined
period of time. This thus prevents the temperature of the
air being blown out into the vehicle cabin from decreasing
significantly.
[0117] As can be seen from the foregoing description,
in the vehicle air conditioner 1 according to this first em-
bodiment, if the third and fourth paths P3 and P4 closer
to the refrigerant outlet of the exterior heat exchanger 33
frost more easily than the first and second paths P1 and
P2 closer to the refrigerant inlet thereof due to absorption
of heat into the exterior heat exchanger 33 in the heating
operation mode, the flow rate of the air being blown by
the second cooling fan 38a to pass through the third and
fourth paths P3 and P4 is set to be higher than that of
the air being blown by the first cooling fan 37a. This thus

allows for blowing off reliably the water present outside
the third and fourth paths P3 and P4. This reduces the
quantity of heat removed by that outside water from the
high-temperature refrigerant flowing through the heat-
transfer pipes 33a and shortens the time for defrosting,
thus allowing for increasing the occupant’s comfortable-
ness.
[0118] In addition, the first and second cooling fans
37a and 38a are activated independently of each other
according to the degree of defrosting of the exterior heat
exchanger 33 during the defrosting mode of operation.
This allows for draining efficiently the water present out-
side the exterior heat exchanger 33, thus improving the
heating performance when frosting and defrosting occur
recurrently during its operation.
[0119] If the temperature of the refrigerant in a region
closer to the refrigerant inlet of the exterior heat exchang-
er 33 has risen to exceed a first predetermined temper-
ature (of 20°C, for example), then the frost on the first
and second paths P1 and P2 closer to the refrigerant
inlet is estimated to have melted. In that case, by keeping
the first cooling fan 37a activated for a predetermined
period of time, the water present outside the first and
second paths P1 and P2 may be blown off. This thus
allows for defrosting the third and fourth paths P3 and
P4 quickly by supplying a high-temperature refrigerant
to the third and fourth paths P3 and P4 quickly.
[0120] Meanwhile, if the temperature of the refrigerant
in a region closer to the refrigerant inlet of the exterior
heat exchanger 33 has risen to exceed a second prede-
termined temperature (of 28°C, for example), then the
frost on the third and fourth paths P3 and P4 is estimated
to have melted, too. In that case, by keeping the second
cooling fan 38a activated for a predetermined period of
time, the water present outside the third and fourth paths
P3 and P4 may be blown off.
[0121] In addition, since the exterior refrigerant tem-
perature sensor 83 for detecting the refrigerant temper-
ature state in a region closer to the refrigerant inlet of the
exterior heat exchanger 33 is used as a frosting state
detecting means, the first and second cooling fans 37a
and 38a are controllable with an inexpensive configura-
tion.
[0122] Furthermore, if this air conditioner is configured
such that the refrigerant temperature state in a region
closer to the refrigerant outlet of the exterior heat ex-
changer 33 is detected by the outlet-side temperature
sensor 68, the frosting states of the first to fourth paths
P1-P4 of the exterior heat exchanger 33 are estimable
accurately.
[0123] Moreover, as described above, there is a cor-
relation between the frosting state of each path P1-P4 of
the exterior heat exchanger 33 and the amount of time
that has passed since the defrosting mode of operation
was started. The defrosting proceeds mainly on the first
and second paths P1 and P2 at the beginning of the de-
frosting mode of operation, but proceeds mainly on the
third and fourth paths P3 and P4 when a certain amount
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of time passes since the start of the defrosting mode of
operation. Optionally, as shown in FIG. 2, a timer 22b
may be provided as a clocking means for recording the
amount of time that has passed since the defrosting mode
of operation was started for the air-conditioning controller
22. According to the present invention, the timer 22b is
used as a frosting state detecting means. The air-condi-
tioning controller 22 is configured to activate the first cool-
ing fan 37a when the timer 22b senses the amount of
time that has passed since the defrosting mode of oper-
ation was started exceed a first predetermined amount
of time (i.e., the time it takes to allow defrosting to proceed
on the first and second paths P1 and P2) and then stop
the first cooling fan 37a, and to activate the second cool-
ing fan 38a when the timer 22b senses the amount of
time that has passed since the defrosting mode of oper-
ation was started exceed a second predetermined
amount of time (i.e., the time it takes to allow defrosting
to proceed on the third and fourth paths P3 and P4) that
is longer than the first predetermined amount of time. By
using such a timer 22b, the frosting state may be detected
based on the correlation without detecting the refrigerant
temperature or any other parameter, and the first and
second cooling fans 37a and 38a are controllable at a
reduced cost adaptively to the frosting state.
[0124] In addition, the first and second cooling fans
37a and 38a are activated before the operation modes
of the heat pump device 20 are switched from the de-
frosting operation mode into the heating operation mode
and after the frost on the exterior heat exchanger 33 has
melted. Thus, the water present outside the exterior heat
exchanger 33 may be blown off in a late stage of the
defrosting mode of operation. This improves the heating
performance while frosting and defrosting occur recur-
rently during the operation.
[0125] The heat pump device 20 is controlled such that
when the heat pump device 20 operates in the defrosting
operation mode, the first and second cooling fans 37a
and 38a have a maximum airflow rate. This thus allows
for blowing off reliably the water present outside the ex-
terior heat exchanger 33.

(Second Embodiment)

[0126] FIG. 7 illustrates a general configuration for a
vehicle air conditioner 1 according to a second embodi-
ment of the present invention. In this second embodi-
ment, only one cooling fan 39a is provided as an exterior
blower and thus the contents of the control are changed,
since there is only one cooling fan 39a, which is a differ-
ence from the first embodiment. However, since the sec-
ond embodiment is the same as the first embodiment in
the other respects, each of the other components of the
second embodiment having the same function as their
counterpart of the first embodiment described above is
identified by the same reference numeral as their coun-
terpart’s and will not be described all over again, and the
following description will be focused on that difference

from the first embodiment.
[0127] The cooling fan 39a is provided such that the
center of the cooling fan 39a is offset toward the refrig-
erant outlet with respect to the middle of the exterior heat
exchanger 33 in the lateral direction of the vehicle. Thus,
the flow rate of the air being blown by the cooling fan 39a
to pass through the third and fourth paths P3 and P4 in
a region closer to the refrigerant outlet of the exterior heat
exchanger 33 is set to be higher than that of the air to
pass through the first and second paths P1 and P2 in
another region closer to the refrigerant inlet of the exterior
heat exchanger 33.
[0128] The heating mode of operation is carried out in
the same way as the first embodiment except that the
only one cooling fan 39a is used. During the heating mode
of operation, frost formation on the exterior heat exchang-
er 33 proceeds from the refrigerant outlet toward the re-
frigerant inlet thereof.
[0129] As shown in the timing diagram of FIG. 9, when
the temperature of the refrigerant in the refrigerant inlet
pipe 33h reaches a frosting determination temperature
of -8°C during the heating mode of operation, the air-
conditioning controller 22 switches the operation modes
of the heat pump device 20 from the heating operation
mode into the defrosting operation mode.
[0130] Also, during the defrosting mode of operation,
the air-conditioning controller 22 stops the cooling fan
39a to reduce the dissipation of heat by the exterior heat
exchanger 33.
[0131] Once the operation modes have been switched
into the defrosting operation mode, the temperature of
the refrigerant in the refrigerant inlet pipe 33h of the ex-
terior heat exchanger 33 rises gradually. When the tem-
perature of the refrigerant in the refrigerant inlet pipe 33h
exceeds 28°C, for example, it is estimated that the frost
on the first and second paths P1 and P2 closer to the
refrigerant inlet of the exterior heat exchanger 33 and the
frost on the third and fourth paths P3 and P4 closer to
the refrigerant outlet have melted to produce water out-
side these paths. In this case, there is more water present
outside the third and fourth paths P3 and P4 than outside
the first and second paths P1 and P2.
[0132] When the temperature of the refrigerant in the
refrigerant inlet pipe 33h exceeds 28°C, the cooling fan
39a is activated for only a predetermined period of time.
The number of revolutions of the cooling fan 39a is set
to be the maximum one. Also, the cooling fan 39a may
be activated for several seconds, for example. By acti-
vating the cooling fan 39a at the maximum number of
revolutions, the flow rate of the air being blown toward a
region closer to the refrigerant outlet of the exterior heat
exchanger 33 increases. Thus, even if there is a lot of
water present outside the third and fourth paths P3 and
P4, the water may be blown off and drained reliably. This
reduces the quantity of heat removed by that outside wa-
ter from the high-temperature refrigerant and shortens
the time for defrosting.
[0133] Also, before the defrosting mode of operation
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ends and when it is estimated that the frost has melted
almost entirely (i.e., when the temperature of the refrig-
erant in the refrigerant inlet pipe 33h reaches 31°C, for
example), the cooling fan 39a is activated at the maxi-
mum number of revolutions. This thus allows for blowing
off the water present outside the exterior heat exchanger
33.
[0134] Thereafter, when the temperature of the refrig-
erant in the refrigerant inlet pipe 33h of the exterior heat
exchanger 33 reaches 32°C, for example, the heating
mode of operation is resumed. In the heating mode of
operation, the number of revolutions of the cooling fan
39a is set to be middle.
[0135] As can be seen from the foregoing description,
in the vehicle air conditioner 1 according to this second
embodiment, if the third and fourth paths P3 and P4 clos-
er to the refrigerant outlet of the exterior heat exchanger
33 frost more easily than the first and second paths P1
and P2 closer to the refrigerant inlet thereof due to ab-
sorption of heat into the exterior heat exchanger 33 in
the heating operation mode, the water present outside
the third and fourth paths P3 and P4 may be blown off,
because the cooling fan 39a is provided to be offset to-
ward the third and fourth paths P3 and P4. This reduces
the quantity of heat removed by that outside water from
the high-temperature refrigerant flowing through the
heat-transfer pipes 33a and shortens the time for defrost-
ing, thus allowing for increasing the occupant’s comfort-
ableness.
[0136] The number of paths provided for the exterior
heat exchanger 33 does not have to be four, but may
also be two, three, or five or more.
[0137] In the first and second embodiments described
above, the flow velocity distribution of the exterior heat
exchanger 33 is set in accordance with the locations of
the cooling fans 37a, 38a and 39a such that the flow rate
of the air being blown through the paths P3 and P4 closer
to the refrigerant outlet of the exterior heat exchanger 33
becomes higher than that of the air being blown through
the paths P1 and P2 closer to the refrigerant inlet of the
exterior heat exchanger 33. However, this is only a non-
limiting exemplary embodiment. Alternatively, the
shapes of shrouds and ducts (not shown) may be mod-
ified such that the flow rate of the air being blown through
the paths P3 and P4 closer to the refrigerant outlet of the
exterior heat exchanger 33 becomes higher than that of
the air being blown through the paths P1 and P2 closer
to the refrigerant inlet of the exterior heat exchanger 33.
[0138] Note that each and every embodiment de-
scribed above is just an example in any respect and
should not be construed to be a limiting one. Besides,
any variations or modifications falling within the scope of
the claims to be described below are all encompassed
within the scope of the present invention.

INDUSTRIAL APPLICABILITY

[0139] As can be seen from the foregoing description,

a vehicle air conditioner 1 according to the present in-
vention may be mounted on an electric vehicle and var-
ious other kinds of vehicles, for example.

DESCRIPTION OF REFERENCE CHARACTERS

[0140]

1 Vehicle Air Conditioner
20 Heat Pump Device
22 Air-Conditioning Controller
22a Frosting Detecting Section (Frosting State De-
tecting Means)
22b Timer (Clocking Means)
30 Motor-Driven Compressor (Compressor)
31 Downstream Interior Heat Exchanger (First Inte-
rior Heat Exchanger)
32 Upstream Interior Heat Exchanger (Second Inte-
rior Heat Exchanger)
33 Exterior Heat Exchanger
33a Heat-Transfer Pipe
33c Upper Header Tank
33d Lower Header Tank
33e First Partition Plate (Partition Portion)
33f Second Partition Plate (Partition Portion)
33g Third Partition Plate (Partition Portion)
33h Refrigerant Inlet Pipe (Refrigerant Inlet Portion)
33i Refrigerant Outlet Pipe (Refrigerant Outlet Por-
tion)
37a First Cooling Fan (Exterior Blower)
38a Second Cooling Fan (Exterior Blower)
39a Cooling Fan (Exterior Blower)
40-43 First to Fourth Main Refrigerant Pipes
52 First Expansion Valve
53 Second Expansion Valve
68 Outlet-Side Temperature Sensor (Outlet-Side
Refrigerant Temperature Detecting Means)
83 Exterior Refrigerant Temperature Sensor (Inlet-
Side Refrigerant Temperature Detecting Means)
P1-P4 First to Fourth Paths

Claims

1. A vehicle air conditioner comprising:

a heat pump device (20) including a compressor
(30) which compresses a refrigerant, an interior
heat exchanger (31, 32) provided inside a vehi-
cle cabin, an exterior heat exchanger (33) pro-
vided outside the vehicle cabin, an expansion
valve (52, 53), and an exterior blower (37a, 38a)
which blows air toward the exterior heat ex-
changer (33), the heat pump device (20) being
formed by connecting together the compressor
(30), the interior heat exchanger (31, 32), the
expansion valve (52, 53), and the exterior heat
exchanger (33) via refrigerant piping; and
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an air-conditioning controller (22) configured to
control the heat pump device (20),
the heat pump device (20) being configured to
be switched by the air-conditioning controller
(22) between multiple operation modes includ-
ing a heating operation mode and a defrosting
operation mode, wherein
the vehicle air conditioner further comprises a
frosting state detecting means (22a) for detect-
ing a frosting state of the exterior heat exchanger
(33),
the exterior heat exchanger (33) includes a plu-
rality of heat-transfer pipes (33a) which are ar-
ranged in line in a predetermined direction and
a header tank (33c, 33d) which is connected to
an end of the heat-transfer pipes (33a) and
which extends in the direction in which the heat-
transfer pipes (33a) are arranged in line,
the header tank (33c, 33d) has a refrigerant inlet
portion (33h)and a refrigerant outlet portion (33i)
which are provided along the length of the head-
er tank (33c, 33d) so as to be spaced apart from
each other, and a partition (33e, 33f, 33g) which
partitions the heat-transfer pipes (33a) into a plu-
rality of paths such that a refrigerant flow that
goes from the refrigerant inlet portion (33h) to-
ward the refrigerant outlet portion (33i) is
formed, the exterior blower (37a, 38a) includes
a first fan (37a) and a second fan (38a) which
are arranged horizontally along an air passage
plane of the exterior heat exchanger (33) so as
to be located closer to the refrigerant inlet portion
(33h) and the refrigerant outlet portion (33i), re-
spectively, and
the air-conditioning controller (22) is configured
to switch, if the frosting state detecting means
(22a) senses, during the heating mode of oper-
ation, that the exterior heat exchanger (33) is
frosted, the operation modes of the heat pump
device (20) into a defrosting operation mode and
to stop the first and second fans (37a, 38a), and
to activate the first and second fans (37a, 38a)
independently of each other according to the de-
gree of defrosting of the exterior heat exchanger
(33), and set the airflow rate of the second fan
(38a) to be higher than the airflow rate of the
first fan (37a), during the defrosting mode of op-
eration.

2. The vehicle air conditioner of claim 1, wherein
the frosting state detecting means functions (22a)
as an inlet-side refrigerant temperature detecting
means for detecting a refrigerant temperature state
in a region closer to the refrigerant inlet portion (33h)
of the exterior heat exchanger (33), and
the air-conditioning controller (22) is configured to
activate the first fan (37a) when the refrigerant tem-
perature detected by the inlet-side refrigerant tem-

perature detecting means exceeds a first predeter-
mined temperature and then stop the first fan (37a),
and to activate the second fan (38a) when the refrig-
erant temperature detected by the inlet-side refrig-
erant temperature detecting means exceeds a sec-
ond predetermined temperature that is higher than
the first predetermined temperature.

3. The vehicle air conditioner of claim 1, wherein
the frosting state detecting means (22a) functions
as an outlet-side refrigerant temperature detecting
means for detecting a refrigerant temperature state
in a region closer to the refrigerant outlet portion (33i)
of the exterior heat exchanger (33), and
the air-conditioning controller (22) is configured to
activate the first fan (37a) when the refrigerant tem-
perature detected by the outlet-side refrigerant tem-
perature detecting means exceeds a first predeter-
mined temperature and then stop the first fan (37a),
and to activate the second fan (38a) when the refrig-
erant temperature detected by the outlet-side refrig-
erant temperature detecting means exceeds a sec-
ond predetermined temperature that is higher than
the first predetermined temperature.

4. The vehicle air conditioner of claim 1, wherein
the frosting state detecting means (22a) functions
as a clocking means for recording the amount of time
that has passed since the defrosting mode of oper-
ation was started, and
the air-conditioning controller (22) is configured to
activate the first fan (37a) when the clocking means
senses the amount of time that has passed since the
defrosting mode of operation was started exceed a
first predetermined amount of time and then stop the
first fan (37a), and to activate the second fan (38a)
when the clocking means senses the amount of time
that has passed since the defrosting mode of oper-
ation was started exceed a second predetermined
amount of time that is longer than the first predeter-
mined amount of time.

5. The vehicle air conditioner of any one of claims 1-4,
wherein
the air-conditioning controller (22) is configured to
activate the exterior blower (37a, 38a, 39a) before
the operation modes of the heat pump device are
switched from the defrosting operation mode into the
heating operation mode and after it has been esti-
mated that the frost on the exterior heat exchanger
(33) has melted.

6. The vehicle air conditioner of any one of claims 1-5,
wherein
the air-conditioning controller (22) controls the heat
pump device (20) such that when the heat pump de-
vice (20) operates in the defrosting operation mode,
the exterior blower (37a, 38a, 39a) has a maximum
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airflow rate.

7. A vehicle air conditioner comprising:

a heat pump device (20) including a compressor
(30) which compresses a refrigerant, an interior
heat exchanger (31, 32) provided inside a vehi-
cle cabin, an exterior heat exchanger (33) pro-
vided outside the vehicle cabin, an expansion
valve (52, 53), and an exterior blower (37a, 38a)
which blows air toward the exterior heat ex-
changer (33), the heat pump device (20) being
formed by connecting together the compressor
(30), the interior heat exchanger (31, 32), the
expansion valve (52, 53), and the exterior heat
exchanger (33) via refrigerant piping; and
an air-conditioning controller (22) configured to
control the heat pump device (20),
the heat pump device (20) being configured to
be switched by the air-conditioning controller
(22) between multiple operation modes includ-
ing a heating operation mode and a defrosting
operation mode, wherein
the vehicle air conditioner further comprises a
frosting state detecting means (22a) for detect-
ing a frosting state of the exterior heat exchanger
(33),
the exterior heat exchanger (33) includes a plu-
rality of heat-transfer pipes (33a) which are ar-
ranged in line in a predetermined direction and
a header tank (33c, 33d) which is connected to
an end of the heat-transfer pipes (33a) and
which extends in the direction in which the heat-
transfer pipes (33a) are arranged in line,
the header tank (33c, 33d) has a refrigerant inlet
portion (33h) and a refrigerant outlet portion (33i)
which are provided along the length of the head-
er tank (33c, 33d) so as to be spaced apart from
each other, and a partition (33e, 33f, 33g) which
partitions the heat-transfer pipes (33a) into a plu-
rality of paths such that a refrigerant flow that
goes from the refrigerant inlet portion (33h) to-
ward the refrigerant outlet portion (33i) is
formed,

wherein the exterior blower (39a) is comprised of a
single fan (39a), the fan being arranged such that
the center of the fan is offset toward the refrigerant
outlet portion (33i) of the exterior heat exchanger
(33), wherein
the air-conditioning controller (22) is configured to
switch, if the frosting state detecting means (22a)
senses, during the heating mode of operation, that
the exterior heat exchanger (33) is frosted, the op-
eration modes of the heat pump device (20) into a
defrosting operation mode and to stop the fan (39a)
at the beginning of the defrosting mode of operation,
and to maximise the airflow rate of the fan (39a) be-

fore the operation modes of the heat pump device
(20) are switched from the defrosting operation mode
into the heating operation mode and after it the frost
on the exterior heat exchanger (33) has melted.

8. The vehicle air conditioner of any one of claims 1-7,
wherein
the heat pump device (20) includes a first interior
heat exchanger (31) and a second interior heat ex-
changer (32) which is arranged upstream of the first
interior heat exchanger (31) in an airflow direction,
and
the heat pump device (20) makes the first and sec-
ond interior heat exchangers (31, 32) function as ra-
diators during the heating mode of operation.

Patentansprüche

1. Fahrzeugklimaanlage, umfassend:

eine Wärmepumpenvorrichtung (20) mit einem
Kompressor (30), der ein Kältemittel verdichtet,
einem in einem Fahrzeuginnenraum vorgese-
henen inneren Wärmetauscher (31, 32), einem
außerhalb des Fahrzeuginnenraums vorgese-
henen äußeren Wärmetauscher (33), einem Ex-
pansionsventil (52, 53) und einem äußeren Ge-
bläse (37a, 38a), das Luft hin zu dem äußeren
Wärmetauscher (33) bläst, wobei die Wärme-
pumpenvorrichtung (20) durch Miteinanderver-
binden des Kompressors (30), des inneren Wär-
metauschers (31, 32), des Expansionsventils
(52, 53) und des äußeren Wärmetauschers (33)
mittels Kältemittelleitungen gebildet ist; und
ein Klimaanlagensteuergerät (22), das ausge-
legt ist, um die Wärmepumpenvorrichtung (20)
zu steuern,
wobei die Wärmepumpenvorrichtung (20) aus-
gelegt ist, um durch das Klimaanlagensteuerge-
rät (22) zwischen mehreren Betriebsarten, ein-
schließlich einer Heizbetriebsart und einer Ent-
eisungsbetriebsart, umgeschaltet zu werden,
wobei
die Fahrzeugklimaanlage weiterhin ein Verei-
sungszustandsdetektionsmittel (22a) zum De-
tektieren eines Vereisungszustands des äuße-
ren Wärmetauschers (33) umfasst,
der äußere Wärmetauscher (33) mehrere Wär-
meübertragungsrohre (33a), die in einer vorbe-
stimmten Richtung in einer Reihe angeordnet
sind, und einen Sammlerbehälter (33c, 33d), der
mit einem Ende der Wärmeübertragungsrohre
(33a) verbunden ist und der sich in der Richtung,
in der die Wärmeübertragungsrohre (33a) in ei-
ner Reihe angeordnet sind, erstreckt, enthält,
der Sammlerbehälter (33c, 33d) einen Kältemit-
teleinlassabschnitt (33h) und einen Kältemittel-
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auslassabschnitt (33i), die so entlang der Länge
des Sammlerbehälters (33c, 33d) vorgesehen
sind, dass sie voneinander beabstandet sind,
sowie eine Abtrennung (33e, 33f, 33g), die die
Wärmeübertragungsrohre (33a) in mehrere
Wege unterteilt, aufweist, so dass ein Kältemit-
telstrom, der von dem Kältemitteleinlassab-
schnitt (33h) hin zu dem Kältemittelauslassab-
schnitt (33i) geht, ausgebildet wird, das äußere
Gebläse (37a, 38a) einen ersten Lüfter (37a)
und einen zweiten Lüfter (38a) umfasst, die ho-
rizontal entlang einer Luftdurchlassebene des
äußeren Wärmetauschers (33) so angeordnet
sind, dass sie näher an dem Kältemitteleinlass-
abschnitt (33h) bzw. dem Kältemittelauslassab-
schnitt (33i) positioniert sind, und
das Klimaanlagensteuergerät (22) ausgelegt
ist, um, wenn das Vereisungszustandsdetekti-
onsmittel (22a) während der Heizbetriebsart er-
fasst, dass der äußere Wärmetauscher (33) ver-
eist ist, die Betriebsarten der Wärmepumpen-
vorrichtung (20) zu einer Enteisungsbetriebsart
zu schalten und den ersten und zweiten Lüfter
(37a, 38a) anzuhalten und um während der Ent-
eisungsbetriebsart den ersten und den zweiten
Lüfter (37a, 38a) unabhängig voneinander ge-
mäß dem Grad des Enteisens des äußeren Wär-
metauschers (33) zu aktivieren und den Luft-
durchsatz des zweiten Lüfters (38a) höher als
den Luftdurchsatz des ersten Lüfters (37a) ein-
zustellen.

2. Fahrzeugklimaanlage nach Anspruch 1, wobei
das Vereisungszustandsdetektionsmittel (22a) als
einlassseitiges Kältemitteltemperatur-Detektions-
mittel zum Detektieren eines Kältemitteltemperatur-
zustands in einem Bereich näher am Kältemittelein-
lassabschnitt (33h) des äußeren Wärmetauschers
(33) dient und
das Klimaanlagensteuergerät (22) ausgelegt ist, um
den ersten Lüfter (37a) zu aktivieren, wenn die von
dem einlassseitigen Kältemitteltemperatur-Detekti-
onsmittel detektierte Kältemitteltemperatur eine ers-
te vorbestimmte Temperatur übersteigt, und um
dann den ersten Lüfter (37a) anzuhalten und den
zweiten Lüfter (38a) zu aktivieren, wenn die von dem
einlassseitigen Kältemitteltemperatur-Detektions-
mittel detektierte Kältemitteltemperatur eine zweite
vorbestimmte Temperatur übersteigt, die höher als
die erste vorbestimmte Temperatur ist.

3. Fahrzeugklimaanlage nach Anspruch 1, wobei
das Vereisungszustandsdetektionsmittel (22a) als
auslassseitiges Kältemitteltemperatur-Detektions-
mittel zum Detektieren eines Kältemitteltemperatur-
zustands in einem Bereich näher am Kältemittelaus-
lassabschnitt (33i) des äußeren Wärmetauschers
(33) dient und

das Klimaanlagensteuergerät (22) ausgelegt ist, um
den ersten Lüfter (37a) zu aktivieren, wenn die von
dem auslassseitigen Kältemitteltemperatur-Detekti-
onsmittel detektierte Kältemitteltemperatur eine ers-
te vorbestimmte Temperatur übersteigt, und um
dann den ersten Lüfter (37a) anzuhalten und den
zweiten Lüfter (38a) zu aktivieren, wenn die von dem
auslassseitigen Kältemitteltemperatur-Detektions-
mittel detektierte Kältemitteltemperatur eine zweite
vorbestimmte Temperatur übersteigt, die höher als
die erste vorbestimmte Temperatur ist.

4. Fahrzeugklimaanlage nach Anspruch 1, wobei
das Vereisungszustandsdetektionsmittel (22a) als
Zeitmessmittel zum Erfassen der Zeitdauer dient,
die seit Starten der Enteisungsbetriebsart verstri-
chen ist, und
das Klimaanlagensteuergerät (22) ausgelegt ist, um
den ersten Lüfter (37a) zu aktivieren, wenn das Zeit-
messmittel feststellt, dass die Zeitdauer, die seit
Starten der Enteisungsbetriebsart verstrichen ist, ei-
ne erste vorbestimmte Zeitdauer übersteigt, und um
den ersten Lüfter (37a) anzuhalten und den zweiten
Lüfter (38a) zu aktivieren, wenn das Zeitmessmittel
feststellt, dass die seit Starten der Enteisungsbe-
triebsart verstrichene Zeitdauer eine zweite vorbe-
stimmte Zeitdauer übersteigt, die länger als die erste
vorbestimmte Zeitdauer ist.

5. Fahrzeugklimaanlage nach einem der Ansprüche
1-4, wobei das Klimaanlagensteuergerät (22) aus-
gelegt ist, um das äußere Gebläse (37a, 38a, 39a)
zu aktivieren, bevor die Betriebsarten der Wärme-
pumpenvorrichtung von der Enteisungsbetriebsart
zu der Heizbetriebsart geschaltet werden und nach-
dem geschätzt wurde, dass das Eis an dem äußeren
Wärmetauscher (33) geschmolzen ist.

6. Fahrzeugklimaanlage nach einem der Ansprüche
1-5, wobei das Klimaanlagensteuergerät (22) die
Wärmepumpenvorrichtung (20) so steuert, dass bei
Arbeiten der Wärmepumpenvorrichtung (20) in der
Enteisungsbetriebsart das äußere Gebläse (37a,
38a, 39a) einen maximalen Luftdurchsatz aufweist.

7. Fahrzeugklimaanlage, umfassend:

eine Wärmepumpenvorrichtung (20) mit einem
Kompressor (30), der ein Kältemittel verdichtet,
einem in einem Fahrzeuginnenraum vorgese-
henen inneren Wärmetauscher (31, 32), einem
außerhalb des Fahrzeuginnenraums vorgese-
henen äußeren Wärmetauscher (33), einem Ex-
pansionsventil (52, 53) und einem äußeren Ge-
bläse (37a, 38a), das Luft hin zu dem äußeren
Wärmetauscher (33) bläst, wobei die Wärme-
pumpenvorrichtung (20) durch Miteinanderver-
binden des Kompressors (30), des inneren Wär-
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metauschers (31, 32), des Expansionsventils
(52, 53) und des äußeren Wärmetauschers (33)
mittels Kältemittelleitungen gebildet ist; und
ein Klimaanlagensteuergerät (22), das ausge-
legt ist, um die Wärmepumpenvorrichtung (20)
zu steuern,
wobei die Wärmepumpenvorrichtung (20) aus-
gelegt ist, um von dem Klimaanlagensteuerge-
rät (22) zwischen mehreren Betriebsarten, ein-
schließlich einer Heizbetriebsart und einer Ent-
eisungsbetriebsart, umgeschaltet zu werden,
wobei
die Fahrzeugklimaanlage weiterhin ein Verei-
sungszustandsdetektionsmittel (22a) zum De-
tektieren eines Vereisungszustands des äuße-
ren Wärmetauschers (33) umfasst,
der äußere Wärmetauscher (33) mehrere Wär-
meübertragungsrohre (33a), die in einer vorbe-
stimmten Richtung in einer Reihe angeordnet
sind, und einen Sammlerbehälter (33c, 33d), der
mit einem Ende der Wärmeübertragungsrohre
(33a) verbunden ist und der sich in der Richtung,
in der die Wärmeübertragungsrohre (33a) in ei-
ner Reihe angeordnet sind, erstreckt, enthält,
der Sammlerbehälter (33c, 33d) einen Kältemit-
teleinlassabschnitt (33h) und einen Kältemittel-
auslassabschnitt (33i), die so entlang der Länge
des Sammlerbehälters (33c, 33d) vorgesehen
sind, dass sie voneinander beabstandet sind,
sowie eine Abtrennung (33e, 33f, 33g), die die
Wärmeübertragungsrohre (33a) in mehrere
Wege unterteilt, aufweist, so dass ein Kältemit-
telstrom, der von dem Kältemitteleinlassab-
schnitt (33h) hin zu dem Kältemittelauslassab-
schnitt (33i) geht, ausgebildet wird,
wobei das äußere Gebläse (39a) aus einem ein-
zigen Lüfter (39a) besteht, wobei der Lüfter so
angeordnet ist, dass die Mitte des Lüfters hin zu
dem Kältemittelauslassabschnitt (33i) des äu-
ßeren Wärmetauscher (33) versetzt ist, wobei
das Klimaanlagensteuergerät (22) ausgelegt
ist, um, wenn das Vereisungszustandsdetekti-
onsmittel (22a) während der Heizbetriebsart
feststellt, dass der äußere Wärmetauscher (33)
vereist ist, die Betriebsarten der Wärmepum-
penvorrichtung (20) zu einer Enteisungsbe-
triebsart umzuschalten und den Lüfter (39a) zu
Beginn der Enteisungsbetriebsart anzuhalten
und um den Luftdurchsatz des Lüfters (39a) zu
maximieren, bevor die Betriebsarten der Wär-
mepumpenvorrichtung (20) von der Enteisungs-
betriebsart zu der Heizbetriebsart geschaltet
werden und nachdem das Eis an dem äußeren
Wärmetauscher (33) geschmolzen ist.

8. Fahrzeugklimaanlage nach einem der Ansprüche
1-7, wobei
die Wärmepumpenvorrichtung (20) einen ersten in-

neren Wärmetauscher (31) und einen zweiten inne-
ren Wärmetauscher (32), der in einer Luftströmungs-
richtung stromaufwärts des ersten inneren Wärme-
tauschers (31) angeordnet ist, umfasst und
die Wärmepumpenvorrichtung (20) den ersten und
den zweiten inneren Wärmetauscher (31, 32) wäh-
rend der Heizbetriebsart als Heizkörper arbeiten
lässt.

Revendications

1. Climatiseur de véhicule, comprenant :

un dispositif de pompe à chaleur (20) compor-
tant un compresseur (30) qui comprime un fluide
frigorigène, un échangeur de chaleur intérieur
(31, 32) placé à l’intérieur d’un habitable de vé-
hicule, un échangeur de chaleur extérieur (33)
placé à l’extérieur de l’habitacle de véhicule, une
vanne de détente (52, 53) et une soufflante ex-
térieure (37a, 38a) qui souffle de l’air vers
l’échangeur de chaleur extérieur (33), le dispo-
sitif de pompe à chaleur (20) étant formé en re-
liant ensemble le compresseur (30), l’échangeur
de chaleur intérieur (31, 32), la vanne de détente
(52, 53) et l’échangeur de chaleur extérieur (33)
par le biais de conduites de fluide frigorigène ; et
un dispositif de commande de climatisation (22)
configuré pour commander le dispositif de pom-
pe à chaleur (20),
le dispositif de pompe à chaleur (20) étant con-
figuré pour être commuté par le dispositif de
commande de climatisation (22) entre de multi-
ples modes de fonctionnement dont un mode
de fonctionnement en chauffage et un mode de
fonctionnement en dégivrage, dans lequel
le climatiseur de véhicule comprend en outre un
moyen de détection d’état de givrage (22a) pour
détecter un état de givrage de l’échangeur de
chaleur extérieur (33),
l’échangeur de chaleur extérieur (33) comporte
une pluralité de tubes de transfert de chaleur
(33a) qui sont disposés en ligne dans une direc-
tion prédéfinie et une boîte à eau (33c, 33d) qui
est reliée à une extrémité des tubes de transfert
de chaleur (33a) et qui s’étend dans la direction
dans laquelle les tubes de transfert de chaleur
(33a) sont disposés en ligne,
la boîte à eau (33c, 33d) comporte une partie
d’entrée de fluide frigorigène (33h) et une partie
de sortie de fluide frigorigène (33i) qui sont pla-
cées le long de la longueur de la boîte à eau
(33c, 33d) de façon à être espacées l’une de
l’autre, et une séparation (33e, 33f, 33g) qui di-
vise les tubes de transfert de chaleur (33a) en
une pluralité de chemins de sorte qu’un écoule-
ment de fluide frigorigène qui va de la partie
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d’entrée de fluide frigorigène (33h) vers la partie
de sortie de fluide frigorigène (33i) est formé, la
soufflante extérieure (37a, 38a) comporte un
premier ventilateur (37a) et un second ventila-
teur (38a) qui sont disposés horizontalement le
long d’un plan de passage d’air de l’échangeur
de chaleur extérieur (33) de façon à être situés
respectivement plus près de la partie d’entrée
de fluide frigorigène (33h) et de la partie de sortie
de fluide frigorigène (33i), et
le dispositif de commande de climatisation (22)
est configuré pour commuter, si le moyen de
détection d’état de givrage (22a) détecte, pen-
dant le mode de fonctionnement en chauffage,
que l’échangeur de chaleur extérieur (33) est
givré, les modes de fonctionnement du dispositif
de pompe à chaleur (20) dans un mode de fonc-
tionnement en dégivrage et pour arrêter les pre-
mier et second ventilateurs (37a, 38a), et pour
activer les premier et second ventilateurs (37a,
38a) indépendamment l’un de l’autre selon le
degré de dégivrage de l’échangeur de chaleur
extérieur (33) et régler le débit d’air du second
ventilateur (38a) pour qu’il soit supérieur au dé-
bit d’air du premier ventilateur (37a), pendant le
mode de fonctionnement en dégivrage.

2. Climatiseur de véhicule selon la revendication 1,
dans lequel
le moyen de détection d’état de givrage fonctionne
(22a) comme un moyen de détection de température
de fluide frigorigène côté entrée pour détecter un
état de température de fluide frigorigène dans une
zone plus proche de la partie d’entrée de fluide fri-
gorigène (33h) de l’échangeur de chaleur extérieur
(33), et
le dispositif de commande de climatisation (22) est
configuré pour activer le premier ventilateur (37a)
quand la température du fluide frigorigène détectée
par le moyen de détection de température de fluide
frigorigène côté entrée dépasse une première tem-
pérature prédéfinie et ensuite arrêter le premier ven-
tilateur (37a), et pour activer le second ventilateur
(38a) quand la température du fluide frigorigène dé-
tectée par le moyen de détection de température de
fluide frigorigène côté entrée dépasse une seconde
température prédéfinie qui est supérieure à la pre-
mière température prédéfinie.

3. Climatiseur de véhicule selon la revendication 1,
dans lequel
le moyen de détection d’état de givrage (22a) fonc-
tionne comme un moyen de détection de tempéra-
ture de fluide frigorigène côté sortie pour détecter un
état de température de fluide frigorigène dans une
zone plus proche de la partie de sortie de fluide fri-
gorigène (33i) de l’échangeur de chaleur extérieur
(33), et

le dispositif de commande de climatisation (22) est
configuré pour activer le premier ventilateur (37a)
quand la température du fluide frigorigène détectée
par le moyen de détection de température de fluide
frigorigène côté sortie dépasse une première tem-
pérature prédéfinie et ensuite arrêter le premier ven-
tilateur (37a), et pour activer le second ventilateur
(38a) quand la température du fluide frigorigène dé-
tectée par le moyen de détection de température de
fluide frigorigène côté sortie dépasse une seconde
température prédéfinie qui est supérieure à la pre-
mière température prédéfinie.

4. Climatiseur de véhicule selon la revendication 1,
dans lequel
le moyen de détection d’état de givrage (22a) fonc-
tionne comme moyen d’horloge pour enregistrer le
temps qui s’est écoulé depuis que le mode de fonc-
tionnement en dégivrage a été démarré, et
le dispositif de commande de climatisation (22) est
configuré pour activer le premier ventilateur (37a)
quand le moyen d’horloge détecte que le temps qui
s’est écoulé depuis que le mode de fonctionnement
en dégivrage a été démarré dépasse un premier
temps prédéfini et ensuite arrêter le premier ventila-
teur (37a), et pour activer le second ventilateur (38a)
quand le moyen d’horloge détecte que le temps qui
s’est écoulé depuis que le mode de fonctionnement
en dégivrage a été démarré dépasse un second
temps prédéfini qui est plus long que le premier
temps prédéfini.

5. Climatiseur de véhicule selon l’une quelconque des
revendications 1 à 4, dans lequel
le dispositif de commande de climatisation (22) est
configuré pour activer la soufflante extérieure (37a,
38a, 39a) avant que les modes de fonctionnement
du dispositif de pompe à chaleur ne soient commutés
du mode de fonctionnement en dégivrage au mode
de fonctionnement en chauffage et après qu’il a été
estimé que le givre sur l’échangeur de chaleur exté-
rieur (33) a fondu.

6. Climatiseur de véhicule selon l’une quelconque des
revendications 1 à 5, dans lequel
le dispositif de commande de climatisation (22) com-
mande le dispositif de pompe à chaleur (20) de sorte
que, quand le dispositif de pompe à chaleur (20)
fonctionne dans le mode de fonctionnement en dé-
givrage, la soufflante extérieure (37a, 38a, 39a) pré-
sente un débit d’air maximal.

7. Climatiseur de véhicule, comprenant :

un dispositif de pompe à chaleur (20) compor-
tant un compresseur (30) qui comprime un fluide
frigorigène, un échangeur de chaleur intérieur
(31, 32) placé à l’intérieur d’un habitable de vé-
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hicule, un échangeur de chaleur extérieur (33)
placé à l’extérieur de l’habitacle de véhicule, une
vanne de détente (52, 53), et une soufflante ex-
térieure (37a, 38a) qui souffle de l’air vers
l’échangeur de chaleur extérieur (33), le dispo-
sitif de pompe à chaleur (20) étant formé en re-
liant ensemble le compresseur (30), l’échangeur
de chaleur intérieur (31, 32), la vanne de détente
(52, 53) et l’échangeur de chaleur extérieur (33)
par le biais de conduites de fluide frigorigène ; et
un dispositif de commande de climatisation (22)
configuré pour commander le dispositif de pom-
pe à chaleur (20),
le dispositif de pompe à chaleur (20) étant con-
figuré pour être commuté par le dispositif de
commande de climatisation (22) entre de multi-
ples modes de fonctionnement dont un mode
de fonctionnement en chauffage et un mode de
fonctionnement en dégivrage, dans lequel
le climatiseur de véhicule comprend en outre un
moyen de détection d’état de givrage (22a) pour
détecter un état de givrage de l’échangeur de
chaleur extérieur (33),
l’échangeur de chaleur extérieur (33) comporte
une pluralité de tubes de transfert de chaleur
(33a) qui sont disposés en ligne dans une direc-
tion prédéfinie et une boîte à eau (33c, 33d) qui
est reliée à une extrémité des tubes de transfert
de chaleur (33a) et qui s’étend dans la direction
dans laquelle les tubes de transfert de chaleur
(33a) sont disposés en ligne,
la boîte à eau (33c, 33d) comporte une partie
d’entrée de fluide frigorigène (33h) et une partie
de sortie de fluide frigorigène (33i) qui sont pla-
cées le long de la longueur de la boîte à eau
(33c, 33d) de façon à être espacées l’une de
l’autre, et une séparation (33e, 33f, 33g) qui di-
vise les tubes de transfert de chaleur (33a) en
une pluralité de chemins de sorte qu’un écoule-
ment de fluide frigorigène qui va de la partie
d’entrée de fluide frigorigène (33h) vers la partie
de sortie de fluide frigorigène (33i) est formé,
dans lequel
la soufflante extérieure (39a) est constituée d’un
unique ventilateur (39a), le ventilateur étant dis-
posé de telle sorte que le centre du ventilateur
est décalé vers la partie de sortie de fluide fri-
gorigène (33i) de l’échangeur de chaleur exté-
rieur (33), dans lequel
le dispositif de commande de climatisation (22)
est configuré pour commuter, si le moyen de
détection d’état de givrage (22a) détecte, pen-
dant le mode de fonctionnement en chauffage,
que l’échangeur de chaleur extérieur (33) est
givré, les modes de fonctionnement du dispositif
de pompe à chaleur (20) dans un mode de fonc-
tionnement en dégivrage et pour arrêter le ven-
tilateur (39a) au début du mode de fonctionne-

ment en dégivrage, et pour maximiser le débit
d’air du ventilateur (39a) avant que les modes
de fonctionnement du dispositif de pompe à cha-
leur (20) soient commutés du mode de fonction-
nement en dégivrage au mode de fonctionne-
ment en chauffage et après que le givre sur
l’échangeur de chaleur extérieur (33) a fondu.

8. Climatiseur de véhicule selon l’une quelconque des
revendications 1 à -7, dans lequel
le dispositif de pompe à chaleur (20) comporte un
premier échangeur de chaleur intérieur (31) et un
second échangeur de chaleur intérieur (32) qui est
disposé en amont du premier échangeur de chaleur
intérieur (31) dans une direction d’écoulement d’air,
et
le dispositif de pompe à chaleur (20) fait fonctionner
les premier et second échangeurs de chaleur intéri-
eurs (31, 32) comme radiateurs pendant le mode de
fonctionnement en chauffage.
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