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©  A  device  for  the  sealing  of  the  enclosure  elements  of  a  commercial  vehicle  body. 

©  A  folding  pillar  (10)  is  provided  with  a  rotating 
locking  assembly  (34)  which  includes  an  eyelet  (28) 
for  the  passage  of  a  sealing  cable  (26),  as  well  as  a 
locking  member  (42)  fast  for  rotation  with  the  eyelet 
(28)  and  adapted  to  interfere  with  a  lateral  abutment 
(32)  of  a  bolt  (30)  incorporated  in  a  drop  board  to 
prevent  the  bolt  (30)  from  leaving  its  position  of 
engagement  with  a  bush  of  the  board  when  the 
locking  assembly  (34)  is  in  an  angular  locking  .posi- 
tion  which  corresponds  to  the  passage  of  the  cable 
(26)  through  the  eyelet  (28),  whilst  the  locking  mem- 
ber  (42)  does  not  interfere  with  the  path  of  the 
abutment  (32)  when  the  locking  assembly  (34)  is  in  a 
different  angular  position  from  the  previous  one.  The 
locking  assembly  (34)  is  rotatabie  about  an  axis 

£4  which  is  normal  to  outer  and  inner  walls  of  the  pillar 
^(10)  and  includes,  within  the  pillar  (10),  as  a  locking 
^"member,  a  substantially  circular-sector-shaped  plate 
2(42)  with  a  circumferential  edge  (52)  which  is  adapt- 

ed  to  interfere  with  the  lateral  abutment  (32)  of  the 
<Mbolt  (30)  when  the  locking  assembly  (34)  is  in  the 
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A  device  for  the  sealing  of  the  enclosure  elements  of  a  commercial  vehicle  body 

The  present  invention  relates  to  a  device  for 
sealing  the  enclosure  elements  of  a  commercial 
body,  according  to  the  preamble  of  Claim  1. 

By  enclosure  elements  is  meant  the  folding 
pillars  and  drop  boards  which  delimit  the  loading 
platform  of  the  body,  as  well  as  any  upper  remov- 
able  uprights  which  extend  the  pillars  upwardly  to 
support  the  ribs  of  a  tarpaulin. 

A  device  according  to  the  preamble  of  Claim  1 
is  known  from  the  document  EP-A-0  051  575. 

In  this  known  device,  the  locking  assembly  is 
constituted  by  a  member  substantially  in  the  form 
of  a  right-angled  lever  one  arm  of  which  is  con- 
stituted  by  the  eyelet  and  the  other  arm  of  which  is 
constituted  by  a  catch  adapted  to  interfere  with  a 
lateral  abutment  of  the  bolt  or  of  each  of  two  bolts. 

The  right-angled  lever  can  occupy  two  stable 
positions.  In  one  of  these,  the  eyelet  projects  out- 
wardly  of  the  pillar  to  house  the  sealing  cable  and 
the  catch  is  in  the  path  of  the  abutment  or  abut- 
ments.  In  the  other  position,  the  eyelet  is  retracted 
into  the  pillar  through  a  slit  in  its  outer  wall  and  the 
catch  is  out  of  the  path  of  the  abutment  or  abut- 
ments.  A  pin  spring  biasses  the  right-angled  lever 
into  each  of  its  stable  positions,  a  dead-point  being 
passed  through  between  one  position  and  the  oth- 
er. 

The  known  device  has  some  disadvantages 
which  it  would  be  desirable  to  eliminate. 

A  first  disadvantage  is  the  fact  that,  since  it  is 
mounted  in  correspondence  with  a  slit  in  the  pillar, 
it  is  subject  to  the  collection  of  dust  and  dirt  which 
may  obstruct  it;  another  disadvantage  is  the  fact 
that  the  pin  spring  is  a  component  which  is  subject 
to  breakage;  a  third  disadvantage,  in  the  case  of  a 
side  pillar  provided  with  two  bolts,  is  that  with  only 
one  locking  assembly  it  is  not  possible  to  release 
only  one  of  the  bolts  whilst  keeping  the  other 
locked  for  the  purposes  of  preventing  false  move- 
ments. 

The  object  of  the  invention  is  to  produce  a 
device  in  which  these  disadvantages  are  elimi- 
nated. 

According  to  the  invention  this  object  is 
achieved  by  means  of  a  device  which  has  the 
characteristics  defined  in  the  claims. 

In  a  device  according  to  the  invention,  the 
locking  assembly  is  enclosed  within  the  pillar  and 
is  protected  from  dust  except  for  the  eyelet  which 
is  on  the  outside  of  the  pillar.  Moreover,  there  is  no 
weak  component  such  as  a  spring  for  biassing  it 
into  a  stable  position. 

In  the  case  of  a  pillar  including  two  bolts,  the 
device  according  to  the  invention  lends  itself  to  the 
alternative  release  of  one  or  other  of  the  boards  to 

ensure  the  locking  of  the  adjacent  board  against 
false  movements,  by  virtue  of  the  characteristics 
defined  in  Claim  2. 

The  object  of  the  invention  will  better  be  under- 
5  stood  from  a  reading  of  the  detailed  description 

which  follows  with  reference  to  the  appended  draw- 
ings,  purely  by  way  of  non-limiting  example,  in 
which: 

Figure  1  is  a  partial  perspective  view  of  a 
10  motor  vehicle  body,  in  which  can  be  seen  a  pillar, 

two  side  boards,  and  an  upright  associated  with  the 
upper  part  of  the  pillar,  with  all  these  elements  in 
the  erect  and  locked  condition, 

Figure  2  is  a  perspective  view  similar  to 
rs  Figure  1  ,  with  one  of  the  boards  dropped  down  and 

the  other  locked, 
Figure  3  is  another  perspective  view  similar 

to  the  above,  with  the  two  boards  dropped  down 
and  all  the  elements  released, 

20  Figure  4  is  a  partially-sectioned  side 
elevational  view  of  the  pillar  and  its  upper  upright, 

Figure  5  is  an  exploded  perspective  view  of 
the  mechanism  which  includes  the  two  bolts  and 
the  locking  assembly  according  to  the  invention, 

25  Figure  6  is  a  partial  section  taken  in  the 
plane  indicated  VI-VI  in  Figure  4,  on  an  enlarged 
scale, 

Figure  7  is  a  similar  representation  to  that  of 
Figure  4,  with  one  of  the  bolts  locked  and  the  other 

30  unlocked, 
Figure  8  is  a  cross-section  taken  in  the  plane 

indicated  VIII-VIII  in  Figure  4,  with  the  upper  upright 
locked  to  the  pillar,  and 

Figure  9  is  a  section  which  corresponds  to 
35  that  of  Figure  8  with  the  upper  upright  released  and 

partially  folded  down  for  its  removal  or  fitting. 

With  reference  to  Figures  1  to  3,  a  hollow  pillar 
of  strong  sheet-metal  box  section  is  generally  in- 

40  dicated  10.  The  pillar  10  is  hinged  removably  at  its 
base  to  a  side  member  12  of  the  floor  of  a  com- 
mercial  vehicle,  such  as  a  lorry,  trailer  or  semi- 
trailer. 

The  lower  edges  of  two  adjacent  drop  boards 
45  14,  between  which  the  pillar  10  is  interposed,  are 

also  hinged  removably  to  the  side  member  12.  The 
adjacent  side  edges  of  the  boards  14  have  respec- 
tive  lateral  square  bushes  16  in  their  upper  parts. 
When  the  boards  14  and  the  pillar  10  are  erect,  the 

so  bushes  16  are  housed  in  corresponding  lateral 
notches  18  in  the  pillar  10  and  are  held  by  respec- 
tive  bolts  of  which  more  will  be  said  below.  These 
bolts  are  operable  by  means  of  respective  levers 
20  which  are  accessible  on  the  outer  face  of  the 
pillar  10. 

2 
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For  further  details  of  the  bolts  and  their  operat- 
ig  mechanisms,  reference  should  be  made  to  the 
locument  IT-A-1  108  038. 

A  removable  upper  upright  22  is  associated 
/ith  the  pillar  1  0  for  the  lateral  support  of  a  rib  (not 
;hown)  for  the  tarpaulin  for  covering  the  body. 

The  boards  14  are  provided  with  fixed  eyelets 
!4  for  the  passage,  in  known  manner,  of  a  sealing 
able  26.  Each  upright,  such  as  10,  is  also  pro- 
ided  with  an  eyelet  28  which  also  holds  the  seal- 
rig  cable  26.  The  eyelet  28  forms  part  of  a  rotating 
ocking  assembly  which  will  now  be  described  with 
eference  to  Figures  4  to  7. 

Figures  4  and  5  show  the  two  bolts  30  which 
ire  movable  longitudinally  and  parallel  to  each 
ither  within  the  pillar  10.  Each  of  these  bolts  30  is 
jrovided  in  its  upper  part  with  an  abutment  in  the 
orm  of  a  strong  finger  32  projecting  towards  the 
)ther  bolt. 

The  eyelet  of  the  pillar  10  is  again  indicated 
18.  This  eyelet  28  forms  part  of  a  rotating  assem- 
jly,  indicated  34,  which  can  better  be  seen  in 
:igure  6. 

In  Figure  6,  the  outer  wall  of  the  box-sectioned 
jpright  10  is  indicated  36  and  its  inner  wall  is 
ndicated  38.  The  rotatable  element  34  is  substan- 
;ially  enclosed  between  these  two  walls  36  and  38. 

The  assembly  34  includes  a  central  tubular 
shaft  40  to  which  is  welded  a  sector-shaped  plate 
\2  which  faces  the  wall  38  and  acts  as  a  member 
;or  locking  the  bolts  30. 

The  tubular  shaft  40  is  supported  rotatably  in  a 
Dush  43  which  is  welded  to  the  wall  36  so  that  the 
assembly  34  rotates  about  an  axis  A  normal  to  the 
two  walls  36  and  38  and  situated  in  a  position 
ntermediate  the  two  bolts  30.  The  end  of  the  shaft 
40  opposite  the  plate  42  projects  through  a  hole  44 
formed  in  the  centre  of  a  recess  46  formed  in  the 
wall  36. 

The  eyelet  28  is  constituted  by  a  piece  of 
round  bar  shaped  into  a  "flag"  shape.  In  particular, 
the  eyelet  28  includes  a  pin  48  which  corresponds 
to  the  pole  of  the  "flag"  and  extends  transversely 
through  the  cavity  in  the  shaft  40.  Thus,  the  eyelet 
28  may  be  rotated  between  a  projecting  position 
for  receiving  the  sealing  cable  26  and  a  position  in 
which  it  is  brought  down  against  the  wall  36  in  the 
recess  46  so  as  not  to  constitute  an  undesirable 
projection  when  it  is  not  in  use.  When  the  eyelet  28 
is  projecting  and  the  cable  26  does  not  pass 
through  it,  it  may  be  used  as  a  key  for  rotating  the 
assembly  34. 

The  cavity  of  the  shaft  40  contains  a  helical 
compression  spring  50  which  acts  at  one  end 
against  the  wall  38  and  at  the  other  against  the  pin 
48  of  the  eyelet  28.  The  sector-shaped  plate  42  is 
kept  pressed  against  the  corresponding  front  face 
of  the  bush  43  by  virtue  of  the  spring  50,  causing 

friction  witn  respect  to  me  roianon  or  ine  assemuiy 
34.  The  latter  cannot  therefore  rotate  accidentally. 
Moreover,  the  spring  50  also  causes  friction  with 
respect  to  the  pin  48.  This  serves  particularly  to 

5  prevent  the  eyelet  28  from  accidentally  leaving  its 
depressed  position  in  the  recess  46. 

As  shown  in  Figures  4,  5  and  7,  the  plate  42  is 
in  the  form  of  a  sector  with  a  circumferential  edge 
52  which  extends  substantially  through  1  80  '  . 

o  The  arrangement  is  such  that,  when  the  sector 
plate  42  is  oriented  in  a  central  position,  as  in 
Figure  4,  in  which  its  circumferential  edge  52  faces 
the  top  of  the  pillar  10,  this  edge  interferes  with  the 
abutments  32  of  both  the  bolts  30  to  prevent  them 

5  from  leaving  the  raised  position  in  which  their  up- 
per  ends  restrain  the  lateral  bushes  16  of  the 
boards  14.  This  condition  corresponds  to  Figure  1 
in  which,  as  can  be  seen,  the  eyelet  28  is  aligned 
horizontally  with  the  eyelets  24  for  receiving  the 

>o  cable  26. 
When  the  sector-shaped  plate  42  is  rotated 

through  90  *  in  one  sense  or  the  other,  one  of  the 
bolts  30  remains  locked  whilst  the  other  can  be 
lowered  to  release  the  corresponding  board.  In 

?5  Figure  7,  the  plate  42  has  been  shown  in  the 
condition  in  which  the  left-hand  bolt  30  is  locked 
and  the  right-hand  bolt  30  is  free.  This  condition 
corresponds  to  Figure  2.  As  can  be  seen,  this 
rotation  is  only  possible  if  the  cable  26  does  not 

?o  pass  through  the  eyelet  28. 
When  the  sector-shaped  plate  42  is  oriented  at 

1  80  °  from  the  position  of  Figure  4,  its  circumferen- 
tial  edge  52  no  longer  interferes  with  the  travel  of 
the  two  abutments  32  and  both  the  bolts  30  can  be 

35  lowered  to  release  both  the  boards  14  and  the 
pillar  10.  This  situation  corresponds  to  Figure  3. 
This  rotation  is  also  prevented  by  the  presence  of 
the  cable  26  in  the  eyelet  28. 

The  rotating  element  42  ensures  not  only  the 
40  secure  locking  of  the  pillar  10  and  the  boards  14 

but  also  that  of  the  upright  22  in  its  position  of 
alignment  with  the  pillar  10.  This  capability  is  illus- 
trated  in  Figures  8  and  9. 

As  can  be  seen  in  Figures  8  and  9,  the  pillar 
45  10  is  provided  at  its  upper  end  with  a  fixed  tubular 

pin  54.  In  known  manner,  the  upright  22,  which  is 
channel  sectioned,  has  an  internal  curved  plate  56 
hooked  onto  the  pin  54. 

According  to  the  invention,  the  lower  end  of  the 
50  upright  22  is  provided  with  a  pair  of  tabs  58  which 

are  both  visible  in  Figure  3.  Each  of  these  tabs  58 
is  formed  by  a  right-angled,  "Z"-shaped  element 
welded  in  correspondence  with  one  of  the  notches 
18  for  housing  the  lateral  bushes  16. 

55  As  can  be  seen  in  Figure  8,  when  each  bolt  30 
engages  the  corresponding  bush  16  and  the  up- 
right  22  is  in  its  erect  position  of  use,  the  tab  58  is 
captive  in  the  notch  18  of  the  bush  16  and  the 

■i 



5 EP  0  342  304  A2 3 

jpright  22  can  neither  be  raised  nor  folded  down 
about  the  pin  54. 

It  is  only  possible  to  fold  it  down  when  the 
:orresponding  bolt  30  has  been  lowered,  as  in 
Figure  9,  after  the  sector-shaped  plate  42  has  been 
-otated  and  the  corresponding  bush  1  6  has  left  the 
notch  18  as  a  result  of  the  folding  down  of  the 
3oard. 

It  is  then  possible  to  fold  the  upright  22  down 
partially,  as  in  Figure  9,  so  that  the  curved  plate  56 
;an  then  be  unhooked  from  the  pin  54. 

The  upright  22  is  refitted  onto  its  pillar  10  by 
reversal  of  this  operation. 

Claims 

1  .  A  device  for  sealing  the  enclosure  elements 
of  a  commercial  vehicle  body,  the  elements  being 
constituted  by  folding  pillars  (10),  drop  boards  (14), 
and  any  upper  removable  uprights  (22)  which  ex- 
tend  the  pillars  (10)  upwardly  to  support  the  ribs  of 
a  tarpaulin,  in  which  each  pillar  (10)  is  hollow  and 
incorporates  at  least  one  bolt  (30)  which  is  movable 
along  the  pillar  by  means  of  an  operating  lever  (20) 
and  a  board  (14)  adjacent  the  pillar  (10)  includes  a 
lateral  bush  (16)  in  which  an  upper  end  of  the  bolt 
(30)  can  be  engaged,  and  in  which  the  pillar  (10)  is 
provided  with  a  rotating  locking  assembly  (34) 
which  includes  an  eyelet  (28)  for  the  passage  of  a 
sealing  cable  (26),  the  eyelet  (28)  projecting  or 
being  able  to  project  outwardly  of  the  pillar  (10),  as 
well  as  a  locking  member  (42)  fast  for  rotation  with 
the  eyelet  (28)  and  adapted  to  interfere  with  a 
lateral  abutment  (32)  of  the  bolt  (30)  to  prevent  the 
latter  from  leaving  its  position  of  engagement  with 
the  bush  (16)  of  the  board  (14)  when  the  locking 
assembly  (34)  is  in  an  angular  locking  position 
which  corresponds  to  the  passage  of  the  cable  (26) 
through  the  eyelet  (28),  whilst  the  locking  member 
(42)  does  not  interfere  with  the  path  of  the  abut- 
ment  (32)  when  the  locking  assembly  (34)  is  in  a 
different  angular  position  from  the  previous  one, 
characterised  in  that  the  locking  assembly  (34)  is 
rotatable  about  an  axis  (A)  which  is  normal  to  outer 
(36)  and  inner  (38)  walls  of  the  pillar  (10)  and 
includes,  within  the  pillar  (10)  as  a  locking  member, 
a  substantially  circular-sector-shaped  plate  (42) 
with  a  circumferential  edge  (52)  which  is  adapted 
to  interfere  with  the  lateral  abutment  (32)  of  the  bolt 
(30)  when  the  locking  assembly  (34)  is  in  the 
locking  position. 

2.  A  device  according  to  Claim  1,  for  a  pillar 
(10)  which  includes  two  parallel  bolts  (30)  for  the 
locking  of  two  adjacent  boards  (14),  characterised 
in  that  each  bolt  (30)  has  a  lateral  abutment  in  the 
form  of  a  finger  (32)  directed  towards  the  other  bolt 
(30),  the  axis  (A)  of  rotation  of  the  locking  assembly 

(34)  is  situated  in  a  position  intermediate  the  two 
bolts  (30),  and  the  sector-shaped  plate  (42)  has  a 
circumferential  edge  (52)  which  extends  substan- 
tially  through  180*  to  carry  out  the  following  func- 

s  tions: 
-  the  locking  of  both  the  bolts  (30)  when  the  sector- 
shaped  plate  (42)  is  oriented  in  a  central  position  in 
which  its  circumferential  edge  (52)  faces  the  top  of 
the  pillar  (10)  and  interferes  with  the  abutments 

10  (32)  of  both  the  bolts  (30); 
-  the  alternative  locking  of  one  bolt  (30)  or  the  other 
when  the  sector-shaped  plate  (42)  is  oriented  at 
110°  from  the  central  position  and  its  circumferen- 
tial  edge  (52)  interferes  with  only  one  of  the  abut- 

rs  ments  (32); 
-  the  release  of  both  the  bolts  (30)  when  the  sector- 
shaped  plate  (42)  is  oriented  at  180*  from  its 
central  position  and  its  circumferential  edge  (52) 
does  not  interfere  with  the  abutments  (32). 

20  3.  A  device  according  to  Claim  1  or  Claim  2, 
characterised  in  that  the  rotating  locking  assembly 
(34)  includes  a  tubular  shaft  (40)  mounted  for  rota- 
tion  in  a  support  bush  (43)  fixed  to  the  outer  wall 
(36)  of  the  pillar  (10),  the  sector-shaped  plate  (42) 

25  is  fixed  to  an  end  of  the  tubular  shaft  (40)  which 
faces  the  inner  wall  (38)  of  the  pillar  (10),  the 
sector-shaped  plate  (42)  is  situated  between  the 
inner  wall  (38)  and  a  corresponding  front  face  of 
the  bush  (43),  the  eyelet  (28).  is  situated  on  the 

30  outside  of  the  outer  wall  (36)  of  the  pillar  (10)  and 
includes  a  pivot  pin  (48)  which  extends  transverse- 
ly  through  the  tubular  shaft  (40)  to  enable  the 
eyelet  (28)  to  be  brought  down  against  the  pillar 
(10),  and  a  helical  compression  spring  (50)  is 

35  housed  in  the  tubular  shaft  (40)  and  acts  at  one 
end  against  the  inner  wall  (38)  and  at  the  other  end 
against  the  pin  (48)  of  the  eyelet  (28)  to  keep  the 
sector-shaped  plate  (42)  against  the  front  face  of 
the  bush  (40)  so  as  to  cause  friction  in  the  rotation 

40  of  the  locking  assembly  (34),  and  to  cause  friction 
in  the  rotation  of  the  pin  (48)  of  the  eyelet  (28). 

4.  A  device  according  to  Claim  3,  characterised 
in  that  the  outer  wall  (36)  of  the  pillar  (10)  has  a 
recess  (46)  into  which  the  eyelet  (28)  can  be 

45  brought  down  by  the  rotation  of  its  pin  (48). 
5.  A  device  according  to  any  one  of  the  pre- 

ceding  claims,  for  a  pillar  (10)  which  is  provided 
with  an  upper  upright  (22)  which  is  hooked  by 
means  of  a  curved  plate  (56)  to  a  pin  (54)  situated 

so  at  the  upper  end  of  the  pillar  (10)  and  which  can  be 
removed  after  the  separation  of  its  lower  part  from 
the  pillar  by  rotation  about  this  pin  (54),  charac- 
terised  in  that  the  lower  part  of  the  upright  (22)  is 
provided  with  at  least  one  lower  tab  (58)  which  can 

55  be  made  captive  by  a  corresponding  lateral  bush 
(16)  of  a  board  (14)  or  of  each  board  (14),  when  the 
bush  (16)  is  held  by  the  corresponding  bolt  (30),  to 
prevent  both  the  release  of  the  curved  plate  (56) 

4 
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-om  the  upper  pin  (54)  of  the  pillar  (10)  and  the 
□tation  of  the  upright  (22)  from  its  position  of 
Jignment  with  the  pillar  (10). 
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