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(54)  Overhead  transmission  cable 

(57)  An  overhead  transmission  cable  having  a  high 
capacity  and  a  low  slackening  tendency  is  proposed.  The 
cable  has  a  conductor  and  a  tension  member  connected 
together  by  means  of  a  connecting  member  so  as  to 
extend  parallel  to  and  so  as  not  to  contact  each  other. 
The  tension  member  may  be  formed  of  iron,  titanium, 
aluminum  or  an  alloy  thereof,  formed  by  braiding  or  twist- 
ing  organic  fibers  and  yarns,  or  may  be  formed  from  a 
composite  of  at  least  one  of  an  organic  material  and  an 
inorganic  material  and  at  least  one  of  a  metal  and  a  resin. 
Tension  is  applied  to  the  tension  member.  Since  the  heat 
generated  in  the  conductor  is  never  conducted  to  the  ten- 
sion  member,  the  tension  member  hardly  slackens. 
Thus,  it  is  possible  to  increase  the  capacity  of  the  cable 
without  increasing  the  sectional  area  of  the  conductor. 
Since  both  the  tension  member  and  the  conductor  are 
lighter  in  weight,  there  is  no  need  to  pull  the  cable  with  a 
large  force. 

FIG.  1A 

FIG.  1B 
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Description 

This  invention  relates  to  an  overhead  transmission 
cable  having  a  higher  current-carrying  capacity  and  a 
lower  sag.  s 

Conventional  overhead  transmission  cables  are 
formed  of  aluminum  conductor  steel  reinforced  (ACSR) 
or  an  aluminum  alloy  strand.  ACSR  comprises  a  steel 
strand  and  an  aluminum  alloy  strand  twisted  together.  A 
single  aluminum  alloy  strand  consists  of  twisted  alumi-  10 
num  alloy  wires.  Since  the  single  aluminum  alloy  strand 
is  too  low  in  strength,  it  is  reinforced  with  a  steel  strand 
that  forms  the  cable  core,  for  use  as  an  overhead  cable. 
This  reinforced  cable  is  what  is  called  ACSR.  On  the 
other  hand,  the  single  aluminum  alloy  strand  has  an  15 
increased  strength  by  alloying  aluminum,  for  use  as  an 
overhead  cable. 

With  an  increasing  power  consumption  and  growing 
concern  about  the  environment,  demand  for  overhead 
transmission  cables  having  a  higher  capacity  and  a  lower  20 
sag  is  growing  these  days.  In  order  to  answer  this 
demand,  trials  have  been  made  to  (1)  increase  the  size 
of  ACSR,  (2)  form  ACSR  from  an  aluminum  alloy,  and  (3) 
develop  a  new  type  of  ACSR. 

But  none  of  these  methods  can  meet  both  the  25 
demand  for  higher  capacity  and  the  demand  for  low  sag. 

Namely,  with  the  method  (1),  it  is  possible  to 
increase  the  capacity  of  the  cable  because  a  large-sized 
ACSR  has  a  large  conductor  sectional  area.  But  such  a 
cable  is  heavier,  so  that  it  is  more  likely  to  increase  sag.  30 
In  order  to  reduce  the  sag  of  the  cable,  it  has  to  pulled 
with  a  stronger  force.  Thus,  large  steel  towers  are 
needed. 

If  only  the  current-carrying  capacity  is  increased 
without  increasing  the  cable  size,  the  cable  temperature  35 
will  rise  to  such  an  extent  that  the  aluminum  softens  and 
the  cable  cannot  be  suspended  in  air  any  more.  The 
method  (2)  is  free  of  this  problem  because  in  this  method, 
an  aluminum  alloy  containing  Zr  which  is  more  heat- 
resistant  than  aluminum,  is  used  instead  of  aluminum.  40 
But  since  an  aluminum  alloy  has  a  high  linear  expansion 
coefficient,  the  linear  expansion  coefficient  of  the  entire 
cable  formed  by  the  method  (2)  is  rather  high.  Such  a 
cable  tends  to  sag  markedly  when  the  temperature  rises. 

In  the  method  (3),  the  cable  is  formed  from  a  new  45 
type  of  ACSR  such  as  AC  I  R  or  a  gapped  ACSR  to  reduce 
its  linear  expansion  coefficient.  ACIR  is  a  kind  of  ACSR 
which  uses  a  strand  of  an  Fe-Ni  alloy,  which  has  a  lower 
linear  expansion  coefficient  than  steel  strands.  The 
gapped  ACSR  has  gaps  between  the  steel  strand  core  so 
and  the  surrounding  aluminum  strands,  so  that  the  linear 
expansion  coefficient  of  the  cable  is  equal  to  that  of  the 
steel  strand.  But  even  such  new  ACSR's  tend  to  increase 
the  sag  with  temperature  rise  of  the  cable. 

It  is  an  object  of  this  invention  to  provide  an  overhead  55 
transmission  cable  which  has  a  higher  capacity  and  a 
lower  sag  without  an  increase  in  weight. 

An  overhead  transmission  cable  according  to  the 
present  invention  comprises  a  tension  member  given  a 
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tension  for  supporting  the  conductor  means  in  the  air, 
and  a  connecting  means  for  connecting  the  conductor 
means  with  the  tension  member  so  that  they  are  spaced 
apart  from  and  extend  in  parallel  to  each  other. 

The  tension  member  may  be  made  of  iron,  titanium, 
aluminum  or  on  alloy  whose  main  component  is  one  of 
these  metals  or  may  be  formed  of  organic  fiber  or  yarn 
made  of  Aramid,  polyethylene,  polyoxymethylene,  pol- 
yarylate,  rayon.  Otherwise,  it  may  be  formed  by  twisting 
or  braiding  at  least  one  composite  of  at  least  one  of  an 
organic  material  and  an  inorganic  material  and  at  least 
one  of  a  metal  and  a  resin. 

The  organic  material  used  in  the  composite  tension 
member  is  preferably  fiber  or  yarn  made  of  Aramid,  pol- 
yethylene,  polyoxymethylene,  polyarylate  or  rayon,  and 
the  inorganic  material  is  preferably  carbon  fiber,  silicon 
carbide  fiber,  alumina  fiber  or  glass  fiber. 

A  tension  member  made  of  Al,  Al  alloy,  Ti  or  Ti  alloy 
is  preferable  to  a  tension  member  made  of  Fe  or  Fe  alloy 
in  that  the  former  is  less  likely  to  sag  when  suspended 
in  the  air.  But  since  Al  or  Al  alloy  is  low  in  strength,  such 
a  material  should  be  used  not  alone  but  in  the  form  of  a 
composite  with  another  material  having  higher  strength. 

Organic  fibers  or  yarns  should  be  formed  into  a  ten- 
sion  member  by  twisting  or  braiding  them.  Use  of  such 
an  organic  material  contributes  to  further  reduction  in 
weight  of  the  tension  member.  But  if  the  organic  material 
is  exposed  to  the  air,  it  can  be  damaged.  Thus,  for  pro- 
tection  purposes,  an  organic  material  should  be  used  in 
the  form  of  a  composite  with  a  resin  or  a  metal. 

Inorganic  fibers  are  brittle  and  thus  can  be  bent  and 
damaged  if  twisted  or  braided.  Thus,  use  of  such  fibers 
alone  is  not  desirable  as  a  material  of  an  overhead  trans- 
mission  cable,  which  is  exposed  to  the  air  for  a  long 
period  of  time  and  has  to  have  sufficient  durability.  Inor- 
ganic  fibers,  too,  should  be  used  in  the  form  of  a  com- 
posite  with  a  resin  or  a  metal  to  cover  up  their  brittleness. 

Resins  suitable  for  use  in  forming  such  a  composite 
material  with  inorganic  or  organic  materials  include  ther- 
mosetting  resins  such  as  epoxy,  polyester,  phenol,  poly- 
imide  and  bismaleimide,  and  thermoplastic  resins  such 
as  polyethylene  and  polyphenylene  sulfide.  Since 
organic  fiber,  yarn  and  resin  are  prone  to  ultraviolet  deg- 
radation,  they  are  preferably  covered  with  a  light-shield- 
ing  layer.  Such  a  light-shielding  layer  may  be  formed  by 
winding  a  wire  or  tape  of  a  light  metal  (such  as  Al)  or 
covering  with  a  braid  of  metal  filaments.  Otherwise,  ouch 
a  layer  may  be  a  plating  or  polyethylene  containing  car- 
bon  or  may  be  in  any  other  form. 

The  tension  member  may  contain  an  optical  fiber. 
The  optical  fiber  may  have  communicating  function  or 
function  of  detecting  deterioration  or  breakage. 

The  conductor  is  preferably  made  or  Al,  Cu  or  an 
alloy  containing  Al  or  Cu  as  a  main  component.  Cu  and 
Cu  alloy  have  a  conductivity  about  1.7  times  that  of  Al 
and  Al  alloy.  But  their  specific  gravity  is  about  3.3  times 
that  of  Al  and  Al  alloy.  In  other  words,  the  ratio  of  the 
weight  to  the  conductivity  of  Cu  or  Cu  alloy  is  about  1  .9 
times  that  of  Al  or  Al  alloy.  Thus,  a  conductor  made  of  Cu 
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or  Cu  alloy  tends  to  sag  more  remarkably  than  a  conduc- 
tor  made  of  Al  or  Al  alloy.  But  since  Cu  or  Cu  alloy  is  low 
in  electrical  resistance,  it  is  possible  to  form  low-loss 
cables  out  of  Cu  or  Cu  alloy. 

In  order  to  minimize  the  decrease  in  strength  due  to  5 
heat  generation  of  the  conductor  resulting  from  the 
increase  in  current-carrying  capacity,  it  is  preferable  to 
use  on  Al  alloy  containing  Zr  and  thus  having  a  high  heat 
resistance.  But,  the  more  the  content  of  Zr  or  other  added 
element,  the  lower  the  conductivity  of  the  Al  alloy  and  the  n 
more  the  transmission  loss.  The  conductivity  should 
preferably  be  not  less  than  50%.  Further,  in  order  to  pro- 
vide  a  sufficient  strength  for  use  even  at  an  abnormally 
high  temperature  which  may  occur  in  case  of  afire  under 
the  transmission  cable,  wires  of  Fe  or  Fe  alloy  may  be  n 
twisted  or  braided  together  with  the  conductor. 

The  connecting  member  may  be  connected  fixedly 
or  unfixedly  to  the  tension  member  and  the  conductor. 
Its  shape  and  mounting  position  are  not  limited  but  it 
should  be  made  of  a  material  as  light  as  possible  to  min-  2t 
imize  the  increase  in  weight.  If  the  tension  member  is  not 
an  insulator,  the  transmission  lose  would  be  large.  To 
avoid  this,  the  tension  member  and  the  conductor  should 
be  insulated  from  the  connecting  member. 

Also,  in  order  to  prevent  the  cable  from  rotating  2t 
under  strong  winds,  it  may  be  made  up  of  more  than  one 
such  tension  member  and  more  than  one  such  conduc- 
tor. 

Since  the  conductor  and  the  tension  member  are  not 
in  contact  with  each  other,  the  heat  generated  in  the  con-  3< 
ductor  is  scarcely  conducted  to  the  tension  member. 
Thus,  even  if  the  conductor  is  heated  up  to  a  high  tem- 
perature,  there  is  little  increase  in  the  sag  because  no 
elongation  of  the  tension  member  due  to  heat  rise 
occurs.  This  makes  it  possible  to  increase  the  current-  3i 
carrying  capacity  of  the  cable  with  the  sectional  area  as 
it  is. 

Because  it  is  possible  to  increase  the  current-carry- 
ing  capacity  of  the  conductor  without  increasing  its  sec- 
tional  area  and  because  it  is  possible  to  use  a  lighter  4t 
tension  member  (with  the  tension  member  made  of  Fe 
or  Fe  alloy,  no  change  in  weight  is  expected),  it  is  possible 
to  reduce  the  weight  of  the  entire  cable.  Since  the  cable 
is  lighter  in  weight,  there  is  no  need  to  pull  it  with  so  strong 
a  force.  Thus,  no  big  stress  acts  on  the  steel  towers,  so  « 
that  they  can  be  kept  in  a  serviceable  state  semi-perma- 
nently. 

The  tension  member  made  of  an  organic  material  is 
especially  lightweight.  The  one  made  of  a  composite  of 
an  organic  or  inorganic  material  and  a  resin  is  the  second  st 
most  lightweight.  Since  in  the  present  invention  heat  is 
not  conducted  from  the  conductor  to  the  tension  mem- 
ber,  it  has  become  possible  to  use  a  tension  member 
made  of  an  organic  material  and/or  resin. 

According  to  the  present  invention,  the  heat  gener-  st 
ated  in  the  conductor  is  scarcely  conducted  to  the  ten- 
sion  member.  Thus,  it  is  possible  to  increase  the  current- 
carrying  capacity  of  the  cable  without  increasing  the  sec- 
tional  area  of  the  conductor  and  thus  without  increasing 

the  possibility  of  sag  of  the  cable.  Thus,  when  replacing 
on  existing  cable  with  the  cable  of  the  present  invention, 
there  is  no  need  to  rebuild  or  reinforce  the  existing  cable 
supporting  towers. 

Other  features  and  objects  of  the  present  invention 
will  become  apparent  from  the  following  description 
mode  with  reference  to  the  accompanying  drawings,  in 
which: 

Fig.  1A  is  a  sectional  view  of  a  first  embodiment; 
Fig.  1  B  is  a  side  view  of  the  same; 
Fig.  2A  is  a  sectional  view  of  a  second  embodiment; 
Fig.  2B  is  a  side  view  of  the  same; 
Fig.  2C  is  an  enlarged  side  view  of  a  connecting  por- 
tion  of  the  same; 
Fig.  3A  is  a  sectional  view  of  a  variant  of  the  second 
embodiment; 
Fig.  3B  is  a  side  view  of  the  same; 
Fig.  3C  is  an  enlarged  side  view  of  a  connecting  por- 
tion  of  the  same; 
Fig.  4  is  a  sectional  view  of  a  third  embodiment; 
Fig.  5  is  a  sectional  view  of  a  variant  of  the  third 
embodiment; 
Fig.  6  is  a  sectional  view  of  a  fourth  embodiment; 
Fig.  7  is  a  graph  showing  the  relation  between  the 
temperature  of  the  cable  hung  between  the  cable 
supporting  structures  and  the  degree  of  sag; 
Fig.  8  is  a  sectional  view  of  a  fifth  embodiment;  and 
Fig.  9  is  a  sectional  view  of  a  sixth  embodiment. 

We  will  now  describe  several  embodiments  of  the 
present  invention  with  reference  to  the  accompanying 
drawings. 

In  any  of  the  drawings,  numeral  1  designates  a  ten- 
sion  member  and  2  does  a  conductor.  They  are  con- 
nected  together  by  means  of  a  connecting  member  3  so 
as  to  be  spaced  apart  from  and  extend  in  parallel  to  each 
other. 

The  tension  member  1  of  the  overhead  transmission 
cable  (Article  1)  shown  in  Fig.  1  is  a  steel  strand,  while 
the  conductor  2  is  an  aluminum  strand.  The  connecting 
member  3  is  made  of  a  ferro-alloy  covered  with  polyeth- 
ylene  rubber  and  has  hook  portions  3a  arranged  at  a  pre- 
determined  pitch  and  unfixedly  attached  to  both  the 
tension  member  1  and  the  conductor  2.  In  order  to  keep 
a  predetermined  distance  between  the  adjacent  hook 
portions  3a,  they  are  connected  together  as  a  one-piece 
member. 

The  overhead  transmission  cable  shown  in  Fig.  2 
(Article  2)  uses  as  the  tension  member  1  a  braided  rope 
made  of  polyarylate  (made  by  KURARE;  trade  name 
VECTRAN),  while  the  conductor  2  is  a  strand  of  an  alu- 
minum  alloy.  They  are  connected  together  by  a  plurality 
of  connecting  members  3  made  of  an  aluminum  alloy. 
The  connecting  members  3  are  secured  to  the  tension 
member  1  through  bushings  4  of  silicone  rubber  and 
unfixedly  coupled  to  the  conductor  2  to  suspend  the  con- 
ductor  from  the  tension  member. 
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The  overhead  transmission  cable  shown  in  Fig.  3 
(Article  2')  comprises  two  each  conductors  and  tension 
members  of  the  same  types  as  the  conductors  and  the 
tension  member  of  Article  2.  The  conductors  are  con- 
nected  to  the  respective  tension  members  through  alu-  5 
minum  connecting  members  3'.  Similar  to  Article  2,  a 
silicon  rubber  bushing  is  interposed  between  each  ten- 
sion  member  and  connecting  member.  A  wind  tunnel  test 
revealed  that  Article  2'  was  more  resistant  to  cable  rotat- 
ing  forces  produced  by  strong  winds  than  Article  2.  w 

The  overhead  transmission  cable  shown  in  Fig.  4 
(Article  3)  is  the  same  as  Article  2  except  that  the  tension 
member  1  is  a  rope  made  of  a  composite  of  (made  by 
Dupont;  trade  name  Kevler)  and  an  epoxy  resin  and  hav- 
ing  its  surface  covered  with  an  aluminum  filament  is 
braided  layer  5  for  shielding  light. 

We  also  prepared  another  overhead  transmission 
cable  (Article  4)  which  differs  from  Article  3  only  in  that 
the  tension  member  was  made  of  a  composite  of  alumi- 
num  and  silicon  carbide  fiber  (made  by  Japan  Carbon;  20 
trade  name  NICARON). 

The  overhead  transmission  cable  shown  in  Fig.  5 
(Article  3')  comprises  two  each  conductors  and  tension 
members  of  the  same  types  as  the  conductor  and  the 
tension  member  of  Article  3.  The  conductors  are  con-  25 
nected  to  the  respective  tension  members  through  alu- 
minum  connecting  members  3'.  A  wind  tunnel  test 
revealed  that  Article  3'  was  more  resistant  to  cable  rotat- 
ing  force  produced  by  strong  winds  than  Article  3. 

The  overhead  transmission  cable  shown  in  Fig.  6  30 
(Article  5)  comprises  two  parallel  ropes  or  tension  mem- 
bers  1  made  of  a  composite  of  carbon  fiber  (made  by 
Toray;  trade  name  TORECA)  and  bismaleimide  and  hav- 
ing  its  surface  coated  with  a  silicone  resin,  and  five  con- 
ductors  2  braided  of  heat-resistant  aluminum  alloy  and  35 
suspended  from  the  tension  members  1  by  means  of 
connecting  members  3  made  of  FRR  The  connecting 
members  3  are  fixed  to  both  the  tension  members  1  and 
the  conductors  2  through  silicone  rubber  sheets. 

We  also  prepared  an  overhead  transmission  cable  40 
(Article  6)  which  differs  from  Article  3  only  in  that  the  ten- 
sion  member  was  a  rope  made  of  composite  of  carbon 
fiber  (made  by  Toray;  trade  name  TORECA)  and  alumi- 
num. 

ACSR  cables  with  a  sectional  area  of  41  0  mm2  and  45 
Articles  1-5  having  conductors  with  an  equivalent  sec- 
tional  area  were  actually  hung  between  towers  spaced 
apart  350  meters  from  each  other  with  the  tension  of  5 
ton  f  applied  to  the  cables.  Fig.  7  shows  the  relation 
between  the  degree  of  sag  of  the  cables  and  the  cable  so 
temperature.  Its  abscissa  represents  the  temperature  of 
the  conductor  for  ACSR.  As  for  the  Articles  according  to 
this  invention,  since  no  temperature  rise  was  observed 
for  the  tension  members,  we  measured  the  temperature 
of  the  conductors.  The  current-carrying  capacity  was  55 
about  800A  at  90°C  and  1600A  at  210°C. 

As  will  be  apparent  from  Fig.  7,  the  overhead  trans- 
mission  cables  according  to  the  present  invention  make 

it  possible  to  increase  the  current-carrying  capacity  with- 
out  any  increase  in  the  degree  of  sag. 

The  overhead  transmission  cable  shown  in  Fig.  8 
has  tension  members  1  each  comprising  a  steel  pipe  6 
that  accommodates  a  six-cored  optical  fiber  7,  and  a  plu- 
rality  of  surrounding  wires  8  made  of  a  composite  of  car- 
bon  fiber  (made  by  Toray:  trade  name  TORECA)  and 
bismaleimide  and  extending  parallel  to  one  another  and 
to  the  steel  pipe  6.  Each  tension  member  1  is  further  cov- 
ered  with  polyethylene  rubber.  The  conductors  2  each 
comprise  a  steel  wire  9  as  a  core  and,  a  plurality  of  alu- 
minum  wires  1  0  twisted  around  the  steel  wire  9.  The  con- 
necting  member  3  is  made  of  FRR  Five  of  the  six  cores 
forming  the  optical  fiber  7  are  used  as  communication 
lines.  The  other  one  is  used  for  damage  and  rupture  diag- 
nosis.  The  steel  pipes  of  the  tension  member  1  and  the 
steel  wires  of  the  conductors  2  impart  the  cable  a 
strength  at  least  enough  to  keep  the  cable  hanging  even 
if  heated  by  a  fire  that  may  occur  under  the  cable. 

The  cable  shown  in  Fig.  9  differs  from  that  of  Fig.  4 
in  that  the  tension  member  has  optical  fibers  1  1  for  dam- 
age  and  rupture  detection. 

Claims 

1.  An  overhead  transmission  cable  comprising  con- 
ductor  means,  a  tension  member  given  a  tension  for 
supporting  said  conductor  means  in  the  air,  and  a 
connecting  means  for  connecting  said  conductor 
means  with  said  tension  member  so  that  they  are 
spaced  apart  from  and  extend  in  parallel  to  each 
other. 

2.  An  overhead  transmission  cable  as  claimed  in  claim 
1  wherein  said  tension  member  is  formed  by  twisting 
or  braiding  wires  made  of  at  least  one  selected  from 
the  group  consisting  of  iron,  titanium,  aluminum  and 
their  alloy. 

3.  An  overhead  transmission  cable  as  claimed  in  claim 
1  wherein  said  tension  member  is  formed  by  twisting 
or  braiding  organic  fibers  or  yarns  made  of  at  least 
one  selected  from  the  group  consisting  of  Aramid, 
polyethylene,  polyoxymethylene,  polyarylate  and 
rayon. 

4.  An  overhead  transmission  cable  as  claimed  in  claim 
1  wherein  said  tension  member  is  formed  by  twisting 
or  braiding  wires  made  of  a  composite  of  at  least  one 
of  an  organic  material  and  an  inorganic  material, 
said  inorganic  material  including  carbon  fiber,  silicon 
carbide  fiber,  alumina  fiber  and  glass  fiber,  and  at 
least  one  of  a  metal  and  a  resin. 

5.  An  overhead  transmission  cable  as  claimed  in  claim 
1,  wherein  said  tension  member  comprises  a  com- 
bination  of  two  or  more  of  the  tension  member  as 
claimed  in  claim  2,  the  tension  member  as  claimed 
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in  claim  3,  and  the  tension  member  as  claimed  in 
claim  4. 

6.  An  overhead  transmission  cable  as  claimed  in  claim 
1  wherein  said  tension  member  comprises  an  opti-  s 
cal  fiber  to  impart  the  cable  communications  and/or 
rapture  detection  function. 

7.  An  overhead  transmission  sable  as  claimed  in  claim 
1  wherein  said  conductor  means  is  formed  by  twist-  to 
ing  or  braiding  wires  made  of  at  least  one  selected 
from  the  group  consisting  of  copper,  aluminum  and 
their  alloy. 

8.  An  overhead  transmission  cable  as  claimed  in  claim  ts 
7  wherein  said  wires  forming  said  conductor  means 
are  made  of  an  aluminum  alloy  that  shows  high  heat 
resistance  and  that  has  an  electrical  conductivity  not 
less  than  50%. 

20 
9.  An  overhead  transmission  cable  as  claimed  in  claim 

1  wherein  said  tension  member  and  said  conductor 
means  are  electrically  insulated  from  each  other  by 
said  connecting  member. 

25 
1  0.  An  overhead  transmission  cable  as  claimed  in  claim 

1  wherein  said  cable  comprises  more  than  one  ten- 
sion  member  and  more  than  one  conductor  means. 

20 
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