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(54) METHOD FOR MAKING A CERAMIC PRODUCT

(57) A method for manufacturing a ceramic product,
comprising the manufacturing steps of subjecting a ce-
ramic green body to a step of primary heating, wherein
the ceramic green body is progressively heated from am-
bient temperature (Ta) to a final primary heating temper-
ature (T1), so as to remove binders from the ceramic
green body and obtain a semi-finished ceramic product
free from binders; subjecting the semi-finished ceramic
product to a step of sintering, wherein the semi-finished

ceramic product is progressively heated from an initial
sintering temperature (Tis), at which the initial sintering
temperature (Tis) is either higher than or equal to ambient
temperature (Ta), to a final sintering temperature (T3),
at which the final sintering temperature (T3) is higher
than the final primary heating temperature (T1), so as to
sinter the semi-finished ceramic product and obtain the
ceramic product.
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Description

[0001] The present invention relates to a manufactur-
ing method of a ceramic product.
[0002] Ceramic materials are particularly appreciated
in the manufacturing industry because of their high ther-
mal and mechanical properties, such as heat resistance,
wear resistance, corrosion resistance, hardness, and ri-
gidity.
[0003] However, the widespread use of ceramic ma-
terials in the manufacturing industry is still hampered by
the poor suitability of these materials to be subjected to
the most modern and high-performance manufacturing
processes, such as additive manufacturing (3D printing).
[0004] The additive manufacturing of ceramic materi-
als has several critical aspects, one of which is the exe-
cution of a heat treatment adapted to transform a ceramic
green body into a ceramic product.
[0005] Indeed, the ceramic green body, printed by
means of 3D printing, must be subjected to a heat treat-
ment to eliminate the binders and polymeric materials
with which the ceramic green body is soaked, to obtain
the final ceramic product.
[0006] The need is felt to obtain a ceramic product,
starting from a ceramic green body, by means of a rapid
heat treatment, the rapidity of which does not invalidate
the quality of the final ceramic product, thereby avoiding
the formation of defects and/or cracks.
[0007] It is the object of the present invention to provide
an improved method for manufacturing a ceramic product
having features such as to avoid at least some of the
drawbacks of the prior art.
[0008] It is the object of the present invention to provide
a rapid method for manufacturing a ceramic product.
[0009] It is a further particular object of the present in-
vention to provide a method for manufacturing a ceramic
product having better thermomechanical properties.
[0010] These and other objects are achieved by means
of a method for manufacturing a ceramic product accord-
ing to claim 1.
[0011] Dependent claims relate to preferred and ad-
vantageous embodiments.
[0012] Further features and advantages of the present
invention will be more apparent from the description of
some preferred embodiments thereof, given hereinafter
by way of non-limiting example with reference to the fol-
lowing figures, in which:

- figure 1 is a perspective view, showing visible and
non-visible details of a device for manufacturing a
ceramic filament, according to an embodiment of the
invention;

- figure 2 is a diagrammatic longitudinal section view
of a device for manufacturing a ceramic filament, ac-
cording to an embodiment of the invention;

- figure 3 is a diagrammatic view of a system for man-
ufacturing a ceramic filament, according to an em-
bodiment of the invention;

- figure 4 is a diagrammatic longitudinal section view
of a device for manufacturing a ceramic green body,
according to an embodiment of the invention;

- figure 5 is a perspective view, showing visible and
non-visible details of a device for manufacturing a
ceramic green body, according to an embodiment of
the invention;

- figure 6 is a diagrammatic view of an embodiment
of a ceramic product, according to an embodiment
of the invention.

[0013] In the following description, the term "ceramic
filament" means a filament comprising ceramic material
mixed in a polymer matrix and adapted to feed a device
for additive manufacturing.
[0014] Similarly, the term "ceramic green body" means
a green body comprising ceramic material mixed in a
polymer matrix, manufactured by an additive manufac-
turing process carried out by working a ceramic filament.

Description of a device and method for manufactur-
ing a ceramic filament

[0015] With reference to figures 1, 2 and 3, a device 1’
for manufacturing a ceramic filament 2’ comprises a
housing 3’, in which an electric motor 4’ is accommodat-
ed.
[0016] The electric motor 4’ is operatively connected
to a worm screw 5’.
[0017] The worm screw 5’ is arranged inside a cylinder
6’, which is connected to the housing 3’ at the first end
7’ of the cylinder 6’.
[0018] An extruder nozzle 8’, adapted to extrude the
ceramic filament 2’, is connected to the cylinder 6’ at a
second end 9’ of the cylinder 6’.
[0019] An inlet channel 33’ extends from the cylinder
6’ and is in flow communication with the cylinder 6’.
[0020] The inlet channel 33’ is adapted to feed a ce-
ramic mixture 14’ into the cylinder 6’.
[0021] A hopper 13’ is connected to the inlet channel
33’ and is in flow communication with the inlet channel
33’.
[0022] The hopper 13’ is adapted to transfer the ce-
ramic mixture 14’ into the inlet channel 33’.
[0023] The cylinder 6’, the worm screw 5’, the inlet
channel 33’, the hopper 13’ and the extruder nozzle 8’
define a passage volume 12’ through which the ceramic
mixture 14’ can flow.
[0024] At least one heating band 11’ is arranged about
the passage volume 12’.
[0025] At least one heating band 11’ is positioned ex-
ternally relative to the cylinder 6’ and/or the worm screw
5’ and/or the inlet channel 33’ and/or the hopper 13’
and/or the extruder nozzle 8’. Advantageously, in this
manner, at least one heating band 11’ does not come
into contact with the ceramic mixture 14’.
[0026] According to an aspect of the invention, the
worm screw 5’, the cylinder 6’, the inlet channel 33’, the
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extruder nozzle 8’ and the hopper 13’ are made of either
hardened stainless steel, or chrome-plated iron, or nick-
el-plated iron, or cemented carbide (also called "WIDIA")
or silicon carbide.
[0027] Advantageously, a device 1’ for manufacturing
a ceramic filament 2’ thus configured is more resistant
to the abrasiveness of the ceramic mixture 14’ processed
by the device 1’, and at the same time has lower costs
because the components operationally subject to the
abrasive action of the ceramic mixture 14’ are made of
more performing materials, while the remaining compo-
nents of the device 1’ can be made, and preferably are
made, with less performing and therefore less expensive
materials.
[0028] According to an embodiment, a plurality of heat-
ing bands 11’ are arranged in several distinct points about
the passage volume 12’.
[0029] For example, a heating band 11’ is positioned
at the cylinder 6’ and the worm screw 5’ and the inlet
channel 33’ and the hopper 13’ and the extruder nozzle 8’.
[0030] Advantageously, such configuration achieves a
dedicated heating of the ceramic mixture 14’ in each zone
of the passage volume 12’ crossed by the ceramic mix-
ture 14’, and promotes the homogenization of the ceram-
ic mixture 14’.
[0031] According to an embodiment, the device 1’ com-
prises an electronic processing unit 30’.
[0032] The electronic processing unit 30’ is configured
to adjust the speed of the electric motor 4’ to determine
the drawing speed of the ceramic filament 2’.
[0033] Advantageously, this makes it possible to set
an ideal drawing speed to reduce the friction between
the ceramic material 14’ and the device 1’.
[0034] According to a preferred embodiment, the draw-
ing speed of the ceramic filament 2’ is comprised between
5 mm/s and 100 mm/s, even more preferably between
10 mm/s and 70 mm/s.
[0035] According to an embodiment, the extruder noz-
zle 8’ forms a filament outlet orifice 16’ having a diameter
comprised between 1.80 mm and 1.50 mm.
[0036] Advantageously, the ceramic filament 2’ extrud-
ed by such an extruder nozzle 8’ has a diameter so as
to promote the winding thereof from a spool, reducing
the risk of breakage of the ceramic filament 2’ itself.
[0037] According to a further embodiment, the device
1’ comprise a cooling circuit 17’ downstream of the ex-
truder nozzle 8’.
[0038] The cooling circuit 17’ is configured to reduce
the temperature of the ceramic filament 2’ extruded from
the extruder nozzle 8’ by thermal conduction.
[0039] According to an embodiment, the cooling circuit
17’ comprises a cooling bath, in which the ceramic fila-
ment 2’ is cooled by thermal conduction.
[0040] Alternatively, the cooling circuit 17’ comprises
a metallic element at a lower temperature than the tem-
perature of the ceramic filament 2’, configured to convey
the ceramic filament 2’ along a cooling path and to cool
the ceramic filament 2’ by thermal conduction.

[0041] Advantageously, the cooling circuit 17’ is made
of a material with high thermal conductivity, e.g. copper,
aluminum or brass.
[0042] Advantageously, the cooling circuit 17’ reduces
the waiting time needed to reduce the temperature of the
newly extruded ceramic filament 2’ so that it can be
wound on a spool.
[0043] According to a further aspect of the invention,
a system 18’ for manufacturing a ceramic filament 2’ com-
prises the previously described device 1’ and an auger
15’.
[0044] The auger 15’ is adapted to mix and the ceramic
mixture 14’ which feeds the device 1’ and to make it ho-
mogeneous.
[0045] According to an embodiment, the auger 15’ is
arranged inside the hopper 13’ or above the hopper 13’
of the device 1’ .
[0046] According to an embodiment, the system 18’
further comprises a mill 20’.
[0047] The mill 20’ is adapted to grind and pulverize a
ceramic material so as to produce a ceramic material
powder 21’.
[0048] Advantageously, the mill 20’ is a ball mill.
[0049] The system 18’ further comprises a mixer 22’.
[0050] The mixer 22’ is adapted to mix the ceramic
material powder 21’ with various substances and addi-
tives so as to form a ceramic solution 23’.
[0051] Optionally, the system 18’ may comprise a dos-
ing device 24’.
[0052] The dosing device 24’ is configured to dose the
ceramic material powder 21’ and the various substances
and additives intended to be mixed in the mixer 22’.
[0053] The system 18’ further comprises a dryer 25’.
[0054] The dryer 25’ is configured to dry the ceramic
solution 23’ produced by the mixer 22’ to manufacture a
solid body of ceramic mixture 26’.
[0055] The system 18’ further comprises a shredder
27’.
[0056] The shredder 27’ is configured to shred, crum-
ble and chop the solid body of ceramic mixture 26’, form-
ing ceramic mixture flakes 28’ to feed the device 1’ for
manufacturing a ceramic filament 2’.
[0057] The system 18’ for manufacturing a ceramic fil-
ament 2’ further comprises at least one spool 29’, on
which the ceramic filament 2’ made by the device 1’ can
be wound.
[0058] According to an embodiment, the inner diame-
ter of the spool 29’ is about 20 cm.
[0059] According to a further aspect of the invention,
a method for manufacturing a ceramic filament 2’ com-
prises the steps of manufacturing described below.
[0060] The method provides a step of pulverizing of a
ceramic material, in a mill 20’, in which the ceramic ma-
terial is pulverized to produce a ceramic material powder
21’.
[0061] According to an embodiment, the ceramic ma-
terial which can be used in the method is one (or a com-
bination) of the ceramic materials listed in the following
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group:

- Alumina;
- Zirconia with magnesium or yttrium or strontium or

cerium;
- Titanium oxide;
- Tialite (aluminum and titanium oxide);
- Aluminum and magnesium spinel;
- Silicon carbide;
- Silicon nitride;
- Boron carbide;
- Titanium nitride.

[0062] Preferably, after pulverization, the size of the
ceramic material powder 21’ is of the order of 1 mm.
[0063] Subsequently, a step of mixing is carried out in
a mixer 22’, in which the ceramic material powder 21’ is
mixed with at least one polymeric material and at least
one solvent so as to produce a ceramic solution 23’.
[0064] The polymeric material acts as a binder for the
ceramic material powder 21’, forming a polymer matrix,
and increases the flexibility of the resulting ceramic fila-
ment 2’.
[0065] According to a preferred embodiment, the at
least one polymeric material is chosen in the group com-
prising:

- ABS (Acrylonitrile-Butadiene-Styrene) preferably in
granules;

- Stearic acid;
- PET-G (Polyethylene terephthalate glycol-modified)

preferably in granules;
- PVC (Polyvinyl chloride);
- DOP (Dioctylphthalate);
- PA (Polyacrylate);
- PEG (Polyethylene glycol);
- Nylon.

[0066] According to an advantageous embodiment,
the polymeric material constitutes between 35% and 25%
of the total mass of ceramic material powder 21’ and pol-
ymeric material. This concentration is preferable if the
polymeric material comprises ABS and stearic acid.
[0067] Even more advantageously, the polymeric ma-
terial constitutes between 25% and 15% of the total mass
of ceramic material powder 21’ and polymeric material.
This concentration is preferable if the polymeric material
comprises ABS and PEG and PA or DOP.
[0068] Even more advantageously, the polymeric ma-
terial constitutes between 15% and 5% of the total mass
of ceramic material powder 21’ and polymeric material.
[0069] Advantageously, such a concentration of poly-
meric material increases flexibility while concurrently pre-
serving the thermomechanical properties of the resulting
ceramic filament 2’.
[0070] According to a further preferred embodiment,
the stearic acid constitutes between 2.5% and 5% of the
total mass of ceramic material powder 21’ and polymeric

material.
[0071] According to a further preferred embodiment,
the DOP constitutes between 2% and 6% of the total
mass of ceramic material powder 21’ and polymeric ma-
terial.
[0072] According to a further preferred embodiment,
the PA constitutes between 2% and 6% of the total mass
of ceramic material powder 21’ and polymeric material.
[0073] According to a further preferred embodiment,
the PEG constitutes between 0.5% and 1% of the total
mass of ceramic material powder 21’ and polymeric ma-
terial.
[0074] Advantageously, such a low percentage by
mass of polymer material significantly increases the flex-
ibility of the resulting ceramic filament 2’.
[0075] According to a preferred embodiment, at least
one solvent is acetone.
[0076] Optionally, the step of mixing in the mixer 22’ is
preceded by a step of dosing, in a dosing device 24’, of
the ceramic material powder 21’, at least one polymeric
material and at least one solvent.
[0077] After the step of mixing, there is a step of drying,
in a dryer 25’, adapted to dry the ceramic solution 23’
produced by the mixing, so as to eliminate the solvent
(e.g. the acetone) from the ceramic solution 23’, and pro-
duce a solid body of ceramic mixture 26’.
[0078] Preferably, the drying takes place so that the
solid body of ceramic mixture 26’ takes the shape of a
slab.
[0079] Advantageously, the slab shape facilitates a
subsequent step of shredding of the solid body of ceramic
mixture 26’.
[0080] After drying, there is a step of shredding, in a
shredder 27’, in which the solid body of ceramic mixture
26’ is shredded into ceramic mixture flakes 28’.
[0081] Subsequently, the method provides a step of
feeding of the device 1’ previously described, which is
fed with the ceramic mixture flakes 28’ unloaded into the
hopper 13’ of the device 1’.
[0082] Subsequently, a drawing cycle is provided, in
the device 1’, in which the ceramic mixture flakes 28’
pass through the passage volume 12’, inside which they
are compacted by the worm screw 5’ and heated by at
least one heating band 11’, so as to form a homogeneous
ceramic mixture 14’.
[0083] Preferably, the ceramic mixture 14’ is subjected
to multiple drawing cycles within the device 1’, to produce
an even more homogeneous and performing ceramic fil-
ament 2’.
[0084] Preferably, within the passage volume 12’, the
ceramic mixture 14’ heated by at least one heating band
11’ reaches a temperature comprised between 190 °C
and 240 °C.
[0085] Advantageously, such a temperature promotes
the homogenization of the ceramic mixture 14’, i.e. the
uniform mixing of ceramic material and polymeric mate-
rial in the ceramic mixture 14’.
[0086] Subsequently, a step of extruding is provided,
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in which the ceramic mixture 14’ is extruded by the ex-
truder nozzle 8’, forming a ceramic filament 2’.
[0087] Advantageously, the method described manu-
factures an improved ceramic filament 2’ adapted to be
used in an additive manufacturing process.
[0088] Indeed, such a ceramic filament 2’ has a bend-
ing strength such to allow it to be wound on a spool and,
at the same time, preserves the thermomechanical prop-
erties typical of ceramic materials.
[0089] This is due to the high mass ratio of the ceramic
material with respect to the total mass of the ceramic
filament 2’, and to the use of polymeric materials which
increase the flexibility of the ceramic filament 2’, negligi-
bly invalidating the thermomechanical properties of the
filament.
[0090] Optionally, the method provides a step of wind-
ing, after the step of drawing, in which the ceramic fila-
ment 2’ is wound on a spool 29’.
[0091] Surprisingly, it was observed that the ceramic
filament 2’ coming out of the extruder nozzle 8’ is depos-
ited on the floor naturally in coils.
[0092] Advantageously, this promotes the subsequent
winding of the ceramic filament 2’ on the spool 29’.
[0093] With a further advantage, the ceramic filament
2’ thus manufactured has a natural curvature intermedi-
ate between the curvature of the spool (the curvature that
the ceramic filament 2’ will assume when it is wound on
the spool) and the null curvature (the curvature that the
ceramic filament 2’ will assume when it feeds a 3D print-
er). Therefore, the natural curvature of the ceramic fila-
ment 2’ thus manufactured is ideal to avoid breakage of
the ceramic filament 2’ itself due to excessive deforma-
tion when wound on the spool or when fed into a 3D
printer.
[0094] Preferably, the ceramic filament 2’ wound on
the spool 29’ is locked in place by applying adhesive tape.
[0095] Optionally, following the step of drawing, a step
of cooling may be provided, in a cooling circuit 17’, in
which the ceramic filament 2’ is conveyed along a cooling
path where it is cooled by thermal conduction.

Description of a device and method for manufactur-
ing a ceramic green body

[0096] With reference to figures 4 and 5, a device 1 for
the manufacturing a ceramic green body 2, comprises a
platform 3.
[0097] The device 1 further comprises a print head 4
arranged over the platform 3.
[0098] The print head 4 comprises an outlet nozzle 5,
adapted to convey and dispense a ceramic filament 6,
so as to manufacture the green ceramic body 2 on the
platform 3.
[0099] The print head 4 further comprises a feeding
device 8, configured to guide and feed the ceramic fila-
ment 6 towards the outlet nozzle 5.
[0100] The print head 4 further comprises a heating
block 11, which is interposed between the feeding device

8 and the outlet nozzle 5.
[0101] The heating block 11 forms a heating channel
12 for the passage of the ceramic filament 6.
[0102] Inside the heating block 11 and near the heating
channel 12 there are a heating element 13, adapted to
heat a portion of the ceramic filament 6 passing through
the heating channel 12 and a heat sensor 14, adapted
to measure the temperature of the ceramic filament 6
and/or of the heating element 13.
[0103] The print head 4 further comprises a cooling
block 15, which is interposed between the feeding device
8 and the heating block 11.
[0104] The cooling block 15 forms a cooling channel
16 for the passage of the ceramic filament 6.
[0105] The cooling block 15 comprises cooling means
17 arranged near the cooling channel 16 and adapted to
cool a portion of ceramic filament 6 passing through cool-
ing channel 16.
[0106] Advantageously, the cooling means 17 cool the
ceramic filament 2 so that the heat generated by the un-
derlying heating block 11 does not propagate in the di-
rection of the feeding device 8, thus preventing damage
and malfunctioning of the device 1.
[0107] The device 1 further comprises a spool 7 ar-
ranged above the print head 4 and adapted to support
and unwind the ceramic filament 6 in the direction of the
print head 4.
[0108] The device 1 comprises moving means 18, con-
figured to move the platform 3 and/or the print head 4.
[0109] The device 1 further comprises a computer 19
configured to control at least the moving means 18, the
feeding device 8, the heating block 11 and the cooling
block 15.
[0110] According to an aspect of the invention, the
heating channel 12 and the outlet nozzle 5 are made of
hardened stainless steel, or chrome-plated iron or nickel-
plated iron, or cemented carbide (also named "WIDIA")
or silicon carbide.
[0111] Advantageously, a device 1 for manufacturing
a ceramic green body 2 thus configured is more resistant
to the abrasiveness of the ceramic filament 6 worked by
the device 1, and at the same time has lower costs be-
cause the components operationally subject to the abra-
sive action of the ceramic filament 6 are made of more
performing materials, while the remaining components
of the device 1 can be made, and preferably are made,
with less performing and therefore less expensive mate-
rials.
[0112] According to an embodiment, the device 1 com-
prises a frame which supports the spool 7, the print head
4, the platform 3 and the moving means 18.
[0113] According to an embodiment, the feeding de-
vice 8 comprises a drive wheel 9 and an idle wheel 10.
[0114] Preferably, the drive wheel 9 and the idle wheel
10 are also made of hardened stainless steel, or chrome-
plated iron or nickel-plated iron, or cemented carbide or
silicon carbide.
[0115] According to this embodiment, the feeding de-
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vice 8 comprises a mechanism for adjusting the distance
between the drive wheel 9 and the idle wheel 10 which,
consequently, makes it possible to adjust the friction
force, and thus the driving force, actuated by the drive
device 8 on the ceramic filament 6.
[0116] Advantageously, such a mechanism for adjust-
ing the distance between the drive wheel 9 and the idle
wheel 10 makes it possible to reduce the abrasive action
of the ceramic filament 6 acting on the feeding device 8.
[0117] According to an alternative embodiment, the
feeding device 8 comprises two synchronous drive
wheels 9, both made of hardened stainless steel, or
chrome-plated iron or nickel-plated iron, or case-hard-
ened carbide or silicon carbide.
[0118] According to an embodiment, the platform 3
comprises a platform heating device, configured to in-
crease the temperature of the platform 3.
[0119] Advantageously, by heating the platform 3, the
risk that the ceramic filament deposited on the platform
3 will deform thermally in undesirable manner on contact
with the platform 3 is reduced.
[0120] According to an embodiment, the heating ele-
ment 13 of the heating block 11 consists of a resistor.
[0121] According to an embodiment, the cooling
means 17 of the cooling block 15 comprise at least one
fan 26.
[0122] According to an embodiment, the cooling
means 17 comprise three fans 26.
[0123] According to a further embodiment, the cooling
channel 16 of the cooling block 15 consists of a metal
duct 27.
[0124] Advantageously, the metal duct 27 is in contact
with the ceramic filament 6 and promotes the cooling of
the ceramic filament 6 by the cooling means 17.
[0125] According to an embodiment, a pipe made of
PTFE is arranged inside the metal duct 27. The pipe
made of PTFE acts as a thermal insulator so that the
ceramic filament 6 running inside it is not heated.
[0126] According to a preferred embodiment, the metal
duct 27 forms cooling fins, adapted to promote the heat
dissipation of the ceramic filament 6 in contact with the
metal duct 27.
[0127] According to a further embodiment, the print
head 4 comprises a filament presence sensor 20, ar-
ranged above the feeding device 8.
[0128] The filament presence sensor 20 is configured
to detect the presence of the ceramic filament 6 descend-
ing from the spool 7.
[0129] According to an embodiment, the device 1 is
configured so that the ceramic filament 6 descends freely
from the spool 7 through an inlet opening 29 formed on
a top surface 30 of the print head 4 facing the spool 7.
[0130] Advantageously, this simplifies the device 1 be-
cause it is not necessary to provide a further drive to
regulate the unwinding of ceramic filament 6 from the
spool 7, and the tensioning acting on ceramic filament 6
is also reduced.
[0131] According to an embodiment, the moving

means 18 comprise first moving means 21 and second
moving means 22.
[0132] The first moving means 21 are configured to
move the print head 4, while the second moving means
22 are configured to move the platform 3.
[0133] According to an advantageous embodiment,
the first moving means 21 are configured to handle the
print head 4 on a transverse plane 23 parallel to a plane
on which platform 3 extends.
[0134] According to this embodiment, the second mov-
ing means 22 are configured to move the platform 3 along
a vertical direction 24 perpendicular to the transverse
plane 23.
[0135] Advantageously, such a configuration of the
moving means 18 reduces the tension acting on the ce-
ramic filament 6 during the molding of the ceramic green
body 2.
[0136] Indeed, this configuration avoids sudden
stretching of the ceramic filament 6 unwound from the
spool 7, because the transversal plane 23 is always at
the same distance from the spool 7, while the platform 3
is moved in height, along the vertical direction 24.
[0137] In this manner, both the risk of damage and
breakage of the ceramic filament 6, and the abrasive ac-
tion of the ceramic filament 6 acting on device 1, are
reduced.
[0138] According to an embodiment of the invention,
the spool 7 is integral with the print head 4 so as to be
moved together with the print head 4 by the first moving
means 21.
[0139] Advantageously, this makes it possible to re-
duce the tensioning of the ceramic filament 6 unwound
from the spool 7, because they are substantially canceled
by the relative movements between the spool 7 and the
print head 4 are substantially eliminated.
[0140] According to an embodiment of the invention,
the spool 7 is connected integrally to the print head 4;
furthermore, the spool 7 and the print head 4 are not
moved, and wherein the second moving means 22 move
the platform 3 both along the transversal plane 23 and
along the vertical direction 24.
[0141] Advantageously, this makes it possible to fur-
ther reduce the tensioning of the ceramic filament 6 un-
wound from the spool 7, because it is only the platform
3 to be moved, while the spool 7 and print head 4 are not
moved by the moving means 18.
[0142] According to an embodiment of the invention,
the device 1 comprises ventilation means 25 arranged
at the print head 4 and wherein air flow is directed under
the outlet nozzle 5.
[0143] The ventilation means 25 are adapted to cool
the ceramic green body 2, and in particular a portion of
ceramic filament 6 just deposited on the ceramic green
body 2.
[0144] According to an embodiment, the outlet nozzle
5 defines an outlet orifice 28 with a diameter comprised
between 1.0 mm and 0.2 mm.
[0145] Preferably, the diameter of the output orifice 28

9 10 



EP 3 812 116 A1

7

5

10

15

20

25

30

35

40

45

50

55

is 0.4 mm.
[0146] According to a further aspect of the invention,
a method for manufacturing a ceramic green body 2, by
means of the device 1 described above, comprises the
steps of manufacturing described below.
[0147] The method provides a step of unwinding,
wherein the ceramic filament 6, wound on the spool 7, is
unwound so as to descend freely in the direction of the
device 1, and to be inserted inside the print head 4.
[0148] Successively, the method provides a step of
feeding, wherein the feeding device 8 guides and feeds
the ceramic filament 6 towards the outlet nozzle 5.
[0149] Successively, a step of heating is provided,
wherein a portion of the ceramic filament 6 passing
through the heating channel 12 of the heating block 11
is heated by the heating element 13.
[0150] At the same time as the step of heating, a step
of cooling is provided, wherein a portion of the ceramic
filament 6 passing through the cooling channel 16 of the
cooling block 15 is cooled by the cooling means 17.
[0151] Successively, a step of deposition is provided,
wherein the ceramic filament 6 extruded from the extrud-
er nozzle 8 is deposited on the platform 3 thereby forming
the green ceramic body 2.
[0152] The step of moving occurs at the same time as
the step of deposition, wherein the moving means 18
move the platform 3 and/or the print head 4, so that the
device 1 prints a green body 2 of a predetermined shape.
[0153] Advantageously, such a method reduces the
tensioning of the machined ceramic filament 6 and the
defects of the manufactured ceramic green body 2.
[0154] According to an embodiment, the step of mov-
ing comprises moving the print head 4 by means of the
first moving means 21 and moving the platform 3 by
means of the second moving means 22.
[0155] The first moving means 21 move the print head
4 on a transverse plane 23 parallel to a plane on which
the platform 3 extends, while the second moving means
22 move the platform 3 along a vertical direction 24 per-
pendicular to the transverse plane 23.
[0156] According to a further embodiment, the step of
deposition takes place at the same time as a step of ven-
tilating of the ceramic green body 2, using the ventilation
means 25 arranged near the platform 3.
[0157] According to a further embodiment, a step of
heating of the platform 3 is provided at the same time as
the step of deposition, in which a platform heating device
increases the temperature of the platform 3.
[0158] In this manner, the risk of the ceramic filament
deposited on the platform 3 thermally deforming in un-
desirable manner upon contact with the platform 3 is re-
duced. Furthermore, in this manner, a warmer ceramic
filament adhesion support is ensured so that the ceramic
filament adheres to the platform 3 and the first place-
ments of ceramic filament 6 can easily adhere to subse-
quent placements.
[0159] According to an embodiment, the ceramic fila-
ment 6, which can be used in the aforesaid method for

manufacturing a ceramic green body 2, contains one (or
a combination) of the ceramic materials listed in the fol-
lowing group:

- Alumina;
- Zirconia with magnesium or yttrium or strontium or

cerium;
- Titanium oxide;
- Tialite (aluminum and titanium oxide);
- Aluminum and magnesium spinel;
- Silicon carbide;
- Silicon nitride;
- Boron carbide;
- Titanium nitride.

Description of a method for manufacturing a ceramic 
product

[0160] According to an aspect of the invention, a meth-
od for manufacturing a ceramic product comprises the
steps of manufacturing described below.
[0161] The method provides preparing a ceramic
green body.
[0162] Subsequently, the method provides subjecting
a ceramic green body to a step of primary heating.
[0163] During this step, the ceramic green body is pro-
gressively heated from room temperature Ta to a final
primary heating temperature T1, to remove the binders
with which the ceramic green body is soaked.
[0164] In such a manner, a binder-free ceramic semi-
finished product is obtained.
[0165] Subsequently, the method provides sintering
the semi-finished ceramic product.
[0166] During the step of sintering, the ceramic semi-
finished product is progressively heated from an initial
sintering temperature Tis to a final sintering temperature
T3.
[0167] The initial sintering temperature Tis can be ei-
ther greater than or equal to the ambient temperature Ta,
and the final sintering temperature T3 is greater than the
final primary heating temperature T1.
[0168] Optionally, the preparation of the ceramic green
body comprises:

- conveying and dispensing onto a platform a ceramic
filament comprising ceramic material mixed in a pol-
ymeric matrix, and thermally softened, to form the
ceramic green body,

- cooling or letting the ceramic green body cool.

[0169] In such a manner, the semi-finished ceramic
product is sintered and the ceramic product is obtained.
[0170] Advantageously, such a method of manufactur-
ing a ceramic product is fast and does not affect the qual-
ity of the final ceramic product.
[0171] Therefore, by means of such a method, the for-
mation of defects and/or cracks is reduced.
[0172] Furthermore, by means of such a method, it is
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possible to manufacture a ceramic product with better
thermomechanical properties.
[0173] According to an embodiment, after the step of
primary heating and before the step of sintering, the ce-
ramic semi-finished product is subjected to a step of aux-
iliary heating, wherein the ceramic semi-finished product
is progressively heated from an initial auxiliary heating
temperature, at which the initial temperature of the aux-
iliary heating is either higher than or equal to ambient
temperature Ta, up to a final auxiliary heating tempera-
ture T2, at which the final auxiliary heating temperature
T2 is higher than the final primary heating temperature
T1, so as to partially compact the semi-finished ceramic
product and obtain a partially compact semi-finished ce-
ramic product. Furthermore, the final sintering tempera-
ture T3 is higher than the final auxiliary heating temper-
ature T2.
[0174] Advantageously, by means of this step of aux-
iliary heating a more compact semi-finished ceramic
product is obtained that can be handled with greater safe-
ty and reduces the risk of breakage.
[0175] According to an embodiment of the invention,
the step of primary heating is performed in an inert at-
mosphere.
[0176] According to this embodiment, the step of pri-
mary heating is performed in air, said step of primary
heating lasts from 24 hours to 48 hours and the final
primary heating temperature T1 is comprised from 600
°C to 800 °C.
[0177] Preferably, the step of primary heating lasts for
36 hours and the final primary heating temperature T1 is
700 °C.
[0178] Preferably, the inert atmosphere is nitrogen.
[0179] Advantageously, according to such parame-
ters, the shape of the ceramic green body is better pre-
served during the step of primary heating and thus a
semi-finished ceramic product with an improved shape
is obtained.
[0180] Furthermore, the aforesaid parameters make it
possible to reduce the manufacturing time of the semi-
finished ceramic product.
[0181] According to an alternative embodiment, the
step of primary heating is performed in air.
[0182] According to this embodiment, the step of pri-
mary heating is performed in air, said step of primary
heating lasts from 144 hours to 168 hours and the final
primary heating temperature T1 is comprised from 550
°C to 750 °C.
[0183] Preferably, the step of primary heating lasts for
156 hours and the final primary heating temperature T1
is 650 °C.
[0184] Advantageously, according to these parame-
ters, a semi-finished ceramic product with a higher den-
sity is obtained.
[0185] With further advantage, a method performed
according to such parameters is particularly adapted to
the production of ceramic products having not particularly
complex shapes and geometries.

[0186] According to an embodiment, the step of auxil-
iary heating takes place at a heating rate comprised be-
tween 30 °C/h and 70 °C/h and the final auxiliary heating
temperature T2 is comprised between 800 °C and 1400
°C.
[0187] Preferably, the step of auxiliary heating takes
place at a heating rate of 50 °C/h, and the final auxiliary
heating temperature T2 is comprised between 1000 °C
and 1200 °C.
[0188] Advantageously, according to such parame-
ters, a partially compact semi-finished ceramic product
of improved quality is obtained.
[0189] Furthermore, the aforesaid parameters make it
possible to reduce the manufacturing time of the partially
compact ceramic semi-finished product.
[0190] According to an embodiment, the step of auxil-
iary heating is performed in air.
[0191] According to an advantageous embodiment,
the step of primary heating and the step of auxiliary heat-
ing take place in the same kiln.
[0192] According to an embodiment, the heating
speed, maximum temperature and dwelling time of the
sintering phase are linked to the nature of the ceramic
green body subjected to such a manufacturing method
of a ceramic product.
[0193] For example, the final sintering temperature T3
is:

- from 1650 °C to 1750 °C, preferably 1700 °C, for
aluminum oxide-based ceramic products;

- from 1650 °C to 1750 °C, preferably 1700 °C, for
zirconia with magnesium-based ceramic products;

- from 1400 °C to 1500 °C, preferably 1450 °C, for
zirconia with yttrium-based ceramic products;

- from 1600 °C to 1700 °C, preferably 1630 °C, for
zirconia with strontium-based ceramic products;

- from 1500 °C to 1600 °C, preferably 1540 °C, for
zirconia with cerium-based ceramic products;

- 1350 °C to 1450 °C, preferably 1385 °C, for titanium
oxide-based ceramic products;

- 1400 °C to 1500 °C, preferably 1460 °C, for tialite
(aluminium and titanium oxide)-based ceramic prod-
ucts;

- from 1600 °C to 1700 °C, preferably 1635 °C, for
aluminum and magnesium spinel-based ceramic
products;

- 1950 °C to 2050 °C, preferably 2000 °C, for silicon
carbide-based ceramic products;

- from 1700 °C to 1800 °C, preferably 1740 °C, for
silicon nitride-based ceramic products;

- higher than 2100 °C for boron carbide-based ceram-
ic products;

- from 1700 °C to 1800 °C, preferably 1740 °C, for
titanium nitride-based ceramic products.

[0194] According to an embodiment, the ceramic
green body subjected to the aforesaid method for man-
ufacturing a ceramic product, contains one (or a combi-
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nation) of the ceramic materials listed in the following
group:

- Aluminum oxide;
- Zirconia with magnesium or yttrium or strontium or

cerium;
- Titanium oxide;
- Tialite (aluminum and titanium oxide);
- Aluminum and magnesium spinel;
- Silicon carbide;
- Silicon nitride;
- Boron carbide;
- Titanium nitride.

[0195] Therefore, according to this embodiment, the
aforementioned method manufactures a ceramic product
consisting of:

- Alumina;
- Zirconia with magnesium or yttrium or strontium or

cerium;
- Titanium oxide;
- Tialite (aluminum and titanium oxide);
- Aluminum and magnesium spinel;
- Silicon carbide;
- Silicon nitride;
- Boron carbide;
- Titanium nitride;
- combinations of the preceding ceramic materials.

[0196] According to a preferred embodiment, at the
end of the step of primary heating and of the step of aux-
iliary heating, the semi-finished ceramic product is cooled
to room temperature Ta.
[0197] Furthermore, also at the end of the step of sin-
tering, the ceramic product is cooled to room temperature
Ta.
[0198] Of course, a person skilled in the art can made
further changes and variants all contained within the
scope of protection defined by the claims in order to sat-
isfy contingent, specific needs.

Claims

1. A method for manufacturing a ceramic product, com-
prising the following steps of manufacturing:

- preparing a ceramic green body,
- subjecting the ceramic green body to a step of
primary heating, wherein the ceramic green
body is progressively heated from ambient tem-
perature (Ta) to a final primary heating temper-
ature (T1), to remove binders from the ceramic
green body and obtain a semi-finished ceramic
product free from binders;
- subjecting the semi-finished ceramic product
to a step of sintering, wherein the semi-finished

ceramic product is progressively heated from an
initial sintering temperature (Tis), at which the
initial sintering temperature (Tis) is either higher
than or equal to ambient temperature (Ta), to a
final sintering temperature (T3), at which the fi-
nal sintering temperature (T3) is higher than the
final primary heating temperature (T1), to sinter
the semi-finished ceramic product and obtain
the ceramic product,

wherein, optionally, the preparation of the ceramic
green body comprises:

- conveying and dispensing onto a platform a
ceramic filament comprising ceramic material
mixed in a polymeric matrix, and thermally sof-
tened, to form the ceramic green body,
- cooling or letting the ceramic green body cool.

2. A method according to claim 1, wherein after the step
of primary heating and before the step of sintering,
the ceramic semi-finished product is subjected to a
step of auxiliary heating, wherein the ceramic semi-
finished product is progressively heated from an in-
itial auxiliary heating temperature, at which the initial
temperature of the auxiliary heating is either higher
than or equal to ambient temperature (Ta), up to a
final auxiliary heating temperature (T2), at which the
final auxiliary heating temperature (T2) is higher than
the final primary heating temperature (T1), so as to
partially compact the semi-finished ceramic product
and obtain a partially compact semi-finished ceramic
product,
and wherein the final sintering temperature (T3) is
higher than the final auxiliary heating temperature
(T2).

3. A method according to claim 1 or 2, wherein the step
of primary heating is performed in an inert atmos-
phere, said step of primary heating lasts from 24 to
48 hours, and wherein the final primary heating tem-
perature (T1) is comprised from 600 °C to 800 °C.

4. A method according to claim 3, wherein the step of
primary heating lasts for 36 hours, and wherein the
final primary heating temperature (T1) is 700 °C.

5. A method according to claim 3 or 4, wherein the inert
atmosphere consists of nitrogen.

6. A method according to claim 1 or 2, wherein the step
of primary heating is performed in air, said step of
primary heating lasts from 144 hours to 168 hours,
and wherein the final primary heating temperature
(T1) is comprised from 550 °C to 750 °C.

7. A method according to claim 6, wherein the step of
primary heating lasts for 156 hours, and wherein the
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final primary heating temperature (T1) is 650 °C.

8. A method according to any one of the preceding
claims and according to claim 2, wherein the step of
auxiliary heating takes place at a heating rate com-
prised between 30 °C/h and 70 °C/h, and wherein
the final auxiliary heating temperature (T2) is com-
prised between 800 °C and 1400 °C.

9. A method according to claim 8, wherein the step of
auxiliary heating takes place at a heating rate of 50
°C/h, and wherein the final auxiliary heating temper-
ature (T2) is comprised between 1000 °C and 1200
°C.

10. A method according to any one of the preceding
claims and according to claim 2, wherein the step of
primary heating and the step of auxiliary heating take
place in the same kiln.

11. A method according to any one of the preceding
claims, wherein the final sintering temperature (T3)
is:

- from 1650 °C to 1750 °C for aluminum oxide-
based ceramic products;
- from 1650 °C to 1750 °C for zirconia with mag-
nesium-based ceramic products;
- from 1400 °C to 1500 °C for zirconia with yt-
trium-based ceramic products;
- from 1600 °C to 1700 °C for zirconia with stron-
tium-based ceramic products;
- from 1500 °C to 1600 °C for zirconia with ce-
rium-based ceramic products;
- 1350 °C to 1450 °C for titanium oxide-based
ceramic products;
- from 1400 °C to 1500 °C for tialite-based ce-
ramic products;
- from 1600 °C to 1700 °C for aluminum and
magnesium spinel-based ceramic products;
- 1950 °C to 2050 °C for silicon carbide-based
ceramic products;
- from 1700 °C to 1800 °C for silicon nitride-
based ceramic products;
- higher than 2100 °C for boron carbide-based
ceramic products;
- from 1700 °C to 1800 °C for titanium nitride-
based ceramic products.

12. A method according to any one of the preceding
claims, wherein the final sintering temperature (T3)
is:

- 1700 °C for aluminum oxide-based ceramic
products;
- 1700 °C for zirconia with magnesium-based
ceramic products;
- 1450 °C for zirconia with yttrium-based ceramic

products;
- 1630 °C for zirconia with strontium-based ce-
ramic products;
- 1540 °C for zirconia with cerium-based ceramic
products;
- 1385 °C for titanium oxide-based ceramic prod-
ucts;
- 1460 °C for tialite-based ceramic products;
- 1635 °C for aluminum and magnesium spinel-
based ceramic products;
- 2000 °C for silicon carbide-based ceramic
products;
- 1740 °C for silicon nitride-based ceramic prod-
ucts;
- higher than 2100 °C for boron carbide-based
ceramic products;
- 1740 °C for titanium nitride-based ceramic
products.

13. A method according to any one of the preceding
claims, wherein the ceramic green body contains,
and the manufactured ceramic product consists of,
either one or a combination of the ceramic materials
listed in the following group:

- Aluminum oxide;
- Zirconia with magnesium or yttrium or stron-
tium or cerium;
- Titanium oxide;
- Tialite (aluminum and titanium oxide);
- Aluminum and magnesium spinel;
- Silicon carbide;
- Silicon nitride;
- Boron carbide;
- Titanium nitride.

14. A method according to claim 2, wherein, at the end
of the step of primary heating, at the end of the step
of auxiliary heating and at the end of the step of sin-
tering, the semi-finished ceramic product or the ce-
ramic product is cooled to ambient temperature (Ta).

15. A method according to one of the claims from 2 to
13, wherein the initial auxiliary heating temperature
is equal to the final primary heating temperature (T1),
and the initial sintering temperature (Tis) is equal to
the final auxiliary heating temperature (T2).
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