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(54)  Connector,  connector  unit  and  connected  connector  comprising  same 

(57)  The  object  is  to  provide  a  connector  (1),  a  con- 
nector  unit,  and  a  connected  connector  unit  made  by 
connecting  together  the  connector  units;  all  capable  of 
providing  versatility  in  size  and  strength,  facilitating  low 
cost  jig  fabrication  and  well-suited  for  mass  production, 
by  using  a  tubular  member  of  a  multiple  layer  structure 
made  by  laminating  two  or  more  different  materials 
selected  from  the  group  consisting  of  metal,  plastic, 
ceramic,  wood  or  the  like. 

The  device  comprises;  a  hollow  tubular  member  (2) 
of  a  multiple  layer  structure  made  by  laminating  two  or 
more  materials,  and  open  on  at  least  one  end  thereof, 
an  adhesive  injection  portion  formed  to  make  connection 
between  the  end  or  side  and  the  hollow  part  (7)  of  the 
tubular  member  (2);  an  engage  part  (9)  for  a  branch  pipe 
formed  in  the  adhesive  injection  portion;  and  a  hollow 
branch  pipe  (10)  with  its  one  end  provided  with  an 
engage  part  (12)  capable  of  attaching  or  detaching  from 
the  engage  part  (9)  for  the  branch  pipe  (10). 
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