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Description

FIELD OF THE DISCLOSURE

[0001] The present disclosure relates to bursts for data transfer in a mobile network and in particular to the peak-to-
average power ratio reduction of inverse discrete Fourier transform (’IDFT’) precoded transmitted bursts.

BACKGROUND

[0002] In one embodiment, the present disclosure relates to the evolved enhanced general packet radio service
(EGPRS2), and in particular to IDFT precoded EGPRS2 (PCE2). The examples given in the present disclosure relate
to EGPRS2 and PCE2. However, this is not meant to be limiting and EGPRS2 and PCE2 are merely examples of
communication techniques.
[0003] PCE2 is an ongoing study item currently being investigated in 3GPP GERAN (GSM/EDGE radio access net-
work). PCE2 is a new feature that is meant to improve link level performance of the EGPRS2, which results in an increase
in throughput or an enhancement of coverage by applying an inverse discrete Fourier transform (IDFT) precoding
technique. As will be appreciated by those in the art having regard to the present disclosure, the IDFT precoding technique
may be considered an orthogonal frequency division multiplexing (OFDM) technique.
[0004] PCE2 reduces the complexity of channel equalization at the receiver so that the receiver can avoid performance
loss due to the simplification of equalization for radio channels for higher order modulations. To allow minimal changes
to the standards and implementation, PCE2 preserves most of the modulation and coding schemes (MCSs) of EGPR2.
[0005] One drawback to the use of an IDFT precoder at a transmitter is a significant increase in the peak-to-average
power ratio (PAPR) value. Compared to EGPRS2, in PCE2 the PAPR values may be up to 8.25 dB or higher with the
probability of 10-4. As will be appreciated by those in the art, this reduces the efficiency of the transmitter power amplifier
due to the requirement of the large back off of the power amplifier to satisfy the requirements of spectral mask and
adjacent channel power leakage, among others. The above is described, for example, in the Third Generation Partnership
Project (3GPP) "Radio Transmission and Reception", Technical specification (TS) 45.005, v.9.5.0, December 21, 2010,
and in "Peak Power Reduction for OFDM Systems with Orthogonal Pilot Sequences", IEEE TRANSACTION ON WIRE-
LESS COMMUNICATIONS, vol. 5, no. 1, 1 January 2006 (2006-01-01), pages 47-51, FERNÁNDES-GETINO et al.

BRIEF DESCRIPTION OF THE DRAWINGS

[0006] The present disclosure will be better understood with reference to the drawings, in which:

Figure 1 is a block diagram illustrating the encoding of an exemplary EGPRS2-A DAS-5 modulation and coding
scheme;
Figure 2 is a block diagram illustrating the encoding of a PCE2 burst;
Figure 3 is a PCE2-A burst structure with training sequence symbols distributed among data symbols;
Figure 4 is a graph showing a complementary cumulative density function of PAPR for various modulated PCE2-
A signals;
Figure 5 is a PCE2-A data burst structure with zero values for training sequence symbols;
Figure 6 is a PCE2-A pilot burst structure with zero values for data symbols;
Figure 7 is a block diagram illustrating a method for using a plurality of training sequences to reduce PAPR;
Figure 8 is a block diagram of a transmitter configured to use a plurality of training sequences to reduce PAPR;
Figure 9 is a block diagram illustrating a further method for using a plurality of training sequences to reduce PAPR;
Figure 10 is a graph showing a complementary cumulative density function of PAPR using multiple circular-shifted
training sequences for PAPR reduction for precoded DAS with 16-QAM modulation;
Figure 11 is a graph showing the complementary cumulative density function of PAPR of an 8-PSK modulated
PCE2-A signal;
Figure 12 is a graph showing the complementary cumulative density function of PAPR of a 16-QAM modulated
PCE2-A signal;
Figure 13 is a graph showing the complementary cumulative density function of PAPR of a 32-QAM modulated
PCE2-A signal;
Figure 14 is a graph showing the complementary cumulative density function of PAPR of a 64-QAM modulated
PCE2-A signal;
Figure 15 is a graph showing the complementary cumulative density function of PAPR of an 8-PSK modulated
PCE2-A signal using circular-shifted IDFTs of pilot bursts;
Figure 16 is a graph showing the complementary cumulative density function of PAPR of a 16-QAM modulated
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PCE2-A signal using circular-shifted IDFTs of pilot bursts;
Figure 17 is a graph showing the complementary cumulative density function of PAPR of a 32-QAM modulated
PCE2-A signal using circular-shifted IDFTs of pilot bursts;
Figure 18 is a graph showing the complementary cumulative density function of PAPR of a 64-QAM modulated
PCE2-A signal using circular-shifted IDFTs of pilot bursts;
Figure 19 is a block diagram of an exemplary receiver;
Figure 20 is a block diagram of an exemplary network architecture; and
Figure 21 is a block diagram of an exemplary mobile device.

DETAILED DESCRIPTION OF THE DRAWINGS

[0007] The present disclosure provides a method comprising: precoding the data symbols using an inverse discrete
Fourier transform (’IDFT’); choosing, at a transmitter, a set of training sequence symbols from a plurality of sets of training
sequence symbols; and creating, at the transmitter, an IDFT precoded burst by adding the IDFT of the data symbols
and an IDFT of the chosen set of training sequence symbols.
[0008] The present disclosure further provides a transmitter comprising: a processor; memory; and a communications
subsystem, wherein the processor, memory and communications subsystem cooperate to: precode the data symbols
using an inverse discrete Fourier transform (’IDFT’); choose, at a transmitter, a set of training symbols from a plurality
of sets of training sequence symbols; and create, at the transmitter, an IDFT precoded burst by adding the IDFT of the
data symbols and an IDFT of the chosen set of training sequence symbols.
[0009] The present disclosure still further provides a method comprising: receiving, at a receiver, a burst; performing
a discrete Fourier transform on the burst; choosing a training sequence among a known plurality of training sequences
sets, the chosen training sequence resulting in the least noise estimate among the plurality of training sequence sets;
and demodulating the burst with the detected pilot burst.
[0010] The present disclosure still further provides a receiver comprising: a processor; memory; and a communications
subsystem, wherein the processor, memory and communications subsystem cooperate to: receive, at a receiver, a burst;
perform a discrete Fourier transform on the burst; choose a training sequence among a known plurality of training
sequences sets, the chosen training sequence resulting in the least noise estimate among the plurality of training
sequence sets; and demodulate the burst with the chosen training sequence.
[0011] For backward compatibility, PCE2 preserves most of the modulation and coding schemes (MCSs) of EGPRS2.
Reference is now made to Figure 1, which shows the flow of channel coding and modulation for an exemplary EGPRS2
coding scheme. In the case of Figure 1, the MCS is DAS-5. This is however only exemplary and other MCSs are known.
[0012] In the example of Figure 1, channel coding block 110 provides 8 stealing flag bits 112 to burst formatting block
140.
[0013] Further, an uplink state flag (USF) 114 is provided to a block-coding block 116, which then provides an input
to burst formatting block 140.
[0014] Header 120 is provided to a cyclic redundancy check (CRC) block 122, which then provides an input to tail
bitting and 1/3 convolutional coding block 124.
[0015] The output from tail biting 1/3 rate convolution coding block 124 is provided to an interleaving block 126 which
is then provided to burst formatting block 140.
[0016] Data 130 is provided to a cyclic redundancy check block 132.
[0017] A 1/3 Turbo Coding followed by a puncturing block 134 then receives the data from CRC block 132, and provides
an input to interleaving block 136. From interleaving block 136 the data is provided to burst formatting block 140.
[0018] Burst formatting block 140 includes, in the example of Figure 1, 1392 bits which are mapped into four symbol
mapping blocks 150, 152, 154 and 156.
[0019] The output of each symbol mapping block is a total of 116 symbols which are then input into a build block 160,
162, 164 and 166.
[0020] After the burst build, the 116 symbols are added to a 26 symbol training sequence to produce the 142 symbol
burst.
[0021] With a PCE2 the channel coding is kept the same as in EGPRS2. Hence, referring to Figure 2, a PCE2 baseband
block diagram illustrates the channel coding block 110, which provides output to a burst formatting block 210.
[0022] After burst formatting, the burst is then symbol mapped at block 212 and provided to subcarrier allocation block
214.
[0023] Modulated training sequence symbols 220 are interleaved with the data symbols from symbol mapping block
212 in the subcarrier allocation block 214 and are provided to the IDFT block 230. As will be appreciated by those skilled
in the art, a training sequence is also sometimes referred to as a pilot.
[0024] The output of the IDFT block 230, is then provided to a cyclic prefix 240 which includes a copy of the symbols
from the end of the IDFT output to the beginning of the block and this output block is then input into the transmit pulse
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shaping block 250 and is then transmitted.
[0025] Because of the presence of the IDFT block, which converts data from frequency domain into the time domain,
the symbols in front of the IDFT block in Figure 2 are considered to be in frequency domain and the symbols after the
IDFT block are considered to be in time domain.
[0026] Comparing Figure 1 and Figure 2, the PCE2 transmitter differs from the EPRS2 transmitter mainly from burst
formatting onwards.
[0027] A burst of EGPRS2-A or EGPRS-B consists of 142 or 169 symbols respectively, in which 26 or 31 training
symbols are located in the middle of the burst. A PCE2 burst has the same number of total symbols in a burst and may
have the same number of data and training symbols as the corresponding EGPRS2 burst. However, unlike the EGPRS2
burst, training sequence or pilot symbols in the PCE2 burst are arranged to spread throughout the whole burst in the
frequency domain because of the presence of the subcarrier allocation block, which spreads the pilot and data symbols
across all the subcarriers before the IDFT operation (i.e. in frequency domain).
[0028] Referring to Figure 3, the figure shows an example of training sequence symbol allocation on a PCE2-A burst
where the legacy EGPRS2 training sequence of 26 symbols can be reused as the pilot sequence and the data symbols
in the burst are uniformly separated by the training sequence symbols, as possible.
[0029] As seen in Figure 3, training sequence symbols 310 are interspersed among data symbols 312. The example
of Figure 3 is a PCE2-A burst having 142 symbols, of which 26 are training sequence symbols and 116 are data symbols.
This is only one example of interleaving the training sequence symbols with the data symbols before the IDFT block.
Other implementations are possible and the following discussion is equally applicable to the other implementations as well.
[0030] The peak-to-average power ratio may be calculated as follows. First, the IDFT of the signal is calculated.
Assuming a length-N symbol burst of PCE2 to be {Xk} with both data and pilot symbols. The IDFT of a PCE2 burst {Xk}
can be represented as: 

[0031] The signal {xn} is then upsampled by inserting L-1 zeros after each sample of {xn}; where L is the upsampling
factor. This upsampled signal is then convolved with the impulse response of the Tx pulse shaping filter to generate the
output signal yn. And the PAPR of signal yn is defined as: 

[0032] Various modulation and coding schemes produce similar peak-to-average power ratios. In particular, reference
is now made to Figure 4 which shows a complementary cumulative density function (CCDF) of PAPR for 8-PSK, 16-
QAM (quadrature amplitude modulation), 32-QAM and 64-QAM modulated PCE2-A signals. CCDF is defined as the
probability that the PAPR value of an OFDM symbol is larger than a reference of the PAPR level PAPR0.
[0033] In generating the results in Figure 4, a linearized Gaussian minimum shift keying (LGMSK) transmit filter as
defined in 3GPP, "Modulation" TS 45.004, v. 9.1.0, June 18, 2010, the contents of which are incorporated herein by
reference, is applied to the IDFT precoded signal xn. As seen in Figure 4, the signals with different modulation types
have a similar PAPR performance and the PAPR values are higher than 11.7 dB with a probability of 10-4. For 8-PSK
modulation using EGPRS coding schemes, the maximum PAPR is around 3.2 dB. Hence, with IDFT precoding there is
a significant increase in the PAPR.
[0034] Various solutions exist for addressing PAPR reduction in OFDM systems and in PCE2. A first uses a tone
reservation for reserving several dummy subcarriers, which do not carry any data or pilot information and are exclusively
used for PAPR reduction in OFDM. The values at these reserved subcarriers are changeable while the data part of the
input of the IDFT is unchanged. The PAPR values of the targeted OFDM symbol could be minimized by optimizing the
value at the dummy subcarriers. The compatibility of the tone reservation for PAPR reduction depends on the number
of reserved dummy subcarriers and the applied optimization algorithm.
[0035] Tone reservation is a simple technique that requires only one IDFT operation at the transmitter. At the receiver,
after the DFT operation the values at the reserve dummy subcarrier are simply dropped. Tone reservation can be effective
to reduce PAPR in OFDM if the number of reserved subcarriers is large enough. However, tone reservation also introduces
additional redundancy for PAPR reduction, which in turn has a negative impact on the throughput of the system.
[0036] One of the main purposes of PCE2 is to keep the modulation and coding scheme of EGPRS2 unchanged.
Thus, it may not be feasible to apply tone reservation to PCE2 without sacrificing the error performance.
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[0037] A further solution for OFDM systems to reduce PAPR is selective mapping. The selective mapping approach
improves the PAPR statistics of an OFDM signal by modifying the data part of the input of the IDFT to generate multiple
random-like precoded sequence candidates. The PAPR of each precoded candidate is evaluated and the candidate
with the lowest PAPR value is selected for transmission. This may yield significant PAPR reduction gains with little
increase in redundancy. However, selective mapping requires multiple IDFT operations for generation of multiple rep-
resentations of an input sequence of an IDFT precoder. This significantly increases the complexity of the transmitter.
Also, in general, selective mapping needs transmit side information for the receiver to identify which precoded sequence
is selected by the transmitter.
[0038] For PCE2, various solutions have been proposed, including soft clipping, hard clipping and symbol rotation. In
soft clipping, the peaks of the IDFT precoded and filtered signals are soft clipped by adding a compensation signal to
the original signal. The compensation signal is filtered through the same pulse shaping filter so the spectrum of the signal
does not change. To effectively reduce PAPR, the soft clipping is done iteratively targeting the highest peak in each
iteration. The number of iterations for PAPR with soft clipping may be large and in some cases greater than 10. The
added compensation signals distort the original IDFT precoded signal resulting in error performance degradation.
[0039] In hard clipping, all samples exceeding a preset threshold are clipped to the threshold level. This results in non-
linear distortions of the signal. Further, the power spectrum of the clipped signal is changed and high frequency com-
ponents increase. Hence, in order to ensure that the spectral requirements are met whilst using the hard clipping, the
threshold level used for clipping the peaks should be kept to a minimum. This would in turn have a negative impact on
the actual reduction in PAPR that can be achieved. In fact, hard clipping alone cannot be used to reduce the PAPR
significantly without violating the spectral requirements. Further, hard clipping generates new out-of-band frequency
components that become interference to neighboring channels.
[0040] In symbol rotation, the training sequence and some of the data symbols are phase rotated with some selected
phases. Blind detection is performed over the phase rotated training sequence in order to detect the rotated phase for
each burst.

Separating the IDFT calculation of Data and pilot symbols for PCE2

[0041] As will be appreciated by those in the art having regard to the above, the IDFT operation is a linear operation.
In other words, if a = IDFT(A) and b = IDFT(B), then a+b = IDFT(A+B).
[0042] Hence, it is possible to decouple the PCE2 burst into two disjoint bursts of length N. In particular, the PCE2

burst {Xk} may include a data burst  and the training sequence (pilot) burst  As seen from Figure 2, the

data and training sequence bursts are mapped on to disjoint subcarriers in the frequency domain, Hence,  and

 are disjoint in the subcarrier space. Therefore, the IDFT precoded PCE2 burst can be treated as a linear sum

of the  and  This is described in Figure 5 and Figure 6.

[0043] Referring to Figure 5, Figure 5 shows the data burst 500 in the frequency domain without the training sequence
symbols. i.e. the positions of the subcarriers carrying data symbols 512 are filled with appropriate data symbols and the
positions of the subcarriers carrying the training sequence symbols 510 are set to zero. This is the sequence that

represents  above.

[0044] In similar fashion, the frequency domain representation of training sequence burst 600 is as shown in Figure
6. In this case, the positions of the subcarriers carrying training sequence symbols 610 are populated with the appropriate
pilot symbols and the positions of the subcarriers carrying data symbols 612 are filled with zeros. This is the sequence

that would be representative of the sequence  above.

[0045] From the above, it is evident that  k = 0, ..., N - 1.

[0046] The PCE2 burst is obtained first by calculating the IDFT of the sequence {Xk} which is given as below: 

where  and  are the IDFTs of the data burst  and the training sequence burst  associated with
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the burst {Xk}, respectively.

[0047] Based on Formula 3 above, the following observations about IDFT calculations may be made.

[0048] Given a data burst  an IDFT of the {Xk}, which is the burst xn can be modified by choosing a given pilot

burst 

[0049] Further, the training sequence (pilot) burst  may have multiple variants  (0 ≤ m < M) known by

both the transmitter and receiver. Hence, any particular training sequence among the m possible variants can be chosen
such that the PAPR value of {xn} is minimized.

[0050] Also, the design of  may be optimized for both PAPR reduction at the transmitter and better channel

estimation at the receiver.

[0051] As the IDFTs of   can be pre-calculated and stored at the transmitter. They are independent of

each data burst. As for the normal PCE2, the method and systems as described below only require one IDFT calculation.
[0052] As will be appreciated, CP insertion is a linear operation and the CP is a cyclic shift of a small portion of the
original signal.
[0053] A further observation is that the transmit pulse shaping filtering being a convolution operation, is a linear
operation.
[0054] Based on the above observations, in one embodiment a new method for PAPR reduction is provided using
multiple training sequences. Reference is now made to Figure 7, which illustrates a block diagram of a PCE2 transmitter
with multi-pilot-sequence-aided (MPSA) PAPR reduction. In particular, the process of Figure 7 starts at block 710 in
which burst formatting is performed.
[0055] The process then proceeds to block 712 in which symbol mapping is performed.
[0056] The process then proceeds to block 714, which provides for subcarrier allocation for the data portion of the signal.
[0057] The data portion of the signal is then processed through the IDFT block 720. The data portion then proceeds
to a data and training sequence combining block 730. Data and training sequence combining block 730 further includes
an input from a training sequence selection block 740. Thus, data and training sequence combining block 730 produces
a burst with both pilot and data portions by adding the IDFT part of data symbols with the IDFT part of the training
sequence symbols.
[0058] From data and training sequence combining block 730, the process proceeds to block 750 in which a cyclic
prefix is added. The process then proceeds to a transmit pulse shaping filter 752 which produces the output. The output
can then be checked to determine the PAPR, which is done at PAPR calculation block 760. If the output has a PAPR
meets the requirements of the transmitter, then the burst is transmitted. Otherwise the process can proceed back to
selection block 740 in which a different training sequence is selected.
[0059] Thus, the process of Figure 7 can continue until a training sequence that meets a predefined criteria is found
or until the lowest PAPR is achieved once all the possible pilots have been tested through in the blocks of 730 and 740.
[0060] Referring to Figure 8, Figure 8 shows the details of the PAPR optimization. The data and training sequence
combining block 730 from Figure 7 is provided with inputs, including the data signal 810, which is the same signal that
is produced by IDFT block 720. Further, data and training sequence combining block 730 includes a training sequence
signal input which is the same as the output from the training sequence selection block 740 of Figure 7.
[0061] The training sequence selection is based on the conversions of the training sequences being stored in a memory
820. The memory 820 stores the IDFT precoded versions of all of the possible training sequence signals. This is shown
utilizing multiple IDFT blocks 830 in the example of Figure 8.

[0062] The IDFTs of multiple length-N training sequence bursts   (0 ≤ m < M) may be pre-calculated

and pre-stored in memory 830 at the transmitter. The IDFT of a training sequence burst depends only on the given
training sequence and the pilot burst structure 600 shown in Figure 6 above. After symbol mapping, as described above

with regard to block 712 of Figure 7, N(d) data symbols are arranged to generate a data burst  of length-N. The

burst  is obtained by applying an N-point IDFT to  The  is added to each of the pre-stored sequences

 (0 ≤ m < M) of length-N through  n = 0, ..., N - 1.

Reducing computation

[0063] From the observations above, specifically dealing with the transmit pulse shaping filtering being a linear oper-
ation, those skilled in the art having regard to the present disclosure may note that the cyclic prefix operation, other
blocks in the transmitter of a PCE2 encoder starting from the IDFT operation are all linear. Hence, an alternative transmitter
architecture is provided, as shown below with regards to Figure 9.
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[0064] In Figure 9, a similar structure to that of Figure 7 above is provided with regard to burst formatting block 710,
symbol mapping block 712, subcarrier allocation block 714 and IDFT block 720.
[0065] The data burst is then provided with a cyclic prefix at block 904 and is filtered with a transmit pulse shaping
filter 906.
[0066] A switch 910 is introduced in which the output of transmit pulse shaping block 906 proceeds to an adder 940
during PAPR optimization. The output is added to a training sequence signal from the TSC store and TSC selection
block 930. As seen, switch 934 is provided for the output from training sequence code (TSC) selection and TSC store.
From Figure 9, TSC store 930 provides a Tx pulse shaped filtered IDFT version, with a cyclic prefix, to block 940.
[0067] During the PAPR optimization, switches 910 and 934 are in PAPR optimization position. The output of TSC
store and TSC selection block 930 proceeds to the adder 940 and is added to the data portion from the transmit pulse
shaping filter block 906. The output of the adder 940 is then provided to PAPR calculation block 950, which calculates
the PAPR value.
[0068] Based on the PAPR calculation 950, a decision can be made whether an optimal or a good enough PAPR has
been achieved for the burst and if so, the switches 910 and 934 are switched to the opt TSC found position.
[0069] After the switches are switched, the output of transmit pulse shaping filter 906 is provided to adder 970 along
with the selected training sequence from block 930.
[0070] The burst is then sent to an antenna.
[0071] One benefit of the architecture of Figure 9 is that the transmitter does not need to perform the TX pulse shaping
filtering at each and every candidate training sequence. The transmission pulse shaping filtering is not trivial and is
typically requires significant computational complexity to implement.
[0072] According to Figure 9, instead of doing the transmit pulse shaping filtering in an over-sampling domain "M"
number of times, where M is the number of TSC candidates, the transmit pulse shaping filtering only needs to be done
once. Namely, it needs to be done once at block 906.

Selection Of Training Sequences

[0073] Various options exist for the selection of training sequences for MPSA PAPR reduction. As described above,
to reduce the PAPR, multiple training sequence candidates are required. The training sequence which results in the
lowest PAPR is selected.

Circular-Shifted Pilot Sequences for MPSA PAPR Reduction

[0074] In a first embodiment, the training sequences used in EGPRS2 are well-designed with good autocorrelation
properties. An EGPRS2 training sequence and its circular-shifted versions can be considered to generate multiple training
sequence bursts. Such an embodiment may be referred to as a circular shifted pilot sequence (CSPS).
[0075] In accordance with the CSPS embodiment, the selection of the pilot signals may ease implementation since
not all sequences need to be stored at the receiver. Only a simple counter is used to distinguish the offset of a pilot
sequence. However, the IDFTs related to the multiple training sequences of the first embodiment should be pre-calculated
and pre-stored in one implementation.
[0076] The use of such first embodiment selection may produce a reduction in the peak-to-average power ratio as
shown below.
[0077] To demonstrate the above, let {P1, ..., P26} be the training sequence to be used in the initial burst and let
{P(0+mJ)mod26+1, ..., P(25+mJ)mod26+1} be the mth-shifted version of {P1, ..., P26} (0 ≤ m < M) where J is the number of pilot
symbols representing one shifting step (assume that each shifting step is fixed). Mapping multiple training sequences
{P(1+mJ)mod26, ..., P(26+mJ)mod26} (0 ≤ m < M) into Fig. 3 yields multiple training sequence bursts.
[0078] Reference is now made to Figure 10, which shows a CCDF of PAPR using multiple circular-shifted pilot
sequences for PAPR reduction for precoded DAS with 16-QAM modulation. According to the plot of Figure 10, all eight
training sequences for DAS with 16-QAM modulation are evaluated. The "CIR-1" block 1010 indicates one circular
training sequence. Similarly, "CIR-4" block 1012 indicates four circular pilot sequences and "CIR-8" block 1014 indicates
eight circular training sequences. The plot of Figure 10 shows a given number of CSPS, the PAPR performance for all
eight training sequences is similar. Further, the larger the number of circular training sequences employed, the lower
the PAPR at a probability of 10-3.
[0079] Referring to Figures 11 to 14, these figures show the CCDF of PAPR of 8-PSK, 16-QAM, 32-QAM and 64-
QAM modulated PCE2-A signals using the CSPS PAPR reduction approach, respectively. TSC 3 of each modulation
type is used as the initial training sequence without an offset. The PAPRs of the PCE2 signals using 1, 4, 8, and 16
circular shifted pilot (TSC) sequences are evaluated at the probability of 10-4.
[0080] In particular, in Figure 11 shows the CCDF of PAPR of 8-PSK modulated PCE2-A signal. Plot 1110 shows the
PAPR with 1 circular shifted pilot sequence. Plot 1112 shows the PAPR with 4 circular shifted pilot sequences. Plot 1114
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shows the PAPR with 8 circular shifted pilot sequences. Plot 1116 shows the PAPR with 16 circular shifted pilot sequences.
[0081] Figure 12 shows the CCDF of PAPR of 16-QAM modulated PCE2-A signal. Plot 1210 shows the PAPR with
1 circular shifted pilot sequence. Plot 1212 shows the PAPR with 4 circular shifted pilot sequences. Plot 1214 shows
the PAPR with 8 circular shifted pilot sequences. Plot 1216 shows the PAPR with 16 circular shifted pilot sequences.
[0082] Figure 13 shows the CCDF of PAPR of 32-QAM modulated PCE2-A signal. Plot 1310 shows the PAPR with
1 circular shifted pilot sequence. Plot 1312 shows the PAPR with 4 circular shifted pilot sequences. Plot 1314 shows
the PAPR with 8 circular shifted pilot sequences. Plot 1316 shows the PAPR with 16 circular shifted pilot sequences.
[0083] Figure 14 shows the CCDF of PAPR of 64-QAM modulated PCE2-A signal. Plot 1410 shows the PAPR with
1 circular shifted pilot sequence. Plot 1412 shows the PAPR with 4 circular shifted pilot sequences. Plot 1414 shows
the PAPR with 8 circular shifted pilot sequences. Plot 1416 shows the PAPR with 16 circular shifted pilot sequences.
[0084] The results from the plots of Figures 11 to 14 are shown below in Table 1.

[0085] From Table 1 above, PAPR reduction gains with the method and systems of the present disclosure depend
on how many circular pilot sequences are used and are independent of the modulation type. With four circular pilot
sequences, the PAPR value at a probability of 10-4 can be reduced by 1 to 1.5 dB compared to the PAPR of the normal
PCE2 without PAPR reduction. With eight circular pilot sequences, the PAPR value at the probability of 10-4 can be
reduced between 1.5 and 2.1 dB. With sixteen circular pilot sequences, the PAPR value at the probability of 10-4 can
be reduced between 1.8 and 2.5 dB. Further PAPR reduction can be achieved by employing more circular pilot sequences.
[0086] As will be appreciated by those skilled in the art having regard to the above, the more circular-shifted TSCs,
the better the PAPR performance.

Circular-Shifted IDFT of Pilot Sequences (CSIPS) for MPSA PAPR Reduction

[0087] Alternatively, to reduce the complexity of the transmitter, only one IDFT of the initial training sequence bursts
is generated and stored in the transmitter. The IDFTs of the other training sequence bursts can be simply obtained by
circular-shifting the IDFT of the initial pilot (TSC) burst. Such multiple pilot bursts are related to each other with linear
phase shifting.

[0088] To demonstrate the above, let  be the IDFT of the initial training sequence burst  and let  be

the qth-shifted version of  with  (0 ≤ q < Q , 0 ≤ n < N) where I is the number of symbols

representing one shifting step (assume that each shifting step is fixed). Therefore, the training sequence burst 

can be represented as: 

[0089] As shown by Equation 4 above, in CSIPS the rotated phase value is a linear function of k.
[0090] Referring to Figures 15 to 18, these figures show the CCDF of PAPR of 8-PSK, 16-QAM, 32-QAM and 64-
QAM modulated PCE2-A signals using circular-shifted IDFTs of TSC bursts respectively. TSC 3 of each modulation
type is used as the initial training sequence. The PAPRs of the PCE2 signals using 1, 4, 8, and 16 circular shifted IDFTs
of pilot sequences are evaluated at the probability of 10-4.
[0091] In particular, in Figure 15 shows the CCDF of PAPR of 8-PSK modulated PCE2-A signal using CSIPS. Plot
1510 shows the PAPR with 1 circular shifted IDFT of the pilot sequence. Plot 1512 shows the PAPR with 4 circular
shifted IDFTs of the pilot sequence. Plot 1514 shows the PAPR with 8 circular shifted IDFTs of the pilot sequence. Plot
1516 shows the PAPR with 16 circular shifted IDFTs of the pilot sequence.
[0092] Figure 16 shows the CCDF of PAPR of 16-QAM modulated PCE2-A signal using CSIPS. Plot 1610 shows the

Table 1: Comparison of PAPR at 10-4 of PCE2 signals using CSPS (in dB)

Modulation PCE2 PAPR (cir-1) PCE2 PAPR (cir-4) PCE2 PAPR (cir-8) PCE2 PAPR (cir-16)

8-PSK 11.7 10.7 10.2 9.9

16-QAM 11.6 10.3 9.6 9.3

32-QAM 11.6 10.3 9.7 9.3

64-QAM 11.5 10.0 9.4 9.0
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PAPR with 1 circular shifted IDFT of the pilot sequence. Plot 1612 shows the PAPR with 4 circular shifted IDFTs of the
pilot sequence. Plot 1614 shows the PAPR with 8 circular shifted IDFTs of the pilot sequence. Plot 1516 shows the
PAPR with 16 circular shifted IDFTs of the pilot sequence.
[0093] Figure 17 shows the CCDF of PAPR of 32-QAM modulated PCE2-A signal using CSIPS. Plot 1710 shows the
PAPR with 1 circular shifted IDFT of the pilot sequence. Plot 1712 shows the PAPR with 4 circular shifted IDFTs of the
pilot sequence. Plot 1714 shows the PAPR with 8 circular shifted IDFTs of the pilot sequence. Plot 1716 shows the
PAPR with 16 circular shifted IDFTs of the pilot sequence.
[0094] Figure 18 shows the CCDF of PAPR of 64-QAM modulated PCE2-A signal using CSIPS. Plot 1810 shows the
PAPR with 1 circular shifted IDFT of the pilot sequence. Plot 1512 shows the PAPR with 4 circular shifted IDFTs of the
pilot sequence. Plot 1814 shows the PAPR with 8 circular shifted IDFTs of the pilot sequence. Plot 1816 shows the
PAPR with 16 circular shifted IDFTs of the pilot sequence.
[0095] The results from the plots of Figures 15 to 18 are shown below in Table 2.

[0096] Table 2 shows that with 4 circular-shifted IDFTs of pilot sequences, compared to the PAPR of the normal PCE2
without PAPR reduction, the PAPR value at the probability of 10-4 can be reduced between 1.2 ∼ 1.6 dB; while with 8
circular pilot sequences, the PAPR value at the probability of 10-4 can be reduced between 1.6 ∼ 2.4 dB. With 16 circular
pilot sequences, the PAPR value at the probability of 10-4 can be reduced between 2.0 and 2.7 dB. Further PAPR
reduction can be achieved by employing more circular-shifted versions of the IDFTs of the initial pilot sequence.
[0097] As will be appreciated by those in the art, other methods for determining pilot sequences could also be used.
In one embodiment, a receiver and transmitter may simply store a plurality of predetermined pilot sequences and chose
the one that provides the optimal PAPR, for example.
[0098] The above therefore provides a system and method for PAPR reduction through multiple pilot signals. The
complexity of the methods can be reduced based on above. For example, to reduce IDFT calculations for each PCE2
burst, the IDFTs of all training sequences bursts may be pre-calculated and stored at the transmitter. Further to reduce
the number of filtering operations, the transmit pulse shaping filtered versions of the IDFT precoded pilot sequences can
also be precalculated and stored. All variants of training sequences are also known by the receiver.
[0099] As described above, the IDFT of a PCE2 burst is equivalent to the addition of the IDFT of the data burst and
the IDFT of a pilot burst. In MPSA PAPR reduction, at the transmitter only one N-point IDFT is conducted per PCE2

burst. The PAPR of a PCE2 burst is optimized by evaluating each combined sequence  (1 ≤ m ≤ M) (N

additions and N-1 comparisons) iteratively. The maximum number of iterations for PAPR optimizations equals M. Further,

to reduce the complexity in the PAPR optimization process, it is not necessary that the iterative combining 

runs through all M pilot sequence candidates. The process can be early-terminated if the PAPR of the resulted {xn} is

smaller than a pre-defined value.

Receiver

[0100] In MPSA PAPR reduction of PCE2 signals, the receiver should have knowledge on the use of pilot sequence
at the transmitter in order to proceed with channel estimation and demodulation/decoding appropriately. Such information
can be obtained in receiver by blind detection in one embodiment. An example of joint blind detection of the training
sequence and the modulation is provided below.
[0101] Reference is now made to Figure 19. At a receiver, after receiver filtering at block 1910 a single N-point discrete
Fourier transform (DFT) operation is performed at block 1912.
[0102] The training sequence used at the transmitter may be detected jointly with the modulation blind detection at
block 1914 and, if necessary, with channel estimation at block 1920. Similar to the modulation detection in a receiver,
the training sequence used in a burst can be blindly detected by a metrics of correlation, least-square and others, in
conjunction with or independently of the channel estimation.
[0103] As the modulation detection is a required functional block in the current PCE2, the two blind detectors (one for

Table 2 Comparison of PAPR at 10-4 of PCE2 signals using CSIPS

Modulation PCE2 PAPR (shift-1) PCE2 PAPR (shift-4) PCE2 PAPR (shift-8) PCE2PAPR (shift-16)

8-PSK 11.7 10.5 10.1 9.7

16-QAM 11.6 10.1 9.5 9.1

32-QAM 11.6 10.2 9.5 9.1

64-QAM 11.5 9.9 9.1 8.8
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modulation detection; the other for detection of multiple training sequences for PAPR reduction) can be combined. One
way to implement the joint detection is to conceptually devise Q groups of training sequences, with each group comprising
M training sequences. The Q corresponds to the number of modulations used in PCE2 and M is the number of training
sequences required by the targeting PAPR reduction. One best training sequence is detected amongst all the QM
sequences and the group it belongs to is the detected modulation. The QM pilot sequences can be generated by a
number of QM cyclic shifts of the original training sequence, as described above.
[0104] Based on the training burst detection and estimated channel information, the received signals can be demod-
ulated in block 1930.
[0105] The output of demodulation block 1930 is then symbol demapped at block 1940 to provide the data to the device.
[0106] Based on the disclosure above, multi-pilot-sequence-aided (MPSA) PAPR reduction employs the linearity of
IDFT. Therefore, a data burst and a training sequence burst can perform an IDFT operation independently. Multiple
versions of an IDFT precoded sequence can be generated with only one IDFT (the IDFTs of multiple training sequence
bursts can be pre-calculated and pre-stored).
[0107] Further, the IDFTs of multiple training sequence bursts in CSPS and CSIPS can be derived from a single IDFT
of a pilot burst.
[0108] For MPSA, there is no redundancy to be added and there is no signaling required. Unlike soft-clipping and
hard-clipping, MPSA does not distort the precoded signal.

Also, MPSA can effectively reduce the PAPR of PCE2 signals.

[0109] The methods and coding of Figures 1 to 3, 5 to 9 and 19, can be performed by any network element. As used
herein, a network element can be a network side server or a mobile device. Reference is now made to Figures 20 and
21, which show exemplary network and mobile device architectures.
[0110] Figure 21 illustrates an architectural overview for an exemplary network. A mobile device 2114 is configured
to communicate with cellular network 2120.
[0111] Mobile device 2114 may connect through cellular network 2120 to provide either voice or data services. As will
be appreciated, various cellular networks exist, including, but not limited to, global system for mobile communication
(GSM), GPRS, EGPRS, EGPRS2, among others. These technologies allow the use of voice, data or both at one time.
[0112] Cellular network 2120 comprises a base transceiver station (BTS)/Node B 2130 which communicates with a
base station controller (BSC)/Radio Network Controller (RNC) 2132. BSC/RNC 2132 can access the mobile core network
2150 through either the mobile switching center (MSC) 2154 or the serving GPRS switching node (SGSN) 2156. MSC
2154 is utilized for circuit switched calls and SGSN 2156 is utilized for data packet transfer. As will be appreciated, these
elements are GSM/UMTS specific, but similar elements exist in other types of cellular networks.
[0113] Core network 2150 further includes an authentication, authorization and accounting module 2152 and can
further include items such as a home location registry (HLR) or visitor location registry (VLR).
[0114] MSC 2154 connects to a public switched telephone network (PSTN) 2160 for circuit switched calls. Alternatively,
for mobile-to-mobile calls the MSC 2154 may connect to an MSC 2174 of core network 2170. Core network 2170 similarly
has an authentication, authorization and accounting module 2172 and SGSN 2176. MSC 2174 could connect to a second
mobile device through a base station controller/node B or an access point (not shown). In a further alternative embodiment,
MSC 2154 may be the MSC for both mobile devices on a mobile-to-mobile call.
[0115] In accordance with the present disclosure, any network element, including mobile device 2114, BTS 2130, BSC
2132, MSC 2152, and SGSN 2156 could be used to perform the methods and encoding/decoding of Figures 1 to 3, 5
to 9 and 19. In general, such network element will include a communications subsystem to communicate with other
network elements, a processor and memory which interact and cooperate to perform the functionality of the network
element.
[0116] Further, if the network element is a mobile device, any mobile device may be used. One exemplary mobile
device is described below with reference to Figure 22. The use of the mobile device of Figure 22 is not meant to be
limiting, but is provided for illustrative purposes.
[0117] Mobile device 2200 is a two-way wireless communication device having at least voice or data communication
capabilities. Depending on the exact functionality provided, the wireless device may be referred to as a data messaging
device, a two-way pager, a wireless e-mail device, a cellular telephone with data messaging capabilities, a wireless
Internet appliance, or a data communication device, as examples.
[0118] Where mobile device 2200 is enabled for two-way communication, it can incorporate a communication sub-
system 2211, including both a receiver 2212 and a transmitter 2214, as well as associated components such as one or
more, antenna elements 2216 and 2218, local oscillators (LOs) 2213, and a processing module such as a digital signal
processor (DSP) 2220 The particular design of the communication subsystem 2211 depends upon the communication
network in which the device is intended to operate.
[0119] When required network registration or activation procedures have been completed, mobile device 2200 may
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send and receive communication signals over the network 2219. As illustrated in Figure 22, network 2219 can comprise
of multiple base stations communicating with the mobile device.
[0120] Signals received by antenna 2216 through communication network 2219 are input to receiver 2212, which may
perform such common receiver functions as signal amplification, frequency down conversion, filtering, channel selection
and the like, and in the example system shown in Figure 22, analog to digital (A/D) conversion. A/D conversion of a
received signal allows more complex communication functions such as demodulation and decoding to be performed in
the DSP 2220. In a similar manner, signals to be transmitted are processed, including modulation and encoding for
example, by DSP 2220 and input to transmitter 2214 for digital to analog conversion, frequency up conversion, filtering,
amplification and transmission over the communication network 2219 via antenna 2218. DSP 2220 not only processes
communication signals, but also provides for receiver and transmitter control. For example, the gains applied to com-
munication signals in receiver 2212 and transmitter 2214 may be adaptively controlled through automatic gain control
algorithms implemented in DSP 2220.
[0121] Network access requirements will also vary depending upon the type of network 2219. In some networks
network access is associated with a subscriber or user of mobile device 2200. A mobile device may require a removable
user identity module (RUIM) or a subscriber identity module (SIM) card in order to operate on a network. The SIM/RUIM
interface 2244 is normally similar to a card-slot into which a SIM/RUIM card can be inserted and ejected. The SIM/RUIM
card hold many key configurations 2251, and other information 2253 such as identification, and subscriber related
information.
[0122] Mobile device 2200 includes a processor 2238 which controls the overall operation of the device. Communication
functions, including at least data and voice communications, are performed through communication subsystem 2211.
Processor 2238 also interacts with further device subsystems such as the display 2222, flash memory 2224, random
access memory (RAM) 2226, auxiliary input/output (I/O) subsystems 2228, serial port 2230, one or more keyboards or
keypads 2232, speaker 2234, microphone 2236, other communication subsystem 2240 such as a short-range commu-
nications subsystem and any other device subsystems generally designated as 2242. Serial port 2230 could include a
USB port or other port known to those in the art.
[0123] Some of the subsystems shown in Figure 22 perform communication-related functions, whereas other sub-
systems may provide "resident" or on-device functions. Notably, some subsystems, such as keyboard 2232 and display
2222, for example, may be used for both communication-related functions, such as entering a text message for trans-
mission over a communication network, and device-resident functions such as a calculator or task list.
[0124] Operating system software used by the processor 2238 can be stored in a persistent store such as flash memory
2224, which may instead be a read-only memory (ROM) or similar storage element (not shown). Specific device appli-
cations, or parts thereof, may be temporarily loaded into a volatile memory such as RAM 2226. Received communication
signals may also be stored in RAM 2226.
[0125] As shown, flash memory 2224 can be segregated into different areas for both computer programs 2258 and
program data storage 2250, 2252, 2254 and 2256. These different storage types indicate each program can allocate a
portion of flash memory 2224 for their own data storage requirements. Processor 2238, in addition to its operating system
functions, can enable execution of software applications on the mobile device. A predetermined set of applications which
control basic operations, including at least data and voice communication applications for example, will normally be
installed on mobile device 2200 during manufacturing. Other applications could be installed subsequently or dynamically.
[0126] A software application may be a personal information manager (PIM) application having the ability to organize
and manage data items relating to the user of the mobile device such as, but not limited to, e-mail, calendar events,
voice mails, appointments, and task items. Naturally, one or more memory stores would be available on the mobile
device to facilitate storage of PIM data items. Such PIM application can have the ability to send and receive data items,
via the wireless network 2219. In an embodiment, the PIM data items are seamlessly integrated, synchronized and
updated, via the wireless network 2219, with the mobile device user’s corresponding data items stored or associated
with a host computer system. Further applications may also be loaded onto the mobile device 2200 through the network
2219, an auxiliary I/O subsystem 2228, serial port 2230, short-range communications subsystem 2240 or any other
suitable subsystem 2242, and installed by a user in the RAM 2226 or a non-volatile store (not shown) for execution by
the microprocessor 2238. Such flexibility in application installation increases the functionality of the device and may
provide enhanced on-device functions, communication-related functions, or both.
[0127] In a data communication mode, a received signal such as a text message or web page download will be
processed by the communication subsystem 2211 and input to the microprocessor 2238, which further processes the
received signal for element attributes for output to the display 2222, or alternatively to an auxiliary I/O device 2228.
[0128] A user of mobile device 2200 may also compose data items such as email messages for example, using the
keyboard 2232, which can be a complete alphanumeric keyboard or telephone-type keypad in some embodiments, in
conjunction with the display 2222 and possibly an auxiliary I/O device 2228. Such composed items may then be transmitted
over a communication network through the communication subsystem 2211.
[0129] For voice communications, overall operation of mobile device 2200 is similar, except that received signals
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would be output to a speaker 2234 and signals for transmission would be generated by a microphone 2236. Alternative
voice or audio I/O subsystems, such as a voice message recording subsystem, may also be implemented on mobile
device 2200. Although voice or audio signal output is accomplished primarily through the speaker 2234, display 2222
may also be used to provide an indication of the identity of a calling party, the duration of a voice call, or other voice call
related information for example.
[0130] Serial port 2230 in Figure 22 would normally be implemented in a personal digital assistant (PDA)-type mobile
device for which synchronization with a user’s desktop computer (not shown) may be desirable, but is an optional device
component. Such a port 2230 would enable a user to set preferences through an external device or software application
and would extend the capabilities of mobile device 2200 by providing for information or software downloads to mobile
device 2200 other than through a wireless communication network. The alternate download path may for example be
used to load an encryption key onto the device through a direct and thus reliable and trusted connection to thereby
enable secure device communication. Serial port 2230 can further be used to connect the mobile device to a computer
to act as a modem.
[0131] WiFi Communications Subsystem 2240 is used for WiFi Communications and can provide for communication
with access point 2243.
[0132] Other communications subsystem(s) 2241, such as a short-range communications subsystem, are further
components that may provide for communication between mobile device 2200 and different systems or devices, which
need not necessarily be similar devices. For example, the subsystem(s) 2241 may include an infrared device and
associated circuits and components or a Bluetooth™ communication module to provide for communication with similarly
enabled systems and devices.
[0133] The embodiments described herein are examples of structures, systems or methods having elements corre-
sponding to elements of the techniques of the present application. The above written description may enable those
skilled in the art to make and use embodiments having alternative elements that likewise correspond to the elements of
the techniques of the present application. The intended scope of the techniques of the above application thus includes
other structures, systems or methods that do not differ from the techniques of the present application as described
herein, and further includes other structures, systems or methods with insubstantial differences from the techniques of
the present application as described herein.

Claims

1. A method comprising:

precoding data symbols using an inverse discrete Fourier transform (’IDFT’);
choosing, at a transmitter, a set of training sequence symbols from a plurality of sets of training sequence symbols;
characterised by :

creating, at the transmitter, an IDFT precoded burst by adding the IDFT of the data symbols and an IDFT
of the chosen set of training sequence symbols,
calculating a peak to average power ratio for the burst,
comparing the calculated peak to average power ratio for the burst with a predetermined value and picking
the chosen set of training sequence symbols if the calculated peak to average power ratio for the burst is
less than or equal to the predetermined value or choosing other sets of training sequence symbols for
comparison until a chosen set of training sequences is picked such that the calculated peak to average
power ratio for the burst is lowest amongst all of the plurality of sets of training sequence symbols or is less
than or equal to the predetermined value.

2. The method of claim 1 wherein, after creating the burst, said burst is filtered using a transmit pulse shaping filter
and before the peak to average power ratio calculation.

3. The method of any one of claims 1 to 2, wherein, after creating the burst, a cyclic prefix is appended to said IDFT
precoded burst

4. The method of claim 3, wherein, after the peak to average power ratio calculation, the method performs the choosing
and creating steps for a new set of training sequence symbols if the peak to average power ratio value is greater
than a predetermined value.

5. The method of claim 1, wherein the IDFT precoded data symbols are filtered by a transmit pulse shaping filter prior
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to the creating, and wherein the training sequence symbols are IDFT precoded and filtered by the same transmit
pulse shaping filter prior to the creating.

6. The method of any one of claims 1 to 4 wherein each of the plurality of sets of training sequence symbols are IDFT
precoded and stored in the memory of the transmitter.

7. The method of claim 3 or 4, wherein each of the plurality of sets of training sequence symbols are IDFT precoded,
added with a cyclic prefix, filtered and stored in the memory of the transmitter.

8. The method of claim 1 wherein at least one of the plurality of sets of training sequence symbols is IDFT precoded
and stored in the memory of the transmitter and the remaining of the plurality of sets of training sequence symbols
are obtained by operation on the stored IDFT precoded training sequence set.

9. The method of claim 5 wherein at least one of the plurality of sets of training sequence symbols is IDFT precoded,
added with a cyclic prefix, transmit pulse shaping filtered and stored in the memory of the transmitter and the
remaining of the plurality of sets of training sequence symbols are obtained by operation on the stored training
sequence set.

10. A transmitter comprising:

a processor;
memory; and
a communications subsystem,

wherein the processor, memory and communications subsystem cooperate to perform the method of any one of
claims 1 to 9.

11. A method comprising:

receiving, at a receiver, a burst created at a transmitter according to the method of claims 1-9;
performing a discrete Fourier transform on the burst;
choosing a training sequence among a known plurality of training sequences sets, the chosen training sequence
resulting in the least noise estimate among the plurality of training sequence sets; and
demodulating the burst with the chosen training sequence.

12. The method of claim 11, wherein the choosing further uses channel estimation.

13. A receiver comprising:

a processor;
memory; and
a communications subsystem,

wherein the processor, memory and communications subsystem cooperate to perform the method of claim 11 or 12.

Patentansprüche

1. Verfahren mit:

Vorcodieren von Datensymbolen unter Verwendung einer inversen diskreten Fouriertransformierten (’IDFT’),
Auswählen eines Satzes von Trainingssequenzsymbolen aus einer Vielzahl von Sätzen von Trainingssequenz-
symbolen an einem Sender,
gekennzeichnet durch
Erzeugen eines IDFT-vorcodierten Bursts durch Addieren der IDFT der Datensymbole und einer IDFT des
ausgewählten Satzes von Trainingssequenzsymbolen an dem Sender,
Berechnen eines Höchstpunkt-zu-Durchschnitts-Leistungsverhältnisses für den Burst,
Vergleichen des berechneten Höchstpunkt-zu-Durchschnitts-Leistungsverhältnisses für den Burst mit einem
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vorbestimmten Wert und Heraussuchen des ausgewählten Satzes von Trainingssequenzsymbolen, wenn das
berechnete Höchstpunkt-zu-Durchschnitts-Leistungsverhältnis für den Burst weniger als oder gleich wie der
vorbestimmte Wert ist, oder Auswählen von anderen Sätzen von Trainingssequenzsymbolen zum Vergleichen,
bis ein ausgewählter Satz von Trainingssequenzsymbolen derart herausgesucht wird, dass das berechnete
Höchstpunkt-zu-Durchschnitts-Leistungsverhältnis für den Burst der geringste unter allen der Vielzahl von Sät-
zen von Trainingssequenzsymbolen oder weniger als oder gleich wie der vorbestimmte Wert ist.

2. Verfahren nach Anspruch 1, wobei nach dem Erzeugen des Bursts und vor der Höchstpunkt-zu-Durchschnitts-
Leistungsverhältnis-Berechnung der Burst unter Verwendung eines Sendepulsformungsfilters gefiltert wird.

3. Verfahren nach einem der Ansprüche 1 bis 2, wobei nach dem Erzeugen des Bursts ein zyklischer ein Vorspann
bzw. ein Vorsatz an den IDFT-vorcodierten Burst angehängt wird.

4. Verfahren nach Anspruch 3, wobei nach der Höchstpunkt-zu-Durchschnitts-Leistungsverhältnis-Berechnung das
Verfahren den Auswählens- und den Erzeugensschritt für einen neuen Satz von Trainingssequenzsymbolen durch-
führt, wenn der Höchstpunkt-zu-Durchschnitts-Leistungsverhältnis-Wert größer als ein vorbestimmter Wert ist.

5. Verfahren nach Anspruch 1, wobei die IDFT-vorcodierten Datensymbole vordem Erzeugen durch einen Sendepuls-
formungsfilter gefiltert werden, und wobei die Trainingssequenzsymbole IDFT-vorcodiert sind und vor dem Erzeugen
von dem gleichen Sendepulsformungsfilter gefiltert werden.

6. Verfahren nach einem der Ansprüche 1 bis 4, wobei jedes der Vielzahl von Sätzen von Trainingssequenzsymbolen
IDFT-vorcodiert und in dem Speicher des Senders gespeichert sind.

7. Verfahren nach Anspruch 3 oder 4, wobei jedes der Vielzahl von Trainingssequenzsymbolen IDFT-vorcodiert, mit
einem zyklischen Vorsatz bzw. einem zyklischen Vorspann versehen, gefiltert und in dem Speicher des Senders
gespeichert ist.

8. Verfahren nach Anspruch 1, wobei mindestens einer der Vielzahl von Sätzen von Trainingssequenzsymbolen IDFT-
vorcodiert und in dem Speicher des Senders gespeichert ist, und die verbleibenden der Vielzahl von Sätzen von
Trainingssequenzsymbolen durch einen Vorgang auf den gespeicherten IDFT-vorcodierten Trainingssequenzsatz
erhalten werden.

9. Verfahren nach Anspruch 5, wobei mindestens einer der Vielzahl von Sätzen von Trainingssequenzsymbolen IDFT-
vorcodiert, mit einem zyklischen Vorsatz bzw. einem zyklischen Vorspann versehen, Sendepulsformungs-gefiltert
und in dem Speicher des Senders gespeichert ist, und die verbleibenden der Vielzahl von Sätzen von Trainingsse-
quenzsymbolen durch einen Vorgang auf den gespeicherten IDFT-vorcodierten Trainingssequenzsatz erhalten
werden.

10. Sender mit:

einem Prozessor,
einem Speicher und
einem Kommunikationsteilsystem,
wobei der Prozessor, der Speicher und das Kommunikationsteilsystem zusammenwirken, um das Verfahren
nach einem der Ansprüche 1 bis 9 durchzuführen.

11. Verfahren mit:

Empfangen eines Bursts, der an einem Sender nach einem der Verfahren nach Anspruch 1 bis 9 erzeugt worden
ist,
Durchführen einer diskreten Fouriertransformation auf dem Burst,
Auswählen einer Trainingssequenz unter einer bekannten Vielzahl von Trainingssequenzsätzen, wobei sich
aus der ausgewählten Trainingssequenz die Minimal-Rauschen-Schätzung unter der Vielzahl von Trainings-
sequenzsätzen ergibt, und
Demodulieren des Stoßes mit der ausgewählten Trainingssequenz.

12. Verfahren nach Anspruch 11, wobei das Auswählen ferner eine Kanalschätzung verwendet.
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13. Empfänger mit:

einem Prozessor,
einem Speicher und
einem Kommunikationsteilsystem,
wobei der Prozessor, der Speicher und das Kommunikationsteilsystem zusammenwirken, um das Verfahren
nach Anspruch 11 oder 12 durchzuführen.

Revendications

1. Procédé comprenant le fait :

de précoder des symboles de données en utilisant une transformée de Fourier discrète inverse (’IDFT’) ;
de choisir, au niveau d’un émetteur, un ensemble de symboles de séquence d’apprentissage parmi une pluralité
d’ensembles de symboles de séquence d’apprentissage ;

caractérisé par :

la création, au niveau de l’émetteur, d’une salve précodée par IDFT en additionnant l’IDFT des symboles de
données et une IDFT de l’ensemble de symboles de séquence d’apprentissage choisi,
de calculer un rapport puissance de crête/puissance moyenne pour la salve,
de comparer le rapport puissance de crête/puissance moyenne calculé pour la salve à une valeur prédéterminée
et de sélectionner l’ensemble de symboles de séquence d’apprentissage choisi si le rapport puissance de
crête/puissance moyenne calculé pour la salve est inférieur ou égal à la valeur prédéterminée ou de choisir
d’autres ensembles de symboles de séquence d’apprentissage pour la comparaison jusqu’à ce qu’un ensemble
de séquences d’apprentissage choisi soit sélectionné de sorte que le rapport puissance de crête/puissance
moyenne calculé pour la salve soit le plus faible parmi toute la pluralité d’ensembles de symboles de séquence
d’apprentissage ou soit inférieur ou égal à la valeur prédéterminée.

2. Procédé de la revendication 1, dans lequel, après création de la salve, ladite salve est filtrée en utilisant un filtre de
mise en forme d’impulsions de transmission et avant le calcul du rapport puissance de crête/puissance moyenne.

3. Procédé de l’une quelconque des revendications 1 et 2, dans lequel, après création de la salve, un préfixe cyclique
est ajouté à ladite salve précodée par IDFT.

4. Procédé de la revendication 3, dans lequel, après le calcul du rapport puissance de crête/puissance moyenne, le
procédé exécute les étapes de choix et de création pour un nouvel ensemble de symboles de séquence d’appren-
tissage si la valeur du rapport puissance de crête/puissance moyenne est supérieure à une valeur prédéterminée.

5. Procédé de la revendication 1, dans lequel les symboles de données précodés par IDFT sont filtrés par un filtre de
mise en forme d’impulsions de transmission avant la création, et dans lequel les symboles de séquence d’appren-
tissage sont précodés par IDFT et filtrés par le même filtre de mise en forme d’impulsions de transmission avant la
création.

6. Procédé de l’une quelconque des revendications 1 à 4, dans lequel chacun de la pluralité d’ensembles de symboles
de séquence d’apprentissage est précodé par IDFT et stocké dans la mémoire de l’émetteur.

7. Procédé de la revendication 3 ou 4, dans lequel chacun de la pluralité d’ensembles de symboles de séquence
d’apprentissage est précodé par IDFT, additionné d’un préfixe cyclique, filtré et stocké dans la mémoire de l’émetteur.

8. Procédé de la revendication 1, dans lequel au moins l’un de la pluralité d’ensembles de symboles de séquence
d’apprentissage est précodé par IDFT et stocké dans la mémoire de l’émetteur et le reste de la pluralité d’ensembles
de symboles de séquence d’apprentissage sont obtenus par une opération sur l’ensemble de séquences d’appren-
tissage précodé par IDFT stocké.

9. Procédé de la revendication 5, dans lequel au moins l’un de la pluralité d’ensembles de symboles de séquence
d’apprentissage est précodé par IDFT, additionné d’un préfixe cyclique, filtré avec le filtre de mise en forme d’im-
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pulsions de transmission et stocké dans la mémoire de l’émetteur et le reste de la pluralité d’ensembles de symboles
de séquence d’apprentissage sont obtenus par une opération sur l’ensemble de séquences d’apprentissage stocké.

10. Émetteur comprenant :

un processeur ;
une mémoire ; et
un sous-système de communications,
où le processeur, la mémoire et le sous-système de communications coopèrent afin de mettre en oeuvre le
procédé de l’une quelconque des revendications 1 à 9.

11. Procédé comprenant le fait :

de recevoir, au niveau d’un récepteur, une salve créée au niveau d’un émetteur selon le procédé des revendi-
cations 1 à 9 ;
d’exécuter une transformée de Fourier discrète sur la salve ;
de choisir une séquence d’apprentissage parmi une pluralité d’ensembles de séquences d’apprentissage con-
nue, la séquence d’apprentissage choisie donnant lieu à l’estimation du moindre bruit parmi la pluralité d’en-
sembles de séquences d’apprentissage ; et
de démoduler la salve avec la séquence d’apprentissage choisie.

12. Procédé de la revendication 11, dans lequel le choix utilise en outre une estimation de canal.

13. Récepteur comprenant :

un processeur ;
une mémoire ; et
un sous-système de communications,
où le processeur, la mémoire et le sous-système de communications coopèrent afin de mettre en oeuvre le
procédé de la revendication 11 ou 12.
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