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(57)  The  invention  relates  to  a  feeding  device  for 
cattle.  This  feeding  device  comprises  a  posi- 
tioning  surface  and  engaging  means  for  com- 
pacted  fodder  blocks  close  to  a  feeding  fence 
with  one  or  more  openings  for  passage  of  the 
head  of  an  animal.  The  device  further  comprises 
guiding  and  drive  means  for  displacing  the 
engaging  means  toward  and  away  from  the 
feeding  fence  and  control  means  for  selectively 
switching  on  the  drive  means. 
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The  invention  relates  to  a  feeding  device  for  cat- 
tle. 

It  is  usual  to  feed  cattle  in  an  animal  stall  by  de- 
positing  a  quantity  of  fodder  in  front  of  a  feeding  fence 
one  or  more  times  a  day.  This  fodder  can  consist  of 
bulk  fodder  such  as  grass  and  hay  with  additives.  In 
modern  cattle  farming  use  is  increasingly  being  made 
of  so-called  silage  fodder  which  is  fermented  in  a 
compacted  state  closed  off  from  air.  This  compacted 
fodder  must  be  separated  or  reduced  in  size  before  it 
can  be  given  to  the  cattle. 

Feeding  of  cattle  is  a  time-consuming  activity. 
The  invention  has  for  its  object  to  provide  a  feed- 

ing  device  with  which  time-saving  can  be  achieved. 
This  object  is  achieved  according  to  the  invention 

with  a  feeding  device  as  characterized  in  claim  1  .  The 
compacted  fodder  blocks  such  as  silage  blocks  are 
placed  on  the  positioning  surface  and,  using  the  en- 
gaging  means,  moved  gradually  toward  the  feeding 
fence  as  the  cattle  feed  from  the  fodder  blocks.  With 
the  device  according  to  the  invention  a  quantity  of 
fodder  can  for  instance  be  placed  that  is  sufficient  for 
one  week.  During  this  week  the  person  looking  after 
the  cattle  thus  only  has  to  operate  the  control  means 
regularly  to  slide  the  fodder  blocks  toward  the  feeding 
fence. 

In  preference  the  step  of  claim  2  is  herein  applied. 
A  minimum  amount  of  work  is  hereby  associated  with 
operation  of  the  feeding  device. 

A  favourable  embodiment  is  characterized  in 
claim  3.  Because  a  part  of  the  device  is  received  in  a 
fixed  floor,  the  upper  surface  of  the  floor  remains  free 
of  obstacles  so  that  the  fodder  can  be  su  ppl  ied  si  mply 
with  a  tractor  which  can  therein  travel  over  the  floor 
without  problems. 

A  favourable  development  of  the  feeding  device 
according  to  the  invention  is  characterized  in  claim  4. 
The  drive  means  themselves  herein  need  only  have 
a  small  active  stroke,  which,  when  hydraulic  or  pneu- 
matic  motors  such  as  jacks  are  used,  results  in  a 
compact  and  economic  construction. 

Application  of  the  step  of  claim  5  enables  move- 
ment  of  the  fodder  blocks  toward  and  away  from  the 
feeding  fence.  In  particular  cases  it  is  desired  to  inter- 
rupt  feeding  of  the  cattle,  for  instance  to  ensure  that 
the  cattle  does  not  eat  too  much  at  any  particular  mo- 
ment.  The  fodder  consumption  can  hereby  be  better 
spread  over  the  day. 

Another  favourable  embodiment  is  characterized 
in  claim  6.  The  fodder  blocks  can  herein  be  placed 
simply  and  quickly  on  the  engaging  means,  where- 
after  the  blocks  can  be  moved  toward  and  optionally 
away  from  the  feeding  fence  without  problem.  A  fa- 
vourable  embodiment  therein  is  characterized  in 
claim  7.  The  fodder  blocks  can  thus  be  displaced 
stepwise  toward  and  away  from  the  feeding  fence. 
The  device  occupies  little  space  and  can  be  built  into 
the  floor  in  suitable  manner. 

A  preferred  embodiment  is  therein  characterized 
in  claim  8. 

Another  favourable  embodiment  variant  is  char- 
acterized  in  claim  10.  The  construction  of  the  feeding 

5  device  according  to  this  embodiment  is  very  simple. 
By  tilting  the  carrying  surface  through  the  deter- 
mined  angle  the  fodder  blocks  slide  in  the  direction  to- 
ward  the  feeding  fence  so  that  they  once  again  come 
within  the  reach  of  the  cattle. 

10  The  invention  will  be  further  elucidated  in  the  fol- 
lowing  description  with  reference  to  the  annexed  fig- 
ures. 

Figure  1  shows  in  partly  perspective  view  a  part 
of  an  animal  stall  with  a  feeding  device  according  to 

15  the  invention. 
Figure  2  shows  a  broken  away  perspective  view 

along  arrow  II  in  figure  1. 
Figure  3  shows  a  feeding  device  according  to  the 

invention  in  another  embodiment. 
20  Figure  4  shows  a  cross  section  of  the  device  of 

figure  3  along  IV-IV  therein. 
Figure  5  shows  a  view  corresponding  with  figure 

4  to  elucidate  the  operation  of  the  device. 
Figure  6  shows  a  partly  broken  away  perspective 

25  view  of  another  drive  for  a  device  as  according  to  fig- 
ure  3. 

Figure  7  shows  an  alternative  embodiment  of  the 
device  according  to  the  invention. 

Figure  8  shows  another  alternative  embodiment 
30  of  the  device  according  to  the  invention. 

Figure  1  shows  a  part  of  an  interior  of  an  animal 
stall  having  two  fixed  feeding  fences  4  on  either  side 
of  a  pathway  6.  Each  of  these  feeding  fences  4  has 
one  or  more  openings  for  passage  of  the  head  of  an 

35  animal.  A  positioning  surface  2  for  compacted  fodder 
blocks  5,  such  as  silage  blocks,  is  situated  close  to 
each  feeding  fence  4.  Feeding  device  1  further  com- 
prises  engaging  means  3  which  in  the  embodiment 
shown  here  consist  of  a  slide.  This  slide  3  can  be  dis- 

40  placed  toward  and  away  from  feeding  fence  4  by  drive 
means  7.  In  the  movement  toward  the  feeding  fence 
4  the  fodder  blocks  5  are  carried  along  and  brought 
within  reach  of  the  cattle.  When  the  fodder  5  is  finish- 
ed  the  engaging  means  3  are  moved  back  again  by 

45  drive  means  7  so  that  new  fodder  blocks  5  can  be 
placed  on  the  positioning  surface  2. 

As  shown  in  figure  1,  the  engaging  means  3,  in 
the  form  shown  here  of  a  slide,  extend  over  a  length 
equal  to  that  of  a  number  of  fodder  blocks  5.  The  drive 

so  means  consist  of  a  number  of  parts  which  grip  over 
this  length,  one  of  which  is  shown  in  figure  2. 

Drive  7  comprises  a  hydraulic  double-action  jack 
10  which  is  connected  at  one  end  to  a  gear  rack  11 
and  which  engages  at  the  other  end  via  a  slotted  hole 

55  20  in  a  tilting  arm  16.  The  latter  is  hingedly  connected 
at  1  8  to  the  frame  1  9  of  the  device.  On  its  bottom  end 
the  arm  comprises  a  stop  21  which  can  lie  against  a 
fixed  stop  surface  22  of  frame  19,  wherein  the  posi- 
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tion  of  the  arm  16  drawn  in  full  lines  is  defined.  From 
this  position  the  arm  16  can  pivot  to  the  right  as  seen 
in  figure  2  on  the  pivot  shaft  1  8  to  the  position  desig- 
nated  with  23. 

The  engaging  means  3  are  provided  with  a  ratch- 
et  device  which  consists  of  a  ratchet  12  received  slid- 
ably  in  a  shaft  13.  Ratchet  12  can  be  lifted  using  the 
handle  14.  During  the  movement  to  the  left  in  relation 
to  gear  rack  11  as  seen  in  figure  2  the  ratchet  12  can 
slide  over  the  teeth  but  engages  the  gear  rack  fixedly 
during  a  movement  in  opposed  direction. 

During  a  pulling  stroke  of  the  hydraulic  jack  10  the 
gear  rack  11  is  pulled  to  the  left  as  seen  in  figure  2, 
wherein  via  ratchet  12  the  engaging  slide  3  is  carried 
along.  During  the  return  stroke  of  gear  rack  7  directed 
to  the  right,  the  ratchet  12  pivots  slightly  on  its  shaft 
1  3  whereby  the  teeth  move  through  under  ratchet  12. 
Atasubsequent  stroke  of  the  hydraulic  jack  10  in  left- 
hand  direction  the  slide  3  is  again  displaced  to  the 
left.  The  engaging  slide  3  can  thus  move  the  fodder 
block  5  to  the  left  during  a  number  of  alternating  in- 
ward  and  outward  strokes  of  hydraulic  jack  10. 

The  drive  shown  can  also  move  fodder  block  5 
back  over  a  distance  in  order  to  place  it  out  of  the 
reach  of  the  cattle.  For  this  purpose  the  hydraulic  jack 
10  is  driven  further  in  an  outward  stroke  beyond  the 
position  wherein  the  ratchet  12  falls  into  the  following 
set  of  teeth  and  the  end  24  of  the  gear  rack  comes  into 
contact  with  the  end  25  of  the  recess  in  which  it  is  re- 
ceived.  With  a  further  outward  stroke  of  hydraulic 
jack  10  the  arm  16  will  be  tilted  on  the  pivot  point  18 
and  the  rod  17  connected  to  arm  16  will  press  back 
the  fodder  block  5,  to  the  right  as  seen  in  figure  2. 

When  the  fodder  blocks  5  have  been  consumed 
and  new  fodder  blocks  must  be  placed,  ratchet  12  is 
lifted  using  the  handle  14  and,  by  operating  the  lever 
15,  the  shaft  13  is  then  given  a  quarter-turn  in  clock- 
wise  direction.  By  then  driving  the  hydraulic  jack  10 
reciprocally  a  number  of  strokes  the  engaging  slide  3 
is  now  displaced  to  the  right.  The  alternating  recipro- 
cal  driving  of  the  hydraulic  jack  10  can  be  effected 
simply  by  suitable  control  means. 

The  feeding  device  30  of  figure  3  is  for  the  most 
part  built  into  the  floor  on  which  the  fodder  blocks  are 
placed.  The  device  comprises  a  framework  40  which 
is  received  in  a  slightly  larger  recess  41  in  the  floor. 
Framework  40  is  driven  using  an  eccentric  drive  42. 
Figures  4  and  5  show  the  operation. 

The  drive  comprises  for  instance  two  mutually 
parallel  shafts  44  mounted  on  the  framework  40. 
These  shafts  44  carry  first  eccentrics  43  and  second 
eccentrics  45  with  a  smaller  eccentricity  which  can  be 
connected  at  choice  to  shaft  44  by  suitable  means 
(not  shown).  Figure  4  shows  the  operation  when  the 
large  eccentrics  43  are  coupled  to  shaft  44.  On  rota- 
tion  of  the  shafts  44  the  whole  frame  40  with  the  fod- 
der  blocks  5  thereon  is  lifted  up  and,  as  seen  in  figure 
4,  moved  to  the  left.  The  eccentrics  43  lift  up  the  fod- 

der  blocks  5  placed  on  the  framework  40  in  addition 
to  "driving"  the  f  ramework40  with  fodder  blocks  to  the 
left. 

When  framework  40  has  arrived  in  its  position 
5  moved  fully  to  the  left,  the  eccentrics  43  are  disen- 

gaged  and  the  smaller  eccentrics  connected.  By  a  ro- 
tation  of  shafts  44  in  the  opposite  direction  the  whole 
framework  40  can  then  be  moved  back  to  the  position 
drawn  in  full  lines  in  figure  4.  The  recess  41  is  deeper 

10  than  the  height  of  framework40  and  the  small  eccen- 
tric  45  is  dimensioned  such  that  during  operation 
thereof  the  upper  side  of  framework  40  remains  sub- 
stantially  free  of  the  underside  of  fodder  block  5.  The 
combined  lift  and  "drive"  function  of  the  large  eccen- 

15  tries  43  achieves  an  effective  large  stroke  of  the  fra- 
mework  40  per  revolution  of  the  shaft  44.  With  large 
eccentrics  43  in  engagement  the  direction  of  move- 
ment  of  the  shafts  44  can  of  course  also  be  reversed 
in  order  to  move  fodder  blocks  5  a  certain  distance  be- 

20  yond  the  reach  of  the  cattle. 
Figure  6  shows  a  slightly  different  drive  for  a  de- 

vice  of  the  type  as  shown  in  figure  3.  Herein  a  shaft 
53  is  fixedly  mounted  in  supports  52,  55  and  rotatably 
drivable  by  a  hydraulic  motor  51.  Shaft  53  carries  a 

25  number  of  eccentrics  54  which  are  mounted  in  frame- 
work40.  At  least  one  similar  drive  is  arranged  at  a  dis- 
tance  parallel  to  the  shown  device  50.  These  drives 
are  synchronized  in  usual  manner,  for  instance  by  a 
chain  transmission. 

30  When  hydromotor  51  is  rotated  in  the  direction  in- 
dicated  with  arrow  56,  the  frame  is  moved  upward 
parallel  to  itself,  then  moved  to  the  left  as  seen  in  fig- 
ure  6  and  downward  and  back  again.  Frame  40  thus 
rises  above  recess  41  and  then  moves  to  the  left  so 

35  that  fodder  blocks  resting  on  the  floor  are  lifted  up  by 
frame  40  and  moved  to  the  left.  During  the  return 
movement  the  frame  40  is  situated  below  the  floor 
surface  so  that  fodder  blocks  5  are  not  displaced.  By 
causing  shaft  53  to  make  a  number  of  revolutions  the 

40  fodder  blocks  are  moved  a  number  of  steps  to  the  left 
as  seen  in  figure  6.  By  rotating  the  motor  51  in  the  op- 
posite  direction  the  fodder  blocks  resting  on  the  floor 
are  moved  to  the  right  as  seen  in  figure  6. 

Such  a  stepwise  movement  of  a  feeding  device 
45  according  to  the  invention  with  engaging  means  for 

the  fodder  blocks  on  the  underside  can  also  be  ob- 
tained  in  a  manner  other  than  with  an  eccentric  drive. 
Thus  a  crank-connecting  rod  mechanism  or  separate 
jacks  providing  the  horizontal  and  vertical  displace- 

so  ment  can  also  be  applied. 
The  advantage  of  a  device  of  the  type  as  shown 

in  figure  3  is  that  in  principle  the  floor  remains  freely 
passable  and  has  no  obstacles.  The  cattle  farmer  can 
therefore  quickly  and  easily  deliverfodder  blocks  with 

55  a  tractor  and  position  them  at  the  correct  location. 
Figure  7  shows  yet  another  embodiment  of  the 

device  according  to  the  invention.  This  device  60 
comprises  a  carrying  surface  61  on  which  the  fodder 
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blocks  5  are  disposed.  At  the  end  of  the  carrying  sur- 
face  61  situated  close  to  feeding  fence  4  this  carrying 
surface  61  is  provided  with  a  downward  extending  rib 
63  which  falls  into  a  gutter  62  arranged  in  the  floor. 
Rib  63  forms  a  pivot  axis  about  which  the  carrying  5 
surface  61  is  pivotable.  Mounted  in  the  floor  is  a  jack 
65,  preferably  a  hydraulic  jack,  the  piston  rod  66  of 
which  bears  on  its  end  a  ball  joint  67.  On  the  side 
close  to  the  feeding  fence  the  carrying  surface  61  is 
also  provided  with  a  standing  edge  64.  10 

The  device  60  operates  as  follows.  Fodder  blocks 
5  are  placed  on  the  carrying  surface  61  against  the 
standing  edge  64,  so  that  the  side  facing  toward  feed- 
ing  fence  4  is  accessible  to  the  cattle.  When  the  cattle 
has  consumed  the  portion  of  fodder  block  5  lying  with-  15 
in  reach,  the  farmer  operates  the  hydraulic  jack  65, 
whereby  carrying  surface  61  tilts  upward  on  the  pivot 
axis  defined  by  rib  63  and  gutter  62.  The  fodder  block 
5  hereby  slides  against  the  standing  edge  64  and,  af- 
ter  retraction  of  jack  65,  is  thus  once  again  situated  20 
within  reach  of  the  cattle.  This  operation  is  repeated 
until  block  5  is  wholly  consumed  and  a  new  feeding 
cycle  begins.  The  carrying  surface  61  can  have  a 
length  such  that  a  number  of  fodder  blocks  5  can  be 
disposed  mutually  adjacent  thereon.  In  that  case  a  25 
number  of  jacks  65  will  likewise  be  applied  in  order  to 
obtain  a  good  distribution  of  forces.  These  jacks  are 
operated  simultaneously  to  bring  about  tilting  of  car- 
rying  surface  61. 

The  stepwise  placing  of  the  fodderwithin  reach  of  30 
the  cattle  can  also  take  place  by  only  tilting  the  car- 
rying  surface  61.  By  further  tilting  the  carrying  sur- 
face  in  stepwise  manner  a  new  portion  of  the  fodder 
block  is  brought  each  time  within  reach  of  the  cattle. 

The  feeding  device  according  to  the  invention  35 
can  be  further  embodied  in  countless  other  ways.  A 
simple  construction  is  shown  in  figure  8. 

This  device  70  comprises  a  fodder  slide  71  lying 
detached  on  the  floor  which  can  be  moved  toward  and 
away  from  the  feeding  fence  4  using  cables  78,  79  40 
and  a  hydraulic  jack  75.  Fodder  slide  71  forms  the  en- 
gaging  means  for  one  or  more  compacted  fodder 
blocks  5. 

The  cable  78  is  fastened  to  a  fixed  support  point 
72  close  to  feeding  fence  4.  The  cable  78  runs  there-  45 
from  overa  guide  wheel  73  mounted  rotatably  on  slide 
71.  The  cable  78  subsequently  extends  parallel  to 
slide  71  to  the  other  end  thereof  where  it  is  trained 
round  a  second  guide  wheel  74.  From  guide  wheel  74 
the  cable  78  extends  to  a  support  point  72  remote  50 
from  feeding  fence  4.  Cable  79  extends  along  a  sim- 
ilar  S-path  from  a  support  point  72  close  to  feeding 
fence  4,  over  a  guide  wheel  73,  along  the  slide  71, 
over  a  guide  wheel  73  to  a  support  point  72  at  a  dis- 
tance  from  feeding  fence  4.  Guide  wheels  73  are  55 
placed  mutually  adjacent  and  guide  wheels  74  are 
placed  one  above  the  other.  The  ends  of  the  cables 
78,  79  which  are  remote  from  feeding  fence  4  are  fas- 

tened  to  the  support  points  72  using  the  respective 
cable  tensioners  80,  81.  Using  the  tensioners  80,  81 
the  cables  78,  79  can  be  brought  to  a  desired  tension 
and  the  slide  71  can  moreover  be  set  properly  parallel 
to  feeding  fence  4. 

Due  to  the  described  path  of  cables  78,  79  the 
slide  71  can  now  only  move  parallel  to  itself  in  the  di- 
rection  toward  and  away  from  feeding  fence  4.  The 
drive  of  this  movement  is  obtained,  as  noted,  using  a 
hydraulic  jack  75.  The  piston  rod  of  this  jack  75  grips 
at  77  onto  the  cable  78  and  at  76  the  cylinder  of  jack 
75  grips  onto  cable  79. 

By  retracting  the  piston  75,  which  is  double-ac- 
tion,  in  the  drawn  embodiment  of  the  device  70,  the 
portions  of  the  cables  78,  79  situated  between  the 
slide  71  and  the  support  points  72  close  to  the  feeding 
fence  4  are  tightened  simultaneously,  while  the  oppo- 
site  portions  of  cables  78,  79  are  slackened.  The  fod- 
der  slide  71  hereby  slides  toward  the  feeding  fence  4. 
The  return  movement  is  of  course  achieved  by  ex- 
tending  the  jack  75. 

A  stop  engaging  on  the  opposite  end  of  fodder 
block  5  can  be  connected  to  the  fodder  slide  71  ,  for 
instance  by  means  of  ratchet  mechanisms  which  re- 
main  out  of  engagement  during  a  movement  of  the 
slide  71  toward  fence  4  and  come  into  engagement 
during  an  opposing  movement.  The  fodder  slide  71 
can  thus  slide  the  fodder  block  5  to  the  feeding  fence 
4  and,  when  it  is  desired  to  place  fodder  block  5  be- 
yond  reach  of  the  cattle,  slide  71  can  be  moved  in  the 
direction  away  from  feeding  fence  4,  wherein  the  stop 
is  carried  along  by  the  ratchet  mechanisms  and  fod- 
der  block  5  thus  moved  away  from  feeding  fence  4. 

In  the  embodiment  shown  the  hydraulic  jack  75  of 
feeding  device  70  must  have  a  stroke  corresponding 
with  the  stroke  which  the  fodder  slide  71  must  per- 
form.  It  is  of  course  possible  to  use  a  jack  with  a  small- 
er  stroke  and  to  bring  about  the  desired  larger  dis- 
placement  by  means  for  instance  of  a  pulley  transmis- 
sion.  To  drive  the  fodder  slide  71  the  drive  means  only 
have  to  move  in  opposing  directions  the  two  portions 
of  cables  78,  79  extending  along  fodder  slide  71.  The 
cables  can  therefore  also  run  round  a  winch  drum 
with  opposed  windings. 

It  wi  II  be  apparent  from  the  above  description  that 
the  feeding  device  according  to  the  invention  can  be 
embodied  in  many  different  ways.  The  different  em- 
bodiments  are  described  to  make  clear  that  these 
many  possibilities  exist  and  certainly  do  not  repre- 
sent  an  exhaustive  enumeration  of  the  possibilities. 
The  illustrated  and  discussed  embodiments  must  not 
therefore  be  construed  as  limitative. 

Claims 

1.  Feeding  device  comprising,  close  to  a  feeding 
fence  with  one  or  more  openings  for  passage  of 

4 
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the  head  of  an  animal,  a  positioning  surface  and 
engaging  means  for  compacted  fodder  blocks, 
guiding  and  drive  means  for  displacing  the  en- 
gaging  means  toward  and  away  from  the  feeding 
fence  and  control  means  for  selectively  switching 
on  the  drive  means. 

2.  Feeding  device  as  claimed  in  claim  1,  wherein 
the  engaging  means  extend  over  a  length  equal 
to  that  of  a  number  of  fodder  blocks. 

3.  Feeding  device  as  claimed  in  claim  1  or2,  where- 
in  the  engaging  means  are  arranged  on  a  frame 
which  is  at  least  partially  received  in  a  fixed  floor. 

4.  Feeding  device  as  claimed  in  any  of  the  foregoing 
claims,  wherein  the  drive  means  are  reciprocally 
movable  through  a  work  stroke  and  a  return 
stroke,  engage  the  engaging  means  during  the 
forward  stroke  and  run  free  of  the  engaging 
means  during  the  return  stroke. 

5.  Feeding  device  as  claimed  in  any  of  the  foregoing 
claims,  wherein  the  engaging  means  can  grip  the 
fodder  blocks  both  on  the  side  remote  from  the 
feeding  fence  and  on  the  side  facing  toward  the 
feeding  fence. 

6.  Feeding  device  as  claimed  in  any  of  the  foregoing 
claims,  wherein  the  engaging  means  can  grip  the 
fodder  blocks  on  the  underside. 

7.  Feeding  device  as  claimed  in  claim  6,  wherein 
the  engaging  means  are  reciprocally  movable 
through  a  work  stroke  and  a  return  stroke,  and 
during  the  return  stroke  are  retractable  out  of  en- 
gagement  with  the  fodder. 

8.  Feeding  device  as  claimed  in  claim  7,  wherein 
the  drive  means  comprise  an  eccentric  mecha- 
nism. 

9.  Feeding  device  as  claimed  in  any  of  the  foregoing 
claims,  wherein  the  engaging  means  comprise  a 
carrying  surface  for  the  fodder  blocks  which  is 
disposed  close  to  the  feeding  fence  for  pivoting 
on  an  axis  extending  parallel  to  the  feeding  fence 
and  wherein  the  drive  means  can  cause  the  car- 
rying  surface  to  tilt  through  a  determined  angle 
on  the  axis. 

10.  Feeding  device  comprising,  close  to  a  feeding 
fence  with  one  or  more  openings  for  passage  of 
the  head  of  an  animal,  a  positioning  surface  and 
engaging  means  for  compacted  fodder  blocks, 
guiding  and  drive  means  for  displacing  the  en- 
gaging  means  toward  and  away  from  the  feeding 
fence  and  control  means  for  selectively  switching 

on  the  drive  means,  which  comprise  at  least  one 
hydraulic  motor. 

11.  Feeding  device  as  claimed  in  claim  10,  wherein 
5  the  engaging  means  comprise  at  least  one  push- 

er  member  displaceable  transversely  of  the  feed- 
ing  fence  and  the  drive  means  comprise  a  cable 
or  chain  drive  for  transmitting  to  the  pusher  mem- 
ber  the  driving  movement  of  the  hydraulic  motor. 

10 
12.  Feeding  device  as  claimed  in  claim  11,  wherein 

the  pusher  member  is  slidable  over  the  position- 
ing  surface. 

15  13.  Feeding  device  as  claimed  in  any  of  the  claims 
10-12,  wherein  the  hydraulic  motor  is  disposed 
substantially  parallel  to  the  feeding  fence. 

14.  Feeding  device  as  claimed  in  claim  13,  wherein 
20  the  hydraulic  motor  is  mounted  on  the  pusher 

member  and  the  drive  movement  of  the  hydraulic 
motor  is  transmitted  to  the  positioning  surface  by 
a  cable  drive. 

25  15.  Feeding  device  as  claimed  in  claim  13,  wherein 
the  hydraulic  motor  is  arranged  fixedly  on  the 
positioning  surface  and  the  drive  movement  of 
the  hydraulic  motor  is  transmitted  to  the  pusher 
member  via  a  cable  drive. 
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