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Description

BACKGROUND

[0001] In general, vacuum cleaners are devices that
suction air containing dust by using a vacuum pressure
generated by a suction motor mounted in a main body
to filter the dust within the main body.
[0002] Such a vacuum cleaner may be mainly classi-
fied into a canister type vacuum cleaner in which a suction
nozzle is provided separately with respect to a main body
and connected to the main body by using a connection
tube and an upright type vacuum cleaner in which a suc-
tion nozzle is coupled to a main body.
[0003] A vacuum cleaner is disclosed in Korean Patent
Registration No. 1038827 that is a prior document. The
vacuum cleaner includes a cleaner body, a duct separa-
tion device separably mounted on the cleaner body and
a dust collection device mounted independently separa-
bly with respect to the duct separation device on the
cleaner body. The dust separation device includes a cy-
clone unit and a filter unit.
[0004] In the vacuum cleaner according to the related
art, since the dust collection device and the dust sepa-
ration device are independently provided, and the dust
separation device is constituted by the cyclone unit and
the filter unit, a user has to manage each of the compo-
nents, and thus the user may feel inconvenience.
[0005] Also, since the dust collection device and the
dust separation device are independently mounted, a
passage for allowing the dust collection device to com-
municate with the duct separation device may increase
in length to cause a passage loss.
[0006] In addition, since the filter unit is covered by a
cover member disposed on the cleaner body, and a filter
is covered by first and second cases constituting the filter
unit, it may be difficult to confirm whether the filter is
blocked to the user.
[0007] US2002/0088209 relates to a dirt cup assembly
for a vacuum cleaner which includes a dirt cup having a
dust collection chamber, a first inlet duct, and a second
inlet duct spaced from the first inlet duct. A dirt cup lid
can be removably secured to the dirt cup. The dirt cup
lid includes a center portion extending over the dust col-
lection chamber, a first wall portion extending over the
first inlet duct, and a second wall portion extending over
the second inlet duct. A filter assembly is removably po-
sitioned within the dust collection chamber.
[0008] US2012/0047683 relates to a vacuum cleaner
having a dust removing apparatus which includes a main
body in which a dust collecting unit is disposed, a filter
disposed inside the dust collecting unit, the dust remov-
ing apparatus to dust off the filter, a rotating handle that
allows the dust removing apparatus to be rotated, the
rotating handle disposed in an outer surface of the dust
collecting unit, and a body cover in which a rotating-han-
dle exposing hole is formed for the rotating handle to be
exposed outside in a state that the dust collecting unit is

disposed in the main body, the body cover rotatably dis-
posed at the main body.
[0009] EP1772091 relates to a cyclone dust collection
apparatus. The cyclone apparatus comprises a cyclone
body having a first cyclone section and a plurality of cy-
clone cones arranged around a lower part of the first cy-
clone, each cyclone cone having a conical shape whose
diameter is reduced as approaching the top end thereof;
a top cover joined to the top end of the cyclone body and
formed with a helical air inflow duct for introducing am-
bient air into the first cyclone section; an inflow/outflow
guide cover joined to the lower end of the cyclone body
so as to communicate the first cyclone section and the
plurality of cyclone cones; and a discharge cover joined
to the lower part of the inflow/outflow guide cover so as
to collect the air discharged through the inflow/outflow
guide cover and discharge the collected air to the outside
of the cyclone dust collection apparatus.

SUMMARY

[0010] The invention is defined in the accompanying
independent claims. Some preferred features are recited
in the dependent claims.
[0011] Embodiments provide a dust container in which
whether cleaning of a filter is required is easily confirmed,
and the filter together with the dust container is cleanable
and a vacuum cleaner.
[0012] In one embodiment, a vacuum cleaner includes:
a cleaner body and a dust container separably mounted
on the cleaner body, wherein the dust container compris-
es: a dust collection body comprising a dust separation
part; an opening through which air separated from dust
in the dust separation part is discharged, the opening
being defined on a bottom wall of the dust collection body;
a filter that filters the air before the air is discharged
through the opening; and a filter supporter to support the
filter.
[0013] The filter supporter has at least one hole
through which the air passing through the filter passes.
[0014] The dust container further comprises an air
guide having an inflow hole through which the air sepa-
rated from the dust in the dust separation part is intro-
duced, and at least a portion of the filter is accommodated
into the air guide.
[0015] An air passage through which the air introduced
through the inflow hole flows is defined between the air
guide and the filter.
[0016] The filter is inserted into or withdrawn from the
air guide through the opening.
[0017] An upper end of the filter passes through the
inflow hole of the air guide and is disposed higher than
the inflow hole of the air guide.
[0018] The air guide comprises an upper wall having
the inflow hole, and a top surface of the filter accommo-
dated in the air guide is spaced apart from the upper wall.
[0019] A portion of the air separated from the dust di-
rectly passes through the filter at an outside of the air
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guide, and the other portion of the air is introduced into
the air passage within the air guide to pass through the
filter.
[0020] The dust collection body comprises a first wall
and a second wall to partition an inner space of the first
wall into a first dust storage part and a second dust stor-
age part, the dust separation part is disposed above the
second dust storage part, and the air guide is disposed
inside the second dust storage part and the dust sepa-
ration part.
[0021] A communication hole through which the dust
within the second dust storage part move to the first dust
storage part is defined in the second wall.
[0022] The dust collection body comprises a main wall
to define the dust separation part and a second dust stor-
age part and an auxiliary wall that surrounds the main
wall to define a first dust storage part,
[0023] the dust separation part is disposed above the
second dust storage part, and the air guide is disposed
inside the second dust storage part and the dust sepa-
ration part.
[0024] A communication hole through which the dust
within the second dust storage part move to the first dust
storage part is defined on the main wall.
[0025] The filter has a hollow, and a support rib inserted
into the hollow is disposed on an upper portion of the
filter supporter.
[0026] A hook part to which the filter supporter is cou-
pled is disposed on the bottom wall of the dust collection
body, and a coupling rib on which the hook part is hooked
is disposed on the filter supporter.
[0027] The dust container further comprises a cover to
cover the dust collection body, and when the cover is
separated from the dust collection body, the filter is ex-
posed to an outside.
[0028] The details of one or more embodiments are
set forth in the accompanying drawings and the descrip-
tion below. Other features will be apparent from the de-
scription and drawings, and from the claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0029]

Fig. 1 is a schematic cross-sectional view of a vac-
uum cleaner according to a first embodiment.
Fig. 2 is a schematic perspective view of a dust con-
tainer according to the first embodiment.
Fig. 3 is a lower perspective view of the dust con-
tainer according to the first embodiment.
Fig. 4 is an exploded perspective view of the dust
container according to the first embodiment.
Fig. 5 is a perspective view of a duct collection body
according to the first embodiment.
Fig. 6 is a longitudinal cross-sectional view of the
duct container according to the first embodiment.
Fig. 7 is a perspective view of a filter and a filter
supporter.

Fig. 8 is a view of a state in which a pressing plate
is disposed in a second dust storage part according
to the first embodiment.
Fig. 9 is a view of a state in which the pressing plate
compresses dust in the first dust storage part ac-
cording to the first embodiment.
Fig. 10 is a view of a state in which a filter is accom-
modated in a dust collection body according to a sec-
ond embodiment.
Fig. 11 is a view of a state in which a filter is accom-
modated in a dust collection body according to a third
embodiment.

DETAILED DESCRIPTION OF THE EMBODIMENTS

[0030] Reference will now be made in detail to the em-
bodiments of the present disclosure, examples of which
are illustrated in the accompanying drawings.
[0031] In the following detailed description of the pre-
ferred embodiments, reference is made to the accompa-
nying drawings that form a part hereof, and in which is
shown by way of illustration specific preferred embodi-
ments in which the invention may be practiced. These
embodiments are described in sufficient detail to enable
those skilled in the art to practice the invention, and it is
understood that other embodiments may be utilized and
that logical structural, mechanical, electrical, and chem-
ical changes may be made without departing from the
scope of the invention. To avoid detail not necessary to
enable those skilled in the art to practice the invention,
the description may omit certain information known to
those skilled in the art. The following detailed description
is, therefore, not to be taken in a limiting sense.
[0032] Fig. 1 is a schematic cross-sectional view of a
vacuum cleaner according to a first embodiment, and
Fig. 2 is a schematic perspective view of a dust container
according to the first embodiment.
[0033] Hereinafter, although a canister type vacuum
cleaner is described as an example, the idea of the cur-
rent embodiment may be equally applied to an upright
type vacuum cleaner or a robot cleaner.
[0034] Referring to Figs. 1 and 2, a vacuum cleaner 1
according to the current embodiment may include a
cleaner body 10 including a suction motor 11 and a dust
container 20 separably mounted on the cleaner body 10.
The dust container 20 may be mounted on a mounting
part 13 provided in the cleaner body 10.
[0035] In the current embodiment, the dust container
20 may perform a dust separation function for suctioning
air containing dust to separate the dust from the air and
a dust storage function for the dust separated from the
air. That is, the dust container 20 includes a dust sepa-
ration part and a dust storage part.
[0036] Alternatively, the vacuum cleaner according to
the current embodiment may include only the dust con-
tainer 20 for separating or storing dust or may further
include an additional dust separation part or dust con-
tainer at an upper or lower side thereof.
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[0037] The dust container 20 may include a dust col-
lection body 210 for separating and storing dust and a
cover 290 for covering one side of the dust collection
body 210. For example, the dust collection body 210 may
have an upper opening. The cover 290 may cover the
upper opening of the dust collection body 210. Also, when
the cover 290 is separated from the dust collection body
210, the dust stored in the duct collection body 210 may
be discharged to the outside through the upper opening.
[0038] The cover 290 may include a cover body 291
covering the dust collection body 210, a suction hole 293
through which the air containing the dust is suctioned,
and a flow guide 294 through which the dust and air suc-
tioned through the suction hole 293 flow and are guided
into the dust collection body 210. The flow guide 294 may
protrude upward from the cover body 291 to guide the
dust and air suctioned through the suction hole 293 so
that the dust and air flow in a spiral shape.
[0039] Hereinafter, the dust container 20 will be de-
scribed in more detail.
[0040] Fig. 3 is a lower perspective view of the dust
container according to the first embodiment, Fig. 4 is an
exploded perspective view of the dust container accord-
ing to the first embodiment, Fig. 5 is a perspective view
of the duct collection body according to the first embod-
iment, Fig. 6 is a longitudinal cross-sectional view of the
duct container according to the first embodiment, and
Fig. 7 is a perspective view of a filter and a filter supporter.
[0041] Referring to Figs. 3 to 7, the dust collection body
210 according to the current embodiment may include a
first wall 211, a second wall 212 partitioning an inner
space of the first wall 211 into a plurality of spaces, and
a bottom wall 211A.
[0042] The first wall 211 may have a non-circular
shape. For example, although the first wall 211 has an
oval shape, the current embodiment is not limited thereto.
The second wall 212 may partition the inner space of the
first wall 211 into a first dust storage part 214 and a sec-
ond dust storage part 215.
[0043] A portion of an inner circumference surface of
the first wall 211 and one surface of the second wall 212
may define the first dust storage part 214. The other por-
tion of the inner circumferential surface of the first wall
211 and the other surface of the second wall 212 may
define the second dust storage part 215.
[0044] For example, the second dust storage part 215
may have a circular shape, and the first dust storage part
214 may have a non-circular shape. The first dust storage
part 214 may be disposed outside the second dust stor-
age part 215.
[0045] The other portion of the inner circumferential
surface of the first wall 211 and the other surface of the
second wall 212 may additionally define the dust sepa-
ration part 213. That is, the dust separation part 213 and
the second dust storage part 215 may be disposed in the
same space, and the dust separation part 213 may be
disposed above the second dust storage part 215.
[0046] A hole 292 having a shape corresponding to

that of the dust separation part 213 may be defined in
the cover body 291. The dust and air spirally flowing along
the flow guide 294 of the cover body 291 may be intro-
duced into the dust separation part 213 through the hole
292.
[0047] Here, the air discharged from the flow guide 294
may spirally flow along the inner circumferential surface
of the dust separation part 213 to generate a cyclone flow
within the dust separation part 213.
[0048] A communication hole 218 for allowing the sec-
ond dust storage part 215 to communicate with the first
dust storage part 214 may be defined in the second wall
212. The communication hole 218 may be defined up-
ward from a lower end of the second wall 212 up to a
predetermined height. Here, the communication hole 218
may have a height less than about 2/3 of the total height
of the second wall 212. This is done for separating the
dust and air at an upper portion of the second wall 212.
[0049] In another aspect, the dust collection body 210
may include a main wall having a cylindrical shape to
define the second dust storage part 215 and an auxiliary
wall surrounding a portion of the main wall to define the
first dust storage part 214. In this case, the communica-
tion hole 218 may be defined in the main wall.
[0050] Thus, according to the current embodiment, the
dust separated from the air by the dust separation part
213 may flow downward toward the second dust storage
part 215 to flow into the first dust storage part 214 through
the communication hole 218.
[0051] The dust collection body 210 may further in-
clude an air guide 220 for guiding the discharge of the
air separated from the dust. The air guide 220 may extend
upward from the bottom wall 211A of the dust collection
body 210. The air guide 220 may be integrated with the
bottom wall 211A or may be separably coupled to the
bottom wall 211A.
[0052] The air guide 220 has an inflow hole 221. The
air separated from the dust in the dust separation part
213 may be introduced into the air guide 220 through the
inflow hole 221.
[0053] The air guide 220 may have a truncated cone
or cylindrical shape with a hollow. Here, the air guide 220
and the dust separation part 213 or the second dust stor-
age part 215 may have the same center.
[0054] An opening 250 through which the air is dis-
charged may be defined in the bottom wall 211A of the
dust collection body 210. The air guide 220 may extend
upward from the periphery of the bottom wall 211A having
the opening 250. Also, the air guide 220 is spaced apart
from the first wall 211 and the second wall 212.
[0055] Thus, the air guide 220 may prevent the dust
(or the air or air containing the dust) flowing into the sec-
ond dust storage part 215 from being discharged to the
outside of the dust collection body 210 through the open-
ing 250.
[0056] Substantially, the air and the dust are separated
in an outer region of the air guide 220, and then the sep-
arated dust flow. Since the air guide 220 is provided in
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the dust separation part 213, the cyclone flow may be
smoothly generated within the dust separation part 213.
[0057] The air guide 220 may have a height less than
that of the dust collection body 210. Thus, the air sepa-
rated from the dust in the dust separation part 213 may
be easily introduced into the air guide 220.
[0058] A filter 230 for filtering the air separated from
the dust may be accommodated in the air guide 220. The
current embodiment is not limited to a kind of filter 230,
for example, a pre filter or sponge type filter.
[0059] The filter 230 may have a cylindrical or truncat-
ed cone shape. For example, when the air guide 220 has
the cylindrical shape, the filter 230 may have the cylin-
drical shape. On the other hand, when the air guide 220
has the truncated cone shape, the filter 230 may have
the truncated cone shape. Alternatively, the filter 230 may
have the truncated cone shape, and the air guide 220
may have the cylindrical shape, and vice versa.
[0060] The filter 230 may be inserted into the air guide
220 through the opening 230 from the outside of the dust
collection body 210. In the state where the filter 230 is
inserted into the air guide 220, at least one portion of an
outer surface of the filter 230 may be spaced apart from
an inner surface of the air guide 220. Thus, an air passage
P through which the air introduced into the air guide 220
through the inflow hole 221 flows may be defined be-
tween the outer surface of the filter 230 and the inner
surface of the air guide 220.
[0061] Here, when the air passage P is viewed from
an upper side of the air guide 220, the air passage P may
have a circular ring shape.
[0062] The air passage P may have a passage cross-
sectional area that gradually decreases downward from
an upper portion of the air guide 220 or is uniform.
[0063] According to the current embodiment, since the
air passage P is defined between the outer surface of
the filter 230 and the inner surface of the air guide 220,
the air introduced into the air guide 220 may not flow into
an upper portion of the filter 230 and also may flow down-
ward along the air passage P to pass through a lower
portion of the filter 230.
[0064] Thus, the air may substantially pass through an
entire surface of the filter 230. According to the current
embodiment, since a surface area of the filter 230 con-
tacting the air increase, filtering performance may be im-
proved.
[0065] Also, since the filter 230 increases in surface
area, and the air passes through the entire surface of the
filter 230, the phenomenon in which a portion of the filter
230 is blocked may be prevented to reduce the cleaning
number of filter 230. Also, the filter 230 may be improved
in performance and used for a long time.
[0066] To reduce the passage loss by the filter 230,
the filter 230 may have a hollow 232, and an upper side
of the filter 230 may be covered. Thus, the air passing
through the filter 230 may flow into the hollow 232 to pass
through the opening 250 of the bottom wall 211A. The
hollow 232 may have a truncated cone or cylindrical

shape.
[0067] The filter 230 accommodated in the air guide
220 may have an upper end passing through the inflow
hole 221 of the air guide. In the state where the filter 230
is accommodated in the air guide 220, the upper end of
the filter 230 may be disposed at the same height as that
of an upper end of the air guide 220 or disposed higher
than the upper end of the air guide 220. Alternatively, the
filter 230 may have a height equal to or greater than that
of the air guide 220.
[0068] If the filter 230 has a height greater than that of
the air guide 220, the upper end of the filter 230 accom-
modated in the air guide 220 may be disposed at a height
equal to or greater than that of the upper end of the duct
collection body 210. Alternatively, the filter 230 may have
a height equal to or greater than that of the duct collection
body 210. Thus, the upper end of the filter 230 may be
disposed in the flow guide 294 of the cover 290.
[0069] A portion of the air within the dust separation
part 213 may pass through the filter 230 at the outside
of the air guide 200, and the other portion of the air may
be introduced into the air passage P within the air guide
220 to pass through the filter 230.
[0070] When the cover 290 is separated from the duct
collection body 210, a portion of the upper portion of the
filter 230 may be directly exposed to the outside.
[0071] According to the current embodiment, when the
user separates the cover 290 from the dust collection
body 210 to empty the dust storage parts 214 and 215
containing the dust, the upper portion of the filter 230
may be directly exposed to the outside. Thus, the user
may confirm a state of the upper portion of the filter 230
through a naked eye thereof to easily determine whether
the cleaning of the filter 230 is required.
[0072] In the current embodiment, to allow the user to
confirm the upper portion of the filter 230, the filter 230
may have a height equal to or greater than that of the air
guide 220. On the other hand, even though the filter has
a height less than that of the air guide 220, the user may
confirm the state of the filter 230 through the inflow hole
221 of the air guide 220.
[0073] The filter 230 may be supported by a filter sup-
porter 240. The filter supporter 240 may include a support
rib 243 inserted into the hollow 232 of the filter 230 and
a discharge hole 241 through which the air passing
through the filter 230 is discharged.
[0074] The support rib 243 extends upward from a top
surface of the filter supporter 240. The support rib 243
may contact an inner surface of the filter 230 in a state
where the support rib 243 is inserted into the hollow 232
of the filter 230. Thus, in the state where the filter 230 is
supported by the filter supporter 240, it may prevent the
filter 230 from being easily separated from the filter sup-
porter 240. Alternatively, the support rib 243 may be
spaced apart from the inner surface of the filter 230.
[0075] A plurality of coupling ribs 245 coupled to the
dust collection body 210 may be disposed around the
filter supporter 240. The plurality of coupling ribs 245 may
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be disposed along a circumferential direction of the filter
supporter 240 and spaced apart from each other. Thus,
a hole 246 may be defined between the plurality of cou-
pling ribs 245.
[0076] A plurality of hook part 252 coupled to the filter
supporter 240 may be disposed on the bottom wall 211A
of the duct collection body 210. The plurality of hook parts
252 may be horizontally spaced apart from each other.
[0077] To couple the filter supporter 240 to the duct
collection body 210, the hole 246 of the filter supporter
240 and the hook part 252 of the duct collection body
210 may be aligned with each other. In this state, the
filter 230 supported by the filter supporter 240 may be
accommodated into the air guide 220. Then, the hook
part 252 may pass through the hole 246 of the filter sup-
porter 240. In this state, when the filter supporter 240
rotates at a predetermined angle, the hook part 252 may
be hooked on the coupling rib 245.
[0078] When the filter supporter 240 is coupled to the
duct collection body 210, the filter supporter 240 covers
the opening 250 of the duct collection body 210.
[0079] In the current embodiment, a bottom surface of
the filter 230 contacts a top surface of the filter supporter
240. Here, the air within the air passage P may not sub-
stantially horizontally pass through the filter 230, but may
pass in a downwardly inclined direction from the outer
surface of the filter 230 toward the inner surface of the
filter 230 (see Fig. 1) .
[0080] Thus, the filter 230 is compressed downward
by a pressure of the air passing through the filter 230,
and the bottom surface of the filter 230 is closely attached
to the top surface of the filter supporter 240 to prevent
the air from leaking between the bottom surface of the
filter 230 and the top surface of the filter supporter 240.
[0081] Referring to Figs. 3, 5, and 6, the duct container
20 may further include a pressing member for compress-
ing the dust stored in the first dust storage part 214.
[0082] The pressing member 270 may rotate by a driv-
ing device 30 to compress the dust stored in stored in
the first dust storage part 214.
[0083] The pressing member 270 may include a rota-
tion shaft 274 and a pressing plate 272 coupled to the
rotation shaft 274 or integrated with the rotation shaft
274. Here, the pressing plate 272 may have a height
greater than the communication hole 218 of the second
wall 212. Thus, the pressing plate 272 may pass through
the communication hole 218.
[0084] A shaft guide 280 in which the rotation shaft 274
is inserted may be disposed on the bottom wall 211A of
the dust collection body 210. The shaft guide 280 may
protrude upward from the bottom wall 211A. The shaft
guide 280 may have a cylindrical shape with a hollow. A
portion of the rotation shaft 274 may be inserted into the
shaft guide 280 from an upper side of the shaft guide 280.
[0085] The driving device 30 may include a compres-
sion motor, a driving gear 320 connected to the compres-
sion motor 310, and a driven gear 330 engaged with the
driving gear 320 and connected to the rotation shaft of

the pressing member 270.
[0086] The compression motor 310 may be a bidirec-
tionally rotatable motor, for example, a synchronous mo-
tor or a step motor. The compression motor 310 may be
disposed on the cleaner body 10 by a motor mount (not
shown). Hereinafter, the synchronous motor that is pro-
vided as an example of the compression motor 310 will
be described. Thus, when an external force having a pre-
determined intensity or more is applied to the compres-
sion motor 310 in a direction opposite to a rotation direc-
tion of the compression motor 310, the compression mo-
tor 310 may automatically change in rotation direction.
[0087] A shaft of the driven gear 330 may be inserted
into the shaft guide 280 from a lower side of the dust
collection body 210 and then be coupled to the rotation
shaft 274 of the pressing member 270.
[0088] In the current embodiment, when the dust con-
tainer 20 is separated from the cleaner body 10, the
mounted state of the compression motor 310 and the
driving gear 320 on the cleaner body 10 may be main-
tained, and the driven gear 30 together with the dust con-
tainer 20 may be firstly separated from the cleaner body
10.
[0089] Although the rotation force of the compression
motor 310 is transmitted into the rotation shaft 274 of the
pressing member 270 through the plurality of gears in
the current embodiment, the present disclosure is not
limited thereto. For example, the compression motor 310
may be directly coupled to the rotation shaft 274 of the
pressing member 270, or the rotation force of the com-
pression motor 310 may be transmitted into the rotation
shaft 274 of the pressing member 270 through a single
gear.
[0090] First and second accommodation parts 282 and
284 in which the driven gear 330 and the driving gear
320 are accommodated may be disposed on the bottom
wall 211A of the duct collection body 210. For example,
the first and second accommodation parts 282 and 284
may protrude upward from the bottom wall 211A.
[0091] Thus, a cutoff part 276 for preventing the press-
ing plate 272 from interfering with the first accommoda-
tion part 282 while the pressing plate 272 rotates may be
defined on a lower portion of the pressing plate 272.
[0092] At least one portion of the rotation shaft 274 of
the pressing member 270 may be disposed in the com-
munication hole 218 of the second wall 212 so that the
pressing member 270 compresses the dust stored in the
first dust storage part 214. Thus, since the pressing plate
272 increases in horizontal width, a compression area
for compressing the dust stored in the first dust storage
part 214 may increase.
[0093] However, a rotation center point (see reference
symbol C of Fig. 8) of the rotation shaft 274 may be de-
fined in the first dust storage part 214. In this case, the
horizontal width of the pressing plate 272 may be se-
cured, and also, the interference with the second wall
212 having the communication hole 218 may be prevent-
ed.
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[0094] Hereinafter, a dust separation process and dust
compression process in the dust container according to
the current embodiment will be described.
[0095] Fig. 8 is a view of a state in which a pressing
plate is disposed in a second dust storage part according
to the first embodiment, and Fig. 9 is a view of a state in
which the pressing plate compresses dust in the first dust
storage part according to the first embodiment.
[0096] Referring to Figs. 1 to 9, when a power button
of the vacuum cleaner 1 is selected, or an operation sig-
nal is inputted, the suction motor 11 may operate to gen-
erate a suction force. Dust and air may be introduced
into the cleaner body 10 by the generated suction force.
Then, the dust and air introduced into the cleaner body
10 may be introduced into the dust container 20 through
the suction hole 293.
[0097] The dust and air introduced into the dust con-
tainer 20 may flow along the flow guide 294 and then be
introduced into the dust collection body 210. That is, the
dust and air flowing along the flow guide 294 may be
introduced into the dust separation part 215. The dust
and air may be separated from each other while spirally
flowing along an inner circumferential surface of the dust
separation part 215.
[0098] A portion of the air separated from the dust may
directly pass through the filter 230 at the outside of the
air guide 220, and the other portion of the air may be
introduced into the air passage P within the air guide 220
through the inflow hole 221 to pass through the filter 230.
Then, the air passing through the filter 230 may be dis-
charged to the outside of the dust container 20 through
the discharge hole 241 of the filter supporter 240.
[0099] The dust separated from the air may move from
the second dust storage part 215 and be stored in the
first dust storage part 214 through the communication
hole 218 of the second wall 212.
[0100] While the suction motor 11 operates, a power
may be applied to the compression motor 310. Although
the compression motor 310 is interlocked with the oper-
ation of the suction motor 11 in the current embodiment,
the present disclosure is not limited thereto. For example,
the compression motor 310 may operate when a com-
pression mode is selected by an input part (not shown),
or the compression motor 310 may be intermittently au-
tomatically turned on or off while the suction motor 11
operates. The current embodiment is not limited to an
operation time of the compression motor 310.
[0101] When a power is applied to the compression
motor 310, the rotation force of the compression motor
310 may be transmitted into the driving gear 320 and the
driven gear 330, and thus the pressing member 270 may
rotate. The pressing member 270 may be reciprocated
and rotate between a position of Fig. 8 (hereinafter, re-
ferred to as a "first position") and a position of Fig. 9
(hereinafter, referred to as a "second position").
[0102] As illustrated in Fig. 8, while the pressing mem-
ber 300 rotates in one direction (a clockwise direction in
Fig. 8), the pressing member 300 may pass through the

communication hole 218 to contact the air guide 220.
Thus, the air guide 220 may apply a resistance force to
the pressing member 270 in a direction opposite to the
rotation direction of the pressing member 270. As a result,
the resistance force may be transmitted into the com-
pression motor 310 through the gears 320 and 330, and
the compression motor 310 may change in rotation di-
rection.
[0103] In the current embodiment, a portion of the air
guide 220 that is in contact with the pressing member
270 may be called a first contact part.
[0104] Thus, in the current embodiment, a portion of
the pressing member may move from the first dust stor-
age part 214 to the second dust storage part 215 while
the pressing member 270 rotates.
[0105] While the pressing member 270 is disposed in
the second dust storage part 215, the dust spirally flowing
within the second dust storage part 215 may be guided
by the pressing member 270 to move to the first dust
storage part 214.
[0106] Since the compression motor 310 changes in
rotation direction, the pressing member 270 may rotate
in the other direction (a counterclockwise direction in Fig.
9). Thus, the pressing member 270 may pass through
the communication hole 218 to move from the second
dust storage part 215 to the first dust storage part 214.
Here, while the pressing member 270 moves from the
second dust storage part 215 to the first dust storage part
214, the pressing member 270 may allow the dust piles
up on the bottom of the second dust storage part 215 to
move to the first dust storage part 214.
[0107] When the pressing member 270 continuously
rotates in the other direction, a region defined by the
pressing member 270 and the first and second walls 211
and 212 within the second dust storage part 214 may
decrease to compress the dust within the region by using
the pressing member 270.
[0108] While the pressing member 270 rotates in the
other direction, the pressing plate 272 may contact the
second accommodation part 284. Thus, the second ac-
commodation part 284 may apply a resistance force (an
external force) to the pressing member 270 in a direction
opposite to the rotation direction of the pressing member
270. As a result, the resistance force may be transmitted
into the compression motor 310 through the gears 320
and 330, and the compression motor may change in ro-
tation direction. Thus, the pressing member 270 may ro-
tate again in the one direction.
[0109] In the current embodiment, a portion of the sec-
ond accommodation part 284 that is in contact with the
pressing member 270 may be called a second contact
part.
[0110] For another example, the first and second ac-
commodation parts 282 and 284 may be omitted. In this
case, the second contact part contacting the pressing
member 270 may be disposed on the bottom wall 211A
or the first wall 211. Alternatively, the first and second
accommodation parts 282 and 284 may be omitted. In
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this case, the first wall 211 itself may serve as the second
contact part.
[0111] According to the current embodiment, since the
dust stored in the first storage part 214 is compressed,
the dust collection performance of the dust container may
be improved, and the number for emptying the dust con-
tainer containing the dust out may be reduced.
[0112] For another example, if the compression motor
is the step motor, the rotation direction of the compres-
sion motor may change by a control part (not shown). In
this case, the control part may acquire the rotation
number when the compression motor rotates and then
change the rotation direction of the compression motor
on the basis of the rotation number.
[0113] In this case, the pressing member 270 may
change in direction before contacting the first and second
contact parts.
[0114] Fig. 10 is a view of a state in which a filter is
accommodated in a dust collection body according to a
second embodiment.
[0115] The current embodiment is the same as the first
embodiment except for positions and shapes of a filter
and air guide. Thus, only characterized parts of the cur-
rent embodiment will be principally described below, and
descriptions of the same part as that of the first embod-
iment will be quoted from the first embodiment.
[0116] Referring to Fig. 10, an air guide 350 is disposed
in a dust collection body 210 according to the current
embodiment. A filter 400 has a shape corresponding to
that of the air guide 350 to surround an outer surface of
the air guide 350. That is, the air guide 350 is fitted into
the filter 400. Also, a plurality of inflow holes 356 through
which air passing through the filter 400 flows may be
defined in the air guide 350.
[0117] In the current embodiment, a surface area of
the filter 400 contacting the air may further increase to
more improve filtering performance.
[0118] Also, when a cover 290 is separated from a dust
collection body 210, a user may confirm an entire surface
of the filter 400. Thus, the user may determine whether
cleaning of the filter 400 is required.
[0119] In the current embodiment, since the air guide
350 supports the filter 400, the air guide 350 may be
called a filter supporter.
[0120] Fig. 11 is a view of a state in which a filter is
accommodated in a dust collection body according to a
second embodiment.
[0121] The current embodiment is the same as the first
embodiment except for positions and shapes of a filter
and air guide. Thus, only characterized parts of the cur-
rent embodiment will be principally described below, and
descriptions of the same part as that of the first embod-
iment will be quoted from the first embodiment.
[0122] Referring to Fig. 11, an air guide 520 is disposed
in a dust collection body 210 according to the current
embodiment.
[0123] The air guide 520 may include a body 521 hav-
ing a cylindrical or truncated cone shape and an upper

wall 523 disposed at an upper portion of the body 521
and having an inflow hole 524.
[0124] The whole filter 530 may be accommodated into
the air guide 520. The filter 530 accommodated into the
air guide may have top and side surfaces that are spaced
apart from the air guide 520. Thus, an air passage P may
be defined between an outer surface of the filter 530 and
an inner surface of the air guide 520.
[0125] According to the current embodiment, air intro-
duced into the air passage P within the air guide 520
through the inflow hole 524 may pass through the side
surface of the filter 530 as well as the top surface of the
filter 530.
[0126] In the current embodiment, since the inflow hole
524 is defined in the upper wall 523, when a cover is
separated from a dust collection body 210, a state of the
upper portion of the filter 530 may be confirmed through
the inflow hole 524.
[0127] An additional embodiment is proposed.
[0128] Although the suction hole and the air guide are
provided in the cover in the foregoing embodiments, the
current embodiment is not limited thereto. For example,
the suction hole may be defined in the dust collection
body 210. In this case, the suction hole may be defined
in the upper portion of the first wall constituting the dust
separation part.
[0129] Also, although the dust separation part and the
second dust storage part are defined by the first and sec-
ond walls in the forgoing embodiments, the current em-
bodiment is not limited thereto. For example, the second
dust storage part may be defined by the first and second
walls, and the dust separation part having a cylindrical
shape may be provided as a separate part and then be
accommodated into a space defined by the first and sec-
ond walls. In this case, an upper portion of each of the
air guide and the filter may be accommodated into the
dust separation part.
[0130] Although the dust collection body includes the
first and second dust storage parts in the foregoing em-
bodiments, the current embodiment is not limited thereto.
For example, the dust collection body may include only
the second dust storage part. In this case, the dust col-
lection body may be defined by only the first wall, and
the second wall having the communication hole may be
omitted.
[0131] Also, although the pressing member is dis-
posed on the dust collection body to rotate by the driving
device in the foregoing embodiments, the current em-
bodiment is not limited thereto. For example, the pressing
member and the driving device may be omitted.
[0132] Although embodiments have been described
with reference to a number of illustrative embodiments
thereof, it should be understood that numerous other
modifications and embodiments can be devised by those
skilled in the art that will fall within the spirit and scope
of the principles of this disclosure. More particularly, var-
ious variations and modifications are possible in the com-
ponent parts and/or arrangements of the subject combi-
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nation arrangement within the scope of the disclosure,
the drawings and the appended claims. In addition to
variations and modifications in the component parts
and/or arrangements, alternative uses will also be ap-
parent to those skilled in the art.
[0133] Although embodiments have been described
with reference to a number of illustrative embodiments
thereof, it should be understood that numerous other
modifications and embodiments can be devised by those
skilled in the art that will fall within the spirit and scope
of the principles of this disclosure. More particularly, var-
ious variations and modifications are possible in the com-
ponent parts and/or arrangements of the subject combi-
nation arrangement within the scope of the disclosure,
the drawings and the appended claims. In addition to
variations and modifications in the component parts
and/or arrangements, alternative uses will also be ap-
parent to those skilled in the art.

Claims

1. A vacuum cleaner (1) comprising:

a cleaner body (10); and
a dust container (20) separably mounted on the
cleaner body (10),
wherein the dust container (20) comprises:

a dust collection body (210) comprising a
dust separation part (213);
a cover (290) arranged to cover the dust
collection body (210), and
an opening (250) through which air sepa-
rated from dust in the dust separation part
(213) is discharged, the opening (250) be-
ing defined on a bottom wall (211a) of the
dust collection body (210) ;

a filter (230, 530) that filters the air before the
air is discharged through the opening (250); and
a filter supporter (240, 350) to support the filter
(230, 530) ,
wherein the cover (290) includes a cover body
(291) covering the dust collection body (210)
and a suction hole (293) through which the air
containing the dust is suctioned,
wherein the vacuum cleaner further comprises
an air guide (220, 520) having an inflow hole
(221, 524) through which the air separated from
the dust in the dust separation part (213) is in-
troduced,
wherein at least a portion of the filter (230, 530)
is accommodated into the air guide (220, 520),
and
wherein the filter (230, 530) is insertable into the
air guide (220, 520) through the opening (250).

2. The vacuum cleaner according to claim 1, wherein
the cover (290) further includes a flow guide (294)
through which the dust and air suctioned through the
suction hole (293) flow and are guided into the dust
collection body (210).

3. The vacuum cleaner according to claims 1 or 2,
wherein when the cover (290) is separated from the
dust collection body (210), the filter (230, 530) is ex-
posed to an outside.

4. The vacuum cleaner according to any one of claims
1 to 3, wherein a hole (292) having a shape corre-
sponding to that of the dust separation part (213) is
defined in the cover body (291).

5. The vacuum cleaner according to any preceding
claim,
wherein an air passage (P) through which the air
introduced through the inflow hole (221, 524) flows
is defined between the air guide (220, 520) and the
filter (230, 530), and
a portion of the air separated from the dust directly
passes through the filter (230) at an outside of the
air guide (220), and the other portion of the air is
introduced into the air passage within the air guide
(220) to pass through the filter (230) .

6. The vacuum cleaner according to any preceding
claim, wherein the dust collection body (210) com-
prises a first wall (211) and a second wall (212) to
partition an inner space of the first wall (211) into a
first dust storage part (214) and a second dust stor-
age part (215),
the dust separation part (215) is disposed above the
second dust storage part (213), and
the air guide (220, 520) is disposed inside the second
dust storage part (215) and the dust separation part
(213).

7. The vacuum cleaner according to any one of claims
1 to 5, wherein the dust collection body (210) com-
prises a main wall to define the dust separation part
(213) and a second dust storage part (215) and an
auxiliary wall that surrounds the main wall to define
a first dust storage part (214),
the dust separation part (213) is disposed above the
second dust storage part (215), and
the air guide (220, 520) is disposed inside the second
dust storage part (215) and the dust separation part
(213).

8. The vacuum cleaner according to any one of claims
1 to 7, wherein the filter supporter (240, 350) has at
least one hole (241, 356) through which the air pass-
ing through the filter (230, 530) passes.

9. The vacuum cleaner according to any one of claims
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1 to 7, wherein the filter (230, 530) has a hollow (232),
and
a support rib (243) inserted into the hollow (232) is
disposed on an upper portion of the filter supporter
(240).

Patentansprüche

1. Staubsauger (1), umfassend:

einen Staubsaugerkörper (10) und
einen Staubbehälter (20), der getrennt an dem
Staubsaugerkörper (10) befestigt ist,
wobei der Staubbehälter (20) Folgendes um-
fasst:

einen Staubsammelkörper (210), der einen
Staubabscheideteil (213) umfasst,
eine Abdeckung (290), die so angeordnet
ist, dass sie den Staubsammelkörper (210)
abdeckt, und
eine Öffnung (250), durch die Luft, die in
dem Staubabscheideteil (213) von dem
Staub abgeschieden wird, abgeführt wird,
wobei die Öffnung (250) auf einer unteren
Wand (211a) des Staubsammelkörpers
(210) festgelegt ist,

einen Filter (230, 530), der die Luft filtert, bevor
die Luft durch die Öffnung (250) abgeführt wird,
und
einen Filterträger (240, 350), um den Filter (230,
530) zu tragen,
wobei die Abdeckung (290) einen Abdeckungs-
körper (291) enthält, der den Staubsammelkör-
per (210) und eine Ansaugöffnung (293) ab-
deckt, durch die die den Staub enthaltende Luft
angesaugt wird,
wobei der Staubsauger ferner eine Luftführung
(220, 520) umfasst, die eine Einströmöffnung
(221, 524) aufweist, durch die die Luft, die in
dem Staubabscheideteil (213) von dem Staub
abgeschieden wird, eingeleitet wird,
wobei wenigstens ein Abschnitt des Filters (230,
530) in der Luftführung (220, 520) untergebracht
ist und
wobei der Filter (230, 530) durch die Öffnung
(250) in die Luftführung (220, 520) eingesetzt
werden kann.

2. Staubsauger nach Anspruch 1, wobei die Abde-
ckung (290) ferner eine Strömungsführung (294)
enthält, durch die der Staub und die Luft, die durch
die Ansaugöffnung (293) angesaugt werden, strö-
men und in den Staubsammelkörper (210) geführt
werden.

3. Staubsauger nach Anspruch 1 oder 2, wobei der Fil-
ter (230, 530) zur Außenseite hin freiliegt, wenn die
Abdeckung (290) von dem Staubsammelkörper
(210) getrennt wird.

4. Staubsauger nach einem der Ansprüche 1 bis 3, wo-
bei eine Öffnung (292), die eine Form aufweist, die
der des Staubabscheideteils (213) entspricht, in dem
Abdeckungskörper (291) festgelegt ist.

5. Staubsauger nach einem der vorhergehenden An-
sprüche,
wobei ein Luftdurchlass (P), durch den die durch die
Einströmöffnung (221, 524) eingeleitete Luft strömt,
zwischen der Luftführung (220, 520) und dem Filter
(230, 530) festgelegt ist und
ein Teil der von dem Staub abgeschiedenen Luft di-
rekt durch den Filter (230) auf einer Außenseite der
Luftführung (220) geleitet wird
und der andere Teil der Luft in den Luftdurchlass in
der Luftführung (220) eingeleitet wird, um durch den
Filter (230) geleitet zu werden.

6. Staubsauger nach einem der vorhergehenden An-
sprüche,
wobei der Staubsammelkörper (210) eine erste
Wand (211) und eine zweite Wand (212) umfasst,
um einen Innenraum der ersten Wand (211) in einen
ersten Staubaufbewahrungsteil (214) und einen
zweiten Staubaufbewahrungsteil (215) aufzuteilen,
der Staubabscheideteil (215) über dem zweiten
Staubaufbewahrungsteil (213) angeordnet ist und
die Luftführung (220, 520) innerhalb des zweiten
Staubaufbewahrungsteils (215) und des Staubab-
scheideteils (213) angeordnet ist.

7. Staubsauger nach einem der Ansprüche 1 bis 5,
wobei der Staubsammelkörper (210) eine Haupt-
wand umfasst, um den Staubabscheideteil (213) und
einen zweiten Staubaufbewahrungsteil (215) festzu-
legen, sowie eine Hilfswand, die die Hauptwand um-
gibt, um einen ersten Staubaufbewahrungsteil (214)
festzulegen,
der Staubabscheideteil (213) über dem zweiten
Staubaufbewahrungsteil (215) angeordnet ist und
die Luftführung (220, 520) innerhalb des zweiten
Staubaufbewahrungsteils (215) und des Staubab-
scheideteils (213) angeordnet ist.

8. Staubsauger nach einem der Ansprüche 1 bis 7,
wobei der Filterträger (240, 350) wenigstens eine
Öffnung (241, 356) aufweist, durch die die durch den
Filter (230, 530) geleitete Luft geleitet wird.

9. Staubsauger nach einem der Ansprüche 1 bis 7,
wobei der Filter (230, 530) eine Vertiefung (232) auf-
weist und
eine in der Vertiefung (232) eingesetzte Trägerrippe
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(243) auf einem oberen Abschnitt des Filterträgers
(240) angeordnet ist.

Revendications

1. Aspirateur (1) comprenant :

un corps d’aspirateur (10) ; et
un récipient à poussière (20) monté séparément
sur le corps d’aspirateur (10),
le récipient à poussière (20) comprenant :

un corps de collecte de poussière (210)
comprenant une partie de séparation de
poussière (213) ;
un couvercle (290) conçu pour couvrir le
corps de collecte de poussière (210), et
une ouverture (250) par laquelle l’air séparé
de la poussière dans la partie de séparation
de poussière (213) est évacué, l’ouverture
(250) étant définie sur une paroi inférieure
(211a) du corps de collecte de poussière
(210) ;

un filtre (230, 530) qui filtre l’air avant que l’air
ne soit évacué par l’ouverture (250) ; et
un support de filtre (240, 350) pour supporter le
filtre (230, 530),
le couvercle (290) comprenant un corps de cou-
vercle (291) couvrant le corps de collecte de
poussière (210) et un orifice d’aspiration (293)
par lequel l’air contenant la poussière est aspiré,
l’aspirateur comprenant en outre un guide d’air
(220, 520) comportant un orifice d’entrée (221,
524) par lequel l’air séparé de la poussière dans
la partie de séparation de poussière (213) est
introduit,
au moins une partie du filtre (230, 530) étant
située dans le guide d’air (220, 520), et
le filtre (230, 530) pouvant être inséré dans le
guide d’air (220, 520) par l’ouverture (250).

2. Aspirateur selon la revendication 1, dans lequel le
couvercle (290) comprend en outre un guide d’écou-
lement (294) par lequel la poussière et l’air aspiré
par l’orifice d’aspiration (293) s’écoulent et sont gui-
dés dans le corps de collecte de poussière (210).

3. Aspirateur selon la revendication 1 ou 2, dans lequel
quand le couvercle (290) est séparé du corps de
collecte de poussière (210), le filtre (230, 530) est
exposé à un extérieur.

4. Aspirateur selon l’une quelconque des revendica-
tions 1 à 3, dans lequel un orifice (292) ayant une
forme correspondant à celle de la partie de sépara-
tion de poussière (213) est défini dans le corps de

couvercle (291).

5. Aspirateur selon l’une quelconque des revendica-
tions précédentes, dans lequel un passage d’air (P)
par lequel l’air introduit par l’orifice d’entrée (221,
524) s’écoule est défini entre le guide d’air (220, 520)
et le filtre (230, 530), et
une partie de l’air séparé de la poussière passe di-
rectement à travers le filtre (230) au niveau d’un ex-
térieur du guide d’air (220), et l’autre partie de l’air
est introduite dans le passage d’air dans le guide
d’air (220) afin de traverser le filtre (230).

6. Aspirateur selon l’une quelconque des revendica-
tions précédentes, dans lequel le corps de collecte
de poussière (210) comprend une première paroi
(211) et une seconde paroi (212) pour séparer un
espace intérieur de la première paroi (211) en une
première partie de stockage de poussière (214) et
en une seconde partie de stockage de poussière
(215),
la partie de séparation de poussière (215) est dis-
posée au-dessus de la seconde partie de stockage
de poussière (213), et
le guide d’air (220, 520) est disposé à l’intérieur de
la seconde partie de stockage de poussière (215) et
de la partie de séparation de poussière (213).

7. Aspirateur selon l’une quelconque des revendica-
tions 1 à 5, dans lequel le corps de collecte de pous-
sière (210) comprend une paroi principale pour dé-
finir la partie de séparation de poussière (213) et une
seconde partie de stockage (215), et une paroi auxi-
liaire qui entoure la paroi principale pour définir une
première paroi de stockage de poussière (214),
la partie de séparation de poussière (213) est dis-
posée au-dessus de la seconde partie de stockage
de poussière (215), et
le guide d’air (220, 520) est disposé à l’intérieur de
la seconde partie de stockage de poussière (215) et
de la partie de séparation de poussière (213).

8. Aspirateur selon l’une quelconque des revendica-
tions 1 à 7, dans lequel le support de filtre (240, 350)
comporte au moins un orifice (241, 356) par lequel
l’air traversant le filtre (230, 530) passe.

9. Aspirateur selon l’une quelconque des revendica-
tions 1 à 7, dans lequel le filtre (230, 530) comporte
un creux (232), et une nervure de support (243) in-
sérée dans le creux (232) est disposée sur une partie
supérieure du support de filtre (240).
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