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(57) A method (2000) of forming a component (80)
having an internal passage (82) defined therein includes
positioning (2002) a jacketed core (310) with respect to
a mold (300). The jacketed core (310) includes a hollow
structure (320) formed from at least a first material (322)
and a first catalyst (362), and an inner core (324) dis-
posed within the hollow structure (320). The method also

includes introducing (2004) a component material (78)
in a molten state into a cavity (304) of the mold (300),
and cooling (2006) the component material (78) in the
cavity (304) to form the component (80). The inner core
(324) defines the internal passage (82) within the com-
ponent (80).
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Description

BACKGROUND

[0001] The field of the disclosure relates generally to
components having an internal passage defined therein,
and more particularly to forming such components having
internal passages lined with a catalyst material.
[0002] Some components require an internal passage
to be defined therein, for example, in order to carry a flow
of fluid. For example, but not by way of limitation, some
components, such as components of combustion sys-
tems, include internal fuel-flow passages. In addition, at
least some components having an internal passage de-
fined therein are used in systems which require the fluid
carried in the internal passage to be subjected to a cat-
alyzed reaction. For example, but not by way of limitation,
at least some such systems include reformers that con-
vert, for example, methane or other relatively heavier fu-
els into syngas. However, in at least some such systems,
the catalyzed reaction is required to occur in a separate
dedicated component, such as a catalyst bed, increasing
a size, manufacturing cost, and operating cost of the sys-
tem.

BRIEF DESCRIPTION

[0003] In one aspect, a method of forming a component
having an internal passage defined therein is provided.
The method includes positioning a jacketed core with re-
spect to a mold. The jacketed core includes a hollow
structure formed from at least a first material and a first
catalyst, and an inner core disposed within the hollow
structure. The method also includes introducing a com-
ponent material in a molten state into a cavity of the mold,
and cooling the component material in the cavity to form
the component. The inner core defines the internal pas-
sage within the component.
[0004] In another aspect, a mold assembly for use in
forming a component having an internal passage defined
therein is provided. The mold assembly includes a mold
defining a mold cavity therein, and a jacketed core posi-
tioned with respect to the mold. The jacketed core in-
cludes a hollow structure formed from at least a first ma-
terial and a first catalyst, and an inner core disposed with-
in the hollow structure. The inner core is positioned to
define the internal passage within the component when
a component material in a molten state is introduced into
the mold cavity and cooled to form the component.

DRAWINGS

[0005]

FIG. 1 is a schematic diagram of an exemplary rotary
machine;

FIG. 2 is a schematic perspective view of an exem-

plary component for use with the rotary machine
shown in FIG. 1;

FIG. 3 is a schematic perspective view of an exem-
plary mold assembly for making the component
shown in FIG. 2, the mold assembly including a jack-
eted core positioned with respect to a mold;

FIG. 4 is a schematic cross-section of an exemplary
jacketed core for use with the mold assembly shown
in FIG. 3, taken along lines 4-4 shown in FIG. 3;

FIG. 5 is a schematic cross-section of another ex-
emplary jacketed core for use with the mold assem-
bly shown in FIG. 3, taken along lines 4-4 shown in
FIG. 3;

FIG. 6 is a cross-section of the component of FIG.
2, taken along lines 6-6 shown in FIG. 2;

FIG. 7 is a schematic sectional view of an exemplary
embodiment of a hollow structure for use in forming
the jacketed core shown in FIG. 3;

FIG. 8 is a schematic sectional view of another ex-
emplary embodiment of a hollow structure for use in
forming the jacketed core shown in FIG. 3;

FIG. 9 is a schematic sectional view of another ex-
emplary embodiment of a hollow structure for use in
forming the jacketed core shown in FIG. 3;

FIG. 10 is a schematic sectional view of another ex-
emplary embodiment of a hollow structure for use in
forming the jacketed core shown in FIG. 3;

FIG. 11 is a schematic cross-section of another ex-
emplary jacketed core for use with the mold assem-
bly shown in FIG. 3, taken along lines 4-4 shown in
FIG. 3;

FIG. 12 is a schematic cross-section of another ex-
emplary jacketed core for use with the mold assem-
bly shown in FIG. 3, taken along lines 4-4 shown in
FIG. 3;

FIG. 13 is a schematic cross-section of another ex-
emplary jacketed core for use with the mold assem-
bly shown in FIG. 3, taken along lines 4-4 shown in
FIG. 3;

FIG. 14 is a schematic sectional view of a portion of
another exemplary component for use with the rotary
machine shown in FIG. 1;

FIG. 15 is a schematic perspective cutaway view of
another exemplary jacketed core for use with the
mold assembly shown in FIG. 3 to form the compo-
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nent shown in FIG. 14;

FIG. 16 is a schematic sectional view of an exem-
plary embodiment of a hollow structure for use in
forming the jacketed core shown in FIG. 15;

FIG. 17 is a schematic sectional view of a portion of
another exemplary component for use with the rotary
machine shown in FIG. 1;

FIG. 18 is a schematic perspective cutaway view of
another exemplary jacketed core for use with the
mold assembly shown in FIG. 3 to form the compo-
nent shown in FIG. 17;

FIG. 19 is a schematic sectional view of an exem-
plary embodiment of a hollow structure for use in
forming the jacketed core shown in FIG. 18;

FIG. 20 is a flow diagram of an exemplary method
of forming a component having an internal passage
defined therein, such as a component for use with
the rotary machine shown in FIG. 1; and

FIG. 21 is a continuation of the flow diagram from
FIG. 20.

DETAILED DESCRIPTION

[0006] In the following specification and the claims, ref-
erence will be made to a number of terms, which shall
be defined to have the following meanings.
[0007] The singular forms "a", "an", and "the" include
plural references unless the context clearly dictates oth-
erwise.
[0008] "Optional" or "optionally" means that the sub-
sequently described event or circumstance may or may
not occur, and that the description includes instances
where the event occurs and instances where it does not.
[0009] Approximating language, as used herein
throughout the specification and claims, may be applied
to modify any quantitative representation that could per-
missibly vary without resulting in a change in the basic
function to which it is related. Accordingly, a value mod-
ified by a term or terms such as "about," "approximately,"
and "substantially" is not to be limited to the precise value
specified. In at least some instances, the approximating
language may correspond to the precision of an instru-
ment for measuring the value. Here and throughout the
specification and claims, range limitations may be iden-
tified. Such ranges may be combined and/or inter-
changed, and include all the sub-ranges contained there-
in unless context or language indicates otherwise.
[0010] The exemplary components and methods de-
scribed herein overcome at least some of the disadvan-
tages associated with known assemblies and methods
for forming systems that include a component having an
internal passage defined therein, and require a catalyzed

reaction to be performed on a fluid carried in the internal
passage. The embodiments described herein provide a
jacketed core positioned with respect to a mold. The jack-
eted core includes a hollow structure and an inner core
disposed within the hollow structure. The inner core ex-
tends within the mold cavity to define a position of the
internal passage within the component to be formed in
the mold. The hollow structure is formed from a first ma-
terial and a first catalyst. The first catalyst is strategically
distributed within the hollow structure, such as by an ad-
ditive manufacturing process, such that the first catalyst
is selectively positioned along the internal passage when
the component is formed in the mold.
[0011] FIG. 1 is a schematic view of an exemplary ro-
tary machine 10 having components for which embodi-
ments of the current disclosure may be used. In the ex-
emplary embodiment, rotary machine 10 is a gas turbine
that includes an intake section 12, a compressor section
14 coupled downstream from intake section 12, a com-
bustor section 16 coupled downstream from compressor
section 14, a turbine section 18 coupled downstream
from combustor section 16, and an exhaust section 20
coupled downstream from turbine section 18. A generally
tubular casing 36 at least partially encloses one or more
of intake section 12, compressor section 14, combustor
section 16, turbine section 18, and exhaust section 20.
In alternative embodiments, rotary machine 10 is any ro-
tary machine for which components formed with internal
passages as described herein are suitable. Moreover,
although embodiments of the present disclosure are de-
scribed in the context of a rotary machine for purposes
of illustration, it should be understood that the embodi-
ments described herein are applicable in any context that
involves a component suitably formed with an internal
passage defined therein.
[0012] In the exemplary embodiment, turbine section
18 is coupled to compressor section 14 via a rotor shaft
22. It should be noted that, as used herein, the term "cou-
ple" is not limited to a direct mechanical, electrical, and/or
communication connection between components, but
may also include an indirect mechanical, electrical,
and/or communication connection between multiple
components.
[0013] During operation of gas turbine 10, intake sec-
tion 12 channels air towards compressor section 14.
Compressor section 14 compresses the air to a higher
pressure and temperature. More specifically, rotor shaft
22 imparts rotational energy to at least one circumferen-
tial row of compressor blades 40 coupled to rotor shaft
22 within compressor section 14. In the exemplary em-
bodiment, each row of compressor blades 40 is preceded
by a circumferential row of compressor stator vanes 42
extending radially inward from casing 36 that direct the
air flow into compressor blades 40. The rotational energy
of compressor blades 40 increases a pressure and tem-
perature of the air. Compressor section 14 discharges
the compressed air towards combustor section 16.
[0014] In combustor section 16, the compressed air is
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mixed with fuel and ignited to generate combustion gases
that are channeled towards turbine section 18. More spe-
cifically, combustor section 16 includes at least one com-
bustor 24, in which a fuel, for example, natural gas and/or
fuel oil, is injected into the air flow, and the fuel-air mixture
is ignited to generate high temperature combustion gas-
es that are channeled towards turbine section 18.
[0015] Turbine section 18 converts the thermal energy
from the combustion gas stream to mechanical rotational
energy. More specifically, the combustion gases impart
rotational energy to at least one circumferential row of
rotor blades 70 coupled to rotor shaft 22 within turbine
section 18. In the exemplary embodiment, each row of
rotor blades 70 is preceded by a circumferential row of
turbine stator vanes 72 extending radially inward from
casing 36 that direct the combustion gases into rotor
blades 70. Rotor shaft 22 may be coupled to a load (not
shown) such as, but not limited to, an electrical generator
and/or a mechanical drive application. The exhausted
combustion gases flow downstream from turbine section
18 into exhaust section 20. Components of rotary ma-
chine 10 are designated as components 80. Components
80 proximate a path of the combustion gases are sub-
jected to high temperatures during operation of rotary
machine 10. Additionally or alternatively, components 80
include any component suitably formed with an internal
passage defined therein.
[0016] FIG. 2 is a schematic perspective view of an
exemplary component 80, illustrated for use with rotary
machine 10 (shown in FIG. 1). Component 80 includes
at least one internal passage 82 defined therein by an
interior wall 100. Although only one internal passage 82
is illustrated, it should be understood that component 80
includes any suitable number of internal passages 82
formed as described herein.
[0017] Component 80 is formed from a component ma-
terial 78. In the exemplary embodiment, component ma-
terial 78 is a suitable metallic alloy. In alternative embod-
iments, component material 78 is any suitable material
that enables component 80 to be formed as described
herein.
[0018] In the exemplary embodiment, component 80
is a component of combustor section 16, and internal
passage 82 flows a fluid within combustor section 16 dur-
ing operation of rotary machine 10 (shown in FIG. 1). In
alternative embodiments, component 80 is another suit-
able component of rotary machine 10 that is capable of
being formed with an internal passage as described here-
in. In still other embodiments, component 80 is any com-
ponent for any suitable application that is suitably formed
with an internal passage defined therein.
[0019] In the exemplary embodiment, component 80
extends generally longitudinally from a first end 88 to an
opposite second end 90. In alternative embodiments,
component 80 has any suitable configuration that is ca-
pable of being formed with an internal passage as de-
scribed herein. In the exemplary embodiment, internal
passage 82 extends from first end 88 to second end 90.

In alternative embodiments, internal passage 82 extends
within component 80 in any suitable fashion, and to any
suitable extent, that enables internal passage 82 to be
formed as described herein. In certain embodiments, in-
ternal passage 82 is nonlinear. For example, internal pas-
sage 82 has a nonlinear shape that is complementary to
a contour of component 80. In alternative embodiments,
internal passage 82 is nonlinear and other than comple-
mentary to a contour of component 80. In other alterna-
tive embodiments, internal passage 82 extends linearly.
[0020] In some embodiments, internal passage 82 has
a substantially circular cross-sectional perimeter. In al-
ternative embodiments, internal passage 82 has a sub-
stantially ovoid cross-sectional perimeter. In other alter-
native embodiments, internal passage 82 has any suit-
ably shaped cross-sectional perimeter that enables in-
ternal passage 82 to be formed as described herein.
Moreover, in certain embodiments, a shape of the cross-
sectional perimeter of internal passage 82 is substantially
constant along a length of internal passage 82. In alter-
native embodiments, the shape of the cross-sectional
perimeter of internal passage 82 varies along a length of
internal passage 82 in any suitable fashion that enables
internal passage 82 to be formed as described herein.
[0021] In certain embodiments, internal passage 82
defines a relatively high length-to-diameter ratio. For ex-
ample, in some embodiments, internal passage 82 de-
fines a length-to-diameter ratio of at least about 25. For
another example, in some embodiments, internal pas-
sage 82 defines a length-to-diameter ratio of at least
about 60. For another example, in some embodiments,
internal passage 82 defines a length-to-diameter ratio of
at least about 70. For another example, in some embod-
iments, internal passage 82 defines a length-to-diameter
ratio of at least about 80. In alternative embodiments,
internal passage 82 defines any suitable length-to-diam-
eter ratio, including a length-to-diameter ratio of less than
about 25.
[0022] FIG. 3 is a schematic perspective view of a mold
assembly 301 for making component 80 (shown in FIG.
2). Mold assembly 301 includes a jacketed core 310 po-
sitioned with respect to a mold 300. FIG. 4 is a schematic
cross-section of an embodiment of jacketed core 310 tak-
en along lines 4-4 shown in FIG. 3. With reference to
FIGS. 2-4, an interior wall 302 of mold 300 defines a mold
cavity 304. Interior wall 302 defines a shape correspond-
ing to an exterior shape of component 80, such that com-
ponent material 78 in a molten state can be introduced
into mold cavity 304 and cooled to form component 80.
It should be recalled that, although component 80 in the
exemplary embodiment is a component of rotary ma-
chine 10, in alternative embodiments component 80 is
any component suitably formable with an internal pas-
sage defined therein, as described herein.
[0023] Jacketed core 310 is positioned with respect to
mold 300 such that a portion 315 of jacketed core 310
extends within mold cavity 304. Jacketed core 310 in-
cludes a hollow structure 320 formed from a first material
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322 and a first catalyst 362. Jacketed core 310 also in-
cludes an inner core 324 disposed within hollow structure
320 and formed from an inner core material 326. Inner
core 324 is shaped to define a shape of internal passage
82, and inner core 324 of portion 315 of jacketed core
310 positioned within mold cavity 304 defines internal
passage 82 within component 80 when component 80 is
formed.
[0024] Hollow structure 320 includes an outer wall 380
that substantially encloses inner core 324 along a length
of inner core 324. An interior portion 360 of hollow struc-
ture 320 is located interiorly with respect to outer wall
380, such that inner core 324 is complementarily shaped
by interior portion 360 of hollow structure 320. In certain
embodiments, hollow structure 320 defines a generally
tubular shape. For example, but not by way of limitation,
hollow structure 320 is initially formed from a substantially
straight metal tube that is suitably manipulated into a non-
linear shape, such as a curved or angled shape, as nec-
essary to define a selected nonlinear shape of inner core
324 and, thus, of internal passage 82. In alternative em-
bodiments, hollow structure 320 defines any suitable
shape that enables inner core 324 to define a shape of
internal passage 82 as described herein.
[0025] In the exemplary embodiment, hollow structure
320 has a wall thickness 328 that is less than a charac-
teristic width 330 of inner core 324. Characteristic width
330 is defined herein as the diameter of a circle having
the same cross-sectional area as inner core 324. In al-
ternative embodiments, hollow structure 320 has a wall
thickness 328 that is other than less than characteristic
width 330. A shape of a cross-section of inner core 324
is circular in the exemplary embodiment. Alternatively,
the shape of the cross-section of inner core 324 corre-
sponds to any suitable shape of the cross-section of in-
ternal passage 82 that enables internal passage 82 to
function as described herein.
[0026] In certain embodiments, first material 322 is se-
lected to provide structural support to jacketed core 310.
In alternative embodiments, first material 322 is selected
to be any suitable material that enables hollow structure
320 to function as described herein. In other alternative
embodiments, hollow structure 320 does not include first
material 322. For example, but not by way of limitation,
first catalyst 362 is sufficient to provide structural support
to jacketed core 310.
[0027] In the exemplary embodiment, hollow structure
320 includes first catalyst 362 disposed adjacent at least
a portion of inner core 324, and first material 322 dis-
posed adjacent outer wall 380. More specifically, first cat-
alyst 362 defines interior portion 360 of hollow structure
320, and first material 322 defines outer wall 380 of hollow
structure 320. In alternative embodiments, first material
322 and first catalyst 362 are disposed in any suitable
arrangement within hollow structure 320 that enables hol-
low structure 320 to function as described herein. For
example, hollow structure 320 does not include first ma-
terial 322, such that first catalyst 362 extends from interior

portion 360 to outer wall 380.
[0028] First catalyst 362 is selected to be catalytically
active along internal passage 82 after component 80 is
formed, as will be described herein. As one example,
component 80 is a component of combustor section 16,
and first catalyst 362 is selected to catalyze reformation,
such as, but not limited to, steam reformation, preferential
oxidation, and/or autothermal reformation, within internal
passage 82. As another example, component 80 is a
component of a hydrolysis system (not shown), and first
catalyst 362 is a proton acid. As another example, com-
ponent 80 is a component of a sulfur recovery system
(not shown), and first catalyst 362 is alumina. As another
example, component 80 is a component of a sulfuric acid
manufacturing plant (not shown), and first catalyst 362
is vanadium oxide. As another example, component 80
is a component of any system implementing a chemical
reaction, and first catalyst 362 is any suitable material
that facilitates, but is not consumed by, the chemical re-
action within internal passage 82. In addition, although
first catalyst 362 is referred to as a single catalyst, it
should be understood that, in some embodiments, first
catalyst 362 includes a mixture of a plurality of catalyti-
cally active constituents.
[0029] In certain embodiments, hollow structure 320 is
formed from any suitable number of materials in addition
to first material 322 and first catalyst 362. For example,
FIG. 5 is a schematic cross-section of another embodi-
ment of jacketed core 310 taken along lines 4-4 shown
in FIG. 3. In the exemplary embodiment, jacketed core
310 includes first catalyst 362 disposed adjacent at least
a portion of inner core 324, first material 322 disposed
adjacent outer wall 380, and a second material 372 dis-
posed radially between first catalyst 362 and first material
322. In some embodiments, first catalyst 362 again is
selected to facilitate a suitable chemical reaction within
internal passage 82, and second material 372 is selected
to be a promoter of a reaction catalyzed by first catalyst
362. For example, first catalyst 362 is selected as a nick-
el-based material to facilitate steam reformation within
internal passage 82, and second material 372 is selected
to be cerium. In alternative embodiments, second mate-
rial 372 is a bond coat material that facilitates bonding of
first catalyst 362 to at least one of first material 322 and
component material 78. In other alternative embodi-
ments, second material 372 is any suitable material that
enables jacketed core 310 to function as described here-
in.
[0030] With reference to FIGs. 2-5, mold 300 is formed
from a mold material 306. In the exemplary embodiment,
mold material 306 is a refractory ceramic material select-
ed to withstand a high temperature environment associ-
ated with the molten state of component material 78 used
to form component 80. In alternative embodiments, mold
material 306 is any suitable material that enables com-
ponent 80 to be formed as described herein. Moreover,
in the exemplary embodiment, mold 300 is formed by a
suitable investment casting process. For example, but
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not by way of limitation, a suitable pattern material, such
as wax, is injected into a suitable pattern die to form a
pattern (not shown) of component 80, the pattern is re-
peatedly dipped into a slurry of mold material 306 which
is allowed to harden to create a shell of mold material
306, and the shell is dewaxed and fired to form mold 300.
In alternative embodiments, mold 300 is formed by any
suitable method that enables mold 300 to function as
described herein.
[0031] In certain embodiments, jacketed core 310 is
secured relative to mold 300 such that jacketed core 310
remains fixed relative to mold 300 during a process of
forming component 80. For example, jacketed core 310
is secured such that a position of jacketed core 310 does
not shift during introduction of molten component mate-
rial 78 into mold cavity 304 surrounding jacketed core
310. In some embodiments, jacketed core 310 is coupled
directly to mold 300. For example, in the exemplary em-
bodiment, a tip portion 312 of jacketed core 310 is rigidly
encased in a tip portion 314 of mold 300. Additionally or
alternatively, a root portion 316 of jacketed core 310 is
rigidly encased in a root portion 318 of mold 300 opposite
tip portion 314. For example, but not by way of limitation,
mold 300 is formed by investment as described above,
and jacketed core 310 is securely coupled to the suitable
pattern die such that tip portion 312 and root portion 316
extend out of the pattern die, while portion 315 extends
within a cavity of the die. The pattern material is injected
into the die around jacketed core 310 such that portion
315 extends within the pattern. The investment causes
mold 300 to encase tip portion 312 and/or root portion
316. Additionally or alternatively, jacketed core 310 is
secured relative to mold 300 in any other suitable fashion
that enables the position of jacketed core 310 relative to
mold 300 to remain fixed during a process of forming
component 80.
[0032] First material 322 is selected to be at least par-
tially absorbable by molten component material 78. In
certain embodiments, component material 78 is an alloy,
and first material 322 is at least one constituent material
of the alloy. For example, in the exemplary embodiment,
component material 78 is a nickel-based superalloy, and
first material 322 is substantially nickel, such that first
material 322 is substantially absorbable by component
material 78 when component material 78 in the molten
state is introduced into mold cavity 304. In alternative
embodiments, component material 78 is any suitable al-
loy, and first material 322 is at least one material that is
at least partially absorbable by the molten alloy. For ex-
ample, component material 78 is a cobalt-based super-
alloy, and first material 322 is substantially cobalt. For
another example, component material 78 is an iron-
based alloy, and first material 322 is substantially iron.
For another example, component material 78 is a titani-
um-based alloy, and first material 322 is substantially ti-
tanium.
[0033] In certain embodiments, first catalyst 362 also
is selected to be at least partially absorbable by molten

component material 78, as described above with respect
to first material 322. Moreover, in some embodiments in
which hollow structure 320 includes materials in addition
to first material 322 and first catalyst 362, the additional
materials, such as, but not limited to, second material
372, also are selected to be at least partially absorbable
by molten component material 78, as described above
with respect to first material 322.
[0034] In certain embodiments, wall thickness 328 is
sufficiently thin such that first material 322 and first cat-
alyst 362 of portion 315 of jacketed core 310, that is, the
portion that extends within mold cavity 304, are substan-
tially absorbed by component material 78 when compo-
nent material 78 in the molten state is introduced into
mold cavity 304. In alternative embodiments, wall thick-
ness 328 is selected such that at least one of first material
322 and first catalyst 362 are other than substantially
absorbed by component material 78. For example, in
some embodiments, after component material 78 is
cooled, at least one of first material 322 and first catalyst
362 is other than substantially uniformly distributed within
component material 78. In some such embodiments, at
least one of first material 322 and first catalyst 362 are
partially absorbed by component material 78 such that a
discrete boundary delineates hollow structure 320 from
component material 78 after component material 78 is
cooled. Moreover, in some such embodiments, at least
one of first material 322 and first catalyst 362 are partially
absorbed by component material 78 such that at least a
portion of hollow structure 320 proximate inner core 324
remains intact after component material 78 is cooled.
[0035] In some such embodiments, after component
80 is formed, a concentration of first catalyst 362 proxi-
mate inner core 324 is detectably higher than a concen-
tration of first catalyst 362 at other locations within com-
ponent 80. Thus, after inner core 324 is removed from
component 80 to form internal passage 82, the concen-
tration of first catalyst 362 proximate interior wall 100 is
detectably higher than the concentration of first catalyst
362 at other locations within component 80. Moreover,
in some such embodiments, first catalyst 362 lines at
least a portion of interior wall 100 that defines internal
passage 82.
[0036] For example, FIG. 6 is a cross-section of com-
ponent 80 taken along lines 6-6 shown in FIG. 2, and
schematically illustrates a gradient distribution of first cat-
alyst 362 proximate interior wall 100. A distribution of first
material 322 within component 80 is omitted from FIG. 6
for clarity. In some embodiments, a concentration of first
catalyst 362 proximate interior wall 100 is sufficient to
establish a catalytic effect associated with first catalyst
362 along at least a portion of interior wall 100. Moreover,
in some embodiments, a concentration of first catalyst
362 proximate interior wall 100 is sufficient such that at
least a portion of first catalyst 362 lines at least a portion
of interior wall 100 that defines internal passage 82.
[0037] Moreover, in certain embodiments in which hol-
low structure 320 includes materials in addition to first
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material 322 and first catalyst 362, the additional mate-
rials, such as, but not limited to, second material 372, are
distributed proximate interior wall 100 in similar fashion
after component 80 is formed. For example, a concen-
tration of second material 372 proximate interior wall 100
is sufficient such that second material 372 lines at least
a portion of interior wall 100 that defines internal passage
82. For another example, a concentration of second ma-
terial 372 proximate interior wall 100 is sufficient to es-
tablish a catalysis-promoting effect associated with sec-
ond material 372 along at least a portion of interior wall
100. For another example, second material 372 is a bond
coat material, and a concentration of second material
372 proximate interior wall 100 is sufficient to facilitate
bonding first catalyst 362 to component material 78
and/or first material 322 proximate interior wall 100.
[0038] In the exemplary embodiment, inner core ma-
terial 326 is a refractory ceramic material selected to with-
stand a high temperature environment associated with
the molten state of component material 78 used to form
component 80. For example, but without limitation, inner
core material 326 includes at least one of silica, alumina,
and mullite. Moreover, in the exemplary embodiment, in-
ner core material 326 is selectively removable from com-
ponent 80 to form internal passage 82. For example, but
not by way of limitation, inner core material 326 is remov-
able from component 80 by a suitable process that does
not substantially degrade component material 78, such
as, but not limited to, a suitable chemical leaching proc-
ess. In certain embodiments, inner core material 326 is
selected based on a compatibility with, and/or a remov-
ability from, component material 78, first material 322,
and/or first catalyst 362. In alternative embodiments, in-
ner core material 326 is any suitable material that enables
component 80 to be formed as described herein.
[0039] In some embodiments, jacketed core 310 is
formed by filling hollow structure 320 with inner core ma-
terial 326. For example, but not by way of limitation, inner
core material 326 is injected as a slurry into hollow struc-
ture 320, and inner core material 326 is dried within hol-
low structure 320 to form jacketed core 310. Moreover,
in certain embodiments, hollow structure 320 substan-
tially structurally reinforces inner core 324, thus reducing
potential problems that would be associated with produc-
tion, handling, and use of an unreinforced inner core 324
to form component 80 in some embodiments. For exam-
ple, in certain embodiments, inner core 324 is a relatively
brittle ceramic material subject to a relatively high risk of
fracture, cracking, and/or other damage. Thus, in some
such embodiments, forming and transporting jacketed
core 310 presents a much lower risk of damage to inner
core 324, as compared to using an unjacketed inner core
324. Similarly, in some such embodiments, forming a
suitable pattern around jacketed core 310 to be used for
investment casting of mold 300, such as by injecting a
wax pattern material into a pattern die around jacketed
core 310, presents a much lower risk of damage to inner
core 324, as compared to using an unjacketed inner core

324. Thus, in certain embodiments, use of jacketed core
310 presents a much lower risk of failure to produce an
acceptable component 80 having internal passage 82
defined therein, as compared to the same steps if per-
formed using an unjacketed inner core 324 rather than
jacketed core 310. Thus, jacketed core 310 facilitates
obtaining advantages associated with positioning inner
core 324 with respect to mold 300 to define internal pas-
sage 82, while reducing or eliminating fragility problems
associated with inner core 324. In alternative embodi-
ments, hollow structure 320 does not substantially struc-
turally reinforce inner core 324.
[0040] For example, in certain embodiments, charac-
teristic width 330 of inner core 324 is within a range from
about 0.050 cm (0.020 inches) to about 1.016 cm (0.400
inches), and wall thickness 328 of hollow structure 320
is selected to be within a range from about 0.013 cm
(0.005 inches) to about 0.254 cm (0.100 inches). More
particularly, in some such embodiments, characteristic
width 330 is within a range from about 0.102 cm (0.040
inches) to about 0.508 cm (0.200 inches), and wall thick-
ness 328 is selected to be within a range from about
0.013 cm (0.005 inches) to about 0.038 cm (0.015 inch-
es). For another example, in some embodiments, char-
acteristic width 330 of inner core 324 is greater than about
1.016 cm (0.400 inches), and/or wall thickness 328 is
selected to be greater than about 0.254 cm (0.100 inch-
es). In alternative embodiments, characteristic width 330
is any suitable value that enables the resulting internal
passage 82 to perform its intended function, and wall
thickness 328 is selected to be any suitable value that
enables jacketed core 310 to function as described here-
in.
[0041] In certain embodiments, hollow structure 320 is
formed using a suitable additive manufacturing process.
For example, FIG. 7 is a schematic sectional view of an
embodiment of hollow structure 320 formed from first ma-
terial 322 and first catalyst 362. In the exemplary embod-
iment, hollow structure 320 extends from a first end 350
to an opposite second end 352, and includes a radially
inner layer of first catalyst 362 and a radially outer layer
of first material 322 that each extend from first end 350
to second end 352, such that first catalyst 362 defines
interior portion 360 of hollow structure 320 and first ma-
terial 322 defines outer wall 380 of hollow structure 320.
[0042] To form hollow structure 320, a computer de-
sign model of hollow structure 320 is sliced into a series
of thin, parallel planes between first end 350 and second
end 352, such that a distribution of each of first material
322 and first catalyst 362 within each plane is defined. A
computer numerically controlled (CNC) machine depos-
its successive layers of first material 322 and first catalyst
362 from first end 350 to second end 352 in accordance
with the model slices to form hollow structure 320. For
example, the additive manufacturing process is suitably
configured for alternating deposition of each of a plurality
of metallic and/or metallic and ceramic materials, and the
alternating deposition is suitably controlled according to
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the computer design model to produce the defined dis-
tribution of first material 322 and first catalyst 362 in each
layer. Three such representative layers are indicated as
layers 366, 368, and 370. In some embodiments, the
successive layers each including first material 322 and
first catalyst 362 are deposited using at least one of a
direct metal laser melting (DMLM) process, a direct metal
laser sintering (DMLS) process, a selective laser sinter-
ing (SLS) process, an electron beam melting (EBM) proc-
ess, a selective laser melting process (SLM), and a rob-
ocasting extrusion-type additive process. Additionally or
alternatively, the successive layers of first material 322
and first catalyst 362 are deposited using any suitable
process that enables hollow structure 320 to be formed
as described herein.
[0043] In some embodiments, the formation of hollow
structure 320 by an additive manufacturing process en-
ables hollow structure 320 to be formed with a distribution
of first catalyst 362 that would be difficult and/or relatively
more costly to produce by other methods of forming hol-
low structure 320, particularly, but not only, for hollow
structures having relatively high length-to-diameter ra-
tios. Correspondingly, the formation of hollow structure
320 by an additive manufacturing process enables com-
ponent 80 to be formed with an integral distribution of
first catalyst 362 proximate interior wall 100 (shown, for
example, in FIG. 6) that would be difficult and/or relatively
more costly to (i) produce by other methods of forming
component 80, and/or (ii) add to component 80 in a sep-
arate process after initial formation of component 80 in
mold 300.
[0044] Alternatively, in some embodiments, jacketed
core 310 is formed by applying first catalyst 362 to interior
portion 360 of hollow structure 320 as a coating. In some
such embodiments, applying first catalyst 362 as a coat-
ing to hollow structure 320 is relatively inexpensive as
compared to additive manufacture.
[0045] For example, in certain embodiments, first cat-
alyst 362 is applied to hollow structure 320 in a bulk coat-
ing process, such as, but not limited to, a vapor phase
deposition process or chemical vapor deposition proc-
ess. In some such embodiments, outer wall 380 of hollow
structure 320 is masked such that only interior portion
360 of hollow structure 320 is coated. Alternatively, outer
wall 380 and interior portion 360 are both coated, and
the coating on outer wall 380 is, for example, diffused
into component material 78 when component 80 is cast.
[0046] For another example, first catalyst 362 is ap-
plied to interior portion 360 of hollow structure 320 in a
slurry injection process, such as, but not limited to, in-
jecting a slurry that includes first catalyst 362 and/or its
precursors into hollow structure 320, heat treating the
slurry to produce a layer of first catalyst 362, and then
removing the residual slurry from hollow structure 320.
In some such embodiments, applying the coating solely
to hollow structure 320 enables slurry deposition proc-
esses to be used without a need to successively orient
the entirety of component 80 during the heat treating

process to produce a uniform thickness of first catalyst
362.
[0047] Additionally or alternatively, in some embodi-
ments, first catalyst 362 is applied to interior portion 360
of hollow structure 320 in a slurry dipping process, such
as, but not limited to, dipping an entirety of hollow struc-
ture 320 in a slurry that includes first catalyst 362 and/or
its precursors. In some such embodiments, outer wall
380 of hollow structure 320 is masked such that only
interior portion 360 of hollow structure 320 is coated. Al-
ternatively, outer wall 380 and interior portion 360 are
both coated, and the coating on outer wall 380 is, for
example, diffused into component material 78 when com-
ponent 80 is cast.
[0048] In alternative embodiments, first catalyst 362 is
applied to hollow structure 320 in any other suitable fash-
ion that enables jacketed core 310 to function as de-
scribed herein. Moreover, in certain embodiments in
which additional materials, such as, but not limited to,
second material 372, are used to form hollow structure
320, hollow structure 320 is integrally formed with and/or
coated with the additional materials in any of the proc-
esses described above for first catalyst 362, and/or in
any other suitable fashion that enables jacketed core 310
to function as described herein.
[0049] For another example, FIG. 8 is a schematic sec-
tional view of another embodiment of hollow structure
320 formed from first material 322 and first catalyst 362.
In the exemplary embodiment, hollow structure 320 again
includes a layer of first material 322 that extends from
first end 350 to second end 352. Hollow structure 320
also includes a layer of first catalyst 362 that extends
over at least one predefined first longitudinal portion 354
of interior portion 360 of hollow structure 320, radially
inward of first material 322. In the exemplary embodi-
ment, the at least one predefined first longitudinal portion
354 is a plurality of spaced apart first longitudinal portions
354.
[0050] To form hollow structure 320, a computer de-
sign model of hollow structure 320 is again sliced into a
series of thin, parallel planes between first end 350 and
second end 352, such that a distribution of each of first
material 322 and, for first longitudinal portions 354, first
catalyst 362 within each plane is defined. A computer
numerically controlled (CNC) machine deposits succes-
sive layers of first material 322 and, for first longitudinal
portions 354, first catalyst 362 from first end 350 to sec-
ond end 352 in accordance with the model slices to form
hollow structure 320. For example, the additive manu-
facturing process is suitably configured for alternating
deposition of each of a plurality of metallic and/or metallic
and ceramic materials, and the alternating deposition is
suitably controlled according to the computer design
model to produce the defined distribution of first material
322 and, for first longitudinal portions 354, first catalyst
362 in each layer. Three such representative layers are
indicated as layers 366, 368, and 370. In some embod-
iments, the successive layers each including first material
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322 and, for first longitudinal portions 354, first catalyst
362 are deposited using at least one of a direct metal
laser melting (DMLM) process, a direct metal laser sin-
tering (DMLS) process, a selective laser sintering (SLS)
process, an electron beam melting (EBM) process, a se-
lective laser melting process (SLM), and a robocasting
extrusion-type additive process. Additionally or alterna-
tively, the successive layers of first material 322 and first
catalyst 362 are deposited using any suitable process
that enables hollow structure 320 to be formed as de-
scribed herein.
[0051] In some embodiments, the formation of hollow
structure 320 by an additive manufacturing process again
enables hollow structure 320 to be formed with a distri-
bution of first catalyst 362 that would be difficult and/or
relatively more costly to produce by other methods of
forming hollow structure 320, particularly, but not only,
for hollow structures having relatively high length-to-di-
ameter ratios. Correspondingly, the formation of hollow
structure 320 by an additive manufacturing process en-
ables component 80 again to be formed with an integral
distribution of first catalyst 362 proximate interior wall 100
(shown in FIG. 6) that would be difficult and/or relatively
more costly to (i) produce by other methods of forming
component 80, and/or (ii) add to component 80 in a sep-
arate process after initial formation of component 80 in
mold 300. In particular, the formation of hollow structure
320 by an additive manufacturing process enables com-
ponent 80 to be formed with first catalyst 362 distributed
only at selected longitudinal locations along interior wall
100.
[0052] For another example, FIG. 9 is a schematic sec-
tional view of another embodiment of hollow structure
320 formed from first material 322, first catalyst 362, and
a second catalyst 382. For example, internal passage 82
is configured to facilitate a dual-catalyst chemical reac-
tion. In the exemplary embodiment, hollow structure 320
again includes a layer of first material 322 that extends
from first end 350 to second end 352. Hollow structure
320 also includes a layer of first catalyst 362 that extends
over at least one predefined first longitudinal portion 354
of interior portion 360 of hollow structure 320 radially in-
ward of first material 322, and a layer of second catalyst
382 that extends over at least one predefined second
longitudinal portion 356 of interior portion 360 of hollow
structure 320 radially inward of first material 322. In the
exemplary embodiment, the at least one predefined first
longitudinal portion 354 is a plurality of first longitudinal
portions 354, and the at least one predefined second
longitudinal portion 356 is a plurality of second longitu-
dinal portions 356 that alternate with the plurality of first
longitudinal portions 354 along interior portion 360.
[0053] To form hollow structure 320, a computer de-
sign model of hollow structure 320 is again sliced into a
series of thin, parallel planes between first end 350 and
second end 352, such that a distribution within each plane
of each of first material 322, first catalyst 362 for first
longitudinal portions 354, and second catalyst 382 for

second longitudinal portions 356, is defined. A computer
numerically controlled (CNC) machine deposits succes-
sive layers of first material 322, first catalyst 362, and/or
second catalyst 382 from first end 350 to second end 352
in accordance with the model slices to form hollow struc-
ture 320. For example, the additive manufacturing proc-
ess is suitably configured for alternating deposition of
each of a plurality of metallic and/or metallic and ceramic
materials, and the alternating deposition is suitably con-
trolled according to the computer design model to pro-
duce the defined distribution of first material 322 and, for
first longitudinal portions 354, first catalyst 362, and, for
second longitudinal portions 356, second catalyst 382 in
each layer. Three such representative layers are indicat-
ed as layers 366, 368, and 370. In some embodiments,
the successive layers each including first material 322
and, for first longitudinal portions 354, first catalyst 362,
and, for second longitudinal portions 356, second cata-
lyst 382 are deposited using at least one of a direct metal
laser melting (DMLM) process, a direct metal laser sin-
tering (DMLS) process, a selective laser sintering (SLS)
process, an electron beam melting (EBM) process, a se-
lective laser melting process (SLM), and a robocasting
extrusion-type additive process. Additionally or alterna-
tively, the successive layers of first material 322, first cat-
alyst 362, and/or second catalyst 382 are deposited using
any suitable process that enables hollow structure 320
to be formed as described herein.
[0054] In some embodiments, the formation of hollow
structure 320 by an additive manufacturing process en-
ables hollow structure 320 to be formed with a distribution
of first catalyst 362 and second catalyst 382 that would
be difficult and/or relatively more costly to produce by
other methods of forming hollow structure 320, particu-
larly, but not only, for hollow structures having relatively
high length-to-diameter ratios. Correspondingly, the for-
mation of hollow structure 320 by an additive manufac-
turing process enables component 80 to be formed with
an integral distribution of first catalyst 362 proximate se-
lected portions of interior wall 100 (shown in FIG. 6), and
a similar integral distribution of second catalyst 382 prox-
imate other selected portions of interior wall 100, that
would be difficult and/or relatively more costly to (i) pro-
duce by other methods of forming component 80, and/or
(ii) add to component 80 in a separate process after initial
formation of component 80 in mold 300.
[0055] For another example, FIG. 10 is a schematic
sectional view of another embodiment of hollow structure
320 formed from first material 322, first catalyst 362, and
second catalyst 382. The exemplary embodiment is sub-
stantially similar to the embodiment shown in FIG. 9, ex-
cept that at least one of plurality of second longitudinal
portions 356 and plurality of first longitudinal portions 354
is spaced apart along interior portion 360 from others of
plurality of second longitudinal portions 356 and plurality
of first longitudinal portions 354.
[0056] To form hollow structure 320, a computer de-
sign model of hollow structure 320 is again sliced into a
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series of thin, parallel planes between first end 350 and
second end 352, such that a distribution within each plane
of each of first material 322, first catalyst 362 for first
longitudinal portions 354, and second catalyst 382 for
second longitudinal portions 356, is defined. A computer
numerically controlled (CNC) machine deposits succes-
sive layers of first material 322, first catalyst 362, and/or
second catalyst 382 from first end 350 to second end 352
in accordance with the model slices to form hollow struc-
ture 320. For example, the additive manufacturing proc-
ess is suitably configured for alternating deposition of
each of a plurality of metallic and/or metallic and ceramic
materials, and the alternating deposition is suitably con-
trolled according to the computer design model to pro-
duce the defined distribution of first material 322 and, for
first longitudinal portions 354, first catalyst 362, and, for
second longitudinal portions 356, second catalyst 382 in
each layer. Three such representative layers are indicat-
ed as layers 366, 368, and 370. In some embodiments,
the successive layers each including first material 322
and, for first longitudinal portions 354, first catalyst 362,
and, for second longitudinal portions 356, second cata-
lyst 382 are deposited using at least one of a direct metal
laser melting (DMLM) process, a direct metal laser sin-
tering (DMLS) process, a selective laser sintering (SLS)
process, an electron beam melting (EBM) process, a se-
lective laser melting process (SLM), and a robocasting
extrusion-type additive process. Additionally or alterna-
tively, the successive layers of first material 322, first cat-
alyst 362, and/or second catalyst 382 are deposited using
any suitable process that enables hollow structure 320
to be formed as described herein.
[0057] In some embodiments, the formation of hollow
structure 320 by an additive manufacturing process again
enables hollow structure 320 to be formed with a distri-
bution of first catalyst 362 and second catalyst 382 that
would be difficult and/or relatively more costly to produce
by other methods of forming hollow structure 320, par-
ticularly, but not only, for hollow structures having rela-
tively high length-to-diameter ratios. Correspondingly,
the formation of hollow structure 320 by an additive man-
ufacturing process enables component 80 to be formed
with an integral distribution of first catalyst 362 proximate
selected portions of interior wall 100 (shown in FIG. 6),
and a similar integral distribution of second catalyst 382
proximate other selected portions of interior wall 100, that
would be difficult and/or relatively more costly to (i) pro-
duce by other methods of forming component 80, and/or
(ii) add to component 80 in a separate process after initial
formation of component 80 in mold 300.
[0058] In certain embodiments, jacketed core 310 is
configured to form internal passage 82 having increased
surface area to improve a catalytic performance of first
catalyst 362. For example, interior portion 360 of hollow
structure 320 is formed with a complex cross-sectional
perimeter (not shown), such that inner core 324 defines
a corresponding complex cross-sectional perimeter of in-
ternal passage 82 when component 80 is formed. First

catalyst 362 disposed proximate interior wall 100 defining
the complex cross-sectional perimeter of internal pas-
sage 82 increases a total surface area of first catalyst
362 defined per unit length of internal passage 82 for a
given cross-sectional footprint of internal passage 82.
[0059] For another example, FIG. 11 is a schematic
cross-section of another embodiment of jacketed core
310 taken along lines 4-4 shown in FIG. 3. In the exem-
plary embodiment, jacketed core 310 includes first cat-
alyst 362 disposed on interior portion 360 of hollow struc-
ture 320 adjacent at least a portion of inner core 324, and
first material 322 disposed adjacent outer wall 380. In
some embodiments, first catalyst 362 again is selected
to facilitate a suitable chemical reaction within internal
passage 82.
[0060] In addition, in the exemplary embodiment, hol-
low structure 320 includes at least one strut 390 extend-
ing from a first end 394 adjacent a first location on interior
portion 360 to a second end 396 adjacent a second lo-
cation on interior portion 360. The at least one strut 390
thus divides inner core 324 into a plurality of longitudinally
extending chambers 392. In the exemplary embodiment,
an interior portion of each strut 390 is formed by first
material 322, and first catalyst 362 also is disposed along
the at least one strut 390 adjacent inner core 324 in each
chamber 392. In an alternative embodiment, each strut
390 is formed substantially from first catalyst 362.
[0061] In the exemplary embodiment, when compo-
nent 80 (shown in FIG. 2) is formed in mold 300 (shown
in FIG. 3), first material 322 and first catalyst 362 are at
least partially absorbed into component material 78, in-
cluding first material 322 and/or first catalyst 362 dis-
posed within the at least one strut 390. Thus, each cham-
ber 392 defines a corresponding chamber within internal
passage 82, and a wall is defined between each chamber
of internal passage 82 corresponding to the at least one
strut 390. In some embodiments, component 80 again
includes an integral distribution of first catalyst 362 prox-
imate interior wall 100 as shown in FIG. 6, and includes
a similar integral distribution of first catalyst 362 proxi-
mate the wall corresponding to strut 390. Thus, a use of
jacketed core 310 including the at least one strut 390
dividing inner core 324 into chambers 392 increases a
total surface area of first catalyst 362 defined per unit
length of internal passage 82 for a given cross-sectional
footprint of internal passage 82.
[0062] In some embodiments, first catalyst 362 ex-
tends over at least one predefined first longitudinal por-
tion 354 of interior portion 360 and strut 390 of hollow
structure 320, radially inward of first material 322, as de-
scribed above with respect to FIG. 8. Alternatively, first
catalyst 362 extends over substantially an entire longitu-
dinal extent of interior portion 360 and strut 390.
[0063] In some embodiments, hollow structure 320
again is formed using a suitable additive manufacturing
process, as described above with respect to the embod-
iments shown in FIGs. 7 and 8. Alternatively, hollow struc-
ture 320 is formed in any suitable fashion that enables
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hollow structure 320 to function as described herein.
[0064] For another example, FIG. 12 is a schematic
cross-section of another embodiment of jacketed core
310 taken along lines 4-4 shown in FIG. 3. The embod-
iment shown in FIG. 12 is identical to that described with
respect to FIG. 11, except the at least one strut 390 is
embodied as a pair of struts 390 that divide inner core
324 into four chambers 392. As compared to the embod-
iment of FIG. 11, which illustrates a single strut 390, a
use of jacketed core 310 including two struts 390 dividing
inner core 324 into our chambers 392 further increases
a total surface area of first catalyst 362 defined per unit
length of internal passage 82 for a given cross-sectional
footprint of internal passage 82. However, a cross-sec-
tional flow area of internal passage 82 is correspondingly
decreased.
[0065] For another example, FIG. 13 is a schematic
cross-section of another embodiment of jacketed core
310 taken along lines 4-4 shown in FIG. 3. The embod-
iment shown in FIG. 13 is similar to that described with
respect to FIG. 11. However, in the exemplary embodi-
ment, first catalyst 362 is disposed on interior portion 360
of hollow structure 320, and second catalyst 382 is dis-
posed along the at least one strut 390 adjacent inner core
324 in each chamber 392. In alternative embodiments,
at least one chamber 392 includes first catalyst 362 and
second catalyst 382 disposed in any suitable fashion on
interior portion 360 and the at least one strut 390 proxi-
mate inner core 324.
[0066] In the exemplary embodiment, when compo-
nent 80 (shown in FIG. 2) is formed in mold 300 (shown
in FIG. 3), first material 322, first catalyst 362, and second
catalyst 382 are at least partially absorbed into compo-
nent material 78, including first material 322 and/or sec-
ond catalyst 382 disposed within the at least one strut
390. Again, each chamber 392 defines a corresponding
chamber within internal passage 82, and a wall is defined
between each chamber of internal passage 82 corre-
sponding to the at least one strut 390. In some embodi-
ments, component 80 again includes an integral distri-
bution of first catalyst 362 proximate interior wall 100 as
shown in FIG. 6, and includes a similar integral distribu-
tion of second catalyst 382 proximate the wall corre-
sponding to strut 390. Thus, each chamber 392 defines
a dual-catalyst chamber in internal passage 82 after com-
ponent 80 is formed in mold 300.
[0067] In some embodiments, in each chamber 392,
first catalyst 362 extends over at least one predefined
first longitudinal portion 354 of interior portion 360, and
second catalyst 382 extends over at least one predefined
second longitudinal portion 356 of strut 390 of hollow
structure 320, similar to as described above with respect
to FIGs. 9 and 10. Alternatively, at least one of first cat-
alyst 362 and second catalyst 382 extends over substan-
tially an entire longitudinal extent of interior portion 360
and/or strut 390.
[0068] In some embodiments, hollow structure 320
again is formed using a suitable additive manufacturing

process, as described above with respect to the embod-
iments shown in FIGs. 9 and 10. Alternatively, hollow
structure 320 is formed in any suitable fashion that ena-
bles hollow structure 320 to function as described herein.
[0069] For another example, FIG. 14 is a schematic
sectional view of a portion of another exemplary compo-
nent 80 that includes internal passage 82 having a plu-
rality of interior passage features 98. FIG. 15 is a sche-
matic perspective cutaway view of another exemplary
jacketed core 310 for use in mold assembly 301 to form
component 80 having interior passage features 98 as
shown in FIG. 14. In particular, a portion of hollow struc-
ture 320 is cut away in the view of FIG. 15 to illustrate
features of inner core 324. FIG. 16 is a schematic sec-
tional view of a portion of another hollow structure 320
for use in forming jacketed core 310. In the exemplary
embodiment, hollow structure 320 again is formed from
first material 322 and first catalyst 362.
[0070] With reference to FIGs. 14-16, internal passage
82 again is generally defined by interior wall 100 of com-
ponent 80, and interior passage features 98 are shaped
to define local variations in a flow path defined by internal
passage 82. For example, but not by way of limitation,
interior passage features 98 are turbulators that extend
radially inward from interior wall 100 generally towards
a center of internal passage 82, and are shaped to disrupt
a thermal boundary layer flow along interior wall 100 to
enhance catalysis of a reaction in internal passage 82
during operation of rotary machine 10 (shown in FIG. 1).
Alternatively, interior passage features 98 are any struc-
ture shaped to define local variations in the flow path
defined by internal passage 82. In the exemplary embod-
iment, component 80 proximate each interior passage
feature 98 is at least partially formed by first catalyst 362,
as will be described herein. A distribution of first material
322 within component 80 is omitted from FIG. 11 for clar-
ity.
[0071] In certain embodiments, interior portion 360 of
hollow structure 320 is shaped to define the at least one
interior passage feature 98. In some such embodiments,
inner core 324 is complementarily shaped by interior por-
tion 360 of hollow structure 320 such that inner core 324
defines internal passage 82 including at least one interior
passage feature 98 defined therein. For example, inner
core 324 is complementarily shaped by interior portion
360 to include at least one complementary feature 331,
and the at least one complementary feature 331 has a
shape complementary to a shape of at least one interior
passage feature 98.
[0072] For example, in the illustrated embodiment, the
at least one complementary feature 331 is a plurality of
recessed features 334 defined in an exterior surface of
inner core 324. Each recessed feature 334 has a shape
complementary to a shape of a corresponding interior
passage feature 98. More specifically, in the illustrated
embodiment, interior portion 360 of hollow structure 320
includes protrusions 341 formed as a plurality of stud
shapes that extend radially inwardly on interior portion
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360 of hollow structure 320, such that when inner core
material 326 is added to hollow structure 320, protrusions
341 define recessed features 334. Thus, when molten
component material 78 is introduced into mold cavity 304
and hollow structure 320 is at least partially absorbed
into molten component material 78, molten component
material 78 fills in against the at least one complementary
feature 331, and cooled component material 78 within
the at least one complementary feature 331 forms the at
least one interior passage feature 98. Additionally or al-
ternatively, to an extent that a portion of interior portion
360 of hollow structure 320 adjacent inner core 324 re-
mains intact after molten component material 78 is intro-
duced into mold cavity 304 and cooled, the intact portion
of interior portion 360 coupled against the at least one
complementary feature 331 defines the at least one in-
terior passage feature 98.
[0073] In the exemplary embodiment, interior portion
360 of hollow structure 320 includes at least protrusions
341 formed at least partially from first catalyst 362, and
a remainder of hollow structure 320 formed from first ma-
terial 322. In alternative embodiments, hollow structure
320 includes any suitable distribution of first material 322
and first catalyst 362. In some embodiments, after jack-
eted core 310 is positioned with respect to mold 300
(shown in FIG. 3) and molten component material 78 is
added to mold cavity 304 and cooled to form component
80, a concentration of first catalyst 362 proximate interior
passage features 98 is detectably higher than a concen-
tration of first catalyst 362 at other locations within com-
ponent 80. Moreover, in some such embodiments, first
catalyst 362 forms at least a portion of interior passage
features 98.
[0074] To form hollow structure 320, a computer de-
sign model of hollow structure 320 again is sliced into a
series of thin, parallel planes between first end 350 and
second end 352, such that a distribution of each of first
material 322 and first catalyst 362 within each plane is
defined. A computer numerically controlled (CNC) ma-
chine deposits successive layers of first material 322 and,
for layers in which at least one protrusion 341 is partially
defined, first catalyst 362 from first end 350 to second
end 352 in accordance with the model slices to form hol-
low structure 320. For example, the additive manufactur-
ing process is again suitably configured for alternating
deposition of each of a plurality of metallic and/or metallic
and ceramic materials, and the alternating deposition is
suitably controlled according to the computer design
model to produce the defined distribution of first material
322 and first catalyst 362 in each layer. One such repre-
sentative layer is indicated as layer 366. In some embod-
iments, the successive layers each including first material
322 and, for layers in which at least one protrusion 341
is partially defined, first catalyst 362 are deposited using
at least one of a direct metal laser melting (DMLM) proc-
ess, a direct metal laser sintering (DMLS) process, a se-
lective laser sintering (SLS) process, an electron beam
melting (EBM) process, a selective laser melting process

(SLM), and a robocasting extrusion-type additive proc-
ess. Additionally or alternatively, the successive layers
of first material 322 and first catalyst 362 are deposited
using any suitable process that enables hollow structure
320 to be formed as described herein.
[0075] In some embodiments, the formation of hollow
structure 320 by an additive manufacturing process en-
ables hollow structure 320 to be formed with protrusions
341 formed at least partially from first catalyst 362 that
would be difficult and/or relatively more costly to produce
by other methods of forming hollow structure 320, par-
ticularly, but not only, for hollow structures having rela-
tively high length-to-diameter ratios. Correspondingly,
the formation of hollow structure 320 by an additive man-
ufacturing process enables component 80 to be formed
with interior passage features 98 formed at least partially
from first catalyst 362 that would be difficult and/or rela-
tively more costly to (i) produce by other methods of form-
ing component 80, and/or (ii) add to component 80 in a
separate process after initial formation of component 80
in mold 300. Thus, in certain embodiments, fluid flow in
internal passage 82 is subjected to a combination of tur-
bulation and catalysis.
[0076] In alternative embodiments, at least some pro-
trusions 341 are formed at least partially from second
catalyst 382 (shown in FIG. 9), such that at least some
interior passage features 98 are formed at least partially
from second catalyst 382 to define a dual catalyst internal
passage 82. Alternatively or additionally, first catalyst 362
that extends over at least one predefined first longitudinal
portion 354 of interior portion 360 to increase a surface
area for catalysis, and/or second catalyst 382 extends
over at least one predefined second longitudinal portion
356 of interior portion 360 to define a dual catalyst internal
passage 82 having increased surface area for catalysis,
as shown in FIGs. 9 and 10.
[0077] FIG. 17 is a schematic sectional view of a por-
tion of another exemplary component 80 that includes
internal passage 82 having a plurality of interior passage
features 98. FIG. 18 is a schematic perspective cutaway
view of another exemplary jacketed core 310 for use in
mold assembly 301 to form component 80 having interior
passage features 98 as shown in FIG. 17. In particular,
a portion of hollow structure 320 is cut away in the view
of FIG. 18 to illustrate features of inner core 324. FIG. 19
is a schematic sectional view of a portion of another hol-
low structure 320 for use in forming jacketed core 310
shown in FIG. 18. Hollow structure 320 again is formed
from first material 322 and first catalyst 362.
[0078] With reference to FIGs. 17-19, internal passage
82 again is generally defined by interior wall 100 of com-
ponent 80, and interior passage features 98 again are
shaped to define local variations in a flow path defined
by internal passage 82. In the exemplary embodiment,
component 80 proximate each interior passage feature
98 again is at least partially formed by first catalyst 362,
as will be described herein. A distribution of first material
322 within component 80 is omitted from FIG. 17 for clar-
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ity.
[0079] In certain embodiments, interior portion 360 of
hollow structure 320 again is shaped to define the at least
one interior passage feature 98. In some such embodi-
ments, inner core 324 again is complementarily shaped
by interior portion 360 of hollow structure 320 such that
inner core 324 defines internal passage 82 including at
least one interior passage feature 98 defined therein.
More specifically, in the exemplary embodiment, interior
portion 360 of hollow structure 320 is shaped to define
the at least one interior passage feature 98 as a rifled
groove along interior wall 100 of internal passage 82.
Correspondingly, interior portion 360 includes a rifled
protrusion 341 shaped to define the at least one comple-
mentary feature 331 of inner core 324 as a rifled groove
structure 339 when inner core material 326 is added to
hollow structure 320. Thus, when molten component ma-
terial 78 is introduced into mold cavity 304 and hollow
structure 320 is at least partially absorbed into molten
component material 78, molten component material 78
fills in against the at least one complementary feature
331, and cooled component material 78 within the at least
one complementary feature 331 again forms the at least
one interior passage feature 98. Additionally or alterna-
tively, to an extent that a portion of interior portion 360
of hollow structure 320 adjacent inner core 324 remains
intact after molten component material 78 is introduced
into mold cavity 304 and cooled, the intact portion of in-
terior portion 360 coupled against the at least one com-
plementary feature 331 again defines the at least one
interior passage feature 98.
[0080] In the exemplary embodiment, hollow structure
320 includes at least protrusions 341 formed at least par-
tially from first catalyst 362, and a remainder of hollow
structure 320 formed from first material 322. In alternative
embodiments, hollow structure 320 includes any suitable
distribution of first material 322 and first catalyst 362. In
some embodiments, after jacketed core 310 is positioned
with respect to mold 300 (shown in FIG. 3) and molten
component material 78 is added to mold cavity 304 and
cooled to form component 80, a concentration of first
catalyst 362 proximate interior passage features 98 is
detectably higher than a concentration of first catalyst
362 at other locations within component 80. Moreover,
in some such embodiments, first catalyst 362 forms at
least a portion of interior passage features 98.
[0081] To form hollow structure 320, a computer de-
sign model of hollow structure 320 again is sliced into a
series of thin, parallel planes between first end 350 and
second end 352, such that a distribution of each of first
material 322 and first catalyst 362 within each plane is
defined. A computer numerically controlled (CNC) ma-
chine deposits successive layers of first material 322 and,
for layers in which protrusion 341 is partially defined, first
catalyst 362 from first end 350 to second end 352 in ac-
cordance with the model slices to form hollow structure
320. For example, the additive manufacturing process is
again suitably configured for alternating deposition of

each of a plurality of metallic and/or metallic and ceramic
materials, and the alternating deposition is suitably con-
trolled according to the computer design model to pro-
duce the defined distribution of first material 322 and first
catalyst 362 in each layer. One such representative layer
is indicated as layer 366. In some embodiments, the suc-
cessive layers each including first material 322 and, for
layers in which protrusion 341 is partially defined, first
catalyst 362 are deposited using at least one of a direct
metal laser melting (DMLM) process, a direct metal laser
sintering (DMLS) process, a selective laser sintering
(SLS) process, an electron beam melting (EBM) process,
a selective laser melting process (SLM), and a robocast-
ing extrusion-type additive process. Additionally or alter-
natively, the successive layers of first material 322 and
first catalyst 362 are deposited using any suitable proc-
ess that enables hollow structure 320 to be formed as
described herein.
[0082] In some embodiments, the formation of hollow
structure 320 by an additive manufacturing process again
enables hollow structure 320 to be formed with protru-
sions 341 formed at least partially from first catalyst 362
that would be difficult and/or relatively more costly to pro-
duce by other methods of forming hollow structure 320,
particularly, but not only, for hollow structures having rel-
atively high length-to-diameter ratios. Correspondingly,
the formation of hollow structure 320 by an additive man-
ufacturing process enables component 80 to be formed
with interior passage features 98 formed at least partially
from first catalyst 362 that would be difficult and/or rela-
tively more costly to (i) produce by other methods of form-
ing component 80, and/or (ii) add to component 80 in a
separate process after initial formation of component 80
in mold 300. Thus, in certain embodiments, fluid flow in
internal passage 82 is subjected to a combination of tur-
bulation and catalysis.
[0083] In alternative embodiments, at least a portion
of protrusion 341 is formed at least partially from second
catalyst 382 (shown in FIG. 9), such that a portion of
interior passage feature 98 is formed at least partially
from second catalyst 382 to define a dual catalyst internal
passage 82. Alternatively or additionally, first catalyst 362
that extends over at least one predefined first longitudinal
portion 354 of interior portion 360 to increase a surface
area for catalysis, and/or second catalyst 382 extends
over at least one predefined second longitudinal portion
356 of interior portion 360 to define a dual catalyst internal
passage 82 having increased surface area for catalysis,
as shown in FIGs 9 and 10.
[0084] With reference to FIGs. 14-19, although interior
passage features 98 are illustrated studs and/or rifled
grooves, it should be understood that this disclosure con-
templates interior passage features 98 having any suit-
able additional or alternative shape that enables internal
passage 82 to function for its intended purpose, and in-
terior portion 360 of hollow structure 320 and comple-
mentary features 331 of inner core 324 having any suit-
able corresponding shape that enables interior passage
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features 98 to be formed as described herein. Moreover,
although the illustrated embodiments show each embod-
iment of interior passage features 98 as having a sub-
stantially identical repeating shape, it should be under-
stood that this disclosure contemplates interior passage
features 98 having any suitable combination of different
shapes that enables internal passage 82 to function for
its intended purpose, and interior portion 360 of hollow
structure 320 and complementary features 331 of inner
core 324 having any suitable corresponding combination
of different shapes that enables interior passage features
98 to be formed as described herein.
[0085] An exemplary method 2000 of forming a com-
ponent, such as component 80, having an internal pas-
sage defined therein, such as internal passage 82, is
illustrated in a flow diagram in FIGS. 20 and 21. With
reference also to FIGS. 1-19, exemplary method 2000
includes positioning 2002 a jacketed core, such as jack-
eted core 310, with respect to a mold, such as mold 300.
The jacketed core includes a hollow structure, such as
hollow structure 320, formed from at least a first material,
such as first material 322, and a first catalyst, such as
first catalyst 362. The jacketed core also includes an inner
core, such as inner core 324, disposed within the hollow
structure. Method 2000 also includes introducing 2004 a
component material, such as component material 78, in
a molten state into a cavity of the mold, such as mold
cavity 304, to form the component, and cooling 2006 the
component material in the cavity to form the component.
The inner core defines the internal passage within the
component.
[0086] In some embodiments, the step of introducing
2004 the component material into the cavity includes in-
troducing 2008 the component material such that, after
the component is formed, a concentration of the first cat-
alyst proximate the inner core is sufficient to establish a
catalytic effect associated with the first catalyst along at
least a portion of an interior wall, such as interior wall
100, that defines the internal passage within the compo-
nent.
[0087] In certain embodiments, the step of introducing
2004 the component material into the cavity includes in-
troducing 2010 the component material such that, after
the component is formed, the first catalyst lines at least
a portion of an interior wall, such as interior wall 100, that
defines the internal passage within the component.
[0088] In some embodiments, the step of positioning
2002 the jacketed core includes positioning 2012 the
jacketed core wherein the first catalyst is selected from
one of (i) a reformation catalyst, (ii) a proton acid, (iii)
alumina, and (iv) vanadium oxide.
[0089] In certain embodiments, the step of positioning
2002 the jacketed core includes positioning 2014 the
jacketed core wherein the first catalyst extends over at
least one predefined first longitudinal portion, such as
first longitudinal portion 354, of an interior portion of the
hollow structure, such as interior portion 360, radially in-
ward of the first material. In some such embodiments,

the step of positioning 2014 the jacketed core includes
positioning 2016 the jacketed core that includes the hol-
low structure formed from the first material, the first cat-
alyst, and a second catalyst, such as second catalyst
382. The second catalyst extends over at least one pre-
defined second longitudinal portion of the interior portion
of the hollow structure, such as second longitudinal por-
tion 356, radially inward of the first material.
[0090] In certain embodiments, an interior portion of
the hollow structure, such as interior portion 360, is at
least partially formed from the first catalyst, the interior
portion is shaped to define at least one interior passage
feature of the internal passage, such as interior passage
feature 98, and the step of introducing 2004 the compo-
nent material into the cavity includes introducing 2018
the component material such that, after the component
is formed, the first catalyst forms at least a portion of the
at least one interior passage feature.
[0091] In some embodiments, the hollow structure in-
cludes at least one strut, such as the at least one strut
390, that divides the inner core into a plurality of longitu-
dinally extending chambers, such as chambers 392, and
the first catalyst is disposed along the at least one strut
adjacent the inner core. The step of introducing 2004 the
component material into the cavity includes introducing
2020 the component material such that, after the com-
ponent is formed, each of the plurality of chambers of the
inner core defines a corresponding chamber of the inter-
nal passage.
[0092] In certain embodiments, the step of positioning
2002 the jacketed core includes positioning 2022 the
jacketed core that includes the hollow structure that in-
cludes a plurality of layers, such as representative layers
366, 368, and 370, each formed using an additive man-
ufacturing process.
[0093] In some embodiments, method 2000 further in-
cludes forming 2024 the hollow structure using 2026 an
additive manufacturing process. Moreover, in some such
embodiments, the step of using 2026 an additive manu-
facturing process includes alternately depositing 2028
each of the first material and the first catalyst to produce
a defined distribution of the first material and the first
catalyst in each of a plurality of layers of the hollow struc-
ture, such as representative layers 366, 368, and 370.
Additionally or alternatively, in some such embodiments,
the step of using 2026 an additive manufacturing process
includes using 2030 at least one of a direct metal laser
melting (DMLM) process, a direct metal laser sintering
(DMLS) process, a selective laser sintering (SLS) proc-
ess, an electron beam melting (EBM) process, a selective
laser melting process (SLM), and a robocasting extru-
sion-type additive process.
[0094] The above-described jacketed core provides a
cost-effective method for forming components that in-
clude internal passages defined therein with a at least
one catalyst selectively positioned along the internal pas-
sage. Specifically, the jacketed core includes the inner
core, which is positioned within the mold cavity to define
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the position of the internal passage within the component,
and also includes the hollow structure, within which the
inner core is disposed, formed from at least a first material
and a first catalyst. The first catalyst is strategically dis-
tributed within the hollow structure, such as by an additive
manufacturing process, such that the first catalyst is se-
lectively positioned along the internal passage when the
component is formed in the mold. For example, but not
by way of limitation, the first catalyst is selectively posi-
tioned to facilitate a chemical reaction in a fluid that flows
in the internal passage. Also, specifically, the first mate-
rial and the first catalyst are each at least partially ab-
sorbable by the molten component material introduced
into the mold cavity to form the component. Thus, the
use of the hollow structure does not interfere with the
structural or performance characteristics of the compo-
nent, and does not interfere with the later removal of the
inner core material from the component to form the in-
ternal passage.
[0095] An exemplary technical effect of the methods,
systems, and apparatus described herein includes at
least one of: (a) reducing or eliminating fragility problems
associated with forming, handling, transport, and/or stor-
age of the core used in forming a component having an
internal passage defined therein; and (b) an ability to re-
liably and repeatably selectively position at least one cat-
alyst along the internal passage when the component is
formed in the mold, even for internal passages having
nonlinear and/or complex shapes and/or characterized
by high L/d ratios.
[0096] Exemplary embodiments of jacketed cores are
described above in detail. The jacketed cores, and meth-
ods and systems using such jacketed cores, are not lim-
ited to the specific embodiments described herein, but
rather, components of systems and/or steps of the meth-
ods may be utilized independently and separately from
other components and/or steps described herein. For ex-
ample, the exemplary embodiments can be implemented
and utilized in connection with many other applications
that are currently configured to use cores within mold
assemblies.
[0097] Although specific features of various embodi-
ments of the disclosure may be shown in some drawings
and not in others, this is for convenience only. In accord-
ance with the principles of the disclosure, any feature of
a drawing may be referenced and/or claimed in combi-
nation with any feature of any other drawing.
[0098] This written description uses examples to dis-
close the embodiments, including the best mode, and
also to enable any person skilled in the art to practice the
embodiments, including making and using any devices
or systems and performing any incorporated methods.
The patentable scope of the disclosure is defined by the
claims, and may include other examples that occur to
those skilled in the art. Such other examples are intended
to be within the scope of the claims if they have structural
elements that do not differ from the literal language of
the claims, or if they include equivalent structural ele-

ments with insubstantial differences from the literal lan-
guage of the claims.
[0099] Various aspects and embodiments of the
present invention are defined by the following numbered
clauses:

1. A method of forming a component having an in-
ternal passage defined therein, said method com-
prising:

positioning a jacketed core with respect to a
mold, wherein the jacketed core includes:

a hollow structure formed from at least a
first material and a first catalyst; and

an inner core disposed within the hollow
structure;

introducing a component material in a molten
state into a cavity of the mold; and

cooling the component material in the cavity to
form the component, wherein the inner core de-
fines the internal passage within the component.

2. The method of clause 1, wherein said introducing
the component material into the cavity comprises in-
troducing the component material such that, after
the component is formed, a concentration of the first
catalyst proximate the inner core is sufficient to es-
tablish a catalytic effect associated with the first cat-
alyst along at least a portion of an interior wall that
defines the internal passage within the component.

3. The method of clause 1, wherein said introducing
the component material into the cavity comprises in-
troducing the component material such that, after
the component is formed, the first catalyst lines at
least a portion of an interior wall that defines the in-
ternal passage within the component.

4. The method of clause 1, wherein said positioning
the jacketed core comprises positioning the jacketed
core wherein the first catalyst is selected from one
of (i) a reformation catalyst, (ii) a proton acid, (iii)
alumina, and (iv) vanadium oxide.

5. The method of clause 1, wherein said positioning
the jacketed core comprises positioning the jacketed
core wherein the first catalyst extends over at least
one predefined first longitudinal portion of an interior
portion of the hollow structure, radially inward of the
first material.

6. The method of clause 5, wherein said positioning
the jacketed core comprises positioning the jacketed
core that includes the hollow structure formed from
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the first material, the first catalyst, and a second cat-
alyst, and wherein the second catalyst extends over
at least one predefined second longitudinal portion
of the interior portion of the hollow structure, radially
inward of the first material.

7. The method of clause 1, wherein an interior portion
of the hollow structure is at least partially formed from
the first catalyst, the interior portion shaped to define
at least one interior passage feature of the internal
passage, said introducing the component material
into the cavity comprises introducing the component
material such that, after the component is formed,
the first catalyst forms at least a portion of the at least
one interior passage feature.

8. The method of clause 1, wherein the hollow struc-
ture includes at least one strut that divides the inner
core into a plurality of longitudinally extending cham-
bers, the first catalyst disposed along the at least
one strut adjacent the inner core, said introducing
the component material into the cavity comprises in-
troducing the component material such that, after
the component is formed, each of the plurality of
chambers of the inner core defines a corresponding
chamber of the internal passage.

9. The method of clause 1, wherein said positioning
the jacketed core comprises positioning the jacketed
core that includes the hollow structure that includes
a plurality of layers each formed using an additive
manufacturing process.

10. The method of clause 1, further comprising form-
ing the hollow structure using an additive manufac-
turing process.

11. The method of clause 10, wherein using an ad-
ditive manufacturing process comprises alternately
depositing each of the first material and the first cat-
alyst to produce a defined distribution of the first ma-
terial and the first catalyst in each of a plurality of
layers of the hollow structure.

12. The method of clause 10, wherein using an ad-
ditive manufacturing process comprises using at
least one of a direct metal laser melting (DMLM)
process, a direct metal laser sintering (DMLS) proc-
ess, a selective laser sintering (SLS) process, an
electron beam melting (EBM) process, a selective
laser melting process (SLM), and a robocasting ex-
trusion-type additive process.

13. A mold assembly for use in forming a component
having an internal passage defined therein, said
mold assembly comprising:

a mold defining a mold cavity therein; and

a jacketed core positioned with respect to said
mold, said jacketed core comprising:

a hollow structure formed from at least a
first material and a first catalyst; and

an inner core disposed within said hollow
structure and positioned to define the inter-
nal passage within the component when a
component material in a molten state is in-
troduced into said mold cavity and cooled
to form the component.

14. The mold assembly of clause 13, wherein said
first catalyst is one of (i) a reformation catalyst, (ii) a
proton acid, (iii) alumina, and (iv) vanadium oxide.

15. The mold assembly of clause 13, wherein said
first catalyst extends over at least one predefined
first longitudinal portion of an interior portion of said
hollow structure, radially inward of said first material.

16. The mold assembly of clause 13, wherein said
hollow structure is formed from said first material,
said first catalyst, and a second catalyst, said second
catalyst extends over at least one predefined second
longitudinal portion of said interior portion of said hol-
low structure, radially inward of said first material.

17. The mold assembly of clause 13, wherein said
hollow structure comprises an interior portion at least
partially formed from said first catalyst, said interior
portion shaped to define at least one interior passage
feature of the internal passage when the component
is formed.

18. The mold assembly of clause 13, wherein said
hollow structure further comprises at least one strut
that divides said inner core into a plurality of longi-
tudinally extending chambers.

19. The mold assembly of clause 18, wherein said
first catalyst is disposed along said at least one strut
adjacent said inner core.

20. The mold assembly of clause 18, wherein a sec-
ond catalyst is disposed along said at least one strut
adjacent said inner core.

21. The mold assembly of clause 13, wherein said
hollow structure is formed from said first material,
said first catalyst, and a second material, said sec-
ond material selected to be a promoter of a reaction
catalyzed by said first catalyst.

22. The mold assembly of clause 13, wherein said
hollow structure comprises a plurality of layers each
formed using an additive manufacturing process.
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Claims

1. A method (2000) of forming a component (80) having
an internal passage (82) defined therein, said meth-
od comprising:

positioning (2002) a jacketed core (310) with re-
spect to a mold (300), wherein the jacketed core
(310) includes:

a hollow structure (320) formed from at least
a first material (322) and a first catalyst
(362); and
an inner core (324) disposed within the hol-
low structure (320);

introducing (2004) a component material (78) in
a molten state into a cavity (304) of the mold; and
cooling (2006) the component material (78) in
the cavity (304) to form the component (80),
wherein the inner core (324) defines the internal
passage within the component.

2. The method of Claim 1, wherein said introducing the
component material (78) into the cavity (304) com-
prises introducing (2008) the component material
(78) such that, after the component (80) is formed,
a concentration of the first catalyst (362) proximate
the inner core (324) is sufficient to establish a cata-
lytic effect associated with the first catalyst (362)
along at least a portion of an interior wall (100) that
defines the internal passage (82) within the compo-
nent (80).

3. The method of Claim 1 or Claim 2, wherein an interior
portion (360) of the hollow structure (320) is at least
partially formed from the first catalyst (362), the in-
terior portion (360) shaped to define at least one in-
terior passage feature (98) of the internal passage
(82), said introducing the component material (78)
into the cavity (304) comprises introducing (2018)
the component material (78) such that, after the com-
ponent (80) is formed, the first catalyst (362) forms
at least a portion of the at least one interior passage
feature (98).

4. The method of any of the preceding Claims, wherein
the hollow structure (320) includes at least one strut
(390) that divides the inner core (324) into a plurality
of longitudinally extending chambers (392), the first
catalyst (362) disposed along the at least one strut
(390) adjacent the inner core (324), said introducing
the component material (78) into the cavity (304)
comprises introducing (2020) the component mate-
rial (78) such that, after the component (80) is
formed, each of the plurality of chambers (392) of
the inner core (324) defines a corresponding cham-
ber of the internal passage (82) .

5. The method of any of the preceding Claims, further
comprising forming (2024) the hollow structure (320)
using an additive manufacturing process.

6. A mold assembly (301) for use in forming a compo-
nent (80) having an internal passage (82) defined
therein, said mold assembly (301) comprising:

a mold (300) defining a mold cavity (304) therein;
and
a jacketed core (310) positioned with respect to
said mold (300), said jacketed core (310) com-
prising:

a hollow structure (320) formed from at least
a first material (322) and a first catalyst
(362); and
an inner core (324) disposed within said hol-
low structure (320) and positioned to define
the internal passage (82) within the compo-
nent (80) when a component material (78)
in a molten state is introduced into said mold
cavity (304) and cooled to form the compo-
nent (80).

7. The mold assembly of Claim 6, wherein said first
catalyst (362) extends over at least one predefined
first longitudinal portion (354) of an interior portion
(360) of said hollow structure (320), radially inward
of said first material (322).

8. The mold assembly of Claim 6, wherein said hollow
structure (320) comprises an interior portion (360)
at least partially formed from said first catalyst (362),
said interior portion shaped (360) to define at least
one interior passage feature (98) of the internal pas-
sage (82) when the component (80) is formed.

9. The mold assembly of Claim 6, wherein said hollow
structure (320) further comprises at least one strut
(390) that divides said inner core (324) into a plurality
of longitudinally extending chambers (392).

10. The mold assembly of any of the preceding Claims
6 to 9, wherein said hollow structure (320) comprises
a plurality of layers each formed using an additive
manufacturing process.
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