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(S)  Resin-sealed  semiconductor  device. 
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©  To  provide  a  strong  and  highly  reliable  resi- 
n-sealed  semiconductor  device  to  prevent  the 
adhered  structural  members  of  the  device  from 
coming  loose,  a  resin-sealed  semiconductor 
device  is  provided  consisting  of  metallic  base 
plate  (1),  covering  case  (5)  adhered  to  the 
peripheral  section  of  this  metallic  base  plate  (1), 
semiconductor  elements  (2)  mounted  on  metal- 
lic  base  plate  (1),  lead-out  terminals  (4)  extend- 
ing  above  covering  case  (5)  from  the  surface 
electrodes  of  semiconductor  elements  (2),  a 
terminal-supporting  plate  (7)  made  to  adhere  to 
the  lead-out  terminals  (4)  and  forming  the  upper 
surface  of  covering  case  (5),  and  sealing  resin 
(8)  with  which  the  inside  of  covering  case  (5)  is 
filled,  wherein  grooves  or  ridges  (7a)  are  moul- 
ded  and  extend  radially  over  the  entire  outer 
peripheral  surface  of  the  terminal-supporting 
plate  (7)  to  roughen  said  peripheral  surface,  and 
the  adhesion  strength  is  reinforced  by  increas- 
ing  the  adhesive  area  between  the  terminal- 
supporting  plate  (7)  and  the  sealing  resin  (8), 
and  by  the  anchoring  effect. 
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This  invention  relates  to  a  resin-sealed  semicon- 
ductor  device,  and  particularly  relates  to  a  resin-sea- 
led  transistor  module. 

Figure  5  shows  a  conventional  resin-sealed  sem- 
iconductor  device.  In  this  diagram,  reference  number 
1  designates  a  metallic  base  plate  that  also  serves  as 
a  heat  radiation  plate,  reference  number  2  a  semicon- 
ductor  element  that  is  mounted  on  metallic  base  plate 
1  via  substrate  3,  reference  number  4  a  lead-out  ter- 
minal  soldered  to  the  surface  electrode  of  semicon- 
ductor  element  2  or  to  the  conductor  pattern  of  sub- 
strate  3  and  drawn  out  upwardly.  Reference  number 
5  indicates  a  moulded  resin  covering  case  bonded 
with  adhesive  6  to  the  peripheral  edge  of  the  metallic 
base  plate  1,  and  a  moulded  resin  terminal-support- 
ing  plate  7  serves  as  the  case  lid  on  the  upper  surface 
of  covering  case  5.  A  sealing  resin  8  fills  the  inside  of 
covering  case  5.  In  addition,  there  are  also  two  differ- 
ent  types  of  sealing  resin  8:  one  is  made  entirely  of 
epoxy  resin,  and  the  other  is  divided  into  two  layers 
(upper  and  lower),  wherein  the  lower  layer  is  made  of 
silicon  gel  and  the  upper  layer  is  made  of  epoxy  resin. 
In  the  two-layered  (upper  and  lower)  sealing  resin  8, 
as  the  cross-sectional  view  of  Figure  6  shows,  a  step 
5a  is  usually  formed  on  the  inner  surface  of  covering 
case  5,  and  filling  the  inside  of  covering  case  5  with 
silicon  gel  8a  stops  before  the  level  of  silicon  gel  8a 
reaches  the  step  5a.  The  remaining  portion  is  filled 
with  epoxy  resin  8b  to  harden  the  inside  of  covering 
case  5. 

Although  the  type  of  resin  material  for  covering 
case  5  and  terminal-supporting  plate  7  are  selected 
in  consideration  of  their  resistance  to  heat,  flame- 
proofing  property,  colouring  property,  electrical  char- 
acteristics,  and  moulding  costs,  usually  PBT  (polybu- 
tylene  terephthalate)  resin  or  PPS  (polyphenylene 
sulfide)  resin  is  used  for  covering  case  5  and  PPS  res- 
in  for  terminal-supporting  plate  7. 

According  to  the  configuration  of  said  conven- 
tional  resin-sealed  semiconductor  device,  peeling  oc- 
curs  in  between  the  components  during  actual  use  or 
in  temperature  cycle  tests  by  mutual  adhesive  failure. 
This  peeling  further  causes  problems  such  as  de- 
grading  of  moisture  resistance  performance  of  the 
device  and  leaking  of  the  sealing  resin  (gelatinoid  fill- 
er)  from  the  covering  case.  In  particular,  the  adherent 
surface  between  the  covering  case  and  the  sealing 
resin,  and  the  adherent  surface  between  the  termi- 
nal-supporting  plate  and  the  sealing  resin  easily  sep- 
arate.  Epoxy  resin  is  used  as  the  sealing  resin  and 
solidified  at  about  135°C.  The  transition  temperature 
required  to  solidify  epoxy  resin  into  glass  is  140  - 
160°C,  and  at  temperatures  below  that  range  the 
elasticity  of  the  hardened  epoxy  resin  is  highly  stable 
at  approximately  1,200  kg/mm2.  The  glass  transition 
temperature  for  PPS  resin  is  80  -  90°C,  and  although 
at  temperatures  below  this  range  the  elasticity  of  PPS 
resin  is  very  stable  at  approximately  about  1,800 

kg/mm2,  at  temperatures  above  this  range  the  elasti- 
city  of  the  PPS  resin  tends  gradually  to  decrease.  Ac- 
cordingly,  for  a  covering  case  and  terminal-support- 
ing  plate  made  of  PPS  resin,  in  order  to  fill  the  inside 

5  of  the  covering  case  and  solidify  the  PPS  resin  at 
about  135°C,  since  the  elasticity  of  the  PPS  resin, 
which  decreases  somewhat,  does  not  change  consid- 
erably,  a  difference  in  the  elasticity  of  the  PPS  resin 
and  the  epoxy  resins  arises,  causing  further  latent 

10  stress  in  the  adherent  surface  between  the  covering 
case  and  the  sealing  resin,  and  between  the  terminal- 
supporting  plate  and  the  sealing  resin.  Since  an  ex- 
ternal  mechanical  stress  such  as  high  tension  or 
bending  load  is  likely  to  be  applied  to  said  adherent 

15  surfaces  during  connection  of  the  external  wiring  to 
lead-out  terminals,  peeling  can  occur  not  only  be- 
tween  the  terminal-supporting  plate  which  supports 
the  lead-out  terminals  and  the  sealing  resin,  but  also 
between  the  covering  case  and  the  sealing  resin. 

20  When  the  lead-out  terminal  comes  loose  due  to  the 
peeling  thus  caused,  stress  is  also  applied  to  the  sol- 
dered  sections  between  the  lead-out  terminals  and 
the  semiconductor  device,  thereby  causing  serious 
defects  such  as  damage  to  the  semiconductor  device. 

25  Furthermore,  when  an  attempt  is  made  to  use  an 
adhesive  to  solidify  the  adhesive  used  to  bond  the 
metallic  base  plate  to  the  external  covering  case,  the 
adhesive  runs  out  of  the  adherent  section  and  then 
underthe  lower  surface  of  the  metallic  base  plate  and 

30  adheres  thereto,  thereby  damaging  the  smoothness 
of  the  mounting  surface,  reducing  the  adhesiveness 
of  the  semiconductor  device  to  an  apparatus,  degrad- 
ing  the  heat  radiation  performance  of  the  semicon- 
ductor  device,  or  causing  the  adhesive  to  further  run 

35  into  the  screw  holes  prepared  on  the  metallic  base 
plate  for  mounting  the  semiconductor  device,  thereby 
preventing  the  mounting  of  the  semiconductor  de- 
vice,  or  loosening  the  screws  in  use. 

Given  the  above  situation,  the  object  of  the  pres- 
40  ent  invention  is  to  provide  a  stiff  and  highly  reliable 

resin-sealed  semiconductor  device  by  resolving  said 
problems,  and  by  preventing  the  adhesive  between 
structural  components  from  losing  its  adhesive  prop- 
erties. 

45  In  order  to  achieve  the  aforementioned  objects, 
the  outer  peripheral  surface  of  the  terminal-support- 
ing  plate  connected  to  the  lead-out  terminals  in  the 
semiconductor  device  of  the  present  invention,  is  un- 
evenly  finished.  An  advantageous  embodiment  of  this 

so  configuration  can  be  achieved  by  forming  irregular 
radial  grooves  or  ridges  over  the  entire  peripheral  sur- 
face  of  the  terminal-supporting  plate  to  roughen  said 
surface  and  further  roughen  the  interface  between 
the  covering  case  and  the  metallic  base  plate. 

55  Also,  in  order  to  achieve  the  aforementioned  ob- 
jective,  the  outer  peripheral  surface  of  the  terminal- 
supporting  plate  may  be  inclined  upwardly,  while  the 
surface  of  the  covering  case  facing  the  inclined  outer 
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peripheral  surface  may  be  inclined  downwardly. 
Therefore,  by  unevenly  finishing  either  one  of  the  in- 
clined  outer  peripheral  surface  of  the  terminal-sup- 
porting  plate  and  the  inclined  surface  of  the  covering 
case  facing  the  inclined  outer  peripheral  surface,  the 
aforementioned  objective  can  be  achieved  most  ef- 
fectively. 

Moreover,  by  forming  a  configuration  such  that  a 
circumferential  groove  is  prepared  in  the  peripheral 
section  of  the  upper  surface  of  the  metallic  base 
plate,  and  a  circumferential  groove  is  prepared  in  the 
end  face  of  the  lower  section  of  the  covering  case  in 
such  a  way  as  to  be  deeper  than  said  groove  in  the 
base  plate,  to  be  wider  than  the  distance  between  the 
edge  of  the  base  plate  and  its  groove  and  to  have  its 
inner  wall  thinner  than  the  width  of  said  groove  in  the 
base  plate,  and  such  that  the  metallic  base  plate  and 
the  covering  case  are  made  to  adhere  to  each  other 
using  adhesive  with  the  inner  wall  of  the  groove  in  the 
covering  case  fitted  into  said  groove  in  the  base  plate 
and  the  outer  wall  of  said  groove  in  the  base  plate  fit- 
ted  into  said  groove  in  the  covering  case,  the  adhe- 
sive  used  to  bond  the  metallic  base  plate  and  the  cov- 
ering  case  can  be  prevented  from  leaking,  and  the  ad- 
hesive  will  bond  the  components  securely.  In  this 
case,  adhesion  can  be  made  more  effective  by  rough- 
ening  the  outer  surface  of  the  inner  wall  of  the  groove 
in  the  covering  case. 

Furthermore,  in  order  to  achieve  said  objective, 
either  the  terminal-supporting  plate  or  the  covering 
case  are  made  of  PPS  resin,  wherein  at  least  one  of 
the  following  groups  is  incorporated  in  at  least  part  of 
the  addition  group  or  terminal  group  of  a  molecular 
design. 

-OH, 
>C=0 

-C=0 

>C-C< 
\  /  

0 

As  the  aforementioned  configuration  proves, 
when  the  outer  peripheral  surface  of  the  terminal- 
supporting  plate  or  the  inner  wall  surface  of  the  cov- 
ering  case  that  adheres  to  the  sealing  resin,  or  the 
surface  that  adheres  to  the  adhesive  for  the  covering 
case,  is  unevenly  finished,  then  due  to  the  anchoring 
effect  created  by  the  sealing  resin  and  the  adhesive 
running  into  the  unevenly  finished  section  to  bond  the 
structural  components,  as  well  as  the  increase  in  ad- 
hesive  area  between  the  sealing  resin,  the  adhesive, 

and  each  of  the  structural  components,  a  high  adhe- 
sive  strength  and  stiffness  can  be  obtained.  In  par- 
ticular,  roughening  the  outer  peripheral  surface  of  the 
terminal-supporting  plate  can  easily  prevent  the  seal- 

5  ing  resin  from  peeling  away  from  the  terminal-sup- 
porting  plate,  even  when  a  large  external  force  is  ap- 
plied  to  the  lead-out  terminal,  thereby  enhancing  the 
reliability  of  the  semiconductor  device. 

By  inclining  the  outer  peripheral  surface  of  the 
10  terminal-supporting  plate  upwardly  and  the  surface 

of  the  covering  case  that  faces  said  peripheral  sur- 
face  downwardly,  when  an  external  force  is  applied  to 
the  terminal-supporting  plate,  an  anchoring  effect  by 
inclination,  i.e.  a  wedge  action,  is  produced,  thereby 

15  protecting  the  terminal-supporting  plate  from  slip- 
ping  off.  By  roughening  the  inclined  surface,  the 
aforementioned  effect  can  be  enhanced  and  a  prefer- 
red  result  can  be  expected. 

By  forming  a  configuration  such  that  a  first 
20  groove  is  prepared  in  the  peripheral  section  of  the  up- 

per  surface  of  the  metallic  base  plate,  and  a  second, 
narrow,  groove  is  prepared  in  the  end  face  of  the  low- 
er  section  of  the  covering  case  in  such  a  way  as  to  be 
deeper  than  said  first  groove,  to  be  wider  than  the 

25  thickness  of  the  outer  wall  of  said  first  groove,  and  to 
have  its  inner  wall  thinner  than  the  width  of  said  first 
groove,  and  such  that  the  metallic  base  plate  and  the 
covering  case  are  made  to  adhere  to  each  other  using 
adhesive  with  the  inner  wall  of  said  second  groove  f  it- 

30  ted  into  said  f  irstgroove  and  the  outerwall  of  said  first 
groove  fitted  into  said  second  groove,  the  metallic 
base  plate  and  the  covering  case  can  be  made  to  ad- 
here  to  each  other  over  a  wide  interface,  and  with 
both  the  metallic  base  plate  and  the  covering  case  in- 

35  terf  itted  with  each  other  at  the  interface,  thereby  fa- 
cilitating  very  strong  bonding.  Furthermore,  since  the 
second  groove  is  deeper  than  the  first  groove,  a  sur- 
plus  quantity  of  adhesive  remains  in  the  bottom  of  the 
second  groove,  thereby  enabling  enhanced  adhe- 

40  sion,  and  preventing  the  adhesive  from  running  out  of 
the  adhered  section. 

In  this  invention,  either  the  terminal-supporting 
plate  or  the  covering  case  is  moulded  with  PPS,  and 
at  least  one  of  the  following  groups  is  laid  out  so  that 

45  it  is  combined  with  either  part  of  the  addition  group  or 
terminal  group  of  the  molecular  design. 

-OH, 
>C=0 
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Since,  in  said  PPS  resin,  the  negative  hydroxyl  - 
OH  group  causes  molecular  bonding  with  a  free  group 
of  the  same  kind  with  the  aid  of  hydrogen  bonding,  a 
relatively  strong  bond,  which  although  it  is  weaker 
than  chemical  bonding  is  stronger  than  two  surfaces 
merely  contacting,  results  between  either  the  termi- 
nal-supporting  plate  or  the  covering  case  and  the 
sealing  resin.  Accordingly,  the  sealing  resin  and  either 
the  terminal-supporting  plate  or  the  covering  case 
can  deal  flexibly  with  the  stress  imposed  by  the  seal- 
ing  resin  in  the  hardening  process,  thereby  prevent- 
ing  the  terminal-supporting  plate  from  peeling  off 
from  the  covering  case  when  an  external  force  is  ap- 
plied  to  the  terminal-supporting  plate. 

An  exemplary  embodiment  of  this  invention  is  ex- 
plained  below  with  reference  to  the  attached  draw- 
ings,  in  which:  Figure  1  shows  a  first  embodiment  of 
the  present  device,  wherein  Figure  1a  is  a  sectional 
view,  and  Figure  1  b  is  a  partial  external  view  of  the 
terminal-supporting  plate  shown  in  Figure  1a; 

Figure  2  is  a  sectional  view  showing  a  second 
embodiment  of  the  device  of  this  invention; 
Figure  3  is  a  sectional  view  showing  a  third  em- 
bodiment  of  the  present  device; 
Figure  4  is  a  sectional  view  showing  a  fourth  em- 
bodiment  of  the  present  device; 
Figure  5  is  a  sectional  view  of  a  conventional  res- 
in-sealed  semiconductor  device; 
Figure  6  is  a  sectional  view  of  a  second  conven- 
tional  resin-sealed  semiconductor  device;  and 
Figure  7  is  a  diagram  showing  the  molecular 
structure  of  PPS  resin,  wherein  Figure  7a  shows 
the  structure  of  an  ordinary  PPS  polymer,  where- 
in  Figure  7b  shows  the  structure  of  the  PPS  poly- 
mer  related  to  this  invention. 
In  the  drawings,  components  which  correspond 

to  components  shown  in  Figures  5  and  6  are  desig- 
nated  by  the  same  reference  numbers. 

Figure  1  shows  an  example  of  this  invention,  Fig- 
ure  1a  being  a  sectional  view,  and  Figure  1  b  a  partial 
external  view  of  the  terminal-supporting  plate  shown 
in  Figure  1a.  Figure  1  shows  peripheral  ridges  7a 
moulded  on  the  outer  peripheral  edge  surface  of  ter- 
minal-supporting  plate  7,  through  which  lead-out  ter- 
minal  4  passes.  The  peripheral  edge  surface  of  the 
terminal-supporting  plate  7  is  thus  roughened.  These 
ridges  7a  are  produced  either  by  being  moulded  to- 
gether  with  the  terminal-supporting  plate  or  by  groov- 
ing  or  slitting  said  plate. 

In  the  above  configuration,  since  sealing  resin  8 
with  which  the  inside  of  covering  case  5  has  been  fil- 
led  has  run  between  the  ridges  7a  and  hardened,  the 
increase  in  the  adhesive  area  and  the  anchoring  ef- 

fect  by  ridges  7a  results  in  a  high  adhesive  strength 
between  terminal-supporting  plate  7  and  sealing  res- 
in  8.  Accordingly,  even  when  a  large  external  force 
(e.g.,  tension  or  bending  load)  is  applied  to  lead-out 

5  terminal  4  during  actual  operation,  the  bonding  sur- 
face  is  no  longer  likely  to  peel  off  easily  from  terminal- 
supporting  plate  7  or  sealing  resin  8. 

Figure  2  is  a  sectional  view  of  a  further  develop- 
ment  of  the  embodiment  seen  in  Figure  1,  in  which  ir- 

10  regular  ridges  7a  are  moulded  onto  the  outer  periph- 
eral  surface  of  terminal-supporting  plate  7  to  roughen 
that  surface,  and  a  number  of  ridges  5b  are  moulded 
onto  the  inner  surface  of  the  wall  of  covering  case  5 
to  roughen  the  inner  surface  of  the  wall.  Onto  the  ad- 

15  herent  surface  provided  for  adhesive  6  between  met- 
allic  base  plate  1  and  covering  case  5,  uneven  step- 
ped  sections  1a  and  5c  are  moulded.  With  the  above 
configuration,  both  the  adhesive  strength  between 
covering  case  5  and  sealing  resin  8,  and  that  between 

20  metallic  base  plate  1  and  covering  case  5  are  en- 
hanced,  thereby  increasing  the  adhesive  strength  of 
the  entire  resin-sealed  semiconductor  device. 
Roughening  both  the  outer  peripheral  surface  of  ter- 
minal-supporting  plate  7  and  the  inner  wall  of  cover- 

25  ing  case  5  to  obtain  an  uneven  surface  may  be  done 
using  sandpaper  or  a  cutting  device  of  sufficient 
hardness  compared  with  that  of  the  resin  to  cut  or 
scratch  the  outer  peripheral  surface  of  terminal-sup- 
porting  plate  7  and  the  inner  wall  of  covering  case  5 

30  after  moulding.  In  this  case,  since  the  cutting  or 
scratching  that  is  done  after  terminal-supporting 
plate  7  and  covering  case  5  are  moulded  also  re- 
moves  the  mould  lubricant  present  on  their  surfaces, 
the  moulding  resin  and  the  sealing  resin  directly 

35  touch,  thereby  further  enhancing  adhesion. 
Figure  3  is  a  sectional  view  showing  a  further  em- 

bodiment  of  this  invention,  in  which  the  outer  periph- 
eral  surface  of  terminal-supporting  plate  7  is  made  to 
incline  so  as  to  face  upwardly  and  the  inclined  surface 

40  is  inclined  face  7b  where  the  angle  a  of  the  contact 
surface  between  the  outer  peripheral  surface  of  ter- 
minal-supporting  plate  7  and  sealing  resin  8  is  greater 
than  0°,  and  the  surface  5b  of  covering  case  5  facing 
inclined  face  7  b  is  made  to  i  ncl  i  ne  so  as  to  face  down- 

45  wardly,  the  angle  p  of  the  contact  surface  between 
the  surface  5b  of  covering  case  5  facing  inclined  face 
7b  and  sealing  resin  8  is  greater  than  0°.  Inclining  the 
contact  surface  between  the  outer  peripheral  surface 
of  terminal-supporting  plate  7  and  sealing  resin  8  and 

so  that  part  of  the  contact  surface  between  the  surface 
of  covering  case  5  facing  the  former  inclined  surface, 
and  sealing  resin  8  will  prevent  terminal-supporting 
plate  7  from  slipping  when  an  external  force  is  applied 
to  lead-out  terminal  4.  Although  such  an  effect  can  be 

55  obtained  also  by  inclining  only  the  outer  peripheral 
surface  of  terminal-supporting  plate  7,  it  is  found  that 
by  also  inclining  the  part  of  the  surface  of  covering 
case  5  facing  the  slanting  surface,  the  effect  of  pro- 

4 
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tecting  terminal-supporting  plate  7  from  slipping  is 
improved.  The  above  inclination  can  be  achieved  by 
changing  the  moulding  die  or  by  cutting  after  mould- 
ing.  Furthermore,  unevenly  finishing  these  slanting 
surfaces  is  the  most  preferred  method  to  obtain  the 
aforementioned  roughening  effect. 

Figure  4  is  an  enlarged  sectional  view  showing 
another  embodiment  of  this  invention,  in  which  a 
groove  is  formed  in  the  section  adhered  to  metallic 
base  plate  1  and  in  the  section  adhered  to  covering 
case  5,  and  these  grooves  are  fitted  into  each  other 
to  securely  adhere  these  sections,  and  in  which  each 
of  Figures  4a,  4b,  and  4c  shows  an  example  of  a  dif- 
ferent  configuration.  In  Figure  4a,  a  groove  1b  of 
width  Wi  and  depth  l̂   is  prepared  in  the  peripheral 
section  of  metallic  base  plate  1;  a  groove  5e  of  width 
W2  and  depth  L2  is  prepared  in  the  end  face  of  cover- 
ing  case  5,  and  1c  indicates  an  outer  wall  bounding 
groove  1  b.  The  reference  numbers  5f  and  5g  indicate 
the  inner  wall  and  outer  wall,  respectively,  of  groove 
5e.  In  terms  of  physical  dimensions,  the  relationships 
between  height  L3  and  width  W3  of  inner  wall  5f  of 
groove  5e,  and  depth  l̂   and  width  of  groove  1b 
are  such  that  L3  >  L|,  and  W3  <  W  ̂ respectively.  Fur- 
thermore,  the  relationship  between  the  height  of  out- 
erwall  5g  of  groove  5e  (i.e.  depth  L2  of  groove  5e)  and 
L3  is  that:  L2  >  L3.  Therefore,  if  the  thickness  of  the 
metallic  base  plate  1  is  t,  the  relationship  between  L2, 
L3,  t,  and  l̂   can  be  defined  as: 
L2<  L3  +  1-  and  the  relationship  between  width  W4 
of  outer  wall  1c  of  groove  1  b  and  width  W2  of  groove 
1b  is  W4  <  W2.  Accordingly,  when  adhering  metallic 
base  plate  1  to  covering  case  5,  the  tip  of  inner  wall 
5f  can  be  fitted  into  groove  1  b,  and  outer  wall  1c  can 
be  fitted  into  groove  5e  so  as  to  interfit  grooves  1b 
and  5e.  Then,  the  tip  of  inner  wall  5f  butts  against  the 
bottom  of  groove  lb  to  form  the  vertical  supporting 
section  of  covering  case  5,  and  the  tip  of  outer  wall 
5g  does  not  extend  as  far  as  the  lower  surface  of  met- 
allic  base  plate  1  .  Furthermore,  a  cavity  exists  in  the 
bottom  section  of  groove  5e.  When  filling  groove  1b 
with  adhesive  6  and  adhering  metallic  base  plate  1  to 
covering  case  5  with  grooves  1  b  and  5e  interfiled 
with  each  other  as  stated  above,  they  are  made  to  ad- 
here  to  each  other  over  a  wide  adhesive  area,  and  fur- 
thermore,  since  both  grooves  are  interfiled  with 
each  other,  metallic  base  plate  1  and  covering  case  5 
will  adhere  strongly.  In  addition,  since  any  surplus  ad- 
hesive  will  remain  in  the  cavity  in  the  bottom  section 
of  groove  5e,  the  adhesive  will  not  run  outside  the  ad- 
hered  section,  nor  for  example,  reach  the  lower  sur- 
face  of  metallic  base  plate  1  to  obstruct  adhesion  of 
the  semiconductor  device  to  an  apparatus,  and  de- 
grade  the  heat  radiation  of  the  device. 

Figure  4b  shows  a  configuration  where  outer  sur- 
face  5h  of  inner  wall  5f  of  groove  5e  of  covering  case 
5  is  roughened  to  further  strengthen  adhesion  as 
compared  to  the  embodiment  of  Figure  4a,  and  Figure 

4c  shows  a  configuration  where  the  top  section  of 
groove  5e  of  the  covering  case  is  formed  into  taper  5i 
so  that  the  adhesion  area  can  be  widened  to  enhance 
the  adhesive  strength  and  also  make  mould  lubrica- 

5  tion  easier  when  moulding  covering  case  5. 
In  this  invention,  either  the  terminal-supporting 

plate  or  the  covering  case  is  made  of  straight-chain 
PPS  resin,  moulded  using  PPS  resin  of  molecular 
structure  containing  at  least  one  of  the  following 

10  groups: 
-OH 

>C=0 

15  -C=0 

20 

>c-c< 
\  /  

0 
25 

Straight-chain  PPS  resin  is  a  polycondensation 
of  dichlorobenzene 

ci-  O  - c i  

30 
and  sodium  sulfide  (Na-S-Na),  which  produces  PPS 
with  high  molecular  weight  and  which  cleans  the  PPS 
with  high  molecular  weight  to  remove  impurity  prod- 
uct  NaCI  therefrom.  Then,  the  aforementioned  nega- 

35  tive  hydroxyl  -OH  group  is  introduced  or  added  to  the 
addition  group  or  terminal  group  of  a  molecular  de- 
sign  to  produce  a  PPS  resin  containing  these  groups. 
Furthermore,  during  polycondensation,  it  is  effective 
to  mix  these  groups  togetherwith  an  additive.  It  is  also 

40  effective  to  use  ordinary  PPS  resin  to  mould  the  ter- 
minal-supporting  plate  and  the  covering  case,  and 
then  apply  an  ultraviolet  ray  of  wavelength  185  nm  or 
254  nm  to  the  contact  surfaces  between  the  terminal- 
supporting  plate,  covering  case,  and  sealing  resin,  or 

45  to  apply  plasma  thereto  to  generate  a  radical  on  the 
surface.  Figure  7  is  a  diagram  of  the  molecular  struc- 
ture  of  PPS,  Figure  7a  the  molecular  structure  of  an 
ordinary  PPS  polymer,  and  Figure  7b  the  molecular 
structure  of  the  PPS  resin  relating  to  this  invention, 

so  wherein  the  chain  of  the  structure  shown  in  Figure  7a 
is  cut  at  the  middle,  and  wherein  a  molecular  struc- 
ture  having  at  least  one  of  the  following  groups  is  add- 
ed  to  part  of  a  and  b,  c,  d,  and  e  of  a  benzene  ring. 

-OH 
55  >C=0 

5 
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-c=o 

>c-c< 
\  /  

0 

As  mentioned  above,  by  forming  straight-chain 
PPS  that  contains  -OH  or  similar  group,  not  only  can 
the  heat  resistance  (260°C),  flame  resistance  (the 
self-quenching  property  of  PPS  resin  is  industrially 
advantageous),  and  range  of  colours  (black;  green; 
white),  which  are  the  main  characteristics  of  straight- 
chain  PPS  resin,  be  reproduced,  but  also  an  effect 
can  be  obtained  that  the  -OH  group  or  the  like  is  con- 
nected  by  means  of  hydrogen  bonding  (X-H  ...  Y  or 
X  ...  H-Y)  to  the  same  group  of  epoxy  resin,  that  PPS 
resin  and  epoxy  resin  are  bonded  at  a  molecular  level, 
and  that  adhesion  of  the  terminal-supporting  plate  to 
the  covering  case  becomes  stronger. 

Furthermore,  adding  f  ibreglass  or  silica  (Si02)  to 
the  above  PPS  resin  is  preferable  for  enhancing  the 
mechanical  strength  of  the  resin  and  the  adhesion  of 
PPS  resin  to  epoxy  resin. 

Although  the  aforementioned  has  been  descri- 
bed  separately  for  the  covering  case  and  the  terminal- 
supporting  plate,  making  PPS  resin  that  contains  at 
least  the  aforementioned  group  is  effective  even  for 
a  monolithic  mould  of  the  covering  case  and  the  ter- 
minal-supporting  plate. 

In  accordance  with  the  characteristics  mentioned 
above,  this  invention  has  the  following  effects. 

When  the  contact  surface  between  the  outer  per- 
ipheral  surface  and  the  sealing  resin,  and  the  adher- 
ent  surface  between  the  covering  case  and  the  met- 
allic  base  plate  are  unevenly  finished,  the  adhesion  of 
each  joint  section  is  strengthened  and  made  rigid, 
thereby  improving  the  durability  and  reliability  of  the 
resin-sealed  semiconductor  device. 

When  the  outer  peripheral  surface  of  the  termi- 
nal-supporting  plate  is  inclined  upwardly  and  the  sur- 
face  of  the  covering  case  facing  the  upwardly  inclined 
surface  is  inclined  downwardly,  resistance  to  slipping 
off  of  the  terminal-supporting  plate  when  an  external 
force  is  applied  to  the  lead-out  terminal  can  be  en- 
hanced.  In  this  case,  when  either  one  of  the  inclined 
outer  surface  of  the  terminal-supporting  plate  or  the 
inclined  surface  of  the  covering  case  facing  the  in- 
clined  outer  surface  is  unevenly  finished,  the  rough- 
ness  strengthens  the  adhesion. 

Furthermore,  when  a  first  groove  is  prepared  on 
the  peripheral  section  of  the  upper  surface  of  the  met- 
allic  base  plate,  and  a  second  groove,  deeper  than  the 
first  groove,  wider  than  the  thickness  of  the  outer  wall 

of  the  first  groove,  and  whose  inner  wall  is  thinner 
than  the  first  groove,  is  prepared  on  the  lower  end 
face  of  the  covering  case,  and  the  metallic  base  plate 
and  the  covering  case  are  made  to  adhere  to  each 

5  other  using  adhesive  with  the  inner  wall  of  the  second 
groove  fitted  into  the  first  groove,  and  with  the  outer 
wall  of  the  first  groove  fitted  into  the  second  groove, 
the  metallic  base  plate  and  the  covering  case  are 
made  to  adhere  to  each  other  very  strongly.  More- 

10  over,  since  adhesive  may  remain  in  the  cavity  at  the 
bottom  of  the  second  groove,  the  adhesive  can  be 
prevented  from  running  outside  the  adhesive  sec- 
tion,  to  reach  the  lower  surface  of  the  metallic  base 
plate,  and  prevent  the  resin-sealed  semiconductor 

15  device  from  adhering  to  an  apparatus,  eventually  de- 
grading  the  heat  radiation.  In  this  case,  roughening 
the  outer  surface  of  the  inner  wall  of  the  second 
groove  causes  the  effect  of  roughening  to  be  added 
to  have  a  preferred  result. 

20  Furthermore,  by  moulding  either  the  terminal- 
supporting  plate  or  the  covering  case  with  PPS  resin 
prepared  by  combining  an  -OH  group  or  the  like  with 
part  of  either  the  addition  group  or  terminal  group  of 
a  molecular  design,  bonding  at  molecular  level  is  f  ur- 

25  ther  added  to  the  adhesion  of  the  terminal-supporting 
plate  or  the  covering  case  and  sealing  resin,  thereby 
improving  the  strength  of  the  adhesion. 

30  Claims 

1.  A  resin-sealed  semiconductor  device  consisting 
of  a  metallic  base  plate  (1  ),  a  covering  case  (5)  at- 
tached  to  the  periphery  of  the  metallic  base  plate 

35  (1),  a  semiconductor  element  (2)  fixed  on  the 
metallic  base  plate  (1),  at  least  one  lead-out  ter- 
minal  (4)  drawn  out  upwardly  above  the  upper 
surface  of  the  covering  case  (5)  from  the  surface 
electrodes  on  the  semiconductor  element  (2),  a 

40  terminal-supporting  plate  (7)  connected  to  the 
lead-out  terminal  (4)  and  forming  the  upper  sur- 
face  of  the  covering  case  (5),  and  a  sealing  resin 
(8)  for  filling  the  inside  of  the  covering  case  (5), 
in  which  the  outer  peripheral  surface  (7a)  of  said 

45  terminal-supporting  plate  (7)  is  unevenly  finish- 
ed. 

2.  A  resin-sealed  semiconductor  device  as  claimed 
in  Claim  1  ,  in  which  grooves  or  ridges  (7a)  extend 

so  over  the  entire  outer  peripheral  surface  of  the  ter- 
minal-supporting  plate  (7)  to  roughen  said  per- 
ipheral  surface. 

3.  A  resin-sealed  semiconductor  device  as  claimed 
55  in  Claim  1  or  Claim  2,  wherein  in  addition  to  the 

terminal-supporting  plate  (7),  the  inner  wall  sur- 
face  (5b)  of  the  covering  case  (5)  is  roughened. 

6 
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4.  A  resin-sealed  semiconductor  device  as  claimed 
in  Claim  1  or  Claim  3,  wherein  the  interface  be- 
tween  the  covering  case  (5)  and  the  metallic  base 
plate  (1)  is  roughened. 

5 
5.  A  resin-sealed  semiconductor  device  comprising 

a  metallic  base  plate  (1),  a  covering  case  (5)  at- 
tached  to  the  periphery  of  the  metallic  base  plate 
(1),  a  semiconductor  element  (2)  fixed  on  the 
metallic  base  plate  (1),  at  least  one  lead-out  ter-  10 
minal  (4)  drawn  out  upwardly  above  the  upper 
surface  of  the  covering  case  (5)  from  the  surface 
electrodes  on  the  semiconductor  element  (2),  a 
terminal-supporting  plate  (7)  connected  to  the 
lead-out  terminal  (4)  and  forming  the  upper  sur-  15 
face  of  the  covering  case  (5),  and  a  sealing  resin 
(8)  for  filling  the  inside  of  the  covering  case, 
wherein  the  outer  peripheral  surface  (7b)  of  said 
terminal-supporting  plate  (7)  is  inclined  upwardly 
and  the  surface  (5d)  facing  said  peripheral  sur-  20 
face  (7b)  is  inclined  downwardly. 

-C=0, 

and 

>C-C< 
\  /  

0 

is  combined  with  either  a  part  of  the  addition 
group  or  the  terminal  group  of  a  molecular  de- 
sign. 

6.  A  resin-sealed  semiconductor  device  as  claimed 
in  Claim  5,  wherein  at  least  one  of  the  inclined 
outer  peripheral  surface  (7b)  of  the  terminal-sup-  25 
porting  plate  (7)  and  the  other  inclined  surface 
(5d)  of  the  covering  case  facing  the  inclined  outer 
peripheral  surface  is  roughened. 

7.  A  resin-sealed  semiconductor  device  as  claimed  30 
in  Claim  1,  Claim  2,  Claim  3  or  Claim  5,  wherein 
a  first  groove  (1  b)  is  prepared  on  the  periphery  of 
the  upper  surface  of  the  metallic  base  plate  (1), 
and  wherein  a  second  groove  (5e)  of  a  depth  (L2) 
exceeding  that  of  said  first  groove  (1  b),  of  width  35 
(W2)  greater  than  the  thickness  (W4)  of  the  outer 
wall  (1c)  of  said  first  groove  (1  b),  and  of  inner  wall 
thickness  (W3)  less  than  the  width  (W  ̂ of  said 
first  groove  (1b)  is  prepared  on  the  end  face  of 
the  lower  section  of  the  covering  case  (5),  and  40 
wherein  the  metallic  base  plate  (1)  and  the  cov- 
ering  case  (5)  are  made  to  adhere  to  each  other 
with  the  inner  wall  (5f)  of  said  second  groove  (5e) 
fitted  into  said  first  groove  (1  b),  and  with  the  out- 
er  wall  (Ic)  of  said  first  groove  (lb)  fitted  into  said  45 
second  groove  (5e). 

8.  A  resin-sealed  semiconductor  device  as  claimed 
in  Claim  7,  wherein  the  outer  surface  (5h)  of  the 
inner  wall  (5f)  of  the  second  groove  (5e)  is  rough-  50 
ened. 

9.  A  resin-sealed  semiconductor  device,  wherein 
either  the  terminal-supporting  plate  (7)  or  the 
covering  case  (5)  consists  of  PPS  (polypheny-  55 
lene  sulfide)  resin,  in  which  at  least  one  of  the 
groups, 
-OH,  >C=0, 

7 
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FIG.  6 
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FIG.  7b 
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