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Description

[TECHNICAL FIELD]

[0001] The present invention relates to an anode for secondary batteries in which an anode mixture including an anode
active material is coated on a current collector, wherein the anode active material includes lithium titanium oxide (LTO)
particles provided on a surface thereof with a cross-linked polymer coating layer, wherein the LTO particles with the
cross-linked polymer coating layer formed thereon have a porous structure formed therebetween, and a cross-linked
polymer of the coating layer is a phosphate-based compound and a secondary battery including the same.

[BACKGROUND ART]

[0002] As mobile device technology continues to develop and demand therefor continues to increase, demand for
secondary batteries as energy sources is rapidly increasing. Among these secondary batteries, lithium secondary bat-
teries, which exhibit high energy density and operating potential, have long cycle lifespan, and have a low self-discharge
rate, are commercially available and widely used.
[0003] In addition, as recent interest in environmental problems is increasing, research into electric vehicles (EVs),
hybrid electric vehicles (HEVs), and the like that can replace vehicles using fossil fuels, such as gasoline vehicles, diesel
vehicles, and the like, which are one of the main causes behind air pollution, is underway. As a power source of EVs,
HEVs, and the like, a nickel-metal hydride (Ni-MH) secondary battery is mainly used. However, research into lithium
secondary batteries having high energy density, high discharge voltage, and high output stability is actively carried out
and some of the lithium secondary batteries are commercially available.
[0004] A lithium secondary battery has a structure in which an electrode assembly, which includes: a cathode prepared
by coating a cathode active material on a cathode current collector; an anode prepared by coating an anode active
material on an anode current collector; and a porous separator disposed between the cathode and the anode, is im-
pregnated with a lithium salt-containing non-aqueous electrolyte.
[0005] Such lithium secondary batteries require a certain level or higher of porosity of an electrode in consideration
of ionic conductivity of active materials.
[0006] However, excess reduction in porosity of an electrode occurs in a process of preparing an electrode slurry
including an electrode active material and, consequently, rapid decrease in C-rate may be caused.
[0007] Secondary batteries require a certain level or higher of C-rate according to individual applications and, in
particular, secondary batteries for power tools which require high power or secondary batteries for EVs and HEVs require
much higher C-rate.
[0008] Therefore, there is an urgent need to develop a technology that may address the above-described problems.
[0009] JP2012-119092 A discloses an anode for secondary batteries, comprising an anode mixture, comprising an
anode active material, coated on a current collector, wherein the anode active material comprises lithium titanium oxide
particles provided on surfaces thereof with a cross-linked polymer coating layer, wherein the lithium titanium oxide
particles with the cross-linked polymer coating layer formed thereon retain a porous structre formed there between, and
a cross-linked polymer of the coating layer is a phosphate-based compound.

[DISCLOSURE]

[Technical Problem]

[0010] Therefore, the present invention has been made to solve the above problems and other technical problems
that have yet to be resolved.
[0011] As a result of a variety of extensive and intensive studies and experiments, the inventors of the present invention
confirmed that, when lithium titanium oxide, a surface of which is coated with a phosphate-based compound as a
crosslinked polymer, is used as an anode active material, desired effects may be achieved, thus completing the present
invention.

[TECHNICAL SOLUTION]

[0012] In accordance with one aspect of the present invention, provided is an anode for secondary batteries comprising
an anode mixture comprising an anode active material, coated on a current collector, wherein the anode active material
comprises lithium titanium oxide (LTO) particles provided on the surfaces thereof with a cross-linked polymer coating
layer, wherein the LTO particles with the cross-linked polymer coating layer formed thereon retain a porous structure
formed therebetween, and a cross-linked polymer of the coating layer is a phosphate-based compound, and
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wherein the phosphate-based compound is at least one material selected from the group consisting of a phosphate-
based acrylate represented by Formula 1 below, a pyrophosphate-based acrylate represented by Formula 2 below, and
a phosphate-based urethane acrylate:

wherein R1 and R2 are each independently hydrogen, a methyl group, or F, and n is an integer of 1 to 20.
[0013] The anode according to the present invention uses LTO, a surface of which is coated with a phosphate-based
compound, as an anode active material and thus may enhance power output characteristics and may also enhance
lifespan due to a stabilized electrode interface.
[0014] In particular, the LTO particles retain a predetermined porous structure even though the coating layer is formed
on the surfaces of the LTO particles, and thus, a specific surface area of a layer of the anode active material may be
increased and connectivity among pores may be enhanced and, consequently, an impregnation ratio of an electrolyte
may be increased, which results in enhanced charge and discharge characteristics.
[0015] That is, the phosphate-based compound has high reactivity with radicals and thus is considered to enhance
electrochemical stability of the anode active material through improvement in progress of polymerization.
[0016] In particular, an LTO electrode may accelerate electrolyte decomposition reaction (Ti4+ <---→ Ti3+) during
charge and discharge and salt anions may accelerate LTO catalytic and electrochemical reactions. In these aspects, it
is considered that a phosphate group may reduce liquid electrolyte decomposition by binding to Ti3+ with high stability
and reduction reactivity through binding with anions and also serve to suppress structural decomposition of the formed film.
[0017] In addition, the LTO used as an anode active material acts as a catalyst and thus may accelerate cross-linking
polymerization of the phosphate-based compound and, accordingly, the above-described effects may be maximized.
[0018] The phosphate-based compound is at least one material selected from the group consisting of a phosphate-
based acrylate represented by Formula 1 below, a pyrophosphate-based acrylate represented by Formula 2 below, and
a phosphate-based urethane acrylate.
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[0019] In Formulas 1 and 2, R1 and R2 are each independently hydrogen, a methyl group, or F, and n is an integer of
1 to 20.
[0020] Specifically, in Formula 1 and/or Formula 2, R1 may be hydrogen and n may be 1.
[0021] The anode may further include a multifunctional compound polymerizable with the phosphate-based compound.
[0022] When the coating layer of the anode active material is formed together with the multifunctional compound
polymerizable with the phosphate-based compound, various characteristics of a battery may be further enhanced.
[0023] That is, when the coating layer of the anode active material is formed by cross-linking polymerization of the
phosphate-based compound with high binding affinity through a structure capable of satisfactorily coordinating lithium
ions and the multifunctional compound with excellent elasticity, electrochemical properties and mechanical properties
of each material may complement each other.
[0024] In an embodiment, the multifunctional compound may be at least one material selected from the group consisting
of a (meth)acrylic acid ester-based compound, an unsaturated carbonic acid-based compound, a vinyl-based compound.
[0025] The (meth)acrylic acid ester-based compound is preferably a (meth)acrylate-based compound having at least
two acrylate groups per molecule, and the (meth)acrylate-based compound may be a monomer represented by Formula
3 below or an oligomer thereof.

[0026] In Formula 3, R3, R4, and R5 are each independently hydrogen or a substituted or unsubstituted C1-C4 alkyl
group, and m is an integer of 1 to 20.
[0027] In addition, the (metha)acrylic acid ester-based compound may be at least one material selected from the group
consisting of diethylene glycol diacrylate (Di(EG)DA), diethylene glycol dimethacrylate (Di(EG)DM), ethylene glycol
dimethacrylate (EGDM), dipropylene glycol diacrylate (Di(PG)DA), dipropylene glycol dimethacrylate (Di(PG)DM), eth-
ylene glycol divinyl ether (EGDVE), ethoxylated(6) trimethylolpropane triacrylate (ETMPTA), diethylene glycol divinyl
ether (Di(EG)DVE), triethylene glycol dimethacrylate (Tri(EG)DM), dipentaerythritol pentaacrylate (DPentA), trimethyl-
olpropane triacrylate (TMPTA), trimethylolpropane trimethacrylate (TMPTM), propoxylated(3) trimethylolpropane triacr-
ylate (PO(3)TMPTA), propoxylated(6) trimethylolpropane triacrylate (PO(6)TMPTA), poly (ethylene glycol) diacrylate
(PA1), and poly(ethylene glycol) dimethacrylate, but embodiments are not limited thereto.
[0028] The multifunctional compound may also form various types of copolymers with the phosphate-based compound,
e.g., a random copolymer, a block copolymer, a graft copolymer, or the like.
[0029] The amount of the phosphate-based compound may be between 0.01 and 50 parts by weight, in particular
between 1 and 30 parts by weight, based on 100 parts by weight of the anode active material.
[0030] The coating layer of the phosphate-based compound may have a thickness of 0.001 mm to 10 mm, in particular
0.1 mm to 5 mm.
[0031] The porosity of the anode may be between 10 and 50%, in particular between 30 and 40%.
[0032] The term "porosity" used herein refers to a ratio of a hollow portion of a porous material to a total volume of
the porous material and is also referred to as degree of pores or void fraction.
[0033] The anode for secondary batteries according to the present invention may be manufactured using a method
including coating an anode slurry including LTO as an anode active material and the phosphate-based compound on a
current collector and drying the coated current collector (step (a)) and polymerizing the phosphate-based compound by
performing thermal curing, photocuring by irradiation of electron beams or gamma rays, or stabilization reaction at a
temperature of 30°C to 80°C on the anode fabricated in step (a).
[0034] The present invention also provides a secondary battery including the anode for secondary batteries. The
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secondary battery is manufactured so as to have a structure in which an electrolyte is included in an electrode assembly
including a cathode, an anode, and a separator disposed between the cathode and the anode.
[0035] The cathode may for example be manufactured by coating a mixture of a cathode active material, a conductive
material, and a binder on a cathode current collector and drying and pressing the coated cathode current collector. As
desired, the mixture may further include a filler.
[0036] The cathode current collector is generally fabricated to a thickness of 3 to 500 mm. The cathode current collector
is not particularly limited so long as it does not cause chemical changes in the fabricated lithium secondary battery and
has high conductivity. For example, the cathode current collector may be made of stainless steel, aluminum, nickel,
titanium, sintered carbon, aluminum or stainless steel surface-treated with carbon, nickel, titanium, or silver, or the like.
The cathode current collector may have fine irregularities at a surface thereof to increase adhesion between the cathode
active material and the cathode current collector. In addition, the cathode current collector may be used in any of various
forms including films, sheets, foils, nets, porous structures, foams, and non-woven fabrics.
[0037] Examples of the cathode active material include, without being limited to, layered compounds such as lithium
cobalt oxide (LiCoO2) and lithium nickel oxide (LiNiO2) or compounds substituted with one or more transition metals;
lithium manganese oxides represented by Li1+xMn2-xO4 where 0≤x≤0.33, such as LiMnO3, LiMn2O3, and LiMnO2; lithium
copper oxide (Li2CuO2); vanadium oxides such as LiV3O8, LiV3O4, V2O5, and Cu2V2O7; Ni-site type lithium nickel oxides
having the formula LiNi1-xMxO2 where M=Co, Mn, Al, Cu, Fe, Mg, B, or Ga, and 0.01≤x≤0.3; lithium manganese composite
oxides having the formula LiMn2-xMxO2 where M=Co, Ni, Fe, Cr, Zn, or Ta, and 0.01≤x≤0.1 or the formula Li2Mn3MO8
where M=Fe, Co, Ni, Cu, or Zn; LiMn2O4 where some of the Li atoms are substituted with alkaline earth metal ions;
disulfide compounds; and Fe2(MoO4)3.
[0038] The conductive material is typically added in an amount of 1 to 50 wt % based on the total weight of the mixture
including the cathode active material. There is no particular limit as to the conductive material, so long as it does not
cause chemical changes in the fabricated battery and has conductivity. Examples of conductive materials include graphite
such as natural or artificial graphite; carbon black such as carbon black, acetylene black, Ketjen black, channel black,
furnace black, lamp black, and thermal black; conductive fibers such as carbon fibers and metallic fibers; metallic powders
such as carbon fluoride powder, aluminum powder, and nickel powder; conductive whiskers such as zinc oxide and
potassium titanate; conductive metal oxides such as titanium oxide; and polyphenylene derivatives.
[0039] The binder is a component assisting in binding between an electrode active material and the conductive material
and in binding of the electrode active material to an electrode current collector. The binder is typically added in an amount
of 1 to 50 wt % based on the total weight of the mixture including the cathode active material. Examples of the binder
include polyvinylidene fluoride, polyvinyl alcohols, carboxymethylcellulose (CMC), starch, hydroxypropylcellulose, re-
generated cellulose, polyvinyl pyrrolidone, tetrafluoroethylene, polyethylene, polypropylene, ethylenepropylene-diene
terpolymer (EPDM), sulfonated EPDM, styrene butadiene rubber, fluorine rubber, and various copolymers.
[0040] The filler is optionally used as a component to inhibit cathode expansion. The filler is not particularly limited so
long as it is a fibrous material that does not cause chemical changes in the fabricated battery. Examples of the filler
include olefin-based polymers such as polyethylene and polypropylene; and fibrous materials such as glass fiber and
carbon fiber.
[0041] The anode may be manufactured by coating an anode active material on an anode current collector and drying
the coated anode current collector. In some cases, the above-described components may be further coated on the
anode current collector.
[0042] The anode current collector is typically fabricated to a thickness of 3 to 500 mm. The anode current collector
is not particularly limited so long as it does not cause chemical changes in the fabricated secondary battery and has
conductivity. For example, the anode current collector may be made of copper, stainless steel, aluminum, nickel, titanium,
sintered carbon, copper or stainless steel surface-treated with carbon, nickel, titanium, or silver, and aluminum-cadmium
alloys. Similar to the cathode current collector, the anode current collector may also have fine irregularities at a surface
thereof to enhance adhesion between the anode current collector and the anode active material and be used in various
forms including films, sheets, foils, nets, porous structures, foams, and non-woven fabrics.
[0043] The anode active material may be LTO as described above.
[0044] In particular, the LTO may be Li4Ti5O12, LiTi2O4, or a mixture thereof and, more particularly, may be Li4Ti5O12.
[0045] In addition, examples of the anode active material include carbon such as hard carbon and graphite-based
carbon; metal composite oxides such as LixFe2O3 where 0≤x≤1, LixWO2 where 0≤x≤1, SnxMe1-xMe’yOz where Me: Mn,
Fe, Pb, or Ge; Me’: Al, B, P, Si, Groups I, II and III elements, or halogens; 0<x≤1; 1≤y≤3; and 1≤z≤8; lithium metals;
lithium alloys; silicon-based alloys; tin-based alloys; metal oxides such as SnO, SnO2, PbO, PbO2, Pb2O3, Pb3O4, Sb2O3,
Sb2O4, Sb2O3, GeO, GeO2, Bi2O3, Bi2O4, and Bi2O5; conductive polymers such as polyacetylene; and Li-Co-Ni-based
materials, and these anode active materials may be used in combination.
[0046] The secondary battery according to the present invention may be a lithium secondary battery, and examples
thereof include, without being limited to, a lithium metal secondary battery, a lithium ion secondary battery, a lithium
polymer secondary battery, and a lithium ion polymer secondary battery. The secondary battery may be manufactured
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in various forms. For example, an electrode assembly may be fabricated in various forms including a jelly-roll type, a
stack type, a stack/folding type, and the like, and the secondary battery may have a structure in which an electrode
assembly is accommodated in a battery case such as a cylindrical can, a rectangular can, or a laminate sheet including
a metal layer and a resin layer. Such configuration is well known in the art and thus a detailed description thereof will
be omitted herein.
[0047] The secondary battery may be used as a power source for small electronic devices and medium and large-
scale devices as described below.
[0048] The present invention also provides a battery module including the secondary battery as a unit battery and a
battery pack including the battery module.
[0049] The battery pack may be used as a power source for medium and large-scale devices which require stability
at high temperature, long cycle lifespan, and high rate characteristics.
[0050] Examples of medium and large-scale devices include, without being limited to, electric motor-driven power
tools; electric vehicles (EVs), hybrid electric vehicles
[0051] (HEVs), and plug-in hybrid electric vehicles (PHEVs); electric two-wheeled vehicles such as e-bikes and e-
scooters; electric golf carts; and systems for storing power.

[EFFECTS OF INVENTION]

[0052] As apparent from the fore-going, an anode for secondary batteries according to the present invention uses, as
an anode active material, lithium titanium oxide, a surface of which is coated with a phosphate-based compound, and
thus, may exhibit excellent high-temperature storage, high power output characteristics, and excellent lifespan charac-
teristics due to a stabilized electrode interface.

[BRIEF DESCRIPTION OF THE DRAWINGS]

[0053] The above and other objects, features and other advantages of the present invention will be more clearly
understood from the following detailed description taken in conjunction with the accompanying drawing, in which:

FIG. 1 is a graph showing cycle characteristics measured in a chamber at 45°C according to Experimental Example 2.

[BEST MODE]

[0054] Now, the present invention will be described in more detail with reference to the following examples. These
examples are provided only for illustration of the present invention and should not be construed as limiting the scope
and spirit of the present invention.

<Example 1>

Anode Fabrication

[0055] Li1.33Ti1.67O4 as an anode active material, Denka black as a conductive material, and PVdF as a binder were
added to NMP and mixed therein in a weight ratio of 95:2.5:2.5 to prepare an anode mixture. Subsequently, the anode
mixture was coated to a thickness of 200 mm on a Cu foil having a thickness of 20 mm and rolled and dried, thereby
completing fabrication of an anode.
[0056] The fabricated anode was impregnated in a coating solution prepared by dissolving phosphate-based acrylate
represented by Formula a below as a phosphate-based material in DMC as a solvent in an amount of 10 wt% based on
a weight of the solvent for 30 minutes to form a coating layer thereon, and the resulting structure was irradiated with
electron beams to obtain an anode provided thereon with the coating layer formed of the phosphate-based compound.
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Manufacture of Battery

[0057] LiNi0.5Mn1.5O4 as a cathode active material, Denka black as a conductive material, and PVdF as a binder were
added to NMP and mixed therein in a weight ratio of 95:2.5:2.5 to prepare a cathode mixture, and the cathode mixture
was coated on an A1 foil having a thickness of 20 mm and rolled and dried, thereby completing fabrication of a cathode.
[0058] Subsequently, a polyethylene film (Celgard®, thickness: 20 mm) as a separator was interposed between the
fabricated anode and cathode, and a liquid electrolyte containing 1M LiPF6 dissolved in EC/EMC (=1/2 (vol%)) was
injected thereinto, thereby completing manufacture of a pouch battery.

<Example 2>

[0059] A pouch battery was manufactured in the same manner as in Example 1, except that the pyrophosphate-based
acrylate of Formula 2 where R1 is H and n is 1 was used as a phosphate-based material.

<Example 3>

[0060] A pouch battery was manufactured in the same manner as in Example 1, except that dipentaerythritol pen-
taacrylate (DPentA) as a multifunctional compound was further added to the solution containing the phosphate-based
material in an amount of 0.2 wt% based on the weight of the solvent.

<Example 4>

[0061] A pouch battery was manufactured in the same manner as in Example 2, except that DPentA as a multifunctional
compound was further added to the solution containing the phosphate-based material in an amount of 0.2 wt% based
on the weight of the solvent.

<Example 5>

Fabrication of Anode

[0062] Li1.33Ti1.67O4 as an anode active material, Denka black as a conductive material, and PVdF as a binder were
added to NMP and mixed therein in a weight ratio of 95:2.5:2.5 to prepare an anode mixture. Subsequently, the anode
mixture was coated to a thickness of 200 mm on a Cu foil having a thickness of 20 mm and rolled and dried, thereby
completing fabrication of an anode.
[0063] The fabricated anode was impregnated in a coating solution prepared by dissolving phosphate-based acrylate
represented by Formula a below as a phosphate-based material in DMC as a solvent in an amount of 0.2 wt% based
on a weight of the solvent for 30 minutes to form a coating layer thereon, and the resulting structure was irradiated with
electron beams to obtain an anode provided thereon with the coating layer formed of the phosphate-based compound.

Manufacture of Battery

[0064] LiNi0.5MN1.5O4 as a cathode active material, Denka black as a conductive material, and PVdF as a binder were
added to NMP and mixed therein in a weight ratio of 95:2.5:2.5 to prepare a cathode mixture, and the cathode mixture
was coated on an A1 foil having a thickness of 20 mm and rolled and dried, thereby completing fabrication of a cathode.
[0065] Subsequently, a polyethylene film (Celgard®, thickness: 20 mm) as a separator was interposed between the
fabricated anode and cathode, and a liquid electrolyte containing 1M LiPF6 dissolved in EC/EMC (=1/2 (vol%)) was
injected thereinto, thereby completing manufacture of a pouch battery.
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<Example 6>

[0066] A pouch battery was manufactured in the same manner as in Example 5, except that DPentA as a multifunctional
compound was further added to the solution containing the phosphate-based material in an amount of 0.2 wt% based
on the weight of the solvent.

<Comparative Example 1>

[0067] A pouch battery was manufactured in the same manner as in Example 1, except that the phosphate-based
acrylate was not added to the fabricated anode.

<Comparative Example 2>

[0068] A 2016 coin cell was manufactured in the same manner as in Example 1, except that a coating solution, prepared
by adding the compound of Formula a to the solvent in an amount of 40 wt% based on the weight of the solvent, was used.

<Experimental Example 1>

[0069] The batteries (design capacity: 10.2 mAh) manufactured according to Examples 1 to 6 and Comparative Ex-
amples 1 and 2 were subjected to formation at 2.75 V, and C-rate charge/discharge cycles of each battery were performed
at a voltage of 2.75 V - 1.6 V and discharge capacity thereof was confirmed. Results are shown in Table 1 below.

<Experimental Example 2>

[0070] 5C/5C cycle characteristics of the batteries of Examples 1 and 3 and Comparative Examples 1 and 2 were
measured during charging and discharging in a chamber at a 45°C at a voltage of 1.6 V to 2.75 V and 5 C. Measurement
results are shown in FIG. 1.
[0071] Although the preferred embodiments of the present invention have been disclosed for illustrative purposes,
those skilled in the art will appreciate that various modifications, additions and substitutions are possible, without departing
from the scope and spirit of the invention as disclosed in the accompanying claims.

Claims

1. An anode for secondary batteries, comprising an anode mixture comprising an anode active material, coated on a
current collector, wherein the anode active material comprises lithium titanium oxide (LTO) particles provided on
the surfaces thereof with a cross-linked polymer coating layer, wherein the LTO particles with the cross-linked
polymer coating layer formed thereon retain a porous structure formed therebetween, and a cross-linked polymer
of the coating layer is a phosphate-based compound, and
wherein the phosphate-based compound is at least one material selected from the group consisting of a phosphate-
based acrylate represented by Formula 1 below, a pyrophosphate-based acrylate represented by Formula 2 below,
and a phosphate-based urethane acrylate:

[Table 1]

Discharge capacity (1 C)

Example 1 8.7 mAh

Example 2 8.2 mAh

Example 3 8.6 mAh

Example 4 8.4 mAh

Example 5 9.3 mAh

Example 6 8.7 mAh

Comparative Example 1 9.2 mAh

Comparative Example 2 7.2 mAh
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wherein R1 and R2 are each independently hydrogen, a methyl group, or F, and n is an integer of 1 to 20.

2. The anode according to claim 1, further comprising a multifunctional compound polymerizable with the phosphate-
based compound.

3. The anode according to claim 2, wherein the multifunctional compound is at least one material selected from the
group consisting of a (meth)acrylic acid ester-based compound, an unsaturated carbonic acid-based compound,
and a vinyl-based compound.

4. The anode according to claim 3, wherein the (meth)acrylic acid ester-based compound is a (meth)acrylate-based
compound having at least two acrylate groups per molecule.

5. The anode according to claim 4, wherein the (meth)acrylate-based compound is a monomer represented by Formula
3 below or an oligomer thereof:

wherein R3, R4, and R5 are each independently hydrogen or a substituted or unsubstituted C1-C4 alkyl group, and
m is an integer of 1 to 20.

6. The anode according to claim 4, wherein the (meth)acrylic acid ester-based compound is at least one material
selected from the group consisting of diethylene glycol diacrylate (Di(EG)DA), diethylene glycol dimethacrylate
(Di(EG)DM), ethylene glycol dimethacrylate (EGDM), dipropylene diacrylate (Di(PG)DA), dipropylene glycol dimeth-
acrylate (Di(PG)DM), ethylene glycol divinyl ether (EGDVE), ethoxylated(6) trimethylolpropane triacrylate
(ETMPTA), diethylene glycol divinyl ether (Di(EG)DVE), triethylene glycol dimethacrylate (Tri(EG)DM), dipentaer-
ythritol pentaacrylate (DPentA), trimethylolpropane triacrylate (TMPTA), trimethylolpropane trimethacrylate
(TMPTM), propoxylated(3) trimethylolpropane triacrylate (PO(3)TMPTA), propoxylated(6) trimethylolpropane tria-
crylate (PO(6)TMPTA), poly(ethylene glycol) diacrylate (PA1), and poly(ethylene glycol) dimethacrylate.

7. The anode according to claim 1, wherein an amount of the phosphate-based compound is 0.01 parts by weight to
50 parts by weight based on 100 parts by weight of the anode active material.

8. The anode according to claim 1, wherein the cross-linked polymer coating layer formed of the phosphate-based
compound has a thickness of 0.001 mm to 10 mm.
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9. The anode according to claim 1, wherein the anode has a porosity of 10% to 50%.

10. A method of manufacturing the anode for secondary batteries according to claim 1, the method comprising:

coating an anode slurry comprising lithium titanium oxide (LTO) as an anode active material and the phosphate-
based compound on a current collector and drying the coated current collector; and
polymerizing the phosphate-based compound by performing thermal curing, photocuring by irradiation of elec-
tron beams or gamma rays, or stabilization reaction at a temperature of 30°C to 80°C on the anode manufactured
by the coating.

11. A secondary battery comprising the anode for secondary batteries according to any one of claims 1 to 9.

12. The secondary battery according to claim 11, wherein the secondary battery is a lithium secondary battery.

13. A battery module comprising the secondary battery according to claim 12 as a unit battery.

14. A battery pack comprising the battery module according to claim 13.

15. A device comprising the battery pack according to claim 14.

16. The device according to claim 15, wherein the device is an electric vehicle, a hybrid electric vehicle, a plug-in hybrid
electric vehicle, or a system for storing power.

Patentansprüche

1. Anode für Sekundärbatterien, umfassend eine Anodenmischung umfassend ein Anodenaktivmaterial, beschichtet
auf einem Stromsammler, wobei das Anodenaktivmaterial Lithium-Titan-Oxid-Teilchen (LTO) umfasst, die auf den
Oberflächen derselben mit einer vernetzten Polymerbeschichtungsschicht bereitgestellt sind, wobei die LTO-Teil-
chen mit der darauf gebildeten vernetzten Polymerbeschichtungsschicht eine dazwischen ausgebildete poröse
Struktur bewahren und ein vernetztes Polymer der Beschichtungsschicht eine Verbindung auf Phosphatbasis ist, und
wobei die Verbindung auf Phosphatbasis wenigstens ein Material ist, das ausgewählt ist aus der Gruppe bestehend
aus Acrylat auf Phosphatbasis dargestellt durch Formel 1 unten, ein Acrylat auf Pyrophosphatbasis dargestellt durch
Formel 2 unten und ein Urethanacrylat auf Phosphatbasis:

wobei R1 und R2 jeweils unabhängig Wasserstoff, eine Methylgruppe oder F sind, und wobei n eine ganze Zahl von
1 bis 20 ist.

2. Anode nach Anspruch 1, weiter umfassend eine multifunktionelle Verbindung, die mit der Verbindung auf Phos-
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phatbasis polymerisierbar ist.

3. Anode nach Anspruch 2, wobei die multifunktionelle Verbindung wenigstens ein Material ist, das ausgewählt ist aus
der Gruppe bestehend aus einer Verbindung auf (Meth)acrylsäureesterbasis, einer Verbindung auf ungesättigter
Kohlensäurebasis und einer Verbindung auf Vinylbasis.

4. Anode nach Anspruch 3, wobei die Verbindung auf (Meth)acrylsäureesterbasis eine Verbindung auf (Meth)acrylat-
basis mit wenigstens zwei Acrylatgruppen pro Molekül ist.

5. Anode nach Anspruch 4, wobei die Verbindung auf (Meth)acrylatbasis ein Monomer dargestellt durch Formel 3
unten oder ein Oligomer derselben ist:

wobei R3, R4 und R5 jeweils unabhängig Wasserstoff oder eine substituierte oder unsubstituierte C1-C4-Alkylgruppe
sind und m eine ganze Zahl von 1 bis 20 ist.

6. Anode nach Anspruch 4, wobei die Verbindung auf (Meth)acrylsäureesterbasis wenigstens ein Material ist ausge-
wählt aus der Gruppe bestehend aus Diethylenglykoldiacrylat (Di(EG)DA), Diethylenglykoldimethacrylat
(Di(EG)DM), Ethylenglykoldimethacrylat (EGDM), Dipropylendiacrylat (Di(PG)DA), Dipropylenglykoldimethacrylat
(Di(PG)DM), Ethylenglykoldivinylether (EGDVE), ethoxyliertem(6)-Trimethylolpropantriacrylat (ETMPTA), Diethy-
lenglykoldivinylether (Di(EG)DVE), Triethylenglykoldimethacrylat (Tri(EG)DM), Dipentaerythritolpentaacrylat
(DPentA), Trimethylolpropantriacrylat (TMPTA), Trimethylolpropantrimethacrylat (TMPTM), propoxyliertem(3)-Tri-
methylolpropantriacrylat (PO(3)TMPTA), propoxyliertem(6)-Trimethylolpropantriacrylat (PO(6)TMPTA), Poly(ethy-
lenglykol)diacrylat (PA1) und Poly(ethylenglykol)dimethacrylat.

7. Anode nach Anspruch 1, wobei eine Menge der Verbindung auf Phosphatbasis 0,01 Gewichtsteile bis 50 Gewichts-
teile, basierend auf 100 Gewichtsteilen des Anodenaktivmaterials, ist.

8. Anode nach Anspruch 1, wobei die vernetzte Polymerbeschichtungsschicht, die aus der Verbindung auf Phosphat-
basis gebildet ist, eine Dicke von 0,001 mm bis 10 mm aufweist.

9. Anode nach Anspruch 1, wobei die Anode eine Porosität von 10% bis 50% aufweist.

10. Verfahren zum Herstellen der Anode für Sekundärbatterien nach Anspruch 1, wobei das Verfahren umfasst:

Beschichten einer Anodenslurry, umfassend Lithium-Titan-Oxid (LTO) als ein Anodenaktivmaterial und die
Verbindung auf Phosphatbasis, auf einem Stromsammler und Trocknen des beschichteten Stromsammlers;
und Polymerisieren der Verbindung auf Phosphatbasis durch Durchführen eines thermischen Härtens, Photo-
härtens durch Bestrahlen von Elektronenstrahlen oder Gammastrahlen, oder Stabilisierungsreaktion bei einer
Temperatur von 30°C bis 80°C an der durch die Beschichtung hergestellten Anode.

11. Sekundärbatterie, umfassend die Anode für Sekundärbatterien nach einem der Ansprüche 1 bis 9.

12. Sekundärbatterie nach Anspruch 11, wobei die Sekundärbatterie eine Lithiumsekundärbatterie ist.

13. Batteriemodul, umfassend die Sekundärbatterie nach Anspruch 12 als eine Einheitsbatterie.

14. Batteriepack, umfassend das Batteriemodul nach Anspruch 13.

15. Vorrichtung, umfassend das Batteriepack nach Anspruch 14.

16. Vorrichtung nach Anspruch 15, wobei die Vorrichtung ein elektrisches Fahrzeug, ein elektrisches Hybridfahrzeug,
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ein elektrisches Plug-in-Hybridfahrzeug oder ein System zum Speichern von Strom ist.

Revendications

1. Anode pour batteries secondaires, comprenant un mélange d’anode comprenant un matériau actif d’anode, enrobé
sur un collecteur de courant, le matériau actif d’anode comprenant des particules d’oxyde de lithium-titane (LTO)
pourvues sur les surfaces de celui-ci avec une couche de revêtement polymère réticulée, les particules LTO avec
la couche de revêtement polymère réticulée formée sur celui-ci maintenant une structure poreuse formée entre
elles, et un polymère réticulé de la couche de revêtement étant un composé à base de phosphate, et
dans laquelle le composé à base de phosphate est au moins un matériau sélectionné dans le groupe constitué d’un
acrylate à base de phosphate représenté par la formule 1 ci-dessous, d’un acrylate à base de pyrophosphate
représenté par la formule 2 ci-dessous et d’un acrylate d’uréthane à base de phosphate :

dans laquelle R1 et R2 représentent chacun indépendamment l’hydrogène, un groupe méthyle, ou F, et n désigne
un nombre entier valant 1 à 20.

2. Anode selon la revendication 1, comprenant en outre un composé multifonctionnel polymérisable avec le composé
à base de phosphate.

3. Anode selon la revendication 2, dans laquelle le composé multifonctionnel est au moins une substance sélectionnée
dans le groupe constitué d’un composé à base d’un ester d’acide (méth)acrylique, d’un composé à base d’acide
carbonique insaturé et d’un composé à base de vinyle.

4. Anode selon la revendication 3, dans laquelle le composé à base d’ester d’acide (méth)acrylique est un composé
à base de (méth)acrylate ayant au moins deux groupes acrylate par molécule.

5. Anode selon la revendication 4, dans laquelle le composé à base de (méth)acrylate est un monomère représenté
par la formule 3 ci-dessous ou un oligomère de celui-ci :
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dans laquelle R3, R4 et R5 représentent chacun indépendamment l’hydrogène ou un groupe alkyle en C1 à C4
substitué ou non substitué et m désigne un nombre entier valant de 1 à 20.

6. Anode selon la revendication 4, dans laquelle le composé à base d’ester d’acide (méth)acrylique est au moins une
substance sélectionnée dans le groupe constitué de diacrylate de diéthylène glycol (Di(EG)DA), de diméthacrylate
de diéthylène glycol (Di(EG)DM), de diméthacrylate d’éthylène glycol (EGDM), de diacrylate de dipropylène
(Di(PG)DA), de diméthacrylate de dipropylène glycol (Di(PG)DM), d’éther divinylique d’éthylène glycol (EDGVE),
de triacrylate de triméthylpropane éthoxylaté(6) (ETMPTA), d’éther divinylique de diéthylène glycol (Di(EG)DVE),
de diméthacrylate de triéthylène glycol (Tri(EG)DM), de pentaacrylate de dipentaérythriol (DPentA), de triacrylate
de triméthylolpropane (TMPTA), de triméthacrylate de triméthylolpropane (TMPTM), de triacrylate de triméthyl-
propane propoxylaté(3) (PO(3)TMPTA), de triacrylate de triméthylpropane propoxylaté(6) (PO(6)TMPTA), de dia-
crylate de poly(éthylène glycol) (PA1) et de diméthacrylate de poly(éthylène glycol).

7. Anode selon la revendication 1, dans laquelle une quantité du composé à base de phosphate est de 0,01 parties
en poids à 50 parties en poids par rapport à 100 parties en poids du matériau actif d’anode.

8. Anode selon la revendication 1, dans laquelle la couche de revêtement de polymère réticulé formée du composé
à base de phosphate a une épaisseur de 0,001 mm à 10 mm.

9. Anode selon la revendication 1, dans laquelle l’anode a une porosité de 10% à 50 %.

10. Procédé de fabrication de l’anode pour batteries secondaires selon la revendication 1, le procédé comprenant les
étapes consistant à :

revêtir une anode pâteuse comprenant de l’oxyde de lithium-titane (LTO) en tant que matériau actif d’anode et
le composé à base de phosphate sur un collecteur de courant et sécher le collecteur de courant enrobé ; et
polymériser le composé à base de phosphate en réalisant un durcissement thermique, un photodurcissement
par irradiation de faisceaux d’électrons ou de rayons gamma, ou une réaction de stabilisation à une température
de 30 °C à 80 °C sur l’anode fabriquée par le revêtement.

11. Batterie secondaire comprenant l’anode pour batteries secondaires selon l’une quelconque des revendications 1 à 9.

12. Batterie secondaire selon la revendication 11, dans laquelle la batterie secondaire est une batterie secondaire au
lithium.

13. Module de batterie comprenant la batterie secondaire selon la revendication 12 en tant que batterie unitaire.

14. Bloc-batterie comprenant le module de batterie selon la revendication 13.

15. Dispositif comprenant le bloc-batterie selon la revendication 14.

16. Dispositif selon la revendication 15, dans lequel le dispositif est un véhicule électrique, un véhicule électrique hybride,
un véhicule électrique hybride rechargeable ou un système de stockage d’énergie.
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