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0   Dual  use  power  supply  configuration  for  the  double  pulsed  flash  lamp  pumped  rod  laser. 

0   A  dual  pulse  flashlamp-pumped  laser  system 
(50)  having  a  power  supply  circuit  (62)  which  not 
only  charges  two  capacitors  (C1,  C2)  which  are 
successively  discharged  to  produce  two  laser 
pulses,  but  also  supplies  a  simmer  current  through 
the  flashlamp  (58)  between  the  pulses.  The  first  laser 
pulse  follows  a  trigger  pulse  on  a  flashlamp  trigger 

wire  (60)  which  ionizes  the  flashlamp  gas,  permitting 
a  first  capacitor  (C1)  to  discharge  through  the  flash- 
lamp  (58).  The  simmer  current  maintains  the  flash- 
lamp  gas  in  an  ionized  state,  so  that  a  second 
trigger  pulse  is  not  needed.  The  second  laser  pulse 
follows  an  SCR-controlled  discharge  of  the  second 
capacitor  (C2)  through  the  flashlamp  (58). 
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BACKGROUND  OF  THE  INVENTION 

The  invention  relates  to  flashlamp  pumped  dye 
lasers,  and  more  particularly  to  a  power  supply 
configuration  to  achieveing  double  pulsed  opera- 
tion. 

Flashlamp  pumped  dye  lasers  are  a  well 
known  class  of  lasers.  The  flashlamp  pumped  dye 
laser  includes  a  charge  power  supply  to  charge  a 
capacitor  which  is  discharged  in  order  to  create  the 
pulse  needed  to  provide  pulsed  laser  operation. 
The  power  supply  conventionally  provides  a  single 
pulse,  there  being  a  relatively  long  time  interval 
required  in  order  to  provide  another  pulse. 

There  are,  however,  some  application  which 
require  a  pair  of  closely  occurring  laser  pulses. 
One  such  application  is  that  of  Laser  Identification 
of  Friend  or  Foe  (IFF).  This  application  requires  two 
laser  pulses  spaced  apart  by  a  minimum  of  50 
milliseconds  to  a  maximum  of  125  milliseconds. 
Simple  modification  of  the  conventional  charge 
power  supply,  e.g.,  to  charge  two  capacitors,  then 
discharge  the  capacitors  with  a  time  interval  be- 
tween  them  to  provide  two  pulses,  does  not  solve 
the  problem.  For  example,  the  capacitors  would  be 
charged  with  the  power  supply,  and  the  laser  fired 
by  discharging  the  first  capacitor  with  the  usual 
high  voltage  trigger  pulse  on  the  flashlamp.  After 
delaying  to  separate  the  pulses,  the  laser  could  be 
fired  again  by  somehow  discharging  the  second 
capacitor  through  some  combination  of  SCR  and 
the  high  voltage  trigger  pulse  on  the  flashlamp.  The 
problem  with  triggering  the  second  pulse  is  that  if 
the  power  supply  is  used  only  in  the  conventional 
manner  to  charge  the  capacitors,  the  SCR  would 
have  to  be  triggered  at  exactly  the  same  time  as 
when  the  high  voltage  trigger  pulse  ionizes  the  gas 
in  the  flashlamp  This  would  create  a  very  difficult 
timing  problem  between  triggering  the  SCR  and 
the  high  voltage  trigger  pulse  ionizing  the  gas  in 
the  flashlamp.  A  further  disadvantage  is  that  a 
flashlamp  trigger  pulse  is  required  to  produce  each 
laser  pulse,  since  the  flashlamp  life  is  very  depen- 
dent  on  the  number  of  high  voltage  trigger  pulses 
which  have  been  applied. 

It  is  therefore  an  object  of  this  invention  to 
provide  a  double  pulsed  flashlamp  pumped  dye 
laser. 

A  further  object  is  to  provide  a  double  pulsed 
flashlamp  pumped  laser  which  requires  only  a  sin- 
gle  flashlamp  trigger  in  order  to  obtain  the  two 
closely  spaced  pulses. 

SUMMARY  OF  THE  INVENTION 

A  dual  pulse  flashlamp-pumped  laser  system  is 
disclosed,  and  includes  laser  cavity-defining  means 
with  laser  material  disposed  therein,  and  a  flash- 

lamp  for  providing  pump  light  to  excite  laser  ma- 
terial.  The  flashlamp  includes  a  gas-filled  lamp 
chamber.  Means  are  provided  for  ionizing  the  gas 
in  the  flashlamp,  typically  a  high  voltage  trigger 

5  pulse. 
The  laser  system  further  includes  means  for 

discharging  a  first  current  pulse  through  the  flash- 
lamp  to  cause  a  first  high  intensity  light  flash  and 
thereby  pumping  the  laser  material  to  emit  a  first 

io  laser  pulse. 
In  accordance  with  the  invention,  the  laser  sys- 

tem  further  includes  means  for  maintaining  the  gas 
in  the  ionized  state  for  a  predetermined  time  inter- 
val  after  the  first  current  pulse  and  until  a  second 

75  current  pulse  is  discharged  through  the  flashlamp. 
Means  are  further  provided  for  discharging  a  sec- 
ond  current  pulse  through  the  flashlamp  a  delay 
time  interval  after  the  first  current  pulse,  thereby 
pumping  the  laser  material  to  emit  a  second  laser 

20  pulse.  The  flashlamp  therefore  does  not  require  a 
second  high  voltage  trigger  pulse  to  ionize  the  gas 
prior  to  flashing  the  lamp  a  second  time. 

In  a  preferred  embodiment,  the  means  for  dis- 
charging  a  first  current  pulse  comprises  a  first 

25  charged  capacitor,  the  capacitor  being  discharged 
into  the  flashlamp  as  a  result  of  the  ionization  of 
the  gas  in  the  flashlamp.  The  means  for  discharg- 
ing  a  second  current  pulse  preferably  comprises  a 
second  charged  capacitor  and  means  for  discharg- 

30  ing  the  second  capacitor  with  a  delay  time  interval 
after  the  first  current  pulse  from  the  first  capacitor 
being  discharged. 

A  further  aspect  of  the  invention  is  that  the 
means  for  maintaining  the  gas  in  the  ionized  state 

35  comprises  means  for  passing  a  simmer  current 
through  the  flashlamp,  and  is  preferably  a  power 
supply  also  used  to  charge  the  two  capacitors. 

BRIEF  DESCRIPTION  OF  THE  DRAWING 
40 

These  and  other  features  and  advantages  of 
the  present  invention  will  become  more  apparent 
from  the  following  detailed  description  of  an  exem- 
plary  embodiment  thereof,  as  illustrated  in  the  ac- 

45  companying  drawings,  in  which: 
FIG.  1  is  a  simplified  block  diagram  of  a  flash- 
lamp  pumped  laser  system  in  accordance  with 
this  invention. 
FIG.  2  is  a  schematic  diagram  of  the  power 

50  supply  circuit  employed  in  the  laser  system  of 
FIG.  1. 
FIGS.  3A-3G  are  timing  diagrams  illustrative  of 
the  dual  pulse  operation  of  the  system  of  FIG.  1. 

55 
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DETAILED  DESCRIPTION  OF  THE  PREFERRED 
EMBODIMENT 

FIG.  1  illustrates  in  simplified  schematic  form  a 
flashlamp  pumped  dye  laser  system  50  embodying 
the  invention.  As  is  well  known,  the  laser  system  50 
includes  means  for  defining  a  laser  cavity,  and 
laser  material  such  as  a  laser  rod  52  mounted  in 
the  cavity  between  a  100%  reflector  54  and  an 
output  coupler  56,  a  dye  cell.  The  coupler  56 
reflects  laser  light  of  an  intensity  below  some 
threshold,  and  partially  reflects  and  partially  trans- 
mits  the  laser  light  when  the  intensity  exceeds  the 
threshold.  The  rod  52  is  excited  by  a  flashlamp  58, 
which  is  triggered  by  a  high  voltage  pulse  on 
trigger  wire  60  from  high  voltage  trigger  circuit  61  . 
Voltage  is  supplied  to  the  flashlamp  58  by  a  power 
supply  circuit  62.  A  logic  circuit  80  controls  the 
high  voltage  trigger  circuit  61  and  the  power  supply 
circuit  62. 

The  light  transmitted  through  the  output  cou- 
pler  56  is  incident  on  a  beam  splitter  82,  which 
splits  a  small  portion  of  the  output  light  off  through 
an  energy  diffuser/attenuator  84  to  a  photodetector 
88.  An  interval  timer  90  responds  to  the 
photodetector  output  to  time  the  interval  between 
output  pulses  and  provide  an  output  indicative  of 
the  measured  time  interval.  This  output  is  useful  for 
the  IFF  application. 

FIG.  2  illustrates  the  circuit  62  in  further  detail. 
The  circuit  includes  a  conventional  flyback  charge 
power  supply  64,  which  is  connected  to  a  source  of 
dc  power,  the  +28  V  and  28  V  return.  The  supply 
circuit  64  develops  a  high  voltage,  e.g,  +750  V, 
across  its  output  terminals,  to  which  are  connected 
lines  65  and  66.  Capacitor  C2  is  connected  be- 
tween  node  77  and  line  66.  A  diode  67  connects 
node  77  to  line  65.  An  SCR  69,  triggered  by  an 
SCR  trigger  circuit  70  controlled  by  the  logic  circuit 
80,  also  connects  the  node  77  to  line  65.  Another 
capacitor  C1  is  connected  between  node  78  and 
node  79.  An  FET  switch  75  is  connected  between 
node  79  and  return  line  66;  an  enable  signal  is 
connected  to  the  gate  of  the  switch  75.  A  one 
Megohm  resistor  76  is  connected  in  parallel  with 
the  FET  switch.  Inductor  72  is  connected  between 
node  78  and  one  terminal  of  the  flashlamp  52.  The 
other  terminal  of  the  flashlamp  52  is  connected  to 
the  return  line  66. 

The  trigger  circuit  61  includes  a  transformer  to 
step  the  voltage  up  to  the  high  voltage  needed  for 
the  trigger  pulse,  e.g.,  15  KV  to  20  KV.  The  SCR 
trigger  circuit  70  also  includes  a  transformer  to 
provide  isolation  against  the  voltage  (750V)  pro- 
vided  by  the  power  supply  64. 

The  power  supply  circuit  62  further  includes  an 
inductor  72,  in  order  to  limit  the  peak  current  level 
discharged  through  the  flashlamp  so  that  the  peak 

current  rating  of  the  flashlamp  is  not  exceeded. 
The  circuit  62  is  also  typically  required  to  provide  a 
desired  current  pulse  width.  Typically  the  flashlamp 
manufacturer  specifies  the  peak  current  rating,  and 

5  a  desired  current  pulse  width  is  specified  based 
upon  the  laser  rod  material.  From  these  param- 
eters,  the  values  for  both  the  capacitors  C1  and  C2 
and  the  inductors  72  may  be  calculated,  typically  in 
a  manner  specified  by  the  flashlamp  manufacturer. 

io  The  capacitors  C1  and  C2  will  have  the  same 
capacitance  for  pulses  with  the  same  pea  current 
and  pulse  width. 

In  accordance  with  the  invention,  the  power 
supply  64  is  used  not  only  to  charge  the  capacitors 

is  C1  and  C2,  but  to  keep  current  flowing  in  the 
flashlamp  58.  With  the  flashlamp  maintained  in  a 
"simmer"  status  after  the  first  pulse,  there  is  no 
need  for  a  Second  high  voltage  trigger  pulse  to  be 
applied  to  the  flashlamp  58  in  order  to  trigger  the 

20  second  pulse.  The  power  supply  64  provides  a 
current  of  about  35  mA  at  about  200  V,  which  is 
sufficient  to  simmer  the  flashlamp. 

The  laser  system  50  operates  in  the  following 
manner,  as  illustrated  by  the  timing  diagrams  of 

25  FIGS.  3A-3G.  At  time  to,  the  C1  enable  signal  is 
brought  to  the  active  high  state,  turning  on  the  FET 
75,  bypassing  the  resistor  76  and  permitting  ca- 
pacitor  C1  to  be  charged.  At  time  t1,  the  power 
supply  64  is  turned  on,  and  comences  charging 

30  both  capacitors  C1  and  C2,  as  shown  in  FIGS.  3D 
and  3F. 

At  time  t2,  after  the  capacitors  have  been 
charged,  the  laser  is  fired  by  discharging  capacitor 
C1  with  the  usual  high  voltage  trigger  pulse  on  the 

35  flashlamp  supplied  by  the  circuit  61.  The  trigger 
pulse  ionizes  the  gas  in  the  flashlamp,  changing 
the  lamp  impedance  from  a  high  value  to  a  low 
value  and  thereby  permitting  a  large  current  pulse 
to  flow  through  the  flashlamp  supplied  by  the  ca- 

40  pacitor  C1  discharge,  as  shown  in  FIG.  3G.  The 
current  pulse  is  typically  on  the  order  of  700A.  The 
power  supply  64  is  not  shut  off  during  or  after  the 
triggering  of  the  flashlamp  58  for  this  first  laser 
pulse.  Current  flows  through  the  flashlamp  at  a  low 

45  level,  e.g.  ,35  mA,  after  the  first  laser  pulse,  at  a 
level  sufficient  to  simmer  the  flashlamp,  i.e.,  to 
maintain  the  gas  in  the  flashlamp  in  an  ionized 
state. 

At  time  t3,  the  C1  enable  signal  is  disabled,  so 
50  that  the  FET  75  is  non-conductive,  taking  capacitor 

C1  effectively  out  of  the  circuit.  This  is  done  so 
that  capacitor  C1  does  not  become  an  additional 
load  when  capacitor  C2  is  discharged,  allowing  the 
full  energy  stored  in  capacitor  C2  to  be  applied  to 

55  the  flashlamp.  A  timed  delay  occurs,  of  a  length 
required  by  the  IFF  coding  for  example.  During  this 
time  delay,  the  power  supply  is  kept  on,  and  the 
low  level  simmer  current  continues  to  flow  through 

3 
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the  flashlamp. 
At  time  t4,  the  SCR  trigger  signal  causes  the 

SCR  69  to  become  conductive,  discharging  capaci- 
tor  C2  through  the  SCR  into  the  flashlamp  58.  This 
is  all  that  is  needed  to  fire  the  laser  again,  since 
the  gas  in  the  flashlamp  is  still  in  the  ionized  state 
due  to  the  low  level  current  from  the  power  supply. 
The  power  supply  is  then  shut  off  for  a  short  time, 
extinguishing  the  flashlamp.  The  capacitor  C1  is 
then  reconnected  at  time  t5  for  recharging,  and  the 
power  supply  64  is  again  enabled  at  time  t6,  per- 
mitting  the  dual  pulse  cycle  to  repeat. 

More  than  one  FET  can  be  used  as  switch  75, 
to  allow  using  FETs  with  lower  voltage  ratings. 
While  there  is  a  conduction  loss  in  the  FET  during 
the  high  current  operation,  the  circuit  only  switches 
at  close  to  zero  current  and  zero  voltage,  minimiz- 
ing  the  switching  loss. 

In  addition  to  providing  dual  pulse  capability, 
advantages  of  the  invention  include  extending  the 
life  of  the  flashlamp  and  elimination  of  the  timing 
problem  between  triggering  the  SCR  and  the  high 
voltage  trigger  pulse  ionizing  the  gas  in  the  flash- 
lamp.  Moreover,  conventional  single  pulse  flash- 
lamp  pumped  dye  lasers  can  be  readily  converted 
to  dual  pulse  operation  by  changing  the  power 
supply  circuit  to  that  shown  in  FIG.  2. 

It  is  understood  that  the  above-described  em- 
bodiments  are  merely  illustrative  of  the  possible 
specific  embodiments  which  may  represent  princi- 
ples  of  the  present  invention.  Other  arrangements 
may  readily  be  devised  in  accordance  with  these 
principles  by  those  skilled  in  the  art  without  depart- 
ing  from  the  scope  and  spirit  of  the  invention. 

Claims 

1.  A  dual  pulse  flashlamp-pumped  laser  system, 
comprising: 

laser  cavity-defining  means  with  laser  ma- 
terial  disposed  therein; 

a  flashlamp  means  for  providing  pump 
light  to  excite  said  laser  material,  said  flash- 
lamp  means  comprising  a  gas-filled  lamp 
chamber; 

means  for  ionizing  said  gas  in  said  flash- 
lamp; 

means  for  discharging  a  first  current  pulse 
through  said  flashlamp  to  cause  a  first  high 
intensity  light  flash  and  thereby  pumping  said 
laser  material  to  emit  a  first  laser  pulse; 

means  for  maintaining  said  gas  in  said 
ionized  state  for  a  predetermined  time  interval 
after  said  first  current  pulse  until  a  second 
current  pulse  is  discharged  through  said  flash- 
lamp;  and 

means  for  discharging  a  second  current 
pulse  through  said  flashlamp  a  delay  time  in- 

terval  after  said  first  current  pulse,  thereby 
pumping  said  laser  material  to  emit  a  second 
laser  pulse. 

5  2.  The  laser  system  of  Claim  1,  wherein  said 
maintaining  means  is  disabled  after  said  sec- 
ond  current  pulse  is  discharged,  permitting 
said  flashlamp  to  become  extinguished. 

io  3.  The  laser  system  of  claim  1  wherein  said 
means  for  ionizing  said  gas  comprises  a  trig- 
ger  wire  and  means  for  applying  a  high  voltage 
pulse  on  said  trigger  wire. 

is  4.  The  laser  system  of  Claim  1  wherein  said 
means  for  discharging  a  first  current  pulse 
comprises  a  first  charged  capacitor,  said  ca- 
pacitor  being  discharged  into  said  flashlamp  as 
a  result  of  said  ionization  of  said  gas  in  said 

20  flashlamp. 

5.  The  laser  system  of  Claim  4  wherein  said 
means  for  discharging  a  second  current  pulse 
comprises  a  second  charged  capacitor  and 

25  means  for  discharging  said  capacitor  said  de- 
lay  time  interval  after  said  first  current  pulse 
has  been  discharged. 

6.  The  laser  system  of  Claim  1  wherein  said 
30  means  for  maintaining  said  gas  in  said  ionized 

state  comprises  means  for  passing  a  simmer 
current  through  said  flashlamp  of  a  sufficient 
magnitude  to  maintain  said  gas  in  said  ionized 
state. 

35 
7.  The  laser  system  of  Claim  5  further  comprising 

power  supply  means  for  charging  said  first  and 
second  capacitors  to  a  high  voltage,  and 
wherein  said  power  supply  means  further  sup- 

40  plies  a  simmer  current  to  be  Passed  through 
said  flashlamp  in  the  time  interval  between 
said  first  and  second  current  pulses,  wherein 
said  means  for  maintaining  said  gas  in  said 
ionized  state  comprises  said  power  supply. 

45 
8.  The  laser  system  of  Claim  1  wherein  said 

laser-defining  means  comprises  an  output  op- 
tical  coupler,  said  coupler  comprising  a  dye 
cell. 

4 
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