
Note: Within nine months of the publication of the mention of the grant of the European patent in the European Patent
Bulletin, any person may give notice to the European Patent Office of opposition to that patent, in accordance with the
Implementing Regulations. Notice of opposition shall not be deemed to have been filed until the opposition fee has been
paid. (Art. 99(1) European Patent Convention).

Printed by Jouve, 75001 PARIS (FR)

(19)
E

P
3 

09
6 

52
2

B
1

TEPZZ¥Z965  B_T
(11) EP 3 096 522 B1

(12) EUROPEAN PATENT SPECIFICATION

(45) Date of publication and mention 
of the grant of the patent: 
13.12.2017 Bulletin 2017/50

(21) Application number: 16158333.1

(22) Date of filing: 02.03.2016

(51) Int Cl.:
H04N 21/214 (2011.01) H04N 21/414 (2011.01)

H04N 21/4363 (2011.01) H04N 21/443 (2011.01)

H04N 21/61 (2011.01) H04W 4/04 (2009.01)

B64D 11/00 (2006.01)

(54) WIRELESS CONTENT LOADER FOR ENTERTAINMENT SYSTEM

DRAHTLOSER INHALTSLADER FÜR UNTERHALTUNGSSYSTEM

CHARGEUR DE CONTENU SANS FIL POUR SYSTÈME DE DIVERTISSEMENT

(84) Designated Contracting States: 
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB 
GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO 
PL PT RO RS SE SI SK SM TR

(30) Priority: 19.05.2015 US 201514716787

(43) Date of publication of application: 
23.11.2016 Bulletin 2016/47

(73) Proprietor: Panasonic Avionics Corporation
Lake Forest CA 92630-8400 (US)

(72) Inventor: Sinivaara, Hasse
Missions Viejo, CA California 92691 (US)

(74) Representative: Gosnall, Toby
Barker Brettell LLP 
100 Hagley Road
Edgbaston
Birmingham
B16 8QQ (GB)

(56) References cited:  
US-A1- 2010 154 008 US-A1- 2010 235 891
US-A1- 2014 282 747  



EP 3 096 522 B1

2

5

10

15

20

25

30

35

40

45

50

55

Description

CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] Not Applicable

STATEMENT RE: FEDERALLY SPONSORED RE-
SEARCH/DEVELOPMENT

[0002] Not Applicable

BACKGROUND

1. Technical Field

[0003] The present disclosure relates generally to data
communications devices for the field, and more particu-
larly, to battery-powered wireless content loaders for ve-
hicle entertainment systems.

2. Related Art

[0004] Air travel typically involves journeys over ex-
tended distances that at the very least take several hours
to complete. Some of the longer non-stop international
flights have scheduled durations of over sixteen hours
with travelled distances extending beyond ten thousand
miles. Passengers on board the aircraft are confined
within an enclosed space of a designated seat for the
entire duration of the flight, with only a few limited oppor-
tunities to leave the seat for use of the lavatory and so
forth. Thus, even on the shortest trips an airline passen-
ger has some idle time, which the passenger may occupy
with work, leisure, and/or rest.
[0005] Many passengers bring their own personal
electronic devices such as smart phones, media players,
electronic readers, tablets, laptop computers, and so
forth, for the express purpose of keeping occupied, but
airlines also accommodate its customers with in-flight en-
tertainment (IFE) systems. Although the specific instal-
lation may vary depending on the service class, each
passenger seat is equipped with a display device, an
audio output modality, an input modality such as a remote
control, and a terminal unit. Generally, the terminal unit
may generate video and audio signals, receive inputs
from the remote control, and execute pre-programmed
instructions in response thereto. The display device is
typically an LCD screen that is installed on the seatback
of the row in front of the passenger, though in some cases
it may be mounted to a bulkhead or retractable arm or
the like that is in turn mounted to the passenger’s seat.
Furthermore, the audio output modality is a headphone
jack, to which a headphone, either supplied by the airline
or by the passenger, may be connected.
[0006] Via the display and the audio outputs, a wide
variety of multimedia content can be presented to the
passenger. Recently released movies are a popular
viewing choice, as are television shows such as news

programs, situation and stand-up comedies, documen-
taries, and so on. Useful information about the destina-
tion such as airport disembarking procedures, immigra-
tion and custom procedures and the like is also frequently
presented. Audio-only programming is also available,
typically comprised of playlists of songs fitting into a com-
mon theme or genre. Likewise, video-only content such
as flight progress mapping, flight status displays, and so
forth are available. Many in-flight entertainment systems
also include video games that may be played by the pas-
senger using the remote control, which may also have
alternative uses, namely, for navigating through the vast
multimedia content library and making selections thereof
for viewing and/or listening. Thus, the terminal unit may
also include a content selection application with a graph-
ical user interface, through which such navigation of the
multimedia content library is possible. The foregoing
types of programming that can be presented to the pas-
senger via the in-flight entertainment system will hence-
forth be generally referred to as multimedia content.
[0007] The multimedia content is encoded and stored
as digital data, with a video decoder and audio decoder
of the terminal unit functioning to generate the aforemen-
tioned video and audio signals therefrom. It is desirable
to have a wide range of different multimedia content to
satisfy the varying tastes of passengers. It is also desir-
able to have a sufficient volume of multimedia content
so that passengers can remain occupied with entertain-
ment for the entire duration of the flight. Accordingly, the
multimedia content stored onboard the aircraft can range
in the hundreds of gigabytes, if not over a terabyte. The
majority of the data comprises the video programming,
although the audio and video game content may be sig-
nificant as well. This data is typically not stored on each
individual terminal unit, but rather, in a central content
server also onboard the aircraft. In this regard, the ter-
minal unit is understood to incorporate networking mo-
dalities such as Ethernet to establish data communica-
tions with the central content server. Once a particular
selection of multimedia content is requested by the pas-
senger via the content selection application, the terminal
unit may retrieve the same from the central content serv-
er, decode the data, and present it to the passenger.
[0008] As important as variety and volume may be in
regards to the multimedia content, novelty is as important
for airlines to keep its passengers engaged with the in-
flight entertainment system, particularly for valuable fre-
quent fliers. Thus, the multimedia content stored on the
content server must be frequently updated. Due to the
large volume of data involved, a portable content loader
that is generally comprised of a hard disk drive, an optical
drive, or a solid state drive loaded with the update data
is physically carried onboard while the aircraft is on the
ground and connected to the central content server. A
download process is then initiated, and once complete,
the portable content loader is disconnected and removed
from the aircraft.
[0009] In part because of the laborious manual proce-
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dures involved, the foregoing update process typically
takes place on a monthly schedule during extend layo-
vers between flights, such as when aircraft maintenance
is conducted. However, it would be desirable for new
multimedia content to be made available on a more fre-
quent basis, incorporating programming that may be only
days or even a few hours old. In response to this need,
airborne data loaders that utilize wireless networking for
multimedia content retrieval have been developed. Ex-
isting airborne data loaders are powered directly from
the aircraft electrical system, and hence only operate
while the aircraft is powered on. Other terminal devices
have also utilized WiFi modalities to download content
onto an aircraft, but these typically require the aircraft to
be parked near the gate, where a WiFi access point is
available. Additionally, satellite downlink-based loaders
are also known in the art, but a separate, dedicated an-
tenna(s) that typically utilize phased array technology
must be installed on the aircraft exterior. There are ad-
ditional power requirements for such satellite modalities
as well.
[0010] US2010154008 discloses a system that may in-
clude, for example, a server having a controller to wire-
lessly download media content to a media device of a
vehicle from a point in the media where a gateway pre-
viously stopped downloading the media content to the
vehicle media device, where the server is in a reconfig-
urable master slave relationship with the gateway, where
the server and the gateway are remote from each other
and remote from the vehicle and where the gateway is
associated with the vehicle.
[0011] US2014282747 discloses a distribution system
for vehicle information systems and methods for manu-
facturing and using the same. The distribution system
supports both Wi-Fi and cellular-based wireless net-
works for the distribution of selected content to a plurality
of handheld devices disposed throughout a passenger
vehicle via a bypass system (e.g. a Local Internet Proto-
col Access (LIPA) and Selected Internet Protocol Traffic
Overload (SIPTO) bypass system). In an alternative em-
bodiment, the distribution system can be configured for
distribution of the selected content from a terrestrial con-
tent system to a plurality of passenger vehicles via the
bypass system. By dynamically balancing network traffic
across the multiple wireless networks, the distribution
system can alleviate heavy traffic network and bypass a
service provider’s cellular core network to optimize signal
bandwidth and network performance. As a result, pas-
sengers traveling aboard the vehicle can enjoy high-
speed access to content with limited delay and without
incurring additional charges.
[0012] US2010235891 discloses that a user uploads
content such as files containing audio, video, graphical,
data, points of interest, and other information from a user
device such as a personal computer to a central server
over the internet. Upon determining that a trigger event
has occurred, communication and processing circuitry in
a vehicle device automatically download the previously

uploaded content over the internet and a short-range
wireless network and store the content for use by a device
such as an audio/visual/navigation unit. Examples of a
trigger event include proximity to a short-range wireless
communication network coupled to the internet, pres-
ence within a geofence, turning off a vehicle’s engine, or
detecting an SMS wake-up message while circuitry are
in sleep mode. The short-range wireless network can be
a vehicle owner’s home network, or a commercial Wi-Fi
hot spot, or subscription wireless service.
[0013] Accordingly, there is a need in the art for an
improved wireless content loader for in-flight entertain-
ment systems.

BRIEF SUMMARY

[0014] The present disclosure provides a content load-
er for downloading multimedia content as defined in the
appended claims.
[0015] The present disclosure contemplates a wireless
content loader for an entertainment system of a vehicle.
According to one embodiment, the content loader may
include a multi-mode wireless data communications
module having at least a first communications mode and
a second communications mode. Additionally, there may
be a controller that establishes a data link to a remote
content server with the multi-mode wireless data com-
munications module. Via this data link, multimedia con-
tent can be retrieved from the remote content server. The
controller can select either one or both of the first com-
munications mode and the second communications
mode based at least in part upon an evaluation of avail-
ability of an access point for the first communications
mode being within range of the system. The wireless con-
tent loader may also include a data storage device that
can store the retrieved multimedia content. There may
also be an electrical power storage device that can supply
power to the multi-mode wireless data communications
module, the controller, and the data storage device in
response to an electrical system of the vehicle being pow-
ered down. The controller may copy the multimedia con-
tent stored on the data storage device to a content server
of the entertainment system following the electrical sys-
tem of the vehicle being powered up.
[0016] An unclaimed embodiment of the present dis-
closure contemplates a wireless multimedia content
loader. The content loader may include a central process-
ing unit, as well as a data storage device that is connected
to the central processing unit. Furthermore, there may
be one or more vehicle state sensor inputs lines that are
also connected to the central processing unit. The con-
tent loader may include a vehicle network terminal con-
troller that is connected to the central processing unit and
in data transfer communications with an entertainment
system content server to which multimedia content
stored on the data storage device is copied. The content
loader may further include a wireless communications
subsystem that is connected to the central processing
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unit and establishes a data transfer link by which the mul-
timedia content is downloaded from a remote content
source server. There may additionally be a power man-
agement module regulating electrical power supplied to
the central processing unit, the data storage device, the
vehicle network terminal controller and the wireless com-
munications subsystem. The central processing unit may
command the power management module to source
electrical power from an external rechargeable power
source in response to a first predetermined signal from
the one or more vehicle state sensor input lines.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017] These and other features and advantages of
the various embodiments disclosed herein will be better
understood with respect to the following description and
drawings, in which like numbers refer to like parts
throughout, and in which:

FIG. 1 is a diagram of an exemplary wireless content
loader connected to and shown in the context of an
aircraft in-flight entertainment system;
FIG. 2 is a detailed functional block diagram of one
embodiment of the wireless content loader in accord-
ance with the present disclosure;
FIG. 3 is a block diagram of a hardware implemen-
tation of the wireless content loader in accordance
with various embodiments of the present disclosure;
and
FIG. 4 is a perspective view of one embodiment of
a line replaceable unit (LRU) incorporating the wire-
less content loader of the present disclosure.

DETAILED DESCRIPTION

[0018] The present disclosure is directed to battery-
powered wireless content loaders for vehicle entertain-
ment systems, such as an in-flight entertainment for an
aircraft. The detailed description set forth below in con-
nection with the appended drawings is intended as a de-
scription of the presently preferred embodiments of the
content loader, and is not intended to represent the only
form in which it can be developed or utilized. The de-
scription sets forth the features of the content loader in
connection with the illustrated embodiments. It is to be
understood, however, that the same or equivalent func-
tions may be accomplished by different embodiments
that are also intended to be encompassed with the
present disclosure. It is further understood that the use
of relational terms such as first, second, and the like are
used solely to distinguish one from another entity without
necessarily requiring or implying any actual such order
or relationship between such entities.
[0019] The diagram of FIG. 1 depicts an exemplary
aircraft 10 in which various embodiments of the presently
disclosed wireless content loader may be implemented.
Within a fuselage 12 of the aircraft 10 there are seats 14

arranged over multiple rows 16, and each seat 14 ac-
commodating a single passenger. Although the features
of the present disclosure will be described in the context
of passenger aircraft 10 and amenities therefor, other
passenger vehicles such as trains, watercraft, buses, and
others utilizing integrated entertainment systems may be
substituted.
[0020] In a typical configuration, each passenger is
provided with an in-flight entertainment (IFE) unit 18,
which is generally comprised of a terminal unit 20, a dis-
play 22, an audio output 24, and a remote controller 26.
For a given row 16 of seats 14, the terminal unit 20 and
the audio output 24 are disposed on the seat 14 for which
it is provided, but the display 22 and the remote controller
26 may be disposed on the row 16 in front of the seat 14
to which it is provided. That is, the display 22 and the
remote controller 26 are installed on the seatback of the
row in front of the seat. It will be appreciated that this is
by way of example only, and other display 22 and remote
controller 26 mounting and access configurations such
as a retractable arm or the like mounted to an armrest of
the seat 14 may be employed on a bulkhead.
[0021] The display 22 is understood to be a conven-
tional liquid crystal display (LCD) screen with a low profile
that is suitable for installation on the seatback. Each pas-
senger can utilize an individual headset 25, supplied by
either the airline or by the passenger, which provides a
more private listening experience. In the illustrated em-
bodiment, the audio output 24 is a headphone jack that
is a standard ring/tip/sleeve socket. The headphone jack
may be disposed in proximity to the display 22 or on the
armrest of the seat 14 as shown. The headphone jack
may be an active type with noise canceling and including
three sockets or a standard audio output without noise
canceling. In alternate embodiments, each display 22
may incorporate a terminal unit 20 to form a display unit
referred to in the art as a smart monitor.
[0022] As discussed earlier, the terminal unit 20 may
be implemented with a general purpose data processor
that decodes the data files corresponding to the multi-
media content and generate video and audio signals to
the display 22 and the audio output 24, respectively. The
multimedia content data files are stored in a repository
28 that is accessed by an in-flight entertainment system
content server 30. The terminal units 20 for each seat 14
may be connected to the in-flight entertainment system
content server 30 over a local area network 32, which
may preferably be Ethernet. Thus, over the local area
network 32, the terminal units 20 initiate a request for the
multimedia content to the in-flight entertainment system
content server 30, which responds to such request by
retrieving the requested multimedia content from the re-
pository 28 and streaming it to the requesting terminal
unit 20. There are a variety of ways in which the func-
tionality of the in-flight entertainment system content
server 30 and the terminal units 20 may be implemented,
and the foregoing is by way of example only.
[0023] Along these lines, the specifics of the multime-
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dia content are not pertinent to the features of the wireless
content loader 34, though it is generally comprised of
recently released movies, television shows such as news
programs, comedy, documentaries, and informational
content pertinent to the flight destination. Furthermore,
multimedia content may also encompass audio-only pro-
gramming, as well as interactive games, flight progress
mapping, flight status displays, newspapers/magazines
readable on the display 22, and so on. Broadly, multime-
dia content is intended to refer to any content of varying
duration and form that can be presented to the passenger
via the display 22 or the audio output 24, or a combination
thereof
[0024] The passenger can play the aforementioned
games and otherwise interact with the multimedia con-
tent with the remote controller 26. Navigating through the
vast multimedia content library and selecting ones for
viewing and/or listening is also possible with the remote
controller 26, though in some embodiments, a touch-
screen display may be provided for a more intuitive in-
teraction with the multimedia content library. In either
case, the terminal unit 20 is loaded with a content selec-
tion software application that is executed by the data
processor and accepts input from the remote controller
26 or other input modality and generates a response on
the graphical interface presented on the display 22.
[0025] In accordance with various embodiments of the
present disclosure, a content loader 34 may be utilized
to download multimedia content updates 36 for storage
in the repository 28. In particular, such multimedia con-
tent updates 36 may be downloaded overnight while the
aircraft 10 is powered off. In some cases, the aircraft 10
is parked at or near the gate terminal such that a nearby
Wi-Fi access point 37 can be utilized to connect to a
remote content server 38. Alternatively, when the aircraft
10 is parked away from the gate where no Wi-Fi access
exists, a cellular network, via a cellular network gateway
39 can be utilized to connect to the remote content server
38. The Wi-Fi access point 37 and the cellular network
gateway 39 may be connected to the remote content
server 38 over the Internet or other network 41, e.g., an
intranet or private network.
[0026] Depicted in FIG. 2 is a functional block diagram
of the content loader 34, which segregates the various
functions thereof into different logical modules and shows
the inputs and outputs to and from each such logical mod-
ule. The division of these functions and grouping into
generalized modules is presented by way of example
only and not of limitation, and there are alternative em-
bodiments described in further detail below in which dif-
ferent components perform different functions.
[0027] One embodiment of the content loader 34 in-
cludes a data storage device 40 on which the downloaded
multimedia content updates 36 may be stored. Although
the particulars may vary, the data storage device 40 may
preferably, though optionally, be a solid state drive (SSD)
of at least 512 GB, though a more minimal implementa-
tion may utilize a drive with 256 GB capacity.

[0028] The content loader 34 also includes a multi-
mode wireless data communications module 42, which
may have at least a first communications mode and a
second communications mode. As briefly mentioned
above, one of the communications modes can be a Wire-
less LAN modality that conforms to the Institute of Elec-
trical and Electronics Engineers (IEEE) 802.11 stand-
ards, also known in the art as Wi-Fi. In order to implement
this first communications mode, the multi-mode wireless
data communications module 42 may incorporate a Wi-
Fi network interface card (NIC) 44. In order to ensure
compatibility with all possible Wi-Fi access points that
may be encountered, the NIC 44 is understood to have
both 2.4 GHz and 5 GHz modes, and implement all ex-
isting 802.11 standards, including a, g, n, and ac proto-
cols. The Wi-Fi NIC 44 may be connected to one or more
antennas, and preferably three so that 3x3 MIMO (Mul-
tiple-In, Multiple-Out) Operation is possible, the details
of which will be provided below. The antennas may be
incorporated into the line-replaceable unit of the content
loader 34, or alternatively, may be externally mounted to
the fuselage 12 of the aircraft 10, with signal transmission
lines connecting such antennas to the line-replaceable
unit. In different embodiments, the connector that links
the antenna line to the ports of the content loader are
based on a subminiature-A (SMA) coaxial RF connector
that can be panel-mounted, flange-mounted, or a bulk-
head type.
[0029] The second wireless communications mode, as
mentioned above, is a cellular network modality. A wide
variety of technologies and standards for cellular data
communications are deployed around the world, and be-
cause the aircraft 10 is likely to be flown to numerous
worldwide destinations, the multi-mode wireless data
communications module 42 is configured for different cel-
lular technologies/technology families. One such cellular
technology is GSM/EDGE (Global System for Mobile
Communications/Enhance Data Rates for GSM Evolu-
tion. The data service of EDGE is also referred to as
GPRS (General Packet Radio Service), and is likewise
implemented in the multi-mode wireless data communi-
cations module 42. The latest advancement is also re-
ferred to as 4G LTE (Long Term Evolution), and a layer-
1 data rate up to 500 Mbit/s is envisioned. There are two
existing transmission technologies with LTE - Frequency
Division Duplex (FDD) and Time Division Duplex (TDD).
Because different countries have varying frequency al-
locations, the multi-mode wireless data communications
module 42 is configured for different FDD transmissions
between the 700 MHz band and the 2600 MHz band,
including the 700 MHz band, the 800 MHz band, the 900
MHz band, the 1800 MHz band, the 1900 MHz band, and
the 2100 MHz band in particular. Earlier GSM-based sys-
tems such as UMTS (Universal Mobile Telecommunica-
tions System) with operating frequencies in the 850 MHz
band, the 900 MHz band, the 1900 MHz band, and the
2100 MHz band are also supported. Furthermore, oper-
ation in the AWS band and the 800 MHz band are con-
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templated, though this is optional. An alternative cellular
technology also implemented in the multi-mode wireless
data communications module is W-CDMA (Wideband
Code Division Multiple Access), the third generation (3G)
data service component of which is known in the art as
HSPA+ (Evolved High Speed Packet Access).
[0030] The second operating mode of the multi-mode
wireless data communications module 42 may be imple-
mented as a cellular system 46, also referred to as a
cellular RF (Radio Frequency) module, which includes
one or more baseband processors 49 for the multiple
cellular technologies, corresponding transceivers 50,
and front end modules 52 for the receive and transmit
lines of each of the transceivers 50 connected to anten-
nas. As RF circuit designs for cellular network commu-
nications are conventional and well-known in the art, the
details thereof will be omitted. According to one embod-
iment, more than one cellular system 46 can be concur-
rently operating, and so there may be a 4G LTE cellular
system 46a and a 3G cellular system 46b. Along these
lines, the Wi-Fi NIC 44 can also be concurrently operating
with one or all of the cellular systems 46. The operating
mode and frequency band for each of the cellular systems
46 may each be set independently.
[0031] The antennas to which the input and output lines
of the front end modules 52 are connected may be either
integrated into the line replaceable unit of the content
loader 34, or externally installed on the fuselage 12 of
the aircraft 10. In one implementation, there may be two
connections to two antennas (either internal or external
mount) for 2x2 Multiple-In-Multiple-Out MIMO operation.
[0032] A Subscriber Identity Module (SIM) card 48 is
utilized to identify the content loader 34 to available cel-
lular networks with data encoded thereon. The SIM card
48 is inserted into a dedicated socket connected to the
cellular system 46, and the encoded data is read by the
baseband processor 49. Either of the cellular systems
46a, 46b can utilize either one of the SIM cards 48a, 48b,
and different SIM cards 48 card be swapped depending
on the availability of the cellular network(s) to which the
aircraft operator subscribes. The first SIM card 48a may
be used to connect to the aircraft operator-preferred cel-
lular network, while the second SIM card 48b may be
used to connect to a third-party contracted roaming op-
erator network while the aircraft 10 is abroad. However,
roaming capabilities may also be part of the aircraft op-
erator-preferred cellular network subscription. The iden-
tity or network association of the SIM cards 48 is pre-
sented by way of example only and not of limitation.
[0033] Again, various embodiments of the present dis-
closure contemplate maximum interoperability with dif-
ferent cellular technologies and standards around the
world. Setting the proper configuration options for the
cellular systems 46 to access these networks may begin
with retrieving the mobile country code (MCC) or the mo-
bile network code (MNC) to identify location. There may
be a lookup table that matches each possible MCC or
MNC to selection of the appropriate cellular systems 46,

operating mode (e.g., LTE, 3G, GSM) and operating fre-
quency. Alternatively, GPS, city pair, or any other location
based information can be used to control the selection
of a particular one of the SIM cards 48. As a general
matter, the faster networks are preferred, so the LTE mo-
dalities may be prioritized. Nevertheless, the multi-mode
wireless data communications module 42 may scan
through different available networks, and a step-wise
scanning procedure by which different modes and fre-
quencies are activated and deactivated may be imple-
mented. To the extent roaming service is needed, the
selection of a particular cellular network may be based
upon an evaluation of a matrix of roaming charges in
each geographic area.
[0034] Regardless of whether Wi-Fi or cellular network
modalities are utilized to establish the data transfer link
with the remote content server 38, all transmissions be-
tween the content loader 34 and the remote content serv-
er 38 are understood to take place over a virtual private
network (VPN). To this end, as shown in the block dia-
gram of FIG. 2, the content loader 34 may include a VPN
client 54, and there may be a corresponding VPN server
58 at the remote content server 38. The software instruc-
tions implementing the functionality of the VPN client 54,
along with other functions described in further detail be-
low, may be executed by a controller 56. According to
one embodiment, the controller 56 may be a general pur-
pose microcontroller with CPUs incorporating Intel®,
AMD, ARM based, or other architectures. There are con-
templated minimum performance requirements, namely,
data transfer rates of at least up to 500 Mbit/s in the phys-
ical layer (layer-1), though this is by way of example only
and not of limitation.
[0035] Generally, the controller 56 establishes the data
link to the remote content server 38 with the multi-mode
wireless data communications module 42 to retrieve the
multimedia content updates 36. The controller 56 also
selects the communications mode (e.g., 4G LTE, 3G, Wi-
Fi, etc.) based at least in part upon the aforementioned
evaluation of the availability of a suitable access point in
close proximity to the aircraft 10. The Wi-Fi communica-
tions mode may be preferred when available in order to
reduce cellular network data charges. The anticipated
size of the multimedia content updates 36 is approxi-
mately 200 gigabytes, which with an average download
rate of 74.1 Mbps, the transfer can be completed within
six hours. The download rates may be faster depending
on the network conditions, and once completed, the con-
tent loader 34 may cease operation. Further improve-
ments in data transfer speeds may be achieved with the
combined use of both communications modes. Addition-
ally, reliance on the cellular network may be reduced with
the use of LIPA/SIPTO (Local IP Access and Selected
Internet IP Traffic Offload).
[0036] The virtual private network encrypts all data traf-
fic between the content loader 34 and the remote content
server 38, and is understood to be Cisco IPSec-compli-
ant. Different implementations of VPN may be utilized,
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with multiple VPN tunnels being supported. Different
cryptographic functions to ensure data integrity such as
SHA-1 (secure hash algorithm), MD5, and RSA may be
provided, and multiple encryption modalities are contem-
plated, including DES, 3DES, and AES. Authentication
may be performed over the RADIUS (Remote Authenti-
cation Dial In User Service) protocol to an existing remote
RADIUS server 60. In addition to the VPN client 54, the
content loader 34 includes a firewall 62 that implements
network address translation as well as Media Access
Control (MAC) address filtering, PPP (Point-to-Point Pro-
tocol) and PPoe routing.
[0037] An electrical power storage device or battery 64
supplies power to the various components of the content
loader 34 under certain predetermined conditions. Under
some conditions, the content loader 34 may be powered
from the main electrical system of the aircraft 10, which
is understood to supply a DC voltage of 28 V. The distri-
bution of electrical power can be governed by a power
regulator module 66 that is connected to the controller
56. The logic of when and under what conditions the pow-
er regulator module 66 directs the electrical power from
either the electrical power storage device 64 or the main
electrical system of the aircraft 10 may be implemented
by the controller 56 in some embodiments, with the power
regulator module 66 in effect being a switch that redirects
the electrical power from one source to another. The com-
ponents of the content loader 34 operate on various volt-
ages from 5V DC to 28 V DC, so the power regulator
module 66 is understood to be capable of outputting dis-
crete voltage levels across this range. The quality of the
electrical signal output from the power regulator module
66 to the various components of the content loader 34,
regardless of source, may be improved with various con-
ditioning and voltage regulator circuitry. Additionally, var-
ious protection circuits for power overload, short circuit,
and so on may be incorporated into the power regulator
module 66.
[0038] In one embodiment, the electrical power stor-
age device 64 is a battery of one or more cells. The de-
sirable power output and capacity characteristics may be
achieved with a lithium-ion type battery, such as lithium
cobalt, lithium iron phosphate, lithium nickel cobalt, lith-
ium polymer or other lithium type battery. Due to higher
chemical and thermal stability, lithium iron phosphate
may be preferred for applications where safety is of par-
amount concern, such as in aviation, or lithium nickel
cobalt aluminum oxide in which the aluminum provides
greater chemical stability. Lithium-polymer batteries may
be shaped to correspond to the space available in a line
replaceable unit. Lithium batteries for aviation applica-
tions are available from Sanyo Electric Co. Ltd. of Sumoto
City, Japan, in which Sanyo is a subsidiary of Panasonic
Corporation. A possible alternative to lithium batteries is
a fuel cell or cells. In either case, sufficient energy to
power the various components of the content loader 34,
particularly, the controller 56 and the multi-mode wireless
data communications module 42, is preferable for at least

three hours, and more preferably, a minimum of six hours.
According to one embodiment, this requirement may be
met with the electrical power storage device 64 having
at least an 18 amp-hours capacity or an inclusive range
from 80 to 100 watt-hours, and more preferably at least
138 watt-hours of capacity. The electrical power storage
device 64 is preferably a rechargeable type, and in this
regard, there may be a charging circuit 68 connected
thereto and to the main electrical system of the aircraft
10 for convenient recharging thereof. The charging circuit
68 is contemplated to monitor the charging level, the tem-
perature, and other conditions of the electrical power
storage 64, and include indicators therefor. When charg-
ing is completed, or when the electrical power storage
64 is in a dangerous condition, the charging circuit 68
can discontinue charging. The electrical power storage
64 may be integrated into a single line replaceable unit
of the content loader 34, or provided in a separate line
replaceable unit independent of the remaining compo-
nents of the content loader 34, both configurations of
which will be described in further detail below.
[0039] The content loader 34 is powered by the elec-
trical power storage device 64 when the aircraft 10 is
powered down, that is, when there is no electrical power
available from the main electrical system of the aircraft
10. Furthermore, the aforementioned connection and
download procedure of the multimedia content updates
36 is contemplated to proceed during the time when the
aircraft 10 is parked overnight during the hours of mid-
night to 6:00 am on a tarmac or in a hangar. Since in
these circumstances the aircraft 10 is not powered on,
the electrical power storage device 64 is utilized instead.
Although a variety of inputs that designate this state of
the aircraft 10 can be utilized, one embodiment utilizes
either a Weight on Wheels (WoW) sensor or a door sen-
sor. As will be recognized by those having ordinary skill
in the art, the WoW sensor indicates that weight is on the
landing gears, meaning that the aircraft 10 is on the
ground and not airborne. Furthermore, the door sensor
indicates that the fuselage door is unlocked, also indicat-
ing that the aircraft 10 is not airborne, and further, not in
a condition for imminent flight. The corresponding inputs
69a, 69b thereof are received by the controller 56, and
can be used to switch the power regulator module 66 to
the electrical power storage 64.
[0040] Once the download of the multimedia content
updates 36 completes by the following morning and the
aircraft 10 is powered up again, the data storage device
40 is accessed by the in-flight entertainment system con-
tent server 30 to transfer the downloaded multimedia
content updates 36 thereto. Still referring to the block
diagram of FIG. 2, the content loader 34 includes a local
area network module 70 that is connected to the local
area network 32 that allows for communications with the
in-flight entertainment system content server 30. The lo-
cal area network module 70 is capable of gigabit Ethernet
operation, though fallback to 10/100 megabit operation
is also contemplated. The powering up of the aircraft 10
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initiates the recharging of the electrical power storage
device 64.
[0041] From time to time, it may be necessary to update
certain software and/or firmware of the content loader
34, and perform other maintenance tasks. Such tasks
may be performed locally by connecting a conventional
computer system to the content loader 34 via a USB (Uni-
versal Serial Bus) connection 71. Although USB is spec-
ified according to a preferred embodiment, any other suit-
able computer to computer interface may be substituted
without departing from the present disclosure. Alterna-
tively, it is possible to perform these tasks remotely over
the SNMP protocol. The download of software or
firmware updates may occur without personnel interven-
tion, and can be included in the multimedia content up-
dates 36 either before or after the initial payload data
transmission. Any known techniques for automatic deliv-
ery of updates may be used.
[0042] The content loader 34 has been described
above in terms of the various functional modules thereof.
Another embodiment of the content loader 34 depicted
in FIG. 3, while incorporating the same general functional
features as described above, may rely upon different
components performing different subsets or combina-
tions of such functions. In other words, the features and
sub-components of the content loader 34 can be organ-
ized along different functional demarcations. In further
detail, the content loader 34 may be logically and phys-
ically separated into a cell modem 72, and a smart battery
loader 74. The cell modem 72 is generally comprised of
a CPU 76, an RF subsystem 78, and a power manage-
ment module 80. The CPU 76 substantially corresponds
to the aforementioned controller 56, and executes vari-
ous instructions that result in outputs being generated to
control the peripheral components connected thereto, in-
cluding the RF subsystem 78 in the cell modem 72, as
well as other components in the smart battery loader 74.
The RF subsystem 78 implements the various features
of the multi-mode wireless data communications module
42, including the Wi-Fi communications mode and the
cellular network communications mode thereof. As indi-
cated above, the activation and use of the different com-
munications modes is dependent on the state of the air-
craft 10, in particular, whether the aircraft 10 is powered
on or not as determined by the power management mod-
ule 80, and/or whether the WoW and door sensors 82
indicate that the aircraft 10 is parked.
[0043] The smart battery loader 74 incorporates an
Ethernet switch 84, which corresponds to the aforemen-
tioned local area network module 70. It is connected to
the cell modem 72, and specifically to the CPU 76, such
that the multimedia content updates 36 downloaded via
the RF subsystem 78 is passed to Ethernet switch 84
and to an SSD network storage 86, also referred to above
as the data storage device 40. According to various em-
bodiments, and with additional reference back to the di-
agram of FIG. 1, the multimedia content updates 36 are
downloaded by the cell modem 72 from the remote con-

tent server 38 and saved to the SSD network storage 86
when the aircraft 10 is powered off. Then, when the air-
craft 10 is powered on, the multimedia content updates
36 stored on the SSD network storage 86 are transferred
to the in-flight entertainment system content server 30.
The SSD network storage 86 can also be used as an
integrated storage for the in-flight entertainment system
content server 30. Both the cell modem 72 and the com-
ponents of the smart battery loader 74 are powered by
battery cells 88, which correspond to the aforementioned
electrical power storage 64.
[0044] Electrical power from the battery cells 88 is di-
rected to the various components by a battery manage-
ment and charging circuit 90 when it is so directed by the
CPU 76 of the cell modem 72. As indicated above, this
takes place when the aircraft 10 is stationary and pow-
ered down. When the aircraft 10 is powered up, however,
the battery management and charging circuit 90 charges
the battery cells 88 with the electrical power from the
main electrical system of the aircraft 10, which is under-
stood to be a 28V DC signal. The communication of these
various commands between the battery management
and charging circuit 90 and the CPU 76 may occur over
an i2C serial bus connection 92. The status of the battery
cells 88 may be monitored by a battery status monitoring
module 94, which reports temperature and battery charg-
ing level information, among other data, to the cell mo-
dem 72, and specifically the CPU 76, which can act on
that information to control the batter management and
charging circuit 90, among others. The module 94 may
communicate with the CPU 76 over a serial peripheral
interface (SPI) connection 96.
[0045] The cell modem 72 can be physically embodied
in one line replaceable unit (LRU) 98 as shown in FIG.
4, while the smart battery loader 74 may be embodied in
another LRU. However, it is also possible to combine the
two components into a single LRU 98, as shown in FIG.
4. As suggested by its name, the LRU 98 is understood
to be interchangeable with other units that have the same
dimensions and mount points on the aircraft 10. When
one LRU 98 requires maintenance, another one may be
immediately swapped in. Alternatively, the LRU 98 for
the cell modem 72 may replace another device and sup-
plant its functions entirely.
[0046] The LRU 98 is comprised of a base enclosure
100 that houses the various components of the cell mo-
dem 72 as discussed above. By way of example only and
not of limitation, the base enclosure 100 may be an AR-
INC 836 casing, with a corresponding flange mount. In
further detail, the base enclosure 100 may have a length
dimension of 8.8", a width dimension of 6.5", and a height
of 2". The base enclosure 100 has electromagnetic
shielding, and a first printed circuit board 102 is disposed
therein.
[0047] Mounted to the first printed circuit board 102 is
a SIM card socket 104 which accepts the aforementioned
SIM card 48 and locks it into place. In accordance with
the dual SIM card embodiment, there may be a first sock-
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et 104a and a second socket 104b. Because the SIM
card 48 is envisioned to be user-replaceable, the SIM
card socket 104 is accessible from an exterior of the base
enclosure 100. Additionally mounted to the first printed
circuit board 102 is a USB port 106, which corresponds
to the USB connection 71 of the content loader 34. The
input of power from the aircraft 10 main electrical system
as well as the input of power from the smart battery loader
74, along with the connection to the local area network
32, e.g., the Ethernet connection, may be combined into
an aircraft interface connector 108 that is likewise acces-
sible from the exterior of the base enclosure 100. The
mechanical configuration of the aircraft interface connec-
tor 108 may vary, and the present disclosure is not in-
tended to be limited to any particular one. In order to
completely enclose the aforementioned components,
there may additionally be an EMC cover 110 attached to
the open top of the base enclosure 100.
[0048] As indicated above, various embodiments of
the present disclosure contemplate both interior and ex-
terior antennas. An interior antenna 112 is embodied as
a series of conductive traces 114 on a second printed
circuit board 116. These conductive traces 114 terminate
at a PCB connector 118, to which a flexible connector
cable 120 is attached. The other end of the flexible con-
nector cable 120, in turn, is connected to a first antenna
port 122 accessible from an exterior of the EMC cover
110. The second printed circuit board 116 is mounted on
top of the base enclosure 100, and for alignment purpos-
es, abutting from the base enclosure 100 are a series of
support members 124 that interface with corresponding
notches 126 defined on the second printed circuit board
116. There is a top cover 130 that attaches to the top of
the base enclosure 100, and enclosing the components
of the cell modem 72 including the second printed circuit
board 116. On the side of the base enclosure 100 is an
exterior antenna connector 128 to which the antenna
lines to the exterior antennas are attached.
[0049] One of the communications mode of the content
loader 34 could conform to IEEE 802.16 standards (fre-
quently referred to as WiMAX) or other standard such as
WiBro as is common in South Korea, or other proprietary
standard. In an alternate embodiment, the content loader
34 includes a third communications mode 140 or more
as indicated in Fig. 1. The first communications mode is
preferably a Wireless LAN modality conforming to IEEE
802.11 standards, the second mode preferably conforms
to WiMAX or WiBro or other standard, while the third
mode is a cellular network modality. In addition, the con-
tent loader 34 may include an ad-hoc networking modal-
ity.
[0050] The particulars shown herein are by way of ex-
ample and for purposes of illustrative discussion of the
various embodiments of the content loader only and are
presented in the cause of providing of what is believed
to be the most useful and readily understood description
of the principles and conceptual aspects thereof. In this
regard, no attempt is made to show more details than

are necessary for a fundamental understanding of the
disclosure, the description taken with the drawings mak-
ing apparent to those skilled in the art how the several
forms of the presently disclosed illumination module may
be embodied in practice.
[0051] According to an unclaimed aspect of the inven-
tion there is provided a wireless multimedia content load-
er for transferring multimedia content retrieved over a
data transfer link from a remote content source server to
an entertainment system content server of a vehicle hav-
ing a main vehicle electrical system, the wireless multi-
media content loader comprising:

a central processing unit;
a data storage device connected to the central
processing unit;
one or more vehicle state sensor inputs lines con-
nected to the central processing unit;
a vehicle network terminal controller connected to
the central processing unit and in data transfer com-
munication with the entertainment system content
server;
a wireless communications subsystem that estab-
lishes the data transfer link and is connected to the
central processing unit, the multimedia content being
downloadable from the remote content source serv-
er over the established data transfer link; and
a power management module that regulates electri-
cal power supplied to the wireless multimedia con-
tent loader, the power management module includ-
ing a power source switch having a first input con-
nected to an external rechargeable source and a
second input connected to the main vehicle electrical
system, the power source switch being selectively
activated by the central processing in response to a
first predetermined signal to the central processing
unit from the one or more vehicle state sensor input
lines.

[0052] Optionally, the central processing unit com-
mands the power management module to source elec-
trical power from the main aircraft electrical system in
response to a second predetermined signal from the one
or more vehicle state sensor input lines. Optionally, the
central processing unit directs the copying of the multi-
media content stored on the data stored device while the
power management module is directing electrical power
from the main vehicle electrical system.
[0053] Optionally, the central processing unit directs
the downloading of the multimedia content from the re-
mote content source server while the power manage-
ment module is directing electrical power from the exter-
nal rechargeable power source.
[0054] Optionally, the wireless communications sub-
system has at least a wireless local area network mode
and a cellular network mode.
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Claims

1. A content loader (34) for downloading multimedia
content (36) from a remote content server (38) over
one or a combination of a first wireless network and
a second wireless network to a content server (30)
of an entertainment system of a vehicle having an
electrical system, the content loader (34) compris-
ing:

a multi-mode wireless data communications
module (42) having at least a first communica-
tions mode corresponding to the first wireless
network and a second communications mode
corresponding to the second wireless network;
a controller (56) that establishes a data link to
the remote content server (38) with the multi-
mode wireless data communications module
(42), the controller (56) activating either one or
both of the first communications mode and the
second communications mode based at least in
part upon an evaluation of availability of the first
wireless network being within range;
a data storage device (40) that stores the re-
trieved multimedia content (36);
and
an electrical power storage device (64) selec-
tively connectible to the multi-mode wireless da-
ta communications module (42), the controller
(56), and the data storage device (40) in re-
sponse to the electrical system of the vehicle
being powered down, the electrical power stor-
age device (64) being rechargeable;
wherein the controller (56) downloads multime-
dia content (36) to the data storage (40) while
the electrical system of the vehicle is powered
down and copies the multimedia content stored
on the data storage device (40) to the content
server (30) of the entertainment system follow-
ing the electrical system of the vehicle being
powered up.

2. The content loader (34) of Claim 1, wherein:

the first communications mode is a cellular net-
work; and
the second communications mode is a wireless
local area network.

3. The content loader (34) of Claim 2, wherein:

the data link is selectively carried over the first
wireless network of a first provider and the first
wireless network of a second provider as defined
by subscriber identities stored on a respective
one of a first subscriber identification module
(48a) and a second subscriber identification
module (48b) both connected to the multi-mode

wireless data communications module (42).

4. The content loader (34) of Claim 3, wherein the se-
lection of the first wireless network of the first provider
and the first wireless network of the second provider
is based upon a reported geographic location of the
vehicle.

5. The content loader (34) of any of Claims 2 to 4,
wherein the multi-mode wireless data communica-
tions module (42) includes a multiple-input, multiple
output (MIMO) transceiver (50) with a plurality of in-
put lines and a plurality of output lines, combinations
of one or more of the plurality of input lines and one
or more of the plurality of output lines defining MIMO
streams.

6. The content loader (34) of Claim 5, further compris-
ing:

a plurality of internal antenna elements (112);
a plurality of external antenna elements;
a first one of the MIMO streams connected to
one or more of the plurality of internal antenna
elements (112);
a second one of the MIMO streams connected
to one or more of the plurality of external antenna
elements; and
a plurality of antenna connection lines each cor-
responding and connected to at least one of the
plurality of input lines and the plurality of output
lines.

7. The content loader (34) of any preceding Claim,
wherein the data link includes a virtual private net-
work (VPN) tunnel from the controller to the remote
content server (30).

8. The content loader (34) of any preceding Claim,
wherein the electrical power storage device (64)
comprises a lithium-ion battery.

9. The content loader (34) of any preceding Claim,
wherein the electrical power storage device (64)
comprises a lithium iron phosphate battery.

10. The content loader (34) of any preceding Claim,
wherein the electrical power storage device (64)
comprises a fuel cell.

11. The content loader (34) of any of Claims 8 to 10,
further comprising:

a charging circuit (68) connected to the electrical
power storage device (64) and connectible to an
electrical power source of the vehicle.

12. The content loader (34) of Claim 11, wherein the
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electrical power storage device (64) is recharged
with the charging circuit (68) following the electrical
system of the vehicle being powered up.

13. The content loader (34) of any preceding Claim,
wherein the multi-mode wireless data communica-
tions module (42), the controller (50), the data stor-
age device (40), and the electrical power storage
device (64) are integrated into a single line-replace-
able unit mounted to the vehicle.

14. The content loader (34) of any preceding Claim,
wherein:

the multi-mode wireless data communications
module (42), the controller (56), and the data
storage device (40) are integrated into a first line
replaceable unit mounted to the vehicle; and
the electrical power storage device (64) is inte-
grated into a second line replaceable unit mount-
ed to the vehicle.

15. The content loader (34) of any preceding Claim,
wherein the data storage device (40) is a solid state
drive.

Patentansprüche

1. Inhaltslader (34) zum Herunterladen von Multimedi-
ainhalt (36) von einem entfernten Inhaltsserver (38)
über eines von oder eine Kombination aus einem
ersten Drahtlosnetzwerk und einem zweiten Draht-
losnetzwerk auf einen Inhaltsserver (30) eines Un-
terhaltungssystems eines Fahrzeugs, das ein elek-
trisches System hat, der Inhaltslader (34) umfas-
send:

ein Mehrfachmodus-Drahtlosdatenkommunika-
tionsmodul (42), das mindestens einen ersten
Kommunikationsmodus, der dem ersten Draht-
losnetzwerk entspricht, und einen zweiten Kom-
munikationsmodus, der dem zweiten Drahtlos-
netzwerk entspricht, hat;
eine Steuerung (56), die eine Datenverbindung
zu dem entfernten Inhaltsserver (38) mit dem
Mehrfachmodus-Drahtlosdatenkommunikati-
onsmodul (42) aufbaut, wobei die Steuerung
(56) entweder einen oder beide des ersten Kom-
munikationsmodus und des zweiten Kommuni-
kationsmodus basierend mindestens teilweise
auf einer Auswertung von Verfügbarkeit, ob das
erste Drahtlosnetzwerk in Reichweite ist, akti-
viert;
eine Datenspeichervorrichtung (40), die den ab-
gerufenen Multimediainhalt (36) speichert; und
eine Elektrische-Leistung-Speichervorrichtung
(64), die selektiv mit dem Mehrfachmodus-

Drahtlosdatenkommunikationsmodul (42), der
Steuerung (56) und der Datenspeichervorrich-
tung (40) in Antwort darauf, dass das elektrische
System des Fahrzeugs abgeschaltet wird, ver-
bindbar ist, wobei die Elektrische-Leistung-
Speichervorrichtung (64) wiederaufladbar ist;
wobei die Steuerung (56) Multimediainhalt (36)
auf den Datenspeicher (40) herunterlädt, wäh-
rend das elektrische System des Fahrzeugs ab-
geschaltet ist, und den Multimediainhalt, der auf
der Datenspeichervorrichtung (40) gespeichert
ist, auf ein Eingeschaltetwerden des elektri-
schen Systems des Fahrzeugs folgend auf den
Inhaltsserver (30) des Unterhaltungssystems
kopiert.

2. Inhaltslader (34) nach Anspruch 1, wobei:

der erste Kommunikationsmodus ein Mobilfunk-
netzwerk ist; und
der zweite Kommunikationsmodus ein drahtlo-
ses lokales Netzwerk ist.

3. Inhaltslader (34) nach Anspruch 2, wobei:

die Datenverbindung selektiv über das erste
Drahtlosnetzwerk eines ersten Anbieters und
das erste Drahtlosnetzwerk eines zweiten An-
bieters getragen wird, wie durch Abonnenteni-
dentitäten definiert ist, die auf einem jeweiligen
eines ersten Abonnentenidentifikationsmoduls
(48a) und eines zweiten Abonnentenidentifika-
tionsmoduls (48b) gespeichert sind, die beide
mit dem Mehrfachmodus-Drahtlosdatenkom-
munikationsmodul (42) verbunden sind.

4. Inhaltslader (34) nach Anspruch 3, wobei die Aus-
wahl des ersten Drahtlosnetzwerks des ersten An-
bieters und des ersten Drahtlosnetzwerks des zwei-
ten Anbieters auf einem gemeldeten geographi-
schen Standort des Fahrzeugs basiert.

5. Inhaltslader (34) nach einem der Ansprüche 2 bis 4,
wobei das Mehrfachmodus-Drahtlosdatenkommu-
nikationsmodul (42) einen Mehrfacheingabe-Mehr-
fachausgabe (MIMO)-Transceiver (50) mit einer
Vielzahl von Eingabeleitungen und einer Vielzahl
von Ausgabeleitungen enthält, wobei Kombinatio-
nen einer oder mehrerer der Vielzahl von Eingabe-
leitungen und einer oder mehrerer der Vielzahl von
Ausgabeleitungen MIMO-Ströme definieren.

6. Inhaltslader (34) nach Anspruch 5, weiter umfas-
send:

eine Vielzahl von internen Antennenelementen
(112);
eine Vielzahl von externen Antennenelemen-
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ten;
einen ersten der MIMO-Ströme, der mit einem
oder mehreren aus der Vielzahl von internen An-
tennenelementen (112) verbunden ist;
einen zweiten der MIMO-Ströme, der mit einem
oder mehreren aus der Vielzahl von externen
Antennenelementen verbunden ist; und
eine Vielzahl von Antennenverbindungsleitun-
gen, von denen jede mit mindestens einer aus
der Vielzahl von Eingabeleitungen und der Viel-
zahl von Ausgabeleitungen verbunden ist und
diesen entspricht.

7. Inhaltslader (34) nach einem der vorstehenden An-
sprüche, wobei die Datenverbindung einen virtuellen
privaten Netzwerk-(VPN-)Tunnel von der Steuerung
zu dem entfernten Inhaltsserver (30) enthält.

8. Inhaltslader (34) nach einem der vorstehenden An-
sprüche, wobei die Elektrische-Leistung-Speicher-
vorrichtung (64) eine Lithium-Ionen-Batterie um-
fasst.

9. Inhaltslader (34) nach einem der vorstehenden An-
sprüche, wobei die Elektrische-Leistung-Speicher-
vorrichtung (64) eine Lithium-Eisenphosphat-Batte-
rie umfasst.

10. Inhaltslader (34) nach einem der vorstehenden An-
sprüche, wobei die Elektrische-Leistung-Speicher-
vorrichtung (64) eine Brennstoffzelle umfasst.

11. Inhaltslader (34) nach einem der Ansprüche 8 bis
10, weiter umfassend:

einen Ladeschaltkreis (68), der mit der Elektri-
sche-Leistung-Speichervorrichtung (64) ver-
bunden ist und mit einer elektrischen Leistungs-
quelle des Fahrzeugs verbindbar ist.

12. Inhaltslader (34) nach Anspruch 11, wobei die Elek-
trische-Leistung-Speichervorrichtung (64) mit dem
Ladeschaltkreis (68) auf das Eingeschaltetwerden
des elektrischen Systems des Fahrzeugs folgend
wieder aufgeladen wird.

13. Inhaltslader (34) nach einem der vorstehenden An-
sprüche, wobei das Mehrfachmodus-Drahtlosdaten-
kommunikationsmodul (42), die Steuerung (50), die
Datenspeichervorrichtung (40) und die Elektrische-
Leistung-Speichervorrichtung (64) in eine einzige
Line-Replaceable-Unit integriert sind, die an dem
Fahrzeug montiert ist.

14. Inhaltslader (34) nach einem der vorstehenden An-
sprüche, wobei:

das Mehrfachmodus-Drahtlosdatenkommuni-

kationsmodul (42), die Steuerung (56) und die
Datenspeichervorrichtung (40) in eine erste
Line-Replaceable-Unit integriert sind, die an
dem Fahrzeug montiert ist; und
die Elektrische-Leistung-Speichervorrichtung
(64) in eine zweite Line-Replaceable-Unit inte-
griert ist, die an dem Fahrzeug montiert ist.

15. Inhaltslader (34) nach einem der vorstehenden An-
sprüche, wobei die Datenspeichervorrichtung (40)
ein Festkörperlaufwerk ist.

Revendications

1. Chargeur de contenu (34) pour télécharger un con-
tenu multimédia (36) issu d’un serveur de contenu
éloigné (38) via un ou une combinaison d’un premier
réseau sans fil et d’un second réseau sans fil dans
un serveur de contenu (30) d’un système de diver-
tissement d’un véhicule ayant un système électri-
que, le chargeur de contenu (34) comprenant :

un module de communications de données sans
fil multimode (42) ayant au moins un premier
mode de communications correspondant au
premier réseau sans fil et un second mode de
communications correspondant au second ré-
seau sans fil ;
un dispositif de commande (56) qui établit une
liaison de données avec le serveur de contenu
éloigné (38) avec le module de communications
de données sans fil multimode (42), le dispositif
de commande (56) activant l’un et/ou l’autre du
premier mode de communications et du second
mode de communications sur la base au moins
en partie d’une évaluation de la disponibilité du
premier réseau sans fil qui se situe à portée ;
un dispositif de stockage de données (40) qui
stocke le contenu multimédia récupéré (36) ; et
un dispositif de stockage d’énergie électrique
(64) qui peut être connecté sélectivement au
module de communications de données sans fil
multimode (42), au dispositif de commande (56)
et au dispositif de stockage de données (40) en
réponse au système électrique du véhicule mis
hors tension, le dispositif de stockage d’énergie
électrique (64) étant rechargeable ;
dans lequel le dispositif de commande (56) té-
lécharge un contenu multimédia (36) dans le dis-
positif de stockage de données (40) tandis que
le système électrique du véhicule est mis hors
tension et copie le contenu multimédia stocké
dans le dispositif de stockage de données (40)
dans le serveur de contenu (30) du système de
divertissement une fois que le système électri-
que du véhicule est mis sous tension.
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2. Chargeur de contenu (34) selon la revendication 1,
dans lequel :

le premier mode de communications est un ré-
seau cellulaire ; et
le second mode de communications est un ré-
seau local sans fil.

3. Chargeur de contenu (34) selon la revendication 2,
dans lequel :

la liaison de données est sélectivement transfé-
rée sur le premier réseau sans fil d’un premier
fournisseur et le premier réseau sans fil d’un se-
cond fournisseur comme défini par des identités
d’abonnés stockées sur l’un respectif d’un pre-
mier module d’identification d’abonné (48a) et
d’un second module d’identification d’abonné
(48b) tous deux connectés au module de com-
munications de données sans fil multimode (42).

4. Chargeur de contenu (34) selon la revendication 3,
dans lequel la sélection du premier réseau sans fil
du premier fournisseur et du premier réseau sans fil
du second fournisseur est basée sur un emplace-
ment géographique rapporté du véhicule.

5. Chargeur de contenu (34) selon l’une quelconque
des revendications 2 à 4, dans lequel le module de
communications de données sans fil multimode (42)
comprend un émetteur-récepteur à entrées multi-
ples et sorties multiples (MIMO) (50) avec une plu-
ralité de lignes d’entrée et une pluralité de lignes de
sortie, des combinaisons d’une ou plusieurs de la
pluralité de lignes d’entrée et d’une ou plusieurs de
la pluralité de lignes de sortie définissant des cou-
rants MIMO.

6. Chargeur de contenu (34) selon la revendication 5,
comprenant en outre :

une pluralité d’éléments d’antenne internes
(112) ;
une pluralité d’éléments d’antenne externes ;
un premier des courants MIMO connecté à un
ou plusieurs de la pluralité d’éléments d’antenne
internes (112) ;
un second des courants MIMO connecté à un
ou plusieurs de la pluralité d’éléments d’antenne
externes ; et
une pluralité de lignes de connexion d’antenne
correspondant et connectées chacune à au
moins l’une de la pluralité de lignes d’entrée et
de la pluralité de lignes de sortie.

7. Chargeur de contenu (34) selon l’une quelconque
des revendications précédentes, dans lequel la
liaison de données comprend un tunnel de réseau

virtuel privé (VPN) allant du dispositif de commande
au serveur de contenu éloigné (30).

8. Chargeur de contenu (34) selon l’une quelconque
des revendications précédentes, dans lequel le dis-
positif de stockage d’énergie électrique (64) com-
prend une batterie à ions de lithium.

9. Chargeur de contenu (34) selon l’une quelconque
des revendications précédentes, dans lequel le dis-
positif de stockage d’énergie électrique (64) com-
prend une batterie au lithium-phosphate de fer.

10. Chargeur de contenu (34) selon l’une quelconque
des revendications précédentes, dans lequel le dis-
positif de stockage d’énergie électrique (64) com-
prend une pile à combustible.

11. Chargeur de contenu (34) selon l’une quelconque
des revendications 8 à 10, comprenant en outre :

un circuit de chargement (68) connecté au dis-
positif de stockage d’énergie électrique (64) et
qui peut être connecté à une source d’énergie
électrique du véhicule.

12. Chargeur de contenu (34) selon la revendication 11,
dans lequel le dispositif de stockage d’énergie élec-
trique (64) est rechargé par le circuit de chargement
(68) une fois que le système électrique du véhicule
est mis sous tension.

13. Chargeur de contenu (34) selon l’une quelconque
des revendications précédentes, dans lequel le mo-
dule de communications de données sans fil multi-
mode (42), le dispositif de commande (50), le dispo-
sitif de stockage de données (40) et le dispositif de
stockage d’énergie électrique (64) sont intégrés à
une unité remplaçable à ligne unique montée sur le
véhicule.

14. Chargeur de contenu (34) selon l’une quelconque
des revendications précédentes, dans lequel :

le module de communications de données sans
fil multimode (42), le dispositif de commande
(56) et le dispositif de stockage de données (40)
sont intégrés à une première unité remplaçable
en ligne montée sur le véhicule ; et
le dispositif de stockage d’énergie électrique
(64) est intégré à une seconde unité remplaça-
ble en ligne montée sur le véhicule.

15. Chargeur de contenu (34) selon l’une quelconque
des revendications précédentes, dans lequel le dis-
positif de stockage de données (40) est une com-
mande à semiconducteurs.
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