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Description

TECHNICAL FILED

[0001] The present invention relates to a propagation
path estimation method, program and apparatus.
[0002] More particularly, the present invention relates
to a unit configured to analyze a scatterer not making a
specular reflection in an analysis such as GO and GTD
using a geometric-optical model, a ray trace analysis and
an analysis using an imaging method.

BACKGROUND ART

[0003] Conventionally, an analysis method using a ge-
ometric-optical model is widely known as a method for
analyzing the propagation characteristics of radio wave
(for example, see Non-Patent Document 1).
[0004] FIG.1 shows a method for obtaining a radio
wave propagation path by a conventional ray trace meth-
od.
[0005] As shown in FIG. 1, the conventional ray trace
method includes three steps. The first step determines
an image point T’ of a transmission point T with respect
to a wall
surface 1 and then determines an image point T1 1 of the
image point T’ with respect to a wall surface 2.
[0006] In the second step, T " and a reception point R
are connected to each other with a straight light, and a
point where the straight line and the wall surface 2 inter-
sect to each other is obtained. The intersection point thus
obtained is a reflection point X2 on the wall surface 2.
[0007] In the third step, the reflection point X2 on the
wall surface 2 and T’ are connected to each other with a
straight line to obtain a reflection point XI on the wall
surface 1.
[0008] In this case, the propagation distance takes the
same value as a length of the straight line connecting
T" and the reception point R to each other. The electric
field intensity at the reception point R can be obtained
using the propagation distance.
[0009] FIG. 2 shows a conventional method for obtain-
ing the propagation paths of a transmitted wave and a
reflected wave (for example, see Non-Patent Document
2).
[0010] Further, Patent Document 1 discloses a method
for estimating propagation characteristics for a case in
which a transmission direction is other than a rectilinear
direction, and a reflection direction is other than a spec-
ular reflection direction.
US 4 201 474 A relates to a reflectometer for continuously
measuring the reflectance properties of materials as a
function of the angle of incidence in which a sample and
a mirror are mounted on a rotating platform in such a
manner that, as the angle of incidence on the sample is
varied, the reflected radiation is always incident on a de-
tector which is fixed with respect to the rotating platform.
Chang K. et al, "Circularly Polarized Reflect Array with

Microstrip Ring Elements Having Variable Rotation An-
gles", IEEE Transactions on Antennas and Propagation,
vol. 52, pages 1122-1125, relates to a circularly polarized
reflect array with microstrip ring elements having variable
rotation angles. It is described to use microstrip rings for
broadband performance combined with variable rotation
to achieve the proper phasing between the elements.

PRIOR ART DOCUMENTs

PATENT DOCUMENT

[0011] Patent Document 1: Japanese Patent Applica-
tion Publication No.2009-168534

NON-PATENT DOCUMENTS

[0012]

Non-Patent Document 1: Yoshio Hosoya, "DEN-
PADENPAN HANDBOOK (Radiowave Propagation
Handbook)," p.234-245, Realize Inc.
Non-Patent Document 2: "EEM-RTM RIRON SET-
SUMEISHO," JOUHOUSUURI KENKYUSHO, ht-
tp://www.imslab.co.jp/R Prod-
uct/eem/doc/rtm_theory.pdf
Non-Patent Document 3: L. Li, Q. Chen, Q. Yuan,
K. Sawaya, T. Maruyama, T. Furuno and S. Ueba-
yashi, "Miscrostrip Reflectarray Using Crossed-Di-
pole with Frequency Selective Surface of Loops"
ISAP2008, TP-C05, 1645278, 2008
Non-Patent Document 4: T. Maruyama, T. Furuno
and S. Uebayashi: "Experiment and Analysis of Re-
flect Beam Direction Control using a Reflector having
Periodic Tapered Mushroom-like Structure,"
1SAP2008, MO-IS1, 1644929, p. 9, 2008

SUMMARY OF THE INVENTION

[0013] In the methods mentioned above, however, the
travel direction of the reflected wave is limited to a spec-
ular reflection direction (normal reflection direction), and
the travel direction of the transmitted wave is limited to
a rectilinear direction, as shown in FIG. 1 and FIG. 2.
[0014] Accordingly, the above methods have not been
capable of analyzing propagation characteristics of scat-
tering in a direction other than the specular reflection di-
rection and propagation characteristics with refraction of
a medium taken into account.
[0015] FIG. 3 shows an example of the propagation
path of scattering in a direction other than the specular
reflection direction.
[0016] In FIG. 3, a wall surface 3 and a wall surface 4
are directional scatterers that respectively scatter reflect-
ed wave in directions different from the specular reflec-
tion direction. On the wall surface 3, radio wave incident
from an incident direction A1° scatters in a reflection di-
rection A2° at a reflection point x3. On the wall surface
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4, radio wave incident from an incident direction B1° scat-
ters in a reflection direction B2° at a reflection point x4.
[0017] As a result of obtaining the path of the radio
wave for the above case by using a conventional imaging
method, the reflection point on the wall surface 4 is x2,
which is different from the reflection point x4. This indi-
cates that the reflection point on the wall surface 4 cannot
be obtained by the convention method shown in FIG. 1.
Accordingly, the conventional imaging method has a
problem that the propagation path cannot be calculated
by using a mirror image.
[0018] Meanwhile, in recent years, there have been
reported application examples using a reflect array or
metamaterial as a directional scatterer for improvement
of the propagation environment (Non-Patent Documents
3 and 4).
[0019] Analyzing propagation characteristics of radio
wave when the directional scatterer exists in a propaga-
tion path of the radio wave between the transmission
point T and the reception point R is important in analyzing
effects of improving the propagation environment, but
the analysis has been difficult with a conventional ray
trace method.
[0020] In contrast, the method disclosed in Patent Doc-
ument 1 can estimate the propagation path by using an
algorithm of obtaining a path and deleting the path, but
cannot estimate the propagation path only on the basis
of the structure of thereof before the analysis. Hence, the
method has a drawback of needing the calculation more
frequently.
[0021] The present invention has been made to solve
the problems mentioned above. It is an objective of the
present invention to provide a propagation path estima-
tion method, program and apparatus that are capable of
estimating a propagation path in a propagation analysis
model including a directional scatterer and of performing
a ray trace analysis or an analysis applying geometric-
optical model.
[0022] This object is accomplished by the subject-mat-
ter of the independent claims. The dependent claims de-
scribe advantageous embodiments.
[0023] An example can be summarized in that a prop-
agation path estimation method using an imaging meth-
od, the method comprising a step of, in a case where a
structure which causes reflection and scattering in a dif-
ferent direction (θ-η)° from a specular reflection direction
θ° exists on a propagation path, rotating the structure by
η/2 ° about a rotation center point to set a virtual structure,
and estimating the propagation path by using the virtual
structure.

BRIEF DESCRIPTION OF DRAWINGS

[0024]

[Fig. 1] FIG. 1 is a diagram for explaining a method,
for obtaining the propagation path of radio wave by
a conventional ray trace method.

[Fig. 2] FIG. 2 shows a conventional method for ob-
taining the propagation path of a transmitted wave
and a reflected wave.
[Fig. 3] FIG. 3 is a diagram for explaining problems
of the conventional method.
[Fig. 4] FIG. 4 is a diagram for explaining a propa-
gation path estimation method according to a first
embodiment of the present invention.
[Fig. 5] FIG. 5 is a diagram for explaining a. propa-
gation path estimation method according to a second
embodiment of the present invention (first step).
[Fig. 6] FIG. 6 is a diagram for explaining the prop-
agation path estimation method according to the sec-
ond embodiment of the present invention (second
step).
[Fig. 7] FIG. 7 is a flowchart showing the propagation
path estimation method according to the second em-
bodiment of the present invention.
[Fig. 8] FIG. 8 is a diagram for explaining a propa-
gation path estimation method according to a third
embodiment of the present invention (first step).
[Fig. 9] FIG. 9 is a diagram for explaining the prop-
agation path estimation method according to the
third embodiment of the present invention (second
step).
[Fig. 10] FIG. 10 is a diagram for explaining a prop-
agation path estimation method according to a fourth
embodiment of the present invention (first time).
[Fig. 11] FIG. 11 is a diagram for explaining the prop-
agation path estimation method according to the
fourth embodiment of the present invention (second
time).
[Fig. 12] FIG. 12 is a diagram for explaining a prop-
agation path estimation method according to the
fourth embodiment of the present invention (third
time).
[Fig. 13] FIG. 13 is a diagram for explaining the prop-
agation path estimation method according to the
fourth embodiment of the present invention (after
convergence).
[Fig. 14] FIG. 14 is a diagram showing a convergence
state of a distance from a rotation center of the re-
flection plate to the reflection point by the propaga-
tion path estimation method according to the fourth
embodiment of the present invention.
[Fig. 15] FIG. 15 is a diagram for explaining a prop-
agation path estimation method according to a fifth
embodiment of the present invention (before rotation
of reflection plate).
[Fig. 16] FIG. 16 is a diagram for explaining the prop-
agation path estimation method according to the fifth
embodiment of the present invention (first 45-degree
rotation).
[Fig. 17] FIG. 17 is a diagram for explaining the prop-
agation path estimation method according to the fifth
embodiment of the present invention (second 45-
degree rotation).
[Fig. 18] FIG. 18 is a diagram for explaining the prop-
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agation path estimation method according to the fifth
embodiment of the present invention (third 45-de-
gree rotation).
[Fig. 19] FIG. 19 is a diagram for explaining the prop-
agation path estimation method according to the fifth
embodiment of the present invention (45-degree ro-
tation after convergence).
[Fig. 20] FIG. 20 is a diagram showing a convergence
state of the reflection point by the propagation path
estimation method according to the fifth embodiment
of the present invention (Part 1 with 45-degree rota-
tion).
[Fig. 21] FIG. 21 is a diagram showing a convergence
state of a distance to the reflection point by the prop-
agation path estimation method according to the fifth
embodiment of the present invention (Part 2 with 45-
degree rotation).
[Fig. 22] FIG. 22 is a diagram showing the propaga-
tion path estimation method according to the fifth em-
bodiment of the present invention (first 70-degree
rotation).
[Fig. 23] FIG. 23 is a diagram showing the propaga-
tion path estimation method according to the fifth em-
bodiment of the present invention (second 70-de-
gree rotation).
[Fig. 24] FIG. 24 is a diagram showing the propaga-
tion path estimation method according to the fifth em-
bodiment of the present invention (third 70-degree
rotation).
[Fig. 25] FIG. 25 is a diagram showing the propaga-
tion path estimation method according to the fifth em-
bodiment of the present invention (fourth 70-degree
rotation).
[Fig. 26] FIG. 26 is a diagram showing the propaga-
tion path estimation method according to the fifth em-
bodiment of the present invention (fifth 70-degree
rotation).
[Fig. 27] FIG. 27 is a diagram showing the propaga-
tion path estimation method according to the fifth em-
bodiment of the present invention (fifth 70-degree
rotation).
[Fig. 28] FIG. 28 is a diagram showing a convergence
state of the reflection point by the propagation path
estimation method according to the fifth embodiment
of the present invention (Part 1 with 70-degree rota-
tion).
[Fig. 29] FIG. 29 is a diagram showing a convergence
state of the reflection point by the propagation path
estimation method according to the fifth embodiment
of the present invention (Part 2 with 70-degree rota-
tion).

MODES FOR CARRYING OUT THE INVENTION

(First Embodiment of the Present Invention)

[0025] A propagation path estimation method accord-
ing to a first embodiment of the present invention is de-

scribed with reference to FIG. 4.
[0026] FIG. 4 shows that radio wave incident from an
incident direction θi° (herein, θi° refers to an angle formed
by the incident direction and a normal direction to a re-
flection surface 1A of a reflect array, like an incident angle
according to the general electromagnetic field theory) on-
to a reflect array 1 and scatters in a direction rotated by
η° from a specular reflection direction θr° (herein, θr° re-
fers to an angle formed by the specular reflection direc-
tion and the normal direction to the reflection surface 1A
of the reflect array 1, like a reflection angle according to
the general electromagnetic field theory).
[0027] In the present description, the incident direction
is defined by the incident angle, and the reflection direc-
tion is defined by the reflection angle. In FIG. 4, θi° = θr°.
[0028] According to a conventional imaging method, a
propagation distance of the specular reflection can be
obtained by connecting an image point TX’ of a trans-
mission point TX with respect to the reflect array 1, and
a reception point RX to each other with a straight line.
Here, a reflection point of the specular reflection is a point
PI where the straight line connecting TX’ and the recep-
tion point RX to each other, and the reflect array 1 inter-
sect with each other.
[0029] Further, the propagation path of the specular
reflection is formed by a straight line from the transmis-
sion point TX to PI, and a straight line from PI to the
reception point RX.
[0030] However, a real propagation path is formed by
a straight line from the transmission point TX to PR, and
a straight line from PR to the reception point RX. There-
fore, such a propagation path and propagation distance
cannot be obtained with the conventional imaging meth-
od. Here, PR represents a reflection point of the reflect
array 1.
[0031] Here, a virtual rotated reflect array 2 (virtual
structure) is set by rotating the reflect array 1 (structure)
by ϕ° =η°/2 about PR.
[0032] With this setting, a propagation distance for the
reflect array 1 can be obtained by connecting an image
point T" of the transmission point TX with respect to the
virtual rotated reflect array 2, and the reception point RX
to each other. Here, ζi° represents an incident angle on
the virtual rotated reflect array 2, ζr° represents a spec-
ular reflection angle on the virtual rotated reflect array 2,
and ζi°=ζr°.
[0033] Here, a rotation angle ϕ° of the virtual reflect
array can be obtained in the following steps.
[0034] Assuming that an angle formed by the reflection
surface 1A of the reflect array 1 and a line connecting
the reception point RX and the reflection point PR on the
reflection surface 1A of the reflect array 1 to each other
is Ang1, 
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[0035] Assuming that an angle formed by a reflection
surface 2A of the virtual rotated reflect array 2 and a line
connecting the reception point RX and the reflection point
PR to each other is Ang2, 

[0036] Since an angle formed by the reflection surface
1A of the reflect array 1 and the reflection surface 2A of
the virtual rotated reflect array 2 is a rotation angle ϕ° of
the reflect array, 

[0037] Accordingly, from (1) to (3), 

[0038] Here, substituting ζ° and θ° as follows, Formula
(7) holds: 

[0039] From relation between Formula (4) and Formu-
la (7), a relation of "ϕ°=η°/2" can be obtained.

(Second Embodiment of the invention)

[0040] Next, a method for obtaining a direction control
reflection surface, for example, the reflection surface 1A
of the reflect array 1 (directional scatterer), is described.
[0041] As shown in the first embodiment described
above, the propagation path can be obtained by rotating
the reflection surface 1A of the reflect array 1 just by
(η°/2) about a rotation center point 0 and then setting the
virtual rotated reflection surface 2A which is a reflection
surface of the virtual rotated reflection array 2.
[0042] However, the imaging method in general ob-
tains a propagation path first and then uses an intersec-
tion point between the propagation path and a reflection
surface as a reflection point. For this reason, it is difficult
in general to obtain a rotation center point O (or the re-
flection point) in advance. In the present embodiment,
steps of determining the reflection point are described
with reference to FIG. 5 to FIG. 7.

(First Step)

[0043] As shown in FIG. 5, firstly, a virtual rotated re-
flection surface 2A, which is a reflection surface of a vir-
tual rotated reflect array 2, is set by rotating a reflection
surface 1A just by (η/2)° with a center point O of the
reflection surface 1A of the reflect array 1 as a rotation
center point OC.
[0044] In the second step, an image point (mirror im-
age) TX’ of the transmission point TX is created with re-
spect to the virtual rotation reference surface 2A.
[0045] In the third step, an intersection point between
a straight line connecting TX" and a reception point RX
to each other, and the virtual rotated reflection surface
2A is used as a first step reflection point PR1.
[0046] As shown in FIG. 5, a propagation path of radio
wave, which is incident to the virtual rotated reflection
surface from the transmission point TX in an incident di-
rection ζi1° and reflects in a reflection direction ζr1° (spec-
ular reflection direction on the virtual rotated reflection
surface 2A) toward the reception point RX, can be ob-
tained.
[0047] Here, ζi1° represents an angle formed by a nor-
mal direction to and an incident direction on the virtual
rotated reflection surface 2A, ζr1° represents an angle
formed by a normal direction to and a specular reflection
direction on the virtual rotated reflection surface 2A, and
"ζi1°=ζr1°."
[0048] In the fourth step, a virtual parallel movement
reflection surface 1B, which is a reflection surface of the
virtual parallel movement reflect array 10 which passes
the first step reflection point PR1 and is parallel with an
original reflect array 1, is set. Then, an angle formed by
the virtual parallel movement reflection surface 1B and
a line from the transmission point TX to the first step
reflection point PR1 is (90-ζ-ϕ)°(Here, ζ°=ζi1°=ζr1°).
[0049] Further, an angle formed by a line from the first
step reflection point PR1 to the reception point RX and
the virtual parallel movement reflection surface 1B is
(ϕ+90-ζ)°. Since "ϕ=η°/2," the angle is equal to an angle
of the specular reflection direction (90-ζ-ϕ)° plus a control
angle η° of the reflection direction. That is, in the first
step, a propagation path including the reflect array 1
whose reflection direction is controlled by η° can be ob-
tained with respect to the virtual parallel movement re-
flection surface 1B.
[0050] However, there occurs an error from a propa-
gation path including the reflect array 1 since the first
step reflection point PT1 exists at a point apart from the
reflect array 1.
[0051] Therefore, a method shown in FIG. 6 is used
as a second step as described hereinafter.

(Second Step)

[0052] As shown in FIG. 6, a second virtual rotation
reflection surface 2B is set by rotating the reflection sur-
face 1A of the reflect array 1 just by (η/2)° with a point of
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the first step rotation center point OC plus a predeter-
mined Δs as a rotation center point OC. Then, a second
reflection point PR2 is obtained in a same manner as the
first step.
[0053] That is, "(second rotation center OC)=(first ro-
tation center OC)+Δs=O+Δs."
[0054] Here, when a distance between the reflection
point PR2 and the reflection surface 1A of the reflect array
1 is longer than a predetermined convergence condition
(for example, Δs), a third rotation reflection surface 1C
is set, as a second step, by rotating the reflection surface
1A of the reflect array 1 just by (η/2)° about (O+23Δs)
as a rotation center point OC. Then, the above steps are
repeated until the convergence condition is satisfied.
[0055] That is, "(third rotation center OC)=(second ro-
tation center OC)+ Δs=O+2Δs."
[0056] Hereinafter, an operation flow in the propaga-
tion path estimation method according to the present em-
bodiment is described with reference to a flowchart
shown in FIG. 7.
[0057] As shown in FIG. 7, in Step S101, the rotation
center point OC (for example, a center point of the reflect
array) is determined.
[0058] In Step S102, a virtual rotated reflection surface
is set by rotating a presently set reflection surface (the
reflection surface 1A of the reflect array 1 or an n-th virtual
parallel movement reflection surface) about the rotation
center point 0.
[0059] In Step S103, a propagation path, a propagation
distance, and a reflection point on the virtual rotated re-
flection surface are determined on the basis of a ray trac-
ing by an imaging method using the virtual rotated reflec-
tion surface.
[0060] In Step S104, a distance d between the deter-
mined reflection point on the virtual rotated reflection sur-
face and the reflection surface 1A of the reflect array 1
is calculated.
[0061] In Step S105, it is determined whether or not
"d<determination threshold (for example, Δs)" is satis-
fied.
[0062] If "YES," the operation ends. If "NO," the oper-
ation returns to Step S101.

(Third Embodiment of the invention)

[0063] A propagation path estimation method accord-
ing to a third embodiment of the present invention is de-
scribed with reference to FIG. 8 and FIG. 9.
[0064] The propagation path estimation method ac-
cording to the third embodiment of the present invention
is characterized in that a distance between an n-th step
reflection point PRn obtained by a propagation path es-
timation method according to the second embodiment
and an n-th step rotation center point (for example, a
center point O of the reflect array 1) is set as ΔLn, and
an (n+1)th rotation center point is set as "O+ΔLn (if O is
zero, ΔLn)."
[0065] FIG. 8 is a diagram for explaining a first step in

the propagation path estimation method according to the
third embodiment, showing that a value of ΔL1 is obtained
as a distance to the first step rotation center point (for
example, a center point of the reflect array 1).
[0066] FIG. 9 is a diagram for explaining a second step
in the propagation path estimation method according to
the third embodiment, showing that the reflection surface
1A is rotated just by "ϕ=η°/2" with a point (O+ΔLn) as a
rotation center point. Here, if the distance d between the
reflection surface 1A of the original reflect array 1 and
the reflection point PR2 in the second step satisfies the
convergence condition, the processing ends.
[0067] The propagation path estimation method ac-
cording to the embodiment described above may be ap-
plied when a structure other than the reflect array 1 exists.
Further, in the propagation path estimation method ac-
cording to the embodiment described above, the virtual
rotated reflection surface may be set on the basis of a
path when there exist a plurality of propagation paths
(paths) passing via the reflect array 1.

(Fourth Embodiment of the invention)

[0068] A propagation path estimation method accord-
ing to a fourth embodiment of the present invention is
described with reference to FIG. 10 to FIG. 13. In the
present embodiment, a calculation example of the prop-
agation path estimation method is described by using
specific values.
[0069] FIG. 10 shows that the reflection surface 1A of
the reflect array is rotated by an angle of η/2 about a
rotation center O1. In this calculation example, two-di-
mensional coordinates with a first rotation center point
O1 as an origin of the coordinates are considered. The
coordinates of the transmission point are set as (-10, -30),
and the coordinates of the reception point are set as (30,
-30). The rotation angle η is set as -45 degrees (45 de-
grees counterclockwise).
[0070] The reflection surface 1A of the reflect array ro-
tated by a rotation angle η/2 or -22.5 degrees about the
rotation center O1 is set as a reflection surface 2A of a
virtual rotated reflect array.
[0071] Next, a mirror image Tx’ of the transmission
point Tx is created on the reflection surface 2A of the
virtual rotated reflect array, and a straight line connecting
Tx’ and the reception point RX to each other is set as
PR1. On this basis, the coordinates of PR1 are (-6.21,
-2.57). A distance of 6.73 between a first rotation center
O1 and a first reflection point PR1 can be obtained by
calculation.
[0072] A next step is described with reference to FIG.
11. As the next step, a point (-6.73, 0) shifted by a dis-
tance (-6.73) along the reflection surface 1A of the reflect
array from the rotation center O1 is obtained and set as
a second rotation center O2. A virtual rotated reflect array
is created by rotating by an angle of η/2 with O2 as a
rotation center. That is, the virtual rotated reflect array is
shifted in the horizontal direction in such a manner that
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the rotation center of the virtual rotated reflect array over-
laps O2. A mirror image of the transmission point Tx is
created on a virtual reflect array rotated about O2. The
rotation center of the virtual rotated reflect array does not
have to coincide with a midpoint in a horizontal direction
of the reflection surface of the virtual rotated reflect array,
and a distance from the rotation center to one end of the
virtual rotated reflect array may be different from a dis-
tance from the rotation center to the other end of the
virtual rotated reflect array.
[0073] Further, the shifted point may be a point to which
the rotation center of the virtual reflection plate is shifted
just by (-6.73) from the midpoint of the virtual reflection
plate.
[0074] A point where a straight line connecting the mir-
ror image of Tx and the reception point RX to each other
and the reflection surface intersect with each other is set
as PR2. At that time, the coordinates of PR2 are (-6.89,
0.066). A distance of 0.17 between the second rotation
center O2 and the second reflection point PR can be ob-
tained by calculation.
[0075] A subsequent step is described with reference
to FIG. 12. A point (-6.90, 0) to which the rotation center
is shifted by a distance (-0.17) along the reflection surface
of the reflect array from O2 is set as a third rotation center
O3. A virtual rotated reflect array is created by rotating
by an angle η/2 with O3 as a rotation center. That is, the
virtual rotated reflect array is shifted in the horizontal di-
rection in such a manner that the rotation enter of the
virtual rotated reflect array overlaps O3. A mirror image
of the transmission point TX is created on the virtual re-
flect array rotated about O3.
[0076] An intersection point with a straight line con-
necting a mirror image of Tx and the reception point RX
to each other is set as PR3. On this basis, the coordinates
of PR3 are (-6.90, 0.002). A calculated distance from the
second rotation center O2 to the reflection point PR3 is
0.005. In the present embodiment, convergence condi-
tion of the distance was set to ε<0.03.
[0077] FIG. 13 shows a positional relationship among
the transmission point, the reception point and the reflec-
tion point converged by the calculation according to the
present embodiment. As shown in FIG. 13, it is under-
stood that a propagation path is obtained for a radio wave
which is emitted from the transmission point Tx, passes
through the reflection point PR3, travels in a direction
rotated just by 45 degrees from a normal reflection direc-
tion, and reaches RX.
[0078] FIG. 14 shows a convergence state of the dis-
tance from the rotation center to the reflection point. As
shown in FIG. 14, It is understood that the distance from
a rotation center On (n is an integer of 1, 2 or 3) to a
reflection point PRn is converged rapidly as the number
of trials increases.
[0079] As described above, the propagation path can
be estimated by repeating the steps described above.
Although a two-dimensional coordinate system is used
in the above calculation example, calculation can be

made even in a third-dimensional system by performing
same steps.

(Fifth Embodiment of the Invention)

[0080] A propagation path estimation method accord-
ing to a fifth embodiment of the present invention is de-
scribed with reference to FIG. 15 to FIG. 29. In the present
embodiment, a calculation example of a propagation path
estimation method for a radio wave reflecting twice be-
tween the transmission point and the reception point is
described by using specific values.
[0081] FIG. 15 is a diagram for explaining a method
obtaining a propagation path having two reflection sur-
faces including a surface of the reflect array and two re-
flections. FIG. 15 shows a two-dimensional coordinate
having one end of the reflection surface 1A of the reflect
array as an origin (0, 0). In this embodiment, one reflec-
tion each on two reflection surfaces from the transmission
point Tx is described with the coordinates of the trans-
mission point Tx at (0, -100) and the coordinates of the
reception point Rx at (40, -40).
[0082] A first reflection surface is set as the reflection
surface 1A of the reflect array, and a second reflection
surface is set as a wall surface of normal reflection. An
image point Tx’ of the transmission point Tx with respect
to a reflection surface 1B and an image point Tx" of Tx’
with respect to a reflection surface 1A of are created. The
coordinates of Tx" thus created are (-60, -100).
[0083] FIG. 15 shows a state of reflection surfaces of
the reflect array not rotated. FIG. 16 shows a calculation
example when the reflection surface 1A is rotated. In this
embodiment, a calculation example is described for a
virtual reflection surface 2A which is rotated just by
η/2=22.5 degrees, where the rotation angle η 45 de-
grees. A first rotation center point is set as a midpoint
(35, 0) of the reflection surface 1A. The coordinates of
the rotated reflection surface are (39.69, -1.94).
[0084] A subsequent step is described with reference
to FIG. 16. A distance between a first rotation center (35,
0) and the coordinates of a first reflection point (39.69,
-1.94) is 5.07. A second rotation center is defined as a
point where the first rotation point is shifted in a direction
reducing the distance to the first reflection point just by
5.07, or at the coordinates of (40.07, 0).
[0085] As shown in FIG. 17, a virtual reflection surface
2A rotated just by η/2=22.5 degrees about the second
rotation center is calculated. The coordinates of the re-
flection point thus obtained are (40.00, 0.03).
[0086] Next, s third rotation is calculated in a similar
manner. A distance between the second rotation center
(40.07, 0) and the second reflection point (40.00, 0.003)
is 0.073. A third rotation center is defined as a point where
the second rotation point is shifted in a direction reducing
the distance to the second reflection point just by 0.073.
The coordinates of the third rotation center thus obtained
are (40.00, 0). As shown in FIG. 18, the coordinates of
the reflection point is (40.00, 0.00).
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[0087] FIG. 19 shows a propagation path after conver-
gence of the calculation. Compared with a normal prop-
agation path of normal reflection, a propagation path that
reaches RX through a reflection point on the reflect array
1A and is obtained by calculation is a propagation path
in which the reflection surface 1A is rotated by 45 degrees
clockwise, which is equal to the designed value of η.
[0088] FIG. 20 and FIG. 21 show convergence states
of the propagation path. In FIG. 20, the vertical axis rep-
resents the X coordinate of the rotation center, and the
horizontal axis represents the number of trials. In FIG.
21, the vertical axis represents the distance between the
coordinates of an n-th rotation center and the coordinates
of an (n+1)th rotation center, and the horizontal axis rep-
resents the number of trials n.
[0089] As shown in FIG. 20 and FIG. 21, it is under-
stood that the distance is almost converged by two trials.
In the present embodiment, convergence condition of the
distance is defined as ε<0.03.
[0090] FIGS. 22 to 29 show example of the above cal-
culation performed with the rotation angle η=70 degrees.
The reflection surface is rotated by η/22=35° about a first
rotation center (35, 0) of the reflection surface of the re-
flect array 1A. The coordinates of the first reflection point
thus obtained are (50.15, -10.61).
[0091] A distance from the first rotation center to the
reflection point is 18.50. A second rotation center can be
obtained by shifting the first rotation center in a direction
reducing the distance to the reflection point just by 18.50.
The coordinates of the second rotation center thus ob-
tained are (53.50, 0).
[0092] In a subsequent step, a reflection point is ob-
tained by rotating the reflection surface by η/2=35° about
the second rotation center. By repeating those steps, a
propagation path with a rotation angle of 70 degrees also
can be obtained when η=70 degrees as shown in FIG. 27.
[0093] FIGS. 28 and 29 show convergence states of
the propagation path similarly with FIGS. 20 and 21. It is
understood that convergence is in progress rapidly as
the number of trials increase.
[0094] Aspects of the present embodiment described
above may be expressed as follows.
[0095] A first aspect of the present embodiment is sum-
marized as a propagation path estimation method using
an imaging method, which includes a step of, in a case
where a reflect array 1 (structure) which causes reflection
and scattering in a different direction (θ-η)° from a spec-
ular reflection direction θ° exists on a propagation path,
rotating the reflect array 1 by η/2° about a rotation center
point to set a virtual rotated reflect array 2 (virtual struc-
ture), and estimating the propagation path by using the
virtual rotated reflect array 2.
[0096] In the first aspect of the present embodiment,
the above step may be repeated by shifting the rotation
center O until the rotation center 0 coincides with a re-
flection point PRn on the reflect array 1.
[0097] In the first aspect of the present embodiment,
the step described above may include a step A of deter-

mining the rotation center O, a step B of setting the virtual
rotated reflect array 2 by rotating the reflect array 1 Y
times (for example, one time) about the rotation center
O, a step C of calculating a reflection point PR on the
virtual rotated reflect array 2 by applying the imaging
method to the virtual rotated reflect array 2, and a step
D of updating the rotation center O to "O-|PR-O|" when
a distance between the reflection point PR and the rota-
tion center O does not satisfies the convergence condi-
tion, and the steps B to D may be repeated until the dis-
tance between the reflection point PR and the rotation
center O satisfies the convergence condition.
[0098] In the first aspect of the present embodiment,
the step described above may include a step A of deter-
mining the rotation center point O, a step B of setting the
virtual rotated reflect array 2 by rotating the reflect array
1 Y times (for example, one time) about the rotation cent-
er point O, a step C of calculating the reflection point PR
on the virtual rotated reflect array 2 by applying the im-
aging method of the virtual rotated reflect array 2, and a
step D of updating the rotation center point 0 to "O-Δs3n"
when the distance between the reflection point PR and
the rotation center point O does not satisfies the conver-
gence condition, and the steps B to D may be repeated
until the distance between the reflection point PR and
the rotation center point O satisfies the convergence con-
dition.
[0099] In the first aspect of the present embodiment,
η° may be a function of θ°.
[0100] A second aspect of the present embodiment is
a program or an apparatus causing a computer to imple-
ment the propagation path estimation method described
above.
[0101] In other words, the propagation path estimation
method may be implemented by hardware, a software
module run by a processor, or a combination thereof.
[0102] The software module may be provided in a stor-
age medium of any type including RAM (Random Access
Memory), flash memory, ROM (Read Only Memory),
EPROM (Erasable RProgrammable ROM), EEPROM
(Electrically Erasable and Reprogrammable ROM), reg-
ister, hard disk drive, removable disk, and CD-ROM.
[0103] The storage medium is connected to the proc-
essor in such a manner that the processor can read and
write information from and into the storage medium. In-
stead, the storage medium may be incorporated in the
processor. Further, the storage medium may be provided
inside ASIC.
[0104] Although the present invention is described in
detail with reference to the above embodiments, it is ap-
parent to those skilled in the art that the present invention
is not limited to the embodiments described herein. The
present invention may be implemented by a modification
or an alteration without departing from the scope defined
in the claims. Accordingly, the description herein is in-
tended for illustrative description purpose without limiting
the present invention.
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INDUSTRIAL APPLICABILITY

[0105] The present invention provides a propagation
path estimation method, program and apparatus that are
capable of estimating a propagation path in a propagation
analysis model including a directional scatterer and of
performing a ray trace analysis and an analysis applying
a geometric-optical model. Therefore, the present inven-
tion is useful in a wireless communication and the like.

EXPLANATION OF REFERENCE NUMERALS

[0106]

1 Reflection array
1A Reflection surface
IB Virtual parallel movement reflection surface
2 Virtual rotated reflect array
2A, 2B Virtual rotated reflection surface

Claims

1. A propagation path estimation method carried out
by an apparatus, the propagation path estimation
method using an imaging method for estimating a
propagation path of a radio wave using a specular
reflection, the method characterized by
a step of, in a case where a reflect array which causes
reflection and scattering in a different direction (θ-
η)° from a specular reflection direction θ° exists on
a propagation path, rotating (S102) the reflect array
by η/2° about a rotation center point to set a virtual
reflect array, and estimating (S103) the propagation
path by applying the imaging method to the virtual
reflect array.

2. The propagation path estimation method according
to claim 1, wherein the step is repeated (S106) by
shifting the rotation center point until the rotation
center point coincides with a reflection surface on
the reflect array.

3. The propagation path estimation method according
to claim 1 or 2, wherein
the step comprises:

a step A of determining the rotation center point
O;
a step B of setting the virtual reflect arrayby ro-
tating the reflect array Y times about the rotation
center O;
a step C of calculating a reflection point PR on
the virtual reflect array by applying the imaging
method to the virtual reflect array; and
a step D of updating the rotation center point to
"O-|PR-O|" when a distance between the reflec-
tion point PR and the rotation center point O

does not satisfies a convergence condition, and
the steps B to D are repeated until the distance
between the reflection point PR and the rotation
center point O satisfies the convergence condi-
tion.

4. The propagation path estimation method according
to claim 1 or 2, wherein the step comprises:

a step A of determining the rotation center point
O;
a step B of setting the virtual reflect arrayby ro-
tating the reflect array Y times about the rotation
center O;
a step C of calculating a reflection point PR on
the virtual reflect array by applying the imaging
method to the virtual reflect array; and
a step D of updating the rotation center point to
"O-Δs3n" when a distance between the reflec-
tion point PR and the rotation center point O
does not satisfies a convergence condition, Δs
being a predetermined distance, n being integer
greater than zero, and
the steps B to D are repeated until the distance
between the reflection point PR and the rotation
center point O satisfies the convergence condi-
tion.

5. The propagation path estimation method according
to any one of claims 1 to 4, wherein the η° is a function
of the θ°.

6. A program causing a computer to implement the
propagation path estimation method according to
claim 1.

7. An apparatus configured to implement a propagation
path estimation method , the propagation path esti-
mation method using an imaging method for estimat-
ing a propagation path of a radio wave using a spec-
ular reflection, the apparatus being configured to, in
a case where a reflect array which causes reflection
and scattering in a different direction (θ-η)° from a
specular reflection direction θ° exists on a propaga-
tion path, rotate the reflect array by η/2° about a ro-
tation center point to set a virtual reflect array, and
estimate the propagation path by applying the imag-
ing method to the virtual reflect array.

Patentansprüche

1. Ausbreitungsweg-Schätzverfahren, das von einer
Vorrichtung ausgeführt wird, wobei das Ausbrei-
tungsweg-Schätzverfahren ein Bildgebungsverfah-
ren zum Schätzen eines Ausbreitungswegs einer
Funkwelle unter Verwendung von spiegelnder Re-
flexion verwendet, wobei das Verfahren gekenn-
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zeichnet ist durch
einen Schritt, in welchem, in einem Fall, in welchem
ein Reflektier-Array, das eine Reflexion und eine
Streuung in einer verschiedenen Richtung (θ-η)° von
einer Spiegelreflexionsrichtung θ° verursacht, an ei-
nem Ausbreitungsweg vorhanden ist, das Reflektier-
Array um η/2° um einen Rotationszentrums-Punkt
rotiert (S102) wird, um ein virtuelles Reflektier-Array
einzustellen, und in welchem der Ausbreitungsweg
geschätzt (S103) wird, indem das Bildgebungsver-
fahren auf das virtuelle Reflektier-Array angewendet
wird.

2. Ausbreitungsweg-Schätzverfahren nach Anspruch
1, wobei der Schritt wiederholt (S106) wird, indem
der Rotationszentrums-Punkt verschoben wird, bis
der Rotationszentrums-Punkt mit einer Reflexions-
fläche an dem Reflektier-Array übereinstimmt.

3. Ausbreitungsweg-Schätzverfahren nach Anspruch
1 oder 2, wobei der Schritt umfasst:

einen Schritt A des Bestimmens des Rotations-
zentrums-Punkts O;
einen Schritt B des Einstellens des virtuellen Re-
flektier-Arrays, indem das Reflektier-Array Y-
mal um den Rotationszentrums-Punkt O rotiert
wird;
einen Schritt C des Berechnens eines Reflexi-
onspunkts PR auf dem virtuellen Reflektier-Ar-
ray, indem das Bildgebungsverfahren auf das
virtuelle Reflektier-Array angewendet wird; und
einen Schritt D des Aktualisierens des Rotati-
onszentrums-Punkts auf "O-|PR-O|", wenn ein
Abstand zwischen dem Reflexionspunkt PR und
dem Rotationszentrums-Punkt O eine Konver-
genzbedingung nicht erfüllt, und
die Schritte B bis D wiederholt werden, bis der
Abstand zwischen dem Reflexionspunkt PR und
dem Rotationszentrums-Punkt O die Konver-
genzbedingung erfüllt.

4. Ausbreitungsweg-Schätzverfahren nach Anspruch
1 oder 2, wobei der Schritt umfasst:

einen Schritt A des Bestimmens des Rotations-
zentrums-Punkts O;
einen Schritt B des Einstellens des virtuellen Re-
flektier-Arrays, indem das Reflektier-Array Y-
mal um den Rotationszentrums-Punkt O rotiert
wird;
einen Schritt C des Berechnens eines Reflexi-
onspunkts PR auf dem virtuellen Reflektier-Ar-
ray, indem das Bildgebungsverfahren auf das
virtuelle Reflektier-Array angewendet wird; und
einen Schritt D des Aktualisierens des Rotati-
onszentrums-Punkts auf "O-Δs3n", wenn ein
Abstand zwischen dem Reflexionspunkt PR und

dem Rotationszentrums-Punkt O eine Konver-
genzbedingung nicht erfüllt, wobei Δs ein vor-
bestimmter Abstand ist, wobei n eine Ganzzahl
größer als null ist, und
die Schritte B bis D wiederholt werden, bis der
Abstand zwischen dem Reflexionspunkt PR und
dem Rotationszentrums-Punkt O die Konver-
genzbedingung erfüllt.

5. Ausbreitungsweg-Schätzverfahren nach einem der
Ansprüche 1 bis 4, wobei das η° eine Funktion des
θ° ist.

6. Programm, das einen Computer dazu veranlasst,
das Ausbreitungsweg-Schätzverfahren nach An-
spruch 1 zu implementieren.

7. Vorrichtung, die dazu konfiguriert ist, ein Ausbrei-
tungsweg-Schätzverfahren zu implementieren, wo-
bei das Ausbreitungsweg-Schätzverfahren ein Bild-
gebungsverfahren zum Schätzen eines Ausbrei-
tungswegs einer Funkwelle unter Verwendung von
spiegelnder Reflexion verwendet, wobei die Vorrich-
tung dazu konfiguriert ist, in einem Fall, in welchem
ein Reflektier-Array, das eine Reflexion und eine
Streuung in einer verschiedenen Richtung (θ-η)° von
einer Spiegelreflexionsrichtung θ° verursacht, an ei-
nem Ausbreitungsweg vorhanden ist, das Reflektier-
Array um η/2° um einen Rotationszentrums-Punkt
zu rotieren, um ein virtuelles Reflektier-Array einzu-
stellen, und den Ausbreitungsweg zu schätzen, in-
dem das Bildgebungsverfahren auf das virtuelle Re-
flektier-Array angewendet wird.

Revendications

1. Procédé d’estimation de trajet de propagation exé-
cuté par un appareil, le procédé d’estimation de trajet
de propagation utilisant un procédé d’imagerie pour
estimer un trajet de propagation d’une onde radio en
utilisant une réflexion spéculaire, le procédé étant
caractérisé par :

une étape, dans un cas où un réseau de ré-
flexion qui provoque une réflexion et une diffu-
sion dans une direction différente (θ-η)° d’une
direction de réflexion spéculaire θ° existe sur un
trajet de propagation, de rotation (S102) du ré-
seau de réflexion de η/2° autour d’un point cen-
tral de rotation pour établir un réseau de ré-
flexion virtuel, et d’estimation (S103) du trajet
de propagation en appliquant le procédé d’ima-
gerie au réseau de réflexion virtuel.

2. Procédé d’estimation de trajet de propagation selon
la revendication 1, dans lequel l’étape est répétée
(S106) en décalant le point central de rotation jus-
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qu’à ce que le point central de rotation coïncide avec
une surface de réflexion sur le réseau de réflexion.

3. Procédé d’estimation de trajet de propagation selon
la revendication 1 ou 2, dans lequel l’étape
comprend :

une étape A de détermination du point central
de rotation O ;
une étape B de réglage du réseau de réflexion
virtuel en faisant tourner le réseau de réflexion
Y fois autour du centre de rotation O ;
une étape C de calcul d’un point de réflexion PR
sur le réseau de réflexion virtuel en appliquant
le procédé d’imagerie au réseau de réflexion
virtuel ; et
une étape D d’actualisation du point central de
rotation à « O - |PR-O| » quand une distance
entre le point de réflexion PR et le point central
de rotation O ne satisfait pas une condition de
convergence, et
les étapes B à D sont répétées jusqu’à ce que
la distance entre le point de réflexion PR et le
point central de rotation O satisfasse la condition
de convergence.

4. Procédé d’estimation de trajet de propagation selon
la revendication 1 ou 2, dans lequel l’étape
comprend :

une étape A de détermination du point central
de rotation O ;
une étape B de réglage du réseau de réflexion
virtuel en faisant tourner le réseau de réflexion
Y fois autour du centre de rotation O ;
une étape C de calcul d’un point de réflexion PR
sur le réseau de réflexion virtuel en appliquant
le procédé d’imagerie au réseau de réflexion
virtuel ; et
une étape D d’actualisation du point central de
rotation à « O - Δsxn » quand une distance entre
le point de réflexion PR et le point central de
rotation O ne satisfait pas une condition de con-
vergence, Δs étant une distance prédéterminée,
n étant un entier supérieur à zéro, et
les étapes B à D sont répétées jusqu’à ce que
la distance entre le point de réflexion PR et le
point central de rotation O satisfasse la condition
de convergence.

5. Procédé d’estimation de trajet de propagation selon
l’une quelconque des revendications 1 à 4, dans le-
quel le η° est une fonction du θ°.

6. Programme amenant un ordinateur à mettre en
oeuvre le procédé d’estimation de trajet de propa-
gation selon la revendication 1.

7. Appareil configuré pour mettre en oeuvre un procédé
d’estimation de trajet de propagation, le procédé
d’estimation de trajet de propagation utilisant un pro-
cédé d’imagerie pour estimer un trajet de propaga-
tion d’une onde radio en utilisant une réflexion spé-
culaire, l’appareil étant configuré pour, dans un cas
où un réseau de réflexion qui provoque une réflexion
et une diffusion dans une direction différente (θ-η)°
par rapport à une direction de réflexion spéculaire
θ° existe sur un trajet de propagation, faire tourner
le réseau de réflexion de η/2° autour d’un point cen-
tral de rotation pour établir un réseau de réflexion
virtuel, et estimer le trajet de propagation en appli-
quant le procédé d’imagerie au réseau de réflexion
virtuel.
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