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Description

[0001] This invention relates to motor vehicles and in
particular to a motor vehicle having a direct injection al-
cohol engine.
[0002] Various fuels have been identified to mitigate
the rising price of energy and environmental concerns.
For example, alcohol has been recognized as an attrac-
tive alternative source of energy and more particularly a
fuel for automotive applications. Various engine systems
may be used with alcohol fuels, utilizing various engine
technologies such as turbo-chargers, super-chargers,
etc. Further, various approaches may be used to control
alcohol-fuelled engines with such devices, including ad-
justment of boost or spark timing in dependence upon
an alcohol content of the engine fuel and various oper-
ating conditions. US5233944 discloses an example of
such approaches. It is an object of this invention to pro-
vide an alcohol fuelled engine for a motor vehicle with
improved performance.
[0003] According to a first aspect of the invention there
is provided a system for an engine as set forth in claim
1 of the appended claims.
[0004] The boost amount may be increased and the
spark timing may be advanced with increased alcohol
content for at least the one operating condition compared
with lower alcohol content operation.
[0005] The control system may provide the peak torque
at wide-open pedal position, even as the alcohol content
varies.
[0006] The control system may vary the spark timing
and the boost amount in response to both the alcohol
content and feedback from a knock sensor.
[0007] The control system may determine the alcohol
content based on one or more sensor inputs including at
least an input from an exhaust gas sensor.
[0008] According to a second aspect of the invention
there is provided a motor vehicle characterised in that
the motor vehicle has an engine constructed in accord-
ance with said first aspect of the invention.
[0009] The motor vehicle may have a transmission and
the control system may be further operable to adjust
transmission shift points in response to variations of al-
cohol content to account for the increased peak torque
availability.
[0010] The motor vehicle may have a cooling system
and the control system may be further operable to adjust
engine cooling in response to variations of alcohol con-
tent.
[0011] The motor vehicle may further comprise a trac-
tion control system and the control system may be further
operable to adjust operation of the traction control system
in response to variations of alcohol content.
[0012] The invention will now be described by way of
example with reference to the accompanying drawing of
which:-

Figure 1 shows a generic engine system;

Figure 2 shows a partial engine view;
Figure 3 shows an engine with a turbocharger;
Figure 4 shows example fuel tank and pump config-
urations;
Figure 5A shows a flow chart of a method of control-
ling an engine according to the invention;
Figure 5B is a graph illustrating example injection
timing operations;
Figure 6 shows a flow chart illustrating the process
sequence of the engine;
Figure 7 shows a flow chart schematically showing
how the operating parameters are determined;
Figure 8 shows a process control flow chart illustrat-
ing how the transmission and cooling system are
governed by torque, speed and pedal position; and
Figures 9-10 show flow charts outlining an example
advertising and marketing strategy to sell a vehicle
with various engine features.
Figure 1 shows an engine 10 for a motor vehicle
receiving delivery of a plurality of substances (1, 2,
...,N) as indicated by arrow 8. The various substanc-

es may include multiple different fuel blends or other
alternatives.

[0013] In one example, multiple different substances
having different gasoline and/or alcohol and/or water
concentrations may be delivered to the engine and may
be delivered in a mixed state, or separately delivered.
[0014] Further, the relative amounts and/or ratios of
the different substances provided to the engine may be
controlled by a controller 6 in response to operating con-
ditions, which may be provided by and/or inferred via
sensor(s) 4. Alternatively, or under some conditions, the
relative amounts and/or ratios may be determined by the
fuel blend added to the vehicle by the customer and thus
may not significantly vary during operation.
[0015] In one example, the different substances may
represent different fuels having different levels of alcohol,
including one substance being gasoline and the other
being ethanol. In another example, engine 10 may use
gasoline as a first substance and an alcohol containing
fuel such as ethanol, methanol, a mixture of gasoline and
ethanol (e.g., E85 which is approximately 85% ethanol
and 15% gasoline), a mixture of gasoline and methanol
(e.g., M85 which is approximately 85% methanol and
15% gasoline), a mixture of an alcohol and water, a mix-
ture of an alcohol, water and gasoline, etc as a second
substance. In still another example, the first substance
may be a gasoline alcohol blend with a lower alcohol
concentration than a gasoline alcohol blend of a second
substance.
[0016] In one embodiment, when using both gasoline
and a fuel having alcohol (e.g., ethanol), it may be pos-
sible to adjust operating conditions to take advantage of
the increased charge cooling of alcohol fuels (e.g., via
direct injection) to provide improved engine performance,
because of the different properties of alcohol. This phe-
nomenon, combined with increased compression ratio
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and/or boosting and/or engine downsizing, can then be
used to obtain fuel economy benefits (by reducing the
knock limitations on the engine), while also allowing en-
gine operation with improved engine output torque, for
example.
[0017] Referring now to Figure 2, one cylinder of a mul-
ti-cylinder engine, as well as the intake and exhaust path
connected to that cylinder, is shown. In the embodiment
shown in Figure 2, the engine 10 uses a direct injector
66 and is capable of using a plurality of different fuel
blends.
[0018] For example, engine 10 may use a mixture of
gasoline (petrol) and an alcohol containing fuel such as
ethanol, methanol, a mixture of gasoline and ethanol
(e.g., E85 which is approximately 85% ethanol and 15%
gasoline), a mixture of gasoline and methanol (e.g., M85
which is approximately 85% methanol and 15% gaso-
line), etc. Direct injector 66 may be used to inject a mixture
of gasoline and an alcohol based fuel, where the ratio of
the two fuel quantities in the mixture may be adjusted by
controller 12 via a mixing valve, for example. In another
embodiment, different sized injectors and different fuels
may be used.
[0019] The internal combustion engine 10, has a plu-
rality of combustion chambers and is controlled by elec-
tronic engine controller 12. One combustion chamber 30
of the engine 10 is shown including combustion chamber
walls of cylinder 32 with piston 36 positioned therein and
connected to crankshaft 40. A starter motor (not shown)
may be coupled to crankshaft 40 via a flywheel (not
shown) or alternatively direct engine starting may be
used.
[0020] In one particular example, piston 36 may in-
clude a recess or bowl (not shown) to help in forming
stratified charges of air and fuel, if desired. However, in
an alternative embodiment, a flat piston may be used.
Combustion chamber, or cylinder, 30 is shown commu-
nicating with intake manifold 44 and exhaust manifold 48
via respective intake valves 52a and 52b (not shown)
and exhaust valves 54a and 54b (not shown). Thus, while
four valves per cylinder may be used, in another example,
a single intake and single exhaust valve per cylinder may
also be used. In still another example, two intake valves
and one exhaust valve per cylinder may be used.
[0021] Combustion chamber 30 has an associated
compression ratio, which is the ratio of volumes when
piston 36 is at bottom centre and top centre. Convention-
ally, the compression ratio is in the range of 9:1 to 10:1.
However, when higher octane fuels, fuels with a higher
latent enthalpy of vaporization and/or direct injection is
used, the compression ratio can be raised due to the
mitigating effects that octane, latent enthalpy of vapori-
zation and direct injection have on knock.
[0022] Fuel injector 66 is shown directly coupled to
combustion chamber 30 for delivering injected fuel di-
rectly therein in proportion to the pulse width of signal
dfpw received from controller 12 via electronic driver 68.
While Figure 2 shows injector 66 as a side injector, it may

also be located overhead of the piston, such as near the
position of spark plug 92. Such a position may improve
mixing and combustion due to the lower volatility of some
alcohol based fuels. Alternatively, the injector may be
located overhead and near the intake valve to improve
mixing. Additional fuel injectors may also be used.
[0023] Fuel and/or water may be delivered to fuel in-
jector 66 by a high pressure fuel system (not shown) in-
cluding a fuel tank, fuel pumps and a fuel rail. Alterna-
tively, fuel and/or water may be delivered by a single
stage fuel pump at lower pressure, in which case the
timing of the direct fuel injection may be more limited
during the compression stroke than if a high pressure
fuel system is used. Further, while not shown, the fuel
line may have a pressure transducer providing a signal
to controller 12.
[0024] Intake manifold 44 is shown communicating
with throttle body 58 via throttle plate 62. In this particular
example, throttle plate 62 is coupled to electric motor 94
so that the position of elliptical throttle plate 62 is control-
led by controller 12 via electric motor 94. This configura-
tion may be referred to as electronic throttle control
(ETC), which can also be utilized during idle speed con-
trol. In an alternative embodiment (not shown), a bypass
air passageway is arranged in parallel with throttle plate
62 to control inducted airflow during idle speed control
via an idle control by-pass valve positioned within the air
passageway. In the latter alternative, throttle plate 62 is
actuated by the operator of the vehicle, the cable, or other
device, between the accelerator pedal and the throttle
valve not shown.
[0025] Exhaust gas sensor 76 is shown coupled to ex-
haust manifold 48 upstream of catalytic converter 70
(where sensor 76 can correspond to various different
sensors). For example, sensor 76 may be any of many
known sensors for providing an indication of exhaust gas
air/fuel ratio such as a linear oxygen sensor, a UEGO, a
two-state oxygen sensor, an EGO, a HEGO, or an HC
or CO sensor. In this particular example, sensor 76 is a
two-state oxygen sensor that provides signal EGO to
controller 12 which converts signal EGO into two-state
signal EGOS. A high voltage state of signal EGOS indi-
cates exhaust gases are rich of stoichiometric and a low
voltage state of signal EGOS indicates exhaust gases
are lean of stoichiometric. Signal EGOS may be used to
advantage during feedback air/fuel control to maintain
average air/fuel at stoichiometric during a stoichiometric,
homogeneous mode of operation.
[0026] A distributorless ignition system 88 provides ig-
nition spark to combustion chamber 30 via spark plug 92
in response to spark advance signal SA from controller
12.
[0027] Controller 12 may cause combustion chamber
30 to operate in a variety of combustion modes, including
a homogeneous air/fuel mode and/or a stratified air/fuel
mode by controlling injection timing, injection amounts,
spray patterns, etc. In one example, stratified layers may
be formed by operating injector 66 during a compression
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stroke. In another example, a homogenous mixture may
be formed by operating injector 66 during an intake stroke
(which may be open valve injection). In still other exam-
ples, multiple injections from injector 66 may be used
during one or more strokes (e.g., intake and/or compres-
sion). In some examples, a combination of a stratified
and homogenous mixtures may be formed in the cham-
ber. Even further examples may include the use of dif-
ferent injection timings and mixture formations under dif-
ferent conditions, as described below.
[0028] Controller 12 can adjust the amount of fuel de-
livered by fuel injector 66 so that the homogeneous or
stratified air/fuel mixtures or combinations thereof formed
in chamber 30 can be selected to be at stoichiometric, a
value rich of stoichiometric or a value lean of stoichio-
metric.
[0029] Emission control device 72 is shown positioned
downstream of catalytic converter 70. Emission control
device 72 may be a three-way catalyst, particulate filter,
NOx trap, or combinations thereof.
[0030] Controller 12 is shown as a microcomputer, in-
cluding microprocessor unit 102, input/output ports 104,
an electronic storage medium for executable programs
and calibration values shown as read only memory chip
106 in this particular example, random access memory
108, keep alive memory 110 and a conventional data
bus. Controller 12 is shown receiving various signals from
sensors coupled to engine 10, in addition to those signals
previously discussed, including measurement of induct-
ed mass air flow (MAF) from mass air flow sensor 100
coupled to throttle body 58; engine coolant temperature
(ECT) from temperature sensor 112 coupled to cooling
sleeve 114; a profile ignition pickup signal (PIP) from Hall
effect sensor 118 coupled to crankshaft 40; and throttle
position TP from throttle position sensor 120; absolute
manifold pressure signal MAP from sensor 122; an indi-
cation of knock from knock sensor 182; and an indication
of absolute or relative ambient humidity from sensor 180.
Engine speed signal RPM is generated by controller 12
from signal PIP in a conventional manner and manifold
pressure signal MAP from a manifold pressure sensor
provides an indication of vacuum, or pressure, in the in-
take manifold. During stoichiometric operation, this sen-
sor can give an indication of engine load. Further, this
sensor, along with engine speed, can provide an estimate
of charge (including air) inducted into the cylinder. In one
example, sensor 118, which is also used as an engine
speed sensor, produces a predetermined number of
equally spaced pulses every revolution of the crankshaft.
[0031] Continuing with Figure 2, a variable camshaft
timing system is shown. Specifically, camshaft 130 of
engine 10 is shown communicating with rocker arms 132
and 134 for actuating intake valves 52a, 52b and exhaust
valves 54a, 54b. Camshaft 130 is directly coupled to
housing 136. Housing 136 forms a toothed wheel having
a plurality of teeth 138. Housing 136 is mechanically cou-
pled to crankshaft 40 via a timing chain or belt (not
shown). Therefore, housing 136 and camshaft 130 can

rotate at a speed substantially equivalent to half of the
speed of the crankshaft, or other suitable speed. How-
ever, by manipulation of the hydraulic coupling as will be
described later herein, the relative position of camshaft
130 to crankshaft 40 can be varied by hydraulic pressures
in advance chamber 142 and retard chamber 144. By
allowing high pressure hydraulic fluid to enter advance
chamber 142, the relative relationship between camshaft
130 and crankshaft 40 is advanced. Thus, intake valves
52a, 52b and exhaust valves 54a, 54b open and close
at a time earlier than normal relative to crankshaft 40.
Similarly, by allowing high pressure hydraulic fluid to en-
ter retard chamber 144, the relative relationship between
camshaft 130 and crankshaft 40 is retarded. Thus, intake
valves 52a, 52b and exhaust valves 54a, 54b open and
close at a time later than normal relative to crankshaft 40.
[0032] While this example shows a system in which
the intake and exhaust valve timing are controlled con-
currently, variable intake cam timing, variable exhaust
cam timing, dual independent variable cam timing, or
fixed cam timing may be used. Further, variable valve lift
may also be used. Further, camshaft profile switching
may be used to provide a plurality of (usually two) cam
profiles which can be selected based on operating con-
ditions. Further still, the valve train may be roller finger
follower, direct acting mechanical bucket, electrome-
chanical, electro-hydraulic or other alternatives to rocker
arms.
[0033] Continuing with the variable cam timing system,
teeth 138, being coupled to housing 136 and camshaft
130, allow for measurement of relative cam position via
cam timing sensor 150 providing signal VCT to controller
12. Teeth 1, 2, 3 and 4 are preferably used for measure-
ment of cam timing and are equally spaced (for example,
in a V-8 dual bank engine, spaced 90 degrees apart from
one another) while tooth 5 is preferably used for cylinder
identification, as described later herein. In addition, con-
troller 12 sends control signals (LACT, RACT) to conven-
tional solenoid valves (not shown) to control the flow of
hydraulic fluid either into advance chamber 142, retard
chamber 144, or neither.
[0034] Relative cam timing can be measured in a va-
riety of ways. In general terms, the time, or rotation angle,
between the rising edge of the PIP signal and receiving
a signal from one of the plurality of teeth 138 on housing
136 gives a measure of the relative cam timing. For the
particular example of a V-8 engine, with two cylinder
banks and a five-toothed wheel, a measure of cam timing
for a particular bank is received four times per revolution,
with the extra signal used for cylinder identification.
[0035] Sensor 160 may also provide an indication of
oxygen concentration in the exhaust gas via signal 162,
which provides controller 12 a voltage indicative of the
02 concentration. For example, sensor 160 can be a HE-
GO, UEGO, EGO, or other type of exhaust gas sensor.
Also note that, as described above with regard to sensor
76, sensor 160 can correspond to various different sen-
sors.
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[0036] As described above, Figure 2 merely shows one
cylinder of a multi-cylinder engine and it is understood
that each cylinder has its own set of intake/exhaust
valves, fuel injectors, spark plugs, etc.
[0037] While not shown in Figure 2, engine 10 may be
coupled to various boosting devices, such as a super-
charger or turbocharger, as shown in Figure 3. On a
boosted engine, desired torque may also be maintained
by adjusting waste gate and/or compressor bypass
valves.
[0038] Referring now to Figure 3, the example engine
10 is shown to have four in-line cylinders. In one embod-
iment, engine 10 may have a turbocharger 319, which
has a turbine 319a coupled to the exhaust manifold 48
and a compressor 319b coupled to the intake manifold
44. While Figure 3 does not show an intercooler, it will
be appreciated that one may optionally be used to provide
charge cooling. Turbine 319a is typically coupled to com-
pressor 319b via a drive shaft 315. Various types of tur-
bochargers and arrangements may be used. For exam-
ple, a variable geometry turbocharger (VGT) may be
used where the geometry of the turbine and/or compres-
sor may be varied during engine operation by controller
12. Alternately, or in addition, a variable nozzle turbo-
charger (VNT) may be used when a variable area nozzle
is placed upstream and/or downstream of the turbine in
the exhaust line (and/or upstream or downstream of the
compressor in the intake line) for varying the effective
expansion or compression of gasses through the turbo-
charger. Still other approaches may be used for varying
expansion in the exhaust, such as a waste gate valve.
Figure 3 shows an example bypass valve 320 around
turbine 319a and an example bypass valve 322 around
compressor 319b, where each valve may be controlled
via controller 12. As noted above, the valves may be lo-
cated within the turbine or compressor, or may be a var-
iable nozzle.
[0039] Also, a twin turbocharger arrangement and/or
a sequential turbocharger arrangement may be used if
desired. In the case of multiple adjustable turbocharger
and/or stages, it may be desirable to vary a relative
amount of expansion though the turbocharger, depend-
ing on operating conditions (e.g. manifold pressure, air-
flow, engine speed, etc.). Further, a mechanically or elec-
trically driven supercharger may be used, if desired.
[0040] Referring now to Figure 4, an example fuel de-
livery system is shown for an example with a single in-
jector, where the single injector is a direct injector. In this
example, a fuel tank 400 is shown for holding a fuel, such
as gasoline and an alcohol blend. The fuel tank has an
internal fuel pump 402, where the internal fuel pump is
a lower pressure fuel pump. A fuel pump 404 is coupled
to the lower pressure fuel pump 402 by fuel line 406,
where the fuel pump is a higher pressure fuel pump. High-
er pressure external fuel pump 404 is coupled to a fuel
rail 408 having fuel injectors 410 coupled thereto. As not-
ed herein, the fuel pressure at the injector may be ad-
justed by adjusting parameters such as the pump oper-

ation of one of pumps 402 and/or 404, for example.
[0041] Referring now to Figure 5A, a routine forming
part of a method for controlling operation of an engine is
described for adjusting fuel injection parameters taking
into account an amount of alcohol in the fuel system.
[0042] At step 510, the routine reads an alcohol content
of the fuel. The alcohol content of the fuel may be a per-
centage alcohol, mass ratio of alcohol, volume ratio of
alcohol, an amount of oxygen in the fuel, or various other
indications of an amount of alcohol in the fuel. The indi-
cation may be provided via an alcohol sensor, or may be
generated from an estimate based on operating condi-
tions, or combinations thereof. An estimate of alcohol
content of the fuel may be formed using feedback from
an exhaust gas sensor, in addition to other parameters,
such as, for example, a mass airflow amount, a fuel in-
jection pulse width, a manifold pressure and/or others.
[0043] Continuing with Figure 5A, at step 512, the rou-
tine reads other operating conditions that may be used
to adjust fuel injection timings and/or amounts, such as,
for example, engine coolant temperature, feedback from
a knock sensor, cylinder air amount, manifold pressure,
air charge temperature, manifold temperature, desired
air-fuel ratio, spark timing, atmospheric pressure and/or
various other parameters.
[0044] Then, in step 513, the routine determines
whether to adjust and if so does adjust, fuel injection pres-
sure based on a desired engine output torque and engine
speed given the alcohol content of the fuel. Because al-
cohols are partially oxygenated, (ethanol is C2H5OH for
example), they liberate a lesser amount of energy (lower
heating value) when oxidized during combustion than a
non-oxygenated hydrocarbon, like gasoline. The mass
of fuel injected is increased as a function of alcohol con-
tent to provide the same combustion energy as gasoline,
which requires a greater dynamic range from the fuel
system. The pulse width may be adjusted to provide the
desired amount of fuel. However, to handle a wide variety
of fuels, including those with high alcohol content, the
providing a greater amount of fuel by merely increasing
the pulse width may be insufficient with the additional
constraint of maintaining acceptable pulse-to-pulse re-
peatability at low fuel demand conditions. It is possible
to address dynamic range issues with direct injection
when alcohol content of the fuel varies by varying the
fuel supply pressure with higher pressures at higher
speed and/or torque conditions and lower pressures at
lower speed and/or torque conditions.
[0045] Continuing with Figure 5A, in step 514, the rou-
tine determines a number of injections per engine cycle
to be performed based on conditions and the amount of
alcohol in the fuel. For example, as the amount of alcohol
in the fuel increases, a greater or lesser number of injec-
tions for a given operating condition (e.g., a given
speed/load condition) may be selected. Also, in the case
of multiple injections per power cycle, a greater fraction
of fuel may injected in an earlier injection as alcohol con-
tent increases so that there is more time for vaporization.
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[0046] Then, in step 516, the routine determines an
injection timing (or timings in the case of multiple injec-
tions per cycle) based on conditions and the alcohol
amount of the fuel. For example, injection timing of one
or more injections may be advanced with increased al-
cohol in the fuel to take advantage of higher latent en-
thalpy of vaporization of alcohol to allow more time for
vaporization. In one example, the injection timing may
be advanced as a function of alcohol content and also
the nature of the alcohol (e.g., ethanol vs. methanol).
More injection timing advance may be used for methanol
than ethanol because of its relatively higher latent en-
thalpy of vaporization, for example. Also, the timing of
the injections may be adjusted based on the number of
injections. In another example, injection timing may be
advanced toward the period where there is pushback into
the intake as a function of alcohol content. In this way,
vaporization of the alcohol fuel can be aided by passing
by the intake valve (twice, out and in). By cooling the
intake system in this way, the charge density rammed
into the combustion chamber can be increased thereby
improving peak torque output of the engine. As such,
injection timing may be adjusted based on engine torque
and alcohol content to improve engine output.
[0047] Note that other engine control adjustments may
be made based on alcohol content of the fuel, such as
spark timing, boosting and/or various others. In one ex-
ample, the controller may increase boost on a variable
geometry turbocharger (or via waste gate control) as a
function of the increased octane in fuel due to the alcohol
content. Due to direct injection into the cylinder, the cool-
ing effect of the vaporization of the fuel occurs in the
cylinder. This can increase the cooling compared to port
injection and allows a greater boost without incurring
knock.
[0048] In another example, the controller may adjust
valve timing to increase valve overlap and inject fuel hav-
ing alcohol at least partially during the valve overlap pe-
riod to enhance the charge cooling effect with increased
alcohol in the fuel. For example, intake valve timing may
be advanced and/or exhaust valve timing may be retard-
ed as will be described below with reference to FIG. 5B,
for example.
[0049] Further still, ignition timing and/or valve timing
may also be adjusted in response to an alcohol amount
of the fuel.
[0050] Various examples of variable injection timing
and number of injections per cycle are illustrated in Figure
5B, where the dashed vertical lines indicate intake valve
opening and intake valve closing. As one example, the
intake valve opening duration may be approximately 248°
and the exhaust valve opening duration may be approx-
imately 240°, wherein the intake valve is opened at ap-
proximately 10° before top dead centre of the intake
stroke and the intake valve is closed at approximately
58° after bottom dead centre of the intake stroke and the
exhaust valve is opened at approximately 50° before bot-
tom dead centre of the expansion stroke and the exhaust

valve is closed at approximately 10° after top dead centre
of the intake stroke. It should be appreciated that the
above valve control scenario is just one example and that
other suitable valve timings may be used. Various pa-
rameters may affect the adjustments shown between the
graphs of Figure 5B, as noted herein, including an alcohol
amount of the fuel and/or other operating parameters
such as alcohol type, fuel injection timing, number of fuel
injection pulses, fuel injection supply pressure, boosting,
knock detection, temperature, engine starting, or others.
[0051] In the first graph (I), a single injection is shown
occurring partially during the intake stroke and ending
after the close of the intake valve. The injection occurs
partially during an open intake valve. In this example, the
injection is advanced compared to the injection timing in
the second graph (II), which shows both a shorter dura-
tion of fuel injection and a later timing during a compres-
sion stroke. The shorter duration may be to compensate
for an increased energy density and lower alcohol con-
tent, for example.
[0052] The third graph (III) shows multiple injections
(two) during the cycle, both during the compression
stroke. However, based on alcohol content and/or other
parameters, injections may occur during the intake stroke
as well as during the compression stroke as shown by
the fourth graph (IV). Further, as shown by comparing
the third and fourth graphs, the relative amount of the
injections may be adjusted based on alcohol content of
the fuel and/or other parameters. Also, the fifth graph (V)
illustrates how changes in alcohol content of the fuel can
affect the duration between injections as well.
[0053] The sixth graph (VI) illustrates an example of
variable timing, relative amounts of injection and timing
between injections, being varied in response to param-
eters such as alcohol content of the fuel.
[0054] Finally, the last graph (VII) illustrates injection
timing using pushback effects with valve overlap. As not-
ed above, such operation may be used to further take
advantage of charge cooling/vaporization effects with in-
creased alcohol content in the fuel to increase torque of
the engine while reducing knock effects.
[0055] Referring now to Figure 6, a routine 600 is de-
scribed for determining desired engine operation param-
eters in response to the fuel composition and driver de-
mand to control engine and/or powertrain torque. In par-
ticular, routine 600 adjusts the torque of an engine to
compensate for variations in fuel composition.
[0056] Specifically, in step 610, routine 600 reads var-
ious engine and operating condition input sensors and
parameters, such as engine speed, pedal position, mass
airflow sensor (MAF), fuel alcohol content, etc. Then, in
step 620, the read values may be used to calculate the
desired torque.
[0057] Then, in step 630 the routine determines vari-
ous settings for engine and/or powertrain actuators to
provide the desired torque. Additional details of one ex-
ample approach for providing torque control are provided
with regard to Figure 7.
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[0058] Referring now to Figure 7, an arrangement 700
is illustrated schematically for determining various en-
gine operating parameters in response to input values in
order to provide torque control. Input parameters are
shown generally at 702 and processed to generate the
desired outputs shown generally at 726.
[0059] Inputs 702 may include MAF 704, driver de-
mand sensors 706 (e.g., pedal position detector, gear
detector, etc.), crank angle sensor 708 and alcohol con-
tent (such as via a sensor 712 or an estimate based on
other sensors) as well as other parameters. According
to the invention, arrangement 700 may be used to deter-
mine a desired torque at 714. For example, desired
torque may be a desired engine torque determined as a
function of fuel composition and/or engine speed and/or
driver demand. Specifically, desired torque 714 may be
determined in response to values from the crank angle
sensor 708 and driver demand sensors 706. Not accord-
ing to the invention, alternatively, the arrangement 700
may determine a desired wheel torque based on driver
demand, vehicle speed and gear ratio, for example. The
desired wheel torque, along with gear ratio and other
parameters may then be translated into a desired engine
torque.
[0060] Further, in the example where the peak torque,
or torque range, of the engine varies with the alcohol
content of the fuel, the desired torque is also based on
the amount of alcohol in the fuel. According to the inven-
tion, the driver demand is scaled by the alcohol content
so that maximum pedal position may correspond to max-
imum torque, even as the alcohol content varies and the
maximum torque output varies. In this way, the vehicle
operator is able to obtain peak engine torque from the
vehicle under a variety of operating conditions, such as
variable alcohol content of the fuel. Not according to the
invention, continuing with Figure 7, from the desired
torque, various control settings may be determined, such
as spark timing in 718 (which is used to control the spark
plug in 730), desired boost in 716 (which is then used to
control the turbocharger adjustment in 728) and desired
throttle position in 727. Further, the stoichiometric air-fuel
ratio of the fuel blend is identified, which then may be
used as the desired air-fuel ratio for feedback control in
720. For example, from the desired air-fuel ratio, a de-
sired fuel mass is determined in 722 and then used to
adjust the fuel pulse width of the injector 724, along with
feedback from an exhaust gas oxygen sensor.
[0061] Referring now to Figure 8, a routine 800 is de-
scribed for controlling vehicle operation to accommodate
an engine with a variable torque range (such as via a
variable peak torque output) that can vary with an amount
of alcohol in the fuel. Specifically, in step 810, the routine
determines the current torque range available based on
the alcohol content of the fuel and operating conditions.
Based on the torque range, various adjustments may be
performed in step 820, such as:

• adjustment of transmission shift points or other trans-

mission operation (such as torque converter lockup
and or clutch pressure levels and/or profiles) to pro-
vide appropriate gear selection, transmission per-
formance and engine torque output (for example,
transmission shifting may occur at different pedal po-
sitions to accommodate increased torque output as
an amount of alcohol in the fuel is increased).

• adjustment of traction control or other vehicle stabil-
ity control (such as spark suppression, reduction of
fuel supply, braking the wheels and/or closing the
throttle) to prevent loss of control of the vehicle when
excessive throttle or steering is applied by the driver.

• adjustment of diagnostics (such as throttle closure,
engine overheating, etc.) to check for engine com-
ponent failures.

• adjustment of engine cooling (such as active air cool-
ing and/or liquid cooling) to redirect waste heat en-
ergy from the engine, where cooling flow, fan speed,
or various others may be adjusted.

[0062] Controlling vehicle operation based on these
adjustments may facilitate engine operation at high levels
of efficiency and improved performance.
[0063] Note that the control routines included herein
can be used with various engine configurations, such as
those described above. The specific routine described
herein may represent one or more of any number of
processing strategies such as event-driven, interrupt-
driven, multi-tasking, multi-threading and the like. As
such, various steps or functions illustrated may be per-
formed in the sequence illustrated, in parallel, or in some
cases omitted. Likewise, the order of processing is not
necessarily required to achieve the features and advan-
tages of the example embodiments described herein, but
is provided for ease of illustration and description. One
or more of the illustrated steps or functions may be re-
peatedly performed depending on the particular strategy
being used. Further, the described steps may graphically
represent code to be programmed into the computer
readable storage medium in controller 12.
[0064] It will be appreciated that the configurations and
routines disclosed herein are exemplary in nature and
that these specific embodiments are not to be considered
in a limiting sense, because numerous variations are pos-
sible. For example, the above technology can be applied
to V-6, I-4, 1-6, V-8, V-10, V-12, opposed 4 and other
engine types. As another example, various other mech-
anisms may be used in a system using two different valve
profiles for each of the valves in a cylinder and the se-
lective deactivation of one or more valves to provide the
correct flow conditions for compression or auto-ignition
combustion.
[0065] Figure 9 schematically demonstrates a market-
ing approach 900 for promoting the sale of a vehicle con-
taining an engine capable of operating on a plurality of
fuel blends and/or mixtures, such as a flex fuel vehicle
having an engine with one or more of the above features
described herein. In particular, marketing approach 900
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promotes an engine and/or vehicle containing such an
engine that may be capable of higher peak engine output
torque when operated with increased amounts of alcohol
in the fuel compared with gasoline.
[0066] In 910, various avenues of advertisement may
be used to promote the engine. Avenues may include a
plurality of media forms, such as but not limited to tele-
vision, print, news, radio, internet, etc. Advertisements
may be targeted towards various audiences such as en-
vironmentally conscientious consumers, for example,
who also are in need of a vehicle with high towing capac-
ity, high peak torque, etc. Advertisements may have a
marketing focus. In one example, advertisements may
draw attention to higher torque values available when
using a fuel having increased alcohol. In another exam-
ple, advertisements may draw attention to emissions of
such an engine when using a fuel having increased al-
cohol. In still another example, advertisements may draw
attention to increased fuel economy available when using
a fuel having increased alcohol. In yet another example,
advertisements may draw attention to the ability of the
vehicle to operate with varying levels of alcohol in the
fuel, including gasoline without additional alcohol. For
example, the marketing strategy may advertise how im-
proved knock reduction with alcohol-containing fuels,
along with boosting, enables improved vehicle range
even when using alcohol-containing fuels. And, combi-
nations of the above may also be used.
[0067] In 920, a vehicle with an engine capable of uti-
lizing alcohol based fuel to achieve improved perform-
ance compared with gasoline is sold. It may be empha-
sized that the engine may have a combination of prop-
erties that allow for a higher torque with the use of alcohol
in the fuel. For example, specification sheets may de-
scribe direct injection, variable boosting, adjustable
spark timing, etc.
[0068] Referring now to Figure 10, a routine 1000 de-
scribes one embodiment of a marketing strategy to sell
a vehicle with a flexible fuel engine.
[0069] In 1020, a public demonstration may be organ-
ized to allow public viewing of a vehicle operating on flex-
ible fuels. A public demonstration may occur at a car
show, for example. In another example, the engine may
be demonstrated in an alternative energy symposium or
conference. In yet another example, a demonstration
may occur in a community venue, such as a mall. A plu-
rality of concepts may be demonstrated by the vehicle.
For example, a monitor may demonstrate torque pro-
duced by the engine. Further, torque may be monitored
while fuel composition is also monitored.
[0070] Proceeding with Figure 10, in 1030, interested
consumers may fill out an information card for further
contact. The card may contain personal information such
as address, phone number, email address, etc. In one
embodiment, the information card may include the vehi-
cle owners make and model. In another embodiment, the
information card may include demographics, such as
age, race, gender, etc. In 1040, a comparative report may

be sent to the interested consumer. The report may in-
clude information such as price, fuel economy, maximum
torque with varying alcohol content and/or emissions
comparisons. The interested consumer thereby has fur-
ther access to information about flex fuel vehicles. Fur-
ther, the seller may have contact information from an
interested consumer for future events.
[0071] Therefore in summary, the inventors herein
have recognized several interrelated issues with alcohol
fuelled engines involving the fuel delivery system and
found that it is possible to operate the engine system to
achieve improved engine performance with an alcohol
fuel or blend by varying the amounts, timing and number
of injections.
[0072] In one example, an engine system may be pro-
vided for an engine having at least a cylinder and com-
busting a fuel, the system comprising: a direct injection
fuel injector coupled to the cylinder; an intake charge
boosting device coupled to the engine and fluidly coupled
to the cylinder; and a control system for varying at least
a spark timing of the cylinder and boost amount of said
device as an alcohol content of the directly injected fuel
varies, said system operating the engine to produce in-
creased peak torque output when said alcohol content
is increased, at least during one condition. In this way, it
is possible to utilize direct injection and boosting, along
with an appropriate boost, spark and fuel control system,
to take advantage of increased charge cooling effects
via alcohol’s increased heat of vaporization and in-
creased octane to provide an engine with improved peak
torque output. In one particular example, peak engine
torque, at least for some conditions, can be increased
when using a fuel with increased alcohol compared to
another fuel with less alcohol content. Such performance
can be achieved using the above approach, even though
the fuel with increased alcohol may have a reduced en-
ergy density.
[0073] As such, a customer can be encouraged, rather
than discouraged, to utilize alternative fuels as such use
can proved improved engine performance. The improved
performance can provide various benefits, such as im-
proved towing capacity, improved acceleration and/or
various others.
[0074] Further, use of such alternative fuels may also
provide reduced emissions and various other environ-
mental and/or economic advantages. For example, use
of direct injection fuel can reduce the effect of varying
amounts of alcohol on intake system puddling. The im-
proved air-fuel ratio control can then be used to further
reduce the likelihood of knock by providing more appro-
priate spark timing.

Claims

1. A system for an engine having at least one combus-
tion chamber (30) and combusting a fuel, the system
comprising:
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a fuel system including a sole fuel tank holding
a fuel with variable alcohol content;
a direct injection fuel injector (66) coupled to the
combustion chamber,
an intake charge boosting device (319) coupled
to the engine (10) and fluidly coupled to the com-
bustion chamber (30) and
a control system (12) for varying at least a spark
timing of the engine (10) and a boost amount of
the boosting device (319) as an alcohol content
of the directly injected fuel varies, wherein, at
least during one operating condition of the en-
gine (10), the control system (12) operates the
engine (10) to produce increased peak torque
output when the alcohol content of the fuel is
increased,
wherein the control system provides the peak
torque at wide-open pedal position by determin-
ing the desired torque as a function of driver de-
mand, the driver demand being scaled up by the
alcohol content, so that maximum pedal position
may correspond to maximum torque, even as
the alcohol content varies and the maximum
torque output varies.

2. A system as claimed in claim 1, wherein the boost
amount is increased and the spark timing is ad-
vanced with increased alcohol content for at least
the one operating condition compared with lower al-
cohol content operation.

3. A system as claimed in claims 1 or 2, wherein the
control system varies the spark timing and the boost
amount in response to both the alcohol content and
feedback from a knock sensor (182).

4. A system as claimed in any of claims 1 to 3, wherein
the control system determines the alcohol content
based on one or more sensor inputs including at least
an input from an exhaust gas sensor (76).

5. A motor vehicle characterised in that the motor ve-
hicle has an engine (10) and system as claimed in
any of claims 1 to 4.

6. A motor vehicle as claimed in claim 5, wherein the
motor vehicle has a transmission and the control sys-
tem (12) is further operable to adjust transmission
shift points in response to variations of alcohol con-
tent to account for the increased peak torque avail-
ability.

7. A motor vehicle as claimed in claim 5 or in claim 6,
wherein the motor vehicle has a cooling system and
the control system (12) is further operable to adjust
engine cooling in response to variations of alcohol
content in order to redirect waste heat energy from
the engine.

8. A motor vehicle as claimed in any of claims 5 to 7,
wherein the motor vehicle further comprises a trac-
tion control system and the control system (12) is
further operable to adjust operation of the traction
control system in response to variations of alcohol
content to provide appropriate gear selection, trans-
mission performance and engine torque output.

Patentansprüche

1. System für einen Motor mit mindestens einer Brenn-
kammer (30) und Verbrennen eines Kraftstoffs, das
System umfassend:

ein Kraftstoffsystem enthaltend einen einzigen
Kraftstoffbehälter, das einen Kraftstoff mit vari-
ablem Alkoholgehalt aufnimmt;
ein Direkteinspritzungs-Einspritzventil (66), das
mit der Brennkammer gekoppelt ist,
eine Einlassladung-Verstärkungsvorrichtung
(319), die mit dem Motor (10) gekoppelt ist und
fluidisch mit der Brennkammer (30) gekoppelt
ist und
ein Steuersystem (12) zum Variieren mindes-
tens einer Zündzeitsteuerung des Motors (10)
und einer Verstärkungsmenge der Verstär-
kungsvorrichtung (319) bei Variation eines Al-
koholgehalts des direkt eingespritzten Kraft-
stoffs, wobei mindestens während eines Be-
triebszustands des Motors (10) das Steuersys-
tem (12) den Motor (10) betreibt, um eine erhöh-
te Spitzendrehmomentabgabe zu erzeugen,
wenn der Alkoholgehalt des Kraftstoffs erhöht
ist,
wobei das Steuersystem das Spitzendrehmo-
ment bei einer weit geöffneten Gaspedalstel-
lung durch Bestimmen des gewünschten Dreh-
moments in Abhängigkeit des Fahrerwunschs
bereitstellt, wobei der Fahrerwunsch durch den
Alkoholgehalt aufwärts skaliert wird, sodass die
maximale Pedalstellung einem maximalen
Drehmoment entsprechen kann, selbst wenn
der Alkoholgehalt variiert and die maximale
Drehmomentabgabe variiert.

2. System nach Anspruch 1, wobei bei erhöhtem Alko-
holgehalt für mindestens den einen Betriebszustand
im Vergleich zu einem Betrieb bei niedrigerem Alko-
holgehalt die Verstärkungsmenge erhöht wird und
die Zündzeitsteuerung vorverstellt wird.

3. System nach den Ansprüchen 1 oder 2, wobei das
Steuersystem die Zündzeitsteuerung und die Ver-
stärkungsmenge als Reaktion auf den Alkoholgehalt
und eine Rückmeldung von einem Klopfsensor (182)
variiert.
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4. System nach einem der Ansprüche 1 bis 3, wobei
das Steuersystem den Alkoholgehalt beruhend auf
einem oder mehreren Sensoreingängen bestimmt,
enthaltend mindestens einen Eingang von einem
Abgassensor (76).

5. Motorfahrzeug, dadurch gekennzeichnet, dass
das Motorfahrzeug einen Motor (10) und ein System
nach einem der Ansprüche 1 bis 4 hat.

6. Motorfahrzeug nach Anspruch 5, wobei das Motor-
fahrzeug ein Getriebe hat und das Steuersystem
(12) ferner betrieben werden kann, um Getriebe-
schaltpunkte als Reaktion auf Variationen des Alko-
holgehalts anzupassen, um die Verfügbarkeit eines
erhöhten Spitzendrehmoments zu berücksichtigen.

7. Motorfahrzeug nach Anspruch 5 oder Anspruch 6,
wobei das Motorfahrzeug ein Kühlsystem hat und
das Steuersystem (12) ferner betrieben werden
kann, um die Motorkühlung als Reaktion auf Varia-
tionen des Alkoholgehalts anzupassen, um restliche
Wärmeenergie vom Motor abzuleiten.

8. Motorfahrzeug nach einem der Ansprüche 5 bis 7,
wobei das Motorfahrzeug ferner ein Antriebssteuer-
system umfasst und das Steuersystem (12) ferner
betrieben werden kann, um das Antriebssteuersys-
tem als Reaktion auf Variationen des Alkoholgehalts
anzupassen, um eine geeignete Gangauswahl, Ge-
triebeleistung und Motordrehmomentabgabe bereit-
zustellen.

Revendications

1. Système pour un moteur comprenant au moins une
chambre de combustion (30) et effectuant la com-
bustion d’un carburant, le système comprenant :

un système de carburant comprenant un réser-
voir de carburant unique contenant un carburant
à teneur variable en alcool ;
un injecteur de carburant à injection directe (66)
couplé à la chambre de combustion,
un dispositif de suralimentation (319) de la char-
ge d’admission couplé au moteur (10), et couplé
par le fluide à la chambre de combustion (30), et
un système de régulation (12) permettant de va-
rier au moins un point d’allumage du moteur (10)
et une quantité de suralimentation du dispositif
de suralimentation (319) en fonction de la varia-
tion de la teneur en alcool du carburant à injec-
tion directe, de sorte qu’au moins durant un mo-
de de fonctionnement du moteur (10), le systè-
me de régulation (12) commande le moteur (10)
de façon à produire un couple de sortie maximal
renforcé lors de l’augmentation de la teneur en

alcool du carburant,
le système de régulation produisant le couple
de sortie maximal à la position grande ouverte
de la pédale, en déterminant le couple désiré en
fonction de la demande du conducteur, la de-
mande du conducteur étant renforcée par la te-
neur en alcool, de sorte que la position maximale
de la pédale corresponde au couple maximum,
même lors de la variation de la teneur en alcool
et de la variation du couple de sortie maximal.

2. Système selon la revendication 1, le degré de sura-
limentation étant augmenté, et le point d’allumage
étant avancé avec l’augmentation de la teneur en
alcool au moins au cours du mode de fonctionne-
ment par rapport au fonctionnement avec une teneur
inférieure en alcool.

3. Système selon une quelconque des revendications
1 ou 2, le système de régulation variant le point d’al-
lumage et le degré de suralimentation en réponse à
la fois à la teneur en alcool et au retour d’information
d’un détecteur de cliquetis (182).

4. Système selon une quelconque des revendications
1 à 3, le système de régulation déterminant la teneur
en alcool en fonction d’une ou plusieurs entrées de
capteur, y compris au moins une entrée provenant
du capteur de gaz d’échappement (76).

5. Véhicule à moteur, caractérisé en ce que le véhi-
cule à moteur est muni d’un moteur (10) et d’un sys-
tème selon une quelconque des revendications 1 à
4.

6. Véhicule à moteur selon la revendication 5, le véhi-
cule à moteur possédant une transmission, et le sys-
tème de régulation (12) étant en outre en mesure
d’ajuster les points de passage des rapports de la
transmission en réponse à des variations de la te-
neur en alcool pour tenir compte de l’augmentation
de la disponibilité du couple maximal.

7. Véhicule à moteur selon la revendication 5 ou la re-
vendication 6, le véhicule à moteur possédant un
système de refroidissement, et le système de régu-
lation (12) étant en outre en mesure d’ajuster le re-
froidissement du moteur en réponse à des variations
de la teneur en alcool, de façon à réacheminer l’éner-
gie thermique résiduelle du moteur.

8. Véhicule à moteur selon une quelconque des reven-
dications 5 à 7, le véhicule à moteur possédant en
outre un système de commande de traction, et le
système de régulation (12) étant en outre en mesure
d’ajuster le fonctionnement du système de comman-
de de traction en réponse à des variations de la te-
neur en alcool pour sélectionner la vitesse appro-
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priée, obtenir le fonctionnement approprié de la
transmission et déterminer le couple de sortie ap-
proprié du moteur.
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