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(54) STRAIN WAVE GEARING AND WAVE GENERATOR

(57) A wave generator (4) of a strain wave gearing
(1) uses a plurality of solid displacement elements (12)
to flex a flexible externally toothed gear (3) into a non-cir-
cular shape and partially mesh the externally toothed with
a rigid internally toothed gear (2). The solid displacement
elements (12) are obtained by curving a monomorphic
or bimorphic type rectangular plate-shaped element into
an arc shape and can be deformed from an arc shape

(12A) to a semispherical shape (12B) by energization,
the semicircular shape having a smaller radius than the
arc radius of the arc shape. A wave generator can be
realized, which can bear a large load torque by utilizing
changes in rigidity, deformation amount, and deformation
force associated with the deformation of the solid dis-
placement elements (12).
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Description

FIELD OF THE INVENTION

[0001] The present invention relates to a wave gener-
ator of a strain wave gearing using solid displacement
elements that can be stretched and contracted by ener-
gization, and to a strain wave gearing provided with the
wave generator.

BACKGROUND ART

[0002] A wave generator of a strain wave gearing caus-
es a flexible externally toothed gear to flex into a non-
circular shape and partially mesh with a rigid internally
toothed gear, and causes the meshing position between
the two gears to move circumferentially, whereby relative
rotation between the two gears is generated in accord-
ance with the difference in teeth therebetween. As pro-
posed in patent documents 1 and 2, there is known a
wave generator using piezoelectric elements which are
solid displacement elements stretchable and contactable
by energization.
[0003] The wave generator of this configuration flexes
each part in the circumferential direction of an externally
toothed gear repeatedly in the radial direction with con-
stant amplitude and constant period, to thereby move the
meshing position of the externally toothed gear with an
internally toothed gear in the circumferential direction.
Whereby, relative rotation according to the difference in
teeth between the externally toothed gear and the inter-
nally toothed gear is generated between the two gears.

Prior Art Documents

Patent Documents

[0004]

Patent Document 1: JP 2011-152026 A
Patent Document 2: JP 2007-71242 A

SUMMARY OF THE INVENTION

PROBLEMS TO BE SOLVED BY THE INVENTION

[0005] A conventional wave generator using solid dis-
placement elements cannot produce a sufficient defor-
mation required to flex an externally toothed gear, and
is often insufficient in rigidity in the radial direction. For
this reason, it is often difficult to put this wave generator
into practical use as a wave generator for a strain wave
gearing with a large load torque capacity.
[0006] An object of the present invention is to provide
a wave generator of a strain wave gearing capable of
bearing a large load torque by making use of rigidity,
deformation amount and deformation force of plate-
shaped displacement elements that are curved into an

arc shape, and to provide a strain wave gearing equipped
with the wave generator.

MEANS OF SOLVING THE PROBLEMS

[0007] In order to solve the above problems, the
present invention is directed to a wave generator of a
strain wave gearing; the wave generator causing to flex
each part in a circumferential direction of a flexible ex-
ternally toothed gear in a radial direction with constant
amplitude and constant period by utilizing a plurality of
solid displacement elements, and moving meshing posi-
tions of the externally tooted gear with a rigid internally
toothed gear in the circumferential direction, so that rel-
ative rotation between the two gears is generated ac-
cording to a difference in teeth between the externally
toothed gear and the internally toothed gear, character-
ized in which the solid displacement elements are a mon-
omorphic type or bimorphic type rectangular plate-shape
element that is curved into an arc shape, and can be
deformed from the arc shape into a semicircular shape
by energization, the arch shape having a smaller radius
than an arc radius of the arc shape, and in which portions
of the externally toothed gear, which are flexed by the
solid displacement elements that are deformed into the
semicircular shape, are meshed with the internally
toothed gear.
[0008] When the solid displacement element is de-
formed from a flat arc shape toward a semicircular shape,
the deformation amount in the radial direction is greater
than in the chord length direction of the arc until the de-
formed shape becomes near the semicircular shape, and
therefore the top of the convex-side surface of the solid
displacement element can be displaced largely. In addi-
tion, the rigidity in the radial direction of the solid displace-
ment element when deformed into a semicircular shape,
becomes extremely high compared to that of the solid
displacement element in a deformed state of an arc
shape which is flatter than the semicircular shape.
[0009] Accordingly, by deforming the solid displace-
ment elements into a semicircular shape, portions of the
externally toothed gear, against which the solid displace-
ment elements press, can be greatly deformed in the
radial direction, so that the externally toothed gear can
be made to mesh with the internally toothed gear reliably.
Although radial load applied to the solid displacement
elements is greatest at meshing positions between the
two gears, the solid displacement elements located at
these positions are deformed in a semicircular shape and
have an extremely high rigidity. Therefore, it is possible
to realize a wave generator which can bear a large load
torque by making use of large displacement and high
rigidity in the radial direction of the solid displacement
elements.
[0010] Where the radius of the semicircular shape of
the solid displacement element is Ro and the arc radius
is R, it is desirable for the relationship between them to
satisfy the following conditional equation. 
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[0011] When the wave generator of the present inven-
tion has an element retaining member for retaining the
solid displacement elements, and the element retaining
member is provided with a circular outer circumferential
surface capable of facing an inner circumferential surface
of the externally toothed gear, and a plurality of element
retaining parts formed in the circular outer circumferential
surface so that they are arranged in equiangular intervals
in a circumferential direction; the respective solid dis-
placement elements are retained in the respective ele-
ment retaining parts in a manner that a convex-side sur-
face of the solid displacement element faces outward in
the radial direction of the circular outer circumferential
surface. In addition, a first end part the solid displacement
element in a length direction thereof is hinged (pinned)
to the element retaining part so as not to move, and the
other second end part thereof is movable toward and
away from the first end part.
[0012] In this case, it is desirable that the respective
element retaining members be provided with an inclined
retaining surface inclined with respect to an orthogonal
plane orthogonal to a radial line of the circular outer cir-
cumferential surface, and that the first end part of the
solid displacement element be hinged to one end of the
inclined retaining surface in the circumferential direction
and the second end part be slidable along the inclined
retaining surface.
[0013] By adopting this configuration, the movement
of the top of the solid displacement element (a contact
position to an inner circumferential surface of the exter-
nally toothed gear) becomes close to an elliptical motion
of the externally toothed gear. Accordingly, the externally
toothed gear can be given a displacement that is closer
to a displacement of the externally toothed gear caused
by a wave generator using an elliptically-contoured rigid
plug.
[0014] In addition, in the wave generator of the present
invention, the top surface portion of the convex-side sur-
face of the solid displacement element may be pressed
against the inner circumferential surface of the externally
toothed gear directly or via a flexible ring. When the flex-
ible ring is used, the externally toothed gear can easily
be flexed into a desired flexion shape by using a smaller
number of solid displacement elements.
[0015] Next, in order to increase the amount of flexion
of the externally toothed gear by the solid displacement
elements, two or more solid displacement elements hav-
ing the above-mentioned constitution may be used. In
this case, each of the solid displacement elements is
formed by first and second solid displacement elements,
and each of the first and second solid displacement ele-
ments is a monomorphic type or bimorphic type rectan-
gular plate-shape element that is curved into an arc
shape, and can be deformed from the arc shape into a

semicircular shape having a smaller radius than the arc
radius of the arc shape by energization. In addition, the
solid displacement element has a tube shape formed by
connecting the first and second solid displacement ele-
ments together at their both ends in their length direc-
tions, and is deformed from a flat tube shape into a cir-
cular tube shape by deforming the first and second solid
displacement elements into the semicircular shape. The
portions of the externally toothed gear, which are flexed
by the solid displacement elements deformed into a cir-
cular tube shape, are made to mesh with the internally
toothed gear.
[0016] In this case, in each of the element retaining
parts of the element retaining members for retaining the
solid displacement elements, the solid displacement el-
ement is held in a state in which convex-side surfaces of
the first and second solid displacement elements face in
the radial direction of the circular outer circumferential
surface so that the first and second solid displacement
elements can be deformed in the radial direction.
[0017] Next, a strain wave gearing of the present in-
vention is characterized by having the above-constituted
wave generator.

BRIEF DESCRIPTION OF THE DRAWINGS

[0018]

FIG. 1 includes a front view and a longitudinal sec-
tional view of a strain wave gearing to which the
present invention is applied;
FIG. 2 includes a front view, sectional view and a
partially enlarged view, showing a wave generator
of the strain wave gearing of FIG. 1;
FIG. 3 includes explanatory views showing de-
formed states of a solid displacement element of the
wave generator of FIG. 2;
FIG. 4 includes an explanatory view showing defor-
mation amounts in a radial direction and a chord
length direction, and a graph showing a relationship
between an arc radius and a deformation amount;
FIG. 5 includes an explanatory view showing a rigid-
ity rate in a radial direction of a solid displacement
element, and a graph showing a relationship be-
tween an arc radius and the rigidity rate in the radial
direction;
FIG. 6 includes an explanatory view showing an
amount of contraction in a chord length direction and
an amount of contraction in an arc direction, and a
graph showing a relationship between an arch radius
and a contraction rate;
FIG. 7 is an explanatory view showing another ex-
ample of the solid displacement element;
FIG. 8 is an explanatory view showing another ex-
ample of the solid displacement element;
FIG. 9 includes a front view, a sectional view and a
partial enlarged sectional view, showing another ex-
ample of a wave generator of a strain wave gearing
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to which the present invention is applied; and
FIG. 10 includes explanatory views showing a move-
ment of the top of a solid displacement element when
the retaining surface thereof is changed.

MODE FOR CARRYING OUT THE INVENTION

[0019] An embodiment of a strain wave gearing pro-
vided with a wave generator according to the present
invention will be described.
[0020] FIG. 1(a) is a front view showing a strain wave
gearing according to the present embodiment, and FIG.
1(b) is a longitudinal sectional view thereof. A strain wave
gearing 1 has a rigid internally toothed gear 2, a cup-
shaped externally toothed gear 3 arranged coaxially in-
side the internally toothed gear, and a wave generator 4
mounted coaxially inside the externally toothed gear. For
example, the number of teeth of the externally toothed
gear 3 is 2n fewer than the number of teeth of the inter-
nally toothed gear 2 where n is a positive integer.
[0021] The externally toothed gear 3 is flexed into an
elliptical shape by the wave generator 4, and is meshed
with the internally toothed gear 2 at both ends in the di-
rection of the major axis L1 of the elliptical shape. The
meshing positions between the both gears 2 and 3 are
caused to move in the circumferential direction of the
internally toothed gear 2 by the wave generator 4. The
both gears 2 and 3 are caused to rotate relative with each
other by an angle corresponding to the difference in teeth
between them during one rotation of the meshing posi-
tion.
[0022] FIG. 2(a) shows a front view showing the wave
generator 4, FIG. 2(b) is a longitudinal sectional view
thereof, and FIG. 2(c) is a partial enlarged sectional view
thereof. The wave generator 4 is provided with a rigid
element retaining member 11 having a circular ring
shape, a plurality of solid displacement elements 12 held
in the outer circumferential portion of the element retain-
ing member 11, a flexible ring 13 mounted coaxially on
the element retaining member 12 so as to cover the outer
circumference of the element retaining member, and
ring-shaped element holders 14 attached on both sides
of the outer circumferential portion of the element retain-
ing member 11.
[0023] The element retaining member 11 has a circular
outer circumferential surface 15 having a constant width
in the direction of the center axis line 1a thereof, and a
plurality of element retaining parts 16 are formed in con-
stant angular intervals along the circular direction in the
circular outer circumferential surface 15. Each element
retaining part 16 is a concave part formed by cutting the
full width of the circular outer circumferential portion to a
prescribed depth, and the respective pair of adjacent el-
ement retaining parts 16 are partitioned by a partition
part 17 having a prescribed thickness in the circumfer-
ential direction. In this example, twelve element retaining
parts 16 are formed. Each element retaining part 16 is
provided with a retaining surface 16a orthogonal to a ra-

dial line 18 of the element retaining member 11, and the
retaining surface 16 is formed so that the distance from
an intersection P1 with the radial line 18 to an end 16b
on one side is shorter than the distance from the inter-
section to an end 16c on the other side.
[0024] The solid displacement elements 12 are held in
the respective element retaining parts 16 one by one.
Each solid displacement element 12 is a rectangular
plate-like element that is curved in an arc shape, the
plate-like element having a width that is the same as that
of the retaining surface 16a and having a length greater
than the length of the retaining surface 16a. Each solid
displacement element 12 is a monomorphic type dis-
placement element provided with a rectangular electrode
plate 21 that is curved into an arc shape, and a plate-like
piezoelectric element 22 laminated on the concave sur-
face side of the electrode plate 21. It is possible to use
a shape memory alloy for the solid displacement element
21
[0025] The solid displacement elements 12 are held
from both sides by the element holders 14 so that the
solid displacement elements 12 do not move out of the
element retaining parts 16 in the width direction. The el-
ement holders 14 are attached to side face portions on
both sides of the respective partition parts 17 between
the adjacent element retaining parts 16. In addition, the
solid displacement elements 12 are pressed against the
inner circumferential surface of the flexible ring 13 from
the inner side, the flexible ring being arranged on the
radially outside of the solid displacement elements.
[0026] As shown in FIG. 2(c), the initially-set shape of
the solid displacement element 12 is an arc shape 12A
bridged from the one end 16b to the other end 16c of the
retaining surface 16a, and a convex-side surface 12a
thereof faces outward in the radial direction of the ele-
ment retaining member 11. The arc shape 12A is a flat
arc shape having a height from the retaining surface 16a
(a height in the radial direction) that is low compared to
a case in which the solid displace element is made de-
formed into a semicircular shape 12B shown by imagi-
nary lines. The solid displacement element 12 can be
changed in the state of deformation between the flat arc
shape 12A and the semicircular shape 12B by controlling
energization of the solid displacement element 12.
[0027] The first end 12b of the solid displacement el-
ement 12 is hinged (pinned) to the one end 16b of the
retaining surface 16a, so that the solid displacement el-
ement 12 can be rotated in a direction toward and away
from the retaining surface 16a centered on the first end
part 12b. In contrast to this, the other second end part
12c of the solid displacement element 12 is a free end,
so that it is movable toward and away from the first end
part 12b. In addition, when the solid displacement ele-
ment 12 is in a state being deformed into a semicircular
shape 12B, it is set so that the top P thereof is on the
radial line 18 orthogonal to the retaining surface 16a.
[0028] Further, when the solid displacement element
12 is in a state being deformed into a flat arc shape 12A,
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it is set so that the top P of the convex-side surface thereof
is located in the lowest position and that the lowest po-
sition is located on the circular outer circumferential sur-
face 15 of the element retaining member 11. In contract
to this, when the solid displacement element 12 is most
deformed into a semicircular shape 12B, it is set so that
the top P thereof is located in a position which is projected
by a certain amount outward in the radial direction from
the circular outer circumferential surface 15.
[0029] In this example, in order to flex the externally
toothed gear 3 into an elliptical shape, the solid displace-
ment elements 12 located on both ends of the major axis
L1 of the elliptical shape, namely, the solid displacement
elements 12(1) and 12(7) in FIG. 2(a) are made to deform
into a semicircular shape 12B, while the solid displace-
ment elements 12 located on both ends of the minor axis
L2 orthogonal to the major axis, namely, the solid dis-
placement elements 12 (4) and 12(10) are made to de-
form into a flat arc shape 12A. In addition, from the solid
displacement elements 12(4) toward the solid displace-
ment elements 12(7), and from the solid displacement
element12(10 toward the solid displacement element
12(1), respectively, the deformation amounts of the re-
spective solid displacement elements 12 are made to
increase gradually so that the deformed shapes become
toward a semicircular shape. Whereby, an elliptical
shape that circumscribes the tops P of the solid displace-
ment elements 12 can be defined.
[0030] The flexible ring 13 is mounted on the outer cir-
cumference of the element retaining member 11. The
inner diameter of the circular ring 13 is slightly greater
than the circular outer circumferential surface 15 of the
element retaining member 11. Accordingly, the circular
ring 13 is flexed in the radial direction by the solid dis-
placement elements 12 deformed as described above,
and is made to become an elliptical shape defined by the
tops P of the solid displacement elements. In a case
shown in FIG. 2(a), a diameter line passing through the
solid displacement elements 12 (1) and 12 (7) becomes
a position of the major axis L1, and a diameter line pass-
ing through the solid displacement elements 12 (4) and
12 (10) becomes a position of the minor axis L2.
[0031] The flexible ring 13 is fitted into the inner cir-
cumferential surface of the flexible externally toothed
gear 3. Accordingly, the externally toothed gear 3 is also
flexed into an elliptical shape by the circular ring 13 that
has been deformed into an elliptical shape. As a result,
external teeth 3a of the externally toothed gear 3 mesh
with internal teeth 2a of the internally toothed gear 2 on
both ends of the major axis L1 of the elliptical shape.
[0032] FIG. 3 shows deformed states of the solid dis-
placement element 12. By changing the deformed states
of the respective solid displacement elements 12 se-
quentially in the circumferential direction, the elliptical
shape rotates about the center axis line 1a (refer to FIG.
1), and the meshing positions between the both gears 2
and 3 move in the circumferential direction. Specifically,
the solid displacement elements 12 that define the posi-

tion of the minor axis L2 of the elliptical shape are con-
tracted gradually to become a semicircular shape 12B
and define the position of the major axis of the elliptical
shape. In contrast, the solid displacement elements 12
that define the position of the major axis of the elliptical
shape are elongated gradually to return to a flat arc shape
12A and define the position of the minor axis of the ellip-
tical shape.
[0033] The wave generator 4 of the present example
can bear a large load torque by making use of the change
in rigidity, deformation amount and deformation force as-
sociated with the deformation of the arc-shaped solid dis-
placement elements 12 as mentioned above. Explana-
tion will be made below in this regard.

(Displacement and Radial Rigidity of Arc Shape of Solid 
Displacement Elements)

[0034] FIG. 4(a) is an explanatory view showing dis-
placement amounts in the radial direction and chord
length direction of the arc shape of the solid displacement
element 12, and FIG. 4(b) is a graph showing a relation-
ship between the flatness ratio and the displacement
amount rate of the solid displacement element 12.
[0035] As can be seen from the graph in FIG. 4(b), the
displacement amounts δx (in the chord length direction
of the arc shape) and δy (in the radial direction the arc
shape) of the arc-shaped solid displacement element 12
are both large as the solid displacement element ap-
proaches a semicircular shape. Specifically, where the
arc radius of the arc shape is R, the radius of the semi-
circular shape is Ro, and the flatness ratio of the arc
shape is R/Ro, the displacement amounts increase as
the flatness ratio approaches 1. In addition, the displace-
ment amount rates increase as the flatness ratio decreas-
es from around the point of 2. Further, the relation of δy
> δx is seen until near the point of semicircular shape. It
can be seen that the horizontal deviation of the top P of
the convex-side surface, which is the maximum position
of the displacement amount δy, decreases as the solid
displacement element approaches the semicircular
shape.
[0036] In the present invention, the solid displacement
elements 12, which are arranged on the positions corre-
sponding to the meshing positions between the externally
toothed gear and the internally toothed gear, are de-
formed into a semicircular shape. Therefore, the top P
of the convex-side surface of each of the solid displace-
ment element 12 is displaced largely outward in the radial
direction in the meshing position, which makes it easy to
secure a displacement amount necessary to flex the ex-
ternally toothed gear.
[0037] FIG. 5(a) is an explanatory view showing the
radial rigidity ratio of the solid displacement element 12,
and FIG. 5(b) is a graph showing a relationship between
the flatness ratio and the radial rigidity ratio of the solid
displacement element 12.
[0038] As can be seen from the graph of FIG. 5(b), the
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radial rigidity ratio of the solid displacement element 12
increases from around the point where the flatness ratio
is 2 toward the point where the flatness ratio is 1, and
becomes greatly large when coming close to the semi-
circular shape (when the flatness ratio comes close to
1). In the present invention, since the solid displacement
elements 12 are deformed into a semicircular shape at
the position of the major axis L1 of the elliptical shape
where the both gears are meshed with each other, the
solid displacement elements 12 located at the meshing
positions can bear a large load torque.
[0039] Next, FIG. 6(a) is an explanatory view showing
the chord-direction contraction amount and the arc-di-
rection contraction amount of the solid displacement el-
ement 12, and FIG. 6(b) is a graph showing a relationship
between the flatness ratio and the contraction ratio. As
seen from the graph, the contraction amounts for deform-
ing the solid displacement element 12 into a semicircular
shape are such that the arc-direction contraction amount
(the contraction amount along the arrow B) is extremely
small in comparison with the chord-direction contraction
amount (the contraction amount along the arrow A). In
addition, the arc-direction contraction amount is only in-
creased slightly even when coming close to the semicir-
cular shape.
[0040] Based on the above-mentioned deformation
and rigidity of the arc shape of the solid displacement
element 12, it is desirable that the solid displacement
element 12 be made to deform into a semicircular shape
at the major-axis position of the elliptical shape which is
the meshing position of the both gears 2 and 3, and be
made to return to a flat arc shape at the minor-axis po-
sition. It is also desirable that a monomorphic type dis-
placement element be used, in which the arc radius R of
the arc shape and the radius Ro of the semicircular shape
satisfy the following conditional equation.

[0041] As described above, according to the present
example, a plurality of solid displacement elements 12
are arranged at equiangular intervals in the circumferen-
tial direction inside the flexible ring 13 that is in contact
with the inner circumference of the externally toothed
gear 3. By deforming the respective solid displacement
elements 12 between the arc shape and the semicircular
shape repeatedly at constant periods, the respective por-
tions of the externally toothed gear 3 in the circumferential
direction can be repeatedly flexed in the radial direction,
whereby moving the meshing position in the circumfer-
ential direction.
[0042] In addition, the solid displacement elements 12
are deformed into a semicircular shape in the vicinity of
the major axis L1 of the elliptical shape where the radial
load due to the meshing of the both gears 2 and 3 be-
comes largest. Since the radial rigidity, displacement

amount and displacement force when the respective sol-
id displacement elements 12 are deformed into a semi-
circular shape, are utilized, it is possible to realize the
wave generator 4 which can bear a large load torque.
[0043] In the present example, the flexible ring 13 is
arranged between the externally toothed gear 3 and the
solid displacement elements 12, the circular ring 13 is
flexed into an elliptical shape by pressing the inner cir-
cumferential surface of the circular ring 13 by the top
portions of the convex-side surfaces of the solid displace-
ment elements 12, and the externally toothed gear 3 is
flexed into an elliptical shape via the ring 13. The exter-
nally toothed gear 3 can be flexed directly by the solid
displacement elements 12 by deleting the ring 13 and
making the top portion of the convex-side surface of each
solid displacement element 12 to come in contact with
the inner circumferential surface of the externally toothed
gear 3.
[0044] In the present example, the externally toothed
gear 3 is flexed elliptically. Instead, the externally toothed
gear 3 can be flexed into a shape so that it meshes with
the internally toothed gear 2 at three positions at the same
time. In addition, although twelve solid displacement el-
ements 12 are arranged in the present example, it is pos-
sible that the other number of solid displacement ele-
ments be arranged. At least four solid displacement el-
ements 12 may be arranged at equiangular intervals.
[0045] Next, a bimorphic type displacement element
can be used instead of a monomorphic type displace-
ment element for the solid displacement element 12 as
shown in FIG. 7.
[0046] In addition, a connection type solid displace-
ment element as shown in FIG. 8 can be used for the
solid displacement element. As shown in FIG. 8(b), a
connection type solid displacement element 30 is con-
stituted so that first and second solid displacement ele-
ments 31 and 32 are hinged (pinned) together on their
both ends in their length directions to form a flat tube
shape having connection ends 33 and 34. The first and
second displacement elements 31 and 32 respectively
are the same as the above-mentioned solid displacement
element 12.
[0047] In addition, in each element retaining part 16A
of the element retaining member 11A, one connection
end 33 is movable only in the radial direction and the
other connection end 34 is movable in the direction to-
ward and away from the connection end 33.
[0048] Accordingly, when the connection type solid
displacement element 30 is energized, the first and sec-
ond displacement elements 31 and 32 are respectively
deformed from a flat arc shape into a semicircular shape.
As a result, the connection type solid displacement ele-
ment 30 becomes a state being deformed into a circular
tube shape.
[0049] In this way, the convex-side surfaces of the first
and second solid displacement elements 31 and 32 face
both sides in the radial direction, so that the displacement
amount of the top P that presses the externally toothed
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gear 3 can be doubled in comparison with a case in which
a single solid displacement element is used.

[Another Example of Wave Generator]

[0050] FIG. 9(a) is a front view showing another exam-
ple of the wave generator 4, FIG. 9(b) is a partial longi-
tudinal sectional view thereof, and FIG. 9(c) is a partial
enlarged sectional view thereof. A wave generator 40 of
this example has the same basic configuration as the
above-mentioned wave generator 4. Thus, correspond-
ing parts of the wave generator 40 are denoted by the
same reference numerals, explanation thereof is omitted.
[0051] In the wave generator 40 of this example, the
retaining surface of each element retaining part 16 is an
inclined retaining surface 161a. The inclined retaining
surface 161a is an inclined plane inclined by a certain
angle toward the circumferential direction with respect to
an orthogonal surface 160 shown by dotted lines, the
orthogonal surface being orthogonal to the radial line of
the circular outer circumferential surface 15. In this ex-
ample, the inclined retaining surface is an inclined plane
inclined by 10 degrees with respect to the orthogonal
surface 160 so that it is inclined radially inward from one
end 161b toward the other end 161c.
[0052] One end 12b of the solid displacement element
12 is hinged to one end 161b of the inclined retaining
surface 161a, and the other end 12c thereof is slidable
along the inclined retaining surface 161a. It is set so that,
when the solid displacement element 12 is in a state of
semicircular shape 12B, the top P thereof is located on
the radial line 18.
[0053] It is also set so that, when the solid displacement
element 12 is in a state of a flat arc shape 12A, the top
P of the convex-side surface 12a thereof is located at its
lowest position that is located on the circular outer cir-
cumferential surface 15 of the element retaining member
12. Further, it is set so that, when the solid displacement
element 12 is in a most deformed state of a semicircular
shape 12B, the top P thereof is located on a position that
is projected outward in the radial direction by a prescribed
amount from the circular outer circumferential surface 15.
[0054] In this example, in order to flex the externally
toothed gear 3 into an elliptical shape, the solid displace-
ment elements 12, specifically, the solid displacement
elements 12(1) and 12(7) located on both ends of the
major axis L1 of the elliptical shape in FIG. 9(a) are de-
formed into a semicircular shape 12B, while the solid
displacement elements 12 located on both ends of the
minor axis L2 orthogonal to the major axis, specifically,
the solid displacement elements 12(4) and 12 (10) in FIG.
9(a) are maintained to be a flat arc shape 12A. In addition,
the solid displacement elements 12 are gradually in-
creased in deformation amount to that their deformed
shape come close to a semicircular shape 12B starting
from the solid displacement element 12(4) toward the
solid displacement element 12(7), and starting from the
solid displacement element 12(10) toward the solid dis-

placement element 12 (1). Whereby, an elliptical shape,
to which the tops P of the respective solid displacement
elements 12 are inscribed, is defined.
[0055] FIG. 10 is an explanatory view showing motions
of the top P of the solid displacement element 12 asso-
ciated with the deformation of the solid displacement el-
ement, in which FIG. 10(a) is an explanatory view where
an orthogonal surface 160 is used as the retaining sur-
face, FIG. 10(b1) is an explanatory view where an in-
clined retaining surface 161a inclined by 10 degrees with
respect to the orthogonal surface 160 is used, FIG. 10
(b2) is an explanatory view where an inclined retaining
surface 162 inclined by 5 degrees to the orthogonal sur-
face 160 is used, and FIG. 10(b3) is an explanatory view
where an inclined retaining surface 163 inclined by 15
degrees to the orthogonal surface 160 is used.
[0056] As can be seen from these explanatory views,
the moving locus M0 of the top P associated with the
deformation of the solid displacement element 12 re-
tained on the orthogonal surface 160 becomes liner, in
which the displacement amount in the radial direction is
V0 and the displacement amount in the direction orthog-
onal to the radial line 18 is H0. In contrast, in the cases
of the inclined retaining surfaces 161a, 162 and 163, the
moving loci M1, M2 and M3 of the top P become curves
that are bent in one direction. The displacement amounts
V1, V2 and V3 in the radial direction are almost the same
as the displacement amount V0, but the displacement
amounts H1, H2 and H3 in the direction orthogonal to
the radial line 18 become small compared to that in the
case of the orthogonal surface 160.
[0057] Specifically, in the case of this example in which
the inclined retaining surface 161a has an inclined angle
of 10 degrees, the moving locus M1 is drawn so that the
position of the top P of the solid displacement element
12 in an initial arc shape 12A and the position of the top
P after the solid displacement element is deformed into
a semicircular shape are located approximately on the
radial line 18. Therefore, the movement of the top P of
each solid displacement element 12 pressing the exter-
nally toothed gear (the movement of the contact point
with the inner circumferential surface of the externally
toothed gear) becomes close to an elliptical motion of
the externally toothed gear. As a result, the externally
toothed gear can be given a displacement by using the
solid displacement elements 12, in which the displace-
ment is close to that of the externally toothed gear caused
by a wave generator provided with an elliptical-contoured
rigid plug.
[0058] Incidentally, the inclination angle of the inclined
retaining surface can be set properly according to the
size, shape and displacement amount of the solid dis-
placement element, the outer diameter dimension of the
wave generator, and other factors. It is desirable that the
position of the top P of the initial arc-shaped solid dis-
placement element 12 and the position of the top P after
being deformed into a semicircular shape be approxi-
mately located on the radial line 18 as shown in FIG.
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10(b).

Claims

1. A wave generator of a strain wave gearing, wherein
the wave generator flexes each part in a circumfer-
ential direction of a flexible externally toothed gear
in a radial direction with a constant amplitude and a
constant period by utilizing a plurality of solid dis-
placement elements, and moves meshing positions
of the externally toothed gear with a rigid internally
toothed gear in the circumferential direction, so that
a relative rotation between the two gears is gener-
ated according to a difference in teeth between the
externally toothed gear and the internally toothed
gear; the wave generator being characterized in
that:

the solid displacement elements are a mono-
morphic type or bimorphic type rectangular
plate-shape element that is curved into an arc
shape, and is deformable from the arc shape
into a semicircular shape by energization, the
semicircular shape having a smaller radius than
an arc radius of the arc shape;
wherein portions of the externally toothed gear
flexed by the solid displacement elements that
are deformed into the semicircular shape, are
meshed with the internally toothed gear.

2. The wave generator of the strain wave gearing ac-
cording to claim 1,
Wherein, where the radius of the semicircular shape
of the solid displacement elements is Ro and the
arch radius is R, a conditional equation, 

 is satisfied.

3. The wave generator of the strain wave gearing ac-
cording to claim 1, comprising:

an element retaining member for retaining the
solid displacement elements,
wherein the element retaining member is pro-
vided with a circular outer circumferential sur-
face capable of facing an inner circumferential
surface of the externally toothed gear, and a plu-
rality of element retaining parts formed in the
circular outer circumferential surface so as to be
arranged in equiangular intervals in a circumfer-
ential direction;
the respective solid displacement elements are
retained in the respective element retaining

parts in a manner that a convex-side surface of
each of the solid displacement elements faces
outward in a radial direction of the circular outer
circumferential surface; and
a first end part of each of the solid displacement
elements in a length direction thereof is hinged
to the element retaining part so as not to move,
and a second end part thereof is movable in a
direction toward and away from the first end part.

4. The wave generator of the strain wave gearing ac-
cording to claim 3,
wherein each of the element retaining parts is pro-
vided with an inclined retaining surface inclined to-
ward the circumferential direction with respect to an
orthogonal plane that is orthogonal to a radial line of
the circular outer circumferential surface; and
the first end part of each of the solid displacement
elements is hinged to one end of the inclined retain-
ing surface in the circumferential direction, and the
second end part is slidable along the inclined retain-
ing surface.

5. The wave generator of the strain wave gearing ac-
cording to claim 1, wherein a top portion of the con-
vex-side surface of each of the solid displacement
elements presses an inner circumferential surface
of the externally toothed gear directly or via a flexible
ring.

6. A wave generator of a strain wave gearing, wherein
the wave generator flexes each part in a circumfer-
ential direction of a flexible externally toothed gear
in a radial direction with a constant amplitude and a
constant period by utilizing a plurality of solid dis-
placement elements, and moves meshing positions
of the externally toothed gear with a rigid internally
toothed gear in the circumferential direction, so that
a relative rotation between the two gears is gener-
ated according to a difference in teeth between the
externally toothed gear and the internally toothed
gear; the wave generator being characterized in
that:

each of the solid displacement elements is
formed by first and second solid displacement
elements;
wherein the first and second solid displacement
elements are a monomorphic type or bimorphic
type rectangular plate-shape element that is
curved into an arc shape, and is deformable from
the arc shape into a semicircular shape by en-
ergization, the semicircular shape having a
smaller radius than an arc radius of the arc
shape; and
wherein portions of the externally toothed gear
flexed by the solid displacement elements that
are deformed into the semicircular shape, are
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made to mesh with the internally toothed gear.

7. The wave generator of the strain wave gearing ac-
cording to claim 6,
wherein, where the radius of the semicircular shape
of the solid displacement elements is Ro and the
arch radius is R, a conditional equation, 

is satisfied.

8. The wave generator of the strain wave gearing ac-
cording to claim 6, comprising:

an element retaining member for retaining the
solid displacement elements,
wherein the element retaining member is pro-
vided with a circular outer circumferential sur-
face capable of facing an inner circumferential
surface of the externally toothed gear, and a plu-
rality of element retaining parts formed in the
circular outer circumferential surface so as to be
arranged in equiangular intervals in a circumfer-
ential direction;
the respective solid displacement elements are
retained in the respective element retaining
parts in a manner that convex-side surfaces of
the first and second solid displacement ele-
ments face outward in a radial direction of the
circular outer circumferential surface, and that
the solid displacement elements are deformable
in the radial direction.

9. The wave generator of the strain wave gearing ac-
cording to claim 6, wherein a top portion of the con-
vex-side surface of each of the solid displacement
elements presses an inner circumferential surface
of the externally toothed gear directly or via a flexible
ring.

10. A strain wave gearing comprising the wave genera-
tor as set forth in any one of claims 1 to 9.

Amended claims under Art. 19.1 PCT

1. (Amended) A wave generator of a strain wave
gearing, wherein the wave generator flexes each
part in a circumferential direction of a flexible exter-
nally toothed gear in a radial direction with a constant
amplitude and a constant period by utilizing a plural-
ity of solid displacement elements, and moves mesh-
ing positions of the externally toothed gear with a
rigid internally toothed gear in the circumferential di-
rection, so that a relative rotation between the two

gears is generated according to a difference in teeth
between the externally toothed gear and the inter-
nally toothed gear; the wave generator being char-
acterized in that:

the solid displacement elements are a mono-
morphic type or bimorphic type rectangular
plate-shape element that is curved into an arc
shape, and is deformable from the arc shape
into a semicircular shape by energization, the
semicircular shape having a smaller radius than
an arc radius of the arc shape;
wherein portions of the externally toothed gear
flexed by the solid displacement elements that
are deformed into the semicircular shape, are
meshed with the internally toothed gear;
wherein an element retaining member for retain-
ing the solid displacement elements is provided;
and
wherein the element retaining member is pro-
vided with a circular outer circumferential sur-
face capable of facing an inner circumferential
surface of the externally toothed gear, and a plu-
rality of element retaining parts formed in the
circular outer circumferential surface so as to be
arranged in equiangular intervals in a circumfer-
ential direction;
the respective solid displacement elements are
retained in the respective element retaining
parts in a manner that a convex-side surface of
each of the solid displacement elements faces
outward in a radial direction of the circular outer
circumferential surface; and
a first end part of each of the solid displacement
elements in a length direction thereof is hinged
to the element retaining part so as not to move,
and a second end part thereof is movable in a
direction toward and away from the first end part.

2. The wave generator of the strain wave gearing
according to claim 1,
wherein, where the radius of the semicircular shape
of the solid displacement elements is Ro and the
arch radius is R, a conditional equation, 

is satisfied.

3. (Canceled)

4. (Amended) The wave generator of the strain wave
gearing according to claim 1,
wherein each of the element retaining parts is pro-
vided with an inclined retaining surface inclined to-
ward the circumferential direction with respect to an
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orthogonal plane that is orthogonal to a radial line of
the circular outer circumferential surface; and
the first end part of each of the solid displacement
elements is hinged to one end of the inclined retain-
ing surface in the circumferential direction, and the
second end part is slidable along the inclined retain-
ing surface.

5. The wave generator of the strain wave gearing
according to claim 1, wherein a top portion of the
convex-side surface of each of the solid displace-
ment elements presses an inner circumferential sur-
face of the externally toothed gear directly or via a
flexible ring.

6. A wave generator of a strain wave gearing, where-
in the wave generator flexes each part in a circum-
ferential direction of a flexible externally toothed gear
in a radial direction with a constant amplitude and a
constant period by utilizing a plurality of solid dis-
placement elements, and moves meshing positions
of the externally toothed gear with a rigid internally
toothed gear in the circumferential direction, so that
a relative rotation between the two gears is gener-
ated according to a difference in teeth between the
externally toothed gear and the internally toothed
gear, the wave generator being characterized in
that:

each of the solid displacement elements is
formed by first and second solid displacement
elements;
wherein the first and second solid displacement
elements are a monomorphic type or bimorphic
type rectangular plate-shape element that is
curved into an arc shape, and is deformable from
the arc shape into a semicircular shape by en-
ergization, the semicircular shape having a
smaller radius than an arc radius of the arc
shape; and
wherein portions of the externally toothed gear
flexed by the solid displacement elements that
are deformed into the semicircular shape, are
made to mesh with the internally toothed gear.

7. The wave generator of the strain wave gearing
according to claim 6,
wherein, where the radius of the semicircular shape
of the solid displacement elements is Ro and the
arch radius is R, a conditional equation, 

is satisfied.

8. The wave generator of the strain wave gearing

according to claim 6, comprising:

an element retaining member for retaining the
solid displacement elements,
wherein the element retaining member is pro-
vided with a circular outer circumferential sur-
face capable of facing an inner circumferential
surface of the externally toothed gear, and a plu-
rality of element retaining parts formed in the
circular outer circumferential surface so as to be
arranged in equiangular intervals in a circumfer-
ential direction;
the respective solid displacement elements are
retained in the respective element retaining
parts in a manner that convex-side surfaces of
the first and second solid displacement ele-
ments face outward in a radial direction of the
circular outer circumferential surface, and that
the solid displacement elements are deformable
in the radial direction.

9. The wave generator of the strain wave gearing
according to claim 6, wherein a top portion of the
convex-side surface of each of the solid displace-
ment elements presses an inner circumferential sur-
face of the externally toothed gear directly or via a
flexible ring.

10. (Amended) A strain wave gearing comprising the
wave generator as set forth in any one of claims 1,
2 and 4 to 9.
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