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(54) PLUNGER KIT, SYRINGE KIT, AND PREFILLED SYRINGE

(57) There are provided a plunger kit (15) including
a piston (22) to be slidably inserted into a liquid medicine
storage chamber (12a) and a plunger rod (14) to be
mounted to the piston (22), a syringe kit (10), and a pre-
filled syringe (100), in which there is formed, on a tip end
of the plunger rod (14), a mounting part (32) having a
shaft part (34) that projects to a tip end side with a sub-
stantially constant diameter, an engagement part (36)
forming an engagement surface (40) increased in diam-
eter from a tip end of the shaft part (34) in a radial direction
and formed substantially perpendicular to an axial direc-
tion, and a conical part (38) formed on a tip end side of
the engagement part (36) and reduced in diameter in a
tapered manner toward a tip end in the axial direction,
and a cut-out part (42) obtained by cutting out a part in
a circumferential direction is formed on the engagement
part (36) .
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Description

Technical Field

[0001] The present invention relates to a plunger kit, a
syringe kit, and a prefilled syringe.

Background Art

[0002] A prefilled syringe used for injecting liquid med-
icine includes a syringe main body including a liquid med-
icine storage chamber, liquid medicine filled in the liquid
medicine storage chamber, a cap attached to a nozzle
of the syringe main body, a piston (also referred to as a
piston or a gasket) slidably fitted inside of the syringe
main body, and a plunger rod for sliding the piston in an
axial direction. Such a prefilled syringe is assembled by
filling the liquid medicine inside the syringe main body
with the cap attached to the nozzle, capping only the
piston first to seal the liquid medicine in the syringe main
body, and pushing a tip end part of the plunger rod into
a recess of a base end side of the capped piston to join
the plunger rod and the piston.
[0003] Incidentally, when a plunger is coupled to the
piston, it is necessary to push the plunger so as to press
the plunger toward a tip end side of the syringe. At this
time, there is a possibility that a problem, such as the
piston moves and liquid medicine leaks from the syringe,
arises.
[0004] In order to solve such a problem, WO
2009/011214 A discloses a syringe plunger assembly for
injector in which a cylindrical hole opened on a base end
side is provided in a piston, and a male screw structure
is provided at a tip end part of a plunger rod.

Summary of Invention

[0005] However, in a technique of WO 2009/011214
A, the male screw structure having an outer diameter
larger than an inner diameter thereof is pushed into a
hole of the piston, and the male screw structure is caused
to bite into an inner wall of the hole, thereby coupling the
plunger rod with the piston. Therefore, in order to prevent
the plunger rod from falling off from the piston during
transportation or the like, it is necessary that an outer
diameter of the male screw structure of the plunger rod
is sufficiently larger than an inner diameter of the hole of
the piston. However, in this case, there is a problem that
the piston moves because the plunger rod is forcibly
pushed into the hole of the piston at the time of coupling.
[0006] An object of the present embodiment is to pro-
vide a plunger kit, a syringe kit, and a prefilled syringe
capable of ensuring joint strength between a plunger rod
and a piston, enabling mounting of the plunger rod to the
piston without moving the piston, and preventing the
plunger rod from falling off from the piston during trans-
portation, or the like, of the prefilled syringe.
[0007] One aspect of the following disclosure is a

plunger kit including a piston to be slidably inserted into
a liquid medicine storage chamber of a syringe main body
part, and a plunger rod mountable to the piston, in which
the plunger rod has a rod main body that extends in an
axial direction and transmits drive force to the piston, and
a mounting part that projects from a tip end part of the
rod main body and is for mounting the plunger rod to the
piston, the mounting part has a shaft part that projects
from the tip end of the rod main body to a tip end side
with a substantially constant diameter, an engagement
part that projects from a tip end part of the shaft part in
a radial direction and forms an engagement surface
formed substantially perpendicular to the axial direction,
and a conical part disposed on a tip end side of the en-
gagement part and reduced in diameter in a tapered man-
ner toward a tip end, a recess is formed on the piston,
the recess having an opening part opened in a base end
direction, a narrow part communicating with a tip end
side of the opening part and extending in the axial direc-
tion, and a storage part communicating with a tip end
side of the narrow part and capable of storing the en-
gagement part and the conical part, the storage part be-
ing formed in a hollow shape, the piston has a first side
wall part forming the storage part, and a second side wall
part forming the narrow part and thicker than the first side
wall part, length of the second side wall part in the axial
direction is 10% to 40% of an entire length of the piston
in the axial direction, and a cut-out part obtained by cut-
ting out a part in a circumferential direction is formed on
the engagement part of the plunger rod.
[0008] Another aspect of the following disclosure is a
syringe kit including the plunger kit of the above-de-
scribed aspect, and a syringe main body part having a
liquid medicine storage chamber that stores liquid med-
icine, a nozzle provided on a tip end of the liquid medicine
storage chamber, and a cap that seals a tip end opening
part of the nozzle, in which the piston is slidable in the
liquid medicine storage chamber.
[0009] Still another aspect of the present disclosure is
a prefilled syringe including the syringe kit of the above-
described aspect, and liquid medicine filled in the liquid
medicine storage chamber, in which the piston is dis-
posed so as to be slidable in the liquid medicine storage
chamber.
[0010] According to the plunger kit, syringe kit, and pre-
filled syringe in the above-described aspects, the plunger
rod can be mounted to the piston without moving the
piston, and the piston does not come out of the plunger
during transportation, or the like, of the prefilled syringe.

Brief Description of Drawings

[0011]

Fig. 1 is a perspective view that illustrates a syringe
kit according to a first embodiment, the syringe kit
being with a plunger rod detached.
Fig. 2A is a cross-sectional view of a syringe main

1 2 



EP 3 943 133 A1

3

5

10

15

20

25

30

35

40

45

50

55

body part in Fig. 1, Fig. 2B is a perspective view of
the piston in Fig. 1, and Fig. 2C is a cross-sectional
view of the piston in Fig. 2B.
Fig. 3 is a perspective view of a rod main body and
mounting part of the plunger rod in Fig. 1.
Fig. 4A is a side view of the rod main body and mount-
ing part of the plunger rod in Fig. 3, Fig. 4B is similarly
a top view, and Fig. 4C is a front view of the mounting
part in Fig. 4A.
Fig. 5A is a cross-sectional view that illustrates a
state in a process of mounting the mounting part of
the plunger rod to the piston as viewed from an upper
surface side, Fig. 5B is a cross-sectional view that
illustrates similarly a state in a process of mounting
the mounting part to the piston as viewed from a side
surface direction, and Fig. 5C is a cross-sectional
view that illustrates the plunger kit, syringe kit, and
prefilled syringe according to the first embodiment.
Fig. 6 is a cross-sectional view that illustrates the
syringe kit of the first embodiment in an assembled
state.
Fig. 7 is a perspective view that illustrates another
aspect of the syringe kit of the first embodiment.
Fig. 8A is a front view of a mounting part of a plunger
rod according to a second embodiment, Fig. 8B is a
side view of the mounting part and main body part
of the plunger rod according to the second embodi-
ment, and Fig. 8C is a cross-sectional view along
the line VIIIC-VIIIC in Fig. 8B.
Fig. 9A is a cross-sectional view that illustrates a
process of inserting the mounting part in Fig. 8B to
the piston, Fig. 9B is a cross-sectional view that il-
lustrates a state of the mounting part in Fig. 8A pass-
ing through a narrow part of the piston, and Fig. 9C
is a cross-sectional view that illustrates the plunger
kit, syringe kit, and prefilled syringe according to the
second embodiment.
Fig. 10A is a perspective view of a mounting part of
a plunger rod according to a third embodiment, and
Fig. 10B is similarly a front view of the mounting part
of the plunger rod.
Fig. 11A is a cross-sectional view that illustrates a
state in a process of mounting the mounting part of
the plunger rod in Fig. 10A to the piston as viewed
from an upper surface side, and Fig. 11B is a cross-
sectional view that illustrates a state in a process of
mounting the mounting part of the plunger in Fig.
10A to the piston as viewed from a side surface di-
rection.
Fig. 12 is a cross-sectional view that illustrates the
plunger kit, syringe kit, and prefilled syringe accord-
ing to the third embodiment.
Fig. 13A is a partially cutaway cross-sectional view
of a plunger rod according to a fourth embodiment,
and Fig. 13B is a perspective view of the plunger rod
according to the fourth embodiment.
Fig. 14 is an explanatory diagram that illustrates a
method for forming coating for the plunger rod ac-

cording to the fourth embodiment.
Fig. 15 is a cross-sectional view of a piston according
to a fifth embodiment.
Fig. 16A is an explanatory diagram that illustrates a
first method for forming coating for the piston illus-
trated in Fig. 15, Fig. 16B is an explanatory diagram
that illustrates a second method for forming coating
for the piston illustrated in Fig. 15, and Fig. 16C is
an explanatory diagram that illustrates a third meth-
od for forming coating for the piston according to Fig.
15.
Fig. 17A is a side view of vicinity of a mounting part
of a plunger rod according to a sixth embodiment,
Fig. 17B is a front view of the mounting part in Fig.
17A, and Fig. 17C is a cross-sectional view that il-
lustrates the plunger kit, syringe kit, and prefilled sy-
ringe according to the sixth embodiment.

Description of Embodiments

[0012] Hereinafter, preferred embodiments of the
present invention will be described in detail with refer-
ence to the appended drawings. In addition, in the fol-
lowing description, a direction in which a nozzle 12c of a
syringe kit 10 is formed is referred to as a tip end side or
a tip end direction, and a direction opposite to the nozzle
12c of the syringe kit 10 is referred to as a base end side
or a base end direction.

(First embodiment)

[0013] As illustrated in Fig. 1, a syringe kit 10 according
to the present embodiment includes a syringe main body
part 12 and a plunger rod 14. The syringe main body part
12 is not particularly limited, but is, for example, a prefilled
syringe 100 including liquid medicine 20 sealed inside.
As illustrated in Fig. 2A, the syringe main body part 12
is formed in a cylindrical shape, and a liquid medicine
storage chamber 12a is formed therein extending in an
axial direction. A base end part 12b of the liquid medicine
storage chamber 12a is opened, and is configured to
allow insertion of the plunger rod 14.
[0014] A nozzle 12c is formed at a tip end of the liquid
medicine storage chamber 12a, and a connector 16 is
attached to an outer peripheral part of the nozzle 12c. A
cap 18 is screwed to the connector 16, and a tip end
opening part of the nozzle 12c is sealed by the cap 18.
That is, a tip end side of the liquid medicine storage cham-
ber 12a is sealed by the cap 18. A piston 22 is inserted
into the liquid medicine storage chamber 12a slidably in
the axial direction. A base end side of the liquid medicine
storage chamber 12a is sealed by the piston 22.
[0015] As illustrated in Fig. 1, during transportation and
storage, the syringe kit 10 is provided with the plunger
rod 14 detached. The plunger rod 14 is inserted from the
base end part 12b of the syringe main body part 12 im-
mediately before use and mounted to the piston 22. It
should be noted that the syringe kit 10 may be provided
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with the plunger rod 14 mounted to the piston 22 in ad-
vance. Hereinafter, a coupling structure of the piston 22
and plunger rod 14 will be described in more detail.
[0016] The piston 22 includes, for example, a medical
rubber material, and includes a main body part 22a hav-
ing a columnar shape, ring-shaped protrusions 22b, 22c
formed on side portions of the main body part 22a, and
a recess 24 as illustrated in Fig. 2B. The main body part
22a is formed to be smaller than an inner diameter of the
liquid medicine storage chamber 12a, while the ring-
shaped protrusions 22b, 22c are formed to be larger than
the inner diameter of the liquid medicine storage chamber
12a. In the syringe main body part 12, the ring-shaped
protrusions 22b, 22c abut against and adhere tightly to
an inner wall of the liquid medicine storage chamber 12a,
thereby sealing the liquid medicine storage chamber 12a.
A recess 24 having a substantially circular cross section
as viewed from a base end side is formed inside the piston
22. The recess 24 is open on a base end side of the
piston 22.
[0017] As illustrated in Fig. 2C, the recess 24 includes
an opening part 26 formed on the base end side of the
piston 22, a narrow part 28 communicating with a tip end
side of the opening part 26, and a storage part 30 com-
municating with a tip end side of the narrow part 28. The
narrow part 28 is formed on an inner side of a second
side wall part 28a at which thickness of the piston 22 in
a radial direction is increased, and is formed such that
length of the second side wall part 28a in the axial direc-
tion is 10% to 40% of an entire length of the piston 22 in
the axial direction. By setting length of the second side
wall part 28a forming the narrow part 28 to such a length,
the narrow part 28 is less likely to expand with respect
to input of load via the plunger rod 14. Therefore, even
if force toward the base end direction acts on the plunger
rod 14 during transportation or the like, a problem of the
plunger rod 14 falling off from the piston 22 can be pre-
vented. It should be noted that the length of the second
side wall part 28a in the axial direction is preferably 10%
to 30% of the entire length of the piston 22 in the axial
direction.
[0018] The narrow part 28 formed on the inner side of
the second side wall part 28a is reduced in diameter to
be smaller than the opening part 26. The narrow part 28
is formed to have a substantially constant inner diameter
and extend in the axial direction by the same length as
the second side wall part 28a. By setting the narrow part
28 to have a constant inner diameter in this manner, a
mounting part 32 can smoothly pass through the narrow
part 28. In addition, the inner diameter of the narrow part
28 is slightly larger than an outer diameter of a shaft part
34 (refer to Fig. 3) of the plunger rod 14 described later.
[0019] The narrow part 28 is formed such that length
thereof in the axial direction is 10% to 40% of length of
the piston 22 in the axial direction. Specifically, the length
of the narrow part 28 can be set to about 1 mm to 5 mm.
By being formed in this manner, the narrow part 28 of
the piston 22 is less likely to be deformed by tensile force

when the plunger rod 14 is pulled out, and sufficient joint
strength can be exerted against the tensile force. It should
be noted that the length of the narrow part 28 is preferably
1 mm to 3 mm.
[0020] In addition, a ring-shaped protrusion 22c is pro-
vided on an outer peripheral part of the second side wall
part 28a that constitutes the narrow part 28. By providing
the ring-shaped protrusion 22c on the outer peripheral
part of the second side wall part 28a in this manner, the
ring-shaped protrusion 22c is pressed against the liquid
medicine storage chamber 12a when the mounting part
32 of the plunger rod 14 passes, and therefore the piston
22 is less likely to move, and displacement of the piston
22 can be prevented.
[0021] The storage part 30 is formed on an inner side
of a first side wall part 30c. The first side wall part 30c is
formed on a tip end side of the second side wall part 28a,
and is thinner in the radial direction than the second side
wall part 28a. At a boundary between the first side wall
part 30c and the second side wall part 28a, an abutting
surface 30b1 is formed so as to rise substantially per-
pendicular to the axial direction.
[0022] The storage part 30 formed on the inner side of
the first side wall part 30c includes a base part 30b formed
to have an inner diameter substantially equal to an inner
diameter of the opening part 26, and a reduced diameter
part 30a formed on a tip end side of the base part 30b
and reducing in diameter in a conical shape toward the
tip end. The base part 30b is formed to have an inner
diameter larger than engagement parts 36 (refer to Fig.
3) of the plunger rod 14, the engagement parts 36 being
described later, and is configured to be able to store the
engagement parts 36. At a boundary part between the
base part 30b and the narrow part 28, the abutting surface
30b1 is formed so as to rise substantially perpendicular
to the axial direction. The abutting surface 30b1 is con-
figured to exert resistance force against pulling out, by
abutting against an engagement surface 40 (refer to Fig.
3) formed on a base end side of the engagement parts
36. The reduced diameter part 30a is a part that stores
a conical part 38 (refer to Fig. 3), and is configured by a
conical surface inclined at substantially the same angle
as the conical part 38.
[0023] The opening part 26 has a base end part 26a
formed to have an inner diameter substantially the same
as an outer diameter of the engagement parts 36 along
an axis α1 direction and extending in the axis α1 direction
by a predetermined length, and a tapered part 26b re-
duced in diameter from the base end part 26a toward the
narrow part 28. The base end part 26a is configured to
guide an axis of the engagement parts 36 of the plunger
rod 14 to an axis α1 of the recess 24, the engagement
parts 36 being formed in a tapered shape. The tapered
part 26b guides the conical part 38 to a center of the axis
α1 of the recess 24. With this arrangement, the axes of
the plunger rod 14 and piston 22 are aligned, and the
engagement parts 36 of the mounting part 32 easily pass
through the narrow part 28.
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[0024] As illustrated in Fig. 1, the plunger rod 14 in-
cludes a pressing part 14b to which load toward a forward
direction or a backward direction is input, a rod main body
14a that is formed to extend in the axial direction and
transmits the input load, and a mounting part 32 formed
on a tip end side of the rod main body 14a. As illustrated
in Fig. 3, a piston abutting part 14c having a disk shape
and perpendicular to the axial direction is formed on the
tip end side of the rod main body 14a. The mounting part
32 is a part formed to extend toward the tip end side from
the piston abutting part 14c, and includes the shaft part
34 formed on a base end side, the engagement parts 36
formed on a tip end part of the shaft part 34, and the
conical part 38 formed on a tip end side of the engage-
ment parts 36.
[0025] The shaft part 34 is a columnar part extending
with a constant diameter from the piston abutting part
14c toward the tip end side in the axial direction. The
shaft part 34 is formed to have a diameter substantially
equal to or smaller than an inner diameter of the narrow
part 28 in order to prevent the shaft part 34 from being
caught by the narrow part 28 and the piston 22 from mov-
ing when being mounted to the piston 22. A diameter of
the shaft part 34 is formed to be, for example, 1 mm to
5 mm. By providing the shaft part 34, the narrow part 28
extending with a constant diameter in the axial direction
can be provided in the recess 24 of the piston 22, and
strength of joint with the piston 22 in a pull-out direction
is improved.
[0026] The engagement parts 36 are parts formed to
increase in diameter outward in the radial direction from
the shaft part 34. As illustrated in Fig. 4A, the engagement
parts 36 are formed to project in an arrowhead shape,
and a part perpendicular to a projection direction (β di-
rection) of the engagement parts 36 are cut out by cut-
out parts 42. As illustrated in Fig. 4C, the engagement
parts 36 of the present embodiment are formed by cutting
out a conical area from both sides in a width direction.
That is, the engagement parts 36 are formed as parts
remaining after cutting out, of an area increased in diam-
eter conically, one side portion with a first cut-out part
42a and another side portion with a second cut-out part
42b. The first cut-out part 42a and the second cut-out
part 42b are obtained by cutting out areas projecting be-
yond a diameter of the shaft part 34, and are formed in
an arc shape along an outer periphery of a conical part
as viewed from front. A pair of engagement parts 36 is
formed to face each other while being spaced apart from
each other by 180° in a circumferential direction.
[0027] It should be noted that the number of cut-out
parts 42 is not limited to two as in the illustrated examples,
and a plurality of cut-out parts may be provided at regular
intervals in the circumferential direction. In addition, the
number of the engagement parts 36 is not limited to two,
and three or more engagement parts 36 may be provided.
[0028] As illustrated in Fig. 4B, as viewed from top, the
engagement parts 36 are formed so as not to project
beyond the shaft part 34 in the width direction. That is,

the engagement parts 36 are formed to be flat in the width
direction.
[0029] As illustrated in Fig. 4A, the engagement parts
36 are formed in a shape that gradually decreases in size
toward the tip end until the outer diameter of the engage-
ment parts 36 substantially coincides with an outer diam-
eter of the base end of the conical part 38. With such a
shape, when passing through the narrow part 28, the
engagement parts 36 easily pass through the narrow part
28, and the mounting part 32 can be mounted more
smoothly by the recess 24.
[0030] A plunger kit 15 and syringe kit 10 including the
plunger rod 14 and piston 22 of the present embodiment
are configured as described above, and operation thereof
will be described below.
[0031] As illustrated in Fig. 5A, the plunger rod 14 is
mounted to the piston 22 by inserting the mounting part
32 of the plunger rod 14 into the recess 24 of the piston
22. As illustrated in Fig. 5A, because the engagement
parts 36 of the plunger rod 14 are provided with the cut-
out parts 42 in the width direction, the engagement parts
36 are inserted in the width direction without deforming
the narrow part 28 of the recess 24. Meanwhile, as illus-
trated in Fig. 5B, at portions where the engagement parts
36 project in the vertical direction, the engagement parts
36 moves forward while spreading out the narrow part
28. In addition, because the inner diameter of the narrow
part 28 is larger than an outer diameter of the shaft part
34 of the plunger rod 14, the shaft part 34 of the plunger
rod 14 does not spread out the narrow part 28.
[0032] In the present embodiment, because the en-
gagement parts 36 increased in diameter from the shaft
part 34 are cut out in the circumferential direction by the
first cut-out part 42a and the second cut-out part 42b, a
portion of the narrow part 28 where the engagement parts
36 spread out can be further reduced. As a result, the
mounting part 32 including the engagement parts 36 can
be mounted to the recess 24 with less pushing force.
With this arrangement, the plunger rod 14 can be mount-
ed to the piston 22 while preventing displacement of the
piston 22 in the axial direction.
[0033] Thereafter, the plunger rod 14 is mounted to the
piston 22, and as illustrated in Fig. 5C, the plunger kit 15,
syringe kit 10, and prefilled syringe 100 of the present
embodiment are completed. In the plunger kit 15, the
engagement parts 36 are engaged with the narrow part
28 extending long in the axial direction inside the piston
22, and therefore, force required for deformation of the
narrow part 28 is increased, enhancing joint strength in
the pull-out direction, even in a case where load in the
pull-out direction is input via the plunger rod 14. With this
arrangement, even if force toward the base end direction
acts on the plunger rod 14 during transportation or the
like, the plunger rod 14 is less likely to fall off from the
piston 22. In addition, because the inner diameter of the
narrow part 28 is slightly larger than the outer diameter
of the shaft part 34 of the plunger rod 14, an axis of the
plunger rod 14 is less likely to incline with respect to an
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axis of the piston 22. Therefore, engagement between
the engagement parts 36 of the plunger rod 14 and the
narrow part 28 extending long in the axial direction inside
the piston 22 is reliably maintained.
[0034] Although an example in which the syringe kit 10
is applied to the prefilled syringe 100 has been described
above, the syringe kit 10 of the present embodiment is
not limited thereto, and various aspects can be taken.
For example, as illustrated in Fig. 7, the present invention
may be provided in an aspect of including the syringe
main body part 12 that does not store the liquid medicine
20, the piston 22 separated from the syringe main body
part 12, and the plunger rod 14 separated from the sy-
ringe main body part 12 and the piston 22. In the syringe
kit 10 in this aspect, the liquid medicine 20 is not injected
in the syringe main body part 12, and the plunger kit 15
is assembled and mounted to the syringe main body part
12 immediately before the syringe kit 10 is used.
[0035] The plunger kit 15, syringe kit 10, and prefilled
syringe 100 of the present embodiment have the follow-
ing effects.
[0036] The plunger kit 15 of the present embodiment
is a plunger kit 15 including the piston 22 to be slidably
inserted into the liquid medicine storage chamber 12a of
the syringe main body part 12, and the plunger rod 14
mountable to the piston 22, in which the plunger rod 14
has the rod main body 14a that extends in the axial di-
rection and transmits drive force to the piston 22, and the
mounting part 32 that projects from a tip end part of the
rod main body 14a and is for mounting the plunger rod
14 to the piston 22, the mounting part 32 has the shaft
part 34 that projects from the tip end part of the rod main
body 14a to a tip end side with a substantially constant
diameter, the engagement part 36 that projects from the
tip end part of the shaft part 34 in the radial direction and
forms the engagement surface 40 formed substantially
perpendicular to the axial direction, and the conical part
38 that is disposed on a tip end side of the engagement
part 36 and reduced in diameter in a tapered manner
toward the tip end, the recess 24 is formed on the piston
22, the recess 24 having the opening part 26 opened in
the base end direction, the narrow part 28 communicating
with the tip end side of the opening part 26 and extending
in the axial direction, and the storage part 30 communi-
cating with a tip end side of the narrow part 28 and ca-
pable of storing the engagement part 36 and the conical
part 38, the storage part 30 being formed in a hollow
shape, the piston 22 has the first side wall part 30c form-
ing the storage part 30 and the second side wall part 28a
forming the narrow part 28 and thicker than the first side
wall part 30c, length of the second side wall part 28a in
the axis α1 direction is 10% to 40% of an entire length
of the piston 22 in the axis α1 direction, and cut-out parts
42 obtained by cutting out a part in the circumferential
direction are formed on the engagement part 36 of the
plunger rod 14.
[0037] With the above-described configuration, as
compared to a case where the engagement parts 36 are

formed in an entire area in the circumferential direction,
resistance of when the plunger rod 14 is mounted to the
piston 22 is reduced, and the plunger rod 14 can be
mounted to the piston 22 with small pushing force. With
this arrangement, the plunger rod 14 can be mounted to
the piston 22 without displacing the piston 22. In addition,
because the piston 22 includes the second side wall part
28a formed to be thick and extend in the axial direction
by a predetermined length, and the narrow part 28, the
engagement parts 36 of the plunger rod 14 can be reliably
held. With this arrangement, even if force in the base end
direction acts on the plunger rod 14 during transportation
or the like, the plunger rod 14 does not easily fall off from
the piston 22.
[0038] In the above-described plunger kit 15, the nar-
row part 28 may extend with a substantially uniform di-
ameter. With this arrangement, the engagement parts 36
can smoothly pass through the narrow part 28, and press-
ing force of when the plunger rod 14 is mounted can be
reduced.
[0039] In the above-described plunger kit 15, the outer
diameter of the shaft part 34 may be equal to or smaller
than the inner diameter of the narrow part 28. With this
arrangement, the shaft part 34 can be prevented from
being caught by the narrow part 28, and the piston 22
can be prevented from moving.
[0040] In the above-described plunger kit 15, the piston
22 may have the ring-shaped protrusion 22c on an outer
peripheral surface of the second side wall part 28a, the
ring-shaped protrusion 22c abutting against the inner wall
of the liquid medicine storage chamber 12a of the syringe
main body part 12. With this arrangement, when the en-
gagement parts 36 pass through the narrow part 28, the
ring-shaped protrusion 22c is pressed against the inner
wall of the liquid medicine storage chamber 12a as the
narrow part 28 is spread out. As a result, the piston 22
is less likely to move, and movement of the piston 22
accompanying mounting of the plunger rod 14 can be
prevented.
[0041] In the above-described plunger kit 15, the open-
ing part 26 of the recess 24 may have the base end part
26a extending along the axis α1 direction by a predeter-
mined length with an inner diameter substantially the
same as the outer diameter of the engagement parts 36,
and the tapered part 26b reduced in diameter from the
base end part 26a toward the narrow part 28. With this
arrangement, when the plunger rod 14 is inserted into
the recess 24, the engagement parts 36 are guided by
the base end part 26a, and the conical part 38 is guided
by the tapered part 26b, by which an axis of the plunger
rod 14 and the axis of the piston 22 coincide with each
other. With this arrangement, the engagement parts 36
easily pass through the narrow part 28, and movement
of the piston 22 can be prevented.
[0042] In the above-described plunger kit 15, the en-
gagement parts 36 may have a shape that decreases in
size toward the tip end until the outer diameter of the
engagement parts 36 substantially coincides with the out-
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er diameter of the conical part 38. With this arrangement,
when the mounting part 32 is inserted into the recess 24,
the engagement parts 36 guided by the conical part 38
can smoothly pass through the narrow part 28.
[0043] In the above-described plunger kit 15, a pair of
engagement parts 36 may be provided spaced apart from
each other by 180° in the circumferential direction.
[0044] In this case, a pair of cut-out parts 42a, 42b is
formed across the shaft part 34, and a pair of engagement
parts 36 is formed to project in an arrowhead shape. With
such a configuration, when the plunger rod 14 is mount-
ed, only the engagement parts 36, which thinly project,
thrust the narrow part 28 of the piston 22, and the cut-
out parts 42a, 42b can pass through the narrow part 28
without receiving resistance. With this arrangement, re-
sistance of when the plunger rod 14 is mounted to the
piston 22 is reduced, and the plunger rod 14 can be
mounted to the piston 22 without displacing the piston 22.
[0045] In the above-described plunger kit 15, the cut-
out parts 42a, 42b may be obtained by cutting out the
engagement parts 36 within an area from the outer di-
ameter of the engagement parts 36 to the outer diameter
of the shaft part 34. with such a configuration, resistance
of when the plunger rod 14 is mounted to the piston 22
is reduced, and the plunger rod 14 can be mounted to
the piston 22 without displacing the piston 22.
[0046] In addition, the syringe kit 10 and prefilled sy-
ringe 100 of the present embodiment include the above-
described plunger kit 15. With this arrangement, dis-
placement of the piston 22 when the plunger rod 14 is
mounted to the piston 22 can be prevented, and, after
the plunger rod 14 is mounted, the plunger rod 14 can
be prevented from coming off the piston 22 in the prefilled
syringe 100 during transportation.

(Second embodiment)

[0047] As illustrated in Fig. 9A, a plunger kit 15A of the
present embodiment is different in a structure of a mount-
ing part 32A of a plunger rod 14A from the plunger rod
14 described with reference to Figs. 1 to 6. It should be
noted that, in Figs. 8A to 9C, a configuration similar to
the configuration of the plunger kit 15 is denoted by the
same reference sign, and detailed description thereof will
be omitted.
[0048] As illustrated in Fig. 8A, engagement parts 47,
48 formed to be increased in diameter from a shaft part
34 is formed at the mounting part 32A of the plunger rod
14A of the present embodiment. These engagement
parts 47, 48 are formed as parts partially cut out in a
circumferential direction by a first cut-out part 45a and a
second cut-out part 45b from an area 45 formed in a
circular shape as viewed from front.
[0049] As illustrated in Fig. 8B, the engagement part
47 and the engagement part 48 are configured as thread
ridges formed by being cut out by the first cut-out part
45a and second cut-out part 45b formed spirally, from a
contour conically extending from a conical part 38 at a

tip end toward a base end side. The first cut-out part 45a
and the second cut-out part 45b are formed to be spaced
apart from each other by 180° in the circumferential di-
rection, and the engagement part 47 and the engage-
ment part 48 form two thread ridges. It should be noted
that the number of cut-out parts 45a, 45b is not limited
to two, and may be three or more.
[0050] An engagement surface 44a and engagement
surface 44b substantially perpendicular to an axial direc-
tion are formed at base ends of the engagement part 47
and engagement part 48, respectively. As illustrated by
hatching in Fig. 8C, the engagement surfaces 44a, 44b
are disposed to face each other across an axis α2. The
engagement surfaces 44a, 44b abut against an abutting
surface 30b1 of the piston 22, by which the engagement
parts 47, 48 are engaged with the piston 22.
[0051] The plunger kit 15A of the present embodiment
includes the plunger rod 14A described above, and op-
eration thereof will be described below.
[0052] As illustrated in Figs. 9A and 9B, the plunger
rod 14A of the present embodiment is screwed to be
mounted while being moved forward from an opening
part 26 of the piston 22 in the axial direction and rotated
around an axis. The plunger rod 14A is mounted in such
a manner that the engagement parts 47, 48 spread out
a narrow part 28 of the piston 22. With this arrangement,
as illustrated in Fig. 9C, the plunger kit 15A, syringe kit
10A, and prefilled syringe 100A of the present embodi-
ment are assembled. In the present embodiment, force
moving the plunger rod 14A forward is also dispersed in
a rotation direction. Therefore, force pressing the piston
22 in the axial direction when the plunger rod 14A is
mounted to the piston 22 decreases. With this arrange-
ment, the plunger rod 14A can be mounted to the piston
22 while preventing movement of the piston 22.
[0053] The plunger kit 15A, syringe kit 10A, and pre-
filled syringe 100A of the present embodiment have the
following effects.
[0054] In the plunger kit 15A of the present embodi-
ment, the cut-out parts 45a, 45b are formed to extend
spirally in the axial direction, and a plurality of thread
ridges is formed on the engagement parts 47, 48. With
this arrangement, the plunger rod 14A can be mounted
to the piston 22 by operation that is a combination of
pushing operation and screwing operation. With this ar-
rangement, load of when the plunger rod 14A is mounted
can be dispersed to load in the rotation direction, and
therefore displacement of the piston 22 when the plunger
rod 14A is mounted can be more effectively reduced.
[0055] In the above-described plunger kit 15A, a pair
of engagement surfaces 44a, 44b may be provided
spaced apart from each other by 180° in the circumfer-
ential direction. That is, it is possible to configure a dou-
ble-start thread in which two engagement surfaces 44a
and 44b serving as base ends of the thread ridges are
formed. Such a configuration is preferable, because the
engagement surfaces 44a, 44b to be engaged with the
narrow part 28 of the piston 22 are increased in size, and
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therefore joint strength against load in a pull-out direction
can be ensured.
[0056] In addition, the syringe kit 10A and prefilled sy-
ringe 100A of the present embodiment include the above-
described plunger kit 15A. With this arrangement, dis-
placement of the piston 22 can be prevented when the
plunger rod 14A is mounted to the piston 22, and, after
the plunger rod 14A is mounted, the plunger rod 14A can
be prevented from coming off the piston 22 during trans-
portation.

(Third embodiment)

[0057] As illustrated in Fig. 10A, a plunger rod 14B of
the present embodiment is different from the plunger rod
14 described with reference to Figs. 1 to 6 in that a slit
structure 50 is provided on a mounting part 32B. Other
parts are similar to the parts of the plunger rod 14, and
similar configurations are denoted by the same reference
signs, and detailed description thereof will be omitted.
[0058] As illustrated in Figs. 10A and 10B, the slit struc-
ture 50 is formed to pass between a pair of engagement
parts 36 along an axis α2. The slit structure 50 is formed
by cutting out a conical part 38 (refer to Fig. 3) at a tip
end of the mounting part 32B, passing between the pair
of engagement parts 36, and extending to a shaft part
34. An end part 52 is formed on a base end side of the
slit structure 50, and the pair of engagement parts 36 is
formed to extend in an arm shape from the end part 52.
The engagement parts 36 are configured to be elastically
deformable in a direction of an alternate long and short
dash line β direction (longitudinal direction) inward start-
ing from vicinity of the end part 52.
[0059] The plunger rod 14B of the present embodiment
is configured as described above, and operation thereof
will be described below.
[0060] As illustrated in Fig. 11A, also in the plunger rod
14B of the present embodiment, the engagement parts
36 are cut out by cut-out parts 42, and therefore a dimen-
sion in a width direction is formed smaller than a dimen-
sion of a narrow part 28 of a piston 22. In addition, as
illustrated in Fig. 11B, the pair of engagement parts 36
elastically deforms inward starting from the end part 52
of the slit structure 50. With this arrangement, a portion
that thrusts the narrow part 28 when the plunger rod 14B
is mounted to the piston 22 is reduced, and the plunger
rod 14B can be pushed into the piston 22 with less re-
sistance.
[0061] As illustrated in Fig. 12, the mounting part 32B
expands outward by elastic restoring force after the en-
gagement parts 36 pass through the narrow part 28, and
an engagement surface 40 of each of the engagement
parts 36 is engaged with the narrow part 28, by which
joint strength against pulling out can be exerted. As de-
scribed above, a plunger kit 15B, syringe kit 10B, and
prefilled syringe 100B of the present embodiment are
completed.
[0062] The plunger kit 15B, syringe kit 10B, and pre-

filled syringe 100B of the present embodiment have the
following effects.
[0063] The plunger kit 15B of the present embodiment
includes the slit structure 50 formed over the conical part
38, the engagement parts 36, and the shaft part 34, and
the engagement parts 36 are elastically deformable in-
ward. With such a configuration, the engagement parts
36 are elastically deformed inward when passing through
the narrow part 28 of the piston 22, and therefore the
plunger rod 14B can be mounted to the piston 22 with
less resistance. As a result, the plunger rod 14B can be
mounted to the piston 22 while preventing movement of
the piston 22.
[0064] In addition, because the syringe kit 10B and pre-
filled syringe 100B of the present embodiment include
the above-described plunger kit 15B, displacement of the
piston 22 can be prevented when the plunger rod 14B is
mounted to the piston 22. In addition, after the plunger
rod 14B is mounted, the plunger rod 14B can be prevent-
ed from coming off the piston 22 during transportation.

(Fourth embodiment)

[0065] As illustrated in Fig. 13A, on a mounting part
32C in a plunger rod 14C of the present embodiment,
coating 54 having lubricity is formed on a surface of a
conical part 38 and an inclined surface 36a of engage-
ment parts 36A.
[0066] The coating 54 includes, for example, cross-
linked silicone resin or fluororesin, and is configured to
exert lubricity on a surface thereof. As illustrated in Fig.
13B, in the present embodiment, the engagement parts
36A may be conical engagement parts 36A not provided
with cut-out parts 42 (refer to Fig. 3). It should be noted
that the present embodiment is not limited to the illustrat-
ed examples, and the coating 54 may be formed on the
inclined surface 36a of the engagement parts 36 on which
the cut-out parts 42 illustrated in Figs. 4A to 4C are
formed.
[0067] As illustrated in Fig. 14, the present embodi-
ment can be formed by disposing he plunger rod 14C
with the mounting part 32C thereof facing downward, and
immersing the engagement parts 36A of the mounting
part 32C in solution 56 of cross-linked silicone resin
stored in a container 58.
[0068] The plunger rod 14C of the present embodiment
has the following effects.
[0069] In the plunger rod 14C of the present embodi-
ment, the coating 54 for improving sliding performance
is formed on the conical part 38 and the engagement
parts 36A. With this arrangement, resistance of when the
plunger rod 14C is mounted to a piston 22 can be re-
duced, and movement of the piston 22 can be prevented.
It should be noted that the conical part 38 and engage-
ment parts 36A of the present embodiment may be those
described with reference to Figs. 1 to 12.
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(Fifth embodiment)

[0070] As illustrated in Fig. 15, in the present embod-
iment, coating 60 having lubricity is formed on a portion
of a recess 24 of a piston 22. That is, the coating 60
including cross-linked silicone resin or fluororesin is
formed on an opening part 26 on a base end side of the
recess 24 and on a portion of a narrow part 28.
[0071] As illustrated in Fig. 16A for example, the piston
22 on which the coating 60 is formed can be formed by
spraying a coating material 60a from an injection device
62 toward the recess 24 in a state where a jig 64 having
a rod shape is inserted into the narrow part 28. The jig
64 adheres tightly to the narrow part 28, thereby func-
tioning as a mask for preventing entry of the coating ma-
terial 60a into a storage part 30. With this arrangement,
the coating 60 (refer to Fig. 15) having lubricity can be
formed only on the opening part 26 in vicinity of an inlet
of the recess 24, and on a portion of the narrow part 28.
[0072] In addition, as illustrated in Fig. 16B for exam-
ple, the piston 22 on which the coating 60 is formed may
be formed by disposing the piston 22 with the opening
part 26 of the recess 24 thereof facing vertically down-
ward and spraying the coating material 60a from a side
by the injection device 62. In this case, the coating 60
can be formed on the opening part 26 by portion of the
injected coating material 60a going around the vicinity of
the inlet of the recess 24.
[0073] In addition, as illustrated in Fig. 16C for exam-
ple, the piston 22 on which the coating 60 is formed may
be formed by disposing the injection device 62 to face
the opening part 26 of the recess 24 of the piston 22 and
spraying the coating material 60a to the recess 24. In this
case, an abutting surface 30b1 that locks a plunger rod
14 (refer to Fig. 1) is a portion hidden with respect to the
injection device 62, and therefore, the coating material
60a does not adhere to the abutting surface 30bl. There-
fore, joint strength can be maintained in a pull-out direc-
tion.
[0074] As described above, in the present embodi-
ment, the coating 60 for improving sliding performance
is formed on the opening part 26 of the piston 22. With
this arrangement, resistance of when the plunger rod 14
is mounted to the piston 22 can be reduced, and move-
ment of the piston 22 can be prevented.

(Sixth embodiment)

[0075] As illustrated in Fig. 17A, a plunger rod 14D of
the present embodiment is different from the plunger rod
14 described with reference to Figs. 1 to 6 in that only
one engagement part 36 of a mounting part 32D is formed
to project. The engagement part 36 of the plunger rod
14D is a part formed to project from a shaft part 34, and
as illustrated in Fig. 17B, is formed by cutting out a conical
area 39 by a cut-out part 42D occupying most of an area
in a circumferential direction. That is, the engagement
part 36 is formed only at one position in the circumferen-

tial direction.
[0076] As illustrated in Fig. 17C, by inserting the
mounting part 32D of the plunger rod 14D from a base
end side of a piston 22, the plunger rod 14D is mounted
to the piston 22, and a plunger kit 15D, syringe kit 10D,
and prefilled syringe 100D of the present embodiment
are assembled.
[0077] According to the plunger kit 15D, syringe kit
10D, and prefilled syringe 100D of the present embodi-
ment, because most of an area in the engagement part
36 is cut out as the cut-out part 42D, when a narrow part
28 of the piston 22 is inserted, volume of the engagement
part 36 that thrusts the narrow part 28 is reduced, and
the plunger rod 14D can be mounted to the piston 22 with
less pushing force. With this arrangement, the plunger
rod 14D can be mounted without moving the piston 22.
In addition, in the prefilled syringe 100D, the plunger rod
14D can be prevented from being pulled out from the
piston 22 during transportation.
[0078] Although a plunger kit, a syringe kit, and a pre-
filled syringe are described above with the preferred em-
bodiments, the plunger kit, the syringe kit, and the pre-
filled syringe are not limited to the embodiments de-
scribed above, and it goes without saying that various
modifications can be made without departing from the
spirit of the present invention.

Claims

1. A plunger kit comprising a piston to be slidably in-
serted into a liquid medicine storage chamber of a
syringe main body part, and a plunger rod mountable
to the piston,

wherein the plunger rod has a rod main body
that extends in an axial direction and transmits
drive force to the piston, and a mounting part
that projects from a tip end of the rod main body
and is for mounting the plunger rod to the piston,
the mounting part has a shaft part that projects
from a tip end part of the rod main body to a tip
end side with a substantially constant diameter,
an engagement part that projects from a tip end
part of the shaft part in a radial direction and
forms an engagement surface formed substan-
tially perpendicular to the axial direction, and a
conical part disposed on a tip end side of the
engagement part and reduced in diameter in a
tapered manner toward a tip end,
a recess is formed on the piston, the recess hav-
ing an opening part opened in a base end direc-
tion, a narrow part communicating with a tip end
side of the opening part and extending in the
axial direction, and a storage part communicat-
ing with a tip end side of the narrow part and
capable of storing the engagement part and the
conical part, the storage part being formed in a
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hollow shape,
the piston has a first side wall part forming the
storage part, and a second side wall part forming
the narrow part and thicker than the first side
wall part,
length of the second side wall part in the axial
direction is 10% to 40% of an entire length of
the piston in the axial direction, and
a cut-out part obtained by cutting out a part in a
circumferential direction is formed on the en-
gagement part of the plunger rod.

2. The plunger kit according to claim 1,
wherein the narrow part extends with a substantially
uniform diameter.

3. The plunger kit according to claim 1 or 2,
wherein an outer diameter of the shaft part is equal
to or smaller than an inner diameter of the narrow
part.

4. The plunger kit according to any one of claims 1 to 3,
wherein the piston has a ring-shaped protrusion on
an outer peripheral surface of the second side wall
part, the ring-shaped protrusion abutting against an
inner wall of a liquid medicine storage chamber of
the syringe main body part.

5. The plunger kit according to any one of claims 1 to 4,
wherein the opening part of the recess has a base
end part extending by a predetermined length with
an inner diameter substantially the same as an outer
diameter of the engagement part along the axial di-
rection, and a tapered part reduced in diameter from
the base end part toward the narrow part.

6. The plunger kit according to any one of claims 1 to 5,
wherein the engagement part has a shape that de-
creases in size toward a tip end until the outer diam-
eter of the engagement part substantially coincides
with an outer diameter of a base end of the conical
part.

7. The plunger kit according to any one of claims 1 to 6,
wherein a pair of the engagement parts is provided
spaced apart from each other by 180° in the circum-
ferential direction.

8. The plunger kit according to any one of claims 1 to 7,
wherein coating that improves sliding performance
of the mounting part of the plunger rod with respect
to the piston is formed on an inner surface of the
opening part of the piston.

9. The plunger kit according to any one of claims 1 to 8,
wherein coating that improves sliding performance
of the mounting part of the plunger rod with respect
to the piston is formed on an outer surface of the

conical part and an outer surface of the engagement
part.

10. The plunger kit according to any one of claims 1 to
9, the plunger kit further comprising a slit structure
formed over the conical part, the engagement part,
and the shaft part, the engagement part being elas-
tically deformable inward.

11. The plunger kit according to any one of claims 1 to
10, wherein a pair of the cut-out parts is formed
across the shaft part, and a pair of the engagement
parts is formed to project in an arrowhead shape.

12. The plunger kit according to claim 11, wherein the
cut-out part is obtained by cutting out the engage-
ment part within an area from the outer diameter of
the engagement part to the outer diameter of the
shaft part.

13. The plunger kit according to any one of claims 1 to
10, wherein the cut-out part is formed to extend spi-
rally in the axial direction, and a thread ridge is
formed on the engagement part.

14. A syringe kit comprising:

a plunger kit according to any one of claims 1 to
3; and
a syringe main body part having a liquid medi-
cine storage chamber that stores liquid medi-
cine, a nozzle provided on a tip end of the liquid
medicine storage chamber, and a cap that seals
a tip end opening part of the nozzle,
wherein the piston is slidable in the liquid med-
icine storage chamber.

15. A prefilled syringe comprising:

the syringe kit according to claim 14; and
liquid medicine filled in the liquid medicine stor-
age chamber,
wherein the piston is disposed so as to be slid-
able in the liquid medicine storage chamber.
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