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(54) INDOOR UNIT OF AIR CONDITIONER

(57) The present disclosure relates to an indoor unit
of an air conditioner. In the indoor unit according to the
present disclosure, a voice recognition device is mounted
on a side surface of a cabinet. A voice input device and
a speaker are disposed inside the voice recognition de-
vice. The voice input device disposed inside the voice
recognition device is disposed to be inclined forward and
includes a voice guide groove formed on a front surface
of the voice input device.
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Description

BACKGROUND OF THE DISCLOSURE

Field of the disclosure

[0001] The present disclosure relates to an indoor unit
of an air conditioner, and more particularly, to an indoor
unit equipped with a voice recognition device.

Related Art

[0002] As a conversational smart home era begins in
earnest, a development of home appliances that provide
interactive services through voice recognition-based ar-
tificial intelligence platforms is required.
[0003] In order to provide such an interactive service,
a voice input device for recognizing a voice and a speaker
for transmitting a sound should be provided in the home
appliance used.
[0004] In a case of an air conditioner for controlling a
temperature of indoor air in an indoor space, positions
at which a voice input device and a voice recognition
device having a speaker are disposed may be changed
depending on a type of an indoor unit. Since a sound is
transmitted through air, there may be a problem in that
an operation of the voice recognition device is not
smoothly performed in a portion where air actively flows.
Since the portion where the air actively flows is formed
differently depending on the type of the indoor unit, the
arrangement of the voice recognition device in consider-
ation of this may be required.
[0005] In the case of a wall-mounted indoor unit in-
stalled on a wall surface of an indoor space, an intake
port or a discharge port may be formed on a front surface
facing the indoor space, and air flow may be actively
formed in the front surface by the intake port and the
discharge port. Accordingly, when a voice recognition
device is not disposed without considering the structural
characteristics, there may be a problem in that voice rec-
ognition or transmission with a user is not smoothly per-
formed.

SUMMARY

[0006] The present disclosure provides a wall-mount-
ed indoor unit that accurately recognizes a user’s voice.
[0007] Objects of the present disclosure are not limited
to the objects mentioned above, and other objects not
mentioned will be clearly understood by those skilled in
the art from the following description.
[0008] In order to achieve the above object, in an indoor
unit according to the present disclosure, a voice recog-
nition device is mounted on a side surface of a cabinet.
A voice input device and a speaker are disposed inside
the voice recognition device. The voice input device dis-
posed inside the voice recognition device is disposed to
be inclined forward and includes a voice guide groove

formed on a front surface of the voice input device.
[0009] In order to achieve the above object, the indoor
unit according to the present disclosure includes a voice
input device for recognizing a user’s voice, and a voice
recognition device including a speaker for outputting
sound.
[0010] Specifically, according to an aspect of the
present disclosure, there is provided a voice recognition
device including: a base cover including a base surface
and a peripheral surface extending upward in a height
direction from an edge of the base surface and forming
an opening portion at the other end portion of the periph-
eral surface; a top cover covering the opening portion of
the base cover, configured to couple with the base cover
to form an inner space, and including a communication
hole allowing the inner space to communicate with an
outside; a voice input device disposed in the inner space
to receive a voice; a speaker disposed in the inner space
to output a sound; and a middle cover fixedly disposed
in the inner space to fix the voice input device and the
speaker.
[0011] In addition, the middle cover includes a cover
surface disposed in contact with an inner surface of the
top cover, a voice guide portion connected to one side
of the communication hole and including a voice guide
groove recessed inward from the cover surface to guide
a voice generated from the outside to the voice input
device through the communication hole, and a speaker
mounting portion forming a speaker installation space
and communicate with an outside of the top cover through
the other side of the communication hole, and a cover
surface disposed in contact with the inner surface of the
top cover is disposed between the speaker mounting por-
tion and the voice guide portion. Accordingly, the voice
input device prevents interference by the speaker.
[0012] The voice guide portion, the cover surface, and
the speaker mounting portion are sequentially disposed
below the communication hole. Accordingly, a direction
in which the voice input device communicates through
the communication hole and a direction in which the
speaker communicates through the communication hole
are distinguished.
[0013] The top cover includes a first cover having an
elliptical shape and disposed at a center thereof, a sec-
ond cover disposed at a predetermined distance from an
outer periphery of the first cover and fastened to the base
cover, and a connection member connecting the first cov-
er and the second cover to each other, and an elliptical
ring-shaped communication is formed between the first
cover and the second cover in the top cover.
[0014] The communication hole includes a pair of
straight holes having the same length, spaced apart by
a predetermined distance from each other, and formed
side by side, a first curved hole connecting one end por-
tions of each of the pair of straight holes to each other to
form a curved surface, and a second curved hole con-
necting the other end portions of each of the pair of
straight holes to form a curved surface.
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[0015] The voice guide portion includes a pair of voice
guide portions disposed below the pair of straight holes,
a voice guide groove formed in each of the pair of voice
guide portions extends in a direction of the first curved
hole along each of the pair of straight holes, and the
speaker mounting portion is disposed at a position at
which the second curved hole is formed. Accordingly, the
communication holes through which the voice guide
groove and the speaker mounting portion communicate
are distinguished.
[0016] The top cover has a shape protruding upward
in the height direction from a center thereof, and the cover
surface has a curved surface shape corresponding to the
top cover. Accordingly, the middle cover can be in close
contact with the top cover.
[0017] The voice guide portion includes an inclined sur-
face disposed to be inclined downward from the cover
surface so that the voice input device is disposed inside
the inclined surface, a voice guide groove-base bent an
end portion of the inclined surface to extend along the
communication hole, and a voice guide groove-side sur-
face portion bent upward in the height direction from both
end portions of the voice guide groove-base and extend-
ing to the cover surface.
[0018] A voice input device is mounted on an inner
surface of the inclined surface, and a voice input device
communication hole allowing the voice guide groove and
the voice input device to communicate with each other
is formed on the inclined surface. Accordingly, the voice
input device disposed on the inner surface can detect an
external voice through the voice guide groove and the
voice input device communication hole.
[0019] The voice input device communication hole is
open to form an inclination angle upward in the height
direction and a direction toward which the inclined sur-
face is directed. Accordingly, the voice input device com-
munication hole is open in a direction opposite to the
speaker mounting portion.
[0020] A voice input device communication hole is
formed so that a size of the hole increases from the inner
surface of the inclined surface toward an outer surface
thereof. Accordingly, it is possible to extend a voice input
range.
[0021] The speaker mounting portion includes a first
speaker mounting portion forming a space on an outer
side of the middle cover so that a portion of the speaker
is disposed, and a second speaker mounting portion
forming a space on an inner side of the middle cover so
that other portions of the speaker are disposed.
[0022] The first speaker mounting portion includes a
speaker mounting surface disposed apart downward in
the height direction from the cover surface and forming
a flat surface so that a portion of the speaker is mounted,
a speaker insertion guide surface connecting between
the speaker mounting surface and the cover surface and
guiding insertion of the speaker, a speaker fixing rib
formed to limit a movement of the speaker at an end
portion of the speaker mounting surface, and a speaker

mounting hole formed so that the speaker is inserted be-
tween the speaker mounting surface and the cover sur-
face. Accordingly, it is possible to stably fix the speaker.
[0023] According to another aspect of the present dis-
closure, there is provided an indoor unit of an air condi-
tioner, including: a cabinet including both side surfaces
and a peripheral surface portion disposed to face upward,
downward, and forward between both side surfaces, an
intake port and a discharge portion below the intake port
being formed in the peripheral surface portion; and a
blower fan disposed inside the cabinet and forming an
air flow from the intake port to the discharge port, in which
the voice recognition device is disposed on one side sur-
face of both side surfaces of the cabinet. Accordingly, it
is possible minimize effects of a flow of air caused by the
indoor unit.
[0024] The voice recognition device disposed in the
indoor unit includes a base cover including a base surface
mounted on the cabinet and a peripheral surface extend-
ing upward in a height direction of the voice recognition
device from an edge of the base surface, a top cover
covering an upper side of the base cover in the height
direction, configured to couple with the base cover to
form an inner space, and including a communication hole
allowing the inner space to communicate with an outside
of the voice recognition device, and a middle cover fixedly
disposed in the inner space to fix the voice input device,
in which the middle cover includes a cover surface dis-
posed in contact with an inner surface of the top cover,
a voice guide portion connected to one side of the com-
munication hole and including a voice guide groove re-
cessed inward from the cover surface to guide a voice
generated from the outside to the voice input device
through the communication hole.
[0025] The voice guide portion includes an inclined sur-
face disposed to be inclined downward in the height di-
rection from the cover surface toward the front side so
that the voice input device is disposed inside the inclined
surface, and a voice input device communication hole
allowing the voice guide groove and the voice input de-
vice to communicate with each other is formed on the
inclined surface. Accordingly, it is possible to recognize
a voice generated in front of the indoor unit.
[0026] Details of other embodiments are included in
the detailed description and drawings.

ADVANTAGEOUS EFFECTS

[0027] According to the indoor unit of the present dis-
closure, there are one or more of the following effects.
[0028] First, the voice recognition device is disposed
on the side surface of the wall-mounted indoor unit in
which air flow is formed less, and thus, the voice recog-
nition device can be less affected by the air flow.
[0029] Second, the voice input device is inclined to face
forward, the voice guide groove is formed in front of the
voice input device, and thus, a user’s voice can be rec-
ognized with high reliability.
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[0030] The effects of the present disclosure are not
limited to the above-mentioned effects, and other effects
not mentioned will be clearly understood by those skilled
in the art from the description of the claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0031]

FIG. 1 is a perspective view of an indoor unit of an
air conditioner according to one embodiment of the
present disclosure.
FIG. 2 is a side view of the indoor unit of an air con-
ditioner according to one embodiment of the present
disclosure.
FIG. 3 is a perspective view of a voice recognition
device according to one embodiment of the present
disclosure.
FIG. 4 is a side view of the voice recognition device
according to one embodiment of the present disclo-
sure.
FIG. 5 is a plan view of the voice recognition device
according to one embodiment of the present disclo-
sure.
FIG. 6 is a cross-sectional view for describing a state
in which the voice recognition device according to
one embodiment of the present disclosure is mount-
ed on a side surface of a cabinet.
FIG. 7 is an exploded view of the voice recognition
device according to one embodiment of the present
disclosure.
FIG. 8 is a perspective view of a base cover accord-
ing to one embodiment of the present disclosure.
FIG. 9 is a plan view illustrating a printed circuit board
mounted on the base cover according to one em-
bodiment of the present disclosure.
FIG. 10 is a cross-sectional view for describing a
fastening relationship between the base cover and
a top cover according to one embodiment of the
present disclosure.
FIG. 11 is a perspective view of a middle cover ac-
cording to one embodiment of the present disclo-
sure.
FIG. 12 is a plan view of a state in which a speaker
and a voice input device are mounted on the middle
cover according to one embodiment of the present
disclosure.
FIG. 13 is a bottom view of the state in which the
speaker and the voice input device are mounted on
a middle cover according to one embodiment of the
present disclosure.
FIG. 14 is a plan view of a state in which the middle
cover is mounted on the base cover according to one
embodiment of the present disclosure.
FIG. 15 is a cross-sectional view of the middle cover
for describing a voice guide groove and a voice input
device communication hole according to one em-
bodiment of the present disclosure.

FIG. 16 is a cross-sectional view for describing an
arrangement relationship of the middle cover and
the top cover according to one embodiment of the
present disclosure.
FIG. 17 is a diagram illustrating an indoor unit, a voice
recognition system, and a home appliance control
server of an indoor unit control system according to
one embodiment of the present disclosure.
FIG. 18 is a diagram schematically illustrating the
indoor unit control system according to one embod-
iment of the present disclosure.

DESCRIPTION OF EXEMPLARY EMBODIMENTS

[0032] Advantages and features of the present disclo-
sure and methods of achieving them will become appar-
ent with reference to embodiments described below in
detail in conjunction with the accompanying drawings.
However, the present disclosure is not limited to the em-
bodiments disclosed below, but can be implemented in
various different forms. That is, only the present embod-
iments are provided to ensure that the disclosure of the
present disclosure is complete and to completely inform
those of ordinary skill in the art to which the present dis-
closure belongs of the scope of the invention, and the
present disclosure is defined by the scope of claims. The
same reference numerals refer to the same components
throughout.
[0033] Hereinafter, the present disclosure will be de-
scribed with reference to the drawings for describing an
indoor unit of an air conditioner according to embodi-
ments of the present disclosure.

<Indoor Unit of Wall-mounted Air Conditioned

[0034] FIG. 1 is a perspective view of an indoor unit of
an air conditioner according to one embodiment of the
present disclosure. FIG. 2 is a side view of the indoor
unit of an air conditioner according to one embodiment
of the present disclosure.
[0035] Hereinafter, the indoor unit according to the
present embodiment will be described with reference to
FIGS. 1 to 2.
[0036] An indoor unit 10 according to the present em-
bodiment may be a wall-mounted air conditioner installed
on a wall surface of an indoor space.
[0037] The indoor unit 10 according to the present em-
bodiment may include a cabinet 12 which forms an outer
shape portion in which an intake port 12a and a discharge
port (not illustrated) are formed, a blower fan (not illus-
trated) which is disposed inside the cabinet 12 and forms
an air flow from the intake port 12a to the discharge port
(not illustrated), and a heat exchanger (not illustrated)
through which a refrigerant for heat-exchanging air flow-
ing by the blower fan flows.
[0038] The intake port 12a according to the present
embodiment is formed on an upper side of the cabinet
12. The discharge port of the indoor unit according to the
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present embodiment may be formed on a front surface,
a lower surface, or a portion between the front surface
and the lower surface of the cabinet 12.
[0039] A voice recognition device 100 for recognizing
a user’s voice and transmitting a sound or voice to the
user may be disposed on one side of the indoor unit 10.
The voice recognition device 100 according to the
present embodiment may be disposed on a side surface
12b of the cabinet 12.

<Voice Recognition Device>

[0040] FIG. 3 is a perspective view of a voice recogni-
tion device according to one embodiment of the present
disclosure. FIG. 4 is a side view of the voice recognition
device according to one embodiment of the present dis-
closure. FIG. 5 is a plan view of the voice recognition
device according to one embodiment of the present dis-
closure. FIG. 6 is a cross-sectional view for describing a
state in which the voice recognition device according to
one embodiment of the present disclosure is mounted
on a side surface of a cabinet. FIG. 7 is an exploded view
of the voice recognition device according to one embod-
iment of the present disclosure. FIG. 8 is a perspective
view of a base cover according to one embodiment of
the present disclosure. FIG. 9 is a plan view showing a
printed circuit board mounted on the base cover accord-
ing to one embodiment of the present disclosure. FIG.
10 is a cross-sectional view for describing a fastening
relationship between the base cover and a top cover ac-
cording to one embodiment of the present disclosure.
FIG. 11 is a perspective view of a middle cover according
to one embodiment of the present disclosure. FIG. 12 is
a plan view of a state in which a speaker and a voice
input device are mounted on the middle cover according
to one embodiment of the present disclosure. FIG. 13 is
a bottom view of the state in which the speaker and the
voice input device are mounted on a middle cover ac-
cording to one embodiment of the present disclosure.
FIG. 14 is a plan view of a state in which the middle cover
is mounted on the base cover according to one embod-
iment of the present disclosure. FIG. 15 is a cross-sec-
tional view of the middle cover for describing a voice
guide groove and a voice input device communication
hole according to one embodiment of the present disclo-
sure.
[0041] Hereinafter, a voice recognition device accord-
ing to the present embodiment will be described with ref-
erence to FIGS. 3 to 15.
[0042] When describing the voice recognition device
100 described below, a direction in which the base sur-
face 110a of the base cover 110 faces outward is referred
to as a lower side in height direction HD, and a direction
in which a top cover 160 faces outward is referred to as
an upper side in height direction HU.
[0043] A direction or surface facing an inner space
formed by the base cover 110 and the top cover 160 is
referred to an inner direction or an inner surface, and a

direction or surface facing an outer space of the base
cover 110 and the top cover 160 is referred to as an outer
direction or an outer surface. A direction or surface facing
an inner space formed by the base cover 110 and a mid-
dle cover 130 is referred to as an inner direction or an
inner surface, and a direction or surface facing an outer
space of the base cover 110 and the middle cover 130
is referred to an outer direction or an outer surface.
[0044] In addition, front (F), rear (R), upper (U) and
lower (D) direction indications are described with refer-
ence to front (F), rear (R), upper (U), and lower (D) di-
rections of the cabinet 12. That is, the front (F), rear (R),
upper (U), and lower (D) may be classified based on when
the voice recognition device 100 is mounted on the cab-
inet 12.
[0045] The voice recognition device 100 according to
the present embodiment may implement an interface with
a user through a voice or sound. The voice recognition
device 100 may be disposed on the side surface of the
indoor unit 10. The voice recognition device 100 accord-
ing to the present embodiment is disposed on the side
surface of the cabinet 12 of the indoor unit 10 installed
on the wall surface of the indoor space.
[0046] The voice recognition device 100 according to
the present embodiment includes housings 110 and 160
which form an outer shape, a voice input device 190
which is disposed inside the housings 110 and 160 and
receives a user’s voice, a speaker 180 which informs a
user of operation state or processing information of the
indoor unit 10 or outputs a voice corresponding to a voice
recognition result, a printed circuit board 195 which con-
verts an audio signal received by the voice input device
190 into an electric signal or processes a signal to be
output from the speaker 180, and a middle cover 130
which fixes the speaker 180 and the voice input device
190 inside the housings 110 and 160.
[0047] A reception hole (not illustrated) for receiving a
voice is formed on one side of the voice input device 190.
The reception holes may be disposed at positions corre-
sponding to the voice input device communication holes
148a and 148b formed in inclined surfaces 1461a and
1461b of voice guide grooves 146a and 146b to be de-
scribed below.
[0048] The voice input device 190 may include a plu-
rality of voice input devices 190 to more accurately re-
ceive a user’s voice command, and the plurality of voice
input devices 190 may be disposed at different positions.
[0049] The voice input device 190 according to the
present embodiment includes two voice input devices
190 to secure voice recognition performance. The two
voice input devices 190 is disposed to be spaced apart
from each other by a predetermined distance. A noise
may be removed by comparing the voices input from the
two voice input devices 190 spaced apart from each other
by a predetermined distance.
[0050] The voice input device 190 according to the
present embodiment is disposed on an inner surface of
the middle cover 130 described below. In the middle cov-
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er 130 according to the present embodiment, the voice
input device communication holes 148a and 148b are
formed in a portion where the voice input device 190 is
disposed. That is, in the middle cover 130 according to
the present embodiment, two voice input device commu-
nication holes 148a and 148b are formed in the portions
where the two voice input devices 190 are disposed.
[0051] The voice input device communication holes
148a and 148b formed in the middle cover 130 are formed
at positions corresponding to communication holes 168a
and 168b formed in the top cover 160 described below.
Accordingly, a voice of an external user can be transmit-
ted to the voice input device 190 through the communi-
cation holes 168a and 168b of the top cover 160 and the
voice input device communication holes 148a and 148b
of the middle cover 130.
[0052] The voice input device 190 may be mounted on
the middle cover 130 through a separate adhesive mem-
ber (not illustrated).
[0053] The speaker 180 according to the present em-
bodiment includes a speaker body 182 which forms an
external shape of the speaker 180 and has a speaker
opening portion 182a opened to output a sound in one
direction, an output unit (not illustrated) which outputs a
sound to the speaker opening portion 182a formed one
side of the speaker body 182, and a speaker fastening
unit 184 formed to fasten the speaker body 182 to the
middle cover 130. The speaker fastening unit 184 is fas-
tened to a speaker fastening member 134d formed in the
middle cover 130.
[0054] The speaker body 182 includes a first speaker
body 1821 disposed to face an outer direction of the mid-
dle cover 130 and a second speaker body 1822 disposed
to face an inner direction of the middle cover 130 when
the speaker 180 is mounted on the middle cover 130.
The speaker opening portion 182a is formed in the first
speaker body 1821 and is disposed to face the outer
direction of the middle cover 130.
[0055] The housings 110 and 160 may include cabinet
fastening hooks 120a and 120b for mounting to the side
surface 12b of the cabinet 12. In the housings 110 and
160, the communication holes 168a and 168b open to
transmit the sound generated by the speaker 180 to the
outside may be formed. In the housings 110 and 160,
the communication holes 168a and 168b open to transmit
the user’s voice to the voice input device 190 may be
formed. The communication holes 168a and 168b formed
in the housings 110 and 160 may transmit a sound gen-
erated by the speaker 180 to the outside or a user’s voice
to the voice input device 190.
[0056] The housings 110 and 160 form a space in
which the printed circuit board 195, the speaker 180, and
the voice input device 190 are disposed.
[0057] The housings 110 and 160 include a base cover
which is mounted on the side surface 12b of the cabinet
12, forms a space in which a component such as the
printed circuit board 195 is disposed, and has one open
side, and a top cover 60 which covers the one open side

of the base cover 110 and has the communication holes
168a and 168b through which a sound generated by the
speaker 180 is transmitted to the outside or the user’s
voice is transmitted to the voice input device 190.
[0058] The base cover 110 may be mounted on the
side surface 12b of the cabinet 12. The base cover 110
may have a flat cylindrical shape with the one open side.
[0059] The base cover 110 includes a printed circuit
board fixing rib 112 on which the printed circuit board 195
is mounted, middle cover fastening portion 114a and
114b to which the middle cover 130 is fastened, errone-
ous assembly prevention structures 116a and 116b
which fixes a direction in which the middle cover 130 is
mounted on the base cover 110, and top cover fastening
portions 118a and 118b which are fastened to the top
cover 160.
[0060] The printed circuit board fixing rib 112 may be
formed on the inner surface of the base cover 110 to fix
the printed circuit board 195 inside the base cover 110.
The middle cover fastening portions 114a and 114b may
fasten the middle cover 130 to the base cover 110
through a separate fastening member (not illustrated).
[0061] The erroneous assembly prevention structures
116a and 116b are formed on an inner peripheral surface
of the base cover 110 to determine a direction in which
the middle cover 130 is inserted into the base cover 110.
Two erroneous assembly prevention structures 116a and
116b according to the present embodiment may be dis-
posed on an inner peripheral surface of the base cover
110. The two erroneous assembly prevention structures
116a and 116b disposed on the inner peripheral surface
of the base cover 110 are not formed on surfaces facing
each other.
[0062] The top cover fastening portions 118a and 118b
may be engaged with and fastened to base cover fas-
tening portions 174a and 174b formed on the top cover
160. A fastening groove may be formed in one of each
of the top cover fastening portions 118a and 118b and
each of the base cover fastening portions 174a and 174b,
a fastening hook may be formed in the other one, and
thus, the top cover fastening portions 118a and 118b and
the base cover fastening portions 174a and 174b can be
fastened in such a way that they engage with each other.
In the present embodiment, the fastening grooves are
formed in the top cover fastening portions 118a and 118b,
and the corresponding fastening protrusions are formed
in the base cover fastening portions 174a and 174b.
[0063] The base cover 110 may include the base sur-
face 110a which comes into contact with the cabinet 12
when the base cover 110 is mounted on the cabinet 12,
and a peripheral surface 110b which is bent at an end
portion forming an edge of the base surface 110a and
extends in the open one direction.
[0064] The base surface 110a may have a substantial-
ly circular shape. The peripheral surface 110b is con-
nected to the base surface 110a at one end portion. An
opening portion of the base cover 110 is formed at the
other end of the peripheral surface 110b. The peripheral
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surface 110b may be formed to gradually move away
from a center of the base cover as it goes from the base
surface 110a in the direction of the opening portion.
[0065] The cabinet fastening hooks 120a and 120b
formed to be fastened to the cabinet 12 may be disposed
on the outside of the base surface 110a. A pair of cabinet
fastening hooks 120a and 120b may protrude outward
from the base surface 110a.
[0066] The printed circuit board fixing rib 112 on which
the printed circuit board 195 is mounted is formed on the
inner side of the base surface 110a. The printed circuit
board fixing rib 112 may form a space into which the
printed circuit board 195 is inserted, and may have a
shape surrounding the printed circuit board 195. In ad-
dition, a fixing protrusion 112a for fixing the mounted
printed circuit board 195 may be formed at an end portion
of the printed circuit board fixing rib 112.
[0067] The middle cover fastening portions 114a and
114b may be formed on the inner side of the base surface
110a.
[0068] At least two erroneous assembly prevention
structures 116a and 116b are formed on the inner side
of the peripheral surface 110b. The top cover fastening
portions 118a and 118b are formed on the peripheral
surface 110b of the base cover 110 according to the
present embodiment.
[0069] The top cover 160 covers the opened upper side
in height direction HU of the base cover 110. The top
cover 160 has a schematically circular shape, and forms
a curved surface convex toward the upper side in height
direction HU The top cover 160 may have a convex shape
from the center of the top cover 160 to the upper side in
the height direction HU Accordingly, the top cover 160 is
positioned on the lower side in height direction HD as it
gets farther from the center, and may be formed in a
curved surface as a whole.
[0070] The communication holes 168a and 168b are
formed in the top cover 160 to transmit the sound gen-
erated by the speaker 180 to the outside or the user’s
voice to the voice input device 190.
[0071] The communication holes 168a and 168b in-
clude a pair of straight holes 170a and 170b which are
formed side by side spaced apart by a predetermined
distance by the same length, and a pair of curved holes
172a and 172b which connects both ends of the pair of
straight holes 170a and 170b to each other to form curved
surfaces.
[0072] When the voice recognition device 100 is
mounted on the cabinet 12, each of the pair of straight
holes 170a and 170b may be formed to be long in a front-
rear direction. The straight holes 170a and 170b may be
formed on the upper side in height direction HU of a por-
tion where the voice input device 190 described below
is disposed. The straight holes 170a and 170b may be
formed on the upper side in height direction HU of the
voice guide grooves 146a and 146b formed in the middle
cover 130 described below.
[0073] The straight holes 170a and 170b are disposed

on the upper side in height direction HU of the voice guide
grooves 146a and 146b formed in the middle cover 130
at the front thereof, and are disposed on the upper side
in height direction HU of the cover surface 132 of the
middle cover 130 at the rear thereof.
[0074] When the voice recognition device 100 is
mounted on the cabinet 12, the pair of curved holes 172a
and 172b may be disposed toward the front and rear.
Connection members 166a and 166b may be disposed
in portions where the pair of curved holes 172a and 172b
is formed.
[0075] The curved holes 172a and 172b are a first
curved hole 172a formed on a front (F) side of the voice
recognition device 100 and a second curved hole 172b
formed on a rear (R) side of the voice recognition device
100.
[0076] The first curved hole 172a extends from front
end portions of the pair of straight holes 170a and 170b,
and the first curved hole 172a is disposed on the upper
side in height direction HU of the voice guide grooves
146a and 146b in the portions connected to the straight
holes 170a and 170b. However, the first curved hole 172a
is disposed on the upper side in height direction HU of
the cover surface 132 of the middle cover 130 toward the
front end portion.
[0077] The second curved hole 172b extends from rear
end portions of the pair of straight holes 170a and 170b,
and the second curved hole 172b is disposed on the up-
per side in height direction HU of the cover surface 132
of the middle cover 130 in the portions connected to the
straight holes 170a and 170b. Moreover, the second
curved hole 172b is disposed on the upper side of a first
speaker mounting portion 134 toward the rear end por-
tion. Accordingly, the sound generated by the speaker
180 may be transmitted to the outside through the second
curved hole 172b. Referring to FIG. 5, the voice guide
portions 145a and 145b, the cover surface 132, and the
speaker mounting portion 134 are sequentially disposed
below the communication holes 168a and 168b.
[0078] The top cover 160 includes a first cover 162
which has an elliptical shape and is disposed at a center
thereof, a second cover 164 which is spaced apart by a
predetermined distance from an outer periphery of the
first cover 162 and fastened to the base cover 110, the
connection members 166a and 166b which connect the
first cover 162 and the second cover 164 to each other,
and the communication holes 168a and 168b which are
formed between the first cover 162 and the second cover
164. The connection members 166a and 166b may be
disposed at the front end portion and the rear end portion
of the first cover 162 to connect the first cover 162 and
the second cover 164 to each other.
[0079] The middle cover 130 is disposed in the inner
space formed by the top cover 160 and the base cover
110, and fixes the speaker 180 and the voice input device
190. The middle cover 130 may be fixed to the base cover
110 through a separate fastening member (not illustrat-
ed).
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[0080] The outer surface of the middle cover 130 may
be disposed to be partially in contact with the inner sur-
face of the top cover 160. The middle cover 130 may
have a substantially disk shape, and may form a curved
surface of which a center is convex toward the upper side
in height direction HU The curved surface formed by the
middle cover 130 may be formed to correspond to the
curved surface formed by the top cover 160. Accordingly,
when the middle cover 130 is disposed inside the top
cover 160, the outer surface of the middle cover 130 may
be disposed in contact with the inner surface of the top
cover 160. That is, by minimizing a spatial structure
formed around the voice guide grooves 146a and 146b
described below, noise generated in a surrounding spa-
tial structure of the voice input device 190 can be mini-
mized.
[0081] The middle cover 130 includes speaker mount-
ing portions 134 and 136 to which the speaker 180 is
mounted and fixed, voice input device mounting portions
144a and 144b on which the voice input device 190 is
mounted, and the voice guide grooves 146a and 146b
which guide a voice generated by the user to the voice
input device 190. The middle cover 130 includes the voice
guide portions 145a and 145b including the voice guide
grooves 146a and 146b concave inward from the cover
surface 132 to guide a voice generated from the outside
to the voice input device through the communication
holes 168a and 168b.
[0082] The middle cover 130 includes a cover surface
132 having a curved surface shape corresponding to the
top cover 160, and an edge portion 132a bent downward
in the height direction at an edge portion of the cover
surface 132.
[0083] The speaker mounting portions 134 and 136
have a structure in which the speaker 180 is inserted
from the inner surface of the middle cover 130 toward
the outer surface. The speaker mounting portions 134
and 136 form a concave groove in the cover surface 132
and include a speaker mounting hole 138 into which the
speaker 180 is inserted.
[0084] The speaker mounting portions 134 and 136
include a first speaker mounting portion 134 on which a
first speaker body 1821 is mounted, and a second speak-
er mounting portion 136 on which a second speaker body
1822 is mounted. The first speaker mounting portion 134
is disposed on the rear side of the middle cover 130, and
the second speaker mounting portion 136 is disposed on
the front side of the middle cover 130.
[0085] The first speaker mounting portion 134 includes
a speaker mounting surface 134a which is disposed to
be spaced apart toward a lower side in height direction
HD from the cover surface 132 and forms a flat surface
on which a portion of the speaker 180 is mounted, speak-
er insertion guide surfaces 134b and 134c which connect
between the speaker mounting surface 134a and the cov-
er surface 132 and guides the insertion of the speaker
180, a speaker fixing rib 134e which is formed to limit a
movement of the speaker 180 at an end portion of the

speaker mounting portion 134a, and a speaker mounting
hole 138 into which the speaker 180 is inserted between
the speaker mounting surface 134a and the cover sur-
face 132. The first speaker mounting portion 134 may
further include a speaker fastening member 134d formed
to fasten the speaker 180 to the middle cover 130 as a
separate fastening member (not illustrated). The speaker
fastening member 134d is formed at an end portion of
the first speaker mounting portion 134.
[0086] The speaker mounting surface 134a and the
speaker insertion guide surfaces 134b and 134c may
form a groove in which the first speaker body 1821 is
disposed.
[0087] The second speaker mounting portion 136 may
form a curved surface corresponding to the curved sur-
face formed by the top cover 160 and may be in contact
with the top cover 160. The second speaker mounting
portion 136 may be disposed between the pair of voice
input device communication holes 148a and 148b de-
scribed below. The second speaker mounting portion 136
includes a speaker fixing protrusion 136a for fixing the
second speaker body 1822 disposed inward. The speak-
er fixing protrusion 136a may protrude inward from the
inner surface of the cover surface 132 and come into
contact with one side of the second speaker body 1822.
[0088] When the speaker 180 is mounted on the middle
cover 130, a portion of the speaker 180 may be disposed
on the outer surface of the middle cover 130, and the
remaining portion thereof may be disposed on the inner
surface of the middle cover 130. When the speaker 180
is mounted on the middle cover 130, the first speaker
body 1821 is disposed on the outer surface of the middle
cover 130, and the second speaker body 1822 is dis-
posed on the inner surface of the middle cover 130.
[0089] The voice input device mounting portions 144a
and 144b include two voice input device mounting por-
tions 144a and 144b in which two voice input devices
190 spaced apart by a predetermined distance are dis-
posed. The two voice input device mounting portions
144a and 144b are spaced apart from each other by a
predetermined distance.
[0090] The voice input device mounting portions 144a
and 144b are formed on the inner surface of the middle
cover 130. That is, the voice input device 190 is mounted
on the inner surface of the middle cover 130. The voice
input device 190 is attached to the middle cover 130 with
a separate fastening member (not illustrated) capable of
bonding the voice input device 190 to the middle cover
130. When the voice input device 190 is mounted on the
voice input device mounting portions 144a and 144b, the
voice input device 190 is inclined toward the front F.
When the voice input device 190 is mounted on the voice
input device mounting portions 144a and 144b, a recep-
tion hole formed in the voice input device 190 is inclined
toward the front F. The voice input device mounting por-
tions 144a and 144b may be formed on inner surfaces
of inclined surfaces 1461a and 1461b described below.
[0091] The voice guide grooves 146a and 146b ac-
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cording to the present embodiment include two voice
guide grooves 146a and 146b formed at a portion in which
the two voice input devices 190a and 190b spaced apart
from each other are disposed.
[0092] The cover surface 132 of the middle cover 130
disposed in contact with the inner surface of the top cover
160 is formed between the two voice guide grooves 146a
and 146b. The voice guide grooves 146a and 146b are
formed between the inner surface of the top cover 160
and the cover surface 132 of the middle cover 130 dis-
posed in contact with the inner surface. The cover surface
132 of the middle cover 130 disposed in contact with the
inner surface of the top cover 160 is disposed around the
voice guide grooves 146a and 146b. The second speaker
mounting portion 136 in which the second speaker body
1821 is disposed may be formed on the inner surface of
the cover surface 132 disposed between the two voice
guide grooves 146a and 146b.
[0093] The voice guide grooves 146a and 146b form
grooves concave inwardly from the cover surface 132.
The voice guide grooves 146a and 146b may be con-
nected to the communication holes 168a and 168b
formed in the top cover 160 to communicate with the
outside. The voice guide portions 145a and 145b include
inclined surface 1461a and 1461b which are disposed to
be inclined forward, voice guide groove-bases 1462a and
1462b which are bent at end portions of the inclined sur-
faces 1461a and 1461b to extend forward, and voice
guide groove-side surface portions 1463a, 1463b,
1464a, and 1464b which extend the upper side in height
direction HU from both end portions of the voice guide
groove-bases 1462a and 1462b.
[0094] The inclined surfaces 1461a and 1461b may
form an inclination angle θ1 with the voice guide groove-
bases 1462a and 1462b. The inclination angle θ1 formed
by the inclined surfaces 1461a and 1461b and the voice
guide groove-bases 1462a and 1462b may be in a range
of 120° to 160°. The inclined surfaces 1461a and 1461b
may be inclined toward the front F. The voice input device
mounting portions 144a and 144b on which the voice
input device 190 are mounted may be formed on the inner
surfaces of the inclined surfaces 1461a and 1461b. In
the inclined surfaces 1461a and 1461b, voice input de-
vice communication holes 148a and 148b are formed
through which externally generated voice is transmitted
to the voice input device 190 mounted on the inner sur-
face of the inclined surfaces 1461a and 1461b.
[0095] Since the voice input device 190 is mounted on
the inner surfaces of the inclined surfaces 1461a and
1461b having a predetermined angle of inclination θ1
from the voice guide groove-bases 1462a and 1462b, a
voice recognition rate of a user who generates a voice
command in front of the indoor unit 10 may be increased
to 90% or more.
[0096] The cover surface 132 is disposed behind the
inclined surfaces 1461a and 1461b. Accordingly, the
communication holes 168a and 168b formed above the
voice guide grooves 146a and 146b may be disposed

above the cover surface 132 from the rear of the inclined
surfaces 1461a and 1461b.
[0097] The voice input device communication holes
148a and 148b are opened while forming an inclination
angle θ2 toward the upper side in height direction HU
and the front F direction. That is, the voice input device
communication holes 148a and 148b are formed so that
sizes of the holes increase from the inner surfaces to the
outer surfaces of the inclined surfaces 1461a and 1461b.
A rear end portion 1481 of the voice input device com-
munication holes 148a and 148b may extend to the upper
side in height direction HU A front end portion 1482 of
the voice input device communication holes 148a and
148b may extend while forming the inclination angle θ2
from the upper side in height direction HU to the front F.
That is, the inclination angle θ2 formed by the front end
portion 1482 of the voice input device communication
holes 148a and 148b and the rear end portion 1481 of
the voice input device communication holes 148a and
148b may be in the range of 30° to 40°. Since the voice
input device communication holes 148a and 148b formed
on the inclined surfaces 1461a and 1461b having a pre-
determined inclination angle θ1 are formed to be widened
in the forward direction, the voice recognition rate of the
user who generates a voice command from the front of
the indoor unit 10 may further increase.
[0098] The voice guide groove-bases 1462a and
1462b are bent on the inclined surfaces 1461a and 1461b
and extend in the forward direction F. The voice guide
groove-side surface portions 1463a, 1463b, 1464a, and
1464b extend from both ends of the voice guide groove-
bases 1462a and 1462b to the portion where the cover
surface 132 is formed. The voice guide groove-bases
1462a and 1462b and the voice guide groove-side sur-
face portions 1463a, 1463b, 1464a, and 1464b extend
forward of the inclined surfaces 1461a and 1461b, and
can guide the voice generated from the outside to the
voice input device communication holes 148a and 148b
formed in the inclined surfaces 1461a and 1461b.
[0099] The middle cover 130 may have through holes
154a and 154b through which the base cover fastening
portions 174a and 174b of the top cover 160 pass.

<Usage of Indoor Unit>

[0100] FIG. 17 is a diagram illustrating an indoor unit,
a voice recognition system, and a home appliance control
server of an indoor unit control system according to one
embodiment of the present disclosure.
[0101] Hereinafter, an indoor unit control system ca-
pable of conducting a voice conversation with a user us-
ing an indoor unit including a microphone assembly and
a voice recognition device according to the present em-
bodiment will be described with reference to FIG. 17.
[0102] As illustrated in FIG. 17, the indoor unit control
system may include the indoor unit 10, a voice recognition
system 200, and a home appliance control server 230,
and further include a service server 220 providing re-
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quired services.
[0103] The voice recognition system 200 includes the
voice recognition system 200 which receives voice data
from the indoor unit 10, analyzes the voice data, and
determines a voice command accordingly.
[0104] The voice recognition system 200 may receive
voice data from the indoor unit 10, convert the received
voice data into text data, and analyze the text data to
determine the voice command. Moreover, the voice rec-
ognition system 200 may transmit a signal corresponding
to the determined voice command to the home appliance
control server 230 or the service server 220.
[0105] The home appliance control server 230 trans-
mits a control signal based on the received request signal
to the indoor unit 10. The service server 220 determines
the service corresponding to the request signal and trans-
mits the service data.
[0106] The voice recognition system 200 may include
an automatic speech recognition (ASR) server 211, a
natural language processing (NLP) server 212, and a
text-to-speech (TTS) server 213.
[0107] In addition, the voice recognition system 200
may further include a linked service server (not illustrat-
ed) which generates the request signal corresponding to
the voice command and transmits the request signal to
the home appliance control server 230 or the service
server 220.
[0108] Each of the automatic speech recognition serv-
er 211, the natural language processing server 212, and
the text-to-speech conversion server 213 of the voice
recognition system 200 may be configured as one or a
plurality of servers, as illustrated. In addition, the auto-
matic speech recognition server 211, the natural lan-
guage processing server 212, and the text-to-speech
conversion server 213 of the voice recognition system
200 may form one voice server.
[0109] The automatic voice recognition server 211 re-
ceives voice data from the indoor unit 10 and converts
the received voice data into text data.
[0110] The automatic voice recognition server 211
may perform voice recognition on the voice data received
from the indoor unit 10 to generate text data and transmit
the text data to the natural language processing server
212.
[0111] The natural language processing server 212 re-
ceives text data from the automatic speech recognition
server 211, analyzes the received text data to determine
a voice command, and transmits a response signal based
on the determined voice command to the indoor unit 10.
[0112] The natural language processing server 212
may determine the voice command by analyzing the text
data received from the automatic voice recognition server
211 according to a natural language processing algo-
rithm.
[0113] The natural language processing server 212
may process a natural language, which is a language
that humans use daily, according to a natural language
processing algorithm, and thus, may analyze a user’s

intent. The natural language processing server 212 may
perform natural language processing on the text data re-
ceived from the automatic speech recognition server 211
to determine a voice command that meets the user’s in-
tention.
[0114] The natural language processing server 212
may determine a voice command that matches the user’s
intention even when the user inputs the voice command
in a language used in daily life.
[0115] The natural language processing server 212
may transmit a signal corresponding to the natural lan-
guage processing result, that is, a signal corresponding
to the determined voice command to the home appliance
control server 230 or the service server 220.
[0116] When the determined voice command is related
to the indoor unit 10, the natural language processing
server 212 communicates with the home appliance con-
trol server 230 to perform a corresponding operation, and
when the determined voice command is not related to
the home appliance including the indoor unit 10, the nat-
ural language processing server 212 may communicate
with the external service server 220 to perform a corre-
sponding operation.
[0117] The natural language processing server 212
determines whether the voice command determined
based on state information of the indoor unit 10 can be
supported, and may transmit a request signal corre-
sponding to the voice command determined by the home
appliance control server 230, or may transmit a signal
indicating that the function is not supported.
[0118] The text-to-speech server 213 receives a signal
including text corresponding to the response signal from
the indoor unit 10, converts the text included in the re-
ceived signal into voice data, and transmits the converted
voice data to the indoor unit 10.
[0119] The indoor unit 10 may receive a voice com-
mand input uttered by a user and transmit voice data
based on the received voice command input to the voice
recognition system 200.
[0120] The home appliance control server 230 may
transmit a control signal based on the received request
signal to the indoor unit 10.
[0121] For example, when a request for changing the
set temperature of the indoor unit 10 is received, the
home appliance control server 230 may transmit a control
signal for changing the set temperature to the indoor unit
10.
[0122] Meanwhile, the indoor unit 10 may perform a
corresponding operation according to a control signal re-
ceived from the home appliance control server 230.
[0123] In addition, the indoor unit 10 may perform the
requested operation and then transmit a signal indicating
that the operation has been performed to the home ap-
pliance control server 230.
[0124] Moreover, the home appliance control server
230 may receive a response signal to the control signal
from the indoor unit 10 and transmit processing result
information corresponding to the response signal.
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[0125] In addition, the home appliance control server
230 may transmit an operation result received from the
indoor unit 10 to the voice recognition system 200, and
transmit a response signal including processing result
information to the indoor unit 10.
[0126] The voice recognition system 200 may receive
a signal including an output phrase text corresponding
to the processing result information from the indoor unit
10, convert the received output phrase text into voice
data, and transmit the converted voice data to the indoor
unit 10. The response signal based on the determined
voice command transmitted from the natural language
processing server 212 to the indoor unit 10 may include
processing result information.
[0127] The indoor unit 10 may receive a response sig-
nal based on the voice command determined from the
natural language processing server 212. Here, the re-
sponse signal may include text data of a response cor-
responding to the determined voice command.
[0128] For example, when the user inputs a voice com-
mand to change a set temperature of an air conditioner,
the response signal may include text data indicating that
the set temperature has been changed.
[0129] Meanwhile, the indoor unit 10 may transmit a
signal including text corresponding to the received re-
sponse signal to the text-to-speech conversion server
213. Here, the signal including the text corresponding to
the response signal may include the output phrase text
corresponding to the processing result information.
[0130] Meanwhile, the text-to-speech conversion serv-
er 213 may convert the text included in the received signal
into voice data and transmit the converted voice data to
the indoor unit 10. Here, the converted voice data may
include a sound source file.
[0131] The indoor unit 10 may output a voice guidance
message based on voice data received through the
speaker.
[0132] Meanwhile, the natural language processing
server 212 determines whether the voice command de-
termined based on the state information of the indoor unit
10 can be supported by the indoor unit 10, and when the
voice command can be supported, a request signal cor-
responding to the voice command determined by the
home appliance control server 230 may be transmitted.
[0133] In addition, when it is impossible to support the
voice command determined based on the state informa-
tion of the indoor unit 10, the natural language processing
server 212 may transmit a signal indicating that the func-
tion is not supported. The signal indicating that the func-
tion is not supported may be included in a response signal
based on the determined voice command transmitted by
the natural language processing server 212.
[0134] The indoor unit 10 may request voice data from
the text-to-speech conversion server 213 and output a
voice guidance message indicating that the function is
not supported in the current state.
[0135] Depending on the embodiment, it may be de-
termined whether the home appliance control server 230

can support the voice command.
[0136] The indoor unit control system of the present
disclosure can be used by organically connecting servers
that play various roles for natural language speech
processing.
[0137] The indoor unit 10 may perform reception and
pre-processing of a voice command, and transmission
to a server, and the voice recognition system 200 may
perform natural language processing such as voice/text
conversion, intention analysis, and command identifica-
tion.
[0138] By performing natural language processing in
the voice recognition system 200, the indoor unit 10 can
reduce a load on CPU and memory of the internal em-
bedded module.
[0139] The indoor unit 10 may receive voice data in-
cluding a sound source file from the voice recognition
system 200 and output a voice guidance message as
audio, thereby responding to the user’s voice input with
auditory feedback.
[0140] The indoor unit 10 may receive a voice file from
the voice recognition system 200 as streaming and re-
produce and output a voice guidance message to the
user. Accordingly, the indoor unit 10 does not need to
store various sound source files.
[0141] The indoor unit control system secures compat-
ibility and connectivity through a plurality of servers, and
the final control command utilizes the home appliance
control server 230. Accordingly, it is possible to prevent
a conflict between the voice recognition process and the
home appliance control using Wi-Fi communication
through the home appliance control server 230 and con-
flict between the home appliance control through the port-
able terminal and the home appliance control by the voice
input through the home appliance 300.
[0142] In addition, the indoor unit control system can
reduce a load on a specific server depending on one
server through an organic connection between the serv-
ers, each server has a different role, and thus, when a
problem occurs on a specific server, it can be easily re-
sponded to by linking with other servers that play the
same role.
[0143] In addition, a plurality of servers can be inde-
pendently updated frequently, which is advantageous for
performance improvement.

<Full Utilization of Home Appliance Including Indoor 
Unit>

[0144] FIG. 18 is a diagram schematically illustrating
an indoor unit control system according to one embodi-
ment of the present disclosure.
[0145] Hereinafter, with reference to FIG. 18, a control
system that can be utilized in all home appliances includ-
ing the indoor unit 10 according to the present embodi-
ment will be described.
[0146] Referring to FIG. 18, the indoor unit control sys-
tem according to an embodiment of the present disclo-
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sure includes the home appliance 300 having a commu-
nication module to communicate with other devices or
connect to a network, the voice recognition system 200
for recognizing and processing voice, and the home ap-
pliance control server 230 for controlling the home appli-
ance according to the voice recognition result.
[0147] The home appliance 300 includes the indoor
unit 10, a washing machine 304, a mobile robot 303, and
a refrigerator 302, and may include a TV (not illustrated),
a cooking appliance (not illustrated), and the like.
[0148] In addition, the home appliance may include a
mobile terminal (not illustrated) such as a smart phone
or a tablet PC.
[0149] The home appliance 300 includes a communi-
cation module and the devices are interconnected to form
a network, and the home appliance network may be con-
nected to an external network, for example, the Internet
through a communication device 219. In addition, the
home appliance 300 may be connected to a separate
network for voice recognition and home appliance con-
trol.
[0150] The communication device 210 may be an ac-
cess point (AP) that enables mutual data transmission
and reception between home appliances and enables
each home appliance to communicate with the voice rec-
ognition system 200 and the home appliance control
server 230.
[0151] A communication method of the home appli-
ance 300 may be a Wi-Fi communication method. Wi-Fi
is only an example of a communication method, and the
present disclosure is not limited to the communication
method.
[0152] In addition, the home appliance 300 may in-
clude different types of communication modules or a plu-
rality of communication modules. For example, the home
appliance may include an NFC module, a Zigbee com-
munication module, a Bluetooth™ communication mod-
ule, and the like.
[0153] The home appliance 300 can be connected to
a server included in the voice recognition system 200,
an external predetermined server, a user’s mobile termi-
nal, or the like through a Wi-Fi communication module
or the like, and can support smart functions such as re-
mote monitoring and remote control. The user may check
information on the home appliance 300 or control the
home appliance 300 through a portable terminal.
[0154] The home appliance 300 may receive a user’s
voice input, the voice recognition system 200 may rec-
ognize and analyze the user’s voice input, and the home
appliance control server 230 may control the home ap-
pliance 300.
[0155] Meanwhile, at least some of the servers includ-
ed in the voice recognition system 200 may be a server
operated by a manufacturing company or a sales com-
pany of home appliances, or a server operated by a com-
pany entrusted with a service by the manufacturing com-
pany or the sales company.

<Control of Indoor Unit>

[0156] An air conditioner according to the present em-
bodiment may further include a compressor (not illustrat-
ed) which compresses a refrigerant flowing through the
indoor unit 10 and an outdoor unit (not illustrated) includ-
ing an outdoor heat exchanger (not illustrated) which
changes a refrigerant phase through outdoor air. The air
conditioner according to the present embodiment may
further include an outdoor unit temperature sensor (not
illustrated) for measuring the temperature of the outdoor
unit. The air conditioner according to the present embod-
iment may further include a time measurement unit (not
illustrated) for measuring a driving time of the air condi-
tioner.
[0157] The time measurement unit may measure a
short-term continuous operation time of the air condition-
er or measure a long-term cumulative operation time of
the air conditioner.
[0158] The air conditioner according to the present em-
bodiment may include a controller (not illustrated) for con-
trolling the operation of the indoor unit or the operation
of the configuration of the outdoor unit.
[0159] The controller may provide a notification to the
user when the temperature value measured by the out-
door unit temperature sensor exceeds the set tempera-
ture value. The controller may provide a notification re-
questing ventilation of the space in which the outdoor
unit is installed to the user through the speaker 180 of
the voice recognition device 100.
[0160] The controller may provide a notification to the
user when the accumulated operating time of the air con-
ditioner measured by the time measurement unit ex-
ceeds the first set time. When an accumulated operating
time of the air conditioner measured by the time meas-
urement unit exceeds a set time, the controller may pro-
vide a notification about a filter replacement time to the
user through the speaker 180 of the voice recognition
device 100.
[0161] The controller may provide a notification to the
user when the continuous operation time of the air con-
ditioner measured by the time measurement unit ex-
ceeds a second set time. The controller may receive in-
formation on the external weather through the commu-
nication module, and provide a notification to the user
when the fine dust, or contained in the outdoor air is below
a certain level. When a continuous operation time of the
air conditioner measured by the time measurement unit
exceeds a second set time and the external weather pro-
vided through the communication module illustrates fine
dust in the air below a certain level, the controller may
provide notification to the user. In this case, the controller
may provide a notification on ventilation of indoor air to
the user through the speaker 180 of the voice recognition
device 100.
[0162] Hereinbefore, preferred embodiments of the
present disclosure are illustrated and described. Howev-
er, the present disclosure is not limited to the specific
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embodiments described above, various modifications
can be made by those with ordinary knowledge in the
technical field to which the invention belongs without de-
parting from the gist of the present disclosure claimed in
the claims, and the modifications should not be individ-
ually understood from a technical spirit or perspective of
the present disclosure.

Claims

1. A voice recognition device comprising:

a base cover including a base surface and a
peripheral surface extending upward in a height
direction from an edge of the base surface and
forming an opening portion at the other end por-
tion of the peripheral surface;
a top cover covering the opening portion of the
base cover, configured to couple with the base
cover to form an inner space, and including a
communication hole allowing the inner space to
communicate with an outside;
a voice input device disposed in the inner space
to receive a voice;
a speaker disposed in the inner space to output
a sound; and
a middle cover fixedly disposed in the inner
space to fix the voice input device and the speak-
er,
wherein the middle cover includes a cover sur-
face disposed in contact with an inner surface
of the top cover, a voice guide portion connected
to one side of the communication hole and in-
cluding a voice guide groove recessed inward
from the cover surface to guide a voice gener-
ated at the outside to the voice input device
through the communication hole, and a speaker
mounting portion forming a speaker installation
space and communicate with an outside of the
top cover through the other side of the commu-
nication hole, and
a cover surface disposed in contact with the in-
ner surface of the top cover is disposed between
the speaker mounting portion and the voice
guide portion.

2. The voice recognition device of claim 1, wherein the
voice guide portion, the cover surface, and the
speaker mounting portion are sequentially disposed
below the communication hole.

3. The voice recognition device of claim 1, wherein the
top cover includes

a first cover having an elliptical shape and dis-
posed at a center thereof,
a second cover disposed at a predetermined dis-

tance from an outer periphery of the first cover
and fastened to the base cover, and
a connection member connecting the first cover
and the second cover to each other, and
an elliptical ring-shaped communication is
formed between the first cover and the second
cover in the top cover.

4. The voice recognition device of claim 1, wherein the
communication hole includes

a pair of straight holes having the same length,
spaced apart by a predetermined distance from
each other, and formed side by side,
a first curved hole connecting one end portions
of each of the pair of straight holes to each other
to form a curved surface, and
a second curved hole connecting the other end
portions of each of the pair of straight holes to
form a curved surface.

5. The voice recognition device of claim 4, wherein the
voice guide portion includes a pair of voice guide
portions disposed below the pair of straight holes,
and
a voice guide groove formed in each of the pair of
voice guide portions extends in a direction of the first
curved hole along each of the pair of straight holes.

6. The voice recognition device of claim 5, wherein the
speaker mounting portion is disposed at a position
at which the second curved hole is formed.

7. The voice recognition device of claim 1, wherein the
top cover has a shape protruding upward in the
height direction from a center thereof, and the cover
surface has a curved surface shape corresponding
to the top cover.

8. The voice recognition device of claim 1, wherein the
voice guide portion includes

an inclined surface disposed to be inclined
downward from the cover surface so that the
voice input device is disposed inside the inclined
surface,
a voice guide groove-base bent an end portion
of the inclined surface to extend along the com-
munication hole, and
a voice guide groove-side surface portion bent
upward in the height direction from both end por-
tions of the voice guide groove-base and extend-
ing to the cover surface.

9. The voice recognition device of claim 8, wherein a
voice input device is mounted on an inner surface of
the inclined surface, and
a voice input device communication hole allowing
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the voice guide groove and the voice input device to
communicate with each other is formed on the in-
clined surface.

10. The voice recognition device of claim 9, wherein the
voice input device communication hole is open to
form an inclination angle upward in the height direc-
tion and a direction toward which the inclined surface
is directed.

11. The voice recognition device of claim 9, a voice input
device communication hole is formed so that a size
of the hole increases from the inner surface of the
inclined surface toward an outer surface thereof.

12. The voice recognition device of claim 1, wherein the
speaker mounting portion includes

a first speaker mounting portion forming a space
on an outer side of the middle cover so that a
portion of the speaker is disposed, and
a second speaker mounting portion forming a
space on an inner side of the middle cover so
that other portions of the speaker are disposed.

13. The voice recognition device of claim 12, wherein
the first speaker mounting portion includes a speaker
mounting surface disposed apart downward in the
height direction from the cover surface and forming
a flat surface so that a portion of the speaker is
mounted, a speaker insertion guide surface connect-
ing between the speaker mounting surface and the
cover surface and guiding insertion of the speaker,
a speaker fixing rib formed to limit a movement of
the speaker at an end portion of the speaker mount-
ing surface, and a speaker mounting hole formed so
that the speaker is inserted between the speaker
mounting surface and the cover surface.

14. An indoor unit of an air conditioner, comprising:

a cabinet including both side surfaces and a pe-
ripheral surface portion disposed to face up-
ward, downward, and forward between both
side surfaces, an intake port and a discharge
portion below the intake port being formed in the
peripheral surface portion;
a blower fan disposed inside the cabinet and
forming an air flow from the intake port to the
discharge port; and
a voice recognition device including a voice input
device of recognizing a user’s voice and dis-
posed on one side surface of both side surfaces
of the cabinet,
wherein the voice recognition device includes:

a base cover including a base surface
mounted on the cabinet and a peripheral

surface extending upward in a height direc-
tion of the voice recognition device from an
edge of the base surface;
a top cover covering an upper side of the
base cover in the height direction, config-
ured to couple with the base cover to form
an inner space, and including a communi-
cation hole allowing the inner space to com-
municate with an outside of the voice rec-
ognition device; and
a middle cover fixedly disposed in the inner
space to fix the voice input device,

wherein the middle cover includes a cover sur-
face disposed in contact with an inner surface
of the top cover, a voice guide portion connected
to a front side of the communication hole and
including a voice guide groove recessed inward
from the cover surface to guide a voice gener-
ated at the outside to the voice input device
through the communication hole,
the voice guide portion includes an inclined sur-
face disposed to be inclined downward in the
height direction from the cover surface toward
the front side so that the voice input device is
disposed inside the inclined surface, and
a voice input device communication hole allow-
ing the voice guide groove and the voice input
device to communicate with each other is
formed on the inclined surface.

15. The indoor unit of an air conditioner of claim 13,
wherein the voice recognition device further includes
a speaker fixedly disposed to the middle cover in the
inner space to output a sound.

16. The indoor unit of an air conditioner of claim 15,
wherein the middle cover includes a speaker mount-
ing portion forming a speaker installation space and
communicate with an outside of the top cover
through a rear side of the communication hole, and
a cover surface disposed in contact with the inner
surface of the top cover is disposed between the
speaker mounting portion and the voice guide por-
tion.
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