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(54) Apparatus and Method for Controlling Network Access for Applications on Mobile Terminals

(57) An apparatus and method for configuring a fire-
wall application for controlling network access of appli-
cations included on a mobile terminal are provided. The
method includes executing the firewall application dis-
playing a list of at least one application stored on the
mobile terminal, selecting at least one of the applications

from the displayed list, selecting at least one parameter
type corresponding to the at least one selected applica-
tion, and configuring at least one parameter setting cor-
responding to the at least one selected parameter type,
wherein the firewall application is executed according to
the configured at least one parameter setting.
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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention:

[0001] The present invention relates to an apparatus
and method for controlling network access for applica-
tions on mobile devices. More particularly, the present
invention relates to an apparatus and method for control-
ling network access of applications on mobile devices
according at least one of predetermined conditions and
a user input.

2. Description of the Related Art:

[0002] Mobile terminals, such as laptops, mobile
phones, smart phones, Personal Digital Assistants
(PDAs), tablet computers, electronic-books (e-books),
wireless music players, Personal Media Players (PMPs),
portable gaming devices, and other similar and/or suita-
ble portable electronic devices may provide communica-
tion services between the mobile devices and a wireless
communication network. As technology has advanced,
mobile terminals now provide many additional features
beyond simple voice communication, and may include a
wide variety of applications that provide many different
types of data communications and network services. For
example, mobile terminals may include applications that
provide a user a variety of services and/or features, such
as access to social networks and/or Social Network Serv-
ices (SNSs), electronic-mail (e-mail), messaging servic-
es, streaming media content including audio and video
content, video communication services including tel-
econferencing and direct communication, remote data
storage and access, network cloud services, and a vari-
ety of other data services involving push and/or pull serv-
ices for any applications that may be included on a mobile
devices.
[0003] With the plurality of applications that provide a
wide variety of services and features on mobile terminals,
a mobile terminal may include a wide variety of user in-
formation that may be stored thereupon or communicat-
ed via the wireless communication, wherein the user in-
formation may include private, personal, and confidential
data and/or information, or any other information that a
user may want to be protected from access via the wire-
less communication network. Furthermore, the plurality
of applications that may be included in a mobile device
may access the wireless communication network and/or
transmit and receive information automatically without a
user’s knowledge and/or explicit execution of the appli-
cation, at predetermined times and/or locations, or in any
other similar and/or suitable manner. However, a firewall
may be used to configure a variety of parameters, con-
ditions, rules, restrictions, and/or elements in order to
control network access of applications included on mo-
bile terminals.

[0004] More specifically, the firewall may be installed
on a variety of network elements, such as a terminal, a
router, and any other similar network element. The Fire-
wall may analyze and control incoming and/or outgoing
network traffic so as to determine whether the incoming
and/or outgoing network traffic is permitted ingress
and/or egress to the network element which the firewall
is installed on. For example, a Windows firewall on a
Personal Computer (PC) may automatically configure
the firewall settings according to a type of network, such
as a home, public, and/or work network and according
to a domain. A user may classify a network into one of
these predefined types and set the firewall accordingly.
However, the Windows firewall does not allow for con-
figuration of parameters with respect to individual appli-
cations and the Windows firewall does not consider net-
work location.
[0005] Furthermore, although certain types of firewalls
may allow for configuration of parameters with respect
to individual applications, such firewalls may not provide
ingress and egress control, or access control, with re-
spect to a type of network encryption and/or location of
a network or the apparatus on which the firewall is dis-
posed. Additionally, firewalls that are implemented on
mobile terminals, such as a cell phone or any other similar
portable electronic device, may provide may provide ac-
cess control according to whether the portable electronic
device is connected to a WiFi network or a cellular net-
work. However, such firewalls for portable electronic de-
vices may not provide access control with respect to a
type of network encryption and/or location of a network.
Additionally, although some firewalls for portable elec-
tronic devices may provide access control according to
location with respect to an Internet Protocol (IP) address,
such a system may be highly inaccurate because a public
IP address may be assigned by a network operator’s
gateway, which may be located at a different physical
location than a location, such as a cell in a cellular net-
work, of the portable electronic device. Accordingly, lo-
cation information used by such a firewall may be incor-
rect.
[0006] Accordingly, there is a need for an apparatus
and method for controlling network access for applica-
tions on mobile devices according to a variety of user
determined parameters, conditions, rules, restrictions,
and/or elements.

SUMMARY OF THE INVENTION

[0007] Aspects of the present invention are to address
at least the above-mentioned problems and/or disadvan-
tages and to provide at least the advantages described
below. Accordingly, an aspect of the present invention is
to provide an apparatus and method for controlling net-
work access on mobile devices.
[0008] In accordance with an aspect of the present in-
vention, a method for configuring a firewall application
for controlling network access of applications included
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on a mobile terminal is provided. The method includes
executing the firewall application displaying a list of at
least one application stored on the mobile terminal, se-
lecting at least one of the applications from the displayed
list, selecting at least one parameter type corresponding
to the at least one selected application, and configuring
at least one parameter setting corresponding to the at
least one selected parameter type, wherein the firewall
application is executed according to the configured at
least one parameter setting.
[0009] In accordance with an aspect of the present in-
vention, a method for controlling network access of ap-
plications included on a mobile terminal is provided. The
method includes selecting at least one application includ-
ed on the mobile terminal, selecting at least one param-
eter type corresponding to the at least one selected ap-
plication, and configuring at least one parameter setting
corresponding to the at least one selected parameter
type, wherein the network access of the applications is
controlled according to the configured at least one pa-
rameter setting.
[0010] In accordance with another aspect of the
present invention, a mobile terminal including a firewall
is provided. The mobile terminal includes a display unit
for displaying a firewall configuration screen, an input
unit for receiving user input to the firewall configuration
screen, a firewall unit for executing the firewall applica-
tion, and a controller for controlling configuration of the
firewall application according to a configuration of the
firewall, for selecting at least one application included on
the mobile terminal, for selecting at least one parameter
type corresponding to the at least one selected applica-
tion; and for configuring at least one parameter setting
corresponding to the at least one selected parameter
type, wherein the network access of the applications is
controlled according to the configured at least one pa-
rameter setting.
[0011] Other aspects, advantages, and salient fea-
tures of the invention will become apparent to those
skilled in the art from the following detailed description,
which, taken in conjunction with the annexed drawings,
discloses exemplary embodiments of the invention.

BRIEF DESCRIPTION OF THE DRAWINGS

[0012] The above and other aspects, features, and ad-
vantages of certain exemplary embodiments of the
present invention will be more apparent from the follow-
ing description taken in conjunction with the accompa-
nying drawings, in which:

FIG. 1 is a mobile terminal according to an exemplary
embodiment of the present invention;
FIG. 2 is a firewall configuration screen of a firewall
application according to an exemplary embodiment
of the present invention;
FIG. 3 illustrates wireless communication network
including a mobile terminal including a firewall ac-

cording to exemplary embodiments of the present
invention;
FIG. 4 is a flowchart illustrating a procedure for con-
figuring a firewall included in a mobile terminal ac-
cording to exemplary embodiments of the present
invention; and
FIG. 5 is a flowchart illustrating a procedure for ex-
ecuting a firewall included in a mobile terminal ac-
cording to exemplary embodiments of the present
invention.

[0013] Throughout the drawings, it should be noted
that like reference numbers are used to depict the same
or similar elements, features, and structures.

DETAILED DESCRIPTION OF EXEMPLARY EMBOD-
IMENTS

[0014] The following description with reference to the
accompanying drawings is provided to assist in a com-
prehensive understanding of exemplary embodiments of
the invention as defined by the claims and their equiva-
lents. It includes various specific details to assist in that
understanding but these are to be regarded as merely
exemplary. Accordingly, those of ordinary skill in the art
will recognize that various changes and modifications of
the embodiments described herein can be made without
departing from the scope and spirit of the invention. In
addition, descriptions of well-known functions and con-
structions are omitted for clarity and conciseness.
[0015] The terms and words used in the following de-
scription and claims are not limited to the bibliographical
meanings, but, are merely used by the inventor to enable
a clear and consistent understanding of the invention.
Accordingly, it should be apparent to those skilled in the
art that the following description of exemplary embodi-
ments of the present invention are provided for illustration
purpose only and not for the purpose of limiting the in-
vention as defined by the appended claims and their
equivalents.
[0016] It is to be understood that the singular forms "a,"
"an," and "the" include plural referents unless the context
clearly dictates otherwise. Thus, for example, reference
to "a component surface" includes reference to one or
more of such surfaces.
[0017] By the term "substantially" it is meant that the
recited characteristic, parameter, or value need not be
achieved exactly, but that deviations or variations, includ-
ing for example, tolerances, measurement error, meas-
urement accuracy limitations and other factors known to
those of skill in the art, may occur in amounts that do not
preclude the effect the characteristic was intended to pro-
vide.
[0018] Exemplary embodiments of the present inven-
tion include an apparatus and method for controlling net-
work access of applications on mobile devices.
[0019] FIG. 1 is a mobile terminal according to an ex-
emplary embodiment of the present invention.
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[0020] Referring to FIG. 1, a mobile terminal 100 may
include a display device 101, a wireless communication
unit 102, a controller 103, an input unit 104, a memory
105, and a firewall unit 106. The display device 101 may
display information for a user of the mobile terminal 100,
such as a variety of screens, multimedia content, graph-
ics, and other information. The input unit 104 may be
used to receive a user’s input for executing operations
of and to input information to the mobile terminal 100.
Furthermore, although not shown in the mobile terminal
100, the display device 101 and the input unit 104 may
be formed as one unit for displaying information and re-
ceiving the user’s input, such that the mobile terminal
100 is a touchscreen device including a touchscreen unit
and a display device.
[0021] The wireless communication unit 102 may be
used to transmit and/or receive wireless radio communi-
cation signals and may include other radio communica-
tion elements that are not shown in FIG. 1, such as an
antenna, a modem, a Digital-to-Analog Converter (DAC),
and any other similar and/or suitable elements used for
radio communications with a wireless network and/or oth-
er radio communication devices, such as other portable
terminals, transmitting and/or receiving radio communi-
cation signals. The memory 105 may be used to store
data used and generated by the user of the mobile ter-
minal 100 and may also store applications, a phonebook,
multimedia contents, operations and executable com-
mands, and any other data and/or information used in or
generated by the operation of the mobile terminal 100.
[0022] The controller 103 may control overall opera-
tions of the mobile terminal 100, including other elements
and operations of the mobile terminal shown in FIG. 1.
For example, the controller may control operations of the
firewall unit 106, which will be described in further detail
below. Furthermore, although not shown the present ex-
emplary embodiment of FIG. 1, the controller 103 and
the firewall unit 106 may be formed as one unit. The fire-
wall unit 106 provides firewall services for the mobile ter-
minal 100 and may also provide firewall operations, con-
figuration services and may store information on appli-
cations and parameters for the configuration of the fire-
wall. Furthermore, the firewall unit 106 may provide con-
trol of egress traffic, i.e. traffic that is being transmitted
from the mobile terminal 100, on a per application basis.
In other words, the firewall unit 106 may control the data
that each application transmits from the mobile terminal
100 such that egress traffic of each of the applications
may controlled according to a configuration of the firewall
unit 106. Accordingly, the firewall unit 106 may prevent
unauthorized users from determining usage patterns,
traffic access patterns, and other similar information that
may be determined according to analyzing egress traffic
of the mobile terminal 100.
[0023] FIG. 2 is a firewall configuration screen of a fire-
wall application according to an exemplary embodiment
of the present invention.
[0024] Referring to FIG. 2, an application list 201 may

be provided in a firewall configuration screen 200 of a
firewall application that is included in the mobile device
100. The application list 201 may include all applications
included on the mobile device or any amount less than
all applications. For example, the application list 201 may
only include applications that automatically access the
wireless communication network, such as applications
that access the wireless communication network in the
background in order to synchronize information with a
network device, and/or applications that include push
and/or pull data services. However, the present invention
is not limited thereto, and the applications displayed in
the application list 201 may include any suitable number
and/or type of application that is included in the mobile
device.
[0025] The firewall configuration screen 200 may also
display a parameter type 202 in a selection window al-
lowing for the selection of at least one parameter setting
203 that may be used to determine whether a respective
application of the application list 201 may access the
wireless communication network. For example, the pa-
rameter type 202 may be a location of the mobile terminal,
a network type, a type of network security provided by
the wireless communication network, a time of day, a
network name, a network provider, or any other similar
and/or suitable parameter that may be used to control
access to the wireless communication network. Further-
more, for each of the parameter type 202, the at least
one parameter setting 203 may be selected by the user.
[0026] For example, for a social networking applica-
tion, such as Facebook or any other similar social net-
working application, if the parameter type 202 is selected
to be the network security parameter type, then the user
may select the at least one parameter setting 203 for
setting a network security level for which the Facebook
application may access the wireless communication net-
work. In other words, the user may select the at least one
parameter setting 203 to be at least one of Wired Equiv-
alent Privacy (WEP), Wi-Fi Protected Access
(WPA)-Pre-Shared Key (PSK), and WPA2, or any other
suitable and/or similar network security protocol and/or
scheme. In the case where the user selects WPA2 net-
work security, the Facebook application may access the
wireless communication network only if a wireless net-
work being accessed by the mobile terminal, such as a
Wi-Fi network, uses the WPA2 network security. Accord-
ingly, in such a case, if the mobile terminal 100 is access-
ing a Wi-Fi network that employs WEP network security,
then the Facebook application may be blocked from ac-
cessing the Wi-Fi network because the network security
used by the Wi-Fi network is not WPA2.
[0027] According to another exemplary embodiment,
more than one of parameter types may be configured
with respect to a single application of the application list
201. For example, in a case where a user desires that
the Facebook application only is able to access the wire-
less communication network when the user has the mo-
bile terminal 100 accessing the user’s home Wi-Fi net-
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work. In such a case, two of the parameter type 202 that
may be selected and set may be a Service Set Identifi-
cation (SSID) of the user’s home Wi-Fi network and a
device location. The user may enter the at least one pa-
rameter setting 203 corresponding to an SSID for the
parameter type 202 and may set the at least one param-
eter setting 203 to be "LINKSYS."
[0028] However, there may be a large number of Wi-
Fi networks having their respective SSIDs set as "LINK-
SYS" and, thus, merely setting the SSID for the param-
eter type 202 to be the at least one parameter setting
203 of "LINKSYS" may not ensure that the Facebook
application access the wireless communication network
only when the mobile terminal 100 is accessing the user’s
home Wi-Fi network. Accordingly, the user may also set
a location for the parameter type 202 so that the at least
one parameter setting 203 is a geographic location, or
any other suitable type of physical or virtual location, cor-
responding to the user’s house.
[0029] As such, the user may set the at least one pa-
rameter setting 203 to be Global Positioning System
(GPS) coordinates and/or information corresponding to
the user’s house. However, the present invention is not
limited thereto, and any suitable location information cor-
responding to a geographic, physical and/or virtual loca-
tion may be used as at least one parameter setting 203
of the location for the parameter type 202. Thus, the Fa-
cebook application may only access the wireless com-
munication network when the mobile terminal 100 is con-
nected to a user’s home Wi-Fi network. Furthermore, a
user may set a location as well as a radius surrounding
the location in which an application may access the wire-
less communication network. For example, the user may
configure the firewall such that the Facebook application
may access the wireless communication network at a
specific GPS coordinate, or any other similar and/or suit-
able location information, and within a 30 meter radius
surrounding the specific GPS coordinate.
[0030] FIG. 3 illustrates wireless communication net-
work including a mobile terminal including a firewall ac-
cording to exemplary embodiments of the present inven-
tion.
[0031] Referring to FIG. 3, the mobile terminal 100 may
communicate with a base station 110 using a cellular
network and may also communicate with an Access Point
(AP) 120 using a Wi-Fi network. The mobile terminal 100
may include a plurality of applications, any number of
which may access the Internet 140 via a gateway 130
using either of the cellular network or the Wi-Fi network.
The user of the mobile terminal 100 may configure a fire-
wall in the manner described with respect to FIG. 2. Ac-
cordingly, the user may configure the firewall to permit
or restrict any one of the plurality of applications included
on the mobile terminal 100 to only access the Internet
140 when the AP 120 meets the at least one parameter
settings 203 of the firewall. Thus, a user of the mobile
terminal 100 may prevent interlopers from easily access-
ing user data that may be insecurely transmitted from the

mobile terminal 100 in a manner unbeknownst to the us-
er.
[0032] FIG. 4 is a flowchart illustrating a procedure for
configuring a firewall included in a mobile terminal ac-
cording to exemplary embodiments of the present inven-
tion.
[0033] Referring to FIG. 4, a user may execute the fire-
wall application included in the mobile terminal 100 in
step 401. Accordingly, the mobile terminal 100 may dis-
play the firewall configuration screen 200 as shown in
FIG. 2. However, the present invention is not limited
thereto, and any suitable and/or similar screen and/or
method may be used to configure the firewall application
included in the mobile terminal 100. Next, in step 402,
the user may select any application displayed in the fire-
wall configuration screen 200 so as to configure firewall
settings for the selected application. In step 403, the user
may select a parameter type, from among a plurality of
parameter types, for which parameter settings will be
configured by the user.
[0034] Then, the user selects the parameter settings
corresponding to the parameter type in step 404. How-
ever, the present invention is not limited thereto, and the
user may enter in the parameter settings via the input
unit 104 of the mobile terminal 100. Next, in step 405, it
is determined whether the firewall configuration is com-
plete. If the firewall configuration is completed, then the
procedure for configuring the firewall is terminated, how-
ever, if the firewall configuration is not completed, then
the procedure returns to step 402 so that further config-
uration of the firewall may be performed.
[0035] FIG. 5 is a flowchart illustrating a procedure for
executing a firewall included in a mobile terminal accord-
ing to exemplary embodiments of the present invention.
[0036] Referring to FIG. 5, a user may execute the fire-
wall application included in the mobile terminal 100 in
step 501. Next, in step 502, the user may configure the
firewall application according to the exemplary embodi-
ment of FIG. 4. However, the present invention is not
limited thereto, and the firewall application may be pre-
configured or may be configured according to any similar
and/or suitable method. Next, in step 503, the firewall
application may periodically analyze the configuration of
the firewall application and determine firewall rules. For
example, in step 503, the firewall application may deter-
mine a current operating state of the firewall application
by determining the firewall rules. That is, the firewall ap-
plication may periodically determine the firewall rules ac-
cording to the configuration of the firewall application. In
other words, the firewall rules may be adjusted at any
time according to the periodic determination of the fire-
wall rules, wherein the firewall rules are determined ac-
cording to the firewall configuration. Furthermore, the
firewall rules may be used to determine how the firewall
application operates at a given time or from a time when
the firewall rules were last determined and until a subse-
quent time when the firewall rules are again determined.
Thus, the firewall application may periodically determine
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the firewall rules in order to determine a current operating
state of the firewall application.
[0037] Next, in step 504, the firewall application may
operate according the firewall rules. For example, a first
firewall rule may restrict operations of a predetermined
application, such as a social networking application, so
that the predetermined application only transmits outgo-
ing messages under predetermined network conditions.
More specifically, a firewall configuration of a mobile ter-
minal may include settings for disallowing the social net-
working application from generating transmissions when
a network type is WiFi and a Service Set Identifier (SSID)
is ’linksys’, or any other particular SSID, and when the
mobile terminal is at least one of at or not at a particular
location, such as a GPS coordinate, a location range sur-
rounding a GPS coordinate, or any other similar and/or
suitable location information. Accordingly, the firewall ap-
plication may determine a rule in step 503, according to
the above firewall configuration such that, in step 504,
the mobile terminal is restricted from sending outgoing
transmissions using the social networking application
when the mobile terminal is connected to the Wi-Fi net-
work having an SSID of ’linksys’ that is outside of a lo-
cation range surrounding the GPS coordinate. Thus, ac-
cording to the present exemplary embodiment, when
there is a second Wi-Fi network having a common SSID
with a first Wi-Fi network that is allowed, the mobile ter-
minal may still be restricted from using the second Wi-Fi
network according to the location information including
the GPS coordinate.
[0038] Next, in step 505, the firewall determines if the
firewall application is to determine the firewall rules. If, in
step 505, it is determined that the firewall application is
to determine the firewall rules, the method of FIG. 5 re-
turns to step 503. Alternatively, if, in step 505, the firewall
application determines that it is not to determine the fire-
wall rules, the firewall application determines whether to
be terminated in step 506 so that the firewall application
is terminated in step 507 or the firewall application returns
to step 504 in order to continue operating.
[0039] Furthermore, although the exemplary embodi-
ments are described so as to have the user of the mobile
terminal 100 configure the firewall using the firewall con-
figuration screen, the present invention is not limited
thereto. For example, the firewall included in the mobile
terminal 100 may be configured remotely and/or locally,
using any adequate computing device for executing a
firewall configuration. Furthermore, the firewall configu-
ration may be predetermined may be loaded onto the
mobile terminal 100 by a manufacturer, network provider,
or any other entity other than the user of the mobile ter-
minal 100. Accordingly, the exemplary embodiments dis-
cussed above provide a method and apparatus to enable
and disable network access for a respective application
included on a mobile terminal according to at least one
of a network type and/or characteristics and a location.
[0040] Certain aspects of the present invention may
also be embodied as computer readable code on a com-

puter readable recording medium. A computer readable
recording medium is any data storage device that can
store data, which can be thereafter read by a computer
system. Examples of the computer readable recording
medium include Read-Only Memory (ROM), Random-
Access Memory (RAM), CD-ROMs, magnetic tapes,
floppy disks, optical data storage devices, and carrier
waves (such as data transmission through the Internet).
The computer readable recording medium can also be
distributed over network coupled computer systems so
that the computer readable code is stored and executed
in a distributed fashion. Also, functional programs, code,
and code segments for accomplishing the present inven-
tion can be easily construed by programmers skilled in
the art to which the present invention pertains.
[0041] While the invention has been shown and de-
scribed with reference to certain exemplary embodi-
ments thereof, it will be understood by those skilled in
the art that various changes in form and details may be
made therein without departing from the spirit and scope
of the invention as defined by the appended claims and
their equivalents.

Claims

1. A method for controlling network access of applica-
tions in an electronic device, the method comprising:

selecting at least one application included in the
electronic device;
selecting at least one parameter type corre-
sponding to the at least one selected application;
configuring at least one parameter setting cor-
responding to the at least one selected param-
eter type; and
controlling the network access of the applica-
tions according to the configured at least one
parameter setting.

2. The method of claim 1, wherein the selected at least
one parameter type includes a location and a net-
work security type.

3. The method of claim 1, wherein the selected at least
one parameter type is at least one of a network type,
a time period, a network and a network provider.

4. The method of claim 2, wherein the location is at
least one of a network name, Global Positioning Sys-
tem (GPS) coordinates, a zip code, longitude coor-
dinates, latitude coordinates, and a range of a loca-
tion including a distance, and
wherein the network security type is at least one of
a Wired Equivalent Privacy (WEP), Wi-Fi Protected
Access (WPA), WPA-Pre-Shared Key (PSK), and
WPA2.
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5. The method of claim 4, wherein the range of the lo-
cation may include a area between a GPS coordinate
and the distance of the range or the range of the
location may exclude the area between the GPS co-
ordinate and the distance of the range.

6. The method of claim 1, wherein the at least one pa-
rameter setting is selectable for each of the at least
one application stored in the electronic device.

7. The method of claim 1, wherein the at least one pa-
rameter setting is inputted by a user of the electronic
device.

8. The method of claim 1, wherein the at least one pa-
rameter setting is predetermined.

9. The method of claim 1, wherein the at least one pa-
rameter setting is downloaded to the electronic de-
vice from an external source.

10. The method of claim 1, further comprising displaying
a list of at least one application stored in the elec-
tronic device.

11. A method for controlling network access of applica-
tions in an electronic device, the method comprising:

executing the firewall application displaying a list
of at least one application stored in the electronic
device;
selecting at least one of the applications from
the displayed list;
selecting at least one parameter type corre-
sponding to the at least one selected application;
configuring at least one parameter setting cor-
responding to the at least one selected param-
eter type; and,
controlling the network access of the applica-
tions according to the configured at least one
parameter setting.

12. An electronic device, the electronic device compris-
ing:

a display unit for displaying a firewall configura-
tion screen;
an input unit for receiving user input to the fire-
wall configuration screen;
a firewall unit for executing the firewall applica-
tion; and
a controller for controlling configuration of the
firewall application according to a configuration
of the firewall, selecting at least one application
included in the electronic device, for selecting
at least one parameter type corresponding to
the at least one selected application, for config-
uring at least one parameter setting correspond-

ing to the at least one selected parameter type
and for controlling the network access of the ap-
plications according to the configured at least
one parameter setting.

13. The electronic device of claim 12, wherein the se-
lected at least one parameter type includes a location
and a network security type.

14. The electronic device of claim 13, wherein the se-
lected at least one parameter type is at least one of
a network type, a time period, a network and a net-
work provider.

15. The electronic device of claim 13, wherein the loca-
tion is at least one of a network name, Global Posi-
tioning System (GPS) coordinates, a zip code, lon-
gitude coordinates, latitude coordinates, and a range
of a location including a distance, and
wherein the network security type is at least one of
a Wired Equivalent Privacy (WEP), Wi-Fi Protected
Access (WPA)-Pre-Shared Key (PSK), and WPA2.
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