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ELECTRONIC DEVICE

(57) Provided are an authentication processing
method and device, a storage medium,, and an electronic
device. The method includes that: a terminal receives an
authentication request message from an authentication
function (S202); and in cases where authentication on
the authentication request message fails, the terminal
feeds back an authentication failure message to the au-

thentication function (S204). In cases where the cause
of the authentication failure is a Message Authentication
Code (MAC) failure and in cases where a cause of au-
thentication failure is a Synchronization (Sync) failure,
the terminal feeds back authentication failure messages
of the same type to the authentication function.
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Description

Cross-Reference to Related Application

[0001] The present application claims priority to Chi-
nese Patent Application No. 201910049058.8, filed to
the China National Intellectual Property Administration
on January 18, 2019, the disclosure of which is hereby
incorporated by reference in its entirety.

Technical Field

[0002] The present application relates to the technical
field of communications, for example, to an authentica-
tion processing method and device, a storage medium,
and an electronic device.

Background

[0003] The 3rd Generation Partnership Project (3GPP)
regulates specifications for various mobile networks, in-
cluding an Authentication and Key Agreement (AKA) pro-
cedure. This procedure is used for a terminal (for exam-
ple, User Equipment (UE)) and a network to authenticate
each other and establish a common key.
[0004] In the AKA procedure, when receiving an au-
thentication request message from the network, the ter-
minal verifies the authentication request message. If the
verification fails, the terminal replies with an authentica-
tion failure message, which carries a failure cause pa-
rameter (CAUSE). If the authentication request message
is not a valid authentication request message for the ter-
minal, the cause of failure is a Message Authentication
Code (MAC) failure. If the authentication request mes-
sage is a valid authentication request message for the
terminal, but the authentication request message is a re-
played message and thus has been verified by the ter-
minal, the cause of failure is a Synchronization (Sync)
failure.
[0005] Under such an authentication mechanism, if an
attacker replays a valid authentication request message,
receives the authentication failure message replied by
the terminal, and analyzes the cause of failure in the au-
thentication failure message, the attacker can identify the
terminal to which the authentication request message is
directed and thus can determine whether the terminal is
located in a certain area. By replaying the authentication
request message multiple times and receiving and ana-
lyzing the authentication failure message, the attacker
realizes the tracking of a user, and may use the tracking
result to further attack the user’s privacy.
[0006] There are no effective solutions for the above
problems in the related art.

Summary

[0007] Embodiments of the present application provide
an authentication processing method and device, a stor-

age medium, and an electronic device, which may at least
solve the problem in the related art that under an AKA
authentication mechanism, the tracking of a terminal can
be realized by replaying a valid authentication request
message multiple times.
[0008] According to an embodiment of the present ap-
plication, an authentication processing method is provid-
ed, which may include that: a terminal receives an au-
thentication request message from an authentication
function; and in cases where authentication on the au-
thentication request message fails, the terminal feeds
back an authentication failure message to the authenti-
cation function. In cases where a cause of authentication
failure is a MAC failure and in cases where a cause of
authentication failure is a Sync failure, the terminal feeds
back authentication failure messages of the same type
to the authentication function.
[0009] According to another embodiment of the
present application, an authentication processing meth-
od is provided, which may include that: an authentication
function receives an authentication failure message fed
back by a terminal, wherein in cases where a cause of
authentication failure is a MAC failure and in cases where
a cause of authentication failure is a Sync failure, authen-
tication failure messages received by the authentication
function all carry a synchronization failure parameter; the
authentication function sends an authentication request
message to a home network entity, wherein the authen-
tication request message carries the synchronization fail-
ure parameter; and the authentication function receives
a cause of failure returned by the home network entity
according to the synchronization failure parameter.
[0010] According to another embodiment of the
present application, an authentication processing meth-
od is provided, which may include: a home network entity
receives an authentication request message from an au-
thentication function, wherein the authentication request
message carries a synchronization failure parameter
generated in cases where a MAC failure or a Sync failure
occurs while a terminal performs authentication; the
home network entity determines a cause of failure ac-
cording to the synchronization failure parameter; and the
home network entity returns the cause of failure to the
authentication function.
[0011] According to another embodiment of the
present application, an authentication processing device
is provided, which is applied to a terminal and may in-
clude: a receiving module, configured to receive an au-
thentication request message from an authentication
function; and a feedback module, configured to feed
back, in cases where authentication on the authentication
request message fails, an authentication failure message
to the authentication function. In cases where a cause of
authentication failure is a MAC failure and in cases where
a cause of authentication failure is a Sync failure, the
terminal feeds back authentication failure messages of
the same type to the authentication function.
[0012] According to another embodiment of the
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present application, an authentication processing device
is provided, which is applied to an authentication function
and may include: a first receiving module, configured to
receive an authentication failure message fed back by a
terminal, wherein in cases where a cause of authentica-
tion failure is a MAC failure and in cases where a cause
of authentication failure is a Sync failure, authentication
failure messages received by the authentication function
all carry a synchronization failure parameter; a sending
module, configured to send an authentication request
message to a home network entity, wherein the authen-
tication request message carries the synchronization fail-
ure parameter; and a second receiving module, config-
ured to receive a cause of failure returned by the home
network entity according to the synchronization failure
parameter.
[0013] According to another embodiment of the
present application, an authentication processing device
is provided, which is applied to a home network entity
and may include: a receiving module, configured to re-
ceive an authentication request message from an au-
thentication function, wherein the authentication request
message carries a synchronization failure parameter
generated in cases where a MAC failure or a Sync failure
occurs while a terminal performs authentication; a deter-
mining module, configured to determine a cause of failure
according to the synchronization failure parameter; and
a sending module, configured to return the cause of fail-
ure to the authentication function.
[0014] According to yet another embodiment of the
present application, a storage medium is provided. The
storage medium stores a computer program. The com-
puter program is configured to execute, at runtime, op-
erations in any above method embodiment.
[0015] According to yet another embodiment of the
present application, an electronic device is provided,
which includes a memory and a processor. The memory
stores a computer program. The processor is configured
to run the computer program, so as to perform operations
in any of the above method embodiments.
[0016] Through the embodiments of the present appli-
cation, after an authentication request message is re-
ceived from an authentication function, an authentication
failure message of the same type is fed back regardless
of whether the cause of the authentication failure is the
MAC failure or the Sync failure, and this way of fuzzing
the authentication failure message can effectively hide
failure information (including the cause of failure and/or
the synchronization failure parameter), so as to prevent
the attacker from getting enough real synchronization
failure information to track the user. The scheme can
solve the problem in the related art that under the AKA
authentication mechanism, the tracking of a terminal can
be realized by replaying a valid authentication request
message multiple times, thereby effectively improving
the security and confidentiality of the authentication pro-
cedure.

Brief Description of the Drawings

[0017] The accompanying drawings described herein
are used to provide a deeper understanding of the
present disclosure, and constitute a part of the present
application. The exemplary embodiments of the present
disclosure and the description thereof are used to explain
the present disclosure. The drawings and the exemplary
embodiment do not constitute limitations to the present
disclosure. In the drawings:

Fig. 1 is a structural block diagram of hardware of a
mobile terminal for implementing an authentication
processing method according to an embodiment of
the present application;

Fig. 2 is a flowchart of an authentication processing
method according to a first embodiment of the
present application;

Fig. 3 is a flowchart of an authentication processing
method according to a second embodiment of the
present application;

Fig. 4 is a flowchart of an authentication processing
method according to a third embodiment of the
present application;

Fig. 5 is a structural block diagram of an authentica-
tion processing device according to a fourth embod-
iment of the present application;

Fig. 6 is a structural block diagram of an authentica-
tion processing device according to a fifth embodi-
ment of the present application;

Fig. 7 is a structural block diagram of an authentica-
tion processing device according to a sixth embod-
iment of the present application;

Fig. 8 is a structure diagram of a mobile system ac-
cording to a tenth embodiment of the present appli-
cation;

Fig. 9 is a flowchart of a terminal responding with an
authentication failure message in AKA authentica-
tion of the 5G technology according to a tenth em-
bodiment of the present application; and

Fig. 10 is a schematic diagram of a security authen-
tication procedure according to an eleventh embod-
iment of the present application.

Detailed Description

[0018] The present disclosure is described below in
detail with reference to the drawings and in conjunction
with the embodiments. It is to be noted that embodiments
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in the present application and characteristics in the em-
bodiments may be combined to derive other embodi-
ments not explicitly described.
[0019] It is to be noted that the terms "first", "second"
and the like in the specification, the claims and the draw-
ings of the present disclosure are used to distinguish sim-
ilar objects, and are not used to describe a specific se-
quence or a precedence order.

First embodiment

[0020] The method embodiment provided in the first
embodiment may be performed in terminals (including a
mobile terminal, a computer terminal or similar operating
devices). By taking that the method is performed on the
mobile terminal, Fig. 1 is a structural block diagram of
hardware of a mobile terminal for implementing an au-
thentication processing method according to an embod-
iment of the present application. As shown in Fig. 1, the
mobile terminal 10 may include one or more (only one is
shown in Fig. 1) processors 102 (the processors 102 may
include, but not limited to, a Micro Processor Unit (MCU)
or a Field Programmable Gate Array (FPGA), and other
processing devices), a memory 104 configured to store
data. In some exemplary implementations, the mobile
terminal may further include a transmission device 106
with a communication function and an input/output device
108. Those having ordinary skill in the art should know
that the structure shown in Fig. 1 is only schematic and
not intended to limit the structure of the mobile terminal.
For example, the mobile terminal 10 may also include
more or fewer components than that in Fig. 1, or have a
configuration different from that in Fig. 1.
[0021] The memory 104 may be configured to store a
computer program, for example, a software program and
module of application software, for example, a computer
program corresponding to the authentication processing
method in the embodiments of the present application.
The processor 102 runs the computer program stored in
the memory 104, thereby executing various functional
applications and data processing, namely implementing
the above method. The memory 104 may include a high-
speed random access memory and may also include a
nonvolatile memory, for example, one or more magnetic
storage devices, flash memories or other nonvolatile sol-
id-state memories. In some examples, the memories 104
may further include memories remotely set relative to the
processor 102, and these remote memories may be con-
nected to the mobile terminal 10 through the network. An
example of the network includes, but not limited to, the
Internet, an Intranet, a local area network, a mobile com-
munication network and a combination thereof.
[0022] The transmission device 106 is configured to
receive or send data through a network. A specific ex-
ample of the network may include a wireless network
provided by a communication provider of the mobile ter-
minal 10. In an example, the transmission device 106
includes a Network Interface Controller (NIC), which may

be connected with other network devices through a base
station, thereby communicating with the Internet. In an
example, the transmission device 106 may be a Radio
Frequency (RF) module, which is configured to commu-
nicate with the Internet in a wireless manner.
[0023] In the present embodiment, an authentication
processing performed by a terminal is provided. Fig. 2 is
a flowchart of an authentication processing method ac-
cording to the first embodiment of the present application.
As shown in Fig. 2, the flow includes the following oper-
ations.
[0024] At S202, a terminal receives an authentication
request message from an authentication function.
[0025] At S204, in cases where authentication on the
authentication request message fails, the terminal feeds
back an authentication failure message to the authenti-
cation function, wherein in cases where a cause of au-
thentication failure is a MAC failure and in cases where
a cause of authentication failure is a Synchronization
Sync failure, the terminal feeds back authentication fail-
ure messages of the same type to the authentication
function.
[0026] In some exemplary implementations, the device
executing the above operations may be a terminal, in-
cluding but not limited to, a mobile terminal, a computer
terminal or similar computing devices, etc.
[0027] Through the present embodiment, after an au-
thentication request message is received from an au-
thentication function, an authentication failure message
of the same type is fed back regardless of whether the
cause of the authentication failure is the MAC failure or
the Sync failure, and this way of fuzzing the authentica-
tion failure message can effectively hide failure informa-
tion (including the cause of failure and/or a synchroniza-
tion failure parameter), so as to prevent the attacker from
getting enough real synchronization failure information
to track the user. The scheme can solve the problem in
the related art that under the AKA authentication mech-
anism, the tracking of a terminal can be realized by re-
playing a valid authentication request message multiple
times, thereby effectively improving the security and con-
fidentiality of the authentication procedure.
[0028] Considering that the attacker usually wangles
the authentication failure message by replaying a valid
authentication request message to obtain synchroniza-
tion failure information (including the cause of synchro-
nization failure and/or the synchronization failure param-
eter) carried in the authentication failure message, the
present embodiment adopts the way of fuzzing the au-
thentication failure message to make it impossible for the
attacker to identify a valid authentication failure message.
The means of fuzzing the authentication failure message
may include: fuzzing a failure cause parameter in the
authentication failure message, or fuzzing the synchro-
nization failure parameter included in the authentication
failure message, or fuzzing both of them.
[0029] As an exemplary embodiment, in cases where
the cause of the authentication failure is the MAC failure
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and in cases where the cause of the authentication failure
is the Sync failure, the terminal feeds back the authenti-
cation failure messages of the same type to the authen-
tication function in the following manner. In cases where
the cause of the authentication failure is the MAC failure
and in cases where the cause of the authentication failure
is the Sync failure, the authentication failure messages
do not carry the failure cause parameter, or all carry the
same failure cause parameter.
[0030] As an exemplary embodiment, the authentica-
tion failure messages all carry the same failure cause
parameter, which may be implemented in one of the fol-
lowing manners: the authentication failure messages all
carry the failure cause parameter which is set to null or
has a same preset padding value; the authentication fail-
ure messages all carry the failure cause parameter which
is MAC or Sync Failure; or the authentication failure mes-
sages all carry the failure cause parameter which is Sync
Failure.
[0031] As an exemplary embodiment, in cases where
the cause of the authentication failure is the MAC failure
and in cases where the cause of the authentication failure
is the Sync failure, the terminal feeds back the authenti-
cation failure messages of the same type to the authen-
tication function in the following manner. In cases where
the cause of the authentication failure is the MAC failure
and in cases where the cause of the authentication failure
is the Sync failure, the authentication failure messages
all carry the same failure cause parameter.
[0032] As an exemplary embodiment, in cases where
the cause of the authentication failure is the Sync failure,
the synchronization failure parameter is calculated by the
terminal according to the authentication request mes-
sage; and in cases where the cause of the authentication
failure is the MAC failure, the synchronization failure pa-
rameter is randomly generated by the terminal, or is a
predetermined value, or is calculated by the terminal ac-
cording to the authentication request message. In order
to prevent the attacker from distinguishing the cause of
failure truly indicated by the authentication failure mes-
sage and/or telling the authenticity of the synchronization
failure parameter from differences in performance details
of the synchronization failure parameters, as an exem-
plary implementation, the data length of the synchroni-
zation failure parameter randomly generated by the ter-
minal or the predetermined value is the same as the data
length of the synchronization failure parameter calculat-
ed by the terminal according to the authentication request
message.

Second embodiment

[0033] In the present embodiment, an authentication
processing method is provided, which may be performed
by an authentication function. Fig. 3 is a flowchart of an
authentication processing method according to the sec-
ond embodiment of the present application. As shown in
Fig. 3, the flow includes the following operations.

[0034] At S302, an authentication function receives an
authentication failure message fed back by a terminal,
wherein in cases where a cause of authentication failure
is a MAC failure and in cases where a cause of authen-
tication failure is a Sync failure, authentication failure
messages received by the authentication function all car-
ry a synchronization failure parameter.
[0035] At S304, the authentication function sends an
authentication request message to a home network en-
tity, wherein the authentication request message carries
the synchronization failure parameter.
[0036] At S306, the authentication function receives a
cause of failure returned by the home network entity ac-
cording to the synchronization failure parameter.
[0037] Through the present embodiment, after receiv-
ing the fuzzed authentication failure message, the au-
thentication function sends the synchronization failure
parameter carried in the received authentication failure
message to the home network entity, and receives the
cause of failure returned by the home network entity, so
that the authentication function can then perform the cor-
responding authentication processing according to the
cause of failure. The scheme fuzzes the authentication
failure message between the terminal and the authenti-
cation function, thereby effectively hiding the failure in-
formation (including the cause of failure and/or the syn-
chronization failure parameter), so as to prevent the at-
tacker from getting enough real synchronization failure
information to track the user. The scheme can solve the
problem in the related art that under the AKA authenti-
cation mechanism, the tracking of a terminal can be re-
alized by replaying a valid authentication request mes-
sage multiple times, thereby effectively improving the se-
curity and confidentiality of the authentication procedure.
[0038] As an exemplary embodiment, in cases where
the cause of the authentication failure is the MAC failure
and in cases where the cause of the authentication failure
is the Sync failure, the authentication failure messages
received by the authentication function do not carry the
failure cause parameter, or all carry the same failure
cause parameter.
[0039] As an exemplary embodiment, the authentica-
tion failure messages received by the authentication
function all carry the same failure cause parameter,
which may be implemented by one of the following man-
ners: the authentication failure messages all carry the
failure cause parameter which is set to null or has a same
preset padding value; the authentication failure messag-
es all carry the failure cause parameter which is MAC or
Sync Failure; or the authentication failure messages all
carry the failure cause parameter which is Sync Failure.
[0040] As an exemplary embodiment, the method may
further include an operation that the authentication func-
tion adds a predetermined failure indicator to the authen-
tication request message, wherein the predetermined
failure indicator includes one of the following: Sync Fail-
ure Indicator and MAC or Sync Failure Indicator. When
receiving the predetermined failure indicator, the home
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network entity determines the specific cause of authen-
tication failure on the terminal and notifies the authenti-
cation function of the determined cause of authentication
failure, so that the authentication function can perform
the corresponding authentication processing according
to the specific cause of failure.
[0041] As an exemplary embodiment, before S306, the
method may further include the following operation.
[0042] At S308, the authentication function performs
authentication processing according to the cause of fail-
ure returned by the home network entity. The specific
authentication processing as an embodiment may be
performed as described below.
[0043] If the cause of failure "CAUSE" is the MAC fail-
ure "MAC Failure", the authentication function can termi-
nate the authentication procedure, or send a terminal
identity request message to the terminal, or initiate the
authentication procedure for the terminal again.
[0044] If the cause of failure "CAUSE" is the Sync fail-
ure "Sync Failure", the authentication function initiates
the authentication procedure for the terminal again.

Third embodiment

[0045] In the present embodiment, an authentication
processing method is provided, which may be performed
by a home network entity. Fig. 4 is a flowchart of an au-
thentication processing method according to the third
embodiment of the present application. As shown in Fig.
4, the flow includes the following operations.
[0046] At S402, a home network entity receives an au-
thentication request message from an authentication
function, wherein the authentication request message
carries a synchronization failure parameter generated in
cases where a MAC failure or a Sync failure occurs while
a terminal performs authentication.
[0047] At S404, the home network entity determines a
cause of failure according to the synchronization failure
parameter.
[0048] At S406, the home network entity returns the
cause of failure to the authentication function.
[0049] Through the present embodiment, after receiv-
ing the authentication request message from the authen-
tication function, the home network entity determines the
real cause of failure according to the synchronization fail-
ure parameter carried in the authentication failure mes-
sage, and returns the cause of failure to the authentica-
tion function. Because the communication between the
authentication function and the home network entity be-
longs to the internal communication of a network system,
controlling the determination and transmission of the
cause of failure within the network system can effectively
hide the failure information (including the cause of failure
and/or the synchronization failure parameter), so as to
prevent the attacker from getting enough real synchro-
nization failure information to track the user. The scheme
can solve the problem in the related art that under the
AKA authentication mechanism, the tracking of a terminal

can be realized by replaying a valid authentication re-
quest message multiple times, thereby effectively im-
proving the security and confidentiality of the authentica-
tion procedure.
[0050] As an exemplary embodiment, the operation
that the home network entity determines the cause of
failure according to the synchronization failure parameter
may be implemented in the following manner.
[0051] The home network entity verifies validity of the
synchronization failure parameter.
[0052] In cases where the synchronization failure pa-
rameter is verified invalid, it is determined that the cause
of failure is the MAC failure. In the present embodiment,
the synchronization failure parameter may be AUTS, and
in a case where verification, at a home network, on MAC-
S in the AUTS fails (that is, the AUTS is identified invalid),
it may be determined that the cause of failure of the ter-
minal is the MAC failure. In some schemes described
above, when the terminal generates the MAC failure, a
random number or a predetermined value is filled into
the AUTS, and after the AUTS is sent to the home net-
work, the random number or the predetermined value in
the AUTS surely cannot pass the message verification
at the home network. Therefore, the home network can
determine that the cause of failure of the terminal is the
MAC failure by the failure in verifying the MAC-S in the
AUTS. In the other part of the schemes described above,
when the terminal generates the MAC failure, the value
calculated according to the authentication request mes-
sage is filled into the AUTS, in such a case the AUTS
can pass the message verification at the home network,
and then whether the specific cause of failure is the MAC
failure or the Sync failure can be further determined by
using the following method for determining the cause of
failure based on a sequence number in cases where the
synchronization failure parameter is verified valid.
[0053] In cases where the synchronization failure pa-
rameter is verified valid, the home network entity calcu-
lates a sequence number SQNMS of the terminal accord-
ing to the synchronization failure parameter, and deter-
mines the cause of failure according to the sequence
number SQNMS of the terminal and a sequence number
SQNHE of the home network entity.
[0054] As an exemplary embodiment, the operation
that the home network entity determines the cause of
failure according to the sequence number SQNMS of the
terminal and the sequence number SQNHE of the home
network entity may be implemented in at least one of the
following manners: in cases where the SQNMS is greater
than or equal to the SQNHE, the home network entity
determines that the cause of failure is the Sync failure;
and in cases where the SQNMS is less than the SQNHE,
the home network entity determines that the cause of
failure is the MAC failure.
[0055] Through the above description of implementa-
tion modes, those skilled in the art may clearly know that
the method according to the above embodiments 1 to 3
may be implemented by means of software plus a nec-
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essary general hardware platform, and of course, may
also be implemented through hardware, but in many cas-
es, the former is a better implementation. Based on such
understanding, the essence of technical solution of the
embodiments of the present disclosure, or in other words,
the part of the technical solutions making contributions
to the conventional art, may be embodied in the form of
a software product stored in a storage medium (such as
a Read-Only Memory (ROM)/Random Access Memory
(RAM), a magnetic disk and an optical disc), including a
number of instructions for enabling a terminal device
(which may be a mobile phone, a computer, a server, or
a network device, etc.) to perform the methods described
in various embodiments of the present disclosure.

Fourth embodiment

[0056] In the present embodiment, an authentication
processing device is provided. The device is configured
to implement the above first embodiment and exemplary
implementations. The embodiments and preferred im-
plementations which have been elaborated will not be
repeated here. As used below, the term "module" may
implement a combination of software and/or hardware of
a predetermined function. Although the apparatus de-
scribed in the following embodiments is preferably im-
plemented in software, the implementation in hardware
or a combination of software and hardware is also pos-
sible and contemplated.
[0057] Fig. 5 is a structural block diagram of an authen-
tication processing device according to a fourth embod-
iment of the present application. As shown in Fig. 5, the
device is applied to a terminal, and may include: a re-
ceiving module 52, configured to receive an authentica-
tion request message from an authentication function;
and a feedback module 54, configured to feed back, in
cases where authentication on the authentication re-
quest message fails, an authentication failure message
to the authentication function. In cases where a cause of
authentication failure is a MAC failure and in cases where
a cause of authentication failure is a Sync failure, the
terminal feeds back authentication failure messages of
the same type to the authentication function.
[0058] Through the present embodiment, after an au-
thentication request message is received from an au-
thentication function, an authentication failure message
of the same type is fed back regardless of whether the
cause of the authentication failure is the MAC failure or
the Sync failure, and this way of fuzzing the authentica-
tion failure message can effectively hide failure informa-
tion (including the cause of failure and/or the synchroni-
zation failure parameter), so as to prevent the attacker
from getting enough real synchronization failure informa-
tion to track the user. The scheme can solve the problem
in the related art that under the AKA authentication mech-
anism, the tracking of a terminal can be realized by re-
playing a valid authentication request message multiple
times, thereby effectively improving the security and con-

fidentiality of the authentication procedure.
[0059] As an exemplary embodiment, in cases where
the cause of the authentication failure is the MAC failure
and in cases where the cause of the authentication failure
is the Sync failure, the authentication failure messages
do not carry the failure cause parameter, or all carry the
same failure cause parameter.
[0060] As an exemplary embodiment, in cases where
the cause of the authentication failure is the MAC failure
and in cases where the cause of the authentication failure
is the Sync failure, the authentication failure messages
all carry the synchronization failure parameter.
[0061] It is to be noted that each of the above modules
may be implemented by software or hardware. For the
latter, the modules may be implemented by, but not lim-
ited to, either of the following manners: the above mod-
ules are all located in the same processor; or, the above
modules are located in different processors in any com-
bination form respectively.

Fifth embodiment

[0062] In the present embodiment, an authentication
processing device is provided. The device is configured
to implement the above second embodiment and exem-
plary implementations. The embodiments and preferred
implementations which have been elaborated will not be
repeated here. As used below, the term "module" may
implement a combination of software and/or hardware of
a predetermined function. Although the apparatus de-
scribed in the following embodiments is preferably im-
plemented in software, the implementation in hardware
or a combination of software and hardware is also pos-
sible and contemplated.
[0063] Fig. 6 is a structural block diagram of an authen-
tication processing device according to a fifth embodi-
ment of the present application. As shown in Fig. 6, the
device is applied to an authentication function, and may
include: a first receiving module 62, configured to receive
an authentication failure message fed back by a terminal,
wherein in cases where a cause of authentication failure
is a MAC failure and in cases where a cause of authen-
tication failure is a Sync failure, authentication failure
messages received by the authentication function all car-
ry a synchronization failure parameter; a sending module
64, configured to send an authentication request mes-
sage to a home network entity, wherein the authentica-
tion request message carries the synchronization failure
parameter; and a second receiving module 66, config-
ured to receive a cause of failure returned by the home
network entity according to the synchronization failure
parameter.
[0064] As an exemplary implementation, the device
may further include: a performing module, configured to
perform the authentication processing according to the
cause of failure returned by the home network entity.
[0065] Through the present embodiment, after receiv-
ing the fuzzed authentication failure message, the au-
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thentication function sends the synchronization failure
parameter carried in the received authentication failure
message to the home network entity, and receives the
cause of failure returned by the home network entity, so
that the authentication function can then perform the cor-
responding authentication processing according to the
cause of failure. The scheme fuzzes the authentication
failure message between the terminal and the authenti-
cation function, thereby effectively hiding the failure in-
formation (including the cause of failure and/or the syn-
chronization failure parameter), so as to prevent the at-
tacker from getting enough real synchronization failure
information to track the user. The scheme can solve the
problem in the related art that under the AKA authenti-
cation mechanism, the tracking of a terminal can be re-
alized by replaying a valid authentication request mes-
sage multiple times, thereby effectively improving the se-
curity and confidentiality of the authentication procedure.
[0066] As an exemplary embodiment, the sending
module 64 is further configured to add a predetermined
failure indicator to the authentication request message,
wherein the predetermined failure indicator includes one
of the following: Sync Failure Indicator and MAC or Sync
Failure Indicator.
[0067] It is to be noted that each of the above modules
may be implemented by software or hardware. For the
latter, the modules may be implemented by, but not lim-
ited to, either of the following manners: the above mod-
ules are all located in the same processor; or, the above
modules are located in different processors in any com-
bination form respectively.

Sixth embodiment

[0068] In the present embodiment, an authentication
processing device is provided. The device is configured
to implement the above third embodiment and exemplary
implementations. The embodiments and preferred im-
plementations which have been elaborated will not be
repeated here. As used below, the term "module" may
implement a combination of software and/or hardware of
a predetermined function. Although the apparatus de-
scribed in the following embodiments is preferably im-
plemented in software, the implementation in hardware
or a combination of software and hardware is also pos-
sible and contemplated.
[0069] Fig. 7 is a structural block diagram of an authen-
tication processing device according to a sixth embodi-
ment of the present application. As shown in Fig. 7, the
device is applied to a home network entity, and may in-
clude: a receiving module 72, configured to receive an
authentication request message from an authentication
function, wherein the authentication request message
carries a synchronization failure parameter generated in
cases where a MAC failure or a Sync failure occurs while
a terminal performs authentication; a determining mod-
ule 74, configured to determine a cause of failure accord-
ing to the synchronization failure parameter; and a send-

ing module 76, configured to return the cause of failure
to the authentication function.
[0070] Through the present embodiment, after receiv-
ing the authentication request message from the authen-
tication function, the home network entity determines the
real cause of failure according to the synchronization fail-
ure parameter carried in the authentication failure mes-
sage, and returns the cause of failure to the authentica-
tion function. Because the communication between the
authentication function and the home network entity be-
longs to the internal communication of a network system,
controlling the determination and transmission of the
cause of failure within the network system can effectively
hide the failure information (including the cause of failure
and/or the synchronization failure parameter), so as to
prevent the attacker from getting enough real synchro-
nization failure information to track the user. The scheme
can solve the problem in the related art that under the
AKA authentication mechanism, the tracking of a terminal
can be realized by replaying a valid authentication re-
quest message multiple times, thereby effectively im-
proving the security and confidentiality of the authentica-
tion procedure.
[0071] As an exemplary embodiment, the determining
module 74 is configured to calculate a sequence number
SQNMS of the terminal according to the synchronization
failure parameter, and determine the cause of failure ac-
cording to the sequence number SQNMS of the terminal
and a sequence number SQNHE of the home network
entity.
[0072] It is to be noted that each of the above modules
may be implemented by software or hardware. For the
latter, the modules may be implemented by, but not lim-
ited to, either of the following manners: the above mod-
ules are all located in the same processor; or, the above
modules are located in different processors in any com-
bination form respectively.

Seventh embodiment

[0073] The embodiment of the present application pro-
vides a storage medium. The storage medium stores a
computer program. The computer program is configured
to execute, at runtime, the operations in any of the above
method embodiments.
[0074] In some exemplary implementations of the
present embodiment, the storage medium may be con-
figured to store a computer program for executing the
following operations.
[0075] At S1, an authentication request message is re-
ceived from an authentication function.
[0076] At S2, in cases where authentication on the au-
thentication request message fails, an authentication fail-
ure message is fed back to the authentication function,
wherein in cases where a cause of authentication failure
is a MAC failure and in cases where a cause of authen-
tication failure is a Sync failure, a terminal feeds back the
authentication failure messages of the same type to the
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authentication function.
[0077] In some exemplary implementations of the
present embodiment, the storage media include, but not
limited to, a USB flash disk, a Read-Only Memory (ROM),
a Random Access Memory (RAM), a mobile hard disk,
a magnetic disk, a compact disc, and other media capa-
ble of storing the computer program.
[0078] The embodiment of the present application pro-
vides an electronic device, which includes a memory and
a processor. The memory stores a computer program.
The processor is configured to run the computer program
to execute the operations in any of the above method
embodiments.
[0079] In some exemplary implementations, the elec-
tronic device may further include a transmission device
and an input/output device. The transmission device is
connected with the processor, and the input/output de-
vice is connected with the processor.
[0080] In some exemplary implementations of the
present embodiment, the processor may be configured
to execute the following operations through the computer
program.
[0081] At S1, an authentication request message is re-
ceived from an authentication function.
[0082] At S2, in cases where authentication on the au-
thentication request message fails, an authentication fail-
ure message is fed back to the authentication function,
wherein in cases where a cause of authentication failure
is a MAC failure and in cases where a cause of authen-
tication failure is a Sync failure, the terminal feeds back
the authentication failure messages of the same type to
the authentication function.
[0083] Optionally, the specific examples in the present
embodiment may refer to the examples described in the
above embodiments and exemplary embodiments.

Eighth embodiment

[0084] The embodiment of the present application pro-
vides a storage medium. The storage medium stores a
computer program. The computer program is configured
to execute, at runtime, the operations in any of the above
method embodiments.
[0085] In some exemplary implementations of the
present embodiment, the storage medium may be con-
figured to store a computer program for executing the
following operations.
[0086] At S1, an authentication failure message fed
back by a terminal is received, wherein in cases where
a cause of authentication failure is a MAC failure and in
cases where a cause of authentication failure is a Sync
failure, authentication failure messages received by the
authentication function all carry a synchronization failure
parameter.
[0087] At S2, an authentication request message is
sent to a home network entity, wherein the authentication
request message carries the synchronization failure pa-
rameter.

[0088] At S3, a cause of failure returned by the home
network entity according to the synchronization failure
parameter is received.
[0089] In some exemplary implementations of the
present embodiment, the storage media include, but not
limited to, a USB flash disk, a Read-Only Memory (ROM),
a Random Access Memory (RAM), a mobile hard disk,
a magnetic disk, a compact disc, and other media capa-
ble of storing the computer program.
[0090] The embodiment of the present application pro-
vides an electronic device, which includes a memory and
a processor. The memory stores a computer program.
The processor is configured to run the computer program
to execute the operations in any of the above method
embodiments.
[0091] In some exemplary implementations, the elec-
tronic device may further include a transmission device
and an input/output device. The transmission device is
connected with the processor, and the input/output de-
vice is connected with the processor.
[0092] In some exemplary implementations of the
present embodiment, the processor may be configured
to execute the following operations through the computer
program.
[0093] At S1, an authentication failure message fed
back by a terminal is received, wherein in cases where
a cause of authentication failure is a MAC failure and in
cases where a cause of authentication failure is a Sync
failure, authentication failure messages received by the
authentication function all carry a synchronization failure
parameter.
[0094] At S2, an authentication request message is
sent to a home network entity, wherein the authentication
request message carries the synchronization failure pa-
rameter.
[0095] At S3, a cause of failure returned by the home
network entity according to the synchronization failure
parameter is received.
[0096] Optionally, the specific examples in the present
embodiment may refer to the examples described in the
above embodiments and exemplary embodiments.

Ninth embodiment

[0097] The embodiment of the present application pro-
vides a storage medium. The storage medium stores a
computer program. The computer program is configured
to execute, at runtime, the operations in any of the above
method embodiments.
[0098] In some exemplary implementations of the
present embodiment, the storage medium may be con-
figured to store a computer program for executing the
following operations.
[0099] At S1, an authentication request message is re-
ceived from an authentication function, wherein the au-
thentication request message carries a synchronization
failure parameter generated in cases where a MAC fail-
ure or a Sync failure occurs while a terminal performs
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authentication.
[0100] At S2, a cause of failure is determined according
to the synchronization failure parameter.
[0101] At S3, the cause of failure is returned to the
authentication function.
[0102] In some exemplary implementations of the
present embodiment, the storage media include, but not
limited to, a USB flash disk, a Read-Only Memory (ROM),
a Random Access Memory (RAM), a mobile hard disk,
a magnetic disk, a compact disc, and other media capa-
ble of storing the computer program.
[0103] The embodiment of the present application pro-
vides an electronic device, which includes a memory and
a processor. The memory stores a computer program.
The processor is configured to run the computer program
to execute the operations in any of the above method
embodiments.
[0104] In some exemplary implementations, the elec-
tronic device may further include a transmission device
and an input/output device. The transmission device is
connected with the processor, and the input/output de-
vice is connected with the processor.
[0105] In some exemplary implementations of the
present embodiment, the processor may be configured
to execute the following operations through the computer
program.
[0106] At S1, an authentication request message is re-
ceived from an authentication function, wherein the au-
thentication request message carries a synchronization
failure parameter generated in cases where a MAC fail-
ure or a Sync failure occurs while a terminal performs
authentication.
[0107] At S2, a cause of failure is determined according
to the synchronization failure parameter.
[0108] At S3, the cause of failure is returned to the
authentication function.
[0109] Optionally, the specific examples in the present
embodiment may refer to the examples described in the
above embodiments and exemplary embodiments.

Tenth embodiment

[0110] Fig. 8 is a structure diagram of a mobile system
according to the tenth embodiment of the present appli-
cation. As shown in Fig. 8, network elements related to
an authentication and key agreement procedure of the
mobile system include: a terminal, a base station, an au-
thentication function, an authentication service function
and a subscription data management function. These
network elements are described in detail below.
[0111] The base station provides the terminal with var-
ious services, such as communication, provided by the
mobile network. In a real system, the base station may
be an access network element, such as eNB or gNB,
which can provide communication services.
[0112] The authentication function is a software func-
tion or a hardware device of a core network of the mobile
network, and is used for performing signaling interacting

with the base station to enable the mobile network and
the terminal to realize mutual authentication. In the real
system, the authentication function may be or can be set
in the network elements, such as a Mobility Management
Entity (MME), or a Security Anchor Function (SEAF), or
an Access and Mobility Management Function (AMF).
[0113] The authentication service function is used for
obtaining key information related to the user from the
subscription data management function via a signaling
interface, and providing the information to the authenti-
cation function via a signaling interface. In the real sys-
tem, the authentication service function may be or may
be set in the network elements, such as an Authentication
Server Function (AUSF). This function may also be com-
bined with the subscription data management function.
[0114] The subscription data management function is
used for storing and processing data related to the user,
generating information for authenticating the user and
the key information related to the user based on the data
related to the user, and providing the information to the
authentication service function via a signaling interface.
In the real system, the subscription data management
function may be or may be set in the network elements,
such as a User Date Management (UDM) or a Home
Subscriber Server (HSS).
[0115] An AKA authentication technology may be ap-
plied to various communication networks. Taking the ap-
plication in the 5th Generation (5G) mobile communica-
tion network as an example, the whole AKA authentica-
tion procedure is described briefly below. Fig. 9 is a flow-
chart of a terminal responding with an authentication fail-
ure message in AKA authentication of the 5G technology
according to the tenth embodiment of the present appli-
cation. As shown in Fig. 9, the specific operations are as
follows.
[0116] At S901, the authentication function sends a us-
er authentication request message to the terminal, the
user authentication request message carrying AUTN and
RAND. Here, AUTN is an authentication token parame-
ter, AUTN = (SQN⊕AK ) i AMF i MAC, i represents a
splicing operation, for example, 0011111111=00111111,
SQN represents the sequence number, AK represents
an anonymity key, AMF represents an authentication
management field, MAC represents a message authen-
ticate code, and RAND is a random number parameter.
[0117] The message may further carry a key set iden-
tifier in 5G (referred to as ngKSI).
[0118] At S902, the terminal receives the user authen-
tication request message, calculates AK=F5K(RAND),
and thus calculates SQN = (SQN ⊕ AK ⊕ AK. Then, the
terminal calculates XMAC=F1K(SQNiRANDiAMF), and
compares XMAC with MAC in AUTN.
[0119] If the XMAC and the MAC are different, the ter-
minal replies with an authentication failure message, the
authentication failure message carrying a failure cause
parameter "CAUSE" which is "MAC Failure". In particu-
lar, the message does not carry the synchronization fail-
ure parameter, i.e., an Authentication Token (referred to
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as AUTS) parameter.
[0120] If the XMAC and the MAC are the same, the
terminal verifies whether the value of SQN in the AUTN
is in a correct range. In particular, if the SQN in the AUTN
is greater than the SQN (SQNMS) of the terminal, it is
considered that the value is in the correct range; and if
the SQN in the AUTN is less than or equal to the SQN
(SQNMS) of the terminal, it is considered that the value
is not in the correct range.
[0121] If the value of SQN in the AUTN is not in the
correct range, the terminal replies with an authentication
failure message, the authentication failure message car-
rying a failure cause parameter "CAUSE" which is "Sync
Failure". In particular, the message further carries an au-
thentication failure parameter, that is, an AUTS param-
eter, which is a value generated by the terminal in cases
where a SQN synchronization failure occurs,AUTS =
(SQNMS ⊕ f5 ∗ K(RAND)) i MAC - S, where MAC-
S=f1∗K(SQNMSiRANDiAMF).
[0122] In this operation, ⊕ is XOR operation, i repre-
sents a splicing operation, XMAC is an expected MAC,
and F1K, F2K and F5K are key derived functions taking
a root key K as the key. The F1k and the F2k are message
authentication functions, and F5k is a key generating
function.
[0123] At S903, the authentication function receives
the authentication failure message from the terminal, and
reads the failure cause parameter "CAUSE" in the au-
thentication failure message. If the "CAUSE" is "MAC
Failure", then the authentication function can terminate
the authentication procedure, or send a terminal identity
request message to the terminal, or send an authentica-
tion request message to the authentication service func-
tion/the subscription data management function, the au-
thentication request message carrying a terminal identity
parameter. In particular, the authentication failure mes-
sage does not carry the AUTS parameter.
[0124] If the "CAUSE" is "Sync Failure", then the au-
thentication function sends the authentication request
message to the authentication service function/the sub-
scription data management function, the authentication
request message carrying the terminal identity parame-
ter. In particular, the message further carries a synchro-
nization failure indicator and the AUTS parameter. The
AUTS parameter is the AUTS parameter carried in the
authentication failure message received from the termi-
nal.
[0125] At S904, the authentication service function/the
subscription data management function receives the au-
thentication request message from the authentication
function. If the authentication request message includes
the synchronization failure indicator, the authentication
service function/the subscription data management func-
tion performs a resynchronization procedure (which uses
the AUTS parameter), and then generates and sends
back an authentication response message to the authen-
tication function. If the message does not include the syn-
chronization failure indicator, the authentication service

function/the subscription data management function
generates and sends back the authentication response
message to the authentication function.
[0126] At S905, the authentication function receives
the authentication response message from the authen-
tication service function/the subscription data manage-
ment function, and may initiate the authentication proce-
dure for the terminal again.

Eleventh embodiment

[0127] If an attacker replays a valid authentication re-
quest message, the attacker can obtain an authentication
failure message replied by the terminal after the process-
ing of S902 in the tenth embodiment. By analyzing the
cause of failure in the authentication failure message,
and replaying the authentication request message mul-
tiple times and receiving and analyzing the authentication
failure message, the attacker can realize the tracking of
the user, and can use the tracking result to further attack
the users’ privacy. Considering the problem, the present
embodiment provides an improved authentication
processing method in the authentication procedure of the
terminal.
[0128] Fig. 10 is a schematic diagram of a security au-
thentication procedure according to the eleventh embod-
iment of the present application. The procedure includes
the following operations.
[0129] At S 1001, the authentication function sends a
user authentication request message to the terminal, the
user authentication request message carrying AUTN and
RAND, where AUTN = (SQN ⊕ AK) i AMF i MAC, and
further carrying the ngKSI.
[0130] At S1002, the terminal receives the user au-
thentication request message, calculates
AK=F5K(RAND), and thus calculates SQN = (SQN ⊕
AK) ⊕ AK. Then, the terminal calculates
XMAC=F1K(SQNiRANDiAMF), and compares XMAC
with MAC in the AUTN. If the XMAC and the MAC are
different, the terminal replies the authentication function
with an authentication failure message.
[0131] If the XMAC and the MAC are the same, the
terminal verifies whether the value of SQN in the AUTN
is in the correct range. In particular, if the SQN in the
AUTN is greater than the SQNMS of the terminal, it is
considered that the value is in the correct range; or else,
the terminal replies the authentication function with the
authentication failure message.
[0132] When both types of authentication fail, the ter-
minal replies the authentication function with the authen-
tication failure message. The message carries a failure
cause parameter "CAUSE" which is "MAC or Sync Fail-
ure", and the message further carries the AUTS param-
eter, AUTS = (SQNMS ⊕ f5 ∗ K(RAND)) i MAC - S, where
MAC-S=f1∗K(SQNMSiRANDiMF). In the case of MAC
authentication failure, the AUTS parameter carried may
also be other values with the same length, for example,
random numbers.
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[0133] At S1003, the authentication function receives
the authentication failure message from the terminal and
reads the failure cause parameter "CAUSE" in the au-
thentication failure message. If "CAUSE" is "MAC or Sync
Failure", then the authentication function sends the au-
thentication request message to the authentication serv-
ice function/the subscription data management function,
the authentication request message carrying the terminal
identity parameter. In particular, the authentication re-
quest message further carries a synchronization or MAC
failure indicator ("Sync or MAC failure indicator") and the
AUTS parameter. The AUTS parameter is the AUTS pa-
rameter carried in the authentication failure message re-
ceived from the terminal.
[0134] At S1004, the authentication service
function/the subscription data management function
receives the authentication request message from the
authentication function. If the message includes the
synchronization or MAC failure indicator ("Sync or MAC
failure indicator"), the authentication service function/the
subscription data management function calculates the
SQNMS according to the AUTS, and determines the
cause of failure by comparing the SQNMS with the
SQNHE.
[0135] For example, when the SQNMS is greater than
or equal to the SQNHE, it is determined that the cause of
failure is "Sync Failure"; when the SQNMS is less than
the SQNHE, or when verification of the AUTS fails, it is
determined that the cause of failure is "MAC Failure".
[0136] If the cause of failure is "Sync Failure", the re-
synchronization procedure is performed (the resynchro-
nization procedure uses the AUTS parameter), and the
authentication response message is generated and sent
back to the authentication function, the authentication
response message carrying the failure cause parameter
"CAUSE" which is "Sync Failure". If the cause of failure
is "MAC Failure", the authentication response message
is generated and sent back to the authentication function,
the authentication response message carrying the failure
cause parameter "CAUSE" which is "MAC Failure".
[0137] At S1005, the authentication function receives
the authentication response message from the authen-
tication service function/the subscription data manage-
ment function, and reads the failure cause parameter
"CAUSE" in the message.
[0138] If the "CAUSE" is "MAC Failure", the authenti-
cation function can terminate the authentication proce-
dure, or send the terminal identity request message to
the terminal, or initiate the authentication procedure for
the terminal again.
[0139] If the "CAUSE" is "Sync Failure", the authenti-
cation function initiates the authentication procedure for
the terminal again.
[0140] It is apparent that a person skilled in the art shall
understand that all of the above-mentioned modules or
operations in the present disclosure may be implemented
by using a general computation apparatus, may be cen-
tralized on a single computation apparatus or may be

distributed on a network composed of multiple computa-
tion apparatuses. Optionally, they may be implemented
by using executable program codes of the computation
apparatuses. Thus, they may be stored in a storage ap-
paratus and executed by the computation apparatuses,
the shown or described operations may be executed in
a sequence different from this sequence under certain
conditions, or they are manufactured into each integrated
circuit module respectively, or multiple modules or oper-
ations therein are manufactured into a single integrated
circuit module. Thus, the embodiments of the present
disclosure are not limited to any specific hardware and
software combination.
[0141] The above is only the exemplary embodiments
of the present disclosure, not intended to limit the present
disclosure. As will occur to those having ordinary skill in
the art, the present disclosure is susceptible to various
modifications and changes. Any modifications, equiva-
lent replacements, improvements and the like made with-
in the principle of the present disclosure shall fall within
the scope of protection of the present disclosure.

Claims

1. An authentication processing method, comprising:

receiving, by a terminal, an authentication re-
quest message from an authentication function;
and
in cases where authentication on the authenti-
cation request message fails, feeding back, by
the terminal, an authentication failure message
to the authentication function, wherein in cases
where a cause of authentication failure is a Mes-
sage Authentication Code, MAC, failure and in
cases where a cause of authentication failure is
a Synchronization, Sync, failure, the terminal
feeds back authentication failure messages of
the same type to the authentication function.

2. The method according to claim 1, wherein in cases
where the cause of the authentication failure is the
MAC failure and in cases where the cause of the
authentication failure is the Sync failure, the terminal
feeds back the authentication failure messages of
the same type to the authentication function, com-
prising:
in cases where the cause of the authentication failure
is the MAC failure and in cases where the cause of
the authentication failure is the Sync failure, the au-
thentication failure messages do not carrying a fail-
ure cause parameter, or all carry the same failure
cause parameter.

3. The method according to claim 2, wherein the au-
thentication failure messages all carry the same fail-
ure cause parameter, comprising one of the follow-
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ing:

the authentication failure messages all carry the
failure cause parameter which is set to null or
has a same preset padding value;
the authentication failure messages all carry the
failure cause parameter which is Message Au-
thentication Code or Synchronization, MAC or
Sync, Failure; or
the authentication failure messages all carry the
failure cause parameter which is Sync Failure.

4. The method according to any one of claims 1 to 3,
wherein in cases where the cause of the authentica-
tion failure is the MAC failure and in cases where the
cause of the authentication failure is the Sync failure,
the terminal feeds back the authentication failure
messages of the same type to the authentication
function, comprising:
in cases where the cause of the authentication failure
is the MAC failure and in cases where the cause of
the authentication failure is the Sync failure, the au-
thentication failure messages all carry a synchroni-
zation failure parameter.

5. The method according to claim 4, wherein

in cases where the cause of the authentication
failure is the Sync failure, the synchronization
failure parameter is calculated by the terminal
according to the authentication request mes-
sage;
in cases where the cause of the authentication
failure is the MAC failure, the synchronization
failure parameter is randomly generated by the
terminal, or is a predetermined value, or is cal-
culated by the terminal according to the authen-
tication request message.

6. An authentication processing method, comprising:

receiving, by an authentication function, an au-
thentication failure message fed back by a ter-
minal, wherein in cases where a cause of au-
thentication failure is a Message Authentication
Code, MAC, failure and in cases where a cause
of authentication failure is a Synchronization,
Sync, failure, authentication failure messages
received by the authentication function all carry
a synchronization failure parameter;
sending, by the authentication function, an au-
thentication request message to a home net-
work entity, wherein the authentication request
message carries the synchronization failure pa-
rameter; and
receiving, by the authentication function, a
cause of failure returned by the home network
entity according to the synchronization failure

parameter.

7. The method according to claim 6, wherein in cases
where the cause of the authentication failure is the
MAC failure and in cases where the cause of the
authentication failure is the Sync failure, the authen-
tication failure messages received by the authenti-
cation function do not carry a failure cause parame-
ter, or all carry the same failure cause parameter.

8. The method according to claim 7, wherein the au-
thentication failure messages received by the au-
thentication function all carry the same failure cause
parameter, comprising one of the following:

the authentication failure messages all carry the
failure cause parameter which is set to null or
has a same preset padding value;
the authentication failure messages all carry the
failure cause parameter which is MAC or Sync
Failure; or
the authentication failure messages all carry the
failure cause parameter which is Sync Failure.

9. The method according to claim 7, further comprising:
adding, by the authentication function, a predeter-
mined failure indicator to the authentication request
message, wherein the predetermined failure indica-
tor comprises one of the following:

Sync Failure Indicator; and
MAC or Sync Failure Indicator.

10. An authentication processing method, comprising:

receiving, by a home network entity, an authen-
tication request message from an authentication
function, wherein the authentication request
message carries a synchronization failure pa-
rameter generated in cases where a Message
Authentication Code, MAC, failure or a Synchro-
nization, Sync, failure occurs while a terminal
performs authentication;
determining, by the home network entity, a
cause of failure according to the synchronization
failure parameter; and
returning, by the home network entity, the cause
of failure to the authentication function.

11. The method according to claim 10, wherein deter-
mining, by the home network entity, the cause of
failure according to the synchronization failure pa-
rameter comprises:

verifying, by the home network entity, validity of
the synchronization failure parameter;
in cases where the synchronization failure pa-
rameter is verified invalid, determining that the
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cause of failure is the MAC failure; and
in cases where the synchronization failure pa-
rameter is verified valid, calculating, by the home
network entity, a sequence number SQNMS of
the terminal according to the synchronization
failure parameter, and determining, by the home
network entity, the cause of failure according to
the sequence number SQNMS of the terminal
and a sequence number SQNHE of the home
network entity.

12. The method according to claim 11, wherein deter-
mining, by the home network entity, the cause of
failure according to the sequence number SQNMS
of the terminal and the sequence number SQNHE of
the home network entity comprises at least one of
the following:

in cases where the SQNMS is greater than or
equal to the SQNHE, determining, by the home
network entity, that the cause of failure is the
Sync failure; and
in cases where the SQNMS is less than the
SQNHE, determining, by the home network
entity, that the cause of failure is the MAC failure.

13. An authentication processing device applied to a ter-
minal, comprising:

a receiving module, configured to receive an au-
thentication request message from an authenti-
cation function; and
a feedback module, configured to feed back, in
cases where authentication on the authentica-
tion request message fails, an authentication
failure message to the authentication function,
wherein in cases where a cause of authentica-
tion failure is a Message Authentication Code,
MAC, failure and in cases where a cause of au-
thentication failure is a Synchronization, Sync,
failure, the terminal feeds back authentication
failure messages of the same type to the au-
thentication function.

14. The device according to claim 13, wherein in cases
where the cause of the authentication failure is the
MAC failure and in cases where the cause of the
authentication failure is the Sync failure, the authen-
tication failure messages do not carry a failure cause
parameter, or all carry the same failure cause pa-
rameter.

15. The device according to claim 13 or 14, wherein in
cases where the cause of the authentication failure
is the MAC failure and in cases where the cause of
the authentication failure is the Sync failure, the au-
thentication failure messages all carry a synchroni-
zation failure parameter.

16. An authentication processing device applied to an
authentication function, comprising:

a first receiving module, configured to receive
an authentication failure message fed back by
a terminal, wherein in cases where a cause of
authentication failure is a Message Authentica-
tion Code, MAC, failure and in cases where a
cause of authentication failure is a Synchroni-
zation, Sync, failure, authentication failure mes-
sages received by the authentication function all
carry a synchronization failure parameter;
a sending module, configured to send an au-
thentication request message to a home net-
work entity, wherein the authentication request
message carries the synchronization failure pa-
rameter; and
a second receiving module, configured to re-
ceive a cause of failure returned by the home
network entity according to the synchronization
failure parameter.

17. The device according to claim 16, wherein
the sending module is further configured to add a
predetermined failure indicator to the authentication
request message, wherein the predetermined failure
indicator comprises one of the following:

Sync Failure Indicator; and
MAC or Sync Failure Indicator.

18. An authentication processing device applied to a
home network entity, comprising:

a receiving module, configured to receive an au-
thentication request message from an authenti-
cation function, wherein the authentication re-
quest message carries a synchronization failure
parameter generated in cases where a Message
Authentication Code, MAC, failure or a Synchro-
nization, Sync, failure occurs while a terminal
performs authentication;
a determining module, configured to determine
a cause of failure according to the synchroniza-
tion failure parameter; and
a sending module, configured to return the
cause of failure to the authentication function.

19. The device according to claim 18, wherein the de-
termining module is configured to:

verify validity of the synchronization failure pa-
rameter;
in cases where the synchronization failure pa-
rameter is verified invalid, determine that the
cause of failure is the MAC failure; and
in cases where the synchronization failure pa-
rameter is verified valid, calculate a sequence
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number SQNMS of the terminal according to the
synchronization failure parameter, and deter-
mine the cause of failure according to the se-
quence number SQNMS of the terminal and a
sequence number SQNHE of the home network
entity.

20. A storage medium, storing a computer program,
wherein the computer program is configured to ex-
ecute, at runtime, the method according to any one
of claims 1 to 12.

21. An electronic device, comprising a memory and a
processor, wherein the memory stores a computer
program, and the processor is configured to run the
computer program to execute the method according
to any one of claims 1 to 12.
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