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(54) METHOD AND DEVICE FOR FINGERPRINT IDENTIFICATION

(57) The present disclosure discloses a method and
device for fingerprint identification, and relates to finger-
print identification. The method for fingerprint identifica-
tion includes that: it is detected (201) whether the number
of damaged pixel units in a fingerprint identification sen-
sor reaches a preset threshold value or not, the damaged

pixel units referring to physically damaged pixel units in
the fingerprint identification sensor; and if the number of
the damaged pixel units reaches the preset threshold
value, matching identification of a fingerprint image ac-
quired by the fingerprint identification sensor is stopped
(202).
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Description

TECHNICAL FIELD

[0001] The present invention generally relates to fin-
gerprint identification, and more particularly, to a method
and device for fingerprint identification.

BACKGROUND

[0002] Fingerprint identification technology has been
widely applied to mobile terminals such as smart phones
and tablet computers. M*N pixel units forming an array
are arranged on a fingerprint identification sensor. Ac-
cording to the fingerprint identification, technology, a fin-
gerprint image of a user is acquired through each of the
pixel units in the fingerprint identification sensor, and the
acquired fingerprint image and a pre-stored fingerprint
template are compared to match, thereby realizing func-
tions of screen unlocking, mobile payment or the like.
[0003] A fingerprint of a user may change with age and
season, so that a learning function is added to a finger-
print template in a related technology, thereby reducing
a False Reject Rate (FRR) of a fingerprint identification
sensor, the FRR referring to identifying the same finger-
print image into different fingerprint images. However,
the learning function may add a pixel feature of a dam-
aged pixel unit in the fingerprint identification sensor into
the fingerprint template, and since the pixel feature is
own feature of the fingerprint identification sensor, a
False Accept Rate (FAR) of the fingerprint identification
sensor is greatly increased, the FAR referring to identi-
fying different fingerprint images into the same fingerprint
image. Therefore, potential security hazards of a mobile
terminal may be incurred.

SUMMARY

[0004] Accordingly, the present invention provides a
method and device for fingerprint identification, in accord-
ance with the claims which follow.
[0005] According to a first aspect of the embodiment
of the present invention, a method for fingerprint identi-
fication is provided, which comprises:

it is detected whether the number of damaged pixel
units in a fingerprint identification sensor reaches a
preset threshold value or not, the damaged pixel
units referring to physically damaged pixel units in
the fingerprint identification sensor; and
if the number of the damaged pixel units reaches the
preset threshold value, matching identification of a
fingerprint image acquired by the fingerprint identifi-
cation sensor is stopped.

[0006] As such, the problem of potential security haz-
ards of the mobile terminal caused by the fact that the
learning function may add the pixel feature of the dam-

aged pixel unit in the fingerprint identification sensor into
the fingerprint template to greatly increase the FAR of
the fingerprint identification sensor is solved, and the ef-
fects of stopping matching identification of the fingerprint
image after the number of the damaged pixel units reach-
es the preset threshold value, greatly reducing the FAR
of the fingerprint identification sensor and avoiding po-
tential security hazards of the mobile terminal caused by
excessively high FAR are achieved.
[0007] According to an embodiment, detecting wheth-
er the number of the damaged pixel units in the fingerprint
identification sensor reaches the preset threshold value
or not comprises:

a coverage area of a fingerprint of a user is deter-
mined in the fingerprint identification sensor accord-
ing to the fingerprint image; and
it is detected whether the number of damaged pixel
units in pixel units belonging to the coverage area
reaches a first preset threshold value or not.

[0008] According to an embodiment, detecting wheth-
er the number of the damaged pixel units in the fingerprint
identification sensor reaches the preset threshold value
or comprises:

a usual acquisition area for the fingerprint of the user
is determined in the fingerprint identification sensor,
the usual acquisition area being an area where a
probability of acquiring the fingerprint of the user is
higher than a preset probability; and
it is detected whether the number of damaged pixels
in the usual acquisition area reaches a second preset
threshold value or not.

[0009] According to an embodiment, detecting wheth-
er the number of the damaged pixel units in the fingerprint
identification sensor reaches the preset threshold value
or not comprises:

an unusual acquisition area for the fingerprint of the
user is determined in the fingerprint identification
sensor, the unusual acquisition area being an area
distinct from a usual acquisition area and the usual
acquisition area being an area where a probability
of acquiring the fingerprint of the user is higher than
a preset probability; and
it is detected whether the number of damaged pixels
in the unusual acquisition area reaches a third preset
threshold value or not.

[0010] According to an embodiment, detecting wheth-
er the number of the damaged pixel units in the fingerprint
identification sensor reaches the preset threshold value
or not comprises:

a usual acquisition area and an unusual acquisition
area for the fingerprint of the user are determined in
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the fingerprint identification sensor, the usual acqui-
sition area being an area where a probability of ac-
quiring the fingerprint of the user is higher than a
preset probability and the unusual acquisition area
being an area distinct from the usual acquisition ar-
ea; and
it is detected whether the number of damaged pixels
in the usual acquisition area reaches a second preset
threshold value or not and whether the number of
damaged pixels in the unusual acquisition area
reaches a third preset threshold value or not,
the third preset threshold being greater than the sec-
ond preset threshold value.

[0011] According to an embodiment, the method may
further comprise:

if there is no damaged pixel unit or the number of
the damaged pixel units does not reach the preset
threshold value, feature points in the fingerprint im-
age are extracted;
it is detected whether the number of unreliable fea-
ture points in the feature points reaches a preset
number or not, the unreliable feature points being
feature points acquired by the damaged pixel units
or pixel units in an abnormal working sate; and
if the number of the unreliable feature points reaches
the preset number, matching identification of the fin-
gerprint image acquired by the fingerprint identifica-
tion sensor is stopped.

[0012] According to a second aspect of the embodi-
ment of the present invention, a device for fingerprint
identification is provided, which comprises:

a number detection module, configured to detect
whether the number of damaged pixel units in a fin-
gerprint identification sensor reaches a preset
threshold value or not, the damaged pixel units re-
ferring to physically damaged pixel units in the fin-
gerprint identification sensor; and
an identification stopping module, configured to, if
the number of the damaged pixel units reaches the
preset threshold value, stop matching identification
of a fingerprint image acquired by the fingerprint
identification sensor.

[0013] The advantages and technical effects of the de-
vice according to the invention correspond to those of
the method presented above.
[0014] According to an embodiment, the number de-
tection module comprises:

a first determination sub-module, configured to de-
termine a coverage area of a fingerprint of a user in
the fingerprint identification sensor according to the
fingerprint image;
and

a first detection sub-module, configured to detect
whether the number of damaged pixel units in pixel
units belonging to the coverage area reaches a first
preset threshold value or not.

[0015] According to an embodiment, the number de-
tection module comprises:

a second determination sub-module, configured to
determine a usual acquisition area for the fingerprint
of the user in the fingerprint identification sensor, the
usual acquisition area being an area where a prob-
ability of acquiring the fingerprint of the user is higher
than a preset probability; and
a second detection sub-module, configured to detect
whether the number of damaged pixels in the usual
acquisition area reaches a second preset threshold
value or not.

[0016] According to an embodiment, the number de-
tection module comprises:

a third determination sub-module, configured to de-
termine an unusual acquisition area for the finger-
print of the user in the fingerprint identification sen-
sor, the unusual acquisition area being an area dis-
tinct from a usual acquisition area and the usual ac-
quisition area being an area wherea probability of
acquiring the fingerprint of the user is higher than a
preset probability; and
a third detection sub-module, configured to detect
whether the number of damaged pixels in the unu-
sual acquisition area reaches a third preset threshold
value or not.

[0017] According to an embodiment, the number de-
tection module comprises:

a fourth determination sub-module, configured to de-
termine a usual acquisition area and unusual acqui-
sition area for the fingerprint of the user in the fin-
gerprint identification sensor, the usual acquisition
area being an area where a probability of acquiring
the fingerprint of the user is higher than a preset prob-
ability and the unusual acquisition area being an area
distinct from the usual acquisition area; and
a fourth detection sub-module, configured to detect
whether the number of damaged pixels in the usual
acquisition area reaches a second preset threshold
value or not and whether the number of damaged
pixels in the unusual acquisition area reaches a third
preset threshold value or not,
the third preset threshold being greater than the sec-
ond preset threshold value.

[0018] According to an embodiment, the device further
comprises:
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a feature extraction module, configured to, if there
is no damaged pixel unit or the number of the dam-
aged pixel units does not reach the preset threshold
value, extract feature points in the fingerprint image;
a feature detection module, configured to detect
whether the number of unreliable feature points in
the feature points reaches a preset number or not,
the unreliable feature points being feature points ac-
quired by the damaged pixel units or pixel units in
an abnormal working sate; and
a matching stopping module, configured to, if the
number of the unreliable feature points reaches the
preset number, stop matching identification of the
fingerprint image acquired by the fingerprint identifi-
cation sensor.

[0019] According to a third aspect of the embodiment
of the present invention, a device for fingerprint identifi-
cation is provided, which comprises:

a processor; and
a memory configured to store instructions executa-
ble by the processor,
wherein the processor may be configured to:

detect whether the number of damaged pixel
units in a fingerprint identification sensor reach-
es a preset threshold value or not, the damaged
pixel units referring to physically damaged pixel
units in the fingerprint identification sensor; and
if the number of the damaged pixel units reaches
the preset threshold value, stop matching iden-
tification of a fingerprint image acquired by the
fingerprint identification sensor.

[0020] In one particular embodiment, the steps of the
method for fingerprint identification are determined by
computer program instructions.
[0021] Consequently, according to a fourth aspect, the
invention is also directed to a computer program for ex-
ecuting the steps of a method for fingerprint identification
as described above when this program is executed by a
computer.
[0022] This program can use any programming lan-
guage and take the form of source code, object code or
a code intermediate between source code and object
code, such as a partially compiled form, or any other de-
sirable form.
[0023] The invention is also directed to a computer-
readable information medium containing instructions of
a computer program as described above.
[0024] The information medium can be any entity or
device capable of storing the program. For example, the
medium can include storage means such as a ROM, for
example a CD ROM or a microelectronic circuit ROM, or
magnetic storage means, for example a diskette (floppy
disk) or a hard disk.
[0025] Alternatively, the information medium can be an

integrated circuit in which the program is incorporated,
the circuit being adapted to execute the method in ques-
tion or to be used in its execution.
[0026] It should be understood that the foregoing gen-
eral description and the following detailed description are
only exemplary and explanatory only and not intended
to limit the present invention.

BRIEF DESCRIPTION OF THE DRAWINGS

[0027] The accompanying drawings, which are incor-
porated in and constitute a part of this specification, il-
lustrate embodiments consistent with the present disclo-
sure and, together with the specification, serve to explain
the principles of the present disclosure.

Fig. 1 is a hardware structure diagram of a mobile
terminal, according to an exemplary embodiment.
Fig. 2 is a flow chart showing a method for fingerprint
identification, according to an exemplary embodi-
ment.
Fig. 3A is a flow chart showing a method for finger-
print identification, according to another exemplary
embodiment.
Fig. 3B is a diagram of prompting information sent
by a fingerprint identification sensor, according to an
exemplary embodiment.
Fig. 4A is a flow chart showing a method for finger-
print identification, according to another exemplary
embodiment.
Fig. 4B is a flow chart showing a method for finger-
print identification, according to another exemplary
embodiment.
Fig. 4C is a flow chart showing a method for finger-
print identification, according to another exemplary
embodiment.
Fig. 4D is a flow chart showing a method for finger-
print identification, according to another exemplary
embodiment.
Fig. 5 is a block diagram of a device for fingerprint
identification, according to an exemplary embodi-
ment.
Fig. 6 is a block diagram of a device for fingerprint
identification, according to another exemplary em-
bodiment.
Fig. 7 is a block diagram of a device for fingerprint
identification, according to still another exemplary
embodiment.

DETAILED DESCRIPTION

[0028] Reference will now be made in detail to exem-
plary embodiments, examples of which are illustrated in
the accompanying drawings. The following description
refers to the accompanying drawings in which the same
numbers in different drawings represent the same or sim-
ilar elements unless otherwise represented. The imple-
mentations set forth in the following description of exem-
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plary embodiments do not represent all implementations
consistent with the present disclosure. Instead, they are
merely examples of devices and methods consistent with
some aspects related to the present disclosure as recited
in the appended claims.
[0029] Fig. 1 is a hardware structure diagram of a mo-
bile terminal, according to an exemplary embodiment.
As shown in Fig. 1, the mobile terminal may be a terminal
such as a smart phone, a tablet computer and an elec-
tronic book reader. The mobile terminal includes a proc-
essor 120, and a memory 140 and fingerprint identifica-
tion module 160 connected with the processor 120 re-
spectively.
[0030] The memory 140 has instructions executable
by the processor 120 stored therein.
[0031] The fingerprint identification module 160 is also
called a fingerprint identification sensor. The fingerprint
identification module 160 includes pixel units (not shown
in the figure) arranged in an array. Each of the pixel units
in the fingerprint identification module 160 is configured
to acquire a fingerprint image of a user. The fingerprint
identification module 160 matches the fingerprint image
acquired by each pixel unit and a pre-stored fingerprint
template to realize functions of screen unlocking, mobile
payment or the like of the mobile terminal.
[0032] Fig. 2 is a flow chart showing a method for fin-
gerprint identification, according to an exemplary embod-
iment, and as shown in Fig. 2, the method for fingerprint
identification is applied to the mobile terminal shown in
Fig. 1, and the method for fingerprint identification may
include the following steps.
[0033] At Step 201, it is detected whether the number
of damaged pixel units in a fingerprint identification sen-
sor reaches a preset threshold value or not.
[0034] Pixel units refer to pixels arranged in an array
in the fingerprint identification sensor.
The pixel units are configured to acquire pixel points of
a fingerprint image of a user.
[0035] The damaged pixel units refer to physically
damaged pixel units in the fingerprint identification sen-
sor.
[0036] The damaged pixel units refer to physically
damaged pixel units in the pixel units arranged in an ar-
ray.
[0037] At Step 202, if the number of the damaged pixel
units reaches the preset threshold value, matching iden-
tification of a fingerprint image acquired by the fingerprint
identification sensor is stopped.
[0038] From the above, according to the method for
fingerprint identification provided by the embodiment of
the present disclosure, whether the number of the dam-
aged pixel units in the fingerprint identification sensor
reaches the preset threshold value or not is detected, the
damaged pixel units referring to the physically damaged
pixel units in the fingerprint identification sensor, and if
the number of the damaged pixel units reaches the preset
threshold value, matching identification of the fingerprint
image acquired by the fingerprint identification sensor is

stopped, so that the problem of potential security hazards
of the mobile terminal caused by the fact that a learning
function may add a pixel feature of a damaged pixel unit
in the fingerprint identification sensor into a fingerprint
template to greatly increase an FAR of the fingerprint
identification sensor is solved, and the effects of stopping
matching identification of the fingerprint image after the
number of the damaged pixel units reaches the preset
threshold value, greatly reducing the FAR of the finger-
print identification sensor and avoiding potential security
hazards of the mobile terminal caused by excessively
high FAR are achieved.
[0039] Fig. 3A is a flow chart showing a method for
fingerprint identification, according to another exemplary
embodiment, and as shown in Fig. 3A, the method for
fingerprint identification is applied to the mobile terminal
shown in Fig. 1, and the method for fingerprint identifica-
tion may include the following steps.
[0040] At Step 301, information of each of pixel units
in a fingerprint identification sensor is acquired.
[0041] The pixel units refer to pixels arranged in an
array in the fingerprint identification sensor. The pixel
units are configured to acquire pixel points of a fingerprint
image of a user.
[0042] The mobile terminal acquires the information of
each pixel unit in the fingerprint identification sensor at
first before using the fingerprint identification sensor.
[0043] Optionally, every time when the mobile terminal
is powered on for use, the information of each of the pixel
units in the fingerprint identification sensor is acquired at
first.
[0044] At Step 302, the number of damaged pixel units
in the fingerprint identification sensor is counted accord-
ing to the information of the pixel units.
[0045] The mobile terminal counts the number of the
damaged pixel units in the fingerprint identification sen-
sor according to the information of each of the pixel units
after acquiring the information of each of the pixel unit.
[0046] The damaged pixel units refer to physically
damaged pixel units in the fingerprint identification sen-
sor.
[0047] The damaged pixel units are physically dam-
aged pixel units in the pixel units arranged in the array.
[0048] The pixel units in the fingerprint identification
sensor may be physically damaged due to an external
factor such as static electricity and external pressure.
Pixel points acquired by these physically damaged pixel
units may miss to different extents.
[0049] Herein, the step that the number of the dam-
aged pixel units in the fingerprint identification sensor is
counted may include the following sub-steps:

1. a pixel feature of each of the pixel units in the
fingerprint image acquired by the fingerprint identifi-
cation sensor in a preset photographic environment
is acquired, the pixel feature at least including a
brightness value and/or a contrast;
2. it is detected whether there are pixel units of which
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pixel features belong to a first numerical value range
in the fingerprint identification sensor or not; and
3. the number of the pixel units belonging to the first
numerical value range in the fingerprint identification
sensor is counted.

[0050] Herein, the first numerical value range refers to
a value range corresponding to the pixel features of the
damaged pixel units; and the number of the pixel units
belonging to the first numerical value range is the number
of the damaged pixel units.
[0051] It is supposed that a pixel feature acquired by
a pixel unit is black when a high voltage is input into the
fingerprint identification sensor and the pixel feature ac-
quired by the pixel unit is white when a low voltage is
input into the fingerprint identification sensor under a reg-
ular condition. If the pixel feature acquired by the pixel
unit is white when the high voltage is input into the fin-
gerprint identification sensor, the pixel unit is determined
to be a damaged pixel unit.
[0052] Optionally, a template of a fingerprint image ac-
quired by the physically damaged pixel units is pre-stored
in the fingerprint identification sensor, and the fingerprint
image acquired by the fingerprint identification sensor is
compared with the template of the fingerprint image ac-
quired by the damaged pixel units to count the number
of the damaged pixel units.
[0053] At Step 303, it is whether the number of the
damaged pixel units in the fingerprint identification sen-
sor reaches a preset threshold value or not.
[0054] After the number of the damaged pixel units in
the fingerprint identification sensor is counted, the count-
ed number is compared with the preset threshold value
to detect whether the counted number of the damaged
pixel units reaches the preset threshold value or not.
[0055] At Step 304, if the number of the damaged pixel
units reaches the preset threshold value, matching iden-
tification of a fingerprint image acquired by the fingerprint
identification sensor is stopped.
[0056] If the counted number of the damaged pixel
units reaches the preset threshold value, the fingerprint
identification sensor stops matching identification of the
acquired fingerprint image.
[0057] Optionally, if the counted number of the dam-
aged pixel units reaches the preset threshold value, the
fingerprint identification sensor sends prompting infor-
mation to the mobile terminal to prompt the user that the
fingerprint identification sensor has been damaged.
[0058] As shown in Fig. 3B, the mobile terminal re-
ceives the prompting information sent by the fingerprint
identification sensor, wherein a content of the prompting
information is: "the pixel units in the fingerprint identifi-
cation sensor have been damaged, please timely repair
them".
[0059] At Step 305, if there is no damaged pixel unit
or the number of the damaged pixel units does not reach
the preset threshold value, feature points in the finger-
print image are extracted.

[0060] If there is no damaged pixel unit, the feature
points in the fingerprint image acquired by the fingerprint
identification sensor are extracted.
[0061] Optionally, if the counted number of the dam-
aged pixel units does not reach the preset threshold val-
ue, the feature points in the fingerprint image acquired
by the fingerprint identification sensor are extracted.
[0062] The feature points of the fingerprint image are
features formed by information of the pixel points ac-
quired by at least one pixel unit. Therefore, the feature
points of the fingerprint image may be information of the
pixel point acquired by one pixel unit, and may also be
one feature formed by information of fingerprint images
acquired by multiple pixel units in the fingerprint image.
[0063] For example, a starting point of the fingerprint
image, an endpoint of the fingerprint image, a bifurcation
point of the fingerprint image and a joint of the fingerprint
image are taken as feature points of the fingerprint image.
[0064] For example, fingerprint images acquired by 10
adjacent pixel units in the fingerprint image are com-
bined, and the combination is taken as one feature point
of the fingerprint image.
[0065] At Step 306, it is detected whether the number
of unreliable feature points in the feature points reaches
a preset number or not.
[0066] The unreliable feature points are feature points
acquired by the damaged pixel units or pixel units in an
abnormal working state.
[0067] The damaged pixel units refer to the physically
damaged pixel units in the fingerprint identification sen-
sor; and the pixel units in the abnormal working state
refer to pixel units which are not physically damaged but
may become abnormal when acquiring pixel points in the
fingerprint identification sensor.
[0068] There is no inclusion relationship between the
damaged pixel units and the pixel units in the abnormal
working state, and they are different pixel units.
[0069] Herein, the step that the number of the unreli-
able feature points in the feature points of the fingerprint
image is counted may include the following sub-steps:

1. each feature point of the fingerprint image ac-
quired by the fingerprint identification sensor in the
preset photographic environment is acquired; and
2. the number of feature points belonging to a second
numerical value range in the feature points in the
fingerprint identification sensor is counted.

[0070] Herein, the second numerical value range re-
fers to a value range corresponding to the unreliable fea-
ture points; and the feature points belonging to the sec-
ond numerical value range are the unreliable feature
points.
[0071] The unreliable feature points are features
formed by information of the pixel points acquired by at
least one damaged pixel unit. Therefore, the unreliable
feature points may be information of the pixel point ac-
quired by one damaged pixel unit or pixel unit in the ab-
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normal working state, and may also be one feature
formed by information of fingerprint images acquired by
multiple damaged pixel units or pixel units in the abnormal
working state in the fingerprint image.
[0072] For example, a fingerprint image acquired by
multiple damaged pixel units may have black and white
stripe information. Therefore, the black and white stripe
information is taken as an unreliable feature point.
[0073] Optionally, an unreliable feature point template
of the fingerprint image acquired by the physically dam-
aged pixel units is pre-stored in the fingerprint identifica-
tion sensor, and the extracted feature points in the fin-
gerprint image are compared with the unreliable feature
point template to count the number of the unreliable fea-
ture points in the feature points of the fingerprint image
to detect whether the number of the unreliable feature
points in the feature points of the fingerprint image reach-
es the preset number or not.
[0074] At Step 307, if the number of the unreliable fea-
ture points reaches the preset number, matching identi-
fication of the fingerprint image acquired by the fingerprint
identification sensor is stopped.
[0075] If the counted number of the unreliable feature
points reaches the preset number, the fingerprint identi-
fication sensor stops matching identification of the ac-
quired fingerprint image.
[0076] Optionally, if the counted number of the unreli-
able feature points reaches the preset number, the fin-
gerprint identification sensor sends prompting informa-
tion to the mobile terminal to prompt the user that the
fingerprint identification sensor has been damaged, as
shown in Fig. 3B.
[0077] At Step 308, if there is no unreliable feature point
or the number of the unreliable feature points does not
reach the preset number, matching identification is per-
formed on the fingerprint image acquired by the finger-
print identification sensor.
[0078] If there is no unreliable feature point, matching
identification is performed on the fingerprint image ac-
quired by the fingerprint identification sensor.
[0079] Optionally, if the counted number of the unreli-
able feature points does not reach the preset number,
matching identification is performed on the fingerprint im-
age acquired by the fingerprint identification sensor.
[0080] From the above, according to the method for
fingerprint identification provided by the embodiment of
the present disclosure, it is detected whether the number
of the damaged pixel units in the fingerprint identification
sensor reaches the preset threshold value or not, the
damaged pixel units referring to the physically damaged
pixel units in the fingerprint identification sensor, and if
the number of the damaged pixel units reaches the preset
threshold value, matching identification of the fingerprint
image acquired by the fingerprint identification sensor is
stopped, so that the problem of potential security hazards
of the mobile terminal caused by the fact that a learning
function may add a pixel feature of a damaged pixel unit
in the fingerprint identification sensor into a fingerprint

template to greatly increase an FAR of the fingerprint
identification sensor is solved, and the effects of stopping
matching identification of the fingerprint image after the
number of the damaged pixel units reaches the preset
threshold value, greatly reducing the FAR of the finger-
print identification sensor and avoiding potential security
hazards of the mobile terminal caused by excessively
high FAR are achieved.
[0081] In addition, the damaged pixel units are double-
determined by extracting the feature points in the finger-
print image and detecting whether the number of the un-
reliable feature points in the fingerprint image reaches
the preset number or not, so that the FAR of the fingerprint
identification sensor is greatly increased.
[0082] It is noted that, as a possible implementation
mode, when it is detected that the number of the dam-
aged pixel units reaches the preset threshold value, the
fingerprint images acquired by the damaged pixel points
in the fingerprint identification sensor are removed and
matching identification is performed on the fingerprint im-
age left after removal.
[0083] All the pixel units in the fingerprint identification
sensor are detected in the method for fingerprint identi-
fication shown in Fig. 3A. Optionally, only pixel units in a
coverage area of a fingerprint of the user may be detect-
ed, and Step 303 in the embodiment shown in Fig. 3A
may be replaced with Step 303a and Step 303b as fol-
lows, as shown in Fig. 4A. The steps are specifically as
follows.
[0084] At Step 303a, a coverage area of a fingerprint
of a user is determined in the fingerprint identification
sensor according to the fingerprint image.
[0085] The coverage area of the fingerprint of the user
is determined in the acquired fingerprint image according
to the fingerprint image acquired by the fingerprint iden-
tification sensor. That is, the pixel units which acquire the
fingerprint image of the user in the fingerprint identifica-
tion sensor are determined.
[0086] At Step 303b, it is detected whether the number
of damaged pixel units in pixel units belonging to the cov-
erage area reaches a first preset threshold value or not.
[0087] After the pixel units which acquire the fingerprint
image of the user in the fingerprint identification sensor
are determined, the number of the damaged pixel units
in the pixel units belonging to the coverage area is count-
ed, and the counted number is compared with the first
preset threshold value to detect whether the number of
the damaged pixel units in the pixel units belonging to
the coverage area reaches the first preset threshold val-
ue or not.
[0088] From the above, according to the method for
fingerprint identification provided by the embodiment of
the present disclosure, only the number of the damaged
pixel units belonging to the coverage area of the finger-
print of the user is detected, so that a detection range is
narrowed, and a calculation process for detection is re-
duced.
[0089] All the pixel units in the fingerprint identification
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sensor are detected in the method for fingerprint identi-
fication shown in Fig. 3A. Optionally, only pixel units of
a usual acquisition area for the fingerprint of the user may
be detected, and Step 303 in the embodiment shown in
Fig. 3A may be replaced with Step 303c and Step 303d
as follows, as shown in Fig. 4B. The steps are specifically
as follows.
[0090] At Step 303c, a usual acquisition area for the
fingerprint of the user is determined in the fingerprint iden-
tification sensor, the usual acquisition area being an area
where a probability of acquiring the fingerprint of the user
is higher than a preset probability.
[0091] Information such as a habit of the user in using
the fingerprint identification sensor and a fingerprint size
of the user is analyzed to determine the usual acquisition
area for the fingerprint of the user in the fingerprint iden-
tification sensor, that is, pixel units where probabilities of
acquiring the fingerprint of the user are higher than the
preset probability in the fingerprint identification sensor
are determined.
[0092] At Step 303d, it is detected whether the number
of damaged pixels in the usual acquisition area reaches
a second preset threshold value or not.
[0093] After the pixel units where the probabilities of
acquiring the fingerprint of the user are higher than the
preset probability in the fingerprint identification sensor
are determined, the number of the damaged pixels in
pixel units belonging to the usual acquisition area is
counted, and the counted number is compared with the
second preset threshold value to detect whether the
number of the damaged pixel units in the pixel units be-
longing to the usual acquisition area reaches the second
preset threshold value or not.
[0094] From the above, according to the method for
fingerprint identification provided by the embodiment of
the present disclosure, only the number of the damaged
pixel units belonging to the usual acquisition area for the
fingerprint of the user is detected, so that the detection
range is narrowed, and the calculation process for de-
tection is reduced.
[0095] All the pixel units in the fingerprint identification
sensor are detected in the method for fingerprint identi-
fication shown in Fig. 3A. Optionally, only pixel units of
an unusual acquisition area for the fingerprint of the user
may be detected only, and Step 303 in the embodiment
shown in Fig. 3A may be replaced with Step 303e and
Step 303f as follows, as shown in Fig. 4C. The steps are
specifically as follows.
[0096] At Step 303e, an unusual acquisition area for
the fingerprint of the user is determined in the fingerprint
identification sensor.
[0097] The unusual acquisition area is an area distinct
from a usual acquisition area and the usual acquisition
area is an area where a probability of acquiring the fin-
gerprint of the user is higher than a preset probability.
[0098] Information such as a habit of the user in using
the fingerprint identification sensor and a fingerprint size
of the user is analyzed to determine the unusual acqui-

sition area for the fingerprint of the user in the fingerprint
identification sensor.
[0099] Herein, the unusual acquisition area refers to
the area distinct from the usual coverage area, and the
usual acquisition area is the area where the probability
of acquiring the fingerprint of the user is higher than the
preset probability.
[0100] That is, pixel units where probabilities of acquir-
ing the fingerprint of the user are lower than the preset
probability in the fingerprint identification sensor are de-
termined.
[0101] At Step 303f, it is detected whether the number
of damaged pixels in the unusual acquisition area reach-
es a third preset threshold value or not.
[0102] After the pixel units where the probabilities of
acquiring the fingerprint of the user are lower than the
preset probability in the fingerprint identification sensor
are determined, the number of the damaged pixel units
in the pixel units belonging to the unusual acquisition
area is counted, and the counted number is compared
with the third preset threshold value to detect whether
the number of the damaged pixel units in the pixel units
belonging to the unusual acquisition area reaches the
third preset threshold value or not.
[0103] According to the method for fingerprint identifi-
cations shown in Fig. 4B and Fig. 4C, a usual acquisition
area and an unusual acquisition area may be detected
at the same time, and Step 303 in the embodiment shown
in Fig. 3A may be replaced with Step 303g and Step 303h
as follows, as shown in Fig. 4D. The steps are specifically
as follows.
[0104] At Step 303g, a usual acquisition area and un-
usual acquisition area for the fingerprint of the user are
determined in the fingerprint identification sensor.
[0105] The usual acquisition area is an area where a
probability of acquiring the fingerprint of the user is higher
than a preset probability and the unusual acquisition area
is an area distinct from the usual acquisition area.
[0106] Information such as a habit of the user in using
the fingerprint identification sensor and a fingerprint size
of the user is analyzed to determine the usual acquisition
area and unusual acquisition area for the fingerprint of
the user in the fingerprint identification sensor.
[0107] That is, pixel units where probabilities of acquir-
ing the fingerprint of the user are higher than a preset
probability in the fingerprint identification sensor are de-
termined to be pixel units in the usual acquisition area;
and pixel units where probabilities of acquiring the fin-
gerprint of the user are lower than the preset probability
in the fingerprint identification sensor are determined to
be pixel units in the unusual acquisition area.
[0108] At Step 303h,it is detected whether the number
of damaged pixels in the usual acquisition area reaches
a second preset threshold value or not and whether the
number of damaged pixels in the unusual acquisition ar-
ea reaches a third preset threshold value or not.
[0109] Herein, the third preset threshold value is great-
er than the second preset threshold value.
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[0110] After the pixel units of the usual acquisition area
and the unusual acquisition area for the fingerprint of the
user are determined, the numbers of damaged pixel units
in the pixel units of the usual acquisition area and the
pixel units of the unusual acquisition area are counted
respectively, and the counted number of the damaged
pixel units in the pixel units of the usual acquisition area
is compared with the second preset threshold value to
detect whether the number of the damaged pixel units in
the pixel units belonging to the usual acquisition area
reaches the second preset threshold value or not; and
the counted number of the damaged pixel units in the
pixel units of the unusual acquisition area is compared
with the third preset threshold value to detect whether
the number of the damaged pixel units in the pixel units
belonging to the unusual acquisition area reaches the
third preset threshold value or not.
[0111] A device embodiment of the present disclosure
is described below, and may be configured to execute
the method embodiments of the present disclosure. De-
tails undisclosed in the device embodiment of the present
disclosure refer to the method embodiments of the
present disclosure.
[0112] Fig. 5 is a block diagram of a device for finger-
print identification, according to an exemplary embodi-
ment, and as shown in Fig. 5, the device for fingerprint
identification is applied to the mobile terminal shown in
Fig. 1, and the device for fingerprint identification in-
cludes, but not limited to:

a number detection module 520, configured to detect
whether the number of damaged pixel units in a fin-
gerprint identification sensor reaches a preset
threshold value or not, the damaged pixel units re-
ferring to physically damaged pixel units in the fin-
gerprint identification sensor; and
an identification stopping module 540, configured to,
if the number of the damaged pixel units reaches the
preset threshold value, stop matching identification
of a fingerprint image acquired by the fingerprint
identification sensor.

[0113] From the above, according to the device for fin-
gerprint identification provided by the embodiment of the
present disclosure, it is detected whether the number of
the damaged pixel units in the fingerprint identification
sensor reaches the preset threshold value or not, the
damaged pixel units referring to the physically damaged
pixel units in the fingerprint identification sensor, and if
the number of the damaged pixel units reaches the preset
threshold value, matching identification of the fingerprint
image acquired by the fingerprint identification sensor is
stopped, so that the problem of potential security hazards
of the mobile terminal caused by the fact that a learning
function may add a pixel feature of a damaged pixel unit
in the fingerprint identification sensor into a fingerprint
template to greatly increase an FAR of the fingerprint
identification sensor is solved, and the effects of stopping

matching identification of the fingerprint image after the
number of the damaged pixel units reaches the preset
threshold value, greatly reducing the FAR of the finger-
print identification sensor and avoiding potential security
hazards of the mobile terminal caused by excessively
high FAR are achieved.
[0114] Fig. 6 is a block diagram of a device for finger-
print identification, according to another exemplary em-
bodiment, and as shown in Fig. 6, the device for finger-
print identification is applied to the mobile terminal shown
in Fig. 1, and the device for fingerprint identification in-
cludes, but not limited to:

a number detection module 520, configured to detect
whether the number of damaged pixel units in a fin-
gerprint identification sensor reaches a preset
threshold value or not, the damaged pixel units re-
ferring to physically damaged pixel units in the fin-
gerprint identification sensor.

[0115] As a first possible implementation mode, the
number detection module 520 in the embodiment may
include: a first determination sub-module 521 and a first
detection sub-module 522.
[0116] The first determination sub-module 521 is con-
figured to determine a coverage area of a fingerprint of
a user in the fingerprint identification sensor according
to a fingerprint image.
[0117] The first detection sub-module 522 is config-
ured to detect whether the number of damaged pixel units
in pixel units belonging to the coverage area reaches a
first preset threshold value or not.
[0118] As a second possible implementation mode, the
number detection module 520 in the embodiment may
include: a second determination sub-module 523 and a
second detection sub-module 524.
[0119] The second determination sub-module 523 is
configured to determine a usual acquisition area for the
fingerprint of the user in the fingerprint identification sen-
sor, the usual acquisition area being an area where a
probability of acquiring the fingerprint of the user is higher
than a preset probability.
[0120] The second detection sub-module 524 is con-
figured to detect whether the number of damaged pixels
in the usual acquisition area reaches a second preset
threshold value or not.
[0121] As a third possible implementation mode, the
number detection module 520 in the embodiment may
include: a third determination sub-module 525 and a third
detection sub-module 526.
[0122] The third determination sub-module 525 is con-
figured to determine an unusual acquisition area for the
fingerprint of the user in the fingerprint identification sen-
sor, the unusual acquisition area being an area distinct
from a usual acquisition area and the usual acquisition
area being an area where a probability of acquiring the
fingerprint of the user is higher than a preset probability.
[0123] The third detection sub-module 526 is config-
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ured to detect whether the number of damaged pixels in
the unusual acquisition area reaches a third preset
threshold value or not.
[0124] As a fourth possible implementation mode, the
number detection module 520 in the embodiment may
include: a fourth determination sub-module 527 and a
fourth detection sub-module 528.
[0125] The fourth determination sub-module 527 is
configured to determine a usual acquisition area and un-
usual acquisition area for the fingerprint of the user in the
fingerprint identification sensor, the usual acquisition ar-
ea being an area where a probability of acquiring the
fingerprint of the user is higher than a preset probability
and the unusual acquisition area being an area distinct
from the usual acquisition area.
[0126] The fourth detection sub-module 528 is config-
ured to detect whether the number of damaged pixels in
the usual acquisition area reaches a second preset
threshold value or not and whether the number of dam-
aged pixels in the unusual acquisition area reaches a
third preset threshold value or not.
[0127] The third preset threshold is greater than the
second preset threshold value.
[0128] An identification stopping module 540 is config-
ured to, if the number of the damaged pixel units reaches
the preset threshold value, stop matching identification
of the fingerprint image acquired by the fingerprint iden-
tification sensor.
[0129] Optionally, the device in the embodiment may
further include: a feature extraction module 560, a feature
detection module 580 and a matching stopping module
590.
[0130] The feature extraction module 560 is configured
to, if there is no damaged pixel unit or the number of the
damaged pixel units does not reach the preset threshold
value, extract feature points in the fingerprint image.
[0131] The feature detection module 580 is configured
to detect whether the number of unreliable feature points
in the feature points reaches a preset number or not, the
unreliable feature points being feature points acquired
by the damaged pixel units or pixel units in an abnormal
working sate.
[0132] The matching stopping module 590 is config-
ured to, if the number of the unreliable feature points
reaches the preset number, stop matching identification
of the fingerprint image acquired by the fingerprint iden-
tification sensor.
[0133] From the above, according to the device for fin-
gerprint identification provided by the embodiment of the
present disclosure, it is detected whether the number of
the damaged pixel units in the fingerprint identification
sensor reaches the preset threshold value or not, the
damaged pixel units referring to the physically damaged
pixel units in the fingerprint identification sensor, and if
the number of the damaged pixel units reaches the preset
threshold value, matching identification of the fingerprint
image acquired by the fingerprint identification sensor is
stopped, so that the problem of potential security hazards

of the mobile terminal caused by the fact that a learning
function may add a pixel feature of a damaged pixel unit
in the fingerprint identification sensor into a fingerprint
template to greatly increase an FAR of the fingerprint
identification sensor is solved, and the effects of stopping
matching identification of the fingerprint image after the
number of the damaged pixel units reaches the preset
threshold value, greatly reducing the FAR of the finger-
print identification sensor and avoiding potential security
hazards of the mobile terminal caused by excessively
high FAR are achieved.
[0134] In addition, the damaged pixel units are double-
determined by extracting the feature points in the finger-
print image and detecting whether the number of the un-
reliable feature points in the fingerprint image reaches
the preset number or not, so that the FAR of the fingerprint
identification sensor is greatly increased.
[0135] With respect to the devices in the above em-
bodiments, the specific manners for performing opera-
tions for individual modules therein have been described
in detail in the embodiments regarding the methods,
which will not be elaborated herein.
[0136] An exemplary embodiment of the present dis-
closure provides a device for fingerprint identification,
which may implement the method for fingerprint identifi-
cation provided by the present disclosure, and the device
for fingerprint identification includes: a processor and a
memory configured to store instructions executable by
the processor.
[0137] The processor is configured to:

detect whether the number of damaged pixel units
in a fingerprint identification sensor reaches a preset
threshold value or not, the damaged pixel units re-
ferring to physically damaged pixel units in the fin-
gerprint identification sensor; and
if the number of the damaged pixel units reaches the
preset threshold value, stop matching identification
of a fingerprint image acquired by the fingerprint
identification sensor.

[0138] Fig. 7 is a block diagram of a device for finger-
print identification, according to an exemplary embodi-
ment. For example, the device 700 may be a mobile
phone, a computer, a digital broadcast terminal, a mes-
saging device, a gaming console, a tablet, a medical de-
vice, exercise equipment, a personal digital assistant or
the like.
[0139] Referring to Fig. 7, the device 700 may include
one or more of the following components: a processing
component 702, a memory 704, a power component 706,
a multimedia component 708, an audio component 710,
an Input/Output (I/O) interface 712, a sensor component
714, and a communication component 716.
[0140] The processing component 702 typically con-
trols overall operations of the device 700, such as the
operations associated with display, telephone calls, data
communications, camera operations, and recording op-
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erations. The processing component 702 may include
one or more processors 718 to execute instructions to
perform all or part of the steps in the abovementioned
method. Moreover, the processing component 702 may
include one or more modules which facilitate interaction
between the processing component 702 and the other
components. For instance, the processing component
702 may include a multimedia module to facilitate inter-
action between the multimedia component 708 and the
processing component 702.
[0141] The memory 704 is configured to store various
types of data to support the operation of the device 700.
Examples of such data include instructions for any ap-
plication programs or methods operated on the device
700, contact data, phonebook data, messages, pictures,
video, etc. The memory 704 may be implemented by any
type of volatile or non-volatile memory devices, or a com-
bination thereof, such as a Static Random Access Mem-
ory (SRAM), an Electrically Erasable Programmable
Read-Only Memory (EEPROM), an Erasable Program-
mable Read-Only Memory (EPROM), a Programmable
Read-Only Memory (PROM), a Read-Only Memory
(ROM), a magnetic memory, a flash memory, and a mag-
netic or optical disk.
[0142] The power component 706 provides power for
various components of the device 700. The power com-
ponent 706 may include a power management system,
one or more power supplies, and other components as-
sociated with the generation, management and distribu-
tion of power for the device 700.
[0143] The multimedia component 708 includes a
screen providing an output interface between the device
700 and a user. In some embodiments, the screen may
include a Liquid Crystal Display (LCD) and a Touch Panel
(TP). If the screen includes the TP, the screen may be
implemented as a touch screen to receive an input signal
from the user. The TP includes one or more touch sen-
sors to sense touches, swipes and gestures on the TP
The touch sensors may not only sense a boundary of a
touch or swipe action, but also sense a duration and pres-
sure associated with the touch or swipe action. In some
embodiments, the multimedia component 708 includes
a front camera and/or a rear camera. The front camera
and/or the rear camera may receive external multimedia
data when the device 700 is in an operation mode, such
as a photographing mode or a video mode. Each of the
front camera and the rear camera may be a fixed optical
lens system or have focusing and optical zooming capa-
bilities.
[0144] The audio component 710 is configured to out-
put and/or input an audio signal. For example, the audio
component 710 includes a Microphone (MIC), and the
MIC is configured to receive an external audio signal
when the device 700 is in the operation mode, such as
a call mode, a recording mode and a voice recognition
mode. The received audio signal may be further stored
in the memory 704 or sent through the communication
component 716. In some embodiments, the audio com-

ponent 710 further includes a speaker configured to out-
put the audio signal.
[0145] The I/O interface 712 provides an interface be-
tween the processing component 702 and a peripheral
interface module, and the peripheral interface module
may be a keyboard, a click wheel, a button or the like.
The button may include, but not limited to: a home button,
a volume button, a starting button and a locking button.
[0146] The sensor component 714 includes one or
more sensors configured to provide status assessment
in various aspects for the device 700. For instance, the
sensor component 714 may detect an on/off status of the
device 700 and relative positioning of components, such
as a display and small keyboard of the device 700, and
the sensor component 714 may further detect a change
in a position of the device 700 or a component of the
device 700, presence or absence of contact between the
user and the device 700, orientation or acceleration/de-
celeration of the device 700 and a change in temperature
of the device 700. The sensor component 714 may in-
clude a proximity sensor configured to detect presence
of an object nearby without any physical contact. The
sensor component 714 may also include a light sensor,
such as a Complementary Metal Oxide Semiconductor
(CMOS) or Charge Coupled Device (CCD) image sensor,
configured for use in an imaging application. In some
embodiments, the sensor component 714 may also in-
clude an acceleration sensor, a gyroscope sensor, a
magnetic sensor, a pressure sensor or a temperature
sensor.
[0147] The communication component 716 is config-
ured to facilitate wired or wireless communication be-
tween the device 700 and another device. The device
700 may access a communication-standard-based wire-
less network, such as a Wireless Fidelity (Wi-Fi) network,
a 2nd-Generation (2G) or 3rd-Generation (3G) network
or a combination thereof. In an exemplary embodiment,
the communication component 716 receives a broadcast
signal or broadcast associated information from an ex-
ternal broadcast management system through a broad-
cast channel. In an exemplary embodiment, the commu-
nication component 716 further includes a Near Field
Communication (NFC) module to facilitate short-range
communication. For example, the NFC module may be
implemented on the basis of a Radio Frequency Identi-
fication (RFID) technology, an Infrared Data Association
(IrDA) technology, an Ultra-WideBand (UWB) technolo-
gy, a BlueTooth (BT) technology and another technology.
[0148] In an exemplary embodiment, the device 700
may be implemented by one or more Application Specific
Integrated Circuits (ASICs), Digital Signal Processors
(DSPs), Digital Signal Processing Devices (DSPDs),
Programmable Logic Devices (PLDs), Field Programma-
ble Gate Arrays (FPGAs), controllers, micro-controllers,
microprocessors or other electronic components, and is
configured to execute the abovementioned method for
fingerprint identification.
[0149] In an exemplary embodiment, there is also pro-
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vided a non-transitory computer-readable storage medi-
um including an instruction, such as the memory 704
including an instruction, and the instruction may be exe-
cuted by the processor 718 of the device 700 to imple-
ment the abovementioned method. For example, the
non-transitory computer-readable storage medium may
be a ROM, a Compact Disc Read-Only Memory (CD-
ROM), a magnetic tape, a floppy disc, an optical data
storage device or the like.
[0150] Other embodiments of the present disclosure
will be apparent to those skilled in the art from consider-
ation of the specification and practice of the present dis-
closure. This application is intended to cover any varia-
tions, uses, or adaptations of the present disclosure fol-
lowing the general principles thereof and including such
departures from the present disclosure as come within
known or customary practice in the art. It is intended that
the specification and examples be considered as exem-
plary only, with a true scope and spirit of the present
disclosure being indicated by the following claims.
[0151] It will be appreciated that the present disclosure
is not limited to the exact construction that has been de-
scribed above and illustrated in the accompanying draw-
ings, and that various modifications and changes may
be made without departing from the scope thereof. It is
intended that the scope of the present disclosure only be
limited by the appended claims.

Claims

1. A method for fingerprint identification, character-
ized in that, the method comprises:

detecting (201) whether the number of damaged
pixel units in a fingerprint identification sensor
reaches a preset threshold value or not, the
damaged pixel units referring to physically dam-
aged pixel units in the fingerprint identification
sensor; and
if the number of the damaged pixel units reaches
the preset threshold value, stopping (202)
matching identification of a fingerprint image ac-
quired by the fingerprint identification sensor.

2. The method according to claim 1, wherein detecting
(201) whether the number of the damaged pixel units
in the fingerprint identification sensor reaches the
preset threshold value or not comprises:

determining (303a) a coverage area of a finger-
print of a user in the fingerprint identification sen-
sor according to the fingerprint image; and
detecting (303b) whether the number of dam-
aged pixel units in pixel units belonging to the
coverage area reaches a first preset threshold
value or not.

3. The method according to claim 1, wherein detecting
(201) whether the number of the damaged pixel units
in the fingerprint identification sensor reaches the
preset threshold value or not comprises:

determining (303c) a usual acquisition area for
the fingerprint of the user in the fingerprint iden-
tification sensor, the usual acquisition area be-
ing an area where a probability of acquiring the
fingerprint of the user is higher than a preset
probability; and
detecting (303d) whether the number of dam-
aged pixels in the usual acquisition area reaches
a second preset threshold value or not.

4. The method according to claim 1, wherein detecting
(201) whether the number of the damaged pixel units
in the fingerprint identification sensor reaches the
preset threshold value or not comprises:

determining (303e) an unusual acquisition area
for the fingerprint of the user in the fingerprint
identification sensor, the unusual acquisition ar-
ea being an area distinct from a usual acquisition
area and the usual acquisition area being an ar-
ea where a probability of acquiring the fingerprint
of the user is higher than a preset probability;
and
detecting (303f) whether the number of dam-
aged pixels in the unusual acquisition area
reaches a third preset threshold value or not.

5. The method according to claim 1, wherein detecting
(201) whether the number of the damaged pixel units
in the fingerprint identification sensor reaches the
preset threshold value or not comprises:

determining (303g) a usual acquisition area and
an unusual acquisition area for the fingerprint of
the user in the fingerprint identification sensor,
the usual acquisition area being an area where
a probability of acquiring the fingerprint of the
user is higher than a preset probability and the
unusual acquisition area being an area distinct
from the usual acquisition area; and
detecting (303h) whether the number of dam-
aged pixels in the usual acquisition area reaches
a second preset threshold value or not and
whether the number of damaged pixels in the
unusual acquisition area reaches a third preset
threshold value or not,
the third preset threshold being greater than the
second preset threshold value.

6. The method according to any one of claims 1-5, fur-
ther comprising:

if there is no damaged pixel unit or the number
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of the damaged pixel units does not reach the
preset threshold value, extracting (305) feature
points in the fingerprint image;
detecting (306) whether the number of unrelia-
ble feature points in the feature points reaches
a preset number or not, the unreliable feature
points being feature points acquired by the dam-
aged pixel units or pixel units in an abnormal
working sate; and
if the number of the unreliable feature points
reaches the preset number, stopping (307)
matching identification of the fingerprint image
acquired by the fingerprint identification sensor.

7. A device for fingerprint identification, characterized
in that, the device comprises:

a number detection module (520), configured to
detect whether the number of damaged pixel
units in a fingerprint identification sensor reach-
es a preset threshold value or not, the damaged
pixel units referring to physically damaged pixel
units in the fingerprint identification sensor; and
an identification stopping module (540), config-
ured to, if the number of the damaged pixel units
reaches the preset threshold value, stop match-
ing identification of a fingerprint image acquired
by the fingerprint identification sensor.

8. The device according to claim 7, wherein the number
detection module (520) comprises:

a first determination sub-module (521), config-
ured to determine a coverage area of a finger-
print of a user in the fingerprint identification sen-
sor according to the fingerprint image; and
a first detection sub-module (522), configured
to detect whether the number of damaged pixel
units in pixel units belonging to the coverage ar-
ea reaches a first preset threshold value or not.

9. The device according to claim 7 wherein the number
detection module (520) comprises:

a second determination sub-module (523), con-
figured to determine a usual acquisition area for
the fingerprint of the user in the fingerprint iden-
tification sensor, the usual acquisition area be-
ing an area where a probability of acquiring the
fingerprint of the user is higher than a preset
probability; and
a second detection sub-module (524), config-
ured to detect whether the number of damaged
pixels in the usual acquisition area reaches a
second preset threshold value or not.

10. The device according to claim 7, wherein the number
detection module (520) comprises:

a third determination sub-module (525), config-
ured to determine an unusual acquisition area
for the fingerprint of the user in the fingerprint
identification sensor, the unusual acquisition ar-
ea being an area distinct from a usual acquisition
area and the usual acquisition area being an ar-
ea where a probability of acquiring the fingerprint
of the user is higher than a preset probability;
and
a third detection sub-module (526), configured
to detect whether the number of damaged pixels
in the unusual acquisition area reaches a third
preset threshold value or not.

11. The device according to claim 7, wherein the number
detection module (520) comprises:

a fourth determination sub-module (527), con-
figured to determine a usual acquisition area and
an unusual acquisition area for the fingerprint of
the user in the fingerprint identification sensor,
the usual acquisition area being an area where
a probability of acquiring the fingerprint of the
user is higher than a preset probability and the
unusual acquisition area being an area distinct
from the usual acquisition area; and
a fourth detection sub-module (528), configured
to detect whether the number of damaged pixels
in the usual acquisition area reaches a second
preset threshold value or not and whether the
number of damaged pixels in the unusual acqui-
sition area reaches a third preset threshold value
or not,
wherein the third preset threshold is greater than
the second preset threshold value.

12. The device according to any one of claims 7 to 11,
further comprising:

a feature extraction module (560), configured to,
if there is no damaged pixel unit or the number
of the damaged pixel units does not reach the
preset threshold value, extract feature points in
the fingerprint image;
a feature detection module (580), configured to
detect whether the number of unreliable feature
points in the feature points reaches a preset
number or not, the unreliable feature points be-
ing feature points acquired by the damaged pixel
units or pixel units in an abnormal working sate;
and
a matching stopping module (590), configured
to, if the number of the unreliable feature points
reaches the preset number, stop matching iden-
tification of the fingerprint image acquired by the
fingerprint identification sensor.

13. A device for fingerprint identification, comprising:
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a processor; and
a memory configured to store instructions exe-
cutable by the processor,
wherein the processor is configured to execute
the method according to any one of claims 1 to 6.

14. A computer program including instructions for exe-
cuting the steps of a method for fingerprint identifi-
cation according to any one of claims 1 to 6 when
said program is executed by a computer.

15. A recording medium readable by a computer and
having recorded thereon a computer program includ-
ing instructions for executing the steps of a method
for fingerprint identification according to any one of
claims 1 to 6.
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