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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The present invention relates to a mobile termi-
nal capable of continuously capturing an image during
call communication and reproducing the captured image
when the call communication is terminated, and its con-
trol method.

Description of the Related Art

[0002] Terminals may be divided into a mobile terminal
(portable terminal) and a stationary terminal according
to whether the terminal is portable or not. The mobile
terminals may be divided into a handheld terminal that
can be directly carried around and a vehicle mount ter-
minal.
[0003] According to diversification of functions, termi-
nals are implemented in the form of multimedia players
having complex functions such as capturing images or
video, reproducing music or video files, playing games,
receiving broadcasts, etc. In order to support or increase
the functions of the terminals, modifications of structural
parts and/or software parts of the terminals may be taken
into consideration.
[0004] In the related art, in order for the user to simul-
taneously perform call communication while using a mul-
timedia function (e.g., a camera function), the user must
stop the multimedia function, connect a video call to a
counterpart, and operate the camera (e.g., a video call
camera). And then, the user can transmit an image cap-
tured by using the camera (e.g., the video call camera)
to the counterpart.
[0005] In other words, even when the user performs
video call communication allowing for a simultaneous ex-
ecution of image capturing and voice call communication,
the user must stop the currently executed camera (e.g.,
a camera for capturing an image or video) function. Thus,
when the camera function is stopped, an image of the
situation occurring until such time as the video call is
connected and the video call camera is driven cannot be
captured. In addition, when a voice call is changed to a
video call, an even longer time difference (e.g., the du-
ration in which image capturing by the user is stopped)
is made.
[0006] US 2005/245240 A1 discloses an apparatus
and method for storing streaming media in a memory
associated with a wireless communication device in re-
sponse to receiving a communication request. A wireless
transmission of the media streaming session content can
be received at the wireless communication device. The
media streaming session content can be played at the
wireless communication device while receiving the me-
dia streaming session content. A communication request
can be received. Subsequent media streaming session

content can be stored in a memory associated with the
wireless communication device in response to receiving
the communication device.
[0007] US2008/084482 A1 discloses transmitting a
merged frame comprising pictures captured by a first and
a second camera of an electronic device.
[0008] US2003/070182 A1 discloses an apparatus for
handling incoming events during live broadcasts on in-
teractive television, which are paused stored and later
replayed at an accelerated speed to eliminate any time
delay between the viewer and the live broadcast.

SUMMARY OF THE INVENTION

[0009] Accordingly, one object of the present invention
is to address the above-noted and other problems.
[0010] Another object of the present invention is to pro-
vide a terminal capable of transmitting a desired image
to a counterpart during call communication while multi-
tasking a call communication function and a camera func-
tion, and its control method.
[0011] Still another object of the present invention is
to provide a mobile terminal capable of continuously cap-
turing an image without terminating a camera function in
performing a call communication function, and its control
method.
[0012] Yet another object of the present invention is to
provide a mobile terminal capable of continuously cap-
turing an image during call communication to continu-
ously output a preview image starting from a point of the
call communication, at which the communication call was
stopped, when the preview image outputted during image
capturing is temporarily stopped during the call commu-
nication, and its control method.
[0013] Another object of the present invention is to pro-
vide a mobile terminal capable of transmitting images,
which have been captured before a call connection, to a
counterpart while sequentially reproducing them, starting
from a first one, while performing image capturing in real
time, and its control method.
[0014] Another object of the present invention is to pro-
vide a mobile terminal capable of continuously capturing
an image without having to terminating a camera function
when a voice call is changed to a video call, and its control
method.
[0015] Another object of the present invention is to pro-
vide a mobile terminal capable of simultaneously driving
a video call camera and an image capturing camera dur-
ing video call communication and reproducing or trans-
mitting an image captured by one of the cameras.
[0016] To achieve these and other advantages and in
accordance with the purpose of the present invention, as
embodied and broadly described herein, the present in-
vention is characterized by the features of claim 1. The
present invention provides in one aspect a mobile termi-
nal including: a first controller configured to control a func-
tion related to a call; a second controller configured to
control a multimedia function such as a camera; and a
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relay module configured to transfer information required
between the first and second controllers, wherein the
second controller provides control to continuously cap-
ture an image during call communication, and when dis-
playing of the captured image is stopped for the call com-
munication, the controller provides control to display the
image by displaying it starting from the point at which the
displaying was stopped when the call communication is
terminated.
[0017] To achieve these and other advantages and in
accordance with the purpose of the present invention, as
embodied and broadly described herein, when a call is
connected while a particular image is being captured, so
displaying of the image being captured is stopped for call
communication, the image is displayed, starting from the
point at which the image was stopped, when the call com-
munication is terminated.
[0018] According to exemplary embodiments of the
present invention, when the mobile terminal performs the
call function, image capturing can continue without ter-
minating a camera function and the image captured by
using the photo capturing camera can be transmitted to
a counterpart during call communication.
[0019] Also, when a voice call is changed to a video
call, images, starting from those captured before the call
connection, can be sequentially transmitted to the coun-
terpart, while performing image capturing in real time
without terminating the camera function.
[0020] Further scope of applicability of the present in-
vention will become apparent from the detailed descrip-
tion given hereinafter. However, it should be understood
that the detailed description and specific examples, while
indicating preferred embodiments of the invention, are
given by illustration only.

BRIEF DESCRIPTION OF THE DRAWINGS

[0021] The present invention will become more fully
understood from the detailed description given herein-
below and the accompanying drawings, which are given
by illustration only, and thus are not limitative of the
present invention, and wherein:

FIG. 1 is a schematic block diagram of a mobile ter-
minal implementing an embodiment of the present
invention;
FIG. 2 is a flow chart illustrating the process of a
method for controlling a mobile terminal according
to an exemplary embodiment of the present inven-
tion;
FIGS. 3a to 3d are views for explaining a method for
controlling a camera mode of the mobile terminal
according to an exemplary embodiment of the
present invention;
FIGS. 4a and 4b are views for explaining an image
capture mode and an image reproduction mode of
the mobile terminal according to an exemplary em-
bodiment of the present invention;

FIG. 5 is a view for explaining a method for outputting
an image of the mobile terminal according to an ex-
emplary embodiment of the present invention; and
FIG. 6 is a view for explaining a method for transmit-
ting an image of the mobile terminal according to an
exemplary embodiment of the present invention.

DETAILED DESCRIPTION OF THE INVENTION

[0022] The mobile terminal according to exemplary
embodiments of the present invention will now be de-
scribed with reference to the accompanying drawings. In
the following description, usage of suffixes such as ’mod-
ule’, ’part’ or ’unit’ used for referring to elements is given
merely to facilitate explanation of the present invention,
without having any significant meaning by itself.
[0023] FIG. 1 is a block diagram of mobile terminal 100
in accordance with an embodiment of the present inven-
tion.
[0024] The mobile terminal 100 may include a commu-
nication unit 110, a utility unit 120, a relay module 130,
a user interface 140, an interface unit 150, a sensing unit
160, a power supply unit 170, and the like.
[0025] The components as shown in FIG. 1 are not a
requirement, and greater or fewer components may al-
ternatively be implemented. The utility unit 120 performs
functions other than a call communication function. For
example, the utility unit 120 may be a camera unit for
capturing an image or a unit related to functions such as
music reproducing, broadcast viewing, Web browsing,
and the like.
[0026] In an exemplary embodiment of the present in-
vention, the camera unit will be taken as an example of
the utility unit 120 in the following description. In this case,
the communication unit 110 and the camera unit 120 may
be also called a communication block or an image cap-
turing block in circuitry.
[0027] First, the communication unit 110 includes a first
controller 111, a wireless communication module 112, a
power source unit 113, and a memory 114. The first con-
troller 111 controls the operation of the wireless commu-
nication module 112 or the like, and the wireless com-
munication module 112 allows for radio communication
between the mobile terminal 100 and a wireless commu-
nication system or between the mobile terminal 100 and
a network in which the mobile terminal 100 is located.
[0028] The wireless communication unit 112 may in-
clude a broadcast receiving module, a mobile communi-
cation module, a wireless Internet module, a short-range
communication module, and a location information mod-
ule, etc. The first controller 111 may operated in a first
mode in which only information can be received, or in a
second mode in which transmission is also available. In
detail, in the second mode, information can be also re-
ceived, and other functions, different from information
transmission/reception and the functions of the utility unit,
for example, functions such as schedule management,
screen setting, bell sound setting, and the like, may be

3 4 



EP 2 296 358 B1

4

5

10

15

20

25

30

35

40

45

50

55

additionally implemented.
[0029] The power source unit 113 determines whether
power supplied from the power supply unit 170 through
the relay module 130 is to be provided to the wireless
communication module 112 or the like. Information re-
ceived through the wireless communication module 112,
information related to the operation of the first controller
111, or the like, may be stored in the memory 114.
[0030] The camera unit 120 may include a second con-
troller 121, a camera module 122, a power source unit
124, a memory 123. The second controller 121 controls
activation or the like of the camera module 122. The sec-
ond controller 121 independently operates from the first
controller 111 of the communication unit 110. The cam-
era module 122 processes image frames such as a still
image or video acquired by an image sensor in a video
call mode or an image capture mode. The image frames
processed by the camera module 122 may be stored in
the memory 123 or may be transmitted to the exterior
according to an operation of the wireless communication
module 112 with the relay module 130 intervening.
[0031] The power source unit 124 may activate or de-
activate the camera module 122 or the like by power sup-
plied from the power supply unit 170 via the relay module
130. The memory 123 (and a memory 114) may be at
least one type of storage medium including a flash mem-
ory, a card-type memory (e.g., SD or DX memory, etc),
a Random Access Memory (RAM), and an Electrically
Erasable Programmable Read-Only Memory (EEP-
ROM). Differently, the function of the memories 114 and
124 may be substituted with a web storage device that
performs the storage function over the Internet.
[0032] The relay module 130 connects the communi-
cation unit 110 and the camera unit 120 by circuitry to
allow communication therebetween. When the wireless
communication module 112 receives information by the
first controller 111 of the communication unit 110 while
the camera module 122 is being operated by the second
controller 121 of the camera unit 120, a corresponding
matter is transferred to the second controller 121 via the
relay module 130. When the communication unit 110 and
the camera unit 120 operate with different power levels,
the relay module 130 may include an adjustment circuit
for matching the signals of the different power levels.
[0033] The user interface 140 may be operated in as-
sociation with the communication unit 110 or the camera
unit 120 through the relay module 130. The user interface
140 may be controlled by a unit that takes the initiative
among the communication unit 110 and the camera unit
120. For example, when the wireless communication
module 112 receives information by the first controller
111 of the communication unit 120 while the camera mod-
ule 122 is being operated by the second controller 121
of the camera unit 120, the user interface 140 outputs
the information under the control of the second controller
121, not the first controller 111.
[0034] The user interface 140 includes an output unit
141 for generating an output related to sense of sight,

acoustic sense, tactile sensation, or the like, a user input
unit 146 for receiving information (command or signal)
according to a user manipulation, a microphone 147 for
receiving a sound, and the like.
[0035] The output unit 141 may include a display unit
142, an audio output module 143, an alarm unit 144, a
haptic module 145, and the like.
[0036] The display unit 142 displays (or outputs) infor-
mation processed by the mobile terminal 100. The dis-
play unit 142 may include at least one of a Liquid Crystal
Display (LCD) and a Thin Film Transistor-LCD (TFT-
LCD). Some of them may be configured to be transparent
to allow viewing of the exterior therethrough, which may
be called transparent displays. A typical transparent dis-
play may be, for example, a TOLED (Transparent Or-
ganic Light Emitting Diode), or the like.
[0037] The rear structure of the display unit 142 may
include the light transmissive structure. With such a struc-
ture, the user can view an object located at a rear side
of the terminal body through the region occupied by the
display unit 142 of the terminal body. When the display
unit 142 and a sensor (referred to as a ’touch sensor’,
hereinafter) are overlaid in a layered manner (referred to
as a ’touch screen’, hereinafter), the display unit 142 may
be used as both an input device and an output device.
[0038] The display unit 142 can display various types
of visual information. These units of information may be
displayed in the form of characters, numerals, symbols,
graphic or icons. To input such information, at least one
of the characters, numerals, symbols, graphic and icons
are displayed in predetermined arrangement in the form
of a keypad. Also, the keypad can be referred to as a
’soft key’.
[0039] The audio output module 143 may output audio
data received from the wireless communication module
112 or stored in the memories 114 and 123. The audio
output module 143 may include a receiver, a speaker, a
buzzer, etc.
[0040] The alarm unit 144 outputs a signal for informing
about an occurrence of an event of the mobile terminal
100. Events generated in the mobile terminal may include
call signal reception, message reception, key signal in-
puts, a touch input etc. In addition to video or audio sig-
nals, the alarm unit 144 may output signals in a different
manner, for example, to inform about an occurrence of
an event. The video or audio signals may be also output-
ted via the display unit 142 or the audio output module
143, so the display unit 142 and the audio output module
143 may be classified as parts of the alarm unit 144.
[0041] A haptic module 145 generates various tactile
effects the user may feel. A typical example of the tactile
effects generated by the haptic module 154 is vibration.
The strength and pattern of the haptic module 145 can
be controlled. For example, different vibrations may be
combined to be outputted or sequentially outputted. Be-
sides vibration, the haptic module 145 may generate var-
ious other tactile effects such as an effect by stimulation
such as a pin arrangement vertically moving with respect
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to a contact skin, a spray force or suction force of air
through a jet orifice or a suction opening, a contact on
the skin, a contact of an electrode, , etc.
[0042] The user input unit 146 allows the user to input
a command (signal or information) for controlling the op-
eration of an electronic device. The user input unit 146
may include a keypad, a dome switch, a touch pad (e.g.,
static pressure/capacitance), a jog wheel, a jog switch,
etc.
[0043] The microphone 147 receives an external audio
signal while in a phone call mode, a recording mode, a
voice recognition mode, etc., and processes it into elec-
trical audio data. The processed audio data may be con-
verted for output into a format transmittable to a mobile
communication base station via the wireless communi-
cation module 112 in case of the phone call mode.
[0044] The interface unit 150 serves as an interface
with every external device connected with the mobile ter-
minal 100. For example, the external devices may trans-
mit data to an external device, receive and transmit power
to each element of the mobile terminal 100, or transmit
internal data of the mobile terminal 100 to an external
device. For example, the interface unit 150 may include
wired or wireless headset ports, external power supply
ports, wired or wireless data ports, memory card ports,
ports for connecting a device having an identification
module, audio input/output (I/O) ports, video I/O ports,
earphone ports, or the like. The interface unit 150 may
include a card socket (151 in FIG. 1) for accommodating
an external card.
[0045] The identification module may be a chip that
stores various information for authenticating the authority
of using the mobile terminal 100 and may include a user
identity module (UIM), a subscriber identity module (SIM)
a universal subscriber identity module (USIM), and the
like. In addition, the device having the identification mod-
ule (referred to as ’identifying device’, hereinafter) may
take the form of a smart card. Accordingly, the identifying
device may be connected with the terminal 100 via a port.
[0046] When the mobile terminal 100 is connected with
an external cradle, the interface unit 150 may serve as
a passage to allow power from the cradle to be supplied
therethrough to the mobile terminal 100 or may serve as
a passage to allow various command signals inputted by
the user from the cradle to be transferred to the mobile
terminal therethrough. Various command signals or pow-
er inputted from the cradle may operate as signals for
recognizing that the mobile terminal is properly mounted
on the cradle.
[0047] The sensing unit 160 detects a current status
of the mobile terminal 100 such as an opened or closed
state of the mobile terminal 100, a location of the mobile
terminal 100, a presence or absence of user contact with
the mobile terminal 100, orientation of the mobile terminal
100, an acceleration or deceleration movement of the
mobile terminal 100, etc., and generates a sensing signal
for controlling the operation of the mobile terminal 100.
In addition, the sensing unit 160 can detect whether or

not the power supply unit 170 supplies power or whether
or not the interface unit 150 is coupled with an external
device.
[0048] The power supply unit 170 receives external
power or internal power and supplies appropriate power
required for operating respective elements and compo-
nents under the control of the relay module 130.
[0049] Various embodiments described herein may be
implemented in a computer-readable or its similar medi-
um using, for example, software, hardware, or any com-
bination thereof.
[0050] For hardware implementation, the embodi-
ments described herein may be implemented by using
at least one of application specific integrated circuits
(ASICs), digital signal processors (DSPs), digital signal
processing devices (DSPDs), programmable logic devic-
es (PLDs), field programmable gate arrays (FPGAs),
processors, controllers, micro-controllers, microproces-
sors, electronic units designed to perform the functions
described herein. In some cases, such embodiments
may be implemented by first and second controllers 111
and 121 by themselves.
[0051] The user interface 140, the interface unit 150,
and the sensing unit 160 are connected with any one of
the communication unit 110 and the camera unit 120
through the relay module 130 and controlled by the relay
module 130.
[0052] For example, when the display unit 142 outputs
a screen image to be captured in association with the
second controller 121 of the camera unit 120, the first
controller 111 of the communication unit 110 notifies that
there is content to be outputted through the display unit
142 via the relay module 130. Upon being notified, the
second controller 121 controls the display unit 142 to
output the content.
[0053] Unlike the memories 114 and 123 independent-
ly used by the communication unit 110 and the camera
unit 120, an external memory card (not shown) mounted
at an external card socket 151 may be configured to be
accessed by all of them. For example, image information
stored in the external memory card (not shown) by the
second controller 121 may be transmitted to the outside
by the first controller 111.
[0054] A control method that can be implemented by
a terminal configured as described above will now be
described with reference to the accompanying drawings.
The exemplary embodiments of the present invention de-
scribed hereinafter may be used solely or combined with
each other. Also, the exemplary embodiments described
hereinafter may be combined with the foregoing UI so as
to be used.
[0055] In general, in the related art, in order to make a
call (e.g., a call origination or a call reception) by using
a mobile terminal, the functions executed by the mobile
terminal must be terminated. For example, in order to
make a call (e.g., a call reception) while a camera function
(e.g., video capturing or still image capturing) is in use,
the camera mode must be terminated. Namely, in the
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related art, any other multimedia functions must be sus-
pended or terminated in order to make a call.
[0056] In comparison, however, the first controller 111
for controlling a call function and the second controller
121 for controlling a multimedia function are used simul-
taneously, so that a call can be performed while using
the multimedia function (e.g., a camera function). Mean-
while, in the present exemplary embodiment, a controller
that takes the initiative will be referred to as a master
while a controller that does not have the initiative will be
referred to as a slave. In the present exemplary embod-
iment, the mobile terminal may have a camera (not
shown) for performing video call communication at a front
side and a camera (not shown) for capturing a still image
or video at a rear side. In this case, the camera (not
shown) for performing video call communication may be
controlled by the first first controller 111.
[0057] FIG. 2 is a flow chart illustrating the process of
a method for controlling a mobile terminal according to
an exemplary embodiment of the present invention.
[0058] As shown in FIG. 2, it is assumed that the cam-
era function is in an operational state (S101).
[0059] As the camera function is executed, the second
controller 121 may capture video or a still image by con-
trolling the camera module 122. In this case, the captured
video or still image may be outputted to the display unit
142 (S102).
[0060] In the state in which the camera function is op-
erating, when a call is received (S103), the first controller
111 may detect the incoming call. When the incoming
call is detected, the first controller 111 may transfer the
detected incoming call information to the second control-
ler 121.
[0061] For reference, in the mobile terminal including
the two controllers according to the present exemplary
embodiment, any one of the first controller 111 and the
second controller 121 may take the initiative. The initia-
tive may refer to the authority of one of the two controllers
for dominantly managing even the functions executed
under the control of another. For the sake of explanation,
in the present exemplary embodiment, it is assumed that
the second controller 121 takes the initiative. However,
the present invention is not limited thereto and the first
controller 111 may take the initiative or both controllers
may be independently operated without taking the initi-
ative.
[0062] The second controller 121 which has received
incoming call information from the first controller 111 may
drive the camera module 122 in a continuous capture
mode (S104).
[0063] The continuous capture mode refers to a mode
in which image capturing can be performed without an
interruption although an image being captured is not out-
putted to the display unit 142. For example, when a call
is received, the display unit 142 may stop displaying of
an image being captured and display information related
to call reception, and in this case, image capturing is be-
ing made without a pause. Also, when displaying of the

units of information related to the call reception is
stopped, the captured image can be automatically dis-
played continuously, starting from the point at which dis-
playing was stopped. Also, although the information re-
lated to the call reception is not displayed, displaying of
the image currently being captured (e.g., a preview im-
age) may be stopped during call communication. Also,
when the call is terminated, the image being captured
may be automatically reproduced and displayed, starting
from the point at which the displaying was stopped.
[0064] In this case, there may be a time difference be-
tween the image being outputted to the display unit 142
and the image being currently captured in real time, by
a duration in which displaying of the image being cap-
tured was stopped in order to output the call reception
information. Also, an image being captured in real time
as described above can be reproduced, starting from a
particular position, and transmitted to a counterpart dur-
ing the call communication.
[0065] Also, as described above, the second controller
121, which has received the information related to the
incoming call, may output an announcement message
related to the incoming call (S105). For example, the an-
nouncement message may be a message informing the
user about the incoming call to allow the user to select
whether to receive the incoming call. In this case, the
announcement message may be outputted to the display
unit 142 via the relay module 130, and the image being
outputted presently (e.g., still image or video) may be
also outputted together. Here, the incoming call may in-
clude a voice call and a video call (VT call).
[0066] When the user selects receiving of the incoming
call according to the announcement message (S106),
the first controller 111 receives the incoming call (S107).
If, however, the user selects rejection of receiving the
incoming call, the first controller 111 rejects receiving of
the incoming call. When the call reception is rejected, the
second controller 121 may output one of the image being
currently captured and a reproduced image (S111).
[0067] The second controller 121, taking the initiative,
may output information related to the incoming call while
the call is being received (S108).
[0068] In this case, the second controller 121 may out-
put both the information related to the received call and
the image being captured by the camera module 122 in
an overlaid manner. Alternatively, any one of the infor-
mation related to the received call and the image infor-
mation being captured may be selectively outputted.
Here, even if the image being captured is not outputted
to the display unit 142, the image capturing can be con-
tinuously executed.
[0069] In this case, the units of information being out-
putted to the display unit 142 may be automatically se-
lected by the second controller 121 according to circum-
stances. For example, when a video call is performed
with the counterpart or when the user manipulates a call
origination, the second controller 121 may output only
the information related to the video call or the call origi-
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nation, rather than outputting the image being currently
captured. Here, the information related to the call recep-
tion may include information registered to a phone book
or call time information.
[0070] When the image being captured is not output-
ted, the second controller 121 may store the portion
whose outputting was stopped. And then, when the im-
age is being outputted again, if there is a point at which
the image outputting was stopped (S109), the second
controller 121 may successively output the image, start-
ing from the stopped position (S110). In other words, the
image is continuously being captured in real time, and
the captured image may be repeatedly outputted and
stopped.
[0071] Here, the image being captured may be output-
ted to the counterpart during the call communication. In
this case, however, the image being captured in real time
is in a state of not being completed for capturing, so it
cannot be transmitted as a file. Namely, the image being
captured needs to be transmitted in real time like video
call communication. If a desired image among the out-
putted image is captured as video or as a still image, the
captured image may be transmitted in the form of a file.
The captured image may be transmitted by using a file
transmission service such as an SMS (Short Message
Service), an MMS (Multimedia Message Service), and
the like.
[0072] FIGS. 3a to 3d are views for explaining a method
for controlling a camera mode of the mobile terminal ac-
cording to an exemplary embodiment of the present in-
vention.
[0073] In an exemplary embodiment, when a call func-
tion is performed, image capturing can be continued with-
out having to terminate the camera function. For exam-
ple, as shown In FIG. 3a, even when a call is received,
the second controller 121 may not terminate the camera
function. As shown in FIG. 3b, when the user originates
a call, the second controller 121 may not terminate the
camera function. As shown in FIG. 3c, when the user
changes a voice call to a video call, the second controller
121 may not terminate the camera function.
[0074] Because the camera function is not terminated
while the call communication is performed, the user can
continuously capture the image of a desired subject while
performing call communication. However, in the case of
performing call communication, displaying of the image
(e.g., a preview image) being currently captured may be
stopped, and when the call communication is terminated,
the image of the captured image may be successively
reproduced, starting from the position at which the dis-
playing was stopped.
[0075] When executing the camera function, the sec-
ond controller 121 may output the preview image or may
not output the preview image according to circumstanc-
es. Also, the second controller 121 may simultaneously
execute image capturing by the camera and its repro-
ducing. In this case, the image capture point and the re-
production point may be different. For example, as shown

in FIG. 3d, image capturing is performed in real time,
while a reproduction start time (point ’b’) may be later
than the image capturing start time (point ’a’). Also, after
reproducing is stopped (point ’c’), when reproducing is
resumed (point ’d’) with the lapse of a certain time, the
image can be reproduced continuously starting from the
reproduction stop point (point ’e’). Also, when the cap-
tured image is reproduced, a pre-set particular button
may be pressed to capture a desired image. The captured
image may be stored as a photo file.
[0076] Also, the captured image may be transmitted to
a particular counterpart in real time through reproduction,
and an image completed for capturing may be transmit-
ted in the units of files by using a file transmission service.
The captured still image or video may be deleted accord-
ing to a user selection.
[0077] FIGS. 4a and 4b are views for explaining an
image capture mode and an image reproduction mode
of the mobile terminal according to an exemplary embod-
iment of the present invention.
[0078] As shown in FIG. 4a, when a call is received or
when a call is originated, or when a voice call is changed
to a video call, the second controller 121 may drive the
camera module 122 in a continuous image capture mode.
Also, the second controller 121 may output one of units
of information related to call reception or call origination
or call change, instead of an image outputted from the
camera module 122.
[0079] In an exemplary embodiment of the present in-
vention, image capturing can be continuously performed
by controlling the camera module 122 regardless of
whether or not the operation related to call communica-
tion is executed or stopped. Namely, the continuous im-
age capture mode refers to a mode in which image cap-
turing can be continued although an image being cap-
tured is not outputted to the display unit 142.
[0080] The second controller 121 may display both in-
formation related to the call and information related to
the camera image together. For example, the second
controller 121 may display the plurality of units of infor-
mation in an overlaid manner and divide the screen image
to display the information related to the call at one area
and the information related to the camera image at an-
other area. When the plurality of units of information are
displayed together, a proceeding state of each function
(e.g., the call function, the camera capture function, and
the like) may be known.
[0081] Meanwhile, when the information related to the
call is outputted, the second controller 121 may stop dis-
playing of the image being captured by the camera mod-
ule 122. However, even when the captured image is not
displayed, image capturing is being made ceaselessly.
When only one operation 212 (e.g., a call operation)
among the units of information is displayed, the second
controller 121 may display an indicator (e.g., an indicator
indicating an image capture state) 211 allowing for a sim-
ple recognition of the proceeding state of another oper-
ation (e.g., the camera operation).
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[0082] As shown in FIG. 4b, when only the information
related to the call communication is outputted and the
information related to the camera capturing is not output-
ted, the second controller 121 may store the point (point
’e’) at which the image of the camera is not outputted.
For example, on the assumption that image capturing is
executed at 10:00 a.m., when displaying of the image
being currently captured is stopped for a call communi-
cation at 10:05 a.m., the second controller 121 may store
the point (point ’e’) of 10:05 a.m. as a position from which
reproducing will be resumed
[0083] Although outputting of the image is stopped, im-
age capturing may be continuously performed. The
amount that can be captured between a point at which
displaying is stopped and a point at which image captur-
ing is currently performed may vary depending on the
capacity of the memory 123 or the memory 114.
[0084] Meanwhile, when displaying of the units of in-
formation related to the call communication is stopped,
the second controller 121 may automatically display the
image being captured again. In this case, as for the point
at which the image is displayed, the image can be dis-
played successively, starting from the position at which
displaying of the image was stopped (e.g., the point of
10:05 a.m.). Alternatively, the user may directly desig-
nate the display point.
[0085] In this case, there may be a time difference be-
tween the image being outputted to the display unit 142
and the image being currently captured in real time by
the duration (e.g., L interval) in which the displaying of
the image was stopped to output the units of information
related to the call communication.
[0086] FIG. 5 is a view for explaining a method for out-
putting an image of the mobile terminal according to an
exemplary embodiment of the present invention.
[0087] While the user is performing call communica-
tion, the second controller 121 may output information
related to the counterpart of the call communication. The
information related to the counterpart of the call commu-
nication may include information registered to a phone
book such as a photo image or an image of the counter-
part or the name or a phone number of the counterpart.
[0088] The second controller 121 may output the infor-
mation related to the counterpart of the call communica-
tion and the image being captured by using the camera
module 122 together. Alternatively, the second controller
121 may selectively output one of the information related
to the counterpart of the call communication and the im-
age information being currently captured in real time. In
this case, even if the image being currently captured is
not outputted, the image capturing may be continuously
performed.
[0089] The second controller 121 may automatically
select the units of information outputted to the display
unit 142 according to circumstances. The circumstances
for selecting the output information may be set as a de-
fault. For example, when the user performs call commu-
nication with the counterpart or when the user manipu-

lates a call origination, the second controller 121 may
output only information related to the call.
[0090] Alternatively, the user may input a pre-set par-
ticular button to select information to be outputted to the
display unit 142. For example, whenever the user press-
es a pre-set particular button, the information related to
the call communication and the captured image may be
sequentially outputted or the information related to the
call communication and the captured image may be out-
putted together.
[0091] FIG. 6 is a view for explaining a method for
transmitting an image of the mobile terminal according
to an exemplary embodiment of the present invention.
[0092] In an exemplary embodiment of the present in-
vention, the camera 221 for a video call and the camera
(not shown) for capturing an image may be simultane-
ously driven and the image captured by one camera can
be transmitted to the counterpart of the call communica-
tion. Here, the camera 221 for a video call may be a
camera attached to the front side of the mobile terminal
to capture the user during video call communication, and
the camera (not shown) for capturing an image may be
a camera attached to the rear side of the mobile terminal
to capture a still image or video of a subject.
[0093] In general, an image 222 of the counterpart and
an image 223 of the user himself are outputted to the
video call screen. Here, the image 223 of the user himself
is an image transmitted in real time to the counterpart,
and the image of the counterpart is an image received in
real time from the counterpart. The image 223 of the user
himself is captured by using the video call camera 221.
The image capturing camera(not shown) may be control-
led by the second controller 121, while the video call cam-
era 221 may be controlled by the first first controller 111.
[0094] In the present exemplary embodiment, one or
more images may be further outputted to the image call
screen. Namely, in the present exemplary embodiment,
an image 224 captured by the image capturing cam-
era(not shown) may be additionally outputted. For exam-
ple, in the present exemplary embodiment, one of previ-
ously captured images or an image being captured in
real time through the image capturing camera(not shown)
may be outputted.
[0095] Also, the image captured by the video capturing
camera 221 may be substituted to be transmitted, instead
of the image of the user himself captured by the image
capturing camera.
[0096] Here, the image to be substituted and transmit-
ted to the counterpart may not be an image at a time
point at which image capturing is currently performed in
real time. For example, an image captured a few minutes
before the time at which image capturing is currently per-
formed may be reproduced and transmitted as a substi-
tute image. In other words, an image capture time point
of the image being currently captured and a reproduction
point may be different. For example, when an image cap-
tured at a few minutes before is transmitted, the trans-
mitted image is always ahead of the time at which image
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capturing is currently performed.
[0097] Meanwhile, the second controller 121 may dif-
ferently set an image capturing speed and an image re-
production speed. For example, assuming that an image
capturing speed is one speed rate, an image reproduc-
tion speed may be set to be 1.2 speed rate. Accordingly,
when an image reproduction time and an image capturing
become equal with the lapse of a particular time, the im-
age reproduction speed may be automatically changed
to one speed rate, the same as the image capturing
speed.
[0098] Also, although image capturing is continued,
image transmission may be suspended according to the
operational situation of the mobile terminal. When image
transmission is suspended, the second controller 121
may store the point at which the transmission is suspend-
ed. And when the image is desired to be continuously
transmitted, the second controller 121 may successively
transmit the image, starting from the suspended position.
[0099] In the present exemplary embodiment, the im-
age is continuously being captured, the transmission of
the captured image and stopping of image transmission
may be repeated, and when the image transmission is
resumed, the image can be successively transmitted,
starting from the position at which the image transmission
was stopped.
[0100] Also, the user may selectively transmit a partic-
ular portion of the image being captured in real time or a
previously captured image. The particular portion may
be directly selected by the user.
[0101] The reason for transmitting the substitute video
in real time, rather than transmitting it one time as a file,
is because capturing of the image being currently cap-
tured in real time is not completed yet, so file generation
has not been completed. When files are generated by
dividing image in the units of particular time duration while
image capturing is continued, the image may be trans-
mitted by the files.
[0102] The present disclosure provides a method for
controlling a mobile terminal, the method comprising:
capturing and displaying an image; connecting a call
while continuously capturing the image; pausing display
of the captured image during call communication; and
reproducing the captured image for display from a point
at which image display was paused when the call com-
munication is terminated.
[0103] The image capturing may continue during the
call communication without a pause although the cap-
tured image is not displayed. The image capturing may
continue without a pause when a call is received or orig-
inated or a voice call is changed to a video call. The meth-
od may further comprise: reproducing a pre-set portion
of a previously captured image and transmitting the pre-
set portion to another party during the call communication
when the call is a video call. The image capture time point
and an image reproduction time point are different when
capturing and reproducing the image. The image capture
speed and an image reproduction speed are set to be

different. The method may further comprise capturing
and reproducing a corresponding screen image when a
pre-set button is pressed. The method may further com-
prise displaying either an image of another party that has
been received, an image of a user captured by a video
call camera, or an image captured by an image capturing
camera when the call is a video call. The method may
further comprise transmitting an image captured by the
image capturing camera as a substitute image when the
call is a video call. The capturing the image and the call
communication may be performed under control of a
processor provided in the mobile terminal.
[0104] Also, the present disclosure provides a mobile
terminal comprising: a first controller configured to control
a function related to a call; a second controller configured
to control a multimedia function; a display unit configured
to display information; a camera configured to capture
images; and a relay module configured to transfer infor-
mation between the first and second controllers, wherein
the second controller controls the camera to continuously
capture an image during call communication, controls
the display unit to pause display of the captured image
during the call communication, and controls the display
unit to reproduce the captured image from a point at
which image display was paused when the call commu-
nication is terminated.
[0105] The second controller controls the camera to
continuously perform image capture during the call com-
munication without a pause although the captured image
is not displayed. The second controller controls the cam-
era to continuously perform image capture when a call
is received or originated or a voice call is changed to a
video call. The second controller reproduces a pre-set
portion of a previously captured image and transmits the
pre-set portion to another party during the call commu-
nication when the call is a video call. The image capture
time point and an image reproduction time point are dif-
ferent when capturing and reproducing the image. The
image capture speed and an image reproduction speed
are set to be different. The second controller controls the
camera to capture and reproduce a corresponding
screen image when a pre-set button is pressed. The sec-
ond controller controls the display unit to display either
an image of another party that has been received, an
image of a user captured by a video call camera or an
image captured by an image capturing camera when the
call is a video call. The second controller transmits an
image captured by the image capturing camera as a sub-
stitute image when the call is a video call. The second
controller automatically reproduces the captured image
when pre-set conditions are met starting from a point of
the captured image at which image reproduction was
stopped.
As the exemplary embodiments may be implemented in
several forms without departing from the characteristics
thereof, it should also be understood that the above-de-
scribed embodiments are not limited by any of the details
of the foregoing description, unless otherwise specified,
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but rather should be construed broadly within its scope
as defined in the appended claims. Therefore, various
changes and modifications that fall within the scope of
the claims, or equivalents of such scope are therefore
intended to be embraced by the appended claims.

Claims

1. A method for controlling a mobile terminal which
comprises an image capturing camera, a video call
camera and a display unit, comprising the following
steps:

capturing an image (224) received through the
image capturing camera (S101);
capturing an image (223) of a user received
through a video call camera (221);
displaying a counterpart image (222) received
from a counterpart, an image (223) of a user and
the captured image (224) simultaneously
on the display unit (S102);
connecting (S107) a call while continuously cap-
turing (S104) the image through the image cap-
turing camera;
transmitting the image (223) of the user to the
counterpart during call communication, or trans-
mitting the captured image (224) as a substitute
image (224),
and in case the image (223) of the user to the
counterpart is transmitted during a call commu-
nication:

pausing (S109) display of the captured im-
age during call communication; and
reproducing (S110) the captured image for
display from a point at which image display
was paused when the call communication
is terminated,

wherein the reproducing (S110) the captured
image comprises:

setting an image reproduction speed to be
faster than an image capturing speed when
the captured image is reproduced; and
changing the image reproduction speed to
be equal to the image capturing speed when
an image being displayed on the display unit
is identical to an image received through the
camera.

2. The method of claim 1, wherein image capturing con-
tinues during the call communication without a pause
although the captured image is not displayed or
wherein image capturing continues without a pause
when a call is received or originated or a voice call
is changed to a video call.

3. The method of claim 1, further comprising:

reproducing a pre-set portion of a previously
captured image and transmitting the pre-set por-
tion to another party during the call communica-
tion when the call is a video call.

4. The method of claim 1, wherein an image capture
time point and an image reproduction time point are
different when capturing and reproducing the image.

5. The method of claim 1, further comprising capturing
and reproducing a corresponding screen image
when a pre-set button is pressed.

6. A mobile terminal including a display unit (142) con-
figured to display information , comprising:

a first controller (111) configured to control a
function related to a call;
a second controller (121) configured to control
a multimedia function;
an image capturing camera (122) configured to
capture images (224);
a video call camera (221) configured to capture
an image (223) of a user; and
a relay module (130) configured to transfer in-
formation between the first and second control-
lers (111, 121), wherein the second controller
(121) is configured to control the image captur-
ing camera (122) to continuously capture an im-
age (224) during a video call communication, to
control the display unit (142) to display a coun-
terpart image (222) received from a counterpart,
an image (223) of a user and the image (224)
captured by the image capturing camera (122)
simultaneously,
to transmit the image (223) of the user to the
counterpart during a video call communication,
or to transmit the captured image (224) as a sub-
stitute image,
and in case the image (223) of the user to the
counterpart is transmitted during a video call
communication, to pause display of the captured
image (224) during the video call communica-
tion, and to control the display unit (142) to re-
produce the captured image (224) from a point
at which image display was paused when the
call communication is terminated,
the second controller (121) is further configured
to:

set an image reproduction speed to be fast-
er than an image capturing speed when the
captured image is reproduced; and
change the image reproduction speed to be
equal to the image capturing speed when
an image being displayed on the display unit
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is identical to an image received through the
camera.

7. The mobile terminal of claim 6, wherein the second
controller controls the camera to continuously per-
form image capture during the call communication
without a pause although the captured image is not
displayed or wherein the second controller controls
the camera to continuously perform image capture
when a call is received or originated or a voice call
is changed to a video call.

8. The mobile terminal of claim 6, wherein the second
controller reproduces a pre-set portion of a previous-
ly captured image and transmits the pre-set portion
to another party during the call communication when
the call is a video call.

9. The mobile terminal of claim 6, wherein an image
capture time point and an image reproduction time
point are different when capturing and reproducing
the image.

10. The mobile terminal of claim 6, wherein the second
controller controls the camera to capture and repro-
duce a corresponding screen image when a pre-set
button is pressed.

11. The mobile terminal of claim 6, wherein the second
controller automatically reproduces the captured im-
age when pre-set conditions are met starting from a
point of the captured image at which image repro-
duction was stopped.

Patentansprüche

1. Verfahren zum Steuern eines mobilen Endgeräts,
das eine Bildaufnahmekamera, eine Videoanrufka-
mera und eine Anzeigeeinheit umfasst, wobei das
Verfahren die folgenden Schritte umfasst:

Aufnehmen eines Bildes (224), das durch die
Bildaufnahmekamera empfangen wird (S101);
Aufnehmen eines Bildes (223) eines Benutzers,
das durch eine Videoanrufkamera (221) emp-
fangen wird;
Anzeigen eines Gesprächspartner-Bildes (222),
das von einem Gesprächspartner empfangen
wird, eines Bildes (223) eines Benutzers und
des aufgenommenen Bildes (224) gleichzeitig
auf der Anzeigeeinheit (S102);
Verbinden (S107) eines Anrufs, während das
Bild durch die Bildaufnahmekamera fortgesetzt
aufgenommen wird (S104);
Übertragen des Bildes (223) des Benutzers an
den Gesprächspartner während einer Anruf-
kommunikation oder Übertragen des aufge-

nommenen Bildes (224) als ein Ersatzbild (224),
und falls das Bild (223) des Benutzers an den
Gesprächspartner während einer Anrufkommu-
nikation übertragen wird:

Unterbrechen (S109) der Anzeige des auf-
genommenen Bildes während einer Anruf-
kommunikation; und
Wiedergeben (S110) des aufgenommenen
Bildes zur Anzeige ab einem Zeitpunkt, zu
dem die Bildanzeige unterbrochen wurde,
wenn die Anrufkommunikation beendet ist,

wobei die Wiedergabe (S110) des aufgenom-
menen Bildes die folgenden Schritte umfasst:

Einstellen einer Bildwiedergabegeschwin-
digkeit derart, dass sie schneller als eine
Bildaufnahmegeschwindigkeit ist, wenn
das aufgenommene Bild wiedergegeben
wird; und
Ändern der Bildwiedergabegeschwindig-
keit derart, dass sie gleich der Bildaufnah-
megeschwindigkeit ist, wenn ein Bild, das
auf der Anzeigeeinheit angezeigt werden
soll, mit einem Bild, das durch die Kamera
empfangen wird, übereinstimmt.

2. Verfahren nach Anspruch 1, wobei das Aufnehmen
von Bildern während der Anrufkommunikation ohne
eine Unterbrechung fortgesetzt wird, obwohl das
aufgenommene Bild nicht angezeigt wird, oder wo-
bei das Aufnehmen von Bildern ohne eine Unterbre-
chung fortgesetzt wird, wenn ein Anruf empfangen
oder getätigt wird oder wenn ein Sprachanruf in ei-
nen Videoanruf geändert wird.

3. Verfahren nach Anspruch 1, das ferner den folgen-
den Schritt umfasst:

Wiedergeben eines voreingestellten Abschnitts
eines zuvor aufgenommenen Bildes und Über-
tragen des voreingestellten Abschnitts an einen
anderen Teilnehmer während der Anrufkommu-
nikation, wenn der Anruf ein Videoanruf ist.

4. Verfahren nach Anspruch 1, wobei ein Bildaufnah-
mezeitpunkt und ein Bildwiedergabezeitpunkt unter-
schiedlich sind, wenn das Bild aufgenommen und
wiedergegeben wird.

5. Verfahren nach Anspruch 1, das ferner das Aufneh-
men und Wiedergeben eines entsprechenden Bild-
schirmbildes umfasst, wenn eine voreingestellte
Taste gedrückt wird.

6. Mobiles Endgerät, das eine Anzeigeeinheit (142)
umfasst, die konfiguriert ist, Informationen anzuzei-
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gen, wobei das mobile Endgerät Folgendes umfasst:

eine erste Steuerung (111), die konfiguriert ist,
eine Funktion zu steuern, die sich auf einen An-
ruf bezieht;
eine zweite Steuerung (121), die konfiguriert ist,
eine Multimediafunktion zu steuern;
eine Bildaufnahmekamera (122), die konfigu-
riert ist, Bilder aufzunehmen (224);
eine Videoanrufkamera (221), die konfiguriert
ist, ein Bild (223) eines Benutzers aufzuneh-
men; und
ein Relaismodul (130), das konfiguriert ist, In-
formationen zwischen der ersten und der zwei-
ten Steuerung (111, 121) zu übertragen, wobei
die zweite Steuerung (121) konfiguriert ist,
die Bildaufnahmekamera (122) zu steuern, da-
mit sie fortgesetzt ein Bild (224) während einer
Videoanrufkommunikation aufnimmt,
die Anzeigeeinheit (142) zu steuern, ein Ge-
sprächspartnerbild (222), das von einem Ge-
sprächspartner empfangen wurde, ein Bild
(223) eines Benutzers und das Bild (224), das
durch die Bildaufnahmekamera (122) aufge-
nommen wurde, gleichzeitig anzuzeigen,
das Bild (223) des Benutzers an den Gesprächs-
partner während einer Videoanrufkommunikati-
on zu übertragen oder das aufgenommene Bild
(224) als ein Ersatzbild zu übertragen,
und in dem Fall, in dem das Bild (223) des Be-
nutzers für den Gesprächspartner während ei-
ner Videoanrufkommunikation übertragen wird,
eine Anzeige des aufgenommenen Bildes (224)
während der Videoanrufkommunikation zu un-
terbrechen und die Anzeigeeinheit (142) zu
steuern, das aufgenommene Bild (224) ab ei-
nem Zeitpunkt, zu dem die Bildanzeige unter-
brochen wurde, wiederzugeben, wenn die An-
rufkommunikation beendet ist,

wobei die zweite Steuerung (121) ferner konfiguriert
ist, die folgenden Schritte auszuführen:

Einstellen einer Bildwiedergabegeschwindig-
keit, derart, dass sie schneller als eine Bildauf-
nahmegeschwindigkeit ist, wenn das aufge-
nommene Bild wiedergegeben wird; und
Ändern der Bildwiedergabegeschwindigkeit,
derart, dass sie gleich der Bildaufnahmege-
schwindigkeit ist, wenn ein Bild, das auf der An-
zeigeeinheit angezeigt werden soll, mit einem
Bild, das durch die Kamera empfangen wird,
übereinstimmt.

7. Mobiles Endgerät nach Anspruch 6, wobei die zweite
Steuerung die Kamera steuert, damit sie während
der Anrufkommunikation fortgesetzt eine Bildauf-
nahme ohne eine Unterbrechung durchführt, auch

wenn das aufgenommene Bild nicht angezeigt wird,
oder wobei die zweite Steuerung die Kamera steuert,
damit sie eine Bildaufnahme fortgesetzt durchführt,
wenn ein Anruf empfangen oder getätigt wird oder
wenn ein Sprachanruf in einen Videoanruf geändert
wird.

8. Mobiles Endgerät nach Anspruch 6, wobei die zweite
Steuerung einen zuvor eingestellten Abschnitt eines
zuvor aufgenommenen Bildes wiedergibt und den
voreingestellten Abschnitt an einen anderen Teil-
nehmer während der Anrufkommunikation über-
trägt, wenn der Anruf ein Videoanruf ist.

9. Mobiles Endgerät nach Anspruch 6, wobei ein Bild-
aufnahme-Zeitpunkt und ein Bildwiedergabezeit-
punkt unterschiedlich sind, wenn das Bild aufgenom-
men und wiedergegeben wird.

10. Mobiles Endgerät nach Anspruch 6, wobei die zweite
Steuerung die Kamera steuert, ein entsprechendes
Bildschirmbild aufzunehmen und wiederzugeben,
wenn eine voreingestellte Taste gedrückt wird.

11. Mobiles Endgerät nach Anspruch 6, wobei die zweite
Steuerung das aufgenommene Bild beginnend bei
einem Punkt des aufgenommenen Bildes, bei dem
eine Bildwiedergabe gestoppt wurde, automatisch
wiedergibt, wenn voreingestellte Bedingungen er-
füllt sind.

Revendications

1. Procédé de commande d’un terminal mobile com-
prenant une caméra d’acquisition d’image, une ca-
méra d’appel vidéo et une unité d’affichage, com-
prenant les étapes suivantes :

l’acquisition d’une image (224) reçue par l’inter-
médiaire de la caméra d’acquisitions d’image
(S101) ;
l’acquisition d’une image (223) d’un utilisateur
reçue par l’intermédiaire d’une caméra d’appel
vidéo (221) ;
l’affichage d’une image de correspondant (222)
reçue en provenance d’un correspondant, d’une
image (223) d’un utilisateur et de l’image acqui-
se (224) simultanément sur l’unité d’affichage
(S102) ;
l’établissement (S107) d’un appel tout en pour-
suivant l’acquisition (S104) de l’image par l’in-
termédiaire de la caméra d’acquisition d’image ;
la transmission de l’image (223) de l’utilisateur
au correspondant au cours d’une communica-
tion d’appel ou la transmission de l’image acqui-
se (224) en tant qu’image de substitution (224),
et dans le cas où l’image (223) de l’utilisateur
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est transmise au correspondant au cours d’une
communication d’appel :

la mise en pause (S109) de l’affichage de
l’image acquise au cours d’une communi-
cation d’appel ; et
la reproduction (S110) de l’image acquise
pour l’affichage à partir d’un point auquel
l’affichage d’image a été mis en pause lors-
que la communication d’appel est terminée,

dans lequel la reproduction (S110) de l’image
acquise comprend :

le réglage d’une vitesse de reproduction
d’image pour qu’elle soit supérieure à une
vitesse d’acquisition d’image lorsque l’ima-
ge acquise est reproduite ; et
le changement de la vitesse de reproduc-
tion d’image pour qu’elle soit égale à la vi-
tesse d’acquisition d’image lorsqu’une ima-
ge affichée sur l’unité d’affichage est iden-
tique à une image reçue par l’intermédiaire
de la caméra.

2. Procédé selon la revendication 1, dans lequel l’ac-
quisition d’image se poursuit pendant la communi-
cation d’appel sans aucune pause même si l’image
acquise n’est pas affichée ou dans lequel l’acquisi-
tion d’image se poursuit sans aucune pause lors-
qu’un appel est reçu ou passé ou un appel vocal est
changé en un appel vidéo.

3. Procédé selon la revendication 1, comprenant en
outre :

la reproduction d’une portion préréglée d’une
image précédemment acquise et la transmis-
sion de la portion préréglée à une autre partie
au cours de la communication d’appel lorsque
l’appel est un appel vidéo.

4. Procédé selon la revendication 1, dans lequel un
point dans le temps d’acquisition d’image et un point
dans le temps de reproduction d’image sont diffé-
rents lors de l’acquisition et de la reproduction de
l’image.

5. Procédé selon la revendication 1, comprenant en
outre l’acquisition et la reproduction d’une image
d’écran correspondante lorsqu’un bouton préréglé
est pressé.

6. Terminal mobile comprenant une unité d’affichage
(142) configurée pour afficher des informations,
comprenant :

un premier organe de commande (111) confi-

guré pour commander une fonction relative à un
appel ;
un deuxième organe de commande (121) con-
figuré pour commander une fonction
multimédia ;
une caméra d’acquisition d’image (122) confi-
gurée pour acquérir des images (224) ;
une caméra d’appel vidéo (221) configurée pour
acquérir une image (223) d’un utilisateur ; et
un module de relais (130) configuré pour trans-
férer des informations entre les premier et
deuxième organes de commande (111, 121),
dans lequel le deuxième organe de commande
(121) est configuré pour commander à la camé-
ra d’acquisition d’image (122) d’acquérir conti-
nuellement une image (224) au cours d’une
communication d’appel vidéo, commander à
l’unité d’affichage (142) d’afficher simultané-
ment une image de correspondant (222) reçue
d’un correspondant, une image (223) d’un utili-
sateur et l’image (224) acquise par la caméra
d’acquisition d’image (122),
transmettre l’image (223) de l’utilisateur au cor-
respondant au cours d’une communication d’ap-
pel vidéo ou transmettre l’image acquise (224)
en tant qu’une image de substitution,
et dans le cas où l’image (223) de l’utilisateur
est transmise au correspondant au cours d’une
communication d’appel vidéo, mettre en pause
l’affichage de l’image acquise (224) au cours de
la communication d’appel vidéo, et commander
à l’unité d’affichage (142) de reproduire l’image
acquise (224) à partir d’un point auquel l’afficha-
ge d’image a été mis en pause lorsque la com-
munication d’appel est terminée,
le deuxième organe de commande (121) est en
outre configuré pour :

régler une vitesse de reproduction d’image
pour qu’elle soit supérieure à une vitesse
d’acquisition d’image lorsque l’image acqui-
se est reproduite ; et
changer la vitesse de reproduction d’image
pour qu’elle soit égale à la vitesse d’acqui-
sition d’image lorsqu’une image affichée sur
l’unité d’affichage est identique à une image
reçue par l’intermédiaire de la caméra.

7. Terminal mobile selon la revendication 6, dans le-
quel le deuxième organe de commande commande
à la caméra d’effectuer continuellement une acqui-
sition d’image au cours de la communication d’appel
sans aucune pause même si l’image acquise n’est
pas affichée ou dans lequel le deuxième organe de
commande commande à la caméra d’effectuer con-
tinuellement une acquisition d’image lorsqu’un appel
est reçu ou passé ou un appel vocal est changé en
un appel vidéo.
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8. Terminal mobile selon la revendication 6, dans le-
quel le deuxième organe de commande reproduit
une portion préréglée d’une image précédemment
acquise et transmet la portion préréglée à une autre
partie au cours de la communication d’appel lorsque
l’appel est un appel vidéo.

9. Terminal mobile selon la revendication 6, dans le-
quel un point dans le temps d’acquisition d’image et
un point dans le temps de reproduction d’image sont
différents lors de l’acquisition et de la reproduction
de l’image.

10. Terminal mobile selon la revendication 6, dans le-
quel le deuxième organe de commande commande
à la caméra d’acquérir et de reproduire une image
d’écran correspondante lorsqu’un bouton préréglé
est pressé.

11. Terminal mobile selon la revendication 6, dans le-
quel le deuxième organe de commande reproduit
automatiquement l’image acquise lorsque des con-
ditions préréglées sont remplies à partir d’un point
de l’image acquise auquel une reproduction d’image
été arrêtée.
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