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Description

FIELD OF THE INVENTION

[0001] The present invention generally relates to a tur-
bine nozzle for a gas turbine. More particularly, this in-
vention relates to a turbine nozzle with cooling channels
and a coolant distribution plenum defined within an inner
or outer band of the turbine nozzle.

BACKGROUND OF THE INVENTION

[0002] A gas turbine, such as an industrial, aircraft or
marine gas turbine generally includes, in serial flow order,
a compressor, a combustor and a turbine. The turbine
has multiple stages with each stage including a row of
turbine nozzles and an adjacent row of turbine rotor
blades disposed downstream from the turbine nozzles.
The turbine nozzles are held stationary within the turbine
and the turbine rotor blades rotate with a rotor shaft. The
various turbine stages define a hot gas path through the
turbine.
[0003] During operation, the compressor provides
compressed air to the combustor. The compressed air
is mixed with fuel and burned in a combustion chamber
or reaction zone defined within the combustor to produce
a high velocity stream of hot gas. The hot gas flows from
the combustor into the hot gas path of the turbine via a
turbine inlet. As the hot gas flows through each succes-
sive stage, kinetic energy from the high velocity hot gas
is transferred to the rows of turbine rotor blades, thus
causing the rotor shaft to rotate and produce mechanical
work.
[0004] Turbine efficiency may be related, at least in
part, to the temperature of the hot gas flowing through
the turbine hot gas path. For example, the higher the
temperature of the hot gas, the greater the overall effi-
ciency of the turbine. The maximum temperature of the
hot gas is limited, at least in part, by material properties
of the various turbine components such as the turbine
nozzles and turbine rotor blades and by the effectiveness
of various cooling circuits and a cooling medium that cir-
culates through the cooling circuits to provide cooling to
the various turbine components.
[0005] Turbine nozzles generally include an airfoil that
extends in span between an inner band or shroud and
an outer band or shroud. The inner band and the outer
band define inner and outer flow boundaries of the hot
gas path and are exposed to the hot gases. The airfoil
may be cooled by passing a cooling medium such as
compressed air through a central or core cooling channel
that extends radially through the airfoil portion of the tur-
bine nozzle. A portion of the cooling medium flows
through various film holes defined along the airfoil, thus
providing film cooling to the airfoil.
[0006] US 2005/100437 discloses a cooling system for
nozzle edges includes a chamber containing a cooling
medium. First and second elongated plenums are dis-

posed along opposite side edges of each platform. Inlet
passages communicate cooling medium from the cham-
ber into each plenum. Outlet passages from each plenum
terminate in outlet holes in the side edges of the platform
to cool the gap between adjacent nozzle segments. Pas-
sageways communicate with each plenum and terminate
in film cooling holes to film cool platform surfaces. In each
plenum, the inlet passages are not in direct line-of-sight
flow communication with the outlet passages and pas-
sageways.
[0007] EP 2 372 086 discloses a cooling circuit for a
turbine bucket having a shank, a platform and an airfoil.
The cooling circuit includes a first cooling passage ex-
tending from an inlet located at a radially inward end of
the shank and adapted to communicate with a turbine
wheel-space, the first cooling passage, in use, supplying
cooling air to a serpentine cooling circuit extending within
and across at least one region of the platform. The ser-
pentine cooling circuit connects with a separate internal
cooling circuit in the airfoil, such that the cooling air used
to cool the platform is re-used in the airfoil cooling circuit.
[0008] According to the teaching of EP 2 740 898 an
airfoil includes an outer surface having a leading edge,
a trailing edge downstream from the leading edge, and
a convex surface between the leading and trailing edges.
A cavity is inside the outer surface, and a platform is
connected to the outer surface and defines a top surface
around at least a portion of the outer surface. A first plu-
rality of trenches is beneath the top surface of the platform
upstream from the leading edge, wherein each trench in
the first plurality of trenches is in fluid communication with
the cavity inside the outer surface. A first plurality of cool-
ing passages provide fluid communication from the first
plurality of trenches through the top surface of the plat-
form.

BRIEF DESCRIPTION OF THE INVENTION

[0009] The invention relates to a turbine nozzle as set
2. out in the appended set of claims 1-7.
[0010] Aspects and advantages of the invention are
set forth below in the following description, or may be
obvious from the description, or may be learned through
practice of the invention.
[0011] One example of the present invention is a tur-
bine nozzle. The turbine nozzle includes an airfoil that
extends in span from an inner band to an outer band
where the inner band and the outer band define inner
and outer flow boundaries of the turbine nozzle. The inner
band defines a first set of cooling channels and a second
set of cooling channels that are formed beneath a gas
side surface of the inner band. The inner band further
defines a coolant distribution plenum that is in fluid com-
munication with the first and second sets of cooling chan-
nels. The coolant distribution plenum provides a stream
of coolant to at least one of the first set of cooling channels
and the second set of cooling channels.
[0012] Another example of the present invention is a
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turbine nozzle. The turbine nozzle includes an airfoil that
extends in span from an inner band to an outer band
where the inner band and the outer band define inner
and outer flow boundaries of the turbine nozzle. The outer
band defines a first set of cooling channels and a second
set of cooling channels that are formed beneath a gas
side surface of the outer band. The outer band further
defines a coolant distribution plenum that is in fluid com-
munication with the first and second sets of cooling chan-
nels. The coolant distribution plenum provides a stream
of coolant to at least one of the first set of cooling channels
and the second set of cooling channels.
[0013] Those of ordinary skill in the art will better ap-
preciate the features and aspects of such embodiments,
and others, upon review of the specification.

BRIEF DESCRIPTION OF THE DRAWINGS

[0014] A full and enabling disclosure of the present in-
vention is set forth more particularly in the remainder of
the specification, including reference to the accompany-
ing figures, in which:

FIG. 1 is a schematic view of an exemplary gas tur-
bine as may incorporate various embodiments of the
present invention;

FIG. 2 is a cross sectioned side view of an exemplary
turbine section of a gas turbine as may incorporated
in various embodiments of the present invention;

FIG. 3 is a perspective side view of an exemplary
turbine nozzle as may incorporate one or more em-
bodiments of the present invention;

FIG. 4 is a cross sectioned top view of a portion of
the turbine nozzle including an inner band as shown
in FIG. 3 taken along section line 4-4, according to
at least one embodiment of the present invention;

FIG. 5 is an enlarged simplified cross sectional side
view of a portion of the inner band as shown in FIG.
4, according to one or more embodiments of the
present invention;

FIG. 6 is an enlarged simplified cross sectional side
view of a portion of the inner band as shown in FIG.
4, according to one or more embodiments of the
present invention;

FIG. 7 provides a top view flow diagram of the inner
band according to one embodiment of the present
invention;

FIG. 8 provides a top view flow diagram of the inner
band according to one embodiment of the present
invention;

FIG. 9 is a cross sectioned top view of a portion of
the turbine nozzle including an inner band as shown
in FIG. 3 taken along section line 9-9, according to
at least one embodiment of the present invention;

FIG. 10 is an enlarged simplified cross sectional side
view of a portion of the inner band as shown in FIG.
9, according to one or more embodiments of the
present invention;

FIG. 11 is an enlarged simplified cross sectional side
view of a portion of the inner band as shown in FIG.
9, according to one or more embodiments of the
present invention;

FIG. 12 provides a top view flow diagram of the outer
band according to one embodiment of the present
invention; and

FIG. 13 provides a top view flow diagram of the outer
band according to one embodiment of the present
invention.

DETAILED DESCRIPTION OF THE INVENTION

[0015] Reference will now be made in detail to present
embodiments of the invention, one or more examples of
which are illustrated in the accompanying drawings. The
detailed description uses numerical and letter designa-
tions to refer to features in the drawings. Like or similar
designations in the drawings and description have been
used to refer to like or similar parts of the invention.
[0016] As used herein, the terms "first", "second", and
"third" may be used interchangeably to distinguish one
component from another and are not intended to signify
location or importance of the individual components. The
terms "upstream" and "downstream" refer to the relative
direction with respect to fluid flow in a fluid pathway. For
example, "upstream" refers to the direction from which
the fluid flows, and "downstream" refers to the direction
to which the fluid flows. The term "radially" refers to the
relative direction that is substantially perpendicular to an
axial centerline of a particular component, and the term
"axially" refers to the relative direction that is substantially
parallel and/or coaxially aligned to an axial centerline of
a particular component.
[0017] The terminology used herein is for the purpose
of describing particular embodiments only and is not in-
tended to be limiting of the invention. As used herein, the
singular forms "a", "an" and "the" are intended to include
the plural forms as well, unless the context clearly indi-
cates otherwise. It will be further understood that the
terms "comprises" and/or "comprising," when used in this
specification, specify the presence of stated features, in-
tegers, steps, operations, elements, and/or components,
but do not preclude the presence or addition of one or
more other features, integers, steps, operations, ele-
ments, components, and/or groups thereof.

3 4 



EP 3 156 607 B1

4

5

10

15

20

25

30

35

40

45

50

55

[0018] Each example is provided by way of explanation
of the invention, not limitation of the invention. In fact, it
will be apparent to those skilled in the art that modifica-
tions and variations can be made in the present invention
without departing from the scope or spirit thereof. For
instance, features illustrated or described as part of one
embodiment may be used on another embodiment to
yield a still further embodiment. Thus, it is intended that
the present invention covers such modifications and var-
iations as come within the scope of the appended claims
and their equivalents.
[0019] Although exemplary embodiments of the
present invention will be described generally in the con-
text of a turbine nozzle for a land based power generating
gas turbine for purposes of illustration, one of ordinary
skill in the art will readily appreciate that embodiments
of the present invention may be applied to any style or
type of gas turbine and are not limited to land based pow-
er generating gas turbines unless specifically recited in
the claims.
[0020] The invention as described, illustrated and
claimed herein is generally directed to at least one of an
inner band or an outer band portion of a turbine nozzle
or other hot gas path component having one or more
coolant distribution or supply plenums dedicated for sub-
surface cooling or micro-channels to provide fresh cool-
ant to the channels and not spent coolant from other proc-
esses like pin bank or impingement. In other embodi-
ments, the coolant distribution plenum may collect cool-
ant from different cooling channels and then feed the
coolant to another set of cooling channels disposed
downstream so as to build a surface cooling network.
[0021] Referring now to the drawings, FIG. 1 illustrates
a schematic of an exemplary gas turbine 10 as may in-
corporate various embodiments of the present invention.
As shown, the gas turbine 10 generally includes a com-
pressor section 12 having an inlet 14 disposed at an up-
stream end of an axial compressor 16. The gas turbine
10 further includes a combustion section 18 having one
or more combustors 20 positioned downstream from the
compressor 16 and a turbine section 22 including a tur-
bine 24 such as an expansion turbine that is disposed
downstream from the combustion section 18. A shaft 26
extends axially through the compressor 16 and the tur-
bine 24 along an axial centerline 28 of the gas turbine 10.
[0022] FIG. 2 provides a cross sectioned side view of
an exemplary turbine 24 as may incorporate various em-
bodiments of the present invention. As shown in FIG. 2,
the turbine 24 may include multiple turbine stages. For
example, the turbine 24 may include three turbine stages
including a first stage 30(a), second stage 30(b) and third
stage 30(c). The total number of turbine stages 30 may
be more or less than three and embodiments of the
present invention should not be limited to three turbine
stages unless otherwise recited in the claims.
[0023] As shown in FIG. 2, each stage 30(a-c) in-
cludes, in serial flow order, a corresponding row of turbine
nozzles 32(a), 32(b) and 32(c) and a corresponding row

of turbine rotor blades 34(a), 34(b) and 34(c) axially
spaced along the shaft 26 (FIG. 1). A casing or shell 36
circumferentially surrounds each stage 30(a-c) of the tur-
bine nozzles 32(a-c) and the turbine rotor blades 34(a-
c). The turbine nozzles 32(a-c) remain stationary relative
to the turbine rotor blades 34(a-c) during operation of the
gas turbine 10. For example, the turbine nozzles 32 may
be connected to the casing 36 or to a nozzle ring (not
shown).
[0024] In operation, as shown in FIGS. 1 and 2 collec-
tively, compressed air 38 from the compressor 16 is pro-
vided to the combustors 20 where it is mixed with fuel
and burned to provide a stream of hot combustion gases
40 that flows from the combustors 20 into the turbine 24.
At least a portion of the compressed air 38 may be used
as a cooling medium for cooling the various components
of the turbine such as the turbine nozzles 32(a-c) and
the turbine rotor blades 34(a-c).
[0025] FIG. 3 provides a perspective view of an exem-
plary turbine nozzle 100 as may be incorporated into the
turbine 24 as shown in FIG. 2 and as may incorporate
various embodiments of the present invention. Turbine
nozzle 100 may correspond with or be installed in place
of any of turbine nozzles 32(a-c). In particular embodi-
ments, turbine nozzle 100 corresponds with turbine noz-
zle 32(a) of the first stage 30(a) which may also be known
in the industry as a stage one nozzle or SIN.
[0026] As shown in FIG. 3, the turbine nozzle 100 in-
cludes an inner band 200, an outer band 300 that is ra-
dially spaced from the inner band 200 and an airfoil 400
that extends in span from the inner band 200 to the outer
band 300. The inner band 200 includes a gas side 202
and a back side 204 that is oriented radially inwardly from
the gas side 202. The outer band 300 includes a gas side
302 and a back side 304 that is oriented radially outwardly
from the gas side 302. As shown in FIGS. 2 and 3 col-
lectively, the gas side 302 of the outer band 300 and the
gas side 202 of the inner band 200 define inner and outer
radial flow boundaries for the stream of hot combustion
gases 40 flowing at high velocity from the combustors 20
through the turbine 24. As shown in FIG. 3, the airfoil 400
includes a leading edge portion 402, a trailing edge por-
tion 404, a suction side wall 406 and a pressure side wall
408.
[0027] FIG. 4 provides a cross sectioned top view of a
portion of the turbine nozzle 100 as taken along section
line 4-4 as shown in FIG. 3 and includes a portion of the
airfoil 400 and the inner band 200 according to one em-
bodiment of the present invention. As shown in FIG. 4,
the inner band 200 includes a forward wall 206 forward
or upstream from the leading edge portion 402 of the
airfoil 400, an aft wall 208 aft or downstream from the
trailing edge portion 404, a suction side wall 210 and a
pressure side wall 212. In particular arrangements, the
turbine nozzle 100 includes and/or at least partially de-
fines a primary cooling channel 102. In one embodiment,
the primary cooling channel 102 extends radially or sub-
stantially radially through the outer band 300, the airfoil
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400 and the inner band 200.
[0028] FIGS. 5 and 6 provide a simplified cross sec-
tional view of a portion of the inner band 200 as shown
in FIG. 4, according to at least one embodiment of the
present invention. In one embodiment, as shown in FIGS.
4, 5 and 6 collectively, the inner band 200 defines a plu-
rality of cooling channels 214 and a coolant distribution
plenum 216 (FIG. 5) formed beneath a gas side surface
218 of the inner band 200. The plurality of cooling chan-
nels 214 may be machined, cast or otherwise formed
beneath the gas side surface 218 of the inner band 200.
In particular embodiments, as shown in FIGS. 5 and 6,
the gas side surface 218 may be at least partially formed
by one or more plates and/or a coating 220 which covers
and/or seals the plurality of cooling channels 214.
[0029] As shown in FIGS. 4, 5 and 6, the plurality of
cooling channels 214 may comprise multiple sets of cool-
ing channels 214. For example, in one embodiment, as
shown in FIGS. 5 and 6, the plurality of cooling channels
214 comprises, at least a first set of cooling channels
214(a) and a second set of cooling channels 214(b). A
set of cooling channels 214 may comprise one or more
cooling channels and is not limited to two or three cooling
channels as illustrated in FIGS. 5 and 6 unless otherwise
recited in the claims.
[0030] The plurality of cooling channels 214 may be
disposed beneath the gas side surface 218 in various
locations depending on particular cooling requirements
of the inner band 200. For example, as shown in FIG. 4,
at least some of the plurality of cooling channels 214 may
be arranged or oriented so as to follow or substantially
follow the curvature or profile of one or more of the leading
edge portion 402, the suction side wall 406, the trialing
edge portion 404 and the pressure side wall 408 of the
airfoil 400. At least some of the cooling channels 214
may be disposed proximate to the suction side wall 210
or the aft wall 208 of the inner band 200 and/or proximate
to the forward wall 206 of the inner band 200 between
the suction side wall 210 and the pressure side wall 212.
[0031] In various embodiments, the coolant distribu-
tion plenum 216 is formed within the inner band 200 to
provide a stream of coolant as indicated by arrows 222
in FIGS. 5 and 6, to at least one of the first set of cooling
channels 214(a) and/or the second set of cooling chan-
nels 214 (b). In various embodiments, as shown in FIGS.
5 and 6, the inner band 200 includes and/or defines a
plurality of internal passages 224 disposed beneath the
gas side surface 218 and that provide for fluid commu-
nication of the coolant 222 between the coolant distribu-
tion plenum 216, the first set of cooling channels 214(a)
and the second set of cooling channels 214(b).
[0032] In one embodiment, as shown in FIG. 5, the
inner band 200 defines an inlet passage 226 that provides
for direct fluid communication between a coolant supply
such as the compressor 16 (FIG. 1) and the first set of
cooling channels 214(a). In this configuration, the first
set of cooling channels 214(a) is directly downstream
from the coolant supply, the coolant distribution plenum

216 is directly downstream from the first set of cooling
channels 214(a) and the second set of cooling channels
214(b) is directly downstream from the coolant distribu-
tion plenum 216. In particular embodiments, the inlet pas-
sage 226 may include an inlet defined along the back
side 204 of the inner band 200.
[0033] In particular embodiments, as shown in FIG. 5,
the second set of cooling channels 214(b) is in fluid com-
munication with at least one coolant exhaust port 228
defined along the gas side surface 218 of the inner band
200. In one embodiment, the second set of cooling chan-
nels 214(b) is in fluid communication with at least one
coolant exhaust port 230 defined along one of the pres-
sure side wall 212 as shown in FIG. 5, or the suction side
wall 210 of the inner band 200. In particular embodi-
ments, the first set of cooling channels 214(a) is in fluid
communication with at least one coolant exhaust port
232 defined along the gas side surface 218 of the inner
band 200.
[0034] FIG. 7 provides a top view flow diagram of the
inner band 200 according to the embodiment shown in
FIG. 5. In operation, as shown in FIGS. 5 and 7 collec-
tively, the coolant 222 travels through the inlet passage
226 and into the various cooling channels 214 of the first
set of cooling channels 214(a), thus providing cooling to
the gas side surface 218 above the cooling channels 214.
For example, as shown in FIG. 7, the coolant may flow
into a first coolant trench 234 which feeds the individual
cooling channels 214 of the first set of cooling channels
214(a). The coolant 222 may then flow from the cooling
channels 214 into a second coolant trench 236 and then
on to the coolant distribution plenum 216 where it may
be used to cool another portion of the inner band 200.
The coolant 222 may then flow to a third coolant trench
238 which feeds the individual cooling channels 214 of
the second set of cooling channels 214(b), thus providing
cooling to the gas side surface 218 above the cooling
channels 214 of the second set of cooling channels
214(b). The coolant 222 may then be exhausted from
coolant exhaust port 228 which may be in fluid commu-
nication with a fourth coolant trench 240 to provide film
cooling to the gas side surface 218 and/or from coolant
exhaust port 230 to help form a seal between adjacent
inner bands 200 of circumferentially adjacent turbine noz-
zles 100.
[0035] In particular embodiments, a portion of the cool-
ant 222 may be exhausted from coolant exhaust port 232
to provide film cooling to the backside surface 218 prox-
imate to the first set of cooling channels 214(a). Pressure
within the coolant distribution plenum 216 is generally
lower than pressure in the first set of cooling channels
214(a), pressure in the second set of cooling channels
214(b) is generally lower than pressure in the coolant
distribution plenum and pressure just outside of the cool-
ant exhaust ports 228, 220 and 230 is generally lower
than the pressure in the first or second cooling channels
214(a), 214(b).
[0036] In one embodiment, as shown in FIG. 6, an inlet
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passage 242 provides for fluid communication or direct
fluid communication between the coolant supply and the
coolant distribution plenum 216. The inlet passage 242
may have an inlet disposed along the back side 204 of
the inner band 200. The first set of cooling channels
214(a) and the second set of cooling channels 214(b)
are directly downstream from the coolant distribution ple-
num 216. In one embodiment, the first set of cooling chan-
nels 214(a) is in fluid communication with at least one
coolant exhaust port 244 defined along the gas side sur-
face 218 of the inner band 200 and/or at least one coolant
exhaust port 246 defined along the suction side wall 210
of the inner band 200. The second set of cooling channels
214(b) is in fluid communication with at least one coolant
exhaust port 248 defined along the gas side surface 218
of the inner band 200 and/or at least one coolant exhaust
port 250 defined along the pressure side wall 212 of the
inner band 200.
[0037] FIG. 8 provides a top view flow diagram of the
inner band 200 according to the embodiment shown in
FIG. 5. In operation, as shown in FIGS. 5 and 8, the cool-
ant 222 travels through the inlet passage 234 and into
the coolant distribution plenum 216 where it may be used
to provide cooling within the inner band 200. The coolant
222 is then distributed to the various cooling channels
214 of the first set of cooling channels 214(a) via coolant
trench 234 and the various cooling channels 214 of the
second set of cooling channels 214(b) via coolant trench
238. As the coolant flows through the cooling channels
214, cooling is provided to the gas side surface 218 above
the cooling channels 214 of the first set of cooling chan-
nels 214(a) and above the second set of cooling channels
214(b). The coolant 222 may then be exhausted from the
first set of cooling channels 214(a) via coolant trench 236
and one or more of coolant exhaust port 244 to provide
film cooling to the gas side surface 218 and/or from cool-
ant exhaust port 246 via coolant trench 240 to help form
a seal between adjacent inner bands 200 of circumfer-
entially adjacent turbine nozzles 100.
[0038] In addition or in the alternative, the coolant 222
may then be exhausted from the second set of cooling
channels 214(b) via one or more of coolant exhaust port
248 to provide film cooling to the gas side surface 218
and/or from coolant exhaust port 250 to help form a seal
between adjacent inner bands 200 of circumferentially
adjacent turbine nozzles 100. Pressure within the coolant
distribution plenum 216 is generally higher than pressure
in the first set of cooling channels 214(a) or the pressure
within the second set of cooling channels 214(b).
[0039] FIG. 9 provides a cross sectioned top view of a
portion of the turbine nozzle 100 as taken along section
line 9-9 as shown in FIG. 3, and includes a portion of the
airfoil 400 and the outer band 300 according to one em-
bodiment of the present invention. As shown in FIG. 9,
the outer band 300 includes a forward wall 306 forward
or upstream from the leading edge portion 402 of the
airfoil 400, an aft wall 308 aft or downstream from the
trailing edge portion 404, a suction side wall 310 and a

pressure side wall 312. In particular arrangements, the
turbine nozzle 100 includes and/or at least partially de-
fines the primary cooling channel 102.
[0040] FIGS. 10 and 11 provide a simplified cross sec-
tional view of a portion of the outer band 300 as shown
in FIG. 9, according to at least one embodiment of the
present invention. In one embodiment, as shown in FIGS.
9, 10 and 11 collectively, the outer band 300 defines a
plurality of cooling channels 314 and a coolant distribu-
tion plenum 316 formed beneath a gas side surface 318
of the outer band 300. The plurality of cooling channels
314 may be machined, cast or otherwise formed beneath
the gas side surface 318 of the outer band 300. In par-
ticular embodiments, as shown in FIGS. 5 and 6, the gas
side surface 318 may be at least partially formed by one
or more plates and/or a coating 320 which covers and/or
seals the plurality of cooling channels 314.
[0041] As shown in FIGS. 9, 10 and 11, the plurality of
cooling channels 314 may comprise multiple sets of cool-
ing channels 314. For example, in one embodiment, as
shown in FIGS. 8 and 9, the plurality of cooling channels
314 comprises, at least a first set of cooling channels
314(a) and a second set of cooling channels 314(b). A
set of cooling channels 314 may comprise one or more
cooling channels and is not limited to two or three cooling
channels as illustrated in FIGS. 8 and 9 unless otherwise
recited in the claims.
[0042] The plurality of cooling channels 314 may be
disposed beneath the gas side surface 318 in various
locations depending on particular cooling requirements
of the outer band 300. For example, as shown in FIG. 9,
at least some of the plurality of cooling channels 314 may
be arranged or oriented so as to follow or substantially
follow the curvature or profile of one or more of the leading
edge portion 402, the suction side wall 406, the trialing
edge portion 404 and the pressure side wall 408 of the
airfoil 400. At least some of the cooling channels 314
may be disposed proximate to the suction side wall 310
or the aft wall 308 of the outer band 300 and/or proximate
to the forward wall 306 of the outer band 300 between
the suction side wall 310 and the pressure side wall 312.
[0043] In various embodiments, the coolant distribu-
tion plenum 316 is formed within the outer band 300 to
provide a stream of coolant as indicated by arrows 322
in FIGS. 10 and 11, to at least one of the first set of cooling
channels 314(a) and/or the second set of cooling chan-
nels 314 (b). In various embodiments, as shown in FIGS.
10 and 11, the outer band 300 includes and/or defines a
plurality of internal passages 324 disposed beneath the
gas side surface 318 and that provide for fluid commu-
nication of the coolant 322 between the coolant distribu-
tion plenum 316, the first set of cooling channels 314(a)
and the second set of cooling channels 314(b).
[0044] In one embodiment, as shown in FIG. 10, the
outer band 300 defines an inlet passage 326 that pro-
vides for direct fluid communication between a coolant
supply such as the compressor 16 (FIG. 1) and the first
set of cooling channels 314(a). In this configuration, the

9 10 



EP 3 156 607 B1

7

5

10

15

20

25

30

35

40

45

50

55

first set of cooling channels 314(a) is directly downstream
from the coolant supply, the coolant distribution plenum
316 is directly downstream from the first set of cooling
channels 314(a) and the second set of cooling channels
314(b) is directly downstream from the coolant distribu-
tion plenum 316. In particular embodiments, the inlet pas-
sage 326 may include an inlet defined along the back
side 304 of the outer band 300.
[0045] In particular embodiments, as shown in FIG. 10,
the second set of cooling channels 314(b) is in fluid com-
munication with at least one coolant exhaust port 328
defined along the gas side surface 318 of the outer band
300. In one embodiment, the second set of cooling chan-
nels 314(b) is in fluid communication with at least one
coolant exhaust port 330 defined along one of the pres-
sure side wall 312 as shown in FIG. 5, or the suction side
wall 310 of the outer band 300. In particular embodi-
ments, the first set of cooling channels 314(a) is in fluid
communication with at least one coolant exhaust port
332 defined along the gas side surface 318 of the outer
band 300.
[0046] FIG. 12 provides a top view flow diagram of the
outer band 300 according to the embodiment shown in
FIG. 10. In operation, as shown in FIGS. 10 and 12 col-
lectively, the coolant 322 travels through the inlet pas-
sage 326 and into the various cooling channels 314 of
the first set of cooling channels 314(a), thus providing
cooling to the gas side surface 318 above the cooling
channels 314. For example, as shown in FIG. 12, the
coolant 322 may flow into a first coolant trench 334 which
feeds the individual cooling channels 314 of the first set
of cooling channels 314(a). The coolant 322 may then
flow from the cooling channels 314 into a second coolant
trench 336 and then on to the coolant distribution plenum
316 where it may be used to cool another portion of the
outer band 300. The coolant 322 may then flow to a third
coolant trench 338 which feeds the individual cooling
channels 314 of the second set of cooling channels
314(b), thus providing cooling to the gas side surface 318
above the cooling channels 314 of the second set of cool-
ing channels 314(b). The coolant 322 may then be ex-
hausted from coolant exhaust port 328 which may be in
fluid communication with a fourth coolant trench 340 to
provide film cooling to the gas side surface 318 and/or
from coolant exhaust port 330 to help form a seal between
adjacent inner bands 300 of circumferentially adjacent
turbine nozzles 100.
[0047] In particular embodiments, a portion of the cool-
ant 322 may be exhausted from coolant exhaust port 332
to provide film cooling to the backside surface 318 prox-
imate to the first set of cooling channels 314(a). Pressure
within the coolant distribution plenum 316 is generally
lower than pressure in the first set of cooling channels
314(a), pressure in the second set of cooling channels
314(b) is generally lower than pressure in the coolant
distribution plenum and pressure just outside of the cool-
ant exhaust ports 328, 320 and 330 is generally lower
than the pressure in the first or second cooling channels

314(a), 314(b).
[0048] In one embodiment, as shown in FIG. 11, an
inlet passage 342 provides for fluid communication or
direct fluid communication between the coolant supply
and the coolant distribution plenum 316. The inlet pas-
sage 342 may have an inlet disposed along the back side
304 of the outer band 300. The first set of cooling chan-
nels 314(a) and the second set of cooling channels
314(b) are directly downstream from the coolant distri-
bution plenum 316. In one embodiment, the first set of
cooling channels 314(a) is in fluid communication with at
least one coolant exhaust port 344 defined along the gas
side surface 318 of the outer band 300 and/or at least
one coolant exhaust port 346 defined along the suction
side wall 310 of the outer band 300. The second set of
cooling channels 314(b) is in fluid communication with at
least one coolant exhaust port 348 defined along the gas
side surface 318 of the outer band 300 and/or at least
one coolant exhaust port 350 defined along the pressure
side wall 312 of the outer band 300.
[0049] FIG. 13 provides a top view flow diagram of the
outer band 300 according to the embodiment shown in
FIG. 11. In operation, as shown in FIGS. 11 and 13, the
coolant 322 travels through the inlet passage 334 and
into the coolant distribution plenum 316 where it may be
used to provide cooling within the outer band 300. The
coolant 322 is then distributed to the various cooling
channels 314 of the first set of cooling channels 314(a)
via coolant trench 334 and the various cooling channels
314 of the second set of cooling channels 314(b) via cool-
ant trench 338. As the coolant flows through the cooling
channels 314, cooling is provided to the gas side surface
318 above the cooling channels 314 of the first set of
cooling channels 314(a) and above the second set of
cooling channels 314(b). The coolant 322 may then be
exhausted from the first set of cooling channels 314(a)
via coolant trench 336 and one or more of coolant exhaust
port 344 to provide film cooling to the gas side surface
318 and/or from coolant exhaust port 346 via coolant
trench 340 to help form a seal between adjacent outer
bands 300 of circumferentially adjacent turbine nozzles
100.
[0050] In addition or in the alternative, the coolant 322
may then be exhausted from the second set of cooling
channels 314(b) via one or more of coolant exhaust port
348 to provide film cooling to the gas side surface 318
and/or from coolant exhaust port 350 to help form a seal
between adjacent outer bands 300 of circumferentially
adjacent turbine nozzles 100. Pressure within the coolant
distribution plenum 316 is generally higher than pressure
in the first set of cooling channels 314(a) or the pressure
within the second set of cooling channels 314(b).
[0051] This written description uses examples to dis-
close the invention and also to enable any person skilled
in the art to practice the invention, including making and
using any devices or systems and performing any incor-
porated methods. The patentable scope of the invention
is defined by the claims, and may include other examples
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that occur to those skilled in the art. Such other and ex-
amples are intended to be within the scope of the claims
if they include structural elements that do not differ from
the literal language of the claims, or if they include equiv-
alent structural elements with insubstantial differences
from the literal language of the claims.

Claims

1. A turbine nozzle (100), comprising:

an airfoil (400) that extends in span from an inner
band (200) to an outer band (300), wherein the
inner band (200) and the outer band (300) define
inner and outer flow boundaries of the turbine
nozzle (100);
wherein a first set of cooling channels (214a,
314a) and a second set of cooling channels
(214b, 314a) are provided in at least one of the
inner band (200) and the outer band (300) and
beneath a gas side surface (218, 318) of the
band (200,300),
wherein a coolant distribution plenum (216, 316)
is enclosed in the band (200, 300) and is pro-
vided in fluid communication with the first and
second sets of cooling channels (214a, 214b;
314a, 314b), wherein an inlet passage (226,
326) is provided in the band (200, 300) and pro-
vides for direct fluid communication between a
coolant supply and the first set of cooling chan-
nels (214a, 314a),
characterized in that the first set of cooling
channels (214a, 314a) is fluidly connected di-
rectly downstream from the inlet passage (226,
326), the coolant distribution plenum (216, 316)
is fluidly connected directly downstream from
the first set of cooling channels (214a, 314a),
and the second set of cooling channels (214b,
314b) is fluidly connected directly downstream
from the coolant distribution plenum (216, 316).

2. The turbine nozzle (100) as in claim 1, wherein the
second set of cooling channels (214b, 314b) is in
fluid communication with at least one coolant ex-
haust port (228, 328) opening out onto the gas side
surface (218, 318) of the band (200, 300).

3. The turbine nozzle (100) as in claim 1, wherein the
first set of cooling channels (214a, 314a) is in fluid
communication with at least one coolant exhaust port
(232, 332) opening out onto the gas side surface
(218, 318) of the band (200, 300).

4. The turbine nozzle as in claim 1, wherein the inlet
passage (226, 242, 326, 342) opens out onto a back
side (204, 304) of the band (200, 300) opposed the
gas side surface (218, 318).

5. The turbine nozzle as in any of the preceding claims,
wherein all cooling channels of the first set of cooling
channels (214a, 314a) are fluidly interconnected
with each other.

6. The turbine nozzle as in any of the preceding claims,
wherein all cooling channels of the second set of
cooling channels (214b, 314b) are fluidly intercon-
nected with each other.

7. The turbine nozzle as in any of the preceding claims,
wherein the first set of cooling channels (214a, 314a)
and the second set of cooling channels (214b, 314b)
are fluidly isolated from each other apart from a fluid
connection provided over the coolant distribution
plenum.

Patentansprüche

1. Turbinendüse (100), umfassend:

ein Schaufelblatt (400), das sich in Spannweite
von einem Innenband (200) zu einem Außen-
band (300) erstreckt, wobei das Innenband
(200) und das Außenband (300) innere und äu-
ßere Strömungsgrenzen der Turbinendüse
(100) definieren;
wobei ein erster Satz von Kühlkanälen (214a,
314a) und ein zweiter Satz von Kühlkanälen
(214b, 314a) in mindestens einem von dem In-
nenband (200) und dem Außenband (300) und
unterhalb einer gasseitigen Oberfläche (218,
318) des Bandes (200, 300) bereitgestellt sind,
wobei ein Kühlmittelverteilungsplenum (216,
316) im Band (200, 300) eingeschlossen ist und
in Fluidverbindung mit dem ersten und dem
zweiten Satz von Kühlkanälen (214a, 214b;
314a, 314b) bereitgestellt ist, wobei ein Einlass-
durchgang (226, 326) in dem Band (200, 300)
bereitgestellt ist und eine direkte Fluidverbin-
dung zwischen einer Kühlmittelversorgung und
dem ersten Satz von Kühlkanälen (214a, 314a)
bereitstellt,
dadurch gekennzeichnet, dass der erste Satz
von Kühlkanälen (214a, 314a) direkt stromab-
wärts von dem Einlassdurchgang (226, 326) flu-
idtechnisch verbunden ist, wobei das Kühlmit-
telverteilungsplenum (216, 316) direkt stromab-
wärts von dem ersten Satz von Kühlkanälen
(214a, 314a) fluidtechnisch verbunden ist, und
der zweite Satz von Kühlkanälen (214b, 314b)
direkt stromabwärts von dem Kühlmittelvertei-
lungsplenum (216, 316) fluidtechnisch verbun-
den ist.

2. Turbinendüse (100) nach Anspruch 1, wobei der
zweite Satz von Kühlkanälen (214b, 314b) in Fluid-
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verbindung mit mindestens einem Kühlmittelabgas-
port (228, 328) steht, der sich auf die gasseitige
Oberfläche (218, 318) des Bandes (200, 300) öffnet.

3. Turbinendüse (100) nach Anspruch 1, wobei der ers-
te Satz von Kühlkanälen (214a, 314a) in Fluidver-
bindung mit mindestens einem Kühlmittelabgasport
(232, 332) steht, der sich auf die gasseitige Oberflä-
che (218, 318) des Bandes (200, 300) öffnet.

4. Turbinendüse nach Anspruch 1, wobei der Einlass-
durchgang (226, 242, 326, 342) sich auf eine Rück-
seite (204, 304) des Bandes (200, 300) gegenüber
der gasseitigen Oberfläche (218, 318) öffnet.

5. Turbinendüse nach einem der vorstehenden An-
sprüche, wobei alle Kühlkanäle des ersten Satzes
von Kühlkanälen (214a, 314a) fluidtechnisch mitein-
ander verbunden sind.

6. Turbinendüse nach einem der vorstehenden An-
sprüche, wobei alle Kühlkanäle des zweiten Satzes
von Kühlkanälen (214b, 314b) fluidtechnisch mitein-
ander verbunden sind.

7. Turbinendüse nach einem der vorstehenden An-
sprüche, wobei der erste Satz von Kühlkanälen
(214a, 314a) und der zweite Satz von Kühlkanälen
(214b, 314b) von einer Fluidverbindung, die über
dem Kühlmittelverteilungsplenum bereitgestellt ist,
fluidtechnisch voneinander isoliert sind.

Revendications

1. Buse de turbine (100) comprenant :

une surface portante (400) qui s’étend dans la
plage depuis une bande interne (200) à une ban-
de externe (300), la bande interne (200) et la
bande externe (300) définissant des limites
d’écoulement interne et externe de la buse de
turbine (100) ;
dans laquelle un premier ensemble de canaux
de refroidissement (214a, 314a) et un deuxième
ensemble de canaux de refroidissement (214b,
314a) sont prévus dans au moins l’une de la
bande interne (200) et la bande externe (300)
et sous une surface latérale de gaz (218, 318)
de la bande (200, 300),
dans laquelle un plénum de distribution de réfri-
gérant (216, 316) est enclos dans la bande (200,
300) et est fourni en communication fluidique
avec les premier et deuxième ensembles de ca-
naux de refroidissement (214a, 214b ; 314a,
314b), un passage d’entrée (226, 326) étant
fourni dans la bande (200, 300) et fournissant
une communication fluidique directe entre une

alimentation en réfrigérant et le premier ensem-
ble de canaux de refroidissement (214a, 314a),
caractérisée en ce que le premier ensemble
de canaux de refroidissement (214a, 314a) est
relié fluidiquement directement en aval du pas-
sage d’entrée (226, 326), le plénum de distribu-
tion de réfrigérant (216, 316) est relié fluidique-
ment directement en aval du premier ensemble
de canaux de refroidissement (214a, 314a), et
le deuxième ensemble de canaux de refroidis-
sement (214b, 314b) est relié fluidiquement di-
rectement en aval du plénum de distribution de
réfrigérant (216, 316).

2. Buse de turbine (100) selon la revendication 1, dans
laquelle le deuxième ensemble de canaux de refroi-
dissement (214b, 314b) est en communication flui-
dique avec au moins un orifice d’échappement de
réfrigérant (228, 328) débouchant sur la surface la-
térale de gaz (218, 318) de la bande (200, 300).

3. Buse de turbine (100) selon la revendication 1, dans
laquelle le premier ensemble de canaux de refroi-
dissement (214a, 314a) est en communication flui-
dique avec au moins un orifice d’échappement de
réfrigérant (232, 332) débouchant sur la surface la-
térale de gaz (218, 318) de la bande (200, 300).

4. Buse de turbine selon la revendication 1, dans la-
quelle le passage d’entrée (226, 242, 326, 342) dé-
bouche sur une face arrière (204, 304) de la bande
(200, 300) opposée à la surface latérale de gaz (218,
318).

5. Buse de turbine selon l’une quelconque des reven-
dications précédentes, dans laquelle tous les ca-
naux de refroidissement du premier ensemble de
canaux de refroidissement (214a, 314a) sont inter-
connectés fluidiquement l’un à l’autre.

6. Buse de turbine selon l’une quelconque des reven-
dications précédentes, dans laquelle tous les ca-
naux de refroidissement du deuxième ensemble de
canaux de refroidissement (214b, 314b) sont inter-
connectés fluidiquement l’un à l’autre.

7. Buse de turbine selon l’une quelconque des reven-
dications précédentes, dans laquelle le premier en-
semble de canaux de refroidissement (214a, 314a)
et le deuxième ensemble de canaux de refroidisse-
ment (214b, 314b) sont isolés fluidiquement l’un de
l’autre à l’écart d’une connexion fluidique fournie par-
dessus le plénum de distribution de réfrigérant.
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