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(54) TEMPERATURE ADJUSTING VALVE

(57) Provided is a thermostatic valve including a first
valve body, a second valve body, a third valve body, a
first thermal actuator, a second thermal actuator, a valve
core, a first valve port, a second valve port and a third
valve port. The first valve body includes a second cavity
and a third cavity. The second thermal actuator is seal-
edly fixed in the first valve body to isolate the second
cavity from the third cavity. At least a part of the valve

core is located in the second cavity. The valve core is
connected to, or is integrated with, or abuts against a
second valve stem of the second thermal actuator. The
second thermal actuator is configured to act in response
to a change in temperature of a fluid in the third cavity.
The valve core is configured to open the second valve
port or the third valve port in response to an action of the
second valve stem.
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Description

[0001] The present disclosure claims priority to Chi-
nese Patent Application No. 201810656329.1 filed Jun.
24, 2018, the disclosure of which is incorporated herein
by reference in its entirety.

TECHNICAL FIELD

[0002] The present disclosure relates to the field of fluid
control technologies and, in particular, to a thermostatic
valve.

BACKGROUND

[0003] The temperature of an automobile transmission
fluid is mainly adjusted through a temperature control
flow passage composed of a thermostatic valve and a
heat exchange device for external cooling. When an au-
tomobile is just started, especially when it is started at a
low temperature, the transmission fluid needs to be heat-
ed. During the operation of the automobile, when the tem-
perature of the transmission fluid is high, the transmission
fluid needs to be cooled to be kept at an appropriate
working temperature.
[0004] Generally, the transmission fluid is heated by
using a hot coolant in an engine. However, the coolant
in the engine is not applicable to heating at any time. The
coolant in the engine with a relatively low temperature
will take away heat from the transmission fluid when en-
tering a heat exchanger.

SUMMARY

[0005] The solution of the present disclosure provides
a thermostatic valve. The thermostatic valve includes a
first valve body, a second valve body, a third valve body,
a third valve port, a first thermal actuator, a second ther-
mal actuator, a valve core, a first valve port, a second
valve port and a third valve port. The first valve body
includes a second cavity and a third cavity. The second
thermal actuator is sealedly fixed in the first valve body
to isolate the second cavity from the third cavity. At least
a part of the valve core is located in the second cavity.
The valve core is connected to, or is integrated with, or
abuts against a second valve stem of the second thermal
actuator. The second thermal actuator is configured to
act in response to a change in temperature of a fluid in
the third cavity. The valve core is configured to open the
second valve port or the third valve port in response to
an action of the second valve stem.
[0006] One end of the second valve body is fixed to
the first valve body, and another end of the second valve
body is fixed to the third valve body. The third valve body
includes a first cavity. The second valve body includes a
flow passage. The flow passage is capable of communi-
cating with the first cavity through the first valve port and
capable of communicating with the second cavity through

the second valve port.
[0007] The first thermal actuator is configured to act in
response to a change in temperature of a fluid in the first
cavity to open or close the first valve port or to adjust an
opening degree of the first valve port.

BRIEF DESCRIPTION OF DRAWINGS

[0008]

FIG 1 is a perspective view of a thermostatic valve
according to an embodiment of the present disclo-
sure;

FIG 2 is a rear view of the thermostatic valve shown
in FIG 1;

FIG 3 is a cross-sectional view of the thermostatic
valve shown in FIG 1;

FIG 4 is a front view of a second valve body in the
thermostatic valve shown in FIG 1;

FIG 5 is a perspective view of the second valve body
shown in FIG 5

FIG 6 is a perspective view of the second valve body
shown in FIG 5 from another perspective;

FIG. 7 is a left view of the second valve body shown
in FIG. 5;

FIG. 8 is a perspective view of a first valve body in
the thermostatic valve shown in FIG. 1;

FIG. 9 is a perspective view of a third valve body
mating with a second valve body;

FIG. 10 is a perspective view of a circlip in the ther-
mostatic valve shown in FIG. 1;

FIG. 11 is a perspective view of a first valve body in
the thermostatic valve shown in FIG. 1;

FIG. 12 is a left view of the first valve body shown in
FIG. 11;

FIG. 13 is a perspective view of a second thermal
actuator in the thermostatic valve shown in FIG. 1;

FIG. 14 is a perspective view of a clip in the thermo-
static valve shown in FIG. 1;

FIG. 15 is a perspective view of a valve core in the
thermostatic valve shown in FIG. 1;

FIG. 16 is a perspective view of a valve core in the
thermostatic valve shown in FIG 1 from another per-
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spective;

FIG. 17 is a sectional view of a thermostatic valve
according to another embodiment of the present dis-
closure; and

FIG. 18 is a perspective view of a second valve body
in the thermostatic valve shown in FIG. 17.

DETAILED DESCRIPTION

[0009] The embodiments of the present disclosure will
be described in detail below in conjunction with the draw-
ings.
[0010] An embodiment of the present disclosure is
shown in FIGS. 1 to 16. A thermostatic valve of the em-
bodiment includes a first valve body 1, a second valve
body 2, a third valve body 6 and a circlip 5. The second
valve body 2 is fixedly connected to the third valve body
6 and the first valve body 1, separately, and connection
portions are sealed. The second valve body 2 includes
a flow passage 100 through which the third valve body
6 may communicate with the first valve body 1.
[0011] As shown in FIG 3, the third valve body 6 in-
cludes a first inlet passage 9 and a first connecting portion
10. The third valve body 6 further includes a first cavity
8, and the valve body corresponding to the first cavity 8
is located between the first inlet passage 9 and the first
connecting portion 10. An inner wall of the third valve
body 6 is formed with a first shoulder 92 on the side of
the first cavity 8 facing towards the first inlet passage 9.
[0012] The first connecting portion 10 includes a small
diameter portion 11 of the first connecting portion and a
large diameter portion 12 of the first connecting portion.
The small diameter portion 11 of the first connecting por-
tion is closer to the first cavity 8. The inner wall of the
third valve body 6 is formed with a second shoulder 16
at a position where the small diameter portion 11 of the
first connecting portion is connected to the large diameter
portion 12 of the first connecting portion.
[0013] A first thermal actuator 3 and a first spring 4 are
arranged in the third valve body 6 of the thermostatic
valve. As shown in FIG. 3, at least a part of the first thermal
actuator 3 is accommodated in the first cavity 8. The first
thermal actuator 3 includes a first body 32 and a first
valve stem 34, where the first body 32 includes a large
diameter portion 31 of the first body and a small diameter
portion 33 of the first body. The first thermal actuator 3
is filled with a heat-sensitive material, one end of the first
valve stem 34 extends into the first body 32, and the heat-
sensitive material may change in volume as the temper-
ature changes. The change in volume of the heat-sensi-
tive material pushes the first valve stem 34 to move, so
that the first valve stem 34 can move relative to the first
body 32, or the first body 32 can move relative to the first
valve stem 34.
[0014] The large diameter portion 31 of the first body
is provided with a first end wall portion 35 on a side facing

away from the small diameter portion 33 of the first body
and a second end wall portion 36 on a side facing towards
the small diameter portion 33 of the first body. The first
end wall portion 35 is configured to mate with one end
of the second valve body 2. When the first end wall portion
35 abuts against the one end of the second valve body
2, the flow passage 100 is closed and a first fluid in the
first cavity 8 cannot pass the flow passage 100 in the
second valve body 2. It should be noted here that the
first fluid may be a coolant from an engine.
[0015] In this embodiment, the first spring 4 is a conical
spring, the first spring 4 has a small end portion 401 and
a large end portion 402, the first spring 4 is sleeved on
the first body 32, the small end portion 401 abuts against
the second end wall portion 36, the large end portion 402
abuts against the first shoulder 92, and the outer diameter
of the large end portion 402 is approximately the same
as the inner diameter of the valve body corresponding to
the first cavity 8. The inner wall of the valve body corre-
sponding to the first cavity 8 can play a limiting role to
prevent the first spring 4 from shifting and make it work
normally. Similarly, the arrangement of the first spring 4
sleeved on the first body 32 can also play the limiting role.
[0016] The first spring 4 is in a compressed state. Be-
fore the temperature of the first fluid reaches a set tem-
perature, the first end wall portion 35 remains in contact
with one end of the second valve body 2 under the elastic
force of the first spring 4. The arrangement can prevent
a low-temperature coolant from entering a heat exchang-
er and taking away a large amount of heat from a lubri-
cating oil when an automobile is started at a low temper-
ature, thereby avoiding a delay in heating the lubricating
oil up. When the temperature of the coolant reaches the
set temperature, the heat-sensitive material in the first
thermal actuator 3 is heated and expands, the large di-
ameter portion 31 of the first body of the first thermal
actuator 3 moves towards the first inlet passage 9 until
the first end wall portion 35 leaves away from the second
valve body 2, the flow passage 100 is opened, and a hot
coolant enters the heat exchanger to heat the lubricating
oil, so that the lubricating oil is heated up quickly.
[0017] As shown in FIGS. 4 to 7, the second valve body
2 includes a tubular body 201, where the tubular body
201 includes a first port portion 25 and a second port
portion 26. In this embodiment, the tubular body 201 is
provided with a first annular protrusion 27 near the first
port portion 25, and a first annular groove 29 is provided
between the first port portion 25 and the first annular pro-
trusion 27. The first port portion 25 can extend into the
small diameter portion 11 of the first connecting portion.
The tubular body 201 is provided with a second annular
protrusion 28 adjacent to the second port portion 26, and
a second annular groove 30 is provided between the sec-
ond port portion 26 and the second annular protrusion 28.
[0018] As shown in FIG. 5, the second port portion 26
is further provided with a first end annular groove 45 at
an end of the second port portion 26. The first end annular
groove 45 is recessed in an end surface of the second
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port portion 26, and the first end annular groove 45 opens
in a direction away from the first port portion 25.
[0019] When the second valve body 2 is connected to
and mates with the third valve body 6, the first port portion
25 of the second valve body 2 extends into the first con-
necting portion 10, and the first port portion 25 is clear-
ance-fitted with the small diameter portion 11 of the first
connecting portion. In addition, a first sealing ring 202 is
provided between the first port portion 25 and the small
diameter portion 11 of the first connecting portion. The
first annular protrusion 27 is clearance-fitted with the
large diameter portion 12 of the first connecting portion,
and the first annular protrusion 27 abuts against the sec-
ond shoulder 16. A part of the first sealing ring 202 may
be accommodated in the first annular groove 29, and the
first sealing ring 202 can play a sealing role at a position
where the second valve body 2 is connected to the third
valve body 6. A conical wall portion 37 is formed on the
inner circumferential surface of the first port portion 25.
The conical wall portion 37 mates with the first end wall
portion 35 of the first thermal actuator 3. When the first
end wall portion 35 abuts against the conical wall portion
37, the flow passage 100 in the second valve body 2 is
closed.
[0020] As shown in FIGS. 3 and 7, the inner wall of the
second valve body 2 facing towards the first port portion
25 is provided with a valve stem seat 22. In this embod-
iment, the valve stem seat 22 includes a blind hole portion
23 and a communicating hole 24, where the communi-
cating hole 24 is in communication with flow passages
on both sides of the valve stem seat 22, and the blind
hole portion 23 is provided with a blind hole 231. The
valve stem seat 22 is fixedly connected to the tubular
body 201, or the valve stem seat 22 may be integrated
with the tubular body 201.
[0021] One end of the first valve stem 34 extends into
the blind hole 231, the first valve stem 34 is clearance-
fitted with the blind hole 231, and the first valve stem 34
abuts against the bottom of the blind hole 231 to be lim-
ited. Therefore, when the heat-sensitive material ex-
pands or contracts, the other end of the first valve stem
34 drives the first body 32 to move away from or towards
the first port portion 25.
[0022] As shown in FIG. 8, the circumferential surface
of the large diameter portion 12 of the first connecting
portion is provided with a first through hole 17, a second
through hole 18, a third through hole 19 and a fourth
through hole 20. The circlip 5 mates with the first through
hole 17, the second through hole 18, the third through
hole 19 and the fourth through hole 20 to achieve a fixed
connection between the third valve body 6 and the sec-
ond valve body 2, which are simple to install and con-
venient to disassemble.
[0023] As shown in FIG. 8, the inner circumferential
surface of the large diameter portion 12 of the first con-
necting portion is provided with a first planar portion 21
between the third through hole 19 and the fourth through
hole 20, and the first planar portion 21 may extend from

one end to the other end of the inner circumferential sur-
face of the large diameter portion 12 of the first connect-
ing portion, or at least a part of the inner circumferential
surface of the large diameter portion 12 of the first con-
necting portion is configured to be a planar structure. The
first planar portion 21 mates with the second valve body
2 to prevent the relative rotation between the second
valve body 2 and the third valve body 6. The shape of
the first planar portion 21 may be a square or a circle,
and the first planar portion 21 can play a limiting role.
[0024] As shown in FIGS. 5 and 6, a plurality of rein-
forcing ribs 39 are further provided between the first an-
nular protrusion 27 and the second annular protrusion
28. In the present embodiment, the number of the rein-
forcing ribs 39 is 6, and the first annular protrusion 27
and the second annular protrusion 28 are fixedly con-
nected by the reinforcing ribs 39. The reinforcing ribs 39
are symmetrically arranged on both sides of the tubular
body 201 of the second valve body 2, so that through the
symmetrical arrangement of the reinforcing ribs 39, the
second valve body 2 is subjected to forces uniformly, the
strength of the second valve body 2 can be increased,
and the service life of the second valve body 2 can be
prolonged.
[0025] The reinforcing rib 39 is fixedly connected to the
tubular body 201 on the side of the reinforcing rib 39
facing towards the tubular body 201, and the height of
the reinforcing rib 39 in a radial direction is not greater
than the height of the first annular protrusion 27 and the
height of the second annular protrusion 28 in the radial
direction. The reinforcing ribs 39, the tubular body 201,
the first annular protrusion 27 and the second annular
protrusion 28 may be an integral structure.
[0026] The end faces of three reinforcing ribs 39 on
one side of the tubular body 201 facing away from the
tubular body 201 are located on the same plane or ap-
proximately located on the same plane, where the first
annular protrusion 27 is provided with a first platform por-
tion 40 at an intersection with the plane, the second an-
nular protrusion 28 is provided with a second platform
portion 41 at an intersection with the plane, and the end
surface of the first platform portion 40 and the end surface
of the second platform portion 41 are located on the same
plane as the plane. A virtual planar portion formed by the
first platform portion 40, the second platform portion 41
and the ends of the reinforcing ribs 39 is defined as a
second planar portion 42. When the second valve body
2 is connected to the first connecting portion 10, as shown
in FIG. 9, the first planar portion 21 mates with one end
of the second planar portion 42 to play a limiting role.
The relative rotation between the second valve body 2
and the third valve body 6 can be prevented during use,
thereby avoiding the wear out failure of the first sealing
ring 202 due to long-term relative rotation.
[0027] FIG. 10 is a perspective view of the circlip 5.
The circlip 5 is roughly U-shaped and includes a main
body 50, a first branch 51 and a second branch 52. The
first branch 51 penetrates through the second through
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hole 18 and the third through hole 19, the second branch
52 penetrates through the first through hole 17 and the
fourth through hole 20, and the first branch 51 and the
second branch 52 are located on two sides of the tubular
body 201. A maximum distance between the first branch
51 and the second branch 52 is less than the outer di-
ameter of the first annular protrusion 27. The first annular
protrusion 27 is disposed between the second shoulder
16 and the circlip 5, and the first branch 51 and the second
branch 52 abut against the first annular protrusion 27.
This arrangement can achieve a firm connection between
one end of the second valve body 2 and the third valve
body 6 which are convenient to disassemble and assem-
ble. The other end of the second valve body 2 may also
be detachably connected to the first valve body 1 in this
connection manner.
[0028] As shown in FIGS. 2 and 3, the first valve body
1 includes a second connecting portion 60, a second inlet
passage 63, a third inlet passage 64, a first outlet pas-
sage 65 and a second outlet passage 66, the second
connecting portion 60 includes a large diameter portion
61 of the second connecting portion and a small diameter
portion 62 of the second connecting portion, the first valve
body 1 is further provided with a second cavity 13 and a
third cavity 75, and the second cavity 13 is partially
formed in the small diameter portion 62 of the second
connecting portion.
[0029] The inner wall of the first valve body 1 is formed
with a third shoulder 70 at a position where the large
diameter portion 61 of the second connecting portion is
connected to the small diameter portion 62 of the second
connecting portion. The inner wall of the first valve body
1 corresponding to the second cavity 13 is provided with
a valve seat, and the valve seat includes a fourth shoulder
71.
[0030] When the second valve body 2 is connected to
and mates with the first valve body 1, the second port
portion 26 of the second valve body 2 extends into the
second connecting portion 60, and the second port por-
tion 26 is clearance-fitted with the small diameter portion
62 of the second connecting portion. The second annular
protrusion 28 is clearance-fitted with the large diameter
portion 61 of the second connecting portion, and the sec-
ond annular protrusion 28 abuts against the third shoul-
der 70. A second sealing ring 203 is provided between
the second port portion 26 and the small diameter portion
62 of the second connecting portion. In the present em-
bodiment, a part of the second sealing ring 203 may be
accommodated in the second annular groove 30, and
the sealing ring 203 plays a sealing role at a position
where the second valve body 2 is connected to the first
valve body 1.
[0031] As shown in FIG. 11, the circumferential surface
of the large diameter portion 61 of the second connecting
portion is provided with a fifth through hole 611, a sixth
through hole 612, a seventh through hole 613 and an
eighth through hole 614. The circlip 5 mates with the fifth
through hole 611, the sixth through hole 612, the seventh

through hole 613 and the eighth through hole 614 to
achieve a fixed connection between the first valve body
1 and the second valve body 2. The connection manner
is the same as or similar to the connection manner of the
second valve body 2 and the third valve body 6 and will
not be repeated here. It should be noted here that the
fixed connection between the third valve body 6 and the
second valve body 2 and the fixed connection between
the second valve body 2 and the first valve body 1 may
also be bolted connections or other common connec-
tions.
[0032] As shown in FIG. 11, the inner circumferential
surface of the large diameter portion 61 of the second
connecting portion is provided with a third planar portion
95 between the seventh through hole 613 and the eighth
through hole 614, and the third planar portion 95 extends
from one end to the other end of the inner circumferential
surface of the large diameter portion 61 of the second
connecting portion, or at least a part of the inner circum-
ferential surface is configured to be a planar structure.
When the first valve body 1 is connected to the second
valve body 2, the third planar portion 95 mates with one
end of the second planar portion 42 to play a limiting role.
The relative rotation between the second valve body 2
and the first valve body 1 can be prevented during use,
thereby avoiding the wear out failure of the second seal-
ing ring 203 due to long-term relative rotation. The shape
of the third planar portion 95 may be a square or a circle.
[0033] As shown in FIG. 3, the first outlet passage 65
is in communication with the second cavity 13 at the small
diameter portion 62 of the second connecting portion.
The second inlet passage 63 is in communication with
the second cavity 13, and the position where the second
inlet passage 63 is in communication with the second
cavity 13 is located between the valve body correspond-
ing to a large diameter portion 151 of a second body and
the small diameter portion 62 of the second connecting
portion. A circulation port surrounded by the fourth shoul-
der 71 is located between the position where the second
inlet passage 63 is in communication with the second
cavity 13 and the position where the first outlet passage
65 is in communication with the second cavity 13. A sec-
ond fluid flows in the second inlet passage 63. It should
be noted here that the second fluid may be a coolant with
the lower temperature from a cooler.
[0034] As shown in FIGS. 2 and 3, the third inlet pas-
sage 64 is in communication with the third cavity 75, and
the second outlet passage 66 also is in communication
with the third cavity 75. The first valve body 1 is provided
with a seat hole portion 14 between the inner wall corre-
sponding to the second cavity 13 and the inner wall cor-
responding to the third cavity 75. The seat hole portion
14 includes a seat hole 73, and a fifth shoulder 72 is
formed around the end of the seat hole portion 14 adja-
cent to the third cavity 75.
[0035] As shown in FIG. 13, the thermostatic valve is
further provided with a second thermal actuator 15 in the
first valve body 1, where the second thermal actuator 15
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includes the second body 150 and a second valve stem
153, and the second body 150 includes the large diam-
eter portion 151 of the second body and a small diameter
portion 152 of the second body. The second thermal ac-
tuator 15 is filled with the heat-sensitive material, one
end of the second valve stem 153 extends into the second
body 150, and the heat-sensitive material may change
in volume as the temperature changes. The change in
volume of the heat-sensitive material pushes the second
valve stem 153 to move, so that the second valve stem
153 can move relative to the second body 150, or the
second body 150 can move relative to the second valve
stem 153. It should be noted here that in the present
embodiment, the second body 150 is fixed to the first
valve body 1, and the second valve stem 153 moves
relative to the second body 150.
[0036] The large diameter portion 151 of the second
body is provided with a third end wall portion 154 on a
side facing towards the small diameter portion 152 of the
second body, and the circumferential surface of the large
diameter portion 151 of the second body is further pro-
vided with a third annular groove 155, a fourth annular
groove 156 and a fifth annular groove 157, where the
fourth annular groove 156 is disposed between the third
annular groove 155 and the fifth annular groove 157. The
diameter of the small diameter portion 152 of the second
body is less than the inner diameter of the seat hole 73,
and the diameter of the large diameter portion 151 of the
second body is greater than the inner diameter of the
seat hole 73.
[0037] As shown in FIG. 3, a part of the second thermal
actuator 15 is located in the second cavity 13 and a part
of the second thermal actuator 15 is located in the third
cavity 75. In the present embodiment, the small diameter
portion 152 of the second body penetrates through the
seat hole 73 into the third cavity 75. The second thermal
actuator 15 enables the second valve stem 153 to move
along an axial direction in response to the temperature
of a third fluid flowing in the third cavity 75. It should be
noted here that the third fluid may be the lubricating oil.
It should be further noted here that on the premise that
the diameter of the large diameter portion 151 of the sec-
ond body is greater than the inner diameter of the seat
hole 73, the inner diameter of the seat hole 73 may be
greater than the diameter of the small diameter portion
152 of the second body as much as possible, that is, the
space between the small diameter portion 152 of the sec-
ond body and the inner wall of the seat hole portion 14
is maximized. The space is in communication with the
third cavity 75, so that this arrangement enables the lu-
bricating oil to enter the space and come into full contact
with the small diameter portion 152 of the second body,
thereby increasing the speed at which the second ther-
mal actuator 15 responds to an oil temperature.
[0038] The third end wall portion 154 of the large di-
ameter portion 151 of the second body abuts against the
fifth shoulder 72, and the large diameter portion 151 of
the second body is clearance-fitted or interference fitted

with the inner wall of the corresponding seat hole portion
14. The third annular groove 155 and the fifth annular
groove 157 are provided with a third sealing ring 1501,
separately. The third sealing rings 1501 can isolate fluids
in the second cavity 13 and the third cavity 75 to prevent
one fluid from contaminating the other fluid.
[0039] The thermostatic valve is further provided with
a clip 160 at the fourth annular groove 156. As shown in
FIG. 14, the clip 160 is roughly U-shaped, and the clip
160 includes a clip body 161, a first clip branch 162 and
a second clip branch 163. The first valve body 1 is pro-
vided with four ninth through holes 1561 at the valve body
corresponding to the fourth annular groove 156, the first
clip branch 162 penetrates through two ninth through
holes 1561, and the second clip branch 163 penetrates
through the other two ninth through holes 1561. The first
clip branch 162 and the second clip branch 163 mates
with the second annular groove 156 to fix the second
thermal actuator 15. The arrangement of the four ninth
through holes 1561 can also be used to check the leak-
age of the lubricating oil in the third cavity 75 and the
leakage of the coolant in the second cavity 13.
[0040] The thermostatic valve further includes a valve
core 80, where at least a part of the valve core 80 is
located in the second cavity 13. As shown in FIGS. 15
and 16, the valve core 80 includes a cylindrical main body
portion 801, where the main body portion 801 includes
a large diameter portion 81 and a small diameter portion
87. The large diameter portion 81 is provided with an
annular protrusion 83 at the center or around the center
of the large diameter portion 81, on a side of the large
diameter portion 81 facing away from the small diameter
portion 87 and in a direction away from the large diameter
portion 81. The large diameter portion 81 is further pro-
vided with a second end annular groove 82 on the side
of the large diameter portion 81 facing away from the
small diameter portion 87. The second end annular
groove 82 is recessed in the end surface of the large
diameter portion 81, and the second end annular groove
82 opens in a direction away from the small diameter
portion 87. The large diameter portion 81 is further pro-
vided with an annular wall portion 84 on the side of the
large diameter portion 81 facing towards the small diam-
eter portion 87.
[0041] The valve core 80 is further provided with at
least one column-shaped portion 85 at the end of the
small diameter portion 87 facing away from the large di-
ameter portion 81. The column-shaped portion 85 ex-
tends in the axial direction on the end surface of the small
diameter portion 87, both the small diameter portion 87
and the column-shaped portion 85 can extends into the
flow passage 100, and the small diameter portion 87 and
the column-shaped portion 85 are slidably fitted with the
inner wall corresponding to the flow passage 100. In the
present embodiment, three column-shaped portions 85
are uniformly provided on the end face of the small di-
ameter portion 87, and a fluid circulation port is formed
between any two column-shaped portions 85 (hereinaf-
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ter, the fluid circulation port is also referred to as a second
valve port 88). The end of the second valve stem 153
facing away from the small diameter portion 152 of the
second body extends into the annular protrusion 83 and
abuts against the large diameter portion 81. The second
valve stem 153 is clearance-fitted with the annular pro-
trusion 83. It should be noted here that when the number
of the column-shaped portion 85 is one, the column-
shaped portion 85 may be configured to be an arc-shaped
column with a larger radian, so as to be slidably fitted
with the inner wall corresponding to the flow passage 100.
[0042] The thermostatic valve further includes a sec-
ond spring 7 sleeved on the small diameter portion 87 of
the valve core 80. One end of the second spring 7 abuts
against the annular wall portion 84, and the other end of
the second spring 7 abuts against the first end annular
groove 45. The first end annular groove 45 can play a
limiting role to prevent the second spring 7 from shifting
and make it work normally. Similarly, the arrangement of
the second spring 7 sleeved on the small diameter portion
87 of the valve core 80 can also play the limiting role.
[0043] The second spring 7 is in a compressed state.
When the third fluid in the third cavity 75 has a relatively
low temperature, the large diameter portion 81 of the
valve core 80 keeps abutting against the fourth shoulder
71 under the elastic force of the second spring 7, so that
the second fluid from the second inlet passage 63 cannot
flow to the first outlet passage 65. At this time, the column-
shaped portion 85 of the valve core 80 partially extends
into the flow passage 100 in the second valve body 2,
that is, the fluid circulation port (that is, the second valve
port 88) is in an open state, and the first fluid in the flow
passage 100 can flow to the first outlet passage 65. The
first valve body 1 is further provided with a fourth sealing
ring at the second end annular groove 82, and the fourth
sealing ring plays a sealing role between the large diam-
eter portion 81 of the valve core 80 and the fourth shoul-
der 71.
[0044] When the third fluid in the third cavity 75 has a
relatively high temperature, the heat-sensitive material
in the second thermal actuator 15 is heated and expands,
and the second valve stem 153 moves towards the sec-
ond valve body 2 to push the valve core 80 to move to-
wards the second valve body 2. In this way, the large
diameter portion 81 leaves away from the fourth shoulder
71 until the column-shaped portion 85 totally enters the
flow passage 100, so that the second fluid from the sec-
ond inlet passage 63 can flow to the first outlet passage
65, and the fluid circulation port (that is, the second valve
port 88) is in a closed state, and the first fluid from the
second valve body 2 cannot flow to the first outlet pas-
sage 65. Through the cooperation of the second thermal
actuator 15, the valve core 80 and the second spring 7,
it is possible to control different fluids to flow to the first
outlet passage 65 at different temperatures. Relatively
speaking, the thermostatic valve is simple in structure
with fewer parts and convenient to install.
[0045] When the valve core 80 moves in the axial di-

rection, the column-shaped portion 85 plays a guiding
role. As shown in FIGS. 11 and 12, a guiding rib 86 is
further provided on the inner circumferential surface of
the small diameter portion 62 of the second connecting
portion. The guiding rib 86 extends in the axial direction
at the position where the fourth shoulder 71 is connected
to the inner circumferential surface of the small diameter
portion 62 of the second connecting portion. The length
of the guiding rib 86 extending in the axial direction is
less than a distance between the fourth shoulder 71 and
the second port portion 26. When the valve core 80
moves in the axial direction, the guiding ribs 86 mate with
the circumferential surface of the large diameter portion
81 to play the guiding role. In the present embodiment,
three guiding ribs 86 are uniformly provided on the inner
circumferential surface of the small diameter portion 62
of the second connecting portion.
[0046] The opening direction of the third inlet passage
64 and the opening direction of the first outlet passage
65 may be located on the same side of the thermostatic
valve, and the first valve body 1 is further provided with
a mounting plate 90 on the side of the third inlet passage
64 and the first outlet passage 65. The mounting plate
90 is provided with a plurality of mounting holes, and the
mounting plate 90 may be integrated with the first valve
body 1. The thermostatic valve herein may be installed
on other devices such as the heat exchanger through the
mounting plate 90. The first outlet passage 65 of the ther-
mostatic valve is connected to an inlet of the coolant in
the heat exchanger, and the third inlet passage 64 of the
thermostatic valve is connected with an outlet of the lu-
bricating oil of the heat exchanger. The first outlet pas-
sage 65 is further provided with a sixth annular groove
158 at or around the position where the inlet of the coolant
in the heat exchanger is connected, the third inlet pas-
sage 64 is further provided with a seventh annular groove
159 at or around the position where the outlet of the lu-
bricating oil of the heat exchanger is connected, and the
sixth annular groove 158 and the seventh annular groove
159 are each provided with a fifth sealing ring, so as to
achieve sealing at the connections.
[0047] It should be noted here that the first valve body
1, the second valve body 2, the third valve body 6 and
the valve core 80 of the thermostatic valve may all be
made of plastic materials, so that not only the weight of
the thermostatic valve is reduced, but also the first valve
body 1, the second valve body 2, the third valve body 6
and the valve core 80 of the thermostatic valve can be
integrally formed through an injection molding process.
In addition, a plastic housing also has a thermal insulation
effect and reduces the heat exchange between an oil
passage and a coolant passage, thereby preventing the
temperature sensing of the thermal actuator from being
disturbed.
[0048] In an automobile transmission fluid cooling sys-
tem, the first inlet passage 9 of the thermostatic valve
may be connected to the outlet of a coolant in the engine,
and the second inlet passage 63 of the thermostatic valve
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may be connected to the outlet of a coolant in a cooler.
For ease of description, the port of the flow passage 100
in the second valve body 2 closer to one end of the first
inlet passage 9 is referred to as a first valve port 91, the
fluid circulation port is referred to as the second valve
port 88, and the circulation port surrounded by the fourth
shoulder 71 is referred to as a third valve port 93, the first
fluid is referred to as a first coolant, and the second fluid
is referred to as a second coolant.
[0049] The thermostatic valve in the present disclosure
includes at least two working states: a first working state
and a second working state. In the first working state, the
first valve port 91 and the third valve port 93 are closed,
the second valve port 88 is opened, the first inlet passage
9 does not communicate with the first outlet passage 65,
and the second inlet passage 63 does not communicate
with the first outlet passage 65. In the second working
state, the third valve port 93 is closed, the first valve port
91 and the second valve port 88 are opened, the first
inlet passage 9 is in communication with the first outlet
passage 65, and the second inlet passage 63 does not
communicate with the first outlet passage 65.
[0050] The thermostatic valve of the present disclosure
is disposed in the automobile transmission fluid cooling
system, so that when the automobile is started at a low
temperature, the first coolant and the lubricating oil both
have a relatively low temperature, the heat-sensitive ma-
terial in the first thermal actuator 3 and the heat-sensitive
material in the second thermal actuator 15 are both in a
contracted or relatively contracted state, the first spring
4 keeps the first end wall portion 35 in contact with the
conical wall portion 37 of the second valve body 2 and
the first valve port 91 is closed, the second spring 7 keeps
the large diameter portion 81 of the valve core 80 in con-
tact with the fourth shoulder 71 and the third valve port
93 is closed, and at the same time, the second valve port
88 is opened. At this time, the low-temperature first cool-
ant and second coolant cannot enter the heat exchanger
to take away heat from the lubricating oil. When the tem-
perature of the first coolant increases and reaches the
set temperature, the heat-sensitive material in the first
thermal actuator 3 is heated and expands, and the large
diameter portion 31 of the first body of the first thermal
actuator 3 moves towards the first inlet passage 9 until
the first end wall portion 35 leaves the conical wall portion
37 and the first valve port 91 is opened. At this time, the
second valve port 88 is kept in an open state, and the
third valve port 93 is kept in a closed state, so that the
hot first coolant enters the heat exchanger to heat the
lubricating oil, and the lubricating oil is heated up quickly.
[0051] When the lubricating oil reaches an expected
temperature, the heat-sensitive material in the second
thermal actuator 15 is heated and expands, and the sec-
ond valve stem 153 moves towards the second valve
body 2 to push the valve core 80 to move towards the
second valve body 2. At this time, the second valve port
88 is partially closed, the third valve port 93 is partially
opened, and the first valve port 91 is in an open state,

so that the first coolant and the second coolant can both
enter the heat exchanger to keep the lubricating oil at a
constant temperature as much as possible.
[0052] If the lubricating oil exceeds the expected tem-
perature, the movement distance of the second valve
stem 153 towards the second valve body 2 is further in-
creased, and the movement distance of the valve core
80 towards the second valve body 2 is also increased
until the column-shaped portion 85 totally extends into
the flow passage 100. At this time, the second valve port
88 is totally closed to prevent the hot first coolant from
entering the heat exchanger, and at the same time, the
third valve port 93 is totally opened to allow more second
coolant to enter the heat exchanger and cool the lubri-
cating oil to the maximum.
[0053] If the lubricating oil has at too high a tempera-
ture, the valve core 80 continues moving towards the
second valve body 2. At this time, the small diameter
portion 87 partially extends into the flow passage 100,
and the second spring 7 is further compressed, which
can effectively buffer the excessive deformation of the
second thermal actuator 15 and can avoid a damage to
the thermostatic valve.
[0054] FIG. 17 is a sectional view of a thermostatic
valve according to another embodiment of the present
disclosure, and FIG. 18 is a perspective view of a second
valve body in the thermostatic valve in FIG. 17. In the
present embodiment, the conical wall portion 37 of the
second valve body 2 is provided with a passage 200, and
the number of the passages 200 is greater than or equal
to 1. In the present embodiment, the passage 200 is
roughly a square groove 38. When the first end wall por-
tion 35 of the thermal actuator 3 abuts against the conical
wall portion 37, the groove 38 is still in communication
with the first cavity 8 with the flow passage 100 in the
second valve body 2, and the flow rate of the groove 38
is much less than that of the flow passage 100 in the
second valve body 2 and specifically determined by the
system.
[0055] By providing the groove 38, when the automo-
bile is started and before the first coolant reaches the set
temperature, microcirculation can be performed. The mi-
crocirculation can not only prevent the low-temperature
coolant from entering the heat exchanger in large
amounts and taking away heat from the transmission fluid
but also ensure that the first coolant is heated up quickly,
so that the first coolant can reach the set temperature
more quickly. The first valve port 91 is opened to further
accelerate the heating of the transmission fluid. The other
parts of the present embodiment are the same as or sim-
ilar to those of the above-mentioned embodiments and
will not be repeated here.
[0056] It should be noted here that the passage 200
may also be configured to be a through hole, where one
end of the through hole is in communication with the flow
passage 100 and the other end of the through hole is in
communication with the first cavity 8. It should be further
noted here that the large diameter portion 31 of the first
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body may be provide with the passage 200.
[0057] In the present disclosure, the above-mentioned
thermostatic valve is disposed in the automobile trans-
mission fluid cooling system, so that when the transmis-
sion fluid needs to be heated, the low-temperature cool-
ant can be prevented from flowing into the heat exchang-
er in large amounts for the heat exchange with the lubri-
cating oil and taking away heat from the lubricating oil,
while the coolant reaching the required temperature can
flow into the heat exchanger for the heat exchange with
the lubricating oil to heat the lubricating oil.

Claims

1. A thermostatic valve, comprising:

a first valve body (1), a second valve body (2),
a third valve body (6), a first thermal actuator
(3), a second thermal actuator (15), a valve core
(80), a first valve port (88), a second valve port
(88) and a third valve port (93); wherein
the first valve body (1) comprises a second cav-
ity (13) and a third cavity (75), the second ther-
mal actuator (15) is sealedly fixed in the first
valve body (1) to isolate the second cavity (13)
from the third cavity (75);
at least a part of the valve core (80) is located
in the second cavity (13), and the valve core (80)
is connected to, or is integrated with, or abuts
against a second valve stem (153) of the second
thermal actuator (15);
the second thermal actuator (15) is configured
to act in response to a change in temperature
of a fluid in the third cavity (75), and the valve
core (80) is configured to open the second valve
port (88) or the third valve port (93) in response
to an action of the second valve stem (153);
one end of the second valve body (2) is fixed to
the first valve body (1), and another end of the
second valve body (2) is fixed to the third valve
body (6); the third valve body (6) comprises a
first cavity (8), the second valve body (2) com-
prises a flow passage (100), and the flow pas-
sage (100) is capable of communicating with the
first cavity (8) through the first valve port (88)
and capable of communicating with the second
cavity (13) through the second valve port (2);
and
the first thermal actuator (3) is configured to act
in response to a change in temperature of a fluid
in the first cavity (8) to open or close the first
valve port (88) or to adjust an opening degree
of the first valve port (88).

2. The thermostatic valve according to claim 1, wherein
the third valve body (6) comprises a first inlet pas-
sage (9), the first valve body (1) comprises a second

inlet passage (63) and a first outlet passage (65),
the second inlet passage (63) is in communication
with the second cavity (13), the first outlet passage
(65) is in communication with the second cavity (13),
and the first valve port (91) is located at an end of
the flow passage (100) closer to the third valve body
(6); and
wherein the thermostatic valve comprises at least
two working states: a first working state and a second
working state; wherein
in the first working state, the first valve port (91) and
the third valve port (93) are closed, the second valve
port (88) is opened, the first inlet passage (9) is not
in communication with the first outlet passage (65),
and the second inlet passage (63) is not in commu-
nication with the first outlet passage (65); and
in the second working state, the third valve port (93)
is closed, the first valve port (91) and the second
valve port (88) are opened, the first inlet passage (9)
is in communication with the first outlet passage (65)
through the first valve port (91) and the second valve
port (88), and the second inlet passage (63) is not
in communication with the first outlet passage (65).

3. The thermostatic valve according to claim 2, further
comprising a first spring (4), wherein
an inner wall of the third valve body (6) is formed
with a first shoulder (92) on a side of the first cavity
(8) facing towards the first inlet passage (9); and
the first thermal actuator (3) comprises a first body
(32) and a first valve stem (34), one end of the first
valve stem (34) is inserted into the first body (32),
the first body (32) comprises a large diameter portion
(31) and a small diameter portion (33); wherein the
large diameter portion (31) of the first body is pro-
vided with a first end wall portion (35) on a side of
the first body facing away from the small diameter
portion (33), and the first end wall portion (35) is con-
figured to mate with one end of the second valve
body (2) to close the flow passage (100).

4. The thermostatic valve according to claim 3, wherein
the large diameter portion (31) of the first body is
provided with a second end wall portion (36) on a
side facing towards the small diameter portion (33)
of the first body, the first spring (4) comprises a small
end portion (401) and a large end portion (402), the
first spring (4) is sleeved on the first body (32), the
small end portion (401) abuts against the second
end wall (36), and the large end portion (402) abuts
against the first shoulder (92).

5. The thermostatic valve according to claim 4, wherein
the second valve body (2) further comprises a valve
stem seat (22), the valve stem seat (22) is disposed
in the flow passage (100), and the valve stem seat
(22) comprises a blind hole portion (23) and a com-
municating hole (24), wherein the communicating
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hole (24) is in communication with flow passages
(100) on both sides of the valve stem seat (22), the
blind hole portion (23) comprises a blind hole (231),
one end of the first valve stem (34) is inserted into
the blind hole (231), the first valve stem (34) is clear-
ance-fitted with the blind hole (231), and the first
valve stem (34) abuts against a bottom of the blind
hole (231).

6. The thermostatic valve according to claim 5, wherein
the second valve body (2) comprises a tubular body
(201), wherein the tubular body (201) comprises a
first port portion (25) and a second port portion (26),
the tubular body (201) is provided with a first annular
protrusion (27) adjacent to the first port portion (25),
a first annular groove (29) is provided between the
first port portion (25) and the first annular protrusion
(27), the tubular body (201) is provided with a second
annular protrusion (28) adjacent to the second port
portion (26), and a second annular groove (30) is
provided between the second port portion (28) and
the second annular protrusion (28);
the thermostatic valve is provided with a first sealing
ring (202) at the first annular groove (29), wherein a
part of the first sealing ring (202) is accommodated
in the first annular groove (29), and the first sealing
ring (202) is configured to seal a connection between
the second valve body (2) and the third valve body
(6);
the thermostatic valve is provided with a second
sealing ring (203) at the second annular groove (30),
wherein a part of the second sealing ring (203) is
accommodated in the second annular groove (30),
and the second sealing ring (203) is configured to
seal a connection between the second valve body
(2) and the first valve body (1).

7. The thermostatic valve according to claim 6, further
comprising a circlip (5); wherein the third valve body
(6) further comprises a first connecting portion (10),
and the first connecting portion (10) comprises a
small diameter portion (11) and a large diameter por-
tion (12); and the first valve body (1) comprises a
second connecting portion (60), and the second con-
necting portion (60) comprises a large diameter por-
tion (61) and a small diameter portion (62); wherein
the first port portion (25) extends into the first con-
necting portion (10) and is fixedly connected to the
first connecting portion (10) by the circlip (5), the first
port portion (25) is clearance-fitted with the small di-
ameter portion (11) of the first connecting portion,
and the first annular protrusion (27) is clearance-fit-
ted with the large diameter portion (12) of the first
connecting portion; and the second port portion (26)
extends into the second connecting portion (60) and
is fixedly connected to the second connecting portion
(60) by the circlip (5), the second port portion (26) is
clearance-fitted with the small diameter portion (62)

of the second connecting portion, and the second
annular protrusion (28) is clearance-fitted with the
large diameter portion (61) of the second connecting
portion.

8. The thermostatic valve according to claim 7, wherein
an inner circumferential surface of the large diameter
portion (12) of the first connecting portion is provided
with a first planar portion (21), the second valve body
(2) is provided with a second planar portion (42), and
an inner circumferential surface of the large diameter
portion (61) of the second connecting portion is pro-
vided with a third planar portion (95), wherein one
end of the second planar portion (42) mates with the
first planar portion (21), and another end of the sec-
ond planar portion (42) mates with the third planar
portion (95).

9. The thermostatic valve according to claim 8, wherein
the first valve body (1) further comprises a third inlet
passage (64) and a second outlet passage (66),
wherein the second outlet passage (66) is in com-
munication with the third cavity (75), and the third
inlet passage (64) is in communication with the third
cavity (75).

10. The thermostatic valve according to claim 9, wherein
the first outlet passage (65) is communication with
the second cavity (13) at the small diameter portion
(62) of the second connecting portion, and the sec-
ond cavity (13) is partially formed in the small diam-
eter portion (62) of the second connecting portion.

11. The thermostatic valve according to claim 10, where-
in the first valve body (1) further comprises a seat
hole portion (14), the seat hole portion (14) is dis-
posed between an inner wall of the first valve body
(1) corresponding to the second cavity (13) and an
inner wall of the first valve body (1) corresponding
to the third cavity (75), and the seat hole portion (14)
comprises a seat hole (73); and the second thermal
actuator (15) comprises a second body (150), the
second body (150) comprises a large diameter por-
tion (151) and a small diameter portion (152); where-
in a diameter of the small diameter portion (152) of
the second body is less than an inner diameter of
the seat hole (73), a space between the small diam-
eter portion (152) of the second body and an inner
wall of the seat hole portion (14) is in communication
with the third cavity (75), the large diameter portion
(151) of the second body is clearance-fitted or inter-
ference fitted with the inner wall of the seat hole por-
tion (14), and the small diameter portion (152) of the
second body penetrates through the seat hole (73)
into the third cavity (75).

12. The thermostatic valve according to any one of
claims 1 to 11, wherein the valve core (80) comprises
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a cylindrical main body portion (801), wherein the
main body portion (801) comprises a large diameter
portion (81) and a small diameter portion (87); and
the valve core (80) is provided with at least one col-
umn-shaped portion (85) at an end of the small di-
ameter portion (87) facing away from the large di-
ameter portion (81), wherein the at least one column-
shaped portion (85) at least partially extends into the
flow passage (100) and is slidably fitted with an inner
wall of the second valve body (2) corresponding to
the flow passage (100).

13. The thermostatic valve according to claim 12, where-
in at least a part of a peripheral wall of the main body
portion (801) is configured to be slidably fitted with
the inner wall of the second valve body (2) corre-
sponding to the flow passage (100), and the large
diameter portion (81) of the main body portion (801)
is provided with an annular protrusion (83) at a center
or around the center of a side of the large diameter
portion (81) facing away from the small diameter por-
tion (87); one end of the second valve stem (153) of
the second thermal actuator (15) extends into the
annular protrusion (83) and abuts against the large
diameter portion (81) of the main body portion (801),
and the second valve stem (153) of the second ther-
mal actuator (15) is clearance-fitted with the annular
protrusion (83);
the second port portion (26) is further provided with
a first end annular groove (45) at an end of the sec-
ond port portion (26); and
a second spring (7) is sleeved on the small diameter
portion (87) of the main body portion (801), one end
of the second spring (7) abuts against the large di-
ameter portion (81) of the main body portion (801),
and another end of the second spring (7) abuts
against the first end annular groove (45).

14. The thermostatic valve according to any one of
claims 11 to 13, wherein a circumferential surface of
the large diameter portion (151) of the second body
is further with a third annular groove (155), a fourth
annular groove (156), and a fifth annular groove
(157), the fourth annular groove (156) is disposed
between the third annular groove (155) and the fifth
annular groove (157), and the first valve body (1) is
provided with a ninth through hole (1561) at a posi-
tion of the first valve body (1) corresponding to the
fourth annular groove (156);
the thermostatic valve further comprises a clip (160)
which penetrate through the ninth through hole
(1561) and mates with the fourth annular groove
(156); the thermostatic valve is provided with a third
sealing ring (1501) at the third annular groove (155)
and at the fifth annular groove (157) separately,
wherein the third sealing ring (1501) is configured to
isolate a fluid in the second cavity (13) from the fluid
in the third cavity (75); and an inner circumferential

surface of the small diameter portion (62) of the sec-
ond connecting portion is provided with a guiding rib
(86) which mates with a circumferential surface of
the large diameter portion (81) of the main body por-
tion (801).

15. The thermostatic valve according to claim 14, where-
in the first valve body (1), the second valve body (2),
the third valve body (6) and the valve core (80) are
made of plastic materials and integrally formed
through an injection molding process;
the thermostatic valve is further provided with a pas-
sage (200) parallel to the first valve port (91), wherein
one end of the passage (200) is in communication
with the first cavity (8), another end of the passage
(200) is in communication with the flow passage
(100), and a flow rate of the passage (200) is much
less than a flow rate of the first valve port (91); and
when the first body (32) abuts against the first port
portion (25), the first valve port (91) is closed, and
the flow passage (100) is in communication with the
first inlet passage (9) through the passage (200) and
the first cavity (8).
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