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(54) LITHIUM ION SECONDARY BATTERY AND MANUFACTURING METHOD OF THE SAME

(57) A lithium ion secondary battery includes: a plu-
rality of cathodes including a cathode current collector,
a cathode coating layer coating the cathode current col-
lector, and a cathode lead; a plurality of anodes including
an anode current collector, an anode coating layer coat-
ing the anode current collector, and an anode lead; a
separation membrane positioned between the cathodes
and the anodes; first bent portions where a plurality of
cathode leads are bent at points spaced apart from the

cathode coating layer; second bent portions where the
plurality of cathode leads are bent at points where the
plurality of cathode leads bent at the first bent portions
meet; and a first overlapping portion at which the plurality
of cathode leads bent at the second bent portions overlap
in parallel. The first overlapping portion includes a portion
welded to the plurality of cathode leads overlapping in
parallel and a non-welded portion.
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Description

TECHNICAL FIELD

[0001] The present disclosure relates to a lithium ion
secondary battery and a manufacturing method of the
same, and more particularly, to a lithium ion secondary
battery capable of increasing energy density and improv-
ing stability of a cell by forming non-welded portions hav-
ing a predetermined length on a cathode lead and an
anode lead.

BACKGROUND

[0002] Recently, the application of lithium ion battery
cells to electric vehicles is expanding, and the demand
for high energy density battery cells is increasing to im-
prove one-charging mileage of electric vehicles. In this
regard, conventionally, the development is in progress
toward designing a cell thickness to be thick, reducing a
thickness of an electrode substrate, and reducing a
space of a terrace portion in a tab direction in order to
increase the number of electrode stacks and current den-
sity to increase energy density of the battery cells.
[0003] FIG. 1 is a view illustrating that interference be-
tween a cathode lead portion and an anode occurs when
an electrode swells after a conventional lithium ion sec-
ondary battery is charged. As such, in the conventional
lithium ion secondary battery, there was a problem in that
the anode may be damaged due to the interference be-
tween the cathode lead portion and the anode when the
electrode swells after the conventional lithium ion sec-
ondary battery is charged, and there was also a problem
in that a short circuit between the cathode lead portion
and the anode may occur to cause ignition.
[0004] The above information disclosed in this Back-
ground section is only for enhancement of understanding
of the background of the present disclosure, and should
not be taken as acknowledgement that this information
forms the prior art that is already known to a person skilled
in the art.

SUMMARY

[0005] An object of the present disclosure is to provide
a lithium ion secondary battery capable of increasing en-
ergy density and simultaneously improving stability of a
cell by non-welded portions serving as a buffer when an
electrode swells after charging, by forming the non-weld-
ed portions having a predetermined length on a cathode
lead and an anode lead, and a manufacturing method of
the same.
[0006] According to an exemplary embodiment of the
present disclosure, a lithium ion secondary battery in-
cludes: a plurality of cathodes each including a cathode
current collector, a cathode coating layer coating the
cathode current collector, and a cathode lead; a plurality
of anodes each including an anode current collector, an

anode coating layer coating the anode current collector,
and an anode lead; and a plurality of separation mem-
branes arranged between the plurality of cathodes and
the plurality of anodes, respectively. A plurality of cathode
leads among the plurality of cathodes include first bent
portions, respectively, at first points spaced apart from
respective cathode coating layers by a predetermined
distance. The plurality of cathode leads further include
second bent portions, respectively, at second points
where the plurality of cathode leads meet. The lithium
ion secondary battery further includes a first overlapping
portion at which the plurality of cathode leads overlap in
parallel. The first overlapping portion includes a first weld-
ed portion to which the plurality of cathode leads are weld-
ed and a first non-welded portion to which the plurality
of cathode leads are not welded.
[0007] The first welded portion is welded to end por-
tions of the plurality of cathode leads overlapping in par-
allel and a remaining portion of the first overlapping por-
tion is not welded to the end portions of the plurality of
cathode leads.
[0008] The lithium ion secondary battery may further
include a cathode tab disposed on a first end portion of
the lithium ion secondary battery, wherein the first welded
portion and the cathode tab are welded to each other at
a cathode tab welded portion disposed therebetween,
and wherein the second bent portions are spaced apart
from an end of the cathode tab welded portion by a pre-
determined distance.
[0009] The first non-welded portion is arranged be-
tween the first welded portion and the second bent por-
tions, and a length of the first non-welded portion may
be 2 mm or more.
[0010] The first bent portions are spaced apart from an
outermost one of the plurality of cathodes, the plurality
of separation membranes, and the plurality of anodes.
[0011] A plurality of anode leads among the plurality
of anodes include third bent portions, respectively, at
third points spaced apart from respective anode coating
layers by a predetermined distance. The plurality of an-
ode leads further include fourth bent portions, respec-
tively, at fourth points where the plurality of anode leads
meet. The lithium ion secondary battery further includes
a second overlapping portion where the plurality of anode
leads at the fourth points overlap in parallel. The second
overlapping portion includes a second welded portion to
which the plurality of anode leads are welded and a sec-
ond non-welded portion to which the plurality of anode
leads are not welded.
[0012] The second welded portion is welded to end
portions of the plurality of anode leads overlapping in
parallel and a remaining portion of the second overlap-
ping portion is not welded to the end portions of the plu-
rality of anode leads.
[0013] The lithium ion secondary battery may further
include an anode tab disposed on a second end portion
of the lithium ion secondary battery, wherein the second
welded portion and the anode tab are welded to each
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other at an anode tab welded portion disposed therebe-
tween, and wherein the fourth bent portions are spaced
apart from an end of the anode tab welded portion by a
predetermined distance.
[0014] The second non-welded portion is arranged be-
tween the second welded portion and the fourth bent por-
tions, and a length of the second non-welded portion may
be 2 mm or more.
[0015] The third bent portions are spaced apart from
an outermost one of the plurality of anodes, the plurality
of separation membranes, and the plurality of cathodes.
[0016] According to another exemplary embodiment
of the present disclosure, a manufacturing method of a
lithium ion secondary battery includes steps of: stacking
a plurality of anodes, a plurality of separation mem-
branes, and a plurality of cathodes; forming a first over-
lapping portion by pressing and bending a plurality of
cathode leads at first points spaced apart from respective
cathode coating layers by a first predetermined distance
and by overlapping and fixing the plurality of cathode
leads in parallel at second points where the plurality of
bent cathode leads meet; and welding a portion of the
first overlapping portion to end portions of the plurality of
cathode leads.
[0017] The step of forming a first overlapping portion
includes steps of: simultaneously pressing and bending
the plurality of cathode leads stacked in parallel from the
top and bottom using a pair of lead fixing jigs at the first
points spaced apart from the respective cathode coating
layers by the first predetermined distance; and overlap-
ping and fixing the plurality of cathode leads in parallel
by pressing the plurality of bent cathode leads using the
pair of lead fixing jigs until the plurality of cathode leads
meet.
[0018] The step of forming a first overlapping portion
includes steps of: simultaneously pressing and bending
the plurality of cathode leads stacked in parallel from the
top and bottom using a pair of lead fixing jigs including
an air nozzle at the first points spaced apart from the
respective cathode coating layers by the first predeter-
mined distance; and overlapping and fixing the plurality
of cathode leads in parallel by pressing the plurality of
bent cathode leads using the pair of lead fixing jigs until
the plurality of cathode leads meet.
[0019] The step of forming a first overlapping portion
includes steps of: simultaneously pressing and bending
the plurality of cathode leads stacked in parallel from the
top and bottom using a pair of lead fixing jigs including a
plurality of air nozzles at the first points spaced apart from
the respective cathode coating layers by the first prede-
termined distance; and overlapping and fixing the plural-
ity of cathode leads in parallel by pressing the plurality
of bent cathode leads using the pair of lead fixing jigs
until the plurality of cathode leads meet.
[0020] The step of simultaneously pressing and bend-
ing the plurality of cathode leads stacked in parallel from
the top and bottom using a pair of lead fixing jigs including
a plurality of air nozzles includes steps of: raising and

lowering the pair of lead fixing jigs by a predetermined
distance as air is ejected obliquely to an outermost side
of the plurality of air nozzles from an air nozzle located
at the outermost side of the plurality of air nozzles; and
ejecting air from an air nozzle located at an innermost
side of the plurality of air nozzles after raising and low-
ering the pair of lead fixing jigs by the predetermined
distance.
[0021] The manufacturing method of a lithium ion sec-
ondary battery may further include a step of: before the
step of simultaneously pressing and bending the plurality
of cathode leads stacked in parallel from the top and bot-
tom using a pair of lead fixing jigs including a plurality of
air nozzles, inserting support pins in a direction perpen-
dicular to the plurality of cathode leads in a direction in
which the plurality of cathode leads are bent at points
spaced apart from the respective cathode coating layers
by a predetermined distance.
[0022] The manufacturing method of a lithium ion sec-
ondary battery may further include steps of: forming a
second overlapping portion by pressing and bending a
plurality of anode leads at points spaced apart from re-
spective anode coating layers by the first predetermined
distance and overlapping and fixing the plurality of anode
leads in parallel at a point where the plurality of bent
anode leads meet; and welding a portion of the second
overlapping portion to end portions of the plurality of an-
ode leads.
[0023] The step of forming a second overlapping por-
tion includes steps of: simultaneously pressing and bend-
ing the plurality of anode leads stacked in parallel from
the top and bottom using a pair of lead fixing jigs including
an air nozzle at points spaced apart from the respective
anode coating layers by the first predetermined distance;
and overlapping and fixing the plurality of anode leads in
parallel by pressing the plurality of bent cathode leads
using the pair of lead fixing jigs until the plurality of bent
cathode leads meet.
[0024] The step of forming a second overlapping por-
tion includes steps of: simultaneously pressing and bend-
ing the plurality of anode leads stacked in parallel from
the top and bottom using a pair of lead fixing jigs including
a plurality of air nozzles at points spaced apart from the
respective anode coating layers by the first predeter-
mined distance; and overlapping and fixing the plurality
of anode leads in parallel by pressing the plurality of bent
cathode leads using the pair of lead fixing jigs until the
plurality of bent cathode leads meet.
[0025] The step of simultaneously pressing and bend-
ing the plurality of anode leads stacked in parallel from
the top and bottom using a pair of lead fixing jigs including
a plurality of air nozzles includes: raising and lowering
the pair of lead fixing jigs by a predetermined distance
as air is ejected obliquely to an outermost side of the
plurality of air nozzles from an air nozzle located at the
outermost side of the plurality of air nozzles; and ejecting
air from an air nozzle located at an innermost side of the
plurality of air nozzles after raising and lowering the pair
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of lead fixing jigs by the predetermined distance.
[0026] The manufacturing method of a lithium ion sec-
ondary battery may further include: before the step of
simultaneously pressing and bending the plurality of an-
ode leads stacked in parallel from the top and bottom
using a pair of lead fixing jigs including a plurality of air
nozzles, inserting support pins in a direction perpendic-
ular to the anode leads in a direction in which the plurality
of anode leads are bent at points spaced apart from the
respective anode coating layers by a predetermined dis-
tance.

BRIEF DESCRIPTION OF THE DRAWINGS

[0027]

FIG. 1 is a view illustrating that interference between
a cathode lead portion and an anode occurs when
an electrode swells after a conventional lithium ion
secondary battery is charged.
FIG. 2 is a view illustrating a structure of a lithium
ion secondary battery according to an exemplary
embodiment of the present disclosure.
FIG. 3 is a flowchart illustrating a manufacturing
method of a lithium ion secondary battery according
to an exemplary embodiment of the present disclo-
sure.
FIG. 4 is a view for describing the manufacturing
method of a lithium ion secondary battery according
to an exemplary embodiment of the present disclo-
sure.
FIG. 5 is a view for describing a manufacturing meth-
od of a lithium ion secondary battery according to
another exemplary embodiment of the present dis-
closure.
FIG. 6 is a view illustrating figures before and after
charging of the lithium ion secondary battery manu-
factured according to the manufacturing method of
a lithium ion secondary battery according to an ex-
emplary embodiment of the present disclosure.

DETAILED DESCRIPTION

[0028] Hereinafter, the present disclosure will be de-
scribed in detail with reference to the drawings. Terms
and words used in the present specification and claims
are not to be construed as a general or dictionary mean-
ing but are to be construed as meaning and concepts
meeting the technical ideas of the present disclosure
based on a principle that the inventor can appropriately
define the concepts of terms in order to describe their
own disclosure in best mode.
[0029] Therefore, configurations described in embod-
iments and the accompanying drawings of the present
disclosure do not represent all of the technical spirits of
the present disclosure, but are merely most preferable
embodiments. Therefore, the present disclosure should
be construed as including all the changes, equivalents,

and substitutions included in the spirit and scope of the
present disclosure at the time of filing the application.
[0030] FIG. 2 is a view illustrating a structure of a lithium
ion secondary battery according to an exemplary embod-
iment of the present disclosure. In addition, FIG. 3 is a
flowchart illustrating a manufacturing method of a lithium
ion secondary battery according to an exemplary embod-
iment of the present disclosure, FIG. 4 is a view for de-
scribing the manufacturing method of a lithium ion sec-
ondary battery according to an exemplary embodiment
of the present disclosure, FIG. 5 is a view for describing
a manufacturing method of a lithium ion secondary bat-
tery according to another exemplary embodiment of the
present disclosure, and FIG. 6 is a view illustrating figures
before and after charging of the lithium ion secondary
battery manufactured according to the manufacturing
method of a lithium ion secondary battery according to
an exemplary embodiment of the present disclosure.
[0031] As illustrating in FIG. 2, a lithium ion secondary
battery according to an exemplary embodiment of the
present disclosure may include cathodes 100, anodes
200, separation membranes 300, first bent portions 400,
second bent portions 500, and a first overlapping portion
600, and may further include third bent portions 800,
fourth bent portions 900, and a second overlapping por-
tion 950. Further, the lithium ion secondary battery may
further include a case 970 covering an assembled battery
cell.
[0032] The cathode 100 may include a cathode current
collector 110, a cathode coating layer 120 coating the
cathode current collector 110, and a cathode lead 130.
Here, any cathode current collector 110 may be used as
long as it is a conductor and is electrochemically stable
within the range of use, and the cathode current collector
110 may be aluminum, stainless steel, nickel plated steel,
or the like according to an exemplary embodiment.
[0033] In addition, the cathode coating layer 120 may
include a cathode active material layer formed on the
cathode current collector 110 and including a cathode
active material, and a coating layer formed on the cath-
ode active material layer and including a conductive ma-
terial and a binder. Here, the cathode active material is
a solid solution oxide including lithium according to an
exemplary embodiment, but is not particularly limited as
long as it is a material capable of electrochemically oc-
cluding and releasing lithium ions.
[0034] The cathode lead 130 is a portion where the
cathode coating layer 120 is not formed on the cathode
current collector 110 and is welded with a cathode lead
tab to serve to flow electricity to the outside.
[0035] The anode 200 may include an anode current
collector 210, an anode coating layer 220 coating the
anode current collector 210, and an anode lead 230.
Here, any anode current collector 210 may be used as
long as it is a conductor and is electrochemically stable
within the range of use, and the anode current collector
210 may be copper, aluminum, stainless steel, nickel
plated steel, or the like according to an exemplary em-
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bodiment, but is not limited thereto.
[0036] The anode coating layer 220 may include an
anode active material layer formed on some regions on
the anode current collector 210 and including an anode
active material, and a coating layer formed on the anode
active material layer and including one or more of a con-
ductive material and a binder. The anode active material
may include a metal-based active material and a carbon-
based active material, where the metal-based active ma-
terial may include a silicon-based active material, a tin-
based active material, or a combination thereof, and the
carbon-based active material is a material including car-
bon (atoms) and capable of electrochemically occluding
and releasing lithium ions at the same time and may be
a graphite active material, artificial graphite, natural
graphite, a mixture of artificial graphite and natural graph-
ite, natural graphite coated with artificial graphite, and
the like, but is not limited thereto.
[0037] The anode lead 230 is a portion where the an-
ode coating layer 220 is not formed on the anode current
collector 210 and is welded with an anode lead tab to
serve to flow electricity to the outside.
[0038] The separation membrane 300 is positioned be-
tween the cathode 100 and the anode 200 to serve to
electrically separate the cathode 100 and the anode 200,
and may be formed as a porous membrane through which
ions may move between the cathode 100 and the anode
200.
[0039] Hereinafter, the first bent portions 400, the sec-
ond bent portions 500, the first overlapping portion 600,
the third bent portions 800, the fourth bent portions 900,
and the second overlapping portion 950, which are es-
sential characteristics of the present disclosure, will be
described in detail.
[0040] Referring to FIG. 2, the first bent portions 400
refer to portions where a plurality of cathode leads 130
are bent at a point spaced apart from the cathode coating
layer 120 by a predetermined distance. In this case, it is
preferable to form the first bent portions 400 to be spaced
apart from the outermost positioned one of the cathode
100, the anode 200, and the separation membrane 300.
In FIG. 2, since the separation membrane 300 of the cath-
ode 100, the anode 200, and the separation membrane
300 is positioned at the outermost side, it is preferable
to form the first bent portions 400 to be spaced apart from
the separation membrane 300 by a predetermined dis-
tance. As will be described later in a manufacturing meth-
od of a lithium ion secondary battery according to an ex-
emplary embodiment of the present disclosure, a shape
and a formation position of the first bent portion 400 may
be more precisely adjusted by using support pins 20 ac-
cording to an exemplary embodiment.
[0041] Referring to FIG. 2, the second bent portions
500 may refer to portions where the plurality of cathode
leads 130 are bent at points where the plurality of cathode
leads 130 bent at the first bent portions 400 meet, and
the first overlapping portion 600 may refer to a portion
where the plurality of cathode leads 130 bent at the sec-

ond bent portions 500 overlap in parallel. Here, the first
overlapping portion 600 may be in a state in which only
a portion thereof is welded from end portions of the plu-
rality of cathode leads 130 overlapping in parallel and
the remaining portion thereof is not welded.
[0042] Specifically, the first overlapping portion 600
may include a first welded portion 610 to which the plu-
rality of cathode leads 130 are welded and a first non-
welded portion 620 to which the plurality of cathode leads
130 are not welded. Here, the first non-welded portion
620 may be formed between the first welded portion 610
and the second bent portions 500, and according to an
exemplary embodiment, a length of the first non-welded
portion 620 is preferably formed of 2 mm or more.
[0043] The lithium ion secondary battery according to
an exemplary embodiment of the present disclosure may
further include a cathode tab welding portion 700. Here,
the cathode tab welding portion 700 refers to a portion
where the first welded portion 610 and a cathode tab 140
are welded. The cathode tab 140, as an end tab of the
cathode side of the lithium ion secondary battery, may
be disposed on one end of the battery. A portion of the
cathode tab 140 may be covered by the case 970 and
another portion thereof may extend to outside of the bat-
tery for an electrical connection. The second bent por-
tions 500 described above are preferably formed to be
spaced apart from an end portion of the cathode tab weld-
ing portion 700 by a predetermined distance.
[0044] The third bent portions 800 refer to portions in
which a plurality of anode leads 230 are bent at points
spaced apart from the anode coating layer 220 by a pre-
determined distance. In this case, it is preferable to form
the third bent portions 800 to be spaced apart from the
outermost positioned one of the cathode 100, the anode
200, and the separation membrane 300. In FIG. 2, since
the separation membrane 300 of the cathode 100, the
anode 200, and the separation membrane 300 is posi-
tioned at the outermost side, it is preferable to form the
third bent portions 800 to be spaced apart from the sep-
aration membrane 300 by a predetermined distance. As
will be described later in a manufacturing method of a
lithium ion secondary battery according to an exemplary
embodiment of the present disclosure, a shape and a
formation position of the third bent portion 800 may be
more precisely adjusted by using support pins 20 accord-
ing to an exemplary embodiment.
[0045] Referring to FIG. 2, the fourth bent portions 900
may refer to portions where the plurality of anode leads
230 are bent at points where the plurality of anode leads
230 bent at the third bent portions 300 meet, and the
second overlapping portion 950 may refer to a portion
where the plurality of anode leads 230 bent at the fourth
bent portions 900 overlap in parallel. Here, the second
overlapping portion 950 may be in a state in which only
a portion thereof is welded from end portions of the plu-
rality of anode leads 230 overlapping in parallel and the
remaining portion thereof is not welded.
[0046] Specifically, the second overlapping portion
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950 may include a second welded portion 951 to which
the plurality of anode leads 230 are welded and a second
non-welded portion 952 to which the plurality of anode
leads 230 are not welded. Here, the second non-welded
portion 952 may be formed between the second welded
portion 951 and the fourth bent portions 900, and accord-
ing to an exemplary embodiment, a length of the second
non-welded portion 952 is preferably formed of 2 mm or
more.
[0047] The lithium ion secondary battery according to
an exemplary embodiment of the present disclosure may
further include an anode tab welding portion 960. Here,
the anode tab welding portion 960 refers to a portion
where the second welded portion 951 and an anode tab
240 are welded. The anode tab 240, as an end tab of the
anode side of the lithium ion secondary battery, may be
disposed on another end of the battery opposite to the
cathode tab 140. A portion of the anode tab 240 may be
covered by the case 970 and another portion thereof may
extend to outside of the battery for an electrical connec-
tion. The fourth bent portions 950 described above are
preferably formed to be spaced apart from an end portion
of the anode tab welding portion 960 by a predetermined
distance.
[0048] Compared with the conventional lithium ion sec-
ondary battery, the effect of the lithium ion secondary
battery according to the present disclosure is described
with reference to FIG. 6 as follows.
[0049] As described above, the lithium ion secondary
battery according to an exemplary embodiment of the
present disclosure includes the second bent portions and
the first overlapping portion, in which the first non-welded
portion and the second bent portions are unfolded when
the electrode swells after the battery cell is charged by
forming the first non-welded portion on the first overlap-
ping portion. Therefore, unlike the related art, interfer-
ence between the cathode lead and the anode may be
prevented, and the damage to the anode and ignition that
may occur due to a short circuit between the cathode
lead and the anode may be prevented, thereby improving
stability of the cell.
[0050] Hereinafter, a manufacturing method of a lithi-
um ion secondary battery according to an exemplary em-
bodiment of the present disclosure will be described with
reference to FIGS. 3 to 5.
[0051] As illustrated in FIG. 3, a manufacturing method
of a lithium ion secondary battery according to an exem-
plary embodiment of the present disclosure may include
an operation (S100) of stacking a plurality of anodes, a
plurality of separation membranes, and a plurality of cath-
odes, an operation (S200) of forming a first overlapping
portion by pressing and bending a plurality of cathode
leads stacked at points spaced apart from a cathode coat-
ing layer by a first predetermined distance and overlap-
ping and fixing the plurality of cathode leads in parallel
at a point where the plurality of bent cathode leads meet,
and an operation (S300) of welding only a portion of the
first overlapping portion from end portions of the plurality

of cathode leads.
[0052] Specifically, the operation (S200) of forming a
first overlapping portion by pressing and bending a plu-
rality of cathode leads stacked at points spaced apart
from a cathode coating layer by a first predetermined
distance and overlapping and fixing the plurality of cath-
ode leads in parallel at a point where the plurality of bent
cathode leads meet may include an operation (S210) of
simultaneously pressing and bending the plurality of
cathode leads stacked in parallel from the top and bottom
using a pair of lead fixing jigs 10 at points spaced apart
from the cathode coating layer by a first predetermined
distance and operation (S220) of overlapping and fixing
the plurality of cathode leads in parallel by pressing the
plurality of bent cathode leads using the pair of lead fixing
jigs until the plurality of bent cathode leads meet.
[0053] Referring to FIG. 4, according to an exemplary
embodiment, the operation (S200) of forming a first over-
lapping portion by pressing and bending a plurality of
cathode leads stacked at points spaced apart from a cath-
ode coating layer by a first predetermined distance and
overlapping and fixing the plurality of cathode leads in
parallel at a point where the plurality of bent cathode
leads meet may include an operation (S230) of simulta-
neously pressing and bending the plurality of cathode
leads stacked in parallel from the top and bottom using
a pair of lead fixing jigs including an air nozzle at points
spaced apart from the cathode coating layer by a first
predetermined distance and operation (S240) of over-
lapping and fixing the plurality of cathode leads in parallel
by pressing the plurality of bent cathode leads using the
pair of lead fixing jigs including the air nozzle until the
plurality of bent cathode leads meet.
[0054] Referring to FIG. 5, according to another exem-
plary embodiment, the operation (S200) of forming a first
overlapping portion by pressing and bending a plurality
of cathode leads stacked at points spaced apart from a
cathode coating layer by a first predetermined distance
and overlapping and fixing the plurality of cathode leads
in parallel at a point where the plurality of bent cathode
leads meet may include an operation (S250) of simulta-
neously pressing and bending the plurality of cathode
leads stacked in parallel from the top and bottom using
a pair of lead fixing jigs including a plurality of air nozzles
at points spaced apart from the cathode coating layer by
a first predetermined distance and an operation (S260)
of overlapping and fixing the plurality of cathode leads in
parallel by pressing the plurality of bent cathode leads
using the pair of lead fixing jigs including the plurality of
air nozzles until the plurality of bent cathode leads meet.
[0055] Specifically, the operation (S250) of simultane-
ously pressing and bending the plurality of cathode leads
stacked in parallel from the top and bottom using a pair
of lead fixing jigs including a plurality of air nozzles at
points spaced apart from the cathode coating layer by a
first predetermined distance may include an operation
(S251) of raising and lowering the pair of lead fixing jigs
by a predetermined distance as air is ejected obliquely
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to the outermost side from an air nozzle located at the
outermost side of the plurality of air nozzles and an op-
eration (S252) of ejecting air from an air nozzle located
at the innermost side after raising and lowering the pair
of lead fixing jigs by the predetermined distance. Here,
the lead fixing jig 10 may include a first air nozzle 11 and
a second air nozzle 12, and according to an exemplary
embodiment, the first air nozzle 11 may be the air nozzle
located at the outermost side and the second air nozzle
12 may be the air nozzle located at the innermost side.
However, as described above, if the air nozzles may
serve as the air nozzle located at the outermost side and
the air nozzle located at the innermost side, the positions
of the first air nozzles 11 and the second air nozzles 12
may be changed according to the exemplary embodi-
ment.
[0056] Meanwhile, referring to FIG. 5, the manufactur-
ing method of a lithium ion secondary battery may further
include an operation (S120) of inserting support pins 20
in a direction perpendicular to the cathode leads in a di-
rection in which the cathode leads are bent at points
spaced apart from the cathode coating layer by a second
predetermined distance, before the operation of simulta-
neously pressing and bending the plurality of cathode
leads stacked in parallel from the top and bottom using
a pair of lead fixing jigs including a plurality of air nozzles
at points spaced apart from the cathode coating layer by
a first predetermined distance.
[0057] As such, the manufacturing method of a lithium
ion secondary battery according to another exemplary
embodiment of the present disclosure includes the op-
eration (S120) of inserting support pins 20 in a direction
perpendicular to the cathode leads in a direction in which
the cathode leads are bent at points spaced apart from
the cathode coating layer by a second predetermined
distance, before the operation of simultaneously press-
ing and bending the plurality of cathode leads stacked in
parallel from the top and bottom using a pair of lead fixing
jigs including a plurality of air nozzles at points spaced
apart from the cathode coating layer by a first predeter-
mined distance, whereby a shape and a formation posi-
tion of the first bent portion may be more finely adjusted
and interference between the cathode lead and the an-
ode may be thus prevented when the electrode swells
after the lithium ion secondary battery is charged, thereby
more improving stability of a cell.
[0058] Meanwhile, the manufacturing method of a lith-
ium ion secondary battery according to an exemplary em-
bodiment of the present disclosure may further include
an operation (S400) of forming a second overlapping por-
tion by pressing and bending a plurality of anode leads
stacked at points spaced apart from an anode coating
layer by a first predetermined distance and overlapping
and fixing the plurality of anode leads in parallel at a point
where the plurality of bent anode leads meet and an op-
eration (S500) of welding only a portion of the second
overlapping portion from end portions of the plurality of
anode leads.

[0059] Specifically, according to an exemplary embod-
iment, the operation (S400) of forming a second overlap-
ping portion by pressing and bending a plurality of anode
leads stacked at points spaced apart from an anode coat-
ing layer by a first predetermined distance and overlap-
ping and fixing the plurality of anode leads in parallel at
a point where the plurality of bent anode leads meet may
include an operation (S410) of simultaneously pressing
and bending the plurality of anode leads stacked in par-
allel from the top and bottom using a pair of lead fixing
jigs including an air nozzle at points spaced apart from
the anode coating layer by a first predetermined distance
and an operation (S420) of overlapping and fixing the
plurality of anode leads in parallel by pressing the plurality
of bent anode leads using the pair of lead fixing jigs until
the plurality of bent anode leads meet.
[0060] According to another exemplary embodiment,
the operation (S400) of forming a second overlapping
portion by pressing and bending a plurality of anode leads
stacked at points spaced apart from an anode coating
layer by a first predetermined distance and overlapping
and fixing the plurality of anode leads in parallel at a point
where the plurality of bent anode leads meet may include
an operation (S430) of simultaneously pressing and
bending the plurality of anode leads stacked in parallel
from the top and bottom using a pair of lead fixing jigs
including a plurality of air nozzles at points spaced apart
from the anode coating layer by a first predetermined
distance and an operation (S440) of overlapping and fix-
ing the plurality of anode leads in parallel by pressing the
plurality of bent anode leads using the pair of lead fixing
jigs until the plurality of bent anode leads meet.
[0061] More specifically, the operation (S430) of simul-
taneously pressing and bending the plurality of anode
leads stacked in parallel from the top and bottom using
a pair of lead fixing jigs including a plurality of air nozzles
at points spaced apart from the anode coating layer by
a first predetermined distance may include an operation
(S431) of raising and lowering the pair of lead fixing jigs
by a predetermined distance as the air is ejected oblique-
ly to the outermost side from an air nozzle located at the
outermost side of the plurality of air nozzles and an op-
eration (S432) of ejecting the air from an air nozzle lo-
cated at the innermost side after raising and lowering the
pair of lead fixing jigs by the predetermined distance.
[0062] Meanwhile, the manufacturing method of a lith-
ium ion secondary battery may further include an oper-
ation of inserting support pins 20 in a direction perpen-
dicular to the anode leads in a direction in which the an-
ode leads are bent at points spaced apart from the anode
coating layer by a second predetermined distance, be-
fore the operation of simultaneously pressing and bend-
ing the plurality of anode leads stacked in parallel from
the top and bottom using a pair of lead fixing jigs including
a plurality of air nozzles at points spaced apart from the
anode coating layer by a first predetermined distance.
[0063] As such, the manufacturing method of a lithium
ion secondary battery according to the present disclosure
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further includes the operation of inserting support pins
20 in a direction perpendicular to the anode leads in a
direction in which the anode leads are bent at points
spaced apart from the anode coating layer by a second
predetermined distance, before the operation of simulta-
neously pressing and bending the plurality of anode leads
stacked in parallel from the top and bottom using a pair
of lead fixing jigs including a plurality of air nozzles at
points spaced apart from the anode coating layer by a
first predetermined distance, whereby a shape and a for-
mation position of the third bent portion may be more
finely adjusted and the stability of the cell may be im-
proved when the electrode swells after the lithium ion
secondary battery is charged.
[0064] Meanwhile, in the operation (S300) of welding
only a portion of the first overlapping portion from end
portions of the plurality of cathode leads and the opera-
tion (S500) of welding only a portion of the second over-
lapping portion from end portions of the plurality of anode
leads, only the portions from the end portions of the plu-
rality of cathode leads and anode leads may be welded
through an ultrasonic welder according to an exemplary
embodiment. According to an exemplary embodiment,
an elastic material may be attached to a surface of the
lead fixing jig 10 used in the manufacturing method of a
lithium ion secondary battery according to the present
disclosure in contact with the cathode lead and the anode
lead. As such, by attaching the elastic material to the
surface of the lead fixing jig 10 used in the manufacturing
method of a lithium ion secondary battery according to
the present disclosure in contact with the cathode lead
and the anode lead, the elastic material may absorb vi-
bration generated by an ultrasonic welder, thereby pre-
venting the vibration from propagating into the electrode
and minimizing the dropping of the active material coated
on the electrode.
[0065] Meanwhile, the manufacturing method of a lith-
ium ion secondary battery may further include, after weld-
ing only the portion of the first overlapping portion from
the end portions of the plurality of cathode leads and
welding only the portion of the second overlapping por-
tion from the end portions of the plurality of anode leads,
an operation of forming a cathode tab welded portion by
welding a welded portion of the first overlapping portion
and a cathode tab, and an operation of forming an anode
tab welded portion by welding a welded portion of the
second overlapping portion and an anode tab. Further,
the manufacturing method of a lithium ion secondary bat-
tery may further include an operation of covering a battery
cell with the case 970 after an assembly of the battery
cell is completed.
[0066] The manufacturing method of a lithium ion sec-
ondary battery according to the present disclosure de-
scribed above has the following effects.
[0067] First, when the cathode lead and the anode lead
are pressed using the lead fixing jig, the lead fixing jip is
raised and lowered while ejecting the air and generates
the vibration in the cathode lead and the anode lead, and

the generated vibration is propagated into the electrode
to minimize friction force between the leads, thereby
making it possible to minimizing deformation of the elec-
trode.
[0068] In addition, when the cathode lead and the an-
ode lead are pressed using the lead fixing jig, the lead
fixing jip is raised and lowered while ejecting the air to
minimize friction force between the leads, thereby mak-
ing it possible to minimizing deformation of the electrode
when the cathode lead and the anode lead are bent.
[0069] Further, when the lead fixing jigs including the
plurality of air nozzles are used, by raising and lowering
the pair of lead fixing jigs by the predetermined distance
as the air is ejected obliquely to the outermost side from
the air nozzle located at the outermost side of the plurality
of air nozzles, the cathode lead and the anode lead may
be bent the positions farther from the electrode, thereby
forming the non-welded portion sections with a margin.
As a result, when the electrode swells after the lithium
ion secondary battery is charged, the damage to the elec-
trode due to the interference between the lead portion
and the electrode and the occurrence of ignition due to
a short circuit between the lead portion and the electrode
may be prevented, thereby improving the stability of the
cell.
[0070] Although the present disclosure has been
shown and described with respect to specific embodi-
ments, it will be apparent to those having ordinary skill
in the art that the present disclosure may be variously
modified and altered without departing from the spirit and
scope of the present disclosure as defined by the follow-
ing claims.

Claims

1. A lithium ion secondary battery comprising:

a plurality of cathodes each including a cathode
current collector, a cathode coating layer coat-
ing the cathode current collector, and a cathode
lead;
a plurality of anodes each including an anode
current collector, an anode coating layer coating
the anode current collector, and an anode lead;
and
a plurality of separation membranes arranged
between the plurality of cathodes and the plu-
rality of anodes, respectively,
wherein a plurality of cathode leads among the
plurality of cathodes include first bent portions,
respectively, at first points spaced apart from
respective cathode coating layers by a prede-
termined distance,
wherein the plurality of cathode leads further in-
clude second bent portions, respectively, at sec-
ond points where the plurality of cathode leads
meet,
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wherein the lithium ion secondary battery further
includes a first overlapping portion at which the
plurality of cathode leads overlap in parallel,
wherein the first overlapping portion includes a
first welded portion to which the plurality of cath-
ode leads are welded and a first non-welded por-
tion to which the plurality of cathode leads are
not welded,
wherein the first welded portion is welded to end
portions of the plurality of cathode leads over-
lapping in parallel and a remaining portion of the
first overlapping portion is not welded to the end
portions of the plurality of cathode leads.

2. The lithium ion secondary battery of claim 1, further
comprising a cathode tab disposed on a first end
portion of the lithium ion secondary battery,
wherein the first welded portion and the cathode tab
are welded to each other at a cathode tab welded
portion disposed therebetween, and
wherein the second bent portions are spaced apart
from an end of the cathode tab welded portion by a
predetermined distance.

3. The lithium ion secondary battery of claim 1 or 2,
wherein the first non-welded portion is arranged be-
tween the first welded portion and the second bent
portions, and
a length of the first non-welded portion is 2 mm or
more.

4. The lithium ion secondary battery of claim 1 to 3,
wherein:

a plurality of anode leads among the plurality of
anodes include third bent portions, respectively,
at third points spaced apart from respective an-
ode coating layers by a predetermined distance,
the plurality of anode leads further include fourth
bent portions, respectively, at fourth points
where the plurality of anode leads meet,
the lithium ion secondary battery further in-
cludes a second overlapping portion where the
plurality of anode leads at the fourth points over-
lap in parallel, and
the second overlapping portion includes a sec-
ond welded portion to which the plurality of an-
ode leads are welded and a second non-welded
portion to which the plurality of anode leads are
not welded, and
the second welded portion is welded to end por-
tions of the plurality of anode leads overlapping
in parallel and a remaining portion of the second
overlapping portion is not welded to the end por-
tions of the plurality of anode leads.

5. The lithium ion secondary battery of claim 4, further
comprising an anode tab disposed on a second end

portion of the lithium ion secondary battery,
wherein the second welded portion and the anode
tab are welded to each other at an anode tab welded
portion disposed therebetween, and
wherein the fourth bent portions are spaced apart
from an end of the anode tab welded portion by a
predetermined distance,
wherein the second non-welded portion is arranged
between the second welded portion and the fourth
bent portions, and
a length of the second non-welded portion is 2 mm
or more.

6. The lithium ion secondary battery of claim 4 or 5,
wherein the first bent portions or the third bent por-
tions are spaced apart from an outermost one of the
plurality of anodes, the plurality of separation mem-
branes, and the plurality of cathodes.

7. A manufacturing method of a lithium ion secondary
battery comprising steps of:

stacking a plurality of anodes, a plurality of sep-
aration membranes, and a plurality of cathodes;
forming a first overlapping portion by pressing
and bending a plurality of cathode leads at first
points spaced apart from respective cathode
coating layers by a first predetermined distance
and by overlapping and fixing the plurality of
cathode leads in parallel at second points where
the plurality of bent cathode leads meet; and
welding a portion of the first overlapping portion
to end portions of the plurality of cathode leads.

8. The manufacturing method of claim 7, wherein the
step of forming a first overlapping portion includes
steps of:

simultaneously pressing and bending the plural-
ity of cathode leads stacked in parallel from the
top and bottom using a pair of lead fixing jigs at
the first points spaced apart from the respective
cathode coating layers by the first predeter-
mined distance; and
overlapping and fixing the plurality of cathode
leads in parallel by pressing the plurality of bent
cathode leads using the pair of lead fixing jigs
until the plurality of cathode leads meet.

9. The manufacturing method of claim 7, wherein the
step of forming a first overlapping portion includes
steps of:

simultaneously pressing and bending the plural-
ity of cathode leads stacked in parallel using a
pair of lead fixing jigs including one or more air
nozzle at the first points spaced apart from the
respective cathode coating layers by the first
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predetermined distance; and
overlapping and fixing the plurality of cathode
leads in parallel by pressing the plurality of bent
cathode leads using the pair of lead fixing jigs
until the plurality of cathode leads meet.

10. The manufacturing method of claim 9, wherein the
step of simultaneously pressing and bending the plu-
rality of cathode leads stacked in parallel using a pair
of lead fixing jigs including one or more air nozzles
includes steps of:

raising and lowering the pair of lead fixing jigs
by a predetermined distance as air is ejected
obliquely to an outermost side of one or more
air nozzles from an air nozzle located at the out-
ermost side of the one or more air nozzles; and
ejecting air from an air nozzle located at an in-
nermost side of the one or more air nozzles after
raising and lowering the pair of lead fixing jigs
by the predetermined distance.

11. The manufacturing method of claim 9 or 10, further
comprising a step of: before the step of simultane-
ously pressing and bending the plurality of cathode
leads stacked in parallel using a pair of lead fixing
jigs including one or more air nozzles,
inserting support pins in a direction perpendicular to
the plurality of cathode leads in a direction in which
the plurality of cathode leads are bent at points
spaced apart from the respective cathode coating
layers by a predetermined distance.

12. The manufacturing method of claim 7 to 11, further
comprising steps of:

forming a second overlapping portion by press-
ing and bending a plurality of anode leads at
points spaced apart from respective anode coat-
ing layers by the first predetermined distance
and overlapping and fixing the plurality of anode
leads in parallel at a point where the plurality of
bent anode leads meet; and
welding a portion of the second overlapping por-
tion to end portions of the plurality of anode
leads.

13. The manufacturing method of claim 12, wherein the
step of forming a second overlapping portion in-
cludes steps of:

simultaneously pressing and bending the plural-
ity of anode leads stacked in parallel using a pair
of lead fixing jigs including one or more air nozzle
at points spaced apart from the respective an-
ode coating layers by the first predetermined dis-
tance; and
overlapping and fixing the plurality of anode

leads in parallel by pressing the plurality of bent
cathode leads using the pair of lead fixing jigs
until the plurality of bent cathode leads meet.

14. The manufacturing method of claim 13, wherein the
step of simultaneously pressing and bending the plu-
rality of anode leads stacked in parallel using a pair
of lead fixing jigs including one or more air nozzles
includes:

raising and lowering the pair of lead fixing jigs
by a predetermined distance as air is ejected
obliquely to an outermost side of the one or more
air nozzles from an air nozzle located at the out-
ermost side of the one or more air nozzles; and
ejecting air from an air nozzle located at an in-
nermost side of the one or more air nozzles after
raising and lowering the pair of lead fixing jigs
by the predetermined distance.

15. The manufacturing method of claim 13 or 14, further
comprising: before the step of simultaneously press-
ing and bending the plurality of anode leads stacked
in parallel using a pair of lead fixing jigs including
one or more air nozzles,
inserting support pins in a direction perpendicular to
the anode leads in a direction in which the plurality
of anode leads are bent at points spaced apart from
the respective anode coating layers by a predeter-
mined distance.
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