
(19) 

Europaisches  Patentamt 

European  Patent  Office 

Office  europeen  des  brevets 

(12) 

een  des  brevets  £ P   0  6 9 1   7 9 0   A 2  

EUROPEAN  PATENT  A P P L I C A T I O N  

(43)  Date  of  publication:  (51)  |nt  CI  H04N  9/12,  G02B  5/02,  
10.01.1996  Bulletin  1996/02  G02F  1 / 1 3 3 5  

(21)  Application  number:  95401650.7 

(22)  Date  of  filing:  07.07.1995 

(84)  Designated  Contracting  States:  (72)  Inventor:  Shirochi,  Yoshiki 
DE  FR  GB  Shinagawa-ku,  Tokyo  (JP) 

(30)  Priority:  08.07.1994  JP  180842/94  (74)  Representative:  Thevenet,  Jean-Bruno  et  al 
F-75340  Paris  Cedex  07  (FR) 

(71)  Applicant:  SONY  CORPORATION 
Tokyo  141  (JP) 

(54)  Image  display  appara tus  

(57)  To  effectively  make  a  mesh  of  outlines  between 
pixels  by  a  pixel  diffusion  and  at  the  same  time  to  facil- 
itate  a  focusing  of  an  image  by  the  observer,  an  optical 
filter  (3,  3A)  is  provided  for  diffusing  each  pixel  (1  1  )  of  a 
display  device  into  a  plurality  of  parts  by  utilizing  diffrac- 
tion  or  refraction  is  interposed  between  the  display  de- 
vice  having  an  image  pattern  in  a  mosaic  form  and  an 

observer.  The  optical  filter  surface  (3A)  performs  the  pix- 
el  diffusion  so  that  a  sight  angle,  of  a  gap  which  does 
not  pass  light  between  the  neighboring  pixel  after  the 
pixel  diffusion,  as  viewed  from  the  observer  on  the  focal 
plane  on  which  the  image  displayed  by  the  display  de- 
vice  is  observed  by  the  predetermined  observer  is  sub- 
stantially  a  recognizable  limit  view  angle  of  the  observer. 
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Description 

BACKGROUND  OF  THE  INVENTION  FIELD  OF  THE 
INVENTION 

The  present  invention  relates  to  an  image  display 
apparatus  using  a  display  device  such  as  an  LCD  (liquid 
crystal  display)  in  which  pixels  are  arranged  in  a  mosaic 
pattern. 

DESCRIPTION  OF  THE  RELATED  ART 

In  an  image  display  apparatus,  such  as  an  LCD,  us- 
ing  a  display  device  in  which  a  plurality  of  pixels  are  ar- 
ranged  in  a  mosaic  pattern,  in  order  to  enhance  a  reso- 
lution,  it  is  necessary  to  increase  the  number  of  pixels. 
It  is  impossible  to  unduly  increase  the  number  of  the  pix- 
els  or  to  unduly  decrease  a  gap  between  the  pixels  due 
to  the  productive  yield. 

For  this  reason,  in  order  to  form  a  large  scale  image 
field  in  such  an  image  display  apparatus,  a  mesh  caused 
by  pixel  dots  or  gaps  between  the  pixels  (for  example,  at 
portions  of  LCD  black  stripes)  is  noticeable  for  the  ob- 
server  and  difficult  to  watch.  Also,  in  such  a  color  image 
display  apparatus,  a  color  filter  for  three  principle  colors 
or  three  kinds  of  colors  corresponding  to  the  three  prin- 
ciple  colors  is  disposed  on  a  front  face  of  the  above-de- 
scribed  pixels  at  a  predetermined  repeated  cycle.  How- 
ever,  if  the  image  field  is  enlarged,  the  pixel  dot  cycle  at 
which  the  same  color  filter  is  disposed  is  remarkable  and 
difficult  to  watch. 

In  CCD  cameras,  an  electric  treatment  with  a  low 
pass  filter  makes  it  possible  to  cause  the  gap  between 
the  pixels  to  be  noticeable.  However,  in  an  image  display 
apparatus  such  as  an  LCD  display  apparatus,  since  it  is 
necessary  to  fill  the  gap  between  the  pixels  after  the  for- 
mation  of  light,  it  is  difficult  to  render  the  pixel  dots  or 
mesh  unnoticeable  through  the  electric  treatment.  A 
method  for  fogging  a  lens  focal  point  on  the  observer  side 
has  been  proposed  as  a  convenient  method  but  this  also 
tends  to  make  the  useful  signal  vague,  which  is  a  serious 
drawback. 

Therefore,  some  technology  (for  example,  Japa- 
nese  Patent  Application  Laid-Open  No.  Sho  59-214825, 
and  Japanese  Patent  Application  No.  Hei  4-306003)  has 
been  proposed  in  which  a  diffuser  (optical  filter)  having 
an  optical  filter  face  which  is  composed  of  a  diffraction 
lattice  or  a  micro  prism  group  is  provided  on  a  front  face 
of  a  display  device  such  as  an  LCD,  light  from  a  single 
pixel  is  diffused  into  a  plurality  of  rays  of  light,  an  image 
of  the  single  pixel  is  formed  on  focus  as  an  image  (virtual 
image)  of  a  plurality  of  pixels  on  a  retina  of  the  observer 
to  thereby  perform  the  diffusion  of  the  pixel,  and  a  focal 
position  of  the  diffused  image  is  located  at  the  mesh  po- 
sition  between  the  pixels  to  thereby  make  the  mesh  be- 
tween  the  pixels  unnoticeable. 

Fig.  13A  to  13F  show  an  example  of  a  relationship 
among  the  pixel  diffusion  number,  the  resolution  and  the 

mesh  reduction  level.  Forthe  sake  of  simple  explanation, 
the  pixel  diffusion  in  a  lateral  direction  (X  axis  direction) 
of  the  display  image  will  be  explained  with  reference  to 
this  example,  but  it  should  be  noted  that,  in  case  of  this 

5  example,  the  pixel  diffusion  is  effected  in  a  direction  per- 
pendicular  to  that  direction,  i.e.,  in  the  longitudinal  direc- 
tion  in  the  same  manner.  In  Fig.  1  3,  the  ordinate  axis  des- 
ignates  the  luminance  brightness,  and  the  abscissa  axis 
designates  the  spatial  arrangement  distance.  Examples 

10  of  Figs.  1  3A  to  1  3F  are  the  cases  where  the  diffused  im- 
ages  of  the  respective  pixels  have  the  same  luminance 
brightness. 

Fig.  13A  represents  a  pixel  array  along  the  X  axis 
direction.  In  case  of  a  black  and  white  display  device, 

is  pixels  shown  by  the  solid  lines  are  the  neighboring  pixels 
and  a  pixel  cycle  in  the  X  axis  direction  is  indicated  by 
PCx.  Also,  in  case  of  a  color  display  device,  for  example, 
if  the  pixels  shown  by  the  solid  lines  are  green,  then  it  is 
to  be  assumed  that  blue  pixels  and  red  pixels  are  present 

20  between  the  green  pixels,  as  indicated  by  dotted  lines. 
Consequently,  in  this  case,  PCx  is  the  same  color  pixel 
cycle  and  each  cycle  of  the  green,  blue  and  red  pixels  is 
represented  by  PCx/3. 

Figs.  1  3B  to  1  3F  show  the  cases  where  the  diffrac- 
ts  tion  lattice  or  the  micro  prism  is  used  and  the  respective 

pixels  are  uniformly  diffused  between  the  neighboring 
pixels  under  the  condition  that  the  diffused  images  of  the 
respective  pixels  have  the  same  luminance  brightness. 

Fig.  13B  shows  a  case  where  a  two-pixel  diffusion 
30  for  a  shift  by  hPCx/4  is  effected  to  the  original  pixel  po- 

sition.  The  amount  of  shift  (i.e.  the  interval  between  the 
pixels  after  the  diffusion  is  PCx/2  and  will  be  considered 
in  the  following  description). 

Fig.  1  3C  shows  a  case  where  a  three-pixel  diffusion 
35  for  a  shift  by  hPCx/3  and  zero  is  effected  to  the  original 

pixel  position.  The  shift  amount  is  PCx/3. 
Fig.  13D  shows  a  case  where  a  four-pixel  diffusion 

for  a  shift  by  hPCx/8  and  h3PCx/8  is  effected  to  the  orig- 
inal  pixel  position.  The  shift  amount  is  PCx/4. 

40  Fig.  1  3E  shows  a  case  where  a  six-pixel  diffusion  for 
a  shift  by  hPCx/12,  hPCx/12  and  hPCx/12  is  effected  to 
the  original  pixel  position.  The  shift  amount  is  PCx/6. 

Fig.  13F  shows  a  case  where  a  nine-pixel  diffusion 
for  a  shift  by  zero,  hPCx/9,  h2PCx/9  and  hPCx/9  is  ef- 

45  fected  to  the  original  pixel  position.  The  shift  amount  is 
PCx/9. 

From  the  above-described  cases,  it  is  understood 
that,  in  the  case  where  the  respective  pixels  are  diffused 
uniformly  between  the  neighboring  pixels,  the  relation- 

so  ship  between  the  image  diffusion  number  n  and  the  shift 
amount  S  is  given  as  follows: 

S=PCx/n 
Also,  assuming  that,  in  this  case,  M  is  the  gap  (herein- 
after  referred  to  as  a  pixel  mask  interval)  through  which 

55  light  of  the  neighboring  pixels  (light  of  color  correspond- 
ing  to  the  pixel  in  case  of  the  color)  is  not  caused  to  pass, 
the  following  equation  is  given: 

M=S-A 
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where  A  is  the  aperture  width  in  the  shift  direction  of  the 
pixel. 

In  case  of  a  six-pixel  diffusion,  as  shown  in  Fig.  13E, 
it  will  be  understood  that  the  outline  between  the  pixels 
is  almost  filled,  and  M=0  is  established  so  that  the  mesh 
is  not  noticeable.  Also,  in  case  of  the  nine-pixel  diffusion 
of  the  case  shown  in  Fig.  1  3F,  it  will  be  understood  that, 
as  shown,  a  change  of  luminance  brightness  (non-uni- 
formity  in  luminance  brightness)  appears  due  to  the  over- 
lapped  portion  of  the  diffused  image. 

If  the  distance  from  a  center  of  a  single  pixel  to  an 
edge  of  the  diffused  pixel  in  the  subject  pixel  (i.e.,  edge 
of  the  display  image  of  the  subject  pixel)  is  defined  as  an 
"edge  spread"  amount  (E1  to  E9),  it  will  be  understood 
that,  as  shown,  the  smaller  the  pixel  diffusion  number, 
the  smaller  the  edge  spread  amount  will  become  to 
thereby  make  it  possible  to  indicate  the  clearer  image. 
However,  if  the  pixel  diffusion  number  is  small,  in  the 
case  where  a  human  eyes'  low  pass  filter  effect  is  not 
expected  due  to  the  large  size  of  the  display  image,  parts 
that  are  not  luminous  between  the  neighboring  pixels  are 
recognized  as  a  mesh  in  a  two-dimensional  display, 
which  degrades  the  image  observation  quality. 

Subsequently,  in  Fig.  13G,  the  three-pixel  diffusion 
is  carried  out  by  shifts  of  hPCx/2  and  zero  by  the  optical 
filter  surface  30a  made  of,  for  example,  micro  prisms. 
When  the  luminous  level  of  the  image  having  the  shift 
amount  of  zero  is  represented  by  1  ,  the  luminance  bright- 
ness  of  the  shift  amount  of  hPCx/2  is  represented  by  1/2. 
The  diffusion  image  of  the  shift  amount  hPCx/2  has  the 
luminance  brightness  of  1  by  the  overlapping  of  the 
neighboring  pixels.  In  this  example,  in  spite  of  the  small 
pixel  diffusion  number  in  comparison  with  the  luminance 
brightness  of  1  :  1  ,  the  spread  amount  is  large. 

From  the  review  of  Figs.  13Ato  13G,  it  is  understood 
that  the  conditions  of  the  optimum  pixel  diffusion  are  pref- 
erably: 

to  effect  the  diffusion  to  the  position  that  bisects  the 
same  color  pixel  pitch;  and 

to  increase  the  number  of  the  diffusion  more. 
In  order  to  suppress  the  edge  spread,  it  is  preferable: 

to  decrease  the  number  of  diffusion  and 
to  make  the  diffusion  luminous  ratio  equal. 

In  the  example  shown  in  Figs.  13Ato  13G  as  described 
above,  if  the  image  magnification  is  large  and  the  small 
amount  of  mesh  would  make  the  observation  difficult,  it 
is  most  preferable  to  use  the  six-pixel  diffusion  shown  in 
Fig.  13E. 

Incidentally,  under  the  above-described  condition, 
the  optimum  value  for  the  pixel  diffusion  number  chang- 
es  in  accordance  with  the  image  magnification.  Namely, 
in  the  case  of  small  magnification,  since  the  mesh  is  not 
noticeable,  in  some  cases,  it  is  generally  preferable  not 
to  increase  the  diffusion  number  to  the  maximum  level 
and  the  edge  spread  is  small. 

As  described  above,  the  mesh  due  to  the  gap  be- 
tween  the  pixels  in  the  display  device  in  which  the  pixels 
are  arranged  in  a  mosaic  pattern  may  be  made  unnotice- 

able  and  at  the  same  time  the  same  color  pixel  dot  cycle 
may  be  made  unnoticeable. 

It  will  be  noted  that  in  the  case  where  the  observer 
watches  the  image  on  the  display  device,  it  is  general 

5  that  the  observation  is  made  to  adjust  the  lens  so  that 
the  display  image  is  focused  on  the  imaging  face. 

However,  in  the  case  where  the  pixel  diffusion  is  ef- 
fected  so  as  to  make  the  mesh  completely  unnoticeable 
and  its  image  displayed  on  the  imaging  face,  it  has  been 

10  found  that  it  is  difficult  to  perform  focusing.  Specifically, 
it  is  difficult  for  the  observer  to  positively  recognize  the 
focused  condition  from  the  observed  image. 

In  view  of  the  above-described  defects,  an  object  of 
this  invention  is  to  provide  an  image  display  apparatus 

is  in  which  the  focusing  may  readily  be  made  while  display- 
ing  the  image  in  which  the  mesh  is  unnoticeable. 

SUMMARY  OF  THE  INVENTION 

20  The  inventor  sought  the  causes  for  the  difficulty  in 
focusing.  After  study,  it  was  found  that,  with  reference  to 
the  pixel  mask  interval  portions  through  the  light  between 
the  neighboring  pixels  (color  light  corresponding  to  the 
subject  pixel  in  case  of  color),  the  observer  makes  a  de- 

25  cision  as  to  whether  the  focusing  is  effected  or  not.  Ac- 
cordingly,  when  the  pixel  diffusion  is  effected  so  as  to 
completely  cancel  the  mesh,  there  is  no  basis  for  the  fo- 
cusing.  Even  if  the  focusing  is  effected,  it  would  be  diffi- 
cult  to  recognize  the  focusing  condition. 

30  According  to  the  present  invention,  the  mesh  is  not 
completely  canceled  by  the  pixel  diffusion  but  the  pixel 
mask  interval  that  the  observer  may  recognize  as  the  gap 
is  generated  between  the  neighboring  pixels  after  the 
pixel  diffusion  by  moderating  the  pixel  shift.  A  limit  view 

35  angle  that  may  be  recognized  as  a  gap  by  the  observer 
is  well  known  as  in  a  so-called  sight  examination.  For 
example,  the  recognizable  limit  view  angle  of  the  observ- 
er  having  a  sight  of  1  .0  is  defined  as  one  minute.  There- 
fore,  the  sight  of  the  observer  is  predetermined,  and  the 

40  pixel  mask  interval  corresponding  to  the  recognizable 
limit  view  angle  of  the  observer  having  the  predeter- 
mined  sight  is  generated  between  the  neighboring  pixels 
after  the  pixel  diffusion. 

In  the  image  display  apparatus  according  to  this  in- 
45  vention,  the  above-noted  point  is  considered.  With  refer- 

ence  to  the  embodiment  shown  in  Fig.  1  to  be  described 
later,  an  image  display  apparatus  comprises: 

a  display  device  having  an  image  pattern  in  a  mo- 
saic  pattern;  and 

so  an  optical  filter  surface  disposed  on  a  front  face  of 
said  display  device  for  diffusing  each  pixel  of  said  display 
device  into  plurality  of  parts  by  utilizing  diffraction  or  re- 
fraction,  the  apparatus  being  characterized  in  that  the 
optical  filter  surface  performs  the  pixel  diffusion  so  that 

55  a  sight  angle,  of  a  gap  which  does  not  pass  light  between 
the  neighboring  pixel  after  the  pixel  diffusion,  as  viewed 
from  the  observer  on  the  focal  plane  on  which  the  image 
displayed  by  said  display  device  is  observed  by  an  ob- 

3 



5  EPOl 

server  is  substantially  a  predetermined  recognizable  lim- 
it  view  angle  of  the  observer. 

In  this  invention  with  the  above-described  structure, 
in  the  case  where  the  mesh  reduction  is  performed  by 
the  pixel  diffusion,  since  the  gap  corresponding  to  the 
predetermined  observer's  limit  view  angle  is  generated 
between  the  neighboring  pixels  after  the  pixel  diffusion, 
it  is  possible  for  the  observer  to  readily  perform  the  fo- 
cusing  operation  by  using  this  gap. 

As  described  above,  according  to  the  invention, 
since  the  pixel  diffusion  is  effected  so  that  the  pixel  mask 
interval  corresponding  to  the  predetermined  recogniza- 
ble  limit  view  angle  of  the  observer  is  generated  between 
the  neighboring  pixels  after  the  pixel  diffusion,  it  is  pos- 
sible  to  effectively  make  the  mesh  of  the  outlines  be- 
tween  the  pixels  unnoticeable,  and  it  is  possible  for  the 
observer  to  easily  perform  the  focusing  operation  of  the 
display  image. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

In  the  accompanying  drawings: 

Fig.  1  is  a  view  showing  one  embodiment  of  an 
image  display  apparatus  according  to  the  invention; 

Fig.  2  is  a  view  showing  an  example  of  a  color  pixel 
array  in  the  case  where  the  invention  is  applied  to  a 
color  image  display  apparatus; 

Fig.  3  is  an  enlarged  view  showing  a  part  of  an  opti- 
cal  filter  surface  used  in  the  invention; 

Fig.  4  is  a  view  showing  a  state  that  an  image  of  pixel 
is  shifted  by  a  prism; 

Fig.  5  is  a  view  illustrating  a  state  where  an  image 
of  pixel  is  shifted  by  an  optical  filter  surface  formed 
of  a  micro  prism  group  used  in  the  invention; 

Fig.  6  is  an  enlarged  view  of  a  part  of  Fig.  5; 

Fig.  7  is  a  view  illustrating  an  example  of  a  conven- 
tional  pixel  diffusion; 

Fig.  8  is  a  view  illustrating  an  example  of  an  image 
diffusion  according  to  the  invention; 

Fig.  9  is  a  view  showing  another  structural  example 
of  an  image  display  apparatus  according  to  the 
invention; 

Figs.  1  0A  and  1  0B  are  views  showing  a  conventional 
example  of  a  two-dimensional  pixel  diffusion  pattern 
in  a  mosaic  array; 

Figs.  11  A  and  11  B  are  views  showing  an  example 
of  a  two-dimensional  pixel  diffusion  pattern  in  a 
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mosaic  array  in  accordance  with  an  embodiment  of 
the  invention; 

Fig.  1  2  is  a  view  showing  another  structural  example 
5  of  an  image  display  apparatus  according  to  the 

invention;  and 

Figs.  13Ato  13G  are  views  illustrating  a  relationship 
among  an  image  diffusion  number,  a  resolution  and 

10  a  mesh  reduction. 

DESCRIPTION  OF  THE  PREFERRED 
EMBODIMENTS 

is  One  embodiment  of  an  image  display  apparatus  ac- 
cording  to  the  invention  will  now  be  explained  with  refer- 
ence  to  the  drawings.  Fig.  1  show  an  overall  structure  of 
the  embodiment  of  the  image  display  apparatus  accord- 
ing  to  this  invention. 

20  An  LCD  1  used  in  this  example  is  structured  by  ar- 
ranging  a  plurality  of  pixels  1  1  in  a  longitudinal  (column) 
direction  and  a  lateral  (row)  direction  as  shown  in  Fig.  2. 
Numeral  12  denotes  an  aperture  of  each  pixel  11.  The 
aperture  12  is  substantially  bright.  The  width  of  the  ap- 

25  erture  1  2  in  the  lateral  direction  is  indicated  by  Lx  and  its 
width  in  the  longitudinal  direction  is  indicated  by  Ly.  Thus, 
in  this  example,  the  pixel  pitch  in  the  lateral  direction  and 
the  pixel  pitch  in  the  longitudinal  direction  are  indicated 
by  Px  and  Py,  respectively.  Also,  every  two  rows  of  the 

30  pixels  11  are  formed  so  as  to  be  offset  in  the  lateral  di- 
rection  by  1/2  of  the  lateral  array  pitch  Px  of  the  pixels. 

Also,  in  this  example,  the  color  image  display  appa- 
ratus  is  shown.  A  color  filter  corresponding  to  the  three 
principle  colors  of  light  is  disposed  relative  to  each  pixel 

35  11  .  In  this  example,  each  pixel  11  is  lit  in  any  one  of  color 
light  rays  of  red  R,  green  G  and  blue  B.  In  this  case,  in 
each  row  of  the  pixels  11  ,  three  color  combinations  are 
arranged  so  as  to  be  repeated  as  R,  G,  B,  R,  G,  B,  ...  A 
pitch  of  the  same  color  pixels  in  the  lateral  direction  is 

40  indicated  by  PCx  (=3Px). 
Consequently,  in  each  row  in  every  two  rows,  the 

same  color  pixels  11  are  arranged  in  a  row  in  the  longi- 
tudinal  direction.  The  longitudinal  pitch  of  the  same  color 
pixels  in  every  two  rows  is  indicated  by  PCy  (=2Py).  Fur- 

45  thermore,  in  the  neighboring  rows,  the  positions  of  the 
same  color  pixels  are  arranged  so  as  to  be  offset  by  1/2 
pitch  of  the  array  pitch  PCx  of  the  same  color  in  the  lateral 
direction.  Namely,  the  same  color  lighting  pixels  are  ar- 
ranged  in  a  staggered  manner. 

so  A  diffuser  3,  in  which  an  optical  filter  surface  3A  is 
formed  on  one  surface  of  a  transparent  plate,  is  disposed 
between  the  surface  of  the  LCD  1  and  an  ocular  lens  4 
as  indicated  by  hatchings  in  Fig.  1  . 

It  is  possible  to  form  the  optical  filter  surface  3A  of  a 
55  diffraction  lattice.  In  this  example,  it  is  composed  of  a  mi- 

cro  prism  group  in  which  a  number  of  micro  prisms  are 
formed.  The  optical  filter  surface  3A  using  the  micro 
prism  group  will  first  be  explained. 
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Fig.  4  is  a  view  illustrating  a  pixel  shift  by  the  prism. 
In  Fig.  4,  numeral  13  denotes  the  prism  which  is  provided 
with  a  surface  1  5  (hereinafter  referred  to  as  an  angle  sur- 
face)  slanted  by  an  angle  p  (hereinafter  referred  to  as  a 
prism  angle)  relative  to  the  direction  perpendicular  to  a 
direction  of  the  optical  axis  14. 

The  light  emitted  from  the  pixel  11  is  introduced  into 
the  angle  surface  1  5  of  the  prism  1  3  at  an  incident  angle 
p\  (=p)  to  be  refracted  thereat  and  is  emitted  at  an  emer- 
gent  angle  po.  For  this  reason,  the  observer  sees  as  if 
the  light  is  emitted  from  a  position  shifted  by  a  shift 
amount  x  from  a  position  of  the  pixel  11  and  the  virtual 
image  is  obtained  at  the  shifted  position. 

In  this  case,  if  the  refractive  index  of  the  prism  is  n, 
the  following  equation  is  given: 

nusin)5i=sin)50  (1) 
Also,  if  the  distance  between  the  pixel  1  1  and  the  angle 
surface  1  5  is  represented  by  b,  the  shift  amount  x  is  given 
as  follows: 

x=butan()JO-)5i)  (2) 
since  J>i=f>, 

x=butan{sin-1  (nusinp)-)?}  (3) 
The  shift  amount  x  is  determined  irrespective  of  the  for- 
mation  pitch  of  the  prism.  Accordingly,  by  adjusting  the 
pitch  of  the  plurality  of  micro  prisms,  a  moire  effect 
caused  by  the  mesh  may  readily  be  suppressed. 

Fig.  3  is  an  enlarged  view  showing  a  part  of  anumber 
of  micro  prisms  formed  on  one  surface.  In  this  example, 
each  micro  prism  31  is  formed  to  have  three  kinds  of  an- 
gle  surfaces  32a,  32b  and  32c  in  the  lateral  direction  of 
the  display  surface  of  the  LCD  1  and  three  kinds  of  angle 
surfaces  32d,  32b  and  32e  in  the  longitudinal  direction 
thereof.  Thus,  the  three  kinds  angle  surfaces  are  formed 
in  the  lateral  and  longitudinal  directions  with  their  top  por- 
tion  of  a  pyramid  shape  being  flat. 

In  this  case,  the  light  from  the  single  pixel  of  the  LCD 
1  is  diffused  in  each  three  directions  of  the  lateral  direc- 
tion  and  the  longitudinal  direction  from  the  angle  surfac- 
es  of  the  three  kinds  of  prisms  in  the  longitudinal  direction 
and  the  lateral  direction  by  the  micro  prisms  31  ,  respec- 
tively.  Accordingly,  the  number  of  diffusion  of  the  image 
of  the  pixel  obtained  relative  to  the  single  pixel  is  3x3=9. 

Fig.  5  shows  a  state  where  the  number  of  the  shift 
images  corresponding  the  number  of  the  prism  angles 
different  in  images  of  the  single  pixel  are  formed.  Fig.  6 
is  an  enlarged  view  of  the  micro  prism  portion  shown  in 
Fig.  5.  In  this  example,  for  instance,  three-image  com- 
position  (three-pixel  diffusion)  is  realized  by  using  the  an- 
gle  surfaces  32a,  32b  and  32c  of  the  different  three  prism 
angles  in  the  lateral  direction.  Also,  it  is  shown  that  the 
angle  surfaces  of  the  same  sam  prism  angle  of  the  micro 
prism  group  are  focused  at  the  same  position  on  the  ret- 
ina. 

The  shift  image  is  formed  on  a  line  (dotted  line)  ob- 
tained  by  extending  the  emission  ray  from  the  angle  sur- 
face  of  the  micro  prism  on  the  pixel  side  (see  I,  II  and  III 
of  Figs.  5  and  6).  In  case  of  the  example  shown,  three 
kinds  of  the  shift  amounts  of  0,  x1  and  x2.  Accordingly, 

the  single  shift  image  may  be  thought  relative  to  the  sin- 
gle  angle  surface.  Then,  the  sight  angle  (stereo  angle) 
from  the  pixel  from  each  angle  surface  is  adjusted  and 
the  area  of  its  angle  surface  is  controlled  so  that  the  light 

5  intensity  (luminance  brightness)  of  the  shift  image  (dif- 
fused  image)  corresponding  to  each  angle  surface  may 
be  controlled. 

In  the  case  of  the  optical  filter  surface  using  the 
prism,  since  the  shift  images  may  be  obtained  by  the 

10  number  of  the  angle  surfaces  of  the  different  prism  an- 
gles  and  the  intensity  of  the  diffused  light  by  each  angle 
surface  is  determined  by  the  stereo  angle  of  its  angle 
surface,  it  is  possible  to  make  uniform  the  intensity  of  the 
plurality  of  diffusion  light  rays  by  controlling  the  stereo 

is  angle.  Then,  by  using  the  plurality  of  optical  filter  surfac- 
es,  the  structure  of  the  micro  prisms  may  be  simplified. 

Also,  as  described  later,  a  plurality  of  the  optical  filter 
surfaces  using  the  diffraction  lattice  and  the  optical  filter 
surfaces  using  the  micro  prism  group  are  overlapped  to 

20  thereby  obtain  the  desired  number  of  diffusions  and  dif- 
fusion  directions. 

The  pixel  diffusion  in  accordance  with  this  embodi- 
ment  will  now  be  described  in  comparison  with  the  con- 
ventional  example.  Fig.  7  shows  a  conventional  example 

25  in  which  the  three-pixel  diffusion  is  effected  in  the  X  axis 
direction  (lateral  direction)  in  the  pixel  array  pattern 
shown  in  Fig.  2.  This  corresponds  to  the  case  of  Figs. 
1  3A  and  1  3C. 

In  this  example,  if  the  pixel  aperture  width  in  the  shift 
30  direction  is  represented  by  A  as  described  above,  the 

shift  amount  S  and  the  pixel  mask  interval  M  in  this  case 
are  given  by: 

S=PCx/3 
M=S-A 

35  When  the  diffusion  number  is  n,  the  equation  is  given  as 
follows: 

PCx-S(n-1)  =  A+M  (4) 
Then,  conventionally,  the  diffusion  number  n  and  the  shift 
amount  S  are  determined  so  that  M=0  is  established. 

40  In  contrast,  in  this  embodiment,  the  diffusion  number 
n  and  the  shift  amount  SS  are  determined  so  that  the 
pixel  mask  interval  is  about  the  interval  Mlvl  correspond- 
ing  to  the  recognizable  limit  view  field  (predetermined 
recognizable  limit  view  field)  of  the  observer  whose  sight 

45  is  predetermined.  For  example,  in  this  example,  the  ob- 
server  whose  sight  is  1  .0  is  determined  in  advance.  Fig. 
8  is  a  view  showing  an  example  in  the  case  where  the 
threepixel  diffusion  in  the  X  axis  direction  (lateral  direc- 
tion)  is  effected  under  the  same  conditions  as  those  of 

so  the  conventional  example  shown  in  Fig.  7. 
In  this  embodiment,  in  view  of  the  fact  that  the  pixel 

vignetting  is  generated  due  to  aberrations  of  the  lens  and 
this  would  be  sensitive  for  the  observer,  the  pixel  vignet- 
ting  is  considered.  In  this  case,  it  is  assumed  that  the 

55  pixel  vignetting  is  generated  by  B/2  on  both  sides  of  the 
shift  direction,  and  the  pixel  vignetting  of  B  in  total  is  gen- 
erated  with  respect  to  the  single  pixel.  Accordingly,  as 
shown  in  Fig.  8,  the  edge  spread  amounts  are  amounts 
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E1'  and  E2'  which  are  greater  by  half  the  vignetting  B 
than  the  edge  spread  amounts  E1  and  E3  of  the  conven- 
tional  case  shown  in  Fig.  7. 

As  is  apparent  from  Fig.  8,  the  pixel  shift  amount  SS 
in  case  of  this  example  is  given  as  follows: 

SS=(PCx-A-B-MM)/2  (5) 
=S-(MM+B-M)/2  (6) 

This  means  that  the  shift  amount  is  somewhat  sup- 
pressed  more  than  the  conventional  shift  amount  S  cor- 
responding  to  the  width  MM  due  to  the  recognizable  limit 
view  angle  and  the  contribution  of  the  spread  width  B  to 
the  pixel. 

The  equation  (2)  is  given  by  the  general  equation 
using  the  diffusion  number  n: 

PCx-SS(n-1)=A+B+MM  (7) 
Therefore,  from  equations  (1)  and  (4), 

SS=S-(MM+B-M)/(n-1)  (8) 
Namely,  in  this  example,  also  in  view  of  the  pixel  vi- 

gnetting  B,  the  pixel  diffusion  number  n  and  the  pixel  dif- 
fusion  shift  amount  SS  by  the  optical  filter  surface  3A  are 
set  so  that  the  pixel  mask  interval  is  the  width  Mlvl  cor- 
responding  to  the  recognizable  limit  view  angle. 

Thus,  in  the  apparatus  as  the  example  shown  in  Fig. 
1  ,  for  example,  the  observer  observes  the  enlarged  im- 
age  (virtual  image),  of  the  display  image  on  the  LCD  1  , 
focused  behind  the  LCD  1  by  the  lens  4.  Since  on  the 
focused  image  face  of  the  enlarged  image,  the  optical 
filter  surface  3A  of  the  diffuser  3  is  designed  to  meet  the 
foregoing  conditions  (5)  to  (8),  the  pixel  mask  interval  is 
generated  on  the  focusing  surface  by  the  width  MMa 
(MM  x  magnification)  corresponding  to  the  recognizable 
limit  view  angle  and  the  focusing  operation  may  readily 
be  attained. 

In  a  form  of  the  image  display  apparatus,  the  appa- 
ratus  may  be  not  only  of  the  type  in  which  the  image  en- 
larged  by  the  lens  as  in  the  example  shown  in  Fig.  1  is 
focused  as  a  virtual  image  behind  the  LCD  1  ,  but  also  of 
the  type  in  which  LCD  1  may  be  directly  observed.  In  this 
case,  the  focal  surface  and  the  display  surface  of  the 
LCD  1  are  identical  to  each  other. 

Furthermore,  as  shown  in  Fig.  9,  this  invention  may 
be  applied  to  a  projection  type  image  display  apparatus. 
Namely,  an  LCD  1  ,  a  back  light  member  2  and  an  optical 
filter  3  constitute  a  projection  original  image  display  sec- 
tion  6,  the  display  image  of  the  LCD  1  is  enlarged  and 
projected  on  a  screen  8  by  a  lens  7,  and  the  observer  5 
at  a  position  away  from  the  screen  8  by  a  distance  D 
(meters)  may  observe  the  projected  image  on  the 
screen.  As  shown,  in  this  case,  the  micro  prisms  of  the 
filter  surface  3A  of  the  optical  filter  3  are  formed  so  that 
the  pixel  mask  interval  is  MMa  on  the  screen  8. 

From  Fig.  9,  if  the  recognizable  limit  view  angle  is 
represented  by  NO,  the  gas  MMa  corresponding  to  the 
above-described  recognizable  limit  view  angle  on  the  fo- 
cal  plane  is  given  as  follows: 

MMa=N0  x  D  (9) 
If  the  image  magnification  is  K,  the  pixel  mask  inter- 

val  MM  on  the  optical  filter  surface  3A  is  given  as  follows: 

M  790A2  10 

MM=N0  x  D/K  (10) 
As  methods  for  more  reducing  the  shift  amount  SS 

than  the  shift  amount  S  upon  the  completely  mesh  can- 
celing  operation  and  making  the  pixel  mask  interval  the 

5  width  MM  corresponding  to  the  recognizable  limit  view 
angle  of  the  observer,  with  reference  to  Fig.  4,  there  are 
the  following  methods: 

a  method  for  changing  the  prism  angle  p  of  the  an- 
gle  surface  15  without  changing  a  distance  b  between 

10  the  pixel  1  1  and  the  angle  surface  1  5  of  the  micro  prism; 
a  method  reducing  the  pixel  diffusion  number  n 

more  than  the  conventional  number;  and 
a  method  for  changing  (shortening)  the  distance  b 

between  the  pixel  1  1  and  the  angle  surface  1  5  of  the  mi- 
's  cro  prism. 

A  simulation  of  a  wire  frame  image  will  be  explained 
with  respect  to  a  two-dimensional  pixel  diffusion  exam- 
ple. 

Figs.  1  0A  and  1  0B  show  a  conventional  case  where 
20  the  pixel  diffusion  shift  is  effected  so  that  the  mesh  is 

completely  canceled.  Figs.  11  A  and  11  B  show  a  case 
where  the  pixel  diffusion  shift  is  carried  out  in  accordance 
with  one  embodiment  of  this  invention. 

Figs.  10A  and  11  A  show  two-dimensional  pattern 
25  (only  the  same  color  pixels  in  case  of  the  color  display 

device)  which  is  an  original  pixel  pattern  of  a  display  de- 
vice  of  a  mosaic  pixel  array. 
In  Figs.  10A  and  11  A,  there  is  shown  a  case  where  red 
pixel  R,  green  pixel  G  and  blue  pixel  B  are  arranged  in 

30  p  in  the  lateral  direction,  and  only  the  same  color  pixels 
are  lit.  Also,  it  is  understood  from  this  that  the  non-lighting 
portion  is  in  the  form  of  a  letter  V  and  how  the  oblique 
edge  is. 

The  width  Lx  in  the  X  axis  direction  and  the  width  Ly 
35  in  the  Y  axis  direction  of  the  aperture  portion  of  each  pixel 

are: 
Lx=17.5aem  and  Ly=60.0aem. 

The  width  Gx  in  the  X  axis  direction  and  the  width  Gy  in 
the  Y  axis  direction  of  the  pixel  are: 

40  Gx=35.0aem  and  Gy=85.0aem. 
the  pixel  (same  color  pixel)  cycle  PCx  in  the  X  axis  di- 
rection  and  the  pixel  (same  color  pixel)  cycle  PCy  in  the 
Y  axis  direction  are: 

PCx=105aem  and  PCy=170aem. 
45  The  oblique  direction  of  the  pixel  array  is  a  direction  of 

)jc=58.30  relative  to  the  X  axis  direction. 
Fig.  10B  shows  a  case  where  the  pixel  diffusion  is 

effected  to  each  pixel  of  the  pixel  pattern  shown  in  Fig. 
10A  so  that  the  portion  of  mesh  is  completely  canceled. 

so  In  this  example,  the  threepixel  diffusion  is  effected  to 
each  pixel  in  an  oblique  direction  of  p~\=450  relative  to 
the  X  axis  direction  (lateral  direction),  and  in  addition,  the 
three-pixel  diffusion  is  effected  in  an  oblique  direction 
perpendicular  to  the  former  oblique  direction  so  that  the 

55  nine-pixel  diffusion  is  effected  in  total.  In  case  of  the  ex- 
ample  of  Fig.  10B,  the  oblique  shift  amount,  i.e.,  the  con- 
ventional  shift  amount  is  24.8aem. 

Fig.  1  1  B  shows  a  case  where  the  nine-pixel  diffusion 
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is  effected  in  the  same  direction,  and  the  pixel  mask  in- 
terval  is  generated  by  the  width  Mlvl  corresponding  to  the 
recognizable  limit  view  angle  between  the  neighboring 
pixels  after  the  diffusion.  For  example,  in  the  case  where 
the  observation  distance  D  is  1  .8m  and  the  sight  is  de- 
termined  as  1  .0  in  advance,  since  the  recognizable  limit 
view  angle  is  one  minute,  the  pixel  shift  amount  SS  is 
15.0aem  from  the  equation  (5)  assuming  that  the  pixel 
vignetting  width  B=9.5aem  and  M=0. 

From  Fig.  11B,  in  this  embodiment,  the  pixel  mask 
interval  (black  portion)  is  generated  between  the  neigh- 
boring  pixels  i  the  display  image  after  the  pixel  diffusion, 
and  it  is  understood  that  the  focusing  may  readily  be  at- 
tained  with  reference  to  this. 

Figs.  10  and  11  are  different  in  the  oblique  direction 
of  the  pixel  array  and  the  shift  direction.  Of  course,  the 
same  oblique  direction  and  shift  amount  may  be  used. 
Also,  the  pixel  shift  directions  is  not  limited  to  the  mutual 
perpendicular  directions. 

Also,  although  a  single  optical  filter  surface  is  used 
in  the  example  shown  in  Fig.  1  ,  it  is  easy  to  increase  the 
number  of  the  pixels  by  providing  a  plurality  of  optical 
filter  surfaces  on  the  overall  surface  of  the  LCD  1  . 

Fig.  1  2  shows  an  embodiment  corresponding  to  the 
above  case.  In  this  example,  two  optical  filter  surfaces 
30a  and  30b  are  arranged  between  the  display  surface 
of  the  LCD  1  and  the  ocular  lens  4  so  that  they  overlap 
each  other.  Namely,  as  indicated  by  hatching,  the  optical 
filter  surfaces  30a  and  30b  are  formed  in  two  surfaces  in 
parallel  with  each  other  and  confronting  the  transparent 
plate  to  form  a  diffuser  30. 

Each  of  the  optical  surfaces  30a  and  30b  may  be 
formed  of  the  above-described  micro  prism  group  or  may 
be  formed  of  a  diffraction  lattice.  Also,  one  of  the  optical 
filter  surface  may  be  formed  of  the  diffraction  lattice  and 
the  other  optical  filter  surface  may  be  formed  of  the  micro 
prism  in  combination. 

The  following  applications  herein  incorporated  by 
reference  are  filed  by  the  present  assignee  as  the  dis- 
closure  relevant  to  the  present  invention: 

Japanese  Patent  Application  Nos.  Hei  04-306003 
(filed  on  October  1  9,  1  993),  Hei  05-01  6955  (filed  on  Jan- 
uary  7,  1  993)  and  Hei  05-1  96973  (filed  on  July  1  4,  1  993) 
each  of  which  US  applications  are  now  pending  for  ex- 
amination  on  merit. 

Claims 

1  .  An  image  display  apparatus  comprising: 
a  display  device  (1)  having  an  image  pattern 

in  a  mosaic  pattern;  and 
an  optical  filter  surface  (3A)  disposed  on  a 

front  face  of  said  display  device  for  diffusing  each 
pixel  of  said  display  device  into  plurality  of  parts  by 
utilizing  diffraction  or  refraction, 

wherein  said  optical  filter  surface  performs  the 
pixel  diffusion  so  that  the  angle  of  vision  of  a  gap 

which  does  not  pass  light  between  the  neighboring 
pixels  (11)  after  pixel  diffusion,  as  viewed  from  the 
observer  on  the  focal  plane  on  which  the  image  dis- 
played  by  said  display  device  is  observed  by  an 

5  observer  (5)  is  substantially  a  predetermined  recog- 
nizable  limit  view  angle  of  the  observer. 

2.  The  image  display  apparatus  according  to  claim  1  , 
wherein  said  display  device  is  a  display  device  (1) 

10  for  a  color  image,  and  the  gap  is  a  gap  which  does 
not  pass  color  light  corresponding  to  the  subject 
pixel  (11)  between  the  neighboring  pixels  after  the 
pixel  diffusion  with  the  same  color  pixel. 

is  3.  The  image  display  apparatus  according  to  claim  1  , 
wherein  a  display  image  of  said  display  device  is 
focused  on  a  screen  through  said  optical  filter  sur- 
face  (3A)  and  its  projection  image  on  the  screen  is 
observed  by  the  observer,  and 

20  said  optical  filter  surface  performs  the  pixel  dif- 
fusion  so  that  a  sight  angle,  of  the  gap,  as  viewed 
from  the  observer  (5)  on  the  focal  plane  on  which 
the  image  displayed  by  said  display  device  is 
observed  by  a  predetermined  observer  is  substan- 

25  tially  a  recognizable  limit  view  angle  of  the  observer 
(5). 

4.  The  image  display  apparatus  according  to  claim  1  , 
wherein  a  pixel  diffusion  shift  amount  SS  to  be 

30  sought  on  the  focal  plane  is  given  as  follows: 
SS=S-(MM+B-M)/(n-1) 

where  S  is  the  pixel  diffusion  shift  amount  when  the 
sight  angle  of  the  gap  is  zero,  n  is  the  pixel  diffusion 
number,  A  is  the  pixel  aperture  width  in  the  pixel  shift 

35  direction,  P  is  the  pixel  pitch  (same  color  pixel  pitch 
in  case  of  color)  in  the  pixel  shift  direction,  and  B  is 
the  spread  width  of  an  image  vignetting,  and  where 
S=P/n,  M=S-A,  and  MM=(observer's  recognizable 
limit  view  angle)x(distance  between  the  observer 

40  and  the  focal  plane). 

5.  The  image  display  apparatus  according  to  claim  2, 
wherein  a  display  image  of  said  display  device  (1  )  is 
focused  on  a  screen  through  said  optical  filter  sur- 

45  face  and  its  projection  image  on  the  screen  is 
observed  by  the  observer,  and 

said  optical  filter  surface  performs  the  pixel  dif- 
fusion  so  that  a  sight  angle,  of  the  gap,  as  viewed 
from  the  observer  on  the  focal  plane  on  which  the 

so  image  displayed  by  said  display  device  is  observed 
by  a  predetermined  observer  is  substantially  a  rec- 
ognizable  limit  view  angle  of  the  observer. 

6.  The  image  display  apparatus  according  to  claim  1  , 
55  wherein  a  pixel  diffusion  shift  amount  SS  to  be 

sought  on  the  focal  plane  is  given  as  follows: 
SS=S-(MM+B-M)/(n-1) 

where  S  is  the  pixel  diffusion  shift  amount  when  the 
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sight  angle  of  the  gap  is  zero,  n  is  the  pixel  diffusion 
number,  A  is  the  pixel  aperture  width  in  the  pixel  shift 
direction,  P  is  the  pixel  pitch  (same  color  pixel  pitch 
in  case  of  color)  in  the  pixel  shift  direction,  and  B  is 
the  spread  width  of  an  image  vignetting,  and  where  s 
S=P/n,  M=S-A,  and  MM=(observer's  recognizable 
limit  view  angle)x(distance  between  the  observer 
and  the  focal  plane). 

7.  A  filter  (3,  3A)  for  an  image  display  apparatus  (1)  10 
comprising: 

a  display  device  having  an  image  pattern  in  a 
mosaic  pattern;  and 

an  optical  filter  surface  (3A)  disposed  on  a 
front  face  of  said  display  device  for  diffusing  each  15 
pixel  of  said  display  device  into  plurality  of  parts  by 
utilizing  diffraction  or  refraction, 

wherein  said  optical  filter  surface  performs  the 
pixel  diffusion  so  that  a  sight  angle,  of  a  gap  which 
does  not  pass  light  between  the  neighboring  pixel  20 
(11)  after  the  pixel  diffusion,  as  viewed  from  the 
observer  on  the  focal  plane  on  which  the  image  dis- 
played  by  said  display  device  is  observed  by  an 
observer  is  substantially  a  predetermined  recogniz- 
able  limit  view  angle  of  the  observer.  25 

8.  The  filter  according  to  claim  7,  wherein  said  display 
device  (1  )  is  a  display  device  for  a  color  image,  and 
the  gap  is  a  gap  which  does  not  pass  color  light  cor- 
responding  to  the  subject  pixel  (11)  between  the  30 
neighboring  pixels  after  the  pixel  diffusion  with  the 
same  color  pixel. 

9.  The  filter  according  to  claim  7,  wherein  a  display 
image  of  said  display  device  is  focused  on  a  screen  35 
through  said  optical  filter  surface  (3A)  and  its  projec- 
tion  image  on  the  screen  is  observed  by  the 
observer,  and 

said  optical  filter  surface  performs  the  pixel  dif- 
fusion  so  that  a  sight  angle,  of  the  gap,  as  viewed  40 
from  the  observer  on  the  focal  plane  on  which  the 
image  displayed  by  said  display  device  is  observed 
by  a  predetermined  observer  is  substantially  a  rec- 
ognizable  limit  view  angle  of  the  observer  (5). 

45 
10.  The  filter  according  to  claim  7,  wherein  a  pixel  diffu- 

sion  shift  amount  SS  to  be  sought  on  the  focal  plane 
is  given  as  follows: 

SS=S-(MM+B-M)/(n-1) 
where  S  is  the  pixel  diffusion  shift  amount  when  the  so 
sight  angle  of  the  gap  is  zero,  n  is  the  pixel  diffusion 
number,  A  is  the  pixel  aperture  width  in  the  pixel  shift 
direction,  P  is  the  pixel  pitch  (same  color  pixel  pitch 
in  case  of  color)  in  the  pixel  shift  direction,  and  B  is 
the  spread  width  of  an  image  vignetting,  and  where  55 
S=P/n,  M=S-A,  and  MM=(observer's  recognizable 
limit  view  angle)x(distance  between  the  observer 
and  the  focal  plane). 

11.  The  filter  according  to  claim  8,  wherein  a  display 
image  of  said  display  device  is  focused  on  a  screen 
through  said  optical  filter  surface  (3A)  and  its  projec- 
tion  image  on  the  screen  is  observed  by  the 
observer,  and 

said  optical  filter  surface  performs  the  pixel  dif- 
fusion  so  that  a  sight  angle,  of  the  gap,  as  viewed 
from  the  observer  on  the  focal  plane  on  which  the 
image  displayed  by  said  display  device  is  observed 
by  a  predetermined  observer  (5)  is  substantially  a 
recognizable  limit  view  angle  of  the  observer. 

12.  The  filter  according  to  claim  11  ,  wherein  a  pixel  dif- 
fusion  shift  amount  SS  to  be  sought  on  the  focal 
plane  is  given  as  follows: 

SS=S-(MM+B-lv1)/(n-1) 
where  S  is  the  pixel  diffusion  shift  amount  when  the 
sight  angle  of  the  gap  is  zero,  n  is  the  pixel  diffusion 
number,  A  is  the  pixel  aperture  width  in  the  pixel  shift 
direction,  P  is  the  pixel  pitch  (same  color  pixel  pitch 
in  case  of  color)  in  the  pixel  shift  direction,  and  B  is 
the  spread  width  of  an  image  vignetting,  and  where 
S=P/n,  M=S-A,  and  MM=(observer's  recognizable 
limit  view  angle)x(distance  between  the  observer 
and  the  focal  plane). 
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