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Description

BACKGROUND

Technical Field

[0001] The present invention is directed towards web
handling apparatus and, more particularly to a web han-
dling apparatus that is designed for use with web mate-
rials having sides with differing properties.

Background Information

[0002] Web splicers are well known in the art. Gener-
ally, these splicers have a running web roll and a ready
web roll. Web from the running roll is conducted through
a splicing head into a web accumulator and then to a
downstream web consuming apparatus, such as a bag
making machine. When the ready roll is about to expire,
a splice sequence is initiated which decelerates and
stops the running web at the splicing head, splices the
already prepared leading end of the ready web to the
now stationary running web and separates the spliced
segment of the running web from its substantially empty
roll core, following which the ready web is brought up to
line speed. During this splice sequence, web is drawn
from the accumulator to feed the web consuming ma-
chine so that there is no interruption in the web supply
to that machine. The web material typically has registra-
tion marks to enable a splice to occur in registration, i.e.,
with a pattern on the web material aligning between the
running roll and the ready roll. After splicing, the accu-
mulator is refilled with web from the ready roll and the
empty roll is replaced with a fresh roll which then be-
comes the ready roll for the next splice sequence.
[0003] In many applications, the web material may
have two distinct sides, e.g., an A side and a B side. For
example, the A side may be a printed side and the B side
is a non-printed side. The non-printed side (side B) may
be compatible with heat sealing, while the printed side
(side A) may have an unacceptably high heat-sealing
failure rate (e.g., 50%) if that side is used in a heat-sealing
process. A noted disadvantage of current web splicers
is that they cannot ensure that the same sides of the
running web and the ready web are spliced together for
each splice. Oftentimes, a first splice will be side A to
side A, while the next splice will be side B to side B, before
reverting to side A and side A, etc.
[0004] If a particular web material has a high failure
rate for one side when heat sealed, the use of conven-
tional splicers may produce an overall failure rate that is
not acceptable in modern commercial applications. Al-
ternatively, stopping a running process to manually align
and splice a new roll using splicing tape across the web,
and possibly over the edges of the material, is similarly
unacceptable in modern commercial applications.

SUMMARY

[0005] The disadvantages of the prior art are overcome
by providing a system and method for aligning and joining
the same sides of two web material whose sides have
differing properties, e.g., a heat sealable side and a non-
heat sealable side. In an exemplary embodiment imple-
mented in a web splicer, while an upper roll is running,
an operator prepares the lower roll and initiates a splicing
operation. A vertical cylinder is actuated that clamps and
cuts the upper web material across a knife, after which
the upper roll is rewound to remove material upstream
of the cut. A horizontal cylinder is actuated to clamp the
upper web material to a horizontal surface after which
the vertical cylinder is actuated to move out of the web
path. A pusher cylinder is then extended that aligns the
upper web material with the prepared lower web material.
The action of which results in the upper web material
reversing orientation and presenting similar sides of the
upper and lower web materials into contact with each
other. A splice nip cylinder is extended that forces the
web materials into contact at a point where a heating wire
is activated to bond the two webs. The pusher cylinder
and splice nip cylinder are then retracted, after which the
lower roll begins feeding a downstream process. An ad-
ditional cylinder on the lower preparation surface is then
actuated to remove any scrap material that may have
adhered to the heating wire during the bonding process.
[0006] When the upper roll is to be spliced to a running
lower roll, the upper roll material is set by an operator
before initiating the splicing operation. The nip splice cyl-
inder is extended to cause the two webs into contact be-
fore being sealed by the heating wire. Once the nip splice
cylinder is removed, the upper roll feeds the downstream
process and the lower web material may be rewound.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] The above and further advantages of the
present invention are described in connection with the
accompanying drawings in which like reference numer-
als indicate identical or functionally similar elements, of
which:

Fig. 1 is a flowchart detailing the steps of a procedure
for aligning and joining the same sides of two web
materials in accordance with an illustrative embodi-
ment of the present invention;
Fig. 2 is a cross-section of an exemplary splicing
apparatus for aligning and joining the same sides of
two web materials in accordance with an illustrative
embodiment of the present invention;
Fig. 3 is a cross-section of an exemplary splicing
apparatus for aligning and joining the same sides of
two web materials in accordance with an illustrative
embodiment of the present invention;
Fig. 4 is a cross-section of an exemplary splicing
apparatus for aligning and joining the same sides of
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two web materials in accordance with an illustrative
embodiment of the present invention;
Fig. 5 is a cross-section of an exemplary splicing
apparatus for aligning and joining the same sides of
two web materials in accordance with an illustrative
embodiment of the present invention;
Fig. 6 is a cross-section of an exemplary splicing
apparatus for aligning and joining the same sides of
two web materials in accordance with an illustrative
embodiment of the present invention;
Fig. 7 is a cross-section of an exemplary splicing
apparatus for aligning and joining the same sides of
two web materials in accordance with an illustrative
embodiment of the present invention;
Fig. 8 is a cross-section of an exemplary splicing
apparatus for aligning and joining the same sides of
two web materials in accordance with an illustrative
embodiment of the present invention;
Fig. 9 is a cross-section of an exemplary splicing
apparatus for aligning and joining the same sides of
two web materials in accordance with an illustrative
embodiment of the present invention;
Fig. 10 is a cross-section of an exemplary splicing
apparatus for aligning and joining the same sides of
two web materials in accordance with an illustrative
embodiment of the present invention; and
Fig. 11 is a cross-section of an exemplary splicing
apparatus for aligning and joining the same sides of
two web materials in accordance with an illustrative
embodiment of the present invention.

DETAILED DESCRIPTION OF AN ILLUSTRATIVE EM-
BODIMENT

[0008] Fig. 1 is a flowchart detailing the steps of a pro-
cedure 100 for aligning the same sides of two web ma-
terials whose sides have differing properties in accord-
ance with an illustrative embodiment of the present in-
vention. Illustratively, the invention is illustrated and de-
scribed as part of a heat sealing splicing operation to
heat seal the same sides of web materials together. How-
ever, it should be noted that the principles of the present
invention may be utilized in any operation where it is de-
sirable to ensure that the same sides of two web materials
are aligned. Therefore, the description of an illustrative
heat-sealing splicing operation should be taken as ex-
emplary only. Figs. 2-11 are exemplary cross-sectional
views of an exemplary splicing apparatus that illustrate
the arrangement of various components as the steps of
procedure 100 are performed in accordance with an il-
lustrative embodiment of the present invention. It should
be noted that the principles of the present invention may
be implemented in alternative arrangements. Therefore,
the description of various components should be taken
as exemplary only.
[0009] Illustratively, procedure 100 begins in an exem-
plary environment in which an upper roll of web material
is currently being fed and a lower roll of web material

needs to be spliced into operation. Procedure 100 also
covers the corresponding splicing of an upper roll onto a
running lower roll, beginning at step 165 below. As will
be appreciated by those skilled in the art, procedure 100
may be illustratively performed a plurality of times repeat-
edly in operation as upper and lower rolls are replaced
over and over while the line is in operation. A noted ad-
vantage of the present invention is that the splicing op-
erations enable the same side of materials, e.g., a heat-
sealable side, to be sealed together. Exemplary proce-
dure 100 is described and illustrated as being directed
towards an apparatus that utilizes an upper and a lower
roll of web material. However, it should be noted that in
alternative embodiments of the present invention, differ-
ent arrangements of rolls of web material may be utilized.
Therefore, the description of an upper roll and a lower
roll of web material should be taken as exemplary only.
[0010] The procedure 100 begins in step 105 continues
to step 110 where a lower roll of web material is prepared
for splicing. As noted, procedure 100 assumes that the
initial state is that the upper roll is currently feeding a
downstream process and that the ready roll is the lower
roll. Should the lower roll be currently feeding the down-
stream process, the procedure would begin in step 165,
described further below, which describes splicing the up-
per roll onto the running lower roll.
[0011] This preparation of the lower roll is shown in
relation to Fig. 2, which illustrates a cross-sectional view
200 of an exemplary splicing apparatus that implements
same side sealing in accordance with an illustrative em-
bodiment of the present invention. View 200 illustrates
the web material 205 coming from the upper roll. Illustra-
tively, the upper web material 205 is shown as having a
solid line 205A, which is representative of a printed side
of web material and non-printed side 205B, which is
shown as a dashed line in the figures. Similarly, lower
web material’s sides are shown as 210A and 210B. It
should be noted that the upper web material 205 and
lower web material 210 are illustrated as two parallel lines
for illustrative purposes to be able to differentiate a print-
ed and non-printed side. It should be noted that accord-
ance with alternative embodiments of the present inven-
tion, the printed and/or non-printed sides of web material
may have two different sides that may or may not be a
printed and non-printed side. More generally, web mate-
rial side 205A corresponds to the same side of lower web
material side 210A, while upper web side 205B corre-
sponds to lower web material side 210B. In accordance
with alternative embodiments of the present invention,
any differentiation between the A and B sides may be
seen in operation. Therefore, the description of printed
and non-printed sides should be taken as exemplary on-
ly. The principles of the present invention ensure that the
same sides of web material are aligned together in a con-
sistent manner regardless of which roll is currently run-
ning. This enables an operation, e.g., a splicing and heat-
sealing operation to be performed on the same sides of
the web materials. In the examples shown in Figs. 2-11,
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the B sides are to be sealed together. However, as will
be appreciated by those skilled in the art, by reversing
the material on the rolls, the A sides may be sealed in
alternative embodiments of the present invention. There-
fore, the description of the B sides being sealed together
to be taken as exemplary only.
[0012] Exemplary web material coming from the upper
roll 205 traverses a plurality of idlers 215B, C, D, E before
heading to a downstream process (not shown). In ac-
cordance with an illustrative embodiment, the down-
stream process may comprise of an accumulator (not
shown) as is well known to those skilled in the art. The
accumulator may store lengths of the web material to
feed further downstream process apparatus. Further, the
accumulator may also provide tension on web material
as it is heading through the splicing apparatus in accord-
ance with illustrative embodiments of the present inven-
tion. As described below, the accumulator may permit
web material to be rolled back into the splicing apparatus
during operation of the splicing procedure.
[0013] Lower web material 210 enters from a lower roll
into a moveable drawer 220 that has been opened to-
wards an operator. In operation, an operator will align
the lower web material 210 in the drawer 220, typically
using registration points so that the splice will be in reg-
istration with the upper web material 205. An idler 215 is
located to support the lower web material 210 when the
drawer 220 is inserted into the splicing apparatus, as
described further below.
[0014] Once the lower roll web material has been pre-
pared, the drawer is then closed with the lower roll web
material in step 115. This is shown is Fig. 3, which illus-
trates an exemplary cross-sectional view 300 of the splic-
ing apparatus. As can be seen in view 300, the drawer
220 has been inserted, represented by arrow 305, into
the apparatus causing the lower web material to engage
the idler 215A. The lower web material 210 is now in
position for the splicing operation to be performed. Typ-
ically, an operator may activate the splicing operation
that is automated by the splicing apparatus.
[0015] In step 120, a vertical cylinder 415 is actuated
to clamp and cut the upper web 205. This is shown in
exemplary Fig. 4 as the vertical cylinder 415 is extended
to push the upper web material 205 so that it may be
clamped by clamp 405 and cut by knife 410. It should be
noted that Fig. 4 illustrates the vertical cylinder 415 being
extended; however, it is expressly contemplated that in
alternative embodiments of the present invention, the
vertical cylinder may be retracted. Therefore, the term
actuated is used herein to mean extended, retracted, ro-
tated, etc. Illustratively, the knife 410 is stationary and
cuts the web material 205 as the vertical cylinder 410
presses the web material across the blade of the knife
410. In accordance with alternative embodiments of the
present invention, the knife 410 may be actuated so that
it moves to engage the web material. Further, as will it
be appreciated by those skilled in the art, alternative cut-
ting mechanisms may be utilized other than a stationary

knife 410 in accordance with alternative embodiments of
the present invention. Therefore, the description of the
use of a stationary knife 410 to cut the upper web material
205 should be taken as exemplary only.
[0016] Then, in step 125, the upper roll is rewound to
remove the web upstream of the knife 410. Additionally,
the horizontal cylinder is actuated in step 130. This is
illustrated in Fig. 5 which shows that the upper web ma-
terial is rewound, denoted by arrow 515, towards the up-
per roll. The remainder of the upper web material 205
remains clamped by both the vertical and horizontal cyl-
inders at locations 405, 505. Once the upper roll has been
rewound, the upper roll may be replaced with a new roll
of material to be used in a future splicing operation.
[0017] The vertical cylinder is then actuated again in
step 135. The web material 205 remains clamped by the
horizontal cylinder 505 as seen in Fig. 6. At this point, a
section of waste material hangs beneath the horizontal
cylinder clamp 505.
[0018] The pusher cylinder 705 is actuated in step 140.
As the pusher cylinder 705 is actuated, the upper web
material 205 is still clamped at clamp 505. The actuation
of the pusher cylinder 705 causes material to be drawn
from the downstream process, e.g., an accumulator, so
that the upper web material is extended to be in alignment
with a splice nip cylinder and over a heating wire 710 as
shown in Fig. 7. Illustratively, the pusher cylinder 705 is
actuated so that a portion of the upper web material 205
is in alignment with lower web material 210 in alignment
with a heating wire 710.
[0019] The splice nip cylinder 805 is then actuated to
cause the two webs (upper roll and lower roll) to come
into contact with each other in step 145. The heating wire
710 is then activated to bond the two webs in step 150.
This is illustrated in exemplary Fig. 8 which shows the
upper web material 205 being forced into contact with
the lower web material 210 by the splice nip cylinder 805.
The materials come into contact at the location of the
heating wire 710. It should be noted that while the present
invention discloses the use of a heating wire 710 to per-
form the sealing/splicing operation, in accordance with
alternative embodiments of the present invention other
techniques to splice the upper and lower webs may be
utilized. Therefore, the description of heating wire 710
should be taken as exemplary only. More generally, the
principles of the present invention may be utilized by any
operation that requires the same sides of two web ma-
terials to be in contact with each other. While this de-
scription is written in terms of being implemented in a
web splicer, the principles of the present invention may
be implemented in other machines. Therefore, the de-
scription of use in a web splicer should be taken as ex-
emplary only.
[0020] Further, as noted above, the lower web has
been prepared so that it may be in registration with the
upper web at the point of heating. This ensures that print-
ed material, such as that printed on sides 205B and 210B
are in alignment/registration so that after the splicing op-
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eration, the web will be continuous as it proceeds to the
downstream. This registration works to ensure that print-
ed material is continuous on the spliced web and that no
breaks occur in the printed design. It should be noted
that in alternative embodiments of the present invention,
splices may not be performed in registration. Therefore,
the description of splicing occurring in registration should
be taken as exemplary only.
[0021] The splice nip cylinder is actuated as well as
the pusher cylinder in step 155. This actuation is illus-
trated in Fig. 9 by arrow 910 showing the direction of
movement of the splice nip cylinder and by arrow 920
showing the direction of movement of the pusher cylin-
der. As this point, the lower roll is feeding the apparatus
and the lower web material 210 is flowing from the lower
roll over idlers 215A, C, D, E to the downstream process
in the direction of arrow 915.
[0022] The lower prep cylinder 1005 is actuated to re-
move the scrap web in step 160. The scrap web may be
remnants of the web that was stuck to the heating wire
after the previous splicing operation. The operator pre-
pares the upper web in step 165. This can be seen in
view 1000 (Fig. 10) where the upper web material 205
has been extended into the apparatus and clamped
1010.
[0023] The splice nip cylinder is then actuated to cause
the two webs to come into contact with each other at the
heating wire in step 170. The heat wire is activated to
seal the two webs together in step 175. This is illustrated
in Fig. 11 that shows the two webs being joined by the
heating wire 710.
[0024] The splice nip cylinder is actuated in step 180.
Once the splice nip cylinder has been actuated, the upper
roll may then be fed onto the downstream process as
operation continues. As the accumulator or other down-
stream process exerts tension to the upper roll web ma-
terial, the cross-sectional view of the exemplary appara-
tus will transition from that shown in Fig. 11 to that shown
in Fig. 2. The lower roll could then be replaced for a future
splicing operation to allow the manufacturing process to
continue. During normal operation, an operator would
initiate procedure 100 again to continue the process.
[0025] The procedure 100 then completes in step 185.
As noted above, exemplary procedure 100 identifies the
steps to perform both a transition from an upper roll to a
lower roll, as well as the transition from a running lower
roll to a ready upper roll. In operation, procedure 100 will
be repeated a plurality of times during operation of the
splicing apparatus. As will be appreciated by those skilled
in the art, conventional or modern web material process-
es often run uninterrupted for substantial periods of time.
By utilizing the teachings of the present invention, rolls
may be spliced to each other in a manner to ensure that
the same sides of materials are sealed to each other,
thereby obviating noted disadvantages of having dissim-
ilar sides sealed together.
[0026] It should be noted that various components
have been described as being actuated. While the figures

and description may depict a particular direction of move-
ment, it is expressly contemplated that in alternative em-
bodiments, the direction of movement may vary. There-
fore, the term actuated should be interpreted broadly to
include any direction of movement, including non-linear
motions.
[0027] The present invention has been described in
accordance with various illustrative embodiments. How-
ever, it is expressly contemplated that the principles of
the present invention may be implemented in a plurality
of alternative embodiments. The various components
and their orientations in exemplary splicing apparatus
may be varied dependent on implementation require-
ments. For example, while an upper roll and lower roll
have been described and shown, the principles of the
present invention may be utilized with rolls in differing
orientations, e.g., side by side. Therefore, the various
descriptions of operations, the order in which they are
performed, particular components and their orientations,
etc. should be taken as exemplary only.

Claims

1. A splicing apparatus
(200,300,400,500,600,700,800,900,1000,1100)
comprising:

a lower roll drawer configured to hold a lower
web material in alignment with a first predefined
location;
a first cylinder actuated to cause an upper web
material to be engaged by a first clamp, the first
cylinder also configured to cause the upper web
material to engage a cutting edge to separate
the upper web material into a downstream upper
web portion and an upper web portion;
a second cylinder actuated to cause the down-
stream upper web portion to be engaged by a
second clamp;
a third cylinder configured to cause the down-
stream upper web portion to be placed in align-
ment with the first predefined location; and
a fourth cylinder configured to cause a first side
of the downstream upper web material to be in
contact with a first side of the lower web material
at the first predefined location.

2. The splicing apparatus
(200,300,400,500,600,700,800,900,1000,1100) of
claim 1 wherein the first side of the upper web ma-
terial is a heat-sealable material.

3. The splicing apparatus
(200,300,400,500,600,700,800,900,1000,1100) of
claim 1 wherein the first side of the downstream up-
per web material is a heat-sealable material.
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4. The splicing apparatus
(200,300,400,500,600,700,800,900,1000,1100) of
claim 1 wherein the cutting edge is a stationary knife.

5. The splicing apparatus
(200,300,400,500,600,700,800,900,1000,1100) of
claim 1 wherein the lower web material has a second
side, wherein the second side of the lower web ma-
terial has at least one differing property than the first
side of the lower web material.

6. The splicing apparatus
(200,300,400,500,600,700,800,900,1000,1100) of
claim 1 wherein the downstream upper web material
has a second side, wherein the second side of the
downstream upper web material has at least one dif-
fering property than the first side of the downstream
upper web material.

7. The splicing apparatus
(200,300,400,500,600,700,800,900,1000,1100) of
claim 1 further comprising:
a heating wire located to perform a heat sealing op-
eration of the first side of the downstream upper web
material and the first side of the lower web material
at the first predefined location.

8. A method comprising the steps of:

securing a lower web material in alignment with
a first predefined location;
clamping, using one or more clamps, an upper
web material;
separating the upper web material to into a
downstream upper web portion and an upper
web portion;
causing the clamped downstream upper web
portion to be extended so that a first side of the
downstream upper web portion is in alignment
at the first predefined location; and
compressing the first side of the downstream
upper web portion with a first side of the lower
web material at the first predefined location.

9. The method of claim 8 further comprising performing
a heat sealing operation of the first side of the down-
stream upper web portion and the first side of the
lower web material at the predefined first location.

10. The method of claim 9 further comprising clearing a
waste portion of the downstream upper web portion.

11. The method of claim 8 wherein separating the upper
web material comprises cutting the upper web ma-
terial using a knife edge.

12. The method of claim 11 wherein the knife edge is
stationary.
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