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(54) TESTING ELECTRODE QUALITY

(57) A system includes a signal generator, config-
ured to pass a generated signal, which has two different
generated frequencies, through a circuit including an in-
trabody electrode. The system further includes a proc-
essor, configured to identify, while the generated signal

is passed through the circuit, a derived frequency, which
is derived from the generated frequencies, on the circuit,
and to generate, in response to identifying the derived
frequency, an output indicating a flaw in the electrode.
Other embodiments are also described.
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Description

CROSS-REFERENCE TO RELATED APPLICATION

[0001] The present application is related to another ap-
plication entitled "DETECTING ASYMMERY IN A BIDI-
RECTIONAL SEMICONDUCOR DEVICE" (attorney ref.
no. 1002-2170|ID-1790|BI06343USNP1), filed on even
date herewith, whose disclosure is incorporated herein
by reference.

FIELD OF THE INVENTION

[0002] The present invention is related to the field of
electronic circuitry, particularly for medical applications.

BACKGROUND

[0003] In many applications, symmetric bidirectional
semiconductor devices control the flow of electric current
through a circuit.

SUMMARY OF THE INVENTION

[0004] There is provided, in accordance with some em-
bodiments of the present invention, a system including
a signal generator, configured to pass a generated signal,
which has two different generated frequencies, through
a circuit including a bidirectional semiconductor device.
The system further includes a processor, configured to
identify, while the generated signal is passed through the
circuit, a derived frequency, which derives from the gen-
erated frequencies, on the circuit. The processor is fur-
ther configured to generate, in response to identifying
the derived frequency, an output indicating that a prop-
erty of the bidirectional semiconductor device is asym-
metric.
[0005] In some embodiments, the processor is config-
ured to identify the derived frequency over an electro-
physiological channel belonging to the circuit.
[0006] In some embodiments, the derived frequency
is within a bandwidth of an electrophysiological signal
carried over the electrophysiological channel.
[0007] In some embodiments, each of the generated
frequencies is outside the bandwidth.
[0008] In some embodiments, the property includes an
impedance.
[0009] In some embodiments, the derived frequency
is a difference between the generated frequencies.
[0010] In some embodiments, the processor is further
configured to disable a power source connected to the
circuit in response to detecting the derived frequency.
[0011] In some embodiments, the power source is se-
lected from the group of power sources consisting of: a
cardiac defibrillator, a cardiac pacer, and an ablation gen-
erator.
[0012] In some embodiments, the bidirectional semi-
conductor device belongs to a voltage suppressor.

[0013] In some embodiments, the bidirectional semi-
conductor device belongs to a semiconductor switch.
[0014] There is further provided, in accordance with
some embodiments of the present invention, a method
including passing a generated signal, which has two dif-
ferent generated frequencies, through a circuit including
a bidirectional semiconductor device. The method further
includes, while passing the two generated signals
through the circuit, identifying a derived frequency, which
is derived from the generated frequencies, on the circuit.
The method further includes, in response to identifying
the derived frequency, generating an output indicating
that a property of the bidirectional semiconductor device
is asymmetric.
[0015] There is further provided, in accordance with
some embodiments of the present invention, a system
including a signal generator, configured to pass a gen-
erated signal, which has two different generated frequen-
cies, through a circuit including an intrabody electrode.
The system further includes a processor, configured to
identify, while the generated signal is passed through the
circuit, a derived frequency, which is derived from the
generated frequencies, on the circuit. The processor is
further configured to generate, in response to identifying
the derived frequency, an output indicating a flaw in the
electrode.
[0016] In some embodiments, the derived frequency
is a difference between the generated frequencies.
[0017] In some embodiments, each of the generated
frequencies is less than 100 Hz.
[0018] In some embodiments, an amplitude of the gen-
erated signal is less than 50 mA.
[0019] In some embodiments, the signal generator is
configured to pass the generated signal through the cir-
cuit while the electrode is submerged in an electrolytic
solution.
[0020] In some embodiments, the electrolytic solution
includes saline.
[0021] In some embodiments, the electrode belongs
to an intrabody probe.
[0022] In some embodiments, the system further in-
cludes a kit including:

the signal generator; and
an electrical interface configured to connect the elec-
trode to the signal generator by connecting the kit to
the probe.

[0023] In some embodiments, the kit further includes
a communication interface, and the processor is config-
ured to identify the derived frequency by processing an
output signal received from the kit via the communication
interface.
[0024] In some embodiments, the electrode is one of
a plurality of electrodes belonging to the probe, and the
kit further includes a multiplexer configured to selectively
connect the electrodes to the signal generator.
[0025] There is further provided, in accordance with
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some embodiments of the present invention, a method
including passing a generated signal, which has two dif-
ferent generated frequencies, through a circuit including
an intrabody electrode. The method further includes,
while passing the generated signal through the circuit,
identifying a derived frequency, which is derived from the
generated frequencies, on the circuit. The method further
includes, in response to detecting the derived frequency,
generating an output indicating a flaw in the electrode.

BRIEF DESCRIPTION OF THE DRAWINGS

[0026] The present invention will be more fully under-
stood from the following detailed description of embodi-
ments thereof, taken together with the drawings, in which:

Fig. 1 is a schematic illustration of an electrophysi-
ological system, in accordance with some exemplary
embodiments of the present invention;

Fig. 2 is a schematic illustration of circuitry, in ac-
cordance with some exemplary embodiments of the
present invention; and

Fig. 3 is a schematic illustration of a system for test-
ing electrode quality, in accordance with some ex-
emplary embodiments of the present invention.

DETAILED DESCRIPTION OF EMBODIMENTS

GLOSSARY

[0027] In the context of the present application, includ-
ing the claims, the term "bidirectional semiconductor de-
vice" may refer to any semiconductor device configured
to conduct both the positive and negative portions of an
alternating current (AC) signal. If a property (e.g., the
impedance) of the bidirectional semiconductor device is
the same for both portions of the signal, the property (or
the device itself) is said to be "symmetric;" otherwise, the
property (or the device itself) is said to be "asymmetric."

OVERVIEW

[0028] In many cases, it is desired that a bidirectional
semiconductor device in a circuit have symmetric prop-
erties, such that an alternating current (AC) passing
through the device does not generate any direct current
(DC) voltage. For a circuit connected to an intrabody
probe, such as an electrophysiological probe, disposed
within the body of a subject, this symmetry is particularly
important, as any DC voltages generated, for example,
from the flow of ablative radiofrequency (RF) currents
through the bidirectional semiconductor device, are likely
to be dangerous to the subject. Hence, there is a need
for fast and effective detection of any asymmetry in a
bidirectional semiconductor device.
[0029] To address this need, exemplary embodiments

of the present invention provide a system for testing the
symmetry of a bidirectional semiconductor device in a
circuit. The system comprises a signal generator con-
nected to the circuit and configured to generate a signal
having two different frequencies. Provided that the bidi-
rectional semiconductor device is symmetric, the bidirec-
tional semiconductor device behaves as a linear device,
and hence does not generate any additional frequencies.
However, in the event that the bidirectional semiconduc-
tor device is asymmetric (e.g., by virtue of having an
asymmetric impedance), the device behaves non-linear-
ly, thus causing other "derived" frequencies, which derive
from the frequencies of the generated signal, to be carried
on the circuit. Hence, by identifying one of these derived
frequencies, such as the difference between the frequen-
cies of the generated signal, the asymmetry may be de-
tected.
[0030] Advantageously, for electrophysiological appli-
cations, the derived frequencies may be detected over a
preexisting electrophysiological channel, such that the
symmetry testing described herein may not require ad-
ditional hardware. To facilitate this, the frequencies of
the generated signal may be chosen such that the differ-
ence between the frequencies falls within the bandwidth
of the electrophysiological signal carried over the chan-
nel. Nonetheless, the frequencies themselves may be
chosen to fall outside this bandwidth, such that the gen-
erated signal does not interfere with the detection of the
electrophysiological signal.
[0031] Exemplary embodiments of the present inven-
tion further provide a testing kit for testing the quality of
an electrode while the electrode is submerged in an elec-
trolytic solution. The kit, which comprises the aforemen-
tioned signal generator, is connected to the electrode,
such that the generated signal flows through the elec-
trode. In the event of a flaw in the surface of the electrode
(e.g., in the event that the surface is rough or dirty), the
non-linearity of the interface between the electrode and
the electrolytic solution is increased, such that the am-
plitude with which derived frequencies are generated is
also increased. Hence, by identifying one of the derived
frequencies, the flaw may be detected.
[0032] Although the present description mainly relates
to electrophysiological applications, it is emphasized that
embodiments of the present invention may be used to
test the symmetry of any bidirectional semiconductor de-
vice, and to test the quality of any electrode.

SYSTEM DESCRIPTION

[0033] Reference is initially made to Fig. 1, which is a
schematic illustration of an electrophysiological system
20, in accordance with some exemplary embodiments of
the present invention.
[0034] System 20 comprises an intrabody probe 26,
comprising one or more intrabody electrodes 28 dis-
posed at the distal end thereof. Using probe 26 and elec-
trodes 28, a physician 30 may acquire electrophysiolog-
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ical signals from a subject 22, such as electrogram sig-
nals from the heart 24 of subject 22. Alternatively or ad-
ditionally, the physician 30 may use the probe 26 and
electrodes 28 to pace or to defibrillate heart 24, or to
ablate tissue of the heart 24.
[0035] Probe 26 is proximally connected to circuitry 34,
which is typically contained in a console 32. Typically,
system 20 further comprises a processor 38 and a mon-
itor 36. In response to output from circuitry 34, processor
38 may display relevant output on monitor 36, as further
described below with reference to Fig. 2.
[0036] In general, processor 38 may be embodied as
a single processor, or as a cooperatively networked or
clustered set of processors. In some exemplary embod-
iments, the functionality of processor 38, as described
herein, is implemented solely in hardware, e.g., using
one or more Application-Specific Integrated Circuits
(ASICs) or Field-Programmable Gate Arrays (FPGAs).
In other exemplary embodiments, the functionality of
processor 38 is implemented at least partly in software.
For example, in some exemplary embodiments, proces-
sor 38 is embodied as a programmed digital computing
device comprising at least a central processing unit
(CPU) and random-access memory (RAM). Program
code, including software programs, and/or data are load-
ed into the RAM for execution and processing by the
CPU. The program code and/or data may be downloaded
to the processor in electronic form, over a network, for
example. Alternatively or additionally, the program code
and/or data may be provided and/or stored on non-tran-
sitory tangible media, such as magnetic, optical, or elec-
tronic memory. Such program code and/or data, when
provided to the processor, produce a machine or special-
purpose computer, configured to perform the tasks de-
scribed herein.
[0037] Reference is now made to Fig. 2, which is a
schematic illustration of circuitry 34, illustrated in Fig. 1,
in accordance with some exemplary embodiments of the
present invention.
[0038] Circuitry 34 comprises at least one digitizer 40,
configured to digitize electrophysiological signals from
the electrodes 28 and to output the digitized signals 66
to processor 38 (Fig. 1) over a wired or wireless connec-
tion. Digitizer 40 may comprise any suitable filters for
filtering the signals prior to digitization.
[0039] Typically, circuitry 34 further comprises at least
one power source configured to deliver power to the elec-
trodes. For example, circuitry 34 may comprise a cardiac
pacer 42, a cardiac defibrillator, and/or an ablation gen-
erator. Typically, the circuitry further comprises at least
one voltage suppressor 48, which suppresses voltages
delivered by the power source.
[0040] For exemplary embodiments in which the probe
comprises multiple electrodes, the circuitry typically com-
prises different respective electrophysiological channels
for the electrodes. Each channel comprises a separate
digitizer 40 and voltage suppressor 48, which are typi-
cally connected to the electrode, in parallel to one anoth-

er, via a resistor 64. Circuitry 34 may further comprise a
multiplexer 52, which comprises multiple semiconductor
switches 46, and a multiplexer controller 44. Multiplexer
controller 44 is configured to control switches 46 so as
to selectively connect the channels to the power source.
[0041] In general, the circuitry may comprise any
number of electrodes, and hence, any number of chan-
nels. By way of example, Fig. 2 shows an exemplary
embodiment in which the probe comprises two elec-
trodes, referred to in the figure as "electrode 1" and "elec-
trode 2," and circuitry 34 correspondingly comprises two
channels, referred to in the figure as "channel 1" and
"channel 2."
[0042] Circuitry 34 comprises at least one bidirectional
semiconductor device.
[0043] For example, each switch 46 may comprise a
bidirectional semiconductor device. As a specific exam-
ple, each switch 46 may comprise a light-emitting diode
(LED) 58 along with a pair of phototransistors 54 con-
nected to one another and to a pair of parasitic diodes
56. In response to a control signal from multiplexer con-
troller 44, LED 58 may emit light toward phototransistors
54, thus causing the phototransistors to become conduc-
tive. Current (e.g., from pacer 42) may then flow through
the switch.
[0044] Alternatively or additionally, each voltage sup-
pressor 48 may comprise a bidirectional semiconductor
device. For example, each voltage suppressor 48 may
comprise a pair of diodes 60 or thyristors connected to
one another, in series or in parallel, in opposing orienta-
tions. Diodes 60 may comprise avalanche or Zener di-
odes, for example.
[0045] Advantageously, circuitry 34 is configured to
test the symmetry of any of the bidirectional semiconduc-
tor devices belonging to the circuitry. To facilitate this
testing, the circuitry comprises at least one signal gen-
erator 50 configured to generate a signal having a first
frequency f1 and a second frequency f2. Typically, the
amplitude of the generated signal is relatively low, such
as less than 10 mA, so as not to pose a risk to the subject.
In the event that the impedance or another property (e.g.,
the cutoff voltage) of one of the bidirectional semicon-
ductor devices is asymmetric, the device behaves non-
linearly, thus generating other frequencies derived from
f1 and f2, such as frequencies that are linear combina-
tions of f1 and f2. By identifying one of these other fre-
quencies, such as the beat frequency |f1-f2|, f1+f2,
2f1+f2, or |2f1-f2|, in digitized signal 66, the processor
may detect the asymmetry.
[0046] In some exemplary embodiments, signal gen-
erator 50 comprises a voltage source. In such embodi-
ments, as shown in Fig. 2, the signal generator may be
modeled as a first voltage source 50a, configured to gen-
erate a first signal having first frequency f1, and a second
voltage source 50b, configured to generate a second sig-
nal having second frequency f2, each of the voltage
sources being connected in series with a respective re-
sistor 62. In other exemplary embodiments, signal gen-
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erator 50 comprises a current source.
[0047] In some exemplary embodiments, circuitry 34
comprises a different respective signal generator for
each channel. In other exemplary embodiments, a single
signal generator is connected, via a multiplexer, to all of
the channels.
[0048] Typically, f1 and f2 lie outside the bandwidth of
(i.e., outside the range of frequencies exhibited by) the
electrophysiological signal carried over the channel,
such that the generated signal does not interfere with the
processing of the electrophysiological signal. For exam-
ple, for applications in which electrogram signals are car-
ried over the channels, each of the generated frequen-
cies may be greater than 500 Hz, such as greater than
1000 Hz. Nevertheless, at least one derived frequency,
such the difference between f1 and f2, is typically within
the aforementioned bandwidth, such that the sampling
rate of the digitizer, which generally corresponds to the
highest frequency in the bandwidth, is sufficient for cap-
turing the derived frequency. For example, for electro-
gram applications, the derived frequency may be less
than 500 Hz, such as between 400 and 500 Hz. Thus,
advantageously, the derived frequency may be identified
in signal 66, i.e., the regular digitized electrophysiological
signal received from digitizer 40.
[0049] In response to identifying the derived frequency
(e.g., in response to identifying a component of signal 66
having the derived frequency and an amplitude greater
than a predefined threshold), the processor may gener-
ate an output indicating that the impedance of the bidi-
rectional semiconductor device is asymmetric, e.g., by
displaying a suitable warning on monitor 36 (Fig. 1). Al-
ternatively or additionally, in response to identifying the
derived frequency, the processor may disable the power
source.

TESTING ELECTRODE QUALITY

[0050] Reference is now made to Fig. 3, which is a
schematic illustration of a system 67 for testing the quality
of electrodes 28 prior to the use of probe 26, in accord-
ance with some exemplary embodiments of the present
invention.
[0051] System 67 comprises signal generator 50 ,
which as set forth above with respect to Fig. 2, may be
modeled as a first voltage source 50a, configured to gen-
erate a first signal having first frequency f1, and a second
voltage source 50b, configured to generate a second sig-
nal having second frequency f2, each of the voltage
sources being connected in series with a respective re-
sistor 62, and digitizer 40, which is configured to com-
municate with a processor 82 over a wired or wireless
connection. To test each electrode, the generated signal
from the signal generator is passed through a circuit in-
cluding the electrode. While the generated signal is
passed through the circuit, processor 82 monitors the
circuit for a derived frequency, such as |f1 - f2|, by
processing digitized signal 66, as described above with

reference to Fig. 2. In response to identifying the derived
frequency (e.g., in response to identifying a component
of signal 66 having the derived frequency and an ampli-
tude greater than a predefined threshold), the processor
82 generates an output indicating a flaw in the electrode.
[0052] Typically, the signal generator and digitizer be-
long to a testing kit 76 configured to connect to the probe
26, e.g., to the proximal end thereof. Typically, testing kit
76 further comprises multiplexer 52 (which may comprise
switches of any type) and multiplexer controller 44. Each
switch in multiplexer 52 is configured to connect, via a
different respective wire, to a different respective elec-
trode at the distal end of the probe 26. The wires may be
contained in a cable 86, which may be connected to the
probe via a suitable interface in a handle 74 of the probe
26. In response to a control signal 80 from processor 82,
multiplexer controller 44 controls multiplexer 52 such that
the multiplexer selectively connects the electrodes to the
signal generator for testing.
[0053] In general, processor 82 may be embodied as
a single processor, or as a cooperatively networked or
clustered set of processors. In some exemplary embod-
iments, the functionality of processor 82, as described
herein, is implemented solely in hardware, e.g., using
one or more Application-Specific Integrated Circuits
(ASICs) or Field-Programmable Gate Arrays (FPGAs).
In other exemplary embodiments, the functionality of
processor 82 is implemented at least partly in software,
as described above for processor 38 (Fig. 1). Processor
82 may belong to testing kit 76 or, as implied by Fig. 3,
to an external computer. In response to identifying the
derived frequency, the processor 82 may display a suit-
able warning on a computer monitor, output an audio
alert, and/or generate another output, such as by acti-
vating a warning light belonging to the testing kit.
[0054] Typically, electrodes 28 are tested while sub-
merged in an electrolytic solution 70, such as saline,
which simulates an intrabody environment. The non-lin-
earity of the impedance at the interface between each
electrode and solution 70, and hence, the amplitude of
any derived-frequency components of signal 66, increas-
es with the degree to which the surface of the electrode
is flawed, e.g., rough or dirty. Hence, as described above,
flaws may be detected in response to identifying the de-
rived frequencies in signal 66.
[0055] Typically, a return electrode 72, which is typi-
cally disposed at the bottom of the container 68 contain-
ing solution 70, is connected, via a wire 84, to the testing
kit. (Wire 84 may be contained in a cable.) Thus, the
testing circuit through which the generated signal is
passed includes solution 70, return electrode 72, and
wire 84.
[0056] In general, the testing kit may comprise a case
made of any suitable material, such as a plastic, config-
ured to hold the various components of the kit described
herein. The testing kit may comprise any suitable elec-
trical interface, such as a port or socket, for connecting
the kit to the probe such that electrodes 28 are connected

7 8 



EP 3 912 583 A1

6

5

10

15

20

25

30

35

40

45

50

55

to the signal generator. Similarly, the testing kit may com-
prise any suitable electrical interface for connecting the
kit to return electrode 72. Alternatively or additionally, the
testing kit may comprise any suitable wired or wireless
communication interface (e.g., a Universal Serial Bus
(USB) port) for communicating with processor 82, such
that the processor may receive signal 66 from the kit,
and/or the kit may receive control signal 80 from the proc-
essor, via the communication interface.
[0057] Typically, frequencies f1 and f2 are relatively
small, such as less than 100 Hz, so as to amplify any
non-linear response of the electrodes. Also typically, the
amplitude of each of the generated signals is relatively
small, such as less than 50 mA, so as to minimize any
undesired effects on the electrode surfaces.
[0058] It will be appreciated by persons skilled in the
art that the present invention is not limited to what has
been particularly shown and described hereinabove.
Rather, the scope of embodiments of the present inven-
tion includes both combinations and sub combinations
of the various features described hereinabove, as well
as variations and modifications thereof that are not in the
prior art, which would occur to persons skilled in the art
upon reading the foregoing description. Documents in-
corporated by reference in the present patent application
are to be considered an integral part of the application
except that to the extent any terms are defined in these
incorporated documents in a manner that conflicts with
the definitions made explicitly or implicitly in the present
specification, only the definitions in the present specifi-
cation should be considered.

Claims

1. A system for testing electrode quality, the system
comprising:

a signal generator, configured to pass a gener-
ated signal, which has two different generated
frequencies, through a circuit including an intra-
body electrode; and
a processor, configured to:

while the generated signal is passed
through the circuit, identify a derived fre-
quency, which is derived from the generat-
ed frequencies, on the circuit, and
in response to identifying the derived fre-
quency, generate an output indicating a flaw
in the electrode.

2. The system according to claim 1, wherein the signal
generator is configured to pass the generated signal
through the circuit while the electrode is submerged
in an electrolytic solution.

3. A method for testing electrode quality, the method

comprising:

passing a generated signal, which has two dif-
ferent generated frequencies, through a circuit
including an intrabody electrode;
while passing the generated signal through the
circuit, identifying a derived frequency, which is
derived from the generated frequencies, on the
circuit; and
in response to detecting the derived frequency,
generating an output indicating a flaw in the elec-
trode.

4. The system according to claim 1 or the method ac-
cording to claim 3, wherein the derived frequency is
a difference between the generated frequencies.

5. The system according to claim 1 or the method ac-
cording to claim 3, wherein each of the generated
frequencies is less than 100 Hz.

6. The system according to claim 1 or the method ac-
cording to claim 3, wherein an amplitude of the gen-
erated signal is less than 50 mA.

7. The method according to claim 3, wherein passing
the generated signal through the circuit comprises
passing the generated signal through the circuit
while the electrode is submerged in an electrolytic
solution.

8. The system according to claim 2 or the method ac-
cording to claim 7, wherein the electrolytic solution
includes saline.

9. The system according to claim 1 or the method ac-
cording to claim 7, wherein the electrode belongs to
an intrabody probe.

10. The system according to claim 9, further comprising
a kit comprising:

the signal generator; and
an electrical interface configured to connect the
electrode to the signal generator by connecting
the kit to the probe.

11. The system according to claim 10, wherein the kit
further comprises a communication interface, and
wherein the processor is configured to identify the
derived frequency by processing an output signal
received from the kit via the communication inter-
face.

12. The method according to claim 9, wherein the signal
generator belongs to a kit, and wherein passing the
generated signal through the circuit comprises pass-
ing the generated signal through the circuit while the
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kit is connected to the probe.

13. The method according to claim 12, wherein identify-
ing the derived frequency comprises identifying the
derived frequency by processing an output signal
received from the kit.

14. The system according to claim 10 or the method ac-
cording to claim 13, wherein the electrode is one of
a plurality of electrodes belonging to the probe, and
wherein the kit further includes a multiplexer config-
ured to selectively connect the electrodes to the sig-
nal generator.
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