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(54) ENERGY CONVERSION SYSTEM

(57) An energy conversion system (1) comprising at
least one first generating element (10) comprising an ac-
cumulation tank (11) for accumulating a fluid (100) and
a first axial turbine (12) and a first electric generator (13),
a second generating element (20) comprising a second
accumulation tank (21) for accumulating said fluid (100),
a second axial turbine (22) and a second generator (23).
A transforming element (30) for transforming the energy

generated. The first tank (11) and the second tank (21)
are configured to be alternatively immersible in the fluid
(100). During the cyclic surfacing/immersing of the first
tank (11) and the second tank (21), the system (1) de-
termines a conversion of potential energy into useful en-
ergy whose value is proportional to a total volume of the
fluid (100) flowing into and out of the first tank (11) and
into and out of the second tank (21).
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Description

[0001] Object of the present invention is an energy con-
version system.
[0002] In particular, object of the present invention is
an energy conversion system that exploits the force of
gravity and a basin of water, whether natural or artificial,
for activating electric generators.
[0003] Nowadays, the available amounts of natural en-
ergy resources such as gas, coal or oil worldwide tend
to decrease abruptly without being able to regenerate as
quickly. Thus, in the future, generating electric power by
exploiting the so-named renewable resources, such as
water, the sun and wind, will become more and more
necessary for human activities.
[0004] In the state of the art, there are many systems
for generating electric power by means of the natural
energy resources specified above.
[0005] The systems for generating electric power of
the known type suffer from some limitations, in fact, the
systems that provide for the use of non-renewable energy
sources for generating electric power (i.e. that are in con-
tinuous depletion or that are not anyhow immediately
available for the energy needs of human activities on
earth) involve the production of carbon dioxide and car-
bon monoxide which affect the molecular balance of the
earth’s atmosphere with well-known climatic conse-
quences.
[0006] The systems for generating electric power
which instead use renewable sources such as solar en-
ergy, wind energy or water energy suffer from limitations
due to the cyclic availability of the aforesaid forms of en-
ergy, thus the revolution of the earth as far as the solar
energy is concerned, the meteorological changes for
wind energy and the availability of adequate water re-
sources for water energy. Such alternative energy forms
are thus not the definite solution to fossil energy forms.
This is a heavy limitation that is well known since the
electric power produced from renewable sources world-
wide is much lower in percentage than that still generated
from fossil or nuclear energy sources.
[0007] The finding of the present invention overcomes
the limitations specified above.
[0008] The present invention concerns an energy con-
version system whose operating process does not pro-
vide for the release of any harmful emission into the at-
mosphere to protect the environment, it is possible to
produce electricity by using the gravitational potential en-
ergy contained in water by balancing forces and pres-
sures for a limited and predetermined time period.
[0009] In particular, the present invention concerns an
energy conversion system comprising at least one first
generating element in turn comprising an accumulation
tank for accumulating a fluid and a first axial turbine and
a first electric generator operatively connected to the
aforesaid axial turbine for generating electric power.
[0010] The system of the present invention further
comprises a second generating element in turn compris-

ing a second accumulation tank for accumulating a fluid,
a second axial turbine and a second electric generator
operatively combined with the second axial turbine for
generating electric power.
[0011] The conversion system comprises a transform-
ing element for transforming the energy generated by the
first electric generator and/or by the second electric gen-
erator so as to be able to send it to a predetermined
electric network.
[0012] In particular, the first tank and the second tank
are configured to be alternatively immersible in the fluid
to temporarily store a predetermined volume by means
of respective passage mouths arranged in a lower portion
of the respective first and second tanks.
[0013] More in detail, the first accumulation tank and
the second accumulation tank have, respectively at the
first and second passage mouths, the first and the second
turbines so that the passage of fluid determines the op-
eration of the first axial turbine or the second axial turbine
or of two turbines contemporaneously.
[0014] In particular, in a step of immersing the first tank
in the fluid, it is filled by gravity with the same fluid passing
through the first mouth so as to operate the first turbine
and the first generator. Contemporaneously, in a step of
surfacing the second tank from the fluid, the same fluid
previously stored is emptied by gravity by passing
through the second mouth so as to operate the second
turbine and the second generator.
[0015] During the cyclic surfacing/immersing of the first
tank and the second tank, the conversion system of the
present invention determines a conversion of potential
energy into useful energy whose value is proportional to
a total volume of the fluid flowing into and out of the first
tank and into and out of the second tank and to a depth
"H" reached by the first tank and the second tank with
respect to a free surface of the fluid.
[0016] More in detail, the conversion system compris-
es a movement unit for moving a further fluid, which pref-
erably has an aggregation state different from the afore-
mentioned fluid.
[0017] The movement unit is configured to displace the
further fluid in and out of the first accumulation tank and
in and out of the second accumulation tank in an opera-
tive condition of operation of the conversion system of
the present invention.
[0018] The movement unit is configured to pump the
further fluid, thus generating a predetermined pressure
inside the first and second tanks in a surfacing step there-
of, and to suction the further fluid, thus generating a pre-
determined depression inside the first and second tanks
in an immersing step.
[0019] The conversion system of the present invention
further comprises an activation unit configured to provide
electric power at least to the movement unit adapted to
allow an initial step of pumping and suctioning the further
fluid towards and from the first tank and towards and from
the second tank. Such electric power cannot be provided
by the conversion system itself but will be drawn from
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other external sources, such as for example the public
electric network or other source such as a battery pack
functionally connected to the activation unit.
[0020] The activation unit is further configured to pro-
vide electric power at least to the movement unit adapted
to allow a pumping and suctioning step of the further fluid
towards and from the first tank and towards and from the
second tank.
[0021] In other words, to allow the first tank to be im-
mersed and to the second tank to surface, or vice-versa,
the movement unit is provided and works to pump the
second fluid out of the first tank, thus creating a depres-
sion therein which helps the sinking of the first tank.
[0022] The movement unit sends the second fluid into
the second tank, thus helping its emptying from the first
fluid and consequently its surfacing.
[0023] The process is repeated inversely to allow the
sinking of the second tank and the surfacing of the first
tank.
[0024] In this working step, the activation unit is con-
figured to provide electric power to the movement unit.
The electric power can thus be withdrawn from an electric
network, such as the public one, conveniently connected
to the activation unit, or to another source such as a bat-
tery pack functionally connected to the movement unit.
[0025] Preferably, the aforementioned fluid is a non-
compressible fluid and the further fluid is a compressible
fluid, in particular the further fluid not being mixable with
the fluid mentioned earlier. Even more preferably, the
first fluid mentioned is water, while the further fluid is air.
[0026] In an operative configuration of operation of the
conversion system of the present invention, the first tank
and the second tank are configured to contain the fluid
and the further fluid contemporaneously.
[0027] In particular, the first tank and the second tank
are fluidically connected to the movement unit separately
by means of ducts, but are not fluidically connected to
each other.
[0028] Preferably, the aforementioned connecting
ducts are of the flexible and sealed type.
[0029] The first turbine is contained in a volume "VI"
defined by the first tank and arranged vertically at the
first mouth. The second turbine is contained in a volume
"V2" defined by the second tank and arranged vertically
at the second mouth.
[0030] In more detail, the first turbine has a plurality of
blades arranged on a respective impeller which are con-
figured to be rotatable by at least 180 degrees around
an axis thereof and the second turbine has a plurality of
blades arranged on a respective impeller which are con-
figured to be rotatable6 by at least 180 degrees around
an axis thereof. Preferably, the blades of the first turbine
and of the second turbine are rotatable independently.
[0031] More in detail, the first tank comprises a first
adjustable vane stator arranged at the first mouth and
configured to interact with the first turbine by means of
the passage of the fluid.
[0032] Similarly, the second tank comprises a second

adjustable vane stator arranged at the second mouth and
configured to interact with the second turbine by means
of the passage of the fluid.
[0033] In particular, in an immersing step of the first
tank in the fluid, the vanes of the turbine and the vanes
of the stator are oriented so as to fluid-dynamically inter-
act in order to achieve the maximum operating efficiency
of the first turbine and the generator. Vice-versa, in a
surfacing step of the first tank from the fluid, the vanes
of the turbine are arranged rotated by 180 degrees and
the vanes of the stator are oriented in the opposite direc-
tion so as to fluid-dynamically interact in order to achieve
the maximum operating efficiency of the first turbine and
the respective generator.
[0034] Similarly, in an immersing step of the second
tank in the fluid, the vanes of the second turbine and the
vanes of the stator are oriented so as to fluid-dynamically
interact in order to achieve the maximum operating effi-
ciency of the second turbine and the respective genera-
tor. In a surfacing step of the second tank from the fluid,
the vanes of the second turbine are arranged rotated by
180 degrees and the vanes of the stator are oriented in
the opposite direction so as to fluid-dynamically interact
in order to achieve the maximum operating efficiency of
the second turbine and the respective generator.
[0035] According to an inventive concept of the present
invention, the first tank and the second tank are mechan-
ically separated and independent of each other in the
surfacing step and in the immersing step, thus operable
independently one of the other.
[0036] The detailed description of the present inven-
tion is provided with reference to the accompanying fig-
ures 1-2, which also have a purely exemplary and thus
non-limiting purpose, in which:

- figure 1 is a schematic front view of the conversion
system of the present invention;

- figure 2 is a schematic sectional view of a particular
of figure 1 with some hidden parts to better highlight
others.

[0037] In particular, the conversion system denoted by
the numerical reference 1 and its operation are described
in detail hereunder.
[0038] The conversion system 1 of the present inven-
tion constitutes a preferably floating electric power station
formed by two spherical tanks which, depending on their
reciprocating movement of immersing into and surfacing
from a fluid, give rise to the movement of the respective
means for generating electric power.
[0039] The present invention concerns an energy con-
version system 1 comprising at least one first generating
element 10 in turn comprising an accumulation tank 11
for accumulating a fluid 100 and a first axial turbine 12
and a first electric generator 13 operatively connected to
the aforesaid axial turbine 12 for generating electric pow-
er.
[0040] The system 1 of the present invention further
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comprises at least one second generating element 20 in
turn comprising a second accumulation tank 21 for ac-
cumulating a fluid 100, a second axial turbine 22 and a
second electric generator 23 operatively combined with
the second axial turbine 22 for generating electric power.
[0041] Preferably, according to the inventive concept
of the present invention, the generating elements 10, 20
can be more than two and are even more preferably mul-
tiples of two.
[0042] Preferably, to ensure a dynamic balance during
the operation of the system 1, the tanks 10, 20 have the
same inner volume, respectively V1 and V2.
[0043] The conversion system 1 comprises a trans-
forming element 30 for transforming the energy generat-
ed by the first electric generator 13 and/or by the second
electric generator 23 so as to be able to send it to a pre-
determined electric network not shown in the attached
figures.
[0044] In particular, the first tank 10 and the second
tank 20 are configured to be alternatively immersible in
the fluid 100 to temporarily store a predetermined volume
by means of respective passage mouths 14, 24 arranged
in a lower portion of the respective first tank 10 and sec-
ond tank 20.
[0045] More in detail, the first accumulation tank 10
and the second accumulation tank 20 have, respectively
at the first passage mouth 14 and the second passage
mouth 24, the first turbine 12 and the second turbine 22
so that the passage of fluid 100 determines the operation
of the first axial turbine 12 or of the second axial turbine
22 or of both turbines 12, 22 contemporaneously.
[0046] In fact, the continuous and cyclical passage of
the fluid 100 from the outside to the inside of the two
tanks 10, 20 through the passage mouths 14, 24 deter-
mines the operation of the turbines 12, 22 and thus the
operation of the electric generators 13, 23.
[0047] In particular, in a step of immersing the first tank
10 in the fluid 100, it is filled by gravity with the same fluid
100 passing through the first passage mouth 14 so as to
operate the first turbine 12 and the first generator 13 me-
chanically connected thereto. Contemporaneously, in a
step of surfacing the second tank 20 from the fluid 100,
the same fluid 100 previously stored is emptied by gravity
by passing through the second passage mouth 24 so as
to operate the second turbine 22 and the second gener-
ator 23 mechanically connected thereto.
[0048] During the cyclic surfacing/immersing of the first
tank 10 and the second tank 20, the conversion system
1 of the present invention determines a conversion of
potential energy into useful energy whose value is pro-
portional to a total volume of the fluid flowing into and out
of the first tank 10 and into and out of the second tank
20 and to a depth H reached by the first tank 10 and the
second tank 20 with respect to a free surface P of the
fluid 100, as shown by way of example in the attached
figure 1 only for the first tank 10.
[0049] More in detail, the conversion system 1 com-
prises a movement unit 40 for moving a further fluid 200.

Preferably, the further fluid 200 has an aggregation state
different from the fluid 100 mentioned hereinbefore. In
particular, the further fluid is at the gaseous state, the
fluid 100 is at the liquid state. Preferably, the aforemen-
tioned fluid 100 is a non-compressible fluid and the further
fluid 200 is a compressible fluid, in particular the further
fluid 200 not being mixable with the fluid 100 mentioned
earlier. Even more preferably, the first fluid 100 men-
tioned is water, while the further fluid 200 is atmospheric
air.
[0050] The movement unit 40 is configured to displace
the further fluid 200 in and out of the first accumulation
tank 10 and in and out of the second accumulation tank
20 in an operative condition of operation of the conversion
system 1 of the present invention. Preferably, the move-
ment unit 40 comprises an electric part 41 for transform-
ing and/or processing the electric power generated by
the generators 13, 23. Advantageously, after the start-
up step of the conversion system 1, the movement unit
40 is able to operate by keeping itself by means of a
percentage of the electric and/or mechanic power pro-
duced by the cyclic movement of the two tanks 10, 20
and/or by the operation of the respective generators 13,
23.
[0051] In particular, the movement unit 40 is configured
to pump the further fluid 200, thus generating a prede-
termined pressure inside the first tank 10 and the second
tank 20 in a surfacing step thereof, and to suction the
further fluid 200, thus generating a predetermined de-
pression inside the first tank 10 and second tank 20 in
an immersing step thereof.
[0052] The conversion system 1 of the present inven-
tion further comprises an activation unit 50 configured to
provide electric power at least to the movement unit 1
adapted to allow an initial pumping and suctioning step
of the further fluid 200 towards and from the first tank 10
and towards and from the second tank 20.
[0053] Such electric power, i.e. the one adapted to al-
low an initial pumping and suctioning step, cannot be
provided by the conversion system itself but will be drawn
from other external sources, such as for example the
public electric network or other source such as a battery
pack functionally connected to the activation unit.
[0054] In an operative configuration of operation of the
conversion system 1 of the present invention, the first
tank 10 and the second tank 20 are configured to contain
the fluid 100 and the further fluid 200 contemporaneous-
ly, i.e. water and air contemporaneously.
[0055] In particular, the first tank 10 and the second
tank 20 are fluidically connected to the movement unit
40 separately by means of ducts 60. Preferably, the first
tank 10 and the second tank 20 are fluidically connected
to each other. Even more preferably, the aforementioned
ducts 60 are configured to also allow a connection of
electric type between the electric generators 13, 23 and
the movement means 40 and/or activation unit 50 and/or
civil electric network.
[0056] Preferably, the aforementioned connection
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ducts 60 are of the flexible and sealing type to prevent
dispersions of the fluids 100, 200 or infiltrations in the
event of a connection of the electric type.
[0057] With reference to the attached figure 2, by way
of example and without limitations, the first axial turbine
12 is contained in a volume V1 defined by the first tank
10 and arranged vertically at the first passage mouth 14.
The second turbine 22 is contained in a volume V2 de-
fined by the second tank 20 and arranged vertically at
the second passage mouth 24 not shown in the attached
figure 2.
[0058] In more detail, preferably, the first turbine 12
has a plurality of blades 12a arranged on a respective
impeller 12b which are configured to be rotatable by at
least 180 degrees around their rotation axis X. Prefera-
bly, the second turbine 20 has a plurality of blades 22a
arranged on a respective impeller 22b which are config-
ured to be rotatable by at least 180 degrees around their
rotation axis Y. Preferably, the blades 12a of the first
turbine 12 and the blades 22a of the second turbine 22
are rotatable independently.
[0059] In more detail, the first tank 10 comprises a first
adjustable vane stator 16 arranged at the first mouth 14
and configured to interact with the first turbine 12 by
means of the passage of the fluid 100.
[0060] Similarly, the second tank 20 comprises a sec-
ond adjustable vane stator 26 arranged at the second
passage mouth 24 and configured to interact with the
second turbine 22 by means of the passage of the fluid
100 (not shown in the attached figure 2).
[0061] In particular, in an immersing step of the first
tank 10 in the fluid 100, the vanes 12a of the first turbine
12 and the vanes of the stator 16 are oriented so as to
fluid-dynamically interact in order to achieve the maxi-
mum operating efficiency of the first turbine 12 and the
electric generator 13. Vice-versa, in a surfacing step of
the first tank 10 from the fluid 100, the vanes 12a of the
first turbine 12 are arranged rotated by 180 degrees and
the vanes of the stator 16 are oriented in the opposite
direction so as to fluid-dynamically interact in order to
achieve the maximum operating efficiency of the first tur-
bine 12 and the respective electric generator 13. These
two operative configurations of operation of the conver-
sion system 1 are not shown in detail in the attached
figures.
[0062] Similarly, in an immersing step of the second
tank 20 in the fluid 100, the vanes 22a of the second
turbine 22 and the vanes of the second stator 26 are
oriented so as to fluid-dynamically interact in order to
achieve the maximum operating efficiency of the second
turbine 22 and the respective electric generator 23. In a
surfacing step of the second tank 20 from the fluid 100,
the vanes 22a of the second turbine 22 are arranged
rotated by 180 degrees and the vanes of the second sta-
tor 26 are oriented in the opposite direction so as to fluid-
dynamically interact in order to achieve the maximum
operating efficiency of the second turbine 22 and the re-
spective electric generator 23.

[0063] During the operation, the movement unit 40
pumps the second fluid, preferably air, by generating a
predetermined pressure inside the first tank 10 and the
second tank 20 in a surfacing step thereof and to suction
the second fluid, preferably air, thus generating a prede-
termined depression inside the first and second tanks in
an immersing step.
[0064] In order to pump air by generating a predeter-
mined pressure inside the first tank 10 and the second
tank 20 in a surfacing step thereof, as to suction air by
generating a depression, the movement unit 40 can make
use of the electric power generated by the conversion
system 1 itself and accumulated for example in a battery
pack, and/or of the electric power coming from the acti-
vation unit 50 and consequently from the civil electric
network.
[0065] The consumption of electric power to allow the
surfacing of a first tank 10 or second tank 20 is less than
that generated by the conversion system 1, through the
first 12 or the second turbine 22 which exploit the sinking
potential energy of the remaining tank, respectively the
first one 10 or second one 20.
[0066] During the operation, the movement unit 40
pumps pressurized air into a tank, for example the first
tank 10. Preferably, the movement unit 40 pumps pres-
surized air into a tank, in its upper part, by gradually mak-
ing the water contained therein come out, by making one
of the two turbines work and consequently one of the two
generators. In the event of the first tank 10, the movement
unit 40 pumps air, thus making it surface and emptying
it from water. The water coming out of the first turbine 12
and the first generator 13 generate electric power.
[0067] Contextually, the other tank, in the example the
second tank, is sinking due to the depression generated
therein always by the movement unit 40, which causes
the indraught of water into the second tank 20 by gener-
ating an inner depression, the water coming in through
the second turbine 22 and the second generator 23 gen-
erates electric current.
[0068] When the first tank 10 has reached the end of
its sinking cycle and all the water originally contained
inside the tank has come out of the first turbine 12 that
generated current through the first generator 13 a pause
occurs, preferably of seven seconds.
[0069] The rotation of the blades 12a of the turbine and
vanes of the first stator 16 occurs during this pause or
time lapse. Successively, the rising step of the first tank
10, which occurs with the help of the movement unit 40
which suctions, in this case, the air from the inside of the
first tank 10 so as to create a depression and favor the
inflow of the water always through the first turbine 12
which generates current with the first generator 13, can
thus occur until the rising cycle has been completed.
[0070] While the tank surfaces, the remaining one im-
merses and vice-versa.
[0071] According to an inventive concept of the present
invention, in an embodiment not shown of the present
invention, the first tank 10 and the second tank 20 are
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mechanically separated and independent of each other
in the surfacing step and in the immersing step, thus op-
erable independently one of the other.
[0072] Preferably, the tanks 10 and 20 are spherical in
shape. Even more preferably, at least the tanks 10, 20
of the conversion system 1 are made of metal.
[0073] By way of example and without limitations, an
example of energy and mechanical dimensioning of the
conversion system 1 of the present invention is reported
hereunder:
For a tank 10, 20 of 5000 sq.m. in volume, it is possible
to have 4082 effective sq.m. within which 2.2 sq.m. of
fluid 100 per second are moved. The entire volume is
thus moved in 1886 seconds for each tank 10, 20, i.e. in
62.20 minutes, i.e. the duration of a complete immersing
and surfacing cycle of a single tank 10, 20. In a year, a
work of 8760 hours is estimated for each tank 10, 20,
which means 8450 cycles for each tank, which implies
an electric productivity of about 26.280.000 KWh for each
tank 10, 20.
[0074] The present invention has reached the preset
objects.
[0075] Advantageously, the conversion system can be
installed in large hydroelectric basins, thus saving most
of the water they consume to produce electric power,
especially during periods of water shortage. Advanta-
geously, the conversion system of the present invention
can operate in basins with zero water and air consump-
tions under any environmental and climatic condition.
[0076] Advantageously, the conversion system is au-
tonomous and operates cyclically for a given number of
predetermined hours following the initial triggering by a
power source, such as an activation unit as described in
detail above, by drawing a predetermined percentage for
sustenance from the energy produced. Advantageously,
the conversion system of the present invention can be
installed in all pools of water, such as lakes, seas, naval
ports and in all parts of the planet with enough water for
the volume of the tank of the conversion system.
[0077] Advantageously, the conversion system of the
present invention has a simple and easy to access and
control structure, maintenance is reduced to a minimum
with very long overhaul intervals. Advantageously, in the
event of a complete overhaul, the system of the present
invention can be easily towed out of the water basin and
overhauled in any construction site or equipped area.
[0078] Advantageously, the conversion system of the
present invention is a controllable system whose gener-
ator’s power can vary from the management of the stator
and impeller in combination with the pressure and de-
pression produced by the movement system.
[0079] Advantageously, the conversion system oper-
ating with an alternated cyclic pattern allows to produce
electric power without any interruption or variation of the
power generated for the predetermined operating time.

Claims

1. Energy conversion system (1) comprising:

- at least one first generating element (10) com-
prising an accumulation tank (11) for accumu-
lating a fluid (100) and a first axial turbine (12)
and a first electric generator (13) operatively
connected to said first axial turbine (12);
- a second generating element (20) comprising
a second accumulation tank (21) for accumulat-
ing said fluid (100), a second axial turbine (22)
and a second electric generator (23) operatively
combined with said second axial turbine (22);
- a transforming element (30) for transforming
the energy generated by said first electric gen-
erator (13) and said second electric generator
(23);

wherein said first tank (11) and said second tank (21)
are configured to be alternatively immersible in said
fluid (100) to temporarily store a predetermined vol-
ume by means of respective passage mouths (14,
24) arranged in a lower portion of said first and sec-
ond tanks (11, 21);
wherein said first accumulation tank (11) and said
second accumulation tank (21) have, respectively at
said first passage mouth (14) and said second pas-
sage mouth (24), said first turbine (12) and said sec-
ond turbine (22) so that the passage of said fluid
(100) causes the operation of said first axial turbine
(12) or said second turbine (22) or both contempo-
raneously;
wherein, in the step of immersing said first tank (11)
in the fluid (100), it is filled by gravity with the same
fluid (100) passing through a first mouth (14) so as
to operate said first turbine (11) and said first gen-
erator (13), contemporaneously, in a surfacing step
of said second tank (21) from said fluid (100), the
same fluid (100) previously stored is emptied by
gravity by passing through a second mouth (24) so
as to operate said second turbine (21) and said sec-
ond generator (23);
wherein, during the cyclic surfacing/immersing of
said first tank (11) and said second tank (21), the
system (1) determines a conversion of potential en-
ergy into useful energy whose value is proportional
to a total volume of said fluid (100) flowing into and
out of said first tank (11) and into and out of said
second tank (21) and to a depth (H) reached by said
first tank (11) and said second tank (21) with respect
to a free surface (110) of said fluid (100); wherein
the system (1) comprises a movement unit (40) for
moving a further fluid (200) having an aggregation
state different from said fluid (100) wherein said
movement unit (40) is configured to displace said
further fluid (200) in and out of said first accumulation
tank (11) and in and out of said second accumulation
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tank (21) when said fluid (100) is directed in and out
of said first tank (11) and said second tank (21);
said energy conversion system (1) further comprises
an activation unit (50) configured to provide electric
power at least to said movement unit (40) adapted
to allow at least an initial step of pumping and suc-
tioning said further fluid (200) towards and from said
first tank (11) and towards and from said second tank
(21) in an operative start-up configuration of said sys-
tem (1); said activation and support unit (50) further
providing electric power to said movement unit (50)
adapted to allow at least one pumping and suctioning
step of said further fluid (200) towards and from said
first tank (11) and towards and from said second tank
(21) in an operative configuration.

2. Conversion system (1) according to claim 1, wherein
said movement unit (40) is configured to pump said
further fluid (200), thus generating a predetermined
pressure inside said first and second tank (11, 21)
in an surfacing step thereof, and to suction said fur-
ther fluid (200), thus generating a predetermined de-
pression inside said first and second tanks (11, 21)
in an immersing step.

3. Conversion system (1) according to claim 2, wherein
said fluid (100) is a non-compressible fluid and said
further fluid (200) is a compressible fluid, said further
fluid (200) not being mixable with said fluid (100).

4. Conversion system (1) according to one or more of
preceding claims 2-3, wherein said first tank and said
second tank are configured to contain said fluid (100)
and said further fluid (200) contemporaneously in an
operative condition of said conversion system (1).

5. Conversion system (1) according to one or more of
preceding claims 2-4, wherein said first tank (11) and
said second tank (21) are fluidically connected by
means of ducts (60) to said movement unit (40).

6. Conversion system (1) according to one or more of
the preceding claims, wherein said first turbine (12)
is contained in a volume (VI) defined by said first
tank (11) and arranged vertically at said first mouth
(14) and said second turbine (22) is contained in a
volume (V2) defined by said second tank (21) and
arranged vertically at said second mouth (24).

7. Conversion system (1) according to one or more of
the preceding claims, wherein said first turbine (12)
has a plurality of blades (12a) arranged on a respec-
tive impeller (12b) which are configured to be rotat-
able by at least 180 degrees around an axis thereof
(X) and said second turbine (22) has a plurality of
blades (22a) arranged on a respective impeller (22b)
which are configured to be rotatable by at least 180
degrees around an axis thereof (Y).

8. Conversion system (1) according to one or more of
the preceding claims, wherein said first tank (11)
comprises a first adjustable vane stator (16) ar-
ranged at the first mouth (14) and configured to in-
teract with said first turbine (11) and said second
tank (21) comprises a second adjustable vane stator
(26) arranged at the second mouth (24) and config-
ured to interact with said second turbine (21) in an
operative condition of said system (1).

9. Conversion system (1) according to claims 7 and 8,
wherein, in said step of immersing the first tank (11)
in the fluid (100), the vanes (12a) of the first turbine
(11) and the vanes of the stator (16) are oriented so
as to fluid-dynamically interact in order to achieve
the maximum operating efficiency of the first turbine
(11) and the generator (13) and, in said step of sur-
facing said first tank (11) from the fluid (100), the
vanes (12a) of said first turbine (11) are arranged
rotated by 180 degrees and the vanes of the stator
(16) are oriented in the opposite direction so as to
fluid-dynamically interact in order to achieve the
maximum operating efficiency of the first turbine (11)
and the respective generator (13).

10. Conversion system (1) according to claim 9, wherein,
in said step of immersing the second tank (21) in the
fluid (100), the vanes (22a) of the second turbine
(21) and the vanes of the stator (26) are oriented so
as to fluid-dynamically interact in order to achieve
the maximum operating efficiency of the second tur-
bine (21) and the generator (23) and, in said step of
surfacing said second tank (21) from the fluid (100),
the vanes (22a) of the second turbine (21) are ar-
ranged rotated by 180 degrees and the vanes of the
stator (26) are oriented in the opposite direction so
as to fluid-dynamically interact in order to achieve
the maximum operating efficiency of the second tur-
bine (21) and the respective generator (23).

11. Conversion system (1) according to claim 1, wherein
said first tank (11) and said second tank (21) are
mechanically separated and independent of each
other in said surfacing step and in said immersing
step.
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