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Description 

[0001]  The  present  invention  relates  to  an  azeotropic  composition  comprising  cis-1  ,1  ,2,2,3,4-hexafluorocyclobutane 
(hereinafter  referred  to  as  "HFC-C336ee")  and  a  specific  alcohol  and/or  a  specific  hydrocarbon  compound. 

5 
BACKGROUND  ART 

[0002]  Trichlorotrifluoroethane  (hereinafter  referred  to  as  "CFC-1  13")  which  is  a  chlorofluoroethane  compound  has 
been  used  widely  as  a  solvent,  detergent  and  the  like  solely  or  in  the  form  of  mixture  or  azeotropic  composition  with 

10  other  organic  solvent(s),  because  it  is  non-flammable  and  biologically  less  toxic  and  in  addition,  is  excellent  in  selective 
solvency  to  oil  and  fat,  grease,  wax  and  the  like  without  attacking  high  molecular  substances  such  as  plastics  and  rub- 
bers. 
[0003]  In  recent  years,  there  has  been  raised  a  problem  of  environmental  pollution  on  world-wide  scale,  that  is,  deple- 
tion  of  the  ozone  layer  surrounding  the  earth  due  to  chlorofluoroethane  compounds  (hereinafter  referred  to  as  "perha- 

15  loethane")  such  as  CFC-1  13  in  which  all  of  hydrogen  are  replaced  by  chlorine  and  fluorine,  and  the  chlorofluoroethane 
compounds  cannot  be  used  wholly  in  1995.  Also  there  is  the  same  problem  with  respect  to  hydrochlorofluorocarbons 
(HCFC)  used  as  alternatives  for  the  perhaloethane,  and  prohibition  of  use  thereof  is  slated  in  2020. 
[0004]  It  has  been  proposed  to  use  hydrofluorocarbon  (HFC)  instead  of  CFC  and  HCFC.  For  example,  there  are 
1,1,2,2,3,3,4,4,-octafluorobutane  (HFC-338pcc),  1,1,1,2,3,4,4,5,5,5-decafluoropentane  (HFC43-10mee),  HFC-C336 

20  and  the  like.  JP-A-21  3397/1  992  describes  an  azeotropic  composition  comprising  HFC-C338pcc  and  methanol  used  as 
a  detergent.  Also  USP  5064559  describes  an  azeotropic  composition  comprising  HFC43-10mee  and  an  alcohol  used 
as  a  detergent.  With  respect  to  HFC-C336,  there  have  been  proposed  single  use  thereof  as  a  foaming  agent  or  a  deter- 
gent  (JP-A-2951  57/1  993  and  JP-A-331489/1993). 
[0005]  However,  HFC-338pcc  and  HFC43-10mee  are  not  sufficient  in  solvency  against  contaminants  such  as  metal 

25  processing  oil,  oil  and  fat,  grease,  wax  and  rosin  flux,  and  are  expensive  because  their  syntheses  are  very  difficult.  Fur- 
thermore,  with  respect  to  HFC-C336,  there  are  many  isomers  having  different  characteristics,  and  it  is  difficult  to  find 
out,  from  them,  a  compound  having  excellent  properties.  Similarly  to  the  above-mentioned  compounds,  HFC-C336 
itself  has  no  sufficient  solvency  against  oil  and  fat,  flux  and  the  like. 
[0006]  Solvency  and  f  lammability  of  a  solvent  can  be  adjusted  by  adding  a  co-solvent,  that  is  to  say,  by  preparing  a 

30  mixed  solvent.  However,  even  if  a  mixed  solvent  is  simply  prepared,  one  component  is  condensed  due  to  vaporization, 
which  causes  inconveniences  such  as  change  of  the  solvency  and  exhibition  of  f  lammability. 
[0007]  It  is  known  that  an  azeotropic  mixture  is  useful  since  it  is  vaporized/condensed  at  a  specified  temperature  and 
composition.  If  a  solvent  mixture  is  not  azeotropic,  it  is  not  preferred  in  practical  use  because  its  volatile  component  hav- 
ing  a  low  boiling  point  is  first  vaporized  to  change  its  composition,  thereby  lowering  solvency  and  increasing  f  lammabil- 

35  ity. 
[0008]  Also  the  azeotropic  composition  is  preferred  in  vapor-cleaning  process  including  re-distilling  step,  final  rinsing 
step  and  drying  step.  If  the  composition  is  not  azeotropic,  one  component  thereof  is  condensed  in  the  re-distillation  step, 
and  thus  safety  and  efficiency  in  the  vapor-cleaning  process  are  impaired. 
[0009]  Heretofore,  there  have  been  found  many  azeotropic  compositions  of  f  luorocarbons,  and  some  of  them  have 

40  been  used  as  a  vapor-cleaning  agent,  a  degreasing  agent  or  a  flux  removing  agent.  However,  it  is  difficult  to  expect 
whether  or  not  an  azeotropic  composition  can  be  formed,  and  therefore,  an  effort  to  find  a  novel  azeotropic  system 
applicable  to  this  field  has  been  continued. 
[001  0]  An  object  of  the  present  invention  is  to  provide  an  azeotropic  composition  having  increased  solvency  and  non- 
flammability  without  using  CFC  and  HCFC  and  being  less  detrimental  to  the  ozone  layer. 

45 
DISCLOSURE  OF  THE  INVENTION 

[0011]  The  present  invention  relates  to  an  azeotropic  composition  comprising  HFC-C336ee  and  at  least  one  com- 
pound  selected  from  the  group  consisting  of  methanol,  ethanol,  isopropanol,  n-propanol,  tert-butanol,  cyclopentane,  n- 

50  octane,  isooctane,  n-heptane  and  methylcyclohexane. 
[001  2]  The  present  invention  also  relates  to  a  cleaning  composition  comprising  the  above-mentioned  azeotropic  com- 
position,  and  to  a  method  of  cleaning  surfaces  of  solid  articles  with  the  cleaning  composition.  The  present  invention  fur- 
ther  relates  to  a  foaming  agent  comprising  the  above-mentioned  azeotropic  composition,  and  to  a  method  of  producing 
foamed  resin  articles  by  using  the  foaming  agent. 

55 
BEST  MODE  FOR  CARRYING  OUT  THE  INVENTION 

[0013]  HFC-C336ee  used  in  the  present  invention  is  a  known  compound  (J.  Chem.  Soc.  3198  (1961))  having  a  boiling 
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point  of  64.5°C. 
[0014]  The  compound  forming  an  azeotropic  composition  with  HFC-C336ee  is  an  alcohol  of  methanol,  ethanol,  iso- 
propanol,  n-propanol  and  tert-butanol  and  a  hydrocarbon  of  cyclopentane,  n-octane,  isooctane,  n-heptane  and  methyl- 
cyclohexane.  The  azeotropic  composition  containing  the  alcohol  has  a  high  solvency  particularly  for  rosin  flux,  and  an 

5  increased  degreasing  power  for  oil  and  fat,  grease,  wax  and  the  like  and  dewatering  ability.  The  azeotropic  composition 
containing  the  hydrocarbon  has  a  high  solvency  for  oil  and  fat,  grease,  wax  and  the  like,  and  in  addition,  enhanced  com- 
patibility  with  other  organic  solvents  and  surfactants,  for  instance,  industrial  gasoline,  higher  alcohols  and  ethers.  In  an 
azeotropic  composition  of  three  components,  i.e.  HFC-C336ee,  the  alcohol  and  the  hydrocarbon,  the  characteristic 
properties  of  each  component  work  synergistically,  and  thus  the  solvency  is  enhanced. 

10  [001  5]  Examples  of  the  azeotropic  composition  are  as  follows: 

(1)  Two-component  azeotropic  composition  (azeotropic  temperature:  55.2°C)  comprising  HFC-C336ee  and  meth- 
anol  and  having  a  weight  ratio  of  87  to  89/13  to  1  1  under  atmospheric  pressure  (hereinafter  the  same). 
(2)  Two-component  azeotropic  composition  (azeotropic  temperature:  60.5°C)  comprising  HFC-C336ee  and  etha- 

15  nol  and  having  a  weight  ratio  of  91  to  94/9  to  6. 
(3)  Two-component  azeotropic  composition  (azeotropic  temperature:  62.5°C)  comprising  HFC-C336ee  and  isopro- 
panol  and  having  a  weight  ratio  of  91  to  94/9  to  6. 
(4)  Two-component  azeotropic  composition  (azeotropic  temperature:  64.2°C)  comprising  HFC-C336ee  and  n-pro- 
panol  and  having  a  weight  ratio  of  96  to  98/4  to  2. 

20  (5)  Two-component  azeotropic  composition  (azeotropic  temperature:  63.9°C)  comprising  HFC-C336ee  and  tert- 
butanol  and  having  a  weight  ratio  of  94  to  96/6  to  4. 
(6)  Two-component  azeotropic  composition  (azeotropic  temperature:  39.  9°C)  comprising  HFC-C336ee  and 
cyclopentane  and  having  a  weight  ratio  of  55  to  65/45  to  35. 
(7)  Two-component  azeotropic  composition  (azeotropic  temperature:  63.5°C)  comprising  HFC-C336ee  and  n- 

25  octane  and  having  a  weight  ratio  of  95  to  97/5  to  3. 
(8)  Two-component  azeotropic  composition  (azeotropic  temperature:  61  .2°C  )  comprising  HFC-C336ee  and  isooc- 
tane  and  having  a  weight  ratio  of  85  to  89/1  5  to  1  1  . 
(9)  Two-component  azeotropic  composition  (azeotropic  temperature:  60.3°C)  comprising  HFC-C336ee  and  n-hep- 
tane  and  having  a  weight  ratio  of  85  to  90/15  to  10. 

30  (10)  Two-component  azeotropic  composition  (azeotropic  temperature:  60.5°C)  comprising  HFC-C336ee  and  meth- 
ylcyclohexane  and  having  a  weight  ratio  of  85  to  91/15  to  9. 
(11)  Three-component  azeotropic  composition  (azeotropic  temperature:  57.6°C)  comprising  HFC-C336ee,  ethanol 
and  n-heptane  and  having  a  weight  ratio  of  78  to  84/6  to  8/1  0  to  1  4. 
(12)  Three-component  azeotropic  composition  (azeotropic  temperature:  63.4°C  )  comprising  HFC-C336ee,  tert- 

35  butanol  and  n-octane  and  having  a  weight  ratio  of  93  to  97/1  to  3/2  to  4. 

[0016]  The  composition  of  the  present  invention  is  the  composition  comprising  HFC-C336ee,  the  specific  alcohol 
and/or  the  specific  hydrocarbon  compound  and  having  the  characteristic  properties  as  mentioned  above,  and  in  addi- 
tion,  is  azeotropic,  which  makes  easy  the  operation,  recovery  and  re-use  of  the  liquid  and  applicable  to  the  vapor-clean- 

40  ing  process.  Further,  the  composition  exhibits  great  effects  particularly  on  removal  of  metal  processing  oil,  oil  and  fat 
and  rosin  flux,  and  as  a  foaming  agent  for  foamed  resin  articles.  Also  the  composition  is  chemically  stable,  is  excellent 
in  selective  solvency  which  makes  it  possible  to  rinse  and  remove  stains  only  almost  without  any  influence  on  plastic, 
rubber  and  metal,  and  has  a  good  drying  ability  of  wet  products.  In  addition,  the  composition  has  less  influence  on 
depletion  of  the  ozone  layer  as  compared  with  CFC  and  HCFC. 

45  [001  7]  To  the  composition  of  the  present  invention  may  be  added  a  stabilizer. 
[0018]  As  properties  of  such  a  stabilizer,  it  is  a  matter  of  course  that  a  large  effect  on  stabilization  of  the  composition 
is  necessary,  and  it  is  preferable  that  the  stabilizer  is  simultaneously  distilled  in  the  distillation  process  or  forms  azeo- 
tropic  system. 
[0019]  Examples  of  the  stabilizer  are,  for  instance,  an  aliphatic  nitro  compound  such  as  nitromethane,  nitroethane  or 

so  nitropropane;  an  acetylene  alcohol  such  as  3-methyl-1  -butyn-3-ol  or  3-methyl-1  -pentyn-3-ol;  an  epoxide  such  as  glyci- 
dol,  methylglycidyl  ether,  allylglycidyl  ether,  phenylglycidyl  ether,  1,2-butylene  oxide,  cyclohexene  oxide  or  epichlorohy- 
drin;  an  ether  such  as  dimethoxymethane,  1,2-dimethoxyethane,  1,4-dioxane  or  1  ,3,5-trioxane;  an  unsaturated 
hydrocarbon  such  as  hexene,  heptene,  octene,  2,4,4-trimethyl-1-pentene,  pentadiene,  octadiene,  cyclohexene  or 
cyclopentene;  an  olefinic  alcohol  such  as  allyl  alcohol,  1  -butene-3-ol  or  3-methyl-1-butene-3-ol;  an  acrylate  such  as 

55  methyl  acrylate,  ethyl  acrylate  or  butyl  acrylate;  and  the  like.  These  stabilizers  may  be  used  solely  or  in  a  mixture  of  two 
or  more  thereof.  Among  them,  nitromethane  is  preferable.  Also  together  with  the  above-mentioned  stabilizers,  there 
may  be  used  phenols  such  as  phenol,  trimethylphenol,  cyclohexylphenol,  thymol,  2,6-di-t-butyl-4-methylphenol,  butyl 
hydroxy  anisol  and  isoeugenol,  amines  such  as  hexylamine,  pentylamine,  dipropylamine,  diisopropylamine, 
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diisobutylamine,  triethylamine,  tributylamine,  pyridine,  N-methylmorpholine,  cyclohexylamine,  2,2,6,6-tetramethylpipe- 
ridine  and  N,N'-diallyl-p-phenylenediamine;  triazoles  such  as  benzotriazole,  2-(2'-hydroxy-5'-methylphenyl)benzotria- 
zole  and  chlorobenzotriazole  and  the  like.  By  the  combination  use  thereof,  further  excellent  synergistic  stabilizing 
effects  can  be  exhibited. 

5  [0020]  An  amount  of  the  above-mentioned  stabilizer  varies  depending  on  kind  thereof,  and  there  is  no  fixed  amount, 
but  usually  it  is  preferable  to  use  0.1  to  5  %  by  weight,  more  preferably  0.5  to  5  %  by  weight  on  the  basis  of  the  compo- 
sition  of  the  present  invention.  In  case  where  nitromethane  is  used,  it  is  preferable  to  use  about  0.1  to  about  5.0  %  by 
weight.  The  stabilizer  is  used  in  an  amount  not  impairing  the  azeotropic  property.  Since  usually  a  small  amount  of  sta- 
bilizer  is  added,  the  addition  thereof  does  not  affect  greatly  the  azeotropic  property. 

10  [0021  ]  The  present  invention  further  relates  to  the  cleaning  composition  comprising  the  above-mentioned  azeotropic 
composition,  particularly  the  degreasing  composition  and  flux  removing  composition,  and  also  relates  to  the  method  of 
rinsing  the  surfaces  of  solid  articles  with  that  cleaning  composition.  The  cleaning  composition  of  the  present  invention 
exhibits  its  effect  in  removal  of  rosin  fluxes,  various  fats  and  oils,  greases,  waxes,  industrial  gasolines,  higher  alcohols, 
ethers  and  the  like.  Also  when  the  above-mentioned  specific  alcohol  is  employed  as  the  azeotropic  component,  high 

15  solvency  is  exhibited  against  the  rosin  fluxes,  and  solvency  against  fats  and  oils,  greases  and  waxes  is  increased.  When 
the  above-mentioned  specific  hydrocarbon  is  used  as  the  azeotropic  component,  solvency  against  fats  and  oils, 
greases  and  waxes  and  in  addition,  other  organic  solvents  and  surfactants,  for  example,  industrial  gasolines,  higher 
alcohols  and  ethers  is  enhanced. 
[0022]  The  cleaning  composition  of  the  present  invention  has  less  influence  on  plastics. 

20  [0023]  The  rinsing  can  be  conducted  by  bringing  the  above-mentioned  cleaning  composition  into  contact  with  the  sur- 
faces  of  solid  articles,  for  example,  by  dipping  method,  dipping  method  using  ultrasonic  wave,  spray  rinsing  method, 
vapor  cleaning  method  or  a  combined  method  thereof. 
[0024]  The  present  invention  also  relates  to  the  drying  agent  for  dewatering.  The  azeotropic  compositions  (1)  to  (5) 
containing  the  above-mentioned  alcohols  have  high  dewatering  ability,  and  by  using  those  compositions  as  the  drying 

25  agent  for  dewatering,  the  surfaces  of  solid  articles  can  be  dried. 
[0025]  The  present  invention  further  relates  to  the  foaming  agent  comprising  the  above-mentioned  azeotropic  com- 
position  and  the  method  of  producing  the  foamed  resin  articles  by  using  the  foaming  agent. 
[0026]  The  azeotropic  composition  of  the  present  invention  has  an  azeotropic  point  of  39.9°  to  64.2°C  and  is  chemi- 
cally  stable,  and  therefore,  is  suitable  as  a  foaming  agent  for  producing  the  foamed  resin  articles.  Examples  of  the 

30  foamed  resin  articles  are  polyurethane  foam,  polystyrene  foam,  polypropylene  foam,  polyethylene  foam,  phenol  foam 
and  the  like.  Among  them,  as  the  foaming  agent  for  the  polyurethane  foam,  there  is  suitably  used  the  above  (6),  and  for 
the  polystyrene  foam,  polypropylene  foam,  polyethylene  foam  and  phenol  foam,  the  above  (6)  to  (10)  are  suitable. 
[0027]  As  the  expansion  method,  there  can  be  employed  the  same  method  as  the  conventional  one  using  CFC,  HCFC 
or  an  azeotropic  composition  containing  them.  For  example,  in  case  where  the  polyurethane  foam  is  produced,  the 

35  foamed  resin  articles  can  be  obtained  through  usual  method  by  allowing  an  active  hydrogen  compound  having  at  least 
two  active  hydrogen-containing  groups  such  as  polyols  to  react  with  polyisocyanate  compounds  in  the  presence  of  a 
catalyst  and  the  foaming  agent  of  the  present  invention. 
[0028]  The  present  invention  is  then  explained  with  examples,  but  is  not  limited  to  the  examples. 

40  Examples  1  to  1  0 

[0029]  A  100  cc  distillation  flask  was  charged  with  20  g  of  C336ee  (boiling  point:  64.5°C  )  and  20  g  of  each  second 
component  shown  in  Table  1  ,  to  conduct  distillation  under  atmospheric  pressure  by  using  a  rectifying  tube  having  20 
theoretical  stages.  Azeotropic  property  was  observed  at  a  boiling  point  as  shown  in  Table  1  ,  which  is  lower  than  that  of 

45  the  both  liquids.  The  obtained  distillate  was  analyzed  through  gaschromatography,  and  as  a  result,  the  proportion  of 
C336ee  and  the  second  component  in  the  distillate  was  as  shown  in  Table  1  . 

Table  1 

Second  component  Boiling  point  of  sec-  Azeotropic  point  (°C)  Proportion  of  distillate  (%  by  weight) 
ond  component  (°C) 

Second  component  C336ee 

Ex.1  Methanol  64.6  55.2  12.5  87.5 

Ex.2  Ethanol  78  60.5  8.4  91.6 

Ex.  3  Isopropanol  82.4  62.5  6.9  93.1 

4 
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Table  1  (continued) 
Second  component  Boiling  point  of  sec-  Azeotropic  point  (°C)  Proportion  of  distillate  (%  by  weight) 

ond  component  (°C) 
Second  component  C336ee 

Ex.4  n-Propanol  94  64.2  2.4  97.6 

Ex.5  tert-Butanol  83  63.9  5  95 

Ex.6  Cyclopentane  50  39.9  41.4  58.6 

Ex.7  n-Octane  126  63.5  4.3  95.7 

Ex.8  Isooctane  98.5  61.2  13.7  86.3 

Ex.9  n-Heptane  98  60.3  11.8  88.2 

Ex.10  Methylcyclohexane  101  60.5  10.5  89.5 

Examples  1  1  and  1  2 

[0030]  A  1  00  cc  distillation  flask  was  charged  with  20  g  of  C336ee  (boiling  point:  64.5°C),  20  g  of  each  second  com- 
ponent  and  20  g  of  each  third  component  shown  in  Table  2,  to  conduct  distillation  under  atmospheric  pressure  by  using 
a  rectifying  tube  having  20  theoretical  stages.  Azeotropic  property  was  observed  at  a  boiling  point  lower  than  that  of 
each  liquid  as  shown  in  Table  2.  The  obtained  distillate  was  analyzed  through  gas  chromatography,  and  as  a  result,  the 
proportion  of  C336ee  and  each  of  the  second  and  third  components  was  as  shown  in  Table  2. 

Table  2 

Second  compo-  Third  component  Azeotropic  point  Proportion  of  distillate  (%  by  weight) 
nent  (°C) 

C336ee  Second  compo-  Third  component 
nent 

Ex.11  Methanol  n-Heptane  57.6  80.3  6.8  12.9 

Ex.12  tert-Butanol  n-Octane  63.4  94.9  1.8  3.3 

Examples  1  3  to  24 

[0031]  The  following  tests  were  carried  out  by  using  the  azeotropic  compositions  obtained  in  Examples  1  to  12  and 
by  using  C336ee  solely  as  for  Comparative  Example  1  .  The  results  are  shown  in  Table  3. 

Table  3 

Example  Azeotropic  composition  Solvency  (%)  Water  removal  (%) 
13  Ex.1  99.9  99 

14  Ex.2  99.9  99 

15  Ex.3  99.9  99 

16  Ex.4  99.9  99 

17  Ex.5  99.9  99 

18  Ex.6  99.9  99 

19  Ex.7  99.9  99 

20  Ex.8  99.9  99 

21  Ex.9  99.9  99 
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Table  3  (continued) 

Example  Azeotropic  composition  Solvency  (%)  Water  removal  (%) 
22  Ex.10  99.9  99 

23  Ex.11  99.9  99 

24  Ex.12  99.9  99 

Com.  Ex.  1  C336ee  99.7  95 

10 
(Degreasing  ability) 

[0032]  A  double-tank  type  bench  cleaning  machine  having  an  ultrasonic  tank  and  a  vaporizing  tank  was  charged  with 
the  azeotropic  composition  of  the  present  invention  to  clean  a  100-mesh  cylindrical  metal  net  (250  x  15Hmm),  to  which 

15  metal  processing  oil  (G6250,  available  from  Nippon  Kosakuyu  Kabushiki  Kaisha)  adhered,  and  thus  degreasing  test 
was  conducted.  In  the  cleaning,  ultrasonic  wave  cleaning  was  carried  out  for  one  minute,  respectively  in  a  heated  bath 
having  a  temperature  lower  by  about  5°C  than  that  of  the  azeotropic  composition,  and  then  vapor-cleaning  was  con- 
ducted  for  one  minute,  followed  by  measurement  of  an  amount  of  oil  remaining  on  the  metal  net  with  an  oil  concentra- 
tion  meter  (available  from  Kabushiki  Kaisha  Horiba  Seisakusho).  The  removal  percentage  of  oil  was  determined  as  the 

20  solvency  (%). 

(Dewatering  test) 

[0033]  A  test  piece  made  of  iron  (30  x  30  x  2t  mm,  a  drilled  hole  of  70  in  the  center)  was  dipped  in  water,  and  then 
25  dipped  in  the  azeotropic  composition  of  the  present  invention  at  room  temperature  for  30  seconds,  followed  by  rinsing 

with  a  given  amount  of  methanol  anhydride.  Water  content  in  that  rinsing  liquid  (methanol)  was  analyzed  through  Karl 
Fischer's  method  to  obtain  a  water  removal  percentage  (%). 

Examples  25  to  36 
30 

[0034]  Various  plastics  shown  in  Table  4  were  dipped  in  the  azeotropic  composition  of  the  present  invention  obtained 
in  Examples  1  to  12,  at  25°C  for  ten  minutes.  Immediately  after  taken  out,  variation  of  weight  of  the  plastics  was  meas- 
ured  and  evaluated  in  accordance  with  the  following  criteria. 

35  0:  Almost  no  influence  is  seen  (change  in  weight:  0  to  1  %). 
1  :  Slight  swelling  occurs,  which  is  substantially  no  problem  (change  in  weight:  1  to  5  %). 
2:  Swelling  occurs  to  deteriorate  plastics  (change  in  weight:  not  less  than  5  %) 

The  results  are  shown  in  Table  4. 
40 

Table  4 

Example  Azeotropic  compo-  ABS  resin  Polycarbonate  Acrylic  resin  Epoxy  resin  Polyphenylene 
sition  oxide 

25  Ex.1  0  0  1 0   0 

26  Ex.2  0  0  1  0  0 

27  Ex.3  0  0  1  0  0 

28  Ex.4  0  0  1  0  0 

29  Ex.5  0  0  1  0  0 

30  Ex.6  0  0  1  0  0 

31  Ex.7  0  0  1  0  0 

32  Ex.8  0  0  1  0  0 

33  Ex.9  0  0  1  0  0 

6 



EP  0  755  909  B1 

Table  4  (continued) 

Example  Azeotropic  compo-  ABS  resin  Polycarbonate  Acrylic  resin  Epoxy  resin  Polyphenylene 
sition  oxide 

34  Ex.10  0  0  1  0  0 

35  Ex.11  0  0  1 0   0 

36  Ex.12  0  0  1  0  0 

10  Examples  37  to  41 

(Expansion  test) 

[0035]  A  mixture  solution  was  prepared  by  premixing,  with  100  g  of  polyol  (polyether  polyol  having  470  of  hydroxyl 
15  value  and  prepared  by  reacting  polypropylene  oxide  with  sucrose  and  ethylenediamine),  2  g  of  a  silicone  surfactant,  1 

g  of  water,  a  necessary  amount  of  N,N,N',N'-tetramethylhexane-1  ,6-diamine  as  a  catalyst  for  obtaining  a  gel  time  of  60 
seconds  and  a  proper  amount  of  the  foaming  agent  (azeotropic  compositions  of  Examples  6  to  10)  of  the  present  inven- 
tion  for  endowing  a  foamed  article  with  a  core  density  of  30  kg/m3.  The  obtained  mixture  solution  and  1  48  g  of  polymeth- 
ylene  polyphenyl  isocyanate  were  mixed,  and  expanded  to  give  a  hard  urethane  foam.  The  results  are  shown  in  Table 

20  5.  Estimation  was  made  by  comparing  with  the  case  where  CFC-1  1  was  used  as  the  foaming  agent. 

O  :  Not  less  than  the  same  level  as  in  CFC-1  1 
a:  Slightly  inferior  to  CFC-1  1 
X:  Inferior  to  CFC-1  1 

25 

Table  5 

Ex.  Azeotropic  composition  External  appearance  of  Compression  strength  Heat  conductivity 
foam 

37  Ex.6  O  O  O  
38  Ex.7  O  O a  
39  Ex.8  O  O  A 

40  Ex.9  O  O  A 
41  Ex.10  O  O  A 

INDUSTRIAL  APPLICABILITY 
40 

[0036]  The  present  invention  can  provide  an  azeotropic  composition  having  less  influence  on  the  ozone  layer  and  on 
plastics.  The  azeotropic  composition  of  the  present  invention  is  useful  as  a  detergent,  drying  agent  and  foaming  agent. 

Claims 
45 

1  .  An  azeotropic  composition  comprising  cis-1  ,1  ,2,2,3,4-hexafluorocyclobutane  and  at  least  one  compound  selected 
from  the  group  consisting  of  methanol,  ethanol,  isopropanol,  n-propanol,  tert-butanol,  cyclopentane,  n-octane,  iso- 
octane,  n-heptane  and  methylcyclohexane. 

so  2.  The  azeotropic  composition  of  Claim  1  ,  which  consists  of  cis-1  ,1  ,2,2,3,4-hexafluorocyclobutane  and  methanol  in  a 
weight  ratio  of  87  to  89/1  3  to  1  1  under  atmospheric  pressure. 

3.  The  azeotropic  composition  of  Claim  1,  which  consists  of  cis-1,  1,  2,2,  3,4-hexafluorocyclobutane  and  ethanol  in  a 
weight  ratio  of  91  to  94/9  to  6  under  atmospheric  pressure. 

55 
4.  The  azeotropic  composition  of  Claim  1  ,  which  consists  of  cis-1  ,  1  ,2,2,3,4-hexafluorocyclobutane  and  isopropanol  in 

a  weight  ratio  of  91  to  94/9  to  6  under  atmospheric  pressure. 

7 
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5.  The  azeotropic  composition  of  Claim  1  ,  which  consists  of  cis-1  ,1  ,2,2,3,4-hexafluorocyclobutane  and  n-propanol  in 
a  weight  ratio  of  96  to  98/4  to  2  under  atmospheric  pressure. 

6.  The  azeotropic  composition  of  Claim  1  ,  which  consists  of  cis-1  ,1  ,2,2,3,4-hexafluorocyclobutane  and  tert-butanol  in 
a  weight  ratio  of  94  to  96/6  to  4  under  atmospheric  pressure. 

7.  The  azeotropic  composition  of  Claim  1  ,  which  consists  of  cis-1  ,  1  ,2,2,3,4-hexafluorocyclobutane  and  cyclopentane 
in  a  weight  ratio  of  55  to  65/45  to  35  under  atmospheric  pressure. 

8.  The  azeotropic  composition  of  Claim  1  ,  which  consists  of  cis-1  ,  1  ,2,2,3,4-hexafluorocyclobutane  and  n-octane  in  a 
weight  ratio  of  95  to  97/5  to  3  under  atmospheric  pressure. 

9.  The  azeotropic  composition  of  Claim  1  ,  which  consists  of  cis-1  ,1  ,2,2,3,4-hexafluorocyclobutane  and  isooctane  in  a 
weight  ratio  of  85  to  89/1  5  to  1  1  under  atmospheric  pressure. 

10.  The  azeotropic  composition  of  Claim  1,  which  consists  of  cis-1,  1  ,2,2,3,4-hexafluorocyclobutane  and  n-heptane  in 
a  weight  ratio  of  85  to  90/1  5  to  1  0  under  atmospheric  pressure. 

11.  The  azeotropic  composition  of  Claim  1,  which  consists  of  cis-1,1,2,2,3,4-hexafluorocyclobutane  and  methylcy- 
clohexane  in  a  weight  ratio  of  85  to  91/15  to  9  under  atmospheric  pressure. 

12.  The  azeotropic  composition  of  Claim  1,  which  consists  of  cis-1,  1,  2,2,  3,4-hexafluorocyclobutane,  ethanol  and  n- 
heptane  in  a  weight  ratio  of  78  to  84/6  to  8/1  0  to  1  4  under  atmospheric  pressure. 

13.  The  azeotropic  composition  of  Claim  1,  which  consists  of  cis-1,  1,2,2,  3,4-hexafluorocyclobutane,  tert-butanol  and 
n-octane  in  a  weight  ratio  of  93  to  97/1  to  3/2  to  4  under  atmospheric  pressure. 

14.  The  azeotropic  composition  of  Claim  1  ,  which  contains  0.1  to  5  %  by  weight  of  nitromethane  as  a  stabilizer. 

15.  A  cleaning  composition  comprising  the  azeotropic  composition  of  any  of  Claims  1  to  14. 

16.  A  degreasing  composition  comprising  the  azeotropic  composition  of  any  of  Claims  1  to  14. 

1  7.  A  flux  removing  composition  comprising  the  azeotropic  composition  of  any  of  Claims  1  to  1  4. 

18.  A  method  of  cleaning  surfaces  of  solid  articles  by  using  the  cleaning  composition  of  any  of  Claims  15  to  17. 

19.  A  drying  agent  composition  for  dewatering,  which  comprises  the  azeotropic  composition  of  any  of  Claims  1  to  6. 

20.  A  method  of  drying  surfaces  of  solid  articles  by  using  the  drying  agent  composition  for  dewatering  of  Claim  19. 

21.  A  foaming  agent  comprising  the  azeotropic  composition  of  any  of  Claims  1  to  14. 

22.  A  method  of  producing  a  foamed  resin  article  through  expansion  by  using  the  foaming  agent  of  Claim  21  . 

Patentanspruche 

1.  Azeotrope  Zusammensetzung,  umfassend  cis-1,1,2,2,3,4-Hexafluorcyclobutan  und  zumindest  eine  Zusammen- 
setzung  bestehend  aus  der  Gruppe,  bestehend  aus  Methanol,  Ethanol,  Isopropanol,  n-Propanol,  t-Butanol,  Cyclo- 
pentan,  n-Octan,  Isooctan,  n-Heptan  und  Methylcyclohexan. 

2.  Azeotrope  Zusammensetzung,  bestehend  aus  cis-1,  1  ,2,2,3,4-Hexaf  luorcyclobutan  und  Methanol  in  einem 
Gewichtsverhaltnis  von  87  bis  89/1  3  bis  1  1  unter  atmospharischem  Druck. 

3.  Azeotrope  Zusammensetzung  nach  Anspruch  1,  bestehend  aus  cis-1,  1,  2,2,3,  4-Hexaf  luorcyclobutan  und  Ethanol 
in  einem  Gewichtsverhaltnis  von  91  bis  94/9  bis  6  unter  atmospharischem  Druck. 

4.  Azeotrope  Zusammensetzung  nach  Anspruch  1,  bestehend  aus  cis-1,  1,  2,2,  3,4-Hexaf  luorcyclobutan  und  Isopro- 
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panol  in  einem  Gewichtsverhaltnis  von  91  bis  94/9  bis  6  unter  atmospharischem  Druck. 

5.  Azeotrope  Zusammensetzung  nach  Anspruch  1,  bestehend  aus  cis-1,  1,  2,2,3,  4-Hexaf  luorcyclobutan  und  n-Pro- 
panol  in  einem  Gewichtsverhaltnis  von  96  bis  98/4  bis  2  unter  atmospharischem  Druck. 

5 
6.  Azeotrope  Zusammensetzung  nach  Anspruch  1,  bestehend  aus  cis-1,  1,  2,2,  3,4-Hexaf  luorcyclobutan  und  t-Butanol 

in  einem  Gewichtsverhaltnis  von  94  bis  96/6  bis  4  unter  atmospharischem  Druck. 

7.  Azeotrope  Zusammensetzung  nach  Anspruch  1,  bestehend  aus  cis-1,  1,2,2,  3,4-Hexaf  luorcyclobutan  und  Cyclo- 
10  pentan  in  einem  Gewichtsverhaltnis  von  55  bis  65/45  bis  35  unter  atmospharischem  Druck. 

8.  Azeotrope  Zusammensetzung  nach  Anspruch  1  ,  bestehend  aus  cis-1  ,1  ,2,2,  3,4-Hexaf  luorcyclobutan  und  n-Octan 
in  einem  Gewichtsverhaltnis  von  95  bis  97/5  bis  3  unter  atmospharischem  Druck. 

15  9.  Azeotrope  Zusammensetzung  nach  Anspruch  1  ,  bestehend  aus  cis-1  ,1  ,2,2,3,4-Hexafluorcyclobutan  und  Isooctan 
in  einem  Gewichtsverhaltnis  von  85  bis  90/1  5  bis  1  0  unter  atmospharischem  Druck. 

10.  Azeotrope  Zusammensetzung  nach  Anspruch  1  ,  bestehend  aus  cis-1  ,1  ,2,2,3,4-Hexafluorcyclobutan  und  n-Heptan 
in  einem  Gewichtsverhaltnis  von  85  bis  90/1  5  bis  1  0  unter  atmospharischem  Druck. 

20 
11.  Azeotrope  Zusammensetzung  nach  Anspruch  1,  bestehend  aus  cis-1,  1,2,2,  3,4-Hexaf  luorcyclobutan  und  Methyl- 

cyclohexan  in  einem  Gewichtsverhaltnis  von  85  bis  91/15  bis  9  unter  atmospharischem  Druck. 

12.  Azeotrope  Zusammensetzung  nach  Anspruch  1,  bestehend  aus  cis-1,  1,2,2,3,  4-Hexaf  luorcyclobutan,  Ethanol  und 
25  n-Heptan  in  einem  Gewichtsverhaltnis  von  78  bis  84/6  bis  8/10  bis  14  unter  atmospharischem  Druck. 

13.  Azeotrope  Zusammensetzung  nach  Anspruch  1,  bestehend  aus  cis-1,  1,2,2,  3,4-Hexaf  luorcyclobutant-Butanol  und 
n-Octan  in  einem  Gewichtsverhaltnis  von  93  bis  97/1  bis  3/2  bis  4  unter  atmospharischem  Druck. 

30  14.  Azeotrope  Zusammensetzung  nach  Anspruch  1  ,  umfassend  0,1  bis  5  Gew.%  Nitromethan  als  Stabilisator. 

15.  Reinigungszusammensetzung,  umfassend  die  azeotrope  Zusammensetzung  nach  einem  der  Anspriiche  1  bis  14. 

16.  Entfettungszusammensetzung,  umfassend  die  azeotrope  Zusammensetzung  nach  einem  der  Anspriiche  1  bis  14. 
35 

17.  FluBmittelentfernungszusammensetzung,  umfassend  die  azeotrope  Zusammensetzung  nach  einem  der  Ansprii- 
che  1  bis  14. 

18.  Verfahren  zum  Reinigen  von  Oberflachen  von  festen  Gegenstanden  unter  Verwendung  der  Reinigungszusammen- 
40  setzung  nach  einem  der  Anspriiche  1  5  bis  1  7. 

19.  Trocknungsmittelzusammensetzung  zum  Entwassern,  umfassend  die  azeotrope  Zusammensetzung  nach  einem 
der  Anspriiche  1  bis  6. 

45  20.  Verfahren  zum  Trocknen  von  Oberflachen  von  festen  Gegenstanden  unter  Verwendung  der  Trocknungsmittelzu- 
sammensetzung  zum  Entwassern  nach  Anspruch  19. 

21.  Schaummittel,  umfassend  die  azeotrope  Zusammensetzung  nach  einem  der  Anspriiche  1  bis  14. 

so  22.  Verfahren  zur  Erzeugung  eines  geschaumten  Harzgegenstandes  durch  Expansion  unter  Verwendung  eines 
Schaummittels  nach  Anspruch  21  . 

Revendications 

55  1  .  Composition  azeotrope  comprenant  le  cis-1  ,  1  ,2,2,3,4-hexafluorocyclobutane  et  au  moins  un  compose  choisi  dos 
le  groupe  constitue  par  le  methanol,  I'ethanol,  I  'isopropanol,  le  n-propanol,  le  tert-butanol,  le  cyclopentane,  le  n- 
octane,  I'isooctane,  le  n-heptane  et  le  methylcyclohexane. 

9 
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2.  Composition  azeotrope  selon  la  revendication  1  ,  qui  est  constitute  de  cis-1  ,1  ,2,2,3,4-hexafluorocyclobutane  et  de 
methanol  dans  un  rapport  en  poids  tgal  a  87  a  89/1  3  a  1  1  sous  pression  atmosphtrique. 

3.  Composition  azeotrope  selon  la  revendication  1,  qui  est  constitute  de  cis-1,  1,2,2,  3,4-hexafluorocyclobutane  et 
d'ethanol  dans  un  rapport  en  poids  egal  a  91  a  94/9  a  6  sous  pression  atmospherique. 

4.  Composition  azeotrope  selon  la  revendication  1,  qui  est  constitute  de  cis-1,  1,2,2,  3,4-hexafluorocyclobutane  et 
d'isopropanol  dans  un  rapport  en  poids  egal  a  91  a  94/9  a  6  sous  pression  atmospherique. 

5.  Composition  azeotrope  selon  la  revendication  1  ,  qui  est  constitute  de  cis-1  ,1  ,2,2,3,4-hexafluorocyclobutane  et  de 
n-propanol  dans  un  rapport  en  poids  tgal  a  96  a  98/4  a  2  sous  pression  atmosphtrique. 

6.  Composition  aztotrope  selon  la  revendication  1  ,  qui  est  constitute  de  cis-1  ,1  ,2,2,3,4-hexafluorocyclobutane  et  de 
tert-butanol  dans  un  rapport  en  poids  tgal  a  94  a  96/6  a  4  sous  pression  atmosphtrique. 

7.  Composition  aztotrope  selon  la  revendication  1  ,  qui  est  constitute  de  cis-1  ,1  ,2,2,3,4-hexafluorocyclobutane  et  de 
cyclopentane  dans  un  rapport  en  poids  tgal  a  55  a  65/45  a  35  sous  pression  atmosphtrique. 

8.  Composition  aztotrope  selon  la  revendication  1  ,  qui  est  constitute  de  cis-1  ,1  ,2,2,3,4-hexafluorocyclobutane  et  de 
n-octane  dans  un  rapport  en  poids  tgal  a  95  a  97/5  a  3  sous  pression  atmosphtrique. 

9.  Composition  aztotrope  selon  la  revendication  1,  qui  est  constitute  de  cis-1,  1,2,2,  3,4-hexafluorocyclobutane  et 
d'isooctane  dans  un  rapport  en  poids  tgal  a  85  a  89/1  5  a  1  1  sous  pression  atmosphtrique. 

10.  Composition  aztotrope  selon  la  revendication  1  ,  qui  est  constitute  de  cis-1  ,1  ,2,2,3,4-hexafluorocyclobutane  et  de 
n-heptane  dans  a  rapport  en  poids  tgal  a  85  a  90/1  5  a  1  0  sous  pression  atmosphtrique. 

1  1  .  Composition  aztotrope  selon  la  revendication  1  ,  qui  est  constitute  de  cis-1  ,1  ,2,2,3,4-hexafluorocyclobutane  et  de 
methylcyclohexane  dans  un  rapport  en  poids  tgal  a  85  a  91/15  a  9  sous  pression  atmosphtrique. 

12.  Composition  aztotrope  selon  la  revendication  1,  qui  est  constitute  de  cis-1,  1,  2,2,3,  4-hexafluorocyclobutane, 
d'tthanol  et  de  n-heptane  dans  un  rapport  en  poids  tgal  a  78  a  84/6  a  8/1  0  a  1  4  sous  pression  atmosphtrique. 

13.  Composition  aztotrope  selon  la  revendication  1,  qui  est  constitute  de  cis-1,  1,2,2,3,  4-hexafluorocyclobutane,  de 
tert-butanol  et  de  n-octane  dans  un  rapport  en  poids  tgal  a  93  a  97/1  a  3/2  a  4  sous  pression  atmosphtrique. 

14.  Composition  aztotrope  selon  la  revendication  1,  qui  contient  de  0,1  a  5  %  en  poids  de  nitromtthane  en  tant  que 
stabilisant. 

1  5.  Composition  de  nettoyage  comprenant  la  composition  aztotrope  selon  I'une  quelconque  des  revendications  1  a 
14. 

16.  Composition  de  dtgraissage  comprenant  la  composition  aztotrope  selon  I'une  quelconque  des  revendications  1  a 
14. 

17.  Composition  pour  tliminer  les  fondants  comprenant  la  composition  aztotrope  selon  I'une  quelconque  des  revendi- 
cations  1  a  1  4. 

18.  Proctdt  pour  nettoyer  les  surfaces  d'objets  solides  utilisant  la  composition  de  nettoyage  selon  I'une  quelconque 
des  revendications  1  5  a  1  7. 

19.  Composition  d'agent  de  stchage  pour  la  dtshydratation,  qui  comprend  la  composition  aztotrope  selon  I'une  quel- 
conque  des  revendications  1  a  6. 

20.  Proctdt  pour  stcher  les  surfaces  d'objets  solides  utilisant  la  composition  d'agent  de  stchage  pour  la  dtshydrata- 
tion  selon  la  revendication  1  9. 

21.  Agent  porogene  comprenant  la  composition  aztotrope  selon  I'une  quelconque  des  revendications  1  a  14. 
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22.  Procede  de  production  d'un  objet  en  mousse  de  resine  obtenue  par  expansion  utilisant  I'agent  porogene  selon  la 
revendication  21  . 
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