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(54) Prosthetic component

(57) An implantable orthopaedic knee prosthesis as-
sembly includes a femoral component, a stem compo-
nent, a fastener, and a retention device. The femoral
component is configured to be implanted into a distal end
of a femur of a patient and includes a stem post having
a proximal tapered bore, a distal passageway, and a
threaded passageway connecting the proximal tapered
bore and the distal passageway. The stem component
is configured to taper fit to the femoral component and
includes a bore formed therein extending proximally and
a threaded aperture defined at a proximal end of the bore.
The head of the fastener is configured to be received in
the distal passageway, whereas the proximal end of the
shaft of the fastener is configured to be positioned in the
threaded aperture. The retention device is received in
the threaded passageway and prevents the proximal end
of the fastener from entering the threaded passageway.
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Description

[0001] The present invention relates generally to an
implantable orthopaedic prosthesis assembly and to a
method of assembling an implantable orthopaedic knee
prosthesis assembly.
[0002] During the lifetime of a patient, it may be nec-
essary to perform a joint replacement procedure on the
patient as a result of, for example, disease or trauma.
The joint replacement procedure may involve the use of
a prosthesis which is implanted into one or more of the
patient’s bones. In the case of a knee replacement pro-
cedure, a tibial tray is implanted into the patient’s tibia.
A bearing is secured to the tibial tray. The condyle sur-
faces of a replacement femoral component bear against
the tibial bearing.
[0003] Such a knee prosthesis may also include a
number of elongated intramedullary stem components
and optional prosthetic components (e.g., sleeves and/or
adaptors) which are implanted in the patient’s tibia and/or
femur. To secure a stem component and/or other com-
ponents to the patient’s tibia and/or femur, the intramed-
ullary canal of the patient’s tibia and/or femur is first sur-
gically prepared (e.g., reamed) such that the stem com-
ponent and/or other components may be subsequently
implanted therein. In some designs, the stem component
is implanted in the patient’s bone by use of cementless
fixation. One type of such a design is known as a ’press
fit’ stem component.
[0004] Various orthopaedic surgical instruments are
used throughout such an orthopaedic procedure. For ex-
ample, bone saws and/or reamers may be use to surgi-
cally prepare a bone surface to accept an orthopaedic
implant. Additionally, depending on the particularly im-
plant, a variety of orthopaedic surgical instruments may
be used to assembly, disassembly, and/or install the or-
thopaedic implant into the prepared bone.
[0005] The invention provides an implantable ortho-
paedic knee prosthesis assembly which includes a fem-
oral component configured to be implanted into a distal
end of a femur of a patient, a stem component including
a tapered post configured to be received in the tapered
bore of the femoral component, a fastener, and a reten-
tion device. The femoral component includes a bearing
surface having medial and lateral condyle surfaces, a
backside surface opposite the bearing surface, and a
stem post extending superiorly away from the backside
surface along an axis. The stem post has a proximal ta-
pered bore, a distal passageway, and a threaded pas-
sageway connecting the proximal tapered bore and the
distal passageway. The tapered post includes a bore
formed in it extending proximally along the axis and a
threaded aperture defined at a proximal end of the bore.
The fastener includes a head configured to be received
in the distal passageway and an elongated shaft having
a proximal end configured to be positioned in the thread-
ed aperture. The retention device is configured to be re-
ceived in the threaded passageway to prevent the prox-

imal end of the fastener from entering the threaded pas-
sageway. Further, the head of the fastener has a diam-
eter larger than a diameter of the threaded passageway
and the elongated shaft has a diameter less than the
diameter of the threaded passageway.
[0006] Optionally, the stem component may include an
elongated body extending from the tapered post along
the axis. Optionally, the proximal end of the elongated
shaft of the fastener may include a threaded portion to
be threaded into the threaded aperture of the stem com-
ponent. Optionally, a distance the fastener is configured
to move with the retention device which is received in the
threaded passageway may be a function of a length of
the threaded portion. Optionally, the proximal end of the
fastener is configured to contact an engagement surface
of the bore of the stem component proximal to the thread-
ed aperture. Optionally, the retention device may be com-
posed of polymeric material.
[0007] The invention also provides an orthopaedic
prosthesis assembly which includes a first prosthetic
component, a second prosthetic component, a fastener,
and a retention device. The first prosthetic component is
configured to be implanted into a bone of a patient and
includes a surface configured to contact the bone and a
stem post extending away from the surface along an axis.
The stem post has a tapered bore, a first passageway,
and a threaded second passageway connecting the ta-
pered bore and the first passageway. The second pros-
thetic component includes a tapered post received in the
tapered bore of the first prosthetic component. Further,
the tapered post has a bore formed therein extending
along the axis and a threaded aperture defined at an end
of the bore. The fastener includes a head received in the
first passageway and an elongated body extending
through the threaded second passageway along the axis
and having an end positioned in the threaded aperture.
Additionally, the retention device is received in the stem
post to prevent the end of the fastener from entering the
first passageway.
[0008] Optionally, the first prosthetic component may
be a femoral component. Optionally, the first prosthetic
component may be a tibial tray. Optionally, the second
prosthetic component may be a stem component. Op-
tionally, the head of the fastener may have a diameter
greater than a diameter of the threaded second passage-
way and the elongated body of the fastener may have a
diameter less than the diameter of the threaded second
passageway. Optionally, the end of the elongated body
of the fastener may be threaded into the threaded aper-
ture of the second prosthetic component.
[0009] Optionally, the elongated body of the fastener
may be configured to pass through the retention device,
and the retention device may be received in the threaded
second passageway of the first prosthetic component.
Optionally, the retention device may be received in the
first passageway. Optionally, the retention device may
include polymeric material, for example a high molecular
weight polyethylene.
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[0010] Optionally, the retention device includes (i) a
cylindrical body having a bore defined therein and (ii) a
frustoconical body extending radially from the cylindrical
body, wherein the frustoconical body is configured to de-
form toward a first direction in response to being inserted
into the threaded second passageway of the stem post
in a second direction opposite the first direction.
[0011] The invention also provides a method of assem-
bling an implantable orthopaedic knee prosthesis assem-
bly, which includes inserting a post of a stem component
into a bore defined in a femoral component to secure the
stem component to the femoral component, advancing
an end of a fastener through a threaded passageway
defined in the femoral component and into the post of
the stem component, threading the end of the fastener
into a threaded aperture defined in the stem component,
and engaging a retention device with the femoral com-
ponent to prevent the end of the fastener from reentering
the threaded passageway after advancing the end of the
fastener through the threaded passageway and into the
post of the stem component.
[0012] Optionally, the step inserting the post of the
stem component into the bore may include inserting a
tapered post of a stem component into a tapered bore
defined in a femoral component to secure to the stem
component to the femoral component. In use, the assem-
bled implantable orthopaedic knee prosthesis assembly
may be inserted into a prepared bone of a patient.
[0013] Optionally, the step of engaging the retention
device with the femoral component may include engag-
ing a retention device with the threaded passageway of
the femoral component to prevent the end of the fastener
from entering the threaded passageway after advancing
the end of the fastener through the threaded passageway
and into the post of the stem component. Optionally, the
step of engaging the retention device with the femoral
component may include inserting a retention device into
a passageway of the femoral component distal to the
threaded passageway to prevent the end of the fastener
from entering the threaded passageway after advancing
the end of the fastener through the threaded passageway
and into the post of the stem component.
[0014] The invention also provides an orthopaedic sur-
gical instrument which includes a main component, a rod
component, and a spindle component. The spindle com-
ponent includes a housing and an elongated body ex-
tending from the housing. The housing and the elongated
body define a longitudinal axis and a passageway is de-
fined in the elongated body along the longitudinal axis.
The rod component includes a head configured to be
received in the housing of the main component and an
elongated shaft extending from the head. The elongated
shaft is configured to pass through the elongated body
of the main component and has a length greater than a
length of the elongated body of the main component. The
spindle component includes a threaded body configured
to thread into the housing to move the rod component
along the longitudinal axis.

[0015] Optionally, the rod component may be selected
from a plurality of rod components with each rod compo-
nent of the plurality of rod components having an elon-
gated shaft with a different length. An end of the elongat-
ed body of the main component opposite the housing
may have a threaded outer surface. Additionally, the
head of the rod component may have a diameter greater
than a diameter of the passageway of the elongated body
of the main component.
[0016] Optionally, the spindle component may include
an aperture defined at an end of the threaded body, the
aperture may be sized to fit the head of the rod compo-
nent. Optionally, the diameter of the aperture may be less
than a diameter of the spindle component. Optionally,
the spindle component may include a handle body op-
posite the threaded body configured to receive a handle
component for threading the spindle component. Option-
ally, an outer surface of the housing of the main compo-
nent may be shaped to match a connection surface of a
wrench component. Optionally, the outer surface may be
shaped to match a connection surface of a hex wrench.
[0017] The invention also provides a method of disas-
sembling a femoral component assembly, which includes
securing an end of a main component to a femoral com-
ponent, advancing a rod in a first direction through the
main component and into contact with a stem component
secured to the femoral component and positioned in a
bone of a patient, threading a spindle component into the
main component to apply a force in the first direction to
the rod, and continuing to thread the spindle component
into the main component to increase the force applied in
the first direction to disengage the femoral component
from the stem component.
[0018] Optionally, the method may include removing a
fastener securing the femoral component to the stem
component from the femoral component assembly. Ad-
ditionally, the method may include engaging a fastener
with a driver positioned along a joint line, unthreading the
fastener from the stem component using the driver, and
removing the fastener from the femoral component as-
sembly.
[0019] Optionally, the method may include removing a
retention device from a threaded passageway of the stem
post of the femoral component, such that the retention
device is configured to prevent an end of the fastener
from entering the threaded passageway after being se-
cured to the stem component. Optionally, removing the
retention device may include driving a removal screw into
the retention device. Optionally, the end of the main com-
ponent to the femoral component may include threading
an elongated body of the main component into a threaded
passageway defined in the femoral component. Option-
ally, continuing to thread the spindle component may in-
clude continuing to thread the spindle component into
the main component to increase the force applied in the
first direction to move the femoral component in a second
direction opposite the first direction.
[0020] The invention also provides a method of disas-
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sembling a femoral component assembly, which includes
securing an end of a first surgical instrument to a first
prosthetic component, advancing a rod in a first direction
through the first prosthetic component and into contact
with a second prosthetic component secured to the first
prosthetic component, threading a second surgical in-
strument into the first surgical instrument to apply a force
in the first direction to the rod, and continuing to thread
the second surgical instrument into the first surgical in-
strument to increase the force applied in the first direction
to the rod to disengage the first prosthetic component
from the second prosthetic component.
[0021] Optionally, the method may include removing a
fastener securing the first prosthetic component to the
second prosthetic component and removing a retention
device from a threaded passageway of the first prosthetic
component, the retention device configured to prevent
an end of the fastener from entering the threaded pas-
sageway after being secured to the second prosthetic
component. Optionally, securing the end of the first sur-
gical instrument to the first prosthetic component may
include threading an elongated body of the first surgical
instrument into a threaded passageway defined in the
first prosthetic component. Optionally, continuing to
thread the second surgical instrument may include con-
tinuing to thread the second surgical instrument into the
first surgical instrument to increase the force applied in
the first direction to move the first prosthetic component
in a second direction opposite the first direction.
[0022] The invention also provides a method of joint
line assembly of an orthopaedic prosthesis assembly,
which includes inserting a tapered post of a first prosthetic
component into a tapered bore of a second prosthetic
component along a longitudinal axis to secure the first
prosthetic component to the second prosthetic compo-
nent, advancing along the longitudinal axis a shaft of a
fastener through a threaded passageway defined in the
second prosthetic component and into the first prosthetic
component such that the threaded passageway has a
greater diameter than a diameter of the shaft, and thread-
ing an end of the shaft into a threaded aperture defined
in the first prosthetic component.
[0023] Optionally, the first prosthetic component may
be a stem component and the second prosthetic compo-
nent may be a femoral component that may include a
bearing surface having a medial condyle surface and a
lateral condyle surface, a backside surface opposite the
bearing surface, and a stem post extending superiorly
away from the backside surface, the tapered bore being
defined in the stem post. The second prosthetic compo-
nent may be a femoral sleeve component including a
plurality of step surfaces and the first prosthetic compo-
nent may be a stem component including an elongated
body extending from the tapered post.
[0024] Optionally, the method may include inserting a
tapered stem post of a femoral component into a second
tapered bore of the second prosthetic component to se-
cure the femoral component to the second prosthetic

component. The femoral component may include a bear-
ing surface having a medial condyle surface and a lateral
condyle surface, a backside surface opposite the bearing
surface, and the tapered stem post extending superiorly
away from the backside surface, and the first second
prosthetic component may be a femoral sleeve compo-
nent including a plurality of step surfaces and the first
prosthetic component may be a stem component includ-
ing an elongated body extending from the tapered post.
[0025] Optionally, the first prosthetic component may
be a stem component including an elongated body ex-
tending from the tapered post and the second prosthetic
component may be a tibial tray including a bearing sur-
face configured to contact a bearing a backside surface
opposite the bearing surface, and a stem post extending
inferiorly away from the backside surface such that the
tapered bore is defined in the stem post. Inserting the
tapered post of the first prosthetic component into the
tapered bore of the second prosthetic component may
include securing the first prosthetic component to the
second prosthetic component by a taper fit. Additionally,
the first prosthetic component may be secured to the sec-
ond prosthetic component by only the taper fit and the
fastener. Further, the method may include advancing a
retention device through the second prosthetic compo-
nent along the longitudinal axis to engage the threaded
passageway defined in the second prosthetic compo-
nent.
[0026] The invention also provides a method of joint
line assembly of an orthopaedic prosthesis assembly,
which includes inserting a tapered post of a stem com-
ponent into a first tapered bore of a femoral sleeve com-
ponent along a longitudinal axis to secure the stem com-
ponent to the femoral sleeve component such that the
first tapered bore is located at a first end of the femoral
sleeve component, advancing along the longitudinal axis
a shaft of a fastener through a threaded passageway
defined in the femoral sleeve component and into the
stem component such that the shaft has a first diameter
and the threaded passageway has a second diameter
greater than the first diameter, threading the end of the
fastener into a threaded aperture defined in the stem
component, and inserting a tapered stem post of a fem-
oral component into a second tapered bore of the femoral
sleeve component along the longitudinal axis to secure
the femoral component to the femoral sleeve component
such that the second tapered bore is located at a second
end of the femoral sleeve component opposite the first
end along the longitudinal axis.
[0027] Optionally, the stem component and the femo-
ral sleeve component may be secured by only a taper fit
between the stem component and the femoral compo-
nent and the fastener. Additionally, the method may in-
clude inserting the stem component into a femur of a
patient. Advancing the shaft of a fastener may include
advancing a head of the fastener through a distal pas-
sageway defined in the femoral sleeve component distal
to the threaded passageway, the head having a third di-

5 6 



EP 2 777 625 A1

5

5

10

15

20

25

30

35

40

45

50

55

ameter greater than the second diameter.
[0028] Optionally, advancing the end of the fastener
through the threaded passageway may include advanc-
ing the end of the fastener through the threaded pas-
sageway defined in the femoral sleeve component prior
to inserting the tapered stem post of the femoral compo-
nent into the second tapered bore of the femoral sleeve
component. The method may include advancing a reten-
tion device through the femoral sleeve component along
the longitudinal axis to engage the threaded passageway
defined in the sleeve component.
[0029] The invention also provides an orthopaedic
prosthesis assembly which includes a first prosthetic
component, a second prosthetic component, and a third
prosthetic component. The first prosthetic component in-
cludes an outer surface, a surface positioned opposite
the outer surface that is configured to contact a bone of
a patient and a stem post extending from the surface
along an axis. The second prosthetic component in-
cludes a first end secured to stem post of the first pros-
thetic component, a second end opposite the first end,
and a tapered bore defined in the second end. The third
prosthetic component includes a tapered post received
in the tapered bore of the second prosthetic component.
Further, the tapered post has a bore formed therein ex-
tending along the axis. Additionally, a passageway is de-
fined in the orthopaedic knee prosthesis assembly along
the axis from the outer surface of the first prosthetic com-
ponent to an end of the bore of the third prosthetic com-
ponent. A fastener extends along the axis is secured to
the second prosthetic component and the third prosthetic
component.
[0030] Optionally, each of the first prosthetic compo-
nent, the second prosthetic component, and the third
prosthetic component is devoid of an opening transverse
to the axis. Additionally, the second prosthetic compo-
nent may be a femoral sleeve component including a
plurality of step surfaces and the third prosthetic compo-
nent may be a stem component including an elongated
body extending from the tapered post.
[0031] Optionally, the first prosthetic component may
be a femoral component and may include the outer sur-
face having a medial condyle surface and a lateral con-
dyle surface, a backside surface opposite the bearing
surface, and a tapered stem post extending superiorly
away from the backside surface. Optionally, the first pros-
thetic component may be a tibial tray including the outer
surface, which is configured to contact a bearing a back-
side surface opposite outer surface, and the stem post
extending inferiorly away from the backside surface. In
such a construction, the second prosthetic component
may a tibial stem adaptor including a second tapered
post defined at the first end and the third prosthetic com-
ponent may be a stem component having an elongated
body extending from the tapered post.
[0032] The invention is described below by way of ex-
ample with reference to the accompanying drawings, in
which:

FIG. 1 is a perspective view of an orthopaedic knee
prosthesis assembly.
FIG. 2 is an exploded perspective view of a femoral
component assembly of the orthopaedic knee pros-
thesis assembly of FIG. 1.
FIG. 3 is a cross sectional view of the femoral com-
ponent assembly of FIG. 2.
FIG. 4 is an exploded perspective view of a tibial
component assembly of the orthopaedic knee pros-
thesis assembly of FIG. 1.
FIG. 5 is a cross sectional view of the tibial compo-
nent assembly of FIG. 4.
FIG. 6 is an exploded perspective view of a femoral
component assembly including a femoral sleeve.
FIG. 7 is a cross sectional view of the femoral com-
ponent assembly of FIG. 6.
FIG. 8 is an exploded perspective view of a tibial
component assembly including a tibial sleeve.
FIG. 9 is an exploded perspective view of a disas-
sembly tool.
FIG. 9A is a fragmentary cross sectional view of a
main component of the disassembly tool of FIG. 9
taken along the line 9A-9A in FIG. 9.
FIGS. 10 to 15 show the disassembly tool of FIG. 9
used in an orthopaedic surgical procedure with the
femoral component assembly of FIGS. 1 to 3.
FIGS. 16 to 18 show the disassembly tool of FIG. 9
used in an orthopaedic surgical procedure with the
tibial component assembly of FIG. 8.
FIG. 19 shows a cross sectional view of another re-
tention device.
FIG. 20 shows a cross sectional view of another re-
tention device.
FIG. 21 shows a perspective view of the retention
device of FIG. 20.

[0033] Terms representing anatomical references,
such as anterior, posterior, medial, lateral, superior and
inferior, may be used throughout this document to refer
to both the orthopaedic implants and instruments de-
scribed herein and a patient’s natural anatomy. Such
terms have well-understood meanings in both the study
of anatomy and the field of orthopaedics. Use of such
anatomical reference terms in this document is intended
to be consistent with their well-understood meanings un-
less noted otherwise.
[0034] Referring to the drawings, FIG. 1 shows an im-
plantable orthopaedic knee prosthesis assembly 10
which includes a femoral component 12, a tibial tray 14,
and a bearing 16. The knee prosthesis assembly 10 also
includes a stem component 18 secured to the femoral
component 12 and a stem component 18 secured to the
tibial tray 14.
[0035] The tibial tray 14 is configured to be implanted
into a surgically-prepared end of a patient’s proximal tibia
(not shown). The tibial tray 14 includes a platform 20
having an elongated stem post 22 extending inferiorly
away from its inferior surface 24. The elongated tibial
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stem post 22 is configured to receive the stem component
18. Specifically, the stem post 22 of the tibial tray 14 has
a tapered bore 26 (see FIG. 5) formed in it into which a
tapered post 28 of the stem component 18 may be ad-
vanced to taper lock the post 28 (and hence the stem
component 18) and the tibial tray 14 to one another. In
such a way, the stem component 18 may then be im-
planted into a surgically-prepared (e.g., reamed or
broached or both) intramedullary canal of the patient’s
tibia. Further, as discussed in detail below, the tibial tray
14 and the stem component 18 each have threaded pas-
sages for use with a disassembly tool.
[0036] The bearing 16 is securable to the tibial tray 14.
In particular, the bearing 16 may be snap-fitted to the
tibial tray 14. In this way, the bearing 16 is fixed relative
to the tibial tray 14 (i.e., it is not rotatable or moveable in
the anterior/posterior or medial/lateral directions). It is
also envisaged that the bearing 16 may be secured in a
manner that allows it to rotate relative to the tibial tray 14.
[0037] The bearing 16 includes a lateral bearing sur-
face 30 and a medial bearing surface 32. The bearing
surfaces 30, 32 are configured to articulate with a lateral
condyle surface 34 and a medial condyle surface 36,
respectively, of the femoral component 12. Specifically,
the femoral component 12 is configured to be implanted
into a surgically-prepared distal end of the patient’s femur
(not shown), and is configured to emulate the configura-
tion of the patient’s natural femoral condyles. As such,
the lateral condyle surface 34 and the medial condyle
surface 36 are configured (e.g., curved) in a manner
which mimics the condyles of the natural femur. The lat-
eral condyle surface 34 and the medial condyle surface
36 are spaced apart from one another thereby defining
an intercondylar notch 38 between them.
[0038] The condyle surfaces 34, 36 are formed in a
bearing surface 40 of the femoral component 12. The
femoral component 12 also includes an elongated stem
post 42, extending superiorly away from its opposite
backside surface 44. The elongated femoral stem post
42 is configured to receive the stem component 18. Spe-
cifically, the femoral component 12 has a tapered bore
46 formed therein into which a tapered post 28 of the
stem component 18 may be advanced to taper lock the
post 28 (and hence the stem component 18) and the
femoral component 12 to one another (as shown in FIG.
1). In this way, the stem component 18 may then be im-
planted into a surgically-prepared (e.g., reamed or
broached or both) intramedullary canal of the patient’s
femur. Additionally, the femoral component 12 and the
stem component 18 each have threaded passageways
for use with the disassembly tool 208.
[0039] As shown in FIG. 1, each of the stem compo-
nents 18 includes an elongated, generally cylindrical
stem body 48. The tapered post 28 is positioned at a
proximal end of the elongated stem body 48. The elon-
gated stem body 48 extends distally away from the ta-
pered post 28 and terminates at rounded distal end 50
that defines the inferior-most surface of the stem com-

ponent 18 when it is secured to a tibial tray 14 or the
superior-most surface of the stem component 18 when
it is secured to a femoral component 12. As can be seen
in FIG. 1, a number of elongated flutes 52 are formed in
the outer annularly-shaped surface 54 of the stem body
48. The longitudinal axis of each of the flutes 52 is parallel
to the longitudinal axis of the stem component 18 and
hence is arranged in the superior/ inferior direction.
[0040] The stem component 18 may be provided in a
number of different configurations in order to fit the needs
of a given patient’s anatomy. In particular, the stem com-
ponent 18 may be configured in various different lengths
to conform to the patient’s anatomy (e.g., a relatively long
stem component 18 for use with a long femur or tibia, a
relatively short stem component 18 for use with a short
femur or tibia). The stem component 18 may also be pro-
vided in varying body diameters to fit the needs of a given
patient’s anatomy. The body diameter of a given stem
component 18 is the stem component’s medial/lateral
cross sectional width in the cylindrical midsection of the
stem component’s body (i.e., not at its tapered post or
its distal tip). It is envisaged that the stem component 18
may have a different shape (e.g., non-cylindrical) and
size. Likewise, the femoral component 12 and the tibial
tray may 14 be provided in various different sizes to fit
the needs of a given patient’s anatomy.
[0041] As described below, the knee prosthesis as-
sembly 10 may include a number of optional components
in various constructions. For example, the knee prosthe-
sis assembly 10 may include a femoral sleeve compo-
nent 56, a tibial sleeve component 58, and a stem adaptor
60. The sleeve components 56, 58 may be used to facil-
itate implantation of the femoral component 12 and the
tibial tray 14, respectively, in the presence of reduced
bone quality in the patient’s femur or tibia. The femoral
sleeve component 56 is configured to be secured to the
femoral component 12 so as to be positioned between
the femoral component 12 and the stem component 18.
In particular, the inferior end 62 of the femoral sleeve
component 56 has a bore 180 formed therein that may
be taper locked to the outer surface 182 of the femoral
component’s stem post 42 to lock the sleeve component
56 to the femoral component 12. The opposite, superior
end of the femoral sleeve component 56 is configured to
receive the stem components 18. Specifically, the supe-
rior end of the femoral sleeve component 56 has a ta-
pered bore 64 formed therein into which a tapered post
28 of one of the stem components 18 may be advanced
to taper lock the post 28 (and hence the stem component
18) and the femoral sleeve component 56 to one another.
[0042] The tibial sleeve component 58 may be embod-
ied in a similar manner in which a bore formed in its su-
perior end is taper locked to the stem post 22 of the tibial
tray 14, with its opposite, inferior end having a tapered
bore formed therein into which a tapered post 28 of one
of the stem components 18 may be advanced to taper
lock the post 28 (and hence the stem component 18) and
the tibial sleeve component 58 to one another.
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[0043] Alternatively, as shown in FIG. 1, the tibial
sleeve component 56 may be used in conjunction with
the stem adaptor 60. In such a device, the stem adaptor
60 is used to secure both the stem components 18 and
the tibial sleeve component 58 to the tibial tray 14. In
particular, the stem adaptor 60 includes a tapered post
66 that is identical in shape and size to the tapered post
28 of each of the stem components 158. As such, the
tapered post 66 of the stem adaptor 60 may be advanced
into the tapered bore 26 formed in the tibial tray’s stem
post 22 to taper lock the post 22 (and hence the stem
adaptor 60) and the tibial tray 14 to one another. The
tibial sleeve component 58 is configured to be secured
to the stem adaptor 60 so as to be positioned between
the tibial tray 14 and the stem component 18. In particular,
the tibial sleeve component 58 has a bore 68 formed in
it which extends through its entire length and hence is
open to both its superior end and its inferior end. The
tibial sleeve component 58 may be advanced over the
stem adaptor 60 such that the tapered sidewalls forming
the bore 68 of the tibial sleeve component 58 engage to
the tapered outer surface of the stem adaptor 60 to taper
lock the sleeve component 58 to the stem adaptor 60 to
one another. As can be seen in FIG. 1, the inferior end
of the stem adaptor 60 is configured to receive the stem
components 18. Specifically, the inferior end of the stem
adaptor 60 has a tapered bore 70 formed therein into
which a tapered post 28 of one of the stem components
18 may be advanced to taper lock the post 28 (and hence
the stem component 18) and the stem adaptor 60 to one
another. Each of the stem components 18 is therefore
configured to taper fit with any of the femoral component
12, the tibial tray 14, the femoral sleeve component 56,
and the stem adaptor 60.
[0044] The components of the knee prosthesis assem-
bly 10 that engage the natural bone, such as the femoral
component 12, the tibial tray 14, the stem components
18, the sleeve components 56, 58, and the stem adaptor
60 may be constructed with an implant-grade biocom-
patible metal, although other materials may also be used.
Examples of such metals include cobalt, including cobalt
alloys such as a cobalt chromium alloy, titanium, includ-
ing titanium alloys such as a Ti6Al4V alloy, and certain
stainless steels. Such metallic components may also be
coated with a surface treatment, such as a hydroxyapa-
tite, to enhance biocompatibility. Moreover, the surfaces
of the metallic components that engage the natural bone
may be textured to facilitate securing the components to
the bone. Such surfaces may also be porous coated to
promote bone ingrowth for permanent fixation.
[0045] The bearing 16 may be constructed with a ma-
terial that allows for smooth articulation between the
bearing and the femoral component 12, such as a poly-
meric material. One such polymeric material is a poly-
ethylene such as a ultrahigh molecular weight polyethyl-
ene (UHMWPE).
[0046] Referring now to FIGS. 2 and 3, the femoral
component assembly 72 includes the femoral compo-

nent 12, a retention device 74, a fastener 76, and a stem
component 18. As discussed above, the stem component
18 includes a tapered post 28 configured to be received
in a tapered bore 46 formed in the stem post 42 of the
femoral component 12 to taper lock the tapered post 28
(and hence the stem component 18) and the femoral
component 12 to one another.
[0047] The stem post 42 of the femoral component 12
includes a passageway 78 extending from a distal end
80 to a proximal end 82 along an axis 84. As shown in
FIG. 3, the distal end 80 of the passageway 78 defines
an opening 86 from the intercondylar notch 38, and an
inner wall 88 extends inwardly from the opening 86 to
define the passageway 78. As shown, the passageway
78 includes the tapered bore 46 defined at the proximal
end 82 of the passageway 78, a distal compartment 90
defined at the distal end 80 of the passageway 78, and
a threaded passage 92 connecting the proximal tapered
bore 46 and the distal compartment 90.
[0048] A plurality of internal threads 94 (see FIG. 7)
are defined in the inner wall 88 within the threaded pas-
sage 92. As described below, the internal threads 94 are
configured to engage external threads 254 of a disas-
sembly tool 208. In that way, the disassembly tool 208
may be secured to the femoral component 12 during a
disassembly procedure.
[0049] The inner wall 88 of the femoral component 12
includes an annular or cup-shaped connecting surface
96 defining a proximal end 98 of the distal compartment
90. As shown in FIG. 3, the distal compartment 90 has
one diameter 100, and the threaded passage 92 has an-
other diameter 102. Further, the diameter 100 of the distal
compartment 90 is greater than the diameter 102 of the
threaded passage 92. Accordingly, as shown in FIG. 3,
the connecting surface 96 bridges the radial gap between
the distal compartment 90 and the threaded passage 92.
[0050] The tapered post 28 of the stem component 18
includes a distal end 104 and an opening 106 defined in
the distal end 104. An inner wall 108 extends inwardly
from the opening 106 along the axis 84 to define an ap-
erture 110 in the distal end 104 of the stem component
18. The inner wall 108 of the aperture 110 includes a
substantially smooth unthreaded section 112 and a
threaded section 114. As shown in FIG. 3, the threaded
section 114 is defined at a proximal end 116 of the ap-
erture 110 and includes a plurality of internal threads con-
figured to engage corresponding threads of the fastener
76. As described below, the proximal end 116 of the ap-
erture 110 is defined by an engagement surface 217 con-
figured to receive an end 274 of a rod component 214
during disassembly.
[0051] In the device shown in FIGS 2 and 3, the fas-
tener 76 is a screw. The fastener 76 may however be
any fastening device or component configured to extend
through the femoral component 12 to the stem compo-
nent 18 through the passageway 78. The fastener 76
includes a head 118 and an elongated shaft 120. As
shown in FIG. 3, the elongated shaft 120 has a threaded
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section 122 at a base 124 of the fastener 76 opposite the
head 118 and a substantially smooth unthreaded section
126 between the threaded section 122 and the head 118.
The threaded section 122 of the fastener 76 includes a
plurality of threads configured to engage the threaded
section 114 of the aperture 110 of the stem component
18. The elongated shaft 120 is configured to pass through
the distal compartment 90 and the threaded passage 92
of the femoral component 12.
[0052] A driver aperture 128 is defined in an upper sur-
face 130 of the head 118 and is shaped to accept a sur-
gical instrument driver 308. For example, the driver ap-
erture 128 may be hex-shaped to accept a hex driver. Of
course, the driver aperture 128 may be otherwise shaped
to accept a surgical instrument driver head 316 of a dif-
ferent shape. The head 118 includes a lower surface 132
opposite the upper surface 132 configured to engage the
connecting surface 96. As such, in some devices, the
lower surface 132 may have a positive contour corre-
sponding with a negative contour of the connecting sur-
face 96. As shown in FIG. 3, the head 118 has another
diameter 136 that is greater than the diameter 134 of the
elongated shaft 120 of the fastener 76.
[0053] The retention device 74 of the femoral compo-
nent assembly 72 is configured to hold the fastener 76
in place once it has been secured to the stem component
18. In the device shown in FIGS. 2 and 3, the retention
device 74 is mushroom-shaped with a bore 138 extend-
ing along the axis 84. The bore 138 is configured to slide
over the elongated shaft 120 of the fastener 76. The re-
tention device 74 may however be configured to slide
along the unthreaded section 126 of the fastener 76 but
not to slide along the threaded section 122 of the fastener
76.
[0054] The retention device 74 includes a cylindrical
body 140 with a hood 142 extending radially from a distal
end 144 of the cylindrical body 140. In some devices, the
hood 142 may be a frustoconical body (or curved version
thereof) extending from the cylindrical body 140. For ex-
ample, the retention device 74 may be similar in shape
to the retention device 74 described below in regard to
FIG. 19 below with an optionally curved or rounded prox-
imal end.
[0055] As shown in FIG. 3, the retention device 74 is
shaped to tightly fit in the threaded passage 92 of the
femoral component 12. It is envisaged that the retention
device 74 may include only the cylindrical body 140 with-
out the hood 142. Depending on the particular construc-
tion, the retention device 74 may also, for example, in-
clude a lock washer (e.g., a vinyl or polymeric washer)
for use in retaining the fastener 76. The retention device
74 may be composed of any material suitable to be held
in place by the threaded passage 92. In the device shown
in the drawings, the retention device 74 may be com-
posed of a polymeric material such a high molecular
weight polyethylene.
[0056] In use, the tapered post 28 of the stem compo-
nent 18 may be inserted into the femoral stem post 42

of the femoral component 12. A compressive load may
be applied to the stem component 18 and the femoral
component 12 to create a taper fit between the stem com-
ponent 18 and the femoral component 12. In the device
shown in the drawings, the taper fit acts as the primary
fastener of the components 12, 18.
[0057] After the components 12, 18 are taper locked,
the fastener 76 may be aligned with the retention device
74 along the axis 84. The threaded section 122 of the
elongated shaft 120 of the fastener 76 may be inserted
through the bore 138 of the retention device 74 to attach
the fastener 76 to the retention device 74. The fastener
76 may then be aligned with the passageway 78 of the
femoral component 12 along the axis 84, and the elon-
gated shaft 120 of the fastener 76 may be advanced
through the passageway 78 into the aperture 110 of the
stem component 18. A surgical instrument driver may be
used to thread the threaded section 122 of the fastener
76 into the threaded section 114 of the aperture 110 to
advance the shaft 120 into contact with the engagement
surface 217 at the end of the aperture 110.
[0058] As shown in FIG. 3, the elongated shaft 120 of
the fastener 76 has a smaller diameter 134 than the di-
ameter 102 of the threaded passage 92, whereas the
head 118 has a greater diameter 136 than the threaded
passage 92. Accordingly, while the elongated shaft 120
is configured to pass through the threaded passage 92
and the aperture 110, the head 118 is configured to rest
in the distal compartment 90 but not pass through the
threaded passage 92. As the retention device 74 is ad-
vanced into the threaded passage 92 (with the fastener
76) along the axis 84 in a first direction 146, the hood
142 of the retention device 74 is deformed toward a sec-
ond direction 148 opposite the first direction 146 thereby
creating a force sufficient to retain the fastener 76. As
shown in FIG. 3, the hood 142 is compressed between
the head 118 of the fastener 76 and the connecting sur-
face 96 of the femoral component 12. In the device shown
in the drawings, the fastener 76 and the retention device
74 act as a secondary fastener of the components 12,
18. In that way, the taper fit and the fastener 76 (with the
retention device 74) act as dual or redundant attachment
measures for the attached components (e.g., the femoral
component 12 and the stem component 18).
[0059] Referring now to FIGS. 4 and 5, a tibial compo-
nent assembly 150 includes the tibial tray 14, the fastener
76, and the stem component 18. As described above,
the stem component 18 includes a tapered post 28 con-
figured to be received in the tapered bore 26 formed in
the tibial stem post 22 of the tibial tray 14 to taper lock
the tapered post 28 (and hence the stem component 18)
and the tibial tray 14 to one another.
[0060] The tibial stem post 22 of the tibial tray 14 in-
cludes a passageway 152 extending from a proximal end
154 to a distal end 156 along an axis 158. As shown in
FIG. 5, the proximal end 154 of the passageway 152
defines an opening 160 in the platform 20, and an inner
wall 162 extends inwardly from the opening 160 to define
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the passageway 152. As shown, the passageway 152
includes the tapered bore 26 defined at the distal end
156 of the passageway 152, a proximal compartment
164 defined at the proximal end 154 of the passageway
152, and a threaded passage 166 connecting the distal
tapered bore 26 and the proximal compartment 164.
[0061] Similar to the femoral component 12, a plurality
of internal threads 168 are defined in the inner wall 162
within the threaded passage 166. As described below,
the internal threads 168 are configured to engage exter-
nal threads 254 of a disassembly tool 208. In that way,
the disassembly tool 208 may be secured to the tibial
tray 14 during a disassembly procedure. Similar to the
inner wall 88 of the femoral component 12, the inner wall
162 of the tibial tray 14 includes an annular or cup-shaped
connecting surface 170 defining a distal end 172 of the
proximal compartment 164. As shown in FIG. 5, the prox-
imal compartment 164 has a diameter 174 that is greater
than the diameter 102 of the threaded passage 166. Ac-
cordingly, the connecting surface 170 bridges the radial
gap between the proximal compartment 164 and the
threaded passage 166. In the device shown in the draw-
ings, the proximal compartment 164 of the tibial tray 14
has the same diameter 100 as that of the distal compart-
ment 90 of the femoral component 12.
[0062] In use, the tapered post 28 of the stem compo-
nent 18 may be inserted into the femoral stem post 42
of the tibial tray 14. A compressive load may be applied
to the stem component 18 and the tibial tray 14 to create
a taper fit between the stem component 18 and the tibial
tray 14. In the device shown in the drawings, the taper
fit acts as the primary fastener of the components 14, 18.
[0063] After the components 14, 18 are taper locked,
the fastener 76 may be aligned with the passageway 152
of the tibial tray 14, and the elongated shaft 120 of the
fastener 76 may advanced through the passageway 152
into the aperture 110 of the stem component 18. A sur-
gical instrument driver may be used to thread the thread-
ed section 122 of the fastener 76 into the threaded section
114 of the aperture 110 to advance the shaft 120 into
contact with the engagement surface 217 at the end of
the aperture 110.
[0064] As shown in FIG. 5, the elongated shaft 120 of
the fastener 76 has a smaller diameter 134 than the di-
ameter 102 of the threaded passage 166, whereas the
head 118 has a greater diameter 136 than the threaded
passage 166. Accordingly, while the elongated shaft 120
is configured to pass through the threaded passage 166
and the aperture 110, the head 118 is configured to rest
in the proximal compartment 164 but not pass through
the threaded passage 166. In the device shown in the
drawings, the fastener 76 acts as a secondary fastener
of the components 14, 18. In that way, the taper fit and
the fastener 76 (with the retention device 74) act as dual
or redundant attachment measures for the attached com-
ponents (e.g., the tibial tray 14 and the stem component
18).
[0065] It is envisaged that a different retention device

similar to the retention device 74 of the femoral compo-
nent assembly 72 may be used to secure the fastener
76 of the tibial component assembly 150. In such con-
structions, the tibial component assembly 150 may be
assembled in a manner similar to the assembly proce-
dures described above with reference to assembling the
femoral component assembly 72.
[0066] Referring now to FIGS. 6 and 7, the femoral
component assembly 72 may include the femoral sleeve
component 56 as described above. The femoral sleeve
component 56 includes a passageway 184 extending
from a distal end 186 to a proximal end 188 along a lon-
gitudinal axis 190. As shown in FIG. 7, the passageway
184 includes a tapered bore 180 defined at the distal end
186 of the passageway 184 and a tapered bore 64 de-
fined at the proximal end 188 of the passageway 184.
The sleeve component 56 also includes a compartment
176 and a threaded passage 178 that connects the bores
64, 180.
[0067] As described above, the tapered bore 180 of
the femoral sleeve component 56 may be taper locked
to the outer surface 182 of the femoral component’s stem
post 42 to lock the sleeve component 56 to the femoral
component 12. As shown in FIG. 7, the tapered bore 180
opens into the compartment 176 of the sleeve component
56. As such, when the sleeve component 56 is attached
to the femoral component 12, the passageway 78 of the
femoral component 12 opens into the compartment 176
(and hence the passageway 184) of the sleeve compo-
nent 56.
[0068] The compartment 176 extends proximally from
the tapered bore 180 to the threaded passage 178. As
shown in FIG. 7, the femoral sleeve component 56 in-
cludes a plurality of internal threads that are defined in
an inner wall 192 of the threaded passage 178. The
threads, like the threads of the femoral component 12
and the tibial tray 14, are configured to engage external
threads 254 of the disassembly tool 208 (e.g., during a
disassembly procedure), as described below.
[0069] Similar to the inner wall 88 of the femoral com-
ponent 12, the inner wall 192 of the femoral sleeve com-
ponent 56 also includes an annular or cup-shaped con-
necting surface 196 defining a proximal end 198 of the
compartment 176. As shown in FIG. 7, the compartment
176 has a diameter 100 that is greater than the diameter
102 of the threaded passage 178. Accordingly, the con-
necting surface 170 bridges the radial gap between the
proximal compartment 164 and the threaded passage
166. Optionally, the proximal compartment 164 of the
tibial tray 14 may have the same diameter 100 as that of
the distal compartment 90 of the femoral component 12.
[0070] As described above, the femoral sleeve com-
ponent 56 is also configured to receive the stem compo-
nents 18. Specifically, the femoral sleeve component 56
has a tapered bore 64 formed therein into which a tapered
post 28 of one of the stem components 18 may be ad-
vanced to taper lock the post 28 (and hence the stem
component 18) and the femoral sleeve component 56 to
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one another. A fastener 76 may be used to secure the
femoral component 12 to the stem component 18, as
shown in FIG. 7.
[0071] The assembly 72 also includes a retention de-
vice 194 configured to hold the fastener 76 in place once
it has been secured to the stem component 18. In the
device shown in FIGS. 2 and 3, the retention device 194
has a cylindrical body 140, and a bore 138 that is con-
figured to slide over the elongated shaft 120 of the fas-
tener 76. The retention device 194 may however be con-
figured to slide along the unthreaded section 126 of the
fastener 76 but not to slide along the threaded section
122 of the fastener 76.
[0072] In use, the tapered post 28 of the stem compo-
nent 18 may be inserted into the tapered bore 64 defined
in the sleeve component 56. A compressive load may be
applied to the stem component 18 and the femoral sleeve
component 56 to create a taper fit between the stem com-
ponent 18 and the sleeve component 56. In the device
shown in the drawings, the taper fit acts as the primary
fastener of the components 18, 56.
[0073] After the components 18, 56 are taper locked,
the fastener 76 may be aligned with the retention device
194 along the axis 190. The threaded section 122 of the
elongated shaft 120 of the fastener 76 may be inserted
through the bore 138 of the retention device 194 to attach
the fastener 76 to the retention device 194. The fastener
76 may then be aligned with the passageway 184 of the
sleeve component 56 along the axis 84, and the elongat-
ed shaft 120 of the fastener 76 is advanced through the
passageway 184 into the aperture 110 of the stem com-
ponent 18. A surgical instrument driver may be used to
thread the threaded section 122 of the fastener 76 into
the threaded section 114 of the aperture 110 to advance
the shaft 120 into contact with the engagement surface
217 at the end of the aperture 110. In the device shown
in the drawings, the fastener 76 acts as a secondary fas-
tener of the components 18, 56. In that way, the taper fit
and the fastener 76 (with the retention device 194) act
as dual or redundant attachment measures for the at-
tached components (e.g., the sleeve component 56 and
the stem component 18).
[0074] After the components 18, 56 are taper locked
and secured together with the fastener 76, the tapered
bore 180 of the femoral sleeve component 56 may be
aligned with the femoral component’s stem post 42 and
the post 42 advanced into the tapered bore 180. A com-
pressive load may be applied to the femoral component
12 and the femoral sleeve component 56 to create a taper
fit between the femoral component 12 and the sleeve
component 56 to secure the components 12, 56 together.
[0075] As shown in FIG. 8, the tibial sleeve component
58 may be used in conjunction with the stem adaptor 60
in the tibial component assembly 150. The stem adaptor
60 includes a passageway 200 defined along its longitu-
dinal axis 202 from its superior end 204 to the tapered
bore 70 defined at its inferior end 206. The passageway
200 includes a threaded passage 328 (see FIG. 17) at

the stem adaptor’s superior end 204 and a connecting
passageway 330 (see FIG. 17) that connects the thread-
ed passage 328 to the tapered bore 70. An inner wall
(not shown) of the threaded passage 328 defines a plu-
rality of threads 332 (see FIG. 17) configured to engage
a disassembly tool 208, as described in greater detail
below. During assembly, the fastener 76 may be ad-
vanced through the passageway 200 and engage the
threaded section 114 of the aperture 110 of the stem
component 18 to secure the stem adaptor 60 to the stem
component 18. Although not shown, the threaded pas-
sage 166 of the tibial tray 14 adjoins the threaded pas-
sage 328 of the stem adaptor 60. Accordingly, in other
constructions, a retention device similar to retention de-
vices 74, 194 may be used to secure the fastener 76 and
may be positioned within the threaded passages 328,
166 of the tibial tray 14 and/or the stem adaptor 60.
[0076] FIG. 9 is an exploded view of a disassembly
tool 208 for use in disassembling an orthopaedic pros-
thetic component assembly 10. The disassembly tool 208
includes a main component 210, a spindle component
212, a rod component 214, a wrench component 216,
and a handle component 218. As described below, the
main component 210, the rod component 214, and the
spindle component 212 may be assembled along a lon-
gitudinal axis 220. Each of the components of the disas-
sembly tool 208 may be formed from a material capable
of withstanding the mechanical stresses applied to those
components as described below. In the device shown in
the drawings, the components are formed from a metallic
material, such as, for example, a stainless steel or a co-
balt chromium alloy.
[0077] The main component 210 includes a housing
222 and an elongated body 224 extending inferiorly from
the housing 222 along the longitudinal axis 220. As
shown in FIG. 9A, the housing 222 has an aperture 226
formed in it extending from an opening 228 at its superior
end 230 to an annular surface 232 defined at its inferior
end 234. An inner wall 238 extends inferiorly from the
opening 228 to define the aperture 226. A plurality of
internal threads 240 are defined in the inner wall 238
within the aperture 226. Optionally, the plurality of internal
threads 240 can extend from the opening 228 to the an-
nular surface 232. Optionally, the plurality of internal
threads 240 may extend inferiorly only part of the way to
the annular surface 232. As described below, the internal
threads 240 are configured to engage the spindle com-
ponent 212 of the disassembly tool 208 to force the rod
component 214 inferiorly through a bore 244 defined in
the elongated body 224.
[0078] As shown, a diameter 242 of the aperture 226
through the housing 222 is greater than a diameter 244
of the bore 244 of the elongated body 224 in the device
shown in the drawings. Additionally, an outer surface 246
of the housing 222 is shaped to match a connection sur-
face or socket 248 of the wrench component 216. That
is, a cross section of a portion of the outer surface 246
of the housing 222 taken perpendicular to the longitudinal
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axis 220 corresponds to, fits, or otherwise matches a
similar cross section of the socket 248 of the wrench com-
ponent 216. For example, the outer surface 246 may be
hex-shaped to be used with a hex wrench or square-
shaped to be used with a wrench.
[0079] As noted above, the elongated body 224 has a
bore 244 formed therein that extends through its entire
length and hence is open to both its superior end 236
and its inferior end 250. Additionally an outer surface 252
of the elongated body 224 at its inferior end 250 includes
a plurality of threads 254. As discussed above, the
threads 254 may be used to engage the threaded pas-
sages 92, 166, 178 of various orthopaedic prosthetic
components during a disassembly procedure. As such,
the elongated body 224 has an outer diameter 256 sized
to fit through those threaded passages 92, 166, 178. For
example, depending on the particular orthopaedic pros-
thetic assembly 10, the elongated body 224 is sized to
fit through the distal compartment 90 of the femoral com-
ponent 12, the proximal compartment 164 of the tibial
tray 14, the tapered bore 46 of the femoral component’s
stem post 42, the compartment 176 of the femoral sleeve
component 56, and the tapered bore 26 of the tibial tray’s
stem post 22 to engage the corresponding threaded pas-
sage.
[0080] Each rod component 214 of the disassembly
tool 208 includes a head 258 and an elongated shaft 260
extending inferiorly from the head 258 along a longitudi-
nal axis 262 of the rod component 214. The head 258 is
sized to be received in the aperture 226 of the housing
222 of the main component 210 but not to pass through
the elongated body 224 of the main component 210. Op-
tionally, as described below, the head 258 can be sized
to fit an aperture 264 defined in an inferior end 266 of the
spindle component 212. The elongated shaft 260 is con-
figured to pass through the elongated body 224 of the
main component 210 and has a length 270 greater than
the length 272 of the elongated body 224.
[0081] Optionally, an inferior end 274 of the elongated
shaft 260 of the rod component 214 may have a diameter
278 less than a diameter 280 of a superior end 276 of
the elongated shaft 260 or be otherwise shaped to facil-
itate use of the rod component 214 with other orthopaedic
prosthetic components or surgical instruments. For ex-
ample, the inferior end 274 of the elongated shaft 260
may be shaped to easily fit through the threaded section
114 of the aperture 110 defined in the stem component
18 (e.g., to apply force to or "push off" the engagement
surface 217 of the stem component 18 with the rod com-
ponent 214 during a disassembly procedure). Alterna-
tively, or additionally, the inferior end 274 of the elongated
shaft 260 may be shaped to match the driver aperture
128 defined in the head 118 of the fastener 76 (e.g., to
apply force to the fastener 76 with the rod component
214).
[0082] As shown in FIG. 9, the spindle component 212
includes a threaded body 282 extending superiorly from
an inferior end 266 along the longitudinal axis 220. The

outer surface 284 of the threaded body 282 includes a
plurality of exterior threads 286 defined thereon, which
are configured to engage the internal threads 240 of the
housing 222 of the main component 210. As described
above, an aperture 264 can be defined in the inferior end
266 of the spindle component 212 and may be sized to
fit the head 258 of the rod component 214 (e.g., to sta-
bilize the rod component 214 while applying a force to
the rod component 214). However, it is envisaged that
the aperture 264 may not be present.
[0083] The spindle component 212 also includes a
handle body 288 opposite the threaded body 282 at a
superior end 290 of the spindle component 212. The han-
dle body 288 is configured to receive the handle compo-
nent 218 for use in threading the spindle component 212
into the main component 210. As shown in FIG. 9, the
handle body 288 may include a plurality of slots 292
through which an end 294 of the handle component 218
may be inserted during operation of the disassembly tool
208. It is envisaged that the handle body 288 may be
shaped to otherwise secure the handle component 218.
For example, the handle body 288 may have an outer
surface 298 shaped to match the socket 248 another
wrench component 216 in a manner similar to the outer
surface 246 of the housing 222 of the main component
210.
[0084] The handle component 218 may include an
elongated body 296 with the end 294 sized to fit through
one or more of the slots 292 defined in the handle body
288 of the spindle component 212. As discussed above,
the handle component 218 might have a socket 248 to
match a corresponding outer surface 298 of the handle
body 288 of the spindle component 212 (i.e., the handle
component 218 may be another wrench component 216).
The wrench component 216 includes an elongated body
300 with a first end 302 and a second end 304 opposite
the first end 302. As shown, the socket 248 is defined at
the first end 302 of the elongated body 300 and config-
ured to match the outer surface 246 of the housing 222
of the main component 210. Additionally, the second end
304 may be shaped to accept a leveraging tool (not
shown) or some other tool used during a disassembly
procedure. The handle component 218 and the wrench
component 216 may be shaped as shown in FIG. 9 or
configured in some other way suitable for performing the
intended functions.
[0085] FIGS. 10 to 15 show features of an orthopaedic
surgical procedure to disassemble the femoral compo-
nent assembly 72 using the disassembly tool 208. While
the procedure is described with reference to the assem-
bly 72, the procedure and the tool 208 may be used to
disassemble the other orthopaedic component assem-
blies. The methods described herein permit a surgeon
to disassemble (and to assemble) orthopaedic prosthetic
component assemblies from the joint line. In other words,
the orthopaedic component assemblies may be disas-
sembled from an end of the relevant long bone. For ex-
ample, in the case of a femoral component assembly 72,
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the components, the fastener, and the retention device
may be accessed from the distal end of the femur such
that the surgeon may remove the fastener and the reten-
tion device and detach the femoral component without
removing the stem component. In the case of the tibial
component assembly 150 without a tibial sleeve compo-
nent 58 or stem adaptor 60, the components and the
fastener may be accessed from the proximal end of the
tibia such that the surgeon may remove the fastener and
detach the tibia component without removing the stem
component. In the case of a tibial component assembly
150 with a tibial sleeve component and a stem adaptor
60, the components and the fastener may be accessed
from the proximal end of the tibia such that the surgeon
may remove the fastener and detach the tibia component
and the stem adaptor 60 without removing the stem com-
ponent and the tibial sleeve component 58.
[0086] Referring now to FIGS. 10 and 11, the surgeon
may remove the fastener 76 from the femoral component
assembly 72 using a surgical instrument driver 308. As
discussed above, the fastener 76 may secure the femoral
component 12 to the stem component 18 in addition to
the taper fit between those components. In the device
shown in the drawings, the driver 308 includes a handle
310 and an elongated shaft 312 extending from the han-
dle 310. As shown, a driver head 316 is defined at an
end 314 of the elongated shaft 312 opposite the handle
310. The surgeon may use a driver 308 with a head 316
having a shape matching that of the driver aperture 128
of the fastener 76. For example, if the fastener 76 is a
hex screw, a hex driver may be used to remove the fas-
tener 76 from the femoral component assembly 72. Op-
tionally, removing the fastener 76 involves unscrewing it
from the stem component 18 and extracting it from the
passageway 78 of the femoral component assembly 72.
[0087] As shown in FIG. 11, the surgeon removes the
retention device 74 using any suitable means. For exam-
ple, a screw (e.g., a cork screw) may be driven into the
bore 138 of the retention device 74, and the retention
device 74 may be removed by force along the axis 306.
Depending on the particular retention device 74 used,
another method of removal may be used. For example,
a removal tool (not shown) may permit nearly effortless
removal of the retention device 74. Referring now to FIG.
12, the disassembly tool 208 may be assembled as at-
tached to the femoral component 12. To do so, the main
component 210 of the disassembly tool 208 is secured
to the femoral component 12. For example, in the device
shown in the drawings, the elongated body 224 of the
main component 210 may be threaded into the threaded
passage 92 of the femoral component 12.
[0088] The rod component 214 is then selected for use
with the femoral component assembly 72. As described
herein, the head 258 of the rod component 214 is con-
figured to engage the aperture 264 defined in the inferior
end 266 of the spindle component 212, and the inferior
end 274 of the elongated shaft 260 of the rod component
214 is configured to engage and apply a force against

the engagement surface 217 of the stem component 18.
The length 270 of the elongated shaft 260 of the rod com-
ponent 214 must therefore correspond with the particular
orthopaedic prosthetic assembly 10 being disassembled.
Specifically, because the length of the elongated body
224 of the main component 210 is fixed, the suitable
length 270 of the rod component 214 is a function of the
distance between (i) a threaded passageway to which
the elongated body 224 of the main component 210 is to
thread and (ii) the engagement surface 217 with which
the rod component 214 is to engage. Accordingly, the
rod component 214 chosen to remove a particular ortho-
paedic prosthetic component from the assembly 10 may
be chosen from a collection 318 of rod components 214,
each having a shaft 260 with a different length 270 suited
to the removal of a particular prosthetic component.
[0089] As such, in the device shown in the drawings,
the rod component 214 is selected with a length 270 cor-
responding to a femoral component assembly 72 includ-
ing only a femoral component 12 and a stem component
18. After making the appropriate selection, the elongated
shaft 260 of the rod component 214 is inserted through
the aperture 226 defined in the housing 222 and through
the bore 244 in the elongated body 224 of the main com-
ponent 210. After inserting the rod component 214
through the elongated body 224, the threaded body 282
of the spindle component 212 is threaded into the main
component 210.
[0090] As shown in FIGS. 13 to 15, the surgeon se-
cures the wrench component 216 and the handle com-
ponent 218 to the main component 210 and the spindle
component 212 of the disassembly tool 208, respectively.
After securing those components 210, 212, the surgeon
may steady the disassembly tool 208 and prevent the
disassembly tool 208 from unthreading from a first ortho-
paedic prosthetic component (e.g., the femoral compo-
nent 12) with the wrench component 216 while rotating
the handle component 218 relative to the wrench com-
ponent 216 to thread the spindle component 212 further
into the main component 210. Doing so increases a force
applied to the rod component 214 and also to the en-
gagement surface of a second prosthetic component
(e.g., the engagement surface 217 of the stem compo-
nent 18). At some point, the force applied to the engage-
ment surface (e.g., the engagement surface 217) may
exceed a threshold force (e.g., a breakaway force) re-
quired to break a taper fit between the first prosthetic
component (e.g., the femoral component 12) and the sec-
ond prosthetic component (e.g., the stem component 18).
Accordingly, those prosthetic components may disen-
gage once the threshold force is reached.
[0091] Referring now to FIG. 14, the spindle compo-
nent 212 has been threaded into the housing 222 of the
main component 210 such that a distance 322 between
the inferior end 266 of the spindle component 212 and
the annular surface 232 of the housing 222 is defined.
As shown in FIG. 15, after the spindle component 212
has been further threaded into the main component 210
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in a first direction 320, a different distance 324 between
the inferior end 266 of the spindle component 212 and
the annular surface 232 of the housing 222 is defined,
which is a shorter distance 324 than the distance 322.
As the spindle component 212 is further threaded into
the main component 210 in the first direction 320, the
distance between the inferior end 266 of the spindle com-
ponent 212 and the annular surface 232 of the housing
222 of the main component 210 decreases.
[0092] As discussed above, continuing to thread the
spindle component 212 into the main component 210 in
the first direction 320 increases the force applied to the
rod component 214 along the longitudinal axis 306. Ac-
cordingly, the force applied to the attached stem compo-
nent 18 increases. The femoral component 12 breaks
loose when the force applied to the stem component 18
reaches the threshold force required to break the taper
fit between the femoral component 12 and the stem com-
ponent 18. That is, the femoral component 12 is moved
in a second direction 326 opposite the first direction 320
relative to the stem component 18. Once the femoral
component 12 has been broken free and removed, the
stem component 18 may be removed from the patient
using any suitable means (e.g., traditional means). For
example, a screw may be threaded into the threaded
section 114 of the aperture 112 of the stem component
18 and a "slap hammer" or other surgical instrument may
be used to drive or force the stem component 18 from
the patient’s femur.
[0093] As discussed above, in some constructions, a
femoral sleeve component 56 is used in conjunction with
a stem component 18 to facilitate implantation of the fem-
oral component 12 in the presence of reduced bone qual-
ity in the patient’s femur (e.g., the femoral component
assembly 72 of FIGS. 6 and 7). In such a device, the
disassembly tool 208 (with the appropriate rod compo-
nent 214) may be assembled and secured to the threaded
passage 92 of the femoral component 12. As discussed
above, the inferior end 274 of the elongated shaft 260 of
the rod component 214 (i.e., the end 274 configured to
protrude from the elongated body 224 of the disassembly
tool 208) may be shaped to fit or otherwise contact the
driver aperture 128 defined in the head 118 of the fas-
tener 76. As such, a force is applied to the head 118 of
the fastener 76 as the spindle component 212 is threaded
into the main component 210 of the disassembly tool 208
rather than the force being applied directly to the stem
component 18.
[0094] Once the femoral component 12 breaks loose
from the femoral sleeve component 56, the femoral com-
ponent 12 may be removed from the assembly (e.g., us-
ing a slap hammer). Thereafter, the fastener 76 and the
retention device 74 may be removed from the femoral
sleeve component 56 and stem component 18 as de-
scribed above. After the fastener 76 and retention device
74 are removed, the disassembly tool 208 (with an ap-
propriate rod component 214) may be secured to the
threaded passage 178 of the femoral sleeve component

56. The rod component 214 used for removing the fem-
oral component 12 may have a different length 270 than
the rod component 214 used to remove the femoral
sleeve component 56. The femoral sleeve component
56 is loosened from the stem component 18 using the
disassembly tool 208 and the methods described herein.
Additionally, the femoral sleeve component 56 and the
stem component 18 may be removed thereafter using
suitable means (e.g., using a slap hammer).
[0095] As shown in FIGS. 16 to 18, disassembly of a
tibial component assembly 150 includes the use of the
disassembly tool 208. The tibial component assembly
150 shown in FIGS. 16 to 18 includes the tibial tray 14,
the stem component 18, the tibial sleeve component 58,
the stem adaptor 60, and optionally the fastener 76. As
shown in FIG. 16, the tibial tray 14 may be removed from
the tibial component assembly 150 using any suitable
means (e.g., traditional means). Accordingly, if the fas-
tener 76 is used, it may be removed in addition to the
tibial tray 14 as discussed above. After removing the tibial
tray 14, the tibial sleeve component 58, the stem adaptor
60, and the stem component 18 of the tibial component
assembly 150 remain assembled.
[0096] As shown in FIGS. 17 and 18, the disassembly
tool 208 is assembled and secured to the threaded pas-
sage 328 of the stem adaptor 60. Specifically, the elon-
gated body 224 of the main component 210 is threaded
into the threaded passage 328 of the stem adaptor 60.
Additionally, a rod component 214 is chosen with a length
270 corresponding to a tibial component assembly 150
including only the stem adaptor 60 and the stem compo-
nent 18 and advanced through the bore 244 of the elon-
gated body 224 to engage the engagement surface 217
of the stem component 18. The surgeon then threads the
spindle component 212 into the main component 210 of
the disassembly tool and secures the wrench component
216 and the handle component 218.
[0097] Referring now to FIG. 17, the spindle compo-
nent 212 has been threaded into the housing 222 of the
main component 210 such that a distance 336 between
the inferior end 266 of the spindle component 212 and
the annular surface 232 of the housing 222 is defined.
As shown in FIG. 18, after the spindle component 212
has been further threaded into the main component 210
in a first direction 334, a different distance 338 between
the inferior end 266 of the spindle component 212 and
the annular surface 232 of the housing 222 is defined,
which is a shorter distance 338 than the distance 336.
As described above with reference to FIGS. 14 to 15, as
the spindle component 212 is further threaded into the
main component 210, the distance between the inferior
end 266 of the spindle component 212 and the annular
surface 232 of the housing 222 of the main component
210 decreases, and the force applied to the rod compo-
nent 214 (and therefore to the stem component 18) along
a longitudinal axis 342 increases.
[0098] The stem adaptor 60 breaks loose when the
force applied to the stem component 18 reaches the
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threshold force required to break the taper fit between
the stem adaptor 60 and the stem component 18. That
is, the stem adaptor 60 is moved in a second direction
340 opposite the first direction 334 relative to the stem
component 18. Once the stem adaptor 60 has been bro-
ken free and removed, the stem component 18 and the
tibial sleeve component 58 may be removed from the
patient using any suitable means (e.g., traditional
means). For example, a screw may be threaded into the
threaded aperture 110 of the stem component 18 and a
"slap hammer" or other surgical instrument may be used
to drive or force the stem component 18 from the patient’s
tibia. In some cases, the force associated with extracting
the stem component 18 loosens the tibial sleeve compo-
nent 58 as well.
[0099] As discussed above, a tibial component assem-
bly 150 might optionally include only the tibial tray 14,
the stem component 18, and the fastener 76. The meth-
ods described herein may also be used to disassemble
such an assembly. Specifically, the fastener 76 may be
removed using, for example, the driver 308 as described
above. After a rod component 214 having a suitable
length for the assembly 150 is chosen, the disassembly
tool 208 is secured to the threaded passage 166 of the
tibial tray 14, assembled, and operated as discussed
above to loosen the tibial tray 14 from the stem compo-
nent 18. The stem component 18 may then be removed
(e.g., using a slap hammer or other removal tool).
[0100] Referring now to FIGS. 19 to 21, other retention
devices 74 may as discussed above be used in other
constructions to secure the fastener 76 (i.e., prevent the
fastener 76 from "backing out"). Depending on the con-
struction, use of other retention devices 74 may require
minor modification to one or more components of the
orthopaedic prosthetic assemblies 10 described above
(e.g., to the distal compartment 90 of the femoral com-
ponent 12).
[0101] As shown in FIG. 19, the retention device 74
may be mushroom-shaped and configured to fit in a pas-
sageway 344 outside a threaded passage 346. In the
case of retaining a femoral component 12 to a stem com-
ponent 18, the retention device 74 may be configured to
rest in the distal compartment 90 of the stem post 42 of
the femoral component 12. The mushroom shaped re-
tention device 74 has radial symmetry about an axis 348.
Specifically, the retention device 74 includes an annular
cylinder 350 with a radially extending frustoconical body
352 extending from the annular cylinder 350 at a proximal
end 354 of the retention device 74. That is, a cross section
taken along the radial axis 348 of the retention device 74
shows a triangular section 356 at the proximal end 354
of the retention device 74 with one base 358 of the triangle
356 being coincident with the annular cylinder 350 and
the other base 360 perpendicular to the annular cylinder
350 and offset from the proximal end 354 of the retention
device 74 by the length of the base 358.
[0102] Accordingly, when such a retention device 74
is used, the passageway 344 may include a groove 362

sized to fit the frustoconical body 352 of the retention
device 74 in such a way as to hold the retention device
74 in place. In some constructions, a bore 138 defined
through the axis 348 of the retention device 74 may be
used, for example, by a removal tool (not shown) to re-
move the retention device 74. The retention device 74 is
similar to the retention device 74 discussed above with
reference to FIGS. 2 and 3 but is inserted into the pas-
sageway 344 in an opposite direction and not placed in
the threaded passage 346. Accordingly, during disas-
sembly, the retention device 74 may be removed prior to
removing the fastener 76, thereby affording join line ac-
cess to the fastener 76. Additionally, the retention device
74 of FIG. 19 may have a larger radius 368 than that of
the retention device 74 discussed above with reference
to FIGS. 2 and 3.
[0103] As shown in FIG. 20 and 21, another retention
device 74 may be used to secure the fastener 76 and
may similarly be configured to rest in the passageway
344. As shown, the retention device 74 is generally ra-
dially symmetric about an axis 382 and includes an an-
nular cylinder 374 with a frustoconical body 376 extend-
ing from a distal end 378 of the retention device 74 and
grooves 370 along the outer surface 372 of the retention
device 74 for use by a removal tool (not shown). Addi-
tionally, the proximal end 380 of the retention device 74
might optionally be rounded. As in the case of the reten-
tion device 74 of FIG. 19, in a construction using such a
retention device 74, the passageway 344 may include a
groove 384 sized to fit the frustoconical body 376 of the
retention device 74 in such a way as to hold the retention
device 74 in place.
[0104] In other constructions, another retention device
74 may be used to secure the fastener 76 within the pas-
sageway 344 or the threaded passage 346. For example,
the passageway 344 might define a groove into which a
retention device 74 may be inserted, similar to the groove
384 discussed above. The groove may be shaped to fit,
for example, an O-ring sized to prevent the fastener 74
from moving beyond the groove. In some constructions,
the O-ring may be helical, or it might be a substantially
annular body or an annular cylinder. In yet another con-
struction, the retention device 74 may include a C-clip
shaped to fit into the groove. Alternatively, the retention
device 74 may include a bore through which the fastener
76 is inserted, and the retention device 74 may be re-
ceived in the threaded passage 346 rather than in the
passageway 344. For example, the retention device 74
may include or otherwise constitute a countersunk wash-
er, an external tooth washer, an external tooth serrated
washer, or an angled washer configured to be received
in the threaded passage 346.

Claims

1. An implantable orthopaedic knee prosthesis assem-
bly, comprising:
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a femoral component configured to be implanted
into a distal end of a femur of a patient, the fem-
oral component including (i) a bearing surface
having a medial condyle surface and a lateral
condyle surface, (ii) a backside surface opposite
the bearing surface, and (iii) a stem post extend-
ing superiorly away from the backside surface
along an axis, the stem post having a proximal
tapered bore, a distal passageway, and a
threaded passageway connecting the proximal
tapered bore and the distal passageway,
a stem component including a tapered post con-
figured to be received in the tapered bore of the
femoral component, the tapered post having (i)
a bore formed therein extending proximally
along the axis and (ii) a threaded aperture de-
fined at a proximal end of the bore,
a fastener comprising (i) a head configured to
be received in the distal passageway and (ii) an
elongated shaft having a proximal end config-
ured to be positioned in the threaded aperture,
and
a retention device configured to be received in
the threaded passageway to prevent the proxi-
mal end of the fastener from entering the thread-
ed passageway,
in which the head of the fastener has a diameter
which is larger than a diameter of the threaded
passageway and the elongated shaft has a di-
ameter which is less than the diameter of the
threaded passageway.

2. The assembly of claim 1, in which the stem compo-
nent includes an elongated body extending from the
tapered post along the axis.

3. The assembly of claim 1, in which the proximal end
of the elongated shaft of the fastener includes a
threaded portion to be threaded into the threaded
aperture of the stem component.

4. The assembly of claim 3, in which a distance the
fastener is configured to move with the retention de-
vice received in the threaded passageway is a func-
tion of a length of the threaded portion.

5. The assembly of claim 1, in which the proximal end
of the fastener is configured to contact an engage-
ment surface of the bore of the stem component
proximal to the threaded aperture.

6. An orthopaedic prosthesis assembly, comprising:

a first prosthetic component configured to be im-
planted into a bone of a patient, the prosthetic
component including (i) a surface configured to
contact the bone and (ii) a stem post extending
away from the surface along an axis, the stem

post having a tapered bore, a first passageway,
and a threaded second passageway connecting
the tapered bore and the first passageway,
a second prosthetic component including a ta-
pered post received in the tapered bore of the
first prosthetic component, the tapered post hav-
ing (i) a bore formed therein extending along the
axis and (ii) a threaded aperture defined at an
end of the bore, and
a fastener comprising (i) a head received in the
first passageway and (ii) an elongated body ex-
tending through the threaded second passage-
way along the axis and having an end positioned
in the threaded aperture, and
a retention device received in the stem post to
prevent the end of the fastener from entering the
first passageway.

7. The assembly of claim 6, in which the first prosthetic
component is a femoral component.

8. The assembly of claim 6, in which the first prosthetic
component is a tibial tray.

9. The assembly of claim 6, in which the second pros-
thetic component is a stem component.

10. The assembly of claim 6, in which the head of the
fastener has a diameter greater than a diameter of
the threaded second passageway and the elongated
body of the fastener has a diameter less than the
diameter of the threaded second passageway.

11. The assembly of claim 6, in which the end of the
elongated body of the fastener is threaded into the
threaded aperture of the second prosthetic compo-
nent.

12. The assembly of claim 6, in which the elongated body
of the fastener is configured to pass through the re-
tention device, the retention device being received
in the threaded second passageway of the first pros-
thetic component.

13. The assembly of claim 6, in which the retention de-
vice is received in the first passageway.

14. The assembly of claim 6, in which the retention de-
vice includes (i) a cylindrical body having a bore de-
fined therein and (ii) a frustoconical body extending
radially from the cylindrical body, in which the frus-
toconical body is configured to deform toward a first
direction in response to being inserted into the
threaded second passageway of the stem post in a
second direction opposite the first direction.

15. A method of assembling an implantable orthopaedic
knee prosthesis assembly, the method comprising:
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inserting a post of a stem component into a bore
defined in a femoral component to secure the
stem component to the femoral component,
advancing an end of a fastener through a thread-
ed passageway defined in the femoral compo-
nent and into the post of the stem component,
threading the end of the fastener into a threaded
aperture defined in the stem component, and
engaging a retention device with the femoral
component to prevent the end of the fastener
from entering the threaded passageway after
advancing the end of the fastener through the
threaded passageway and into the post of the
stem component.
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