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(54)  Tank  connector  construction 

(57)  A  tank  connector  assembly  for  mounting  in  the 
wall  of  a  steel  tank.  A  metal  spud  member  (24)  having 
an  internally  threaded  portion  (34)  and  a  cylindrical  wall 
portion  (28)  is  welded  to  the  tank.  A  sub-assembly  com- 
prised  of  an  insert  member  (1  4)  made  from  a  polymer 
material  and  having  an  internal  groove  (13)  therein  and 
an  expandable  band  member  (12)  positioned  in  the 
groove.  The  sub-assembly  is  positioned  inside  the  cylin- 
drical  wall  portion  of  the  spud  member.  The  expandable 
band  is  in  the  groove  of  the  insert  member  is  expanded 

to  force  the  insert  member  into  tight  sealing  contact  with 
the  spud  member.  A  polymer  material  is  introduced  into 
the  interior  of  the  steel  tank  and  the  tank  is  then  sub- 
jected  to  a  rotational  casting  movement  in  the  presence 
of  heat  to  cause  the  polymer  material  in  the  tank  to  be 
uniformly  distributed  over  the  internal  surface  of  the 
tank.  The  heat  applied  during  the  rotational  casting  step 
serves  to  cause  the  inner  tank  of  polymer  material  to 
become  bonded  to  the  insert  member. 
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Description 

Background  of  the  Invention 

The  background  of  the  invention  is  set  forth  hereaf-  5 
ter  under  the  heading  "Description  of  the  Prior  Art". 

Summary  of  the  Invention 

A  tank  connector  assembly  comprising  a  metal  10 
spud  member  having  an  internally  threaded  portion  and 
a  cylindrical  wall  portion.  A  sub-assembly  comprised  of 
an  insert  member  made  from  a  polymer  material  and 
having  an  internal  groove  therein  and  an  expandable 
band  member  positioned  in  the  groove.  The  sub-assem-  is 
bly  is  positioned  inside  the  cylindrical  wall  portion  of  the 
spud  member.  The  expandable  band  is  expanded  in  the 
groove  of  the  insert  member  to  force  the  insert  member 
into  tight  sealing  contact  with  the  depending  wall  of  the 
spud  member  to  thereby  provide  a  tight  seal  between  20 
the  insert  member  and  the  spud  member. 

Brief  Description  of  the  Drawings 

Fig.  1  is  a  sectional  view  of  a  connector  assembly  25 
made  in  accordance  with  the  present  invention; 
Fig.  2  is  a  section  view  of  the  connector  assembly 
of  Fig.  1  after  the  assembly  has  been  welded  in  an 
opening  in  a  tank  wall; 
Fig.  3  is  a  sectional  view  of  the  connector  assembly  30 
of  Fig.  2  after  an  inner  shell  of  polymer  material  has 
been  formed  inside  the  outer  tank  wall; 
Fig.  3a  is  a  sectional  view  of  the  connector  assem- 
bly  of  Fig.  3  after  the  plug  member  has  been 
removed  from  the  spud;  35 
Fig.  4  is  a  sectional  view  of  a  second  embodiment 
of  a  connector  assembly  made  in  accordance  with 
the  present  invention; 
Figs.  5-8  show  a  prior  art  tank  connector  repro- 
duced  from  U.S.  Patent  No.  5,158,200.  40 
Figs.  9,  10,  11,  12  and  13  correspond  to  Figs.  2,  3, 
4,  5,  and  6  in  U.S.  Patent  No.  5,217,140. 

Related  Application 
45 

An  application  directed  to  the  method  of  making  the 
product  of  the  present  application  is  identified  by  Serial 
No.  filed  on  ,  which 
related  application  being  assigned  to  the  assignee  of 
the  present  application.  so 

Description  of  the  Preferred  Embodiment 

The  tank  connector  fitting  construction  of  the 
present  invention  is  specifically  designed  for  use  in  a  55 
tank  comprised  of  an  outer  shell  of  metal  material  and 
an  inner  shell  of  non-corrosive  and  non-metallic  poly- 
mer  material.  More  specifically,  the  preferred  embodi- 
ment  of  the  present  invention  is  designed  for  installation 

in  a  tank  construction  shown  and  described  in  U.S.  Pat- 
ent  No.  5,217,140  issued  June  8,  1993  and  assigned  to 
the  assignee  of  this  application  and  incorporated  herein 
by  reference. 

Description  of  the  Prior  Art 

Prior  tank  connector  fittings  for  use  in  the  tank  con- 
struction  shown  in  U.S.  Patent  No.  5,217,140  are  shown 
and  described  in  U.S.  Patent  No.  5,158,200  dated  Octo- 
ber  27,  1992  and  assigned  to  the  assignee  of  this  appli- 
cation.  An  example  of  such  a  prior  art  tank  connector 
construction  is  as  follows. 

Referring  to  Figs.  5-8,  Fig.  5  shows  a  tank  connec- 
tion  comprised  of  an  outer  tank  shell  370  of  metal  and  a 
metal  connector  fitting  372  welded  to  shell  370  at  weld 
areas  374.  Fitting  372  has  an  internal  threaded  body 
portion  376  and  an  internal  groove  378.  A  sleeve  380 
having  a  cylindrical  body  portion  382  and  a  radially 
extending  flange  portion  384  is  mounted  in  groove  378 
of  fitting  372.  Body  portion  382  and  flange  384  have  a 
continuous  smooth  tapered  internal  surface  385.  Sleeve 
380  is  made  of  a  polymer  material.  The  body  portion 
382  of  sleeve  380  extends  through  an  opening  386  in 
shell  370. 

A  plug  member  388  is  threaded  into  fitting  372  and 
extends  through  sleeve  380  as  shown  in  Fig.  5.  Plug 
member  388  is  preferably  made  of  a  material  having  a 
low  thermal  conductivity  such  as  fluoroplastics.  Plug 
member  388  is  comprised  of  an  externally  threaded 
body  portion  390  and  an  end  portion  392  having  a 
smooth  external  tapered  surface  394.  With  the  plug  388 
installed  as  shown  in  Fig.  5,  the  threaded  portion  390 
extends  only  to  the  groove  378  in  fitting  372  and  the 
tapered  surface  394  on  the  plug  fits  snugly  in  the 
tapered  internal  surface  385  of  sleeve  380. 

Fig.  6  shows  the  assembly  of  Fig.  5  after  an  inner 
shell  396  has  been  formed  in  the  metal  outer  shell  370. 
Inner  shell  396  is  preferably  made  of  a  polymer  material 
and  is  formed  by  a  rotational  casting  procedure.  The 
inner  shell  396  will  become  fused  to  the  exposed  sur- 
face  of  sleeve  380. 

Fig.  8  shows  the  assembly  of  Fig.  7  with  a  threaded 
pipe  nipple  398  installed  in  fitting  372.  In  a  water  heater 
tank,  the  threaded  nipple  398  may  be  a  part  of  a  tem- 
perature  and  pressure  relief  valve  or  a  part  of  a  drain 
valve.  It  will  be  appreciated  that  as  a  threaded  pipe  nip- 
ple  398  is  threaded  into  fitting  372,  the  lead  threads  400 
thereon  will  cut  into  the  polymer  material  of  tapered  sur- 
face  385  of  sleeve  380  to  thereby  cut  a  length  of  threads 
into  surface  385  as  shown  in  Fig.  8. 

The  present  invention  constitutes  an  improvement 
to  the  tank  connection  shown  in  Figs.  5-8. 

As  explained  hereinafter,  an  object  of  the  present 
invention  is  to  eliminate  or  at  least  reduce  the  likelihood 
of  water  leakage  into  contact  with  metal  parts  of  the 
connector  and/or  the  metal  outer  tank  shell. 

One  embodiment  of  the  present  invention  is 
described  as  follows.  The  description  will  be  made  in 
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the  form  of  an  explanation  of  the  method  of  fabrication 
of  the  tank  connector  and  the  tank  in  which  the  connec- 
tor  is  mounted. 

Referring  to  the  drawings  in  detail,  Figs.  1,2,3  and 
3a  show  one  embodiment  of  a  tank  connector  assembly 
identified  by  reference  numeral  10. 

The  first  step  in  the  assembly  of  connector  1  0  is  to 
assemble  expandable  band  12  and  insert  member  14. 
Insert  member  14  is  preferably  of  a  polymer  material 
and  has  a  cylindrical  shape  comprised  of  an  upper  sec- 
tion  15  and  a  downwardly  extending  lower  section  16. 
More  specifically,  member  14  is  made  of  a  cross-linka- 
ble  material  which  is  highly  resistant  to  creep.  A  groove 
13  is  formed  on  the  inner  surface  of  upper  section  15. 
Expandable  band  12  and  insert  member  14  can  be 
assembled  to  form  a  sub-assembly  by  simply  sliding 
band  12  into  the  groove  13  in  insert  member  14. 

The  next  step  is  to  assemble  the  sub-assembly  of 
band  12  and  insert  member  14  with  a  spud  member  24. 

Spud  member  24  is  made  of  metal  (preferably 
steel)  and  is  comprised  of  an  internally  threaded  upper 
portion  26  and  a  cylindrical  dependent  wall  portion  28 
having  a  weld  projection  30  formed  at  the  end  of  the  wall 
28.  The  sub-assembly  of  parts  12  and  14  is  forced 
upwardly  into  the  space  inside  the  spud  member 
defined  by  depending  wall  portion  28. 

The  next  step  is  to  apply  an  expansion  force  to 
band  1  2  causing  the  band  to  deform  slightly  and  thereby 
force  upper  section  15  of  insert  member  14  into  tight 
sealing  contact  with  the  inner  face  29  of  depending  wall 
portion  28  of  spud  member  24. 

Expansion  band  12  is  made  of  a  suitable  metal  or 
plastic  material.  The  band  12  embodies  certain  charac- 
teristics,  i.e.,  it  must  be  capable  of  being  forcefully 
expanded  from  a  first  diameter  to  a  second  slightly 
greater  diameter.  And  it  must  rigidly  maintain  the  sec- 
ond  diameter  after  the  expansion  step. 

In  a  preferred  embodiment,  expandable  band  12  is 
made  of  a  noble  metal  such  as  stainless  steel,  brass  or 
copper.  Expandable  band  12  can  also  be  made  of  a 
plastic  material  such  as  nylon  having  a  low  resistance  to 
creep.  The  plastic  ring  may  have  a  cut  line  (see  refer- 
ence  numeral  50A  in  Fig.  4).  The  cut  50A  permits  the 
ring  to  separate  at  the  cut  line  when  expandable  pres- 
sure  is  applied. 

In  the  embodiment  of  the  invention  shown  in  Figs. 
3a,  band  12  may  have  the  following  dimensions: 

Unexpanded 
Band  I.D.  1.200" 

O.D.  1.300" 

Expanded 
Band  I.D.  1.300" 

O.D.  1.400" 

Band  Width  .250" 

Band  1  2  can  be  expanded  by  any  suitable  device  or 
tool.  One  example  is  an  expansion  tool  of  conventional 
design  wherein  an  actuating  pin  is  actuated  by  a 

5  hydraulic  cylinder  to  expand  a  multi-fingered  assembly 
causing  the  fingers  to  contact  and  expand  the  expanda- 
ble  ring. 

The  final  step  in  the  assembly  of  connector  10  is  to 
install  a  plug  member  32  into  the  spud  24.  Plug  member 

10  32  is  preferably  of  a  polymer  material  such  as  15% 
glass  filled  f  luoroplastics  and  is  comprised  of  an  exter- 
nally  threaded  top  portion  34  and  a  closed  nose  portion 
36.  Plug  member  32  is  threaded  into  spud  member  24 
to  complete  the  connector  assembly  1  0  as  shown  in  Fig. 

15  1  .  The  upper  interior  38  of  plug  member  32  is  splined  to 
facilitate  its  installation  into  and  removal  from  spud 
member  24  by  a  suitable  tool  (not  shown). 

The  next  step  in  the  fabrication  of  a  finished  tank 
connector  is  to  securely  fasten  the  assembly  1  0  in  the 

20  steel  wall  1  1  of  a  tank.  This  is  accomplished  by  position- 
ing  the  assembly  10  in  an  opening  13  in  the  wall  1  1  of  a 
tank  and  then  welding  the  projection  30  on  spud  wall  28 
to  the  surface  of  the  tank  wall  as  shown  in  Fig.  2.  The 
welding  step  will  cause  welding  projection  ring  30  to  be 

25  fused  to  tank  wall  1  1  as  indicated  by  reference  numeral 
15  in  Fig.  2.  With  the  spud  24  welded  in  place,  the 
shoulder  21  on  insert  member  14  will  fit  snugly  against 
the  outer  surface  of  tank  wall  1  1  . 

After  the  required  number  of  assemblies  have  been 
30  welded  to  the  tank  wall,  the  fabrication  of  the  completed 

tank  is  accomplished  as  described  as  follows. 
To  summarize,  as  shown  in  Figs.  2,  3,  4,  5  and  6  of 

U.S.  Patent  No.  5,217,140  (corresponding  to  Figs.  9,  10, 
11,12  and  13  herein),  the  outer  shell  26a  of  the  com- 

35  pleted  tank  28a  is  comprised  of  two  parts;  namely,  an 
upper  half  member  30a  and  a  lower  half  member  32a, 
each  of  which  is  formed  by  a  deep  drawing  process. 

After  the  required  number  of  connector  assemblies 
10  are  welded  to  the  tank  half  members,  the  half  mem- 

40  bers  are  fastened  together  in  a  secure  manner  to  form  a 
completed  outer  shell. 

Preferably  such  fastening  step  is  performed  by 
laser  welding. 

After  the  completed  outer  shell  is  fabricated,  an 
45  inner  shell  44  of  non-corrosive  polymer  material  is 

formed  inside  the  outer  shell  adjacent  the  internal  sur- 
face  of  the  outer  shell.  In  one  preferred  embodiment,  the 
non-corrosive  polymer  material  is  polybutelene.  The 
polybutelene  material  is  introduced  into  the  outer  shell 

so  in  powder  form.  This  can  be  accomplished  before  the 
two  halves  are  welded  together  or  the  powder  material 
can  be  introduced  through  an  opening  in  the  tank  wall 
after  the  two  halves  are  welded  together. 

After  the  outer  shell  is  charged  with  a  polymer 
55  material,  it  is  then  subjected  to  rotational  casting  opera- 

tion  while  heat  is  applied  to  the  outer  shell.  A  suitable 
rotational  casting  operation  is  described  in  detail  in  U.S. 
Patent  No.  5,217,140.  Such  a  rotational  casting  opera- 
tion  will  cause  the  powder  material  to  melt  and  be  dis- 
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tributed  uniformly  over  the  internal  surface  of  the  outer 
shell  to  thereby  form  an  inner  shell  44. 

Referring  to  Fig.  3  of  the  present  invention,  the 
material  of  the  inner  shell  will  cover  the  tank  wall  and 
each  connector  fitting  as  shown  in  Fig.  3.  The  portion  of  s 
the  inner  shell  44  which  comes  in  contact  with  portion 
16  of  insert  member  14  will  be  bonded  to  such  member. 
The  polymer  material  of  inner  shell  44  will  puddle  up  in 
the  area  of  the  bond  as  indicated  by  reference  numeral 
45  in  Fig.  3.  w 

Alter  the  formation  of  the  inner  shell  44,  the  plug 
members  32  will  be  removed  by  a  suitable  tool  to  pro- 
duce  a  finished  connector  assembly  as  shown  in  Fig. 
3a. 

As  indicated  above,  member  1  4  is  made  of  a  poly-  is 
mer  material.  The  particular  characteristics  of  the  mate- 
rial  of  this  member  is  important. 

Referring  to  the  material  of  insert  1  4,  it  is  important 
that  the  tensile  strength  of  the  material  be  sufficiently 
great  to  prevent  rupture  at  certain  critical  areas.  A  criti-  20 
cal  area  is  indicated  by  the  dotted  circle  23  on  Fig.  2. 
The  polymer  material  of  member  1  4  must  also  be  capa- 
ble  of  providing  a  strong  bond  between  the  lower  sec- 
tion  16  of  member  14  and  inner  shell  44  in  the  area 
indicated  by  reference  numeral  45  in  Fig.  3.  25 

Polymer  materials  suitable  for  use  in  making  insert 
member  1  4  may  be  from  the  olefin  family.  More  specifi- 
cally,  such  materials  can  be  polypropylene,  polyethyl- 
ene  and  polybutylene. 

Typical  plastics  are  either  thermoplastic  or  thermo-  30 
set  i.e.,  thermoplastic:  PP,  PE,  PB,  etc.;  thermoset:  pol- 
yester,  epoxy  cross-linked  polyethylene  (XLPE)). 

While  a  thermoplastic  plastic  connector  can  be 
used  with  the  above  type  of  connector,  a  further 
improvement  to  the  invention  is  to  use  a  cross  linked  35 
polymer  as  the  insert  1  4.  Cross  linked  polymers  are  dif- 
ferent  from  thermoplastics  (i.e.,  PP,  PE,  PB)  in  that  the 
molecular  chains  that  make  up  the  polymer  are  all  con- 
nected  to  one  another,  (in  essence  the  molecules  are 
one  single  macro  molecule,  not  individual  chains  which  40 
are  typical  of  thermoplastic). 

This  characteristic  of  XL  polymers  improves  the 
mechanical/physical/environmental  properties  of  the 
polymer.  Additionally  the  polymer  exhibits  substantially 
reduced  "creep"  properties.  "Creep"  is  the  tendency  of  a  45 
polymer  to  change  shape  in  response  to  stress  and 
aging  of  the  plastic.  By  using  an  XL  polymer,  the  stress 
aging  (creep)  properties  of  the  plastic  connector  are 
improved,  thereby  reducing  the  possibility  that  the  new 
connector  10  will  lose  its  "seal"  over  time.  so 

Referring  to  the  embodiment  shown  in  Figs.  1  -3a,  it 
will  be  appreciated  that  the  expansion  band  12  can  be 
expanded  either  before  or  alter  the  spud  24  and  insert 
1  4  are  welded  to  the  tank  wall  1  1  . 

Fig.  4  shows  a  second  embodiment  of  the  present  ss 
invention.  Parts  of  the  Fig.  4  embodiment  which  corre- 
spond  to  the  parts  of  the  Figs.  1-3a  embodiment  are 
identified  with  the  same  reference  numerals  except  that 
the  reference  numerals  of  Fig.  4  have  a  suffix  A. 

22  A1  6 

Referring  to  Fig.  4,  the  embodiment  shown  therein 
is  for  a  tank  connector  assembly  identified  by  reference 
numeral  10A. 

The  first  step  in  the  assembly  of  connector  1  0A  is  to 
pre-mold  expansion  band  12A  into  the  insert  member 
14A.  Insert  member  14A  is  preferably  of  a  polymer 
material  and  has  a  cylindrical  shape  comprised  of  an 
upper  section  1  5A  and  a  downwardly  extending  lower 
section  1  6A.  A  groove  1  3A  is  formed  on  the  inner  sur- 
face  of  upper  section  1  5A. 

The  next  step  is  to  assemble  the  subassembly  of 
band  12A  and  insert  member  14A  with  a  spud  member 
24A. 

Spud  member  24A  is  made  of  metal  (preferably 
steel)  and  is  comprised  of  an  internally  threaded  upper 
portion  26A  and  a  cylindrical  dependent  wall  portion 
28A.  A  weld  projection  30A  is  formed  at  the  end  of  the 
wall  28A.  The  subassembly  of  parts  12A  and  14A  is 
forced  upwardly  into  the  space  inside  the  spud  member 
defined  by  depending  wall  portion  28A. 

The  next  step  is  to  apply  an  expansion  force  to 
band  12A  causing  the  band  to  deform  slightly  and 
thereby  force  upper  section  1  5A  of  insert  member  1  4A 
into  tight  sealing  contact  with  the  inner  face  29A  of 
depending  wall  portion  28A  of  spud  member  24A. 

Expansion  band  12A  is  made  of  a  suitable  metal  or 
plastic  material.  The  band  12A  embodies  certain  char- 
acteristics,  i.e.  it  must  be  capable  of  being  forcefully 
expanded  from  a  first  diameter  to  a  second  slightly 
greater  diameter.  It  must  also  rigidly  maintain  the  sec- 
ond  diameter  after  the  expansion  step. 

In  the  preferred  embodiment,  expandable  band  12A 
is  made  of  a  noble  metal  such  as  stainless  steel,  brass 
or  copper.  Expandable  band  12A  can  also  be  made  of  a 
plastic  material  such  as  nylon  having  a  low  resistance  to 
creep.  The  plastic  ring  may  have  a  cut  line  (see  refer- 
ence  numeral  50A  in  Fig.  4).  The  cut  50A  permits  the 
ring  to  separate  at  the  cut  line  when  expandable  pres- 
sure  is  applied.  In  the  embodiment  of  the  invention 
shown  in  Fig.  4,  band  12A  may  have  the  following 
dimensions: 

Unexpanded 
Band  I . D . . 9 3 0 "  

O.D.  1.030" 

Expanded 
Band  I.D.  1.050" 

O.D.  1.150" 

Bandwidth  .312" 

Band  12A  can  be  expanded  by  any  suitable  device 
or  tool.  One  example  of  a  suitable  expanding  device  is 
One  example  is  an  expansion  tool  of  conventional 
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design  wherein  an  actuating  pin  is  actuated  by  a 
hydraulic  cylinder  to  expand  a  multi-fingered  assembly 
causing  the  fingers  to  contact  and  expand  the  expanda- 
ble  ring. 

The  next  steps  in  the  assembly  of  connector  1  0A  s 
are  the  same  as  that  with  regard  to  connector  1  0  as  set 
forth  above  starting  on  page  5,  line  1  . 

Polymer  materials  suitable  for  use  in  making  insert 
member  14A  are  the  same  as  set  forth  above  with 
regard  to  insert  member  14.  10 

Finally,  it  should  be  noted  that  expansion  band  1  2A 
can  be  expanded  in  groove  13A  either  before  or  after 
the  spud  24A  is  welded  to  the  tank  wall. 

The  particular  configuration  of  the  connector 
assembly  10  described  above  is  for  connection  of  hot  is 
and  cold  water  connections  to  the  tank  and  for  installa- 
tion  of  a  drain  valve  and  a  temperature/pressure  valve  to 
a  water  heater  tank. 

While  the  invention  has  been  herein  shown  and 
described  in  what  is  presently  conceived  to  be  the  most  20 
practical  and  preferred  embodiment,  it  will  be  obvious  to 
one  or  ordinary  skill  in  the  art  that  modifications  may  be 
made  thereof  within  the  scope  of  the  invention,  which 
scope  is  not  limited  except  by  the  appended  claims. 

25 
Claims 

1  .  A  tank  connector  assembly  comprising  : 

a  metal  spud  member  having  an  internally  30 
threaded  portion  and  a  cylindrical  wall  portion; 
a  sub-assembly  comprised  of  an  insert  mem- 
ber  made  from  a  polymer  material  and  having 
an  internal  groove  therein  and  an  expandable 
band  member  positioned  in  said  groove;  35 
the  sub-assembly  of  the  insert  member  and 
expandable  band  member  is  positioned  inside 
the  cylindrical  wall  portion  of  said  spud  mem- 
ber;  and 
said  expandable  band  being  expanded  in  said  40 
groove  of  said  insert  member  to  produce  a  tight 
sealing  contact  between  the  insert  member 
and  the  depending  wall  portion  of  said  spud 
member. 

45 
2.  A  tank  connector  assembly  according  to  Claim  1  in 

which  said  cylindrical  wall  of  said  spud  member  has 
a  welding  projection  on  the  lower  end  thereof. 

3.  A  tank  connector  assembly  according  to  Claim  1  in  so 
which  said  insert  member  has  an  upper  cylindrical 
section  and  a  lower  cylindrical  section  of  a  smaller 
diameter  than  said  upper  section  to  thereby  form  a 
shoulder  between  said  upper  and  lower  cylindrical 
sections.  ss 

4.  A  tank  connector  assembly  according  to  Claim  1  in 
which  said  insert  member  is  made  of  a  thermoplas- 
tic  plastic  material. 

5.  A  tank  connector  assembly  according  to  Claim  1  in 
which  said  insert  member  is  made  of  a  thermoset- 
ting  plastic  material. 

6.  A  tank  connector  assembly  according  to  Claim  1  in 
which  said  insert  member  is  made  of  a  cross-linked 
polymer  material. 

7.  A  tank  connector  assembly  according  to  Claim  1  in 
which  said  expandable  band  is  made  of  a  noble- 
type  metal  material. 

8.  A  tank  and  tank  connector  therefor  comprising: 

an  outer  steel  tank  having  at  least  one  opening 
therein; 
an  inner  tank  of  polymer  material  mounted 
inside  said  outer  steel  tank; 
a  tank  connector  assembly  to  facilitate  a  con- 
nection  between  the  interior  of  said  inner  tank 
and  the  exterior  of  said  outer  tank,  said  tank 
connection  assembly  comprising: 
a  metal  spud  member  having  an  internally 
threaded  portion  and  a  cylindrical  wall  portion; 
a  sub-assembly  comprised  of  an  insert  mem- 
ber  made  from  a  polymer  material  and  having 
an  internal  groove  therein  and  an  expandable 
band  member  positioned  in  said  groove; 
the  sub-assembly  of  the  insert  member  and 
expandable  band  member  is  positioned  inside 
the  cylindrical  wall  portion  of  said  spud  mem- 
ber;  and 
said  expandable  band  being  expanded  in  said 
groove  of  said  insert  member  to  produce  a  tight 
sealing  contact  between  the  insert  member 
and  the  depending  wall  portion  of  said  spud 
member. 

9.  A  tank  and  tank  connector  therefor  according  to 
Claim  8  in  which  said  inner  tank  of  polymer  material 
is  bonded  to  said  insert  member. 

1  0.  A  tank  connector  assembly  according  to  Claim  8  in 
which  said  insert  member  has  an  upper  cylindrical 
section  and  a  lower  cylindrical  section  of  a  smaller 
diameter  than  said  upper  section  to  thereby  form  a 
shoulder  between  said  upper  and  lower  cylindrical 
sections,  said  shoulder  being  in  snug  engagement 
with  said  outer  steel  tank. 

so 

55 
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