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METHOD

(57) Provided are an image recognition device (1), a
solid-state imaging device (CIS 2), and an image recog-
nition method capable of improving accuracy in recog-
nizing a subject. The image recognition device (1) ac-
cording to the present disclosure includes an imaging
unit (4) and a recognition unit (9). The imaging unit (4)

captures a plurality of images having different sensitivi-
ties in one frame period to generate image data of the
plurality of images. The recognition unit (9) recognizes
the subject from the image data of each of the images,
and recognizes the subject captured in an image of one
frame based on a result of recognizing the subject.
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Description

Field

[0001] The present disclosure relates to an image rec-
ognition device, a solid-state imaging device, and an im-
age recognition method.

Background

[0002] There is an imaging device that includes a high
dynamic range (HDR) imaging mode for generating an
HDR image by capturing and combining a plurality of
images having different sensitivities in one frame period,
and recognizes a subject from the HDR image (see, for
example, Patent Literature 1).

Citation List

Patent Literature

[0003] Patent Literature 1: JP 2014-103643 A 

Summary

Technical Problem

[0004] However, in the above-described technology
according to the related art, the accuracy in recognizing
the subject may be deteriorated. Therefore, the present
disclosure proposes an image recognition device, a solid-
state imaging device, and an image recognition method
capable of improving accuracy in recognizing a subject.

Solution to Problem

[0005] The image recognition device according to the
present disclosure includes an imaging unit and a rec-
ognition unit. The imaging unit captures a plurality of im-
ages having different sensitivities in one frame period to
generate image data of the plurality of images. The rec-
ognition unit recognizes the subject from the image data
of each of the images, and recognizes the subject cap-
tured in an image of one frame based on a result of rec-
ognizing the subject.

Brief Description of Drawings

[0006]

FIG. 1 is a diagram illustrating an example of a con-
figuration of an image recognition device according
to a first embodiment of the present disclosure.
FIG. 2 is an explanatory diagram of an operation of
the image recognition device according to the first
embodiment of the present disclosure.
FIG. 3 is an explanatory diagram of an exposure time
adjustment method according to the first embodi-

ment of the present disclosure.
FIG. 4 is an explanatory diagram of the exposure
time adjustment method according to the first em-
bodiment of the present disclosure.
FIG. 5 is a flowchart illustrating an example of
processing executed by a recognition unit according
to the first embodiment of the present disclosure.
FIG. 6 is an explanatory diagram an operation of a
first modification of the image recognition device ac-
cording to the first embodiment of the present dis-
closure.
FIG. 7 is an explanatory diagram of a light receiving
unit included in a second modification of the image
recognition device according to the first embodiment
of the present disclosure.
FIG. 8 is an explanatory diagram of an operation of
the second modification of the image recognition de-
vice according to the first embodiment of the present
disclosure.
FIG. 9 is a diagram illustrating an example of a con-
figuration of an image recognition device according
to a second embodiment of the present disclosure.
FIG. 10 is a block diagram illustrating an example of
a schematic configuration of a vehicle control sys-
tem.
FIG. 11 is an explanatory diagram illustrating an ex-
ample of installation positions of an outside-vehicle
information detection unit and an imaging unit.

Description of Embodiments

[0007] Hereinafter, embodiments of the present disclo-
sure will be described in detail with reference to the draw-
ings. Note that, in each of the following embodiments,
the same reference signs denote the same portions, and
an overlapping description will be omitted.

(1. First Embodiment)

[1-1. Configuration of Image Recognition Device Accord-
ing to First Embodiment]

[0008] FIG. 1 is a diagram illustrating an example of a
configuration of an image recognition device 1 according
to a first embodiment of the present disclosure. As illus-
trated in FIG. 1, the image recognition device 1 includes
a complementary metal oxide semiconductor (CMOS)
image sensor (hereinafter, referred to as a CIS 2) and
an application processor (hereinafter, referred to as an
AP 3).
[0009] The CIS 2 is an example of a solid-state imaging
device that is configured with one chip and captures an
image, and has a function of recognizing a subject in a
captured image and outputting the subject recognition
result to the AP 3 in addition to a function of capturing an
image. Note that the solid-state imaging device according
to the present disclosure is not limited to the CIS 2, and
may be, for example, another image sensor such as a
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charge coupled device (CCD) image sensor.
[0010] The AP 3 includes an AP control unit 31, which
is an example of a processor such as a central processing
unit (CPU) that executes various application programs
according to the application of the image recognition de-
vice 1, and a communication interface (I/F) 32 that per-
forms information communication with the CIS 2.
[0011] For example, in a case where the image recog-
nition device 1 is mounted on a vehicle and used as a
sensor that detects an object or the like around the ve-
hicle, when a subject such as a pedestrian is recognized
by the CIS 2, the AP 3 executes processing of notifying
a driver of the recognition or notifying an automatic brak-
ing system of the recognition.
[0012] In addition, for example, in a case where the
image recognition device 1 is used in a face authentica-
tion system, the AP 3 executes processing of outputting,
to the face authentication system, information indicating
whether or not a face recognized by the CIS 2 is a face
of a person registered in advance. In this manner, the
AP 3 executes processing according to the application
of the image recognition device 1 on the subject recog-
nized by the CIS 2.
[0013] The CIS 2 has a function of capturing a plurality
of images having different sensitivities in one frame pe-
riod, which is a period in which an image of one frame is
captured, and generating a high dynamic range (HDR)
image by HDR combining the captured images, and a
function of recognizing a subject in the captured image
described above.
[0014] Specifically, the CIS 2 includes an imaging unit
4, a high dynamic range (HDR) combination unit 5, a
memory 6, an image output unit 7, a communication I/F
8, and a recognition unit 9. The imaging unit 4 includes
a light receiving unit 41 and a reading unit 42.
[0015] The light receiving unit 41 includes, for example,
an optical system including a zoom lens, a focus lens, a
diaphragm, and the like, and a pixel array unit in which
unit pixels including light receiving elements such as pho-
todiodes are arranged in a two-dimensional matrix form.
[0016] The light receiving unit 41 forms an image of
light incident from the outside on a light receiving surface
of the pixel array unit by an optical system. Each unit
pixel of the pixel array unit performs photoelectric trans-
formation on light incident on the light receiving element,
thereby readably accumulating an electric charge corre-
sponding to the amount of incident light.
[0017] The reading unit 42 includes a reading circuit
that reads the electric charge accumulated in each unit
pixel as a pixel signal, and an analog to digital converter
(ADC) that generates digital image data by converting
the analog pixel signal read by the reading circuit into a
digital value.
[0018] In one frame period, the imaging unit 4 captures
two images having different sensitivities, that is, a short-
exposure image captured with an exposure time shorter
than a normal exposure time and a long-exposure image
captured with an exposure time longer than the normal

exposure time.
[0019] As a result, the imaging unit 4 can capture the
short-exposure image in which an image of the subject
is clearly captured even in a case where the luminance
of the subject is excessively high and the subject is over-
exposed in the normal exposure time. Further, the imag-
ing unit 4 can capture the long-exposure image in which
an image of the subject is clearly captured even in a case
where the luminance of the subject is excessively low
and the subject is underexposed in the normal exposure
time. The imaging unit 4 outputs image data of the cap-
tured short-exposure image and image data of the cap-
tured long-exposure image to the HDR combination unit
5.
[0020] The HDR combination unit 5 includes, for ex-
ample, a microcomputer including a central processing
unit (CPU), a read only memory (ROM), a random access
memory (RAM), and the like, and various circuits.
[0021] The HDR combination unit 5 generates image
data of the HDR image by HDR-combining the image
data of the short-exposure image and the image data of
the long-exposure image input from the imaging unit 4 in
a manner in which the CPU executes a program stored
in the ROM using the RAM as a work area.
[0022] As a result, even in a case where both a dark
region and a bright region are present within an angle of
view in an image of one frame, the HDR combination unit
5 can generate the image data of the HDR image in which
an image of the subject in the dark region and an image
of the subject in the bright region are clearly captured.
[0023] Note that the HDR combination unit 5 may be
implemented by hardware such as an application specific
integrated circuit (ASIC) or a field programmable gate
array (FPGA). The HDR combination unit 5 outputs the
generated image data of the HDR image to the memory
6. The memory 6 is, for example, a storage device such
as a flash memory, and stores the image data of the HDR
image input from the HDR combination unit 5.
[0024] For example, the image output unit 7 reads the
image data of the HDR image from the memory 6 and
outputs the image data to the AP 3 via the communication
I/F 8 only in a case where an HDR image acquisition
request is received from the AP 3, and does not output
the image data of the HDR image to the AP 3 in other
cases.
[0025] As described above, since the image output unit
7 does not output the image data of the HDR image to
the outside unless the HDR image acquisition request is
received from the AP 3, the power consumption of the
CIS 2 can be reduced, and security and privacy can be
protected.
[0026] The recognition unit 9 includes, for example, a
microcomputer including a CPU, a ROM, a RAM, and
the like, and various circuits. The recognition unit 9 is a
processing unit that recognizes a subject from image da-
ta of a captured image and outputs the subject recogni-
tion result to the AP 3 via the communication I/F 8 in a
manner in which the CPU executes a program stored in

3 4 



EP 3 968 273 A1

4

5

10

15

20

25

30

35

40

45

50

55

the ROM using the RAM as a work area. Note that a part
or all of the recognition unit 9 may be implemented by
hardware such as an ASIC or an FPGA.
[0027] Here, for example, in a case where the subject
is recognized from the image data of the HDR image, the
accuracy in recognizing the subject may be deteriorated.
Specifically, as described above, the HDR image is gen-
erated by HDR-combining the short-exposure image and
the long-exposure image.
[0028] Since the short-exposure image and the long-
exposure image are images captured with exposure
times different from the normal exposure time, the short-
exposure image and the long-exposure image may be
images slightly different in luminance or color from the
subject viewed by a human.
[0029] The HDR image generated by HDR-combining
the short-exposure image and the long-exposure image
as described above may include a secondarily generated
artifact that does not actually exist. Therefore, in a case
where the subject is recognized from the image data of
the HDR image, the subject cannot be accurately recog-
nized due to the artifact, and the accuracy in recognizing
the subject may be deteriorated.
[0030] Therefore, the recognition unit 9 according to
the present disclosure recognizes the subject from the
image data of each of the images of the short-exposure
image and the long-exposure image before the HDR
combination that do not include the artifact, and recog-
nizes the subject captured in the image of one frame
based on the recognition result, thereby improving the
accuracy in recognizing the subject.
[0031] Specifically, the recognition unit 9 includes a
first deep neural network (DNN) unit 91, a second DNN
unit 92, and a recognition result determination unit 93.
The DNN is an algorithm having a multilayer structure in
which a human cranial nerve circuit (neural network) de-
signed by machine learning so as to recognize a feature
(pattern) of a subject from image data is used as a model.
[0032] The first DNN unit 91 is a processing unit that
recognizes the subject from the image data of the short-
exposure image input from the imaging unit 4 by DNN
processing using a DNN specialized to recognize the
subject from the short-exposure image.
[0033] The first DNN unit 91 recognizes the subject
captured in the short-exposure image, derives recogni-
tion result information including the subject recognition
result and a DNN score indicating the level of reliability
of the recognition result, and outputs the recognition re-
sult information to the recognition result determination
unit 93.
[0034] As described above, since the first DNN unit 91
recognizes the subject by the DNN processing using the
DNN specialized for the short-exposure image, it is pos-
sible to accurately recognize the subject from the image
data of the short-exposure image.
[0035] The second DNN unit 92 is a processing unit
that recognizes the subject from the image data of the
long-exposure image input from the imaging unit 4 by

DNN processing using a DNN specialized to recognize
the subject from the long-exposure image.
[0036] The second DNN unit 92 recognizes the subject
captured in the long-exposure image, derives recognition
result information including the subject recognition result
and a DNN score indicating the level of reliability of the
recognition result, and outputs the recognition result in-
formation to the recognition result determination unit 93.
[0037] As described above, since the second DNN unit
92 recognizes the subject by the DNN processing using
the DNN specialized for the long-exposure image, it is
possible to accurately recognize the subject from the im-
age data of the long-exposure image.
[0038] The recognition result determination unit 93 rec-
ognizes the subject captured in the image of one frame
based on the recognition result information input from
the first DNN unit 91 and the second DNN unit 92. For
example, the recognition result determination unit 93 de-
rives final recognition result information including a sub-
ject having a DNN score of a predetermined value or
more and the DNN score of the subject, and outputs the
final recognition result information to the AP 3 via the
communication I/F 8.
[0039] Furthermore, according to the DNN score in-
cluded in the recognition result information input from the
first DNN unit 91 and the second DNN unit 92, the rec-
ognition result determination unit 93 adjusts the exposure
time of the imaging unit 4 so that the subsequent DNN
score is increased. An example of such an exposure time
adjustment method will be described later with reference
to FIGS. 3 and 4.
[0040] Note that the recognition result determination
unit 93 is not an essential component. The recognition
unit 9 may be configured to output the recognition result
information derived by the first DNN unit 91 and the rec-
ognition result information derived by the second DNN
unit 92 to the AP 3.
[0041] As described above, the recognition unit 9 rec-
ognizes the subject from the image data of each of the
images of the short-exposure image and the long-expo-
sure image before the HDR combination that do not in-
clude the artifact, and recognizes the subject captured
in the image of one frame based on the subject recogni-
tion result. As a result, the recognition unit 9 can improve
the accuracy in recognizing the subject as compared with
a case of recognizing the subject from the HDR image
in which the artifact may be included.

[1-2. Example of Operation of image Recognition Device 
According to First Embodiment]

[0042] Next, an example of an operation of the image
recognition device 1 according to the first embodiment
will be described. FIG. 2 is an explanatory diagram of the
operation of the image recognition device 1 according to
the first embodiment of the present disclosure.
[0043] As illustrated in FIG. 2, during one frame period
t1, the imaging unit 4 captures the short-exposure image
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whose exposure time is t2, and then captures the long-
exposure image whose exposure time is t3 longer than
t2. Then, the imaging unit 4 outputs the image data of
the short-exposure image to the first DNN unit 91 and
outputs the image data of the long-exposure image to
the second DNN unit 92.
[0044] The first DNN unit 91 recognizes, for example,
a vehicle 10 as the subject from the image data of the
relatively dark short-exposure image, and outputs rec-
ognition result information D1 to the recognition result
determination unit 93. The recognition result information
D1 is not image data but metadata including information
indicating the recognized subject and the DNN score de-
scribed above.
[0045] The second DNN unit 92 recognizes, for exam-
ple, the vehicle 10 as the subject from the image data of
the relatively bright long-exposure image, and outputs
recognition result information D2 to the recognition result
determination unit 93. The recognition result information
D2 is not image data but metadata including information
indicating the recognized subject and the DNN score de-
scribed above. At this time, the first DNN unit 91 and the
second DNN unit 92 execute the DNN processing in par-
allel. As a result, the recognition unit 9 can shorten the
time required for the subject recognition processing.
[0046] The recognition result determination unit 93 rec-
ognizes the vehicle 10 as the subject based on the rec-
ognition result information D1 and D2, and transmits final
recognition result information D3 to the communication
I/F 8. The final recognition result information D3 is also
not image data but metadata including information indi-
cating the recognized subject and the DNN score de-
scribed above.
[0047] The communication I/F 8 outputs the recogni-
tion result information D3 to the communication I/F 32 of
the AP 3. As described above, since the CIS 2 outputs
the recognition result information D3, which is not image
data but metadata, to the AP 3, power consumption can
be reduced and privacy and security can be protected
as compared with a case where the image data are out-
put.

[1-3. Exposure Time Adjustment Method]

[0048] Next, an example of the exposure time adjust-
ment method performed by the recognition result deter-
mination unit 93 will be described with reference to FIGS.
3 and 4. FIGS. 3 and 4 are explanatory diagrams of the
exposure time adjustment method according to the first
embodiment of the present disclosure. Note that 20 lines
and 50 lines illustrated in FIGS. 3 and 4 are indices indi-
cating the lengths of the exposure times, and a larger
number of lines corresponds to a longer exposure time.
[0049] As illustrated in FIG. 3, for example, a DNN
score of a short-exposure image P1 captured during the
first one frame period t1 may be 80, and a DNN score of
a long-exposure image P2 may be 60. In such a case,
there is a high possibility that the DNN score of an imaging

target at this time decreases as the exposure time in-
creases.
[0050] Therefore, in a case where the short-exposure
image has a higher score than the long-exposure image
(Step S1), the recognition result determination unit 93
performs exposure time adjustment to shorten the expo-
sure times of the short-exposure image and the long-
exposure image to be captured in the next one frame
period (Step S2).
[0051] For example, the recognition result determina-
tion unit 93 shortens an exposure time of a short-expo-
sure image P3 to be captured next time from 20 lines to
10 lines, and shortens an exposure time of a long-expo-
sure image P4 to be captured next time from 50 lines to
40 lines. As a result, the recognition result determination
unit 93 can raise the DNN score of the short-exposure
image to be captured next time from 80 to 85, for example,
and can raise the DNN score of the long-exposure image
to be captured next time from 60 to 70.
[0052] Furthermore, in a case where the long-expo-
sure image has a higher score than the short-exposure
image, the recognition result determination unit 93 per-
forms exposure time adjustment to increase the expo-
sure times of the short-exposure image and the long-
exposure image to be captured in the next one frame
period.
[0053] Note that the recognition result determination
unit 93 may lower the DNN score in a case where the
exposure time is excessively long or excessively short.
Therefore, the recognition result determination unit 93
repeats the above-described exposure time adjustment
until the DNN score converges to the maximum value.
[0054] For example, as illustrated in FIG. 4, in a case
where the DNN score of the image captured with the
exposure time of 20 lines for the first time is 50 and the
DNN score of the image captured with the extended ex-
posure time of 30 lines for the second time is raised to
60, the recognition result determination unit 93 further
extends the exposure time for the third time.
[0055] In a case where the DNN score of the image
captured with the extended exposure time of 40 lines for
the third time is raised to 70, the recognition result deter-
mination unit 93 extends the exposure time to 50 lines
to capture the image for the fourth time. Then, in a case
where the DNN score of the image captured for the fourth
time is raised to 80, the recognition result determination
unit 93 extends the exposure time to 60 lines to capture
the image for the fifth time.
[0056] At this time, in a case where the DNN score of
the image captured for the fifth time is lowered to 60, the
recognition result determination unit 93 determines 80,
which is the DNN score of the image captured with the
exposure time of 50 lines, as the maximum value of the
DNN score.
[0057] Then, the recognition result determination unit
93 shortens the exposure time to 50 lines to capture the
image for the sixth time. As a result, the DNN score of
the image captured for the sixth time is raised to the max-
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imum value of 80. Thereafter, the recognition result de-
termination unit 93 maintains the exposure time at 50
lines to capture the image so that the DNN score of the
captured image converges to 80, which is the maximum
value. As a result, the recognition unit 9 can continuously
derive the highly reliable subject recognition result of
which the DNN score is the highest thereafter.

[1-4. Processing Executed by Recognition Unit]

[0058] Next, an example of processing executed by
the recognition unit 9 will be described with reference to
FIG. 5. FIG. 5 is a flowchart illustrating an example of the
processing executed by the recognition unit 9 according
to the first embodiment of the disclosure. The recognition
unit 9 executes the processing illustrated in FIG. 5 every
time the short-exposure image and the long-exposure
image are captured by the imaging unit 4.
[0059] Specifically, once the short-exposure image
and the long-exposure image are captured by the imag-
ing unit 4, the recognition unit 9 acquires image data of
the short-exposure image from the imaging unit 4 (Step
S101), and executes the DNN processing on the image
data of the short-exposure image (Step S102).
[0060] In addition, the recognition unit 9 acquires the
image data of the long-exposure image from the imaging
unit 4 in parallel with the processing of Steps S101 and
S102 (Step S103), and executes the DNN processing on
the image data of the long-exposure image (Step S104).
[0061] Then, the recognition unit 9 recognizes the sub-
ject based on the subject recognition result information
D1 that is a result of the DNN processing performed on
the image data of the short-exposure image and the sub-
ject recognition result information D2 that is a result of
the DNN processing performed on the image data of the
long-exposure image (Step S105) .
[0062] Thereafter, the recognition unit 9 outputs the
final recognition result information D3, which is the sub-
ject recognition result, to the AP 3 via the communication
I/F 8 (Step S106). Then, the recognition unit 9 adjusts
the exposure time of the image to be captured by the
imaging unit 4 according to the DNN score included in
the recognition result information D1 and the recognition
result information D2 (Step S107), and ends the process-
ing.

[1-5. First Modification of Image Recognition

Device]

[0063] Next, a first modification of the image recogni-
tion device 1 will be described. An image recognition de-
vice according to the first modification is different from
the image recognition device 1 illustrated in FIG. 1 in that
the recognition unit does not include two DNN units, the
first DNN unit 91 and the second DNN unit 92, but in-
cludes one DNN, and other configurations thereof are
similar to those of the image recognition device illustrated

in FIG. 1.
[0064] For this reason, the entire configuration of the
image recognition device according to the first modifica-
tion will not be described repeatedly, and an operation
of the image recognition device according to the first mod-
ification will be described with reference to FIG. 6. Fur-
thermore, here, the same components as those illustrat-
ed in FIG. 2 are denoted by the same reference numerals
as those illustrated in FIG. 2, and an overlapping descrip-
tion will be omitted.
[0065] FIG. 6 is an explanatory diagram of an operation
of the first modification of the image recognition device
1 according to the first embodiment of the present dis-
closure. As illustrated in FIG. 6, a DNN unit 90 according
to the first modification acquires the short-exposure im-
age and the long-exposure image from the imaging unit
4 in the order of imaging.
[0066] Then, the DNN unit 90 recognizes the subject
by executing the DNN processing in time series in the
order of acquiring the image data of the short-exposure
image and the long-exposure image captured in one
frame period. Then, the DNN unit 90 sequentially outputs,
to the AP 3 via the communication I/F 8, the recognition
result information D1 derived by executing the DNN
processing on the image data of the short-exposure im-
age and the recognition result information D2 derived by
executing the DNN processing on the image data of the
long-exposure image.
[0067] As described above, since the image recogni-
tion device according to the first modification recognizes
the subject from the image data of the short-exposure
image and the long-exposure image before the HDR
combination that do not include the artifact, the accuracy
in recognizing the subject captured in the image of one
frame can be improved.
[0068] Furthermore, in the image recognition device
according to the first modification, since the recognition
unit includes one DNN unit 90, the circuit configuration
can be simplified, such that the manufacturing cost can
be reduced. Furthermore, in the image recognition device
according to the first modification, since only one type of
DNN is required to be used by the DNN unit 90, it is
possible to reduce labor, time, and cost required for de-
signing the DNN.

[1-6.1-5. Second Modification of Image Recognition De-
vice]

[0069] Next, a second modification of the image rec-
ognition device 1 will be described. In an image recog-
nition device according to the second modification, a con-
figuration of a light receiving unit in an imaging unit is
different from that of the image recognition device 1 il-
lustrated in FIG. 1, and other configurations thereof are
similar to those of the image recognition device illustrated
in FIG. 1.
[0070] For this reason, the entire configuration of the
image recognition device according to the second mod-
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ification will not be described repeatedly, a configuration
of a light receiving unit 41a according to the second mod-
ification will be described with reference to FIG. 7, and
an operation of the image recognition device according
to the second modification will be described with refer-
ence to FIG. 8. Furthermore, here, the same components
as those illustrated in FIG. 2 are denoted by the same
reference numerals as those illustrated in FIG. 2, and an
overlapping description will be omitted.
[0071] FIG. 7 is an explanatory diagram of the light
receiving unit 41a included in the second modification of
the image recognition device according to the first em-
bodiment of the present disclosure. FIG. 8 is an explan-
atory diagram of the operation of the image recognition
device according to the first embodiment. Note that FIG.
7 illustrates a plan view of the light receiving unit 41a and
an enlarged view of a portion surrounded by a dotted line
in a light receiving region 40 of the light receiving unit 41a.
[0072] As illustrated in FIG. 7, the light receiving unit
41a includes a small light receiving element 43 that is a
photoelectric transformation element having a relatively
small light receiving area, and a large light receiving el-
ement 44 that is a photoelectric transformation element
having a relatively large light receiving area. In the light
receiving unit 41a, for example, the small light receiving
elements 43 and the large light receiving elements 44
are alternately arranged in longitudinal and lateral direc-
tions.
[0073] Since the small light receiving element 43 and
the large light receiving element 44 have different light
receiving areas, the amount of electric charge subjected
to photoelectrical transformation and accumulated is dif-
ferent when exposure is performed for the same period
of time. That is, in a case where the exposure times are
the same, the small light receiving element 43 accumu-
lates less electric charge than the large light receiving
element 44.
[0074] With the light receiving unit 41a, it is possible
to capture a single-shot HDR image capable of simulta-
neously capturing a first image simulating a short-expo-
sure image obtained with a group of the small light re-
ceiving elements 43 as pixels and a second image sim-
ulating a long-exposure image obtained with a group of
the large light receiving elements 44 as pixels in one ex-
posure.
[0075] As a result, as illustrated in FIG. 8, in the image
recognition device according to the second modification,
the first image included in the single-shot HDR image
captured by the imaging unit in one frame period can be
input to the first DNN unit 91, and the second image can
be input to the second DNN unit 92 at the same time. As
a result, the first DNN unit 91 and the second DNN unit
92 can simultaneously start the DNN processing and si-
multaneously end the DNN processing.
[0076] Therefore, the recognition result determination
unit 93 does not need to wait until the recognition result
information D1 of the first DNN unit 91 is input and then
the recognition result information D2 of the second DNN

unit 92 is input, as in a case where the short-exposure
image and the long-exposure image are captured at a
time interval.
[0077] Therefore, the recognition result determination
unit 93 can shorten the time required for deriving the final
recognition result information D3. Note that after deriving
the final recognition result information D3, the image rec-
ognition device according to the second modification out-
puts the final recognition result information D3 to the AP
3 via the communication I/F 8, similarly to the operation
of the image recognition device 1 illustrated in FIG. 2.
[0078] Furthermore, similarly to the image recognition
device 1 illustrated in FIG. 1, the image recognition device
according to the second modification recognizes the sub-
ject from image data of the first image and the second
image before the HDR combination that do not include
the artifact. Therefore, the accuracy in recognizing the
subject captured in the image of one frame can be im-
proved.

(2. Second Embodiment)

[0079] Next, an image recognition device 1a according
to a second embodiment will be described with reference
to FIG. 9.
[0080] FIG. 9 is a diagram illustrating an example of a
configuration of the image recognition device 1a accord-
ing to the second embodiment of the present disclosure.
Note that, here, among the components illustrated in FIG.
9, the same components as those illustrated in FIG. 1
are denoted by the same reference numerals as those
illustrated in FIG. 1, and a detailed description thereof
will be omitted.
[0081] As illustrated in FIG. 9, the image recognition
device 1a according to the second embodiment is differ-
ent from the image recognition device 1 illustrated in FIG.
1 in that a CIS 2a does not include a recognition unit 9
and an AP 3 includes the recognition unit 9, and other
configurations thereof are the same as those of the image
recognition device 1 illustrated in FIG. 1.
[0082] An imaging unit 4 of the CIS 2a captures the
short-exposure image and the long-exposure image, out-
puts image data of the short-exposure image and the
long-exposure image to an HDR combination unit 5, and
also outputs the image data to the AP 3 via a communi-
cation I/F 8.
[0083] The HDR combination unit 5 outputs, to a mem-
ory 6, an HDR image generated by HDR-combining the
image data of the short-exposure image and the long-
exposure image. The memory 6 stores the HDR image
input from the HDR combination unit 5. An image output
unit 7 reads the image data of the HDR image from the
memory 6 and outputs the image data to the AP 3 only
when a request for acquiring the HDR image is received
from the AP 3.
[0084] The recognition unit 9 of the AP 3a executes
processing similar to that of the recognition unit 9 accord-
ing to the first embodiment. Specifically, a first DNN unit
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91 recognizes the subject in the short-exposure image
by executing DNN processing on the image data of the
short-exposure image input from the CIS 2a via a com-
munication I/F 32, and outputs the subject recognition
result information D1 to a recognition result determination
unit 93.
[0085] The second DNN unit 92 recognizes the subject
in the long-exposure image by executing the DNN
processing on the image data of the long-exposure image
input from the CIS 2a via the communication I/F 32, and
outputs the subject recognition result information D2 to
the recognition result determination unit 93.
[0086] The recognition result determination unit 93 rec-
ognizes the subject captured in the image of one frame
based on the recognition result information D1 input from
the first DNN unit 91 and the recognition result informa-
tion D2 input from the second DNN unit 92.
[0087] For example, the recognition result determina-
tion unit 93 derives the final recognition result information
D3 including the subject having a DNN score of a prede-
termined value or more and the DNN score of the subject.
Then, the recognition result determination unit 93 outputs
the final recognition result information D3 to an AP control
unit 31. The AP control unit 31 executes processing ac-
cording to the application of the image recognition device
1 on the subject recognized by the recognition unit 9.
[0088] Also in the image recognition device 1a accord-
ing to the second embodiment, the recognition unit 9 rec-
ognizes the subject from the image data of each of the
images of the short-exposure image and the long-expo-
sure image before the HDR combination that do not in-
clude the artifact, and recognizes the subject captured
in the image of one frame based on the recognition result.
[0089] As a result, the image recognition device 1a can
improve the accuracy in recognizing the subject as com-
pared with a case of recognizing the subject from the
HDR image that may include the artifact. Note that the
configuration of the recognition unit 9 according to the
second embodiment is not limited to the configuration
illustrated in FIG. 9.
[0090] In addition, since the image recognition device
1a recognizes the subject in a manner in which the AP
3a having a higher information processing capability than
the CIS 2a in general executes the DNN processing, it
is possible to shorten the time required from capturing
an image to deriving the subject recognition result.
[0091] For example, the recognition unit 9 according
to the second embodiment may have a configuration sim-
ilar to that of the recognition unit according to the first
modification of the first embodiment. Furthermore, a light
receiving unit 41 according to the second embodiment
may have a configuration similar to that of the light re-
ceiving unit 41a according to the second modification of
the first embodiment.

(3. Example of Application to Moving Body)

[0092] The technology (present technology) according

to the present disclosure can be applied to various prod-
ucts. For example, the technology according to the
present disclosure may be implemented as a device
mounted in any one of moving bodies such as a vehicle,
an electric vehicle, a hybrid electric vehicle, a motorcycle,
a bicycle, a personal mobility device, a plane, a drone, a
ship, and a robot.
[0093] FIG. 10 is a block diagram illustrating an exam-
ple of a schematic configuration of a vehicle control sys-
tem which is an example of a moving body control system
to which the technology according to the present disclo-
sure can be applied.
[0094] A vehicle control system 12000 includes a plu-
rality of electronic control units connected through a com-
munication network 12001. In the example illustrated in
FIG. 10, the vehicle control system 12000 includes a driv-
ing system control unit 12010, a body system control unit
12020, an outside-vehicle information detection unit
12030, an inside-vehicle information detection unit
12040, and an integrated control unit 12050. Further-
more, as a functional configuration of the integrated con-
trol unit 12050, a microcomputer 12051, a voice and im-
age output unit 12052, and an in-vehicle network inter-
face (I/F) 12053 are illustrated.
[0095] The driving system control unit 12010 controls
an operation of a device related to a driving system of a
vehicle according to various programs. For example, the
driving system control unit 12010 functions as a control
device such as a driving force generation device for gen-
erating a driving force of a vehicle such as an internal
combustion engine, a driving motor, or the like, a driving
force transmission mechanism for transmitting a driving
force to vehicle wheels, a steering mechanism for adjust-
ing a steering angle of the vehicle, a brake device for
generating a braking force of the vehicle, or the like.
[0096] The body system control unit 12020 controls an
operation of various devices mounted in a vehicle body
according to various programs. For example, the body
system control unit 12020 functions as a keyless entry
system, a smart key system, a power window device, or
a control device for various lamps such as a head lamp,
a back lamp, a brake lamp, a blinker, a fog lamp, and the
like. In this case, electric waves sent from a portable ma-
chine substituting for a key and a signal of various switch-
es can be input to the body system control unit 12020.
The body system control unit 12020 receives the electric
waves or the signal to control a door-lock device of a
vehicle, a power window device, a lamp, or the like.
[0097] The outside-vehicle information detection unit
12030 detects information regarding an outside area of
a vehicle in which the vehicle control system 12000 is
mounted. For example, an imaging unit 12031 is con-
nected to the outside-vehicle information detection unit
12030. The outside-vehicle information detection unit
12030 causes the imaging unit 12031 to capture an im-
age of an area outside the vehicle, and receives the cap-
tured image. The outside-vehicle information detection
unit 12030 may perform processing of detecting an object
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such as a person, a car, an obstacle, a sign, a letter on
a road surface, or the like, or perform distance detection
processing on the basis of the received image.
[0098] The imaging unit 12031 is an optical sensor that
receives light and outputs an electric signal correspond-
ing to the amount of received light. The imaging unit
12031 can output the electric signal as an image, or can
output the electric signal as distance measurement in-
formation. Furthermore, the light received by the imaging
unit 12031 may be visible light or invisible light such as
infrared rays or the like.
[0099] The inside-vehicle information detection unit
12040 detects information regarding an inside area of
the vehicle. For example, a driver state detection unit
12041 detecting a state of a driver is connected to the
inside-vehicle information detection unit 12040. The driv-
er state detection unit 12041 includes, for example, a
camera capturing an image of the driver, and the inside-
vehicle information detection unit 12040 may calculate a
degree of fatigue or a degree of concentration of the driv-
er, or discriminate whether or not the driver dozes off on
the basis of detection information input from the driver
state detection unit 12041.
[0100] The microcomputer 12051 can calculate a tar-
get control value of a driving force generation device, a
steering mechanism, or a brake device on the basis of
information regarding the inside area and the outside ar-
ea of the vehicle, the information being acquired by the
outside-vehicle information detection unit 12030 or the
inside-vehicle information detection unit 12040, and out-
put a control instruction to the driving system control unit
12010. For example, the microcomputer 12051 can per-
form a cooperative control for the purpose of implement-
ing functions of an advanced driver assistance system
(ADAS) including vehicle collision avoidance, impact al-
leviation, following traveling based on an inter-vehicle
distance, traveling while maintaining a vehicle speed, a
vehicle collision warning, a vehicle lane departure warn-
ing, or the like.
[0101] Furthermore, the microcomputer 12051 can
perform a cooperative control for the purpose of an au-
tomatic driving in which a vehicle autonomously travels
without an operation by a driver by controlling a driving
force generation device, a steering mechanism, a brake
device, or the like on the basis of information regarding
a surrounding area of the vehicle acquired by the outside-
vehicle information detection unit 12030 or the inside-
vehicle information detection unit 12040, or the like.
[0102] Furthermore, the microcomputer 12051 can
output a control instruction to the body system control
unit 12020 on the basis of outside-vehicle information
acquired by the outside-vehicle information detection unit
12030. For example, the microcomputer 12051 can per-
form a cooperative control for the purpose of preventing
glare by controlling a headlamp according to a position
of a preceding vehicle or an oncoming vehicle detected
by the outside-vehicle information detection unit 12030
to switch a high beam to a low beam, or the like.

[0103] The voice and image output unit 12052 sends
an output signal of at least one of voice or an image to
an output device which is capable of visually or acousti-
cally notifying a passenger of a vehicle or an outside area
of the vehicle of information. In the example in FIG. 10,
an audio speaker 12061, a display unit 12062, and an
instrument panel 12063 are illustrated as the output de-
vices. The display unit 12062 may include at least one
of, for example, an on-board display or a head-up display.
[0104] FIG. 11 is a diagram illustrating an example of
an installation position of the imaging unit 12031.
[0105] In FIG. 11, a vehicle 12100 includes imaging
units 12101, 12102, 12103, 12104, and 12105 as the
imaging unit 12031.
[0106] The imaging units 12101, 12102, 12103, 12104,
and 12105 are provided at, for example, a front nose,
side mirrors, a rear bumper, a back door, an upper portion
of a windshield in a compartment, and the like of the
vehicle 12100. The imaging unit 12101 provided at the
front nose and the imaging unit 12105 provided at the
upper portion of the windshield in the compartment main-
ly acquire an image of an area in front of the vehicle
12100. The imaging units 12102 and 12103 provided at
side mirrors mainly acquire images of areas on sides of
the vehicle 12100. The imaging unit 12104 provided at
the rear bumper or the back door mainly acquires an
image of an area behind the vehicle 12100. The image
of the area in front of the vehicle 12100 acquired by the
imaging units 12101 and 12105 is mainly used to detect
a preceding vehicle, a pedestrian, an obstacle, a traffic
light, a traffic sign, a lane, or the like.
[0107] Note that FIG. 11 illustrates an example of im-
aging ranges of the imaging units 12101 to 12104. An
image capturing range 12111 indicates an image captur-
ing range of the imaging unit 12101 provided at the front
nose, image capturing ranges 12112 and 12113 indicate
image capturing ranges of the imaging units 12102 and
12103 provided at the side mirrors, respectively, and an
image capturing range 12114 indicates an image captur-
ing range of the imaging unit 12104 provided at the rear
bumper or the back door. For example, image data cap-
tured by the imaging units 12101 to 12104 are superim-
posed, thereby obtaining a bird’s eye view image from
above the vehicle 12100.
[0108] At least one of the imaging units 12101 to 12104
may have a function of acquiring distance information.
For example, at least one of the imaging units 12101 to
12104 may be a stereo camera including a plurality of
image capturing elements, or may be an image capturing
element with pixels for phase difference detection.
[0109] For example, the microcomputer 12051 can ex-
tract a three-dimensional object traveling at a predeter-
mined speed (for example, 0 km/h or higher) in substan-
tially the same direction as that of the vehicle 12100,
particularly, the closest three-dimensional object on a
traveling path of the vehicle 12100, as a preceding vehi-
cle, by calculating a distance to each three-dimensional
object in the image capturing ranges 12111 to 12114,
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and a temporal change (relative speed with respect to
the vehicle 12100) in the distance on the basis of the
distance information acquired from the imaging units
12101 to 12104. Moreover, the microcomputer 12051
can set an inter-vehicle distance to be secured in ad-
vance for a preceding vehicle, and can perform an auto-
matic brake control (including a following stop control),
an automatic acceleration control (including a following
start control), and the like. As described above, a coop-
erative control for the purpose of an automatic driving in
which a vehicle autonomously travels without an opera-
tion by a driver, or the like, can be performed.
[0110] For example, the microcomputer 12051 can
classify and extract three-dimensional object data related
to a three-dimensional object as a two-wheeled vehicle,
an ordinary vehicle, a large vehicle, a pedestrian, and
another three-dimensional object such as a power pole,
on the basis of the distance information obtained from
the imaging units 12101 to 12104, and use a result of the
classification and extraction for automatic avoidance of
obstacles. For example, the microcomputer 12051 iden-
tifies an obstacle around the vehicle 12100 as an obstacle
that is visible to the driver of the vehicle 12100 or an
obstacle that is hardly visible. Then, the microcomputer
12051 determines a collision risk indicating a risk of col-
lision with each obstacle, and in a case where the collision
risk is equal to or higher than a set value and there is a
possibility of collision, the microcomputer 12051 can out-
put an alarm to the driver through the audio speaker
12061 or the display unit 12062 or perform forced decel-
eration or avoidance steering through the driving system
control unit 12010 to perform driving assistance for col-
lision avoidance.
[0111] At least one of the imaging units 12101 to 12104
may be an infrared camera that detects infrared rays. For
example, the microcomputer 12051 can recognize a pe-
destrian by determining whether or not a pedestrian is
present in captured images of the imaging units 12101
to 12104. Such a recognition of a pedestrian is performed
through a procedure for extracting feature points in the
captured images of the imaging units 12101 to 12104
that are, for example, infrared cameras, and a procedure
for discriminating whether or not an object is a pedestrian
by performing pattern matching processing on a series
of feature points indicating an outline of the object. In a
case where the microcomputer 12051 determines that a
pedestrian is present in the captured images of the im-
aging units 12101 to 12104 and recognizes the pedes-
trian, the voice and image output unit 12052 controls the
display unit 12062 to superimpose a rectangular contour
line for emphasis on the recognized pedestrian. Further-
more, the voice and image output unit 12052 may control
the display unit 12062 to display an icon or the like indi-
cating a pedestrian at a desired position.
[0112] Hereinabove, an example of the vehicle control
system to which the technology according to the present
disclosure can be applied has been described. The tech-
nology according to the present disclosure can be applied

to, for example, the outside-vehicle information detection
unit 12030, the imaging unit 12031, the inside-vehicle
information detection unit 12040, the driver state detec-
tion unit 12041, and the like in the configuration described
above. For example, the image recognition device 1 in
FIG. 1 can be applied to the inside-vehicle information
detection unit 12040 and the driver state detection unit
12041. By applying the technology according to the
present disclosure to the inside-vehicle information de-
tection unit 12040 and the driver state detection unit
12041, the accuracy in recognizing the driver as the sub-
ject is improved, such that it is possible to more accurately
detect the degree of fatigue, the degree of concentration,
whether or not the driver is dozing, and the like.

(4. Effects)

[0113] The image recognition device 1 includes the im-
aging unit 4 and the recognition unit 9. The imaging unit
4 captures a plurality of images having different sensitiv-
ities in one frame period to generate image data of the
plurality of images. The recognition unit 9 recognizes a
subject from the image data of each of the images, and
recognizes the subject captured in an image of one frame
based on the result of recognizing the subject. As a result,
the image recognition device 1 can improve the accuracy
in recognizing the subject by recognizing the subject from
the image data before the HDR combination that do not
include the artifact.
[0114] Furthermore, the image recognition device 1 in-
cludes the CIS 2 which is an example of the solid-state
imaging device including the imaging unit 4 and the rec-
ognition unit 9. As a result, in the image recognition de-
vice 1, the recognition of the subject can be performed
inside the CIS 2 without outputting the image data from
the CIS 2 to the outside. Therefore, the image recognition
device 1 can reduce the power consumption of the CIS
2 and protect the privacy and security of the subject.
[0115] Furthermore, the image recognition device 1a
includes the CIS 2a, which is an example of the solid-
state imaging device including the imaging unit 4, and
the AP 3a, which is an example of the processor including
the recognition unit 9. As a result, the image recognition
device 1a can improve the accuracy in recognizing the
subject and further shorten the time required to derive
the subject recognition result.
[0116] Furthermore, the recognition unit 9 recognizes
the subject from the image data of each of the images
by executing the DNN processing using the deep neural
network (DNN). As a result, the recognition unit 9 can
derive a highly reliable subject recognition result.
[0117] Furthermore, the recognition unit 9 recognizes
the subject by executing the DNN processing on image
data of a plurality of images captured in one frame period
in time series. The recognition unit 9 can recognize the
subject from a plurality of images by using one type of
DNN. As a result, the image recognition device 1 can
reduce labor, time, and cost required for designing the
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DNN used for recognizing the subject.
[0118] Furthermore, the recognition unit 9 recognizes
the subject by executing the DNN processing on image
data of a plurality of images captured in one frame period
in parallel. As a result, the recognition unit 9 can shorten
the time required for the subject recognition processing.
[0119] Furthermore, the recognition unit 9 recognizes
the subject by executing the DNN processing using the
DNN specialized for each of the images having different
sensitivities. As a result, the image recognition device 1
can recognize the subject captured in an image having
a dynamic range equivalent to that of the HDR image
with high accuracy.
[0120] In addition, the imaging unit 4 captures a plu-
rality of images having different exposure times. As a
result, as a result, the image recognition device 1 can
recognize the subject captured in an image having a dy-
namic range equivalent to that of the HDR image with
high accuracy.
[0121] Furthermore, the recognition unit 9 adjusts the
exposure time of the imaging unit 4 according to the ac-
curacy of the subject recognition result. As a result, the
image recognition device 1 can further improve the sub-
ject recognition result by recognizing the subject from the
image captured with the exposure time suitable for rec-
ognizing the subject.
[0122] Furthermore, the recognition unit 9 repeats the
adjustment of the exposure time of the imaging unit 4
until the accuracy of the subject recognition result con-
verges to the maximum value. As a result, the image
recognition device 1 can further improve the subject rec-
ognition result by recognizing the subject from the image
captured with the exposure time optimal for the recogni-
tion of the subject.
[0123] In addition, the imaging unit 4 captures a plu-
rality of images by the small light receiving element 43
and the large light receiving element 44 which are light
receiving elements provided in the light receiving region
40 and having different light receiving areas. As a result,
the image recognition device 1 can recognize the subject
captured in an image having a dynamic range equivalent
to that of the HDR image with high accuracy.
[0124] The CIS 2, which is an example of the solid-
state imaging device, includes the imaging unit 4 and the
recognition unit 9. The imaging unit 4 captures a plurality
of images having different sensitivities in one frame pe-
riod to generate image data of the plurality of images.
The recognition unit 9 recognizes a subject from the im-
age data of each of the images, and recognizes the sub-
ject captured in an image of one frame based on the
result of recognizing the subject. As a result, the CIS 2
can improve the accuracy in recognizing the subject by
recognizing the subject from the image data before the
HDR combination that do not include the artifact.
[0125] In an image recognition method, a plurality of
images having different sensitivities are captured in one
frame period to generate image data of the plurality of
images, a subject is recognized from the image data of

each of the images, and the subject captured in an image
of one frame is recognized based on the result of recog-
nizing the subject. As a result, with the image recognition
method, it is possible to improve the accuracy in recog-
nizing the subject by recognizing the subject from the
image data before the HDR combination that do not in-
clude the artifact.
[0126] Note that the effects in each embodiment de-
scribed in the present specification are merely examples.
The effects of the present disclosure are not limited there-
to, and other effects may be obtained.
[0127] Note that the present technology can also have
the following configurations.

(1) An image recognition device including:

an imaging unit that captures a plurality of im-
ages having different sensitivities in one frame
period to generate image data of the plurality of
images; and
a recognition unit that recognizes a subject from
the image data of each of the images and rec-
ognizes the subject captured in an image of one
frame based on a result of recognizing the sub-
ject.

(2) The image recognition device according to (1),
wherein the image recognition device comprises
a solid-state imaging device that includes the imag-
ing unit and the recognition unit.
(3) The image recognition device according to (1),
wherein the image recognition device comprises:

a solid-state imaging device that includes the
imaging unit; and
a processor that includes the recognition unit.

(4) The image recognition device according to any
one of (1) to (3), wherein
the recognition unit recognizes the subject from the
image data of each of the images by executing DNN
processing using a deep neural network (DNN).
(5) The image recognition device according to (4),
wherein
the recognition unit recognizes the subject by exe-
cuting the DNN processing on image data of a plu-
rality of images captured in one frame period in time
series.
(6) The image recognition device according to (4),
wherein
the recognition unit recognizes the subject by exe-
cuting the DNN processing on image data of a plu-
rality of images captured in one frame period in par-
allel.
(7) The image recognition device according to any
one of (4) to (6), wherein
the recognition unit recognizes the subject by exe-
cuting the DNN processing using a DNN specialized
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for each of the images having different sensitivities.
(8) The image recognition device according to any
one of (1) to (7), wherein
the imaging unit captures the plurality of images hav-
ing different exposure times.
(9) The image recognition device according to (8),
wherein
the recognition unit adjusts the exposure time of the
imaging unit according to a level of reliability of the
result of recognizing the subject.
(10) The image recognition device according to (9),
wherein
the recognition unit repeats the adjustment of the
exposure time of the imaging unit until the level of
reliability of the result of recognizing the subject con-
verges to a maximum value.
(11) The image recognition device according to any
one of (1) to (10), wherein
the imaging unit captures the plurality of images by
light receiving elements provided in a light receiving
region and having different light receiving areas.
(12) A solid-state imaging device including:

an imaging unit that captures a plurality of im-
ages having different sensitivities in one frame
period to generate image data of the plurality of
images; and
a recognition unit that recognizes a subject from
the image data of each of the images and rec-
ognizes the subject captured in an image of one
frame based on a result of recognizing the sub-
ject.

(13) An image recognition method including:

capturing a plurality of images having different
sensitivities in one frame period to generate im-
age data of the plurality of images; and
recognizing a subject from the image data of
each of the images and recognizing the subject
captured in an image of one frame based on a
result of recognizing the subject.

Reference Signs List

[0128]

1, 1a IMAGE RECOGNITION DEVICE
2, 2a CIS
3, 3a AP
31 AP CONTROL UNIT
32 COMMUNICATION I/F
4 IMAGING UNIT
40 LIGHT RECEIVING REGION
41, 41a LIGHT RECEIVING UNIT
42 READING UNIT
43 SMALL LIGHT RECEIVING ELEMENT
44 LARGE LIGHT RECEIVING ELEMENT

5 HDR COMBINATION UNIT
6 MEMORY
7 IMAGE OUTPUT UNIT
8 COMMUNICATION I/F
9 RECOGNITION UNIT
90 DNN UNIT
91 FIRST DNN UNIT
92 SECOND DNN UNIT
93 RECOGNITION RESULT DETERMINA-

TION UNIT

Claims

1. An image recognition device comprising:

an imaging unit that captures a plurality of im-
ages having different sensitivities in one frame
period to generate image data of the plurality of
images; and
a recognition unit that recognizes a subject from
the image data of each of the images and rec-
ognizes the subject captured in an image of one
frame based on a result of recognizing the sub-
ject.

2. The image recognition device according to claim 1,
wherein the image recognition device comprises
a solid-state imaging device that includes the imag-
ing unit and the recognition unit.

3. The image recognition device according to claim 1,
wherein the image recognition device comprises:

a solid-state imaging device that includes the
imaging unit; and
a processor that includes the recognition unit.

4. The image recognition device according to claim 1,
wherein
the recognition unit recognizes the subject from the
image data of each of the images by executing DNN
processing using a deep neural network (DNN).

5. The image recognition device according to claim 4,
wherein
the recognition unit recognizes the subject by exe-
cuting the DNN processing on image data of a plu-
rality of images captured in one frame period in time
series.

6. The image recognition device according to claim 4,
wherein
the recognition unit recognizes the subject by exe-
cuting the DNN processing on image data of a plu-
rality of images captured in one frame period in par-
allel.
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7. The image recognition device according to claim 4,
wherein
the recognition unit recognizes the subject by exe-
cuting the DNN processing using a DNN specialized
for each of the images having different sensitivities.

8. The image recognition device according to claim 1,
wherein
the imaging unit captures the plurality of images hav-
ing different exposure times.

9. The image recognition device according to claim 8,
wherein
the recognition unit adjusts the exposure time of the
imaging unit according to a level of reliability of the
result of recognizing the subject.

10. The image recognition device according to claim 9,
wherein
the recognition unit repeats the adjustment of the
exposure time of the imaging unit until the level of
reliability of the result of recognizing the subject con-
verges to a maximum value.

11. The image recognition device according to claim 1,
wherein
the imaging unit captures the plurality of images by
light receiving elements provided in a light receiving
region and having different light receiving areas.

12. A solid-state imaging device comprising:

an imaging unit that captures a plurality of im-
ages having different sensitivities in one frame
period to generate image data of the plurality of
images; and
a recognition unit that recognizes a subject from
the image data of each of the images and rec-
ognizes the subject captured in an image of one
frame based on a result of recognizing the sub-
ject.

13. An image recognition method comprising:

capturing a plurality of images having different
sensitivities in one frame period to generate im-
age data of the plurality of images; and
recognizing a subject from the image data of
each of the images and recognizing the subject
captured in an image of one frame based on a
result of recognizing the subject.
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