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(54) COLLECTIVE COMMUNICATION METHOD, APPARATUS AND SYSTEM

(57) Embodiments of this application disclose a col-
lective communication method, apparatus, and system.
The method includes: A first network device receives a
first packet; the first network device receives at least one
second packet; and the first network device sends a third
packet based on the first packet and the at least one
second packet. When no connection is established be-
tween the first network device and a terminal device, the
first network device may aggregate and distribute collec-
tive communication packets by using a connection be-
tween the first terminal device and another terminal de-
vice.
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Description

TECHNICAL FIELD

[0001] Embodiments of this application relate to the field of communications technologies, and more specifically, to a
collective communication method, apparatus, and system.

BACKGROUND

[0002] Collective communication refers to a communication mode in which all processes in a specific group participate.
Collective communication includes global reduction, broadcast, synchronization, and the like.
[0003] In an existing collective communication method, a connection needs to be established between a network
device and a terminal device. When the terminal device needs to send a collective communication packet to the network
device, the terminal device constructs the collective communication packet by using the connection established between
the terminal device and the network device, and then the terminal device sends the constructed collective communication
packet to the network device. Similarly, when the network device needs to send a collective communication packet to
the terminal device, the network device constructs the collective communication packet by using the connection estab-
lished between the network device and the terminal device, and then the network device sends the constructed collective
communication packet to the terminal device.
[0004] It may be learned from the existing collective communication method that to establish a connection between
the network device and the terminal device, a hardware module for establishing a connection to the terminal device
needs to be disposed on the network device. This increases hardware investment of the network device. In addition,
the network device needs to use a state machine to maintain a state of connection established between the network
device and the terminal device, resulting in increased resource overheads of the network device.

SUMMARY

[0005] Embodiments of this application provide a collective communication method, apparatus, and system. When
no connection is established between a network device and a terminal device, the network device may aggregate and
distribute collective communication packets by using a connection between terminal devices.
[0006] The embodiments of this application include the following implementations.
[0007] According to a first aspect, an embodiment of this application provides a collective communication method.
The method includes: A first network device receives a first packet, where the first packet includes a first collective
communication identifier and a first destination address, and the first destination address is an address of a first terminal
device; the first network device receives at least one second packet, where each of the at least one second packet
includes the first collective communication identifier; and the first network device sends a third packet based on the first
packet and the at least one second packet, where the third packet includes the first collective communication identifier
and the first destination address.
[0008] In the first aspect, when no connection is established between the first network device and the first terminal
device, the first network device may aggregate and distribute collective communication packets by using a connection
between the first terminal device and another terminal device. Therefore, the first network device does not need to
include a hardware module for establishing a connection to the terminal device, and this reduces hardware investment
of the first network device. In addition, the first network device does not need to use a state machine to maintain a state
of connection established between the first network device and the terminal device. This reduces resource overheads
of the first network device.
[0009] In a possible implementation, that the first network device sends a third packet based on the first packet and
the at least one second packet includes: The first network device generates the third packet based on a payload of the
second packet and a packet header of the first packet, where the second packet is a packet sent by a second network
device; and the first network device sends the third packet.
[0010] The first network device may generate the third packet based on the payload of the second packet and the
packet header of the first packet. Therefore, the first network device does not need to construct the third packet.
[0011] In a possible implementation, after the first network device receives the first packet and before the first network
device receives the at least one second packet, the method further includes: The first network device determines that
there is one terminal device in a local communication group corresponding to the first collective communication identifier;
the first network device extracts a payload of the first packet to obtain first data; and the first network device sends the
first data and the first collective communication identifier to the second network device.
[0012] When there is one terminal device in the local communication group corresponding to the first collective com-
munication identifier, the first network device may extract only the payload of the first packet to obtain the first data, and
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then send the first data and the first collective communication identifier to the second network device.
[0013] In a possible implementation, after the first network device receives the first packet and before the first network
device receives the at least one second packet, the method further includes: The first network device determines that
there are at least two terminal devices in a local communication group corresponding to the first collective communication
identifier; the first network device receives at least one fourth packet, where each of the at least one fourth packet
includes the first collective communication identifier, and the first packet and the at least one fourth packet are packets
sent by all terminal devices in the local communication group corresponding to the first collective communication identifier;
the first network device aggregates a payload of the first packet and a payload of the at least one fourth packet to obtain
second data; and the first network device sends the second data and the first collective communication identifier to the
second network device.
[0014] When there are at least two terminal devices in the local communication group corresponding to the first
collective communication identifier, the first network device may aggregate the payload of the first packet and the payload
of the at least one fourth packet to obtain the second data, and then send the second data and the first collective
communication identifier to the second network device.
[0015] In a possible implementation, the first network device determines that a collective communication type of the
first packet is global reduction or broadcast; and the first network device determines that a quantity of terminal devices
in the local communication group corresponding to the first collective communication identifier is less than a quantity of
terminal devices in a global communication group corresponding to the first collective communication identifier.
[0016] In a possible implementation, that the first network device sends a third packet based on the first packet and
the at least one second packet includes: The first network device determines that the first packet and the at least one
second packet are packets sent by all terminal devices in a local communication group corresponding to the first collective
communication identifier; the first network device aggregates a payload of the first packet and a payload of the at least
one second packet to obtain third data; the first network device generates the third packet based on the third data and
a packet header of the first packet; and the first network device sends the third packet.
[0017] The first network device may generate the third packet based on the third data and the packet header of the
first packet. Therefore, the first network device does not need to construct the third packet.
[0018] In a possible implementation, the first network device determines that a collective communication type of the
first packet is global reduction or broadcast; and the first network device determines that a quantity of terminal devices
in the local communication group corresponding to the first collective communication identifier is equal to a quantity of
terminal devices in a global communication group corresponding to the first collective communication identifier.
[0019] In a possible implementation, that the first network device sends a third packet based on the first packet and
the at least one second packet includes: The first network device determines that the first collective communication
identifier in the second packet is the same as the first collective communication identifier in the first packet, where the
second packet is a packet sent by a second network device; and the first network device sends the third packet, where
a payload of the third packet is the same as a payload of the first packet.
[0020] The first network device may generate the third packet, and the payload of the third packet is the same as the
payload of the first packet. Therefore, the first network device does not need to construct the third packet.
[0021] In a possible implementation, after the first network device receives the first packet and before the first network
device receives the at least one second packet, the method further includes: The first network device determines that
there is one terminal device in a local communication group corresponding to the first collective communication identifier;
and the first network device sends the first collective communication identifier to the second network device.
[0022] When there is one terminal device in the local communication group corresponding to the first collective com-
munication identifier, the first network device may send only the first collective communication identifier to the second
network device.
[0023] In a possible implementation, after the first network device receives the first packet and before the first network
device receives the at least one second packet, the method further includes: The first network device determines that
there are at least two terminal devices in a local communication group corresponding to the first collective communication
identifier; the first network device receives at least one fifth packet, where each of the at least one fifth packet includes
the first collective communication identifier, and the first packet and the at least one fifth packet are packets sent by all
terminal devices in the local communication group corresponding to the first collective communication identifier; and the
first network device sends the first collective communication identifier to the second network device.
[0024] When there are at least two terminal devices in the local communication group corresponding to the first
collective communication identifier, the first network device may send the first collective communication identifier to the
second network device.
[0025] In a possible implementation, the method further includes: The first network device determines that a collective
communication type of the first packet is synchronization; and the first network device determines that a quantity of
terminal devices in the local communication group corresponding to the first collective communication identifier is less
than a quantity of terminal devices in a global communication group corresponding to the first collective communication
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identifier.
[0026] In a possible implementation, that the first network device sends a third packet based on the first packet and
the at least one second packet includes: The first network device determines that the first packet and the at least one
second packet are packets sent by all terminal devices in a local communication group corresponding to the first collective
communication identifier; and the first network device sends the third packet, where a payload of the third packet is the
same as a payload of the first packet.
[0027] The first network device may generate the third packet, and the payload of the third packet is the same as the
payload of the first packet. Therefore, the first network device does not need to construct the third packet.
[0028] In a possible implementation, the method further includes: The first network device determines that a collective
communication type of the first packet is synchronization; and the first network device determines that a quantity of
terminal devices in the local communication group corresponding to the first collective communication identifier is equal
to a quantity of terminal devices in a global communication group corresponding to the first collective communication
identifier.
[0029] In a possible implementation, when the first network device determines that the collective communication type
of the first packet is global reduction, the payload of the first packet is different from a payload of the third packet, and
a check value of the first packet is different from a check value of the third packet; when the first network device determines
that the collective communication type of the first packet is broadcast and the first packet does not carry broadcast data,
the payload of the first packet is different from a payload of the third packet, and a check value of the first packet is
different from a check value of the third packet; or when the first network device determines that the collective commu-
nication type of the first packet is broadcast and the first packet carries broadcast data, the payload of the first packet
is the same as a payload of the third packet, and a check value of the first packet is the same as a check value of the
third packet.
[0030] In a possible implementation, when the first network device is in a remote direct memory access over converged
Ethernet (RoCE) network, the first destination address is a destination media access control (MAC) address; when the
first network device is in an internet protocol routable remote direct memory access over converged Ethernet (RoCEv2)
network, the first destination address is a destination internet protocol (IP) address; or when the first network device is
in an infiniband (IB) network, the first destination address is a destination local identifier (LID) address.
[0031] In a possible implementation, when the first network device is in the RoCE network, a first field of the first packet
is the same as a first field of the third packet, and the first field includes at least one of a source MAC address, a source
global identifier (GID) in a global route header (GRH), a destination GID in a GRH, or a destination queue pair (QP)
number in a base transport header (BTH); when the first network device is in the RoCEv2 network, a second field of the
first packet is the same as a second field of the third packet, and the second field includes at least one of a source IP
address, a user datagram protocol (UDP) source port number, or a destination QP number in an IB transport header;
or when the first network device is in the IB network, a third field of the first packet is the same as a third field of the third
packet, and the third field includes at least one of a source LID address or a destination QP number in a BTH.
[0032] According to a second aspect, an embodiment of this application provides a network device. The network
device includes a switching chip. The switching chip is configured to: receive a first packet, where the first packet includes
a first collective communication identifier and a first destination address, and the first destination address is an address
of a first terminal device; receive at least one second packet, where each of the at least one second packet includes the
first collective communication identifier; and send a third packet based on the first packet and the at least one second
packet, where the third packet includes the first collective communication identifier and the first destination address.
[0033] In the second aspect, when no connection is established between the network device and the terminal device,
the network device may aggregate and distribute collective communication packets by using a connection between the
first terminal device and another terminal device. Therefore, the network device does not need to include a hardware
module for establishing a connection to the terminal device, and this reduces hardware investment of the network device.
In addition, the network device does not need to use a state machine to maintain a state of connection established
between the network device and the terminal device. This reduces resource overheads of the network device.
[0034] In a possible implementation, the network device further includes a computing chip connected to the switching
chip; the computing chip is configured to generate the third packet based on a payload of the second packet and a
packet header of the first packet, where the second packet is a packet sent by a second network device; and the switching
chip is configured to send the third packet.
[0035] In a possible implementation, the computing chip is configured to: determine that there is one terminal device
in a local communication group corresponding to the first collective communication identifier; and extract a payload of
the first packet to obtain first data; and the switching chip is configured to send the first data and the first collective
communication identifier to the second network device.
[0036] In a possible implementation, the computing chip is configured to determine that there are at least two terminal
devices in a local communication group corresponding to the first collective communication identifier; the switching chip
is configured to receive at least one fourth packet, where each of the at least one fourth packet includes the first collective
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communication identifier, and the first packet and the at least one fourth packet are packets sent by all terminal devices
in the local communication group corresponding to the first collective communication identifier; the computing chip is
configured to aggregate a payload of the first packet and a payload of the at least one fourth packet to obtain second
data; and the switching chip is configured to send the second data and the first collective communication identifier to
the second network device.
[0037] In a possible implementation, the switching chip is configured to determine that a collective communication
type of the first packet is global reduction or broadcast; and the computing chip is configured to determine that a quantity
of terminal devices in the local communication group corresponding to the first collective communication identifier is less
than a quantity of terminal devices in a global communication group corresponding to the first collective communication
identifier.
[0038] In a possible implementation, the network device further includes a computing chip connected to the switching
chip; the computing chip is configured to: determine that the first packet and the at least one second packet are packets
sent by all terminal devices in a local communication group corresponding to the first collective communication identifier;
aggregate a payload of the first packet and a payload of the at least one second packet to obtain third data; and generate
the third packet based on the third data and a packet header of the first packet; and the switching chip is configured to
send the third packet.
[0039] In a possible implementation, the switching chip is configured to determine that a collective communication
type of the first packet is global reduction or broadcast; and the computing chip is configured to determine that a quantity
of terminal devices in the local communication group corresponding to the first collective communication identifier is
equal to a quantity of terminal devices in a global communication group corresponding to the first collective communication
identifier.
[0040] In a possible implementation, the network device further includes a computing chip connected to the switching
chip; the computing chip is configured to determine that the first collective communication identifier in the second packet
is the same as the first collective communication identifier in the first packet, where the second packet is a packet sent
by a second network device; and the switching chip is configured to send the third packet, where a payload of the third
packet is the same as a payload of the first packet.
[0041] In a possible implementation, the computing chip is configured to: determine that there is one terminal device
in a local communication group corresponding to the first collective communication identifier; and the switching chip is
configured to send the first collective communication identifier to the second network device.
[0042] In a possible implementation, the computing chip is configured to determine that there are at least two terminal
devices in a local communication group corresponding to the first collective communication identifier; and the switching
chip is configured to receive at least one fifth packet, where each of the at least one fifth packet includes the first collective
communication identifier, and the first packet and the at least one fifth packet are packets sent by all terminal devices
in the local communication group corresponding to the first collective communication identifier; and send the first collective
communication identifier to the second network device.
[0043] In a possible implementation, the switching chip is configured to determine that a collective communication
type of the first packet is synchronization; and the computing chip is configured to determine that a quantity of terminal
devices in the local communication group corresponding to the first collective communication identifier is less than a
quantity of terminal devices in a global communication group corresponding to the first collective communication identifier.
[0044] In a possible implementation, the network device further includes a computing chip connected to the switching
chip; the computing chip is configured to determine that the first packet and the at least one second packet are packets
sent by all terminal devices in a local communication group corresponding to the first collective communication identifier;
and the switching chip is configured to send the third packet, where a payload of the third packet is the same as a payload
of the first packet.
[0045] In a possible implementation, the switching chip is configured to determine that a collective communication
type of the first packet is synchronization; and the computing chip is configured to determine that a quantity of terminal
devices in the local communication group corresponding to the first collective communication identifier is equal to a
quantity of terminal devices in a global communication group corresponding to the first collective communication identifier.
[0046] According to a third aspect, an embodiment of this application provides a network device. The network device
includes a receiving module and a sending module. The receiving module is configured to: receive a first packet, where
the first packet includes a first collective communication identifier and a first destination address, and the first destination
address is an address of a first terminal device; and receive at least one second packet, where each of the at least one
second packet includes the first collective communication identifier. The sending module is configured to send a third
packet based on the first packet and the at least one second packet. The third packet includes the first collective
communication identifier and the first destination address.
[0047] In a possible implementation, the network device further includes a processing module; the processing module
is configured to generate the third packet based on a payload of the second packet and a packet header of the first
packet, where the second packet is a packet sent by a second network device; and the sending module is configured
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to send the third packet.
[0048] In a possible implementation, the processing module is configured to: determine that there is one terminal
device in a local communication group corresponding to the first collective communication identifier; and extract a payload
of the first packet to obtain first data; and the sending module is configured to send the first data and the first collective
communication identifier to the second network device.
[0049] In a possible implementation, the processing module is configured to: determine that there are at least two
terminal devices in a local communication group corresponding to the first collective communication identifier; the re-
ceiving module is configured to receive at least one fourth packet, where each of the at least one fourth packet includes
the first collective communication identifier, and the first packet and the at least one fourth packet are packets sent by
all terminal devices in the local communication group corresponding to the first collective communication identifier; the
processing module is configured to aggregate a payload of the first packet and a payload of the at least one fourth packet
to obtain second data; and the sending module is configured to send the second data and the first collective communication
identifier to the second network device.
[0050] In a possible implementation, the processing module is configured to: determine that a collective communication
type of the first packet is global reduction or broadcast; and determine that a quantity of terminal devices in the local
communication group corresponding to the first collective communication identifier is less than a quantity of terminal
devices in a global communication group corresponding to the first collective communication identifier.
[0051] In a possible implementation, the network device further includes a processing module; the processing module
is configured to: determine that the first packet and the at least one second packet are packets sent by all terminal
devices in a local communication group corresponding to the first collective communication identifier; aggregate a payload
of the first packet and a payload of the at least one second packet to obtain third data; and generate the third packet
based on the third data and a packet header of the first packet; and the sending module is configured to send the third
packet.
[0052] In a possible implementation, the processing module is configured to: determine that a collective communication
type of the first packet is global reduction or broadcast; and determine that a quantity of terminal devices in the local
communication group corresponding to the first collective communication identifier is equal to a quantity of terminal
devices in a global communication group corresponding to the first collective communication identifier.
[0053] In a possible implementation, the network device further includes a processing module; the processing module
is configured to determine that the first collective communication identifier in the second packet is the same as the first
collective communication identifier in the first packet, where the second packet is a packet sent by a second network
device; and the sending module is configured to send the third packet, where a payload of the third packet is the same
as a payload of the first packet.
[0054] In a possible implementation, the processing module is configured to determine that there is one terminal device
in a local communication group corresponding to the first collective communication identifier; and the sending module
is configured to send the first collective communication identifier to the second network device.
[0055] In a possible implementation, the processing module is configured to determine that there are at least two
terminal devices in a local communication group corresponding to the first collective communication identifier; the re-
ceiving module is configured to receive at least one fifth packet, where each of the at least one fifth packet includes the
first collective communication identifier, and the first packet and the at least one fifth packet are packets sent by all
terminal devices in the local communication group corresponding to the first collective communication identifier; and the
sending module is configured to send the first collective communication identifier to the second network device.
[0056] In a possible implementation, the processing module is configured to: determine that a collective communication
type of the first packet is synchronization; and determine that a quantity of terminal devices in the local communication
group corresponding to the first collective communication identifier is less than a quantity of terminal devices in a global
communication group corresponding to the first collective communication identifier.
[0057] In a possible implementation, the network device further includes a processing module; the processing module
is configured to determine that the first packet and the at least one second packet are packets sent by all terminal devices
in a local communication group corresponding to the first collective communication identifier; and the sending module
is configured to send the third packet, where a payload of the third packet is the same as a payload of the first packet.
[0058] In a possible implementation, the processing module is configured to: determine that a collective communication
type of the first packet is synchronization; and determine that a quantity of terminal devices in the local communication
group corresponding to the first collective communication identifier is equal to a quantity of terminal devices in a global
communication group corresponding to the first collective communication identifier.
[0059] According to a fourth aspect, an embodiment of this application provides a system. The system includes a first
network device and at least two terminal devices. The first network device receives a first packet. The first packet includes
a first collective communication identifier and a first destination address, and the first destination address is an address
of a first terminal device. The first network device receives at least one second packet. Each of the at least one second
packet includes the first collective communication identifier. The first network device sends a third packet based on the
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first packet and the at least one second packet. The third packet includes the first collective communication identifier
and the first destination address.
[0060] In the fourth aspect, in this embodiment of this application, when no connection is established between the first
network device and each of the at least two terminal devices, the first network device may aggregate and distribute
collective communication packets by using a connection between the at least two terminal devices. Therefore, the first
network device does not need to include a hardware module for establishing a connection to each of the at least two
terminal devices, thereby reducing hardware investment of the first network device. In addition, the first network device
does not need to use a state machine to maintain a state of connection established between the first network device
and each of the at least two terminal devices, thereby reducing resource overheads of the first network device.
[0061] In a possible implementation, that the first network device sends a third packet based on the first packet and
the at least one second packet includes: The first network device generates the third packet based on a payload of the
second packet and a packet header of the first packet, where the second packet is a packet sent by a second network
device; and the first network device sends the third packet.
[0062] The first network device may generate the third packet based on the payload of the second packet and the
packet header of the first packet. Therefore, the first network device does not need to construct the third packet.
[0063] In a possible implementation, after the first network device receives the first packet and before the first network
device receives the at least one second packet, the first network device determines that there is one terminal device in
a local communication group corresponding to the first collective communication identifier; the first network device
extracts a payload of the first packet to obtain first data; and the first network device sends the first data and the first
collective communication identifier to the second network device.
[0064] When there is one terminal device in the local communication group corresponding to the first collective com-
munication identifier, the first network device may extract only the payload of the first packet to obtain the first data, and
then send the first data and the first collective communication identifier to the second network device.
[0065] In a possible implementation, after the first network device receives the first packet and before the first network
device receives the at least one second packet, the method further includes: The first network device determines that
there are at least two terminal devices in a local communication group corresponding to the first collective communication
identifier; the first network device receives at least one fourth packet, where each of the at least one fourth packet
includes the first collective communication identifier, and the first packet and the at least one fourth packet are packets
sent by all terminal devices in the local communication group corresponding to the first collective communication identifier;
the first network device aggregates a payload of the first packet and a payload of the at least one fourth packet to obtain
second data; and the first network device sends the second data and the first collective communication identifier to the
second network device.
[0066] When there are at least two terminal devices in the local communication group corresponding to the first
collective communication identifier, the first network device may aggregate the payload of the first packet and the payload
of the at least one fourth packet to obtain the second data, and then send the second data and the first collective
communication identifier to the second network device.
[0067] In a possible implementation, the first network device determines that a collective communication type of the
first packet is global reduction or broadcast; and the first network device determines that a quantity of terminal devices
in the local communication group corresponding to the first collective communication identifier is less than a quantity of
terminal devices in a global communication group corresponding to the first collective communication identifier.
[0068] In a possible implementation, that the first network device sends a third packet based on the first packet and
the at least one second packet includes: The first network device determines that the first packet and the at least one
second packet are packets sent by all terminal devices in a local communication group corresponding to the first collective
communication identifier; the first network device aggregates a payload of the first packet and a payload of the at least
one second packet to obtain third data; the first network device generates the third packet based on the third data and
a packet header of the first packet; and the first network device sends the third packet.
[0069] The first network device may generate the third packet based on the third data and the packet header of the
first packet. Therefore, the first network device does not need to construct the third packet.
[0070] In a possible implementation, the first network device determines that a collective communication type of the
first packet is global reduction or broadcast; and the first network device determines that a quantity of terminal devices
in the local communication group corresponding to the first collective communication identifier is equal to a quantity of
terminal devices in a global communication group corresponding to the first collective communication identifier.
[0071] In a possible implementation, that the first network device sends a third packet based on the first packet and
the at least one second packet includes: The first network device determines that the first collective communication
identifier in the second packet is the same as the first collective communication identifier in the first packet, where the
second packet is a packet sent by a second network device; and the first network device sends the third packet, where
a payload of the third packet is the same as a payload of the first packet.
[0072] The first network device may generate the third packet, and the payload of the third packet is the same as the
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payload of the first packet. Therefore, the first network device does not need to construct the third packet.
[0073] In a possible implementation, after the first network device receives the first packet and before the first network
device receives the at least one second packet, the method further includes: The first network device determines that
there is one terminal device in a local communication group corresponding to the first collective communication identifier;
and the first network device sends the first collective communication identifier to the second network device.
[0074] When there is one terminal device in the local communication group corresponding to the first collective com-
munication identifier, the first network device may send only the first collective communication identifier to the second
network device.
[0075] In a possible implementation, after the first network device receives the first packet and before the first network
device receives the at least one second packet, the method further includes: The first network device determines that
there are at least two terminal devices in a local communication group corresponding to the first collective communication
identifier; the first network device receives at least one fifth packet, where each of the at least one fifth packet includes
the first collective communication identifier, and the first packet and the at least one fifth packet are packets sent by all
terminal devices in the local communication group corresponding to the first collective communication identifier; and the
first network device sends the first collective communication identifier to the second network device.
[0076] When there are at least two terminal devices in the local communication group corresponding to the first
collective communication identifier, the first network device may send the first collective communication identifier to the
second network device.
[0077] In a possible implementation, the method further includes: The first network device determines that a collective
communication type of the first packet is synchronization; and the first network device determines that a quantity of
terminal devices in the local communication group corresponding to the first collective communication identifier is less
than a quantity of terminal devices in a global communication group corresponding to the first collective communication
identifier.
[0078] In a possible implementation, that the first network device sends a third packet based on the first packet and
the at least one second packet includes: The first network device determines that the first packet and the at least one
second packet are packets sent by all terminal devices in a local communication group corresponding to the first collective
communication identifier; and the first network device sends the third packet, where a payload of the third packet is the
same as a payload of the first packet.
[0079] The first network device may generate the third packet, and the payload of the third packet is the same as the
payload of the first packet. Therefore, the first network device does not need to construct the third packet.
[0080] In a possible implementation, the method further includes: The first network device determines that a collective
communication type of the first packet is synchronization; and the first network device determines that a quantity of
terminal devices in the local communication group corresponding to the first collective communication identifier is equal
to a quantity of terminal devices in a global communication group corresponding to the first collective communication
identifier.
[0081] In a possible implementation, when the first network device determines that the collective communication type
of the first packet is global reduction, the payload of the first packet is different from a payload of the third packet, and
a check value of the first packet is different from a check value of the third packet; when the first network device determines
that the collective communication type of the first packet is broadcast and the first packet does not carry broadcast data,
the payload of the first packet is different from a payload of the third packet, and a check value of the first packet is
different from a check value of the third packet; or when the first network device determines that the collective commu-
nication type of the first packet is broadcast and the first packet carries broadcast data, the payload of the first packet
is the same as a payload of the third packet, and a check value of the first packet is the same as a check value of the
third packet.
[0082] In a possible implementation, when the first network device is in a remote direct memory access over converged
Ethernet (RoCE) network, the first destination address is a destination media access control (MAC) address; when the
first network device is in an internet protocol routable remote direct memory access over converged Ethernet (RoCEv2)
network, the first destination address is a destination internet protocol (IP) address; or when the first network device is
in an infiniband (IB) network, the first destination address is a destination local identifier (LID) address.
[0083] In a possible implementation, when the first network device is in the RoCE network, a first field of the first packet
is the same as a first field of the third packet, and the first field includes at least one of a source MAC address, a source
global identifier (GID) in a global route header (GRH), a destination GID in a GRH, or a destination queue pair (QP)
number in a base transport header (BTH); when the first network device is in the RoCEv2 network, a second field of the
first packet is the same as a second field of the third packet, and the second field includes at least one of a source IP
address, a user datagram protocol (UDP) source port number, or a destination QP number in an IB transport header;
or when the first network device is in the IB network, a third field of the first packet is the same as a third field of the third
packet, and the third field includes at least one of a source LID address or a destination QP number in a BTH.
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BRIEF DESCRIPTION OF DRAWINGS

[0084]

FIG. 1 is a schematic diagram of a network according to an embodiment of this application;
FIG. 2A and FIG. 2B are a flowchart of a method in which a collective communication type of a packet is global
reduction according to an embodiment of this application;
FIG. 3A and FIG. 3B are a flowchart of a method in which a collective communication type of a packet is broadcast
according to an embodiment of this application;
FIG. 4A and FIG. 4B are a flowchart of a method in which a collective communication type of a packet is synchro-
nization according to an embodiment of this application;
FIG. 5 is a flowchart of a method in which a collective communication type of a packet is global reduction according
to an embodiment of this application;
FIG. 6 is a flowchart of a method in which a collective communication type of a packet is broadcast according to an
embodiment of this application;
FIG. 7 is a flowchart of a method in which a collective communication type of a packet is synchronization according
to an embodiment of this application;
FIG. 8 is a flowchart of a collective communication method according to an embodiment of this application;
FIG. 9 is another flowchart of a collective communication method according to an embodiment of this application;
FIG. 10 is still another flowchart of a collective communication method according to an embodiment of this application;
FIG. 11 is still another flowchart of a collective communication method according to an embodiment of this application;
FIG. 12 is still another flowchart of a collective communication method according to an embodiment of this application;
FIG. 13 is a schematic diagram of a network device according to an embodiment of this application;
FIG. 14 is a schematic diagram of a system according to an embodiment of this application; and
FIG. 15 is another schematic diagram of a network device according to an embodiment of this application.

DESCRIPTION OF EMBODIMENTS

[0085] The embodiments of this application provide a collective communication method, apparatus, and system, to
resolve a problem mentioned in the background. When no connection is established between a network device and a
terminal device, the network device may aggregate and distribute collective communication packets by using a connection
between terminal devices. The network device in the embodiments of this application may be a device such as a switch
or a router, and the terminal device in the embodiments of this application may be a device such as a server. Certainly,
the network device and the terminal device in the embodiments of this application are not limited to the foregoing devices,
and may alternatively be other devices.
[0086] FIG. 1 is a schematic diagram of a network according to an embodiment of this application. In the embodiment
shown in FIG. 1, child nodes of a second network device 200 include network devices such as a first network device
100 and a third network device 300, child nodes of the first network device 100 include terminal devices such as a first
terminal device 401 and a second terminal device 402, and child nodes of the third network device 300 include terminal
devices such as a third terminal device 403 and a fourth terminal device 404. Certainly, quantities of network devices
and terminal devices in FIG. 1 may vary with an actual situation. For example, the first network device 100 may have
one or more child nodes. For another example, the first network device 100 may have one or more parent nodes.
[0087] With reference to FIG. 1 and Table 1, Table 1 shows an information table pre-generated by the first network
device 100.

[0088] In Table 1, the first column in Table 1 is the collective communication identifier, and the collective communication
identifier is an identifier of each of a local communication group and a global communication group. For example, in the
embodiment shown in FIG. 1 and Table 1, the collective communication identifier (1001) is an identifier of each of the
local communication group (A1) and the global communication group (B1). The local communication group (A1) includes

Table 1

Collective 
communication 
identifier

Name of a local 
communication 
group

Port number of 
a child node

Port number of a 
parent node

Quantity of terminal devices in 
a global communication group

1001 A1 P1 and P2 P10 4

... ... ... ... ...
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the first terminal device 401 and the second terminal device 402. The global communication group (B1) includes the
first terminal device 401, the second terminal device 402, the third terminal device 403, and the fourth terminal device 404.
[0089] In Table 1, the second column in Table 1 is the name of the local communication group corresponding to the
collective communication identifier. For example, in the embodiment shown in FIG. 1 and Table 1, a name of the local
communication group is A1, and the local communication group (A1) includes the first terminal device 401 and the
second terminal device 402.
[0090] In Table 1, the third column in Table 1 is the port number of the child node corresponding to the collective
communication identifier, and a port corresponding to the port number of the child node is a port through which a network
device communicates with the child node. For example, in the embodiment shown in FIG. 1 and Table 1, port numbers
of child nodes include P1 and P2. A port corresponding to the port number P1 is a port through which the first network
device 100 communicates with the first terminal device 401. A port corresponding to the port number P2 is a port through
which the first network device 100 communicates with the second terminal device 402.
[0091] In Table 1, the fourth column in Table 1 is the port number of the parent node corresponding to the collective
communication identifier, and a port corresponding to the port number of the parent node is a port through which the
network device communicates with the parent node. For example, in the embodiment shown in FIG. 1 and Table 1, the
port number of the parent node includes P10, and a port corresponding to the port number P10 is a port through which
the first network device 100 communicates with the second network device 200.
[0092] In Table 1, the fifth column in Table 1 is the quantity of terminal devices in the global communication group
corresponding to the collective communication identifier. For example, in the embodiment shown in FIG. 1 and Table 1,
a name of the global communication group is B1, the global communication group (B1) includes the first terminal device
401, the second terminal device 402, the third terminal device 403, and the fourth terminal device 404, and there are
four terminal devices in the global communication group (B 1).
[0093] In the embodiment shown in FIG. 1 and Table 1, the local communication group (A1) includes the first terminal
device 401 and the second terminal device 402. A connection is established between the first terminal device 401 and
the second terminal device 402, and therefore the first network device 100 may aggregate and distribute collective
communication packets by using the connection between the first terminal device 401 and the second terminal device
402, and no hardware module for establishing a connection to each of the first terminal device 401 and the second
terminal device 402 needs to be disposed on the first network device 100. A situation of the third network device 300 is
similar to that of the first network device 100. For the situation of the third network device 300, refer to the detailed
description of the first network device 100.
[0094] Refer to FIG. 1. FIG. 2A, FIG. 2B, and Table 1, FIG. 2A and FIG. 2B are a flowchart of a method in which a
collective communication type of a packet is global reduction according to an embodiment of this application.
[0095] In the embodiments shown in FIG. 1, FIG. 2A, FIG. 2B, and Table 1, a local communication group (A1) corre-
sponding to a collective communication identifier (1001) includes a first terminal device 401 and a second terminal device
402. A connection is established between the first terminal device 401 and the second terminal device 402 in advance,
and the first terminal device 401 sends a packet (X1) to the second terminal device 402 by using a first network device
100. The collective communication method provided in this embodiment of this application includes the following steps.
[0096] Step S101: The first network device 100 receives the packet (X1) sent by the first terminal device 401.
[0097] The packet (X1) includes a packet header, a payload, and a check value. The payload includes a value 1. The
check value is JYZ1. The packet header of the packet (X1) includes a collective communication identifier, a collective
communication field, and a destination address. The collective communication identifier is 1001, the collective commu-
nication field is QJGY, and the destination address is 192.168.1.1. The destination address (192.168.1.1) is an address
of the second terminal device 402.
[0098] Step S102: The first network device 100 determines, based on the collective communication field (QJGY) of
the packet (X1) and Table 2, that a collective communication type of the packet (X1) is global reduction.
[0099] Table 2 shows a table that is of a mapping relationship between a collective communication field and a collective
communication type and that is prestored in the first network device 100. After the first network device 100 receives the
packet (X1), the first network device 100 extracts the collective communication field (QJGY) in the packet header of the
packet (X1). The first network device 100 determines, based on the collective communication field (QJGY) and Table
2, that the collective communication type of the packet (X1) is global reduction.

Table 2

Collective communication field Collective communication type

QJGY Global reduction

GB PA

TB Synchronization
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[0100] Step S103: The first network device 100 obtains a port number (P1) corresponding to a port for receiving the
packet (X1), and obtains the collective communication identifier (1001) in the packet header of the packet (X1).
[0101] The first network device 100 predetermines that a port number corresponding to a port for communicating with
the first terminal device 401 is P1, and a port number corresponding to a port for communicating with the second terminal
device 402 is P2. After the first network device 100 receives, by using the port (P1), the packet (X1) sent by the first
terminal device 401, the first network device 100 may obtain the port number (P1) corresponding to the port for receiving
the packet (X1).
[0102] Step S104: The first network device 100 may determine, based on the collective communication identifier
(1001), the port (P1), and Table 1, that the packet (X1) comes from a child node.
[0103] In Table 1, the collective communication identifier (1001) and the port (P1) correspond to a port number of a
child node. Therefore, the first network device 100 may determine that the packet (X1) comes from a child node.
[0104] Step S105: The first network device 100 stores the packet (X1).
[0105] The collective communication type of the packet (X1) is global reduction, and therefore the first network device
100 needs to buffer the packet (XI), so that the first network device 100 may use the packet header of the packet (X1)
in a subsequent step.
[0106] Step S106: The first network device 100 receives a packet (Y1) sent by the second terminal device 402.
[0107] The packet (Y1) includes a packet header, a payload, and a check value. The payload includes a value 5. The
check value is JYZ2. The packet header of the packet (Y1) includes a collective communication identifier, a collective
communication field, and a destination address. The collective communication identifier is 1001, the collective commu-
nication field is QJGY, and the destination address is 192.168.1.5. The destination address (192.168.1.5) is an address
of the first terminal device 401.
[0108] Step S107: The first network device 100 determines, based on the collective communication field (QJGY) of
the packet (Y1) and Table 2, that a collective communication type of the packet (Y1) is global reduction.
[0109] Step S108: The first network device 100 obtains the port number (P2) corresponding to the port for receiving
the packet (Y1), and obtains the collective communication identifier (1001) in the packet header of the packet (Y1).
[0110] Step S109: The first network device 100 may determine, based on the collective communication identifier
(1001), the port (P2), and Table 1, that the packet (Y1) comes from a child node.
[0111] Step S110: The first network device 100 stores the packet (Y1).
[0112] Step S111: After the first network device 100 determines that the port corresponding to each of the port numbers
(PI and P2) of the child nodes receives the collective communication packet, the first network device 100 determines
that a global reduction field in each of the packet (X1) and the packet (Y1) is summation.
[0113] There are a plurality of types of global reduction fields in a packet header of a packet. For example, the global
reduction field may be summation, a maximum value, or a minimum value.
[0114] Step S112: The first network device 100 extracts the payload (value 1) of the packet (X1) and the payload
(value 5) of the packet (Y1), and the first network device 100 calculates a sum of the payload (value 1) of the packet
(X1) and the payload (value 5) of the packet (Y1) to obtain data A (value 6).
[0115] The payload of the packet (X1) is the value 1, the payload of the packet (Y1) is the value 5, and the data A =
the payload (value 1) of the packet (X1) + the payload (value 5) of the packet (Y1) = 1 + 5 = 6.
[0116] Step S113: The first network device 100 determines, based on Table 1, a quantity (2) of terminal devices in
the local communication group (A1) corresponding to the collective communication identifier (1001), and determines,
based on Table 1, a quantity (4) of terminal devices in a global communication group (B1) corresponding to the collective
communication identifier (1001), and the first network device 100 determines that the quantity (2) of terminal devices in
the local communication group (A1) is less than the quantity (4) of terminal devices in the global communication group (B1).
[0117] When the quantity (2) of terminal devices in the local communication group (A1) is less than the quantity (4) of
terminal devices in the global communication group (B1), it indicates that the first network device 100 further needs to
send the data A to a second network device 200.
[0118] Step S114: The first network device 100 sends the data A (value 6) and the collective communication identifier
(1001) to the second network device 200.
[0119] After the second network device 200 receives the data A (value 6) and the collective communication identifier
(1001) sent by the first network device 100, the second network device 200 further receives data B (value 4) and the
collective communication identifier (1001) sent by a third network device 300. After the second network device 200
receives the data A (value 6) and the data B (value 4), the second network device 200 sums up the data A (value 6)
and the data B (value 4) to obtain data C (value 10). The data C = the data A + the data B = 6 + 4 = 10. The second
network device 200 sends a packet (Z1) that includes the data C (value 10) and the collective communication identifier
(1001) to the first network device 100, and the second network device 200 sends a packet (Z2) that includes the data
C (value 10) and the collective communication identifier (1001) to the third network device 300.
[0120] Step S115: The first network device 100 receives the packet (Z1) sent by the second network device 200.
[0121] Step S116: The first network device 100 may determine, based on the collective communication identifier (1001)
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in the packet (Z1), a port (P10) for receiving the packet (Z1), and Table 1, that the packet (Z1) comes from a parent node.
[0122] The packet (Z1) includes a packet header, a payload, and a check value. The payload includes a value 10.
The check value is JYZ3. The packet header of the packet (Z1) includes a collective communication identifier, and the
collective communication identifier is 1001.
[0123] Step S117: The first network device 100 generates a packet (X2) based on the packet header of the packet
(X1) and the payload of the packet (Z1), and the first network device 100 generates a packet (Y2) based on the packet
header of the packet (Y1) and the payload of the packet (Z1).
[0124] A packet header of the packet (X2) is the packet header of the packet (X1), a payload of the packet (X2) is the
payload of the packet (Z1), and a check value of the packet (X2) is calculated based on the packet header of the packet
(X1) and the payload of the packet (Z1).Specifically, the packet (X2) includes the packet header, the payload, and the
check value. The payload includes the value 10. The check value is JYZ4. The packet header of the packet (X2) includes
a collective communication identifier, a collective communication field, and a destination address. The collective com-
munication identifier is 1001, the collective communication field is QJGY, and the destination address is 192.168.1.1.
The destination address (192.168.1.1) is the address of the second terminal device 402.
[0125] A packet header of the packet (Y2) is the packet header of the packet (Y1), a payload of the packet (Y2) is the
payload of the packet (Z1), and a check value of the packet (Y2) is calculated based on the packet header of the packet
(Y1) and the payload of the packet (Z1). Specifically, the packet (Y2) includes the packet header, the payload, and the
check value. The payload includes the value 10. The check value is JYZ5. The packet header of the packet (Y2) includes
a collective communication identifier, a collective communication field, and a destination address. The collective com-
munication identifier is 1001, the collective communication field is QJGY, and the destination address is 192.168.1.5.
The destination address (192.168.1.5) is the address of the first terminal device 401.
[0126] The payload of the packet (X2) is the value 10, and the payload of the packet (X1) is the value 1. Therefore,
the payload of the packet (X2) is different from the payload of the packet (X1). The payload of the packet (X2) is different
from the payload of the packet (X1), and the check value is calculated based on the packet header of the packet and
the payload of the packet. Therefore, the check value of the packet (X2) is different from the check value of the packet
(X1). The payload of the packet (Y2) is the value 10, and the payload of the packet (Y1) is the value 5. Therefore, the
payload of the packet (Y2) is different from the payload of the packet (Y1). The payload of the packet (Y2) is different
from the payload of the packet (Y1), and the check value is calculated based on the packet header of the packet and
the payload of the packet. Therefore, the check value of the packet (Y2) is different from the check value of the packet (Y1).
[0127] Step S118: The first network device 100 sends the packet (X2) and the packet (Y2).
[0128] The destination address (192.168.1.1) in the packet header of the packet (X2) is the address of the second
terminal device 402, and the second terminal device 402 receives the packet (X2) sent by the first network device 100.
The destination address (192.168.1.5) in the packet header of the packet (Y2) is the address of the first terminal device
401, and the first terminal device 401 receives the packet (Y2) sent by the first network device 100.
[0129] In the embodiments shown in FIG. 1, FIG. 2A, FIG. 2B, and Table 1, after the first network device 100 obtains
a final global reduction result (value 10), the first network device 100 generates the packet (X2) by using the packet
header of the packet (X1) and the final global reduction result (value 10), generates the packet (Y2) by using the packet
header of the packet (Y1) and the final global reduction result (value 10), and sends the packet (X2) and the packet
(Y2), so that the first terminal device 401 and the second terminal device 402 respectively receive the packet (Y2) and
the packet (X2). In this embodiment of this application, when no connection is established between the first network
device 100 and each of the first terminal device 401 and the second terminal device 402, the first network device 100
may aggregate and distribute collective communication packets by using the connection between the first terminal device
401 and the second terminal device 402. Therefore, the first network device 100 does not need to include a hardware
module for establishing a connection to the terminal device, and this reduces hardware investment of the first network
device 100. In addition, the first network device 100 does not need to use a state machine to maintain a state of connection
established between the first network device 100 and the terminal device. This reduces resource overheads of the first
network device 100.
[0130] In addition, steps of the third network device 300 are similar to the steps of the first network device 100. For
the steps of the third network device 300, refer to the steps of the first network device 100.
[0131] In addition, if the local communication group (A1) includes a plurality of terminal devices, for example, if the
local communication group (A1) includes terminal devices A, B, C, and D, there are many manners of establishing a
connection. For example, a connection is established between the terminal device A and the terminal device B, a
connection is established between the terminal device B and the terminal device C, a connection is established between
the terminal device C and the terminal device D, and a connection is established between the terminal device D and the
terminal device A. Certainly, a communication connection may be alternatively established between the terminal devices
in the local communication group (A1) in another manner.
[0132] Refer to FIG. 1. If the local communication group (A1) includes one terminal device, for example, if the local
communication group (A1) includes the first terminal device 401, and the global communication group (B1) includes the
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first terminal device 401, a third terminal device 403, and a fourth terminal device 404, there are many manners of
establishing a connection. For example, a connection is established between the first terminal device 401 and the third
terminal device 403, a connection is established between the third terminal device 403 and the fourth terminal device
404, and a connection is established between the first terminal device 401 and the fourth terminal device 404. In this
case, the first network device 100 receives only the packet (X1) sent by the first terminal device 401. If the collective
communication type of the packet (X1) is global reduction, and the quantity (1) of terminal devices in the local commu-
nication group (A1) is less than the quantity (3) of terminal devices in the global communication group (B1), the first
network device 100 sends the payload (value 1) of the packet (X1) and the collective communication identifier (1001)
to the second network device 200.
[0133] Refer to FIG. 1, FIG. 3A, FIG. 3B, and Table 1. FIG. 3A and FIG. 3B are a flowchart of a method in which a
collective communication type of a packet is broadcast according to an embodiment of this application.
[0134] In the embodiments shown in FIG. 1, FIG. 3A, FIG. 3B, and Table 1, a local communication group (A1) corre-
sponding to a collective communication identifier (1001) includes a first terminal device 401 and a second terminal device
402. A connection is established between the first terminal device 401 and the second terminal device 402 in advance,
and the first terminal device 401 sends a packet (X1) to the second terminal device 402 by using a first network device
100. The collective communication method provided in this embodiment of this application includes the following steps.
[0135] Step S201: The first network device 100 receives the packet (X1) sent by the first terminal device 401.
[0136] The packet (X1) includes a packet header, a payload, and a check value. The payload includes a value 1. The
check value is JYZ1. The packet header of the packet (X1) includes a collective communication identifier, a collective
communication field, and a destination address. The collective communication identifier is 1001, the collective commu-
nication field is GB, and the destination address is 192.168.1.1. The destination address (192.168.1.1) is an address of
the second terminal device 402.
[0137] Step S202: The first network device 100 determines, based on the collective communication field (GB) of the
packet (X1) and Table 2, that a collective communication type of the packet (X1) is broadcast.
[0138] Table 2 shows a table that is of a mapping relationship between a collective communication field and a collective
communication type and that is prestored in the first network device 100. After the first network device 100 receives the
packet (X1), the first network device 100 extracts the collective communication field (GB) in the packet header of the
packet (X1). The first network device 100 determines, based on the collective communication field (GB) and Table 2,
that the collective communication type of the packet (X1) is broadcast.
[0139] Step S203: The first network device 100 obtains a port number (P1) corresponding to a port for receiving the
packet (XI), and obtains the collective communication identifier (1001) in the packet header of the packet (X1).
[0140] The first network device 100 predetermines that a port number corresponding to a port for communicating with
the first terminal device 401 is P1, and a port number corresponding to a port for communicating with the second terminal
device 402 is P2. After the first network device 100 receives, by using the port (P1), the packet (X1) sent by the first
terminal device 401, the first network device 100 may obtain the port number (P1) corresponding to the port for receiving
the packet (X1).
[0141] Step S204: The first network device 100 may determine, based on the collective communication identifier
(1001), the port (P1), and Table 1, that the packet (X1) comes from a child node.
[0142] In Table 1, the collective communication identifier (1001) and the port (P1) correspond to a port number of a
child node. Therefore, the first network device 100 may determine that the packet (X1) comes from a child node.
[0143] Step S205: The first network device 100 stores the packet (X1).
[0144] The collective communication type of the packet (X1) is broadcast, and therefore the first network device 100
needs to buffer the packet (X1), so that the first network device 100 may use the packet header of the packet (X1) in a
subsequent step.
[0145] Step S206: The first network device 100 receives a packet (Y1) sent by the second terminal device 402.
[0146] The packet (Y1) includes a packet header, a payload, and a check value. The payload includes a value 5. The
check value is JYZ2. The packet header of the packet (Y1) includes a collective communication identifier, a collective
communication field, and a destination address. The collective communication identifier is 1001, the collective commu-
nication field is GB, and the destination address is 192.168.1.5. The destination address (192.168.1.5) is an address of
the first terminal device 401.
[0147] Step S207: The first network device 100 determines, based on the collective communication field (GB) of the
packet (Y1) and Table 2, that a collective communication type of the packet (Y1) is broadcast.
[0148] Step S208: The first network device 100 obtains the port number (P2) corresponding to the port for receiving
the packet (Y1), and obtains the collective communication identifier (1001) in the packet header of the packet (Y1).
[0149] Step S209: The first network device 100 may determine, based on the collective communication identifier
(1001), the port (P2), and Table 1, that the packet (Y1) comes from a child node.
[0150] Step S210: The first network device 100 stores the packet (Y1).
[0151] Step S211: After the first network device 100 determines that the port corresponding to each of the port numbers
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(P1 and P2) of the child nodes receives the collective communication packet, the first network device 100 extracts a
source process number (0) in the packet header of the packet (X1) and a source process number (1) in the packet
header of the packet (Y1).
[0152] Step S212: The first network device 100 determines, based on Table 3, the source process number (0) in the
packet header of the packet (XI), and the source process number (1) in the packet header of the packet (Y1), that data
in the payload of the packet (X1) is broadcast data, and extracts the value 1 from the payload of the packet (X1), where
the value 1 is the broadcast data.
[0153] Table 3 shows a table that is of a mapping relationship between a source process number and broadcast data
and that is prestored in the first network device 100.

[0154] Step S213: The first network device 100 determines, based on Table 1, a quantity (2) of terminal devices in
the local communication group (A1) corresponding to the collective communication identifier (1001), and determines,
based on Table 1, a quantity (4) of terminal devices in a global communication group (B1) corresponding to the collective
communication identifier (1001), and the first network device 100 determines that the quantity (2) of terminal devices in
the local communication group (A1) is less than the quantity (4) of terminal devices in the global communication group (B1).
[0155] When the quantity (2) of terminal devices in the local communication group (A1) is less than the quantity (4) of
terminal devices in the global communication group (B1), it indicates that the first network device 100 further needs to
send the broadcast data (value 1) to a second network device 200.
[0156] Step S214: The first network device 100 sends the broadcast data (value 1) and the collective communication
identifier (1001) to the second network device 200.
[0157] After the second network device 200 receives the broadcast data (value 1) and the collective communication
identifier (1001) sent by the first network device 100, the second network device 200 further receives the collective
communication identifier (1001) sent by a third network device 300. The second network device 200 then sends a packet
(Z1) that includes the broadcast data (value 1) and the collective communication identifier (1001) to the first network
device 100, and the second network device 200 sends a packet (Z2) that includes the broadcast data (value 1) and the
collective communication identifier (1001) to the third network device 300.
[0158] Step S215: The first network device 100 receives the packet (Z1) sent by the second network device 200.
[0159] Step S216: The first network device 100 may determine, based on the collective communication identifier (1001)
in the packet (Z1), a port (P10) for receiving the packet (Z1), and Table 1, that the packet (Z1) comes from a parent node.
[0160] The packet (Z1) includes a packet header, a payload, and a check value. The payload includes a value 1. The
check value is JYZ3. The packet header of the packet (Z1) includes a collective communication identifier, and the
collective communication identifier is 1001.
[0161] Step S217: The first network device 100 generates a packet (X2) based on the packet header of the packet
(X1) and the payload of the packet (Z1), and the first network device 100 generates a packet (Y2) based on the packet
header of the packet (Y1) and the payload of the packet (Z1).
[0162] A packet header of the packet (X2) is the packet header of the packet (X1), a payload of the packet (X2) is the
payload of the packet (Z1), and a check value of the packet (X2) is calculated based on the packet header of the packet
(X1) and the payload of the packet (Z1). Specifically, the packet (X2) includes the packet header, the payload, and the
check value. The payload includes the value 1. The check value is JYZ4. The packet header of the packet (X2) includes
a collective communication identifier, a collective communication field, and a destination address. The collective com-
munication identifier is 1001, the collective communication field is GB, and the destination address is 192.168.1.1. The
destination address (192.168.1.1) is the address of the second terminal device 402.
[0163] A packet header of the packet (Y2) is the packet header of the packet (Y1), a payload of the packet (Y2) is the
payload of the packet (Z1), and a check value of the packet (Y2) is calculated based on the packet header of the packet
(Y1) and the payload of the packet (Z1). Specifically, the packet (Y2) includes the packet header, the payload, and the
check value. The payload includes the value 1. The check value is JYZ5. The packet header of the packet (Y2) includes
a collective communication identifier, a collective communication field, and a destination address. The collective com-
munication identifier is 1001, the collective communication field is GB, and the destination address is 192.168.1.5. The
destination address (192.168.1.5) is the address of the first terminal device 401.

Table 3

Source process number Whether there is broadcast data in a packet

0 Yes

1 No

... ...
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[0164] The payload of the packet (X2) is the value 1, and the payload of the packet (X1) is the value 1. Therefore, the
payload of the packet (X2) is the same as the payload of the packet (X1). The payload of the packet (X2) is the same
as the payload of the packet (X1), the packet header of the packet (X2) is the same as the packet header of the packet
(X1), and the check value is calculated based on the packet header of the packet and the payload of the packet. Therefore,
the check value of the packet (X2) is the same as the check value of the packet (X1). The payload of the packet (Y2) is
the value 1, and the payload of the packet (Y1) is the value 5. Therefore, the payload of the packet (Y2) is different from
the payload of the packet (Y1). The payload of the packet (Y2) is different from the payload of the packet (Y1), and the
check value is calculated based on the packet header of the packet and the payload of the packet. Therefore, the check
value of the packet (Y2) is different from the check value of the packet (Y1).
[0165] Step S218: The first network device 100 sends the packet (X2) and the packet (Y2).
[0166] The destination address (192.168.1.1) in the packet header of the packet (X2) is the address of the second
terminal device 402, and the second terminal device 402 receives the packet (X2) sent by the first network device 100.
The destination address (192.168.1.5) in the packet header of the packet (Y2) is the address of the first terminal device
401, and the first terminal device 401 receives the packet (Y2) sent by the first network device 100.
[0167] In the embodiments shown in FIG. 1, FIG. 3A, FIG. 3B, and Table 1, after the first network device 100 obtains
the broadcast data (value 1), the first network device 100 generates the packet (X2) by using the packet header of the
packet (X1) and the broadcast data (value 1), generates the packet (Y2) by using the packet header of the packet (Y1)
and the broadcast data (value 1), and sends the packet (X2) and the packet (Y2), so that the first terminal device 401
and the second terminal device 402 respectively receive the packet (Y2) and the packet (X2). In this embodiment of this
application, when no connection is established between the first network device 100 and each of the first terminal device
401 and the second terminal device 402, the first network device 100 may aggregate and distribute collective commu-
nication packets by using the connection between the first terminal device 401 and the second terminal device 402.
Therefore, the first network device 100 does not need to include a hardware module for establishing a connection to the
terminal device, and this reduces hardware investment of the first network device 100. In addition, the first network
device 100 does not need to use a state machine to maintain a state of connection established between the first network
device 100 and the terminal device. This reduces resource overheads of the first network device 100.
[0168] In addition, steps of the third network device 300 are similar to the steps of the first network device 100. For
the steps of the third network device 300, refer to the steps of the first network device 100.
[0169] In addition, if the local communication group (A1) includes a plurality of terminal devices, for example, if the
local communication group (A1) includes terminal devices A, B, C, and D, there are many manners of establishing a
connection. For example, a connection is established between the terminal device A and the terminal device B, a
connection is established between the terminal device B and the terminal device C, a connection is established between
the terminal device C and the terminal device D, and a connection is established between the terminal device D and the
terminal device A. Certainly, a communication connection may be alternatively established between the terminal devices
in the local communication group (A1) in another manner.
[0170] Refer to FIG. 1. If the local communication group (A1) includes one terminal device, for example, if the local
communication group (A1) includes the first terminal device 401, and the global communication group (B1) includes the
first terminal device 401, a third terminal device 403, and a fourth terminal device 404, there are many manners of
establishing a connection. For example, a connection is established between the first terminal device 401 and the third
terminal device 403, a connection is established between the third terminal device 403 and the fourth terminal device
404, and a connection is established between the first terminal device 401 and the fourth terminal device 404. In this
case, the first network device 100 receives only the packet (X1) sent by the first terminal device 401. If the collective
communication type of the packet (X1) is broadcast, and the quantity (1) of terminal devices in the local communication
group (A1) is less than the quantity (3) of terminal devices in the global communication group (B1), the first network
device 100 sends the broadcast data (value 1) and the collective communication identifier (1001) to the second network
device 200.
[0171] Refer to FIG. 1, FIG. 4A, FIG. 4B, and Table 1. FIG. 4A and FIG. 4B are a flowchart of a method in which a
collective communication type of a packet is synchronization according to an embodiment of this application.
[0172] In the embodiments shown in FIG. 1, FIG. 4A, FIG. 4B, and Table 1, a local communication group (A1) corre-
sponding to a collective communication identifier (1001) includes a first terminal device 401 and a second terminal device
402. A connection is established between the first terminal device 401 and the second terminal device 402 in advance,
and the first terminal device 401 sends a packet (X1) to the second terminal device 402 by using a first network device
100. The collective communication method provided in this embodiment of this application includes the following steps.
[0173] Step S301: The first network device 100 receives the packet (X1) sent by the first terminal device 401.
[0174] The packet (X1) includes a packet header, a payload, and a check value. The payload is empty. The check
value is JYZ1. The packet header of the packet (X1) includes a collective communication identifier, a collective commu-
nication field, and a destination address. The collective communication identifier is 1001, the collective communication
field is TB, and the destination address is 192.168.1.1. The destination address (192.168.1.1) is an address of the second
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terminal device 402.
[0175] Step S302: The first network device 100 determines, based on the collective communication field (TB) of the
packet (X1) and Table 2, that a collective communication type of the packet (X1) is synchronization.
[0176] Table 2 shows a table that is of a mapping relationship between a collective communication field and a collective
communication type and that is prestored in the first network device 100. After the first network device 100 receives the
packet (XI), the first network device 100 extracts the collective communication field (TB) in the packet header of the
packet (X1). The first network device 100 determines, based on the collective communication field (TB) and Table 2,
that the collective communication type of the packet (X1) is synchronization.
[0177] Step S303: The first network device 100 obtains a port number (P1) corresponding to a port for receiving the
packet (XI), and obtains the collective communication identifier (1001) in the packet header of the packet (X1).
[0178] The first network device 100 predetermines that a port number corresponding to a port for communicating with
the first terminal device 401 is P1, and a port number corresponding to a port for communicating with the second terminal
device 402 is P2. After the first network device 100 receives, by using the port (P1), the packet (X1) sent by the first
terminal device 401, the first network device 100 may obtain the port number (P1) corresponding to the port for receiving
the packet (X1).
[0179] Step S304: The first network device 100 may determine, based on the collective communication identifier
(1001), the port (P1), and Table 1, that the packet (X1) comes from a child node.
[0180] In Table 1, the collective communication identifier (1001) and the port (P1) correspond to a port number of a
child node. Therefore, the first network device 100 may determine that the packet (X1) comes from a child node.
[0181] Step S305: The first network device 100 stores the packet (X1).
[0182] The collective communication type of the packet (X1) is synchronization, and therefore the first network device
100 needs to buffer the packet (XI), so that the first network device 100 may use the packet header of the packet (X1)
in a subsequent step.
[0183] Step S306: The first network device 100 receives a packet (Y1) sent by the second terminal device 402.
[0184] The packet (Y1) includes a packet header, a payload, and a check value. The payload is empty. The check
value is JYZ2. The packet header of the packet (Y1) includes a collective communication identifier, a collective commu-
nication field, and a destination address. The collective communication identifier is 1001, the collective communication
field is TB, and the destination address is 192.168.1.5. The destination address (192.168.1.5) is an address of the first
terminal device 401.
[0185] Step S307: The first network device 100 determines, based on the collective communication field (TB) of the
packet (Y1) and Table 2, that a collective communication type of the packet (Y1) is synchronization.
[0186] Step S308: The first network device 100 obtains the port number (P2) corresponding to the port for receiving
the packet (Y1), and obtains the collective communication identifier (1001) in the packet header of the packet (Y1).
[0187] Step S309: The first network device 100 may determine, based on the collective communication identifier
(1001), the port (P2), and Table 1, that the packet (Y1) comes from a child node.
[0188] Step S310: The first network device 100 stores the packet (Y1).
[0189] Step S311: After the first network device 100 determines that the port corresponding to each of the port numbers
(PI and P2) of the child nodes receives the collective communication packet, the first network device 100 determines,
based on Table 1, a quantity (2) of terminal devices in the local communication group (A1) corresponding to the collective
communication identifier (1001), and determines, based on Table 1, a quantity (4) of terminal devices in a global com-
munication group (B1) corresponding to the collective communication identifier (1001), and the first network device 100
determines that the quantity (2) of terminal devices in the local communication group (A1) is less than the quantity (4)
of terminal devices in the global communication group (B1).
[0190] When the quantity (2) of terminal devices in the local communication group (A1) is less than the quantity (4) of
terminal devices in the global communication group (B1), it indicates that the first network device 100 further needs to
send the collective communication identifier (1001) to a second network device 200.
[0191] Step S312: The first network device 100 sends the collective communication identifier (1001) to the second
network device 200.
[0192] After the second network device 200 receives the collective communication identifier (1001) sent by the first
network device 100, the second network device 200 further receives the collective communication identifier (1001) sent
by a third network device 300. The second network device 200 then sends a packet (Z1) that includes the collective
communication identifier (1001) to the first network device 100, and the second network device 200 sends a packet (Z2)
that includes the collective communication identifier (1001) to the third network device 300.
[0193] Step S313: The first network device 100 receives the packet (Z1) sent by the second network device 200.
[0194] Step S314: The first network device 100 may determine, based on the collective communication identifier (1001)
in the packet (Z1), a port (P10) for receiving the packet (Z1), and Table 1, that the packet (Z1) comes from a parent node.
[0195] The packet (Z1) includes a packet header, a payload, and a check value. The payload is empty. The check
value is JYZ3. The packet header of the packet (Z1) includes a collective communication identifier, and the collective
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communication identifier is 1001.
[0196] Step S315: The first network device 100 generates a packet (X2) based on the packet header of the packet
(X1), and the first network device 100 generates a packet (Y2) based on the packet header of the packet (Y1).
[0197] A packet header of the packet (X2) is the packet header of the packet (X1), a payload of the packet (X2) is
empty, and a check value of the packet (X2) is calculated based on the packet header of the packet (X1). Specifically,
the packet (X2) includes the packet header, the payload, and the check value. The payload is empty. The check value
is JYZ4. The packet header of the packet (X2) includes a collective communication identifier, a collective communication
field, and a destination address. The collective communication identifier is 1001, the collective communication field is
TB, and the destination address is 192.168.1.1. The destination address (192.168.1.1) is the address of the second
terminal device 402.
[0198] A packet header of the packet (Y2) is the packet header of the packet (Y1), a payload of the packet (Y2) is
empty, and a check value of the packet (Y2) is calculated based on the packet header of the packet (Y1). Specifically,
the packet (Y2) includes the packet header, the payload, and the check value. The payload is empty. The check value
is JYZ5. The packet header of the packet (Y2) includes a collective communication identifier, a collective communication
field, and a destination address. The collective communication identifier is 1001, the collective communication field is
TB, and the destination address is 192.168.1.5. The destination address (192.168.1.5) is the address of the first terminal
device 401.
[0199] Step S316: The first network device 100 sends the packet (X2) and the packet (Y2).
[0200] The destination address (192.168.1.1) in the packet header of the packet (X2) is the address of the second
terminal device 402, and the second terminal device 402 receives the packet (X2) sent by the first network device 100.
The destination address (192.168.1.5) in the packet header of the packet (Y2) is the address of the first terminal device
401, and the first terminal device 401 receives the packet (Y2) sent by the first network device 100.
[0201] In the embodiments shown in FIG. 1, FIG. 4A, FIG. 4B, and Table 1, after the first network device 100 receives
the packet (Z1) sent by the second network device 200, the first network device 100 generates the packet (X2) based
on the packet header of the packet (X1), and the first network device 100 generates the packet (Y2) based on the packet
header of the packet (Y1), and sends the packet (X2) and the packet (Y2), so that the first terminal device 401 and the
second terminal device 402 respectively receive the packet (Y2) and the packet (X2). In this embodiment of this appli-
cation, when no connection is established between the first network device 100 and each of the first terminal device 401
and the second terminal device 402, the first network device 100 may aggregate and distribute collective communication
packets by using the connection between the first terminal device 401 and the second terminal device 402. Therefore,
the first network device 100 does not need to include a hardware module for establishing a connection to the terminal
device, and this reduces hardware investment of the first network device 100. In addition, the first network device 100
does not need to use a state machine to maintain a state of connection established between the first network device
100 and the terminal device. This reduces resource overheads of the first network device 100.
[0202] In addition, steps of the third network device 300 are similar to the steps of the first network device 100. For
the steps of the third network device 300, refer to the steps of the first network device 100.
[0203] In addition, if the local communication group (A1) includes a plurality of terminal devices, for example, if the
local communication group (A1) includes terminal devices A, B, C, and D, there are many manners of establishing a
connection. For example, a connection is established between the terminal device A and the terminal device B, a
connection is established between the terminal device B and the terminal device C, a connection is established between
the terminal device C and the terminal device D, and a connection is established between the terminal device D and the
terminal device A. Certainly, a communication connection may be alternatively established between the terminal devices
in the local communication group (A1) in another manner.
[0204] Refer to FIG. 1. If the local communication group (A1) includes one terminal device, for example, if the local
communication group (A1) includes the first terminal device 401, and the global communication group (B1) includes the
first terminal device 401, a third terminal device 403, and a fourth terminal device 404, there are many manners of
establishing a connection. For example, a connection is established between the first terminal device 401 and the third
terminal device 403, a connection is established between the third terminal device 403 and the fourth terminal device
404, and a connection is established between the first terminal device 401 and the fourth terminal device 404. In this
case, the first network device 100 receives only the packet (X1) sent by the first terminal device 401. If the collective
communication type of the packet (X1) is synchronization, and the quantity (1) of terminal devices in the local commu-
nication group (A1) is less than the quantity (3) of terminal devices in the global communication group (B1), the first
network device 100 sends the collective communication identifier (1001) to the second network device 200.
[0205] With reference to FIG. 1 and Table 4, Table 4 shows an information table pre-generated by the first network
device 100.
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[0206] In Table 4, a difference between Table 4 and Table 1 lies in the fifth column. In the fifth column in Table 4, there
are two terminal devices, that is, there are two terminal devices in the global communication group B1 corresponding
to the collective communication identifier (1001). In the fifth column in Table 1, there are four terminal devices, that is,
there are four terminal devices in the global communication group B1 corresponding to the collective communication
identifier (1001).
[0207] In the embodiments shown in FIG. 1 and Table 4, the collective communication identifier (1001) is an identifier
of each of the local communication group (A1) and the global communication group (B1). The local communication group
(A1) includes the first terminal device 401 and the second terminal device 402. The global communication group (B1)
includes the first terminal device 401 and the second terminal device 402.
[0208] In the embodiments shown in FIG. 1 and Table 4, a name of the local communication group is A1, the local
communication group (A1) includes the first terminal device 401 and the second terminal device 402, both the first
terminal device 401 and the second terminal device 402 correspond to the collective communication identifier (1001),
and both the first terminal device 401 and the second terminal device 402 communicate with the first network device 100.
[0209] In the embodiments shown in FIG. 1 and Table 4, port numbers of child nodes include P1 and P2. A port
corresponding to the port number P1 is a port through which the first network device 100 communicates with the first
terminal device 401. A port corresponding to the port number P2 is a port through which the first network device 100
communicates with the second terminal device 402.
[0210] In the embodiments shown in FIG. 1 and Table 4, the port number of the parent node includes P10. A port
corresponding to the port number P10 is a port through which the first network device 100 communicates with the second
network device 200.
[0211] In the embodiments shown in FIG. 1 and Table 4, terminal devices corresponding to the collective communication
identifier (1001) include the first terminal device 401 and the second terminal device 402, there are two terminal devices
in the global communication groups (B1), and the global communication group (B1) includes the first terminal device
401 and the second terminal device 402.
[0212] In the embodiments shown in FIG. 1 and Table 4, the local communication group (A1) includes the first terminal
device 401 and the second terminal device 402. A connection is established between the first terminal device 401 and
the second terminal device 402, and therefore the first network device 100 may aggregate and distribute collective
communication packets by using the connection between the first terminal device 401 and the second terminal device
402, and no hardware module for establishing a connection to each of the first terminal device 401 and the second
terminal device 402 needs to be disposed on the first network device 100. A situation of the third network device 300 is
similar to that of the first network device 100. For the situation of the third network device 300, refer to the detailed
description of the first network device 100.
[0213] Refer to FIG. 1, FIG. 5, and Table 4. FIG. 5 is a flowchart of a method in which a collective communication type
of a packet is global reduction according to an embodiment of this application.
[0214] In the embodiments shown in FIG. 1, FIG. 5, and Table 4, a local communication group (A1) corresponding to
a collective communication identifier (1001) includes a first terminal device 401 and a second terminal device 402. A
connection is established between the first terminal device 401 and the second terminal device 402 in advance, and the
first terminal device 401 sends a packet (X1) to the second terminal device 402 by using a first network device 100. The
collective communication method provided in this embodiment of this application includes the following steps.
[0215] Step S401: The first network device 100 receives the packet (X1) sent by the first terminal device 401.
[0216] The packet (X1) includes a packet header, a payload, and a check value. The payload includes a value 1. The
check value is JYZ1. The packet header of the packet (X1) includes a collective communication identifier, a collective
communication field, and a destination address. The collective communication identifier is 1001, the collective commu-
nication field is QJGY, and the destination address is 192.168.1.1. The destination address (192.168.1.1) is an address
of the second terminal device 402.
[0217] Step S402: The first network device 100 determines, based on the collective communication field (QJGY) of
the packet (X1) and Table 2, that a collective communication type of the packet (X1) is global reduction.
[0218] Table 2 shows a table that is of a mapping relationship between a collective communication field and a collective
communication type and that is prestored in the first network device 100. After the first network device 100 receives the

Table 4

Collective 
communication 
identifier

Name of a local 
communication 
group

Port number of 
a child node

Port number of a 
parent node

Quantity of terminal devices in 
a global communication group

1001 A1 P1 and P2 P10 2

... ... ... ... ...
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packet (X1), the first network device 100 extracts the collective communication field (QJGY) in the packet header of the
packet (X1). The first network device 100 determines, based on the collective communication field (QJGY) and Table
2, that the collective communication type of the packet (X1) is global reduction.
[0219] Step S403: The first network device 100 obtains a port number (P1) corresponding to a port for receiving the
packet (XI), and obtains the collective communication identifier (1001) in the packet header of the packet (X1).
[0220] The first network device 100 predetermines that a port number corresponding to a port for communicating with
the first terminal device 401 is P1, and a port number corresponding to a port for communicating with the second terminal
device 402 is P2. After the first network device 100 receives, by using the port (P1), the packet (X1) sent by the first
terminal device 401, the first network device 100 may obtain the port number (P1) corresponding to the port for receiving
the packet (X1).
[0221] Step S404: The first network device 100 may determine, based on the collective communication identifier
(1001), the port (P1), and Table 4, that the packet (X1) comes from a child node.
[0222] In Table 4, the collective communication identifier (1001) and the port (P1) correspond to a port number of a
child node. Therefore, the first network device 100 may determine that the packet (X1) comes from a child node.
[0223] Step S405: The first network device 100 stores the packet (X1).
[0224] The collective communication type of the packet (X1) is global reduction, and therefore the first network device
100 needs to buffer the packet (X1), so that the first network device 100 may use the packet header of the packet (X1)
in a subsequent step.
[0225] Step S406: The first network device 100 receives a packet (Y1) sent by the second terminal device 402.
[0226] The packet (Y1) includes a packet header, a payload, and a check value. The payload includes a value 5. The
check value is JYZ2. The packet header of the packet (Y1) includes a collective communication identifier, a collective
communication field, and a destination address. The collective communication identifier is 1001, the collective commu-
nication field is QJGY, and the destination address is 192.168.1.5. The destination address (192.168.1.5) is an address
of the first terminal device 401.
[0227] Step S407: The first network device 100 determines, based on the collective communication field (QJGY) of
the packet (Y1) and Table 2, that a collective communication type of the packet (Y1) is global reduction.
[0228] Step S408: The first network device 100 obtains the port number (P2) corresponding to the port for receiving
the packet (Y1), and obtains the collective communication identifier (1001) in the packet header of the packet (Y1).
[0229] Step S409: The first network device 100 may determine, based on the collective communication identifier
(1001), the port (P2), and Table 4, that the packet (Y1) comes from a child node.
[0230] Step S410: The first network device 100 stores the packet (Y1).
[0231] Step S411: After the first network device 100 determines that the port corresponding to each of the port numbers
(PI and P2) of the child nodes receives the collective communication packet, the first network device 100 determines
that a global reduction field in each of the packet (X1) and the packet (Y1) is summation.
[0232] There are a plurality of types of global reduction fields in a packet header of a packet. For example, the global
reduction field may be summation, a maximum value, or a minimum value.
[0233] Step S412: The first network device 100 extracts the payload (value 1) of the packet (X1) and the payload
(value 5) of the packet (Y1), and the first network device 100 calculates a sum of the payload (value 1) of the packet
(X1) and the payload (value 5) of the packet (Y1) to obtain data A (value 6).
[0234] The payload of the packet (X1) is the value 1, the payload of the packet (Y1) is the value 5, and the data A =
the payload (value 1) of the packet (X1) + the payload (value 5) of the packet (Y1) = 1 + 5 = 6.
[0235] Step S413: The first network device 100 determines, based on Table 4, a quantity (2) of terminal devices in
the local communication group (A1) corresponding to the collective communication identifier (1001), and determines,
based on Table 4, a quantity (2) of terminal devices in a global communication group (B1) corresponding to the collective
communication identifier (1001), and the first network device 100 determines that the quantity (2) of terminal devices in
the local communication group (A1) is equal to the quantity (2) of terminal devices in the global communication group (B1).
[0236] When the quantity (2) of terminal devices in the local communication group (A1) is equal to the quantity (2) of
terminal devices in the global communication group (B1), it indicates that the first network device 100 does not need to
send the data A to a second network device 200.
[0237] Step S414: The first network device 100 generates a packet (X2) based on the packet header of the packet
(X1) and the data A, and the first network device 100 generates a packet (Y2) based on the packet header of the packet
(Y1) and the data A.
[0238] A packet header of the packet (X2) is the packet header of the packet (X1), a payload of the packet (X2) is the
data A, and a check value of the packet (X2) is calculated based on the packet header of the packet (X1) and the data
A. Specifically, the packet (X2) includes the packet header, the payload, and the check value. The payload includes the
value 6. The check value is JYZ4. The packet header of the packet (X2) includes a collective communication identifier,
a collective communication field, and a destination address. The collective communication identifier is 1001, the collective
communication field is QJGY, and the destination address is 192.168.1.1. The destination address (192.168.1.1) is the
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address of the second terminal device 402.
[0239] A packet header of the packet (Y2) is the packet header of the packet (Y1), a payload of the packet (Y2) is the
data A, and a check value of the packet (Y2) is calculated based on the packet header of the packet (Y1) and the data
A. Specifically, the packet (Y2) includes the packet header, the payload, and the check value. The payload includes the
value 6. The check value is JYZ5. The packet header of the packet (Y2) includes a collective communication identifier,
a collective communication field, and a destination address. The collective communication identifier is 1001, the collective
communication field is QJGY, and the destination address is 192.168.1.5. The destination address (192.168.1.5) is the
address of the first terminal device 401.
[0240] The payload of the packet (X2) is the value 6, and the payload of the packet (X1) is the value 1. Therefore, the
payload of the packet (X2) is different from the payload of the packet (X1). The payload of the packet (X2) is different
from the payload of the packet (X1), and the check value is calculated based on the packet header of the packet and
the payload of the packet. Therefore, the check value of the packet (X2) is different from the check value of the packet
(X1). The payload of the packet (Y2) is the value 6, and the payload of the packet (Y1) is the value 5. Therefore, the
payload of the packet (Y2) is different from the payload of the packet (Y1). The payload of the packet (Y2) is different
from the payload of the packet (Y1), and the check value is calculated based on the packet header of the packet and
the payload of the packet. Therefore, the check value of the packet (Y2) is different from the check value of the packet (Y1).
[0241] Step S415: The first network device 100 sends the packet (X2) and the packet (Y2).
[0242] The destination address (192.168.1.1) in the packet header of the packet (X2) is the address of the second
terminal device 402, and the second terminal device 402 receives the packet (X2) sent by the first network device 100.
The destination address (192.168.1.5) in the packet header of the packet (Y2) is the address of the first terminal device
401, and the first terminal device 401 receives the packet (Y2) sent by the first network device 100.
[0243] In the embodiments shown in FIG. 1, FIG. 5, and Table 4, after the first network device 100 obtains a final
global reduction result (value 6), the first network device 100 generates the packet (X2) by using the packet header of
the packet (X1) and the final global reduction result (value 6), generates the packet (Y2) by using the packet header of
the packet (Y1) and the final global reduction result (value 6), and sends the packet (X2) and the packet (Y2), so that
the first terminal device 401 and the second terminal device 402 respectively receive the packet (Y2) and the packet
(X2). In this embodiment of this application, when no connection is established between the first network device 100
and each of the first terminal device 401 and the second terminal device 402, the first network device 100 may aggregate
and distribute collective communication packets by using the connection between the first terminal device 401 and the
second terminal device 402. Therefore, the first network device 100 does not need to include a hardware module for
establishing a connection to the terminal device, and this reduces hardware investment of the first network device 100.
In addition, the first network device 100 does not need to use a state machine to maintain a state of connection established
between the first network device 100 and the terminal device. This reduces resource overheads of the first network
device 100.
[0244] In addition, steps of the third network device 300 are similar to the steps of the first network device 100. For
the steps of the third network device 300, refer to the steps of the first network device 100.
[0245] In addition, if the local communication group (A1) includes a plurality of terminal devices, for example, if the
local communication group (A1) includes terminal devices A, B, C, and D, there are many manners of establishing a
connection. For example, a connection is established between the terminal device A and the terminal device B, a
connection is established between the terminal device B and the terminal device C, a connection is established between
the terminal device C and the terminal device D, and a connection is established between the terminal device D and the
terminal device A. Certainly, a communication connection may be alternatively established between the terminal devices
in the local communication group (A1) in another manner.
[0246] Refer to FIG. 1, FIG. 6, and Table 4. FIG. 6 is a flowchart of a method in which a collective communication type
of a packet is broadcast according to an embodiment of this application.
[0247] In the embodiments shown in FIG. 1, FIG. 6, and Table 4, a local communication group (A1) corresponding to
a collective communication identifier (1001) includes a first terminal device 401 and a second terminal device 402. A
connection is established between the first terminal device 401 and the second terminal device 402 in advance, and the
first terminal device 401 sends a packet (X1) to the second terminal device 402 by using a first network device 100. The
collective communication method provided in this embodiment of this application includes the following steps.
[0248] Step S501: The first network device 100 receives the packet (X1) sent by the first terminal device 401.
[0249] The packet (X1) includes a packet header, a payload, and a check value. The payload includes a value 1. The
check value is JYZ1. The packet header of the packet (X1) includes a collective communication identifier, a collective
communication field, and a destination address. The collective communication identifier is 1001, the collective commu-
nication field is GB, and the destination address is 192.168.1.1. The destination address (192.168.1.1) is an address of
the second terminal device 402.
[0250] Step S502: The first network device 100 determines, based on the collective communication field (GB) of the
packet (X1) and Table 2, that a collective communication type of the packet (X1) is broadcast.
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[0251] Table 2 shows a table that is of a mapping relationship between a collective communication field and a collective
communication type and that is prestored in the first network device 100. After the first network device 100 receives the
packet (X1), the first network device 100 extracts the collective communication field (GB) in the packet header of the
packet (X1). The first network device 100 determines, based on the collective communication field (GB) and Table 2,
that the collective communication type of the packet (X1) is broadcast.
[0252] Step S503: The first network device 100 obtains a port number (P1) corresponding to a port for receiving the
packet (XI), and obtains the collective communication identifier (1001) in the packet header of the packet (X1).
[0253] The first network device 100 predetermines that a port number corresponding to a port for communicating with
the first terminal device 401 is P1, and a port number corresponding to a port for communicating with the second terminal
device 402 is P2. After the first network device 100 receives, by using the port (P1), the packet (X1) sent by the first
terminal device 401, the first network device 100 may obtain the port number (P1) corresponding to the port for receiving
the packet (X1).
[0254] Step S504: The first network device 100 may determine, based on the collective communication identifier
(1001), the port (P1), and Table 4, that the packet (X1) comes from a child node.
[0255] In Table 4, the collective communication identifier (1001) and the port (P1) correspond to a port number of a
child node. Therefore, the first network device 100 may determine that the packet (X1) comes from a child node.
[0256] Step S505: The first network device 100 stores the packet (X1).
[0257] The collective communication type of the packet (X1) is broadcast, and therefore the first network device 100
needs to buffer the packet (X1), so that the first network device 100 may use the packet header of the packet (X1) in a
subsequent step.
[0258] Step S506: The first network device 100 receives a packet (Y1) sent by the second terminal device 402.
[0259] The packet (Y1) includes a packet header, a payload, and a check value. The payload includes a value 5. The
check value is JYZ2. The packet header of the packet (Y1) includes a collective communication identifier, a collective
communication field, and a destination address. The collective communication identifier is 1001, the collective commu-
nication field is GB, and the destination address is 192.168.1.5. The destination address (192.168.1.5) is an address of
the first terminal device 401.
[0260] Step S507: The first network device 100 determines, based on the collective communication field (GB) of the
packet (Y1) and Table 2, that a collective communication type of the packet (Y1) is broadcast.
[0261] Step S508: The first network device 100 obtains the port number (P2) corresponding to the port for receiving
the packet (Y1), and obtains the collective communication identifier (1001) in the packet header of the packet (Y1).
[0262] Step S509: The first network device 100 may determine, based on the collective communication identifier
(1001), the port (P2), and Table 4, that the packet (Y1) comes from a child node.
[0263] Step S510: The first network device 100 stores the packet (Y1).
[0264] Step S511: After the first network device 100 determines that the port corresponding to each of the port numbers
(P1 and P2) of the child nodes receives the collective communication packet, the first network device 100 extracts a
source process number (0) in the packet header of the packet (X1) and a source process number (1) in the packet
header of the packet (Y1).
[0265] Step S512: The first network device 100 determines, based on Table 3, the source process number (0) in the
packet header of the packet (X1), and the source process number (1) in the packet header of the packet (Y1), that data
in the payload of the packet (X1) is broadcast data, and extracts the value 1 from the payload of the packet (X1), where
the value 1 is the broadcast data.
[0266] Step S513: The first network device 100 determines, based on Table 4, a quantity (2) of terminal devices in
the local communication group (A1) corresponding to the collective communication identifier (1001), and determines,
based on Table 4, a quantity (2) of terminal devices in a global communication group (B1) corresponding to the collective
communication identifier (1001), and the first network device 100 determines that the quantity (2) of terminal devices in
the local communication group (A1) is equal to the quantity (2) of terminal devices in the global communication group (B1).
[0267] When the quantity (2) of terminal devices in the local communication group (A1) is equal to the quantity (2) of
terminal devices in the global communication group (B1), it indicates that the first network device 100 does not need to
send the broadcast data (value 1) to a second network device 200.
[0268] Step S514: The first network device 100 generates a packet (X2) based on the packet header of the packet
(X1) and the broadcast data (value 1), and the first network device 100 generates a packet (Y2) based on the packet
header of the packet (Y1) and the broadcast data (value 1).
[0269] A packet header of the packet (X2) is the packet header of the packet (X1), a payload of the packet (X2) is the
broadcast data (value 1), and a check value of the packet (X2) is calculated based on the packet header of the packet
(X1) and the broadcast data (value 1). Specifically, the packet (X2) includes the packet header, the payload, and the
check value. The payload includes the value 1. The check value is JYZ4. The packet header of the packet (X2) includes
a collective communication identifier, a collective communication field, and a destination address. The collective com-
munication identifier is 1001, the collective communication field is GB, and the destination address is 192.168.1.1. The
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destination address (192.168.1.1) is the address of the second terminal device 402.
[0270] A packet header of the packet (Y2) is the packet header of the packet (Y1), a payload of the packet (Y2) is the
broadcast data (value 1), and a check value of the packet (Y2) is calculated based on the packet header of the packet
(Y1) and the broadcast data (value 1). Specifically, the packet (Y2) includes the packet header, the payload, and the
check value. The payload includes the value 1. The check value is JYZ5. The packet header of the packet (Y2) includes
a collective communication identifier, a collective communication field, and a destination address. The collective com-
munication identifier is 1001, the collective communication field is GB, and the destination address is 192.168.1.5. The
destination address (192.168.1.5) is the address of the first terminal device 401.
[0271] The payload of the packet (X2) is the value 1, and the payload of the packet (X1) is the value 1. Therefore, the
payload of the packet (X2) is the same as the payload of the packet (X1). The payload of the packet (X2) is the same
as the payload of the packet (X1), the packet header of the packet (X2) is the same as the packet header of the packet
(X1), and the check value is calculated based on the packet header of the packet and the payload of the packet. Therefore,
the check value of the packet (X2) is the same as the check value of the packet (X1). The payload of the packet (Y2) is
the value 1, and the payload of the packet (Y1) is the value 5. Therefore, the payload of the packet (Y2) is different from
the payload of the packet (Y1). The payload of the packet (Y2) is different from the payload of the packet (Y1), and the
check value is calculated based on the packet header of the packet and the payload of the packet. Therefore, the check
value of the packet (Y2) is different from the check value of the packet (Y1).
[0272] Step S515: The first network device 100 sends the packet (X2) and the packet (Y2).
[0273] The destination address (192.168.1.1) in the packet header of the packet (X2) is the address of the second
terminal device 402, and the second terminal device 402 receives the packet (X2) sent by the first network device 100.
The destination address (192.168.1.5) in the packet header of the packet (Y2) is the address of the first terminal device
401, and the first terminal device 401 receives the packet (Y2) sent by the first network device 100.
[0274] In the embodiments shown in FIG. 1, FIG. 6, and Table 4, after the first network device 100 obtains the broadcast
data (value 1), the first network device 100 generates the packet (X2) by using the packet header of the packet (X1)
and the broadcast data (value 1), generates the packet (Y2) by using the packet header of the packet (Y1) and the
broadcast data (value 1), and sends the packet (X2) and the packet (Y2), so that the first terminal device 401 and the
second terminal device 402 respectively receive the packet (Y2) and the packet (X2). In this embodiment of this appli-
cation, when no connection is established between the first network device 100 and each of the first terminal device 401
and the second terminal device 402, the first network device 100 may aggregate and distribute collective communication
packets by using the connection between the first terminal device 401 and the second terminal device 402. Therefore,
the first network device 100 does not need to include a hardware module for establishing a connection to the terminal
device, and this reduces hardware investment of the first network device 100. In addition, the first network device 100
does not need to use a state machine to maintain a state of connection established between the first network device
100 and the terminal device. This reduces resource overheads of the first network device 100.
[0275] In addition, steps of the third network device 300 are similar to the steps of the first network device 100. For
the steps of the third network device 300, refer to the steps of the first network device 100.
[0276] In addition, if the local communication group (A1) includes a plurality of terminal devices, for example, if the
local communication group (A1) includes terminal devices A, B, C, and D, there are many manners of establishing a
connection. For example, a connection is established between the terminal device A and the terminal device B, a
connection is established between the terminal device B and the terminal device C, a connection is established between
the terminal device C and the terminal device D, and a connection is established between the terminal device D and the
terminal device A. Certainly, a communication connection may be alternatively established between the terminal devices
in the local communication group (A1) in another manner.
[0277] Refer to FIG. 1, FIG. 7, and Table 4. FIG. 7 is a flowchart of a method in which a collective communication type
of a packet is synchronization according to an embodiment of this application.
[0278] In the embodiments shown in FIG. 1, FIG. 7, and Table 4, a local communication group (A1) corresponding to
a collective communication identifier (1001) includes a first terminal device 401 and a second terminal device 402. A
connection is established between the first terminal device 401 and the second terminal device 402 in advance, and the
first terminal device 401 sends a packet (X1) to the second terminal device 402 by using a first network device 100. The
collective communication method provided in this embodiment of this application includes the following steps.
[0279] Step S601: The first network device 100 receives the packet (X1) sent by the first terminal device 401.
[0280] The packet (X1) includes a packet header, a payload, and a check value. The payload is empty. The check
value is JYZ1. The packet header of the packet (X1) includes a collective communication identifier, a collective commu-
nication field, and a destination address. The collective communication identifier is 1001, the collective communication
field is TB, and the destination address is 192.168.1.1. The destination address (192.168.1.1) is an address of the second
terminal device 402.
[0281] Step S602: The first network device 100 determines, based on the collective communication field (TB) of the
packet (X1) and Table 2, that a collective communication type of the packet (X1) is synchronization.
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[0282] Table 2 shows a table that is of a mapping relationship between a collective communication field and a collective
communication type and that is prestored in the first network device 100. After the first network device 100 receives the
packet (X1), the first network device 100 extracts the collective communication field (TB) in the packet header of the
packet (X1). The first network device 100 determines, based on the collective communication field (TB) and Table 2,
that the collective communication type of the packet (X1) is synchronization.
[0283] Step S603: The first network device 100 obtains a port number (P1) corresponding to a port for receiving the
packet (XI), and obtains the collective communication identifier (1001) in the packet header of the packet (X1).
[0284] The first network device 100 predetermines that a port number corresponding to a port for communicating with
the first terminal device 401 is P1, and a port number corresponding to a port for communicating with the second terminal
device 402 is P2. After the first network device 100 receives, by using the port (P1), the packet (X1) sent by the first
terminal device 401, the first network device 100 may obtain the port number (P1) corresponding to the port for receiving
the packet (X1).
[0285] Step S604: The first network device 100 may determine, based on the collective communication identifier
(1001), the port (P1), and Table 4, that the packet (X1) comes from a child node.
[0286] In Table 4, the collective communication identifier (1001) and the port (P1) correspond to a port number of a
child node. Therefore, the first network device 100 may determine that the packet (X1) comes from a child node.
[0287] Step S605: The first network device 100 stores the packet (X1).
[0288] The collective communication type of the packet (X1) is synchronization, and therefore the first network device
100 needs to buffer the packet (X1), so that the first network device 100 may use the packet header of the packet (X1)
in a subsequent step.
[0289] Step S606: The first network device 100 receives a packet (Y1) sent by the second terminal device 402.
[0290] The packet (Y1) includes a packet header, a payload, and a check value. The payload is empty. The check
value is JYZ2. The packet header of the packet (Y1) includes a collective communication identifier, a collective commu-
nication field, and a destination address. The collective communication identifier is 1001, the collective communication
field is TB, and the destination address is 192.168.1.5. The destination address (192.168.1.5) is an address of the first
terminal device 401.
[0291] Step S607: The first network device 100 determines, based on the collective communication field (TB) of the
packet (Y1) and Table 2, that a collective communication type of the packet (Y1) is synchronization.
[0292] Step S608: The first network device 100 obtains the port number (P2) corresponding to the port for receiving
the packet (Y1), and obtains the collective communication identifier (1001) in the packet header of the packet (Y1).
[0293] Step S609: The first network device 100 may determine, based on the collective communication identifier
(1001), the port (P2), and Table 4, that the packet (Y1) comes from a child node.
[0294] Step S610: The first network device 100 stores the packet (Y1).
[0295] Step S611: After the first network device 100 determines that the port corresponding to each of the port numbers
(PI and P2) of the child nodes receives the collective communication packet, the first network device 100 determines,
based on Table 4, a quantity (2) of terminal devices in the local communication group (A1) corresponding to the collective
communication identifier (1001), and determines, based on Table 4, a quantity (2) of terminal devices in a global com-
munication group (B1) corresponding to the collective communication identifier (1001), and the first network device 100
determines that the quantity (2) of terminal devices in the local communication group (A1) is equal to the quantity (2) of
terminal devices in the global communication group (B1).
[0296] When the quantity (2) of terminal devices in the local communication group (A1) is equal to the quantity (2) of
terminal devices in the global communication group (B1), it indicates that the first network device 100 does not need to
send the collective communication identifier (1001) to a second network device 200.
[0297] Step S612: The first network device 100 generates a packet (X2) based on the packet header of the packet
(XI), and the first network device 100 generates a packet (Y2) based on the packet header of the packet (Y1).
[0298] A packet header of the packet (X2) is the packet header of the packet (X1), a payload of the packet (X2) is
empty, and a check value of the packet (X2) is calculated based on the packet header of the packet (X1). Specifically,
the packet (X2) includes the packet header, the payload, and the check value. The payload is empty. The check value
is JYZ4. The packet header of the packet (X2) includes a collective communication identifier, a collective communication
field, and a destination address. The collective communication identifier is 1001, the collective communication field is
TB, and the destination address is 192.168.1.1. The destination address (192.168.1.1) is the address of the second
terminal device 402.
[0299] A packet header of the packet (Y2) is the packet header of the packet (Y1), a payload of the packet (Y2) is
empty, and a check value of the packet (Y2) is calculated based on the packet header of the packet (Y1). Specifically,
the packet (Y2) includes the packet header, the payload, and the check value. The payload is empty. The check value
is JYZ5. The packet header of the packet (Y2) includes a collective communication identifier, a collective communication
field, and a destination address. The collective communication identifier is 1001, the collective communication field is
TB, and the destination address is 192.168.1.5. The destination address (192.168.1.5) is the address of the first terminal
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device 401.
[0300] Step S613: The first network device 100 sends the packet (X2) and the packet (Y2).
[0301] The destination address (192.168.1.1) in the packet header of the packet (X2) is the address of the second
terminal device 402, and the second terminal device 402 receives the packet (X2) sent by the first network device 100.
The destination address (192.168.1.5) in the packet header of the packet (Y2) is the address of the first terminal device
401, and the first terminal device 401 receives the packet (Y2) sent by the first network device 100.
[0302] In the embodiments shown in FIG. 1, FIG. 7, and Table 4, after the first network device 100 determines that
the quantity (2) of terminal devices in the local communication group (A1) is equal to the quantity (2) of terminal devices
in the global communication group (B1), the first network device 100 generates the packet (X2) based on the packet
header of the packet (XI), and the first network device 100 generates the packet (Y2) based on the packet header of
the packet (Y1), and sends the packet (X2) and the packet (Y2), so that the first terminal device 401 and the second
terminal device 402 respectively receive the packet (Y2) and the packet (X2). In this embodiment of this application,
when no connection is established between the first network device 100 and each of the first terminal device 401 and
the second terminal device 402, the first network device 100 may aggregate and distribute collective communication
packets by using the connection between the first terminal device 401 and the second terminal device 402. Therefore,
the first network device 100 does not need to include a hardware module for establishing a connection to the terminal
device, and this reduces hardware investment of the first network device 100. In addition, the first network device 100
does not need to use a state machine to maintain a state of connection established between the first network device
100 and the terminal device. This reduces resource overheads of the first network device 100.
[0303] In addition, steps of the third network device 300 are similar to the steps of the first network device 100. For
the steps of the third network device 300, refer to the steps of the first network device 100.
[0304] In addition, if the local communication group (A1) includes a plurality of terminal devices, for example, if the
local communication group (A1) includes terminal devices A, B, C, and D, there are many manners of establishing a
connection. For example, a connection is established between the terminal device A and the terminal device B, a
connection is established between the terminal device B and the terminal device C, a connection is established between
the terminal device C and the terminal device D, and a connection is established between the terminal device D and the
terminal device A. Certainly, a communication connection may be alternatively established between the terminal devices
in the local communication group (A1) in another manner.
[0305] In the embodiments shown in FIG. 1 to FIG. 7, if the first network device 100 is in a remote direct memory
access over converged Ethernet (RDMA over converged Ethernet, RoCE) network, the destination address in the packet
header of the packet (X1) is a destination media access control (media access control, MAC) address. In addition, a
first field of the packet (X1) is the same as a first field of the packet (X2). The first field includes at least one of a source
MAC address, a source global identifier (global identifier, GID) in a global route header (global route header, GRH), a
destination global identifier in a global route header, or a destination queue pair (queue pair, QP) number in a base
transport header (base transport header, BTH).
[0306] In the embodiments shown in FIG. 1 to FIG. 7, if the first network device 100 is in an internet protocol routable
remote direct memory access over converged Ethernet (IP routable RDMA over converged Ethernet, RoCEv2) network,
the destination address in the packet header of the packet (X1) is a destination internet protocol (internet protocol, IP)
address. In addition, a second field of the packet (X1) is the same as a second field of the packet (X2). The second field
includes at least one of a source IP address, a user datagram protocol (user datagram protocol, UDP) source port
number, or a destination queue pair number in an infiniband (infiniband, IB) transport header.
[0307] In the embodiments shown in FIG. 1 to FIG. 7, if the first network device 100 is in an infiniband (infiniband, IB)
network, the destination address in the packet header of the packet (X1) is a destination local identifier (local identifier,
LID) address. In addition, a third field of the packet (X1) is the same as a third field of the packet (X2). The third field
includes at least one of a source local identifier address or a destination queue pair number in a base transport header.
[0308] FIG. 8 is a flowchart of a collective communication method according to an embodiment of this application. The
method shown in FIG. 8 includes the following steps.
[0309] Step S701: A first network device receives a first packet.
[0310] The first packet includes a first collective communication identifier and a first destination address. The first
destination address is an address of a first terminal device, and the first packet is a packet sent by a terminal device in
a local communication group corresponding to the first collective communication identifier.
[0311] For example, with reference to FIG. 1 and Table 1, if a second terminal device 402 sends the first packet to a
first network device 100, the first destination address in the first packet is an address of a first terminal device 401, and
the first collective communication identifier is 1001. A local communication group A1 corresponding to the first collective
communication identifier 1001 includes the first terminal device 401 and the second terminal device 402.
[0312] Step S702: The first network device receives at least one second packet.
[0313] If a quantity of terminal devices in the local communication group corresponding to the first collective commu-
nication identifier is less than a quantity of terminal devices in a global communication group corresponding to the first
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collective communication identifier, the at least one second packet is one second packet, and the second packet is a
packet sent by a second network device to the first network device.
[0314] For example, with reference to FIG. 2A, FIG. 2B, FIG. 3A, FIG. 3B, FIG. 4A, and FIG. 4B, in each of the
embodiments shown in FIG. 2A, FIG. 2B, FIG. 3A, FIG. 3B, FIG. 4A, and FIG. 4B, the quantity of terminal devices in
the local communication group corresponding to the first collective communication identifier is less than the quantity of
terminal devices in the global communication group corresponding to the first collective communication identifier.
[0315] If a quantity of terminal devices in the local communication group corresponding to the first collective commu-
nication identifier is equal to a quantity of terminal devices in a global communication group corresponding to the first
collective communication identifier, the at least one second packet is a packet sent by a terminal device in the local
communication group corresponding to the first collective communication identifier.
[0316] For example, with reference to FIG. 5, FIG. 6, and FIG. 7, in each of the embodiments shown in FIG. 5,
[0317] FIG. 6, and FIG. 7, the quantity of terminal devices in the local communication group corresponding to the first
collective communication identifier is equal to the quantity of terminal devices in the global communication group corre-
sponding to the first collective communication identifier.
[0318] Certainly, regardless of whether the at least one second packet is a packet sent by the second network device
or the terminal device in the local communication group, each of the at least one second packet includes the first collective
communication identifier.
[0319] Step S703: The first network device sends a third packet based on the first packet and the at least one second
packet.
[0320] The third packet includes the first collective communication identifier and the first destination address.
[0321] In the embodiment shown in FIG. 8, in this embodiment of this application, when no connection is established
between the first network device and the terminal device, the first network device may aggregate and distribute collective
communication packets by using a connection between the first terminal device and another terminal device. Therefore,
the first network device does not need to include a hardware module for establishing a connection to the terminal device,
and this reduces hardware investment of the first network device. In addition, the first network device does not need to
use a state machine to maintain a state of connection established between the first network device and the terminal
device. This reduces resource overheads of the first network device.
[0322] FIG. 9 is another flowchart of a collective communication method according to an embodiment of this application.
The method shown in FIG. 9 includes the following steps.
[0323] Step S801: A first network device receives a first packet.
[0324] The first packet includes a first collective communication identifier and a first destination address. The first
destination address is an address of a first terminal device, and the first packet is a packet sent by a terminal device in
a local communication group corresponding to the first collective communication identifier.
[0325] Step S802: The first network device determines that a collective communication type of the first packet is global
reduction or broadcast.
[0326] For specific implementation of step S802, refer to step S102 shown in FIG. 2A and FIG. 2B and step S202
shown in FIG. 3A and FIG. 3B.
[0327] Step S803: The first network device determines that there are at least two terminal devices in the local com-
munication group corresponding to the first collective communication identifier.
[0328] Refer to Table 1. The first network device may learn of a quantity of terminal devices in the local communication
group from the third column in Table 1. In Table 1, port numbers of child nodes corresponding to a collective communication
identifier 1001 include P1 and P2. Therefore, there are two terminal devices in the local communication group.
[0329] Step S804: The first network device receives at least one fourth packet.
[0330] Each of the at least one fourth packet includes the first collective communication identifier, and the first packet
and the at least one fourth packet are packets sent by all terminal devices in the local communication group corresponding
to the first collective communication identifier.
[0331] Step S805: The first network device aggregates a payload of the first packet and a payload of the at least one
fourth packet to obtain second data.
[0332] For specific implementation of step S805, refer to step S112 shown in FIG. 2A and FIG. 2B and step S212
shown in FIG. 3A and FIG. 3B.
[0333] Step S806: The first network device determines that the quantity of terminal devices in the local communication
group corresponding to the first collective communication identifier is less than a quantity of terminal devices in a global
communication group corresponding to the first collective communication identifier.
[0334] For specific implementation of step S806, refer to step S113 shown in FIG. 2A and FIG. 2B and step S213
shown in FIG. 3A and FIG. 3B.
[0335] Step S807: The first network device sends the second data and the first collective communication identifier to
a second network device.
[0336] For specific implementation of step S807, refer to step S114 shown in FIG. 2A and FIG. 2B and step S214
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shown in FIG. 3A and FIG. 3B.
[0337] In addition, if there is one terminal device in the local communication group corresponding to the first collective
communication identifier, step S803 to step S807 may be replaced with the following three steps: The first network
device determines that there is one terminal device in the local communication group corresponding to the first collective
communication identifier; the first network device extracts a payload of the first packet to obtain first data; and the first
network device sends the first data and the first collective communication identifier to a second network device.
[0338] Step S808: The first network device receives a second packet sent by the second network device.
[0339] The second packet includes the first collective communication identifier.
[0340] Step S809: The first network device generates a third packet based on a payload of the second packet and a
packet header of the first packet.
[0341] The third packet includes the first collective communication identifier and the first destination address.
[0342] For specific implementation of step S809, refer to step S117 shown in FIG. 2A and FIG. 2B and step S217
shown in FIG. 3A and FIG. 3B.
[0343] Step S810: The first network device sends the third packet.
[0344] For specific implementation of step S810, refer to step S118 shown in FIG. 2A and FIG. 2B and step S218
shown in FIG. 3A and FIG. 3B.
[0345] In the embodiment shown in FIG. 9, in this embodiment of this application, when no connection is established
between the first network device and the terminal device, the first network device may aggregate and distribute global
reduction packets or broadcast packets by using a connection between the first terminal device and another terminal
device. Therefore, the first network device does not need to include a hardware module for establishing a connection
to the terminal device, and this reduces hardware investment of the first network device. In addition, the first network
device does not need to use a state machine to maintain a state of connection established between the first network
device and the terminal device. This reduces resource overheads of the first network device.
[0346] FIG. 10 is still another flowchart of a collective communication method according to an embodiment of this
application. The method shown in FIG. 10 includes the following steps.
[0347] Step S901: A first network device receives a first packet.
[0348] The first packet includes a first collective communication identifier and a first destination address. The first
destination address is an address of a first terminal device, and the first packet is a packet sent by a terminal device in
a local communication group corresponding to the first collective communication identifier.
[0349] Step S902: The first network device determines that a collective communication type of the first packet is global
reduction or broadcast.
[0350] For specific implementation of step S902, refer to step S102 shown in FIG. 2A and FIG. 2B, step S202 shown
in FIG. 3A and FIG. 3B, step S402 shown in FIG. 5, and step S502 shown in FIG. 6.
[0351] Step S903: The first network device determines that there are at least two terminal devices in the local com-
munication group corresponding to the first collective communication identifier.
[0352] Refer to Table 1. The first network device may learn of a quantity of terminal devices in the local communication
group from the third column in Table 1. In Table 1, port numbers of child nodes corresponding to a collective communication
identifier 1001 include P1 and P2. Therefore, there are two terminal devices in the local communication group.
[0353] Step S904: The first network device receives at least one second packet.
[0354] Each of the at least one second packet includes the first collective communication identifier.
[0355] Step S905: The first network device determines that the first packet and the at least one second packet are
packets sent by all terminal devices in the local communication group corresponding to the first collective communication
identifier.
[0356] Step S906: The first network device aggregates a payload of the first packet and a payload of the at least one
second packet to obtain third data.
[0357] For specific implementation of step S906, refer to step S112 shown in FIG. 2A and FIG. 2B and step S212
shown in FIG. 3A and FIG. 3B.
[0358] Step S907: The first network device determines that the quantity of terminal devices in the local communication
group corresponding to the first collective communication identifier is equal to a quantity of terminal devices in a global
communication group corresponding to the first collective communication identifier.
[0359] For specific implementation of step S907, refer to step S113 shown in FIG. 2A and FIG. 2B and step S213
shown in FIG. 3A and FIG. 3B.
[0360] Step S908: The first network device generates a third packet based on the third data and a packet header of
the first packet.
[0361] The third packet includes the first collective communication identifier and the first destination address.
[0362] For specific implementation of step S908, refer to step S117 shown in FIG. 2A and FIG. 2B and step S217
shown in FIG. 3A and FIG. 3B.
[0363] Step S909: The first network device sends the third packet.
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[0364] For specific implementation of step S909, refer to step S118 shown in FIG. 2A and FIG. 2B and step S218
shown in FIG. 3A and FIG. 3B.
[0365] In the embodiment shown in FIG. 10, in this embodiment of this application, when no connection is established
between the first network device and the terminal device, the first network device may aggregate and distribute global
reduction packets or broadcast packets by using a connection between the first terminal device and another terminal
device. Therefore, the first network device does not need to include a hardware module for establishing a connection
to the terminal device, and this reduces hardware investment of the first network device. In addition, the first network
device does not need to use a state machine to maintain a state of connection established between the first network
device and the terminal device. This reduces resource overheads of the first network device.
[0366] FIG. 11 is still another flowchart of a collective communication method according to an embodiment of this
application. The method shown in FIG. 11 includes the following steps.
[0367] Step S1001: A first network device receives a first packet.
[0368] The first packet includes a first collective communication identifier and a first destination address. The first
destination address is an address of a first terminal device, and the first packet is a packet sent by a terminal device in
a local communication group corresponding to the first collective communication identifier.
[0369] Step S1002: The first network device determines that a collective communication type of the first packet is
synchronization.
[0370] For specific implementation of step S1002, refer to step S302 shown in FIG. 4A and FIG. 4B.
[0371] Step S1003: The first network device determines that there are at least two terminal devices in the local
communication group corresponding to the first collective communication identifier.
[0372] Refer to Table 1. The first network device may learn of a quantity of terminal devices in the local communication
group from the third column in Table 1. In Table 1, port numbers of child nodes corresponding to a collective communication
identifier 1001 include P1 and P2. Therefore, there are two terminal devices in the local communication group.
[0373] Step S1004: The first network device receives at least one fifth packet.
[0374] Each of the at least one fifth packet includes the first collective communication identifier, and the first packet
and the at least one fifth packet are packets sent by all terminal devices in the local communication group corresponding
to the first collective communication identifier.
[0375] Step S1005: The first network device determines that the quantity of terminal devices in the local communication
group corresponding to the first collective communication identifier is less than a quantity of terminal devices in a global
communication group corresponding to the first collective communication identifier.
[0376] For specific implementation of step S1005, refer to step S311 shown in FIG. 4A and FIG. 4B.
[0377] Step S1006: The first network device sends the first collective communication identifier to a second network
device.
[0378] For specific implementation of step S1006, refer to step S312 shown in FIG. 4A and FIG. 4B.
[0379] In addition, if there is one terminal device in the local communication group corresponding to the first collective
communication identifier, step S1003 to step S1006 may be replaced with the following three steps: The first network
device determines that there is one terminal device in the local communication group corresponding to the first collective
communication identifier; the first network device determines that a quantity of terminal devices in the local communication
group corresponding to the first collective communication identifier is less than a quantity of terminal devices in a global
communication group corresponding to the first collective communication identifier; and the first network device sends
the first collective communication identifier to a second network device.
[0380] Step S1007: The first network device receives a second packet sent by the second network device.
[0381] The second packet includes the first collective communication identifier.
[0382] Step S1008: The first network device determines that the first collective communication identifier in the second
packet is the same as the first collective communication identifier in the first packet.
[0383] Step S1009: The first network device generates a third packet based on a packet header of the first packet.
[0384] For specific implementation of step S1009, refer to step S315 shown in FIG. 4A and FIG. 4B.
[0385] Step S1010: The first network device sends the third packet.
[0386] A payload of the third packet is the same as a payload of the first packet.
[0387] For specific implementation of step S1010, refer to step S316 shown in FIG. 4A and FIG. 4B.
[0388] In the embodiment shown in FIG. 11, in this embodiment of this application, when no connection is established
between the first network device and the terminal device, the first network device may aggregate and distribute syn-
chronization packets by using a connection between the first terminal device and another terminal device. Therefore,
the first network device does not need to include a hardware module for establishing a connection to the terminal device,
and this reduces hardware investment of the first network device. In addition, the first network device does not need to
use a state machine to maintain a state of connection established between the first network device and the terminal
device. This reduces resource overheads of the first network device.
[0389] FIG. 12 is still another flowchart of a collective communication method according to an embodiment of this
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application. The method shown in FIG. 12 includes the following steps.
[0390] Step S1101: A first network device receives a first packet.
[0391] The first packet includes a first collective communication identifier and a first destination address. The first
destination address is an address of a first terminal device, and the first packet is a packet sent by a terminal device in
a local communication group corresponding to the first collective communication identifier.
[0392] Step S1102: The first network device determines that a collective communication type of the first packet is
synchronization.
[0393] For specific implementation of step S1102, refer to step S602 shown in FIG. 7.
[0394] Step S1103: The first network device determines that there are at least two terminal devices in the local
communication group corresponding to the first collective communication identifier.
[0395] Refer to Table 1. The first network device may learn of a quantity of terminal devices in the local communication
group from the third column in Table 1. In Table 1, port numbers of child nodes corresponding to a collective communication
identifier 1001 include P1 and P2. Therefore, there are two terminal devices in the local communication group.
[0396] Step S1104: The first network device receives at least one second packet.
[0397] Each of the at least one second packet includes the first collective communication identifier.
[0398] Step S1105: The first network device determines that the first packet and the at least one second packet are
packets sent by all terminal devices in the local communication group corresponding to the first collective communication
identifier.
[0399] Step S1106: The first network device determines that the quantity of terminal devices in the local communication
group corresponding to the first collective communication identifier is equal to a quantity of terminal devices in a global
communication group corresponding to the first collective communication identifier.
[0400] For specific implementation of step S1106, refer to step S611 shown in FIG. 7.
[0401] Step S1107: The first network device generates a third packet based on a packet header of the first packet.
[0402] For specific implementation of step S1107, refer to step S612 shown in FIG. 7.
[0403] Step S1108: The first network device sends the third packet.
[0404] For specific implementation of step S1108, refer to step S613 shown in FIG. 7.
[0405] In the embodiment shown in FIG. 12, in this embodiment of this application, when no connection is established
between the first network device and the terminal device, the first network device may aggregate and distribute syn-
chronization packets by using a connection between the first terminal device and another terminal device. Therefore,
the first network device does not need to include a hardware module for establishing a connection to the terminal device,
and this reduces hardware investment of the first network device. In addition, the first network device does not need to
use a state machine to maintain a state of connection established between the first network device and the terminal
device. This reduces resource overheads of the first network device.
[0406] FIG. 13 is a schematic diagram of a network device according to an embodiment of this application. A first
network device 100 shown in FIG. 13 includes a switching chip 101 and a computing chip 102. The switching chip 101
is mainly configured to receive, send, and identify a collective communication packet. The computing chip 102 is mainly
configured to store, aggregate, and process the collective communication packet. Functions of the switching chip 101
and the computing chip 102 are described below in detail with reference to FIG. 1, FIG. 2A, FIG. 2B, Table 1, and FIG. 13.
[0407] In the embodiments shown in FIG. 1, FIG. 2A, FIG. 2B, Table 1, and FIG. 13, the switching chip 101 receives
a packet (X1) sent by a first terminal device 401. The switching chip 101 determines, based on a collective communication
field (QJGY) of the packet (X1) and Table 2, that a collective communication type of the packet (X1) is global reduction.
The switching chip 101 sends the packet (X1) to the computing chip 102. The computing chip 102 receives the packet
(X1) sent by the switching chip 101. The computing chip 102 obtains a port number (P1) corresponding to a port for
receiving the packet (X1). The computing chip 102 obtains a collective communication identifier (1001) in a packet
header of the packet (X1). The computing chip 102 may determine, based on the collective communication identifier
(1001), the port (P1), and Table 1, that the packet (X1) comes from a child node. The computing chip 102 stores the
packet (X1).
[0408] In the embodiments shown in FIG. 1, FIG. 2A, FIG. 2B, Table 1, and FIG. 13, the switching chip 101 receives
a packet (Y1) sent by a second terminal device 402. The switching chip 101 determines, based on a collective commu-
nication field (QJGY) of the packet (Y1) and Table 2, that a collective communication type of the packet (Y1) is global
reduction. The switching chip 101 sends the packet (Y1) to the computing chip 102. The computing chip 102 obtains a
port number (P2) corresponding to a port for receiving the packet (Y1). The computing chip 102 obtains a collective
communication identifier (1001) in a packet header of the packet (Y1). The computing chip 102 may determine, based
on the collective communication identifier (1001), the port (P2), and Table 1, that the packet (Y1) comes from a child
node. The computing chip 102 stores the packet (Y1).
[0409] In the embodiments shown in FIG. 1, FIG. 2A, FIG. 2B, Table 1, and FIG. 13, after the computing chip 102
determines that the port corresponding to each of the port numbers (PI and P2) of the child nodes receives the collective
communication packet, the computing chip 102 determines that a global reduction field in each of the packet (XI) and
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the packet (Y1) is summation. The computing chip 102 extracts a payload (value 1) of the packet (XI) and a payload
(value 5) of the packet (Y1). The computing chip 102 calculates a sum of the payload (value 1) of the packet (XI) and
the payload (value 5) of the packet (Y1) to obtain data A (value 6). The computing chip 102 determines, based on Table
1, a quantity (2) of terminal devices in a local communication group (A1) corresponding to the collective communication
identifier (1001). The computing chip 102 determines, based on Table 1, a quantity (4) of terminal devices in a global
communication group (B1) corresponding to the collective communication identifier (1001). The computing chip 102
determines that the quantity (2) of terminal devices in the local communication group (A1) is less than the quantity (4)
of terminal devices in the global communication group (B1). The computing chip 102 sends the data A (value 6) and the
collective communication identifier (1001) to the switching chip 101.
[0410] In the embodiments shown in FIG. 1, FIG. 2A, FIG. 2B, Table 1, and FIG. 13, after the switching chip 101
receives the data A (value 6) and the collective communication identifier (1001) sent by the computing chip 102, the
switching chip 101 sends the data A (value 6) and the collective communication identifier (1001) to a second network
device 200. The switching chip 101 receives a packet (Z1) sent by the second network device 200, and the switching
chip 101 sends the packet (Z1) to the computing chip 102.
[0411] In the embodiments shown in FIG. 1, FIG. 2A, FIG. 2B, Table 1, and FIG. 13, after the computing chip 102
receives the packet (Z1) sent by the switching chip 101, the computing chip 102 may determine, based on the collective
communication identifier (1001) in the packet (Z1), a port (P10) for receiving the packet (Z1), and Table 1, that the packet
(Z1) comes from a parent node. The computing chip 102 generates a packet (X2) based on the packet header of the
packet (XI) and a payload of the packet (Z1). The computing chip 102 generates a packet (Y2) based on the packet
header of the packet (Y1) and the payload of the packet (Z1). The computing chip 102 sends the packet (X2) and the
packet (Y2) to the switching chip 101. After the switching chip 101 receives the packet (X2) and the packet (Y2) sent by
the computing chip 102, the switching chip 101 sends the packet (X2) and the packet (Y2).
[0412] In the embodiments shown in FIG. 1, FIG. 2A, FIG. 2B, Table 1, and FIG. 13, the processes performed by the
switching chip 101 and the computing chip 102 of the first network device 100 when the collective communication type
of the packet is global reduction are described.
[0413] FIG. 14 is a schematic diagram of a system according to an embodiment of this application. The system shown
in FIG. 14 includes a network device 500 and at least two terminal devices. The at least two terminal devices include
devices such as a terminal device 601 and a terminal device 602.
[0414] In the embodiment shown in FIG. 14, a working principle of the network device 500 shown in FIG. 14 is the
same as that of the first network device 100 in FIG. 1 to FIG. 7. For an execution process of the network device 500
shown in FIG. 14, refer to the execution process of the first network device 100 in FIG. 1 to FIG. 7. Working principles
of the terminal device 601 and the terminal device 602 shown in FIG. 14 are the same as those of the first terminal
device 401 and the second terminal device 402 in FIG. 1 to FIG. 7. For execution processes of the terminal device 601
and the terminal device 602 shown in FIG. 14, refer to the execution processes of the first terminal device 401 and the
second terminal device 402 in FIG. 1 to FIG. 7.
[0415] In the embodiment shown in FIG. 14, in this embodiment of this application, when no connection is established
between the network device 500 and each of the at least two terminals, the network device 500 may aggregate and
distribute collective communication packets by using a connection between the at least two terminal devices. Therefore,
the network device 500 does not need to include a hardware module for establishing a connection to each of the at least
two terminal devices, thereby reducing hardware investment of the network device 500. In addition, the network device
500 does not need to use a state machine to maintain a state of connection established between the network device
500 and each of the at least two terminal devices, thereby reducing resource overheads of the network device 500.
[0416] FIG. 15 is another schematic diagram of a network device according to an embodiment of this application. The
network device shown in FIG. 15 includes the following modules:

a receiving module 701, configured to: receive a first packet, where the first packet includes a first collective com-
munication identifier and a first destination address, and the first destination address is an address of a first terminal
device; and receive at least one second packet, where each of the at least one second packet includes the first
collective communication identifier; and
a sending module 702, configured to send a third packet based on the first packet and the at least one second
packet, where the third packet includes the first collective communication identifier and the first destination address.

[0417] In the embodiment shown in FIG. 15, the network device further includes a processing module 703. The
processing module 703 is configured to generate the third packet based on a payload of the second packet and a packet
header of the first packet. The second packet is a packet sent by a second network device. The sending module 702 is
configured to send the third packet.
[0418] In the embodiment shown in FIG. 15, the processing module 703 is configured to: determine that there is one
terminal device in a local communication group corresponding to the first collective communication identifier; and extract
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a payload of the first packet to obtain first data. The sending module 702 is configured to send the first data and the first
collective communication identifier to the second network device.
[0419] In the embodiment shown in FIG. 15, the processing module 703 is configured to determine that there are at
least two terminal devices in a local communication group corresponding to the first collective communication identifier.
The receiving module 701 is configured to receive at least one fourth packet. Each of the at least one fourth packet
includes the first collective communication identifier, and the first packet and the at least one fourth packet are packets
sent by all terminal devices in the local communication group corresponding to the first collective communication identifier.
The processing module 703 is configured to aggregate a payload of the first packet and a payload of the at least one
fourth packet to obtain second data. The sending module 702 is configured to send the second data and the first collective
communication identifier to the second network device.
[0420] In the embodiment shown in FIG. 15, the processing module 703 is configured to: determine that a collective
communication type of the first packet is global reduction or broadcast; and determine that a quantity of terminal devices
in the local communication group corresponding to the first collective communication identifier is less than a quantity of
terminal devices in a global communication group corresponding to the first collective communication identifier.
[0421] In the embodiment shown in FIG. 15, the processing module 703 is configured to: determine that the first packet
and the at least one second packet are packets sent by all terminal devices in a local communication group corresponding
to the first collective communication identifier; aggregate a payload of the first packet and a payload of the at least one
second packet to obtain third data; and generate the third packet based on the third data and a packet header of the
first packet. The sending module 702 is configured to send the third packet.
[0422] In the embodiment shown in FIG. 15, the processing module 703 is configured to: determine that a collective
communication type of the first packet is global reduction or broadcast; and determine that a quantity of terminal devices
in the local communication group corresponding to the first collective communication identifier is equal to a quantity of
terminal devices in a global communication group corresponding to the first collective communication identifier.
[0423] In the embodiment shown in FIG. 15, the processing module 703 is configured to determine that the first
collective communication identifier in the second packet is the same as the first collective communication identifier in
the first packet. The second packet is a packet sent by a second network device. The sending module 702 is configured
to send the third packet. A payload of the third packet is the same as a payload of the first packet.
[0424] In the embodiment shown in FIG. 15, the processing module 703 is configured to determine that there is one
terminal device in a local communication group corresponding to the first collective communication identifier. The sending
module 702 is configured to send the first collective communication identifier to the second network device.
[0425] In the embodiment shown in FIG. 15, the processing module 703 is configured to determine that there are at
least two terminal devices in a local communication group corresponding to the first collective communication identifier.
The receiving module 701 is configured to receive at least one fifth packet. Each of the at least one fifth packet includes
the first collective communication identifier, and the first packet and the at least one fifth packet are packets sent by all
terminal devices in the local communication group corresponding to the first collective communication identifier. The
sending module 702 is configured to send the first collective communication identifier to the second network device.
[0426] In the embodiment shown in FIG. 15, the processing module 703 is configured to: determine that a collective
communication type of the first packet is synchronization; and determine that a quantity of terminal devices in the local
communication group corresponding to the first collective communication identifier is less than a quantity of terminal
devices in a global communication group corresponding to the first collective communication identifier.
[0427] In the embodiment shown in FIG. 15, the processing module 703 is configured to determine that the first packet
and the at least one second packet are packets sent by all terminal devices in a local communication group corresponding
to the first collective communication identifier. The sending module 702 is configured to send the third packet. A payload
of the third packet is the same as a payload of the first packet.
[0428] In the embodiment shown in FIG. 15, the processing module 703 is configured to: determine that a collective
communication type of the first packet is synchronization; and determine that a quantity of terminal devices in the local
communication group corresponding to the first collective communication identifier is equal to a quantity of terminal
devices in a global communication group corresponding to the first collective communication identifier.
[0429] In the embodiment shown in FIG. 15, when the processing module 703 determines that the collective commu-
nication type of the first packet is global reduction, the payload of the first packet is different from a payload of the third
packet, and a check value of the first packet is different from a check value of the third packet; when the processing
module 703 determines that the collective communication type of the first packet is broadcast and the first packet does
not carry broadcast data, the payload of the first packet is different from a payload of the third packet, and a check value
of the first packet is different from a check value of the third packet; or when the processing module 703 determines that
the collective communication type of the first packet is broadcast and the first packet carries broadcast data, the payload
of the first packet is the same as a payload of the third packet, and a check value of the first packet is the same as a
check value of the third packet.
[0430] In the embodiment shown in FIG. 15, the processing module 703 may further include a switching chip and a
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computing chip. Functions of the switching chip in the processing module 703 in FIG. 15 are the same as those of the
switching chip 101 in FIG. 13. Functions of the computing chip in the processing module 703 in FIG. 15 are the same
as those of the computing chip 102 in FIG. 13. For specific implementation of the switching chip and the computing chip
in the processing module 703 in FIG. 15, refer to the description of the switching chip 101 and the computing chip 102
in the embodiment shown in FIG. 13.
[0431] It should be noted that, when there is a function implemented by software in the foregoing embodiments, related
software or a module in the software may be stored in a computer-readable medium or transmitted as one or more
instructions or code in the computer-readable medium. The computer-readable medium includes a computer storage
medium and a communication medium. The communication medium includes any medium that facilitates transmission
of a computer program from one place to another. The storage medium may be any available medium that can be
accessed by a computer. The following provides an example but does not impose a limitation: The computer-readable
medium may include a RAM, a ROM, an EEPROM, a CD-ROM or another compact disc storage, a magnetic disk storage
medium or another magnetic storage device, or any other medium that can carry or store expected program code in a
form of instructions or a data structure and can be accessed by a computer.
[0432] In addition, the foregoing embodiments are merely intended to describe the technical solutions in this application,
but not to limit this application. Although this application is described in detail with reference to the foregoing embodiments,
persons of ordinary skill in the art should understand that they may still make modifications to the technical solutions
described in the foregoing embodiments or make equivalent replacements to some technical features thereof.

Claims

1. A collective communication method, wherein the method comprises:

receiving, by a first network device, a first packet, wherein the first packet comprises a first collective commu-
nication identifier and a first destination address, and the first destination address is an address of a first terminal
device;
receiving, by the first network device, at least one second packet, wherein each of the at least one second
packet comprises the first collective communication identifier; and
sending, by the first network device, a third packet based on the first packet and the at least one second packet,
wherein the third packet comprises the first collective communication identifier and the first destination address.

2. The collective communication method according to claim 1, wherein the at least one second packet is one second
packet; and
the sending, by the first network device, a third packet based on the first packet and the at least one second packet
comprises:

generating, by the first network device, the third packet based on a payload of the second packet and a packet
header of the first packet, wherein the second packet is a packet sent by a second network device; and
sending, by the first network device, the third packet.

3. The collective communication method according to claim 2, wherein after the receiving, by a first network device,
a first packet and before the receiving, by the first network device, at least one second packet, the method further
comprises:

determining, by the first network device, that there is one terminal device in a local communication group
corresponding to the first collective communication identifier;
extracting, by the first network device, a payload of the first packet to obtain first data; and
sending, by the first network device, the first data and the first collective communication identifier to the second
network device.

4. The collective communication method according to claim 2, wherein after the receiving, by a first network device,
a first packet and before the receiving, by the first network device, at least one second packet, the method further
comprises:

determining, by the first network device, that there are at least two terminal devices in a local communication
group corresponding to the first collective communication identifier;
receiving, by the first network device, at least one fourth packet, wherein each of the at least one fourth packet
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comprises the first collective communication identifier, and the first packet and the at least one fourth packet
are packets sent by all terminal devices in the local communication group corresponding to the first collective
communication identifier;
aggregating, by the first network device, a payload of the first packet and a payload of the at least one fourth
packet to obtain second data; and
sending, by the first network device, the second data and the first collective communication identifier to the
second network device.

5. The collective communication method according to claim 3 or 4, wherein the method further comprises:

determining, by the first network device, that a collective communication type of the first packet is global reduction
or broadcast; and
determining, by the first network device, that a quantity of terminal devices in the local communication group
corresponding to the first collective communication identifier is less than a quantity of terminal devices in a
global communication group corresponding to the first collective communication identifier.

6. The collective communication method according to claim 1, wherein the sending, by the first network device, a third
packet based on the first packet and the at least one second packet comprises:

determining, by the first network device, that the first packet and the at least one second packet are packets
sent by all terminal devices in a local communication group corresponding to the first collective communication
identifier;
aggregating, by the first network device, a payload of the first packet and a payload of the at least one second
packet to obtain third data;
generating, by the first network device, the third packet based on the third data and a packet header of the first
packet; and
sending, by the first network device, the third packet.

7. The collective communication method according to claim 6, wherein the method further comprises:

determining, by the first network device, that a collective communication type of the first packet is global reduction
or broadcast; and
determining, by the first network device, that a quantity of terminal devices in the local communication group
corresponding to the first collective communication identifier is equal to a quantity of terminal devices in a global
communication group corresponding to the first collective communication identifier.

8. The collective communication method according to claim 1, wherein the at least one second packet is one second
packet; and
the sending, by the first network device, a third packet based on the first packet and the at least one second packet
comprises:

determining, by the first network device, that the first collective communication identifier in the second packet
is the same as the first collective communication identifier in the first packet, wherein the second packet is a
packet sent by a second network device; and
sending, by the first network device, the third packet, wherein a payload of the third packet is the same as a
payload of the first packet.

9. The collective communication method according to claim 8, wherein after the receiving, by a first network device,
a first packet and before the receiving, by the first network device, at least one second packet, the method further
comprises:

determining, by the first network device, that there is one terminal device in a local communication group
corresponding to the first collective communication identifier; and
sending, by the first network device, the first collective communication identifier to the second network device.

10. The collective communication method according to claim 8, wherein after the receiving, by a first network device,
a first packet and before the receiving, by the first network device, at least one second packet, the method further
comprises:
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determining, by the first network device, that there are at least two terminal devices in a local communication
group corresponding to the first collective communication identifier;
receiving, by the first network device, at least one fifth packet, wherein each of the at least one fifth packet
comprises the first collective communication identifier, and the first packet and the at least one fifth packet are
packets sent by all terminal devices in the local communication group corresponding to the first collective
communication identifier; and
sending, by the first network device, the first collective communication identifier to the second network device.

11. The collective communication method according to claim 9 or 10, wherein the method further comprises:

determining, by the first network device, that a collective communication type of the first packet is synchronization;
and
determining, by the first network device, that a quantity of terminal devices in the local communication group
corresponding to the first collective communication identifier is less than a quantity of terminal devices in a
global communication group corresponding to the first collective communication identifier.

12. The collective communication method according to claim 1, wherein the sending, by the first network device, a third
packet based on the first packet and the at least one second packet comprises:

determining, by the first network device, that the first packet and the at least one second packet are packets
sent by all terminal devices in a local communication group corresponding to the first collective communication
identifier; and
sending, by the first network device, the third packet, wherein a payload of the third packet is the same as a
payload of the first packet.

13. The collective communication method according to claim 12, wherein the method further comprises:

determining, by the first network device, that a collective communication type of the first packet is synchronization;
and
determining, by the first network device, that a quantity of terminal devices in the local communication group
corresponding to the first collective communication identifier is equal to a quantity of terminal devices in a global
communication group corresponding to the first collective communication identifier.

14. The collective communication method according to any one of claims 1 to 7, wherein

when the first network device determines that the collective communication type of the first packet is global
reduction, the payload of the first packet is different from a payload of the third packet, and a check value of
the first packet is different from a check value of the third packet;
when the first network device determines that the collective communication type of the first packet is broadcast
and the first packet does not carry broadcast data, the payload of the first packet is different from a payload of
the third packet, and a check value of the first packet is different from a check value of the third packet; or
when the first network device determines that the collective communication type of the first packet is broadcast
and the first packet carries broadcast data, the payload of the first packet is the same as a payload of the third
packet, and a check value of the first packet is the same as a check value of the third packet.

15. The collective communication method according to any one of claims 1 to 14, wherein

when the first network device is in a remote direct memory access over converged Ethernet (RoCE) network,
the first destination address is a destination media access control (MAC) address;
when the first network device is in an internet protocol routable remote direct memory access over converged
Ethernet (RoCEv2) network, the first destination address is a destination internet protocol (IP) address; or
when the first network device is in an infiniband (IB) network, the first destination address is a destination local
identifier (LID) address.

16. The collective communication method according to claim 15, wherein

when the first network device is in the RoCE network, a first field of the first packet is the same as a first field
of the third packet, and the first field comprises at least one of a source MAC address, a source global identifier
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(GID) in a global route header (GRH), a destination GID in a GRH, or a destination queue pair (QP) number in
a base transport header (BTH);
when the first network device is in the RoCEv2 network, a second field of the first packet is the same as a
second field of the third packet, and the second field comprises at least one of a source IP address, a user
datagram protocol (UDP) source port number, or a destination QP number in an IB transport header; or
when the first network device is in the IB network, a third field of the first packet is the same as a third field of
the third packet, and the third field comprises at least one of a source LID address or a destination QP number
in a BTH.

17. A network device, wherein the network device comprises a receiving module and a sending module;

the receiving module is configured to: receive a first packet, wherein the first packet comprises a first collective
communication identifier and a first destination address, and the first destination address is an address of a first
terminal device; and receive at least one second packet, wherein each of the at least one second packet
comprises the first collective communication identifier; and
the sending module is configured to send a third packet based on the first packet and the at least one second
packet, wherein the third packet comprises the first collective communication identifier and the first destination
address.

18. The network device according to claim 17, wherein the at least one second packet is one second packet;

the network device further comprises a processing module;
the processing module is configured to generate the third packet based on a payload of the second packet and
a packet header of the first packet, wherein the second packet is a packet sent by a second network device; and
the sending module is configured to send the third packet.

19. The network device according to claim 18, wherein

the processing module is configured to: determine that there is one terminal device in a local communication
group corresponding to the first collective communication identifier; and extract a payload of the first packet to
obtain first data; and
the sending module is configured to send the first data and the first collective communication identifier to the
second network device.

20. The network device according to claim 18, wherein

the processing module is configured to determine that there are at least two terminal devices in a local com-
munication group corresponding to the first collective communication identifier;
the receiving module is configured to receive at least one fourth packet, wherein each of the at least one fourth
packet comprises the first collective communication identifier, and the first packet and the at least one fourth
packet are packets sent by all terminal devices in the local communication group corresponding to the first
collective communication identifier;
the processing module is configured to aggregate a payload of the first packet and a payload of the at least one
fourth packet to obtain second data; and
the sending module is configured to send the second data and the first collective communication identifier to
the second network device.

21. The network device according to claim 19 or 20, wherein
the processing module is configured to: determine that a collective communication type of the first packet is global
reduction or broadcast; and determine that a quantity of terminal devices in the local communication group corre-
sponding to the first collective communication identifier is less than a quantity of terminal devices in a global com-
munication group corresponding to the first collective communication identifier.

22. The network device according to claim 17, wherein the network device further comprises a processing module; the
processing module is configured to: determine that the first packet and the at least one second packet are packets
sent by all terminal devices in a local communication group corresponding to the first collective communication
identifier; aggregate a payload of the first packet and a payload of the at least one second packet to obtain third
data; and generate the third packet based on the third data and a packet header of the first packet; and
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the sending module is configured to send the third packet.

23. The network device according to claim 22, wherein
the processing module is configured to: determine that a collective communication type of the first packet is global
reduction or broadcast; and determine that a quantity of terminal devices in the local communication group corre-
sponding to the first collective communication identifier is equal to a quantity of terminal devices in a global com-
munication group corresponding to the first collective communication identifier.

24. The network device according to claim 17, wherein the at least one second packet is one second packet;

the network device further comprises a processing module;
the processing module is configured to determine that the first collective communication identifier in the second
packet is the same as the first collective communication identifier in the first packet, wherein the second packet
is a packet sent by a second network device; and
the sending module is configured to send the third packet, wherein a payload of the third packet is the same
as a payload of the first packet.

25. The network device according to claim 24, wherein

the processing module is configured to determine that there is one terminal device in a local communication
group corresponding to the first collective communication identifier; and
the sending module is configured to send the first collective communication identifier to the second network
device.

26. The network device according to claim 24, wherein

the processing module is configured to determine that there are at least two terminal devices in a local com-
munication group corresponding to the first collective communication identifier;
the receiving module is configured to receive at least one fifth packet, wherein each of the at least one fifth
packet comprises the first collective communication identifier, and the first packet and the at least one fifth
packet are packets sent by all terminal devices in the local communication group corresponding to the first
collective communication identifier; and
the sending module is configured to send the first collective communication identifier to the second network
device.

27. The network device according to claim 25 or 26, wherein
the processing module is configured to: determine that a collective communication type of the first packet is syn-
chronization; and determine that a quantity of terminal devices in the local communication group corresponding to
the first collective communication identifier is less than a quantity of terminal devices in a global communication
group corresponding to the first collective communication identifier.

28. The network device according to claim 17, wherein the network device further comprises a processing module;

the processing module is configured to determine that the first packet and the at least one second packet are
packets sent by all terminal devices in a local communication group corresponding to the first collective com-
munication identifier; and
the sending module is configured to send the third packet, wherein a payload of the third packet is the same
as a payload of the first packet.

29. The network device according to claim 28, wherein
the processing module is configured to: determine that a collective communication type of the first packet is syn-
chronization; and determine that a quantity of terminal devices in the local communication group corresponding to
the first collective communication identifier is equal to a quantity of terminal devices in a global communication group
corresponding to the first collective communication identifier.
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