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Description

Field of the invention

[0001] The invention relates to the field of displacing
an object with one or more hydraulic actuators, where
the displacement of the object is then reversed, driven
at least in part by the return of stored elastic, or elastic
and gravitational potential energy, and the direction of
displacement is reversed repeatedly.
[0002] Some embodiments of the invention relate to
the field of displacing an object in order to elastically de-
form it, the object then returning, and the direction of dis-
placement is reversed a multiplicity of times to thereby
stress test the object, and investigate its fatigue proper-
ties.

Background to the invention

[0003] It is known from US 3937058 (Hilbrands) to re-
petitively stress objects, such as wind turbine blades, or
vehicle suspensions, using hydraulic actuators with a
view to carrying out stress tests. However, these tests
typically consume a substantial amount of power, which
is dissipated as heat, due to the considerable forces
which are required to deform such objects on each rep-
etition and the many repetitions required to conduct a
stress test.
[0004] It is known from US 8621934 (Hughes et al.) to
test objects at a resonant frequency of the object, which
allows relatively large oscillations to be built up over a
period of time by the application of a repetitive strain in
phase with the oscillations. However, it is often desirable
to test objects at frequencies which are not resonant fre-
quencies. For example, a suitable test frequency for a
stress test of a wind turbine blade is likely to be much
lower than any resonant frequency of the blade.
[0005] DE 102014116770 (Hoffman and Brettner) dis-
closes a power generation mode in which a hydraulic
actuator is driven by an electric motor to deform a resilient
member which then deforms back through elastic recov-
ery and drives the electric motor as a generator. This
allows energy to be recovered to some extent, but there
is little control of the deformation of the resilient member,
the electric motor is required to be sufficiently powerful
to generate a substantial torque and so will consume a
substantial amount of power, and the process of gener-
ating, storing and reusing electrical energy includes sig-
nificant losses.
[0006] JP S6113133 (Muranaka and Hosoya) disclos-
es a hydraulic compression testing device where during
part of a test cycle, the compression reaction of the test
piece becomes the driving source of the hydraulic pres-
sure, enabling significant energy reuse. However, again
there is little control over the displacement of the test
piece.
[0007] Accordingly, the invention seeks to provide en-
ergy efficient apparatus and methods for stress testing,

and other applications in which objects are displaced,
and the direction of displacement is repetitively reversed.
[0008] A further problem with known test apparatus is
that there is a lack of control of the time variation of the
force acting on and the displacement of an object within
a cycle of displacement, and (where applicable) a lack
of control of the relative displacement of different loca-
tions on an object (e.g. different locations along the length
of a wind turbine blade or different parts of the chassis
of a vehicle). For example, with a typical hydraulic actu-
ator, hydraulic fluid is pumped at a continuous rate into
the actuator for a defined period of time. A variation of
the period of time or the pump flow rate allows control as
to how far an object is deformed (against gravity and / or
elastic forces, for example) but does not allow fine control
of the variation in deformation and the force exerted on
the object with time throughout a deformation cycle. Ac-
cordingly, some embodiments of the invention aim to pro-
vide improved control of the time variation of the force
action on and/or the displacement of an object.
[0009] WO2014/054072 (Mitsubishi Heavy Industries,
Ltd.) discloses a wind turbine generator having a pump
with auxiliary high pressure valves.

Summary of the invention

[0010] According to a first aspect of the invention there
is provided apparatus for repetitively displacing an object,
the apparatus comprising:

an object engagement element,
a hydraulic actuator connected to the object engage-
ment element,
a hydraulic machine having a low pressure manifold
and a high pressure manifold, the high pressure
manifold coupled to the hydraulic actuator, a rotata-
ble body comprising a rotatable shaft, a plurality of
working chambers having a volume which varies cy-
clically with rotation of the rotatable shaft, a plurality
of valves regulating the flow of working fluid between
the respective working chambers and the low and
high pressure manifold, at least one valve per work-
ing chamber being an electronically controlled valve,
a controller which electronically controls the said
valves to thereby regulate the net displacement of
working fluid by each working chamber during each
cycle of working chamber volume, including select-
ing between pumping cycles in which a working
chamber makes a net displacement of working fluid
from the low pressure manifold to the high pressure
manifold and motoring cycles in which a working
chamber makes a net displacement of working fluid
from the high pressure manifold to the low pressure
manifold,
a motor drivingly coupled to the rotatable body and
configured to exert a torque on the rotatable body
(to thereby increase the rotational kinetic energy of
the rotatable body),
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characterised in that the speed of rotation of the ro-
tatable body (and therefore the rotatable shaft) var-
ies, and the controller is configured (e.g. pro-
grammed) to alternately control the said valves to
thereby regulate the pumping of working fluid to the
hydraulic actuator to thereby displace an object
which engages the object engagement element in
use and then to control the said valves to thereby
regulate the motoring of working fluid from the hy-
draulic actuator as a result of forces from the object
bearing on the object engagement element,
and wherein the control of the said valves by the
controller takes into account the speed of rotation of
the rotatable body (and therefore the rotatable shaft).

[0011] In a second aspect, the invention extends to a
method of repetitively displacing an object, the method
comprising
providing a hydraulic apparatus, the hydraulic apparatus
comprising:

a hydraulic actuator coupled to the object through
an object engagement element,
a hydraulic machine having a low pressure manifold
and a high pressure manifold, the high pressure
manifold coupled to the hydraulic actuator, a rotata-
ble body comprising a rotatable shaft, a plurality of
working chambers having a volume which varies cy-
clically with rotation of the rotatable shaft, a plurality
of valves regulating the flow of working fluid between
the respective working chambers and the low and
high pressure manifold, at least one valve per work-
ing chamber being an electronically controlled valve,
a motor drivingly coupled to the rotatable body,
the method comprising:

operating the motor to exert a torque on the ro-
tatable body to thereby increase the rotational
kinetic energy of the rotatable body, the speed
of rotation of the rotatable body (and therefore
the rotatable shaft) varying during operation,
controlling the said valves to thereby regulate
the net displacement of working fluid by each
working chamber during each cycle of working
chamber volume, such that the working cham-
bers alternatively carry out pumping and motor-
ing, wherein during pumping the said valves are
controlled to cause the working chambers to car-
ry out pumping cycles in which a working cham-
ber makes a net displacement of working fluid
from the low pressure manifold to the high pres-
sure manifold,
and wherein during motoring the said valves are
controlled to cause the working chambers to car-
ry out motoring cycles in which a working cham-
ber makes a net displacement of working fluid
from the high pressure manifold to the low pres-
sure manifold to thereby regulate the motoring

of working fluid from the hydraulic actuator as a
result of forces from the object bearing on the
object engagement element,
and wherein the control of the said valves takes
into account the varying speed of rotation of the
rotatable body (and therefore the rotatable
shaft).

[0012] Accordingly, energy used to displace the object
during pumping is supplied in part by the motor and in
part by the rotational kinetic energy of the rotatable body.
Through displacement much of the energy is transformed
to potential energy (e.g. elastic potential energy, or elas-
tic and gravitational potential energy). The majority of the
energy used to displace the object is then returned during
motoring and stored as rotational kinetic energy of the
rotatable body for reuse on a subsequent displacement.
Thus, this apparatus and method can be highly energy
efficient. The motor can consume less power than would
otherwise be required. The motor is typically an electric
motor, although one skilled in the art will be aware of
other motor types that may be adopted. It will be under-
stood that by motoring of working fluid as a result of forces
from the object bearing on the object engagement ele-
ment, we refer to the valves being controlled to cause
the respective working chambers to carry out motoring
cycles in which there is a net displacement of working
fluid from the high pressure manifold to the low pressure
manifold, so that forces from the object (which pressurise
the fluid in the high pressure manifold) supply energy
which is converted to rotational kinetic energy of the ro-
tatable body.
[0013] Furthermore, because the control of the said
valves takes into account the varying speed of rotation
of the rotatable body (and therefore the rotatable shaft
which is part of the rotatable body), the force exerted on
and/or the displacement of the object can be varied over
time in an accurately controlled manner despite the var-
iation in speed of rotation of the rotatable body and the
concomitant variation in frequency of cycles of working
chamber volume (which would otherwise lead to reduced
control of the rate of displacement per unit time of the
hydraulic machine). A substantial change in the speed
of rotation of the rotatable body can therefore be allowed,
enabling a substantial amount of energy to be returned
and stored in rotational kinetic energy.
[0014] The rotatable body is a rotatable (in use rotat-
ing) mass comprising the rotatable shaft and typically
comprising the rotatable (in use rotating) elements of the
electric motor (e.g. a rotor), the rotatable (in use rotating)
elements of the hydraulic machine, and optionally asso-
ciated couplings. The dominant inertia of the rotatable
body may be the inertia of the rotating elements of the
electric motor. The rotatable body may comprise a fly-
wheel. The dominant inertia of the rotatable body may
by that of the flywheel.
[0015] The rotatable body comprises the rotatable
shaft and so the speed of rotation of the rotatable body
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and the rotatable shaft are interchangeable. That being
said, different parts of the rotatable body (e.g. flywheel
and shaft) could in principle rotate at different speeds
using gears, in which case the speed of rotation of the
different parts would be in a gearing ratio.
[0016] It may be that the rotational kinetic energy of
the rotatable body is used at least in part (typically as the
predominant energy source) to drive the pumping of
working fluid to the hydraulic actuator and the speed of
rotation of the rotatable body falls as a result. Typically,
the output of working fluid from the hydraulic actuator (as
a result of forces from the object) is used to motor the
hydraulic machine to accelerate the rotatable
body .Thus, forces from the object are used to accelerate
the rotation of the rotatable body and so potential energy
from the object is transformed to stored rotational kinetic
energy in the rotatable body.
[0017] It may be that, in use, the majority of the energy
used to displace (and internally stress and strain) the
object is supplied by the rotational kinetic energy of the
rotatable body. Thus energy is stored in the object due
to its displaced, internally stressed state. Subsequently,
the majority of the said energy stored in the object is
recovered and stored as rotational kinetic energy of the
rotatable body.
[0018] It may be that the said pumping of working fluid
to the hydraulic actuator and the said motoring of the
hydraulic machine using working fluid from the hydraulic
actuator takes place cyclically. Accordingly, when per-
forming a repetitive test (such as a repetitive stress test),
energy is transformed cyclically from rotational kinetic
energy of the rotatable body to elastic strain energy, or
elastic strain and gravitational potential energy of the ob-
ject and back again. The (typically electric) motor may
provide energy to compensate for losses in this cyclic
transformation.
[0019] It may be that the torque exerted by the (e.g.
electric) motor on the rotatable body acts (and typically
is controlled) to maintain the peak rotational kinetic en-
ergy of the rotatable body from one cycle to the next by
providing sufficient energy during each cycle to compen-
sate for losses. This has the effect that the (e.g. electric)
motor may have a lower maximum torque and/or maxi-
mum continuous rated torque than would be required if
the motor had to be able to generate all of the torque
required to displace the object engagement element (and
so the object, in use).
[0020] Typically, the frequency of the cycles (of alter-
nate pumping and motoring) is not a resonant frequency
of the object.
[0021] It may be that the motor is an electrical motor
having an electronic variable speed drive which allows
at least a 10% (or at least a 20% or at least a 30%) change
in the speed of rotation of the rotatable body (to which it
is coupled) during operation (e.g. from one said pumping
of working fluid to an immediately following said motoring
of working fluid to an immediately following said pumping
of working fluid), optionally while continuously applying

torque.
[0022] It may be that a target rotation speed of the ro-
tatable body is determined, the electric motor (and op-
tionally the hydraulic machine) is regulated towards the
target rotation speed, the electric motor is a variable
speed motor driven by a variable speed drive configured
to allow the speed to vary within a range, the hydraulic
machine alternately decelerating the rotatable body (typ-
ically acting in opposition to the motor) during said pump-
ing cycles and accelerating the rotatable body (typically
acting in the same direction as the motor) during said
motoring cycles, thus leading to an oscillation in speed
of rotation of the rotatable body between said pumping
and said motoring, wherein a torque trim is applied (typ-
ically by the variable speed drive driving the motor) in
order to make up for losses in the apparatus and provide
a controlled oscillation of the object.
[0023] It may be that the hydraulic machine is control-
led to avoid overspeed or underspeed of the rotation of
the rotatable body. For example the net displacement of
hydraulic fluid into or out of the HP manifold may be re-
stricted or increased respectively responsive to an over-
speed or underspeed criterion being met.
[0024] It may be that the rate of displacement per unit
time of working fluid during pumping is controlled (typi-
cally by the controller controlling the valves), such that
one or more of the group consisting of:

(i) the displacement of the object engagement ele-
ment (or the object) along a path; and
(ii) the force exerted by the object engagement ele-
ment on an object; and
(iii) the pressure in the high pressure manifold; is
regulated to follow a time-varying demand.

[0025] It may be that the rate of displacement per unit
time of working fluid during motoring is controlled (typi-
cally by the controller controlling the valves) such that
one or more of the group consisting of:

(i) the displacement of the object engagement ele-
ment (or the object) along a path; and
(ii) the force exerted by the object engagement ele-
ment on an object; and
(iii) the pressure in the high pressure manifold; is
regulated to follow a time-varying demand.

[0026] The time-varying demand may be predeter-
mined. The time-varying demand may be calculated tak-
ing into account one or more control signals, which may
be input control signals, e.g. from a user.
[0027] Thus the demand might for example be data
(e.g. a demand signal) indicative of a displacement, force
or pressure. In some embodiments, where the pressure
in the high pressure manifold determines the force acting
on the object, the force and pressure are interrelated and
typically they are a function of each other.
[0028] It may be that the (e.g. predetermined) time-
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varying demand is non-linear. In some embodiments, the
predetermined time-varying demand is the same through
a plurality, and typically 100 or more, consecutive cycles.
[0029] The method may comprise the step of deter-
mining a said time-varying demand throughout a cycle
of displacement by one or more of:

(i) simulating and or/monitoring the force exerted by
the object on the object engagement element during
a cycle of displacement,
(ii) simulating and/or monitoring the movement of the
object during a cycle of displacement,
(iii) simulating and/or monitoring the loss of energy
during a cycle of displacement, and/or
(iv) detecting the violation of thresholds (e.g. limits)
as to displacement, speed of movement or force ex-
erted during a cycle of displacement.

[0030] Thus the time-varying demand may be deter-
mined using simulation, or empirically. The time-varying
demand may be iteratively conditioned (e.g. optimised).
This enables a desired cyclic pattern of displacement to
be implemented despite the potentially complex interac-
tion between the hydraulic actuator(s) and the object.
[0031] The speed of rotation or power consumption of
the motor may be taken into account and/or varied during
said determination.
[0032] It may be that the rate of displacement of work-
ing fluid per rotation of the rotatable body is controlled
during pumping (typically by the controller controlling the
valves) to thereby regulate the rate of displacement of
working fluid per unit time taking into account the varying
speed of rotation of the rotatable body.
[0033] It may be that the rate of displacement of work-
ing fluid per rotation of the rotatable body is controlled
during motoring (typically by the controller controlling the
valves) to thereby regulate the rate of displacement of
working fluid per unit time taking into account the varying
speed of rotation of the rotatable body.
[0034] Thus, the rate of displacement of working fluid
per rotation of the rotatable body and the rate of displace-
ment of working fluid per unit time may be independently
varied. The valves may be controlled to regulate the net
rate of displacement of working fluid per unit time of the
plurality of working chambers, said net rate of displace-
ment per unit time being selectable independently of the
speed of rotation of the rotatable body.
[0035] This enables the time-varying profile of the force
and/or displacement to be accurately controlled. This as-
sists in providing a controlled displacement of an object
during pumping (including motion of an object which is
driven by independently controlled hydraulic machines,
and including controlled flexion of an object, particularly
when the object is simultaneously engaged (and typically
also clamped) at a plurality of locations driven by inde-
pendently controlled hydraulic machines). It also enables
energy to be efficiently recovered from the object during
motoring. Still further, it enables the speed of rotation of

the rotatable body to vary substantially, without loss of
control of the force acting on the object or loss of control
of displacement of the object, enabling a substantial pro-
portion of the energy transferred to the object and stored
as potential energy (e.g. stored as gravitational potential
energy, or elastic potential energy (as the stressed dis-
torted shape of the displaced object) to be converted
(back) to rotational kinetic energy of the rotatable body,
thereby improving energy efficiency. As a result, the time
varying profile of the force exerted on and the displace-
ment of the object can be carefully controlled, and cus-
tomised to a particular application, while the machine re-
mains energy efficient.
[0036] The rate of displacement of working fluid per
rotation of the rotatable body may be controlled (typically
by the controller) by controlling the fraction of working
chambers which do, or which do not, make a net dis-
placement of working fluid. Cycles of working chamber
volume in which there is no net displacement of working
fluid may be interspersed between pumping cycles
and/or interspersed between motoring cycles. The rate
of displacement of working fluid per rotation of the rotat-
able body may be controlled by controlling the fraction
of working chamber volume which is displaced during
each pumping or motoring cycle.
[0037] The net rate of displacement of working fluid
per unit time is proportional to the product of the mean
rate of displacement of working fluid per rotation of the
rotatable body and the speed of rotation of the rotatable
body.
[0038] Thus, when the speed of rotation of the rotatable
body increases, the average net displacement of working
fluid per working chamber is reduced for a given demand-
ed net rate of displacement of working fluid per unit time
(due to the increased frequency of cycles of working
chamber volume), and vice versa when the speed of ro-
tation of the rotatable body increases. This enables the
machine to work efficiently while tolerating significant var-
iations in the speed of rotation of the rotatable body.
[0039] The motor may be an electric motor. The electric
motor may be a variable speed electric motor. For exam-
ple, it may be that the motor has a variable speed drive,
for example a frequency converter.
[0040] A regulator may regulate the electric motor (e.g.
the speed of rotation, or torque, or power output of the
motor), for example by regulating the speed or frequency
of the said variable speed drive, responsive to the speed
of rotation of the rotatable body, e.g. to maintain the
speed of rotation of the rotatable body within a range, or
below a maximum (e.g. a maximum peak during each
cycle) or above a minimum (e.g. a minimum during each
cycle) or to a target speed, with a tolerance. It may be
that the regulator regulates the motor more strongly if the
speed of rotation of the rotatable body departs further
from a demand (e.g. at the centre of range 312 in Figure
16) or from a demand range (within or equal to 312).
[0041] An object may be to work the system as hard
as possible, within the capability limits of the electric mo-
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tor, where said limits may change over time. The pumping
step and the motoring step may be regulated to ensure
the highest cycle frequency is achieved within given sys-
tem limits. A pumping-motoring cycle consists of the hy-
draulic machine pumping fluid into a ram in order to apply
force on the object, to cause deflection, followed by a
motoring step where the pressurised fluid in the ram is
used to motor the hydraulic machine, where the complete
pump to motor pattern constitutes a cycle, said cycle hav-
ing a cycle frequency. Achievable hydraulic pumping mo-
toring cycles are limited once system losses for a given
cycle approach the maximum power input from the elec-
tric motor. This regulation may act to reduce the hydraulic
pumping motoring cycle frequency if the average power
of the electric motor approaches its achievable power
limit, or if the average speed reduces below a set point.
Regulation may consist of:

- limiting the maximum displacement exerted during
a cycle

- limiting the maximum velocity that an actuator (e.g.
ram) exerts

- changing the shape (e.g. variation in amplitude with
phase) of the cycle

- reducing the maximum velocity of the actuator during
some parts of the cycle

- changing the amplitude of the cycle
- changing the frequency of the cycle

[0042] Regulation of the speed of the electric motor by
the variable speed drive may take place within some or
all of three regions of operation. It may be that above a
threshold (’speed max’) where the electric motor does
not provide torque to avoid a further increase in speed
of rotation. It may be that below a threshold (’speed min’)
the electric motor is commanded to provide maximum
torque to avoid stalling. It may be that within an prede-
termined range (with the speed between ’speed max’ and
’speed min’) the variable speed drive acts in conjunction
with the hydraulic pumping motoring cycle controller (fre-
quently the dominating torque input). The variable speed
drive controlling the electric motor typically seeks to
maintain a target speed (albeit typically with loose regu-
lation of speed around the target). Thus as the hydraulic
machine starts to pump, the speed of the rotating body
slows as the hydraulic machine extracts energy from the
rotating body, and is allowed to slow according to the
(loose) speed regulation. The hydraulic machine uses
the kinetic energy arising from rotation of the rotating
body, to pressurise / raise pressure in the cylinders. This
regulation may allow the speed of rotation to vary to con-
vert potential energy in the actuator to kinetic energy in
the rotating body and vice versa thus reducing peak pow-
er consumption of this system (as energy stored in rota-
tional kinetic energy during the motoring phase is later
used to pump). The speed variation permits energy stor-
age in the hydraulic system.
[0043] It may be (e.g. as an alternative to regulating

the motor more strongly), if the speed of rotatable body
drops below a threshold, that the reversing of the direc-
tion of displacement (e.g. cycles of displacement) may
take place at a reduced frequency (e.g. cycles of dis-
placement may be slowed down).
[0044] Typically, the electric motor is operated contin-
uously in use (e.g. during repetitive cycles of the trans-
formation of rotational kinetic energy of the rotatable body
to the elastic strain energy and/or gravitational potential
energy of the body and back again). This makes efficient
use of the (typically electric) motor, for example avoiding
time required to start or restart a motor from zero or very
low speed, and minimising acceleration and deceleration
of the motor which are typically regions of lower motor
efficiency (especially for electric motors). The (typically
electric) motor may be operated discontinuously, for ex-
ample during periods of load holding. Conventional sys-
tems or apparatus for displacing an object suffer from
leakage of working fluid, the leakage coming primarily
from a proportional valve feeding the actuator ram. Ad-
ditionally the hydraulic machines of known apparatus are
typically variable displacement swash plate pumps / mo-
tors, which will themselves be a source of leakage. If the
demand (target) is a set holding force or pressure acting
for a long period of time (e.g. long hours of hydraulic
pressure required in composite pressing), during that pe-
riod of constant pressure, no work is performed. Although
no work is performed, in a conventional system in the art,
it suffers substantial leakage, requiring input of fluid pow-
er, whereas the present invention hydraulic machine can
be implemented using face sealing poppet valves (as the
said electronically controlled valves). These typically
have zero backflow, allowing holding the pressure with
either little or infrequent operation of the (electric) motor.
[0045] It may be that the power transmitted to the ro-
tatable body temporarily exceeds the maximum and/or
rated output torque of the (e.g. electric) motor (using the
rotational kinetic energy of the rotatable body). It may be
that the (e.g. electric) motor is driven at above its maxi-
mum continuous rated torque for a limited period of time.
[0046] The valves and/or the motor may be controlled
such that the rotatable body turns in a single direction,
with time-varying oscillating speed of rotation.
[0047] The valves and/or the motor may be controlled,
to override the normal cylinder enabling sequence, in
such a way that the speed of rotation of the rotatable
body does not fall breach a minimum or maximum thresh-
old.
[0048] This is advantageous because if the rotatable
body has zero speed of rotation, at that point the input
power limit is zero (as power cannot be put into a sta-
tionary shaft). If the objective is to provide the possibility
to add power from the prime mover, the apparatus loses
that ability if the shaft stops. In the event of wishing to
add power from the prime mover, shaft stop could lead
to a stall condition, because input power is required to
accelerate the shaft.
[0049] It may be that the speed of rotation of the rotat-
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able body varies by more than 10% (more than 20%).
Thus, the rotational kinetic energy stored in the rotatable
body may vary by at least 21%, or in some embodiments
at least 44%. This makes significant use of the rotatable
body as a store of energy, which can displace the object
again.
[0050] The apparatus may be stress testing apparatus
and the object may be an object under test. The object
may, for example, be an elongate member, such as a
blade (e.g. turbine blade, for example a wind turbine
blade) or a chassis (e.g. of an aeroplane or wheeled ve-
hicle).
[0051] Typically the controller controls the valves in
phased relationship to cycles of working chamber vol-
ume. The hydraulic machine typically comprises a posi-
tion or speed sensor for determining the phase of cycles
of working chamber volume.
[0052] Typically the controller regulates the valves to
select between active cycles in which a respective work-
ing chamber makes a net displacement of working fluid
and inactive cycles in which a respective working cham-
ber makes no net displacement of working fluid. Typical-
ly, active and inactive cycles are interspersed to thereby
regulate the net displacement of working fluid per rotation
of the rotatable body.
[0053] The controller typically comprises one or more
hardware processors executing stored program code.
The controller may be distributed, for example amongst
a plurality of hardware processors and/or circuits.
[0054] The rotatable body may comprise a flywheel.
However, in some embodiments, the rotatable body
(and/or the rotor of the electric motor) has sufficient ro-
tational inertia that no additional flywheel is required.
[0055] Typically, the speed of rotation of the rotatable
body decreases from the beginning to the end of a period
of pumping, and then increases between the beginning
and the end of a period of motoring.
[0056] It may be that in a repetitive test, a cycle of dis-
placement of the rotatable body with concomitant decel-
eration and then acceleration of the rotatable body is re-
peated continuously for at least 100 cycles.
[0057] It may be that the hydraulic machine further
comprises a further high pressure manifold, the first high
pressure manifold coupled to a further hydraulic actuator
connected to a further object engagement element (at-
tachable to or attached to a different part of the object in
use), and a further plurality of working chambers having
a volume which varies cyclically with rotation of the ro-
tatable body and a further plurality of valves regulating
the flow of working fluid between the respective further
working chambers and the same or a further low pressure
manifold and the further high pressure manifold, at least
one said further valve per working chamber being an
electronically controlled valve, wherein the controller
electronically controls the said further valves to thereby
regulate the net displacement of working fluid by each
further working chamber during each cycle of working
chamber volume, including selecting between pumping

cycles in which a working chamber makes a net displace-
ment of working fluid from the low pressure manifold to
the high pressure manifold and motoring cycles in which
a working chamber makes a net displacement of working
fluid from the high pressure manifold to the low pressure
manifold, wherein the controller is configured (e.g. pro-
grammed) to alternately control the said further valves
to thereby regulate the pumping of working fluid to the
further hydraulic actuator to thereby displace the object,
where it engages the further object engagement element
in use and then to control the said further valves to there-
by regulate the motoring of working fluid from the further
hydraulic actuator as a result of forces from the object
bearing on the further object engagement element,
wherein control of the said further valves by the controller
takes into account the speed of rotation of the rotatable
body.
[0058] Cycles of volume of the further working cham-
bers are coupled to rotation of the rotatable body. Typi-
cally, the rotatable shaft is common to both the working
chambers and the further working chambers.
[0059] The invention extends in a third aspect to a sys-
tem for repetitively displacing an object comprising a plu-
rality of apparatus according to the first aspect of the
invention, with the object engaging elements of the re-
spective apparatus being attachable to (optionally at-
tached to) different parts of an object and a system con-
troller operable to regulate in concert the pumping and
motoring of the respective apparatus to thus control the
movement of the object engaging elements in concert.
[0060] In a fourth aspect the invention extends to a
method of repetitively displacing an object, the method
comprising providing a plurality of said hydraulic appa-
ratus coupled to different parts of the object, each hy-
draulic apparatus being according to the first aspect of
the invention and/or controlled according to the second
aspect of the invention, and controlling the pumping and
motoring by the respective hydraulic apparatus in concert
to thereby cause the object to be displaced (e.g. flexed)
according to a time-varying profile. The time-varying pro-
file might be predetermined. The time-varying profile
might be cyclic.
[0061] The hydraulic apparatus is typically embodied
as a hydraulic power unit (HPU) which may supply and
/ or receive pressurised hydraulic fluid.
[0062] Optional and preferred features described
above relate to each aspect of the invention.

Description of the Drawings

[0063] An example embodiment of the present inven-
tion will now be illustrated with reference to the following
Figures in which:

Figure 1 is a schematic diagram of a system for the
stress testing of a turbine blade;

Figure 2 is a block diagram of the components of an
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individual hydraulic power unit;

Figure 3 is a schematic diagram of an electronically
commutated hydraulic pump-motor suitable for use
with the invention;

Figure 4 is a schematic diagram of the hydraulic pow-
er unit controller;

Figure 5 is a graph of the maximum deflection of
points along the length of a turbine blade;

Figure 6 is a graph of the time variation in the dis-
placement of each of the four actuators (and corre-
sponding deflection of the connected object), over a
number of cycles;

Figure 7 shows the variation in the speed of rotation
of the respective rotatable bodies (and their rotatable
shafts);

Figure 8 shows the variation in the fraction (Fd) of
the maximum displacement per rotation of the rotat-
able body of the hydraulic machine in each hydraulic
power unit;

Figure 9 is a graph of the power output with time,
one line for the electric motors and another line for
the hydraulic machines, summed for each hydraulic
power unit;

Figures 10A through 10C are graphs of the example
variation of displacement (vertical axis) of an actua-
tor with time (horizontal axis), for (10A) a periodic
test, (10B) a predetermined arbitrary waveform and
(10C) an unpredictable arbitrary waveform.

The right hand side of image 10C uses hatching
which signifies that the waveform is not pre-recorded
or known (the displacement demand might be deter-
mined in real time and not known prior to operation);

Figures 11A through 11C illustrate a conditioning or
optimisation procedure to avoid shaft speed drop-
ping below a predetermined minimum speed during
subsequent operation;

Figure 12 illustrates the variation in the maximum
power output of an individual hydraulic power unit
with speed of rotation;

Figures 13A & 13B illustrate a first strategy and Fig-
ures 13C & 13D a second strategy for avoiding speed
of rotation dropping below a minimum. The horizon-
tal-axis is time.

In Figures 13A and 13C, the vertical-axis is power
and in Figures 13B and 13D the vertical-axis is speed

of rotation of the rotatable body;

Figure 14 illustrates how the torque limit of the ma-
chine varies with speed of rotation;

Figure 15 illustrates the variation in electric motor
power with speed of rotation of the rotatable body;
in the upper figure the horizontal-axis shows electric
motor power in the sense which accelerates the ro-
tation and in the lower figure the vertical-axis shows
hydraulic machine power, while pumping, in the
sense which decelerates the rotation; and

Figure 16 illustrates the variation in electric motor
torque with peak speed of rotation.

Detailed Description of an Example Embodiment

[0064] Figure 1 is a schematic diagram of a system 1
for the stress testing of a turbine blade 2, being an ex-
ample application of the present invention. A system con-
troller 4 controls four different hydraulic power units 6
which drive respective hydraulic actuators (rams) 8 that
bear on the wind turbine blade at different locations along
its length through object engagement elements 10 which
may be fitments shaped to conform to the turbine blade
or may simply be the ends of the actuators. The hydraulic
power units are driven by an electrical power supply.
Pressure sensors (not shown) monitor the pressure of
the hydraulic fluid supplied to each actuator by the re-
spective power unit and position sensors monitor the de-
flection of each actuator (e.g. distance travelled, or ori-
entation in the case of a rotary actuator).
[0065] With reference to Figure 2, an individual hydrau-
lic power unit comprises a rotatable shaft 20, coupled to
an electric motor 22, an electronically commutated hy-
draulic machine 30 which is capable of functioning as a
pump or as a motor while rotating in the same direction
and a flywheel 26. Thus the rotor of the electric motor,
the shaft of the hydraulic machine and the flywheel
(where present) rotate together as a rotatable body. An
optional dissipater 28 can be coupled to the shaft required
for example in case there is positive energy coming from
the load that must be dissipated. This would be the case
if the load energy exceeded the energy capacity of the
rotatable body to absorb it, thus avoiding overspeed of
the rotatable body. As an alternative to the dissipater
acting directly to reduce shaft speed, it may for example
be in the form of a bank of brake resistors connected to
the electric motor. Thus incorporation and use of a dis-
sipater allows sizing of the system for the median load
case, rather than sizing the system to take all anticipated
peaks of power, thus allowing a smaller rotating mass
and a faster responding more efficient system or appa-
ratus for displacing an object.
[0066] The electric motor is powered by a variable
speed drive or a variable frequency drive 24 which ena-
bles the electric motor to be driven despite a variation in
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frequency with the speed of rotation of the rotatable body.
The electric motor applies a torque to the rotatable shaft
(and therefore the rotatable body) in use in a single di-
rection of rotation. The hydraulic machine has a high
pressure fluid line 122 which is in fluid communication
with the respective hydraulic actuator. A pressure relief
valve 128 provides a connection to low pressure in the
event of a pressure excess in the high pressure fluid line.
[0067] Figure 2 shows the three important power flows
in the system, Pmotor is the power delivered by the motor,
Pload is the power delivered or absorbed by the load,
Pflywheel is the power delivered or absorbed by the ro-
tatable body.

Synthetically Commutated Pump-Motor

[0068] With reference to Figure 3, an electronically
commutated hydraulic pump-motor has a plurality of
working chambers in the form of cylinders 100 which have
working volumes 102 defined by the interior surfaces of
the cylinders and pistons 106 which are driven from a
rotatable shaft 108 by an eccentric cam 110 and which
pistons reciprocate relative to the cylinders to cyclically
vary the working volume of the cylinders. The rotatable
shaft is firmly connected to and rotates with the rotor of
the electric motor and the flywheel (where present). A
shaft position and speed sensor 112 determines the in-
stantaneous angular position and speed of rotation of the
shaft, and through signal line 114 informs the machine
controller 116 of the position and speed of the hydraulic
motor, which enables the machine controller to determine
the instantaneous phase of the cycles of each cylinder.
[0069] The cylinders are each associated with Low
Pressure Valves (LPVs) in the form of electronically ac-
tuated face-sealing poppet valves 118, which face in-
wards toward their associated cylinder and are operable
to selectively seal off a channel extending from the cyl-
inder to a low pressure hydraulic fluid line 120, which
may connect one or several cylinders, or indeed all as is
shown here, to the low pressure hydraulic fluid line 26
and optionally to a tank. The LPVs are normally open
solenoid closed valves which open passively when the
pressure within the cylinder is less than or equal to the
pressure within the low pressure hydraulic fluid line, i.e.
during an intake stroke, to bring the cylinder into fluid
communication with the low pressure hydraulic fluid line,
but are selectively closable under the active control of
the controller via LPV control lines 124 to bring the cyl-
inder out of fluid communication with the low pressure
hydraulic fluid line. Alternative electronically controllable
valves may be employed, such as normally closed sole-
noid opened valves.
[0070] The cylinders are each further associated with
High Pressure Valves (HPVs) 126 in the form of pressure
actuated delivery valves. The HPVs open outwards from
the cylinders and are operable to seal off a channel ex-
tending from the cylinder to a high pressure hydraulic
fluid line 122, which may connect one or several cylin-

ders, or indeed all as is shown here, to the transmission
high pressure hydraulic fluid line 28. The HPVs function
as normally-closed pressure-opening check valves
which open passively when the pressure within the cyl-
inder exceeds the pressure within the high pressure hy-
draulic fluid line. The HPVs also function as normally-
closed solenoid opened check valves which the controller
may selectively hold open via HPV control lines 132 once
that HPV is opened by pressure within the associated
cylinder. Typically the HPV is not openable by the con-
troller against pressure in the high pressure hydraulic
fluid line. The HPV may additionally be openable under
the control of the controller when there is pressure in the
high pressure hydraulic fluid line but not in the cylinder,
or may be partially openable, for example if the valve is
of the type and is operated according to the method dis-
closed in WO 2008/029073 or WO 2010/029358.
[0071] In a normal mode of operation to carry out a
pumping cycle, described in, for example, EP 0 361 927,
EP 0 494 236, and EP 1 537 333, the controller selects
the net rate of displacement of fluid to the high pressure
hydraulic fluid line by an individual working chamber by
either holding the LPV of the working chamber open
throughout a cycle of cylinder working volume (in which
case there is no net displacement of working fluid to the
high pressure line) or by actively closing one or more of
the LPVs typically near the point of maximum volume in
the associated cylinder’s cycle, thereby closing the path
to the low pressure hydraulic fluid line and directing fluid
out through the associated HPV on the subsequent con-
traction stroke.
[0072] In order to carry out motoring cycles, the con-
troller selects the net rate of displacement of fluid from
the high pressure hydraulic fluid line by a cylinder by ei-
ther holding the respective LPV open during a cycle (in
which case there is no net displacement of working fluid
from the high pressure line to the low pressure line) or
by actively closing one or more of the LPVs shortly before
the point of minimum volume in the associated cylinder’s
cycle, closing the path to the low pressure hydraulic fluid
line which causes the fluid in the cylinder to be com-
pressed by the remainder of the contraction stroke. The
associated HPV opens when the pressure across it
equalises and a small amount of fluid is directed from the
cylinder through the associated HPV to the high pressure
fluid line. The hydraulic pump-motor controller then ac-
tively holds open the associated HPV, typically until near
the maximum volume in the associated cylinder’s cycle,
admitting fluid from the high pressure hydraulic fluid line
and applying a torque to the rotatable shaft. The controller
selects the number and sequence of LPV closures and
HPV openings to produce a flow or create a shaft torque
or power to satisfy a selected net rate of displacement.
[0073] As well as determining whether or not to close
or hold open the LPVs on a cycle by cycle basis, the
controller is operable to vary the precise phasing of the
closure of the HPVs with respect to the varying cylinder
volume and thereby to select the net rate of displacement
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of fluid from the high pressure to the low pressure hy-
draulic fluid line or vice versa.
[0074] Arrows on the ports 120, 122 indicate fluid flow
in the motoring mode; in the pumping mode the flow is
reversed. A pressure relief valve 128 may protect the
hydraulic motor from damage.
[0075] Because the net displacement can be selected
on a cylinder by cylinder basis and because, during nor-
mal operation, the rotatable shaft rotates quickly and so
cylinder displacement decisions are very frequent (e.g.
with 12 cylinders on a shaft rotating at 1,500 rpm there
is a cylinder displacement decision every 3.33ms) the
net displacement of working fluid by the cylinders can be
closely matched to a demand. Furthermore, the decision
as to whether to make a net displacement of working fluid
during a cycle of working chamber, and what the dis-
placement should be, can be made taking into account
the current speed of rotation of the rotatable shaft, there-
by enabling a desired rate of displacement of working
fluid per unit time to be obtained independently of varia-
tion in the speed of rotation of the rotatable shaft. Simi-
larly, if the demand is, for example, for an output pressure
to match a demanded pressure, displacement decisions
are made frequently, independently of the speed of ro-
tation of the rotatable shaft.
[0076] Figure 4 illustrates the factors taken into ac-
count by a controller 200 when determining the displace-
ment fraction of each hydraulic machine. In this example,
the controller 200 is a controller of an individual hydraulic
power unit 6.
[0077] The controller 200 receives a shaft position in-
put 202 which can be used to calculate the current posi-
tion of the rotatable shaft, and from which the rotation
speed of the shaft can also be calculated. The shaft po-
sition input need not provide a position signal continu-
ously but might for example provide a pulse whenever
the rotatable shaft is at a specific position (e.g. a position
encoder using a Gray code), from which position and
speed of rotation can be inferred. Alternatively, speed
and position signals may be received. The controller also
receives measurements of the pressure 204 in the hy-
draulic line 122 and the position 206 of the actuator 8,
as well as demand data 208 specifying a time varying
demand for the pressure in the hydraulic line (or in the
actuator, which is typically substantially the same) and/or
a time varying target for the position of the actuator.
[0078] The demand data may indicate the target pres-
sure and/or position of the actuator in real time. In an
example, the pressure demand and/or position demand
is received from the system controller 4 which coordi-
nates the separate hydraulic power units. However, in
some implementations, the demand data specifies pa-
rameters of, or is a time series indicating the demand
during, an individual displacement cycle. In this case,
there is typically a time synchronisation signal or proce-
dure between individual hydraulic power unit controllers
200 and/or the system controller 4. In some embodi-
ments, the system controller carries out the function of

the hydraulic power unit controllers.
[0079] The controller determines and outputs the frac-
tion (Fd) of the maximum output displacement (when
pumping) or input displacement (when motoring), per
revolution, of the hydraulic machine required for the out-
put pressure and/or position of the actuator to best follow
the demand, taking into account sensor signals / meas-
urements. In order to do this, the controller takes into
account the speed of rotation of the rotatable shaft. Fd is
a fraction of the maximum output of the machine per rev-
olution, and varies between 0 (which indicates that every
cylinder carries out inactive cycles) and 1.0 (which indi-
cates that every cylinder carries out active cycles). In
embodiments where each cylinder carries out only full
mode (100% of maximum displacement) and idle mode
(0% of maximum displacement) cycles, Fd is the fraction
of cylinders which are selected to carry out active cycles.
A demand rate of displacement per unit time is first cal-
culated and then this is divided by a factor proportional
to the speed of rotation of the rotatable shaft (revolutions
per unit time) to determine the demanded rate of dis-
placement per rotation, Fd. The hydraulic machine then
makes cylinder selection decisions to match Fd by an
algorithm such as that disclosed in EP 2851585 (Cald-
well), the content of which is incorporated herein. Thus
the required displacement or pressure can be obtained
independently of the speed of rotation (provided that it is
sufficient that the required Fd does not exceed 1.0).
[0080] Separately, the controller provides an electric
motor control output 210 which controls the electric motor
22. In some embodiments, the power input to the electric
motor is essentially constant in use. In other embodi-
ments, the control of the electric motor is varied with time.
The control of the electric motor may be implemented by
a separate electric motor controller and the electric motor
controller is discussed further below.
[0081] The Electrical Variable Speed Drive (VSD) re-
ceives shaft speed and controls the electric motor speed
in a closed loop fashion. This control loop will typically
have a low gain, which allows the speed to vary within
the allowable speed band around the demand speed (be-
tween the upper and lower speed thresholds). The vari-
ation in speed is therefore primarily influenced by the
energy flows of pumping and motoring of the hydraulic
machine. It is the variation in speed which allows energy
to be stored in the rotational kinetic energy of the rotating
body and reused by the actuator rams. Allowing the hy-
draulic machine to dominate speed control means that
the inverter provides the minimum energy required (and
thus minimum current) to influence speed. Minimising
inverter energy input requirement allows the electric drive
system to be designed to only make up known system
losses, thus minimising its electrical power consumption.
[0082] In some embodiments, the electrical VSDs are
Variable Frequency Drives (VFDs).
[0083] In general during operation, within each hydrau-
lic power unit, the rotatable body rotates (in a single di-
rection) driven by the electric motor, where the motor
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applies a torque in that same direction. The hydraulic
machine initially pumps hydraulic fluid from the low pres-
sure line to the high pressure line which extends to the
respective actuator, thereby displacing and deforming
the blade. As displacement and deformation takes place,
the speed of rotation of the rotatable body slows and
rotational kinetic energy of the rotatable body is trans-
ferred to pressure energy in pressurised hydraulic fluid
in the high pressure line. This pressure energy is subse-
quently transferred to elastic and/or gravitational poten-
tial energy of the blade as it is displaced and deformed.
The electric motor provides additional energy in the form
of rotational kinetic energy to the shaft connected to the
pump which in turn provides pressurised fluid to the high
pressure line thus leading to deformation of the blade,
but the majority of the input energy to the pump typically
comes from the stored rotational kinetic energy of the
rotatable body.
[0084] In a low power requirement mode, where there
is no or only minor variation in the speed of rotation of
the rotatable body speed, it is acceptable to rely on the
electric motor VSD to meet the input power, as deter-
mined by the instantaneous ability of the motor to provide
power. When in a condition of high energy stored in the
load (e.g. a turbine blade bent to a large degree), the
rotatable body is typically rotated at a lower speed of
rotation, at lower end of the range of possible speeds.
Similarly in a situation of low energy stored in the load
(e.g. a turbine blade with only a minor bend), the rotatable
body may be rotated at the higher end of the range of
possible speeds. Furthermore, at states where the load
has an ’in-between’ energy level, the speed of the rotat-
able body is typically kept at an intermediate speed. It is
advantageous in that it can be used to extend the fre-
quency of operation of the machine by changing that
speed set point.
[0085] Thereafter, elastic potential energy of the blade
drives the actuator to return, providing pressurised fluid
to the hydraulic machine which consequently carries out
motoring cycles, thereby accelerating the rotatable body
and so storing kinetic energy in the rotation of the rotat-
able body. The rotatable body continues to rotate in the
same direction and the electric motor continues to input
energy which is stored as kinetic energy of the rotation
of the rotatable body. During a full cycle, the electric motor
inputs sufficient energy to replace that which is lost, e.g.
as heat. As the majority of the energy is efficiently trans-
formed in a cycle between the kinetic energy of the ro-
tatable body and elastic and/or gravitational potential en-
ergy in the blade, the electric motor can be lower rated
than would be required if it had to provide all of the torque
required to rotate the shaft of the pump to drive the ac-
tuators to displace the blade.
[0086] During said cycle between energy types, the
rate of displacement of working fluid per unit time (or
output pressure) is controlled taking into account the
speed of rotation of the rotatable body. The hydraulic
machines allow the rate of displacement of working fluid

per unit time to be varied independently of the rate of
displacement of working fluid per rotation of the rotatable
body, thereby enabling the displacement of working fluid
and/or the pressure in the actuator/position of the actu-
ator to be controlled and varied according to a desired
time-variation despite the changing speed of rotation of
the rotatable body. Furthermore, this ability to adjust for
the speed of rotation of the rotatable body enables the
speed of rotation of the rotatable body to be allowed to
vary substantially, thereby better facilitating energy stor-
age and regeneration.
[0087] Figure 5 is a graph of the maximum deflection
of points along the length of a wind turbine blade. It can
be seen that the four actuator rams in this example (the
four rams of Figure 1, with the first actuator ram as being
closest to the root, and the fourth actuator ram as being
closest to the tip) require to be displaced by substantially
different amounts, with the first having the smallest re-
quirement and the fourth having the greatest require-
ment.
[0088] Figure 6 is a graph of the time variation in the
displacement of each of the four actuator rams, over a
number of cycles.
[0089] The figures are drawn on the basis that the
blade is in a first mode and all rams are in phase. Alter-
nately, it is possible to test in different modes, where for
example rams may be out of phase, and where they are
out of phase this is usually by 180 degrees.
[0090] In order to implement the linear variation in dis-
placement with time, which is different for each actuator,
the hydraulic power units must each displace different
amounts of hydraulic fluid per unit time, which requires
a non-linear variation in the rate of displacement per ro-
tation of the respective rotatable body, as the respective
rotatable bodies slow.
[0091] Figure 7 shows the variation in rotatable body
rotation speed, illustrating how the hydraulic power unit
connected to the ram which must displace the furthest,
and being at the position with the blade having the great-
est displacement, comprises an engine with speed which
varies to the greatest extent (as compared to the other
actuator rams and hydraulic machines.
[0092] Figure 8 shows the variation in the fraction (Fd)
of the maximum displacement per rotation of the rotata-
ble shaft of the hydraulic machine in each hydraulic power
unit (in this case labelled ’power pack’), which is notably
non-linear. It can be seen that the speed of rotation varies
most (drops during pumping and increases again during
motoring) for the hydraulic power unit which drives the
part of the blade closest the tip, which is displaced most
meaning the volume of displaced fluid is relatively high.
The fourth hydraulic power unit is hydraulically connected
to the actuator closest the tip, and the first hydraulic pow-
er unit is connected to the actuator that is closest the root.
[0093] The hydraulic power units which drive the parts
of the blade closest to the root, which require least dis-
placement thus having a relatively small volume of fluid
displaced, might drive multiple parts of the blade using
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multiple actuators. The power units which drive parts of
the blade closest to the tip, which require the most dis-
placement might be ganged together to enable them to
meet the flow requirement to drive a single actuator. To
facilitate this, in some embodiments, a single hydraulic
power unit may have two (or more) separate independ-
ently controllable high pressure hydraulic fluid lines, each
of which is connected to a different hydraulic actuator.
As well as a first one or more working chambers supplying
fluid to (and receiving fluid from) a first hydraulic actuator,
a second group of one or more working chambers mount-
ed to the same rotatable shaft, and typically within the
same housing, are controlled using electronically con-
trolled valves in the same way to supply fluid to (and
receive fluid from) a second hydraulic actuator, thereby
independently meeting a first time varying demand (for
position, pressure, force etc.) of the first actuator and a
second time varying demand (for position, pressure,
force etc.) of the second actuator. This use of multiple
independently controlled hydraulic lines (services) is
most appropriate for the actuators which move least (the
first and second in this example).
[0094] In some embodiments, the capacity of the hy-
draulic machines may differ, such that the relative size
of hydraulic machines in the hydraulic power units, may
vary between the four actuator rams (reflecting the re-
quired maximum displacement volumes of the four
rams).
[0095] Figure 9 compares the power output of the elec-
tric motor (or all the motors together) with the total power
output of the hydraulic machine (or machines) which
drives the actuator in an example implementation accord-
ing to the invention. It can be seen that the substantial
majority of the energy used to displace the blade does
not come from the instantaneous power output of the
electric motor but is regenerated from the rotational ki-
netic energy of the rotatable body. The peak of the electric
motors curve illustrates a relatively small input power by
motors, in phase with the movement of the hydraulic ma-
chines which cycle between pumping and motoring. The
input power provided by electric motors corresponds to
the losses in the system, due to friction, waste heat etc.
[0096] With reference to Figure 10, the examples de-
scribed herein relate to implementations in which the dis-
placement 300 of the actuator varies cyclically with time.
In some embodiments, the displacement (or pressure or
actuator position) may vary with time according to a fixed
frequency and amplitude waveform, as shown in Figure
10A. In one embodiment, the displacement (or pressure
or actuator position) may vary with time according to an
arbitrary predetermined waveform, as shown in Figure
10B. This is useful, for example, for testing the response
of a vehicle suspension to a simulated terrain profile. In
the cases of 10A and 10B, the demand data may com-
prise a pre-stored waveform representing the demanded
displacement (or pressure or actuator position) variation.
In other embodiments in case of example 10C, the time
variation of displacement (or pressure or actuator posi-

tion) is not predetermined but is calculated in real time.
In this case, the demand data is calculated in real time
or received from an external source of real time data. An
example application would be a flight simulator which is
moved in response to user controls. In the case of the
examples of Figures 10B and 10C, displacement de-
mand moves predominantly in one direction at a time (in
alternate directions), with a corrective centralising strat-
egy of the controller seeking to move the actuator in the
opposite direction and return the actuator away from an
end stop toward the centre of its range of motion. Thus
the actuator displacements may average a central posi-
tion, but not have an explicitly cyclic nature.
[0097] It is useful to simulate the operation of the sys-
tem prior to deployment to determine demand data which
would lead to sustainable function without breaching any
operating bounds such as:

- the speed of rotation (of the rotatable body) exceed-
ing a maximum limit

- the speed of rotation (of the rotatable body) falling
below a minimum limit

- the output pressure exceeding a maximum limit
- the output pressure falling below a minimum limit
- a requirement to use the energy dissipater (where

present)

[0098] The conditioning (e.g. optimisation) process
may involve varying the execution rate of the test se-
quence. E.g. the frequency of the test cycles (where there
is a cyclic oscillation such as shown in figure 10A). It
would be unlikely to amend the amplitude or force of the
displacement, as that tends to be dictated by the object
being tested. In one example it would be desirable to test
the blade to 50% of its theoretical breaking strain as
quickly as possible. Optimisation would allow this test to
be done as quickly as possible. Conditioning may there-
fore involve changing the speed of displacement. Anoth-
er option would be self-optimisation involving report back
average power of electric motor, increase average speed
until the power increases.
[0099] In other examples, test cycles are continued un-
til destruction is achieved, through either planned, or un-
planned mechanical failure of the object under test. It is
desirable to prevent further damage by the means of sys-
tem shutdown comprising stopping operation of the sys-
tem at the start of this failure detection, and to subse-
quently analyse the root cause of failures. The apparatus,
or system comprising the apparatus, could be used for
detecting the beginning of structural failure or of a pre-
cursor to failure of the object under test.
[0100] During testing of an object, the temperature of
the object may gradually increase, possibly due to creep
of the object material. Progressive failure of the object
may be indicated by a change in the map (map defined
below) from one cycle to the next.
[0101] In some embodiments, the relationship be-
tween HP manifold pressure and the displacement of hy-
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draulic fluid into or out of the HP manifold by the working
chamber(s) in communication with the HP manifold, is
used to determine whether one or more failure conditions
are met, to thereby detect a failure, or determine a risk
of failure, of the object being displaced or of the hydraulic
system itself.
[0102] One skilled in the art will appreciate that it is
possible to accurately measure the net displacement of
hydraulic fluid into or out of the HP manifold by a working
chamber. For example, the time within cycles of working
chamber volume of the opening or closing of the HP
and/or LP valves indicates the net displacement of hy-
draulic fluid for each individual active cycle and the speed
of rotation of the rotatable shaft determines the number
of cycles of working chamber volume per unit time. The
displacement may also be affected by factors such as
the precise value of the pressure in the HP or LP mani-
folds, properties of the hydraulic fluid etc. In any event,
it is possible to accurately estimate the volume of working
fluid displaced into or out of the HP manifold by the work-
ing chambers per cycle, per unit time or (by integration)
in total since a reference point. If control of the low pres-
sure and high pressure valves is sufficiently accurate,
the net displacement can be calculated (rather than whol-
ly measured). The pressure in the HP manifold can be
monitored, for example, with a pressure sensor. Using
this known pressure, and seeing as the area that this
pressure is acting on is known, force can be determined
(i.e. force acting on or by the respective actuator ram).
[0103] Thus, in an example embodiment, the variation
in measured pressure in the HP manifold with total vol-
ume of hydraulic fluid displaced into the HP manifold
since a reference point (e.g. minimum of rotatable shaft
speed, or since the rotatable shaft speed reached a cer-
tain value) is measured and stored. It can be used to
calculate a map of the relationship between displaced
hydraulic fluid and HP manifold pressure. This map could
be determined theoretically, where the map is based on
theoretical pressure change for a given displacement, or
empirically for example during operation (potentially us-
ing as few as two cycles of motoring and pumping, or
many such cycles).
[0104] Any discrepancy between the measured HP
manifold pressure during operation, for a given volume
of displaced hydraulic fluid, and what is indicated by the
stored map is indicative of a fault. A fault event can be
generated responsive to the difference meeting one or
more fault criteria (e.g. that the pressure is lower (or high-
er) than expected for a given displacement of the hydrau-
lic (e.g. ram) actuator by more than a threshold amount,
or is changing over time by more than a threshold rate
of change).
[0105] It is not necessary to use an absolute value of
the amount of hydraulic fluid displaced into or out of the
HP manifold (relative to a reference). It can be sufficient
to look at the change in pressure for a given net displace-
ment (over one or more cycles of working chamber vol-
ume) into or out of the HP manifold at a given pressure.

[0106] One or more fault criteria might indicate a failure
(i.e. that the object, or a part of the hydraulic machine)
has failed, or is failing or is at risk of failing. One or more
fault criteria might be stop criteria responsive to which
the hydraulic apparatus begins a stopping procedure (or
immediately stops). In the stop procedure, hydraulic ma-
chine and motor are regulated to unload the hydraulic
circuit. The hydraulic machine and motor may be regu-
lated to cease actuation of the actuator in a controlled
manner, i.e. such that actuation is stopped at an appro-
priate and convenient point in the cycle, for example at
or around the middle of the range of motion, such that
the minimum possible level of elastic energy is stored in
the object). Controlled unloading includes the return of
the hydraulic system to an unloaded condition (i.e. with
no high pressure, or relatively high pressure working fluid
in the hose between the actuator and the hydraulic ma-
chine). Unloading is an important aspect of depressuris-
ing a system to make it safe, such that an inactive or
deactivated system is less likely to contain pressurised
hydraulic regions, and thus stored energy, which may be
released at an inopportune or even dangerous moment
or way during disassembly, servicing, or invasive inspec-
tion of some part of the hydraulic circuit.
[0107] The controller may monitor the pressure of at
least one of the multiple independently controlled hydrau-
lic lines (services) and/or of at least one of the actuator
rams, record the displacement produced, and thus the
controller may use the pressure and displacement to de-
termine how much force is required to move the blade to
a given position. Taking into account temperature chang-
es, the relationship of the cycle of pressure to displace-
ment should be highly repeatable over a pumping mo-
toring cycle, and may be recorded in the form of a map,
which may be stored in the controller. Any significant de-
viation in this pressure/displacement map, as compared
to a standard cycle may provide an indication of structural
changes and/or potential failure in the blade, or of appa-
ratus or system issues. Such detected changes or issues
should normally be used as an indication to stop the test.
[0108] The system controller could monitor the pres-
sure to displacement relationship for a number of cycles
at start-up (for example during 5 cycles after the system
has stabilised) and generate the map based on these
cycles. The operator could set a controller parameter of
how quickly or how far to let it deviate from this map
(indicating a system change) before the controller should
autonomously shut down operation.
[0109] Advantages or benefits include that using the
pressure and displacement indications can reduce the
requirement for instrumentation to generate shutdown
conditions. It also means the controller directly measures
the inherent mechanical behaviour of the blade through
the test rig (rather than indirectly by use of an acceler-
ometer, or other such sensor, to measure the behaviour).
[0110] The test may involve a test sequence of dis-
placements, where an operator monitors the test rig, and
chooses the speed of rotation - essentially this would not
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typically be an unmanned self-optimising system.
[0111] This can be achieved by simulating operation
using predetermined demand data (i.e. a specification of
the variation of displacement, pressure or position of an
actuator with time, typically for each of a plurality of hy-
draulic power units in connection with the same object
at the same time) and iteratively amending the demand
data to avoid operation breaching set bounds or to oth-
erwise condition (e.g. optimise) performance (e.g. to min-
imise power output or maximise the effectiveness or rel-
evance of a test procedure). This conditioning procedure
may include:

- trimming / applying a filter to a demanded value of
displacement, position or pressure, which filter may
vary with time,

- applying power limits (e.g. to ensure that the prime
mover power, or hydraulic machine power is respect-
ed),

- scaling the demand data, or part thereof, in time,
- scaling the demand data, or part thereof, in ampli-

tude,
- otherwise modifying the time between points in an

operation cycle (e.g. time between reaching and
leaving maximum power

[0112] The conditioning or optimisation procedure may
also be carried out experimentally in a test phase instead
of virtually in a simulation phase.
[0113] For example, Figure 11A illustrates the cycling
shaft speed, the average of which decreases with time
during operation of the apparatus as energy is lost to
friction, heat etc. from one cycle of displacement to the
next. If insufficient input of power is provided by the elec-
tric motor to make up for these unknown losses, this leads
to a steady decline of the average speed and shaft speed
will drop below speedmin. In this instance, a change in
the moving average of the cycling shaft speed is indica-
tive of average energy supplied to or used in the VSD/mo-
tor being different from average energy consumed/sup-
plied by the mechanical system. However, by applying a
trim (a consistent, possibly varying, corrective input
which provides an additional torque command in order
to stabilise a rotation speed or maintain it at a target
speed) on the electric motor drive (VSD) to raise/lower
gain current to the correct level, this will give stable op-
eration. Trim is usually described in reference to the elec-
tric motor torque, but may also be described in terms of
electric motor power trim. Gain is a multiplier factor ap-
plied to the difference between the actual measured
speed and the speed reference. Minimising electrical
power consumption of the system via control means re-
quires sizing the flywheel appropriately (which necessar-
ily involves knowing the upper speed limit). More specif-
ically, the rotatable body (including any flywheel) must
be capable of storing the maximum energy that a respec-
tive actuator ram (or rams) might provide. The control
system will monitor shaft speed, as well as actuator ram

pressure, and potentially actuator ram position. Energy
in the actuator ram working chamber is a function of the
actuator ram pressure, and actuator ram position. It is
desirable to prevent the electric drive system (comprising
the electric motor, and VSD or similar motor drive) and/or
the hydraulic drive system (comprising hydraulic ma-
chine and actuator ram) from adding any rotational kinetic
energy which would take shaft speed above maximum
shaft speed (maximum ’rated’ shaft speed). The control
system monitors the coefficients including pressure / po-
sition / shaft speed, and determines when enough stored
energy is captive in a pressurised actuator ram to motor
the connected hydraulic machine, and rotate the corre-
sponding rotating shaft (and connected inertia) to the
maximum allowable speed of the shaft. When it makes
this determination, it stops the input of further rotational
kinetic energy from the electric motor. After stopping of
the electric motor, the hydraulic machine may continue
to motor receiving pressurised hydraulic fluid thus pro-
viding shaft torque, and adding to the rotational kinetic
energy. If the determination was made and executed cor-
rectly, the hydraulic machine may continue to receive all
pressurised fluid in the hydraulic ram, but will not cause
shaft speed to exceed the maximum shaft speed. This
allows the system to recapture the maximum possible
amount of energy from the pressurised ram.
[0114] The controller or human operator trims what that
’gain block’ is. If the speed is falling, then the controller
or human operator needs to raise the gain, such that the
oscillating speed rises. With the cumulative effect shown
in Figure 11C, the peak oscillating shaft speed remains
within the upper limit speedmax and lower limit speedmin,
and can be maintained indefinitely during operation as
inferred from Figure 11C.
[0115] Figure 12 graphs show the upper limit of power
which can be generated during pumping, which varies
with the speed of rotation of the rotatable body. Similarly,
the amount of power which can be absorbed during mo-
toring also has a limit, which also varies with speed of
rotation. In abnormal conditions, if excessive power is
returned by the object during motoring, the excess high
pressure hydraulic fluid may be dissipated, for example
using a pressure relief valve. It can be seen that the
torque limit varies with speed, for both pumping and mo-
toring of the hydraulic machine, and of the electric motor.
Dashed line 504 illustrates the torque associated with a
lower instantaneous target flywheel speed.
[0116] Figures 13 show the variation of flywheel speed
with power. In the illustrated embodiment, the control
strategy seeks to maintain the flywheel at maximum
speed (speedmax) by default, thus in a ’ready’ state to
provide energy in excess of the electric motor’s ability.
Figures 13A and 13B represent operational cycles
achieved before conditioning (e.g. optimisation), and Fig-
ures 13C and 13D represent operational cycles achieved
after conditioning (e.g. optimisation).
[0117] Figures 13A and 13C each illustrate the actua-
tor demand power 350 over time and Figures 13B and
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13D each illustrate the corresponding speed of rotation
352 that would result during an operation cycle. Figures
13 illustrate a boundary condition where the control strat-
egy allows the speed of rotation of the rotatable body to
reach both the maximum and minimum speed thresh-
olds, but seeks to prohibit the speed of rotation from drop-
ping below the minimum.
[0118] A primary benefit of the invention is due to the
use of energy stored in rotational kinetic energy of the
rotatable body (possibly including flywheel), the power
output can temporarily exceed the steady state power
limit of the electric motor 354. If a physical rig was used
to process an unconditioned (non-optimised) demand
from which the illustrated actuator power demand char-
acteristic arises, it can be seen that after time 358 the
unconditioned (non-optimised) demand could not be sat-
isfied using the specified system, and it would not be able
to completely meet the level of demand between time
358 and 360. This would for example result in the actuator
not being displaced to the desired extent.
[0119] Excess power (shown in Figures 13A and 13C,
as the unhatched areas between line 354 and line 350)
is obtained from the decelerating the rotatable body.
When the actuator power exceeds the limit 354, the
speed of rotation will decelerate. If the speed of rotation
reaches the minimum speed (speedmin), then the output
power provided to the actuator becomes limited by the
available input power (which in this case would result in
a deviation from the demanded cycle). This might occur
if running an unconditioned (non-optimised) demanded
cycle, which would lead to a failure to follow a demand
because the system has reached its power limit. The
hatched region 356 represents the power over a period
of time that the system is unable to meet, thus corre-
sponding to a demand (not illustrated) that the specified
system is unable to meet. Such potential deficiency may
be detected by running a simulation of such uncondi-
tioned (non-optimised) demand data, and thus a condi-
tioning (e.g. optimisation) phase should be performed
before running the demand data on a physical test rig.
[0120] Comparing Figure 13B to 13D, 13D shows a
longer period for recovery, after time 358 of the rotating
body/shaft to speedmax for the conditioned (e.g. opti-
mised) input. Recovery of flywheel speed only starts at
time 366 (Fig 13D) instead of earlier time 360 (Fig 13B).
However, such a conditioned (e.g. optimised) cycle is
one that can feasibly be carried out (i.e. without violations
of power limits, and thus there will be no requirement for
avoidance action (e.g. a sudden drop in Fd) during oper-
ation). The conditioned (e.g. optimised) cycle has a pow-
er demand that as closely as possible meets the uncon-
ditioned (non-optimised, e.g. initial) one. Thus modifica-
tions which arise from the conditioning process may
slightly distort the demanded cycle, but in the example
of Fig 13, allow the test rig to catch up with the cycle at
the end of the power limit phase (i.e. power limit phase
is extended from time 360 and 366, and catch up recovery
occurs after time 366).

[0121] With reference to Figure 14, the maximum
torque of the hydraulic machine is represented by line
400, and thus maximum displacement (for full stroke op-
eration of the machine) varies with speed of rotation. 402
is the continuous torque limit of the electric motor. 406
is the instantaneous power limit. 404 is the continuous
power limit. 408 is the instantaneous power limit of the
hydraulic pump (i.e. full torque at all speeds of rotation).
The continuous sustainable power (and therefore torque)
limit 404 drops as speed of rotation increases, although
the short term power limit 406, which can be sustained
temporarily using rotational kinetic energy, will always be
higher. In practice, the maximum theoretical torque of
the hydraulic machine, the torque represented by line
408, is not reached, and 408 always exceeds 402, 404,
and 406.
[0122] In general, during operation, the primary input
of energy into the system is through the electric motor,
the power output of which is regulated. Ideally the power
output is independent of the speed of rotation of the ro-
tatable body and in an example this is achieved by using
a variable speed drive (VSD), which is a type of electric
motor drive (i.e. it drives the electric motor) and controller
that is usually used to drive a 3-phase electric induction
motor by varying the frequency and current applied to
the motor.
[0123] An input to the VSD is sensed shaft speed. In
a first embodiment, the VSD is controlled to achieve a
desired shaft speed and have low gains in its speed con-
trol loop (with trim to make up for losses). These low
gains will allow the speed to vary, driven by the hydraulic
machine, leading to an oscillation RPM (see fig 11C). In
a second embodiment a ’system controller’ provides the
VSD a torque or speed demand based on the state of
charge of the hydraulic actuator (ram), the current shaft
RPM, and the position in the oscillation cycle, and other
system conditions. The result of this second embodiment
is again to achieve the waveforms of Fig 11.
[0124] Controlling a variable speed drive, or motor
drive, may comprise the step (typically carried out by a
system controller) of regulating the variable speed motor
(e.g. by providing it with a calculated torque or speed
demand) taking into account the state of charge of the
hydraulic actuator, the current speed of rotation of the
rotatable body, and the current position in the oscillation
cycle (of alternating pumping and motoring), and option-
ally other system conditions, in order to provide a con-
trollable oscillation of the object.
[0125] Controlling the hydraulic pump-motor, may
comprise the step (typically carried out by a system con-
troller) of automatically regulating (e.g. adjusting) the fre-
quency of alternative pumping and motoring. Typically,
this maximises the frequency with which the object is
driven thus allowing a maximum achievable workrate.
The term workrate recognises that not all energy input
to the system provides useful work, that we wish to max-
imise the fraction of energy input that performs useful
work, and that the rate of such work is a useful target and
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measure of performance.
[0126] The electric motor is typically controlled to input
power continuously. Figure 15A is a graph showing pow-
er provided by the electric motor to accelerate the rotation
of the rotatable body. The power output 500B of the elec-
tric motor is typically kept at a maximum unless the ro-
tatable body is close to its maximum speed of rotation in
which case the power output is controlled and limited to
avoid overspeed.
[0127] During motoring of the hydraulic pump-motor
(Figure 15B is a graph showing the relationship between
power provided by the hydraulic machine to accelerate
or decelerate the speed of rotation), the power output
500C of the hydraulic pump-motor is typically kept at a
maximum. As the speed of rotation approaches a mini-
mum threshold, thus the displacement of the hydraulic
pump-motor operating as a motor is ramped down, such
that no negative torque is applied by the hydraulic ma-
chine at or below the minimum threshold speed.
[0128] During operation, a demand fraction Fd (fraction
of maximum displacement per rotation of the rotatable
body) is controlled as required to meet the time varying
demand and is also regulated to avoid underspeed of the
rotatable body.
[0129] Figure 16 illustrates the control of the electric
motor power (vertical-axis) during operation in depend-
ence on the peak pressure 310 of the high pressure fluid
line 122 on successive cycles. The further the vertical-
axis power value is from zero, the greater the increase
in electric motor power output from one cycle to the next.
If the peak pressure is within a central range or region
312 it is regulated relatively weakly and with low gain but
if the peak pressure exceeds or falls below thresholds
(regions 314, 316) it is regulated more strongly and with
higher gain.
[0130] In some embodiments, there is a feedback loop
in the variable speed drive, which is configured such that
an uncommanded drop in the speed of the electric motor
(e.g. due to the application of a mechanical load) leads
to a controlled increase in the supplied current. Corre-
spondingly the feedback loop will decrease the active
current supply in order to decrease speed. In respect of
Figure 16, this regulation action over the electric motor
is carried out at all pressures, however within the central
region 312 the gain is low (the regulation is relatively
weak). When pressure is out of this region, either above
in region 316 or below in region 314, then the gain is
higher (the regulation is relatively strong).

Claims

1. Apparatus for repetitively displacing an object (2),
the apparatus comprising:

an object engagement element (10),
a hydraulic actuator (8) connected to the object
engagement element,

a hydraulic machine (30) having a low pressure
manifold (120) and a high pressure manifold
(122), the high pressure manifold coupled to the
hydraulic actuator, a rotatable body (26, 108),
comprising a rotatable shaft (108), a plurality of
working chambers (102) having a volume which
varies cyclically with rotation of the rotatable
shaft, a plurality of valves (118, 126) regulating
the flow of working fluid between the respective
working chambers and the low and high pres-
sure manifold, at least one valve per working
chamber being an electronically controlled
valve,
a controller (4, 200) which electronically controls
the said valves to thereby regulate the net dis-
placement of working fluid by each working
chamber during each cycle of working chamber
volume, including selecting between pumping
cycles in which a working chamber makes a net
displacement of working fluid from the low pres-
sure manifold to the high pressure manifold, and
motoring cycles in which a working chamber
makes a net displacement of working fluid from
the high pressure manifold to the low pressure
manifold, a motor (22) drivingly coupled to the
rotatable body and configured to exert a torque
on the rotatable body,
characterised in that the speed of rotation of
the rotatable body varies, and the controller is
configured to alternately control the said valves
to thereby regulate the pumping of working fluid
to the hydraulic actuator to thereby displace an
object which engages the object engagement
element in use and then to control the said
valves to thereby regulate the motoring of work-
ing fluid from the hydraulic actuator as a result
of forces from the object bearing on the object
engagement element, and wherein the control
of the said valves by the controller takes into
account the speed of rotation of the rotatable
body.

2. Apparatus according to claim 1, wherein the motor
(22) is an electrical motor having an electronic vari-
able speed drive which allows at least a 10% change
in the speed of rotation of the rotatable body (26,
108) during operation.

3. A system (1) for repetitively displacing an object (2)
comprising a plurality of apparatuses according to
claim 1 or claim 2, with the object engaging elements
of the respective apparatus being attachable to or
attached to different parts of an object and a system
controller (4, 200) operable to regulate in concert the
pumping and motoring of the respective apparatus
to control the movement of the object engaging ele-
ments in concert.
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4. A method of repetitively displacing an object (2), the
method comprising providing a hydraulic apparatus,
the hydraulic apparatus comprising:

a hydraulic actuator (8) coupled to the object
through an object engagement element (10),
a hydraulic machine (30) having a low pressure
manifold (120) and a high pressure manifold
(122), the high pressure manifold coupled to the
hydraulic actuator, a rotatable body (26, 108)
comprising a rotatable shaft (108), a plurality of
working chambers (102) having a volume which
varies cyclically with rotation of the rotatable
shaft, a plurality of valves (118, 126) regulating
the flow of working fluid between the respective
working chambers and the low and high pres-
sure manifold, at least one valve per working
chamber being an electronically controlled
valve,
a motor (22) drivingly coupled to the rotatable
body,
the method comprising:

operating the motor to exert a torque on the
rotatable body to thereby increase the rota-
tional kinetic energy of the rotatable body,
the speed of rotation of the rotatable body
varying during operation,
controlling the said valves to thereby regu-
late the net displacement of working fluid by
each working chamber during each cycle of
working chamber volume, such that the
working chambers alternatively carry out
pumping and motoring, wherein during
pumping the said valves are controlled to
cause the working chambers to carry out
pumping cycles in which a working chamber
makes a net displacement of working fluid
from the low pressure manifold to the high
pressure manifold,
and characterised in that during motoring
the said valves are controlled to cause the
working chambers to carry out motoring cy-
cles in which a working chamber makes a
net displacement of working fluid from the
high pressure manifold to the low pressure
manifold to thereby regulate the motoring
of working fluid from the hydraulic actuator
as a result of forces from the object bearing
on the object engagement element,
and wherein the control of the said valves
takes into account the varying speed of ro-
tation of the rotatable body.

5. A method of repetitively displacing an object (2) ac-
cording to claim 4, the method comprising providing
a plurality of said hydraulic apparatus coupled to dif-
ferent parts of the object, and controlling the pumping

and motoring by the respective hydraulic apparatus
in concert to thereby cause the object to be displaced
according to a time-varying profile.

6. Apparatus or a method according to any one pre-
ceding claim, wherein rotational kinetic energy of the
rotatable body (26, 108) is used at least in part to
drive the pumping of working fluid to the hydraulic
actuator (8) and the speed of rotation of the rotatable
body falls as a result, and wherein the subsequent
output of working fluid from the hydraulic actuator is
used to motor the hydraulic machine (30) to accel-
erate the rotation of the rotatable body.

7. Apparatus or a method according to any one pre-
ceding claim, wherein the said pumping of working
fluid to the hydraulic actuator (8) and the said mo-
toring of working fluid from the hydraulic actuator
takes place cyclically.

8. Apparatus or a method according to claim 7, wherein
the rotatable body (26, 108) rotates in a single direc-
tion, with increasing and decreasing speed of rota-
tion, and wherein the action of the motor (22) on the
rotatable body acts to maintain the peak rotational
kinetic energy of the rotatable body from one cycle
to the next by providing sufficient energy during each
cycle to compensate for losses.

9. Apparatus or a method according to claim 8, wherein
a target rotation speed of the rotatable body (26, 108)
is determined, the electric motor (22) is regulated
towards the target rotation speed, the electric motor
is a variable speed motor driven by a variable speed
drive configured to allow the speed to vary within a
range, the hydraulic machine (30) alternately decel-
erating the rotatable body during said pumping cy-
cles and accelerating the rotatable body during said
motoring cycles, thus leading to an oscillation in
speed of rotation of the rotatable body between said
pumping and said motoring, wherein a torque trim is
applied by the variable speed drive driving the motor
in order to make up for losses in the apparatus and
provide a controlled oscillation of the object (2), op-
tionally wherein the hydraulic machine is controlled
to avoid overspeed or underspeed of the rotation of
the rotatable body.

10. Apparatus or a method according to any one pre-
ceding claim, wherein the valves (118, 126) are con-
trolled to regulate the pumping and/or the motoring
such that one or more of the group consisting of:

(i) the displacement of the object engagement
element (10) along a path; and
(ii) the force exerted by the object engagement
element on an object (2); and
(iii) the pressure in the high pressure manifold
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(122); is regulated to follow a time-varying de-
mand, which may be predetermined.

11. A method according to claim 9, comprising the step
of determining a said time-varying demand through
a cycle of displacement by one or more of:

(i) simulating and/or monitoring the force exert-
ed by the object (2) on the object engagement
element (10) during a cycle of displacement,
(ii) simulating and/or monitoring the movement
of the object during a cycle of displacement,
(iii) simulating and/or monitoring the loss of en-
ergy during a cycle of displacement, and/or
(iv) detecting the violation of thresholds as to
displacement, speed of movement or force ex-
erted during a cycle of displacement.

12. Apparatus or a method according to any one pre-
ceding claim, wherein the valves (118, 126) are con-
trolled to regulate the net rate of displacement of
working fluid per unit time of the plurality of working
chambers (102), said net rate of displacement per
unit time being selectable independently of the
speed of rotation of the rotatable body (26, 108).

13. Apparatus or a method according to any one pre-
ceding claim, wherein the speed of rotation of the
rotatable body (26, 108) varies by more than 10%.

14. Apparatus or a method according to any one pre-
ceding claim, wherein the power transmitted to the
rotatable body (26, 108) temporarily exceeds the
maximum and/or rated output torque of the motor
(22), optionally wherein the motor is driven at above
its maximum continuous rated torque for a limited
period of time.

15. Apparatus or a method according to any one pre-
ceding claim, wherein the relationship between the
displacement of working fluid to or from the high pres-
sure manifold (122) and the pressure in the high
pressure manifold is monitored to determine whether
one or more fault criteria are met.

16. A method according to any one of claims 4-15 where-
in the motor (22) is a variable speed motor having a
variable speed drive, wherein the variable speed
drive regulates the motor responsive to a torque or
speed demand signal calculated taking into account
the state of charge of the hydraulic actuator (8), the
current speed of rotation of the rotatable body (26,
108), and the current position in an oscillation cycle,
and optionally other system conditions, in order to
provide a controllable oscillation of the object (2).

17. A method according to any one of the claims 4-16
wherein the frequency of alternate pumping and mo-

toring is automatically regulated to maximise the fre-
quency with which the object (2) is driven thus allow-
ing a maximum achievable workrate.

Patentansprüche

1. Einrichtung zum wiederholten Verlagern eines Ob-
jekts (2), wobei die Einrichtung Folgendes umfasst:

ein Objekteingriffselement (10),
einen hydraulischen Aktuator (8), verbunden mit
dem Objekteingriffselement,
eine hydraulische Maschine (30) mit einem Nie-
derdruckverteiler (120) und einem Hochdruck-
verteiler (122), wobei der Hochdruckverteiler mit
dem hydraulischen Aktuator gekoppelt ist, einen
drehbaren Körper (26, 108), umfassend eine
drehbare Welle (108), mehrere Arbeitskam-
mern (102) mit einem Volumen, das zyklisch mit
der Drehung der drehbaren Welle variiert, meh-
rere Ventile (118, 126), die den Strom des Ar-
beitsfluids zwischen den entsprechenden Ar-
beitskammern und dem Nieder- sowie Hoch-
druckverteiler regeln, wobei zumindest ein Ven-
til pro Arbeitskammer ein elektronisch gesteu-
ertes Ventil ist,
eine Steuerung (4, 200), die die Ventile elektro-
nisch steuert, um so die Nettoverlagerung von
Arbeitsfluid durch die einzelnen Arbeitskam-
mern während jedes Zyklus von Arbeitskam-
mervolumen zu regeln, umfassend Auswählen
zwischen Pumpzyklen, in denen eine Arbeits-
kammer eine Nettoverlagerung von Arbeitsfluid
aus dem Niederdruckverteiler zum Hochdruck-
verteiler vornimmt,
und Antriebszyklen, in denen eine Arbeitskam-
mer eine Nettoverlagerung von Arbeitsfluid aus
dem Hochdruckverteiler zum Niederdruckver-
teiler vornimmt, einen Motor (22), antreibend mit
dem drehbaren Körper gekoppelt und ausgelegt
zum Wirken eines Drehmoments auf den dreh-
baren Körper,
dadurch gekennzeichnet, dass die Drehzahl
des drehbaren Körpers variiert und dass die
Steuerung ausgelegt ist zum alternierenden
Steuern der Ventile, um so das Pumpen von Ar-
beitsfluid zu dem hydraulischen Aktuator zu
steuern, um so ein Objekt zu verlagern, das bei
Verwendung in Eingriff mit dem Objekteingriff-
selement kommt, und dann die Ventile zu steu-
ern, um so das Antreiben von Arbeitsfluid aus
dem hydraulischen Aktuator zu regeln als Er-
gebnis von Kräften von dem Objekt, das am Ob-
jekteingriffselement anliegt, und wobei die Steu-
erung der Ventile durch die Steuerung die Dreh-
zahl des drehbaren Körpers berücksichtigt.
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2. Einrichtung nach Anspruch 1, wobei der Motor (22)
ein elektrischer Motor mit einem elektronischen
drehzahlveränderlichen Antrieb ist, der während des
Betriebs eine Änderung der Drehzahl des drehbaren
Körpers (26, 108) von mindestens 10 % ermöglicht.

3. System (1) zum wiederholten Verlagern eines Ob-
jekts (2), umfassend mehrere Einrichtungen nach
Anspruch 1 oder Anspruch 2, wobei die Objektein-
griffselemente der entsprechenden Einrichtungen
an unterschiedlichen Teilen eines Objekts befestig-
bar oder befestigt sind, und eine Systemsteuerung
(4, 200), betreibbar zum gemeinsamen Regeln des
Pumpens und Antreibens der entsprechenden Ein-
richtungen zum Steuern der gemeinsamen Bewe-
gung der Objekteingriffselemente.

4. Verfahren zum wiederholten Verlagern eines Ob-
jekts (2), wobei das Verfahren Bereitstellen einer hy-
draulischen Einrichtung umfasst, wobei die hydrau-
lische Einrichtung Folgendes umfasst:

einen hydraulischen Aktuator (8), mit dem Ob-
jekt über ein Objekteingriffselement (10) gekop-
pelt,
eine hydraulische Maschine (30) mit einem Nie-
derdruckverteiler (120) und einem Hochdruck-
verteiler (122), wobei der Hochdruckverteiler mit
dem hydraulischen Aktuator gekoppelt ist, einen
drehbaren Körper (26, 108), umfassend eine
drehbare Welle (108), mehrere Arbeitskam-
mern (102) mit einem Volumen, das zyklisch mit
der Drehung der drehbaren Welle variiert, meh-
rere Ventile (118, 126), die den Strom des Ar-
beitsfluids zwischen den entsprechenden Ar-
beitskammern und dem Nieder- sowie Hoch-
druckverteiler regeln, wobei zumindest ein Ven-
til pro Arbeitskammer ein elektronisch gesteu-
ertes Ventil ist,
einen Motor (22), antreibend mit dem drehbaren
Körper gekoppelt,
wobei das Verfahren Folgendes umfasst:

Betreiben des Motors zum Wirken eines
Drehmoments auf den drehbaren Körper,
um so die Rotationsenergie des drehbaren
Körpers zu erhöhen, wobei die Drehzahl
des drehbaren Körpers während des Be-
triebs variiert,
Steuern der Ventile, um so die Nettoverla-
gerung von Arbeitsfluid durch die einzelnen
Arbeitskammern während jedes Zyklus von
Arbeitskammervolumen zu regeln, sodass
die Arbeitskammern alternativ Pumpen und
Antreiben ausführen, wobei während des
Pumpens die Ventile gesteuert werden, um
Pumpzyklen auszuführen, in denen eine Ar-
beitskammer eine Nettoverlagerung von

Arbeitsfluid aus dem Niederdruckverteiler
zum Hochdruckverteiler vornimmt,
und dadurch gekennzeichnet, dass wäh-
rend des Antreibens die Ventile gesteuert
werden, um die Arbeitskammern zu veran-
lassen, Antriebszyklen auszuführen, in de-
nen eine Arbeitskammer eine Nettoverlage-
rung von Arbeitsfluid aus dem Hochdruck-
verteiler zum Niederdruckverteiler vor-
nimmt,
um so das Antreiben des Arbeitsfluids aus
dem hydraulischen Aktuator zu regeln als
Ergebnis von Kräften von dem Objekt, das
an dem Objekteingriffselement anliegt,
und wobei die Steuerung der Ventile die va-
riierende Drehzahl des drehbaren Körpers
berücksichtigt.

5. Verfahren zum wiederholten Verlagern eines Ob-
jekts (2) nach Anspruch 4, wobei das Verfahren Be-
reitstellen von mehreren hydraulischen Einrichtun-
gen, gekoppelt mit unterschiedlichen Teilen des Ob-
jekts, und gemeinsames Steuern des Pumpens und
Antreibens durch die entsprechenden hydraulischen
Einrichtungen, um so das Objekt zu veranlassen,
entsprechend einem zeitlich veränderlichen Profil
verlagert zu werden, umfasst.

6. Einrichtung oder Verfahren nach einem der vorher-
gehenden Ansprüche, wobei Rotationsenergie des
drehbaren Körpers (26, 108) zumindest teilweise
verwendet wird, um das Pumpen von Arbeitsfluid
zum hydraulischen Aktuator (8) anzutreiben und die
Drehzahl des drehbaren Körpers infolgedessen fällt,
und wobei die anschließende Ausgabe von Arbeits-
fluid vom hydraulischen Aktuator verwendet wird,
um die hydraulische Maschine (30) anzutreiben, um
die Drehung des drehbaren Körpers zu beschleuni-
gen.

7. Einrichtung oder Verfahren nach einem der vorher-
gehenden Ansprüche, wobei das Pumpen von Ar-
beitsfluid zum hydraulischen Aktuator (8) und das
Antreiben von Arbeitsfluid aus dem hydraulischen
Aktuator zyklisch stattfinden.

8. Einrichtung oder Verfahren nach Anspruch 7, wobei
sich der drehbare Körper (26, 108), mit zunehmen-
der und abnehmender Drehzahl, in eine einzelne
Richtung dreht, und wobei die Aktion des Motors (22)
auf den drehbaren Körper wirkt, um die Spitzenro-
tationsenergie von einem Zyklus zum nächsten zu
halten durch Bereitstellen einer ausreichenden En-
ergie während jedes Zyklus zum Kompensieren von
Verlusten.

9. Einrichtung oder Verfahren nach Anspruch 8, wobei
eine Zieldrehzahl des drehbaren Körpers (26, 108)
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bestimmt wird, wobei der Elektromotor (22) in Rich-
tung der Zieldrehzahl geregelt wird, wobei der Elek-
tromotor ein drehzahlveränderlicher Motor ist, der
durch einen drehzahlveränderlichen Antrieb ange-
trieben wird, der dazu ausgelegt ist, der Drehzahl zu
ermöglichen, innerhalb eines Bereichs zu variieren,
wobei die hydraulische Maschine (30) alternierend
den drehbaren Körper während der Pumpzyklen ver-
langsamt und den drehbaren Körper während der
Antriebszyklen beschleunigt, was zu einer Oszillati-
on in der Drehzahl des drehbaren Körpers zwischen
dem Pumpen und dem Antreiben führt, wobei eine
Drehzahlkappung durch den drehzahlveränderli-
chen Antrieb, der den Motor antreibt, angewendet
wird, um Verluste in der Einrichtung auszugleichen
und eine gesteuerte Oszillation des Objekts (2) be-
reitzustellen, wobei optional die hydraulische Ma-
schine gesteuert wird, um eine Überdrehzahl oder
Unterdrehzahl der Drehung des drehbaren Körpers
zu verhindern.

10. Einrichtung oder Verfahren nach einem der vorher-
gehenden Ansprüche, wobei die Ventile (118, 126)
gesteuert werden, um das Pumpen und/oder Antrei-
ben zu regeln, sodass eines oder mehrere aus der
Gruppe, die besteht aus:

(i) der Verlagerung des Objekteingriffselements
(10) entlang eines Pfades; und
(ii) der durch das Objekteingriffselement auf ein
Objekt (2) gewirkten Kraft; und
(iii) dem Druck im Hochdruckverteiler (122); ge-
regelt wird, um einem zeitlich veränderlichen
Bedarf zu folgen, der vorbestimmt sein kann.

11. Verfahren nach Anspruch 9, umfassend den Schritt
des Bestimmens eines zeitlich veränderlichen Be-
darfs während eines Verlagerungszyklus durch ei-
nes oder mehrere aus:

(i) Simulieren und/oder Überwachen der wäh-
rend eines Verlagerungszyklus durch das Ob-
jekt (2) auf das Objekteingriffselement (10) ge-
wirkten Kraft,
(ii) Simulieren und/oder Überwachen der Bewe-
gung des Objekts während eines Verlagerungs-
zyklus,
(iii) Simulieren und/oder Überwachen des Ver-
lust von Energie während eines Verlagerungs-
zyklus, und/oder
(iv) Detektieren der Verletzung von Schwellen
hinsichtlich der Verlagerung, der Bewegungs-
geschwindigkeit oder der Kraft, die während ei-
nes Verlagerungszyklus gewirkt wird.

12. Einrichtung oder Verfahren nach einem der vorher-
gehenden Ansprüche, wobei die Ventile (118, 126)
gesteuert werden, um die Nettorate von Verlagerung

von Arbeitsfluid pro Zeiteinheit der mehreren Ar-
beitskammern (102) zu regeln, wobei die Nettorate
von Verlagerung pro Zeiteinheit unabhängig von der
Drehzahl des drehbaren Körpers (26, 108) auswähl-
bar ist.

13. Einrichtung oder Verfahren nach einem der vorher-
gehenden Ansprüche, wobei die Drehzahl des dreh-
baren Körpers (26, 108) um mehr als 10 % variiert.

14. Einrichtung oder Verfahren nach einem der vorher-
gehenden Ansprüche, wobei die auf den drehbaren
Körper (26, 108) übertragene Leistung das maxima-
le und/oder Nennausgangsdrehmoment des Motors
(22) vorübergehend überschreitet, wobei optional
der Motor über einen begrenzten Zeitraum über sei-
nem maximalen kontinuierlichen Nenndrehmoment
angetrieben wird.

15. Einrichtung oder Verfahren nach einem der vorher-
gehenden Ansprüche, wobei die Beziehung zwi-
schen der Verlagerung von Arbeitsfluid zum oder
vom Hochdruckverteiler (122) und dem Druck im
Hochdruckverteiler überwacht wird, um zu bestim-
men, ob ein oder mehrere Fehlerkriterien erfüllt sind.

16. Verfahren nach einem der Ansprüche 4-15, wobei
der Motor (22) ein drehzahlveränderlicher Motor mit
einem drehzahlveränderlichen Antrieb ist, wobei der
drehzahlveränderliche Antrieb den Motor in Reakti-
on auf ein Drehmoment- oder Drehzahlbedarfssig-
nal regelt, das unter Berücksichtigung des Ladezu-
stands des hydraulischen Aktuators (8), der aktuel-
len Drehzahl des drehbaren Körpers (26, 108) und
der aktuellen Position in einem Oszillationszyklus
sowie optional anderer Systembedingungen be-
rechnet wird, um eine steuerbare Oszillation des Ob-
jekts (2) bereitzustellen.

17. Verfahren nach einem der Ansprüche 4-16, wobei
die Frequenz des alternierenden Pumpens und An-
treibens automatisch geregelt wird, um die Frequenz
zu maximieren, mit der das Objekt (2) angetrieben
wird, so eine maximal erreichbare Arbeitsrate er-
möglichend.

Revendications

1. Appareil pour déplacer de manière répétitive un objet
(2), l’appareil comprenant :

un élément d’engagement d’objet (10),
un actionneur hydraulique (8) relié à l’élément
d’engagement d’objet,
une machine hydraulique (30) ayant un collec-
teur basse pression (120) et un collecteur haute
pression (122), le collecteur haute pression
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étant couplé à l’actionneur hydraulique, un
corps rotatif (26, 108), comprenant un arbre ro-
tatif (108), une pluralité de chambres de travail
(102) ayant un volume qui varie cycliquement
avec la rotation de l’arbre rotatif, une pluralité
de vannes (118, 126) régulant l’écoulement du
fluide de travail entre les chambres de travail
respectives et les collecteurs basse et haute
pression, au moins une vanne par chambre de
travail étant une vanne à commande électroni-
que,
un dispositif de commande (4, 200) qui com-
mande électroniquement lesdites vannes pour
réguler ainsi le déplacement net de fluide de tra-
vail par chaque chambre de travail pendant cha-
que cycle de volume de chambre de travail,
comprenant la sélection entre des cycles de
pompage au cours desquels une chambre de
travail effectue un déplacement net de fluide de
travail du collecteur basse pression au collec-
teur haute pression, et des cycles de motorisa-
tion au cours desquels une chambre de travail
effectue un déplacement net de fluide de travail
du collecteur haute pression au collecteur basse
pression, un moteur (22) couplé en entraîne-
ment au corps rotatif et configuré pour exercer
un couple sur le corps rotatif,
caractérisé en ce que la vitesse de rotation du
corps rotatif varie, et le dispositif de commande
est configuré pour commander en alternance
lesdites vannes pour réguler ainsi le pompage
du fluide de travail vers l’actionneur hydraulique
pour déplacer ainsi un objet qui engage l’élé-
ment d’engagement d’objet en utilisation et en-
suite pour commander lesdites vannes pour ré-
guler ainsi l’entraînement du fluide de travail de-
puis l’actionneur hydraulique en conséquence
des forces de l’objet portant sur l’élément d’en-
gagement d’objet, et la commande desdites
vannes par le dispositif de commande prenant
en compte la vitesse de rotation du corps rotatif.

2. Appareil selon la revendication 1, le moteur (22)
étant un moteur électrique ayant un variateur de vi-
tesse électronique qui permet une variation d’au
moins 10 % de la vitesse de rotation du corps rotatif
(26, 108) pendant le fonctionnement.

3. Système (1) pour déplacer de manière répétitive un
objet (2) comprenant une pluralité d’appareils selon
la revendication 1 ou la revendication 2, avec les
éléments d’engagement d’objet de l’appareil respec-
tif pouvant être attachés à ou étant attachés à diffé-
rentes parties d’un objet et un dispositif de comman-
de de système (4, 200) pouvant fonctionner pour ré-
guler de concert le pompage et la motorisation de
l’appareil respectif pour commander de concert le
mouvement des éléments d’engagement d’objet.

4. Procédé de déplacement répétitif d’un objet (2), le
procédé comprenant la fourniture d’un appareil hy-
draulique, l’appareil hydraulique comprenant :

un actionneur hydraulique (8) couplé à l’objet au
moyen d’un élément d’engagement d’objet (10),
une machine hydraulique (30) ayant un collec-
teur basse pression (120) et un collecteur haute
pression (122), le collecteur haute pression
étant couplé à l’actionneur hydraulique, un
corps rotatif (26, 108) comprenant un arbre ro-
tatif (108), une pluralité de chambres de travail
(102) ayant un volume qui varie cycliquement
avec la rotation de l’arbre rotatif, une pluralité
de vannes (118, 126) régulant l’écoulement du
fluide de travail entre les chambres de travail
respectives et les collecteurs basse et haute
pression, au moins une vanne par chambre de
travail étant une vanne à commande électroni-
que,
un moteur (22) couplé en entraînement au corps
rotatif, le procédé comprenant :

le fonctionnement du moteur pour exercer
un couple sur le corps rotatif afin d’augmen-
ter ainsi l’énergie cinétique de rotation du
corps rotatif, la vitesse de rotation du corps
rotatif variant pendant le fonctionnement,
la commande desdites vannes pour réguler
ainsi le déplacement net de fluide de travail
par chaque chambre de travail pendant
chaque cycle de volume de chambre de tra-
vail, de telle sorte que les chambres de tra-
vail effectuent en alternance le pompage et
la motorisation, pendant le pompage lesdi-
tes vannes étant commandées pour ame-
ner les chambres de travail à effectuer des
cycles de pompage au cours desquels une
chambre de travail effectue un déplacement
net de fluide de travail du collecteur basse
pression au collecteur haute pression,
et caractérisé en ce que, pendant la mo-
torisation, lesdites soupapes sont comman-
dées pour amener les chambres de travail
à effectuer des cycles de motorisation au
cours desquels une chambre de travail ef-
fectue un déplacement net de fluide de tra-
vail du collecteur haute pression au collec-
teur basse pression pour réguler ainsi la
motorisation du fluide de travail provenant
de l’actionneur hydraulique en conséquen-
ce des forces de l’objet portant sur l’élément
d’engagement de l’objet,
et la commande desdites vannes prenant
en compte la vitesse de rotation variable du
corps rotatif.

5. Procédé de déplacement répétitif d’un objet (2) selon
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la revendication 4, le procédé comprenant la fourni-
ture d’une pluralité desdits appareils hydrauliques
couplés à différentes parties de l’objet, et la com-
mande du pompage et de la motorisation par les
appareils hydrauliques respectifs de concert pour
provoquer ainsi le déplacement de l’objet selon un
profil variant dans le temps.

6. Appareil ou procédé selon l’une quelconque des re-
vendications précédentes, l’énergie cinétique de ro-
tation du corps rotatif (26, 108) étant utilisée au
moins en partie pour entraîner le pompage du fluide
de travail vers l’actionneur hydraulique (8) et la vi-
tesse de rotation du corps rotatif chutant en consé-
quence, et la sortie ultérieure du fluide de travail de
l’actionneur hydraulique étant utilisée pour motoriser
la machine hydraulique (30) pour accélérer la rota-
tion du corps rotatif.

7. Appareil ou procédé selon l’une quelconque des re-
vendications précédentes, ledit pompage du fluide
de travail vers l’actionneur hydraulique (8) et ladite
sortie du fluide de travail de l’actionneur hydraulique
ayant lieu de manière cyclique.

8. Appareil ou procédé selon la revendication 7, le
corps rotatif (26, 108) tournant dans une seule di-
rection, avec une vitesse de rotation croissante et
décroissante, et l’action du moteur (22) sur le corps
rotatif agissant pour maintenir l’énergie cinétique de
rotation maximale du corps rotatif d’un cycle à l’autre
en fournissant suffisamment d’énergie pendant cha-
que cycle pour compenser les pertes.

9. Appareil ou procédé selon la revendication 8, une
vitesse de rotation cible du corps rotatif (26, 108)
étant déterminée, le moteur électrique (22) étant ré-
gulé vers la vitesse de rotation cible, le moteur élec-
trique étant un moteur à vitesse variable entraîné
par un variateur de vitesse configuré pour permettre
à la vitesse de varier dans une plage, la machine
hydraulique (30) décélérant le corps rotatif pendant
lesdits cycles de pompage et accélérant le corps ro-
tatif pendant lesdits cycles de motorisation, en alter-
nance, conduisant ainsi à une oscillation de la vites-
se de rotation du corps rotatif entre ledit pompage
et ladite motorisation, une compensation de couple
étant appliquée par l’entraînement à vitesse variable
entraînant le moteur afin de compenser les pertes
dans l’appareil et de fournir une oscillation comman-
dée de l’objet (2), en option la machine hydraulique
étant commandée pour éviter une survitesse ou une
sous-vitesse de la rotation du corps rotatif.

10. Appareil ou procédé selon l’une quelconque des re-
vendications précédentes, les vannes (118, 126)
étant commandées pour réguler le pompage et/ou
la motorisation de telle sorte qu’un ou plusieurs élé-

ments du groupe constitué par :

(i) le déplacement de l’élément d’engagement
d’objet (10) le long d’une trajectoire ; et
(ii) la force exercée par l’élément d’engagement
d’objet sur un objet (2) ; et
(iii) la pression dans le collecteur haute pression
(122) ;
est régulé pour suivre une demande variant
dans le temps, qui peut être prédéterminée.

11. Procédé selon la revendication 9, comprenant l’éta-
pe de détermination d’une dite demande variant
dans le temps au cours d’un cycle de déplacement
par un ou plusieurs des moyens suivants :

(i) la simulation et/ou la surveillance de la force
exercée par l’objet (2) sur l’élément d’engage-
ment d’objet (10) pendant un cycle de déplace-
ment,
(ii) la simulation et/ou la surveillance du mouve-
ment de l’objet pendant un cycle de déplace-
ment,
(iii) la simulation et/ou la surveillance de la perte
d’énergie pendant un cycle de déplacement,
et/ou
(iv) la détection de la violation de seuils concer-
nant un déplacement, une vitesse de mouve-
ment ou une force exercée pendant un cycle de
déplacement.

12. Appareil ou procédé selon l’une quelconque des re-
vendications précédentes, les vannes (118, 126)
étant commandées pour réguler le taux net de dé-
placement du fluide de travail par unité de temps de
la pluralité de chambres de travail (102), ledit taux
net de déplacement par unité de temps pouvant être
sélectionné indépendamment de la vitesse de rota-
tion du corps rotatif (26, 108).

13. Appareil ou procédé selon l’une quelconque des re-
vendications précédentes, la vitesse de rotation du
corps rotatif (26, 108) variant de plus de 10 %.

14. Appareil ou procédé selon l’une quelconque des re-
vendications précédentes, la puissance transmise
au corps rotatif (26, 108) dépassant temporairement
le couple de sortie maximal et/ou nominal du moteur
(22), éventuellement le moteur étant entraîné à un
niveau supérieur à son couple nominal continu maxi-
mal pendant une période de temps limitée.

15. Appareil ou procédé selon l’une quelconque des re-
vendications précédentes, la relation entre le dépla-
cement du fluide de travail vers ou depuis le collec-
teur haute pression (122) et la pression dans le col-
lecteur haute pression étant surveillée pour détermi-
ner si un ou plusieurs critères de défaut sont satis-
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faits.

16. Procédé selon l’une quelconque des revendications
4 à 15, le moteur (22) étant un moteur à vitesse va-
riable ayant un entraînement à vitesse variable, l’en-
traînement à vitesse variable régulant le moteur en
réponse à un signal de demande de couple ou de
vitesse calculé en tenant compte de l’état de charge
de l’actionneur hydraulique (8), de la vitesse de ro-
tation actuelle du corps rotatif (26, 108), et de la po-
sition actuelle dans un cycle d’oscillation, et éven-
tuellement d’autres conditions du système, afin de
fournir une oscillation pouvant être commandée de
l’objet (2).

17. Procédé selon l’une quelconque des revendications
4 à 16, la fréquence de pompage et de motorisation
alternés étant automatiquement régulée pour maxi-
miser la fréquence avec laquelle l’objet (2) est en-
traîné, permettant ainsi une vitesse de travail maxi-
male réalisable.
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