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(54) INTERFACE FOR ROBOT CLEANER EVACUATION

(57) A method of operating an autonomous cleaning
robot is provided. The method includes receiving, at a
handheld computing device, data representing a status
of a debris collection bin of the autonomous cleaning ro-
bot, the status of the bin including a bin fullness reading.
The method also includes receiving, at the handheld
computing device, data representing a status of a filter
bag of an evacuation station, the status of the filter bag
including a bag fullness reading. The method also in-
cludes presenting, on a display of the handheld comput-
ing device, a first status indicator representing the bin
fullness reading, and presenting, on the display of the
handheld computing device, a second status indicator
representing the bag fullness reading.
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Description

TECHNICAL FIELD

[0001] This specification relates generally to control
systems for autonomous cleaning robots and evacuation
stations. In one exemplary system, a user interface is
used for monitoring and controlling an autonomous
cleaning robot and an evacuation station.

BACKGROUND

[0002] Autonomous cleaning robots are robots that
can perform desired cleaning operations, such as vacu-
um cleaning, in environments without continuous human
guidance. An autonomous cleaning robot can automati-
cally dock with an evacuation station for the purpose of
emptying its debris bin of vacuumed debris. During an
evacuation operation, the evacuation station can draw
debris collected by the robot into the evacuation station.
The drawn debris can be stored in a receptacle within
the evacuation station. When the debris collected in the
receptacle has reached a debris capacity of the recep-
tacle, a user can manually remove the debris so that the
evacuation station can perform additional evacuation op-
erations.

SUMMARY

[0003] Described herein are examples of methods and
devices for controlling and monitoring autonomous ro-
bots configured to traverse floor surfaces and perform
various operations including, but not limited to, cleaning.
An autonomous cleaning robot may interface with an
evacuation station to empty a debris collection bin of the
autonomous cleaning robot into a filter bag in the evac-
uation station. Statuses of the autonomous cleaning ro-
bot and the evacuation station may be presented on a
display of a mobile device for monitoring, user control,
etc. Advantages of the foregoing may include, but are
not limited to, those described below and herein else-
where.
[0004] An advantage described herein is that a mobile
application executed by the mobile device can present
statuses of the robot and of the evacuation station for
remote monitoring by a user. As such, the user may mon-
itor and control the robot from a remote location, e.g.,
his/her work place, etc., during a scheduled cleaning run.
The user may also change automatic evacuation settings
such that the autonomous cleaning robot will empty the
debris bin without repeated input from the user. This proc-
ess allows for efficient cleaning and less down time being
experienced by the robot while waiting for instructions
from a user. Additionally, the mobile application can
present instructions for fixing common problems experi-
enced at the evacuation station, e.g., the filter bag is full,
as the status is presented.
[0005] In one aspect, the present specification pro-

vides a method of operating an autonomous cleaning
robot. The method includes receiving, at a handheld com-
puting device, data representing a status of a debris col-
lection bin of the autonomous cleaning robot, the status
of the bin including a bin fullness reading. The method
also includes receiving, at the handheld computing de-
vice, data representing a status of a filter bag of an evac-
uation station, the status of the filter bag including a bag
fullness reading. The method also includes presenting,
on a display of the handheld computing device, a first
status indicator representing the bin fullness reading, and
presenting, on the display of the handheld computing de-
vice, a second status indicator representing the bag full-
ness reading.
[0006] In some implementations, the first status indi-
cator indicates that the bin of the autonomous cleaning
robot is full.
[0007] In some implementations, the second status in-
dicator indicates that the filter bag of the evacuation sta-
tion is full.
[0008] In some implementations, the method also in-
cludes initiating a transmission from the handheld com-
puting device to the autonomous cleaning robot, the
transmission including data for causing the autonomous
cleaning robot to dock at the evacuation station and emp-
ty the bin.
[0009] In some implementations, the method also in-
cludes receiving at the handheld computing device, from
the autonomous cleaning robot, a notification that the bin
is empty.
[0010] In some implementations, the method also in-
cludes presenting, on the display of the handheld com-
puting device, a count representing a number of instanc-
es that the bin has been emptied.
[0011] In some implementations, the method also in-
cludes initiating a transmission to the autonomous clean-
ing robot, the transmission including data for causing the
autonomous cleaning robot to continue cleaning when
the bin fullness reading indicates the bin is full.
[0012] In some implementations, the method also in-
cludes initiating a transmission to the autonomous clean-
ing robot, the transmission including data for causing the
autonomous cleaning robot to dock at the evacuation sta-
tion and empty the bin based on one or more conditions
being satisfied.
[0013] In some implementations, the method also in-
cludes presenting, on the display of the handheld com-
puting device, a progress graphic configured to indicate
a level of completion of emptying the bin of the autono-
mous cleaning robot by the evacuation station.
[0014] In some implementations, the method also in-
cludes presenting on the display of the handheld com-
puting device, a time indicator representing an amount
of time elapsed for emptying the bin of the autonomous
cleaning robot at the evacuation station.
[0015] In some implementations, the data representing
the status of the debris collection bin of the autonomous
cleaning robot received at the handheld computing de-
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vice is received from the autonomous cleaning robot.
[0016] In some implementations, the data representing
the status of the filter bag of the evacuation station re-
ceived at the handheld computing device is received from
the autonomous cleaning robot.
[0017] In another aspect, a handheld computing de-
vice including one or more inputs, a display, and a proc-
essor is disclosed. The processor is configured to receive
data representing a status of a bin of an autonomous
cleaning robot, the status of the bin including a bin full-
ness reading. The processor is configured to receive data
representing a status of a filter bag of an evacuation sta-
tion, the status of the filter bag including a bag fullness
reading. The processor is configured to present, on a
display of the handheld computing device, a first status
indicator representing the bin fullness reading. The proc-
essor is configured to present, on the display of the hand-
held computing device, a second status indicator repre-
senting the bag fullness reading.
[0018] In some implementations, wherein the first sta-
tus indicator indicates that the bin of the autonomous
cleaning robot is full.
[0019] In some implementations, the second status in-
dicator indicates that the filter bag of an evacuation sta-
tion is full.
[0020] In some implementations, the processor is fur-
ther configured to initiate a transmission to the autono-
mous cleaning robot, the transmission including data for
causing the autonomous cleaning robot to dock at the
evacuation station and empty the bin.
[0021] In some implementations, the processor is fur-
ther configured to receive, from the autonomous cleaning
robot, a notification that the bin is empty.
[0022] In some implementations, the processor is fur-
ther configured to present, on the display, a count rep-
resenting a number of instances that the bin has been
emptied.
[0023] In some implementations, the processor is fur-
ther configured to present, on the display of the handheld
computing device, a time indicator representing an
amount of time elapsed for emptying the bin of the au-
tonomous cleaning robot at the evacuation station.
[0024] In some implementations, the processor is fur-
ther configured to initiate a transmission to the autono-
mous cleaning robot, the transmission including data for
causing the autonomous cleaning robot to continue
cleaning after the bin fullness reading indicates the bin
is full.
[0025] In some implementations, the processor is fur-
ther configured to initiate a transmission to the autono-
mous cleaning robot, the transmission including data for
causing the autonomous cleaning robot to dock at the
evacuation station and empty the bin based on one or
more conditions being satisfied.
[0026] In some implementations, the processor is fur-
ther configured to present, on the display of the handheld
computing device, a progress graphic configured to in-
dicate a level of completion of emptying the bin of the

autonomous cleaning robot by the evacuation station.
[0027] In some implementations, the processor is con-
figured to receive the data representing the status of the
bin of the autonomous cleaning robot from the autono-
mous cleaning robot.
[0028] In some implementations, the processor is con-
figured to receive the data representing the status of the
filter bag of the evacuation station from the autonomous
cleaning robot.
[0029] In another aspect, an evacuation station is dis-
closed. The evacuation station includes a docking plat-
form configured to receive an autonomous cleaning ro-
bot, one or more conduits including an intake configured
to interface with the autonomous cleaning robot, a filter
bag configured to receive debris evacuated from the au-
tonomous cleaning robot, an indicator configured to
present a status of the evacuation station, and a trans-
ceiver configured to communicate with the autonomous
cleaning robot, wherein the transceiver is configured to
send a signal to the autonomous cleaning robot based
on the status of the evacuation station.
[0030] In some implementations, the indicator includes
a light emitting diode (LED) configured to change from a
first state to a second state based on the status of the
evacuation station. In some instances, changing from the
first state to the second state includes changing a color
of the LED. In some instances, changing from the first
state to the second state includes changing a blinking
pattern of the LED. In some instances, the second state
represents an error condition at the evacuation station.
In some instances, the error condition represents the
evacuation station being clogged. In some instances, the
error condition represents the filter bag of the evacuation
station being full. In some instances, the error condition
represents the filter bag of the evacuation station being
absent. In some instances, the error condition represents
a communication error between the autonomous clean-
ing robot and the evacuation station. In some instances,
the error condition represents an unsealed lid of the evac-
uation station. In some instances, the error condition rep-
resents a motor malfunction.
[0031] In some implementations, the signal includes a
control signal for causing the autonomous cleaning robot
to emit an audio signal.
[0032] In some implementations, the signal includes a
control signal for causing the autonomous cleaning robot
to illuminate an indicator on the autonomous cleaning
robot.
[0033] The details of one or more implementations are
set forth in the accompanying drawings and the descrip-
tion below. Other features and advantages will be appar-
ent from the description and drawings, and from the
claims.

BRIEF DESCRIPTION OF DRAWINGS

[0034]
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FIG. 1 illustrates an environment including an auton-
omous cleaning robot, a handheld computing de-
vice, and an evacuation station.
FIG. 2A is a side cross-sectional view of the evacu-
ation station of FIG. 1.
FIG. 2B is a top view of an upper portion of the evac-
uation station of FIG. 1.
FIG. 3A is a front perspective view of the filtering
device of FIG. 1.
FIG. 3B is a side perspective view of the filtering
device of FIG. 1 in which a filter bag of the filtering
device is shown as transparent.
FIG. 4 is a flow chart depicting a process for trans-
mitting data among a mobile device, a cloud com-
puting system, an autonomous cleaning robot, and
an evacuation station.
FIG. 5 is a flow chart depicting a process for evalu-
ating an evacuation process at the evacuation sta-
tion of FIG. 1.
FIGs. 6A-6D are interfaces showing statuses of the
autonomous cleaning robot and the evacuation sta-
tion of FIG. 1.
FIG. 6E is an interface showing a status of an evac-
uation of the autonomous cleaning robot at the evac-
uation station of FIG. 1.
FIGs. 7A-7C are interfaces showing a map and
cleaning parameters of a cleaning mission of the au-
tonomous cleaning robot of FIG. 1.
FIG. 8 is an interface showing a cleaning preferences
menu.
FIG. 9 is an interface showing an automatic empty
settings menu.
FIG. 10 is an interface showing instructions for emp-
tying a bag of the evacuation station of FIG. 1.
FIG. 11 is an interface showing a performance his-
tory of the autonomous cleaning robot of FIG. 1.

DETAILED DESCRIPTION

[0035] An executable application can be used to con-
trol autonomous robots configured to traverse floor sur-
faces and perform various operations including, but not
limited to, cleaning. An autonomous cleaning robot may
interface with an evacuation station to empty a debris
collection bin of the autonomous cleaning robot into a
filter bag in the evacuation station. Statuses of the au-
tonomous cleaning robot and the evacuation station may
be presented on a display of a mobile device for moni-
toring and for user control.
[0036] Referring to FIG. 1, a system, e.g., a debris col-
lection and monitoring system, including an evacuation
station 100, an autonomous cleaning robot 102, and a
handheld computing device (mobile device 104), is
shown. The evacuation station 100 performs an evacu-
ation operation when the autonomous cleaning robot 102
and the evacuation station 100 are interfaced with one
another. The robot 102 performs a cleaning operation in
a room, e.g., a room of a commercial, residential, indus-

trial, or other type of building, and collects debris from a
floor surface of the room as the robot 102 autonomously
moves about the room. The robot 102 is enabled to collect
the debris from the floor surface. For example, an includ-
ed air mover 128 draws air from a portion of the floor
surface below the robot 102 and hence draws any debris
on that portion of the floor surface into the robot 102. The
robot 102 can also include one or more rotatable mem-
bers (not shown) facing the floor surface that engage the
debris on the floor surface and mechanically moves the
debris into the robot 102. The one or more rotatable mem-
bers can include a roller, a brush, a flapper brush, or
other rotatable implements that can engage debris and
direct the debris into the robot 102. The debris collected
from the floor surface is directed into a debris bin 124 of
the robot 102. A controller 126 of the robot 102 operates
a drive system (not shown) of the robot 102, e.g., includ-
ing motors and wheels that are operable to propel the
robot 102 across the floor surface, to navigate the robot
102 about the room and thereby clean different portions
of the room.
[0037] During the cleaning operation, the controller
126 can determine that the debris bin 124 is full. For
example, the controller 126 can determine that debris
accumulated in the debris bin 124 has exceeded a certain
percentage of the total debris capacity of the debris bin
124, e.g., more than 70%, 80%, or 90% of the total debris
capacity of the debris bin 124. After making such a de-
termination, the controller 126 operates the drive system
of the robot 102 to direct the robot 102 toward the evac-
uation station 100. In some implementations, the robot
102 includes a sensor system including an optical sensor,
an acoustic sensor, or other appropriate sensor for de-
tecting the evacuation station 100 during the robot’s nav-
igation about the room to find the evacuation station 100.
[0038] The evacuation station 100 can perform an
evacuation operation to draw debris from the debris bin
124 of the robot 102 into the evacuation station 100. To
enable the evacuation station 100 to remove debris from
the robot 102, the robot 102 interfaces with the evacua-
tion station 100 as shown in FIG. 1. For example, the
robot 102 can autonomously move relative to the evac-
uation station 100 to physically dock to the evacuation
station 100. In other implementations, a conduit (not
shown) of the evacuation station 100 is manually con-
nected to the robot 102. To interface with the evacuation
station 100, in some implementations, an underside of
the robot 102 includes an outlet (not shown) that engages
with an intake 218 of the evacuation station 100, shown
in FIG. 2A. For example, the outlet of the robot 102 can
be located on an underside of the debris bin 124 and can
be an opening that engages with a corresponding open-
ing of the intake 218.
[0039] One or both of the robot 102 and the evacuation
station 100 can include a valve mechanism that opens
only when the air mover 216 generates a negative pres-
sure during the evacuation operation. For example, a
valve mechanism (not shown) of the robot 102 can in-
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clude a door, flap, or other openable device that only
opens in response to a negative pressure on the under-
side of the debris bin 124, e.g., a negative pressure gen-
erated by the air mover 216 of the evacuation station 100.
[0040] While the robot 102 interfaces with the evacu-
ation station 100, the debris bin 124 is in pneumatic com-
munication with the air mover 216 of the evacuation sta-
tion 100. In addition, in some implementations, the robot
102 is in electrical communication with the evacuation
station 100 such that the evacuation station 100 can
charge a battery of the robot 102 when the robot 102
interfaces with the evacuation station 100. Thus, while
interfaced with the robot 102, the evacuation station 100
can simultaneously evacuate debris from the robot 102
and charge the battery of the robot 102. In other imple-
mentations, the evacuation station 100 charges the bat-
tery of the robot 102 only while the evacuation station
100 is not evacuating debris from the robot 102.
[0041] Referring also to FIG. 1, the robot 102 and the
evacuation station 100 are configured to communicate
with the mobile device 104. A mobile device 104 as de-
scribed herein may include a smart phone, a cellular
phone, personal digital assistant, laptop computer, tab-
let, smart watch, or other portable (e.g., handheld) com-
puting device capable of transmitting and receiving sig-
nals related to a robot cleaning mission. The mobile de-
vice 104 is configured to present, on a display 106, in-
formation relating to a status of the robot 102, a status
of the evacuation station 100, information relating to robot
cleaning mission, etc. The mobile device 104 is also con-
figured to receive an input from a user. The mobile device
104 includes a processor 108 configured to initiate data
transmission and reception (via the internet, etc.) with
the robot 102 and run a mobile application 110 configured
to present interfaces relating to statuses of the robot 102
and evacuation station 100, on the display 104.
[0042] The evacuation station 100 includes an indica-
tor 120 configured to indicate a status of the evacuation
station. In this example, the indicator 120 is pill shaped.
In some implementations, the indicator 120 includes a
light emitting diode (LED) configured to change colors,
be dimmed, and pulse in different patterns. For example,
in some implementations, the indicator 120 may pulse
red to indicate a problem needing attention (e.g., a clog,
a sealing error (e.g., the top portion is not closed, the
filter bag is not installed properly, etc.), a motor failure).
In other implementations, the indicator 120 may present
as solid red to indicate a problem at the evacuation station
100 needing attention. For example, the indicator 120
may display as solid red when a filter bag of the evacu-
ation station 100, positioned in a housing 112 of a top
portion 116 of the evacuation station, is full. The indicator
120 may also display as solid red when the filter bag is
absent from the evacuation station 100. In some imple-
mentations, the indicator 120 may display as solid white
to indicate a successful evacuation of the robot 102.
[0043] Referring to FIGs. 2A and 2B, during the evac-
uation operation while the evacuation station 200 is in-

terfaced with the robot 102, an airflow generated by the
evacuation station 200 travels through the debris bin 124,
through airflow pathways of the evacuation station 200,
and through a filtering device 202 while carrying debris
drawn from the robot 102. The airflow pathways of the
evacuation station 200 include the one or more conduits
of the evacuation station 200. In addition to including the
conduit 212, the one or more conduits can also include
conduits 220, 214. The conduit 220 includes the intake
218 of the evacuation station 200 and is connected with
the conduit 214, and the conduit 214 is connected with
the conduit 212. In this regard, the airflow travels through
the one or more conduits of the evacuation station 100
by travelling through the conduit 220, the conduit 214,
and conduit 212. The airflow exits the one or more con-
duits through the outlet 226 into the inlet 306 (shown in
FIG. 3A) of the filtering device 202, and then travels
through the conduit 308 (shown in FIG. 3A). The airflow
further travels through a wall of a filter bag 204 toward
the air mover 216. The wall of the filter bag 204 serves
as a filtering mechanism, separating a portion of the de-
bris from the airflow.
[0044] As described herein, the evacuation station 200
can continue to perform the evacuation operation until a
sensor 208 of the evacuation station 200 detects that the
filter bag 204 is full. In some implementations, the sensor
208 is positioned proximate a flow path for the flow of air.
As described herein, in some implementations, the sen-
sor 208 is a pressure sensor. In other implementations,
the sensor 208 is an optical sensor, a force sensor, or
other sensor that can generate one or more signal indic-
ative of a fullness state of the filtering device 202.
[0045] The filtering device 202 (including filter bag 204)
is disconnectable and removable from the evacuation
station 200. Referring to FIG. 2B, the housing 206 of the
evacuation station 200 includes a cover 228 along a top
portion of the evacuation station 200. The cover 228 cov-
ers a receptacle 222 of the evacuation station 200. The
receptacle 222 can receive the filtering device 202. The
cover 228 is movable between a closed position (shown
in FIG. 2A) and an open position (shown in FIG. 2B). In
the open position of the cover 228, a filtering device is
insertable into the receptacle 222 or is removable from
the receptacle 222. For example, the filtering device 202
can be placed into the receptacle to be connected with
the one or more conduits of the evacuation station 200.
In addition, the filtering device 202 can be disconnected
from the one or more conduits of the evacuation station
and then removed from the receptacle 222, thereby en-
abling a new filtering device to be inserted into the re-
ceptacle.
[0046] FIGS. 3A-3B illustrate an example of a filtering
device 300. Referring to FIG. 3A, the filtering device 300,
as described herein, includes a filter bag 304, the inlet
306, and an interface assembly 310. In this example, the
filter bag 304 is approximately cube shaped. The filtering
device 300 can be disposable, e.g., after the debris col-
lected in the filter bag 304 has exceeded a certain debris
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capacity of the receptacle 302.
[0047] The filter bag 304 at least partially forms the
receptacle 302 and is formed of a material through which
air can travel. The material of the filter bag 304 is selected
such that the filter bag 304 can serve as a separator that
separates and filters at least a portion of the debris out
of the airflow generated by the evacuation station 200.
For example, the filter bag 304 can be formed of paper
or fabric that allows air to pass through but traps dirt and
debris and thereby retains the debris within the recepta-
cle 302. The material of the filter bag 304 is flexible, en-
abling the filter bag 304 to be folded and easily stored.
In addition, the filter bag 304 can expand to accommo-
date additional debris as the filter bag 304 collects debris
during an evacuation operation. The filter bag 304, while
collecting debris via filtration, is porous to permit the air-
flow to exit the filter bag 304 with an amount of debris
less than the amount of debris with the airflow as the
airflow enters the filtering device 300. For example, the
filter bag 304 can collect debris having a width larger than
1 micrometer, e.g., greater than 3 micrometers, 10 mi-
crometers, 50 micrometers, or more.
[0048] An interface assembly 310 includes a collar
312, a cover 314, a seal 316, and the conduit 308. The
interface assembly 310 is configured to interface with the
one or more conduits of the evacuation station 200, e.g.,
with the conduit 212 (shown in FIG. 2A). For example,
when the filtering device 300 is disposed into the recep-
tacle 222 of the evacuation station 200 and the conduit
212 of the evacuation station 200 is in a protruded posi-
tion, the intake 218 is placed into pneumatic communi-
cation with the receptacle 302 of the filtering device 300.
Hence, when the robot 102 interfaces with the evacuation
station 200, the debris bin 124 of the robot 102 is also
placed into pneumatic communication with the recepta-
cle 302 of the filtering device 300.
[0049] An executable application, operating on a mo-
bile device, may communicate with the evacuation sta-
tion 200 and the robot 102 allowing a user to monitor
statuses of the evacuation station 200 and the robot 102.
Referring to FIG. 4, a flow chart 400 depicts a process
for transmitting data among a mobile device 404, a cloud
computing system 410, an autonomous cleaning robot
414, and an evacuation station 418. In this flow chart
400, the mobile device 404 communicates with the evac-
uation station 418 through the autonomous cleaning ro-
bot 414. In some implementations, the mobile device 404
and the evacuation station 418 may communicate with
each other directly.
[0050] To start, a controller 406 of the mobile device
404 presents at operation 422, via a mobile application
408, a prompt to empty the bin (like debris bin 124) of
the robot 414. The user 402, at operation 424, initiates
emptying of the bin 124 by, for example, selecting an
option presented on a display of the mobile device 404.
A cloud computing system 410, via a processor 412, at
operation 426 generates instructions for docking the ro-
bot 414 at the evacuation station 418 such that the bin

can be emptied. The cloud computing system 410 sends
the docking instructions to the robot 414, which are then
executed at operation 428 by a controller 416 controlling
a drive system (e.g., wheels, etc.) of the robot 414. Upon
the robot 414 docking at the evacuation station 418, a
controller 420 instructs the evacuation station, at opera-
tion 430, to execute evacuating the bin 124 of the robot
414. During the evacuation, the controller 420 receives
data (e.g., from sensor 208, etc.) to, at operation 436,
check for errors. A more detailed description of this error
checking operation 436 is given below with respect to
FIG. 5. The controller 420 of the evacuation station 418
sends evacuation progress updates, at operations 432,
438, to the controller 416 of the robot 414. In some im-
plementations, the controller 420 sends evacuation
progress updates to the cloud computing system 410, to
the mobile device 404 directly, etc.
[0051] Based on the evacuation progress updates 432,
438, the mobile device 404 presents, on a display 106,
evacuation progress at operation 434 or an indication
that an evacuation has completed successfully at oper-
ation 440. If an error is detected during evacuation, the
controller 420 of the evacuation station 418 changes a
status, at operation 442, of the indicator 120 to indicate
the error (e.g., by flashing, changing color, etc.). If an
error is detected during evacuation, the controller 420 of
the evacuation station 418 sends information indicating
the error to the robot 414 and the mobile device 404. In
this example, at operation 444, the robot 414, upon re-
ceiving an indication of an error, executes an error re-
sponse behavior (e.g., emits an audio signal, illuminates
an indicator, reattempts a docking behavior, etc.). Based
on the indication of the error received from the evacuation
station 418, the mobile device 404 presents, at operation
446, an error message, indicating that the evacuation
station needs attention from the user 402. As shown be-
low in FIGs. 6A-7C, indications of errors may be present-
ed as icons, text, buttons, etc.
[0052] An example of the error detection operation
436, as shown in FIG. 4, is explained in more detail in
FIG. 5, which illustrates an example process 500 exe-
cuted by the controller 118 of the evacuation station 100.
After the robot 102 has docked at the evacuation station
100, the controller 118 at operation 502 initiates an evac-
uation process. During the evacuation process, the con-
troller 118 activates the air mover 216, thereby generat-
ing the airflow to evacuate debris from the debris bin 124
of the robot 102.
[0053] In some implementations, the sensor 208
(shown in FIG. 2A) can be a pressure sensor that gen-
erates one or more signals indicative of a steady-state
pressure within the receptacle 222 of the evacuation sta-
tion 200. During the evacuation process, the controller
118 can transmit (via a transceiver) data indicative of a
steady-state pressure, indicative of a fullness state of the
evacuation station 200 to the mobile device 104. For ex-
ample, the controller 118 can directly transmit the data
to the mobile device 104, e.g., via a Bluetooth, LAN, or
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other appropriate wireless communication protocol, or
the controller 118 can transmit the data to the mobile
device 104 via a remote server.
[0054] At operation 504, the controller 118 determines
a presence or absence of a clog or other type of obstruc-
tion within flow pathways of the evacuation station 100.
If the controller 118 determines the presence of a clog
or other obstruction, the controller 118 at operation 512
can deactivate the air mover 216 and transmit (via a
transceiver) a notification to the user, via the mobile de-
vice 104, to indicate that a clog or other obstruction has
been detected. The controller can also change a state of
the indicator 120 (e.g., to pulsing red) to indicate to a
user that the evacuation station 100 requires attention.
[0055] At operation 506, the controller 118 determines
whether a proper sealed engagement between the seal
316 and the conduit 212 has been formed. If the controller
118 determines a proper sealed engagement has not
been formed, the controller 118 at operation 514 can de-
activate the air mover 216 and transmit a notification to
the user, via the mobile device 104, to indicate that an
improper sealed engagement has been detected. The
controller can also change a state of the indicator 120
(e.g., to pulsing red) to indicate to a user that the evac-
uation station 100 requires attention.
[0056] At operation 508, the controller 118 determines
whether the receptacle 302 of the filtering device 300 is
full. If the controller 118 determines the receptacle 302
of the filtering device 300 is full, the controller 118 at
operation 516 can deactivate the air mover 216 and trans-
mit a notification to the user, via the mobile device 104,
to indicate that the receptacle 302 of the filtering device
300 is full. The controller can also change a state of the
indicator 120 (e.g., to solid red) to indicate to a user that
the evacuation station 100 requires attention.
[0057] The controller 118 can make the determinations
in operations 504, 506, 508 using the one or more signals
received from the sensor 208. As described herein, the
sensor 208 can be a pressure sensor that generates the
one or more signals indicative of a steady-state pressure
within the receptacle 222 of the evacuation station 200,
and this steady-state pressure can be indicative of a pres-
ence or absence of a clog or other obstruction, a proper
or improper sealed engagement, a fullness state of the
filtering device 300, etc. For example, if the one or more
signals is indicative of a steady-state pressure larger than
an expected range for the steady-state pressure, the con-
troller 118 can determine that a clog or other obstruction
is present within the airflow pathways of the evacuation
station 100. The expected range for the steady-state
pressure can be computed based on the range of steady-
state pressures detected by the sensor 208 during pre-
vious successful evacuation processes performed by the
evacuation station 100.
[0058] At operation 510, if a duration (e.g., a set dura-
tion) for the evacuation process has elapsed and the trig-
gering events for operations 504, 506, 508 have not oc-
curred, the controller 118 terminates the evacuation proc-

ess. The controller 118 can deactivate the air mover 216
and transmit a notification to the user to indicate that the
evacuation process has been completed. The controller
can also change a state of the indicator 120 (e.g., to solid
white) to indicate to a user that an evacuation has been
completed successfully.
[0059] FIGs. 6A-11 illustrate various types of informa-
tion that can be presented, edited, etc. on the display 106
of the mobile device 104. For example, information may
be presented on the display 106 to inform the user 402
of statuses of the evacuation station 200 and the robot
102, to allow the user to initiate an evacuation of the bin
124, etc.
[0060] Referring to FIG. 6A, an interface 600 presents
a clean button 602 that allows the user 402 to initiate a
cleaning mission by the robot 102. A text indicator 604
and an icon 606 indicate to the user 402 that the filter
bag 304 is full and needs to be emptied. The clean button
602 is selectable because the robot 102 can execute
cleaning missions while the filter bag 304 of the evacu-
ation station 200 is full. The interface 600 also includes
an array of icons to allow the user 402 to navigate to
other functions (e.g., scheduling, mapping, etc.) of the
mobile application 408. As the robot 102 executes a
cleaning mission initiated by the user 402 pressing clean-
ing button 602, the bin 124 of the robot 102 fills with de-
bris. The interface 600 also presents an unselectable
empty bin button 608 (e.g., the button 608 is greyed out)
indicating that the bin 124 of the robot 102 cannot be
evacuated because the filter bag 304 of the evacuation
station 200 is full.
[0061] Referring to FIG. 6B, an interface 620 presents
a text indicator 624 and an icon 626 to indicate to the
user 402 that the filter bag 304 of the evacuation station
200 and the debris bin 124 of the robot 102 are full. The
interface 620 also presents an unselectable empty bin
button 628 (e.g., the button 628 is greyed out) indicating
that the bin 124 of the robot 102 cannot be evacuated
because the filter bag 304 of the evacuation station 200
is also full. In the interface 620, a clean button 622 is also
unselectable (e.g., the clean button 602 is greyed out) to
indicate that the robot 102 cannot be instructed to exe-
cute a cleaning mission when the bin 124 of the robot is
full and cannot be emptied (because the filter bag 304 of
the evacuation station 200 is also full).
[0062] Referring to FIG. 6C, an interface 640 presents
a text indicator 644 and an icon 646 to indicate to the
user 402 that the debris bin 124 of the robot 102 is full.
The interface 640 also presents a selectable empty bin
button 648 indicating that the filter bag 304 of the evac-
uation station 200 is not full and that the robot 102 can
be emptied at the evacuation station 200. Selecting the
empty bin button 648 (now darkened to indicate that the
empty bin button 648 is selectable) causes the robot 102
to initiate a docking operation at the evacuation station
200. Upon docking at the evacuation station 200, the
evacuation station 200 will initiate evacuating the bin 124.
The interface 640 also presents a selectable clean button
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642 that allows a user 402 to initiate a cleaning mission
despite the bin 124 being full. For example, the bin 124
may be full with compressible material (e.g., pet hair,
dust, etc.) that can be compressed as more debris is
picked up by the robot 102 during a cleaning mission.
[0063] Referring to FIG. 6D, an interface 660 presents
a text indicator 664 and an icon 668 to indicate to the
user 402 that the debris bin 124 of the robot 102 is full.
The interface 660 presents an unselectable clean button
662 indicating that a cleaning mission may not be initiated
until the bin 124 is emptied. Empty bin button 648 is ab-
sent from interface 660 indicating that the robot 102 has
begun docking at the evacuation station 200 to empty
the bin 124.
[0064] In some implementations, the mobile device
104 may present, on the display 106, a first icon indicating
that the bin 124 of the robot 102 is full and a second icon
indicating that the filter bag 304 of the evacuation station
200 is full. The first and second icons may be accompa-
nied by text indications.
[0065] Referring to FIG. 6E, an interface 680 presents
a text indicator 690 to inform the user 402 that the bin
124 of the robot 102 is being evacuated at the evacuation
station 200. The interface 680 also presents a cancel
button 692 allowing the user 402 to cancel the evacuation
operation. The interface 680 also presents an evacuation
status indicator 684 surrounding a selectable clean but-
ton 682. The evacuation status indicator 684 includes a
filled portion 686 and an unfilled portion 688, which are
presented in different colors, wherein the filled portion
686 expands into the unfilled portion 688 as the evacu-
ation operation progresses. The ratio of an area of the
filled portion 686 compared to the area of the evacuation
status indicator 684 corresponds to a percentage of the
evacuation operation that has been completed.
[0066] Generally, FIGs. 7A-7C show summaries of
three different cleaning missions. Referring to FIG. 7A,
an interface 700 presents a map 702 corresponding to
areas cleaned by the robot 102 during a cleaning mission.
The interface 700 also presents a status message 704
of the cleaning mission, here, that the mission was com-
pleted successfully. The interface also presents a sum-
mary 706 of mission statistics including an amount of an
area cleaned 712, a number of dirt events (e.g., instances
where the robot 102 detected a high concentration of
debris) detected 714, and an elapsed mission time 716.
The interface 700 also presents a circular graphic 710 of
a breakdown 708 of the elapsed mission time 716. Here,
sections of the circular graphic 710 match a color of the
cleaning time parameter 718 to show that 100% of the
elapsed mission time 716 was spent cleaning. In imple-
mentations, the circular graphic 710 may include multiple
colors corresponding to other parameters (e.g., charging,
paused, etc.) shown in the breakdown 708, with the color-
ed sections of the circular graphic 710 representing por-
tions of the elapsed mission time 716 spend in each state.
Here, however, all of the elapsed time 716 was spent
cleaning, so the circular graphic 710 includes one section

matching the color of the cleaning time parameter 718.
[0067] Referring to FIG. 7B, an interface 730 presents
a map 732 corresponding to areas cleaned by the robot
102 during a cleaning mission. The interface 730 also
presents a status 734 of the cleaning mission, here, that
the mission was stopped because the filter bag 304 of
the evacuation station 200 is full and the bin 124 of the
robot 102 cannot be emptied. The status 734 includes a
selectable text indicator 748 that, when selected, opens
an instruction interface including instructions informing
the user 402 how to correct the problem identified in the
text indicator 748. For example, selecting the selectable
text indicator 748 opens an interface 1000, as shown in
FIG. 10 that includes a diagram 1002 and text instructions
1004 informing a user how to install a new filter bag 304
in the evacuation station 200. Selecting continue button
1006 on the interface 1000 may return the user 402 to
the mission summary interface 730 or to another inter-
face allowing the user 402 to initiate resuming the clean-
ing mission.
[0068] The interface also presents a summary 736 of
mission statistics including an area cleaned 742, a
number of dirt events detected 744, and an elapsed mis-
sion time 746. The interface 730 also presents a graphical
representation 740 of a breakdown 738 of the elapsed
mission time 746. Here, the graphical representation 740
matches a color of the cleaning time parameter 718 to
show that 100% of the elapsed mission time 746 was
spent cleaning.
[0069] Referring to FIG. 7C, an interface 760 presents
a map 762 corresponding to areas cleaned by the robot
102 during a cleaning mission. The interface 760 also
presents a status 764 of the cleaning mission, here, that
the mission was stopped because of a clog in the evac-
uation station 200. The status 764 includes a selectable
text indicator 778 that, when selected, opens an instruc-
tion interface including instructions informing the user
402 how to correct the problem identified in the text in-
dicator 778. The interface also presents a summary 766
of mission statistics including an area cleaned 772, a
number of dirt events detected 774, and an elapsed mis-
sion time 776. The interface 760 also presents a graphical
representation 770 of a breakdown 768 of the elapsed
mission time 776. Here, the graphical representation 770
matches a color of the cleaning time parameter 778 to
show that 100% of the elapsed mission time 776 was
spent cleaning.
[0070] Referring to FIG. 8, an interface 800 is present-
ed on the display 106 of the mobile device 104, showing
a cleaning preferences menu 802 including selectable
cleaning settings 804, 806, 808, 812. Selectable cleaning
settings 804 and 806 allow the user 402 to access and
change carpet boost settings and cleaning pass settings,
respectively. Selectable cleaning setting 808 allows the
user 402 to turn on or to turn off, via a toggle 810, edge
cleaning. Selectable cleaning parameter 812 allows the
user 402 to access and change automatic empty settings,
as shown in FIG. 9. Selecting selectable cleaning param-
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eter 812 opens interface 900 which includes a menu 902
of automatic empty settings. The user 402 may select
one of the options 904, 906, 908 to set an automatic
empty setting for the robot 102. Check 910 indicates
which of the options 904, 906, 908 is selected. If the user
selects setting 904, the robot 102 operates under a smart
empty protocol, wherein the robot 102 determines when
to automatically empty the bin 124 at the evacuation sta-
tion 200 based on one or more conditions being satisfied.
This determination can be made based on sensor data
obtained on the robot 102. Examples of sensor data in-
clude a bin fullness reading, navigation data, an amount
of time cleaned (e.g., do not empty if the robot 102 has
been cleaning for less than a certain amount of time),
how the robot 102 got onto the evacuation station 200
(e.g., evacuates if robot 102 drove onto evacuation sta-
tion 200, but not if the robot 102 was manually placed on
the evacuation station 120), previous evacuation suc-
cess or failure (empty if robot 102 attempted but failed
to empty when last docked), etc. Other examples of sen-
sor data include a time of day, an amount of area vacu-
umed, specific locations vacuumed, proximity of the robot
102 to the evacuation station 200, locations cleaned vs.
planned cleaning locations (e.g., empty before moving
into the living room), a user’s schedule (e.g., empty at
evacuation station 200 when user is away from home),
etc. If the user selects setting 906, the robot 102 auto-
matically empties the bin 124 any time that the robot 102
is placed on the evacuation station 200. If the user selects
setting 908, the robot 102 does not automatically empty
the bin 124, meaning that the user 402 must initiate an
evacuation of the robot 102 at the evacuation station
(e.g., by a button on the robot or a selectable button in
the mobile application 110 on the mobile device 104).
[0071] Referring to FIG. 11, presents, on the display
106 of the mobile device 104, an interface 1100 showing
a performance history of the robot 102 and the evacuation
station 200. A summary 1102 on the interface 1100 in-
cludes statistics related to cleaning missions, including
a number of cleaning missions completed, a total clean-
ing run time, a total area cleaned, a number of dirt events
detected, a total automatic empty time, and a number of
bins automatically emptied 1108. Each time the bin 124
of the robot 102 is emptied at the evacuation station 200,
the controller 118 of the evacuation station 200 or the
controller 126 of the robot 102 sends the mobile device
104 an indication that the evacuation operation has been
completed. Upon receipt, the mobile device 104 increas-
es the count presented at item 1108 by one.
[0072] The interface also includes a toggle 1106 allow-
ing the user 402 to switch between presenting lifetime
statistics and presenting area-based statistics. For ex-
ample, lifetime statistics may be based on all cleaning
missions completed or attempted by the robot 102. In
another example, the area-based statistics may be based
on all cleaning missions completed or attempted by the
robot 102 (and possibly other robots 102 communicating
with the mobile application 104) in a particular area (e.g.,

a floor or a room of the user’s home). Switching back and
forth between lifetime statistics and area-based statistics
changes the counts presented in the items in summary
1102. The interface 1100 also includes a list 1104 of re-
cent cleaning missions. Arrows, e.g., arrow 1110, allow
the user 402 to open a selected cleaning mission where
an interface such as interfaces 700, 730, 760, shown in
FIGs. 7A-7C, may be presented to the user 402 with more
detail about the cleaning mission.
[0073] The robots and techniques described herein, or
portions thereof, can be controlled by a computer pro-
gram product that includes instructions that are stored
on one or more non-transitory machine-readable storage
media, and that are executable on one or more process-
ing devices to control (e.g., to coordinate) the operations
described herein. The robots described herein, or por-
tions thereof, can be implemented as all or part of an
apparatus or electronic system that can include one or
more processing devices and memory to store executa-
ble instructions to implement various operations.
[0074] Operations associated with implementing all or
part of the robot operation and control described herein
can be performed by one or more programmable proc-
essors executing one or more computer programs to per-
form the functions described herein. For example, the
mobile device, a cloud computing system configured to
communicate with the mobile device and the autono-
mous cleaning robot, and the robot’s controller may all
include processors programmed with computer pro-
grams for executing functions such as transmitting sig-
nals, computing estimates, or interpreting signals. A com-
puter program can be written in any form of programming
language, including compiled or interpreted languages,
and it can be deployed in any form, including as a stand-
alone program or as a module, component, subroutine,
or other unit suitable for use in a computing environment.
[0075] The controllers and mobile devices described
herein can include one or more processors. Processors
suitable for the execution of a computer program include,
by way of example, both general and special purpose
microprocessors, and any one or more processors of any
kind of digital computer. Generally, a processor will re-
ceive instructions and data from a read-only storage area
or a random access storage area or both. Elements of a
computer include one or more processors for executing
instructions and one or more storage area devices for
storing instructions and data. Generally, a computer will
also include, or be operatively coupled to receive data
from, or transfer data to, or both, one or more machine-
readable storage media, such as mass PCBs for storing
data, e.g., magnetic, magneto-optical disks, or optical
disks. Machine-readable storage media suitable for em-
bodying computer program instructions and data include
all forms of non-volatile storage area, including by way
of example, semiconductor storage area devices, e.g.,
EPROM, EEPROM, and flash storage area devices;
magnetic disks, e.g., internal hard disks or removable
disks; magneto-optical disks; and CD-ROM and DVD-
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ROM disks.
[0076] The robot control and operating techniques de-
scribed herein may be applicable to controlling other mo-
bile robots aside from cleaning robots. For example, a
lawn mowing robot or a space-monitoring robot may be
trained to perform operations in specific portions of a lawn
or space as described herein.
[0077] Elements of different implementations de-
scribed herein may be combined to form other implemen-
tations not specifically set forth above. Elements may be
left out of the structures described herein without ad-
versely affecting their operation. Furthermore, various
separate elements may be combined into one or more
individual elements to perform the functions described
herein.

EMBODIMENTS

[0078] Although the present invention is defined in the
attached claims, it should be understood that the present
invention can also (alternatively) be defined in accord-
ance with the following embodiments:

1. A method of operating an autonomous cleaning
robot, the method comprising:

receiving, at a handheld computing device, data
representing a status of a debris collection bin
of the autonomous cleaning robot, the status of
the bin comprising a bin fullness reading;
receiving, at the handheld computing device,
data representing a status of a filter bag of an
evacuation station, the status of the filter bag
comprising a bag fullness reading;
presenting, on a display of the handheld com-
puting device, a first status indicator represent-
ing the bin fullness reading; and
presenting, on the display of the handheld com-
puting device, a second status indicator repre-
senting the bag fullness reading.

2. The method of embodiment 1, wherein the first
status indicator indicates that the bin of the autono-
mous cleaning robot is full.

3. The method of embodiment 1, wherein the second
status indicator indicates that the filter bag of the
evacuation station is full.

4. The method of embodiment 1, further comprising,
initiating a transmission from the handheld comput-
ing device to the autonomous cleaning robot, the
transmission comprising data for causing the auton-
omous cleaning robot to dock at the evacuation sta-
tion and empty the bin.

5. The method of embodiment 1, further comprising,
receiving at the handheld computing device, from

the autonomous cleaning robot, a notification that
the bin is empty.

6. The method of embodiment 1, further comprising,
presenting, on the display of the handheld computing
device, a count representing a number of instances
that the bin has been emptied.

7. The method of embodiment 1, further comprising,
initiating a transmission to the autonomous cleaning
robot, the transmission comprising data for causing
the autonomous cleaning robot to continue cleaning
when the bin fullness reading indicates the bin is full.

8. The method of embodiment 1, further comprising,
initiating a transmission to the autonomous cleaning
robot, the transmission comprising data for causing
the autonomous cleaning robot to dock at the evac-
uation station and empty the bin based on one or
more conditions being satisfied.

9. The method of embodiment 1, further comprising,
presenting, on the display of the handheld computing
device, a progress graphic configured to indicate a
level of completion of emptying the bin of the auton-
omous cleaning robot by the evacuation station.

10. The method of embodiment 1, further compris-
ing, presenting on the display of the handheld com-
puting device, a time indicator representing an
amount of time elapsed for emptying the bin of the
autonomous cleaning robot at the evacuation sta-
tion.

11. The method of embodiment 1, wherein the data
representing the status of the debris collection bin
of the autonomous cleaning robot received at the
handheld computing device is received from the au-
tonomous cleaning robot.

12. The method of embodiment 1, wherein the data
representing the status of the filter bag of the evac-
uation station received at the handheld computing
device is received from the autonomous cleaning ro-
bot.

13. A handheld computing device comprising:

one or more inputs;
a display; and
a processor configured to:

receive data representing a status of a bin
of an autonomous cleaning robot, the status
of the bin comprising a bin fullness reading;
receive data representing a status of a filter
bag of an evacuation station, the status of
the filter bag comprising a bag fullness read-
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ing;
present, on a display of the handheld com-
puting device, a first status indicator repre-
senting the bin fullness reading; and
present, on the display of the handheld com-
puting device, a second status indicator rep-
resenting the bag fullness reading.

14. The handheld computing device of embodiment
13, wherein the first status indicator indicates that
the bin of the autonomous cleaning robot is full.

15. The handheld computing device of embodiment
13, wherein the second status indicator indicates that
the filter bag of an evacuation station is full.

16. The handheld computing device of embodiment
13, wherein the processor is further configured to
initiate a transmission to the autonomous cleaning
robot, the transmission comprising data for causing
the autonomous cleaning robot to dock at the evac-
uation station and empty the bin.

17. The handheld computing device of embodiment
13, wherein the processor is further configured to
receive, from the autonomous cleaning robot, a no-
tification that the bin is empty.

18. The handheld computing device of embodiment
13, wherein the processor is further configured to
present, on the display, a count representing a
number of instances that the bin has been emptied.

19. The handheld computing device of embodiment
13, wherein the processor is further configured to
present, on the display of the handheld computing
device, a time indicator representing an amount of
time elapsed for emptying the bin of the autonomous
cleaning robot at the evacuation station.

20. The handheld computing device of embodiment
13, wherein the processor is further configured to
initiate a transmission to the autonomous cleaning
robot, the transmission comprising data for causing
the autonomous cleaning robot to continue cleaning
after the bin fullness reading indicates the bin is full.

21. The handheld computing device of embodiment
13, wherein the processor is further configured to
initiate a transmission to the autonomous cleaning
robot, the transmission comprising data for causing
the autonomous cleaning robot to dock at the evac-
uation station and empty the bin based on one or
more conditions being satisfied.

22. The handheld computing device of embodiment
13, wherein the processor is further configured to
present, on the display of the handheld computing

device, a progress graphic configured to indicate a
level of completion of emptying the bin of the auton-
omous cleaning robot by the evacuation station.

23. The handheld computing device of embodiment
13, wherein the processor is configured to receive
the data representing the status of the bin of the au-
tonomous cleaning robot from the autonomous
cleaning robot.

24. The handheld computing device of embodiment
13, wherein the processor is configured to receive
the data representing the status of the filter bag of
the evacuation station from the autonomous clean-
ing robot.

25. An evacuation station comprising:

a docking platform configured to receive an au-
tonomous cleaning robot;
one or more conduits comprising an intake con-
figured to interface with the autonomous clean-
ing robot;
a filter bag configured to receive debris evacu-
ated from the autonomous cleaning robot;
an indicator configured to present a status of the
evacuation station; and
a transceiver configured to communicate with
the autonomous cleaning robot, wherein the
transceiver is configured to send a signal to the
autonomous cleaning robot based on the status
of the evacuation station.

26. The evacuation station of embodiment 25,
wherein the indicator comprises a light emitting diode
(LED) configured to change from a first state to a
second state based on the status of the evacuation
station.

27. The evacuation station of embodiment 26,
wherein changing from the first state to the second
state comprises changing a color of the LED.

28. The evacuation station of embodiment 26,
wherein changing from the first state to the second
state comprises changing a blinking pattern of the
LED.

29. The evacuation station of embodiment 26,
wherein the second state represents an error condi-
tion at the evacuation station.

30. The evacuation station of embodiment 29,
wherein the error condition represents the evacua-
tion station being clogged.

31. The evacuation station of embodiment 29,
wherein the error condition represents the filter bag
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of the evacuation station being full.

32. The evacuation station of embodiment 29,
wherein the error condition represents the filter bag
of the evacuation station being absent.

33. The evacuation station of embodiment 29,
wherein the error condition represents a communi-
cation error between the autonomous cleaning robot
and the evacuation station.

34. The evacuation station of embodiment 29,
wherein the error condition represents an unsealed
lid of the evacuation station.

35. The evacuation station of embodiment 29,
wherein the error condition represents a motor mal-
function.

36. The evacuation station of embodiment 25,
wherein the signal comprises a control signal for
causing the autonomous cleaning robot to emit an
audio signal.

37. The evacuation station of embodiment 25,
wherein the signal comprises a control signal for
causing the autonomous cleaning robot to illuminate
an indicator on the autonomous cleaning robot.

38. A method of operating an autonomous cleaning
robot, the method comprising:

receiving, at a handheld computing device, data
representing a status of a debris collection bin
of the autonomous cleaning robot, the status of
the bin comprising a bin fullness reading;
receiving, at the handheld computing device,
data representing a status of a filter bag of an
evacuation station, the status of the filter bag
comprising a bag fullness reading;
presenting, on a display of the handheld com-
puting device, a first status indicator represent-
ing the bin fullness reading; and
presenting, on the display of the handheld com-
puting device, a second status indicator repre-
senting the bag fullness reading.

39. The method of embodiment 38, wherein the first
status indicator indicates that the bin of the autono-
mous cleaning robot is full.

40. The method of embodiment 38, wherein the sec-
ond status indicator indicates that the filter bag of
the evacuation station is full.

41. The method of embodiment 38, further compris-
ing, initiating a transmission from the handheld com-
puting device to the autonomous cleaning robot, the

transmission comprising data for causing the auton-
omous cleaning robot to dock at the evacuation sta-
tion and empty the bin.

42. The method of embodiment 38, further compris-
ing, receiving at the handheld computing device,
from the autonomous cleaning robot, a notification
that the bin is empty.

43. The method of embodiment 38, further compris-
ing, presenting, on the display of the handheld com-
puting device, a count representing a number of in-
stances that the bin has been emptied.

44. The method of embodiment 38, further compris-
ing, initiating a transmission to the autonomous
cleaning robot, the transmission comprising data for
causing the autonomous cleaning robot to continue
cleaning when the bin fullness reading indicates the
bin is full.

45. The method of embodiment 38, further compris-
ing, initiating a transmission to the autonomous
cleaning robot, the transmission comprising data for
causing the autonomous cleaning robot to dock at
the evacuation station and empty the bin based on
one or more conditions being satisfied.

46. The method of embodiment 38, further compris-
ing, presenting, on the display of the handheld com-
puting device, a progress graphic configured to in-
dicate a level of completion of emptying the bin of
the autonomous cleaning robot by the evacuation
station.

47. The method of embodiment 38, further compris-
ing, presenting on the display of the handheld com-
puting device, a time indicator representing an
amount of time elapsed for emptying the bin of the
autonomous cleaning robot at the evacuation sta-
tion.

48. The method of embodiment 38, wherein the data
representing the status of the debris collection bin
of the autonomous cleaning robot received at the
handheld computing device is received from the au-
tonomous cleaning robot.

49. The method of embodiment 38, wherein the data
representing the status of the filter bag of the evac-
uation station received at the handheld computing
device is received from the autonomous cleaning ro-
bot.

50. A handheld computing device comprising:

one or more inputs;
a display; and
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a processor configured to carry out the steps of
any one of the methods of embodiments 38 to
49.

51. An evacuation station comprising:

a docking platform configured to receive an au-
tonomous cleaning robot;
one or more conduits comprising an intake con-
figured to interface with the autonomous clean-
ing robot;

a filter bag configured to receive debris
evacuated from the autonomous cleaning
robot;
an indicator configured to present a status
of the evacuation station; and

a transceiver configured to communicate with
the autonomous cleaning robot, wherein the
transceiver is configured to send a signal to the
autonomous cleaning robot based on the status
of the evacuation station.

52. The evacuation station of embodiment 51,
wherein the indicator comprises a light emitting diode
(LED) configured to change from a first state to a
second state based on the status of the evacuation
station.

Claims

1. An evacuation station comprising:

a docking platform configured to receive an au-
tonomous cleaning robot;
one or more conduits comprising an intake con-
figured to interface with the autonomous clean-
ing robot;
a filter bag configured to receive debris evacu-
ated from the autonomous cleaning robot;
an indicator configured to present a status of the
evacuation station; and
a transceiver configured to communicate with
the autonomous cleaning robot,
wherein the transceiver is configured to send a
signal to the autonomous cleaning robot based
on the status of the evacuation station.

2. The evacuation station of claim 1, wherein the indi-
cator comprises a light emitting diode (LED) config-
ured to change from a first state to a second state
based on the status of the evacuation station.

3. The evacuation station of claim 2 wherein changing
from the first state to the second state comprises
changing a color of the LED.

4. The evacuation station of claim 2, wherein changing
from the first state to the second state comprises
changing a blinking pattern of the LED.

5. The evacuation station of claim 2, wherein the sec-
ond state represents an error condition at the evac-
uation station.

6. The evacuation station of claim 5, wherein the error
condition represents the evacuation station being
clogged.

7. The evacuation station of claim 5, wherein the error
condition represents the filter bag of the evacuation
station being full.

8. The evacuation station of claim 5, wherein the error
condition represents the filter bag of the evacuation
station being absent.

9. The evacuation station of claim 5, wherein the error
condition represents a communication error be-
tween the autonomous cleaning robot and the evac-
uation station.

10. The evacuation station of claim 5, wherein the error
condition represents an unsealed lid of the evacua-
tion station.

11. The evacuation station of claim 5, wherein the error
condition represents a motor malfunction.

12. The evacuation station of claim 1, wherein the signal
comprises a control signal for causing the autono-
mous cleaning robot to emit an audio signal.

13. The evacuation station of claim 1, wherein the signal
comprises a control signal for causing the autono-
mous cleaning robot to illuminate an indicator on the
autonomous cleaning robot.

14. The evacuation station of claim 1, further comprising
a controller configured to detect the status of the
evacuation station via a sensor included in the evac-
uation station, and to control the indicator to present
the status of the evacuation station.

15. A system including:

an evacuation station according to any one of
claims 1 to 14; and
an autonomous cleaning robot configured to
dock at the evacuation station.
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