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(54)  Motor  stator  and  method  of  manufacturing  thereof 

(57)  Windings  are  wound  on  a  coil  winding  part 
which  are  defined  by  recesses  formed  in  opposite  side 
surfaces  of  a  laminated  core  segment  between  the 
outer  and  inner  diameter  parts  thereof,  through  the 
intermediary  of  a  resilient  and  flexible  insulation  sheet 
so  as  to  form  a  coil,  opposite  end  parts  of  the  insulation 
sheet  are  folded  and  overlapped  with  each  other  so  as 
to  warp  said  coil,  then  the  opposite  end  parts  of  the 
insulation  sheet  are  welded  to  each  other  so  as  to  form 
each  of  digital  pole  segments,  which  are  then  coupled 
together  so  as  to  form  a  motor  stator  having  a  high 
winding  density  and  an  enhanced  dielectric  strength, 
thereby  it  is  possible  to  provide  a  small-sized  high 
power  motor. 

FIG.  2 B  
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Description 

BACKGROUND  OF  THE  INVENTION 

The  present  invention  relates  to  a  stator  of  a  motor 
adapted  to  be  used  in  various  kinds  of  industrial  equip- 
ments,  and  to  a  method  of  manufacturing  thereof. 

PRIOR  ART 

These  years,  the  requisition  of  enhancing  the  den- 
sity  of  windings  in  order  to  decrease  the  size  of  a  motor 
and  to  enhance  the  performance  thereof  have  been 
increased.  In  particular,  as  to  A.C.  servo-motor  adapted 
to  be  used  as  a  drive  source  for  various  industrial  equip- 
ments  such  as  a  robot  or  an  NC  machine  tool,  it  is 
required  to  use  a  magnet  having  a  high  magnetic  flux 
density  for  a  motor  stator,  and  to  increase  the  density  of 
windings  of  the  stator. 

A  conventionally  known  motor  will  be  hereinbelow 
explained. 

Referring  to  Figs.  6A  and  6B  which  show  a  motor 
stator  composed  of  a  circumferentially  segmented  and 
laminated  iron  core,  the  core  is  composed  of  core  seg- 
ments  61  ,  coils  62,  molded  insulator  members  63,  slot 
opening  parts  64,  slot  side  edge  parts  65,  coil  winding 
parts  66  formed  in  the  opposite  sides  thereof  with 
recesses,  annular  coupling  parts  69,  laser  welded  parts 
70,  and  interphase  insulation  sheets  71  .  Further,  refer- 
ence  numeral  67  denotes  insulation  distances,  68 
denotes  a  gap,  and  72  denotes  an  adhesive.  The  coil 
winding  part  66  of  each  of  the  circumferentially  divided 
laminated  iron  core  segments  61  is  interposed  between 
the  molded  insulator  members  63,  and  windings  are 
wound  in  alignment  on  the  molded  insulator  members 
63.  The  gaps  68  are  defined  in  the  slot  opening  part  64 
in  order  to  prevent  a  plurality  of  digital  pole  segments  73 
each  composed  of  the  above-mentioned  coil  62,  from 
making  contact  with  each  other.  Further,  the  poles  of 
each  adjacent  coils  are  different  from  each  other,  and  in 
order  to  ensure  insulation  between  the  adjacent  coils, 
the  interphase  insulating  sheets  71  are  stuck  and 
secured  to  parts  of  the  molded  insulator  members  63, 
intervening  between  the  adjacent  coils  62. 

However,  the  above-mentioned  conventional  stator 
has  offered  the  following  problems. 

That  is,  if  the  molded  insulator  members  63  are  a 
hard  resin  moldings,  and  if  they  project  from  the  slot 
side  edge  parts  65  by  a  long  length,  the  coupling 
between  the  digital  pole  segments  73  is  hindered.  On 
the  contrary,  if  they  are  short,  the  insulation  distance  67 
between  each  coil  66  and  the  associated  laminated  iron 
core  segment  61  becomes  short,  resulting  in  a  low  die- 
lectric  strength,  and  accordingly,  the  density  of  the  wind- 
ings  cannot  be  increased,  exceeding  a  predetermined 
value.  The  interphase  insulation  sheets  71  are  adhered 
and  secured  at  predetermined  positions  by  the  adhe- 
sive  72,  and  accordingly,  the  workability  for  securing  the 
sheets  71  is  low.  Further,  due  to  unevenness  of  adher- 

ing  positions,  the  interphase  insulation  distances  are 
unstable,  and  further,  the  dielectric  strength  is 
decreased,  similar  to  that  mentioned  above,  thereby,  the 
density  of  windings  cannot  be  increased,  exceeding  the 

5  predetermined  value.  Further,  the  digital  pole  segments 
73  mounted  thereon  with  the  coils  63  each  composed  of 
the  laminated  core  segment  61  on  which  windings  are 
wound,  are  coupled  to  one  another  in  a  ring-like  shape 
so  as  to  complete  the  stator.  However,  there  has  been  a 

10  risk  such  that  windings  wound  in  the  digital  pole  seg- 
ments  73  would  be  damaged  during  the  above-men- 
tioned  process  for  completing  the  stator. 

SUMMARY  OF  THE  INVENTION 
15 

The  present  invention  has  been  devised  in  order  to 
solve  the  above-mentioned  problems  inherent  to  the 
conventional  motor  stator. 

To  this  end,  according  to  the  present  invention, 
20  there  is  provided  a  motor  stator  comprising  a  predeter- 

mined  number  of  digital  pole  segments  which  are  cou- 
pled  together  in  a  ring-like  shape  and  which  are  each 
composed  of  a  laminated  iron  core  segment  in  which 
several  steel  plates  are  laminated  and  are  welded  inte- 

25  grally  together  at  their  inner  and  outer  side  edges  and 
which  has  a  coil  winding  part  formed  between  the  inner 
and  outer  diameter  parts  of  the  core  segment  and  hav- 
ing  recesses  on  opposite  sides  thereof,  a  coil  composed 
of  windings  wound  on  the  coil  winding  part,  a  resilient 

30  and  flexible  insulation  sheet  interposed  between  the 
surfaces  of  the  recesses  in  the  opposite  sides  and  the 
coil,  for  covering  the  outer  exposed  surface  of  the  coil. 

Accordingly,  the  insulation  sheet  as  a  single  part  in 
the  present  invention  can  cope  with  two  parts  of  the 

35  above-mentioned  conventional  motor  stators,  that  is, 
the  molded  insulator  member  and  the  interphase  insula- 
tion  sheet,  and  accordingly,  the  insulation  distance  and 
the  interphase  distance  can  be  increased,  thereby  it  is 
possible  to  increase  the  density  of  windings.  Further, 

40  since  the  coils  are  wrapped  with  the  insulation  sheets, 
respectively,  the  coils  can  be  protected  by  the  insulation 
sheets,  thereby  it  is  possible  to  prevent  the  coils  from 
being  damaged. 

Further,  in  the  case  of  overlapping  the  end  parts  of 
45  flap  sections  of  each  of  the  insulation  sheets,  the  over- 

lapped  parts  of  the  insulation  sheet  can  be  joined 
together  by  heat-welding  or  sticking,  and  accordingly,  it 
can  easily  achieve  the  object  of  the  present  invention 
which  aims  at  increasing  the  density  of  windings.  Fur- 

so  ther,  in  order  to  facilitate  the  folding  of  the  insulation 
sheets  for  wrapping  the  coils  therewith,  folding  lines 
may  be  formed  in  the  insulation  sheets. 

Further,  in  the  case  of  the  arrangement  of  the  insu- 
lation  sheet  at  a  predetermined  position  with  the  use  of 

55  insulating  end  panels  located  in  the  longitudinally  oppo- 
site  end  parts  of  the  laminated  core  segment,  it  is  pos- 
sible  to  prevent  the  insulation  sheets  from  coming  off 
from  the  digital  pole  member  during  manufacture  of  the 
stator. 
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According  to  a  first  aspect  of  the  present  invention, 
there  is  provided  a  motor  stator  composed  of  a  prede- 
termined  number  of  digital  pole  segments  coupled 
together  in  a  ring-like  shape,  and  each  including  a  lami- 
nated  core  segment  composed  of  several  steel  plates 
which  are  laminated  together  and  integrally  incorpo- 
rated  together  by  welding,  and  having  an  inner  diameter 
part  and  an  outer  diameter  part,  and  a  coil  winding  part 
formed  between  the  inner  and  outer  diameter  parts  and 
formed  in  the  opposite  sides  thereof  with  recesses,  and 
a  resilient  and  flexible  insulation  sheet  located  between 
the  surface  of  the  recesses  of  the  coil  winding  part  of 
the  laminated  core  part  and  a  coil,  and  covering  the 
exposed  surface  of  the  coil.  With  this  arrangement,  the 
insulation  distance  and  the  interphase  insulation  dis- 
tance  can  be  increased,  thereby  it  is  possible  to  aim  at 
increasing  the  density  of  windings  and  at  protecting  the 
windings. 

Further,  according  to  a  first  embodiment  in  the  first 
aspect  of  the  present  invention,  the  coil  is  covered  with 
the  insulation  sheet,  and  further,  the  opposite  end  parts 
of  the  insulation  sheets  are  overlapped  with  each  other. 

According  to  a  second  embodiment  in  the  first 
aspect  of  the  present  invention,  in  such  a  case  that  the 
insulation  sheet  is  made  of  plastic  so  that  it  can  be  heat- 
welded,  the  overlapped  parts  thereof  can  be  easily 
heat-welded,  and  according  to  a  third  embodiment 
thereof,  the  overlapped  parts  are  stuck  together  by  an 
adhesive. 

Further,  according  to  a  fourth  embodiment  of  the 
present  invention,  flap  parts  of  the  insulation  sheet, 
externally  projected  from  the  coil,  are  formed  therein 
with  folding  lines  with  which  the  insulation  sheet  can  be 
easily  folded  in  order  to  cover  the  coil,  thereby  it  is  pos- 
sible  to  facilitate  the  wrapping  of  the  coil  with  the  insula- 
tion  sheet. 

According  to  fifth  to  seventh  embodiments  of  the 
first  aspect  of  the  present  invention,  the  folding  lines  are 
partly  formed  on  the  insulation  sheet  in  the  longitudinal 
direction  thereof  so  as  to  ensure  the  shape  holding  of 
the  insulation  sheet. 

According  to  an  eighth  embodiment  of  the  first 
aspect  of  the  present  invention,  insulation  end  panels  in 
which  terminals  adapted  to  be  connected  with  the  coil 
are  embedded,  are  arranged  at  the  end  parts  of  the 
laminated  core  segment,  and  holes  and  projections  with 
which  the  insulation  panels  and  the  core  segments  are 
engaged  together  are  formed  in  the  insulation  end  pan- 
els  and  the  core  segments,  respectively,  or  vice  versa, 
thereby  it  is  possible  to  attach  the  insulation  sheet  to  the 
laminated  core  segment  by  the  insulating  end  plates 
with  no  risk  of  come-off  of  the  insulation  sheet. 

Further,  according  to  a  second  aspect  of  the 
present  invention,  there  is  provided  a  method  of  manu- 
facturing  a  stator  coil,  comprising  the  steps  of  winding 
windings  on  a  coil  winding  part  formed  between  outer 
and  inner  diameter  parts  of  a  laminated  core  segment 
composed  of  several  steel  plates  which  are  integrally 
incorporated  one  another  by  welding,  and  formed  in 

opposite  sides  thereof  with  recesses,  through  the  inter- 
mediary  of  a  resilient  and  flexible  insulation  sheet,  so  as 
to  form  a  coil,  and  wrapping  the  coil  with  the  insulation 
sheet  so  as  to  cover  the  exposed  side  of  the  coil  there- 

5  with,  thereby  to  obtain  each  of  a  predetermined  number 
of  digital  pole  segments,  and  coupling  the  predeter- 
mined  number  of  digital  pole  segments  in  a  ring-like 
shape.  With  this  method,  due  to  the  provision  of  the 
resilient  and  flexible  insulation  sheet,  it  is  possible  to 

10  easily  increase  the  density  of  windings  of  the  stator. 
Further,  according  to  a  first  embodiment  of  the  sec- 

ond  aspect  of  the  present  invention,  the  insulation  sheet 
can  be  attached  to  the  laminated  core  segment  by  insu- 
lating  end  panels  arranged,  longitudinal  of  the  lami- 

15  nated  core  segments,  and  then,  windings  are  wound  on 
the  coil  winding  part  of  the  laminated  core  segment  so 
as  to  form  the  coil.  With  this  arrangement,  the  insulation 
sheet  can  be  arranged  in  position  by  use  of  the  insulat- 
ing  end  plates  to  which  terminals  of  conductor  windings 

20  of  the  coil  are  attached,  thereby  it  is  possible  to  prevent 
the  insulation  sheet  from  coming  off. 

Further,  according  to  a  second  embodiment  of  the 
second  aspect  of  the  present  invention,  the  opposite 
end  parts  of  the  insulation  sheet  are  folded  so  as  to 

25  overlap  them  with  each  other  in  order  to  wrap  the  coil 
wound  on  the  coil  winding  part  of  the  laminated  coil  seg- 
ment,  and  thereafter  the  opposite  end  parts  of  the  insu- 
lation  sheet  are  joined  together  by  heat-welding  or  by 
use  of  an  adhesive,  thereby  it  is  possible  to  prevent  the 

30  wrapping  of  the  insulation  sheet  from  coming  off. 
The  present  invention  will  be  hereinbelow  explained 

with  reference  to  the  accompanying  drawings  in  which: 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS: 
35 

Figs.  1A  to  1E  are  sectional  views  illustrating  an 
essential  part  of  the  a  digital  pole  segment  com- 
posed  of  a  laminated  core  segment,  an  insulation 
sheet  and  a  coil  in  a  first  embodiment  of  the  present 

40  invention; 
Figs.  2A  and  2B  are  enlarged  sectional  views  for 
explaining  the  overlapped  parts  of  the  insulation 
sheet  in  the  digital  pole  segment  shown  in  Fig.  1  ; 
Figs.  3A  to  3D  are  side  views  illustrating  an  essen- 

45  tial  parts  of  the  insulation  sheet  used  in  the  digital 
pole  segment  shown  in  Fig.  1,  for  explaining  fold 
lines  on  the  insulation  sheets; 
Figs.  4  is  a  perspective  view  illustrating  a  laminated 
core  segment,  insulating  end  panels  and  an  insula- 

50  tion  sheet  in  a  second  embodiment  of  the  present 
invention; 
Fig.  5  is  a  perspective  view  illustrating  a  digital  pole 
segment  in  the  second  embodiment  of  the  present 
invention;  and 

55  Figs.  6A  and  6B  are  sectional  views  illustrating  an 
essential  part  of  a  conventional  digital  pole  seg- 
ment. 
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DESCRIPTION  OF  THE  PREFERRED  EMBODI- 
MENTS 

FIRST  EMBODIMENT 

Referring  at  first  to  Figs.  1A  to  1E,  a  first  embodi- 
ment  of  the  present  invention  will  be  explained,  in  which 
a  coil  is  wound  on  each  of  laminated  core  segments 
which  are  circumferentially  coupled  to  one  another  so 
as  to  constitute  a  motor  stator.  The  motor  stator  in  which 
a  predetermined  number  of  completed  digital  pole  seg- 
ments  are  coupled  to  one  another  is  shown  in  Fig.  1  A. 
Fig.  1B  shows  a  laminated  core  segment  and  a  coil 
wound  on  the  laminated  core  segment  through  the  inter- 
mediary  of  an  insulation  sheet  while  Fig.  1C  shows  the 
combination  of  the  digital  pole  segments  in  which  the 
coils  are  wrapped  with  the  insulation  sheets. 

In  more  detail,  the  digital  pole  segment  is  com- 
posed  of  a  laminated  core  segment  1  having  a  coil  wind- 
ing  part  3  formed  in  opposite  sides  thereof  with 
recesses  4,  an  insulation  sheet  4  inserted  in  the 
recesses  4  and  made  of  a  resilient  and  flexible  polyester 
resin  film.  Further,  the  core  segment  1  has  an  outer 
diameter  part  5  and  an  inner  diameter  part  6,  and  is 
composed  of  several  steel  plates  which  are  secured  to 
one  another  through  laser-welded  parts  7.  Windings  are 
wound  on  the  coil  winding  part  3  of  the  laminated  core 
segment  1  through  the  intermediary  of  the  insulation 
sheet  2  so  as  to  form  a  coil  8.  Further,  the  exposed  part 
of  the  coil  8  is  wrapped  with  the  insulation  sheet  2,  and 
the  opposite  end  parts  of  the  insulation  sheet  2  are 
overlapped  with  each  other  so  as  to  obtain  overlapping 
parts  9  which  are  then  heat-welded  together.  Accord- 
ingly,  the  coil  8  is  protected  by  the  insulation  sheet  2, 
and  accordingly,  it  is  possible  to  prevent  the  coil  8  from 
being  damaged.  It  is  noted  that  the  overlapping  parts  9 
may  be  bonded  together  with  the  use  of  an  adhesive  so 
as  to  effect  advantages  similar  to  those  obtained  by  the 
above-mentioned  heat-welding. 

Further,  with  the  provision  of  the  digital  pole  seg- 
ment  in  which  the  coil  8  is  wrapped  with  the  insulation 
sheet  2  in  the  laminated  core  segment,  since  the  oppo- 
site  end  parts  of  the  insulation  sheets  2  of  each  adja- 
cent  ones  of  several  digital  pole  segments  1  0  which  are 
to  be  circumferentially  coupled  with  one  another  so  as 
to  form  a  motor  stator,  are  overlapped  with  each  other  in 
order  to  form  the  overlapping  parts  9,  it  is  possible  to 
exhibit  the  following  advantages,  that  is,  the  insulation 
distance  1  1  can  be  increased  as  shown  in  Fig.  1  D,  and 
the  interphase  insulation  distance  12  can  be  increased 
as  shown  in  Fig.  1  E,  thereby  it  is  possible  to  increase 
the  density  of  windings  of  the  coil  8. 

As  shown  in  Fig.  2A,  overlapping  parts  9  at  the 
opposite  end  parts  of  the  insulation  sheet  2,  can  be  pro- 
vided  at  the  outer  end  part  5  of  the  recess  4  of  the  lam- 
inated  core  segment  1  .  With  this  arrangement,  technical 
effects  and  advantages  similar  to  that  obtained  by  those 
arranged  in  the  intermediate  part  of  the  recess  4  can  be 
obtained.  Further,  with  the  overlapping  parts  9a  shown 

in  Fig.  2A,  it  is  not  necessary  to  fold  an  end  part  of  the 
insulation  sheet  2,  which  is  positioned  above  as  viewed 
in  Fig.  2A.  That  is,  it  is  necessary  to  fold  only  the  other 
end  part  of  the  insulation  sheet  2,  positioned  below  as 

5  viewed  in  Fig.  2A.  The  insulation  distance  11a  in  the 
digital  pole  segment  shown  in  Fig.  2A,  is  longer  than 
that  of  a  conventional  one  in  which  no  overlapping  parts 
are  provided  to  the  insulator  member,  thereby  the  den- 
sity  of  windings  of  the  coil  8  can  be  easily  increased. 

10  Further,  as  shown  in  Fig.  2B,  overlapping  parts  9b 
of  the  insulation  sheet  2  may  be  provided  below  the 
recess  4  as  viewed  in  the  figure,  as  indicated  by  the 
arrow,  similar  to  that  shown  in  Fig.  2A.  Also  in  this 
arrangement,  the  insulation  distance  1  1b  is  longer  than 

15  that  of  the  conventional  one  in  which  no  overlapping 
parts  are  provided. 

As  shown  in  Figs.  3A  to  3C,  fold  lines  13  may  be 
previously  formed  on  the  insulation  sheet  2  so  as  to 
facilitate  the  folding  of  the  insulation  sheet  2  in  order  to 

20  overlap  the  opposite  end  parts  2a,  2b  of  the  insulation 
sheet  2  with  each  other  for  forming  the  overlapping 
parts  9  as  shown  in  Fig.  3a.  With  this  arrangement,  after 
the  provision  of  the  coil,  the  folding  of  the  insulation 
sheet  can  be  made  easily  and  surely  while  the  folding 

25  work  can  be  facilitated.  Thinned  wall  lines  may  be  used 
as  the  fold  lines  in  order  to  facilitate  the  folding  of  the 
insulation  sheet. 

Further,  it  can  be  considered  that  the  folding  lines 
1  3  located  on  both  outside  parts  are  formed  in  part,  that 

30  is,  for  example,  they  do  not  reach  the  both  end  parts, 
without  extending  over  the  entire  length  of  the  insulation 
sheet  2,  or  formed  in  the  form  of  dotted  lines. 

With  this  arrangement  in  which  the  folding  lines  are 
presented  in  part  so  that  an  indiscrete  part  is  left  in  the 

35  insulation  sheet  2,  the  insulation  sheet  2  does  not 
incline  forward  along  the  surfaces  of  the  recesses  4  in 
the  laminated  core  segment  1  before  coil  winding,  and 
accordingly,  the  shape  hold  of  the  sheet  can  be 
ensured,  thereby  it  is  possible  to  easily  carry  out  the  coil 

40  winding  step. 

SECOND  EMBODIMENT 

Next  explanation  will  be  herein  below  made  of  a 
45  second  embodiment  with  reference  to  Fig.  4  and  5  in 

which  like  reference  numerals  are  referred  to  like  parts 
shown  in  Figs.  1  to  3. 

It  has  been  explained  in  the  above-mentioned  first 
embodiment  that  the  insulating  end  panels  are  fitted  to 

so  the  opposite  end  parts  of  the  laminated  core  segment  1 
before  the  coil  8  is  formed  on  the  laminated  core  seg- 
ment  1  .  However,  in  this  second  embodiment,  not  only 
the  insulating  sheet  2  is  clamped  against  the  laminated 
core  segment  1  by  the  end  panels  but  also  a  special 

55  structure  is  provided  as  shown  in  Figs.  4  and  5, 
That  is,  referring  to  Figs.  4  and  5,  each  of  the  end 

panels  1  4  has  a  center  channel  part  1  4a  fitted  onto  the 
coil  winding  part  3  of  the  laminated  core  segment  1 
through  the  intermediary  of  the  insulation  sheet  2,  an 

50 
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upper  projecting  part  14b  abutting  against  the  outer 
diameter  part  5  of  the  laminated  core  segment  1  ,  and  a 
lower  projecting  part  14c  abutting  against  the  inner 
diameter  part  5  of  the  laminated  coil  segment.  Further, 
the  upper  projecting  part  14b  has  protrusions  (which  is 
not  shown)  which  are  fitted  in  upper  through-holes  15 
formed  in  the  upper  part  of  the  insulation  sheet  2,  and 
the  lower  projecting  part  1  4c  has  protrusions  1  6  which 
are  fitted  in  through-holes  1  7  formed  in  the  lower  part  of 
the  insulation  sheet  2.  Accordingly,  the  insulation  sheet 
2  can  be  held  by  the  insulating  end  panels  14  so  as  to 
be  prevented  from  coming  off,  thereby  it  is  possible  to 
carry  out  the  coil  winding  step  with  no  risk  of  come-off  of 
the  insulation  sheet.  It  goes  without  saying  that  the  insu- 
lation  sheet  2  can  be  also  held  surely  even  though  the 
relationship  between  the  through-holes  and  the  protru- 
sions  formed  respectively  in  the  insulation  sheet  2  and 
the  insulating  end  panels  14  can  be  reversed. 

As  mentioned  above,  according  to  the  present 
invention,  the  insulation  distance  can  be  made  to  be 
larger  than  that  of  the  conventional  one  so  as  to  provide 
a  coil  having  a  high  dielectric  strength  and  a  high  den- 
sity  of  windings  (conductor  wire  moment  of  70%), 
thereby  it  is  possible  to  aim  at  enhancing  the  productiv- 
ity  of  small-sized  high  power  motors,  and  at  reducing 
the  cost  of  a  small-sized  high-power  motor. 

Claims 

1  .  A  motor  stator  composed  of  a  plurality  of  digital  pole 
segments  which  are  coupled  to  one  another  in  a 
ring-like  shape  and  each  comprising: 

a  laminated  core  segment  composed  of  several 
steel  plates  which  are  laminated  and  welded 
with  one  another  so  as  to  be  integrally  incorpo- 
rated  with  each  other,  and  having  an  inner 
diameter  part  and  an  outer  diameter  part,  and 
a  coil  winding  part  formed  between  said  inner 
diameter  part  and  said  outer  diameter  part  and 
having  recesses  formed  in  opposite  sides 
thereof: 
a  coil  formed  by  winding  windings  on  said  coil 
winding  part; 
a  resilient  and  flexible  insulation  sheet  inter- 
posed  between  surfaces  of  said  recesses  in 
the  opposite  sides  of  said  coil  winding  part  of 
said  laminated  core  segment,  and  said  coil, 
and  covering  an  externally  exposed  surface  of 
said  coil. 

2.  A  motor  stator  as  set  forth  in  claim  1  ,  wherein  said 
insulation  sheet  covers  said  coil,  having  opposite 
end  parts  which  are  overlapped  with  each  other. 

3.  A  motor  stator  as  set  forth  in  claim  2,  wherein  said 
opposite  end  parts  of  said  insulation  sheet  are 
welded  to  each  other. 

4.  A  motor  stator  as  set  forth  in  claim  2,  wherein  said 
opposite  end  parts  of  said  insulation  sheets  are 
bonded  to  each  other  by  an  adhesive. 

5  5.  A  motor  stator  as  set  forth  in  any  of  claims  1  to  4, 
wherein  those  parts  of  said  insulation  sheet  which 
are  projected  outside  of  said  coil  are  formed  therein 
with  folding  lines  facilitating  folding  of  said  insula- 
tion  sheet  in  order  to  cover  said  coil. 

10 
6.  A  motor  stator  as  set  forth  in  claim  5,  wherein  said 

folding  lines  are  formed  in  part,  longitudinally  of 
said  insulation  sheet. 

15  7.  A  motor  stator  as  set  forth  in  claim  5  or  6,  wherein 
said  folding  lines  are  dotted  lines. 

8.  A  motor  stator  as  set  forth  in  claim  5  or  6,  wherein 
said  folding  lines  are  doted-line-like. 

20 
9.  A  motor  stator  as  set  forth  in  any  of  claims  1  to  8, 

wherein  said  insulation  sheet  and  insulating  panels 
arranged  at  longitudinal  end  parts  of  said  laminated 
core  segment  are  formed  therein  with  holes  and 

25  protrusions  which  are  engaged  with  each  other. 

10.  A  method  of  manufacturing  a  motor  stator  compris- 
ing  the  steps  of: 

30  winding  windings  on  a  coil  winding  part  which 
is  formed  between  outer  and  inner  diameter 
parts  of  a  laminated  core  segment  formed  of 
several  steel  plates  which  are  laminated  one 
upon  another,  which  has  recesses  on  opposite 

35  sides  thereof,  through  the  intermediary  of  a 
resilient  and  flexible  insulation  sheet  so  as  to 
form  a  coil: 
covering  an  exposed  part  of  said  coil  with  said 
insulation  sheet  so  as  to  complete  a  digital  pole 

40  segment; 
preparing  a  predetermined  number  of  said  dig- 
ital  pole  segments;  and 
coupling  said  predetermined  number  of  said 
digital  pole  segments  with  one  another. 

45 
11.  A  method  as  set  forth  in  claim  10,  wherein  insulat- 

ing  end  panels  are  arranged  longitudinally  of  said 
laminated  core  segment  and  said  insulation  sheet 
is  arranged  in  said  laminated  core  segment,  and  in 

so  this  condition,  said  windings  are  wound  on  said  coil 
winding  part  so  as  to  form  said  coil. 

12.  A  method  as  set  forth  in  claim  10  or  11,  wherein 
said  insulation  sheet  is  folded  so  as  to  wrap  said 

55  coil  formed  on  said  coil  winding  part  of  said  lami- 
nated  core  segment,  and  opposite  end  parts  of  said 
insulation  sheet  are  overlapped  with  each  other, 
and  are  then  joined  together  by  heat-welding  or  by 
use  of  an  adhesive. 
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