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(54) OPTICAL SYSTEM FOR COUPLING LIGHT INTO A WAVEGUIDE

(57) There is provided an optical system for coupling
light into a waveguide. The optical system comprising a
coupler arranged at a portion of the waveguide. The cou-
pler has a surface with a grating structure for directing
light into the waveguide formed therein. A cladding layer
embeds the coupler and an optical path changing struc-
ture is formed in the cladding layer. The optical path
changing structure has a refractive surface and a reflec-
tive surface, each forming an acute angle with respect
to the surface of the coupler. Light which enters the op-
tical path changing structure through the refractive sur-
face will be refracted and directed towards the reflective
surface. The reflective surface is arranged to reflect the
light such that it is directed towards the grating structure
of the coupler along a direction suitable for efficient cou-
pling of light into the waveguide.
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Description

Technical field

[0001] The disclosed embodiments relate to optical
systems. More specifically, the disclosure relates to an
optical system for coupling light into a waveguide.

Background

[0002] Silicon photonics has emerged as a mature
technology platform for applications in optical data com-
munications and telecommunications. High quality pho-
tonic integrated circuits (PICs) can today be fabricated
with good process control and yield. State-of-the-art de-
vices such as optical waveguides are frequently used on
this platform. One useful optical component on these cir-
cuits is the nanophotonic waveguide which is used to
facilitate optical communication between different optical
devices on the circuit.
[0003] Nanophotonic waveguides have relatively
small physical dimensions. One challenge is therefore to
achieve an efficient light coupling into, and out from, the
waveguide. One method for coupling light into a
waveguide is in-line coupling where the light is coupled
into the waveguide directly at one of its ends. The small
cross sectional area of the waveguide requires accurate
alignment to obtain high coupling efficiency. The coupling
efficiency will be strongly dependent on the relative align-
ment of the components, making in-line coupling unsuit-
able for many practical applications as these typically
require considerably higher tolerance.
[0004] One solution to the issue described above is
the use of grating coupler embedded platforms. The grat-
ing coupler is typically realized by forming a grating struc-
ture on top of, or below, a waveguide. The incident light
hits the grating at an angle of incidence with respect to
the grating. For specific combinations of incident angles
and light frequency, there is resonance, allowing the grat-
ing to couple light into a guided mode of the waveguide.
[0005] For design considerations of the essentially
two-dimensional photonic integrated circuits, the grating
coupler introduces a challenge as the direction of the
incident light is different from the plane of the waveguide
(i.e. the plane of the circuit board). To solve this problem,
an optical arrangement can be added to deflect the light
beam from a direction parallel with the plane of the
waveguide (for example at an output of a semiconductor
laser), into a direction forming an angle with respect to
the waveguide for input to the grating coupler. The grating
coupler then alters the direction of the light beam back
into a direction in the plane of the waveguide.
[0006] In one proposed approach, an incident light
beam is initially in the plane of the waveguide. A mirror
forming an angle below 45° with respect to the plane of
the waveguide is used on top of a grating coupler to de-
flect the incident light beam such that it hits the grating
coupler at an angle of incidence which gives an efficient

light coupling. The mirror is part of an additional
waveguide attached on top of the grating coupler, making
the solution relatively complex. Moreover, the angle be-
low 45° required for efficient light coupling is difficult and
relatively expensive to manufacture. For example, the
mirror has to be formed by a dicing technique with a fine
grid size blaze or patterned with a gray scale mask. There
is thus room for improvements.

Summary

[0007] According to a first aspect, there is provided an
optical system for coupling light into a waveguide, com-
prising:

a waveguide having a portion for guiding light along
a first direction,
a coupler arranged at said portion of the waveguide,
wherein the coupler has a surface with a grating
structure formed therein for directing light into the
waveguide, the surface having a normal which is or-
thogonal to the first direction, and
a cladding layer embedding the coupler, the cladding
layer having an optical path changing structure
formed therein, the optical path changing structure
having a refractive surface and a reflective surface,
each forming an acute angle with respect to the sur-
face of the coupler,
wherein, for light which enters the optical path chang-
ing structure through the refractive surface along a
second direction which is orthogonal to said normal,
the refractive surface is arranged to refract the light
such that it is directed towards the reflective surface
along a third direction which is different from the sec-
ond direction, and
wherein the reflective surface is arranged to reflect
the light of the third direction such that it is directed
towards the grating structure of the coupler along a
fourth direction.

Brief descriptions of the drawings

[0008] The above, as well as additional features and
advantages, will be better understood through the follow-
ing illustrative and non-limiting detailed description of
several embodiments described herein, with reference
to the appended drawings, where the same reference
numerals will be used for similar elements, wherein:

Fig. 1 shows schematically a side view of the optical
system according to example embodiments of the
present disclosure.
Fig. 2a shows schematically a three-dimensional
view of the optical system in a back-fire configuration
according to example embodiments of the present
disclosure.
Fig. 2b shows schematically a three-dimensional
view of the optical system in an end-fire configuration
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according to example embodiments of the present
disclosure.
Fig. 3a shows schematically a three-dimensional
view of the optical system in a back-fire configuration
according to example embodiments of the present
disclosure.
Fig. 3b shows schematically a top view of the optical
system of Fig. 3a
Fig. 3c shows schematically a three-dimensional
view of the optical system in a end-fire configuration
according to example embodiments of the present
disclosure.
Fig. 3d shows schematically a top view of the optical
system of Fig. 3c
Fig. 4 shows schematically a side view of an optical
arrangement comprising an optical system accord-
ing to example embodiments of the present disclo-
sure.
Fig. 5 shows the coupling efficiency as function of
wavelength for an optical system according to em-
bodiments of the present disclosure.

Detailed description

[0009] Exemplary embodiments provides a way to
couple light into a waveguide more efficiently while still
keeping manufacturing costs low.
[0010] The optical path changing structure of the opti-
cal system achieves a change in light beam direction into
a direction suitable for an efficient coupling of light into
the waveguide by combining optical interaction at a re-
fractive and a reflective surface. This is advantageous
as it allows the light to change direction at both these
interactions, thus allowing the light incident on the reflec-
tive surface to have a direction angularly off-set to the
surface of the coupler. As a result from this, the reflective
surface may be arranged at an angle larger than 45°.
This is an advantage from a manufacturing perspective
as the reflective surface may then be created by etching
techniques. This simplifies the manufacturing process
and allows for providing an optical system for coupling
light into a waveguide at a lower cost.
[0011] Another important feature is that the optical path
changing structure is formed directly in the cladding layer.
The cladding layer has multiple purposes. The cladding
layer may surround the waveguide along its sides within
and/or outside the portion. Thus the cladding layer pro-
tects the waveguide. Additionally, the cladding layer may
be responsible for achieving internal reflection for light
propagating within the waveguide. Internal reflection may
be achieved by the cladding layer comprising a material
having a refractive index which is lower than the refractive
index of the material of the waveguide. It is realised that,
by forming the optical path changing structure directly in
the cladding layer, a simplified overall structure is ob-
tained. In particular, this allows the optical path changing
structure to be monolithically formed. There is thus no
need for attachment of separate parts. This allows for a

further simplified manufacturing process with the end re-
sult of lower price of manufacture.
[0012] It should be understood that the first direction
is a general direction of light propagation in the portion
of the waveguide where the coupler is arranged. This
implies that the waveguide is typically not curved
throughout the portion. Instead, the waveguide may be
linearly shaped within the portion. The waveguide may
also be tapered within the portion. This implies that the
waveguide may have a cross sectional area that increas-
es in vicinity of the coupler. It is to be noted that the gen-
eral direction of light propagation is not the same as the
optical beam propagation path within the waveguide, a
path which is not linear as the light shifts direction at each
internal reflection. It is thus understood that the first di-
rection is the direction along the extension of the
waveguide within the portion.
[0013] By a cladding layer is meant a semiconductor
layer formed on the coupler (and usually also around the
waveguide) having a refractive index which is lower than
the waveguide.
[0014] By optical path changing structure is generally
meant a structure which is capable of changing the path
of an incident light beam. In particular, the optical path
changing structure is capable of changing the direction
of the incident light beam.
[0015] The waveguide may be of the type silicon-on-
insulator (SOI). The waveguide may include for example,
silicon (Si), polysilicon (poly-Si), a silicon nitride (SiNx),
a silicon oxide (SiOx), oxynitride and/or a polymer.
[0016] In the above arrangement, the optical path
changing structure may be seen as an optical prism,
wherein the refractive surface corresponds to a first sur-
face of the optical prism, and wherein the reflective sur-
face corresponds to a second surface of the optical prism.
[0017] The refractive index of the cladding layer may
be higher than a refractive index of a medium from which
light enters the optical path changing structure through
the refractive surface.
[0018] This implies that the light incident on the refract-
ed surface along the second direction will be refracted
to bend off towards the normal of the refractive surface.
In other words, the angle formed between the second
direction and the normal of the refractive surface is larger
than the angle formed between the third direction and
the normal of the refractive surface. This allows for reach-
ing an optimum angle of incidence on the grating coupler
while still keeping the angle that the reflective surface
has with respect to the surface of the grating coupler
larger than 45°.
[0019] The acute angle formed by the refractive sur-
face may be equal to the acute angle formed by the re-
flective surface. This provides a symmetric geometry,
which is advantageous from a manufacturing perspec-
tive. For example, a symmetrical etch may be applied
instead of a non-symmetrical etch.
[0020] The acute angle formed by the refractive sur-
face and the acute angle formed by the reflective surface
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may be in the interval 60°-70°. Such angles are possible
to manufacture by an etching technique (in contrast to
angles below 45°). Still, these angles allows for an opti-
mal or close to optimal coupling efficiency of the optical
system. The optimum angle of incidence on the grating
coupler is typically around 10-20° dependent on wave-
length and grating periods. By providing a refractive sur-
face and a reflective surface with acute angles in the
interval 60-70°, such optimum angles of incidence may
be obtained.
[0021] According to a first group of embodiments, the
refractive surface and the reflective surface each extends
along an axis which is orthogonal to said normal and said
first direction. This is advantageous when designing the
optical system for use with a light source which emits
light in a direction parallel with the light propagation di-
rection (i.e., the first direction referred to herein) of the
waveguide. A further advantage is that the simplified
structure, where the two surfaces share a common axis,
allows for a simplified manufacturing process.
[0022] According to a second group of embodiments,
the refractive surface extends along the first direction,
and the reflective surface extends along an axis which
is orthogonal to said normal and which forms an angle
with respect to the first direction. This allows for designing
the optical system for use with a light source which emits
light in a direction in the plane of the coupler orthogonal
to the first direction. This may be advantageous for situ-
ations where space is limited and a light source cannot
be fitted such that it allows the output of light in a direction
parallel with the first direction. Instead, it is possible for
the optical path changing structure to receive the light
from a side direction. Additionally, the embodiment al-
lows reducing the distance between the mirror and prism,
hence reducing optical losses occurring in the optical sys-
tem.
[0023] According to one embodiment, the angle with
respect to the first direction is 45°.
[0024] It is understood that alternative arrangements
of the refractive surface in relation to the reflective surface
are possible. For example, the refractive surface may,
alternatively, be arranged to extend along an axis which
forms an arbitrary angle with respect to the first direction.
Similarly, the reflective surface may extend along an axis
which forms an arbitrary angle with respect to the first
direction.
[0025] This would allow an incoming light beam to have
an arbitrary direction in a plane orthogonal to the normal.
This may be advantageous for situations where space is
limited. Custom-tailored solutions may be manufactured
for specific platforms.
[0026] The optical path changing structure may be an
etched structure in the cladding layer. Etching techniques
simplify the manufacturing process.
[0027] The coupler may be a chirped grating coupler.
The chirped grating coupler may comprise a grating
structure with a linear chirp. Alternatively, the chirp may
be nonlinear, such as e.g. an exponential chirp. The use

of a chirped grating coupler is be advantageous as it al-
lows collecting the light from the light source more effi-
ciently when the light has a small spot with large diver-
gence angles.
[0028] The reflective surface may be provided with a
reflective coating. Such a coating could comprise for ex-
ample a metal such as e.g. aluminium. Alternatively, the
coating could comprise other materials, such as e.g. sil-
icon dioxide. The coating may be a dielectric coating.
The coating may comprise more than one layer.
[0029] In the embodiments described hereinabove, the
reflective properties of the reflective surface are achieved
by the optical path changing structure itself, or a coating
deposited on it. However, the inventive concepts should
not be limited to these embodiments. There are other
ways to provide a reflective surface of the optical path
changing structure. For example, another object may be
used to reflect the light from the second to the third di-
rection. The other object may then be placed in direct
contact with the cladding layer reflective surface. The
object may have a coating of the same type specified
hereinabove.
[0030] The waveguide may comprise a reflector which
is arranged at a surface of the waveguide which is op-
posite to the surface of the coupler where the grating
structure is formed. This is advantageous as it allows
increasing the coupling efficiency by reducing the amount
of light penetrating the waveguide on the opposite side
of the waveguide of where the coupler is formed.
[0031] According to a second aspect, there is provided
a diagnostic device comprising the optical system of the
first aspect. The diagnostic device may, e.g., be a device
which subjects a biological sample to laser light, and de-
tects light that has interacted with the biological sample
in order to draw conclusions of the biological sample,
such as counting cells in the sample, or identify a disease
condition based on the sample.
[0032] The second aspect may generally have the
same features and advantages as the first aspect. It is
further noted that the inventive concepts relate to all pos-
sible combinations of features unless explicitly stated
otherwise.
[0033] Various embodiments will now be described
more fully hereinafter with reference to the accompany-
ing drawings. The inventive concepts may, however, be
embodied in many different forms and should not be con-
strued as limited to the embodiments set forth herein;
rather, these embodiments are provided for thorough-
ness and completeness, and fully convey the scope of
the inventive concepts to the skilled person.
[0034] Referring to Fig. 1, an embodiment of an optical
system 100 for coupling light into a waveguide is shown
schematically in a side view.
[0035] The optical system 100 comprises a waveguide
102. The waveguide 102 comprises a portion 104 for
guiding light along a first direction 106. The first direction
106 is hence the general propagation direction of light in
the waveguide. It is to be understood that the light is not
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necessarily guided along the first direction 106 through-
out the total extension of the waveguide 102. The
waveguide 102 may be extending non-linearly at a dis-
tance from the portion 104. For example, the waveguide
may be arranged to follow a nonlinear path in a plane,
interconnecting two optical components. However, at the
portion 104, where light is to be coupled into the
waveguide 102, the waveguide 102 is arranged to direct
light along a first direction 106. The waveguide 102 may
be a nanophotonic waveguide. The waveguide 102 may
be of the type silicon-on-insulator (SOI). The waveguide
may include for example, silicon (Si), polysilicon (poly-
Si), a silicon nitride (SiNx), a silicon oxide (SiOx), a silicon
oxynitride (SiON) and/or a polymer.
[0036] The optical system 100 is arranged on top of a
semiconductor substrate 150 comprising for example sil-
icon.
[0037] The optical system 100 further comprises a cou-
pler 108 for directing light into the waveguide 102. The
coupler 108 is arranged at the portion 104 of the
waveguide. Here, the coupler 108 is formed on an outer
surface 110 of the portion 104 of the waveguide 102.
However, alternative arrangements of the coupler 108
are also possible, such as e.g. arranging the coupler 108
inside of the waveguide. The coupler 108 has a surface
110 which has a normal 112 which is transverse, e.g.,
approximately orthogonal to the propagation direction
106.
[0038] The coupler 108 comprises a grating structure
111 arranged to create a diffraction pattern from light
incident on the grating structure 111. Such couplers are
known as grating couplers. The diffraction pattern will
depend on the angle of incidence of the light with respect
to the grating (the angle of incidence is the angle with
respect to the grating, i.e. the angle formed between the
incident light and the normal 112). By matching a diffrac-
tion mode of the diffraction pattern with an internal mode
of the waveguide 102, light may be efficiently coupled
via the grating into the waveguide 102. The grating struc-
ture 111 comprises a plurality of recessed and raised
portions. According to embodiments, the grating can be
a uniform or an apodized or a chirped structure.
[0039] The grating structure 111 may have equidistant
spacing, also referred to as a grating period, between its
raised portions. The grating period is a design parameter
which may be set depending on the wavelength of the
light, and the angle of incidence obtained with the system.
For each wavelength and each angle of incidence on the
grating, there is a grating period which optimizes the cou-
pling efficiency. This will be the optimal choice of grating
period for a particular wavelength and angle of incidence.
The grating structure 111 may alternatively have a non-
equidistant spacing between its raised portions. A grating
coupler comprising such a grating structure is called a
chirped grating coupler. The chirped grating coupler may
comprise a grating structure with a linear chirp. Alterna-
tively, the chirp may be nonlinear, such as e.g. an expo-
nential chirp. The use of a chirped grating coupler may

allow increasing the collection efficiency especially for
situations where the light source has a small light emitting
region and the light is emitted with large divergence. Such
a light source may be for example a diode laser.
[0040] As is well known in the art, the optimum angle
of incidence on the grating structure 111, the wavelength
of the incident light and the spacing between the raised
portions of the grating structure 111 are all interrelated
properties. Thus, different designs of the grating structure
111 are possible dependent on the operating wavelength
etc.
[0041] The coupler in the currently described embod-
iment comprises a grating structure. It is to be under-
stood, however, that the coupler is not necessarily limited
to the configuration shown, and may include alternative
configurations capable of directing light in the described
manner.
[0042] The waveguide 102 is surrounded by a cladding
layer 140. The cladding layer 140 may comprise for ex-
ample, an oxide, in particular SiO2, a silicon oxynitride
(SiON), aluminium oxide (AlOx), and/or a polymer. One
purpose of the cladding layer 140 is to provide the
waveguide 102 with internal surfaces at which total or
near total internal reflection may be achieved for light
traveling through the waveguide 102. This may be
achieved by using a material of the cladding layer 140
with a lower refractive index than that of the material of
the waveguide 102.
[0043] The optical system 100 further comprises an
optical path changing structure 120 formed on the cou-
pler 108. The optical path changing structure 120 has a
refractive surface 122 and a reflective surface 124, each
forming an acute angle α, β with respect to the surface
110 of the waveguide 102. By acute angle is meant an
angle which is larger than 0° but smaller than 90°. The
refractive surface 122 and the reflective surface 124 are
planar surfaces. The optical path changing structure 120
is arranged such as to allow light that enters through the
refractive surface 122 to refract and thus alter its propa-
gation direction. This may be achieved by the optical path
changing structure 120 having a higher refractive index
than the surrounding medium. The refractive index of the
optical path changing structure 120 is higher than the
refractive index of the medium from which light enters
the optical path changing structure 120 through the re-
fractive surface 122. For example, if the medium from
which light enters the optical path changing structure 120
is air (refractive index n=1.0), a suitable refractive index
of the optical path changing structure 120 may be in the
interval 1.4-1.5 for light at the wavelength λ=650 nm. One
cladding layer material suitable for the purpose is SiO2
which has a refractive index of n=1.46 at λ=650 nm.
[0044] Specifically, light that enters the optical path
changing structure 120 along a second direction 130
which is orthogonal to the normal 112 will be refracted,
by the refractive surface 122, such that the light is direct-
ed towards the reflective surface 124 along a third direc-
tion 132 which is different from the second direction 130.
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The reflective surface 124 is arranged to reflect the light
of the third direction 132 such that it is directed towards
the coupler 108 along a fourth direction 134. The angle
formed between the fourth direction 134 and the normal
112 is the angle of incidence on the grating 111.
[0045] The illustrated coupler 108 has a backfire con-
figuration, which implies that the horizontal component
of the fourth direction 134 is opposite to the first direction
106. However, also an endfire configuration would be
possible, where the horizontal component of the fourth
direction 134 is parallel to the first direction 106. In that
case, the first direction 106 in Fig. 1 would be reversed.
[0046] The purpose of the optical path changing struc-
ture 120 is to provide a light beam at a suitable angle of
incidence for coupling the light beam into the waveguide
102. Such a suitable angle is typically within the interval
10°-20°. The acute angle α of the refractive surface 122
and the acute angle β of the reflective surface 124 are
chosen such that light that propagates along the fourth
direction 134 is typically incident on the coupler at the
angle of 10-20° to the normal 112.
[0047] The acute angle α formed by the refractive sur-
face 122 may be equal to the acute angle β formed by
the reflective surface 124. Alternatively, the acute angle
α formed by the refractive surface 122 may be different
from the acute angle β formed by the reflective surface
124. The distance between the refractive surface 122
and the reflective surface 124 may be adjusted for opti-
mizing a particular embodiment. The acute angle α
formed by the refractive surface 122 and the acute angle
β formed by the reflective surface 124 are typically in the
interval 60-70°. For the example given hereinabove
where the surrounding medium is air (n=1.0) and the op-
tical path changing structure 120 has the refractive index
n=1.46 at λ=650 nm, the angles α and β of 60° will result
in an angle of incidence of the light beam towards to
grating structure 111 of 20° with respect to the normal
112.
[0048] It should be understood that the inventive con-
cept must not be limited to the described embodiment
where the angles are acute. In an alternative embodiment
of the invention, the angles are obtuse, and incoming
light is refracted towards the top surface of the optical
path changing structure where it is reflected either by
total internal reflection of by a reflective coating arranged
on the top surface. The light may then be reflected directly
towards the coupler. Alternatively, the light may be re-
flected once more in another surface of the optical path
changing structure different from the top surface, by total
internal reflection or by a reflective coating on said sur-
face, after which the light is directed towards the coupler.
[0049] The beam propagation geometry of the embod-
iment of the optical system 100 illustrated in Fig. 1 is
essentially planar as the light beam propagates along
directions all coinciding with a common vertical plane (i.e.
the plane of the paper in Fig. 1). It should be understood
that other geometries are also possible within the scope
of the claims. To illustrate this, two embodiments will be

discussed with reference to Fig. 2a-b and 3a-d.
[0050] The optical system 200 shown in Fig. 2a is fol-
lowing the essentially planar beam geometry. This is use-
ful when the incident light beam is propagating in a di-
rection parallel with the first direction 206 (the light thus
enters the optical system 200 from the right in Fig. 2a,
as referenced by the arrow L). This beam geometry is
realized by providing the refractive surface 222 and the
reflective surface 224 such that each extends in a direc-
tion 214 which is orthogonal to the normal 212 and the
first direction 206.
[0051] In more detail, the refractive surface 222 may
be seen as a geometrical plane which has two dimen-
sions. In the first dimension, the refractive surface 222
extends along a direction 214 which is parallel to the pla-
nar surface of the coupler (i.e. orthogonal to the normal
212), and which is also orthogonal to the first direction
206 (i.e. orthogonal to the propagation direction of light
in the waveguide). In the second dimension, the refrac-
tive surface 222 extends along a direction which is or-
thogonal to the direction of the first dimension of the re-
fractive surface 222, and which forms an angle α (see
Fig. 1) with respect to the planar surface of the coupler.
[0052] Similarly, the reflective surface 224 may be
seen as a geometrical plane which has two dimensions.
In the first dimension, the reflective surface 224 extends
along a direction 214 which is parallel to the planar sur-
face of the coupler (i.e. orthogonal to the normal 212),
and which is also orthogonal to the first direction 206 (i.e.
orthogonal to the propagation direction of light in the
waveguide). In the second dimension, the reflective sur-
face 224 extends along a direction which is orthogonal
to the direction of the first dimension of the reflective sur-
face 224, and which forms an angle β (see Fig. 1) with
respect to the (planar, apart from the grating structure)
surface of the coupler.
[0053] In Fig. 2a, for clarity, the first direction 206, the
normal 212 and the direction 214 have been illustrated
to the right of the optical system 200. It should be under-
stood that the refractive surface 222 and the reflective
surface 224 thus share at least one direction in space,
i.e., direction 214.
[0054] The optical system 200 comprises a cladding
layer 240 encompassing the waveguide 202 on the sur-
faces of the waveguide parallel with the propagation di-
rection of light in the waveguide 202. The cladding layer
240 is formed on the grating coupler 208 and thus covers
the grating structure 211. The optical path changing
structure 220 is formed in the cladding layer 240. Thus,
the cladding layer 240 and the optical path changing
structure 220 forms different portions of the same mate-
rial. In other words, the optical path changing structure
is monolithically formed in the cladding layer. Specifically,
the optical path changing structure 220 is an etched struc-
ture in the cladding layer 240.
[0055] The optical system 200 further comprises a re-
flector 250 which is arranged at a surface of the
waveguide which is opposite to the surface of the
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waveguide where the grating coupler 208 is formed. The
reflector 250 is used to reflect parts of the diffracted light
transmitted through the waveguide 202 back into the
waveguide 202 to increase coupling efficiency. The
waveguide 202 is tapered to allow improved collection
efficiency between the grating coupler 208 and the
waveguide 202.
[0056] The illustrated coupler 208 (Fig. 2a) has a back-
fire configuration. However, also an end-fire configura-
tion would be possible, where the coupler 208 instead is
arranged to redirect light into a direction which is opposite
to that of Fig. 2a. Such an end-fire configuration is shown
in Fig. 2b.
[0057] Fig. 3a (and Fig 3b showing the top view) shows
an optical system 300 that does not follow the essentially
planar configuration. The optical system 300 is useful
when the incident light beam is propagating in a direction
perpendicular to the first direction (the light thus enters
the optical system 300 from the side in Fig. 3a, as refer-
ences by the arrow L). The optical system 300 is the
same as the optical system 200 in all other respects than
the orientation of the refractive surface 322 and the re-
flective surface 324 of the optical path changing structure
320.
[0058] This beam geometry is realized by providing the
refractive surface 322 such that it extends along the first
direction 306. If the refractive surface 322 is seen as a
geometrical plane having two dimensions, the first di-
mension is thus parallel to the first direction (i.e. parallel
to the propagation direction of light in the waveguide).
The second dimension of the refractive surface 322 is
orthogonal to the first direction 306 and forms an angle
(cf. the angle α of Fig. 1) with respect to the surface of
the coupler. The reflective surface 324 extends along a
direction 314 which is orthogonal to said normal 312 and
which forms an angle γ with respect to the first direction
306. If the reflective surface 324 is seen as a geometrical
plane having two dimensions, the first dimension thus
extends along a direction which is parallel to the surface
of the coupler (i.e. orthogonal to the normal 312), and
which forms an angle γ with respect to the first direction.
Along the second dimension (which is orthogonal to the
first dimension) the reflective surface 324 forms an angle
with respect to the surface of the coupler (cf. the angle
β of Fig. 1).
[0059] Light enters the optical system 300 at a direction
parallel with the direction 316. In Fig. 3a, for clarity, the
first direction 306, the normal 312 and the direction 314
have been illustrated to the right of the optical system
300. The angle γ may e.g. be 45°.
[0060] The illustrated coupler 308 (Fig. 3a) has a back-
fire configuration. However, also an end-fire configura-
tion would be possible, where the coupler 308 instead is
arranged to redirect light into a direction which is opposite
to that of Fig. 3a. Such an end-fire configuration is shown
in Fig. 3c (Fig 3d showing the top view).
[0061] Fig. 4 shows an example of an optical arrange-
ment 400 comprising an optical system according to one

embodiment. The beam geometry is planar, i.e. the same
as for the embodiment shown in Fig. 2. The optical sys-
tem is mounted on top of a substrate 490 which has been
manufactured such as to allow at least two horizontal
surfaces at different heights. The substrate may com-
prise silicon. At the lowest height, a laser 470 is mounted
on top of a Sn solder 480 layer, and a Ni plate 482. The
purpose of these is to attach the laser to the substrate
490. At the higher height, the optical system is mounted,
the lower surface of the cladding layer 440 being ar-
ranged on the surface of the supporting structure 490.
The laser 470 is an edge emitting laser with an active
region 472 where stimulated emission occurs. The laser
emits a beam incident towards the refractive surface 422
from which it is directed into the waveguide 402 via cou-
pler 408, which is backed by reflector 450, as disclosed
hereinabove. The reflective surface is realized by using
a metal mirror 425 attached to the cladding layer 440.
[0062] Fig. 5 shows the coupling efficiency as a func-
tion of wavelength for a particular examplary embodi-
ment. A waveguide made of silicon nitride was used. Sil-
icon nitride has a refractive index of 1.9 for a wavelength
of 650 nm. A cladding layer made of SiO2 was used. SiO2
has a refractive index of 1.46 for a wavelength of 650
nm. The angles α and β of the refractive and reflective
surfaces, respectively, were 65°. A bottom mirror, or re-
flector, was also included to increase the coupling effi-
ciency. With this choice of parameters, the coupling ef-
ficiency is about 30% for a wavelength of 650 nm.
[0063] The embodiments herein are not limited to the
above described examples. Various alternatives, modi-
fications and equivalents may be used. Therefore, this
disclosure should not be limited to the specific form set
forth herein. This disclosure is limited only by the append-
ed claims and other embodiments than the mentioned
above are equally possible within the scope of the claims.

Claims

1. An optical system (100) for coupling light into a
waveguide, comprising:

a waveguide (102) having a portion (104) for
guiding light along a first direction (106),
a coupler (108) arranged at said portion (104)
of the waveguide (102), wherein the coupler
(108) has a surface (110) with a grating structure
(111) formed therein for directing light into the
waveguide (102), the surface (110) having a nor-
mal (112) which is orthogonal to the first direc-
tion (106), and
a cladding layer (140) embedding the coupler
(108), the cladding layer (140) having an optical
path changing structure (120) formed therein,
the optical path changing structure (120) having
a refractive surface (122) and a reflective sur-
face (124), each forming an acute angle (α,β)
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with respect to the surface (110) of the coupler
(108),
wherein, for light which enters the optical path
changing structure (120) through the refractive
surface (122) along a second direction (130)
which is orthogonal to said normal, the refractive
surface (122) is arranged to refract the light such
that it is directed towards the reflective surface
(124) along a third direction (132) which is dif-
ferent from the second direction (130), and
wherein the reflective surface (124) is arranged
to reflect the light of the third direction (132) such
that it is directed towards the grating structure
(111) of the coupler (108) along a fourth direction
(134).

2. The optical system (100) of any one of the preceding
claims, wherein the optical path changing structure
(120) includes an optical prism, wherein the refrac-
tive surface (122) corresponds to a first surface of
the optical prism, and wherein the reflective surface
(124) corresponds to a second surface of the optical
prism.

3. The optical system (100) of any one of the preceding
claims,
wherein a refractive index of the cladding layer (140)
is higher than a refractive index of a medium from
which light enters the optical path changing structure
(120) through the refractive surface (122).

4. The optical system of any one of the preceding
claims, wherein the acute angle formed by the re-
fractive surface (α) is equal to the acute angle formed
by the reflective surface (β).

5. The optical system of any one of the preceding
claims, wherein the acute angle formed by the re-
fractive surface (α) and the acute angle formed by
the reflective surface (β) are in the interval 60-70°.

6. The optical system (200) of any one of the preceding
claims,
wherein the refractive surface (122) and the reflec-
tive surface (124) each extends along a direction
(214) which is orthogonal to said normal (212) and
said first direction (206).

7. The optical system (300) of any one of claims 1-4,
wherein the refractive surface (322) extends along
the first direction (306), and the reflective surface
(324) extends along a direction (314) which is or-
thogonal to said normal (312) and which forms an
angle (γ) with respect to the first direction (306).

8. The optical system (300) of claim 7, wherein the an-
gle (γ) with respect to the first direction (306) is 45°.

9. The optical system (100,200,300) of any one of the
preceding claims, wherein the optical path changing
structure (120,220,320) is an etched structure in the
cladding layer (140,240).

10. The optical system (100,200,300) of any one of the
preceding claims, wherein the coupler (108,208) is
a chirped grating coupler.

11. The optical system (100,200,300) of any one of the
preceding claims, wherein the reflective surface
(124,224,324) is provided with a reflective coating.

12. The optical system (200,300) of any of the preceding
claims, further comprising a reflector (250) disposed
on a side of the coupler (208, 308) opposite to the
side of the coupler (208, 308) on which the light is
received from the reflective surface (224, 324) and
arranged to reflect back to the grating structure (211)
of the coupler (208, 308) light which passes through
the grating structure (211).

13. A diagnostic device comprising the optical system
(100,200,300) of any one of claims 1-12.
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