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Description 

BACKGROUND  OF  THE  INVENTION 

5  1  .  Field  of  the  Invention 

[0001]  The  present  invention  relates  to  a  generator  having  a  rotor  core  with  field  coil  wound  thereon,  to  which  electric 
current  is  supplied  through  a  slip  ring  unit  and  a  brush  unit,  particularly,  to  an  alternator  for  a  vehicle  for  charging  a 
vehicle  battery. 

10 
2.  Description  of  the  Related  Art 

[0002]  A  conventional  alternator  1  00  has,  as  shown  in  Fig.  7,  a  three-phase  rectifier  1  01  ,  a  voltage  regulator  1  02  for 
regulating  the  output  voltage,  a  housing  1  03,  a  shaft  1  04  rotatably  supported  by  the  housing  1  04,  a  stator  1  05  fixed  to 

is  the  inside  of  the  housing  103,  a  rotor  106  which  rotates  inside  the  stator  105,  a  slip  107  secured  to  an  end  periphery 
of  the  shaft  1  04  and  a  brush  unit  1  08  sliding  on  the  outer  periphery  of  the  slip  ring  unit  1  07.  The  stator  1  05  is  composed 
of  a  stator  core  111  and  three-phase  stator  coils  112,  etc.  The  rotor  106  is  composed  of  a  Lundell  type  pole  core  113 
and  a  field  coil  114,  etc.,  and  the  coil  ends  115  of  the  field  coil  114  are  almost  covered  by  insulating  tubes  116. 
[0003]  The  slip  ring  unit  1  07  is  composed  of  two  metal  slip  rings  1  20  and  two  connection  bars  121,  etc.  The  two  slip 

20  rings  120  are  made  of  a  copper  alloy  or  stainless  steel  and  rotate  along  with  the  shaft  104.  The  two  connection  bars 
121  are  electrically  connected  to  the  coil  ends  115  and  the  two  slip  rings  120  respectively. 
[0004]  The  brush  unit  108  is  composed  of  two  brushes  131,  a  brush  holder  132  which  holds  the  brushes  131  and 
coil  springs  1  33  which  biases  the  brushes  1  31  against  the  outer  periphery  of  the  metal  slip  rings  1  20,  etc.  The  brushes 
1  31  are  made  of  a  carbonaceous  material.  The  brushes  1  31  are  connected  to  the  voltage  regulator  1  02  through  brush 

25  terminals  (not  shown)  by  copper  pig  tails  1  34. 
[0005]  Recently,  as  the  vehicle-engine-compartment  has  become  smaller,  the  spaces  for  installing  various  devices 
has  become  smaller.  In  addition,  the  restriction  of  the  fuel  consumption  has  become  severe  and  the  insurance  time  of 
the  vehicle  is  extended.  Consequently,  smaller  and  lighter  vehicular  alternator  of  a  longer  life  time  is  demanded.  As  a 
means  of  making  the  alternator  smaller  and  lighter,  it  is  necessary  to  make  the  volume  and  the  axial  size  of  the  vehicular 

30  alternator  small. 
[0006]  In  order  to  have  a  sufficient  life  time  of  the  brushes,  the  brushes  1  31  are  required  to  have  an  extra  length  in 
anticipation  of  the  brush  wear.  However,  the  voltage  drop  of  the  field  control  circuit,  which  supplies  the  field  current  to 
the  field  coil  117,  is  made  as  small  as  posible  to  prevent  the  output  voltage  from  decreasing.  For  this  purpose,  the 
brush  holder  1  32  is  disposed  near  the  voltage  regulator  1  02  which  regulate  the  field  current  supplied  to  the  field  coil 

35  1  1  7.  As  a  result,  the  brushes  1  31  can  not  have  sufficient  length  for  the  life  time  in  the  radial  direction  of  the  holder  1  24. 
Accordingly,  the  axial  sizes  of  the  brush  holder  132  and  the  slip  rings  120  are  increased  to  occupy  a  large  part  of  the 
total  length  of  the  vehicular  alternator  100. 
[0007]  The  brushes  1  31  ,  which  are  made  of  a  carbonaceous  material,  require  a  suitable  contacting  area  (size)  and 
biasing  force  (spring  force)  of  the  coil  springs  133  in  order  to  reduce  the  electric  resistance  of  the  portions  of  the 

40  carbonaceous  brushes  in  contact  with  the  outer  peripheries  of  the  metal  slip  rings  120.  Therefore,  if  the  contacting 
area  of  the  brushes  1  31  is  reduced  in  order  to  make  the  vehicular  alternator  1  00  small,  the  current  density  increases 
thereby  to  increase  the  temperature  of  the  brushes  1  31  ,  reducing  the  life  time  thereof. 
[0008]  In  a  small  DC  rotary  electric  machine  (e.g.  motor),  metal  brushes  made  from  laminated  metal  sheets  or  copper 
wires  are  used  instead  of  the  carbonaceous  brushes  and  a  rotating  commutator  made  of  a  copper  alloy.  However,  the 

45  commutator  are  worn  away  easily.  Therefore,  it  is  not  suitable  to  such  a  high-power  rotary  machine  as  vehicular  alter- 
nator. 
[0009]  As  shown  in  Fig.  8,  the  coil  ends  115  of  the  field  coil  114  and  the  connection  bar  121  are  connected  by  welding 
or  fusing,  after  a  naked  portion  of  the  coil  end  115  extending  from  an  insulating  tube  116  is  inserted  into  a  hole  of  the 
connection  bar  121.  The  slip  ring  1  20  and  the  connection  bar  121  are  connected  by  soldering. 

so  [0010]  An  end  of  the  insulating  tube  and  the  connecting  portions  of  the  coil  end  115  and  the  connection  bar  121  are 
covered  by  an  resinous  material  (e.g.  epoxy  resin)  to  prevent  bonding  strength  of  the  connecting  portions  from  dete- 
riorating  due  to  a  resonant  vibration  of  the  connecting  portion  of  the  coil  end  and  the  connection  bar  1  21  or  connecting 
portion  of  the  slip  ring  1  20  and  the  connection  bar  121.  The  connecting  portion  of  the  slip  ring  1  20  and  the  connection 
bar  121  is  covered  by  an  insulating  member  124  which  is  press-fitted  to  or  integrally  molded  with  the  shaft  104.  The 

55  insulating  member  124  is  disposed  in  a  longitudinally  extending  groove  117  to  insulates  the  shaft  104,  the  slip  ring  120 
and  the  connection  bar. 
[0011]  Because  the  slip  ring  120  and  the  connection  bar  are  soldered,  it  is  necessary  to  provide  a  large  space  to 
accommodate  a  soldering  tool  when  soldered,  resulting  in  increasing  the  axial  and  radial  size  of  the  slip  ring  120. 
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[0012]  U.S.  Patent  4,406,961  discloses  an  AC  generator  which  has  a  brush  made  of  a  carbonaceous  material,  a 
carbonaceous  slip  ring  and  an  insulating  tube  for  insulating  the  coil  end  of  the  field  coil,  so  that  the  tube  is  disposed  in 
a  groove  formed  axially  in  the  shaft  to  connect  the  coil  end  of  the  field  coil  and  the  slip  ring  directly.  The  slip  ring  and 
the  coil  end  of  the  field  coil  is  soldered  near  the  slip  ring. 

5  [0013]  As  a  result,  the  slip  ring  may  become  loosen  when  the  layer  of  the  solder  connecting  the  slip  and  the  coil  end 
cools  down  and  shrinks.  The  soft  layer  of  the  solder  is  not  resistible  to  the  vibration  and  strength  of  connecting  portion 
of  the  coil  end,  and  the  slip  ring  may  be  deteriorated  due  to  the  soldering.  The  soldering  of  the  slip  and  the  coil  end  of 
the  field  coil  necessitates  working  space  for  a  soldering  iron  and  a  tool,  increasing  the  size  of  the  alternator. 

10  SUMMARY  OF  THE  INVENTION 

[0014]  The  present  invention  has  an  object  of  providing  an  AC  generator  which  has  no  such  connecting  wire  as 
requires  a  large  space  for  connecting  work  and  has  a  compact  connecting  portion  of  the  slip  ring  and  the  connection 
bar.  The  connecting  portion  prevents  loosening  of  the  slip  ring  and  improves  resistance  against  the  vibration  and  im- 

15  proves  durability. 
[0015]  For  this  purpose,  an  AC  generator  according  to  the  present  invention  is  disclosed  in  claim  1  and  comprises 
a  unit  molding  of  connection  bars  and  carbonaceous  slip  rings  and  a  brush  unit  having  brushes  made  of  a  metal  member. 
[0016]  The  carbonaceous  slip  ring  has  a  self-lubricating  function  and  a  low  coefficient  of  friction.  The  carbonaceous 
slip  ring  in  combination  with  a  metal  brush  ensures  a  stable  electric  current  supply  at  a  high  speed  within  a  stable  wear 

20  rate.  Because  the  brush  made  of  metal  reduces  the  electric  resistance  of  the  portion  thereof  interfacing  with  the  outer 
periphery  of  the  slip  ring,  the  area  of  the  brush  portion  can  be  made  smaller  without  temperature  rise,  thereby  increasing 
the  life  time  of  the  brush. 
[0017]  Another  object  of  the  present  invention  is  to  provide  an  AC  generator  which  has  a  unit  mold  of  a  fan  and  a 
ring  supporting-portion,  thereby  reducing  the  number  of  molding  dies  and  assembling  time.  When  the  unit  of  the  ring 

25  supporting  member  integral  with  the  fan  is  installed  to  the  rotor  core,  the  slip  ring  and  the  connection  bar  can  be  installed 
at  the  same  time.  Therefore,  installing  time  of  the  fan  unit,  the  ring  supporting  member,  the  slip  ring  and  the  connection 
bar  can  be  reduced,  reducing  the  cost  of  the  product. 
[0018]  Another  object  of  the  invention  is  to  provide  an  AC  generator  in  which  the  connection  bar  has  a  ring  member 
insert-molded  to  the  slip  ring,  thereby,  to  increase  the  strength  of  the  slip  ring  and  to  prevent  an  excessive  stress  applied 

30  to  the  slip  ring. 
[0019]  Another  object  of  the  invention  is  to  provide  an  AC  generator  which  has  a  connection  bar  having  uneven  or 
rough  surfaces  of  the  portion  inserted  to  the  slip  ring  to  increase  connecting  strength  of  the  slip  ring  and  the  collection 
bar. 
[0020]  Another  object  of  the  present  invention  is  to  provide  a  long  life  AC  generator  which  has  metal  brushes  with 

35  spring  loads  light  enough  to  suppress  the  vibration. 
[0021]  Another  object  of  the  present  invention  is  to  provide  an  AC  generator  which  has  an  elastic  member  for  con- 
necting  the  brush  and  the  outer  connecting  terminal  thereby  eliminating  screws  and  rivets  and  making  the  brush  light 
and  compact. 

40  BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

[0022]  Other  objects,  features  and  characteristics  of  the  present  invention  as  well  as  the  functions  of  related  parts 
of  the  present  invention  will  become  clear  from  a  study  of  the  following  detailed  description,  the  appended  claims  and 
the  drawings.  In  the  drawings: 

45 
Fig.  1  is  an  enlarged  plan  view  illustrating  a  main  portion  of  the  vehicular  alternator  according  to  a  first  embodiment 
of  the  present  invention; 
Fig.  2  is  a  cross-sectional  view  illustrating  allover  view  of  a  vehicular  alternator  according  to  the  first  embodiment 
of  the  present  invention; 

so  Fig.  3  is  a  plan  view  illustrating  a  rear  housing  with  a  three-phase  rectifier,  voltage  regulator  and  a  brush  unit 
according  to  the  first  embodiment  of  the  present  invention; 
Fig.  4  is  a  perspective  view  illustrating  a  slip  ring  and  a  brush  unit  according  to  the  first  embodiment  of  the  present 
invention; 
Fig.  5  is  a  perspective  view  illustrating  the  slip  ring  and  a  connection  bar  in  connection  according  to  the  first  em- 

55  bodiment  of  the  present  invention; 
Fig.  6  is  a  perspective  view  illustrating  the  slip  ring  and  a  connection  bar  in  connection  according  to  a  second 
embodiment  of  the  present  invention; 
Fig.  7  is  a  cross-sectional  view  illustrating  a  conventional  alternator  for  a  vehicle  (prior  art);  and 
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Fig.  8  is  a  perspective  view  illustrating  a  slip  unit  of  a  conventional  alternator  for  a  vehicle,  (prior  art). 

DETAILED  DESCRIPTION  OF  THE  PREFERRED  EMBODIMENTS 

5  (First  Embodiment) 

[0023]  A  first  embodiment  of  the  invention  applied  to  a  vehicular  alternator  is  shown  in  Figs.  1  to  5. 
[0024]  The  alternator  1  is  driven  by  an  engine  through  a  poly-V  belt  (not  shown).  AC  current  generated  by  the  alter- 
nator  is  rectified  by  a  three-phase  rectifier  9  to  DC  current  to  charge  a  battery  and  energize  electric  loads.  The  alternator 

10  1  is  composed  of  a  housing  2,  a  stator  3,  a  rotor  4,  the  slip  unit  6,  the  brush  unit  8,  the  three-phase  rectifier  9  and  the 
voltage  regulator  10. 
[0025]  The  housing  2  is  composed  of  a  front  housing  11  and  a  rear  housing  12,  which  are  fastened  by  a  plurality  of 
stud  bolts  13  and  nuts  14.  The  front  housing  11  has  a  front  bearing  15  press-fitted  or  caulked  to  a  boss  portion  16  to 
rotatably  support  the  front  (head)  portion  of  the  shaft  5.  The  rear  housing  12  has  a  rear  bearing  17  press-fitted  to  a 

is  boss  portion  18  to  rotatably  support  the  backward  (rear)  portion  of  the  shaft  5.  A  number  of  air-intake  holes  19  are 
formed  annularly  in  the  front  housings  11  to  introduce  cooling  air  therein  and  also  a  number  of  air-intake  holes  20  and 
air-outlet  holes  12  are  formed  annularly  in  the  rear  housing  12.  A  stay  22  is  formed  integrally  with  an  upper  portion  of 
the  front  housing  11  to  be  fixed  to  an  upper  bracket  (not  shown)  of  an  engine  and  a  stay  23  is  formed  integrally  with  a 
lower  portion  thereof  to  be  fixed  to  a  lower  bracket  (not  shown)  of  the  engine.  A  stay  24  is  formed  integrally  with  a  lower 

20  portion  of  the  rear  housing  12  to  be  fixed  to  the  lower  bracket  of  the  engine.  These  stays  22  -  24  have  through  holes 
25  -  27  for  bolts. 
[0026]  The  stator  3  is  composed  of  a  stator  core  31  secured  to  the  inner  periphery  of  the  housing  2  and  three-phase 
stator  coils  32  wound  around  the  stator  core  31  .  The  stator  core  31  composes  the  armature  core  made  of  laminated 
sheets  of  a  magnetic  material  and  press-fitted  to  the  inner  periphery  of  the  front  housing  11  .  The  stator  core  31  has 

25  numbers  of  slots  (not  shown)  formed  at  even  intervals  in  the  inner  periphery  thereof.  The  three-phase  stator  coils  32 
are  three-phase  armature  windings  which  are  connected  into  the  Y-connection  or  the  A-connection  to  generate  three- 
phase  AC  output  power  as  the  rotor  4  rotates.  The  coil  ends  of  the  stator  coils  32  are  soldered  and  connected  to  the 
three-phase  rectifying  circuit  of  the  three-phase  rectifier  9. 
[0027]  The  rotor  4  is  composed  of  the  shaft  5,  pole  cores  33,  a  field  coil  34  wound  around  the  pole  cores  33  and  the 

30  slip  unit  6  for  supplying  the  field  current  to  the  field  coil  34.  The  pole  core  33  has  a  field  coil  34  wound  at  the  center 
thereof  and  made  of  a  ferromagnetic  material.  The  pole  core  33  has  claw  poles  35  which  become  N-pole  and  other 
claw  poles  36  which  become  S-pole  when  the  field  current  is  supplied  to  the  field  coil  34.  A  fan  unit  7  is  fixed  to  the 
rear  surface  of  the  claw  poles  36  by  welding  or  the  like  to  take  cooling  air  inside  the  housing  2.  The  field  coil  34  is 
wound  around  the  central  portion  of  the  pole  core  33  via  a  coil  bobbin  and  magnetizes  the  pole  core  33  when  the  field 

35  current  is  supplied.  The  field  coil  34  has  opposite  ends  connected  to  connection  bars  42  by  soldering  or  the  like.  The 
coil  bobbin  37  is  made  of  an  insulating  resinous  material  to  insulate  the  field  coil  34  from  the  pole  core  33. 
[0028]  The  shaft  5  is  rotatably  carried  by  boss  portions  16  and  18  of  the  housing  2  via  the  front  and  rear  bearings 
15  and  17. 
[0029]  A  V-ribbed  pulley  38  is  fastened  to  an  end  of  the  shaft  5  between  a  washer-faced  nut  39  and  the  front  bearing 

40  1  5  to  transmit  the  engine  rotational  torque  to  the  shaft  5.  The  V-ribbed  pulley  38  is  connected  to  and  driven  by  a  pulley 
for  the  poly  V-belt  carried  by  the  engine  output  shaft  through  a  poly  V-belt  (not  shown).  A  magnet  clutch  can  be  disposed 
between  the  shaft  5  and  the  V-ribbed  pulley  38. 
[0030]  Fig.  4  illustrates  a  slip  unit  6  and  a  brush  unit  8. 
[0031]  The  slip  ring  unit  6  is  composed  of  two  carbonaceous  slip  rings  41  connecting  the  battery,  the  voltage  regulator 

45  1  0  and  the  field  coil  34  through  the  brush  unit  8  and  two  connection  bars  42  connected  to  the  slip  rings  41  .  The  slip 
rings  41  are  disposed  on  the  rear  portion  of  the  outer  periphery  of  the  shaft  5.  These  slip  rings  41  are  made  of  perforated 
copper  alloy  as  a  body  structure  with  carbonaceous  powder  such  as  carbon,  natural  graphite  or  electric  graphite  im- 
pregnated  therein.  Each  of  the  slip  rings  41  is  formed  together  with  one  of  the  connection  bars  42.  Because  the  slip 
rings  41  are  made  of  a  carbon  material  which  has  self-lubricity  to  reduce  the  friction  coefficient  and  reduced  possibility 

so  of  contact  with  the  brushes  51  ,  the  wear  rate  is  reduced  drastically  as  compared  with  the  conventional  metal  slip  rings 
113. 
[0032]  Each  of  the  connection  bars  42  is  formed  from  a  flat  plate  by  pressing  to  have  a  radial  member  421  extending 
in  the  radial  direction  of  the  shaft  5  and  an  axial  member  423  extending  backward  from  a  bent  portion  422  extending 
in  parallel  with  the  axis  of  the  shaft  5.  An  end  of  each  of  the  radial  member  421  has  a  bent  terminal  portion  42a,  which 

55  is  electrically  connected  to  a  coil  end  of  the  field  coil  34  by  soldering  or  fusing  (resistant  welding)  as  shown  in  Fig.  1  . 
The  rear  portion  of  the  axial  member  423  has  an  insert  member  42b  which  is  insert-molded  in  and  mechanically  and 
electrically  connected  to  the  slip  ring  41  as  shown  in  Figs.  4  and  5.  The  upper  and  lower  surfaces  of  the  insert  member 
42b  are  roughed  up  to  form  uneven  surfaces  42d  by  shot-blasting,  shot-peening  or  press-forming  to  increase  contacting 
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surfaces,  thereby  decreasing  the  electric  resistance  of  connection  of  the  slip  ring  41  and  the  connection  bar  42. 
[0033]  Therefore,  an  additional  space  for  connecting  the  slip  ring  and  the  connection  bar  42  is  not  necessary  and 
the  connecting  portion  of  the  slip  ring  41  and  the  insert  member  42b  can  be  made  small.  The  insert-molding  of  the 
connection  bar  into  the  slip  ring  41  prevents  loosening  of  the  slip  ring  41  and  improves  the  vibration  resistance  of  the 

5  portion  connecting  the  slip  ring  41  and  the  insert  member  42b. 
[0034]  One  of  the  axial  members  423  which  is  connected  to  the  rear  slip  ring  has  a  bridge  portion  42c  to  avoid 
interference  with  the  front  slip  ring  41  . 
[0035]  The  fan  unit  7  is  formed  of  an  insulating  resinous  material  to  be  integral  with  the  slip  rings  41  and  the  connection 
bars  42.  The  fan  unit  7  protects  the  connecting  member  connecting  the  slip  rings  41  and  the  field  coil  34.  The  fan  unit 

10  7  is  composed  of  a  plurality  of  centrifugal  fan  blades  43,  an  annular  fan-supporting-portion  44  supporting  the  fan  blades 
43  and  a  cylindrical  slip-ring-support  45  which  is  insert-molded  to  be  integral  with  the  slip  rings  41.  The  supporting- 
portion  44  is  fixed  to  the  rear  wall  of  the  pole  core  33  and  holds  the  radial  members  of  the  connection  bars  42  therein. 
The  supporting-portion  44  has  an  annular  projecting  portion  46  facing  the  brush  unit  8.  The  slip-ring-support  45  is 
formed  to  be  integral  with  the  slip  rings  41  and  the  axial  members  of  the  connection  bars  42  by  an  insulating  resinous 

is  material,  and  is  press-fitted  to  the  outer  periphery  of  the  rear  side  of  the  shaft  5.  The  ring-support  45  can  be  molded 
integrally  with  the  shaft. 
[0036]  The  insulating  resinous  material  is  a  material  which  has  high  heat  resistance,  high  strength  and  high  dimen- 
sional  stability  such  as  a  phenolic  resin,  that  is  polyphenylene  sulfide  (PPS),  nylon  (PBT),  etc. 
[0037]  The  integration  by  an  insulating  resinous  material  of  the  fan  blades  of  the  fan  unit  7,  supporting-portion  44 

20  and  the  slip-ring-support  45  makes  one  molding  die  mold  the  fan  unit  7  and  the  slip-ring-support  45  at  the  same  time, 
thereby  reducing  the  number  of  molding  dies. 
[0038]  The  slip  rings  41  can  be  fixed  to  the  shaft  5  when  the  slip-ring-support  45  is  press-fitted  to  or  molded  together 
with  the  outer  periphery  of  the  shaft  5.  The  connection  bars  42  can  be  also  fixed  to  the  outer  periphery  of  the  shaft  5. 
Accordingly,  installation  time  of  them  to  the  rotor  4  can  be  reduced  so  that  the  production  cost  of  the  vehicular  alternator 

25  1  can  be  reduced. 
[0039]  Because  the  slip-ring-support  45  cover  most  of  the  slip  ring  41  and  the  insert  member  42b  of  the  connection 
bar  42,  the  connecting  strength  of  the  connecting  portion  of  the  slip  ring  41  and  the  insert  member  42b  last  for  a  long 
time.  In  addition,  electric  insulation  of  the  slip  rings  41  and  the  connection  bars  42  from  the  shaft  and  other  parts  can 
be  carried  out  at  the  same  time  and,  therefore,  connection  of  the  slip  ring  41  and  the  insert  member  42b  can  be 

30  maintained  in  normal  condition. 
[0040]  The  brush  unit  8  is  composed  of  two  metal  brushes  51  sliding  on  the  outer  periphery  of  the  slip  rings  41  ,  the 
brush  holder  52  fixed  to  the  housing  2  for  supporting  and  holding  the  brushes  51  and  the  connecting  terminals  53  and 
54  insert-molded  in  the  brush  holder  52.  The  connecting  terminals  53  and  54  are  disposed  to  be  spaced  apart  from 
each  other  on  a  circumferential  line  around  the  slip  rings  41  as  shown  in  Fig.  3. 

35  [0041]  The  brushes  51  are  made  by  stamping  or  press-forming  an  elastic  laminated  sheets  of  springy  copper  alloy 
such  as  phosphor  bronze  or  beryllium.  Because  the  brushes  51  are  made  of  a  conductive  metal  member,  the  portions 
of  the  brushes  in  contact  with  the  slip  rings  41  can  be  reduced  without  sacrificing  the  conductivity  so  that  temperature 
rise  of  the  brushes  51  can  be  restrained,  thereby,  to  elongate  the  life  time  of  the  brushes  51  . 
[0042]  Although  the  slip  rings  41  are  made  of  a  carbonaceous  material,  the  portions  of  the  slip  rings  41  in  contact 

40  with  the  brushes  51  are  a  small  part  of  the  entire  periphery  of  the  slip  rings  41  ,  and  the  temperature  rise  is  not  significant, 
thereby  elongating  the  life  time  of  the  slip  rings  41  . 
[0043]  Each  of  the  brushes  51  has  a  brush  body  55  and  clamp  portion  56  extending  axially  backward  from  the  brush 
body  55  to  the  brush  holder  52.  The  brush  body  55  has  two  arms  57  and  58  extending  from  both  sides  thereof  to  be 
in  contact  with  the  outer  periphery  of  the  slip  ring  41  .  Each  of  the  two  arms  57  and  58  is  formed  into  a  semicircular 

45  shape  (horseshoe  shape)  as  shown  in  Fig.  4  to  press  against  one  of  the  slip  rings  41  by  the  shrink  due  to  the  difference 
(B  -  A)  distance  between  the  two  contact  members  571  and  581  (between  the  arm  distance)  A  and  the  diameter  B  of 
the  slip  ring  41  .  The  contact  members  571  and  581  are  disposed  to  slide  on  the  outer  periphery  of  the  slip  rings  41  at 
a  contact  pressure  provided  by  its  own  elasticity. 
[0044]  As  shown  in  Figs.  3  and  4,  the  brush  body  55  of  the  brushes  51  is  formed  into  a  semicircle  and  to  hold  the 

so  slip  rings  in  the  two  contact  members  571  and  581  .  Therefore,  the  composite  vector  of  the  contact  pressures  of  the 
brushes  51  applied  to  the  outer  periphery  of  the  slip  rings  41  becomes  zero  so  that  no  contact  pressure  is  applied  to 
the  clamp  portion  56  which  is  mechanically  fixed  to  the  connecting  terminals  53  and  54.  If  an  excessive  vibration  is 
generated  in  a  direction  where  the  brush  body  55  of  the  brushes  51  leaves  the  slip  rings  41  ,  that  is,  the  radial  direction 
of  the  slip  rings  41,  the  leaving  contact  members  571  (581)  and  the  staying  contact  member  581  (571)  assure  the 

55  electric  connection  of  the  brushes  51  and  the  slip  rings  41  ,  thereby  supplying  stable  field  current  to  the  field  coil  34. 
[0045]  The  four  projections  57a,  57b,  58a  and  58b  extend  axially  in  both  directions  and  bent  radially  outward  from 
the  contact  members  571  and  581  (chamfered).  Therefore,  they  can  move  smoothly  in  the  axial  direction  so  that  in- 
stallation  and  removal  of  the  brushes  51  become  easy.  The  clamp  portion  56  is  electrically  and  mechanically  fixed  to 
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the  connecting  terminals  53  and  54  in  a  manner  to  utilize  the  spring  characteristic.  As  shown  in  Fig.  4,  the  clamp  portion 
56  has  the  projection  56a  axially  extending  from  the  base  portion  (top  portion)  55a  of  the  brush  body  55  and  clamp 
members  56b  and  56c  which  are  curled  to  form  a  elliptic  cylinder  having  deformable  elasticity.  The  clamp  portion  56 
holds  each  edge  portion  of  the  connecting  terminals  53  and  54  by  the  projection  56a  and  the  clamp  members  56b  and 

5  56c  so  that  each  of  the  brushes  51  is  spaced  apart  from  each  other  in  the  axial  direction  to  be  in  contact  with  a  corre- 
sponding  one  of  the  slip  rings  41  .  Thus,  the  brush  51  ,  particularly,  the  brush  body  55  becomes  compact  and  require  a 
small  spring  force  so  that  the  wear  rate  thereof  becomes  drastically  small.  Therefore,  even  if  the  voltage  regulator  10 
is  disposed  near  the  brushes  51  ,  the  diameter  of  the  vehicular  alternator  1  can  be  reduced  and  the  length  thereof  can 
be  also  reduced. 

10  [0046]  When  the  connecting  terminals  53  and  54  are  molded  integrally  with  the  brush  holder  52,  the  connecting 
terminals  53  and  54  and  the  clamp  portion  56  are  mechanically  connected  after  molding,  thereby  to  prevent  decrease 
in  the  wear  resistance  of  the  brushes  51  due  to  temperature  rise  during  the  insert  molding. 
[0047]  The  resistance  of  the  vibration  is  generally  expressed  as  follows  according  to  a  machine  design  book. 

15 
[Eq.  1]  Resistance  of  Vibration  ~  {(k  X  spring  load)/(weight  of  brushes)}  +  {weight  of  spring} 

[0048]  Therefore,  if  the  weight  of  the  brushes  (brush  body)  is  reduced,  the  spring  load  of  the  brushes  can  be  reduced. 
As  a  result,  the  brushes  51  can  slide  on  the  outer  periphery  of  the  slip  rings  41  at  a  high  speed  (e.g.  not  lower  than 

20  1  0,000),  ensuring  stable  wear  and  electric  power  supply  and  a  sufficient  life  time  of  the  brushes  51  and  the  slip  rings  41  . 
[0049]  The  brush  holder  unit  52  has  an  integral  mold  unit  of  a  brush  holder  59,  a  bearing  support  60,  a  cylindrical 
extension  61  extending  axially  from  the  front  portion  of  the  brush  holder  59  and  a  casing  62  of  the  voltage  regulator 
1  0  which  is  described  later.  The  brush  holder  59  is  molded  by  an  insulating  resinous  material  and  holds  the  connecting 
terminals  53  and  54  integrally  so  that  the  ends  of  the  connecting  terminals  extend  to  opposite  directions  respectively. 

25  The  bearing  support  60  supports  the  rear  bearing  17  and  the  outer  periphery  thereof  is  press-fitted  to  the  inner  periphery 
of  the  boss  18  of  the  rear  housing  12.  Thus,  the  brush  holder  59  and  the  bearing  support  60  are  formed  in  a  unit  to 
receive  the  rear  bearing  therein  so  as  to  eliminate  a  gap  which  is  otherwise  formed  between  the  brush  holder  and  the 
rear  housing. 
[0050]  The  cylindrical  extension  61  and  the  fan  unit  7  enclose  the  slip  rings  41,  the  brushes.  The  extension  61  is 

30  provided  with  an  annular  groove  63  on  the  surface  facing  the  fan-supporting-portion  44  and  receives  the  annular  pro- 
jecting  portion  46. 
[0051]  As  a  result,  the  annular  groove  63  and  the  annular  projecting  portion  46  form  a  labyrinth  seal  64  closing  the 
space  S  accommodating  the  brushes  51  and  the  slip  rings  41  . 
[0052]  The  connecting  terminal  53  has  an  L-shaped  cross-section  and  is  formed  integrally  with  a  field  current  output 

35  terminal  (not  shown)  of  the  voltage  regulator  10.  The  connecting  terminal  54  has  an  inverted  L-shaped  cross-section 
so  as  to  extend  in  the  direction  opposite  to  the  connecting  terminal  53.  It  is  connected  to  a  DC  output  terminal  71  of 
the  three-phase  rectifier  9  by  a  fixing  screw  72.  The  edge  portions  of  the  connecting  terminal  53  and  54  are  tapered 
so  that  they  are  inserted  into  a  space  between  the  projection  56a  of  the  clamp  portion  56  and  clamp  members  56b  and 
56c.  The  terminals  53  and  54  are  made  of  a  metal  such  as  an  aluminum  alloy  or  a  copper  alloy. 

40  [0053]  The  three-phase  rectifier  9  is  composed  of  the  DC  output  terminal  71,  plus-side  cooling  fin  73  minus-side 
cooling  fin  74,  three-plus-side  diodes  75,  three  minus-side  diodes  76  and  a  terminal  support  77.  The  plus-side  cooling 
fin  73  is  formed  integrally  with  the  minus-side  cooling  fin  74  so  that  they  surround  the  brush  holder  52  and  is  disposed 
along  the  side  wall  of  the  rear  housing  1  2.  The  plus-side  cooling  fin  73  is  fixed  to  the  inner  side  wall  of  the  rear  housing 
12  via  an  insulating  member  (not  shown).  The  minus  side  cooling  fin  74  is  body-earthen  (grounded)through  the  rear 

45  housing  12. 
[0054]  The  terminal  support  77,  which  is  made  of  an  insulating  resinous  material  (e.g.  PPS),  has  the  three  AC  input 
terminals  78  molded  integrally  therewith  and  insulates  the  plus-side  cooling  fin  73  from  the  minus-side  cooling  fin  74. 
[0055]  The  voltage  regulator  10  is  composed  of  various  outer  connecting  terminals  (not  shown)  such  as  the  field 
current  output  terminal,  an  integrated  circuit  (not  shown)  and  a  casing  62.  The  field  current  output  terminal  is  molded 

so  to  be  integral  with  a  metal  member  such  as  a  copper  alloy  and  held  by  the  casing  62  and  mechanically  connected  the 
brushes  51  . 
[0056]  The  casing  62  is  made  of  an  insulating  resinous  material  (e.g.  PPS)  and  is  integral  with  the  brush  holder  unit 
52.  It  has  a  bracket  66  fixed  to  the  rear  housing  1  2.  That  is,  the  casing  62  holds  the  brush  holder  unit  52  and  the  brushes 
51  in  the  rear  housing  1  2  and  accommodates  electric  parts  including  an  integrated  circuit  therein,  which  is  molded  with 

55  an  epoxy  resin.  Therefore,  number  of  molding  dies  is  reduced  to  one  and  no  additional  space  for  fastening  the  casing 
by  screws  or  welding  is  necessary. 
[0057]  When  the  rotor  is  rotated  by  an  engine  and  the  cooling  air  is  taken  into  the  housing  2,  a  foreign  particle  such 
as  water  or  dust  may  be  taken  in  together.  Especially,  if  such  a  foreign  particle  is  taken  into  the  rear  housing  1  2  through 
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the  air  intake  holes  20,  it  may  come  to  the  interface  of  the  slip  rings  41  and  the  stator-side  housing.  However,  the 
cylindrical  space  S,  where  the  interface  of  the  slip  rings  41  and  the  brushes  51  is  disposed,  is  sealed  by  the  labyrinth 
seal  64. 
[0058]  On  the  other  hand,  powder  produced  in  the  space  S  due  to  the  friction  of  the  slip  rings  41  and  the  brushes 

5  51  is  prevented  from  getting  out  of  the  space  S. 
[0059]  The  generating  operation  of  the  vehicular  alternator  1  is  well  known  and,  therefore,  omitted. 

[Second  Embodiment] 

10  [0060]  As  shown  in  Fig.  6,  the  insert  member  42b  of  the  axial  member  423  of  the  connection  bar  42  is  formed  into 
a  ring.  Further,  the  projecting  axial  member  423  is  thickened. 
[0061]  Accordingly,  the  contacting  area  and  connecting  strength  of  the  slip  ring  41  and  the  connection  bar  42  is 
considerably  increased  as  compared  with  the  first  embodiment. 
[0062]  When  the  slip  ring  41  and  the  connection  bar  42  are  insert-molded  in  the  slip-ring-support  45  with  a  resinous 

is  material,  an  injection  mold  pressure  (e.g.  3  kgf/cm2  in  case  of  PPS  and  PBT)  is  applied  to  the  ring-shaped  insert 
member  42b  in  the  slip  ring  41  .  That  is,  the  insert  member  42b  lessens  the  pressure  applied  to  the  carbonaceous  slip 
ring  41  to  about  1/10. 
[0063]  The  rough  upper  and  lower  surfaces  of  the  insert  member  42b  are  formed  by  shot-blasting,  shot-peening,  or 
press-forming  to  increase  the  area  of  the  insert  member  in  contact  with  the  slip  ring  41  and  reduces  the  electric  resist- 

20  ance. 

[Variation] 

[0064]  Although  the  description  of  the  above  embodiment  is  made  with  reference  to  the  vehicular  alternator,  the 
25  embodiment  can  be  applied  to  a  stationary  AC  generator  for  an  electric  power  station  of  a  building.  It  can  be  applied 

to  a  generator-motor  also. 
[0065]  The  shaft  5  can  be  connected  to  the  output  shaft  of  the  engine  directly.  In  this  case,  the  pulley  is  omitted.  A 
gear  transmission  having  more  than  one  power  converting  stage  such  as  a  gear  transmission  or  a  V-belt-type-non- 
stage-transmission  can  be  connected  between  the  shaft  5  and  the  engine.  The  shaft  5  can  be  driven  by  a  motor  also. 

30  [0066]  The  pig-tails  can  be  integrally  formed  with  each  of  the  brushes  and  a  separate  spring  can  be  used. 
[0067]  The  fan  blades  43,  the  fan-supporting-portion  44  and  the  slip-ring-support  45  can  be  formed  separately.  Fur- 
ther,  the  fan  blades  43  or  the  supporting-portion  44  can  be  made  of  a  metal  and  insert-molded  with  the  slip  rings  with 
a  resinous  material. 
[0068]  The  brush  holder  unit  52,  the  casing  of  the  voltage  regulator  10  and  the  bearing  support  (bearing  holder)  60 

35  can  be  formed  separately.  It  is  possible  that  only  the  brush  holder  unit  52  and  the  voltage  regulator  10  are  combined 
in  a  unit. 
[0069]  The  fan  unit  7  and  the  fan  blades  43  can  be  replaced  by  an  axial  fan.  It  is  possible  to  install  the  slip  unit  6, 
the  fan  unit  7  and  the  brush  unit  8  inside  the  front  housing  11  ,  that  is,  in  front  of  the  pole  core  33  in  the  housing  2. 
[0070]  I  n  the  foregoing  description  of  the  present  invention,  the  invention  has  been  disclosed  with  reference  to  specific 

40  embodiments  thereof.  It  will,  however,  be  evident  that  various  modifications  and  changes  may  be  made  without  de- 
parting  from  the  scope  of  the  appended  claims.  Accordingly,  the  description  of  the  present  invention  in  this  document 
is  to  be  regarded  in  an  illustrative,  rather  than  restrictive,  sense. 

45  Claims 

1.  An  AC  generator  comprising: 

a  housing  (2); 
so  a  stator  (3)  having  a  stator  coil  (32)  and  a  stator  core  (31  )  fixed  to  said  housing  (2); 

a  rotor  (4)  having  a  shaft  (5),  a  field  coil  (34)  and  a  rotor  core  (33)  for  rotating  relative  to  said  stator  (3);  and 
an  electric  connection  unit  (6,  8),  disposed  coaxially  with  said  shaft  (5)  between  said  housing  (2)  and  said  rotor 
(4),  for  supplying  an  electric  current  to  said  field  coil  (34),  said  connection  unit  (6,  8)  including  a  carbonaceous 
slip  ring  (41  ),  a  brush  (51  )  sliding  on  said  slip  ring  (41  )  and  a  connection  bar  (42)  electrically  connecting  said 

55  field  coil  (34)  and  said  slip  ring  (41);  wherein 
said  connection  bar  (42)  comprises  an  insert  member  (42b)  at  one  end  thereof  held  in  said  carbonaceous  slip 
ring  (41),  thereby  ensuring  both  mechanical  and  electrical  connection. 
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2.  An  AC  generator  as  claimed  in  claim  1  ,  wherein  said  connection  bar  (42)  comprises  a  conductive  metal  plate. 

3.  An  AC  generator  as  claimed  in  claim  2,  wherein  said  insert  member  (42b)  has  uneven  surfaces  to  increase  strength 
of  connection  of  said  slip  ring  (41)  and  said  connection  bar  (42). 

4.  An  AC  generator  as  claimed  in  claim  1,  wherein  said  insert  member  (42b)  has  an  arc  portion  extending  in  a  cir- 
cumferential  direction  of  said  slip  ring  (41). 

5.  An  AC  generator  as  claimed  in  claim  1  ,  wherein  said  insert  member  (42b)  has  a  ring  portion  extending  in  a  cir- 
cumferential  direction  of  said  slip  ring  (41). 

6.  An  AC  generator  as  claimed  in  claim  1  ,  wherein  said  connection  bar  (42)  extends  axially  from  an  end  of  said  slip 
ring  (41). 

7.  An  AC  generator  as  claimed  in  claim  1,  wherein  said  slip  ring  (41)  and  said  connection  bar  (42)  are  disposed 
integral  with  said  rotor  (4)  by  an  insulating  resinous  material. 

8.  An  AC  generator  as  claimed  in  claim  7,  wherein  said  slip  ring  (41)  is  secured  to  said  shaft  (5)  by  said  insulating 
resinous  material. 

9.  An  AC  generator  as  claimed  in  claim  8,  wherein  said  connection  bar  (42)  comprises  a  conductive  metal  plate. 

10.  An  AC  generator  as  claimed  in  claim  8  further  comprising  a  fan  formed  of  said  insulating  resinous  material  integral 
with  said  rotor  (4)  disposed  between  said  rotor  core  (33)  and  said  slip  ring  (41). 

11.  An  AC  generator  as  claimed  in  claim  1,  wherein  said 
brush  (51  )  comprises  an  elastic  metal  member  pressing  itself  against  said  slip  ring  (41  )  by  own  spring  force  of  said 
elastic  metal  member. 

12.  An  AC  generator  as  claimed  in  claim  11  ,  wherein  said  brush  (51)  is  made  of  one  of  copper  alloys  including  phosphor 
bronze  and  beryllium. 

13.  An  AC  generator  as  claimed  in  claim  12,  wherein  said  brush  (51)  comprises  a  semicircular  arm  member  extending 
around  said  slip  ring  (41  ). 

14.  An  AC  generator  as  claimed  in  claim  13  further  comprising  a  brush  holder  (59),  secured  to  said  housing  (2),  for 
holding  said  brush  (51). 

15.  An  AC  generator  as  claimed  in  claim  14,  wherein  said  brush  holder  (59)  comprises  a  cylindrical  member  for  ac- 
commodating  said  brush  (51)  and  said  slip  ring  (41)  therein  around  said  shaft  (5). 

16.  An  AC  generator  as  claimed  in  claim  7,  wherein 

said  connection  unit  (6,  8)  comprises  another  carbonaceous  slip  ring  (41),  brush  (51)  sliding  on  said  another 
slip  ring  (41  )  and  another  connection  bar  (42)  connecting  said  field  coil  (34)  and  said  another  slip  ring  (41  ),  and 
said  carbonaceous  rings  are  insulated  by  said  insulating  resinous  material  from  each  other. 

17.  An  AC  generator  as  claimed  in  claim  16,  wherein  said  brushes  (51)  are  disposed  to  be  spaced  apart  from  each 
other  around  said  shaft  (5). 

18.  An  AC  generator  as  claimed  in  claim  16,  wherein  said  another  connection  bar  (42)  comprises  a  bridge  portion  to 
avoid  an  interference  with  first  said  slip  ring  (41). 

Patentanspriiche 

1.  Wechselstromerzeuger,  mit: 
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einem  Gehause  (2); 

einem  Stander  (3)  mit  einer  Standerwicklung  (32)  und  einem  an  dem  Gehause  (2)  angebrachten  Standerkern 
(31); 

einem  Rotor  (4)  mit  einer  Welle  (5),  einer  Feldwicklung  (34)  und  einem  Rotorkern  (33),  urn  sich  bezuglich  des 
Standers  (3)  zu  drehen;  und 

einer  elektrischen  Verbindungseinheit  (6,  8),  die  zwischen  dem  Gehause  (2)  und  dem  Rotor  (4)  koaxial  zu  der 
Welle  (5)  angeordnet  ist,  urn  zu  der  Feldwicklung  (34)  einen  elektrischen  Strom  zu  leiten,  wobei  die  Verbin- 
dungseinheit  (6,  8)  einen  kohlehaltigen  Gleitring  (41),  eine  an  dem  Gleitring  (41)  gleitende  Burste  (51)  und 
eine  Verbindungsstange  (42),  die  die  Feldwicklung  (34)  und  den  Gleitring  (41)  elektrisch  verbindet,  aufweist; 

worin  die  Verbindungsstange  (42)  an  einem  ihrer  Endabschnitte  ein  Einfugebauteil  (42b)  aufweist,  das  in  dem 
kohlehaltigen  Gleitring  (41)  gehalten  wird,  wodurch  sowohl  eine  mechanische  als  auch  eine  elektrische  Ver- 
bindung  sichergestellt  ist. 

2.  Wechselstromerzeuger  nach  Anspruch  1,  worin  die  Verbindungsstange  (42)  eine  leitfahige  Metallplatte  aufweist. 

3.  Wechselstromerzeuger  nach  Anspruch  2,  worin  das  Einfugebauteil  (42b)  unebene  Oberflachen  aufweist,  urn  eine 
Festigkeit  von  der  Verbindung  des  Gleitringes  (41  )  und  der  Verbindungsstange  (42)  zu  erhohen. 

4.  Wechselstromerzeuger  nach  Anspruch  1  ,  worin  das  Einfugebauteil  (42b)  einen  bogenformigen  Abschnitt  aufweist, 
der  sich  in  einer  Umfangsrichtung  des  Gleitringes  (41)  erstreckt. 

5.  Wechselstromerzeuger  nach  Anspruch  1,  worin  das  Einfugebauteil  (42b)  einen  ringformigen  Abschnitt  aufweist, 
der  sich  in  einer  Umfangsrichtung  des  Gleitringes  (41)  erstreckt. 

6.  Wechselstromerzeuger  nach  Anspruch  1,  worin  sich  die  Verbindungsstange  (42)  von  einem  Endabschnitt  des 
Gleitringes  (41)  axial  erstreckt. 

7.  Wechselstromerzeuger  nach  Anspruch  1  ,  worin  der  Gleitring  (41)  und  die  Verbindungsstange  (42)  durch  ein  iso- 
lierendes,  harzartiges  Material  einstuckig  mit  dem  Rotor  (4)  angeordnet  sind. 

8.  Wechselstromerzeuger  nach  Anspruch  7,  worin  der  Gleitring  (41)  durch  das  isolierende,  harzartige  Material  an 
der  Welle  (5)  angebracht  ist. 

9.  Wechselstromerzeuger  nach  Anspruch  8,  worin  die  Verbindungsstange  (42)  eine  leitfahige  Metallplatte  aufweist. 

10.  Wechselstromerzeuger  nach  Anspruch  8,  der  auBerdem  einen  Ventilator  aufweist,  der  mit  dem  Rotor  (4),  welcher 
zwischen  dem  Rotorkern  (33)  und  dem  Gleitring  (41)  angeordnet  ist,  aus  dem  isolierenden,  harzartigen  Material 
einstuckig  ausgeformt  ist. 

11.  Wechselstromerzeuger  nach  Anspruch  1,  worin  die  Burste  (51)  ein  elastisches  Metallbauteil  aufweist,  das  sich 
selbst  durch  ihre  eigene  Federkraft  gegen  den  Gleitring  (41)  druckt. 

12.  Wechselstromerzeuger  nach  Anspruch  11,  worin  die  Burste  (51)  aus  einer  Kupferlegierung  hergstellt  ist,  welche 
Phosphorbronze  und  Berrylium  enthalt. 

13.  Wechselstromerzeuger  nach  Anspruch  12,  worin  die  Burste  (51)  einen  halbkreisformiges  Armbauteil  aufweist,  das 
sich  urn  den  Gleitring  (41)  erstreckt. 

14.  Wechselstromerzeuger  nach  Anspruch  1  3,  der  auBerdem  einen  Burstenhalter  (59)  aufweist,  der  an  dem  Gehause 
(2)  angebracht  ist,  urn  die  Burste  (51)  zu  halten. 

15.  Wechselstromerzeuger  nach  Anspruch  14,  worin  der  Burstenhalter  (59)  ein  zylindrisches  Bauteil  aufweist,  urn  die 
Burste  (51)  und  den  Gleitring  (41)  darin  urn  die  Welle  (5)  herum  aufzunehmen. 
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16.  Wechselstromerzeuger  nach  Anspruch  7,  worin  die  Verbindungseinheit  (6,  8)  einen  anderen  kohlehaltigen  Gleitring 
(41),  eine  auf  dem  anderen  Gleitring  (41)  gleitende  Burste  (51)  und  eine  andere  Verbindungsstange  (42),  die  die 
Feldwicklung  (34)  und  den  anderen  Gleitring  (41)  verbindet,  aufweist,  und 
worin  die  kohlehaltigen  Ringe  durch  das  isolierende,  harzartige  Material  voneinander  isoliert  sind. 

5 
17.  Wechselstromerzeuger  nach  Anspruch  16,  worin  die  Bursten  (51)  derart  urn  die  Welle  (5)  angeordnet  sind,  dal3 

sie  voneinander  beabstandet  sind. 

18.  Wechselstromerzeuger  nach  Anspruch  16,  worin  die  andere  Verbindungsstange  (42)  einen  Bruckenabschnitt  auf- 
10  weist,  urn  eine  Beeintrachtigung  des  ersten  Gleitrings  (41)  zu  vermeiden. 

Revendications 

is  1.  Generateur  AC  comprenant  : 

un  carter  (2)  ; 
un  stator  (3)  possedant  un  bobinage  de  stator  (32)  et  un  noyau  de  stator  (31  )  etant  fixes  audit  carter  (2)  ; 
un  rotor  (4)  possedant  un  arbre  (5),  un  bobinage  d'excitation  (34)  et  un  noyau  de  rotor  (33)  destine  atourner 

20  par  rapport  audit  stator  (3)  ;  et 
une  unite  de  connexion  electrique  (6,  8),  disposee  coaxialement  avec  ledit  arbre  (5)  entre  ledit  carter  (2)  et 
ledit  rotor  (4),  destineeafournir  un  courant  electrique  audit  bobinage  d'excitation  (34),  ladite  unite  de  connexion 
(6,  8)  comprenant  une  bague  collectrice  charbonneuse  (41  ),  une  brosse  (51  )  glissant  sur  ladite  bague  collec- 
trice  (51)  et  une  barre  de  connexion  (42)  connectant  electriquement  ledit  bobinage  d'excitation  (34)  et  ladite 

25  bague  collectrice  (41),  dans  laquelle 
ladite  barre  de  connexion  (42)  comprend  un  element  rapporte  (42b)  a  I'une  des  extremites  de  celle-ci  qui  est 
maintenu  dans  ladite  bague  collectrice  charbonneuse  (41),  assurant  par  ce  moyen  a  la  fois  la  connexion 
mecanique  et  la  connexion  electrique. 

30  2.  Generateur  AC  selon  la  revendication  1  ,  dans  lequel  ladite  barre  de  connexion  (42)  comprend  une  plaque  metal- 
lique  conductrice. 

3.  Generateur  AC  selon  la  revendication  2,  dans  lequel  ledit  element  rapporte  (42b)  possede  des  surfaces  irregulieres 
pour  augmenter  la  force  de  la  connexion  de  ladite  bague  collectrice  (41)  et  de  ladite  barre  de  connexion  (42). 

35 
4.  Generateur  AC  selon  la  revendication  1,  dans  lequel  ledit  element  rapporte  (42b)  possede  une  partie  en  arc  qui 

s'etend  suivant  une  direction  circonferentielle  de  ladite  bague  collectrice  (41). 

5.  Generateur  AC  selon  la  revendication  1  ,  dans  lequel  ledit  element  rapporte  (42b)  possede  une  partie  formant 
40  anneau  s'etendant  dans  une  direction  circonferentielle  de  ladite  bague  collectrice  (41). 

6.  Generateur  AC  selon  la  revendication  1  ,  dans  lequel  ladite  barre  de  connexion  (42)  s'etend  dans  la  direction  axiale 
par  rapport  a  une  extremite  de  ladite  bague  collectrice  (41). 

45  7.  Generateur  AC  selon  la  revendication  1  ,  dans  lequel  ladite  bague  collectrice  (41  )  et  ladite  barre  de  connexion  (42) 
sont  disposees  d'un  seul  tenant  avec  ledit  rotor  (4)  au  moyen  d'un  materiau  resineux  isolant. 

8.  Generateur  AC  selon  la  revendication  7,  dans  lequel  ladite  bague  collectrice  (41  )  est  fixee  audit  arbre  (5)  au  moyen 
dudit  materiau  resineux  isolant. 

50 
9.  Generateur  AC  selon  la  revendication  8,  dans  lequel  ladite  barre  de  connexion  (42)  comprend  une  plaque  metal- 

lique  conductrice. 

10.  Generateur  AC  selon  la  revendication  8,  comprenant  en  outre  un  ventilateur  forme  par  ledit  materiau  resineux 
55  isolant  d'un  seul  tenant  avec  ledit  rotor  (4)  qui  est  dispose  entre  ledit  noyau  de  rotor  (33)  et  ladite  bague  collectrice 

(41). 

11.  Generateur  AC  selon  la  revendication  1,  dans  lequel  ladite 
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brosse  (51  )  comprend  un  element  metallique  elastique  se  poussant  de  lui-meme  contre  ladite  bague  collec- 
trice  (41)  au  moyen  de  la  propre  force  de  ressort  dudit  element  metallique  elastique. 

12.  Generateur  AC  selon  la  revendication  11,  dans  lequel  ladite  brosse  (51)  est  realisee  dans  I'un  des  alliages  de 
cuivre  comprenant  du  bronze  au  phosphore  et  du  beryllium. 

13.  Generateur  AC  selon  la  revendication  12,  dans  lequel  ladite  brosse  (51)  comprend  un  element  semi-circulaire 
formant  bras  qui  s'etend  autour  de  ladite  bague  collectrice  (41). 

14.  Generateur  AC  selon  la  revendication  13,  comprenant  en  outre  un  support  de  brosse  (59),  fixe  audit  carter  (2), 
destine  a  supporter  ladite  brosse  (51). 

15.  Generateur  AC  selon  la  revendication  14,  dans  lequel  ledit  support  de  brosse  (59)  comprend  un  element  cylindrique 
destine  a  loger  ladite  brosse  (51)  et  dans  lequel  ladite  bague  collectrice  (41)  qui  s'y  trouve  entoure  ledit  arbre  (5). 

16.  Generateur  AC  selon  la  revendication  7,  dans  lequel  ladite  unite  de  connexion  (6,  8)  comprend  une  autre  bague 
collectrice  charbonneuse  (41  ),  une  brosse  (51  )  coulissant  sur  ladite  autre  bague  collectrice  (41  ),  et  une  autre  barre 
de  connexion  (42)  qui  connecte  ledit  bobinage  d'excitation  (34)  et  ladite  autre  bague  collectrice  (41),  et 

lesdites  bagues  charbonneuses  sont  isolees  I'une  de  I'autre  au  moyen  dudit  materiau  resineux  isolant. 

17.  Generateur  AC  selon  la  revendication  16,  dans  lequel  lesdites  brasses  (51)  sont  disposees  pour  etre  ecartees 
I'une  de  I'autre  autour  dudit  arbre  (5). 

18.  Generateur  AC  selon  la  revendication  16,  dans  lequel  ladite  autre  barre  de  connexion  (42)  comprend  une  partie 
formant  pont  pour  eviter  une  interference  avec  ladite  premiere  bague  collectrice  (41). 

11 
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