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Description

BACKGROUND OF THE INVENTION

Field of the invention

[0001] This invention relates to an electromagnetic
solenoid in which a solenoid body having an exciting coil
is movable back and force with respect to a base mem-
ber.
[0002] An electromagnetic solenoid according to the
preamble of claim 1 is known from document FR-A-2
311 394.

Related art

[0003] For instance, a motor vehicle employs a
number of electromagnetic solenoids to switch the op-
erating states of loads. FIG. 19 shows the arrangement
of essential components in a shift lock device which em-
ploys an electromagnetic solenoid of this type. A shift
lock device is generally designed as follows: when the
automatic transmission is at the parking position, the ig-
nition circuit of the motor vehicle is completed, and only
when the foot brake is operated, the exciting coil of the
electromagnetic solenoid is energized.
[0004] In the shift lock device shown in FIG. 19, a lock
plate 1 is moved in the direction of the arrow B when a
shift position switching shift lever (not shown) is de-
pressed, and in the direction which is opposite to the
direction of the arrow B when the shift lever is released;
that is, the lock plate is moved up and down in response
to the operation of the shift lever. The device further
comprises a base member 2, and a stopper plate 3 hav-
ing a stopper piece 3a at one end. The stopper plate 3
is designed as follows: The stopper piece 3a is movable
between a lock position (as shown in the part (a) of FIG.
19) where the stopper piece 3a prevents the movement
of the lock plate in the direction of the arrow B, and an
unlock position (as shown in the part (b) of FIG. 19)
where the stopper piece 3a is permitted to move in the
direction of the arrow A.
[0005] An electromagnetic solenoid 4 is fixedly cou-
pled to the stopper plate 3. More specifically, the elec-
tromagnetic solenoid 4 comprises: a solenoid body 5 se-
cured to the stopper plate 3; and a plunger 6 which is
supported by the solenoid body 5 in such a manner that
it is axially movable.
[0006] The solenoid body 5 comprises: a plastic bob-
bin 7; an exciting coil 8 wound on the bobbin 7; a yoke
9 and a coil terminal 10 secured to the bobbin 7; and a
first spring member 11, which is a compression spring
interposed between the bobbin 7 and the plunger 6. The
first spring member 11 urges the plunger 8 in the direc-
tion opposite to the direction of the arrow A. The plunger
8 has an end portion which penetrates the yoke in the
direction opposite to the direction of the arrow A. The tip
end portion of the plunger 8 is secured to a cam member

12.
[0007] The cam member 12 is so positioned that, un-
der the condition that the stopper plate 3 is at the lock
position and the plunger 6 is abutted against the yoke 9
(as shown in the part (a) of FIG. 19), its cam surface is
confronted with the front end of the lock plate 1 from
below. Hence, as the lock plate 1 is moved in the direc-
tion of the arrow B, its front end is abutted against the
cam surface of the cam member 12, so that the lock
plate applies a force through the cam surface to the cam
ember 12 to move the latter 12 in the direction of the
arrow B.
[0008] The coil terminal 10 has two end portions 10a
and 10b. The end portion 10a is projected from the lower
end of the bobbin, and electrically connected to the ex-
citing coil 8. The other end portion 10b is protruded up-
wardly from the bottom of a recess formed in the bobbin,
and electrically connected to a flexible wire 14 through
a connector fitted in the recess. When, in the shift lock
device thus constructed, current is applied to the excit-
ing coil 8, the plunger 6 is maintained attracted by the
yoke 9; that is, the movement of the plunger 6 with re-
spect to the solenoid body 5 is inhibited.
[0009] A second spring member 15 is interposed be-
tween the stopper plate 3 and a spring receiver 2a cou-
pled to the base member 2, to urge the stopper plate 3
in the direction opposite to the direction of the arrow A
(hereinafter referred to as "a lock position direction",
when applicable) at all times.
[0010] The elastic force of the second spring member
15 is so selected that it is larger than that of the first
spring member 11, but smaller than the resultant force
of the first spring member 11 and the force of attraction
of the electromagnetic solenoid 4 which is applied to the
plunger 6.
[0011] When, in the shift lock device as shown in the
part (a) of FIG. 19, the lock plate 1 is moved in the di-
rection of the arrow B (hereinafter referred to as "an op-
erating direction", when applicable) in response to the
depression of a detent knob (not shown), the front end
of the lock plate 1 is abutted against the cam surface of
the cam member 12 (producing a cam action), to drive
the latter 12 in the direction of the arrow A. This cam-
member drive force is transmitted to the plunger 6 cou-
pled to the cam member 12.
[0012] If, in this case, the exciting coil 8 of the elec-
tromagnetic solenoid 4 has been energized, the plunger
6 is attracted by the yoke 9, so that the movement of the
plunger 6 with respect to the solenoid body is inhibited.
As was described before, the elastic force of the second
spring member 15 adapted to urge the stopper plate 3
and the solenoid body 5 in the lock position direction (in
the direction opposite to the direction of the arrow A) is
smaller than the resultant force of the force of attraction
of the electromagnetic solenoid 4 which is applied to the
plunger 6 and the elastic force of the first spring member
11 urging the plunger 6 in the lock position direction (in
the direction opposite to the direction of the arrow A).
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Hence, as shown in the part (b) of FIG. 19, the whole
electromagnetic solenoid 4 and the stopper plate 3 are
moved in the direction of the arrow A (hereinafter re-
ferred to as "an unlock position direction", when appli-
cable) against the elastic force of the second spring
member 15.
[0013] As a result, when the lock plate 1 is moved in
the direction of the arrow B in response to the depres-
sion of the detent knob, the stopper plate 3 is retracted
from the locus of movement of the lock plate 1, so that
the lock plate 1 is allowed to move in the direction of the
arrow B as shown in the part (b) of FIG. 19; that is, the
depression of the detent knob is effective.
[0014] On the other hand, in the case where, when
the detent knob is depressed, the electromagnetic so-
lenoid is not energized yet, the plunger 6 of the electro-
magnetic solenoid is movable with respect to the sole-
noid body 5. In this case, as was described before, the
elastic force of the first spring member urging the plung-
er 6 in the lock position direction (in the direction oppo-
site to the direction of the arrow A) is smaller than the
elastic force of the second spring member 15 adapted
to urge the solenoid body 5 in the lock position direction
(in the direction opposite to the direction of the arrow A).
Hence, when the drive force provided in response to the
depression of the detent knob is transmitted through the
cam member 12 to the plunger 6, as shown in the part
(c) of FIG. 19 only the cam member 12 and the plunger
6 are moved in the direction of the arrow A (hereinafter
referred to as "an unlock position direction", when ap-
plicable), while the solenoid body 5 and the stopper
plate 3 remain held at the lock position.
[0015] Hence, when the lock plate 1 is moved in the
direction of the arrow B in response to the operation of
the detent knob, the front end of the lock plate 1 is abut-
ted against the stopper piece 3a to inhibit the movement
of the lock plate 1; that is, the further depression of the
detent knob is ineffective.
[0016] In the above-described device, in order to sup-
ply current to the exciting coil 8 of the solenoid body
which is movable, flexible wires 14 are employed as
connecting lines. Hence, as the solenoid body 5 is
moved, the flexible wires 14 are also moved. Therefore,
it is necessary to provide a certain space for the move-
ment of the flexible wires 14. On the other hand, since
the wires 14 are connecting wire, they should be high
not only in durability but also in flexibility. This is one of
the factors which increase the manufacturing cost.

SUMMARY OF THE INVENTION

[0017] In view of the foregoing, an object of the inven-
tion is to provide an electromagnetic solenoid in which
current can be supplied to the exciting coil without the
use of the flexible wires, which reduces not only the size
but also the manufacturing cost of the electromagnetic
solenoid.
[0018] The foregoing object of the invention has been

achieved by the features of claim 1.
[0019] The electrically conductive spring members
may be arranged between the base member and the
coil terminals in such a manner that first ends of the
spring members are in contact with the coil terminals,
respectively, and the remaining second ends of the
spring members have external connecting portions.
[0020] In the electromagnetic solenoid, the coil termi-
nals may have fixing portions to which the first ends of
the spring members are fixedly secured, respectively.
[0021] In the electromagnetic solenoid of the present
invention, the solenoid body having the exciting coil is
movable with respect to the base member, and current
is supplied to the exciting coil through the electrically
conductive spring members arranged between the base
member and the coil terminals to which the exciting coil
is connected. Hence, the external connecting wires can
be connected to the external connecting portions of the
spring members which are held stationary. Therefore,
electromagnetic solenoid of the invention, unlike the
conventional one in which it is necessary to connect the
flexible wires to the coil terminals which are moved to-
gether with the solenoid body, dispenses with the provi-
sion of a space for the movement of the connecting
wires, and is free from the difficulty that the connecting
wires are broken; that is, it is unnecessary for the elec-
tromagnetic solenoid of the invention to employ expen-
sive flexible wires.
[0022] In the electromagnetic solenoid of the present
invention, the end portions of the spring members are
fixed with the fixing portions of the coil terminals, so that
the spring members and the coil terminals are more pos-
itively electrically connected to each other.

BRIEF DESCRIPTION OF THE DRAWING(S)

[0023] FIG. 1 is a vertical sectional side view of a shift
lock device with an example of an electromagnetic so-
lenoid, which constitutes a first embodiment of the in-
vention.
[0024] FIG. 2 is a horizontal sectional plan view of the
first embodiment of the invention.
[0025] FIG. 3 is a vertical sectional front view of the
first embodiment of the invention.
[0026] FIG. 4 is a side view, with parts cut away, show-
ing a stopper plate in the first embodiment of the inven-
tion.
[0027] FIGS. 5 and 6 are a plan view and a front view
of the stopper plate shown in FIG. 4, respectively.
[0028] FIG. 7 is a longitudinal sectional view of an
electromagnetic solenoid in the first embodiment of the
invention.
[0029] FIG. 8 is a side view of the electromagnetic so-
lenoid shown in FIG. 7.
[0030] FIG. 9 is a plan view, with parts cut away, of
the electromagnetic solenoid shown in FIG. 7.
[0031] FIGS. 10 and 11 are a front view and a rear
view, respectively, showing the electromagnetic sole-
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noid shown in FIG. 7.
[0032] FIG. 12 is a plan view showing a pair of coil
terminals.
[0033] FIG. 13 is a perspective view showing a cam
member in the first embodiment of the invention.
[0034] The parts (a) through (d) of FIG. 14 are vertical
sectional views for a description of the operation of the
first embodiment of the invention.
[0035] FIG. 15 is a vertical sectional view of another
example of the electromagnetic solenoid, which consti-
tutes a second embodiment of the invention.
[0036] FIG. 16 is a rear view of the electromagnetic
solenoid shown in FIG. 15.
[0037] FIG. 17 is a plan view of a pair of coil terminals
in the electromagnetic solenoid shown in FIG. 15.
[0038] FIG. 18 is an explanatory diagram for a de-
scription of a method of fixedly connecting an exciting
coil to the coil terminal in the second embodiment of the
invention.
[0039] The parts (a) through (c) of FIG. 19 are vertical
sectional views for a description of the operation of a
shift lock device using a conventional electromagnetic
solenoid.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

First Embodiment

[0040] An example of an electromagnetic solenoid
applied to a shift lock device in a motor vehicle, which
constitutes a first embodiment of the invention, will be
described with reference to FIGS. 1 through 14.
[0041] In FIGS. 1 through 3, reference numeral 21
designates a lock plate which is movable longitudinally
(vertically in FIGS. 1 and 3). More specifically, the lock
plate 21 is reciprocated vertically (in the direction of the
arrow Y and in the direction opposite to the direction of
the arrow Y) as a conventional detent knob is depressed
and released which an automatic transmission shift le-
ver has.
[0042] Further in FIGS. 1 through 3, reference numer-
al 22 designates a casing having an opening in its one
side which is closed with a cover 23. The casing 22 and
the cover 23 form the base member of the electromag-
netic solenoid of the invention. The casing 22 has a
guide hole 22a and a through-hole 22b in the upper sur-
face, into which the above-described lock plate 21 and
a cancel pin 24 are inserted, respectively.
[0043] A stopper plate 25 is provided on the bottom
of the casing 22 in such a manner that it is movable in
directions perpendicular to the direction of movement of
the lock plate 21 (i.e., in the direction of the arrow X and
in the direction opposite to the direction of the arrow X
in FIGS. 1 and 2).
[0044] The configuration of the stopper plate 25 will
be concretely described with reference to FIGS. 4
through 6, and FIG. 14 when necessary.

[0045] The stopper plate 25 essentially comprises: a
rectangular plate portion 25a; a pair of walls 25b and
25b which are raised from both sides of the rectangular
plate portion 25a (as viewed in the direction opposite to
the direction of the arrow X); an arm 25c extended from
the end of the plate portion 25a (as viewed in the direc-
tion opposite to the direction of the arrow X); and a stop-
per piece 25d in the form of a vertical rectangular bar
which is extended from the outer end of the arm 25c.
The stopper plate 25 is movable between a lock position
(as shown in FIGS. 1 and 2, and the parts (a) and (c) of
FIG. 14) where the stopper piece 25d is confronted with
the end of the lock plate 21 from below and an unlock
position (as shown in the parts (b) and (d) of FIG. 14)
where the stopper piece 25d is retracted from the locus
of movement of the end of the lock plate.
[0046] The stopper plate 25 further comprises a pair
of legs 25e which are arranged in one line. More specif-
ically, one of the legs 25e is extended from the middle
of the edge of the lower surface of the plate portion 25a
of the stopper plate 25, and the other leg 25e is extended
from the middle of the lower surface of the stopper piece.
Those legs 25e are slidably inserted in a guide groove
22c (cf. FIGS. 1 and 3) which is formed in the bottom of
the casing 22 in such a manner that it is extended along
the central axis of the bottom, in the direction of the ar-
row X (or in the direction opposite to the direction of the
arrow X). Four guiding protrusions 25f are extended
from both sides of the plate portion 25a of the stopper
plate 25 and both sides of the stopper piece 25d, re-
spectively. Those protrusions 25f are set slidably in con-
tact with a pair of guiding ribs 22d (cf. FIGS. 1 through
3) from below which are formed on two opposite side
walls of the casing in such a manner that they are ex-
tended in the direction of the arrow X (or in the direction
opposite to the direction of the arrow X).
[0047] Furthermore, the stopper plate 25 has two slits
25g respectively in the upper edge portions of its two
walls 25b, and another slit 25g in the junction of the plate
portion 25a and the arm 25c, in such a manner that
those three slits are arranged in one line. The slits 25g
are utilized to fixedly secure an electromagnetic sole-
noid 26 (described later). The stopper plate 25 further
comprises a pair of pawls formed on the inner surfaces
of the walls 25b, which are also utilized for fixedly se-
curing the electromagnetic solenoid 26.
[0048] Now, the construction of the electromagnetic
solenoid 26 will be concretely described with reference
to FIGS. 7 through 12.
[0049] The electromagnetic solenoid 26 comprises a
solenoid body 27 secured to the stopper plate 25; and
a plunger 28 which is supported by the solenoid body
27 in such a manner that it is movable axially (back and
forth). The solenoid body 27 comprises: a bobbin 29 of
plastic material; an exciting coil 30 wound on the bobbin
29; yokes 31 and 32 secured to the bobbin; a pair of coil
terminals 33 which are also secured to the bobbin 29; a
casing 34 surrounding the bobbin 29, serving also as a
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yoke; and a compression coil spring, namely, a trip
spring 35 interposed between the bobbin 29 and the
plunger 28. The trip spring 35 urges the plunger 28 to-
wards the yoke 32 (in the direction opposite to the di-
rection of the arrow X) so that the base end portion of
the plunger abuts against the latter 32, and the outer
end portion of the plunger 28 is protruded from the yoke
32.
[0050] As shown in FIG. 12, the coil terminals 33 have
spring receiving portions 33a, and coil connecting por-
tions 33b to which both ends of the exciting coil 30 are
connected, respectively. As shown in FIG. 11, the coil
terminals 33 together with the yoke 31 are made integral
with the bobbin 29 by insert molding.
[0051] In addition, the bobbin 29 has a pair of cylin-
drical spring guides 29a in such a manner that the latter
29a are in parallel with each other. Coil springs 36 (de-
scribed later), corresponding to spring members in the
invention, are inserted into the spring guides 29a. In the
bottoms of the spring guides 29a, the spring supporting
portions of the coil terminals 33 appear (being exposed).
[0052] When, in the electromagnetic solenoid thus
designed, current is applied to the exciting coil 30, the
plunger 28 is attracted by the yoke 32; that is, the move-
ment of the plunger 28 with respect to the solenoid body
27 is inhibited. In addition, the electromagnetic solenoid
is so designed that current is applied to the exciting coil
only when, with the automatic transmission at the park-
ing position, the ignition circuit of the motor vehicle is
completed, and the foot brake is operated.
[0053] Both side walls of the casing 34 of the electro-
magnetic solenoid 26 have a pair of windows 34a (only
one of them shown in FIG. 8) which are engaged with
the pair of pawls 25h, respectively, which are formed on
both side walls of the stopper plate. Furthermore, in the
electromagnetic solenoid 26, the yoke 32 has three
pawls 32a (cf. FIGS. 9 and 10) which are engaged with
the three slits 25g, respectively, which have been
formed in the stopper plate 25. In addition, the yoke 32
includes a cam plate 32b which is inclined towards the
plunger; that is, the distance between the cam plate and
the plunger is smaller towards the outer end of the latter.
[0054] The electromagnetic solenoid 26 is secured to
the stopper plate 25 as follows: The solenoid body 27
of the electro-magnetic solenoid 26 is set on the plate
portion 25a of the stopper plate 25, and the solenoid
body 27 is held by the walls 25b of the stopper plate 25.
In this operation, the windows 34a of the solenoid body
27 are engaged with the pawls 25h of the stopper plate
25, while the pawls 32a of the solenoid body 27 are en-
gaged with the slits 25g of the stopper plate 25, so that
the electromagnetic solenoid 26 is positioned in the di-
rection of the arrow X or in the direction opposite to the
direction of the arrow X. When necessary, the pawls 32a
are bent to fixedly engage the slits 25g and the pawls
32a with each other, thereby to fixedly secure the elec-
tromagnetic solenoid 26 or to prevent the playing of the
latter 26.

[0055] The cam plate 32b of the electromagnetic so-
lenoid 26 is confronted with the end of the cancel pin 24
from below under the condition that the stopper plate 25
is at the lock position (as shown in FIGS. 1 and 2, and
the part (a) and (c) of FIG. 14).
[0056] Referring back to FIGS. 1 through 3, the bob-
bin 29 includes spring guides 29a, and coil springs 36
of electrically conductive material are arranged in the
spring guides 29a in such a manner that they are inter-
posed between the cover 23 and the coil terminals 33
of the electromagnetic solenoid 26, so that the stopper
plate 25 is kept urged towards the lock position (in the
direction opposite to the direction of the arrow X) at all
times. One end portion 36a of each of the coil springs
36, on the side of the coil terminal, is pressed against
the spring supporting portions 33a of the respective coil
terminal 33, while the other end portion 36b, on the side
of the cover 23, is pressed against the inner surface of
the cover 23. The other end portion 36b includes an ex-
ternal connecting portion 36c which is linear. The exter-
nal connecting portion 36c penetrates the cover 23, thus
appearing outside. The external connecting portions
36c and 36c are soldered to external connecting lines,
such as those extended from the wiring pattern of a
printed circuit board, and lead wires, so that current is
applied to the exciting coil 30 of the electromagnetic so-
lenoid 26 through the coil springs 36 and the coil termi-
nals 33.
[0057] The resultant elastic force of the two coil
springs 36 is greater than the elastic force of the trip
spring 35, but smaller than the resultant force of the
elastic force of the trip spring 35 and the force of the
electromagnetic solenoid 26 which attracts and retains
the plunger 28.
[0058] The end portion of the plunger 28 of the elec-
tromagnetic solenoid 26 is coupled to a cam member
37. The latter 37 is substantially U-shaped, having a re-
cess 37a which is engaged with the stopper piece 25d
of the stopper plate 25. The upper surface of the cam
member 37 is formed into a cam surface 37b which is
sloped downwardly, being gradually smaller in height in
the direction opposite to the direction of the arrow X.
[0059] More specifically, the cam member 37 is de-
signed as follows: Under the condition that the stopper
plate 25 is at the lock position, and the plunger 28 is
abutted against the yoke 32 (as shown in FIGS. 1 and
2, and the part (a) of FIG. 14), the cam surface 37 is
confronted with the end of the lock plate 21 from below.
Hence, when the lock plate 21 is moved in the direction
of the arrow Y, its end abuts against the cam surface
37b, producing a cam action, so that a force is applied
to the cam member 37 to move the latter 37 in the di-
rection of the arrow X.
[0060] The cam member 37 has a pair of guiding ears
37c on both sides. Those guiding ears 37c are slidably
engaged with a pair of guide grooves 22e, respectively
(cf. FIGS. 1 through 3) which are formed in two opposite
side walls of the casing 22 in such a manner that they
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are extended in the direction of the arrow X (or in the
direction opposite to the direction of the arrow X).
[0061] The operation of the first embodiment thus de-
signed will be described mainly with reference to FIG.
14.
[0062] The stopper plate 25 together with the solenoid
body 27 of the electromagnetic solenoid 26, being urged
towards the lock position (as shown in the parts (a) and
(c) of FIG. 14) by the elastic forces of the coil springs
36, is normally held at the lock position. On the other
hand, the cam member 37 together with the plunger 28
of the electromagnetic solenoid 26 is urged towards the
lock position of the stopper plate 25 by the elastic force
of the trip spring 35, so that its cam surface 37b is con-
fronted with the end of the lock plate 21 (as shown in
the part (a) of FIG. 14).
[0063] When, under this condition, the lock plate 21
is moved in the operating direction (or in the direction of
the arrow Y) in response to the depression of the detent
knob (not shown), the end of the lock plate 21 is abutted
against the cam surface 37b of the cam member 37,
thus producing a cam action. As a result, a force is ap-
plied to the cam member 37 in the direction of the arrow
X, and the force of movement of the cam member 37 is
transmitted to the plunger 28 coupled to the latter 37.
[0064] In the case where, at the time of depression of
the detent knob, current has been applied to the exciting
coil 30 of the electromagnetic solenoid 26 through the
coil springs 36 and the coil terminals 33, the plunger 28
is attracted by the yoke 32, so that the movement of the
plunger 28 with respect to the solenoid body 27 is inhib-
ited. In this case, the resultant force of the elastic forces
of the coil springs 36 urging the solenoid body 27 is
smaller than the resultant force of the force of attraction
of the electromagnetic solenoid 26 which is applied to
the plunger 28, and the elastic force of the trip spring 35
urging the plunger 28 towards the lock position. Hence,
when the force of movement is applied to the plunger
28 in response to the depression of the detent knob, as
shown in the part (b) of FIG. 14 the whole electromag-
netic solenoid 26, and the stopper plate 25 fixedly se-
cured to the solenoid body 27 of the electromagnetic so-
lenoid 26 are moved to the unlock position (in the direc-
tion of the arrow X) against the elastic forces of the coil
springs 36.
[0065] As a result, when the lock plate 21 is moved in
the direction of the arrow Y in response to the depres-
sion of the detent knob, the stopper plate 25 is held re-
tracted from the locus of movement of the lock plate 21,
thus permitting the movement of the lock plate 21 in the
direction of the arrow Y; that is, the depression of the
detent knob becomes effective.
[0066] On the other hand, in the case where no cur-
rent is applied to the electromagnetic solenoid 26 (the
ignition circuit is not completed, or the foot brake is not
operated) although the detent knob is depressed, the
plunger 28 of the electromagnetic solenoid 26 is mova-
ble with respect to the solenoid body 27. In this case,

the elastic force of the trip spring 35 urging the plunger
28 towards the lock position is smaller than the resultant
force of the elastic forces of the coil springs 36 urging
the solenoid body 27 towards the lock position. Hence,
when the force of movement is transmitted to the plung-
er 28 through the cam member 37 in response to the
depression of the detent knob as was described before,
only the cam member 37 and the plunger 28 are moved
towards the unlock position (in the direction of the arrow
X) against the elastic force of the trip spring 35, and the
stopper plate 25, to which solenoid body 27 is fixedly
secured, is maintained held at the lock position.
[0067] Hence, when the lock plate 21 is moved in the
direction of the arrow Y in response to the depression
of the detent knob, as shown in the part (c) of FIG. 14
the end of the lock plate is abutted against the stopper
piece 25d of the stopper plate, thus inhibiting the move-
ment of the lock plate. Hence, the further depression of
the detent knob become ineffective.
[0068] In the case where it is required to make the
depression of the detent knob effective although current
cannot be applied to the exciting coil 30 of the electro-
magnetic solenoid 26 for some reason, the detent knob
should be depressed with the cancel pin 24 depressed.
That is, with the cancel pin 24 depressed, the end of the
cancel pin 24 abuts against the cam plate 32b of the
electromagnetic solenoid 26, thus producing a cam ac-
tion. As a result, a force is applied to the electromagnetic
solenoid 26 to move the latter 26 in the direction of the
arrow X. Therefore, as shown in the part (d) of FIG. 14,
the stopper plate 25 is moved to the unlock position, so
that the depression of the detent knob becomes effec-
tive.
[0069] As was described above, in the first embodi-
ment, the solenoid body 27 having the exciting coil 30
is movable back and forth with respect to the casing 22,
and current is supplied to the exciting coil 30 through
the electrically conductive coil springs 36 which are ar-
ranged between the cover 23 and the coil terminals 33
to which the exciting coil 30 is connected. Hence, the
external connecting wires may be connected to the ex-
ternal connecting portions 36c of the coil springs 36
which have been fixedly secured. Hence, the electro-
magnetic solenoid of the invention, unlike the conven-
tional one in which the flexible wires are connected to
the coil terminals which are moved together with the so-
lenoid body, dispenses with the provision of a space for
the movement of the connecting wires, and is free from
the difficulty that the connecting wires are broken; that
is, it dispenses with the employment of expensive flex-
ible wires. This feature makes it possible to miniaturize
the electromagnetic solenoid of the invention, and to de-
crease the manufacturing cost as much.

Second Embodiment

[0070] FIGS. 15 through 18 show essential compo-
nents of another example of the electromagnetic sole-
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noid in a shift lock device, which constitutes a second
embodiment of the invention. The second embodiment
has substantially the same effects as the first embodi-
ment.
[0071] For simplification in description, only the parts
of the second embodiment which are different from
those of the first embodiment will be described.
[0072] In FIGS. 15 through 18, reference numeral 26
designates the electromagnetic solenoid. As shown in
FIGS. 15 and 16, the electromagnetic solenoid 26 has
a bobbin 38 including cylindrical spring guides 39. The
spring guides 39 have slits 39a in the lower walls in such
a manner that they are extended axially (in the direction
of the arrow X, or in the direction opposite to the direction
of the arrow X). The electromagnetic solenoid 26 further
includes a pair of coil terminals 40 as shown in FIG. 17
which are formed by using a flat plate material. Each of
the coil terminals 40 comprises: a spring supporting por-
tion 41; a coil connecting portion 42 to which an end of
an exciting coil 30 is connected; and a spring fixing por-
tion 43 on one side of the spring supporting portion
which is opposite to the other side where the coil con-
necting portion 42. The spring fixing portion 43 is formed
by cutting and raising the flat plate material. More spe-
cifically, the spring fixing portion 43 includes a protruded
piece 43a which is extended downwardly, and a pair of
L-shaped bent pieces 43b and 43b on both sides of the
protruded piece 43a.
[0073] One end portion 44a of each of coil springs 44
(corresponding to spring members in the invention) on
the side of the coil terminal 40 which are adapted to urge
the solenoid body 27 of the electromagnetic solenoid 26,
includes a coil terminal connecting portion 44b which is
linear and extended radially outwardly (cf. FIG. 18). The
other end portion (not shown) of the coil spring 44 in-
cludes a linear external connecting portion which pene-
trates the cover 23 and appears outside (being ex-
posed) similarly as in the above-described first embod-
iment.
[0074] The coil terminal connecting portion 44b of
each of the coil springs 44 is inserted through the slit
39a of the spring guide 39 into a groove 43c which is
formed by the pair of bent pieces 43b of the spring fixing
portion 43 (cf. FIG. 18). Under this condition, one end
portion 44a of the coil spring 44 is brought into contact
with the spring supporting portion 41 of the coil terminal
40, while the coil terminal connecting portion 44b is ar-
ranged on the protruded piece 43b of the spring fixing
portion 43. Thereafter, the bent pieces 43b are crimped
to hold the coil terminal connecting portion 44b between
them. Under this condition, the bent pieces 43b are fix-
edly secured to the coil terminal connecting portion by
soldering. Thus, the coil spring 44 has been fixedly se-
cured to the coil terminal 40. In this case, the bent pieces
43b may be fixedly secured to the coil terminal connect-
ing portion by fusing (electrical welding) instead of sol-
dering.
[0075] Hence, the second embodiment has the same

effects as the first embodiment. In addition, in the sec-
ond embodiment, the coil terminal connecting portions
44b of the coil springs 44 are fixedly secured by using
the spring fixing portions 43 of the coil terminals 40; that
is, the coil springs 44 are fixedly secured to the coil ter-
minals 40, and the former 44 and the latter 40 are pos-
itively electrically connected to each other.
[0076] As is apparent from the above description, in
the electromagnetic solenoid of claim 1, the solenoid
body having the exciting coil is movable with respect to
the base member, and current is supplied to the exciting
coil through the electrically conductive spring members
arranged between the base member and the coil termi-
nals to which the exciting coil is connected. Hence, the
electromagnetic solenoid dispenses with the provision
of a space for the movement of the connecting wires
which is effected as the solenoid body moves, and it is
free from the difficulty that the connecting wires are bro-
ken; that is, it is unnecessary for the electromagnetic
solenoid to employ expensive flexible wires. This fea-
ture makes it possible to miniaturize the electromagnetic
solenoid of the invention, and to decrease the manufac-
turing cost as much.
[0077] In the electromagnetic solenoid, the electrical-
ly conductive spring members are fixedly secured to the
coil terminals; that is, the former and the latter are elec-
trically more positively connected to each other.

Claims

1. Electromagnetic solenoid comprising:

a base member (22,23),
a solenoid body (27) having a bobbin (29,38)
and an exciting coil (30) wound on said bobbin
(29,38), said solenoid body (27) being movable
in an axial direction thereof with respect to said
base member (22,23),
coil terminals (33,40) fixably provided on said
solenoid body (27) said coil terminals (33,40)
having coil connecting portions (33b,42) to
which the ends of said exciting coil (30) are con-
nected respectively, and
electrically conductive spring members (36,
44 ) being arranged between said base mem-
ber (22,23) and said coil terminals (33,40) for
connecting the coil terminals (33,40) with exter-
nal connecting portions (36c) electrically,

characterized in that a plunger (28) is arranged
inside of the bobbin (29,38) and is movable along
the axial direction of the exciting coil (30) and a trip
spring (35) is arranged between the plunger (28)
and the bobbin (29,38) for urging the plunger (28)
in the axial direction towards a yoke (32) of the so-
lenoid body (27), wherein
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the electrically conductive spring members
(36,44) are provided for urging the solenoid
body (27) in the same direction as the trip spring
(35) urges the plunger (28) and
the plunger (28) is attracted by the yoke (32)
when current flows into the exciting coil (30)
through the spring members (33,40).

2. An electromagnetic solenoid as claimed in claim 1,
wherein first ends (36a) of said spring members
(36) are in contact with said coil terminals (33), re-
spectively, and the remaining second ends (36b) of
said spring members (36) have external connecting
portions (36c).

3. An electromagnetic solenoid as claimed in claim 1,
wherein said coil terminals (40) have fixing portions
(43) to which first ends (44b) of said spring mem-
bers (44) are fixedly secured, respectively.

Patentansprüche

1. Elektromagnetisches Solenoid, enthaltend:

ein Basiselement (22, 23),
einen elektromagnetischen Solenoidkörper
(27) mit einem Spulenkörper (29, 38) und einer
Erregerspule (30), die auf den Spulenkörper
(29, 38) gewickelt ist, wobei der elektromagne-
tische Solenoidkörper (27) in einer axialen
Richtung desselben im Bezug auf das Basis-
element (22, 23) beweglich ist,
Spulenanschlüsse (33, 40) die fixierbar auf
dem elektromagnetischen Solenoidkörper (27)
angebracht sind, wobei die Spulenanschlüsse
(33, 40) Spulenverbindungsabschnitte (33b,
42) aufweisen, an denen die jeweils die Enden
der Erregerspule (39) angeschlossen sind, und
elektrisch leitfähige Federelemente (36, 44),
die zwischen dem Basiselement (22, 23) und
den Spulenanschlüssen (33, 40) angeordnet
sind, um die Spulenanschlüsse (33, 40) mit ex-
ternen Verbindungsabschnitten (36c) elek-
trisch zu verbinden,

dadurch gekennzeichnet, daß ein Tauchkolben (28)
innerhalb des Spulenkörpers (29, 38) angeordnet
und in Achsrichtung der Erregerspule (30) beweg-
lich ist und eine Auslösefeder (35) zwischen dem
Tauchkolben (28) und dem Spulenkörper (29, 38)
angeordnet ist, um den Tauchkolben (28) in der
axialen Richtung zu einem Joch (32) des elektro-
magnetischen Solenoidkörpers (27) zu drücken,
wobei

die elektrisch leitfähigen Federelemente (36,
44) vorgesehen sind, um den elektromagneti-

schen Solenoidkörper (27) in dieselbe Rich-
tung zu drücken, in die die Auslösefeder (35)
den Tauchkolben (28) drückt,
und der Tauchkolben (28) vom Joch (32) ange-
zogen wird, wenn ein Strom in die Erregerspule
(30) durch die Federelemente (33, 40) fließt.

2. Elektromagnetisches Solenoid nach Anspruch 1,
bei dem erste Enden (36a) der Federelemente (36)
jeweils in Kontakt mit den Spulenanschlüssen (33)
stehen und die verbleibenden zweiten Enden (36b)
der Federelemente (36) externe Verbindungsab-
schnitte (36c) haben.

3. Elektromagnetisches Solenoid nach Anspruch 1,
bei dem die Spulenanschlüsse (40) Befestigungs-
abschnitte (43) haben, an denen jeweils erste En-
den (44b) der Federelemente (44) fest angebracht
sind.

Revendications

1. Solénoïde électromagnétique, comprenant :

- un élément de base (22, 23),
- un corps de solénoïde (27) comportant une bo-

bine (29, 38) et un bobinage d'excitation (30)
enroulé sur ladite bobine (29, 38), ledit corps
de solénoïde (27) étant mobile dans sa direc-
tion axiale par rapport à l'élément de base (22,
23),

- des bornes de bobinage (33, 40) prévues de
façon fixe sur ledit corps de solénoïde (27), les-
dites bornes de bobinage (33, 40) comportant
des parties de connexion de bobinage (33b, 42)
auxquelles les extrémités dudit bobinage d'ex-
citation (30) sont respectivement connectées,
et

- des éléments de ressorts électriquement con-
ducteurs (36, 44) agencés entre ledit élément
de base (22, 23) et lesdites bornes de bobinage
(33, 40) pour connecter sur le plan électrique
les bornes de bobinage (33, 40) avec des par-
ties de connexion externes (36c),

caractérisé en ce qu'un plongeur (28) est agencé à
l'intérieur de la bobine (29, 38) et est mobile le long
de la direction axiale du bobinage d'excitation (30),
et un ressort de déclenchement (35) est agencé en-
tre le plongeur (28) et la bobine (29, 38) pour solli-
citer le plongeur (28) dans la direction axiale vers
une armature (32) du corps de solénoïde (27),

en ce que les éléments de ressorts électrique-
ment conducteurs (36, 44) sont prévus pour
solliciter le corps de solénoïde (27) dans la mê-
me direction dans laquelle le ressort de déclen-
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chement (35) repousse le plongeur (28), et
en ce que le plongeur (28) est attiré par l'arma-
ture (32) lorsque du courant s'écoule dans le
bobinage d'excitation (30) via les éléments de
ressorts (33, 40).

2. Solénoïde électromagnétique selon la revendica-
tion 1, dans lequel des premières extrémités (36a)
desdits éléments de ressorts (36) sont en contact
avec lesdites bornes de bobinage (33), respective-
ment, et les deuxièmes extrémités (36b) desdits
éléments de ressorts (36) possèdent des parties de
connexion externes (36c).

3. Solénoïde électromagnétique selon la revendica-
tion 1, dans lequel lesdites bornes de bobinage (40)
comportent des parties de fixation (43) auxquelles
sont respectivement attachées de manière fixe des
premières extrémités (44 b) desdits éléments de
ressorts (44).
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