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(54) SLEEP METHOD AND APPARATUS FOR TERMINAL DEVICE

(57) A sleep method for a terminal device and an
apparatus are provided, to meet a power consumption
reduction requirement. In this method, if the terminal de-
vice receives no wake-up indication signal within a preset
time, and InactivityTimer and/or RetransmissionTimer
are/is running, the terminal device stops InactivityTimer
and/or RetransmissionTimer. This can avoid the follow-
ing case in the prior art: If InactivityTimer and/or Retrans-

missionTimer are/is running, even if the terminal device
is indicated to go to sleep, the terminal device still needs
to remain active for a period of time until the end of the
timers/timer. In other words, according to the foregoing
method, the terminal device may actually sleep, so that
power consumption can be better reduced, thereby meet-
ing a power consumption reduction requirement.
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Description

TECHNICAL FIELD

[0001] This application relates to the field of commu-
nications technologies, and in particular, to a sleep meth-
od for a terminal device and an apparatus.

BACKGROUND

[0002] A discontinuous reception (discontinuous re-
ception, DRX) mechanism in a long term evolution (long
term evolution, LTE) technology is still used in a fifth-
generation (5 generation, 5G) new radio (new radio, NR)
technology. A base station configures a DRX cycle for a
terminal device (which is also referred to as user equip-
ment (User Equipment, UE)) in a radio resource control
(radio resource control, RRC) connected mode. The DRX
cycle may be a long DRX cycle, or may be a short DRX
cycle. The long DRX cycle is mandatory by default, and
the short DRX cycle is optional. If a short DRX cycle is
configured, the UE starts a short cycle timer (ShortCy-
cleTimer) when using the short DRX cycle. When Short-
CycleTimer expires, the UE switches to a long DRX cycle.
[0003] The DRX cycle consists of "On Duration (On
Duration)" and "Opportunity for DRX (Opportunity for
DRX)". The UE monitors and receives a physical down-
link control channel (physical downlink control channel,
PDCCH) during "On Duration", and the UE may not mon-
itor or not receive a PDCCH during "Opportunity for DRX"
to reduce power consumption. The DRX mechanism in-
cludes an on-duration timer (onDurationTimer or drx-on-
DurationTimer). At the beginning of each DRX cycle (that
is, at the beginning of "on Duration" of each DRX cycle),
the UE needs to start onDurationTimer. When onDura-
tionTimer expires, it indicates that "on Duration" ends. In
this case, the UE enters "Opportunity for DRX".
[0004] In addition, the DRX mechanism further in-
cludes an activity timer (InactivityTimer or drx-Inactivity-
Timer). Specifically, when the UE receives a PDCCH in-
dicating new transmission (new transmission) during "on
Duration", because the UE is very likely to continue to
be scheduled by the base station subsequently, the UE
needs to start InactivityTimer. During running of Inactiv-
ityTimer, the UE needs to monitor and receive a PDCCH.
In addition, the DRX mechanism further includes a re-
transmission timer (RetransmissionTimer or drx-Re-
transmissionTimer). Because the base station may
schedule retransmission of the UE during running of Re-
transmissionTimer, the UE needs to monitor and receive
a PDCCH during running of RetransmissionTimer. Re-
transmissionTimer specifically includes uplink Retrans-
missionTimer (RetransmissionTimerUL or drx-Retrans-
missionTimerUL) and downlink RetransmissionTimer
(RetransmissionTimerDL or drx-RetransmissionTimer-
DL).
[0005] In conclusion, the UE needs to monitor and re-
ceive a PDCCH during running of onDurationTimer, In-

activityTimer, and RetransmissionTimer (Retransmis-
sionTimerUL and RetransmissionTimerDL). The forego-
ing time may be referred to as an "active time (Active
Time)" of DRX. The UE needs to wake up (or awake) to
prepare to receive signaling, data, and the like. However,
the UE may not need to monitor and receive a PDCCH
during running of the foregoing timers or in another spe-
cial case in which the UE needs to be in an "active time".
In this case, the foregoing time is referred to as a "sleep
time" of DRX, and the UE may sleep. The another special
case in which the UE needs to be in an "active time" is,
for example, a process in which a random access con-
tention resolution timer ra-ContentionResolutionTimer
runs, or a case in which a scheduling request SR is sent
and the SR is still in a pending (pending) state, or a case
in which a PDCCH that is scrambled by a cell radio net-
work temporary identifier (cell radio network temporary
identifier, C-RNTI) and that indicates new transmission
is not received after a random access response message
is successfully received and the random access re-
sponse message does not include a corresponding ran-
dom access preamble.
[0006] However, actually, in the foregoing active time,
the UE may not need to receive a PDCCH, and may
sleep. In other words, the UE may wake up within the
foregoing time. Consequently, power consumption for
PDCCH monitoring is wasted. Therefore, how to reduce
power consumption is an urgent problem to be resolved.
[0007] Currently, to reduce power consumption, an in-
dication signal is introduced, and the UE may go to sleep
by using the indication signal. However, in a current meth-
od, UE may be indicated to sleep only based on "onDu-
ration" or a time of a DRX cycle specified in an existing
DRX mechanism. However, when InactivityTimer or Re-
transmissionTimer is already started, the UE still keeps
active for a period of time. Consequently, power con-
sumption of the UE is still increased. Therefore, the ex-
isting method cannot reduce power consumption well.

SUMMARY

[0008] This application provides a sleep method for a
terminal device and an apparatus, to meet a power con-
sumption reduction requirement.
[0009] According to a first aspect, this application pro-
vides a sleep method for a terminal device. The method
includes:
[0010] In a case in which the terminal device receives
no wake-up indication signal within a preset time, if an
activity timer InactivityTimer is running, the terminal de-
vice stops InactivityTimer; or if a retransmission timer
RetransmissionTimer is running, the terminal device
stops RetransmissionTimer; or if InactivityTimer and Re-
transmissionTimer are running, the terminal device stops
InactivityTimer and RetransmissionTimer, where discon-
tinuous reception DRX is configured for the terminal de-
vice.
[0011] The foregoing method can avoid the following
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case in the prior art: If InactivityTimer is running, even if
the terminal device is indicated to go to sleep, the terminal
device still needs to remain active for a period of time
until the end of the timer. In other words, according to
the foregoing method, the terminal device may actually
sleep, so that power consumption can be better reduced,
thereby meeting a power consumption reduction require-
ment.
[0012] With reference to the first aspect, in a first pos-
sible implementation of the first aspect, that the terminal
device receives no wake-up indication signal within a pre-
set time may specifically include: The terminal device
receives a go-to-sleep signal within the preset time; or
the terminal device does not receive a wake-up signal
within the preset time; or the terminal device receives an
indication signal within the preset time, where the indi-
cation signal includes go-to-sleep indication information.
[0013] According to the foregoing method, the terminal
device may accurately determine that the terminal device
receives no wake-up indication signal.
[0014] With reference to the first aspect or the first pos-
sible implementation of the first aspect, in a second pos-
sible implementation of the first aspect, that the terminal
device stops InactivityTimer may be specifically: The ter-
minal device stops InactivityTimer when receiving no
wake-up indication signal within the preset time; or the
terminal device stops InactivityTimer after receiving no
wake-up indication signal within the preset time; or the
terminal device stops InactivityTimer when a next DRX
cycle of a (current) DRX cycle starts.
[0015] With reference to any one of the first aspect and
the first and the second possible implementations of the
first aspect, in a third possible implementation of the first
aspect, that the terminal device stops Retransmission-
Timer may be specifically: The terminal device stops Re-
transmissionTimer when a next DRX cycle of a (current)
DRX cycle starts.
[0016] With reference to any one of the first aspect and
the first to the third possible implementations of the first
aspect, in a fourth possible implementation of the first
aspect, the terminal device may further perform the fol-
lowing operation: If InactivityTimer is running, the termi-
nal device resets InactivityTimer; or if Retransmission-
Timer is running, the terminal device resets Retransmis-
sionTimer; or if InactivityTimer and RetransmissionTimer
are running, the terminal device resets InactivityTimer
and RetransmissionTimer.
[0017] According to the foregoing method, when Inac-
tivityTimer and/or RetransmissionTimer need/needs to
be started next time, InactivityTimer and/or Retransmis-
sionTimer may be enabled to start timing from an initial
value, to avoid affecting a normal procedure.
[0018] With reference to any one of the first aspect and
the first to the fourth possible implementations of the first
aspect, in a fifth possible implementation of the first as-
pect, RetransmissionTimer is an uplink retransmission
timer RetransmissionTimerUL and/or a downlink retrans-
mission timer RetransmissionTimerDL.

[0019] With reference to any one of the first aspect and
the first to the fifth possible implementations of the first
aspect, in a sixth possible implementation of the first as-
pect, the terminal device stops InactivityTimer, and the
terminal device starts or restarts a short cycle timer Short-
CycleTimer. In this way, when the terminal device stops
InactivityTimer in time, an original DRX mechanism re-
mains unchanged, so that the terminal device can con-
tinue to use the short DRX cycle.
[0020] With reference to any one of the first aspect and
the first to the fifth possible implementations of the first
aspect, in a seventh possible implementation of the first
aspect, the terminal device stops InactivityTimer, and the
terminal device uses a long DRX cycle. In this way, the
terminal device can be more power-saving.
[0021] With reference to the seventh possible imple-
mentation of the first aspect, in an eighth possible imple-
mentation of the first aspect, if a short cycle timer Short-
CycleTimer is running, the terminal device stops Short-
CycleTimer, or the terminal device stops and resets
ShortCycleTimer. In this way, the terminal device can
successfully switch from a short DRX cycle to a long DRX
cycle.
[0022] With reference to any one of the first aspect and
the first to the eighth possible implementations of the first
aspect, in a ninth possible implementation of the first as-
pect, the signal may be in a form of a physical layer se-
quence, downlink control information (downlink control
information, DCI), a medium access control (medium ac-
cess control, MAC) control element (control elements,
CE) (MAC CE), or a medium access control (medium
access control, MAC) protocol data unit (protocol data
unit, PDU) (MAC PDU).
[0023] With reference to the ninth possible implemen-
tation of the first aspect, in a tenth possible implementa-
tion of the first aspect, if the signal is downlink control
information DCI, the terminal device does not start or
restart InactivityTimer.
[0024] With reference to any one of the first aspect and
the first to the tenth possible implementations of the first
aspect, in an eleventh possible implementation of the
first aspect, if an on-duration timer is running, the terminal
device stops the on-duration timer, or the terminal device
stops and resets the on-duration timer.
[0025] According to a second aspect, this application
provides a sleep method for a terminal device. The meth-
od includes:
[0026] After receiving a go-to-sleep indication signal
from a communications device, the terminal device starts
or restarts a sleep timer, and sleeps during running of
the sleep timer. That the terminal device sleeps during
running of the sleep timer includes: The terminal device
does not monitor a physical downlink control channel PD-
CCH during running of the sleep timer.
[0027] According to the foregoing method, the terminal
device may actually sleep, so that power consumption
can be better reduced, thereby meeting a power con-
sumption reduction requirement.
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[0028] With reference to the second aspect, in a first
possible implementation of the second aspect, that the
terminal device sleeps during running of the sleep timer
may further include: The terminal device does not send
a type-0-triggered sounding reference signal type-0-trig-
gered SRS during running of the sleep timer; or the ter-
minal device does not report channel state information
CSI during running of the sleep timer; or the terminal
device does not send the type-0-triggered SRS and does
not report the CSI during running of the sleep timer. The
type-0-triggered sounding reference signal is a periodic
sounding reference signal periodic SRS and a semi-per-
sistent sounding reference signal semi-persistent SRS.
That the terminal device does not send a type-0-triggered
sounding reference signal type-0-triggered SRS during
running of the sleep timer also means that the terminal
device does not send a periodic sounding reference sig-
nal periodic SRS and/or a semi-persistent sounding ref-
erence signal semi-persistent SRS during running of the
sleep timer.
[0029] According to the foregoing method, the terminal
device may sleep more thoroughly, so that more power
consumption can be reduced.
[0030] With reference to the second aspect or the first
possible implementation of the second aspect, in a sec-
ond possible implementation of the second aspect, that
the terminal device receives a go-to-sleep indication sig-
nal from the communications device may include: The
terminal device receives a go-to-sleep signal from the
communications device; or the terminal device receives
an indication signal from the communications device,
where the indication signal includes go-to-sleep indica-
tion information.
[0031] According to the foregoing method, the terminal
device may accurately determine that the go-to-sleep in-
dication signal is received.
[0032] With reference to any one of the second aspect
and the first and the second possible implementations of
the second aspect, in a third possible implementation of
the second aspect, before the terminal device receives
the go-to-sleep indication signal from the communica-
tions device, the terminal device further receives sleep
duration configured by the communications device.
[0033] According to the foregoing method, the terminal
device may learn of the sleep duration, so that timing
duration subsequently configured for the sleep timer is
the sleep duration.
[0034] With reference to any one of the second aspect
and the first and the second possible implementations of
the second aspect, in a fourth possible implementation
of the second aspect, the signal includes indication in-
formation, and the indication information indicates sleep
duration.
[0035] According to the foregoing method, the terminal
device may learn of the sleep duration by using the indi-
cation information, so that timing duration subsequently
configured for the sleep timer is the sleep duration.
[0036] With reference to the fourth possible implemen-

tation of the second aspect, in a fifth possible implemen-
tation of the second aspect, before the terminal device
receives the go-to-sleep indication signal from the com-
munications device, the terminal device receives at least
one piece of duration configured by the communications
device, where the sleep duration is one of the at least
one piece of duration.
[0037] According to the foregoing method, the terminal
device may obtain the sleep duration from the at least
one piece of duration by using the indication information.
[0038] With reference to any one of the second aspect
and the third to the fifth possible implementations of the
second aspect, in a sixth possible implementation of the
second aspect, before starting or restarting the sleep tim-
er, the terminal device configures timing duration of the
sleep timer as the sleep duration. In this way, the terminal
device may sleep for the sleep duration.
[0039] With reference to any one of the second aspect
and the first to the sixth possible implementations of the
second aspect, in a seventh possible implementation of
the first aspect, the signal may be in a form of a physical
layer sequence, DCI, a MAC CE, or a MAC PDU.
[0040] With reference to any one of the second aspect
and the first to the seventh possible implementations of
the second aspect, in an eighth possible implementation
of the first aspect, the communications device may be a
network device such as a base station, or may be another
device such as a terminal device.
[0041] With reference to the seventh possible imple-
mentation of the second aspect, in a ninth possible im-
plementation of the second aspect, if the signal is down-
link control information DCI, the terminal device does not
start or restart an activity timer InactivityTimer.
[0042] According to a third aspect, this application pro-
vides a sleep method for a terminal device. The method
includes:
[0043] In a case in which the terminal device receives
a go-to-sleep indication signal, if an activity timer Inac-
tivityTimer is running, the terminal device stops Inactivi-
tyTimer; or if a retransmission timer RetransmissionTim-
er is running, the terminal device stops Retransmission-
Timer; or if InactivityTimer and RetransmissionTimer are
running, the terminal device stops InactivityTimer and
RetransmissionTimer, where discontinuous reception
DRX is configured for the terminal device.
[0044] The foregoing method can avoid the following
case in the prior art: If InactivityTimer is running, even if
the terminal device is indicated to go to sleep, the terminal
device still needs to remain active for a period of time
until the end of the timer. In other words, according to
the foregoing method, the terminal device may actually
sleep, so that power consumption can be better reduced,
thereby meeting a power consumption reduction require-
ment.
[0045] With reference to the third aspect, in a first pos-
sible implementation of the third aspect, that the terminal
device receives a go-to-sleep indication signal may spe-
cifically include: The terminal device receives a go-to-
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sleep signal; or the terminal device receives an indication
signal, where the indication signal includes go-to-sleep
indication information.
[0046] According to the foregoing method, the terminal
device may accurately determine that the terminal device
receives the go-to-sleep indication signal.
[0047] With reference to the third aspect or the first
possible implementation of the third aspect, in a second
possible implementation of the third aspect, that the ter-
minal device stops InactivityTimer may be specifically:
The terminal device stops InactivityTimer when receiving
the go-to-sleep indication signal; or the terminal device
stops InactivityTimer after receiving the go-to-sleep indi-
cation signal; or the terminal device stops InactivityTimer
when a next DRX cycle of a (current) DRX cycle starts.
[0048] With reference to any one of the third aspect
and the first and the second possible implementations of
the third aspect, in a third possible implementation of the
third aspect, that the terminal device stops Retransmis-
sionTimer may be specifically: The terminal device stops
RetransmissionTimer when a next DRX cycle of a (cur-
rent) DRX cycle starts.
[0049] With reference to any one of the third aspect
and the first to the third possible implementations of the
third aspect, in a fourth possible implementation of the
third aspect, the terminal device may further perform the
following operation: If InactivityTimer is running, the ter-
minal device resets InactivityTimer; or if Retransmission-
Timer is running, the terminal device resets Retransmis-
sionTimer; or if InactivityTimer and RetransmissionTimer
are running, the terminal device resets InactivityTimer
and RetransmissionTimer.
[0050] According to the foregoing method, when Inac-
tivityTimer and/or RetransmissionTimer need/needs to
be started next time, InactivityTimer and/or Retransmis-
sionTimer may be enabled to start timing from an initial
value, to avoid affecting a normal procedure.
[0051] With reference to any one of the third aspect
and the first to the fourth possible implementations of the
third aspect, in a fifth possible implementation of the third
aspect, RetransmissionTimer is an uplink retransmission
timer RetransmissionTimerUL and/or a downlink retrans-
mission timer RetransmissionTimerDL.
[0052] With reference to any one of the third aspect
and the first to the fifth possible implementations of the
third aspect, in a sixth possible implementation of the
third aspect, the terminal device stops InactivityTimer,
and the terminal device starts or restarts a short cycle
timer ShortCycleTimer. In this way, when the terminal
device stops InactivityTimer in time, an original DRX
mechanism remains unchanged, so that the terminal de-
vice can continue to use the short DRX cycle.
[0053] With reference to any one of the third aspect
and the first to the fifth possible implementations of the
third aspect, in a seventh possible implementation of the
third aspect, the terminal device stops InactivityTimer,
and the terminal device uses a long DRX cycle. In this
way, the terminal device can be more power-saving.

[0054] With reference to the seventh possible imple-
mentation of the third aspect, in an eighth possible im-
plementation of the third aspect, if a short cycle timer
ShortCycleTimer is running, the terminal device stops
ShortCycleTimer, or the terminal device stops and resets
ShortCycleTimer. In this way, the terminal device can
successfully switch from a short DRX cycle to a long DRX
cycle.
[0055] With reference to any one of the third aspect
and the first to the eighth possible implementations of
the third aspect, in a ninth possible implementation of the
third aspect, the signal may be in a form of a physical
layer sequence, DCI, a MAC CE, or a MAC PDU.
[0056] With reference to the ninth possible implemen-
tation of the third aspect, in a tenth possible implemen-
tation of the third aspect, if the signal is downlink control
information DCI, the terminal device does not start or
restart InactivityTimer.
[0057] With reference to any one of the third aspect
and the first to the tenth possible implementations of the
third aspect, in an eleventh possible implementation of
the third aspect, if an on-duration timer is running, the
terminal device stops the on-duration timer, or the termi-
nal device stops and resets the on-duration timer.
[0058] According to a fourth aspect, this application
provides a sleep method for a terminal device. The meth-
od includes:
[0059] The terminal device receives an indication mes-
sage, where the indication message is used to indicate
the terminal device to stop a specific timer; and if an on-
duration timer onDurationTimer is running, the terminal
device stops onDurationTimer; or if an activity timer In-
activityTimer is running, the terminal device stops Inac-
tivityTimer; or if onDurationTimer and InactivityTimer are
running, the terminal device stops onDurationTimer and
InactivityTimer, where DRX is configured for the terminal
device.
[0060] According to the foregoing method, the terminal
device may go to sleep in time, so that power consump-
tion can be better reduced, thereby meeting a power con-
sumption reduction requirement.
[0061] With reference to the fourth aspect, in a first
possible implementation of the fourth aspect, if a retrans-
mission timer RetransmissionTimer is running, the ter-
minal device stops RetransmissionTimer. The Retrans-
missionTimer is an uplink retransmission timer Retrans-
missionTimerUL and/or a downlink retransmission timer
RetransmissionTimerDL.
[0062] With reference to the fourth aspect or the first
possible implementation of the fourth aspect, in a second
possible implementation of the fourth aspect, the indica-
tion message is a physical layer sequence, DCI, a MAC
CE, or a MAC PDU.
[0063] With reference to any one of the fourth aspect
and the first and the second possible implementations of
the fourth aspect, in a third possible implementation of
the fourth aspect, that the terminal device receives an
indication message may be specifically: The terminal de-
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vice receives the indication message when using a long
DRX cycle.
[0064] With reference to the third possible implemen-
tation of the fourth aspect, in a fourth possible implemen-
tation of the fourth aspect, the terminal device continues
to use the long DRX cycle.
[0065] With reference to any one of the fourth aspect
and the first and the second possible implementations of
the fourth aspect, in a fifth possible implementation of
the fourth aspect, that the terminal device receives an
indication message may be specifically: The terminal de-
vice receives the indication message when using a short
DRX cycle.
[0066] With reference to the fifth possible implemen-
tation of the fourth aspect, in a sixth possible implemen-
tation of the fourth aspect, the terminal device continues
to use the short DRX cycle.
[0067] With reference to the fifth or the sixth possible
implementation of the fourth aspect, in a seventh possible
implementation of the fourth aspect, the terminal device
does not start or restart a short cycle timer ShortCycle-
Timer.
[0068] With reference to any one of the fourth aspect
and the first to the seventh possible implementations of
the fourth aspect, in an eighth possible implementation
of the fourth aspect, if onDurationTimer is running, the
terminal device may further reset onDurationTimer; or if
InactivityTimer is running, the terminal device may further
reset InactivityTimer.
[0069] According to the foregoing method, when Inac-
tivityTimer and/or onDurationTimer need/needs to be
started next time, InactivityTimer and/or onDurationTim-
er may be enabled to start timing from an initial value, to
avoid affecting a normal procedure.
[0070] With reference to the first possible implemen-
tation of the fourth aspect, in a ninth possible implemen-
tation of the fourth aspect, if RetransmissionTimer is run-
ning, the terminal device may further reset Retransmis-
sionTimer.
[0071] According to the foregoing method, when Re-
transmissionTimer needs to be started next time, Re-
transmissionTimer may be enabled to start timing from
an initial value, to avoid affecting a normal procedure.
[0072] According to a fifth aspect, this application fur-
ther provides a terminal device. The terminal device in-
cludes:

a receiving unit, configured to receive a signal; and
a processing unit, configured to: in a case in which
the receiving unit receives no wake-up indication sig-
nal within a preset time, if an activity timer Inactivit-
yTimer is running, stop InactivityTimer; or if a retrans-
mission timer RetransmissionTimer is running, stop
RetransmissionTimer; or if InactivityTimer and Re-
transmissionTimer are running, stop InactivityTimer
and RetransmissionTimer, where discontinuous re-
ception DRX is configured for the terminal device.

[0073] With reference to the fifth aspect, in a first pos-
sible implementation of the fifth aspect, when receiving
no wake-up indication signal within the preset time, the
receiving unit is specifically configured to: receive a go-
to-sleep signal within the preset time; or skip receiving a
wake-up signal within the preset time; or receive an in-
dication signal within the preset time, where the indication
signal includes go-to-sleep indication information.
[0074] With reference to the fifth aspect or the first pos-
sible implementation of the fifth aspect, in a second pos-
sible implementation of the fifth aspect, when stopping
InactivityTimer, the processing unit is specifically config-
ured to: stop InactivityTimer when a next DRX cycle of a
(current) DRX cycle starts.
[0075] With reference to any one of the fifth aspect and
the first and the second possible implementations of the
fifth aspect, in a third possible implementation of the fifth
aspect, when stopping RetransmissionTimer, the
processing unit is specifically configured to stop Retrans-
missionTimer when a next DRX cycle of a (current) DRX
cycle starts.
[0076] With reference to any one of the fifth aspect and
the first to the third possible implementations of the fifth
aspect, in a fourth possible implementation of the fifth
aspect, the processing unit is further configured to: if In-
activityTimer is running, reset InactivityTimer; or if Re-
transmissionTimer is running, reset RetransmissionTim-
er; or if InactivityTimer and RetransmissionTimer are run-
ning, reset InactivityTimer and RetransmissionTimer.
[0077] With reference to any one of the fifth aspect and
the first to the fourth possible implementations of the fifth
aspect, in a fifth possible implementation of the fifth as-
pect, RetransmissionTimer is an uplink retransmission
timer RetransmissionTimerUL and/or a downlink retrans-
mission timer RetransmissionTimerDL.
[0078] With reference to any one of the fifth aspect and
the first to the fifth possible implementations of the fifth
aspect, in a sixth possible implementation of the fifth as-
pect, the processing unit is further configured to stop In-
activityTimer, and start or restart a short cycle timer
ShortCycleTimer.
[0079] With reference to any one of the fifth aspect and
the first to the fifth possible implementations of the fifth
aspect, in a seventh possible implementation of the fifth
aspect, the processing unit is further configured to stop
InactivityTimer, and use a long DRX cycle.
[0080] With reference to the seventh possible imple-
mentation of the fifth aspect, in an eighth possible imple-
mentation of the fifth aspect, the processing unit is further
configured to: if a short cycle timer ShortCycleTimer is
running, stop ShortCycleTimer, or stop and reset Short-
CycleTimer.
[0081] With reference to any one of the fifth aspect and
the first to the eighth possible implementations of the fifth
aspect, in a ninth possible implementation of the fifth as-
pect, the signal may be in a form of a physical layer se-
quence, DCI, a MAC CE, or a MAC PDU.
[0082] With reference to the ninth possible implemen-
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tation of the fifth aspect, in a tenth possible implementa-
tion of the fifth aspect, if the signal is downlink control
information DCI, the terminal device does not start or
restart InactivityTimer.
[0083] With reference to any one of the fifth aspect and
the first to the tenth possible implementations of the fifth
aspect, in an eleventh possible implementation of the
fifth aspect, if an on-duration timer is running, the
processing unit is further configured to stop the on-dura-
tion timer, or stop and reset the on-duration timer.
[0084] According to a sixth aspect, this application fur-
ther provides a terminal device. The terminal device in-
cludes:

a receiving unit, configured to receive a go-to-sleep
indication signal from a communications device; and
a processing unit, configured to start or restart a
sleep timer, and sleep during running of the sleep
timer, where that the processing unit sleeps during
running of the sleep timer includes: skipping moni-
toring a physical downlink control channel PDCCH
during running of the sleep timer.

[0085] With reference to the sixth aspect, in a first pos-
sible implementation of the sixth aspect, when sleeping
during running of the sleep timer, the processing unit is
further configured to:

skip sending a type-0-triggered sounding reference
signal type-0-triggered SRS during running of the
sleep timer; or skip reporting channel state informa-
tion CSI during running of the sleep timer; or skip
sending the type-0-triggered SRS and skip reporting
the CSI during running of the sleep timer.

[0086] With reference to the sixth aspect or the first
possible implementation of the sixth aspect, in a second
possible implementation of the sixth aspect, when receiv-
ing the go-to-sleep indication signal from the communi-
cations device, the receiving unit is specifically config-
ured to: receive a go-to-sleep signal from the communi-
cations device; or receive an indication signal from the
communications device, where the indication signal in-
cludes go-to-sleep indication information.
[0087] With reference to any one of the sixth aspect
and the first and the second possible implementations of
the sixth aspect, in a third possible implementation of the
sixth aspect, before receiving the go-to-sleep indication
signal from the communications device, the receiving unit
is further configured to receive sleep duration configured
by the communications device.
[0088] With reference to any one of the sixth aspect
and the first and the second possible implementations of
the sixth aspect, in a fourth possible implementation of
the sixth aspect, the signal includes indication informa-
tion, and the indication information indicates sleep dura-
tion.
[0089] With reference to the fourth possible implemen-

tation of the sixth aspect, in a fifth possible implementa-
tion of the sixth aspect, before receiving the go-to-sleep
indication signal from the communications device, the
receiving unit is further configured to receive at least one
piece of duration configured by the communications de-
vice, where the sleep duration is one of the at least one
piece of duration.
[0090] With reference to any one of the sixth aspect
and the third to the fifth possible implementations of the
sixth aspect, in a sixth possible implementation of the
sixth aspect, before starting or restarting the sleep timer,
the processing unit is further configured to configure tim-
ing duration of the sleep timer as the sleep duration.
[0091] With reference to any one of the sixth aspect
and the first to the sixth possible implementations of the
sixth aspect, in a seventh possible implementation of the
sixth aspect, the signal may be in a form of a physical
layer sequence, DCI, a MAC CE, or a MAC PDU.
[0092] With reference to the seventh possible imple-
mentation of the sixth aspect, in an eighth possible im-
plementation of the sixth aspect, if the signal is downlink
control information DCI, the terminal device does not start
or restart an activity timer InactivityTimer.
[0093] According to a seventh aspect, this application
further provides a terminal device. The terminal device
includes:

a receiving unit, configured to receive a signal; and
a processing unit, configured to: in a case in which
the receiving unit receives a go-to-sleep indication
signal, if an activity timer InactivityTimer is running,
stop InactivityTimer; or if a retransmission timer Re-
transmissionTimer is running, stop Retransmission-
Timer; or if InactivityTimer and RetransmissionTimer
are running, stop InactivityTimer and Retransmis-
sionTimer, where discontinuous reception DRX is
configured for the terminal device.

[0094] With reference to the seventh aspect, in a first
possible implementation of the seventh aspect, when re-
ceiving the go-to-sleep indication signal, the receiving
unit is specifically configured to: receive a go-to-sleep
signal; or receive an indication signal, where the indica-
tion signal includes go-to-sleep indication information.
[0095] With reference to the seventh aspect or the first
possible implementation of the seventh aspect, in a sec-
ond possible implementation of the seventh aspect, when
stopping InactivityTimer, the processing unit is specifi-
cally configured to stop InactivityTimer when a next DRX
cycle of a (current) DRX cycle starts.
[0096] With reference to any one of the seventh aspect
and the first and the second possible implementations of
the seventh aspect, in a third possible implementation of
the seventh aspect, when stopping RetransmissionTim-
er, the processing unit is specifically configured to stop
RetransmissionTimer when a next DRX cycle of a (cur-
rent) DRX cycle starts.
[0097] With reference to any one of the seventh aspect
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and the first to the third possible implementations of the
seventh aspect, in a fourth possible implementation of
the seventh aspect, the processing unit is further config-
ured to:

if InactivityTimer is running, reset InactivityTimer; or
if RetransmissionTimer is running, reset Retrans-
missionTimer; or if InactivityTimer and Retransmis-
sionTimer are running, reset InactivityTimer and Re-
transmissionTimer.

[0098] With reference to any one of the seventh aspect
and the first to the fourth possible implementations of the
seventh aspect, in a fifth possible implementation of the
seventh aspect, RetransmissionTimer is an uplink re-
transmission timer RetransmissionTimerUL and/or a
downlink retransmission timer RetransmissionTimerDL.
[0099] With reference to any one of the seventh aspect
and the first to the fifth possible implementations of the
seventh aspect, in a sixth possible implementation of the
seventh aspect, the processing unit is further configured
to stop InactivityTimer, and start or restart a short cycle
timer ShortCycleTimer.
[0100] With reference to any one of the seventh aspect
and the first to the fifth possible implementations of the
seventh aspect, in a seventh possible implementation of
the seventh aspect, the processing unit is further config-
ured to stop InactivityTimer, and use a long DRX cycle.
[0101] With reference to the seventh possible imple-
mentation of the seventh aspect, in an eighth possible
implementation of the seventh aspect, the processing
unit is further configured to: if ShortCycleTimer is running,
stop ShortCycleTimer, or stop and reset ShortCycleTim-
er.
[0102] With reference to any one of the seventh aspect
and the first to the eighth possible implementations of
the seventh aspect, in a ninth possible implementation
of the seventh aspect, the signal may be in a form of a
physical layer sequence, DCI, a MAC CE, or a MAC PDU.
[0103] With reference to the ninth possible implemen-
tation of the seventh aspect, in a tenth possible imple-
mentation of the seventh aspect, if the signal is downlink
control information DCI, the terminal device does not start
or restart InactivityTimer.
[0104] With reference to any one of the seventh aspect
and the first to the tenth possible implementations of the
seventh aspect, in an eleventh possible implementation
of the seventh aspect, if an on-duration timer is running,
the processing unit is further configured to stop the on-
duration timer, or stop and reset the on-duration timer.
[0105] According to an eighth aspect, this application
further provides a terminal device. The terminal device
includes:

a receiving unit, configured to receive an indication
message, where the indication message is used to
indicate the terminal device to stop a specific timer,
and discontinuous reception DRX is configured for

the terminal device; and a processing unit, config-
ured to: if an on-duration timer onDurationTimer is
running, stop onDurationTimer; or if an activity timer
InactivityTimer is running, stop InactivityTimer; or if
onDurationTimer and InactivityTimer are running,
stop onDurationTimer and InactivityTimer.

[0106] With reference to the eighth aspect, in a first
possible implementation of the eighth aspect, the
processing unit is further configured to: if a retransmis-
sion timer RetransmissionTimer is running, stop Retrans-
missionTimer. The RetransmissionTimer is an uplink re-
transmission timer RetransmissionTimerUL and/or a
downlink retransmission timer RetransmissionTimerDL.
[0107] With reference to the eighth aspect or the first
possible implementation of the eighth aspect, in a second
possible implementation of the eighth aspect, the indica-
tion message is a physical layer sequence, DCI, a MAC
CE, or a MAC PDU.
[0108] With reference to any one of the eighth aspect
and the first and the second possible implementations of
the eighth aspect, in a third possible implementation of
the eighth aspect, when receiving the indication mes-
sage, the receiving unit is specifically configured to re-
ceive the indication message when the processing unit
uses a long DRX cycle.
[0109] With reference to the third possible implemen-
tation of the eighth aspect, in a fourth possible implemen-
tation of the eighth aspect, the processing unit is further
configured to continue to use the long DRX cycle.
[0110] With reference to any one of the eighth aspect
and the first and the second possible implementations of
the eighth aspect, in a fifth possible implementation of
the eighth aspect, that the terminal device receives an
indication message may be specifically: The terminal de-
vice receives the indication message when using a short
DRX cycle.
[0111] With reference to the fifth possible implemen-
tation of the eighth aspect, in a sixth possible implemen-
tation of the eighth aspect, the terminal device continues
to use the short DRX cycle.
[0112] With reference to the fifth or the sixth possible
implementation of the eighth aspect, in a seventh possi-
ble implementation of the eighth aspect, the terminal de-
vice does not start or restart a short cycle timer ShortCy-
cleTimer.
[0113] According to a ninth aspect, this application fur-
ther provides a terminal device. The terminal device in-
cludes a transceiver, at least one memory, and at least
one processor.
[0114] The transceiver is configured to receive and
send a signal when being invoked by the processor. The
processor is configured to be coupled to the memory,
and invoke a program in the memory, to perform the fol-
lowing steps: in a case in which the transceiver receives
no wake-up indication signal within a preset time, if an
activity timer InactivityTimer is running, stopping Inactiv-
ityTimer; or if a retransmission timer RetransmissionTim-
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er is running, stopping RetransmissionTimer; or if Inac-
tivityTimer and RetransmissionTimer are running, stop-
ping InactivityTimer and RetransmissionTimer, where
discontinuous reception DRX is configured for the termi-
nal device.
[0115] With reference to the ninth aspect, in a first pos-
sible implementation of the ninth aspect, when receiving
no wake-up indication signal within the preset time, the
transceiver is specifically configured to: receive a go-to-
sleep signal within the preset time; or skip receiving a
wake-up signal within the preset time; or receive an in-
dication signal within the preset time, where the indication
signal includes go-to-sleep indication information.
[0116] With reference to the ninth aspect or the first
possible implementation of the ninth aspect, in a second
possible implementation of the ninth aspect, when stop-
ping InactivityTimer, the processor is specifically config-
ured to stop InactivityTimer when a next DRX cycle of a
(current) DRX cycle starts.
[0117] With reference to any one of the ninth aspect
and the first and the second possible implementations of
the ninth aspect, in a third possible implementation of the
ninth aspect, when stopping RetransmissionTimer, the
processor is specifically configured to stop Retransmis-
sionTimer when a next DRX cycle of a (current) DRX
cycle starts.
[0118] With reference to any one of the ninth aspect
and the first to the third possible implementations of the
ninth aspect, in a fourth possible implementation of the
ninth aspect, the processor is further configured to: if In-
activityTimer is running, reset InactivityTimer; or if Re-
transmissionTimer is running, reset RetransmissionTim-
er; or if InactivityTimer and RetransmissionTimer are run-
ning, reset InactivityTimer and RetransmissionTimer.
[0119] With reference to any one of the ninth aspect
and the first to the fourth possible implementations of the
ninth aspect, in a fifth possible implementation of the ninth
aspect, RetransmissionTimer is an uplink retransmission
timer RetransmissionTimerUL and/or a downlink retrans-
mission timer RetransmissionTimerDL.
[0120] With reference to any one of the ninth aspect
and the first to the fifth possible implementations of the
ninth aspect, in a sixth possible implementation of the
ninth aspect, the processor is further configured to stop
InactivityTimer, and start or restart a short cycle timer
ShortCycleTimer.
[0121] With reference to any one of the ninth aspect
and the first to the fifth possible implementations of the
ninth aspect, in a seventh possible implementation of the
ninth aspect, the processor is further configured to stop
InactivityTimer, and use a long DRX cycle.
[0122] With reference to the seventh possible imple-
mentation of the ninth aspect, in an eighth possible im-
plementation of the ninth aspect, the processor is further
configured to: if a short cycle timer ShortCycleTimer is
running, stop ShortCycleTimer, or stop and reset Short-
CycleTimer.
[0123] With reference to any one of the ninth aspect

and the first to the eighth possible implementations of
the ninth aspect, in a ninth possible implementation of
the ninth aspect, the signal may be in a form of a physical
layer sequence, DCI, a MAC CE, or a MAC PDU.
[0124] With reference to any one of the ninth aspect
and the first to the ninth possible implementations of the
ninth aspect, in a tenth possible implementation of the
ninth aspect, if an on-duration timer is running, the proc-
essor is further configured to stop the on-duration timer,
or stop and reset the on-duration timer.
[0125] According to a tenth aspect, this application fur-
ther provides a terminal device. The terminal device in-
cludes a transceiver, at least one memory, and at least
one processor.
[0126] The transceiver is configured to receive a go-
to-sleep indication signal from a communications device
when being invoked by the processor. The processor is
configured to be coupled to the memory, and invoke a
program in the memory, to perform the following steps:
starting or restarting a sleep timer, and sleeping during
running of the sleep timer, where that the processor
sleeps during running of the sleep timer includes: skip-
ping monitoring a PDCCH during running of the sleep
timer.
[0127] With reference to the tenth aspect, in a first pos-
sible implementation of the tenth aspect, that the proc-
essor sleeps during running of the sleep timer further
includes: skipping sending a type-0-triggered sounding
reference signal type-0-triggered SRS during running of
the sleep timer; or skipping reporting channel state infor-
mation CSI during running of the sleep timer; or skipping
sending the type-0-triggered SRS and skipping reporting
the CSI during running of the sleep timer.
[0128] With reference to the tenth aspect or the first
possible implementation of the tenth aspect, in a second
possible implementation of the tenth aspect, when re-
ceiving the go-to-sleep indication signal from the com-
munications device, the transceiver is specifically con-
figured to: receive a go-to-sleep signal from the commu-
nications device; or receive an indication signal from the
communications device, where the indication signal in-
cludes go-to-sleep indication information.
[0129] With reference to any one of the tenth aspect
and the first and the second possible implementations of
the tenth aspect, in a third possible implementation of
the tenth aspect, before receiving the go-to-sleep indica-
tion signal from the communications device, the trans-
ceiver is further configured to receive sleep duration con-
figured by the communications device.
[0130] With reference to any one of the tenth aspect
and the first and the second possible implementations of
the tenth aspect, in a fourth possible implementation of
the tenth aspect, the signal includes indication informa-
tion, and the indication information indicates sleep dura-
tion.
[0131] With reference to the fourth possible implemen-
tation of the tenth aspect, in a fifth possible implementa-
tion of the tenth aspect, before receiving the go-to-sleep
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indication signal from the communications device, the
transceiver is further configured to receive at least one
piece of duration configured by the communications de-
vice, where the sleep duration is one of the at least one
piece of duration.
[0132] With reference to any one of the tenth aspect
and the third to the fifth possible implementations of the
tenth aspect, in a sixth possible implementation of the
tenth aspect, before starting or restarting the sleep timer,
the processor is further configured to configure timing
duration of the sleep timer as the sleep duration.
[0133] With reference to any one of the tenth aspect
and the first to the sixth possible implementations of the
tenth aspect, in a seventh possible implementation of the
tenth aspect, the signal may be in a form of a physical
layer sequence, DCI, a MAC CE, or a MAC PDU.
[0134] According to an eleventh aspect, this applica-
tion further provides a terminal device. The terminal de-
vice includes a transceiver, at least one memory, and at
least one processor.
[0135] The transceiver is configured to receive a signal
when being invoked by the processor. The processor is
configured to be coupled to the memory, and invoke a
program in the memory, to perform the following steps:
in a case in which the transceiver receives a go-to-sleep
indication signal, if an activity timer InactivityTimer is run-
ning, stopping InactivityTimer; or if a retransmission timer
RetransmissionTimer is running, stopping Retransmis-
sionTimer; or if InactivityTimer and RetransmissionTimer
are running, stopping InactivityTimer and Retransmis-
sionTimer, where discontinuous reception DRX is con-
figured for the terminal device.
[0136] With reference to the eleventh aspect, in a first
possible implementation of the eleventh aspect, when
receiving the go-to-sleep indication signal, the transceiv-
er is specifically configured to: receive a go-to-sleep sig-
nal; or receive an indication signal, where the indication
signal includes go-to-sleep indication information.
[0137] With reference to the eleventh aspect or the first
possible implementation of the eleventh aspect, in a sec-
ond possible implementation of the eleventh aspect,
when stopping InactivityTimer, the processor is specifi-
cally configured to stop InactivityTimer when a next DRX
cycle of a (current) DRX cycle starts.
[0138] With reference to any one of the eleventh aspect
and the first and the second possible implementations of
the eleventh aspect, in a third possible implementation
of the eleventh aspect, when stopping Retransmission-
Timer, the processor is specifically configured to stop
RetransmissionTimer when a next DRX cycle of a (cur-
rent) DRX cycle starts.
[0139] With reference to any one of the eleventh aspect
and the first to the third possible implementations of the
eleventh aspect, in a fourth possible implementation of
the eleventh aspect, the processor is further configured
to: if InactivityTimer is running, reset InactivityTimer; or
if RetransmissionTimer is running, reset Retransmission-
Timer; or if InactivityTimer and RetransmissionTimer are

running, reset InactivityTimer and RetransmissionTimer.
[0140] With reference to any one of the eleventh aspect
and the first to the fourth possible implementations of the
eleventh aspect, in a fifth possible implementation of the
eleventh aspect, RetransmissionTimer is an uplink re-
transmission timer RetransmissionTimerUL and/or a
downlink retransmission timer RetransmissionTimerDL.
[0141] With reference to any one of the eleventh aspect
and the first to the fifth possible implementations of the
eleventh aspect, in a sixth possible implementation of
the eleventh aspect, the processor is further configured
to stop InactivityTimer, and start or restart a short cycle
timer ShortCycleTimer.
[0142] With reference to any one of the eleventh aspect
and the first to the fifth possible implementations of the
eleventh aspect, in a seventh possible implementation
of the eleventh aspect, the processor is further configured
to stop InactivityTimer, and use a long DRX cycle.
[0143] With reference to the seventh possible imple-
mentation of the eleventh aspect, in an eighth possible
implementation of the eleventh aspect, the processor is
further configured to: if ShortCycleTimer is running, stop
ShortCycleTimer, or stop and reset ShortCycleTimer.
[0144] With reference to any one of the eleventh aspect
and the first to the eighth possible implementations of
the eleventh aspect, in a ninth possible implementation
of the eleventh aspect, the signal may be in a form of a
physical layer sequence, DCI, a MAC CE, or a MAC PDU.
[0145] With reference to any one of the eleventh aspect
and the first to the ninth possible implementations of the
eleventh aspect, in a tenth possible implementation of
the eleventh aspect, if an on-duration timer is running,
the processor is further configured to stop the on-duration
timer, or stop and reset the on-duration timer.
[0146] According to a twelfth aspect, this application
further provides a terminal device. The terminal device
includes a transceiver, at least one memory, and at least
one processor.
[0147] The transceiver is configured to receive an in-
dication message when being invoked by the processor,
where the indication message is used to indicate the ter-
minal device to stop a specific timer, and discontinuous
reception DRX is configured for the terminal device.
[0148] The processor is configured to be coupled to
the memory, and invoke a program in the memory, to
perform the following steps: if an on-duration timer on-
DurationTimer is running, stopping onDurationTimer; or
if an activity timer InactivityTimer is running, stopping In-
activityTimer; or if onDurationTimer and InactivityTimer
are running, stopping onDurationTimer and Inactivity-
Timer.
[0149] With reference to the twelfth aspect, in a first
possible implementation of the twelfth aspect, the proc-
essor is further configured to: if a retransmission timer
RetransmissionTimer is running, stop Retransmission-
Timer. The RetransmissionTimer is an uplink retransmis-
sion timer RetransmissionTimerUL and/or a downlink re-
transmission timer RetransmissionTimerDL.
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[0150] With reference to the twelfth aspect or the first
possible implementation of the twelfth aspect, in a sec-
ond possible implementation of the twelfth aspect, the
indication message is a physical layer sequence, DCI, a
MAC CE, or a MAC PDU.
[0151] With reference to any one of the twelfth aspect
and the first and the second possible implementations of
the twelfth aspect, in a third possible implementation of
the twelfth aspect, when receiving the indication mes-
sage, the transceiver is specifically configured to receive
the indication message when the processor uses a long
DRX cycle.
[0152] With reference to the third possible implemen-
tation of the twelfth aspect, in a fourth possible imple-
mentation of the twelfth aspect, the processor is further
configured to continue to use the long DRX cycle.
[0153] With reference to any one of the twelfth aspect
and the first and the second possible implementations of
the twelfth aspect, in a fifth possible implementation of
the twelfth aspect, that the terminal device receives an
indication message may be specifically: The terminal de-
vice receives the indication message when using a short
DRX cycle.
[0154] With reference to the fifth possible implemen-
tation of the twelfth aspect, in a sixth possible implemen-
tation of the twelfth aspect, the terminal device continues
to use the short DRX cycle.
[0155] With reference to the fifth or the sixth possible
implementation of the twelfth aspect, in a seventh pos-
sible implementation of the twelfth aspect, the terminal
device does not start or restart a short cycle timer Short-
CycleTimer.
[0156] According to a thirteenth aspect, this application
further provides a computer storage medium. The com-
puter storage medium stores a computer-executable in-
struction, and when the computer-executable instruction
is invoked by the computer, the computer is enabled to
perform any one of the foregoing methods.
[0157] According to a fourteenth aspect, this applica-
tion further provides a computer program product includ-
ing an instruction. When the computer program product
is run on a computer, the computer is enabled to perform
any one of the foregoing methods.
[0158] According to a fifteenth aspect, this application
further provides a chip. The chip is connected to a mem-
ory, and is configured to read and execute a program
instruction stored in the memory, to implement any one
of the foregoing methods.
[0159] According to a sixteenth aspect, this application
further provides a state indication method for a terminal
device. The method includes:
[0160] The terminal device receives a first message
from a communications device, where the first message
indicates wake-up or sleep time information of the termi-
nal device. If the first message indicates the wake-up
time information of the terminal device, the terminal de-
vice wakes up based on the time information; or if the
first message indicates the sleep time information of the

terminal device, the terminal device sleeps based on the
time information.
[0161] According to the foregoing method, the terminal
device may flexibly wake up or sleep based on the first
message. In addition, compared with the prior art, be-
cause the indication of the sleep time information of the
terminal device is introduced, the terminal device can
flexibly sleep, so that power consumption can be better
reduced, thereby meeting a power consumption reduc-
tion requirement.
[0162] With reference to the sixteenth aspect, in a first
possible implementation of the sixteenth aspect, the first
message may include first indication information, and the
first indication information indicates the time information.
In this way, the first message may indicate the wake-up
or sleep time information of the terminal device by using
the first indication information.
[0163] With reference to the sixteenth aspect or the
first possible implementation of the sixteenth aspect, in
a second possible implementation of the sixteenth as-
pect, the first message may include second indication
information, and the second indication information indi-
cates the terminal device to wake up or go to sleep.
[0164] According to the foregoing method, the first
message may indicate the terminal device to wake up or
go to sleep by using the second indication information.
[0165] With reference to any one of the sixteenth as-
pect and the first and the second possible implementa-
tions of the sixteenth aspect, in a third possible imple-
mentation of the sixteenth aspect, the time information
may be a time length in which the terminal device keeps
awake or sleeping, or the time information may be a time
length before the terminal device wakes up or goes to
sleep, or the time information may be a time at which
wake-up or sleep of the terminal device ends.
[0166] According to the foregoing method, a wake-up
or go-to-sleep event of the terminal device may be flexibly
indicated in a plurality of manners.
[0167] With reference to the third possible implemen-
tation of the sixteenth aspect, in a fourth possible imple-
mentation of the sixteenth aspect, the time length may
be one or more milliseconds, one or more subframes,
one or more slots, one or more discontinuous reception
DRX cycles, one or more pieces of "On Duration", one
or more paging occasions (paging occasion, PO), one or
more physical downlink control channel PDCCH moni-
toring occasions, a time length in a unit of a millisecond,
a time length in a unit of a subframe, a time length in a
unit of a slot, a time length in a unit of a discontinuous
reception DRX cycle, a time length in a unit of an amount
of "On Duration", a time length in a unit of a paging oc-
casion, or a time length in a unit of a physical downlink
control channel PDCCH monitoring occasion.
[0168] According to the foregoing method, the time
length may be represented in a plurality of manners, and
the time length may be relatively flexible.
[0169] With reference to the first possible implemen-
tation of the sixteenth aspect, in a fifth possible imple-
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mentation of the sixteenth aspect, the first message may
be a MAC PDU or RRC signaling.
[0170] With reference to the fifth possible implemen-
tation of the sixteenth aspect, in a sixth possible imple-
mentation of the sixteenth aspect, the first indication in-
formation may be carried in a medium access control
subheader of the MAC PDU, or the first indication infor-
mation may be carried in a MAC CE of the MAC PDU.
[0171] According to the foregoing method, the first in-
dication information may be successfully carried in the
first message, to indicate the wake-up or sleep time in-
formation of the terminal device.
[0172] With reference to the second possible imple-
mentation of the sixteenth aspect, in a seventh possible
implementation of the sixteenth aspect, the first message
may be a MAC PDU.
[0173] With reference to the seventh possible imple-
mentation of the sixteenth aspect, in an eighth possible
implementation of the sixteenth aspect, the second indi-
cation information may be carried in a medium access
control subheader of the MAC PDU, or the second indi-
cation information may be carried in a MAC CE of the
MAC PDU.
[0174] According to the foregoing method, the second
indication information may be successfully carried in the
first message, to indicate the terminal device to wake up
or go to sleep.
[0175] With reference to any one of the sixteenth as-
pect and the first to the fourth possible implementations
of the sixteenth aspect, in a ninth possible implementa-
tion of the sixteenth aspect, the first message may be a
MAC PDU or RRC signaling.
[0176] With reference to any one of the sixteenth as-
pect and the first to the fourth possible implementations
of the sixteenth aspect, in a tenth possible implementa-
tion of the sixteenth aspect, the first message may be
DCI.
[0177] With reference to the tenth possible implemen-
tation of the sixteenth aspect, in an eleventh possible
implementation of the sixteenth aspect, the terminal de-
vice does not start or restart an activity timer. In this way,
an operation can be saved.
[0178] With reference to any one of the sixteenth as-
pect and the first to the eleventh possible implementa-
tions of the sixteenth aspect, in a twelfth possible imple-
mentation of the sixteenth aspect, if the first message
indicates the sleep time information of the terminal de-
vice, and an activity timer is running, the terminal device
stops the activity timer, or the terminal device stops and
resets the activity timer. In this way, the terminal device
can be more power-saving.
[0179] With reference to any one of the sixteenth as-
pect and the first to the eleventh possible implementa-
tions of the sixteenth aspect, in a thirteenth possible im-
plementation of the sixteenth aspect, if the first message
indicates the sleep time information of the terminal de-
vice, and an on-duration timer is running, the terminal
device stops the on-duration timer, or the terminal device

stops and resets the on-duration timer. In this way, the
terminal device can be more power-saving.
[0180] With reference to any one of the sixteenth as-
pect and the first to the eleventh possible implementa-
tions of the sixteenth aspect, in a fourteenth possible im-
plementation of the sixteenth aspect, if the first message
indicates the sleep time information of the terminal de-
vice, and a retransmission timer is running, the terminal
device stops the retransmission timer, or the terminal de-
vice stops and resets the retransmission timer. In this
way, the terminal device can be more power-saving.
[0181] According to a seventeenth aspect, this appli-
cation further provides a terminal device. The terminal
device includes:

a receiving unit, configured to receive a first message
from a communications device, where the first mes-
sage indicates wake-up or sleep time information of
the terminal device; and a processing unit, config-
ured to: if the first message indicates the wake-up
time information of the terminal device, wake up
based on the time information; or if the first message
indicates the sleep time information of the terminal
device, sleep based on the time information.

[0182] With reference to the seventeenth aspect, in a
first possible implementation of the seventeenth aspect,
the first message includes first indication information, and
the first indication information indicates the time informa-
tion.
[0183] With reference to the seventeenth aspect or the
first possible implementation of the seventeenth aspect,
in a second possible implementation of the seventeenth
aspect, the first message includes second indication in-
formation, and the second indication information indi-
cates the terminal device to wake up or go to sleep.
[0184] With reference to any one of the seventeenth
aspect and the first and the second possible implemen-
tations of the seventeenth aspect, in a third possible im-
plementation of the seventeenth aspect, the time infor-
mation is a time length in which the terminal device keeps
awake or sleeping, or the time information is a time length
before the terminal device wakes up or goes to sleep, or
the time information is a time at which wake-up or sleep
of the terminal device ends.
[0185] With reference to the third possible implemen-
tation of the seventeenth aspect, in a fourth possible im-
plementation of the seventeenth aspect, the time length
is one or more milliseconds, one or more subframes, one
or more slots, one or more discontinuous reception DRX
cycles, one or more pieces of "On Duration", one or more
paging occasions, one or more physical downlink control
channel PDCCH monitoring occasions, a time length in
a unit of a millisecond, a time length in a unit of a sub-
frame, a time length in a unit of a slot, a time length in a
unit of a discontinuous reception DRX cycle, a time length
in a unit of an amount of "On Duration", a time length in
a unit of a paging occasion, or a time length in a unit of
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a physical downlink control channel PDCCH monitoring
occasion.
[0186] With reference to the first possible implemen-
tation of the seventeenth aspect, in a fifth possible im-
plementation of the seventeenth aspect, the first mes-
sage is a MAC PDU or RRC signaling.
[0187] With reference to the fifth possible implemen-
tation of the seventeenth aspect, in a sixth possible im-
plementation of the seventeenth aspect, the first indica-
tion information is carried in a medium access control
subheader of the MAC PDU, or the first indication infor-
mation is carried in a MAC CE of the MAC PDU.
[0188] With reference to the second possible imple-
mentation of the seventeenth aspect, in a seventh pos-
sible implementation of the seventeenth aspect, the first
message is a MAC PDU.
[0189] With reference to the seventh possible imple-
mentation of the seventeenth aspect, in an eighth possi-
ble implementation of the seventeenth aspect, the sec-
ond indication information is carried in a medium access
control subheader of the MAC PDU, or the second indi-
cation information is carried in a MAC CE of the MAC
PDU.
[0190] With reference to any one of the seventeenth
aspect and the first to the fourth possible implementa-
tions of the seventeenth aspect, in a ninth possible im-
plementation of the sixteenth aspect, the first message
is a MAC PDU or RRC signaling.
[0191] With reference to any one of the seventeenth
aspect and the first to the fourth possible implementa-
tions of the seventeenth aspect, in a tenth possible im-
plementation of the seventeenth aspect, the first mes-
sage is DCI.
[0192] With reference to the tenth possible implemen-
tation of the seventeenth aspect, in an eleventh possible
implementation of the seventeenth aspect, the process-
ing unit is further configured to skip starting or restarting
an activity timer.
[0193] With reference to any one of the seventeenth
aspect and the first to the eleventh possible implemen-
tations of the seventeenth aspect, in a twelfth possible
implementation of the seventeenth aspect, if the first
message indicates the sleep time information of the ter-
minal device, and an activity timer is running, the process-
ing unit is further configured to stop the activity timer, or
the processing unit is further configured to stop and reset
the activity timer.
[0194] With reference to any one of the seventeenth
aspect and the first to the eleventh possible implemen-
tations of the seventeenth aspect, in a thirteenth possible
implementation of the seventeenth aspect, if the first
message indicates the sleep time information of the ter-
minal device, and an on-duration timer is running, the
processing unit is further configured to stop the on-dura-
tion timer, or the processing unit is further configured to
stop and reset the on-duration timer.
[0195] With reference to any one of the seventeenth
aspect and the first to the eleventh possible implemen-

tations of the seventeenth aspect, in a fourteenth possi-
ble implementation of the seventeenth aspect, if the first
message indicates the sleep time information of the ter-
minal device, and a retransmission timer is running, the
processing unit is further configured to stop the retrans-
mission timer, or the processing unit is further configured
to stop and reset the retransmission timer.
[0196] According to an eighteenth aspect, this appli-
cation further provides a terminal device. The terminal
device includes a transceiver, at least one memory, and
at least one processor.
[0197] The transceiver is configured to receive and
send a signal or a message when being invoked by the
processor. The processor is configured to be coupled to
the memory, and invoke a program in the memory, to
perform the following steps: controlling the transceiver
to receive a first message from a communications device,
where the first message indicates wake-up or sleep time
information of the terminal device; and if the first message
indicates the wake-up time information of the terminal
device, waking up based on the time information; or if
the first message indicates the sleep time information of
the terminal device, sleeping based on the time informa-
tion.
[0198] With reference to the eighteenth aspect, in a
first possible implementation of the eighteenth aspect,
the first message includes first indication information, and
the first indication information indicates the time informa-
tion.
[0199] With reference to the eighteenth aspect or the
first possible implementation of the eighteenth aspect, in
a second possible implementation of the eighteenth as-
pect, the first message includes second indication infor-
mation, and the second indication information indicates
the terminal device to wake up or go to sleep.
[0200] With reference to any one of the eighteenth as-
pect and the first and the second possible implementa-
tions of the eighteenth aspect, in a third possible imple-
mentation of the eighteenth aspect, the time information
is a time length in which the terminal device keeps awake
or sleeping, or the time information is a time length before
the terminal device wakes up or goes to sleep, or the
time information is a time at which wake-up or sleep of
the terminal device ends.
[0201] With reference to the third possible implemen-
tation of the eighteenth aspect, in a fourth possible im-
plementation of the eighteenth aspect, the time length is
one or more milliseconds, one or more subframes, one
or more slots, one or more discontinuous reception DRX
cycles, one or more pieces of "On Duration", one or more
paging occasions (paging occasion, PO), one or more
physical downlink control channel PDCCH monitoring
occasions, a time length in a unit of a millisecond, a time
length in a unit of a subframe, a time length in a unit of
a slot, a time length in a unit of a discontinuous reception
DRX cycle, a time length in a unit of an amount of "On
Duration", a time length in a unit of a paging occasion,
or a time length in a unit of a physical downlink control
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channel PDCCH monitoring occasion.
[0202] With reference to the first possible implemen-
tation of the eighteenth aspect, in a fifth possible imple-
mentation of the eighteenth aspect, the first message is
a MAC PDU or RRC signaling.
[0203] With reference to the fifth possible implemen-
tation of the eighteenth aspect, in a sixth possible imple-
mentation of the eighteenth aspect, the first indication
information is carried in a medium access control sub-
header of the MAC PDU, or the first indication information
is carried in a MAC CE of the MAC PDU.
[0204] With reference to the second possible imple-
mentation of the eighteenth aspect, in a seventh possible
implementation of the eighteenth aspect, the first mes-
sage is a MAC PDU.
[0205] With reference to the seventh possible imple-
mentation of the eighteenth aspect, in an eighth possible
implementation of the eighteenth aspect, the second in-
dication information is carried in a medium access control
subheader of the MAC PDU, or the second indication
information is carried in a MAC CE of the MAC PDU.
[0206] With reference to any one of the eighteenth as-
pect and the first to the fourth possible implementations
of the eighteenth aspect, in a ninth possible implemen-
tation of the sixteenth aspect, the first message is a MAC
PDU or RRC signaling.
[0207] With reference to any one of the eighteenth as-
pect and the first to the fourth possible implementations
of the eighteenth aspect, in a tenth possible implemen-
tation of the eighteenth aspect, the first message is DCI.
[0208] With reference to the tenth possible implemen-
tation of the eighteenth aspect, in an eleventh possible
implementation of the eighteenth aspect, the processor
is further configured to skip starting or restarting an ac-
tivity timer.
[0209] With reference to any one of the eighteenth as-
pect and the first to the eleventh possible implementa-
tions of the eighteenth aspect, in a twelfth possible im-
plementation of the eighteenth aspect, if the first mes-
sage indicates the sleep time information of the terminal
device, and an activity timer is running, the processor is
further configured to stop the activity timer, or the proc-
essor is further configured to stop and reset the activity
timer.
[0210] With reference to any one of the eighteenth as-
pect and the first to the eleventh possible implementa-
tions of the eighteenth aspect, in a thirteenth possible
implementation of the eighteenth aspect, if the first mes-
sage indicates the sleep time information of the terminal
device, and an on-duration timer is running, the proces-
sor is further configured to stop the on-duration timer, or
the processor is further configured to stop and reset the
on-duration timer.
[0211] With reference to any one of the eighteenth as-
pect and the first to the eleventh possible implementa-
tions of the eighteenth aspect, in a fourteenth possible
implementation of the eighteenth aspect, if the first mes-
sage indicates the sleep time information of the terminal

device, and a retransmission timer is running, the proc-
essor is further configured to stop the retransmission tim-
er, or the processor is further configured to stop and reset
the retransmission timer.
[0212] According to a nineteenth aspect, this applica-
tion further provides a computer storage medium. The
computer storage medium stores a computer-executable
instruction, and when the computer-executable instruc-
tion is invoked by the computer, the computer is enabled
to perform the method according to the sixteenth aspect.
[0213] According to a twentieth aspect, this application
further provides a computer program product including
an instruction. When the computer program product is
run on a computer, the computer is enabled to perform
the method according to the sixteenth aspect.
[0214] According to a twenty-first aspect, this applica-
tion further provides a chip. The chip is connected to a
memory, and is configured to read and execute a pro-
gram instruction stored in the memory, to implement the
method according to the sixteenth aspect.

BRIEF DESCRIPTION OF DRAWINGS

[0215]

FIG. 1 is a schematic diagram of a DRX cycle ac-
cording to this application;
FIG. 2 is an architectural diagram of a communica-
tions system according to this application;
FIG. 3 is a flowchart of a sleep method for a terminal
device according to this application;
FIG. 4 is a schematic diagram of a preset time for
signal monitoring according to this application;
FIG. 5 is a schematic diagram of another preset time
for signal monitoring according to this application;
FIG. 6 is a schematic diagram of a preset time for
signal monitoring according to this application;
FIG. 7 is a flowchart of another sleep method for a
terminal device according to this application;
FIG. 8 is a flowchart of another sleep method for a
terminal device according to this application;
FIG. 9 is a flowchart of another sleep method for a
terminal device according to this application;
FIG. 10 is a flowchart of another sleep method for a
terminal device according to this application;
FIG. 11 is a flowchart of another sleep method for a
terminal device according to this application;
FIG. 12 is a flowchart of another sleep method for a
terminal device according to this application;
FIG. 13 is a flowchart of another sleep method for a
terminal device according to this application;
FIG. 14 is a flowchart of another sleep method for a
terminal device according to this application;
FIG. 15 is a flowchart of another sleep method for a
terminal device according to this application;
FIG. 16 is a schematic structural diagram of a termi-
nal device according to this application;
FIG. 17 is a structural diagram of a terminal device

25 26 



EP 3 826 369 A1

15

5

10

15

20

25

30

35

40

45

50

55

according to this application;
FIG. 18 is a flowchart of a state indication method
for a terminal device according to this application;
FIG. 19 is a schematic diagram of a first message
according to this application;
FIG. 20 is a schematic diagram of a first message
according to this application;
FIG. 21 is a schematic diagram of a first message
according to this application;
FIG. 22 is a schematic diagram of a first message
according to this application;
FIG. 23 is a schematic diagram of a first message
according to this application;
FIG. 24 is a schematic diagram of a first message
according to this application; and
FIG. 25(a) and FIG. 25(b) are a schematic diagram
of a first message according to this application.

DESCRIPTION OF EMBODIMENTS

[0216] The following further describes this application
in detail with reference to the accompanying drawings.
[0217] The embodiments of this application provide a
sleep method for a terminal device and an apparatus, to
meet a power consumption reduction requirement. The
method and the apparatus in this application are based
on a same invention concept. The method and the ap-
paratus have similar problem resolving principles. There-
fore, for implementation of the apparatus and the method,
reference may be made to each other. Details of repeated
parts are not described.
[0218] The following describes some terms in this ap-
plication, to facilitate understanding of a person skilled
in the art.
[0219] (1) DRX cycle: The DRX cycle may include "On
Duration" and "Opportunity for DRX" shown in FIG. 1.
Within "On Duration", a terminal device monitors and re-
ceives a PDCCH. Within an "Opportunity for DRX" time,
UE may not monitor or not receive a PDCCH to reduce
power consumption. The DRX cycle may be a short DRX
cycle (Short DRX Cycle) or a long DRX cycle (Long DRX
cycle). It should be noted that, that the terminal device
receives a PDCCH means that the terminal device re-
ceives downlink control information (downlink control in-
formation, DCI) carried on the PDCCH.
[0220] (2) Wake-up signal (wake-up signal): The wake-
up signal is used to indicate the terminal device to wake
up. If no wake-up signal is received within a preset time,
the terminal device is indicated to go to sleep by default.
[0221] (3) Go-to-sleep signal (go-to-sleep signal): The
go-to-sleep signal is used to indicate the terminal device
to go to sleep. If no go-to-sleep signal is received within
a preset time, the terminal device is indicated to wake up
by default.
[0222] (4) In the embodiments of this application, "a
plurality of (pieces)" means two (pieces) or more (pieces).
[0223] (5) In the descriptions of this application, words
such as "first" and "second" are merely used for differ-

entiation, and shall not be understood as an indication
or implication of relative importance or an indication or
implication of an order.
[0224] For ease of description, in the embodiments of
this application, an activity timer is shown as Inactivity-
Timer, a retransmission timer is shown as Retransmis-
sionTimer, and a short cycle timer is shown as ShortCy-
cleTimer.
[0225] To describe the technical solutions of the em-
bodiments of this application more clearly, the following
describes in detail the sleep method for the terminal de-
vice and the apparatus according to the embodiments of
this application with reference to the accompanying
drawings.
[0226] A possible architecture of a communications
system to which a sleep method for a terminal device
provided in an embodiment of this application is applica-
ble may include a network exposure function network
element, a policy control function network element, a data
management network element, an application function
network element, a core network access and mobility
management function network element, a session man-
agement function network element, a terminal device, an
access network device, a user plane function network
element, and a data network. FIG. 2 shows a possible
example of the architecture of the communications sys-
tem, which specifically includes an NEF network element,
a PCF network element, a UDM network element, an AF
network element, an AMF network element, an SMF net-
work element, UE, an access network (access network,
AN) device, a UPF network element, and a data network
(data network, DN). The AMF network element may be
connected to the terminal device through an N1 interface,
the AMF may be connected to the AN device through an
N2 interface, the AN device may be connected to the
UPF through an N3 interface, the SMF may be connected
to the UPF through an N4 interface, and the UPF may
be connected to the DN through an N6 interface. An in-
terface name is merely an example for description, and
is not specifically limited in the embodiments of this ap-
plication. It should be understood that this embodiment
of this application is not limited to the communications
system shown in FIG. 2. Names of the network elements
shown in FIG. 2 are merely used as examples for de-
scription herein, and do not constitute limitations on the
network elements included in the architecture of the com-
munications system to which the method in this applica-
tion is applicable. Functions of the network elements or
the devices in the communications system are described
in detail below.
[0227] The terminal device may also be referred to as
user equipment (user equipment, UE), a mobile station
(mobile station, MS), a mobile terminal (mobile terminal,
MT), or the like, and is a device that provides voice and/or
data connectivity for a user. For example, the terminal
device may include a handheld device having a wireless
connection function, a vehicle-mounted device, a com-
puting device, a mobile station (mobile station, MS), or
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another processing device connected to a wireless mo-
dem, or the terminal device may be a mobile terminal
that communicates with one or more core networks
through an access network. Currently, the terminal de-
vice may be a mobile phone (mobile phone), a tablet
computer, a notebook computer, a palmtop computer, a
mobile internet device (mobile internet device, MID), a
wearable device, a virtual reality (virtual reality, VR) de-
vice, an augmented reality (augmented reality, AR) de-
vice, a wireless terminal in industrial control (industrial
control), a wireless terminal in self-driving (self-driving),
a wireless terminal in remote medical surgery (remote
medical surgery), a wireless terminal in a smart grid
(smart grid), a wireless terminal in transportation safety
(transportation safety), a wireless terminal in a smart city
(smart city), a wireless terminal in a smart home (smart
home), or the like. In FIG. 2, the terminal device is shown
as UE, which is merely used as an example. No limitation
is imposed on the terminal device.
[0228] A radio access network may be an access net-
work (access network, AN) shown in FIG. 2 and provides
a wireless access service for the terminal device. The
access network device is a device, in the communica-
tions system, that enables the terminal device to access
a wireless network. The access network device is a node
in the radio access network, and may also be referred to
as a base station or a radio access network (radio access
network, RAN) node (or device). Currently, for example,
the access network device is a gNB, a transmission re-
ception point (transmission reception point, TRP), an
evolved NodeB (evolved Node B, eNB), a radio network
controller (radio network controller, RNC), a NodeB
(Node B, NB), a base station controller (base station con-
troller, BSC), a base transceiver station (base transceiver
station, BTS), a home eNodeB (for example, home
evolved NodeB or home Node B, HNB), a baseband unit
(baseband unit, BBU), or a wireless fidelity (wireless fi-
delity, Wi-Fi) access point (access point, AP).
[0229] The data network such as the data network (da-
ta network, DN) shown in FIG. 2 may be the Internet
(Internet), an IP multimedia service (IP Multi-media Serv-
ice, IMS) network, a regional network (that is, a local net-
work, for example, a mobile edge computing (mobile
edge computing, MEC) network), or the like. The data
network includes an application server, and the applica-
tion server provides a service for the terminal device by
transmitting data to the terminal device.
[0230] A core network is used to enable the terminal
device to access a DN that can implement a service of
the terminal device. The following describes functions of
network elements in the core network.
[0231] The core network access and mobility manage-
ment function network element may be configured to
manage access control and mobility of the terminal de-
vice. During actual application, the core network access
and mobility management function network element in-
cludes a mobility management function in a mobility man-
agement entity (mobility management entity, MME) in a

network framework in long term evolution (long term ev-
olution, LTE) and an access management function. Spe-
cifically, the core network access and mobility manage-
ment function network element may be responsible for
registration of the terminal device, mobility management,
tracking area updating, reachability detection, selection
of a session management function network element, mo-
bility status transition management, and the like. For ex-
ample, in 5G, the core network access and mobility man-
agement function network element may be an AMF (ac-
cess and mobility management function) network ele-
ment, for example, as shown in FIG. 2. In future commu-
nications such as 6G, the core network access and mo-
bility management function network element may still be
an AMF network element or have another name. This is
not limited in this application. When the core network
access and mobility management function network ele-
ment is an AMF network element, the AMF may provide
an Namf service.
[0232] The session management function network el-
ement may be configured to be responsible for session
management (including session establishment, modifi-
cation, and release) of the terminal device, selection and
reselection of the user plane function network element,
internet protocol (internet protocol, IP) address allocation
of the terminal device, quality of service (quality of serv-
ice, QoS) control, and the like. For example, in 5G, the
session management function network element may be
an SMF (session management function) network ele-
ment, for example, as shown in FIG. 2. In future commu-
nications such as 6G, the session management function
network element may still be an SMF network element
or have another name. This is not limited in this applica-
tion. When the session management function network
element is an SMF network element, the SMF may pro-
vide an Nsmf service.
[0233] The policy control function network element
may be configured to be responsible for policy control
decision-making, and providing functions such as detec-
tion that is based on a service data flow and an applica-
tion, gate control, QoS, and flow-based charging control.
For example, in 5G, the policy control function network
element may be a PCF (policy control function) network
element, for example, as shown in FIG. 2. In future com-
munications such as 6G, the policy control function net-
work element may still be a PCF network element or have
another name. This is not limited in this application. When
the policy control function network element is a PCF net-
work element, the PCF network element may provide an
Npcf service.
[0234] The application function network element is
mainly configured to interact with a 3rd generation part-
nership project (the 3rd generation partnership project,
3GPP) core network to provide a service, so as to affect
service flow routing, access network capability exposure,
policy control, and the like. For example, in 5G, the ap-
plication function network element may be an AF (appli-
cation function) network element, for example, as shown
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in FIG. 2. In future communications such as 6G, the ap-
plication function network element may still be an AF net-
work element or have another name. This is not limited
in this application. When the application function network
element is an AF network element, the AF network ele-
ment may provide an Naf service.
[0235] The data management network element may
be configured to manage subscription data of the terminal
device, registration information related to the terminal de-
vice, and the like. For example, in 5G, the data manage-
ment network element may be a unified data manage-
ment (unified data management, UDM) network element,
for example, as shown in FIG. 2. In future communica-
tions such as 6G, the data management network element
may still be a UDM network element or have another
name. This is not limited in this application. When the
data management network element is a UDM network
element, the UDM network element may provide an
Nudm service.
[0236] The network exposure function network ele-
ment may be configured to enable the 3GPP to securely
provide a network service capability for an AF (for exam-
ple, a service capability server (Services Capability Serv-
er, SCS) or an application server (Application Server,
AS)) of a third party, and the like. For example, in 5G,
the network exposure function network element may be
an NEF (network exposure function) network element,
for example, as shown in FIG. 2. In future communica-
tions such as 6G, the network exposure function network
element may still be an NEF network element or have
another name. This is not limited in this application. When
the network exposure function network element is an
NEF, the NEF may provide an Nnef service for another
network function network element.
[0237] The user plane function network element may
be configured to forward user plane data of the terminal
device, and is mainly configured to: perform data packet
routing and forwarding, perform mobility anchoring, sup-
port routing of a service flow to the data network by using
an uplink classifier, support a multi-homed packet data
unit (Packet Data Unit, PDU) session by using a branch
point, and the like. For example, in 5G, the user plane
function network element may be a UPF (user plane func-
tion) network element, for example, as shown in FIG. 2.
In future communications such as 6G, the user plane
function network element may still be a UPF network el-
ement or have another name. This is not limited in this
application.
[0238] Each network element in the core network may
also be referred to as a function entity, and may be a
network element implemented on dedicated hardware,
or may be a software instance run on dedicated hard-
ware, or an instance of a virtualization function on a prop-
er platform. For example, the virtualization platform may
be a cloud platform.
[0239] It should be noted that the architecture of the
communications system shown in FIG. 2 is not limited to
including only the network elements shown in the figure,

and may further include other devices not shown in the
figure, which are not specifically described herein one by
one in this application.
[0240] It should be noted that a distribution form of the
network elements in the core network is not limited in the
embodiments of this application. The distribution form
shown in FIG. 2 is merely an example, and is not limited
in this application.
[0241] For ease of description, the network elements
shown in FIG. 2 are used as examples for description
subsequently in this application, and an XX network el-
ement is directly referred to as XX. It should be under-
stood that a name of each network element in this appli-
cation is merely used as an example, and the network
element may also have another name in future commu-
nication, or the network element in this application may
be replaced with another entity or device that has a same
function in future communications. This is not limited in
this application. Unified descriptions are provided herein,
and details are not described below.
[0242] It should be noted that the communications sys-
tem shown in FIG. 2 does not constitute a limitation on
a communications system to which the embodiments of
this application are applicable. The architecture of the
communications system shown in FIG. 2 is a 5G system
architecture. Optionally, the method in this embodiment
of this application is further applicable to various future
communications systems, for example, a 6G or another
communications network.
[0243] A sleep method for a terminal device that is pro-
vided in an embodiment of this application is applicable
to the communications system shown in FIG. 2. Referring
to FIG. 3, a specific procedure of the method includes
the following steps.
[0244] Step 301: The terminal device monitors a signal
within a preset time.
[0245] DRX is configured for the terminal device. To
be specific, the terminal device uses the DRX cycle
shown in FIG. 1, the terminal device monitors and re-
ceives a PDCCH within the "On Duration" in the DRX
cycle, and the terminal device may not monitor or not
receive a PDCCH within the "Opportunity for DRX" time
to reduce power consumption.
[0246] In an optional implementation, the preset time
may be a time point, or may be a time period. For exam-
ple, when the preset time is a time point, the preset time
may be a specific time location of an offset (offset) before
the DRX cycle starts, such as a time point for signal mon-
itoring shown in FIG. 4. For another example, when the
preset time is a time point, the preset time may be a time
location at which the "On Duration" in the DRX cycle starts
(in other words, an offset in the solution shown in FIG. 4
is 0, for example, may be a time point for signal monitoring
shown in FIG. 5). For another example, when the preset
time is a time point, the preset time may be any moment
within the "On Duration" in the DRX cycle, such as a time
point for signal monitoring shown in FIG. 6. Alternatively,
the preset time may be any moment within an "active
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time" of DRX. For another example, when the preset time
is a time period, the preset time may be a time period
starting from a specific time location (which may be a
time point described above), and the time period is, for
example, one or more symbols (symbol), one or more
subframes (subframe), or one or more milliseconds; or
the preset time may be a time period before a specific
time location (which may be a time point described
above) ends, and the time period is, for example, one or
more symbols (symbol), one or more subframes (sub-
frame), or one or more milliseconds. For another exam-
ple, when the preset time is a time period, the preset time
may be the "On Duration time" in the DRX cycle, such
as a time period for signal monitoring shown in FIG. 6;
or the preset time may be an "active time" of DRX. It
should be noted that the preset time in the foregoing ex-
amples is merely used as an example, and is not intended
to limit the preset time in this application. There may be
a plurality of other cases of the preset time, which are
not enumerated one by one in this application.
[0247] In an optional implementation, that the terminal
device monitors a signal within a preset time may be spe-
cifically: The terminal device monitors a go-to-sleep sig-
nal, a wake-up signal, or an indication signal within the
preset time. The indication signal may include indication
information, and the indication information may indicate
go-to-sleep or wake-up, that is, go-to-sleep indication in-
formation and wake-up indication information. When the
indication signal indicates go-to-sleep, the indication sig-
nal includes the go-to-sleep indication information; or
when the indication signal indicates wake-up, the indica-
tion signal includes the wake-up indication information.
[0248] It should be understood that, in a process in
which the terminal device monitors a signal within the
preset time, the terminal device may receive a signal, or
may not receive a signal. In an optional implementation,
the signal may be in a form of a physical layer sequence,
downlink control information (downlink control informa-
tion, DCI), a medium access control (medium access
control, MAC) control element (control elements, CE)
(MAC CE), or a medium access control (medium access
control, MAC) protocol data unit (protocol data unit, PDU)
(MAC PDU).
[0249] In an optional implementation, when the termi-
nal device detects (that is, receives) the go-to-sleep sig-
nal within the preset time, or does not detect the wake-
up signal within the preset time, or detects an indication
signal including the go-to-sleep indication information
within the preset time, the terminal device does not need
to start onDurationTimer in subsequent n (n is an integer
greater than or equal to 1) DRX cycles, or the terminal
device does not need to start onDurationTimer within
subsequent specified duration, in other words, the termi-
nal device may go to sleep, where onDurationTimer may
also be denoted as drx-onDurationTimer. In this embod-
iment of this application, only onDurationTimer is used
as an example for description. It should be understood
that onDurationTimer may be replaced with drx-onDura-

tionTimer.
[0250] In an optional implementation, when the termi-
nal device detects (that is, receives) the wake-up signal
within the preset time, or does not detect the go-to-sleep
signal within the preset time, or detects an indication sig-
nal including the wake-up information within the preset
time, the terminal device needs to wake up in subsequent
n (n is an integer greater than or equal to 1) DRX cycles,
or the terminal device needs to be awake within subse-
quent specified duration, in other words, the terminal de-
vice needs to start onDurationTimer.
[0251] In an optional implementation, the specified du-
ration may be an absolute time length, for example, N
milliseconds (ms), N subframes (subframe), N symbols
(symbol), N slots (slot), or N physical downlink control
channel monitoring occasions (PDCCH monitoring oc-
casion), where N is a number greater than zero or N is
an integer greater than zero. Alternatively, the sleep du-
ration may be in a unit of a DRX cycle or in a unit of "On
Duration", for example, N DRX cycles or N pieces of "On
Duration", where N is an integer greater than 0. Certainly,
the foregoing example is merely an example. The sleep
duration may alternatively be other time length informa-
tion. This is not specifically limited in this application.
[0252] It should be noted that step 301 is an optional
step. To be specific, the terminal device may not perform
this step, but whether the terminal device receives a
wake-up indication signal within the preset duration is
determined in another manner, and then step 302 is per-
formed. This is not limited in this application.
[0253] Step 302: If the terminal device receives no
wake-up indication signal within the preset time, and In-
activityTimer is running, the terminal device stops Inac-
tivityTimer.
[0254] InactivityTimer may also be denoted as drx-In-
activityTimer. In this embodiment of this application, only
InactivityTimer is used as an example for description. It
should be understood that InactivityTimer may be re-
placed with drx-InactivityTimer.
[0255] In an optional implementation, the terminal de-
vice may receive no wake-up indication signal within the
preset time in any one of the following three cases:
[0256] Case a1: The terminal device receives a go-to-
sleep signal within the preset time.
[0257] Case a2: The terminal device does not receive
a wake-up signal within the preset time.
[0258] Case a3: The terminal device receives an indi-
cation signal within the preset time, where the indication
signal includes go-to-sleep indication information.
[0259] In the foregoing three cases, the terminal device
needs to go to sleep. Therefore, when InactivityTimer is
running, the terminal device needs to stop InactivityTim-
er. In this way, the terminal device can actually go to
sleep without being affected by InactivityTimer, and does
not need to additionally remain active for a period of time,
so that power consumption can be better reduced, there-
by meeting a power consumption reduction requirement.
[0260] In an optional implementation, that the terminal
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device stops InactivityTimer may be specifically: The ter-
minal device stops InactivityTimer when (or after) receiv-
ing no wake-up indication signal within the preset time;
or the terminal device stops InactivityTimer when a next
DRX cycle of a (current) DRX cycle starts. For example,
the (current) DXR cycle is a DRX cycle in which the preset
time is located, and the start of the next DRX cycle means
a start location of "On Duration" of the next DRX cycle.
It should be noted that both a (current) cycle and a next
cycle in the following embodiments of this application
may be understood as the foregoing descriptions, and
repeated parts are not described again below.
[0261] In an optional implementation, in Case a1 and
Case a3, the terminal device stops InactivityTimer when
(or after) receiving no wake-up indication signal within
the preset time, which may be specifically that the termi-
nal device stops InactivityTimer when (or after) receiving
the go-to-sleep signal or the indication signal.
[0262] In an optional implementation, if InactivityTimer
is running, the terminal device may further reset Inactiv-
ityTimer, in other words, set a value of InactivityTimer to
an initial value (for example, 0). In this way, when Inac-
tivityTimer needs to be started next time, InactivityTimer
may be enabled to start timing from 0, to avoid affecting
a normal procedure.
[0263] In an existing DRX mechanism, if a short DRX
cycle is configured for the terminal device, when Inactiv-
ityTimer expires, the terminal device needs to start or
restart a short cycle timer ShortCycleTimer, so that the
terminal device uses the short DRX cycle. Therefore, in
an optional implementation, the terminal device stops In-
activityTimer, and the terminal device starts or restarts
ShortCycleTimer. In this way, when the terminal device
stops InactivityTimer in time, an original DRX mechanism
remains unchanged, so that the terminal device can con-
tinue to use the short DRX cycle.
[0264] In an optional implementation, that the terminal
device starts or restarts ShortCycleTimer may be: The
terminal device starts or restarts ShortCycleTimer when
(or after) receiving no wake-up indication signal within
the preset time, or the terminal device starts or restarts
ShortCycleTimer when a next DRX cycle of a (current)
DRX cycle starts. In other words, the terminal device
starts or restarts ShortCycleTimer while stopping Inac-
tivityTimer.
[0265] In addition, when the terminal device receives
no wake-up indication signal within the preset time, a
network device (for example, a base station) does not
schedule the terminal device in a subsequent period of
time. In this case, the terminal may not use a short DRX
cycle subsequently, but use a long DRX cycle, so as to
achieve an objective of saving more power. Therefore,
in an optional implementation, the terminal device stops
InactivityTimer, and the terminal device uses the long
DRX cycle.
[0266] In an optional implementation, when the termi-
nal device needs to use a long DRX cycle, if ShortCycle-
Timer is running, the terminal device stops ShortCycle-

Timer, or the terminal device stops and resets ShortCy-
cleTimer. In this way, the terminal device can success-
fully switch from a short DRX cycle to a long DRX cycle.
[0267] In an optional implementation, that the terminal
device stops ShortCycleTimer, or stops and resets Short-
CycleTimer may be specifically: The terminal device
stops ShortCycleTimer, or stops and resets ShortCycle-
Timer when (or after) receiving no wake-up indication
signal within the preset time; or the terminal device stops
ShortCycleTimer, or stops and resets ShortCycleTimer
when a next DRX cycle of a (current) DRX cycle starts.
[0268] In an optional implementation, if onDuration-
Timer is running, the terminal device stops onDuration-
Timer, where onDurationTimer may also be denoted as
drx-onDurationTimer. In this embodiment of this applica-
tion, only onDurationTimer is used as an example for
description. It should be understood that onDurationTim-
er may be replaced with drx-onDurationTimer. For ex-
ample, that the terminal device receives no wake-up in-
dication signal within "On Duration" in a DRX cycle may
also be understood as that the preset time is within the
"On Duration" in the DRX cycle. In this case, onDuration-
Timer may be running, and the terminal device stops on-
DurationTimer.
[0269] In an optional implementation, that the terminal
device stops onDurationTimer may be specifically: The
terminal device stops onDurationTimer when (or after)
receiving no wake-up indication signal within the preset
time; or the terminal device stops onDurationTimer when
a next DRX cycle of a (current) DRX cycle starts.
[0270] In an optional implementation, in Case a1 and
Case a3, that the terminal device stops onDurationTimer
when (or after) receiving no wake-up indication signal
within the preset time may be specifically: The terminal
device stops onDurationTimer when (or after) receiving
the go-to-sleep signal or the indication signal.
[0271] In an optional implementation, if onDuration-
Timer is running, the terminal device may further reset
onDurationTimer, in other words, set a value of onDura-
tionTimer to an initial value (for example, 0). In this way,
when onDurationTimer needs to be started next time,
onDurationTimer may be enabled to start timing from 0,
to avoid affecting a normal procedure.
[0272] In an optional implementation, if the signal is
DCI, the terminal device does not start or restart the ac-
tivity timer InactivityTimer. Specifically, in the prior art,
when the terminal device receives DCI (a PDCCH) indi-
cating new transmission, the terminal device needs to
start or restart InactivityTimer, so as to receive subse-
quently scheduled data. However, in this implementa-
tion, because the first message is not directly related to
data scheduling, the terminal device does not need to
start or restart InactivityTimer. In a specific implementa-
tion, in addition to indicating wake-up or sleep event in-
formation of the terminal device, the signal may further
have another indication function. For example, the signal
may further indicate new transmission. When the signal
is DCI indicating new transmission, the terminal device
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does not start or restart InactivityTimer.
[0273] According to the sleep method for the terminal
device that is provided in this embodiment of this appli-
cation, if the terminal device receives no wake-up indi-
cation signal within the preset time, and InactivityTimer
is running, the terminal device stops InactivityTimer. This
can avoid the following case in the prior art: If Inactivity-
Timer is running, even if the terminal device is indicated
to go to sleep, the terminal device still needs to remain
active for a period of time until the end of the timer. In
other words, according to the foregoing method, the ter-
minal device may actually sleep, so that power consump-
tion can be better reduced, thereby meeting a power con-
sumption reduction requirement.
[0274] According to the foregoing embodiments, an
embodiment of this application further provides a sleep
method for a terminal device, and the method is applica-
ble to the communications system shown in FIG. 2. Re-
ferring to FIG. 7, a specific procedure of the method in-
cludes the following steps.
[0275] Step 701: The terminal device monitors a signal
within a preset time.
[0276] Specifically, step 701 is similar to step 301 in
the embodiment shown in FIG. 3. For details, refer to the
descriptions in step 301, and repeated parts are not de-
scribed herein again.
[0277] Step 702: If the terminal device receives no
wake-up indication signal within the preset time, and Re-
transmissionTimer is running, the terminal device stops
RetransmissionTimer.
[0278] RetransmissionTimer may also be denoted as
drx-RetransmissionTimer. In this embodiment of this ap-
plication, only RetransmissionTimer is used as an exam-
ple for description. It should be understood that Retrans-
missionTimer may be replaced with drx-Retransmission-
Timer.
[0279] In an optional implementation, a case in which
the terminal device receives no wake-up indication signal
within the preset time is the same as a case in which the
terminal device receives no wake-up indication signal
within the preset time in step 302 shown in FIG. 3. For
details, refer to the related descriptions in step 302, and
repeated parts are not described herein again.
[0280] In an optional implementation, Retransmission-
Timer may be an uplink retransmission timer (Retrans-
missionTimer (uplink, UL)) and/or a downlink retransmis-
sion timer (RetransmissionTimer (downlink, DL)). Re-
transmissionTimer UL may also be denoted as drx-Re-
transmissionTimer UL, and RetransmissionTimer DL
may also be denoted as drx-RetransmissionTimer DL.
In this embodiment of this application, only Retransmis-
sionTimer UL and RetransmissionTimer DL are used as
examples for description. It should be understood that
RetransmissionTimer UL may be replaced with drx-Re-
transmissionTimer UL, and RetransmissionTimer DL
may be replaced with drx-RetransmissionTimer DL.
[0281] In an optional implementation, based on a spe-
cific status of RetransmissionTimer, if Retransmission-

Timer is running, the terminal device may stop Retrans-
missionTimer specifically in the following three cases:
[0282] Case b 1: If RetransmissionTimer UL is running,
the terminal device stops RetransmissionTimer UL.
[0283] Case b2: If RetransmissionTimer DL is running,
the terminal device stops RetransmissionTimer DL.
[0284] Case b3: If RetransmissionTimer UL and Re-
transmissionTimer DL are running, the terminal device
stops RetransmissionTimer UL and RetransmissionTim-
er DL.
[0285] In an optional implementation, that the terminal
device stops RetransmissionTimer may be specifically:
The terminal device stops RetransmissionTimer when
(or after) receiving no wake-up indication signal within
the preset time; or the terminal device stops Retransmis-
sionTimer when a next DRX cycle of a (current) DRX
cycle starts.
[0286] In an optional implementation, in Case a1 and
Case a3, that the terminal device stops Retransmission-
Timer when (or after) receiving no wake-up indication
signal within the preset time may be specifically: The ter-
minal device stops RetransmissionTimer when (or after)
receiving the go-to-sleep signal or the indication signal
[0287] In an optional implementation, if Retransmis-
sionTimer is running, the terminal device may further re-
set RetransmissionTimer, in other words, set a value of
RetransmissionTimer to an initial value (for example, 0).
In this way, when RetransmissionTimer needs to be start-
ed next time, RetransmissionTimer may be enabled to
start timing from 0, to avoid affecting a normal procedure.
[0288] According to the sleep method for the terminal
device that is provided in this embodiment of this appli-
cation, if the terminal device receives no wake-up indi-
cation signal within the preset time, and Retransmission-
Timer is running, the terminal device stops Retransmis-
sionTimer. This can avoid the following case in the prior
art: If RetransmissionTimer is running, even if the termi-
nal device is indicated to go to sleep, the terminal device
still needs to remain active for a period of time until the
end of the timer. In other words, according to the forego-
ing method, the terminal device may actually sleep, so
that power consumption can be better reduced, thereby
meeting a power consumption reduction requirement.
[0289] According to the foregoing embodiments, an
embodiment of this application further provides a sleep
method for a terminal device, and the method is applica-
ble to the communications system shown in FIG. 2. Re-
ferring to FIG. 8, a specific procedure of the method in-
cludes the following steps.
[0290] Step 801: The terminal device monitors a signal
within a preset time.
[0291] Specifically, step 801 is similar to step 301 in
the embodiment shown in FIG. 3. For details, refer to the
descriptions in step 301, and repeated parts are not de-
scribed herein again.
[0292] Step 802: If the terminal device receives no
wake-up indication signal within the preset time, and In-
activityTimer and RetransmissionTimer are running, the
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terminal device stops InactivityTimer and Retransmis-
sionTimer.
[0293] InactivityTimer is similar to InactivityTimer in the
embodiment shown in FIG. 3. For details, refer to the
descriptions of InactivityTimer in the embodiment shown
in FIG. 3, and repeated parts are not described herein
again. Likewise, RetransmissionTimer is similar to Re-
transmissionTimer in the embodiment shown in FIG. 7.
For details, refer to the descriptions of Retransmission-
Timer in the embodiment shown in FIG. 3, and repeated
parts are not described herein again.
[0294] In an optional implementation, Retransmission-
Timer may be RetransmissionTimer UL and/or Retrans-
missionTimer DL. Therefore, if InactivityTimer and Re-
transmissionTimer are running, the terminal device may
stop InactivityTimer and RetransmissionTimer specifi-
cally in the following three cases:
[0295] Case c1: If InactivityTimer and Retransmission-
Timer UL are running, the terminal device stops Inactiv-
ityTimer and RetransmissionTimer UL.
[0296] Case c2: If InactivityTimer and Retransmission-
Timer DL are running, the terminal device stops Inactiv-
ityTimer and RetransmissionTimer DL.
[0297] Case c3: If InactivityTimer, RetransmissionTim-
er UL, and RetransmissionTimer DL are running, the ter-
minal device stops InactivityTimer, RetransmissionTimer
UL, and RetransmissionTimer DL.
[0298] In an optional implementation, that the terminal
device stops InactivityTimer and RetransmissionTimer
may be specifically: The terminal device stops Inactivit-
yTimer and RetransmissionTimer when (or after) receiv-
ing no wake-up indication signal within the preset time;
or the terminal device stops InactivityTimer and Retrans-
missionTimer when a next DRX cycle of a (current) DRX
cycle starts.
[0299] A related solution in which the terminal device
stops InactivityTimer is similar to the related solution in
step 302 in the embodiment shown in FIG. 3. For details,
reference may be made to each other, and descriptions
are not provided herein again. In addition, a related so-
lution in which the terminal device stops Retransmission-
Timer is similar to the related solution in step 702 in the
embodiment shown in FIG. 7. For details, reference may
be made to each other, and descriptions are not provided
herein again.
[0300] In an optional implementation, if InactivityTimer
and RetransmissionTimer are running, the terminal de-
vice may further reset InactivityTimer and Retransmis-
sionTimer, in other words, set values of InactivityTimer
and RetransmissionTimer to initial values (for example,
0). In this way, when InactivityTimer and Retransmission-
Timer need to be started next time, InactivityTimer and
RetransmissionTimer may be enabled to start timing from
0, to avoid affecting a normal procedure.
[0301] According to the sleep method for the terminal
device that is provided in this embodiment of this appli-
cation, if the terminal device receives no wake-up indi-
cation signal within the preset time, and InactivityTimer

and RetransmissionTimer are running, the terminal de-
vice stops InactivityTimer and RetransmissionTimer.
This can avoid the following case in the prior art: If Inac-
tivityTimer and RetransmissionTimer are running, even
if the terminal device is indicated to go to sleep, the ter-
minal device still needs to remain active for a period of
time until the end of the timers. In other words, according
to the foregoing method, the terminal device may actually
sleep, so that power consumption can be better reduced,
thereby meeting a power consumption reduction require-
ment.
[0302] An embodiment of this application further pro-
vides a sleep method for a terminal device, and the meth-
od is applicable to the communications system shown in
FIG. 2. Referring to FIG. 9, a specific procedure of the
method includes the following steps.
[0303] Step 901: The terminal device receives a go-to-
sleep indication signal from a communications device.
[0304] The terminal device may configure DRX, or may
not configure DRX. This is not limited in this embodiment.
[0305] In an optional implementation, that the terminal
device receives a go-to-sleep indication signal from the
communications device may be specifically: The terminal
device receives a go-to-sleep signal from the communi-
cations device; or the terminal device receives an indi-
cation signal from the communications device, where the
indication signal includes go-to-sleep indication informa-
tion. A case of the go-to-sleep signal and a case of the
indication signal including the go-to-sleep indication in-
formation are similar to the case of the go-to-sleep signal
and the case of the signal including the go-to-sleep indi-
cation information in step 301 in the embodiment shown
in FIG. 3, and reference may be made to each other.
[0306] In an optional implementation, a form of the go-
to-sleep indication signal is similar to a form of the wake-
up indication signal in the embodiment shown in FIG. 3.
For details, refer to the related descriptions of the signal
form in step 301, and descriptions are not provided herein
again.
[0307] In an optional implementation, the communica-
tions device may be a network device such as a base
station, or may be another device such as a terminal de-
vice. Optionally, in a device-to-device (device-to-device,
D2D) scenario, terminal devices may directly communi-
cate with each other without using a network device. In
this case, a terminal device may receive a signal sent by
another terminal device.
[0308] Step 902: The terminal device starts or restarts
a sleep timer, and sleeps during running of the sleep
timer, where that the terminal device sleeps during run-
ning of the sleep timer may include: The terminal device
does not monitor a PDCCH during running of the sleep
timer.
[0309] In an optional implementation, the terminal de-
vice may further sleep during running of the sleep timer
in the following three manners:
[0310] Manner d1: The terminal device does not send
a type-0-triggered sounding reference signal (type-0-trig-
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gered SRS (sounding reference signal, SRS)) during run-
ning of the sleep timer.
[0311] Manner d2: Alternatively, the terminal device
does not report channel state information (channel state
information, CSI) during running of the sleep timer.
[0312] Manner d3: The terminal device does not send
the type-0-triggered SRS and does not report the CSI
during running of the sleep timer.
[0313] In an optional implementation, before the termi-
nal device receives the go-to-sleep indication signal from
the communications device (in other words, performs the
foregoing step), the terminal device further receives
sleep duration configured by the communications device.
For example, the terminal device may receive an RRC
message, where the RRC message includes the sleep
duration configured by the communications device. In
this way, the terminal device may subsequently configure
required sleep duration for the sleep timer. It should be
noted that, when the sleep timer is started or restarted,
the sleep timer runs for such a long time as "sleep dura-
tion". When the sleep timer runs for such a long time as
"sleep duration", it may be considered that the sleep timer
expires.
[0314] In an optional implementation, the signal in-
cludes indication information, and the indication informa-
tion indicates sleep duration. That the indication informa-
tion indicates sleep duration may be: The indication in-
formation may be directly the sleep duration. In this case,
the terminal device may directly learn of the sleep dura-
tion. Alternatively, the indication information may indicate
one of at least one piece of duration configured by the
communications device, and the indicated duration is
used as the sleep duration. For example, when the com-
munications device configures 10 pieces of duration, and
the indication information is 3, the indication information
may indicate that the third duration in the 10 pieces of
duration arranged in sequence is the sleep duration. Cer-
tainly, the foregoing example is merely an example. The
indication information may alternatively indicate the
sleep duration in another manner. This is not specifically
limited in this application.
[0315] In an optional implementation, when the indica-
tion information indicates one of at least one piece of
duration configured by the communications device, be-
fore the terminal device receives the go-to-sleep indica-
tion signal from the communications device, the terminal
device further receives the at least one piece of duration
configured by the communications device. For example,
the terminal device may receive an RRC message, where
the RRC message includes the at least one piece of du-
ration configured by the communications device, and the
sleep duration is one of the at least one piece of duration.
[0316] In an optional implementation, after the terminal
device learns of the sleep duration in either of the fore-
going manners, and before the terminal device starts or
restarts the sleep timer, the terminal device further con-
figures timing duration of the sleep timer as the sleep
duration. In this way, the terminal device may sleep for

the sleep duration as required.
[0317] In an optional implementation, the sleep dura-
tion may be an absolute time length, for example, N ms,
N subframes (subframe), N symbols (symbol), N slots
(slot), or N physical downlink control channel monitoring
occasions (PDCCH monitoring occasion), where N is a
number greater than zero or N is an integer greater than
zero. Alternatively, the sleep duration may be in a unit of
a DRX cycle or in a unit of "On Duration", for example,
N DRX cycles or N pieces of "On Duration", where N is
an integer greater than 0. Certainly, the foregoing exam-
ple is merely an example. The sleep duration may alter-
natively be other time length information. This is not spe-
cifically limited in this application.
[0318] In an optional implementation, if the go-to-sleep
indication signal is DCI, the terminal device does not start
or restart an activity timer InactivityTimer. Specifically, in
the prior art, when the terminal device receives DCI (a
PDCCH) indicating new transmission, the terminal de-
vice needs to start or restart InactivityTimer, so as to re-
ceive subsequently scheduled data. However, in this im-
plementation, because the first message is not directly
related to data scheduling, the terminal device does not
need to start or restart InactivityTimer. In a specific im-
plementation, in addition to indicating wake-up or sleep
event information of the terminal device, the go-to-sleep
indication signal may further have another indication
function. For example, the go-to-sleep indication signal
may further indicate new transmission. When the go-to-
sleep indication signal is DCI indicating new transmis-
sion, the terminal device does not start or restart Inactiv-
ityTimer.
[0319] In an optional implementation, a priority of the
sleep timer is higher than that of another "active time"
timer. For example, when onDurationTimer and Inactiv-
ityTimer are running, the terminal device sleeps as long
as the sleep timer is running. For another example, when
onDurationTimer, InactivityTimer, and Retransmission-
Timer are all running, the terminal device sleeps as long
as the sleep timer is running.
[0320] According to the sleep method for the terminal
device that is provided in this embodiment of this appli-
cation, after receiving the go-to-sleep indication signal
from the communications device, the terminal device
starts or restarts the sleep timer, and sleeps during run-
ning of the sleep timer. That the terminal device sleeps
during running of the sleep timer includes: The terminal
device does not monitor a PDCCH during running of the
sleep timer. According to the foregoing method, the ter-
minal device may actually sleep, so that power consump-
tion can be better reduced, thereby meeting a power con-
sumption reduction requirement.
[0321] According to the foregoing embodiments, an
embodiment of this application further provides a sleep
method for a terminal device, and the method is applica-
ble to the communications system shown in FIG. 2. Re-
ferring to FIG. 10, a specific procedure of the method
includes the following steps.
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[0322] Step 1001: The terminal device monitors a sig-
nal.
[0323] In an optional implementation, the terminal de-
vice may monitor a signal within preset duration. Specif-
ically, when the terminal device monitors a signal within
the preset duration, step 1001 is similar to step 301 in
the embodiment shown in FIG. 3. For details, refer to the
descriptions in step 301, and repeated parts are not de-
scribed herein again.
[0324] Step 1002: If the terminal device receives a go-
to-sleep indication signal, and InactivityTimer is running,
the terminal device stops InactivityTimer.
[0325] In an optional implementation, that the terminal
device receives a go-to-sleep indication signal may spe-
cifically include: The terminal device receives a go-to-
sleep signal; or the terminal device receives an indication
signal, where the indication signal includes go-to-sleep
indication information.
[0326] In an optional implementation, if InactivityTimer
is running, the terminal device stops InactivityTimer. This
is similar to the method in which the terminal device stops
InactivityTimer if InactivityTimer is running in step 302 in
the embodiment shown in FIG. 3. For details, refer to the
related descriptions in step 302, and repeated parts are
not described herein again.
[0327] According to the sleep method for the terminal
device that is provided in this embodiment of this appli-
cation, if the terminal device receives the go-to-sleep in-
dication signal, and InactivityTimer is running, the termi-
nal device stops InactivityTimer. This can avoid the fol-
lowing case in the prior art: If InactivityTimer is running,
even if the terminal device is indicated to go to sleep, the
terminal device still needs to remain active for a period
of time until the end of the timer. In other words, according
to the foregoing method, the terminal device may actually
sleep, so that power consumption can be better reduced,
thereby meeting a power consumption reduction require-
ment.
[0328] According to the foregoing embodiments, an
embodiment of this application further provides a sleep
method for a terminal device, and the method is applica-
ble to the communications system shown in FIG. 2. Re-
ferring to FIG. 11, a specific procedure of the method
includes the following steps.
[0329] Step 1101: The terminal device monitors a sig-
nal.
[0330] In an optional implementation, the terminal de-
vice may monitor a signal within preset duration. Specif-
ically, when the terminal device monitors a signal within
the preset duration, step 1101 is similar to step 301 in
the embodiment shown in FIG. 3. For details, refer to the
descriptions in step 301, and repeated parts are not de-
scribed herein again.
[0331] Step 1102: If the terminal device receives a go-
to-sleep indication signal, and RetransmissionTimer is
running, the terminal device stops RetransmissionTimer.
[0332] In an optional implementation, a case in which
the terminal device receives the go-to-sleep indication

signal is the same as the case in which the terminal device
receives the go-to-sleep indication signal in step 1001.
For details, reference may be made to each other, and
repeated parts are not described herein again.
[0333] In an optional implementation, if Retransmis-
sionTimer is running, the terminal device stops Retrans-
missionTimer. This is similar to the related method in step
702 in the embodiment shown in FIG. 7. For details, refer
to the related descriptions in step 702, and repeated parts
are not described herein again.
[0334] According to the sleep method for the terminal
device that is provided in this embodiment of this appli-
cation, if the terminal device receives a wake-up indica-
tion signal, and RetransmissionTimer is running, the ter-
minal device stops RetransmissionTimer. This can avoid
the following case in the prior art: If RetransmissionTimer
is running, even if the terminal device is indicated to go
to sleep, the terminal device still needs to remain active
for a period of time until the end of the timer. In other
words, according to the foregoing method, the terminal
device may actually sleep, so that power consumption
can be better reduced, thereby meeting a power con-
sumption reduction requirement.
[0335] According to the foregoing embodiments, an
embodiment of this application further provides a sleep
method for a terminal device, and the method is applica-
ble to the communications system shown in FIG. 2. Re-
ferring to FIG. 12, a specific procedure of the method
includes the following steps.
[0336] Step 1201: The terminal device monitors a sig-
nal
[0337] In an optional implementation, the terminal de-
vice may monitor a signal within preset duration. Specif-
ically, when the terminal device monitors a signal within
the preset duration, step 1101 is similar to step 301 in
the embodiment shown in FIG. 3. For details, refer to the
descriptions in step 301, and repeated parts are not de-
scribed herein again.
[0338] Step 1202: If the terminal device receives a go-
to-sleep indication signal, and InactivityTimer and Re-
transmissionTimer are running, the terminal device stops
InactivityTimer and RetransmissionTimer.
[0339] In an optional implementation, a case in which
the terminal device receives the go-to-sleep indication
signal is the same as the case in which the terminal device
receives the go-to-sleep indication signal in step 1001.
For details, reference may be made to each other, and
repeated parts are not described herein again.
[0340] In an optional implementation, that the terminal
device stops InactivityTimer and RetransmissionTimer
is similar to the related method in step 802 in the embod-
iment shown in FIG. 8. For details, refer to the related
descriptions in step 802, and repeated parts are not de-
scribed herein again.
[0341] According to the sleep method for the terminal
device that is provided in this embodiment of this appli-
cation, if the terminal device receives the go-to-sleep in-
dication signal, and InactivityTimer and Retransmission-
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Timer are running, the terminal device stops Inactivity-
Timer and RetransmissionTimer. This can avoid the fol-
lowing case in the prior art: If InactivityTimer and Re-
transmissionTimer are running, even if the terminal de-
vice is indicated to go to sleep, the terminal device still
needs to remain active for a period of time until the end
of the timers. In other words, according to the foregoing
method, the terminal device may actually sleep, so that
power consumption can be better reduced, thereby meet-
ing a power consumption reduction requirement.
[0342] According to the foregoing embodiments, an
embodiment of this application further provides a sleep
method for a terminal device, and the method is applica-
ble to the communications system shown in FIG. 2. Re-
ferring to FIG. 13, a specific procedure of the method
includes the following steps.
[0343] Step 1301: The terminal device receives an in-
dication message, where the indication message is used
to indicate the terminal device to stop a specific timer.
[0344] DRX is configured for the terminal device. To
be specific, the terminal device uses the DRX cycle
shown in FIG. 1, the terminal device monitors and re-
ceives a PDCCH within the "On Duration" in the DRX
cycle, and the terminal device may not monitor or not
receive a PDCCH within the "Opportunity for DRX" time
to reduce power consumption. The specific timer may be
one or more of onDurationTimer, InactivityTimer, and Re-
transmissionTimer (RetransmissionTimerUL and/or Re-
transmissionTimerDL). It should be noted that the indi-
cation message may be a new message, or may be a
message obtained by reusing an existing message (or
signaling) or by adding a function of "indicating the ter-
minal device to stop a specific timer" to an existing func-
tion of the existing message (or signaling). In other words,
in addition to a capability of "indicating the terminal device
to stop a specific timer", the indication message may fur-
ther have another function. This is not limited in this ap-
plication. For example, the indication message may be
obtained by reusing an existing long DRX control MAC
CE (Long DRX Command MAC CE), or the indication
message may be obtained by reusing an existing DRX
control MAC CE (DRX Command MAC CE).
[0345] In an optional implementation, the terminal de-
vice may receive an indication message from a commu-
nications device, for example, as shown in the figure.
Optionally, the communications device may be a network
device such as a base station, or may be another device
such as a terminal device.
[0346] In an optional implementation, the indication
message may be in a form of a physical layer sequence,
DCI, a MAC CE, or a MAC PDU.
[0347] In an optional implementation, the terminal de-
vice may receive the indication message when using a
long DRX cycle. In an optional implementation, in a sub-
sequent procedure, the terminal device continues to use
the long DRX cycle. In this case, the terminal device re-
ceives the indication message not to change a DRX cy-
cle, but mainly to stop one or more of onDurationTimer,

InactivityTimer, and RetransmissionTimer, in other
words, the terminal device may immediately go to sleep,
so as to achieve an objective of saving more power. For
example, when the network device finds that there is no
data to be sent to the terminal device subsequently, the
network device may send the indication message to the
terminal device, to indicate that the terminal device may
immediately go to sleep. It should be noted that, in an-
other optional implementation, the terminal device re-
ceives the indication message when using a long DRX
cycle, and uses a short DRX cycle after receiving the
indication message; or the terminal device receives the
indication message when using a short DRX cycle, and
continues to use the short DRX cycle after receiving the
indication message; or the terminal device receives the
indication message when using a short DRX cycle, and
uses a long DRX cycle after receiving the indication mes-
sage.
[0348] In an optional implementation, that the terminal
device receives the indication message when using a
short DRX cycle, and continues to use the short DRX
cycle after receiving the indication message further in-
cludes: The terminal device does not start or restart a
short cycle timer ShortCycleTimer. In this case, the ter-
minal device receives the indication message not to
change a DRX cycle and not to prolong a use time of a
short DRX cycle, but mainly to stop one or more of on-
DurationTimer, InactivityTimer, and RetransmissionTim-
er, in other words, the terminal device may immediately
go to sleep, so as to achieve an objective of saving more
power. In this case, if the terminal device starts or restarts
the short cycle timer ShortCycleTimer, a time period in
which the terminal device is in a short DRX cycle is pro-
longed, and a longer time is required to enter a long DRX
cycle. This is not conducive to power saving. Therefore,
the terminal device does not start or restart the short cycle
timer ShortCycleTimer, so that the cycle timer ShortCy-
cleTimer continues to perform timing, to enter a long DRX
cycle as soon as possible, thereby achieving an objective
of saving more power.
[0349] It should be noted that, if an existing message
(or signaling) such as a DRX control MAC CE (DRX Com-
mand MAC CE) is reused, and a function of "skipping
starting or restarting a short cycle timer ShortCycleTimer"
is added to an existing function of the existing message
(or signaling), in a possible manner, an indicator field
may be added to the existing message (or signaling),
where the indicator field indicates whether the short cycle
timer ShortCycleTimer needs to be started or restarted.
For example, when the indicator field is a first value, it
indicates that the short cycle timer ShortCycleTimer
needs to be started or restarted; or when the indicator
field is a second value, it indicates that the short cycle
timer ShortCycleTimer is not started or restarted.
[0350] Step 1302: If onDurationTimer is running, the
terminal device stops onDurationTimer.
[0351] In an optional implementation, that the terminal
device stops onDurationTimer may be specifically: The
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terminal device stops onDurationTimer when receiving
the indication message; or the terminal device stops on-
DurationTimer after receiving the indication message.
[0352] In an optional implementation, if onDuration-
Timer is running, the terminal device may further reset
onDurationTimer (the terminal device stops and resets
onDurationTimer), in other words, set a value of onDu-
rationTimer to an initial value (for example, 0). In this
way, when onDurationTimer needs to be started next
time, onDurationTimer may be enabled to start timing
from 0, to avoid affecting a normal procedure.
[0353] In an optional implementation, if Retransmis-
sionTimer is running, the terminal device stops Retrans-
missionTimer. RetransmissionTimer may be Retrans-
missionTimerUL and/or RetransmissionTimerDL. Re-
transmissionTimer UL may also be denoted as drx-Re-
transmissionTimer UL, and RetransmissionTimer DL
may also be denoted as drx-RetransmissionTimer DL.
In this embodiment of this application, only Retransmis-
sionTimer UL and RetransmissionTimer DL are used as
examples for description. It should be understood that
RetransmissionTimer UL may be replaced with drx-Re-
transmissionTimer UL, and RetransmissionTimer DL
may be replaced with drx-RetransmissionTimer DL.
[0354] In an optional implementation, based on a spe-
cific status of RetransmissionTimer, if Retransmission-
Timer is running, the terminal device may stop Retrans-
missionTimer specifically in the following three cases:
[0355] Case d1: If RetransmissionTimer UL is running,
the terminal device stops RetransmissionTimer UL.
[0356] Case d2: If RetransmissionTimer DL is running,
the terminal device stops RetransmissionTimer DL.
[0357] Case d3: If RetransmissionTimer UL and Re-
transmissionTimer DL are running, the terminal device
stops RetransmissionTimer UL and RetransmissionTim-
er DL.
[0358] In an optional implementation, that the terminal
device stops RetransmissionTimer may be specifically:
The terminal device stops RetransmissionTimer when
receiving the indication message; or the terminal device
stops RetransmissionTimer after receiving the indication
message.
[0359] In an optional implementation, if Retransmis-
sionTimer is running, the terminal device may further re-
set RetransmissionTimer (the terminal device stops and
resets RetransmissionTimer), in other words, set a value
of RetransmissionTimer to an initial value (for example,
0). In this way, when RetransmissionTimer needs to be
started next time, RetransmissionTimer may be enabled
to start timing from 0, to avoid affecting a normal proce-
dure.
[0360] According to the sleep method for the terminal
device that is provided in this embodiment of this appli-
cation, if the terminal device receives the indication mes-
sage, and onDurationTimer is running, the terminal de-
vice stops onDurationTimer. Therefore, the network de-
vice may stop onDurationTimer in time when determining
that the terminal device does not transmit data subse-

quently, so that the terminal device goes to sleep and
does not need to keep awake to receive a message. In
other words, according to the foregoing method, the ter-
minal device may go to sleep in time, so that power con-
sumption can be better reduced, thereby meeting a pow-
er consumption reduction requirement.
[0361] According to the foregoing embodiments, an
embodiment of this application further provides a sleep
method for a terminal device, and the method is applica-
ble to the communications system shown in FIG. 2. Re-
ferring to FIG. 14, a specific procedure of the method
includes the following steps.
[0362] Step 1401: The terminal device receives an in-
dication message, where the indication message is used
to indicate the terminal device to stop a specific timer,
and DRX is configured for the terminal device.
[0363] Specifically, step 1401 is similar to step 1301 in
the embodiment shown in FIG. 13. For details, refer to
the descriptions in step 1301, and repeated parts are not
described herein again.
[0364] Step 1402: If InactivityTimer is running, the ter-
minal device stops InactivityTimer.
[0365] In an optional implementation, that the terminal
device stops InactivityTimer may be specifically: The ter-
minal device stops InactivityTimer when receiving the in-
dication message; or the terminal device stops Inactivit-
yTimer after receiving the indication message.
[0366] In an optional implementation, if InactivityTimer
is running, the terminal device may further reset Inactiv-
ityTimer (the terminal device stops and resets Inactivity-
Timer), in other words, set a value of InactivityTimer to
an initial value (for example, 0). In this way, when Inac-
tivityTimer needs to be started next time, InactivityTimer
may be enabled to start timing from 0, to avoid affecting
a normal procedure.
[0367] In an optional implementation, if Retransmis-
sionTimer is running, the terminal device stops Retrans-
missionTimer. RetransmissionTimer may be Retrans-
missionTimerUL and/or RetransmissionTimerDL. For
detailed descriptions of RetransmissionTimer and de-
tailed descriptions of stopping RetransmissionTimer by
the terminal device, refer to the related descriptions in
step 1302 in the embodiment shown in FIG. 13, and re-
peated parts are not described herein again.
[0368] According to the sleep method for the terminal
device that is provided in this embodiment of this appli-
cation, if the terminal device receives the indication mes-
sage, and InactivityTimer is running, the terminal device
stops InactivityTimer. Therefore, a network device may
stop InactivityTimer in time when determining that the
terminal device does not transmit data subsequently, so
that the terminal device goes to sleep and does not need
to keep awake to receive a message. In other words,
according to the foregoing method, the terminal device
may go to sleep in time, so that power consumption can
be better reduced, thereby meeting a power consumption
reduction requirement.
[0369] According to the foregoing embodiments, an
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embodiment of this application further provides a sleep
method for a terminal device, and the method is applica-
ble to the communications system shown in FIG. 2. Re-
ferring to FIG. 15, a specific procedure of the method
includes the following steps.
[0370] Step 1501: The terminal device receives an in-
dication message, where the indication message is used
to indicate the terminal device to stop a specific timer,
and DRX is configured for the terminal device.
[0371] Specifically, step 1501 is similar to step 1301 in
the embodiment shown in FIG. 13. For details, refer to
the descriptions in step 1301, and repeated parts are not
described herein again.
[0372] Step 1502: If onDurationTimer and Inactivity-
Timer are running, the terminal device stops onDuration-
Timer and InactivityTimer.
[0373] In an optional implementation, for details of
stopping onDurationTimer and InactivityTimer by the ter-
minal device, refer to the related descriptions of stopping
onDurationTimer by the terminal device in step 1302 and
the related descriptions of stopping InactivityTimer by the
terminal device in step 1402, and repeated parts are not
described herein again.
[0374] In an optional implementation, if Retransmis-
sionTimer is running, the terminal device stops Retrans-
missionTimer. RetransmissionTimer may be Retrans-
missionTimerUL and/or RetransmissionTimerDL. For
detailed descriptions of RetransmissionTimer and de-
tailed descriptions of stopping RetransmissionTimer by
the terminal device, refer to the related descriptions in
step 1302 in the embodiment shown in FIG. 13, and re-
peated parts are not described herein again.
[0375] According to the sleep method for the terminal
device that is provided in this embodiment of this appli-
cation, if the terminal device receives the indication mes-
sage, and onDurationTimer and InactivityTimer are run-
ning, the terminal device stops onDurationTimer and In-
activityTimer. Therefore, a network device may stop on-
DurationTimer and InactivityTimer in time when deter-
mining that the terminal device does not transmit data
subsequently, so that the terminal device goes to sleep
and does not need to keep awake to receive a message.
In other words, according to the foregoing method, the
terminal device may go to sleep in time, so that power
consumption can be better reduced, thereby meeting a
power consumption reduction requirement.
[0376] In the foregoing embodiments provided in this
application, the solutions of the sleep methods for the
terminal device that are provided in the embodiments of
this application are separately described from the per-
spective of interaction between network elements or de-
vices. It may be understood that, to implement the fore-
going functions, each network element or device such
as the terminal device includes a corresponding hard-
ware structure and/or software module to perform each
function. A person skilled in the art should easily be aware
that, in combination with units and algorithm steps of the
examples described in the embodiments disclosed in this

application, this application may be implemented by
hardware or a combination of hardware and computer
software. Whether a function is performed by hardware
or hardware driven by computer software depends on
particular applications and design constraints of the tech-
nical solutions. A person skilled in the art may use differ-
ent methods to implement the described functions for
each particular application, but it should not be consid-
ered that the implementation goes beyond the scope of
this application.
[0377] For example, when the terminal device provid-
ed in this application implements a corresponding func-
tion by using a software module, the terminal device may
include a receiving unit 1601 and a processing unit 1602.
For details, refer to a schematic structural diagram shown
in FIG. 16.
[0378] In an embodiment, the terminal device shown
in FIG. 16 may be configured to perform the operations
of the terminal device in the embodiments shown in FIG.
3, FIG. 7, and FIG. 8. Examples are as follows:
[0379] The receiving unit 1601 is configured to receive
a signal. The processing unit 1602 is configured to: in a
case in which the receiving unit 1601 receives no wake-
up indication signal within a preset time, if an activity timer
InactivityTimer is running, stop InactivityTimer; or if a re-
transmission timer RetransmissionTimer is running, stop
RetransmissionTimer; or if InactivityTimer and Retrans-
missionTimer are running, stop InactivityTimer and Re-
transmissionTimer, where discontinuous reception DRX
is configured for the terminal device.
[0380] In an optional implementation, when receiving
no wake-up indication signal within the preset time, the
receiving unit 1601 is specifically configured to: receive
a go-to-sleep signal within the preset time; or skip receiv-
ing a wake-up signal within the preset time; or receive
an indication signal within the preset time, where the in-
dication signal includes go-to-sleep indication informa-
tion.
[0381] In an optional implementation, when stopping
InactivityTimer, the processing unit 1602 is specifically
configured to stop InactivityTimer when a next DRX cycle
of a (current) DRX cycle starts.
[0382] In an optional implementation, when stopping
RetransmissionTimer, the processing unit 1602 is spe-
cifically configured to stop RetransmissionTimer when a
next DRX cycle of a (current) DRX cycle starts.
[0383] In an optional implementation, the processing
unit 1602 is further configured to: if InactivityTimer is run-
ning, reset InactivityTimer; or if RetransmissionTimer is
running, reset RetransmissionTimer; or if InactivityTimer
and RetransmissionTimer are running, reset Inactivity-
Timer and RetransmissionTimer.
[0384] In an optional implementation, Retransmission-
Timer is an uplink retransmission timer Retransmission-
TimerUL and/or a downlink retransmission timer Re-
transmissionTimerDL.
[0385] In an optional implementation, the processing
unit 1602 is further configured to stop InactivityTimer,
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and start or restart a short cycle timer ShortCycleTimer.
[0386] In an optional implementation, the processing
unit 1602 is further configured to stop InactivityTimer,
and use a long DRX cycle.
[0387] In an optional implementation, the processing
unit 1602 is further configured to: if a short cycle timer
ShortCycleTimer is running, stop ShortCycleTimer, or
stop and reset ShortCycleTimer.
[0388] According to the foregoing terminal device, if
the terminal device receives no wake-up indication signal
within the preset time, and InactivityTimer and/or Re-
transmissionTimer are/is running, the terminal device
stops InactivityTimer and/or RetransmissionTimer. This
can avoid the following case in the prior art: If Inactivity-
Timer and/or RetransmissionTimer are/is running, even
if the terminal device is indicated to go to sleep, the ter-
minal device still needs to remain active for a period of
time until the end of the timers/timer. In other words, ac-
cording to the foregoing method, the terminal device may
actually sleep, so that power consumption can be better
reduced, thereby meeting a power consumption reduc-
tion requirement.
[0389] In another embodiment, the terminal device
shown in FIG. 16 may be further configured to perform
the operations of the terminal device in the embodiment
shown in FIG. 9. Examples are as follows:
[0390] The receiving unit 1601 is configured to receive
a go-to-sleep indication signal from a communications
device. The processing unit 1602 is configured to start
or restart a sleep timer, and sleep during running of the
sleep timer, where that the processing unit 1602 sleeps
during running of the sleep timer includes: skipping mon-
itoring a physical downlink control channel PDCCH dur-
ing running of the sleep timer.
[0391] In an optional implementation, that the process-
ing unit 1602 sleeps during running of the sleep timer
further includes:

skipping sending a type-0-triggered sounding refer-
ence signal type-0-triggered SRS during running of
the sleep timer; or skipping reporting channel state
information CSI during running of the sleep timer; or
skipping sending the type-0-triggered SRS and skip-
ping reporting the CSI during running of the sleep
timer.

[0392] In an optional implementation, when receiving
the go-to-sleep indication signal from the communica-
tions device, the receiving unit 1601 is specifically con-
figured to: receive a go-to-sleep signal from the commu-
nications device; or receive an indication signal from the
communications device, where the indication signal in-
cludes go-to-sleep indication information.
[0393] In an optional implementation, before receiving
the go-to-sleep indication signal from the communica-
tions device, the receiving unit 1601 is further configured
to receive sleep duration configured by the communica-
tions device.

[0394] In an optional implementation, the signal in-
cludes indication information, and the indication informa-
tion indicates sleep duration.
[0395] In an optional implementation, before receiving
the go-to-sleep indication signal from the communica-
tions device, the receiving unit 1601 is further configured
to receive at least one piece of duration configured by
the communications device, where the sleep duration is
one of the at least one piece of duration.
[0396] In an optional implementation, before starting
or restarting the sleep timer, the processing unit 1602 is
further configured to configure timing duration of the
sleep timer as the sleep duration.
[0397] According to the foregoing terminal device, after
receiving the go-to-sleep indication signal from the com-
munications device, the terminal device starts or restarts
the sleep timer, and sleeps during running of the sleep
timer. That the terminal device sleeps during running of
the sleep timer includes: The terminal device does not
monitor the PDCCH during running of the sleep timer.
According to the foregoing method, the terminal device
may actually sleep, so that power consumption can be
better reduced, thereby meeting a power consumption
reduction requirement.
[0398] In another embodiment, the terminal device
shown in FIG. 16 may be further configured to perform
the operations of the terminal device in the embodiments
shown in FIG. 10, FIG. 11, and FIG. 12. Examples are
as follows:
[0399] The receiving unit 1601 is configured to receive
a signal. The processing unit 1602 is configured to: in a
case in which the receiving unit 1601 receives a go-to-
sleep indication signal, if an activity timer InactivityTimer
is running, stop InactivityTimer; or if a retransmission tim-
er RetransmissionTimer is running, stop Retransmis-
sionTimer; or if InactivityTimer and RetransmissionTimer
are running, stop InactivityTimer and Retransmission-
Timer, where discontinuous reception DRX is configured
for the terminal device.
[0400] In an optional implementation, when receiving
the go-to-sleep indication signal, the receiving unit 1601
is specifically configured to: receive a go-to-sleep signal;
or receive an indication signal, where the indication signal
includes go-to-sleep indication information.
[0401] In an optional implementation, when stopping
InactivityTimer, the processing unit 1602 is specifically
configured to stop InactivityTimer when a next DRX cycle
of a (current) DRX cycle starts.
[0402] In an optional implementation, when stopping
RetransmissionTimer, the processing unit 1602 is spe-
cifically configured to stop RetransmissionTimer when a
next DRX cycle of a (current) DRX cycle starts.
[0403] In an optional implementation, the processing
unit 1602 is further configured to: if InactivityTimer is run-
ning, reset InactivityTimer; or if RetransmissionTimer is
running, reset RetransmissionTimer; or if InactivityTimer
and RetransmissionTimer are running, reset Inactivity-
Timer and RetransmissionTimer.
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[0404] In an optional implementation, Retransmission-
Timer is an uplink retransmission timer Retransmission-
TimerUL and/or a downlink retransmission timer Re-
transmissionTimerDL.
[0405] In an optional implementation, the processing
unit 1602 is further configured to stop InactivityTimer,
and start or restart a short cycle timer ShortCycleTimer.
[0406] In an optional implementation, the processing
unit 1602 is further configured to stop InactivityTimer,
and use a long DRX cycle.
[0407] In an optional implementation, the processing
unit 1602 is further configured to: if ShortCycleTimer is
running, stop ShortCycleTimer, or stop and reset Short-
CycleTimer.
[0408] According to the foregoing terminal device, if
the terminal device receives the go-to-sleep indication
signal, and InactivityTimer and/or RetransmissionTimer
are/is running, the terminal device stops InactivityTimer
and/or RetransmissionTimer. This can avoid the follow-
ing case in the prior art: If InactivityTimer and/or Retrans-
missionTimer are/is running, even if the terminal device
is indicated to go to sleep, the terminal device still needs
to remain active for a period of time until the end of the
timers/timer. In other words, according to the foregoing
method, the terminal device may actually sleep, so that
power consumption can be better reduced, thereby meet-
ing a power consumption reduction requirement.
[0409] In another embodiment, the terminal device
shown in FIG. 16 may be further configured to perform
the operations of the terminal device in the embodiments
shown inFIG. 13, FIG. 14, and FIG. 15. Examples are as
follows:
[0410] The receiving unit 1601 is configured to receive
an indication message, where the indication message is
used to indicate the terminal device to stop a specific
timer, and discontinuous reception DRX is configured for
the terminal device.
[0411] The processing unit 1602 is configured to: if an
on-duration timer onDurationTimer is running, stop on-
DurationTimer; or if an activity timer InactivityTimer is
running, stop InactivityTimer; or if onDurationTimer and
InactivityTimer are running, stop onDurationTimer and
InactivityTimer.
[0412] In an optional implementation, the processing
unit 1602 is further configured to: if onDurationTimer is
running, reset onDurationTimer; or if InactivityTimer is
running, reset InactivityTimer.
[0413] In an optional implementation, the processing
unit 1602 is further configured to: if a retransmission timer
RetransmissionTimer is running, stop Retransmission-
Timer. The RetransmissionTimer is an uplink retransmis-
sion timer RetransmissionTimerUL and/or a downlink re-
transmission timer RetransmissionTimerDL.
[0414] In an optional implementation, the processing
unit 1602 is further configured to: if RetransmissionTimer
is running, reset RetransmissionTimer.
[0415] In an optional implementation, the indication
message is a physical layer sequence, DCI, a MAC CE,

or a MAC PDU.
[0416] In an optional implementation, when receiving
the indication message, the receiving unit 1601 is spe-
cifically configured to receive the indication message
when the processing unit 1602 uses a long DRX cycle.
[0417] In an optional implementation, the processing
unit 1602 is further configured to continue to use the long
DRX cycle.
[0418] In an optional implementation, when receiving
the indication message, the receiving unit 1601 is spe-
cifically configured to receive the indication message
when the processing unit 1602 uses a short DRX cycle.
[0419] In an optional implementation, the processing
unit 1602 is further configured to continue to use the short
DRX cycle.
[0420] In an optional implementation, the processing
unit 1602 is further configured to skip starting or restarting
a short cycle timer ShortCycleTimer.
[0421] According to the foregoing terminal device, if
the terminal device receives the indication message, and
onDurationTimer and/or InactivityTimer are/is running,
the terminal device stops onDurationTimer and/or Inac-
tivityTimer. Therefore, when a network device deter-
mines that the terminal device does not transmit data
subsequently, onDurationTimer and/or InactivityTimer
are/is stopped in time, so that the terminal device sleeps
and does not need to keep awake to receive a message.
In other words, according to the foregoing method, the
terminal device may go to sleep in time, so that power
consumption can be better reduced, thereby meeting a
power consumption reduction requirement.
[0422] It should be noted that, in the embodiments of
this application, unit division is an example and is merely
logical function division, and may be other division during
actual implementation. Function units in the embodi-
ments of this application may be integrated into one
processing unit, or each of the units may exist alone phys-
ically, or two or more units are integrated into one unit.
The integrated unit may be implemented in a form of hard-
ware, or may be implemented in a form of a software
functional unit.
[0423] When the integrated unit is implemented in the
form of a software function unit and sold or used as an
independent product, the integrated unit may be stored
in a computer-readable storage medium. Based on such
an understanding, the technical solutions of this applica-
tion essentially, or the part contributing to the prior art,
or all or some of the technical solutions may be imple-
mented in a form of a software product. The computer
software product is stored in a storage medium and in-
cludes several instructions for indicating a computer de-
vice (which may be a personal computer, a server, a net-
work device, or the like) or a processor (processor) to
perform all or some of the steps of the methods in the
embodiments of this application. The foregoing storage
medium includes any medium that can store program
code, such as a USB flash drive, a removable hard disk,
a read-only memory (read-only memory, ROM), a ran-
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dom access memory (random access memory, RAM), a
magnetic disk, or an optical disc.
[0424] For another example, when the terminal device
implements a corresponding function by using hardware,
the terminal device may include a transceiver 1701 and
a processor 1702, and optionally, may further include a
memory 1703. For details, refer to a structural diagram
shown in FIG. 17. It should be understood that the ter-
minal device may include at least one processor and at
least one memory. FIG. 17 shows only an example of
one processor and one memory.
[0425] The processor 1702 may be a central process-
ing unit (central processing unit, CPU), a network proc-
essor (network processor, NP), a combination of a CPU
and an NP, or the like. The processor 1702 may further
include a hardware chip. The hardware chip may be an
application-specific integrated circuit (application-specif-
ic integrated circuit, ASIC), a programmable logic device
(programmable logic device, PLD), or a combination
thereof. The PLD may be a complex programmable logic
device (complex programmable logic device, CPLD), a
field-programmable logic gate array (field-programmable
gate array, FPGA), generic array logic (generic array log-
ic, GAL), or any combination thereof. The processor 1702
may implement the foregoing functions by hardware or
certainly by hardware executing corresponding software.
[0426] The transceiver 1701 and the processor 1702
are connected to each other. Optionally, the transceiver
1701 and the processor 1702 are connected to each oth-
er through a bus 1704. The bus 1704 may be a peripheral
component interconnect (Peripheral Component Inter-
connect, PCI) bus, an extended industry standard archi-
tecture (Extended Industry Standard Architecture, EISA)
bus, or the like. The bus may be classified into an address
bus, a data bus, a control bus, and the like. For ease of
representation, only one thick line is used to represent
the bus in FIG. 17, but this does not mean that there is
only one bus or only one type of bus.
[0427] In an embodiment, the terminal device shown
in FIG. 17 may be configured to perform the operations
of the terminal device in the embodiments shown in FIG.
3, FIG. 7, and FIG. 8. Examples are as follows:
[0428] The transceiver 1701 is configured to receive
and send a signal when being invoked by the processor
1702. The processor 1702 is configured to: in a case in
which the transceiver 1701 receives no wake-up indica-
tion signal within a preset time, if an activity timer Inac-
tivityTimer is running, stop InactivityTimer; or if a retrans-
mission timer RetransmissionTimer is running, stop Re-
transmissionTimer; or if InactivityTimer and Retransmis-
sionTimer are running, stop InactivityTimer and Retrans-
missionTimer, where discontinuous reception DRX is
configured for the terminal device.
[0429] In an optional implementation, when receiving
no wake-up indication signal within the preset time, the
transceiver 1701 is specifically configured to: receive a
go-to-sleep signal within the preset time; or skip receiving
a wake-up signal within the preset time; or receive an

indication signal within the preset time, where the indi-
cation signal includes go-to-sleep indication information.
[0430] In an optional implementation, when stopping
InactivityTimer, the processor 1702 is specifically config-
ured to stop InactivityTimer when a next DRX cycle of a
(current) DRX cycle starts.
[0431] In an optional implementation, when stopping
RetransmissionTimer, the processor 1702 is specifically
configured to stop RetransmissionTimer when a next
DRX cycle of a (current) DRX cycle starts.
[0432] In an optional implementation, the processor
1702 is further configured to: if InactivityTimer is running,
reset InactivityTimer; or if RetransmissionTimer is run-
ning, reset RetransmissionTimer; or if InactivityTimer
and RetransmissionTimer are running, reset Inactivity-
Timer and RetransmissionTimer.
[0433] In an optional implementation, Retransmission-
Timer is an uplink retransmission timer Retransmission-
TimerUL and/or a downlink retransmission timer Re-
transmissionTimerDL.
[0434] In an optional implementation, the processor
1702 is further configured to stop Inactivity Timer, and
start or restart a short cycle timer ShortCycleTimer.
[0435] In an optional implementation, the processor
1702 is further configured to stop InactivityTimer, and
use a long DRX cycle.
[0436] In an optional implementation, the processor
1702 is further configured to: if a short cycle timer Short-
CycleTimer is running, stop ShortCycleTimer, or stop and
reset ShortCycleTimer.
[0437] In an optional implementation, the memory
1703 is coupled to the processor 1702, and is configured
to store a program and the like. Specifically, the program
may include program code, and the program code in-
cludes a computer operation instruction. The memory
1703 may include a RAM, or may include a nonvolatile
memory (nonvolatile memory), for example, at least one
magnetic disk memory. The processor 1702 executes
the application program stored in the memory 1703, to
implement the foregoing functions, so as to implement
the sleep methods for the terminal device shown in FIG.
3, FIG. 7, and FIG. 8.
[0438] According to the foregoing terminal device, if
the terminal device receives no wake-up indication signal
within the preset time, and InactivityTimer and/or Re-
transmissionTimer are/is running, the terminal device
stops InactivityTimer and/or RetransmissionTimer. This
can avoid the following case in the prior art: If Inactivity-
Timer and/or RetransmissionTimer are/is running, even
if the terminal device is indicated to go to sleep, the ter-
minal device still needs to remain active for a period of
time until the end of the timers/timer. In other words, ac-
cording to the foregoing method, the terminal device may
actually sleep, so that power consumption can be better
reduced, thereby meeting a power consumption reduc-
tion requirement.
[0439] In another embodiment, the terminal device
shown in FIG. 17 may be further configured to perform
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the operations of the terminal device in the embodiment
shown in FIG. 9. Examples are as follows:
[0440] The transceiver 1701 is configured to receive a
go-to-sleep indication signal from a communications de-
vice when being invoked by the processor 1702. The
processor 1702 is configured to start or restart a sleep
timer, and sleep during running of the sleep timer, where
that the processor 1702 sleeps during running of the
sleep timer includes: skipping monitoring a PDCCH dur-
ing running of the sleep timer.
[0441] In an optional implementation, that the proces-
sor 1702 sleeps during running of the sleep timer further
includes:

skipping sending a type-0-triggered sounding refer-
ence signal type-0-triggered SRS during running of
the sleep timer; or skipping reporting channel state
information CSI during running of the sleep timer; or
skipping sending the type-0-triggered SRS and skip-
ping reporting the CSI during running of the sleep
timer.

[0442] In an optional implementation, when receiving
the go-to-sleep indication signal from the communica-
tions device, the transceiver 1701 is specifically config-
ured to: receive a go-to-sleep signal from the communi-
cations device; or receive an indication signal from the
communications device, where the indication signal in-
cludes go-to-sleep indication information.
[0443] In an optional implementation, before receiving
the go-to-sleep indication signal from the communica-
tions device, the transceiver 1701 is further configured
to receive sleep duration configured by the communica-
tions device.
[0444] In an optional implementation, the signal in-
cludes indication information, and the indication informa-
tion indicates sleep duration.
[0445] In an optional implementation, before receiving
the go-to-sleep indication signal from the communica-
tions device, the transceiver 1701 is further configured
to receive at least one piece of duration configured by
the communications device, where the sleep duration is
one of the at least one piece of duration.
[0446] In an optional implementation, before starting
or restarting the sleep timer, the processor 1702 is further
configured to configure timing duration of the sleep timer
as the sleep duration.
[0447] In an optional implementation, the memory
1703 is coupled to the processor 1702, and is configured
to store a program and the like. Specifically, the program
may include program code, and the program code in-
cludes a computer operation instruction. The memory
1703 may include a RAM, or may include a nonvolatile
memory (nonvolatile memory), for example, at least one
magnetic disk memory. The processor 1702 executes
the application program stored in the memory 1703, to
implement the foregoing functions, so as to implement
the sleep method for the terminal device shown in FIG. 9.

[0448] According to the foregoing terminal device, after
receiving the go-to-sleep indication signal from the com-
munications device, the terminal device starts or restarts
the sleep timer, and sleeps during running of the sleep
timer. That the terminal device sleeps during running of
the sleep timer includes: The terminal device does not
monitor the PDCCH during running of the sleep timer.
According to the foregoing method, the terminal device
may actually sleep, so that power consumption can be
better reduced, thereby meeting a power consumption
reduction requirement.
[0449] In another embodiment, the terminal device
shown in FIG. 17 may be further configured to perform
the operations of the terminal device in the embodiments
shown in FIG. 10, FIG. 11, and FIG. 12. Examples are
as follows:
[0450] The transceiver 1701 is configured to receive a
signal when being invoked by the processor 1702. The
processor 1702 is configured to: in a case in which the
transceiver 1701 receives a go-to-sleep indication signal,
if an activity timer InactivityTimer is running, stop Inac-
tivityTimer; or if a retransmission timer Retransmission-
Timer is running, stop RetransmissionTimer; or if Inac-
tivityTimer and RetransmissionTimer are running, stop
InactivityTimer and RetransmissionTimer, where discon-
tinuous reception DRX is configured for the terminal de-
vice.
[0451] In an optional implementation, when receiving
the go-to-sleep indication signal, the transceiver 1701 is
specifically configured to: receive a go-to-sleep signal;
or receive an indication signal, where the indication signal
includes go-to-sleep indication information.
[0452] In an optional implementation, when stopping
InactivityTimer, the processor 1702 is specifically config-
ured to stop InactivityTimer when a next DRX cycle of a
(current) DRX cycle starts.
[0453] In an optional implementation, when stopping
RetransmissionTimer, the processor 1702 is specifically
configured to stop RetransmissionTimer when a next
DRX cycle of a (current) DRX cycle starts.
[0454] In an optional implementation, the processor
1702 is further configured to: if InactivityTimer is running,
reset InactivityTimer; or if RetransmissionTimer is run-
ning, reset RetransmissionTimer; or if InactivityTimer
and RetransmissionTimer are running, reset Inactivity-
Timer and RetransmissionTimer.
[0455] In an optional implementation, Retransmission-
Timer is an uplink retransmission timer Retransmission-
TimerUL and/or a downlink retransmission timer Re-
transmissionTimerDL.
[0456] In an optional implementation, the processor
1702 is further configured to stop InactivityTimer, and
start or restart a short cycle timer ShortCycleTimer.
[0457] In an optional implementation, the processor
1702 is further configured to stop InactivityTimer, and
use a long DRX cycle.
[0458] In an optional implementation, the processor
1702 is further configured to: if ShortCycleTimer is run-
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ning, stop ShortCycleTimer, or stop and reset ShortCy-
cleTimer.
[0459] In an optional implementation, the memory
1703 is coupled to the processor 1702, and is configured
to store a program and the like. Specifically, the program
may include program code, and the program code in-
cludes a computer operation instruction. The memory
1703 may include a RAM, or may include a nonvolatile
memory (nonvolatile memory), for example, at least one
magnetic disk memory. The processor 1702 executes
the application program stored in the memory 1703, to
implement the foregoing functions, so as to implement
the sleep methods for the terminal device shown in FIG.
10, FIG. 11, and FIG. 12.
[0460] According to the foregoing terminal device, if
the terminal device receives the go-to-sleep indication
signal, and InactivityTimer and/or RetransmissionTimer
are/is running, the terminal device stops InactivityTimer
and/or RetransmissionTimer. This can avoid the follow-
ing case in the prior art: If InactivityTimer and/or Retrans-
missionTimer are/is running, even if the terminal device
is indicated to go to sleep, the terminal device still needs
to remain active for a period of time until the end of the
timers/timer. In other words, according to the foregoing
method, the terminal device may actually sleep, so that
power consumption can be better reduced, thereby meet-
ing a power consumption reduction requirement.
[0461] In another embodiment, the terminal device
shown in FIG. 17 may be further configured to perform
the operations of the terminal device in the embodiments
shown in FIG. 13, FIG. 14, and FIG. 15. Examples are
as follows:
[0462] The transceiver 1701 is configured to receive
an indication message when being invoked by the proc-
essor 1702, where the indication message is used to in-
dicate the terminal device to stop a specific timer, and
discontinuous reception DRX is configured for the termi-
nal device.
[0463] The processor 1702 is configured to: if an on-
duration timer onDurationTimer is running, stop onDura-
tionTimer; or if an activity timer InactivityTimer is running,
stop InactivityTimer; or if onDurationTimer and Inactivit-
yTimer are running, stop onDurationTimer and Inactivit-
yTimer.
[0464] In an optional implementation, the processor
1702 is further configured to: if onDurationTimer is run-
ning, reset onDurationTimer; or if InactivityTimer is run-
ning, reset InactivityTimer.
[0465] In an optional implementation, the processor
1702 is further configured to: if a retransmission timer
RetransmissionTimer is running, stop Retransmission-
Timer. The RetransmissionTimer is an uplink retransmis-
sion timer RetransmissionTimerUL and/or a downlink re-
transmission timer RetransmissionTimerDL.
[0466] In an optional implementation, the processor
1702 is further configured to: if RetransmissionTimer is
running, reset RetransmissionTimer.
[0467] In an optional implementation, the indication

message is a physical layer sequence, DCI, a MAC CE,
or a MAC PDU.
[0468] In an optional implementation, when receiving
the indication message, the transceiver 1701 is specifi-
cally configured to receive the indication message when
the processor 1702 uses a long DRX cycle.
[0469] In an optional implementation, the processor
1702 is further configured to continue to use the long
DRX cycle.
[0470] In an optional implementation, when receiving
the indication message, the transceiver 1701 is specifi-
cally configured to receive the indication message when
the processor 1702 uses a short DRX cycle.
[0471] In an optional implementation, the processor
1702 is further configured to continue to use the short
DRX cycle.
[0472] In an optional implementation, the processor
1702 is further configured to skip starting or restarting a
short cycle timer ShortCycleTimer.
[0473] In an optional implementation, the memory
1703 is coupled to the processor 1702, and is configured
to store a program and the like. Specifically, the program
may include program code, and the program code in-
cludes a computer operation instruction. The memory
1703 may include a RAM, or may include a nonvolatile
memory (nonvolatile memory), for example, at least one
magnetic disk memory. The processor 1702 executes
the application program stored in the memory 1703, to
implement the foregoing functions, so as to implement
the sleep methods for the terminal device shown in FIG.
13, FIG. 14, and FIG. 15.
[0474] According to the foregoing terminal device, if
the terminal device receives the indication message, and
onDurationTimer and/or InactivityTimer are/is running,
the terminal device stops onDurationTimer and/or Inac-
tivityTimer. Therefore, when a network device deter-
mines that the terminal device does not transmit data
subsequently, onDurationTimer and/or InactivityTimer
are/is stopped in time, so that the terminal device sleeps
and does not need to keep awake to receive a message.
In other words, according to the foregoing method, the
terminal device may go to sleep in time, so that power
consumption can be better reduced, thereby meeting a
power consumption reduction requirement.
[0475] According to the foregoing embodiments, an
embodiment of this application further provides a state
indication method for a terminal device, and the method
is applicable to the communications system shown in
FIG. 2. Referring to FIG. 18, a specific procedure of the
method includes the following steps.
[0476] Step 1801: The terminal device receives a first
message from a communications device, where the first
message indicates wake-up or sleep time information of
the terminal device.
[0477] In an optional implementation, the communica-
tions device may be a network device such as a base
station, or may be another device such as a terminal de-
vice.
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[0478] In an optional implementation, the first message
may indicate the terminal device to wake up or go to
sleep, and the first message is associated with the time
information, so that the first message can indicate the
wake-up or sleep time information of the terminal device.
For example, the communications device may configure
the time information associated with the first message
for the terminal device by using a broadcast message,
an RRC dedicated message, or another message, or the
time information associated with the first message may
be preset and stored in the terminal device. For example,
if the first message may be a wake-up signal (wake-up
signal), the first message may indicate the terminal de-
vice to wake up, and the first message may indicate the
wake-up time information of the terminal device with ref-
erence to the time information associated with the first
message. For another example, if the first message may
be a go-to-sleep signal (go-to-sleep signal), the first mes-
sage may indicate the terminal device to go to sleep, and
the first message may indicate the sleep time information
of the terminal device with reference to the time informa-
tion associated with the first message.
[0479] In another optional implementation, the first
message may include first indication information, and the
first indication information indicates the time information.
In this implementation, the first message may indicate
the terminal device to wake up or go to sleep, and the
first indication information included in the first message
is used to indicate the time information. With reference
to an attribute of the first message and the first indication
information in the first message, the first message may
indicate the wake-up or sleep time information of the ter-
minal device. For example, if the first message is a wake-
up signal (wake-up signal), the first message may indi-
cate the terminal device to wake up, and the first message
may indicate the wake-up time information of the terminal
device with reference to the first indication information in
the first message. For another example, if the first mes-
sage is a go-to-sleep signal (go-to-sleep signal), the first
message may indicate the terminal device to go to sleep,
and the first message may indicate the sleep time infor-
mation of the terminal device with reference to the first
indication information in the first message.
[0480] In still another optional implementation, the first
message may include second indication information, and
the second indication information indicates the terminal
device to wake up or go to sleep. In this implementation,
the first message may be associated with the time infor-
mation. For example, the communications device con-
figures the time information associated with the first mes-
sage for the terminal device by using a broadcast mes-
sage, an RRC dedicated message, or another message,
or the time information associated with the first message
may be preset and stored in the terminal device. For ex-
ample, if the second indication information in the first
message indicates the terminal device to wake up, the
first message may indicate the wake-up time information
of the terminal device with reference to the time informa-

tion associated with the first message. For another ex-
ample, if the second indication information in the first
message indicates the terminal device to go to sleep, the
first message may indicate the sleep time information of
the terminal device with reference to the time information
associated with the first message.
[0481] In still another optional implementation, the first
message may include first indication information and sec-
ond indication information, the first indication information
indicates the time information, and the second indication
information indicates the terminal device to wake up or
go to sleep. In this implementation, the first message
cannot indicate the terminal device to wake up or go to
sleep. With reference to the second indication informa-
tion and the first indication information in the first mes-
sage, the first message may indicate the wake-up or
sleep time information of the terminal device. For exam-
ple, if the second indication information in the first mes-
sage indicates the terminal device to wake up, the first
message may indicate the wake-up time information of
the terminal device with reference to the first indication
information in the first message. For another example, if
the second indication information in the first message
indicates the terminal device to go to sleep, the first mes-
sage may indicate the sleep time information of the ter-
minal device with reference to the first indication infor-
mation in the first message.
[0482] In an optional implementation, the time informa-
tion may be a time length in which the terminal device
keeps awake or sleeping, which may be understood as
a time length in which the terminal device keeps awake
or sleeping when (or after) receiving the first message.
For example, the terminal device is in a wake-up state in
a time period from a time point at which (or after) the
terminal device receives the first message to a time point
at which a wake-up time length ends. For another exam-
ple, the terminal device is in a sleep state in a time period
from a time point at which (or after) the terminal device
receives the first message to a time point at which a sleep
time length ends. It should be noted that a time point at
which the terminal device starts to wake up or go to sleep
based on the first message may be a moment that im-
mediately starts when (or after) the terminal device re-
ceives the first message, or may be another pre-specified
time point. The time length in which the terminal device
keeps awake or sleeping may be calculated starting from
a time point at which the terminal device starts to wake
up or go to sleep. This is not limited in this application.
[0483] In another optional implementation, the time in-
formation may be a time length before the terminal device
wakes up or goes to sleep, which may be understood as
a time length from a time point at which (or after) the
terminal device receives the first message to a time point
at which the terminal device starts to wake up or go to
sleep. In other words, when (or after) receiving the first
message, the terminal device does not immediately wake
up or go to sleep, but wakes up or goes to sleep after a
time period (that is, the time length).
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[0484] In still another optional implementation, the time
information may be a time at which wake-up or sleep of
the terminal device ends, which may be understood as
a time point at which wake-up or sleep of the terminal
device ends when (or after) the terminal device receives
the first message, for example, a time in which the ter-
minal device starts to wake up and keeps awake, and
the awake ends when (or after) the terminal device re-
ceives the first message, or a time in which the terminal
device starts to go to sleep and keeps sleeping, and the
sleep ends when (or after) the terminal device receives
the first message. It should be noted that a time at which
the terminal device starts to wake up or go to sleep based
on the first message may be a moment that immediately
starts when (or after) the terminal device receives the
first message, or may be another pre-specified time point.
The time length in which the terminal device keeps awake
or sleeping may be calculated starting from a time point
at which the terminal device starts to wake up or go to
sleep. This is not limited in this application.
[0485] In an optional implementation, the time length
may be one or more milliseconds; or the time length may
be one or more subframes; or the time length may be
one or more slots; or the time length may be one or more
DRX cycles; or the time length may be one or more pieces
of "On Duration"; or the time length may be one or more
paging occasions; or the time length may be one or more
PDCCH monitoring occasions; or the time length may be
a time length in a unit of a millisecond; or the time length
may be a time length in a unit of a subframe; or the time
length may be a time length in a unit of a slot; or the time
length may be a time length in a unit of a DRX cycle; or
the time length may be a time length in a unit of an amount
of "On Duration"; or the time length may be a time length
in a unit of a paging occasion; or the time length may be
a time length in a unit of a PDCCH monitoring occasion.
For example, the time length is one or more "xx", and the
time length is a time length in a unit of "xx". In a specific
scenario, the foregoing two descriptions may be consid-
ered to be equivalent, where "xx" is the foregoing milli-
second or the like. For example, when the time length is
one or more pieces of "On Duration" or a time length in
a unit of an amount of "On Duration", the time length may
be N (N is an integer greater than or equal to 1) pieces
of "On Duration", which indicates that the terminal device
keeps awake or sleeping in the subsequent N pieces of
"On Duration" starting from a time point at which wake-
up or go-to-sleep starts.
[0486] In an optional implementation, that the first in-
dication information indicates the time information may
be specifically: The first indication information indicates
a value of the time information. For example, the first
indication information indicates a value of the time length
in which the terminal device keeps awake or sleeping
(for example, N milliseconds or N pieces of duration,
where N is an integer greater than or equal to 1). For
another example, the first indication information indicates
a value of the time length before the terminal device

wakes up or goes to sleep (for example, N milliseconds
or N pieces of duration). For another example, the first
indication information indicates a value of the time point
at which wake-up or sleep of the terminal device ends.
[0487] In another optional implementation, that the first
indication information indicates the time information may
be specifically: The first indication information indicates
an index value, and the index value corresponds to a
value of the time information. For example, the index val-
ue corresponds to a value of the time length in which the
terminal device keeps awake or sleeping (for example,
N milliseconds or N pieces of duration); or the index value
corresponds to a value of the time length before the ter-
minal device wakes up or goes to sleep (for example, N
milliseconds or N pieces of duration); or the index value
corresponds to a value of the time point at which wake-
up or sleep of the terminal device ends. A correspond-
ence between the index value and the value of the time
information may be preconfigured by the communica-
tions device for the terminal device. For example, the
communications device may configure the correspond-
ence for the terminal device by using a broadcast mes-
sage, an RRC dedicated message, or another message,
or the correspondence between the index value and the
value of the time information may be preset and stored
in the terminal device. For example, index values {1, 2,
3} respectively correspond to values of the time informa-
tion {a, b, c}. When the first indication information indi-
cates an index value 1, it is considered that a value of
the time information indicated by the first indication infor-
mation is a.
[0488] In an optional implementation, the first message
may be a MAC PDU, or the first message may be a MAC
CE (the MAC CE is a part of the MAC PDU). In this case,
the first message may be implemented in the following
plurality of manners.
[0489] In an example implementation, when the first
message is a MAC CE, by using a logical channel iden-
tifier (logical channel ID, LCID) in a medium access con-
trol subheader MAC subheader, it may be learned that
a corresponding MAC CE is the first message. The LCID
may be a newly introduced LCID, or may be obtained by
reusing an existing LCID. This is not limited in this appli-
cation. For example, a schematic diagram of a MAC sub-
header format may be shown in FIG. 19.
[0490] In another example implementation, the first in-
dication information may be carried in a MAC subheader
of the MAC PDU, or the first indication information may
be carried in a MAC CE of the MAC PDU. For example,
when the first message is a MAC CE, by using an LCID
in a medium access control subheader MAC subheader,
it may be learned that a corresponding MAC CE is the
first message. The LCID may be a newly introduced
LCID, or may be obtained by reusing an existing LCID.
For example, as shown in FIG. 20, when the first indica-
tion information is carried in the MAC subheader of the
MAC PDU, the first indication information may occupy
two bits in the MAC subheader. For another example, as
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shown in FIG. 21, when the first indication information is
carried in the MAC CE of the MAC PDU, the first indication
information may occupy four bits in the MAC CE. It should
be noted that a specific quantity of bits occupied by the
first indication information is not limited in this application.
To ensure that a length of the MAC CE is in a unit of a
byte (eight bits), a remaining bit may be a reserved bit,
a padding bit, or another information bit.
[0491] In another example implementation, the second
indication information may be carried in a MAC subhead-
er of the MAC PDU, or the second indication information
may be carried in a MAC CE of the MAC PDU. For ex-
ample, when the first message is a MAC CE, by using
an LCID in a medium access control subheader MAC
subheader, it may be learned that a corresponding MAC
CE is the first message. The LCID may be a newly intro-
duced LCID, or may be obtained by reusing an existing
LCID. For example, as shown in FIG. 22, when the sec-
ond indication information is carried in the MAC subhead-
er of the MAC PDU, the second indication information
may occupy one bit in the MAC subheader. For another
example, as shown in FIG. 23, when the second indica-
tion information is carried in the MAC CE of the MAC
PDU, the second indication information may occupy one
bit in the MAC CE. It should be noted that a specific quan-
tity of bits occupied by the second indication information
is not limited in this application. To ensure that a length
of the MAC CE is in a unit of a byte (eight bits), a remaining
bit may be a reserved bit, a padding bit, or another infor-
mation bit.
[0492] In another example implementation, when the
first message includes the first indication information and
the second indication information, the first indication in-
formation may be carried in a MAC subheader of the
MAC PDU or the first indication information may be car-
ried in a MAC CE of the MAC PDU, and the second in-
dication information may be carried in the MAC subhead-
er of the MAC PDU or the second indication information
may be carried in the MAC CE of the MAC PDU. In other
words, a location carrying manner of the first indication
information and a location carrying manner of the second
indication information may be combined. For a specific
location of carrying the first indication information or the
second indication information, refer to the method in the
foregoing implementation. For example, when the first
message is a MAC CE, by using an LCID in a medium
access control subheader MAC subheader, it may be
learned that a corresponding MAC CE is the first mes-
sage. The LCID may be a newly introduced LCID, or may
be obtained by reusing an existing LCID. For example,
as shown in FIG. 24, when both the first indication infor-
mation and the second indication information are carried
in the MAC CE of the MAC PDU, the first indication in-
formation may occupy three bits in the MAC CE, and the
second indication information may occupy one bit in the
MAC CE. For another example, as shown in FIG. 25(a)
and FIG. 25(b), when the first indication information is
carried in the MAC CE of the MAC PDU, and the second

indication information is carried in the MAC subheader
of the MAC PDU, the first indication information may oc-
cupy three bits in the MAC CE, and the second indication
information may occupy one bit in the MAC subheader.
FIG. 25(a) is a schematic diagram in which the first indi-
cation information is carried in a MAC CE, and FIG. 25(b)
is a schematic diagram in which the second indication
information is carried in a MAC subheader. It should be
noted that a specific quantity of bits occupied by the first
indication information and a specific quantity of bits oc-
cupied by the second indication information are not lim-
ited in this application. To ensure that a length of the MAC
CE is in a unit of a byte (eight bits), a remaining bit may
be a reserved bit, a padding bit, or another information bit.
[0493] In an optional implementation, the first message
may be RRC signaling, for example, a broadcast mes-
sage or an RRC dedicated message.
[0494] In an optional implementation, the first message
may be DCI, and the first message may be carried on a
PDCCH.
[0495] Step 1802: If the first message indicates the
wake-up time information of the terminal device, the ter-
minal device wakes up based on the time information; or
if the first message indicates the sleep time information
of the terminal device, the terminal device sleeps based
on the time information.
[0496] That the terminal device wakes up may be un-
derstood as that the terminal device needs to monitor a
PDCCH, and that the terminal device goes to sleep may
be understood as that the terminal device does not need
to monitor a PDCCH. It should be noted that a state gen-
erated before the terminal device wakes up or goes to
sleep is not limited in this application. For example, when
the terminal device is awake, if the first message indi-
cates the wake-up time information of the terminal de-
vice, the terminal device continues to awake; or if the first
message indicates the sleep time information of the ter-
minal device, the terminal device switches from a wake-
up state to a sleep state. For another example, when the
terminal device sleeps, if the first message indicates the
wake-up time information of the terminal device, the ter-
minal device switches from a sleep state to a wake-up
state; or if the first message indicates the sleep time in-
formation of the terminal device, the terminal device con-
tinues to sleep.
[0497] In an optional implementation, when the time
information is the time length in which the terminal device
keeps awake or sleeping, that the terminal device wakes
up based on the time information may be understood as
that a time in which the terminal device wakes up and
keeps awake is a time length in which the terminal device
keeps awake and that corresponds to the time informa-
tion; and that the terminal device sleeps based on the
time information may be understood as that a time in
which the terminal device goes to sleep and keeps sleep-
ing is a time length in which the terminal device sleeps
and that corresponds to the time information. Specifically,
for the time point at which the terminal device starts to
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wake up or go to sleep, refer to the related descriptions
in step 1801, and repeated parts are not described herein
again.
[0498] In another optional implementation, when the
time information is the time length before the terminal
device wakes up or goes to sleep, that the terminal device
wakes up based on the time information may alternatively
be understood as that the terminal device is awake and
starts to wake up after a wake-up time length of the ter-
minal device that corresponds to the time information;
and that the terminal device sleeps based on the time
information may alternatively be understood as that the
terminal device sleeps and starts to sleep after a sleep
time length of the terminal device that corresponds to the
time information.
[0499] In an optional implementation, when the time
information is the time at which wake-up or sleep of the
terminal device ends, that the terminal device wakes up
based on the time information may be understood as that
the terminal device wakes up and keeps awake until the
end of a wake-up time point of the terminal device that
corresponds to the time information; and that the terminal
device sleeps based on the time information may be un-
derstood as that the terminal device sleeps and keeps
sleeping until the end of a sleep time point of the terminal
device that corresponds to the time information. Specif-
ically, for the time at which the terminal device starts to
wake up or go to sleep, refer to the related descriptions
in step 1801, and repeated parts are not described herein
again.
[0500] In an optional implementation, when the first
message is DCI, after the terminal device receives the
first message from the communications device, the ter-
minal device does not start or restart an activity timer
InactivityTimer. Specifically, in the prior art, when the ter-
minal device receives DCI (a PDCCH) indicating new
transmission, the terminal device needs to start or restart
InactivityTimer, so as to receive subsequently scheduled
data. However, in this implementation, because the first
message is not directly related to data scheduling, the
terminal device does not need to start or restart Inactiv-
ityTimer.
[0501] In a specific implementation, in addition to indi-
cating wake-up or sleep event information of the terminal
device, the first message may further have another indi-
cation function. For example, the first message may fur-
ther indicate new transmission. When the first message
is DCI indicating new transmission, the terminal device
does not start or restart InactivityTimer after the terminal
device receives the first message from the communica-
tions device.
[0502] In an optional implementation, if the first mes-
sage indicates the sleep time information of the terminal
device, and an activity timer is running, the terminal de-
vice stops the activity timer, or the terminal device stops
and resets the activity timer. For example, that the ter-
minal device stops the activity timer may be: The terminal
device stops InactivityTimer when (or after) receiving the

first message; or the terminal device stops InactivityTim-
er when a next DRX cycle of a (current) DRX cycle starts.
For example, the (current) DXR cycle is a DRX cycle in
which a time of receiving the first message is located,
and the start of the next DRX cycle means a start location
of "On Duration" of the next DRX cycle. It should be noted
that both a (current) cycle and a next cycle in the embod-
iment shown in FIG. 18 of this application may be under-
stood as the foregoing descriptions, and repeated parts
are not described again below. For example, that the
terminal device resets the activity timer may be: The ter-
minal device sets a value of InactivityTimer to an initial
value (for example, 0). In this way, when InactivityTimer
needs to be started next time, InactivityTimer may be
enabled to start timing from 0, to avoid affecting a normal
procedure.
[0503] In an optional implementation, if the first mes-
sage indicates the sleep time information of the terminal
device, and an on-duration timer onDurationTimer is run-
ning, the terminal device stops the on-duration timer, or
the terminal device stops and resets the on-duration tim-
er. For example, that the terminal device stops onDura-
tionTimer may be specifically: The terminal device stops
onDurationTimer when (or after) receiving the first mes-
sage; or the terminal device stops onDurationTimer when
a next DRX cycle of a (current) DRX cycle starts. For
example, that the terminal device resets onDurationTim-
er may be specifically: The terminal device sets a value
of onDurationTimer to an initial value (for example, 0). In
this way, when onDurationTimer needs to be started next
time, onDurationTimer may be enabled to start timing
from 0, to avoid affecting a normal procedure.
[0504] In an optional implementation, if the first mes-
sage indicates the sleep time information of the terminal
device, and a retransmission timer RetransmissionTimer
is running, the terminal device stops the retransmission
timer, or the terminal device stops and resets the retrans-
mission timer. In an optional implementation, Retrans-
missionTimer may be an uplink retransmission timer (Re-
transmissionTimer (uplink, UL)) and/or a downlink re-
transmission timer (RetransmissionTimer (downlink,
DL)). RetransmissionTimer UL may also be denoted as
drx-RetransmissionTimer UL, and RetransmissionTimer
DL may also be denoted as drx-RetransmissionTimer
DL. In this embodiment of this application, only Retrans-
missionTimer UL and RetransmissionTimer DL are used
as examples for description. It should be understood that
RetransmissionTimer UL may be replaced with drx-Re-
transmissionTimer UL, and RetransmissionTimer DL
may be replaced with drx-RetransmissionTimer DL.
[0505] In an optional implementation, based on a spe-
cific status of RetransmissionTimer, if Retransmission-
Timer is running, the terminal device may stop Retrans-
missionTimer specifically in the following three cases:
For details, refer to Case b1, Case b2, and Case b3 in
the embodiment shown in FIG. 7, and repeated parts are
not described herein again.
[0506] For example, that the terminal device stops Re-
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transmissionTimer may be specifically: The terminal de-
vice stops RetransmissionTimer when (or after) receiving
the first message; or the terminal device sops Retrans-
missionTimer when a next DRX cycle of a (current) DRX
cycle starts.
[0507] For example, that the terminal device resets Re-
transmissionTimer may be specifically: The terminal de-
vice sets a value of RetransmissionTimer to an initial val-
ue (for example, 0). In this way, when Retransmission-
Timer needs to be started next time, RetransmissionTim-
er may be enabled to start timing from 0, to avoid affecting
a normal procedure.
[0508] According to the state indication method for the
terminal device that is provided in this embodiment of
this application, the terminal device receives the first
message from the communications device, where the
first message indicates the wake-up or sleep time infor-
mation of the terminal device. If the first message indi-
cates the wake-up time information of the terminal de-
vice, the terminal device wakes up based on the time
information; or if the first message indicates the sleep
time information of the terminal device, the terminal de-
vice sleeps based on the time information. According to
the foregoing method, the terminal device may flexibly
wake up or sleep based on the first message. In addition,
compared with the prior art, because the indication of the
sleep time information of the terminal device is intro-
duced, the terminal device can flexibly sleep, so that pow-
er consumption can be better reduced, thereby meeting
a power consumption reduction requirement.
[0509] According to the foregoing embodiments, in an
embodiment, the terminal device shown in FIG. 16 may
be configured to perform the operations of the terminal
device in the embodiment shown in FIG. 18. Examples
are as follows:
[0510] The receiving unit 1601 is configured to receive
a first message from a communications device, where
the first message indicates wake-up or sleep time infor-
mation of the terminal device. The processing unit 1602
is configured to: if the first message indicates the wake-
up time information of the terminal device, wake up based
on the time information; or if the first message indicates
the sleep time information of the terminal device, sleep
based on the time information.
[0511] In an optional implementation, the first indica-
tion information indicates the time information.
[0512] In an optional implementation, the first message
includes second indication information, and the second
indication information indicates the terminal device to
wake up or go to sleep.
[0513] In an optional implementation, the time informa-
tion is a time length in which the terminal device keeps
awake or sleeping, or the time information is a time length
before the terminal device wakes up or goes to sleep, or
the time information is a time at which wake-up or sleep
of the terminal device ends.
[0514] In an optional implementation, the time length
is one or more milliseconds, one or more subframes, one

or more slots, one or more discontinuous reception DRX
cycles, one or more pieces of "On Duration", one or more
paging occasions, one or more physical downlink control
channel PDCCH monitoring occasions, a time length in
a unit of a millisecond, a time length in a unit of a sub-
frame, a time length in a unit of a slot, a time length in a
unit of a discontinuous reception DRX cycle, a time length
in a unit of an amount of "On Duration", a time length in
a unit of a paging occasion, or a time length in a unit of
a physical downlink control channel PDCCH monitoring
occasion.
[0515] In an optional implementation, the first message
is a MAC PDU or RRC signaling.
[0516] In an optional implementation, when the first
message is a MAC PDU, and the first message includes
the first indication information, the first indication infor-
mation is carried in a medium access control subheader
of the MAC PDU, or the first indication information is car-
ried in a MAC CE of the MAC PDU.
[0517] In an optional implementation, when the first
message is a MAC PDU, and the first message includes
the second indication information, the second indication
information is carried in a medium access control sub-
header of the MAC PDU, or the second indication infor-
mation is carried in a MAC CE of the MAC PDU.
[0518] In an optional implementation, when the first
message is a MAC PDU, and the first message includes
the first indication information and the second indication
information, the first indication information and the sec-
ond indication information may be carried in the following
manner: Both the first indication information and the sec-
ond indication information are carried in a medium ac-
cess control subheader of the MAC PDU; or both the first
indication information and the second indication informa-
tion are carried in a MAC CE of the MAC PDU; or the
first indication information is carried in a medium access
control subheader of the MAC PDU, and the second in-
dication information is carried in a MAC CE of the MAC
PDU; or the second indication information is carried in a
medium access control subheader of the MAC PDU, and
the first indication information is carried in a MAC CE of
the MAC PDU.
[0519] In an optional implementation, the first message
may be DCI.
[0520] In an optional implementation, when the first
message is DCI, the processing unit 1602 is further con-
figured to skip starting or restarting an activity timer.
[0521] In an optional implementation, if the first mes-
sage indicates the sleep time information of the terminal
device, and an activity timer is running, the processing
unit 1602 is further configured to stop the activity timer,
or the processing unit 1602 is further configured to stop
and reset the activity timer.
[0522] In an optional implementation, if the first mes-
sage indicates the sleep time information of the terminal
device, and an on-duration timer is running, the process-
ing unit 1602 is further configured to stop the on-duration
timer, or the processing unit 1602 is further configured
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to stop and reset the on-duration timer.
[0523] In an optional implementation, if the first mes-
sage indicates the sleep time information of the terminal
device, and a retransmission timer is running, the
processing unit 1602 is further configured to stop the re-
transmission timer, or the processing unit 1602 is further
configured to stop and reset the retransmission timer.
[0524] According to the terminal device, the terminal
device receives the first message from the communica-
tions device, where the first message indicates the wake-
up or sleep time information of the terminal device. If the
first message indicates the wake-up time information of
the terminal device, the terminal device wakes up based
on the time information; or if the first message indicates
the sleep time information of the terminal device, the ter-
minal device sleeps based on the time information. In
this way, the terminal device may flexibly wake up or
sleep based on the first message. In addition, compared
with the prior art, because the indication of the sleep time
information of the terminal device is introduced, the ter-
minal device can flexibly sleep, so that power consump-
tion can be better reduced, thereby meeting a power con-
sumption reduction requirement.
[0525] According to the foregoing embodiments, in an
embodiment, the terminal device shown in FIG. 17 may
be further configured to perform the operations of the
terminal device in the embodiment shown in FIG. 18.
Examples are as follows:
[0526] According to an eighteenth aspect, this appli-
cation further provides a terminal device. The terminal
device includes a transceiver 1701, at least one memory,
and at least one processor 1702.
[0527] The transceiver 1701 is configured to receive
and send a signal or a message when being invoked by
the processor 1702. The processor 1702 is configured
to: control the transceiver 1701 to receive a first message
from a communications device, where the first message
indicates wake-up or sleep time information of the termi-
nal device; and if the first message indicates the wake-
up time information of the terminal device, wake up based
on the time information; or if the first message indicates
the sleep time information of the terminal device, sleep
based on the time information.
[0528] In an optional implementation, the first indica-
tion information indicates the time information.
[0529] In an optional implementation, the first message
includes second indication information, and the second
indication information indicates the terminal device to
wake up or go to sleep.
[0530] In an optional implementation, the time informa-
tion is a time length in which the terminal device keeps
awake or sleeping, or the time information is a time length
before the terminal device wakes up or goes to sleep, or
the time information is a time at which wake-up or sleep
of the terminal device ends.
[0531] In an optional implementation, the time length
is one or more milliseconds, one or more subframes, one
or more slots, one or more discontinuous reception DRX

cycles, one or more pieces of "On Duration", one or more
paging occasions, one or more physical downlink control
channel PDCCH monitoring occasions, a time length in
a unit of a millisecond, a time length in a unit of a sub-
frame, a time length in a unit of a slot, a time length in a
unit of a discontinuous reception DRX cycle, a time length
in a unit of an amount of "On Duration", a time length in
a unit of a paging occasion, or a time length in a unit of
a physical downlink control channel PDCCH monitoring
occasion.
[0532] In an optional implementation, the first message
is a MAC PDU or RRC signaling.
[0533] In an optional implementation, when the first
message is a MAC PDU, and the first message includes
the first indication information, the first indication infor-
mation is carried in a medium access control subheader
of the MAC PDU, or the first indication information is car-
ried in a MAC CE of the MAC PDU.
[0534] In an optional implementation, when the first
message is a MAC PDU, and the first message includes
the second indication information, the second indication
information is carried in a medium access control sub-
header of the MAC PDU, or the second indication infor-
mation is carried in a MAC CE of the MAC PDU.
[0535] In an optional implementation, when the first
message is a MAC PDU, and the first message includes
the first indication information and the second indication
information, the first indication information and the sec-
ond indication information may be carried in the following
manner: Both the first indication information and the sec-
ond indication information are carried in a medium ac-
cess control subheader of the MAC PDU; or both the first
indication information and the second indication informa-
tion are carried in a MAC CE of the MAC PDU; or the
first indication information is carried in a medium access
control subheader of the MAC PDU, and the second in-
dication information is carried in a MAC CE of the MAC
PDU; or the second indication information is carried in a
medium access control subheader of the MAC PDU, and
the first indication information is carried in a MAC CE of
the MAC PDU.
[0536] In an optional implementation, the first message
is DCI.
[0537] In an optional implementation, when the first
message is DCI, the processor 1702 is further configured
to skip starting or restarting an activity timer.
[0538] In an optional implementation, if the first mes-
sage indicates the sleep time information of the terminal
device, and an activity timer is running, the processor
1702 is further configured to stop the activity timer, or the
processor 1702 is further configured to stop and reset
the activity timer.
[0539] In an optional implementation, if the first mes-
sage indicates the sleep time information of the terminal
device, and an on-duration timer is running, the proces-
sor 1702 is further configured to stop the on-duration tim-
er, or the processor 1702 is further configured to stop
and reset the on-duration timer.
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[0540] In an optional implementation, if the first mes-
sage indicates the sleep time information of the terminal
device, and a retransmission timer is running, the proc-
essor 1702 is further configured to stop the retransmis-
sion timer, or the processor 1702 is further configured to
stop and reset the retransmission timer.
[0541] In an optional implementation, the memory
1703 is coupled to the processor 1702, and is configured
to store a program and the like. Specifically, the program
may include program code, and the program code in-
cludes a computer operation instruction. The memory
1703 may include a RAM, or may include a nonvolatile
memory (nonvolatile memory), for example, at least one
magnetic disk memory. The processor 1702 executes
the application program stored in the memory 1703, to
implement the foregoing functions, so as to implement
the state indication method for the terminal device shown
in FIG. 18.
[0542] According to the terminal device, the terminal
device receives the first message from the communica-
tions device, where the first message indicates the wake-
up or sleep time information of the terminal device. If the
first message indicates the wake-up time information of
the terminal device, the terminal device wakes up based
on the time information; or if the first message indicates
the sleep time information of the terminal device, the ter-
minal device sleeps based on the time information. In
this way, the terminal device may flexibly wake up or
sleep based on the first message. In addition, compared
with the prior art, because the indication of the sleep time
information of the terminal device is introduced, the ter-
minal device can flexibly sleep, so that power consump-
tion can be better reduced, thereby meeting a power con-
sumption reduction requirement.
[0543] A person skilled in the art should understand
that the embodiments of this application may be provided
as a method, a system, or a computer program product.
Therefore, this application may use a form of hardware
only embodiments, software only embodiments, or em-
bodiments with a combination of software and hardware.
In addition, this application may use a form of a computer
program product that is implemented on one or more
computer-usable storage media (including but not limited
to a disk memory, a CD-ROM, an optical memory, and
the like) that include computer-usable program code.
[0544] This application is described with reference to
the flowcharts and/or block diagrams of the method, the
device (system), and the computer program product ac-
cording to the embodiments of this application. It should
be understood that computer program instructions may
be used to implement each process and/or each block
in the flowcharts and/or the block diagrams and a com-
bination of a process and/or a block in the flowcharts
and/or the block diagrams. These computer program in-
structions may be provided for a general-purpose com-
puter, a special-purpose computer, an embedded proc-
essor, or a processor of another programmable data
processing device to generate a machine, so that the

instructions executed by the computer or the processor
of the another programmable data processing device
generate an apparatus for implementing a specific func-
tion in one or more processes in the flowcharts and/or in
one or more blocks in the block diagrams.
[0545] These computer program instructions may al-
ternatively be stored in a computer-readable memory that
can indicate a computer or another programmable data
processing device to work in a specific manner, so that
the instructions stored in the computer-readable memory
generate an artifact that includes an instruction appara-
tus. The instruction apparatus implements a specific
function in one or more processes in the flowcharts and/or
in one or more blocks in the block diagrams.
[0546] These computer program instructions may al-
ternatively be loaded onto a computer or another pro-
grammable data processing device, so that a series of
operations and steps are performed on the computer or
the another programmable device, thereby generating
computer-implemented processing. Therefore, the in-
structions executed on the computer or the another pro-
grammable device provide steps for implementing a spe-
cific function in one or more processes in the flowcharts
and/or in one or more blocks in the block diagrams.
[0547] Obviously, a person skilled in the art can make
various modifications and variations to the embodiments
of this application without departing from the scope of
the embodiments of this application. In this way, this ap-
plication is intended to cover these modifications and var-
iations made to the embodiments of this application, pro-
vided that they fall within the scope of the claims of this
application and their equivalent technologies.

Claims

1. A sleep method for a terminal device, comprising:

if the terminal device receives no wake-up indi-
cation signal within a preset time, and an activity
timer is running, stopping, by the terminal de-
vice, the activity timer; or
if the terminal device receives no wake-up indi-
cation signal within a preset time, and a retrans-
mission timer is running, stopping, by the termi-
nal device, the retransmission timer; or
if the terminal device receives no wake-up indi-
cation signal within a preset time, and the activity
timer and the retransmission timer are running,
stopping, by the terminal device, the activity tim-
er and the retransmission timer, wherein
discontinuous reception DRX is configured for
the terminal device, the terminal device receives
a physical downlink control channel PDCCH
when the activity timer runs, and the terminal
device monitors a PDCCH when the retransmis-
sion timer runs.
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2. The method according to claim 1, wherein that the
terminal device receives no wake-up indication sig-
nal within a preset time comprises:

receiving, by the terminal device, a go-to-sleep
signal within the preset time; or
skipping receiving, by the terminal device, a
wake-up signal within the preset time; or
receiving, by the terminal device, an indication
signal within the preset time, wherein the indi-
cation signal comprises go-to-sleep indication
information.

3. The method according to claim 1 or 2, wherein that
discontinuous reception DRX is configured for the
terminal device comprises: a DRX cycle is config-
ured for the terminal device; and
the stopping, by the terminal device, the activity timer
comprises:

stopping, by the terminal device, the activity tim-
er when a next DRX cycle of a current DRX cycle
starts.

4. The method according to any one of claims 1 to 3,
wherein that discontinuous reception DRX is config-
ured for the terminal device comprises: a DRX cycle
is configured for the terminal device; and
the stopping, by the terminal device, the retransmis-
sion timer comprises:

stopping, by the terminal device, the retransmis-
sion timer when a next DRX cycle of a current
DRX cycle starts.

5. The method according to any one of claims 1 to 4,
further comprising:

if the terminal device receives no wake-up indi-
cation signal within the preset time, and the ac-
tivity timer is running, resetting, by the terminal
device, the activity timer; or
if the terminal device receives no wake-up indi-
cation signal within the preset time, and the re-
transmission timer is running, resetting, by the
terminal device, the retransmission timer; or
if the terminal device receives no wake-up indi-
cation signal within the preset time, and the ac-
tivity timer and the retransmission timer are run-
ning, resetting, by the terminal device, the ac-
tivity timer and the retransmission timer.

6. The method according to any one of claims 1 to 5,
wherein the retransmission timer is an uplink retrans-
mission timer and/or a downlink retransmission tim-
er.

7. The method according to any one of claims 1 to 6,

further comprising:
if the terminal device receives no wake-up indication
signal within the preset time, and the activity timer
is running, stopping, by the terminal device, the ac-
tivity timer, and starting or restarting a short cycle
timer, wherein the terminal device uses a short DRX
cycle when the short cycle timer runs.

8. The method according to any one of claims 1 to 6,
further comprising:
if the terminal device receives no wake-up indication
signal within the preset time, and the activity timer
is running, stopping, by the terminal device, the ac-
tivity timer, and using a long DRX cycle.

9. The method according to claim 8, further comprising:
if the terminal device receives no wake-up indication
signal within the preset time, and a short cycle timer
is running, stopping, by the terminal device, the short
cycle timer, or stopping and resetting, by the terminal
device, the short cycle timer, wherein the terminal
device uses a short DRX cycle when the short cycle
timer runs.

10. The method according to any one of claims 1 to 9,
wherein the wake-up indication signal is a physical
layer sequence, downlink control information DCI, a
medium access control control element MAC CE, or
a medium access control protocol data unit MAC
PDU.

11. The method according to claim 10, further compris-
ing:
if the wake-up indication signal is downlink control
information DCI, skipping starting or restarting, by
the terminal device, the activity timer.

12. The method according to any one of claims 1 to 11,
further comprising:
if the terminal device receives no wake-up indication
signal within the preset time, and an on-duration tim-
er is running, stopping, by the terminal device, the
on-duration timer, or stopping and resetting, by the
terminal device, the on-duration timer.

13. A sleep method for a terminal device, comprising:

receiving, by the terminal device, a go-to-sleep
indication signal; and
starting or restarting, by the terminal device, a
sleep timer, and sleeping during running of the
sleep timer, wherein the sleeping, by the termi-
nal device, during running of the sleep timer
comprises: skipping monitoring, by the terminal
device, a physical downlink control channel PD-
CCH during running of the sleep timer.

14. The method according to claim 13, wherein the
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sleeping, by the terminal device, during running of
the sleep timer further comprises:

skipping sending, by the terminal device, a type-
0-triggered sounding reference signal during
running of the sleep timer; or
skipping reporting, by the terminal device, chan-
nel state information CSI during running of the
sleep timer; or
skipping sending, by the terminal device, the
sounding reference signal and skipping report-
ing the CSI during running of the sleep timer.

15. The method according to claim 13 or 14, wherein the
receiving, by the terminal device, a go-to-sleep indi-
cation signal comprises:

receiving, by the terminal device, a go-to-sleep
signal from the communications device; or
receiving, by the terminal device, an indication
signal from the communications device, wherein
the indication signal comprises go-to-sleep in-
dication information.

16. The method according to any one of claims 13 to 15,
wherein before the receiving, by the terminal device,
a go-to-sleep indication signal from a communica-
tions device, the method further comprises:
receiving, by the terminal device, sleep duration con-
figured by the communications device.

17. The method according to any one of claims 13 to 15,
wherein the signal comprises indication information,
and the indication information indicates sleep dura-
tion.

18. The method according to claim 17, wherein before
the receiving, by the terminal device, a go-to-sleep
indication signal from a communications device, the
method further comprises:
receiving, by the terminal device, at least one piece
of duration configured by the communications de-
vice, wherein the sleep duration is one of the at least
one piece of duration.

19. The method according to any one of claims 16 to 18,
wherein before the starting or restarting, by the ter-
minal device, a sleep timer, the method further com-
prises:
configuring, by the terminal device, timing duration
of the sleep timer as the sleep duration.

20. The method according to any one of claims 13 to 19,
wherein the go-to-sleep indication signal is a physi-
cal layer sequence, downlink control information
DCI, a medium access control control element MAC
CE, or a medium access control protocol data unit
MAC PDU.

21. The method according to claim 20, further compris-
ing: if the go-to-sleep indication signal is downlink
control information DCI, skipping starting or restart-
ing, by the terminal device, the activity timer.

22. A sleep method for a terminal device, comprising:

if the terminal device receives a go-to-sleep in-
dication signal, and an activity timer is running,
stopping, by the terminal device, the activity tim-
er; or
if the terminal device receives a go-to-sleep in-
dication signal, and a retransmission timer is
running, stopping, by the terminal device, the
retransmission timer; or
if the terminal device receives a go-to-sleep in-
dication signal, and an activity timer and a re-
transmission timer are running, stopping, by the
terminal device, the activity timer and the re-
transmission timer, wherein
discontinuous reception DRX is configured for
the terminal device, the terminal device monitors
a physical downlink control channel PDCCH
when the activity timer runs, and the terminal
device monitors a PDCCH when the retransmis-
sion timer runs.

23. The method according to claim 22, wherein that the
terminal device receives a go-to-sleep indication sig-
nal specifically comprises:

receiving, by the terminal device, a go-to-sleep
signal; or
receiving, by the terminal device, an indication
signal, wherein the indication signal comprises
go-to-sleep indication information.

24. The method according to claim 22 or 23, wherein the
stopping, by the terminal device, the activity timer
specifically comprises:

stopping, by the terminal device, the activity tim-
er when receiving the go-to-sleep indication sig-
nal; or
stopping, by the terminal device, the activity tim-
er after receiving the go-to-sleep indication sig-
nal; or
stopping, by the terminal device, the activity tim-
er when a next DRX cycle of a current DRX cycle
starts.

25. The method according to any one of claims 22 to 24,
wherein the stopping, by the terminal device, the re-
transmission timer specifically comprises:
stopping, by the terminal device, the retransmission
timer when a next DRX cycle of a current DRX cycle
starts.
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26. The method according to any one of claims 22 to 25,
wherein the method further comprises:

if the terminal device receives the go-to-sleep
indication signal, and the activity timer is run-
ning, resetting, by the terminal device, the ac-
tivity timer; or
if the terminal device receives the go-to-sleep
indication signal, and the retransmission timer
is running, resetting, by the terminal device, the
retransmission timer; or
if the terminal device receives the go-to-sleep
indication signal, and the activity timer and the
retransmission timer are running, resetting, by
the terminal device, the retransmission timer.

27. The method according to any one of claims 22 to 26,
wherein the retransmission timer is an uplink retrans-
mission timer and/or a downlink retransmission tim-
er.

28. The method according to any one of claims 22 to 27,
further comprising:
if the terminal device receives the go-to-sleep indi-
cation signal, and the activity timer is running, stop-
ping, by the terminal device, the activity timer, and
starting or restarting, by the terminal device, a short
cycle timer, wherein the terminal device uses a short
DRX cycle when the short cycle timer runs.

29. The method according to any one of claims 22 to 27,
further comprising:
if the terminal device receives the go-to-sleep indi-
cation signal, and the activity timer is running, stop-
ping, by the terminal device, the activity timer, and
using a long DRX cycle.

30. The method according to claim 29, further compris-
ing:
if the terminal device receives the go-to-sleep indi-
cation signal, and a short cycle timer is running, stop-
ping, by the terminal device, the short cycle timer, or
stopping and resetting, by the terminal device, the
short cycle timer, wherein the terminal device uses
a short DRX cycle when the short cycle timer runs.

31. The method according to any one of claims 22 to 30,
wherein the go-to-sleep indication signal is a physi-
cal layer sequence, downlink control information
DCI, a medium access control control element MAC
CE, or a medium access control protocol data unit
MAC PDU.

32. The method according to claim 31, further compris-
ing: if the go-to-sleep indication signal is downlink
control information DCI, skipping starting or restart-
ing, by the terminal device, the activity timer.

33. The method according to any one of claims 22 to 31,
further comprising:
if the terminal device receives no sleep indication
signal within a preset time, and an on-duration timer
is running, stopping, by the terminal device, the on-
duration timer, or stopping and resetting, by the ter-
minal device, the on-duration timer.

34. A sleep method for a terminal device, comprising:

receiving, by the terminal device, an indication
message, wherein the indication message is
used to indicate the terminal device to stop a
specific timer; and
if the terminal device receives the indication
message, and an on-duration timer is running,
stopping, by the terminal device, the on-duration
timer; or
if the terminal device receives the indication
message, and an activity timer is running, stop-
ping, by the terminal device, the activity timer; or
if the terminal device receives the indication
message, and an on-duration timer and an ac-
tivity timer are running, stopping, by the terminal
device, the on-duration timer and the activity tim-
er, wherein
discontinuous reception DRX is configured for
the terminal device, the terminal device monitors
a physical downlink control channel PDCCH
when the on-duration timer runs, and the termi-
nal device monitors a PDCCH when the activity
timer runs.

35. The method according to claim 34, further compris-
ing:
if the terminal device receives the indication mes-
sage, and a retransmission timer is running, stop-
ping, by the terminal device, the retransmission tim-
er.

36. The method according to claim 35, wherein the re-
transmission timer is an uplink retransmission timer
and/or a downlink retransmission timer.

37. The method according to claim 34 or 35, wherein the
indication message is a physical layer sequence,
downlink control information DCI, a medium access
control control element MAC CE, or a medium ac-
cess control protocol data unit MAC PDU.

38. The method according to any one of claims 34 to 37,
wherein the receiving, by the terminal device, an in-
dication message comprises:
receiving, by the terminal device, the indication mes-
sage when using a long DRX cycle.

39. The method according to claim 38, wherein the meth-
od further comprises:
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continuing, by the terminal device, to use the long
DRX cycle when receiving the indication message.

40. The method according to any one of claims 34 to 39,
wherein the receiving, by the terminal device, an in-
dication message comprises:
receiving, by the terminal device, the indication mes-
sage when using a short DRX cycle.

41. The method according to claim 40, wherein the meth-
od further comprises:
continuing, by the terminal device, to use the short
DRX cycle when receiving the indication message.

42. The method according to claim 41, wherein the meth-
od further comprises:
skipping starting or restarting, by the terminal device,
a short cycle timer when receiving the indication
message, wherein the terminal device uses the short
DRX cycle when the short cycle timer runs.

43. The method according to any one of claims 34 to 42,
wherein the method further comprises:

if the terminal device receives the indication
message, and the on-duration timer is running,
resetting, by the terminal device, the on-duration
timer; or
if the terminal device receives the indication
message, and the activity timer is running, re-
setting, by the terminal device, the activity timer;
or
if the terminal device receives the indication
message, and the on-duration timer and the ac-
tivity timer are running, resetting, by the terminal
device, the on-duration timer and the activity tim-
er.

44. The method according to any one of claims 34 to 43,
wherein the method further comprises:
if the terminal device receives the indication mes-
sage, and the retransmission timer is running, reset-
ting, by the terminal device, the retransmission timer.

45. A terminal device, comprising:

a receiving unit, configured to receive a signal;
and
a processing unit, configured to:

if the receiving unit receives no wake-up in-
dication signal within a preset time, and an
activity timer is running, stop the activity tim-
er; or
if the receiving unit receives no wake-up in-
dication signal within a preset time, and a
retransmission timer is running, stop the re-
transmission timer; or

if the receiving unit receives no wake-up in-
dication signal within a preset time, and the
activity timer and the retransmission timer
are running, stop the activity timer and the
retransmission timer, wherein
discontinuous reception DRX is configured
for the terminal device, the terminal device
receives a physical downlink control chan-
nel PDCCH when the activity timer runs,
and the terminal device monitors a PDCCH
when the retransmission timer runs.

46. The terminal device according to claim 45, wherein
the receiving unit is specifically configured to:

receive a go-to-sleep signal; or receive a wake-
up signal; or receive an indication signal, where-
in the indication signal comprises go-to-sleep in-
dication information; and
that the receiving unit receives no wake-up in-
dication signal within a preset time comprises:

receiving, by the receiving unit, the go-to-
sleep signal within the preset time; or skip-
ping receiving, by the receiving unit, the
wake-up signal within the preset time; or re-
ceiving, by the receiving unit, the indication
signal within the preset time.

47. The terminal device according to claim 45 or 46,
wherein that discontinuous reception DRX is config-
ured for the terminal device comprises: a DRX cycle
is configured for the terminal device; and
when stopping the activity timer, the processing unit
is specifically configured to:

stop the activity timer when a next DRX cycle of
a current DRX cycle starts.

48. The terminal device according to any one of claims
45 to 47, wherein that discontinuous reception DRX
is configured for the terminal device comprises: a
DRX cycle is configured for the terminal device; and
when stopping the retransmission timer, the
processing unit is specifically configured to:

stop the retransmission timer when a next DRX
cycle of a current DRX cycle starts.

49. The terminal device according to any one of claims
45 to 48, wherein the processing unit is further con-
figured to:

if the terminal device receives no wake-up indi-
cation signal within the preset time, and the ac-
tivity timer is running, reset the activity timer; or
if the terminal device receives no wake-up indi-
cation signal within the preset time, and the re-
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transmission timer is running, reset the retrans-
mission timer; or
if the terminal device receives no wake-up indi-
cation signal within the preset time, and the ac-
tivity timer and the retransmission timer are run-
ning, reset the activity timer and the retransmis-
sion timer.

50. The terminal device according to any one of claims
45 to 49, wherein the retransmission timer is an up-
link retransmission timer and/or a downlink retrans-
mission timer.

51. The terminal device according to any one of claims
45 to 50, wherein the processing unit is further con-
figured to:
if the terminal device receives no wake-up indication
signal within the preset time, and the activity timer
is running, stop the activity timer, and start or restart
a short cycle timer, wherein the terminal device uses
a short DRX cycle when the short cycle timer runs.

52. The terminal device according to any one of claims
45 to 51, wherein the processing unit is further con-
figured to:
if the terminal device receives no wake-up indication
signal within the preset time, and the activity timer
is running, stop the activity timer, and use a long
DRX cycle.

53. The terminal device according to claim 52, wherein
the processing unit is further configured to:
if the terminal device receives no wake-up indication
signal within the preset time, and the short cycle timer
is running, stop the short cycle timer, or stop and
reset the short cycle timer, wherein the terminal de-
vice uses a short DRX cycle when the short cycle
timer runs.

54. The terminal device according to any one of claims
45 to 53, wherein the wake-up indication signal is a
physical layer sequence, downlink control informa-
tion DCI, a medium access control control element
MAC CE, or a medium access control protocol data
unit MAC PDU.

55. The terminal device according to claim 54, wherein
the processing unit is further configured to:
if the wake-up indication signal is downlink control
information DCI, skip starting or restarting the activity
timer.

56. The terminal device according to any one of claims
45 to 55, wherein the processing unit is further con-
figured to:
if the terminal device receives no wake-up indication
signal within the preset time, and an on-duration tim-
er is running, stop the on-duration timer, or stop and

reset the on-duration timer.

57. A terminal device, comprising:

a receiving unit, configured to receive a go-to-
sleep indication signal; and
a processing unit, configured to start or restart
a sleep timer, and sleep during running of the
sleep timer, wherein
when sleeping during running of the sleep timer,
the processing unit is specifically configured to
skip monitoring a physical downlink control
channel PDCCH during running of the sleep tim-
er.

58. The terminal device according to claim 57, wherein
when sleeping during running of the sleep timer, the
processing unit is further specifically configured to:

skip sending a type-0-triggered sounding refer-
ence signal during running of the sleep timer; or
skip reporting channel state information CSI dur-
ing running of the sleep timer; or
skip sending the sounding reference signal and
skip reporting the CSI during running of the sleep
timer.

59. The terminal device according to claim 57 or 58,
wherein when receiving the go-to-sleep indication
signal, the receiving unit is specifically configured to:

receive a go-to-sleep signal from the communi-
cations device; or
receive an indication signal from the communi-
cations device, wherein the indication signal
comprises go-to-sleep indication information.

60. The terminal device according to any one of claims
57 to 59, wherein the receiving unit is further config-
ured to:

before receiving the go-to-sleep indication sig-
nal from the communications device,
receive sleep duration configured by the com-
munications device.

61. The terminal device according to any one of claims
57 to 60, wherein the signal comprises indication in-
formation, and the indication information indicates
the sleep duration.

62. The terminal device according to claim 61, wherein
the receiving unit is further configured to:
before receiving the go-to-sleep indication signal
from the communications device, receive at least
one piece of duration configured by the communica-
tions device, wherein the sleep duration is one of the
at least one piece of duration.
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63. The terminal device according to any one of claims
60 to 62, wherein before starting or restarting the
sleep timer, the processor is further configured to:
configure timing duration of the sleep timer as the
sleep duration.

64. The terminal device according to any one of claims
57 to 63, wherein the go-to-sleep indication signal is
a physical layer sequence, downlink control informa-
tion DCI, a medium access control control element
MAC CE, or a medium access control protocol data
unit MAC PDU.

65. The terminal device according to claim 64, wherein
if the go-to-sleep indication signal is downlink control
information DCI, the processor is further configured
to skip starting or restarting the activity timer.

66. A terminal device, comprising:

a receiving unit, configured to receive a go-to-
sleep indication signal; and
a processing unit, configured to:

if the receiving unit receives the go-to-sleep
indication signal, and an activity timer is run-
ning, stop the activity timer; or
if the receiving unit receives the go-to-sleep
indication signal, and a retransmission timer
is running, stop the retransmission timer; or
if the terminal device receives the go-to-
sleep indication signal, and an activity timer
and a retransmission timer are running, stop
the activity timer and the retransmission tim-
er, wherein
discontinuous reception DRX is configured
for the terminal device, the terminal device
monitors a physical downlink control chan-
nel PDCCH when the activity timer runs,
and the terminal device monitors a PDCCH
when the retransmission timer runs.

67. The terminal device according to claim 66, wherein
that the receiving unit receives the go-to-sleep indi-
cation signal specifically comprises:

receiving, by the receiving unit, a go-to-sleep
signal; or
receiving, by the receiving unit, an indication sig-
nal, wherein the indication signal comprises go-
to-sleep indication information.

68. The terminal device according to claim 66 or 67,
wherein when stopping the activity timer, the proc-
essor is specifically configured to:

stop the activity timer when the receiving unit
receives the go-to-sleep indication signal; or

stop the activity timer after the receiving unit re-
ceives the go-to-sleep indication signal; or
stop the activity timer when a next DRX cycle of
a current DRX cycle starts.

69. The terminal device according to any one of claims
66 to 68, wherein when stopping the retransmission
timer, the processor is specifically configured to:
stop the retransmission timer when a next DRX cycle
of a current DRX cycle starts.

70. The terminal device according to any one of claims
66 to 69, wherein the processor is further configured
to:

if the receiving unit receives the go-to-sleep in-
dication signal, and the activity timer is running,
reset the activity timer; or
if the receiving unit receives the go-to-sleep in-
dication signal, and the retransmission timer is
running, reset the retransmission timer; or
if the receiving unit receives the go-to-sleep in-
dication signal, and the activity timer and the re-
transmission timer are running, reset the re-
transmission timer.

71. The terminal device according to any one of claims
66 to 70, wherein the retransmission timer is an up-
link retransmission timer and/or a downlink retrans-
mission timer.

72. The terminal device according to any one of claims
66 to 71, wherein the processor is further configured
to:
if the receiving unit receives the go-to-sleep indica-
tion signal, and the activity timer is running, stop the
activity timer, and start or restart a short cycle timer,
wherein the terminal device uses a short DRX cycle
when the short cycle timer runs.

73. The terminal device according to any one of claims
66 to 71, wherein the processor is further configured
to:
if the receiving unit receives the go-to-sleep indica-
tion signal, and the activity timer is running, stop the
activity timer, and use a long DRX cycle.

74. The terminal device according to claim 73, wherein
the processor is further configured to:
if the receiving unit receives the go-to-sleep indica-
tion signal, and a short cycle timer is running, stop
the short cycle timer, or stop and reset the short cycle
timer, wherein the terminal device uses a short DRX
cycle when the short cycle timer runs.

75. The terminal device according to any one of claims
66 to 74, wherein the go-to-sleep indication signal is
a physical layer sequence, downlink control informa-
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tion DCI, a medium access control control element
MAC CE, or a medium access control protocol data
unit MAC PDU.

76. The terminal device according to claim 75, wherein
if the go-to-sleep indication signal is downlink control
information DCI, the processor is further configured
to:
skip starting or restarting the activity timer.

77. The terminal device according to any one of claims
66 to 75, wherein the processor is further configured
to:
if the receiving unit receives no sleep indication sig-
nal within a preset time, and an on-duration timer is
running, stop the on-duration timer, or stop and reset
the on-duration timer.

78. A terminal device, comprising:

a receiving unit, configured to receive an indica-
tion message, wherein the indication message
is used to indicate the terminal device to stop a
specific timer; and
a processing unit, configured to:

if the receiving unit receives the indication
message, and an on-duration timer is run-
ning, stop the on-duration timer; or
if the receiving unit receives the indication
message, and an activity timer is running,
stop the activity timer; or
if the receiving unit receives the indication
message, and an on-duration timer and an
activity timer are running, stop the on-dura-
tion timer and the activity timer, wherein
discontinuous reception DRX is configured
for the terminal device, the terminal device
monitors a physical downlink control chan-
nel PDCCH when the on-duration timer
runs, and the terminal device monitors a
PDCCH when the activity timer runs.

79. The terminal device according to claim 78, wherein
the processor is further configured to:
if the receiving unit receives the indication message,
and a retransmission timer is running, stop the re-
transmission timer.

80. The terminal device according to claim 79, wherein
the retransmission timer is an uplink retransmission
timer and/or a downlink retransmission timer.

81. The terminal device according to claim 79 or 80,
wherein the indication message is a physical layer
sequence, downlink control information DCI, a me-
dium access control control element MAC CE, or a
medium access control protocol data unit MAC PDU.

82. The terminal device according to any one of claims
79 to 81, wherein the receiving unit is specifically
configured to:
receive the indication message when a long DRX
cycle is used.

83. The terminal device according to claim 82, wherein
the processor is further configured to:
continue to use the long DRX cycle when the receiv-
ing unit receives the indication message.

84. The terminal device according to any one of claims
79 to 83, wherein the receiving unit is specifically
configured to:
receive the indication message when a short DRX
cycle is used.

85. The terminal device according to claim 84, wherein
the processor is further configured to:
continue to use the short DRX cycle when the re-
ceiving unit receives the indication message.

86. The terminal device according to claim 85, wherein
the processor is further configured to:
skip starting or restarting a short cycle timer when
the receiving unit receives the indication message,
wherein the terminal device uses the short DRX cy-
cle when the short cycle timer runs.

87. The terminal device according to any one of claims
78 to 86, wherein the processor is further configured
to:

if the receiving unit receives the indication mes-
sage, and the on-duration timer is running, reset
the on-duration timer; or
if the receiving unit receives the indication mes-
sage, and the activity timer is running, reset the
activity timer; or
if the receiving unit receives the indication mes-
sage, and the on-duration timer and the activity
timer are running, reset the on-duration timer
and the activity timer.

88. The terminal device according to any one of claims
78 to 86, wherein the processor is further configured
to:
if the receiving unit receives the indication message,
and the retransmission timer is running, reset the
retransmission timer.

89. A terminal device, comprising a transceiver, at least
one memory, and at least one processor, wherein
the transceiver is configured to receive and send a
signal when being invoked by the processor; and
the at least one processor is configured to be coupled
to the at least one memory, and invoke a program
in the memory, so that the terminal device is enabled
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to perform the method according to any one of claims
1 to 44.

90. A computer storage medium, wherein the computer
storage medium stores a computer-executable in-
struction, and when the computer-executable in-
struction is invoked by the computer, the computer
is enabled to perform the method according to any
one of claims 1 to 44.

91. A computer program product comprising an instruc-
tion, wherein when the computer program product
is run on a computer, the computer is enabled to
perform the method according to any one of claims
1 to 44.

92. An apparatus, comprising a processor, wherein the
processor is coupled to a memory, the memory is
configured to store an instruction, and the processor
is configured to execute the instruction, so that the
apparatus is enabled to perform the method accord-
ing to any one of claims 1 to 44.

93. The apparatus according to claim 92, wherein the
apparatus is a chip.

94. The apparatus according to claim 92 or 93, wherein
the memory is an off-chip memory or an on-chip in-
tegrated memory.

95. An apparatus, comprising a processor, wherein the
processor is configured to execute an instruction, so
that the apparatus is enabled to perform the method
according to any one of claims 1 to 44.
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