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Description

TECHNICAL FIELD

[0001] The present invention relates to an electrode
structure for resistance welding that can be applied to a
resistance welding machine for welding a nut and a work-
piece sandwiched between an upper and lower elec-
trodes by energizing the electrodes.

BACKGROUND OF THE INVENTION

[0002] Conventional electrode structure for resistance
welding utilized in a resistance welding machine can be
found, for example, in Japanese Patent Application Pub-
lication No. H10-43870 as a movable-electrode structure
in a resistance welding apparatus for nut. This electrode
structure includes a movable electrode (upper electrode)
and a fixed electrode (lower electrode) that are made of
non-magnetic material and arranged vertically so as to
face each other, and a guide pin of the movable electrode
is inserted into a through-hole of a nut disposed between
the electrodes to hold the nut.
[0003] After this holding, the movable electrode is low-
ered along with the nut to position the nut in a predeter-
mined welding position of the workpiece on the fixed elec-
trode. In this case, the electrode structure is configured
as follows for preventing the nut from falling off the guide
pin during the nut being lowered. That is, an air passage
is formed inside the guide pin, and a plurality of air outlet
holes communicating with the air passage are formed on
a circumferential surface at an end (lower end) of the
guide pin. Pressurized air is supplied to the air passage
to blow air upward from the air outlet holes at the lower
end to a lower surface of the nut, to prevent the nut from
falling off.
[0004] JP 2010-000538 A, which forms the basis for
the preamble of claim 1, and JP 2008-161926 A disclose
a nut welding apparatus, in which a nut and workpiece
are clamped between two electrodes which have retract-
able guide pins which can retract against a compressive
spring bias.
[0005] US 6254332 B1 discloses a nut feeder appara-
tus, for supplying nuts to an upper electrode of an electric
resistance welding apparatus, which nuts are held in
place by a retractable permanenet magnet.

SUMMARY OF THE INVENTION

Problems to be solved

[0006] However, in the electrode structure of Japanese
Patent Application Publication No. H10-43870, if the
pressurized air is stopped while lowering the movable
electrode with the nut, the nut will fall off the guide pin.
[0007] In addition, when lowering the movable elec-
trode along with the nut to set the nut at a predetermined
welding position of the workpiece on the fixed electrode,

the nut may not always be set at the predetermined weld-
ing position of the workpiece, depending on the holding
condition of the nut to the movable electrode and/or the
setting condition of the workpiece on the fixed electrode.
In other words, the nut may be set off the predetermined
welding position of the workpiece to inhibit proper weld-
ing.
[0008] The present invention has been made in view
of these circumstances to provide an electrode structure
that allows a nut, detachably held to an upper electrode
of a resistance welding machine, to be suitably adjusted
and set at a predetermined welding position of the work-
piece on a lower electrode without falling off on the way
to the lower electrode.

Solution to Problem

[0009] A first aspect of the present invention provides
an electrode structure for resistance welding, for use in
a resistance welding machine that energizes an upper
and lower electrodes arranged so as to vertically face
each other to weld a nut and a workpiece sandwiched
between the upper and lower electrodes, the electrode
structure comprising: an upper pin that has a first magnet
fixed thereto and is built in a cavity formed inside the
upper electrode so as to be vertically movable to allow a
front end portion of the upper pin to protrude downward
from the upper electrode; and a lower pin that is arranged
so as to face the upper pin and built in a cavity formed
inside the lower electrode so as to be vertically moveable
to allow a front end portion of the lower pin to protrude
upward from the lower electrode; characterised in that a
second magnet is mounted on and fixed to an upper side
of the upper pin which is opposite from the front end por-
tion, and a third magnet is fixed on an upper side of the
cavity, apart from the second magnet, wherein facing sur-
faces of the second magnet and the third magnet have
the same polarity; wherein the upper pin has a T-shaped
cross-section, comprising a disc portion on the upper side
and an elongated rod portion; wherein the first magnet
has an annular shape and is inserted onto and fixed to
the elongated rod portion of the upper pin, and the second
magnet is mounted on and fixed to the upper surface of
the disc portion wherein, in a state where the front end
portion of the upper pin protrudes downward from the
upper electrode by a repulsive force between the second
and third magnets, the nut inserted onto the front end
portion of the protruding upper pin is attracted and held
by a magnetic force of the first magnet; and in a state
where the upper pin is pushed upward by the lower pin
against the repulsive force so that the first magnet is sep-
arated from the nut by a predetermined distance, the nut
comes off the upper pin and moves due to a less force
for attracting the nut by the first magnet, and then fitted
onto the lower pin at a position higher than the position
where the workpiece inserted onto the lower pin is set
on the lower electrode.
[0010] This configuration allows for gaining following
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operational effects. When the upper pin is pushed up-
ward by the lower pin while the front end portion of the
lower pin is inserted into the through-hole of the nut, the
first magnet moves apart upward to apply a less force
for attracting the nut to allow the nut to come off the upper
pin and to be fitted onto the front end portion of the lower
pin. The fitted nut is located above a workpiece inserted
onto the lower pin at a distance. In this case, the nut and
a through-hole in the workpiece are each fitted into the
lower pin vertically at a distance, thus the central axes
of the nut and the through-hole in the workpiece are ver-
tically aligned with each other.
[0011] Here, it is assumed that the nut and the work-
piece have their center axes being aligned and are in
contact with each other at a predetermined welding po-
sition for both the nut and the workpiece. When the upper
electrode is lowered from the state as described above,
in which the center axes of the nut and the through-holes
in the workpiece are vertically aligned with each other,
to make the nut contact with the workpiece, the nut can
be suitably set at the predetermined welding position on
an upper surface of the workpiece because the center
axes of the nut and the workpiece are vertically aligned
with each other. In addition, when the upper electrode is
lowered to depress the lower pin, the nut is fitted into an
upper end of the lower pin and does not fall off during
the lowering because the upper surface of the nut is
pressed by a lower surface of the upper electrode.
[0012] Thus, the nut, which is removably held to the
upper electrode of the resistance welding machine, can
be suitably set at the predetermined welding position of
the workpiece set on the lower electrode, without falling
off on the way to the lower electrode.
[0013] This configuration allows the upper and lower
pins to hold a state of contacting with each other at con-
tacting ends and not to be separated, because the repul-
sive force generating arrangement generates the repul-
sive force to depress the upper pin as the upper pin is
pushed upward by the lower pin. Therefore, this allows
for eliminating problems such that the contacting ends
of the upper and lower pins are separated to cause the
nut to fall off, or a position of the nut to be displaced to
inhibit the nut to be fitted into the end of the lower pin.
[0014] With the configuration of the invention, in the
state where the front end portion of the upper pin pro-
trudes downward from the upper electrode, the nut in-
serted onto the protruding end of the upper pin is attracted
and held by the magnetic force of the first magnet to have
following operational effects, because the first magnet is
formed in an annular shape. As the annular magnet is
inserted onto the upper pin, the magnetic force of the
annular magnet is applied to the entire surface, which
faces the magnet, of the nut inserted below the first mag-
net onto the front end portion of the upper pin. Therefore,
the nut can be attracted and held to the upper electrode
stronger than in other cases.
[0015] A second aspect of the present invention is
characterized in that, in the electrode structure according

to the first aspect, the first magnet contacts on a bottom
surface in the cavity of the upper electrode in a state
where the front end portion of the upper pin protrudes
downward from the upper electrode, while the first mag-
net is apart from the bottom surface in the cavity in a
state where the upper pin is pushed upward so that the
front end portion of the upper pin does not protrude down-
ward from the upper electrode.
[0016] With this configuration, when the first magnet
is in contact with the bottom surface in the cavity of the
upper electrode, the upper electrode is magnetized to
attract and surely hold the nut inserted onto the upper
pin protruding from the upper electrode by the stronger
magnetic force than in other cases. In addition, when the
first magnet is separated from the bottom surface of the
upper electrode as the upper pin moves higher, the first
magnet is separated from the nut to apply a less force
for attracting the nut and fails to hold the nut.

Advantageous Effects of the Invention

[0017] According to the present invention, an electrode
structure is provided that allows a nut, which is detach-
ably held to the upper electrode of the resistance welding
machine, to be suitably set at a predetermined welding
position of the workpiece on the lower electrode, without
causing the nut to fall off on the way to the lower electrode.

BRIEF DESCRIPTION OF DRAWINGS

[0018] FIGS. 1A-1C show a nut supplying and welding
structure inclusive of an upper and lower electrodes of
an electrode structure for resistance welding according
to an embodiment of the present invention, and a nut
feeding apparatus, where FIG. 1A is a cross-sectional
side view showing the nut supplying and welding struc-
ture in part, FIGS. 1B is an enlarged view of a portion A
in FIG. 1A, partially showing the upper and lower elec-
trodes as well as a front end portion of a nut chuck of the
nut feeding apparatus, and FIG. 1C is a plan view of a
nut guide fixed on the nut chuck shown in FIG. 1B;

FIGS. 2A-2C show a weld nut, where FIG. 2A is a
perspective view showing the external shape of the
weld nut, FIG. 2B is a plan view of the weld nut, and
FIG. 2C is a side view of the weld nut;
FIG. 3A is a partial cross-sectional side view of the
nut feeding apparatus in which a front rod is retract-
ed;
FIG. 3B is an enlarged view of a portion B in FIG.
3A, partially showing the nut chuck and a nut delivery
tube that are fixed to the front end portion of the front
rod;
FIG. 4A is a partial cross-sectional side view of the
nut feeding apparatus in which the front rod is ex-
tended;
FIG. 4B is an enlarged view of a portion C in FIG.
4A, showing a state when the weld nut, which is on
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the nut chuck and fixed to the front end portion of
the front rod, is inserted onto a guide pin of the upper
electrode;
FIG. 5A is a partial cross-sectional side view of the
nut feeding apparatus in which the front rod is ex-
tended;
FIG. 5B is an enlarged view of a portion D in FIG.
5A, showing a state when the nut chuck fixed to the
front end portion of the front rod is separated down-
ward from the upper electrode;
FIG. 6 is a partial cross-sectional view of the upper
and lower electrodes in a state where the weld nut
is inserted onto and held to an upper guide pin of the
upper electrode of the resistance welding machine
according to the present embodiment;
FIGS. 7A-7C each show a transitional state of the
weld nut, starting from a state in which the nut is
inserted onto and held to the upper guide pin of the
upper electrode of the resistance welding machine
according to the present embodiment, and the axes
of the upper guide pin and a lower guide pin are
aligned with each other, where FIG. 7A shows a par-
tial cross-sectional view of a state in which the lower
guide pin is in contact with the upper guide pin, FIG.
7B shows a partial cross-sectional view of a state in
which the lower guide pin pushes the upper guide
pin upward, and FIG. 7C shows a partial cross-sec-
tional view of a state in which the weld nut is in contact
with the workpiece;
FIGS. 8A-8C each show a transitional state of the
weld nut, starting from a state in which the nut is
inserted onto and held to the upper guide pin of the
upper electrode of the resistance welding machine
according to the present embodiment, and the axes
of the upper guide pin and the lower guide pin are
unaligned with each other, where FIG. 8A shows a
partial cross-sectional view of a state in which the
lower guide pin is in contact with the upper guide pin,
FIG. 8B shows a partial cross-sectional view of a
state in which the lower guide pin pushes the upper
guide pin upward, and FIG. 8C shows a partial cross-
sectional view of a state in which the weld nut is in
contact with the workpiece; and
FIG. 9 is a diagram showing the lower guide pin hav-
ing a front end portion in a stepped-cone shape.

EMBODIMENTS OF THE INVENTION

[0019] Hereinafter, embodiments of the present inven-
tion will be described by way of example only, and with
reference to the drawings.

Configuration

[0020] FIGS. 1A-1C show a nut supplying and welding
structure inclusive of an upper and lower electrodes of
an electrode structure for resistance welding according
to an embodiment of the present invention, and a nut

feeding apparatus, where FIG. 1A is a cross-sectional
side view showing the nut supplying and welding struc-
ture in part, FIG. 1B is an enlarged view of a portion A in
FIG. 1A, partially showing the upper and lower electrodes
as well as a front end portion of a nut chuck of the nut
feeding apparatus, and FIG. 1C is a plan view of a nut
guide fixed on the nut chuck shown in FIG. 1B.
[0021] As shown in FIG. 1A, a resistance welding ma-
chine 1 includes an upper electrode 2 and a lower elec-
trode 3 that vertically face to each other. As shown in
FIG. 1B, the upper electrode 2 is provided on its lower
surface with an upper guide pin 2a (also referred to as
an upper pin or a pin) onto which a weld nut N is inserted.
The lower electrode 3 is provided on its upper surface
with a lower guide pin 3a (also referred to as a lower pin
or a pin) on which a workpiece W such as a metal plate
is set. The workpiece W has a through-hole to be inserted
onto the lower pin 3a for the workpiece W being set on
the lower electrode 3. This setting is done by a person
or a robot. It should be noted that the pin 2a is a non-
magnetic and insulating body, and the pin 3a is an insu-
lating body.
[0022] Both the upper electrode 2 and the lower elec-
trode 3 are arranged in the initial state, as shown in FIG.
1A, to be spaced by a predetermined distance and to
vertically face to each other, and a nut chuck 24 of a nut
feeder 10 is laterally inserted between the electrodes, to
be arranged at a predetermined position.
[0023] The nut feeder 10 feeds the weld nut N, as
shown in FIG. 1A, to the upper electrode 2 of the resist-
ance welding machine 1. The nut feeder 10 includes a
nut feed reciprocating member (also referred to as a re-
ciprocating member) 12 in an elongated shape that is
arranged at an angle, a nut delivery tube (also referred
to as a tube) 14 that is assembled at an agle above the
reciprocating member 12, and a lifting drive member 16.
[0024] Here, the weld nut N has an outer shape of sub-
stantially rectangular parallelepiped shape, as shown in
the perspective view of FIG. 2A, and has protrusions N1
protruding at four lower corners of the rectangular paral-
lelepiped shape, as also shown in the plan view in FIG.
2B and the side view in FIG. 2C. Each protrusion N1 is
welded to the workpiece W set on the lower electrode 3
shown in FIG. 1B. In addition, a screw hole (through-
hole) N2 that vertically penetrates the nut is formed in
the center of the rectangular parallelepiped shape, as
shown in FIG. 2A.
[0025] The nut feed reciprocating member 12 shown
in FIG. 1A is configured to include an air cylinder 21 in a
tubular shape, a guide cylinder 22 in a tubular shape, a
forefront rod 23 in a rod shape, and a nut chuck 24. The
air cylinder 21 and the guide cylinder 22 are connected
to each other to have an elongated shape, and the fore-
front rod 23 is inserted into the guide cylinder 22 so as
to be movable (reciprocatable) in the longitudinal direc-
tion. The forefront rod 23 in FIG. 1A has moved forward
in the most extended state. By contrast, the forefront rod
23 in FIG. 3A has moved backward in the most shortened

5 6 



EP 3 108 990 B1

5

5

10

15

20

25

30

35

40

45

50

55

state.
[0026] A piston rod 21a fixed to a piston (not shown)
at one end is incorporated inside the air cylinder 21 shown
in FIG. 3A, and also movably inserted inside the guide
cylinder 22. In addition, the piston rod 21a is connected
to the forefront rod 23 at the other end. The piston moves
back and forth as air in the air cylinder 21 is compressed
or evacuated, to move the piston rod 21a back and forth.
According to this movement, the forefront rod 23 moves
forward or backward so as to be extended or shortened.
[0027] Returning to FIG. 1A, the nut chuck 24 fixed to
the front end portion of the forefront rod 23 is bent at a
predetermined position apart from the fixed portion, and
the bent portion is horizontal to form a horizontal surface
24a. When the forefront rod 23 moves forward in the most
extended state, the horizontal surface 24a is arranged
between the upper electrode 2 and the lower electrode
3 of the resistance welding machine 1. On this occasion,
as the resistance welding machine 1 is installed on the
floor, the upper electrode 2 and the lower electrode 3
which vertically face to each other are accordingly ar-
ranged perpendicular to the horizontal surface 24a.
[0028] Further, as shown in FIG. 1B, the horizontal sur-
face 24a has a nut guide 26 in a U-shape (see FIG. 1C),
in which the weld nut N is placed, fixed on its upper sur-
face, and has a permanent magnet (magnet) 27 fixed on
its lower surface at a position corresponding to the nut
guide 26. The nut guide 26 is intended for receiving the
weld nut N, and the weld nut N received is attracted and
held by the magnetic force of the magnet 27.
[0029] Next, the nut delivery tube 14 in FIG. 1A delivers
the weld nut N to the nut guide 26 of the nut chuck 24 at
regular intervals by air pressure from a compressor (not
shown). The tube 14 is fixed to a clamp 29a, which is
secured to the outer circumferential surface of the front
end portion of the guide cylinder 22, with a fixing member
20 and a tube holder 25. In addition, the tube 14 is a
cross-sectionally rectangular tube having a cavity 14a,
of which both ends are open. As indicated by an arrow
Y1 in FIG. 3B, the weld nut N slides (moves) downward
within the tube 14 to be received by the nut guide 26. On
this occasion, an L-shaped plate 32, which is fixed by a
fixing member 31 to an upper surface of an opening at
the end of the tube 14, prevents the weld nut N from
bouncing out upward.
[0030] Next, the lifting drive member 16 is used for lift-
ing and lowering the nut feed reciprocating member 12
as a whole in a following manner. For example, the nut
chuck 24 of the nut feed reciprocating member 12 is as-
sumed to be arranged between the upper electrode 2
and the lower electrode 3, as shown in FIG. 1A. On this
occasion, the screw hole N2 of the weld nut N is located
just below the upper pin 2a protruding from the lower
surface of the upper electrode 2, as shown in FIG. 1B.
[0031] In this state, when the lifting drive member 16
lifts the nut feed reciprocating member 12, the weld nut
N held in the nut guide 26 is inserted onto the upper pin
2a through the screw hole N2, as shown in FIGS. 4A and

4B. The inserted weld nut N is attracted and held by the
magnetic force of a permanent magnet 40 (see FIG. 6)
built in the upper electrode 2. At this point, the weld nut
N is also attracted and held by the magnet 27 on the
lower surface of the nut chuck 24.
[0032] When the lifting drive member 16 lowers the nut
feed reciprocating member 12 from this state, the weld
nut N is separated from the nut chuck 24 to be inserted
onto and held to the upper pin 2a of the upper electrode
2, as shown in FIGS. 5A and 5B. This is caused by the
magnetic force of the magnet 40 (see FIG. 6) built in the
upper electrode 2 being stronger than the magnetic force
of the magnet 27 on the lower surface of the nut chuck
24 by a given amount or more. That is, in the case of
lowering the nut chuck 24 from the upper electrode 2, as
the magnet 40 at a higher position has stronger magnetic
force than the magnet 27 at a lower position, the weld
nut N is separated from the magnet 27 at a lower position
to remain being attracted by and held to the magnet 40
at a higher position. In addition, the magnet 40 and the
magnet 27 are assembled to repel each other for facili-
tating the hold by the magnet 40.
[0033] A cross-sectional view is shown in FIG. 6 of the
upper electrode 2 and the lower electrode 3 in the state
of the weld nut N being inserted onto and held to the
upper pin 2a of the upper electrode 2, as described
above. In addition, partial cross-sectional views are
shown in FIGS. 7A-7C of the electrodes when the upper
pin 2a and the lower pin 3a have their axes P1, P2 being
aligned with each other and are in contact with each oth-
er.
[0034] As shown in FIG. 6, the upper electrode 2 has
an upper end 2b convexly protruding upward fitted in and
fixed to a concave upper-electrode holding member 1a
of the resistance welding machine 1. The upper electrode
2 has a cylindrical cavity 2c internally below the upper
end 2b and is open at the lower end. An electrode mem-
ber 2d in a cap shape is fitted to the upper electrode 2
on the opening side by a fitting structure indicated by an
arrow Y4. The electrode member 2d is formed with a
through-hole for movably inserting a lower end portion
(front end portion) of the upper pin 2a. In addition, the
electrode portion 2d, as being worn due to welding op-
eration of the resistance welding machine 1, is replace-
able by way of the fitting structure indicated by the arrow
Y4.
[0035] The upper pin 2a is in a cross-sectionally T-
shape, with a laterally-elongated portion (disc portion) in
a cross-sectional view on the upper side assembled in
the cavity 2c movably in the vertical direction, and with
a vertically-elongated lower end portion in a cross-sec-
tionally T-shape inserted in the through-hole of the elec-
trode member 2d movably in the vertical direction. In ad-
dition, the permanent magnet 40 is assembled to a por-
tion, in the cavity 2c and having a cross-sectionally T-
shape, of the upper pin 2a.
[0036] The magnet 40 is in an annular shape and in-
serted onto and fixed to the elongated rod portion of the
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upper pin 2a. Here, the magnet 40 is also referred to as
a ring magnet 40. The ring magnet 40 is vertically moved
integrally with the upper pin 2a, which is pushed upward
by the lower pin 3a, as shown in FIGS. 7A and 7B.
[0037] A permanent magnet 41 (also referred to as a
lower magnet 41) is mounted on and fixed to the upper
surface of the disc portion on the upper side of the upper
pin 2a. Further, a permanent magnet 42 (also referred
to as an upper magnet 42) is fixed on the upper side of
the cavity 2c, as shown in FIG. 6, apart from the lower
magnet 41. A lower surface 42a of the upper magnet 42
has the same polarity (for example, S-pole) as an upper
surface 41a of the lower magnet 41. As the lower magnet
41 moves upward along with the upper pin 2a to come
closer to the upper magnet 42, the repulsive force in-
creases between the magnets 41 and 42. It should be
noted that the lower magnet 41 and the upper magnet
42 constitute a repulsive force generating arrangement
as will be claimed.
[0038] The upper pin 2a is pressed downward by the
repulsive force, to keep a state in which the end of the
upper pin 2a is in contact with the end of the lower pin
3a. In addition, a force for pushing the lower pin 3a up-
ward by an air pressure indicated by an arrow Y2 is over-
whelmingly stronger than the repulsive force for pressing
the upper pin 2a downward, as will be described later.
The imbalance of the forces causes the lower pin 3a to
push the upper pin 2a upward as shown in FIG. 7B.
[0039] When the upper electrode 2 is lowered in such
a state that the upper pin 2a and the lower pin 3a are in
contact with each other, the low end surface of the upper
electrode 2 contacts the weld nut N, and, in this state,
the weld nut N is pushed downward to a state where the
weld nut N is in contact with the upper surface of the
workpiece W, as shown in FIG. 7C. It should be noted
that, instead of lowering the upper electrode 2, the lower
electrode 3 can be moved upward so that the weld nut
N is in contact with the upper surface of the workpiece
W as described above.
[0040] As shown in FIG. 6, a cavity 3c, in which the
lower pin 3a is vertically movable, is formed inside an
upper portion of the lower electrode 3 having a lower end
3b convexly protruding downward. The cavity 3c com-
municates with a side hole which opens on the side sur-
face of the lower electrode 3, and a through-hole opens
above the cavity 3c for the lower pin 3a externally pro-
truding upward. When the air is blown into the side hole
of the cavity 3c by a compressor (not shown), as indicated
by an arrow Y2, the lower pin 3a is lifted by this air pres-
sure and held in a state where the end of the lower pin
3a protrudes from the through-hole above the cavity 3c.
[0041] The lower pin 3a has an upper end portion (front
end portion) in a conical shape, a body portion which
continues downward from the front end portion and is in
a cylindrical shape, and a lower end portion (base end
portion) which continues downward from the body portion
and is in a shape gradually and radially widening down-
ward. The lower pin 3a is vertically and movably inserted

in the cavity 3c of the lower electrode 3, and has its up-
ward movement restricted by the base end portion. The
lower electrode 3 having the lower pin 3a built in this way
has the lower end 3b, convexly protruding downward,
fitted and fixed to a lower-electrode holding portion 1b,
in a concave shape, of the resistance welding machine 1.
[0042] On the other hand, the annular magnet 40 of
the upper electrode 2, when positioned at the lowermost
end in the cavity 2c, attracts and holds the weld nut N
which is inserted onto the upper pin 2a by the magnetic
force of the annular magnet 40. However, as shown in
FIG. 7B, when the annular magnet 40 is apart by a pre-
determined distance according to the rising of the upper
pin 2a, the annular magnet 40 is separated from the weld
nut N to apply a less force for attracting the weld nut N
to fail to hold the weld nut N. This allows the weld nut N
to come off the upper pin 2a and drop (move), to be fitted
onto the front end portion, in a conical shape, of the lower
pin 3a on the lower side. The fitting position is higher
above the workpiece W. It should be noted that the lower
pin 3a may move upward to cause the front end portion
of the lower pin 3a to fit into the weld nut N. In this case,
relatively speaking, the weld nut N is moved to the front
end portion of the lower pin 3a.

Operation

[0043] Next, a description will be given of operation
using the upper electrode 2 and the lower electrode 3
having the electrode structure for resistance welding ac-
cording to the present embodiment, to make the weld nut
N contact with the workpiece W at a predetermined weld-
ing position.
[0044] Note, however, that the weld nut N is assumed
to be inserted onto and held to the upper pin 2a of the
upper electrode 2, as shown in FIG. 6, by the nut feeder
10 in FIG. 4A. In addition, it is also assumed that air is
blown by a compressor (not shown) through the side hole
of the lower electrode 3 to the cavity 3c, as indicated by
the arrow Y2, to lift the lower pin 3a upward so as to be
held in a state where the upper end protrudes from the
lower electrode 3.
[0045] The upper electrode 2 in the state shown in FIG.
6 is lowered as shown in FIG. 7A to make the end of the
upper pin 2a contact with the end of the lower pin 3a. In
this state, the axis P1 of the upper pin 2a and the axis
P2 of the lower pin 3a are assumed to be aligned with
each other. From this state, the upper electrode 2 is fur-
ther lowered to allow the front end portion of the lower
pin 3a to push the upper pin 2a upward and come into
the screw hole N2 of the weld nut N, as shown in FIG.
7B. In this case, the annular magnet 40 is also moved
upward integrally with the upper pin 2a.
[0046] In this state, the annular magnet 40 is separated
from the weld nut N by a predetermined distance, as well
as from the cap portion 2d, to apply a less force for at-
tracting the weld nut N, and then the weld nut N comes
off the upper pin 2a to drop and fit onto the front end
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portion, in a conical shape, of the lower pin 3a. It should
be noted that, in the course of the upper pin 2a being
moved upward, the lower magnet 41 comes closer to the
upper magnet 42 to have the stronger repulsive force.
This allows the upper pin 2a and the lower pin 3a to hold
a state of contacting with each other at the ends and not
to be separated from each other.
[0047] Here, if there is no repulsive force, problems
may occur such that the upper pin 2a jerks upward when
pushed upward by the lower pin 3a to cause the weld nut
N to come off and drop, or the weld nut N is displaced to
inhibit itself from being inserted onto the front end portion
of the lower pin 3a. However, according to the present
embodiment, the upper pin 2a and the lower pin 3a hold
the state of contacting with each other at the ends by the
repulsive force, as described above, to prevent such a
malfunction from occurring.
[0048] In addition, when the weld nut N is suitably fitted
to the front end portion of the lower pin 3a, the central
axis of the weld nut N is aligned with the axis P2 of the
lower pin 3a. In this case, the central axis of the through-
hole in the workpiece W penetrated by the lower pin 3a
in advance is aligned with the axis P2 of the lower pin
3a. This causes a state in which the central axes of the
screw hole N2 of the weld nut N and the through-hole of
the workpiece W are each aligned with the axis P2 of the
lower pin 3a.
[0049] Here, the weld nut N and the workpiece W, when
the weld nut N is placed on the upper surface of the work-
piece W so that their central axes are aligned with each
other, are assumed that the respective protrusions N1 at
the four lower corners of the weld nut N are set to pre-
determined welding positions on the upper surface of the
workpiece W.
[0050] Accordingly, when the upper electrode 2 is fur-
ther lowered from the state in FIG. 7B to allow the lower
pin 3a to push the upper pin 2a upward, as shown in FIG.
7C, the respective protrusions N1 at the four lower cor-
ners of the weld nut N are set to the predetermined weld-
ing positions on the upper surface of the workpiece W,
because the central axes of the weld nut N and the work-
piece W are each aligned with the axis P2 of the lower
pin 3a. When welding is made by the resistance welding
machine 1 in this set state, the weld nut N is suitably
welded to the predetermined position on the workpiece
W. In addition, when the upper electrode 2 is vertically
separated after welding from the lower electrode 3, the
upper pin 2a protrudes downward from the upper elec-
trode 2 by the repulsive force of the magnets 41, 42 in
the upper electrode 2.
[0051] Next, the axis P1 of the upper pin 2a and the
axis P2 of the lower pin 3a are assumed to be unaligned
with each other, when the upper electrode 2 in FIG. 6 is
lowered as shown in FIG. 8A to make the end of the upper
pin 2a contact with the end of the lower pin 3a.
[0052] When the upper electrode 2 is lowered in a state
where the axis P1 and the axis P2 are unaligned with
each other, the front end portion of the lower pin 3a push-

es the upper pin 2a upward to slide into the screw hole
N2 of the weld nut N, as shown in FIG. 8B. In this case,
the annular magnet 40 is pushed upward together with
the upper pin 2a to apply a less magnetic force as de-
scribed above, causing the weld nut N to fall off the upper
pin 2a and be fitted onto the front end portion of the lower
pin 3a.
[0053] That is, the weld nut N can come off the upper
pin 2a to fit onto the lower pin 3a even in a state where
the axis P1 of the upper pin 2a and the axis P2 of the
lower pin 3a are unaligned with each other. This makes
the central axis of the weld nut N be aligned with the axis
P2 of the lower pin 3a. Therefore, the weld nut N and the
workpiece W are each fitted to the lower pin 3a in a ver-
tically separated state, to make each of the central axes
of the screw holes N2 of the weld nut N and the through-
hole of the workpiece W be aligned with the axis P2 of
the lower pin 3a.
[0054] In this state, when the upper electrode 2 is fur-
ther lowered to push the lower pin 3a downward, as
shown in FIG. 8C, the protrusions N1 at four lower cor-
ners of the weld nut N come in contact with the prede-
termined welding position on the upper surface of the
workpiece W, because each of the central axes of the
weld nut N and the workpiece W is aligned with the axis
P2 of the lower pin 3a. Welding by the resistance welding
machine 1 in this contacting state allows the weld nut N
to be suitably welded to the workpiece W at the prede-
termined position.

Advantageous Effects

[0055] As described above, the electrode structure for
resistance welding according to the present embodiment
is applied to the resistance welding machine 1 that welds
the weld nut N and the workpiece W sandwiched between
the upper electrode 2 and the lower electrode 3 vertically
arranged to face to each other, by energizing the elec-
trodes 2, 3.
[0056] The present embodiment is characterized in
that the upper pin 2a having the magnet (permanent mag-
net) 41 fixed thereto is arranged inside the cavity 2c
formed within the upper electrode 2 so as to allow the
front end portion of the upper pin 2a to protrude down-
ward from the upper electrode 2 in a vertically movable
state. In addition, the lower pin 3a is arranged inside the
cavity 3c formed within the lower electrode 3 so as to
face the upper pin 2a, as well as to allow the front end
portion of the lower pin 3a to protrude upward from the
lower electrode 3 in a vertically movable state.
[0057] Further, a configuration is made such that, in a
state where the front end portion of the upper pin 2a pro-
trudes downward from the upper electrode 2, the weld
nut N inserted onto the protruding front end portion of the
upper pin 2a is attracted and held by the magnetic force
of the magnet 40. Furthermore, a configuration is made
such that, in a state where the upper pin 2a is pushed
upward by the lower pin 3a so that the magnet 40 is sep-
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arated from the weld nut N by a predetermined distance,
the weld nut N comes off the upper pin 2a and drops due
to a less force for attracting the weld nut N by the magnet
40, and then the dropped weld nut N is fitted onto the
lower pin 3a at a position higher than the position where
the workpiece W inserted onto the lower pin 3a is set on
the lower electrode 3.
[0058] With this configuration, following advantageous
effects can be gained. It is assumed that the workpiece
W inserted through its through-hole onto the lower pin
3a is set on the lower electrode 3, and the weld nut N
inserted onto the front end portion of the upper pin 2a is
attracted and held to the upper electrode 2 by the mag-
netic force of the magnet 40. On this occasion, when the
upper pin 2a is pushed upward by the lower pin 3a while
the front end portion of the lower pin 3a is inserted into
the through-hole of the weld nut N, the magnet 40 moves
away upward accordingly to apply a less force for attract-
ing the weld nut N, and then the weld nut N comes off
the upper pin 2a to be fitted onto the front end portion of
the lower pin 3a. The weld nut N is fitted onto the lower
pin 3a at a distance above the workpiece W inserted onto
the lower pin 3a. In this case, the weld nut N and the
workpiece W are fitted, vertically separated, through the
respective through-holes onto the lower pin 3a to make
the central axes of the through-holes of the weld nut N
and the workpiece W be vertically aligned with each oth-
er.
[0059] Here, it is assumed that both the weld nut N and
the workpiece W have the central axes aligned with each
other and are in contact with each other at predetermined
welding positions for both. When the upper electrode 2
is lowered to make the weld nut N contact with the work-
piece W, from a state where the central axes of the
through-holess of the weld nut N and the workpiece W
are vertically aligned with each other as described above,
the weld nut N can be suitably set to a predetermined
welding position on the upper surface of the workpiece
W, because the central axes of the through-holes of the
weld nut N and the workpiece W are each vertically
aligned with the central axis of the lower pin 3a. It should
be noted that, when the lower pin 3a is pushed downward,
the weld nut N is fitted onto the upper end portion of the
lower pin 3a and the upper surface of the weld nut N is
pressed against the lower surface of the upper electrode
2a, preventing the weld nut N from dropping while being
moved downward.
[0060] When the upper electrode 2 and the lower elec-
trode 3 are energized to do welding in this state, the weld
nut N can be suitably weld to the workpiece W at the
predetermined position.
[0061] In addition, the lower magnet 41 and the upper
magnet 42 are further included on the upper pin 2a in the
cavity of the upper electrode 2 as a repulsive-force gen-
erating arrangement that generates a stronger repulsive
force for pressing the upper pin 2a downward as the up-
per pin 2a is moved higher. Facing surfaces of the lower
magnet 41 and the upper magnet 42 have the same po-

larity (S-pole, for example) to generate a repulsive force,
when the upper pin 2a is pushed upward by the lower
pin 3a, that pushes the upper pin 2a downward toward
the opposite direction from the direction of pushing up-
ward.
[0062] According to this configuration, when the upper
pin 2a is pushed upward by the lower pin 3a, the lower
magnet 41 comes close to the upper magnet 42 integrally
with the upper pin 2a, to cause the repulsive force to be
generated between the upper magnet 42 and lower mag-
net 41. That is, the repulsive force for pressing the upper
pin 2a downward is generated to allow the upper pin 2a
and the lower pin 3a to hold a state of contacting with
each other at the contacting ends and not to be separat-
ed. Therefore, problems can be avoided such that the
contacting ends of the upper pin 2a and lower pin 3a are
separated to cause the weld nut N to come off and drop,
or the weld nut N is displaced to inhibit itself from being
inserted onto the front end portion of the lower pin 3a.
[0063] Further, the magnet 40 fixed to the upper pins
2a is configured to have an annular shape and is inserted
onto the upper pin 2a.
[0064] With this configuration, in the state where the
front end portion of the upper pin 2a protrudes downward
from the upper electrode 2, the weld nut N, which is in-
serted onto the protruding front end portion of the upper
pin 2a, is attracted and held by the magnetic force of the
magnet 40, and in this case, the magnet 40 provides the
following advantages as it is in an annular shape. As the
magnet 40 in an annular shape is inserted onto the upper
pin 2a, the weld nut N, which is inserted onto the front
end portion of the upper pin 2a at a position below the
magnet 40, is applied with the magnetic force by the mag-
net 40 in an annular shape over the entire surface, facing
to the magnet 40, of the weld nut N. This allows for at-
tracting the weld nut N more strongly to hold it to the
upper electrode 2.
[0065] Furthermore, the magnet 40 contacts with a bot-
tom surface in the cavity of the upper electrode 2 in a
state where the front end portion of the upper pin 2a pro-
trudes downward from the upper electrode 2, while the
magnet 40 is separated from the bottom surface in the
cavity in a state where the upper pin 2a is pushed upward
so that the front end portion of the upper pin 2a does not
protrude.
[0066] With this configuration, when the magnet 40 is
in contact with the bottom surface in the cavity of the
upper electrode 2, the weld nut N, which is inserted onto
the upper pin 2a protruding from the upper electrode 2,
can be attracted by the magnetic force of the magnet 40
to surely hold the weld nut N. On the other hand, when
the magnet 40 moves apart from the bottom surface of
the upper electrode 2 as the upper pin 2a moves upward,
the magnet 40 is separated from the weld nut N to apply
a less force for attracting the weld nut N and then fails to
hold the weld nut N.
[0067] Incidentally, if a permanent magnet is used as
the magnet 40 for holding the weld nut N as in the case
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of the electrode structure for resistance welding accord-
ing to the present embodiment, the following advanta-
geous effects can be gained in a robot system process.
For example, it is assumed in the robot system process
that a power failure has occurred while the weld nut N is
held to the upper pin 2a of the upper electrode 2. In this
case, recovery needs to be started in the robot system
process from the state at the power failure.
[0068] However, with a structure of holding the weld
nut N by an air pressure of the compressor as in Japanese
Patent Application Publication No. H10-43870, the weld
nut N drops after a power failure to make a different state
at a recovery time from the state when operation was
stopped due to the power failure. In this case, a person
needs to pick the weld nut N up and make it pneumatically
held to the upper electrode to return to the state when
the operation was stopped due to the power failure. This
inhibits the recovery from being started readily from the
state at the power failure.
[0069] In the present embodiment, the permanent
magnet 40 holds the weld nut N to the upper electrode
2, and therefore the weld nut N will not drop even at a
power failure. This allows for starting recovery readily
from the state at the power failure.
[0070] Still additionally, the lower pin 3a may have any
shape that allows the weld nut N coming off the upper
pin 2a to be inserted onto the lower pins 3a, and then,
caught by and fitted to the lower pins 3a at a position
higher than the position where the workpiece W is set on
the lower electrode 3.
[0071] For example, a lower guide pin 3e may be used
that has an upper end portion (front end portion) in a
conical shape having a step, as shown in FIG 9. With the
lower pin 3e, the weld nut N coming off the upper pin 2a
is caught by and held to the step at a lower portion of the
conical shape of the upper end portion. Even in this
shape, the central axes of the through-holes of the weld
nut N and the workpiece W are each aligned with the axis
P2 of the lower pin 3e to allow the weld nut N to be suitably
set at a predetermined welding position of the workpiece
W.
[0072] Specific configurations other than those de-
scribed above can be modified as appropriate without
departing from the present invention as set out in the
claims. The weld nut N may be a general one out of variety
of nuts, or may be a ring-shaped metal member, other
than the nut, made of a magnetic material. It should be
noted that the annular magnet 40 may be an electromag-
net.

Claims

1. An electrode structure for resistance welding, for use
in a resistance welding machine (1) that energizes
an upper (2) and lower (3) electrodes arranged so
as to vertically face each other to weld a nut (N) and
a workpiece (W) sandwiched between the upper and

lower electrodes,
the electrode structure comprising:

an upper pin (2a) that has a first magnet (40)
fixed thereto and is built in a cavity (2c) formed
inside the upper electrode so as to be vertically
movable to allow a front end portion of the upper
pin to protrude downward from the upper elec-
trode; and
a lower pin (3a; 3e) that is arranged so as to face
the upper pin and built in a cavity (3c) formed
inside the lower electrode so as to be vertically
moveable to allow a front end portion of the lower
pin to protrude upward from the lower electrode;
characterised in that a second magnet (41) is
mounted on and fixed to an upper side of the
upper pin which is opposite from the front end
portion, and a third magnet (42) is fixed on an
upper side of the cavity, apart from the second
magnet, wherein facing surfaces of the second
magnet and the third magnet have the same po-
larity;

wherein the upper pin has a T-shaped cross-section,
comprising a disc portion on the upper side and an
elongated rod portion;
wherein the first magnet has an annular shape and
is inserted onto and fixed to the elongated rod portion
of the upper pin, and the second magnet is mounted
on and fixed to the upper surface of the disc portion;
wherein, in a state where the front end portion of the
upper pin protrudes downward from the upper elec-
trode by a repulsive force between the second and
third magnets, the nut inserted onto the front end
portion of the protruding upper pin is attracted and
held by a magnetic force of the first magnet; and
in a state where the upper pin is pushed upward by
the lower pin against the repulsive force so that the
first magnet is separated from the nut by a predeter-
mined distance, the nut comes off the upper pin and
moves due to a less force for attracting the nut by
the first magnet, and then fitted onto the lower pin at
a position higher than the position where the work-
piece inserted onto the lower pin is set on the lower
electrode.

2. The electrode structure for resistance welding ac-
cording to claim 1,
wherein the first magnet contacts on a bottom sur-
face in the cavity of the upper electrode in a state
where the front end portion of the upper pin protrudes
downward from the upper electrode, while the first
magnet is apart from the bottom surface in the cavity
in a state where the upper pin is pushed upward so
that the front end portion of the upper pin does not
protrude downward from the upper electrode.
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Patentansprüche

1. Elektrodenstruktur zum Widerstandsschweißen zur
Verwendung in einer Widerstandsschweißmaschine
(1), die eine obere (2) und untere (3) Elektrode mit
Strom versorgt, die eingerichtet sind, um vertikal zu-
einander zu zeigen, um eine Mutter (N) und ein
Werkstück (W) zu schweißen, die zwischen der obe-
ren und unteren Elektrode liegen,
wobei die Elektrodenstruktur umfasst:

einen oberen Stift (2a), der einen ersten Mag-
neten (40) daran fixiert aufweist und in einem
Hohlraum (2c) errichtet ist, der innerhalb der
oberen Elektrode gebildet ist, um vertikal be-
weglich zu sein, um einem Vorderendabschnitt
des oberen Stifts zu erlauben, nach unten von
der oberen Elektrode vorzuragen; und
einen unteren Stift (3a; 3e), der eingerichtet ist,
zum oberen Stift zu zeigen, und in einem Hohl-
raum (3c) errichtet ist, der innerhalb der unteren
Elektrode gebildet ist, um vertikal beweglich zu
sein, um einem Vorderendabschnitt des unteren
Stifts zu erlauben, von der unteren Elektrode
nach oben vorzuragen;
dadurch gekennzeichnet, dass ein zweiter
Magnet (41) an einer oberen Seite des oberen
Stifts montiert und daran fixiert ist, die gegenü-
ber dem Vorderendabschnitt ist, und ein dritter
Magnet (42) an einer oberen Seite des Hohl-
raums fixiert ist, fern vom zweiten Magneten,
wobei zueinander zeigende Oberflächen des
zweiten Magneten und des dritten Magneten
dieselbe Polarität aufweisen;
wobei der obere Stift einen T-förmigen Quer-
schnitt aufweist, umfassend einen Scheibenab-
schnitt an der oberen Seite und einen länglichen
Stangenabschnitt;
wobei der erste Magnet eine Ringform aufweist
und auf den länglichen Stangenabschnitt des
oberen Stifts gesetzt und daran fixiert ist, und
der zweite Magnet an der oberen Oberfläche
des Scheibenabschnitts montiert und daran fi-
xiert ist;
wobei in einem Zustand, wo der Vorderen-
dabschnitt des oberen Stifts nach unten von der
oberen Elektrode durch eine Abstoßungskraft
zwischen dem zweiten und dritten Magneten
vorragt, die Mutter, die auf den Vorderen-
dabschnitt des vorragenden oberen Stifts ge-
setzt ist, angezogen wird und von einer magne-
tischen Kraft des ersten Magneten gehalten
wird, und
in einem Zustand, wo der obere Stift von dem
unteren Stift nach oben gegen die Abstoßungs-
kraft gedrückt wird, sodass der erste Magnet um
einen vorgegebenen Abstand von der Mutter
getrennt ist, die Mutter sich vom oberen Stift löst

und sich aufgrund einer niedrigeren Kraft zum
Anziehen der Mutter durch den ersten Magne-
ten bewegt und dann bei einer höheren Position
als der Position, wo das auf den unteren Stift
gesetzte Werkstück auf die untere Elektrode
platziert ist, an den unteren Stift befestigt wird.

2. Elektrodenstruktur zum Widerstandsschweißen
nach Anspruch 1,
wobei der erste Magnet eine Bodenoberfläche im
Hohlraum der oberen Elektrode in einem Zustand
berührt, wo der Vorderendabschnitt des oberen
Stifts von der oberen Elektrode nach unten vorragt,
während der erste Magnet von der Bodenoberfläche
im Hohlraum in einem Zustand getrennt ist, wo der
obere Stift nach oben gedrückt wird, sodass der Vor-
derendabschnitt des oberen Stifts nicht von der obe-
ren Elektrode nach unten vorragt.

Revendications

1. Structure d’électrode pour soudage par résistance,
pour utilisation dans une machine de soudage par
résistance (1) qui excite des électrodes supérieure
(2) et inférieure (3) agencées de sorte à se faire face
verticalement pour souder un écrou (N) et une pièce
(W) pris en sandwich entre les électrodes supérieure
et inférieure,
la structure d’électrode comprenant :

un axe supérieur (2a) qui possède un premier
aimant (40) fixé à celui-ci et est construit dans
une cavité (2c) formée à l’intérieur de l’électrode
supérieure de sorte à être mobile verticalement
pour permettre à une partie d’extrémité avant
de l’axe supérieur de faire saillie vers le bas à
partir de l’électrode supérieure ; et
un axe inférieur (3a ; 3e) qui est agencé de sorte
à faire face à l’axe supérieur et construit dans
une cavité (3c) formée à l’intérieur de l’électrode
inférieure de sorte à être mobile verticalement
pour permettre à une partie d’extrémité avant
de l’axe inférieur de faire saillie vers le haut à
partir de l’électrode inférieure ;
caractérisée en ce qu’un deuxième aimant
(41) est monté sur et fixé à un côté supérieur de
l’axe supérieur qui est opposé à la partie d’ex-
trémité avant, et un troisième aimant (42) est
fixé sur un côté supérieur de la cavité, à distance
du deuxième aimant, dans lequel les surfaces
en regard du deuxième aimant et du troisième
aimant ont la même polarité ;
dans laquelle l’axe supérieur a une section
transversale en T, comprenant une partie for-
mant disque sur le côté supérieur et une partie
formant tige allongée ;
dans laquelle le premier aimant a une forme an-

17 18 



EP 3 108 990 B1

11

5

10

15

20

25

30

35

40

45

50

55

nulaire et est inséré sur et fixé à la partie formant
tige allongée de l’axe supérieur, et le deuxième
aimant est monté sur et fixé à la surface supé-
rieure de la partie formant disque ;
dans laquelle, dans un état où la partie d’extré-
mité avant de l’axe supérieur fait saillie vers le
bas de l’électrode supérieure en raison d’une
force de répulsion entre les deuxième et troisiè-
me aimants, l’écrou inséré sur la partie d’extré-
mité avant de l’axe supérieur en saillie est attiré
et maintenu par une force magnétique du pre-
mier aimant ; et
dans un état où l’axe supérieur est poussé vers
le haut par l’axe inférieur contre la force de ré-
pulsion de sorte que le premier aimant est sé-
paré de l’écrou d’une distance prédéterminée,
l’écrou se détache de l’axe supérieur et se dé-
place en raison d’une force moindre d’attraction
de l’écrou par le premier aimant, et puis est fixé
sur l’axe inférieur à une position plus élevée que
la position où la pièce insérée sur l’axe inférieur
est placée sur l’électrode inférieure.

2. Structure d’électrode pour soudage par résistance
selon la revendication 1,
dans laquelle le premier aimant est en contact avec
une surface inférieure dans la cavité de l’électrode
supérieure dans un état où la partie d’extrémité avant
de l’axe supérieur fait saillie vers le bas à partir de
l’électrode supérieure, alors que le premier aimant
est à distance de la surface inférieure dans la cavité
dans un état où l’axe supérieur est poussé vers le
haut de sorte que la partie d’extrémité avant de l’axe
supérieur ne fait pas saillie vers le bas à partir de
l’électrode supérieure.
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