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Description

CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] This application claims priority to Chinese Pat-
ent Application No. 201810445226.0 filed in China on
May 10, 2018, which is incorporated herein by reference
in its entirety.

TECHNICAL FIELD

[0002] This disclosure relates to the field of communi-
cations technologies, and in particular, to a RACH re-
source selection method, a RACH resource configuration
method, user equipment, and a network-side device.

BACKGROUND

[0003] Long Term Evolution (Long Term Evolution,
LTE) and New Radio (New Radio, NR) communications
systems in the related art need to support a random ac-
cess process to achieve a variety of purposes. A random
access channel (Random access channel, RACH) proc-
ess is divided into a contention-based random access
process and a non-contention-based random access
process. In both the contention-based random access
process and the non-contention-based random access
process, a preamble (preamble) needs to be sent by user
equipment (User Equipment, UE) to a network-side de-
vice.
[0004] In NR, a plurality of frequency-division multi-
plexed (Frequency-division multiplexing, FDM) physical
random access channel transmission occasions
(PRACH transmission occasion) or physical random ac-
cess channel occasions (PRACH occasion), which are
referred to as ROs, may be configured by the network-
side device in a time instance (time instance) (which is
duration required for transmitting a physical random ac-
cess channel (Physical Random access channel,
PRACH) resource, also referred to as a time domain lo-
cation for transmitting the PRACH herein). A quantity of
ROs FDMed in one time instance may be {1,2,4,8}.
[0005] A PRACH resource period in NR in the related
art may be 10 ms, 20 ms, 40 ms, 80 ms, or 160 ms. The
UE in the related art selects a most appropriate RACH
resource after triggering a random access process, that
is, to select a nearest RACH resource. However, no mat-
ter how long the PRACH resource period is, a time do-
main length of the RACH resource is 10 ms, leading to
a problem of RACH load imbalance.

SUMMARY

[0006] A technical problem to be resolved in this dis-
closure is to provide a RACH resource selection method,
a RACH resource configuration method, user equipment,
and a network-side device, so as to resolve a problem
of RACH load imbalance.

[0007] According to a first aspect, an embodiment of
this disclosure provides a random access channel RACH
resource selection method, applied to user equipment.
The RACH resource selection method includes:
after a random access process is triggered, selecting,
based on obtained RACH resource configuration infor-
mation, a physical random access channel PRACH
transmit unit used for sending a preamble or a preamble
and data.
[0008] According to a second aspect, an embodiment
of this disclosure provides a random access channel
RACH resource configuration method, applied to a net-
work-side device. The RACH resource configuration
method includes:
sending RACH resource configuration information to us-
er equipment, where the RACH resource configuration
information is used by the user equipment to select, after
a random access process is triggered, a physical random
access channel PRACH transmit unit used for sending
a preamble or a preamble and data.
[0009] According to a third aspect, an embodiment of
this disclosure provides user equipment, including:
a processing module, configured to: after a random ac-
cess process is triggered, select, based on obtained
RACH resource configuration information, a physical
random access channel PRACH transmit unit used for
sending a preamble or a preamble and data.
[0010] According to a fourth aspect, an embodiment
of this disclosure provides a network-side device, includ-
ing:
a sending module, configured to send random access
channel RACH resource configuration information to us-
er equipment, where the RACH resource configuration
information is used by the user equipment to select, after
a random access process is triggered, a physical random
access channel PRACH transmit unit used for sending
a preamble or a preamble and data.
[0011] According to a fifth aspect, an embodiment of
this disclosure provides user equipment, including a
memory, a processor, and a computer program stored
in the memory and capable of running on the processor,
and when the computer program is executed by the proc-
essor, the steps in the random access channel RACH
resource selection method described above are imple-
mented.
[0012] According to a sixth aspect, an embodiment of
this disclosure provides a network-side device, including
a memory, a processor, and a computer program stored
in the memory and capable of running on the processor,
and when the computer program is executed by the proc-
essor, the steps in the random access channel RACH
resource configuration method described above are im-
plemented.
[0013] According to a seventh aspect, an embodiment
of this disclosure provides a computer-readable storage
medium. The computer-readable storage medium stores
a computer program, and when the computer program
is executed by a processor, the steps in the random ac-
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cess channel RACH resource selection method de-
scribed above are implemented, or the steps in the RACH
resource configuration method described above are im-
plemented.
[0014] The embodiments of this disclosure have the
following beneficial effects:
In the foregoing solution, after the random access proc-
ess is triggered, the user equipment selects, based on
the obtained RACH resource configuration information,
the PRACH transmit unit used for sending the preamble
or the preamble and data, but not necessarily select a
nearest RACH resource to send the preamble or the pre-
amble and data. Configuring the RACH resource config-
uration information can avoid a problem of RACH load
imbalance.

BRIEF DESCRIPTION OF DRAWINGS

[0015] To describe the technical solutions in the em-
bodiments of this disclosure more clearly, the following
briefly describes the accompanying drawings required
for describing the embodiments of this disclosure. Ap-
parently, the accompanying drawings in the following de-
scription show merely some embodiments of this disclo-
sure, and a person of ordinary skill in the art may derive
other drawings from these accompanying drawings with-
out creative efforts.

FIG. 1 is a schematic diagram of RO-SSB associa-
tion;
FIG. 2 is a schematic diagram of performing two
times of SSB-RO mapping in a PRACH configuration
period;
FIG. 3 and FIG. 4 are schematic diagrams of RACH
load imbalance;
FIG. 5 is a schematic diagram of a RACH resource
selection method according to an embodiment of this
disclosure;
FIG. 6 is a schematic diagram of a RACH resource
configuration method according to an embodiment
of this disclosure;
FIG. 7 is a schematic diagram of a correspondence
between a RACH trigger time and a PRACH transmit
set according to an embodiment of this disclosure;
FIG. 8 is a schematic structural diagram of user
equipment according to an embodiment of this dis-
closure;
FIG. 9 is a schematic structural diagram of a network-
side device according to an embodiment of this dis-
closure;
FIG. 10 is a schematic diagram of composition of a
network-side device according to an embodiment of
this disclosure; and
FIG. 11 is a schematic diagram of composition of
user equipment according to an embodiment of this
disclosure.

DESCRIPTION OF EMBODIMENTS

[0016] Exemplary embodiments of this disclosure will
be described below in more detail with reference to the
accompanying drawings. Although the accompanying
drawings show exemplary embodiments of this disclo-
sure, it should be understood that this disclosure may be
implemented in various forms and should not be limited
by the embodiments described herein. Instead, these
embodiments are provided so that this disclosure will be
better understood, and the scope of this disclosure can
be fully conveyed to those skilled in the art.
[0017] In this specification and claims of this applica-
tion, the terms such as "first" and "second" are intended
to distinguish between similar objects but do not neces-
sarily indicate a specific order or sequence. It should be
understood that the data termed in such a manner are
interchangeable in proper cases so that the embodi-
ments of this application can be implemented in other
orders than the order illustrated or described in this ap-
plication. Moreover, the terms "include", "contain", and
any other variants are intended to cover the non-exclu-
sive inclusion, for example, a process, method, system,
product, or device that includes a list of steps or units is
not necessarily limited to those units, but may include
other units not expressly listed or inherent to such a proc-
ess, method, system, product, or device.
[0018] Both LTE and NR communication systems in
the related art need to support a random access process
to achieve a variety of purposes. The random access
process is triggered in the following cases:

1. Initial network access by UE in an initial radio re-
source control (Radio Resource Control, RRC) idle
(idle) state;
2. RRC re-establishment;
3. Handover;
4. Arrival of downlink data with uplink out of synchro-
nization;
5. Arrival of uplink data with downlink out of synchro-
nization;
6. UE transition from an inactive (inactive) state to
an activated (active) state; and
7. Uplink synchronization acquisition for a secondary
cell (Scell).

[0019] The random access process may be triggered
by the UE, or may be triggered by the network-side de-
vice.
[0020] The RACH process is divided into a contention-
based random access process and a non-contention-
based random access process. For both the contention-
based random access process and non-contention-
based random access process, the UE needs to send a
preamble or a preamble and data to the network-side
device.
[0021] In NR, a plurality of FDM ROs can be configured
in one time instance by the network-side device. A quan-
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tity of ROs FDMed in one time instance may be {1,2,4,8}.
[0022] A random access preamble can be transmitted
only on a time domain resource configured by using a
PRACH configuration index (Configuration Index) pa-
rameter, and the random access preamble can be trans-
mitted only on a frequency domain resource configured
by using a prach-FDM parameter. The PRACH frequency
domain resource is nRA ∈ {0,1,...,M-1} s, where M is equal
to the higher-layer parameter prach-FDM. During initial
access, the PRACH frequency domain resources nRA
are numbered in increasing order from a RO resource
with a lowest frequency in an initial active uplink band-
width part (initial active uplink bandwidth part); otherwise,
the PRACH frequency domain resources nRA are num-
bered in increasing order from a RO resource with a low-
est frequency in an active uplink bandwidth part (active
uplink bandwidth part).
[0023] Based on PRACH resource-related parameters
(for example, PRACH Configuration Index or prach-
FDM), the user equipment can determine an RO re-
source pattern within a PRACH configuration period
(Configuration Period), where the RO resource pattern
includes a size of one RO resource, a time domain loca-
tion of the RO, a frequency domain location of the RO,
a quantity of ROs, and the like in the PRACH configura-
tion period. The PRACH configuration period may be {10,
20, 40, 80, 160} ms, and the RO resource pattern is the
same for each PRACH configuration period.
[0024] In NR, there is an association relationship be-
tween a RO and an actually transmitted SSB (SS/PBCH
block, synchronous signal/physical broadcast channel
block, SS block for short, synchronous signal block). One
RO may be associated with a plurality of SSBs. A quantity
of SSBs associated with one RO may be: {1/8, 1/4, 1/2,
1/2, 2, 4, 8, 16}. For the non-contention-based random
access process, the RO may also be in an association
relationship with a channel state information reference
signal (CSI reference signals, CSI-RS).
[0025] In a specific example, as shown in FIG. 1, it is
assumed that one RO is associated with 1/8 SSBs, there
are four ROs FDMed in one time instance, and there are
a total of three SSBs numbered 1 to 3.
[0026] When the total quantity of ROs configured in
one PRACH configuration period is greater than or equal
to a quantity of ROs required for two times of SSB-RO
mapping, SSB-RO mapping can be repeated on these
ROs. Assuming that one RO is associated with 1/8 SSBs
and there are a total of three SSBs numbered SSBs 1 to
3, 8∗3=24 ROs are required to complete SSB-RO map-
ping once. There are 12 time instances in one PRACH
configuration period and 4 ROs FDMed in one time in-
stance; then, there are 12∗4=48 ROs in one PRACH con-
figuration period. Therefore, SSB-RO mapping can be
performed twice in the configuration period, as shown in
FIG. 2.
[0027] If there are 72 ROs in one PRACH configuration
period, SSB-RO mapping can be performed three times
in the configuration period. More ROs indicates more

times of SSB-RO mapping to be performed. For conven-
ience, a set of ROs required to complete SSB-RO map-
ping once is called an association group or an association
set (association set).
[0028] The same holds true for CSI-RS-RO mapping.
More ROs indicates more times of CSI-RS-RO mapping.
For convenience, a set of ROs required to complete CSI-
RS-RO mapping once is called an association group or
an association set (association set).
[0029] ARO combination set may be a set of ROs. The
set may be a RO set different in frequency domain but
the same in time domain, or a RO set different in time
domain but the same in frequency domain, or a RO set
different in both time domain and frequency domain.
[0030] The RO combination set may be agreed in ad-
vance or configured by the network-side device. Agree-
ment in advance may be agreement made in advance
by the network-side device and the UE, or may be re-
corded in the communications protocol and stipulated by
the communications protocol.
[0031] A PRACH resource period in NR in the related
art may be 10 ms, 20 ms, 40 ms, 80 ms, or 160 ms. The
UE in the related art selects a most appropriate RACH
resource after triggering a random access process, that
is, to select a nearest RACH resource. However, no mat-
ter how long the PRACH resource period is, a time do-
main length of the RACH resource is 10 ms, leading to
a problem of RACH load imbalance.
[0032] As shown in FIG. 3, there are two PRACH re-
sources: a first part of PRACH subframe and a second
part of PRACH subframe. Because the UE selects a most
appropriate RACH resource after triggering a random ac-
cess process, that is, to select a nearest RACH resource,
the first PRACH resource is selected in a T1 time seg-
ment by all triggered random access processes that have
no PRACH resources, and the second PRACH resource
is selected only by a triggered random access process
in a T2 time segment. This results in heavier RACH load
(preamble transmission) on the first part of PRACH sub-
frame than on the second part of PRACH subframe, lead-
ing to RACH load imbalance. As shown in FIG. 4, a similar
problem exists in a case in which a plurality of SSBs are
associated with a RO.
[0033] For the foregoing problem, the embodiments of
this disclosure provide a RACH resource selection meth-
od, a RACH resource configuration method, user equip-
ment, and a network-side device, so as to resolve the
problem of RACH load imbalance.
[0034] An embodiment of this disclosure provides a
RACH resource selection method, applied to user equip-
ment. As shown in FIG. 5, the RACH resource selection
method includes the following steps.
[0035] Step 101: After a random access process is trig-
gered, select, based on obtained RACH resource con-
figuration information, a physical random access channel
PRACH transmit unit used for sending a preamble or a
preamble and data.
[0036] In this embodiment, after the random access
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process is triggered, the user equipment selects, based
on the obtained RACH resource configuration informa-
tion, the PRACH transmit unit used for sending the pre-
amble or the preamble and data, but not necessarily se-
lect a nearest RACH resource to send the preamble or
the preamble and data. Configuring the RACH resource
configuration information can avoid a problem of RACH
load imbalance.
[0037] The PRACH transmit unit is a RACH resource
occupied for sending the preamble or the preamble and
data, and the PRACH transmit unit includes at least one
of the following:
an OFDM symbol, a PRACH subframe, a slot, a PRACH
slot, a physical random access channel occasion RO, a
RO association set, a RO combination set, and an abso-
lute time unit.
[0038] The RACH resource configuration information
may be agreed in advance, or may be delivered to the
user equipment by a network-side device, and is received
and stored in advance by the user equipment. When the
RACH resource configuration information is delivered to
the user equipment by the network-side device, the meth-
od further includes:
receiving the RACH resource configuration information
sent by the network-side device.
[0039] Further, the RACH resource configuration infor-
mation includes at least one of the following:

preamble format information of PRACH resources
available for selection;
time domain location information of PRACH resourc-
es available for selection;
frequency domain location information of PRACH re-
sources available for selection;
a time window corresponding to PRACH transmit
units available for selection, where a first PRACH
transmit unit in the time window is a first valid PRACH
transmit unit after the random access process is trig-
gered;
N PRACH transmit units available for selection,
where a first PRACH transmit unit in the N PRACH
transmit units is a first valid PRACH transmit unit
after the random access process is triggered, and N
is a positive integer; and
a correspondence between a RACH trigger time and
a PRACH transmit set, where the PRACH transmit
set includes at least one PRACH transmit unit.

[0040] The N PRACH transmit units may be N consec-
utive PRACH transmit units.
[0041] Further, window length information of the time
window is included in the RACH resource configuration
information, or is obtained based on a correspondence
between a RACH parameter and the window length in-
formation that is included in the RACH resource config-
uration information, or is agreed in advance.
[0042] A value of N is included in the RACH resource
configuration information, or is obtained based on a cor-

respondence between the RACH parameter and the val-
ue of N that is included in the RACH resource configu-
ration information, or is agreed in advance.
[0043] Agreement in advance may be agreement
made in advance by the network-side device and the UE,
or may be recorded in the communications protocol and
stipulated by the communications protocol.
[0044] Further, the RACH parameter includes at least
one of the following:

a priority of a service for which RACH is initiated;
a reason for triggering connection re-establishment;
a PRACH period; and
a correlation between a RO and a synchronous sig-
nal block SSB.

[0045] Further, the RACH resource configuration infor-
mation further includes at least one of the following:

a probability of selecting a PRACH transmit unit from
the time window; and
a probability of selecting a PRACH transmit unit from
the N PRACH transmit units.

[0046] Further, the selecting a PRACH transmit unit
specifically includes at least one of the following:

selecting the PRACH transmit unit from the time win-
dow based on an agreed probability; and
selecting the PRACH transmit unit from the N
PRACH transmit units based on an agreed proba-
bility.

[0047] Further, a window length unit of the time window
includes at least one of the following:
an OFDM symbol, a PRACH subframe, a slot, a PRACH
slot, a physical random access channel occasion RO, a
RO association set, a RO combination set, and an abso-
lute time unit.
[0048] An embodiment of this disclosure provides a
RACH resource configuration method, applied to a net-
work-side device. As shown in FIG. 6, the RACH resource
configuration method includes the following steps.
[0049] Step 201: Send RACH resource configuration
information to user equipment, where the RACH re-
source configuration information is used by the user
equipment to select, after a random access process is
triggered, a physical random access channel PRACH
transmit unit used for sending a preamble or a preamble
and data.
[0050] In this embodiment, the network-side device
sends the RACH resource configuration information to
the user equipment. After the random access process is
triggered, the user equipment selects, based on the ob-
tained RACH resource configuration information, the
PRACH transmit unit used for sending the preamble or
the preamble and data, but not necessarily select a near-
est RACH resource to send the preamble or the preamble
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and data. Configuring the RACH resource configuration
information can avoid a problem of RACH load imbal-
ance.
[0051] Further, the RACH resource configuration infor-
mation includes at least one of the following:

preamble format information of PRACH resources
available for selection;
time domain location information of PRACH resourc-
es available for selection;
frequency domain location information of PRACH re-
sources available for selection;
a time window corresponding to PRACH transmit
units available for selection, where a first PRACH
transmit unit in the time window is a first valid PRACH
transmit unit after the random access process is trig-
gered;
N PRACH transmit units available for selection,
where a first PRACH transmit unit in the N PRACH
transmit units is a first valid PRACH transmit unit
after the random access process is triggered, and N
is a positive integer; and
a correspondence between a RACH trigger time and
a PRACH transmit set, where the PRACH transmit
set includes at least one PRACH transmit unit.

[0052] Further, window length information of the time
window is included in the RACH resource configuration
information, or is obtained based on a correspondence
between a RACH parameter and the window length in-
formation that is included in the RACH resource config-
uration information, or is agreed in advance.
[0053] A value of N is included in the RACH resource
configuration information, or is obtained based on a cor-
respondence between the RACH parameter and the val-
ue of N that is included in the RACH resource configu-
ration information, or is agreed in advance.
[0054] Further, the RACH parameter includes at least
one of the following:

a priority of a service for which RACH is initiated;
a reason for triggering connection re-establishment;
a PRACH period; and
a correlation between a RO and a synchronous sig-
nal block SSB.

[0055] Further, the RACH resource configuration infor-
mation further includes at least one of the following:

a probability of selecting a PRACH transmit unit from
the time window; and
a probability of selecting a PRACH transmit unit from
the N PRACH transmit units.

[0056] Further, the PRACH transmit unit includes at
least one of the following:
an OFDM symbol, a PRACH subframe, a slot, a PRACH
slot, a physical random access channel occasion RO, a

RO association set, a RO combination set, and an abso-
lute time unit.
[0057] Further, a window length unit of the time window
includes at least one of the following:
an OFDM symbol, a PRACH subframe, a slot, a PRACH
slot, a physical random access channel occasion RO, a
RO association set, a RO combination set, and an abso-
lute time unit.
[0058] The technical solutions of this disclosure are
further described below with reference to specific em-
bodiments.

Embodiment 1

[0059] In this embodiment, after the UE triggers a ran-
dom access process, the UE finds the first valid PRACH
transmit unit, and in one continuous time window starting
from this valid PRACH transmit unit, selects a PRACH
transmit unit in the time window based on an equal prob-
ability or a given probability to send a preamble or a pre-
amble and data.
[0060] A start time of the time window is a moment at
which the random access process is triggered. A window
length unit of the time window includes at least one of
the following: an OFDM symbol, a PRACH subframe, a
slot, a PRACH slot, a physical random access channel
occasion RO, a RO association set, a RO combination
set, and an absolute time unit (such as ms).
[0061] The equal probability means that a same selec-
tion probability is configured for all PRACH transmit units
in the time window, or that different selection probabilities
may be configured for different PRACH transmit units in
the time window. The selection probability may be agreed
in advance or configured by the network-side device. For
example, there are two PRACH transmit units in the time
window. The first PRACH transmit unit has a selection
probability of 50%. If the first PRACH transmit unit is not
selected, the second PRACH transmit unit is selected.
[0062] The RO combination set may be defined as a
set of ROs in time domain or frequency domain, and may
be configured by the network-side device or agreed in
advance.

Embodiment 2

[0063] In this embodiment, after the UE triggers a ran-
dom access process, the UE finds the first valid PRACH
transmit unit, and selects, from next N PRACH transmit
units starting from this valid PRACH transmit unit, a
PRACH transmit unit based on an equal probability or a
given probability to send a preamble or a preamble and
data.
[0064] The PRACH transmit unit includes at least one
of the following: an OFDM symbol, a PRACH subframe,
a slot, a PRACH slot, a physical random access channel
occasion RO, a RO association set, a RO combination
set, and an absolute time unit (such as ms).
[0065] The equal probability means that a same selec-
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tion probability is configured for the N PRACH transmit
units, or that different selection probabilities may be con-
figured for different PRACH transmit units. The selection
probability may be agreed in advance or configured by
the network-side device. For example, N=2. A selection
probability of the first PRACH transmit unit is 50%, and
if the first PRACH transmit unit is not selected, the second
PRACH transmit unit is selected.
[0066] The RO combination set may be defined as a
set of ROs in time domain or frequency domain, and may
be configured by the network-side device or agreed in
advance.

Embodiment 3

[0067] In this embodiment, on a basis of Embodiment
1 and Embodiment 2, the window length information of
the time window or the value of N may be determined
based on a priority of a service for which the UE initiates
the RACH or based on a reason for triggering connection
re-establishment.
[0068] For example, if the service has a high priority,
a RACH level is high, and the a reason for triggering
connection re-establishment is emergency call, the UE
can select the nearest PRACH transmit unit, that is, the
time window includes one PRACH transmit unit or the
value of N is set to 1, so that the UE sends the preamble
or the preamble and data on the first nearest PRACH
transmit unit.
[0069] If the service has a low priority, different window
length information or a different value of N may be set.

Embodiment 4

[0070] In this embodiment, on a basis of Embodiment
1 and Embodiment 2, the window length information of
the time window or the value of N may be determined
based on a PRACH period or a correlation between a
RO and a SSB.
[0071] A long PRACH period indicates a higher degree
of RACH load imbalance. Therefore, the window length
information of the time window or the value of N may be
determined based on different PRACH periods. For ex-
ample, a longer PRACH period indicates longer window
length information and a larger value of N.
[0072] Similarly, the window length information of the
time window or the value of N may also be determined
based on the correlation between a RO and a SSB. For
example, a smaller correlation between a RO and a SSB
indicates longer window length information and a larger
value of N.

Embodiment 5

[0073] A correspondence between a RACH trigger
time and a PRACH transmit set is configured in this em-
bodiment, where the PRACH transmit set includes at
least one PRACH transmit unit.

[0074] As shown in FIG. 7, a T1 time segment corre-
sponds to a first PRACH transmit set, a T2 time segment
corresponds to a second PRACH transmit set, and a T3
time segment corresponds to a third PRACH transmit set.
[0075] An embodiment of this disclosure provides user
equipment. As shown in FIG. 8, the user equipment in-
cludes:
a processing module 32, configured to: after a random
access process is triggered, select, based on obtained
RACH resource configuration information, a physical
random access channel PRACH transmit unit used for
sending a preamble or a preamble and data.
[0076] In this embodiment, after the random access
process is triggered, the user equipment selects, based
on the obtained RACH resource configuration informa-
tion, the PRACH transmit unit used for sending the pre-
amble or the preamble and data, but not necessarily se-
lect a nearest RACH resource to send the preamble or
the preamble and data. Configuring the RACH resource
configuration information can avoid a problem of RACH
load imbalance.
[0077] The RACH resource configuration information
may be agreed in advance, or may be delivered to the
user equipment by a network-side device. When the
RACH resource configuration information is delivered to
the user equipment by the network-side device, the user
equipment further includes:
a receiving module 31, configured to receive the RACH
resource configuration information sent by the network-
side device.
[0078] Further, the RACH resource configuration infor-
mation includes at least one of the following:

preamble format information of PRACH resources
available for selection;
time domain location information of PRACH resourc-
es available for selection;
frequency domain location information of PRACH re-
sources available for selection;
a time window corresponding to PRACH transmit
units available for selection, where a first PRACH
transmit unit in the time window is a first valid PRACH
transmit unit after the random access process is trig-
gered;
N PRACH transmit units available for selection,
where a first PRACH transmit unit in the N PRACH
transmit units is a first valid PRACH transmit unit
after the random access process is triggered, and N
is a positive integer; and
a correspondence between a RACH trigger time and
a PRACH transmit set, where the PRACH transmit
set includes at least one PRACH transmit unit.

[0079] Further, window length information of the time
window is included in the RACH resource configuration
information, or is obtained based on a correspondence
between a RACH parameter and the window length in-
formation that is included in the RACH resource config-
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uration information, or is agreed in advance.
[0080] A value of N is included in the RACH resource
configuration information, or is obtained based on a cor-
respondence between the RACH parameter and the val-
ue of N that is included in the RACH resource configu-
ration information, or is agreed in advance.
[0081] Further, the RACH parameter includes at least
one of the following:

a priority of a service for which RACH is initiated;
a reason for triggering connection re-establishment;
a PRACH period; and
a correlation between a RO and a synchronous sig-
nal block SSB.

[0082] Further, the RACH resource configuration infor-
mation further includes at least one of the following:

a probability of selecting a PRACH transmit unit from
the time window; and
a probability of selecting a PRACH transmit unit from
the N PRACH transmit units.

[0083] Further, the processing module 32 is specifical-
ly configured to perform at least one of the following
steps:

selecting the PRACH transmit unit from the time win-
dow based on an agreed probability; and
selecting the PRACH transmit unit from the N
PRACH transmit units based on an agreed proba-
bility.

[0084] Further, the PRACH transmit unit includes at
least one of the following:
an OFDM symbol, a PRACH subframe, a slot, a PRACH
slot, a physical random access channel occasion RO, a
RO association set, a RO combination set, and an abso-
lute time unit.
[0085] Further, a window length unit of the time window
includes at least one of the following:
an OFDM symbol, a PRACH subframe, a slot, a PRACH
slot, a physical random access channel occasion RO, a
RO association set, a RO combination set, and an abso-
lute time unit.
[0086] An embodiment of this disclosure provides a
network-side device. As shown in FIG. 9, the network-
side device includes:
a sending module 41, configured to send RACH resource
configuration information to user equipment, where the
RACH resource configuration information is used by the
user equipment to select, after a random access process
is triggered, a physical random access channel PRACH
transmit unit used for sending a preamble or a preamble
and data.
[0087] In this embodiment, the network-side device
sends the RACH resource configuration information to
the user equipment. After the random access process is

triggered, the user equipment selects, based on the ob-
tained RACH resource configuration information, the
PRACH transmit unit used for sending the preamble or
the preamble and data, but not necessarily select a near-
est RACH resource to send the preamble or the preamble
and data. Configuring the RACH resource configuration
information can avoid a problem of RACH load imbal-
ance.
[0088] Further, the RACH resource configuration infor-
mation includes at least one of the following:

preamble format information of PRACH resources
available for selection;
time domain location information of PRACH resourc-
es available for selection;
frequency domain location information of PRACH re-
sources available for selection;
a time window corresponding to PRACH transmit
units available for selection, where a first PRACH
transmit unit in the time window is a first valid PRACH
transmit unit after the random access process is trig-
gered;
N PRACH transmit units available for selection,
where a first PRACH transmit unit in the N PRACH
transmit units is a first valid PRACH transmit unit
after the random access process is triggered, and N
is a positive integer; and
a correspondence between a RACH trigger time and
a PRACH transmit set, where the PRACH transmit
set includes at least one PRACH transmit unit.

[0089] Further, window length information of the time
window is included in the RACH resource configuration
information, or is obtained based on a correspondence
between a RACH parameter and the window length in-
formation that is included in the RACH resource config-
uration information, or is agreed in advance.
[0090] A value of N is included in the RACH resource
configuration information, or is obtained based on a cor-
respondence between the RACH parameter and the val-
ue of N that is included in the RACH resource configu-
ration information, or is agreed in advance.
[0091] Further, the RACH parameter includes at least
one of the following:

a priority of a service for which RACH is initiated;
a reason for triggering connection re-establishment;
a PRACH period; and
a correlation between a RO and a synchronous sig-
nal block SSB.

[0092] Further, the RACH resource configuration infor-
mation further includes at least one of the following:

a probability of selecting a PRACH transmit unit from
the time window; and
a probability of selecting a PRACH transmit unit from
the N PRACH transmit units.
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[0093] Further, the PRACH transmit unit includes at
least one of the following:
an OFDM symbol, a PRACH subframe, a slot, a PRACH
slot, a physical random access channel occasion RO, a
RO association set, a RO combination set, and an abso-
lute time unit.
[0094] Further, a window length unit of the time window
includes at least one of the following:
an OFDM symbol, a PRACH subframe, a slot, a PRACH
slot, a physical random access channel occasion RO, a
RO association set, a RO combination set, and an abso-
lute time unit.
[0095] An embodiment of this disclosure further pro-
vides a network-side device, including a memory, a proc-
essor, and a computer program stored in the memory
and capable of running on the processor, and when the
computer program is executed by the processor, the
steps in the RACH resource configuration method de-
scribed above are implemented.
[0096] FIG. 10 is a structural diagram of a network-side
device to which an embodiment of this disclosure is ap-
plied. Details of the RACH resource configuration method
in the foregoing embodiments can be implemented to
achieve the same effects. As shown in FIG. 10, the net-
work-side device 500 includes a processor 501, a trans-
ceiver 502, a memory 503, a user interface 504, and a
bus interface.
[0097] In this embodiment of this disclosure, the net-
work-side device 500 further includes a computer pro-
gram stored in the memory 503 and capable of running
on the processor 501. When the computer program is
executed by the processor 501, the following steps are
implemented: sending RACH resource configuration in-
formation to user equipment, where the RACH resource
configuration information is used by the user equipment
to select, after a random access process is triggered, a
physical random access channel PRACH transmit unit
used for sending a preamble or a preamble and data.
[0098] In FIG. 10, a bus architecture may include any
quantity of interconnected buses and bridges, and spe-
cifically connects together circuits that are of one or more
processors represented by the processor 501 and of a
memory represented by the memory 503. The bus archi-
tecture may further connect together various other cir-
cuits such as a peripheral device, a voltage stabilizer,
and a power management circuit. These are well known
in the art, and therefore are not further described in this
specification any more. The bus interface provides inter-
faces. The transceiver 502 may be a plurality of compo-
nents, including a transmitter and a receiver, and pro-
vides units for communicating with a variety of other ap-
paratuses on a transmission medium. For different user
equipments, the user interface 504 may also be an inter-
face that can be externally or internally connected to a
required device. The connected device includes but is
not limited to a keypad, a display, a speaker, a micro-
phone, and a joystick.
[0099] The processor 501 is responsible for manage-

ment of the bus architecture and general processing, and
the memory 503 is capable of storing data that is used
by the processor 501 during operation.
[0100] Further, the RACH resource configuration infor-
mation includes at least one of the following:

preamble format information of PRACH resources
available for selection;
time domain location information of PRACH resourc-
es available for selection;
frequency domain location information of PRACH re-
sources available for selection;
a time window corresponding to PRACH transmit
units available for selection, where a first PRACH
transmit unit in the time window is a first valid PRACH
transmit unit after the random access process is trig-
gered;
N PRACH transmit units available for selection,
where a first PRACH transmit unit in the N PRACH
transmit units is a first valid PRACH transmit unit
after the random access process is triggered, and N
is a positive integer; and
a correspondence between a RACH trigger time and
a PRACH transmit set, where the PRACH transmit
set includes at least one PRACH transmit unit.

[0101] Further, window length information of the time
window is included in the RACH resource configuration
information, or is obtained based on a correspondence
between a RACH parameter and the window length in-
formation that is included in the RACH resource config-
uration information, or is agreed in advance.
[0102] A value of N is included in the RACH resource
configuration information, or is obtained based on a cor-
respondence between the RACH parameter and the val-
ue of N that is included in the RACH resource configu-
ration information, or is agreed in advance.
[0103] Further, the RACH parameter includes at least
one of the following:

a priority of a service for which RACH is initiated;
a reason for triggering connection re-establishment;
a PRACH period; and
a correlation between a RO and a synchronous sig-
nal block SSB.

[0104] Further, the RACH resource configuration infor-
mation further includes at least one of the following:

a probability of selecting a PRACH transmit unit from
the time window; and
a probability of selecting a PRACH transmit unit from
the N PRACH transmit units.

[0105] Further, the PRACH transmit unit includes at
least one of the following:
an OFDM symbol, a PRACH subframe, a slot, a PRACH
slot, a physical random access channel occasion RO, a
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RO association set, a RO combination set, and an abso-
lute time unit.
[0106] Further, a window length unit of the time window
includes at least one of the following:
an OFDM symbol, a PRACH subframe, a slot, a PRACH
slot, a physical random access channel occasion RO, a
RO association set, a RO combination set, and an abso-
lute time unit.
[0107] An embodiment of this disclosure further pro-
vides user equipment, including a memory, a processor,
and a computer program stored in the memory and ca-
pable of running on the processor, and when the com-
puter program is executed by the processor, the steps in
the RACH resource selection method described above
are implemented.
[0108] FIG. 11 is a schematic diagram of a hardware
structure of user equipment for implementing the embod-
iments of this disclosure. Referring to FIG. 11, the user
equipment 600 includes but is not limited to components
such as a radio frequency unit 601, a network module
602, an audio output unit 603, an input unit 604, a sensor
605, a display unit 606, a user input unit 607, an interface
unit 608, a memory 609, a processor 610, and a power
supply 611. A person skilled in the art understands that
the user equipment structure shown in FIG. 11 does not
constitute any limitation on the user equipment. The user
equipment may include more or fewer components than
those shown in the figure, or some components may be
combined, or the components may be disposed in differ-
ent manners. In this embodiment of this disclosure, the
user equipment includes but is not limited to a mobile
phone, a tablet computer, a laptop computer, a palmtop
computer, an in-vehicle terminal, a wearable device, a
pedometer, and the like.
[0109] The processor 610 is configured to: after a ran-
dom access process is triggered, select, based on ob-
tained RACH resource configuration information, a phys-
ical random access channel PRACH transmit unit used
for sending a preamble or a preamble and data.
[0110] The RACH resource configuration information
may be agreed in advance, or may be delivered to the
user equipment by a network-side device. When the
RACH resource configuration information is delivered to
the user equipment by the network-side device, the proc-
essor 610 is further configured to receive the RACH re-
source configuration information sent by the network-
side device.
[0111] Further, the RACH resource configuration infor-
mation includes at least one of the following:

preamble format information of PRACH resources
available for selection;
time domain location information of PRACH resourc-
es available for selection;
frequency domain location information of PRACH re-
sources available for selection;
a time window corresponding to PRACH transmit
units available for selection, where a first PRACH

transmit unit in the time window is a first valid PRACH
transmit unit after the random access process is trig-
gered;
N PRACH transmit units available for selection,
where a first PRACH transmit unit in the N PRACH
transmit units is a first valid PRACH transmit unit
after the random access process is triggered, and N
is a positive integer; and
a correspondence between a RACH trigger time and
a PRACH transmit set, where the PRACH transmit
set includes at least one PRACH transmit unit.

[0112] The N PRACH transmit units may be N consec-
utive PRACH transmit units.
[0113] Further, window length information of the time
window is included in the RACH resource configuration
information, or is obtained based on a correspondence
between a RACH parameter and the window length in-
formation that is included in the RACH resource config-
uration information, or is agreed in advance.
[0114] A value of N is included in the RACH resource
configuration information, or is obtained based on a cor-
respondence between the RACH parameter and the val-
ue of N that is included in the RACH resource configu-
ration information, or is agreed in advance.
[0115] Further, the RACH parameter includes at least
one of the following:

a priority of a service for which RACH is initiated;
a reason for triggering connection re-establishment;
a PRACH period; and
a correlation between a RO and a synchronous sig-
nal block SSB.

[0116] Further, the RACH resource configuration infor-
mation further includes at least one of the following:

a probability of selecting a PRACH transmit unit from
the time window; and
a probability of selecting a PRACH transmit unit from
the N PRACH transmit units.

[0117] Further, the processor 610 is specifically con-
figured to perform at least one of the following steps:

selecting the PRACH transmit unit from the time win-
dow based on an agreed probability; and
selecting the PRACH transmit unit from the N
PRACH transmit units based on an agreed proba-
bility.

[0118] Further, the PRACH transmit unit includes at
least one of the following:
an OFDM symbol, a PRACH subframe, a slot, a PRACH
slot, a physical random access channel occasion RO, a
RO association set, a RO combination set, and an abso-
lute time unit.
[0119] Further, a window length unit of the time window

17 18 



EP 3 813 468 A1

11

5

10

15

20

25

30

35

40

45

50

55

includes at least one of the following:
an OFDM symbol, a PRACH subframe, a slot, a PRACH
slot, a physical random access channel occasion RO, a
RO association set, a RO combination set, and an abso-
lute time unit.
[0120] It should be understood that in an embodiment
of this disclosure, the radio frequency unit 601 may be
configured to: receive and send signals in an information
receiving/sending process or a call process; and specif-
ically, after receiving downlink data from a base station,
send the downlink information to the processor 610 for
processing, and in addition, send uplink data to the base
station. Generally, the radio frequency unit 601 includes
but is not limited to an antenna, at least one amplifier, a
transceiver, a coupler, a low noise amplifier, a duplexer,
and the like. In addition, the radio frequency unit 601 may
further communicate with a network and another device
through a wireless communications system.
[0121] The user equipment provides a user with wire-
less broadband internet access through the network
module 602, for example, helping the user to send or
receive an e-mail, to browse a web page, or to access
streaming media.
[0122] The audio output unit 603 may convert audio
data that is received by the radio frequency unit 601 or
the network module 602 or stored in the memory 609 into
an audio signal and output the audio signal as a sound.
Furthermore, the audio output unit 603 may also provide
audio output (for example, a call signal received sound
or a message received sound) related to a specific func-
tion performed by the user equipment 600. The audio
output unit 603 includes a speaker, a buzzer, a telephone
receiver, and the like.
[0123] The input unit 604 is configured to receive an
audio or video signal. The input unit 604 may include a
graphics processing unit (Graphics Processing Unit,
GPU) 6041 and a microphone 6042, and the graphics
processing unit 6041 processes image data of a still pic-
ture or a video obtained by an image capture apparatus
(for example, a camera) in an image capture mode or a
video capture mode. A processed image frame may be
displayed on the display unit 606. An image frame proc-
essed by the graphics processing unit 6041 may be
stored in the memory 609 (or another storage medium)
or sent by the radio frequency unit 601 or the network
module 602. The microphone 6042 can receive a sound
and can process the sound into audio data. The proc-
essed audio data can be converted into a format that can
be sent to a mobile communication base station through
the radio frequency unit 601 in a telephone call mode,
for outputting.
[0124] The user equipment 600 further includes at
least one sensor 605, such as an optical sensor, a motion
sensor, and other sensors. Specifically, the optical sen-
sor includes an ambient light sensor and a proximity sen-
sor. The ambient light sensor may adjust luminance of
the display panel 6061 based on brightness of ambient
light. The proximity sensor may turn off the display panel

6061 and/or backlight when the user equipment 600 is
moved to an ear. As a type of motion sensor, an accel-
erometer sensor can detect magnitudes of accelerations
in all directions (usually three axes), can detect a mag-
nitude and a direction of gravity when the mobile phone
is in a static state, and can be applied to mobile phone
posture recognition (such as screen switching between
portrait and landscape, related games, and magnetom-
eter posture calibration), functions related to vibration
recognition (such as pedometer and tapping), and the
like. The sensor 605 may also include a fingerprint sen-
sor, a pressure sensor, an iris sensor, a molecular sen-
sor, a gyroscope, a barometer, a hygrometer, a thermom-
eter, an infrared sensor, and the like. Details are not de-
scribed herein.
[0125] The display unit 606 is configured to display in-
formation input by the user or information provided for
the user. The display unit 606 may include a display panel
6061, and the display panel 6061 may be configured in
a form of a liquid crystal display (Liquid Crystal Display,
LCD), an organic light-emitting diode (Organic Light-
Emitting Diode, OLED), or the like.
[0126] The user input unit 607 may be configured to
receive input digit or character information and generate
key signal input related to user setting and function con-
trol of the user equipment. Specifically, the user input
unit 607 includes a touch panel 6071 and other input
devices 6072. The touch panel 6071, also referred to as
a touchscreen, may capture a touch operation performed
by the user on or near the touch panel (for example, an
operation performed by the user on the touch panel 6071
or near the touch panel 6071 by using any appropriate
object or accessory such as a finger or a stylus). The
touch panel 6071 may include two parts: a touch detec-
tion apparatus and a touch controller. The touch detec-
tion apparatus detects a touch direction of the user, de-
tects a signal carried by a touch operation, and transmits
the signal to the touch controller. The touch controller
receives touch information from the touch detection ap-
paratus, converts the touch information to point coordi-
nates, and sends the point coordinates to the processor
610, and receives and executes a command sent by the
processor 610. In addition, the touch panel 6071 may be
implemented in a plurality of forms, for example, as a
resistive, capacitive, infrared, or surface acoustic wave
touch panel. The user input unit 607 may further include
other input devices 6072 in addition to the touch panel
6071. Specifically, the other input devices 6072 may in-
clude but are not limited to a physical keyboard, a function
key (such as a volume control key or a power on/off key),
a trackball, a mouse, a joystick, and the like. Details are
not described herein.
[0127] Further, the touch panel 6071 may cover the
display panel 6061. After detecting a touch operation on
or near the touch panel 6071, the touch panel 6071 trans-
mits information about the touch operation to the proc-
essor 610 for the processor 610 to determine a touch
event type, and then the processor 610 provides a cor-
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responding visual output on the display panel 6061 based
on the touch event type. Although in FIG. 11, the touch
panel 6071 and the display panel 6061 act as two inde-
pendent parts to implement input and output functions of
the user equipment, in some embodiments, the touch
panel 6071 and the display panel 6061 may be integrated
to implement the input and output functions of the user
equipment. This is not specifically limited herein.
[0128] The interface unit 608 is an interface between
an external apparatus and the user equipment 600. For
example, the external apparatus may include a wired or
wireless headphone port, an external power (or battery
charger) port, a wired or wireless data port, a memory
card port, a port for connecting an apparatus provided
with a recognition module, an audio input/output (I/O)
port, a video I/O port, an earphone port, and the like. The
interface unit 608 may be configured to: receive input (for
example, data information and power) from the external
apparatus, and transmit the received input to one or more
elements in the user equipment 600, or may be config-
ured to transmit data between the user equipment 600
and the external apparatus.
[0129] The memory 609 may be configured to store a
software program and various data. The memory 609
may mainly include a program storage area and a data
storage area. The program storage area may store an
operating system, an application program required for at
least one function (such as a sound play function and an
image play function), and the like. The data storage area
may store data created based on use of the mobile phone
(such as audio data and a phone book), and the like. In
addition, the memory 609 may include a high-speed ran-
dom access memory, or may include a nonvolatile mem-
ory, for example, at least one magnetic disk storage de-
vice, a flash memory device, or other volatile solid-state
storage devices.
[0130] The processor 610 is a control center of the user
equipment, and is connected to all components of the
user equipment by using various interfaces and lines. By
running or executing a software program and/or module
that is stored in the memory 609 and calling data stored
in the memory 609, the processor 610 executes various
functions of the user equipment and processes data, so
as to perform overall monitoring on the user equipment.
The processor 610 may include one or more processing
units. Optionally, an application processor and a modem
processor may be integrated into the processor 610. The
application processor mainly processes an operating
system, a user interface, an application program, and the
like. The modem processor mainly processes wireless
communication. It may be understood that the modem
processor may alternatively not be integrated into the
processor 610.
[0131] The user equipment 600 further includes the
power supply 611 (such as a battery) for supplying power
to the components. Optionally, the power supply 611 may
be logically connected to the processor 610 through a
power management system. In this way, functions such

as charge management, discharge management, and
power consumption management are implemented by
using the power management system.
[0132] In addition, the user equipment 600 includes
some functional modules that are not shown, details of
which are not described herein.
[0133] An embodiment of this disclosure further pro-
vides a computer-readable storage medium. The com-
puter-readable storage medium stores a computer pro-
gram, and when the computer program is executed by a
processor, the steps in the RACH resource selection
method described above are implemented, or the steps
in the RACH resource configuration method described
above are implemented
[0134] It can be understood that the embodiments de-
scribed in this specification may be implemented by hard-
ware, software, firmware, middleware, microcode, or a
combination thereof. For hardware implementation, the
processing unit may be implemented in one or more ap-
plication specific integrated circuits (Application Specific
Integrated Circuit, ASIC), digital signal processors (Dig-
ital Signal Processor, DSP), digital signal processing de-
vices (DSP Device, DSPD), programmable logic devices
(Programmable Logic Device, PLD), field-programmable
gate arrays (Field-Programmable Gate Array, FPGA),
general-purpose processors, controllers, microcontrol-
lers, microprocessors, and other electronic units for per-
forming the functions described in this application, or a
combination thereof.
[0135] For software implementation, the techniques
described in the embodiments described in this specifi-
cation may be implemented by modules (for example,
procedures or functions) that perform the functions de-
scribed in the embodiments described in this specifica-
tion. Software code may be stored in the memory and
executed by the processor. The memory may be imple-
mented inside the processor or outside the processor.
[0136] All embodiments in this specification are de-
scribed in a progressive manner. Each embodiment fo-
cuses on differences from other embodiments. For the
part that is the same or similar between different embod-
iments, reference may be made between the embodi-
ments.
[0137] Persons skilled in the art should understand that
the embodiments of this disclosure may be provided as
a method, an apparatus, or a computer program product.
Therefore, the embodiments of this disclosure may be
hardware-only embodiments, software-only embodi-
ments, or embodiments with a combination of software
and hardware. Moreover, the embodiments of this dis-
closure may use a form of a computer program product
that is implemented on one or more computer-usable
storage media (including but not limited to a disk memory,
a CD-ROM, an optical memory, and the like) that include
computer usable program code.
[0138] The embodiments of this disclosure are de-
scribed with reference to the flowcharts and/or block di-
agrams of the method, the user equipment (system), and
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the computer program product according to the embod-
iments of this disclosure. It should be understood that
computer program instructions may be used to imple-
ment each process and/or each block in the flowcharts
and/or the block diagrams, or a combination of a process
and/or a block in the flowcharts and/or the block dia-
grams. These computer program instructions may be
provided to a general-purpose computer, a special-pur-
pose computer, an embedded processor, or a processor
of any other programmable data processing user equip-
ment to generate a machine, so that the instructions ex-
ecuted by a computer or a processor of any other pro-
grammable data processing user equipment generate an
apparatus for implementing a specific function in one or
more processes in the flowcharts and/or in one or more
blocks in the block diagrams.
[0139] These computer program instructions may be
stored in a computer-readable memory that can guide
the computer or any other programmable data process-
ing user equipment to work in a specific manner, so that
the instructions stored in the computer-readable memory
generate an artifact that includes an instruction appara-
tus. The instruction apparatus implements a specific
function in one or more processes in the flowcharts and/or
in one or more blocks in the block diagrams.
[0140] These computer program instructions may be
loaded onto a computer or other programmable data
processing user equipment, so that a series of operations
and steps are performed on the computer or the other
programmable user equipment, thereby generating com-
puter-implemented processing. Therefore, the instruc-
tions executed on the computer or the other programma-
ble user equipment provide steps for implementing a spe-
cific function in one or more processes in the flowcharts
and/or in one or more blocks in the block diagrams.
[0141] Although some optional embodiments in the
embodiments of this disclosure have been described,
persons skilled in the art can make changes and modifi-
cations to these embodiments once they learn the basic
inventive concept. Therefore, the following claims are in-
tended to be construed as to cover the preferred embod-
iments and all changes and modifications falling within
the scope of the embodiments of this disclosure.
[0142] It should be further noted that in this specifica-
tion, relational terms such as "first" and "second" are only
used to distinguish one entity or operation from another,
and do not necessarily require or imply that any actual
relationship or sequence exists between these entities
or operations. Moreover, the terms "include", "comprise",
or any of their variants are intended to cover a non-ex-
clusive inclusion, such that a process, a method, an ar-
ticle, or user equipment that includes a list of elements
not only includes those elements but also includes other
elements that are not expressly listed, or further includes
elements inherent to such process, method, article, or
user equipment. In absence of more constraints, an el-
ement preceded by "includes a..." does not preclude the
existence of other identical elements in the process,

method, article, or user equipment that includes the ele-
ment.
[0143] The foregoing descriptions are merely optional
implementations of this disclosure. It should be noted
that persons of ordinary skill in the art may make several
improvements or polishing without departing from the
principle of this disclosure and the improvements and
polishing shall fall within the protection scope of this dis-
closure.

Claims

1. A random access channel, RACH, resource selec-
tion method, applied to user equipment and compris-
ing:
after a random access process is triggered, select-
ing, based on obtained RACH resource configura-
tion information, a physical random access channel,
PRACH, transmit unit used for sending a preamble
or a preamble and data.

2. The RACH resource selection method according to
claim 1, further comprising:
receiving RACH resource configuration information
sent by a network-side device.

3. The RACH resource selection method according to
claim 1, wherein the RACH resource configuration
information comprises at least one of the following:

preamble format information of PRACH resourc-
es available for selection;
time domain location information of PRACH re-
sources available for selection;
frequency domain location information of
PRACH resources available for selection;
a time window corresponding to PRACH trans-
mit units available for selection, wherein a first
PRACH transmit unit in the time window is a first
valid PRACH transmit unit after the random ac-
cess process is triggered;
N PRACH transmit units available for selection,
wherein a first PRACH transmit unit in the N
PRACH transmit units is a first valid PRACH
transmit unit after the random access process
is triggered, and N is a positive integer; and
a correspondence between a RACH trigger time
and a PRACH transmit set, wherein the PRACH
transmit set comprises at least one PRACH
transmit unit.

4. The RACH resource selection method according to
claim 3, wherein
window length information of the time window is com-
prised in the RACH resource configuration informa-
tion, or is obtained based on a correspondence be-
tween a RACH parameter and the window length
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information that is comprised in the RACH resource
configuration information, or is agreed in advance;
and
a value of N is comprised in the RACH resource con-
figuration information, or is obtained based on a cor-
respondence between the RACH parameter and the
value of N that is comprised in the RACH resource
configuration information, or is agreed in advance.

5. The RACH resource selection method according to
claim 4, wherein the RACH parameter comprises at
least one of the following:

a priority of a service for which RACH is initiated;
a reason for triggering connection re-establish-
ment;
a PRACH period; and
a correlation between a RO and a synchronous
signal block, SSB.

6. The RACH resource selection method according to
claim 3, wherein the RACH resource configuration
information further comprises at least one of the fol-
lowing:

a probability of selecting a PRACH transmit unit
from the time window; and
a probability of selecting a PRACH transmit unit
from the N PRACH transmit units.

7. The RACH resource selection method according to
claim 3, wherein the selecting a PRACH transmit unit
specifically comprises at least one of the following:

selecting the PRACH transmit unit from the time
window based on an agreed probability; and
selecting the PRACH transmit unit from the N
PRACH transmit units based on an agreed prob-
ability.

8. The RACH resource selection method according to
any one of claims 1 to 7, wherein the PRACH transmit
unit comprises at least one of the following:
an OFDM symbol, a PRACH subframe, a slot, a
PRACH slot, a physical random access channel oc-
casion RO, a RO association set, a RO combination
set, and an absolute time unit.

9. The RACH resource selection method according to
any one of claims 3 to 7, wherein a window length
unit of the time window comprises at least one of the
following:
an OFDM symbol, a PRACH subframe, a slot, a
PRACH slot, a physical random access channel oc-
casion RO, a RO association set, a RO combination
set, and an absolute time unit.

10. A random access channel, RACH, resource config-

uration method, applied to a network-side device and
comprising:
sending RACH resource configuration information
to user equipment, wherein the RACH resource con-
figuration information is used by the user equipment
to select, after a random access process is triggered,
a physical random access channel, PRACH, trans-
mit unit used for sending a preamble or a preamble
and data.

11. The RACH resource configuration method according
to claim 10, wherein the RACH resource configura-
tion information comprises at least one of the follow-
ing:

preamble format information of PRACH resourc-
es available for selection;
time domain location information of PRACH re-
sources available for selection;
frequency domain location information of
PRACH resources available for selection;
a time window corresponding to PRACH trans-
mit units available for selection, wherein a first
PRACH transmit unit in the time window is a first
valid PRACH transmit unit after the random ac-
cess process is triggered;
N PRACH transmit units available for selection,
wherein a first PRACH transmit unit in the N
PRACH transmit units is a first valid PRACH
transmit unit after the random access process
is triggered, and N is a positive integer; and
a correspondence between a RACH trigger time
and a PRACH transmit set, wherein the PRACH
transmit set comprises at least one PRACH
transmit unit.

12. The RACH resource configuration method according
to claim 11, wherein
window length information of the time window is com-
prised in the RACH resource configuration informa-
tion, or is obtained based on a correspondence be-
tween a RACH parameter and the window length
information that is comprised in the RACH resource
configuration information, or is agreed in advance;
and
a value of N is comprised in the RACH resource con-
figuration information, or is obtained based on a cor-
respondence between the RACH parameter and the
value of N that is comprised in the RACH resource
configuration information, or is agreed in advance.

13. The RACH resource configuration method according
to claim 12, wherein the RACH parameter comprises
at least one of the following:

a priority of a service for which RACH is initiated;
a reason for triggering connection re-establish-
ment;
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a PRACH period; and
a correlation between a RO and a synchronous
signal block, SSB.

14. The RACH resource configuration method according
to claim 11, wherein the RACH resource configura-
tion information further comprises at least one of the
following:

a probability of selecting a PRACH transmit unit
from the time window; and
a probability of selecting a PRACH transmit unit
from the N PRACH transmit units.

15. The RACH resource configuration method according
to any one of claims 10 to 14, wherein the PRACH
transmit unit comprises at least one of the following:

an OFDM symbol, a PRACH subframe, a slot,
a PRACH slot, a physical random access chan-
nel occasion RO, a RO association set, a RO
combination set, and an absolute time unit.

16. The RACH resource configuration method according
to any one of claims 11 to 14, wherein a window
length unit of the time window comprises at least one
of the following:

an OFDM symbol, a PRACH subframe, a slot,
a PRACH slot, a physical random access chan-
nel occasion RO, a RO association set, a RO
combination set, and an absolute time unit.

17. User equipment, comprising:

a processing module, configured to: after a ran-
dom access process is triggered, select, based
on obtained RACH resource configuration infor-
mation, a physical random access channel
PRACH transmit unit used for sending a pream-
ble or a preamble and data.

18. The user equipment according to claim 17, further
comprising:

a receiving module, configured to receive RACH
resource configuration information sent by a net-
work-side device.

19. The user equipment according to claim 17, wherein
the RACH resource configuration information com-
prises at least one of the following:

preamble format information of PRACH resourc-
es available for selection;
time domain location information of PRACH re-
sources available for selection;
frequency domain location information of

PRACH resources available for selection;
a time window corresponding to PRACH trans-
mit units available for selection, wherein a first
PRACH transmit unit in the time window is a first
valid PRACH transmit unit after the random ac-
cess process is triggered;
N PRACH transmit units available for selection,
wherein a first PRACH transmit unit in the N
PRACH transmit units is a first valid PRACH
transmit unit after the random access process
is triggered, and N is a positive integer; and
a correspondence between a RACH trigger time
and a PRACH transmit set, wherein the PRACH
transmit set comprises at least one PRACH
transmit unit.

20. The user equipment according to claim 19, wherein
window length information of the time window is com-
prised in the RACH resource configuration informa-
tion, or is obtained based on a correspondence be-
tween a RACH parameter and the window length
information that is comprised in the RACH resource
configuration information, or is agreed in advance;
and
a value of N is comprised in the RACH resource con-
figuration information, or is obtained based on a cor-
respondence between the RACH parameter and the
value of N that is comprised in the RACH resource
configuration information, or is agreed in advance.

21. The user equipment according to claim 20, wherein
the RACH parameter comprises at least one of the
following:

a priority of a service for which RACH is initiated;
a reason for triggering connection re-establish-
ment;
a PRACH period; and
a correlation between a RO and a synchronous
signal block, SSB.

22. The user equipment according to claim 19, wherein
the RACH resource configuration information further
comprises at least one of the following:

a probability of selecting a PRACH transmit unit
from the time window; and
a probability of selecting a PRACH transmit unit
from the N PRACH transmit units.

23. The user equipment according to claim 19, wherein
the processing module is specifically configured to
perform at least one of the following steps:

selecting the PRACH transmit unit from the time
window based on an agreed probability; and
selecting the PRACH transmit unit from the N
PRACH transmit units based on an agreed prob-
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ability.

24. The user equipment according to any one of claims
17 to 23, wherein the PRACH transmit unit compris-
es at least one of the following:
an OFDM symbol, a PRACH subframe, a slot, a
PRACH slot, a physical random access channel oc-
casion RO, a RO association set, a RO combination
set, and an absolute time unit.

25. The user equipment according to any one of claims
19 to 23, wherein a window length unit of the time
window comprises at least one of the following:
an OFDM symbol, a PRACH subframe, a slot, a
PRACH slot, a physical random access channel oc-
casion RO, a RO association set, a RO combination
set, and an absolute time unit.

26. A network-side device, comprising:
a sending module, configured to send random ac-
cess channel, RACH, resource configuration infor-
mation to user equipment, wherein the RACH re-
source configuration information is used by the user
equipment to select, after a random access process
is triggered, a physical random access channel,
PRACH, transmit unit used for sending a preamble
or a preamble and data.

27. The network-side device according to claim 26,
wherein the RACH resource configuration informa-
tion comprises at least one of the following:

preamble format information of PRACH resourc-
es available for selection;
time domain location information of PRACH re-
sources available for selection;
frequency domain location information of
PRACH resources available for selection;
a time window corresponding to PRACH trans-
mit units available for selection, wherein a first
PRACH transmit unit in the time window is a first
valid PRACH transmit unit after the random ac-
cess process is triggered;
N PRACH transmit units available for selection,
wherein a first PRACH transmit unit in the N
PRACH transmit units is a first valid PRACH
transmit unit after the random access process
is triggered, and N is a positive integer; and
a correspondence between a RACH trigger time
and a PRACH transmit set, wherein the PRACH
transmit set comprises at least one PRACH
transmit unit.

28. The network-side device according to claim 27,
wherein
window length information of the time window is com-
prised in the RACH resource configuration informa-
tion, or is obtained based on a correspondence be-

tween a RACH parameter and the window length
information that is comprised in the RACH resource
configuration information, or is agreed in advance;
and
a value of N is comprised in the RACH resource con-
figuration information, or is obtained based on a cor-
respondence between the RACH parameter and the
value of N that is comprised in the RACH resource
configuration information, or is agreed in advance.

29. The network-side device according to claim 28,
wherein the RACH parameter comprises at least one
of the following:

a priority of a service for which RACH is initiated;
a reason for triggering connection re-establish-
ment;
a PRACH period; and
a correlation between a RO and a synchronous
signal block, SSB.

30. The network-side device according to claim 27,
wherein the RACH resource configuration informa-
tion further comprises at least one of the following:

a probability of selecting a PRACH transmit unit
from the time window; and
a probability of selecting a PRACH transmit unit
from the N PRACH transmit units.

31. The network-side device according to any one of
claims 26 to 30, wherein the PRACH transmit unit
comprises at least one of the following:
an OFDM symbol, a PRACH subframe, a slot, a
PRACH slot, a physical random access channel oc-
casion RO, a RO association set, a RO combination
set, and an absolute time unit.

32. The network-side device according to any one of
claims 27 to 30, wherein a window length unit of the
time window comprises at least one of the following:
an OFDM symbol, a PRACH subframe, a slot, a
PRACH slot, a physical random access channel oc-
casion RO, a RO association set, a RO combination
set, and an absolute time unit.

33. User equipment, comprising a memory, a processor,
and a computer program stored in the memory and
capable of running on the processor, wherein when
the computer program is executed by the processor,
the steps of the random access channel, RACH, re-
source selection method according to any one of
claims 1 to 9 are implemented.

34. A network-side device, comprising a memory, a
processor, and a computer program stored in the
memory and capable of running on the processor,
wherein when the computer program is executed by

29 30 



EP 3 813 468 A1

17

5

10

15

20

25

30

35

40

45

50

55

the processor, the steps of the random access chan-
nel, RACH, resource configuration method accord-
ing to any one of claims 10 to 16 are implemented.

35. A computer-readable storage medium that stores a
computer program, wherein when the computer pro-
gram is executed by a processor, the steps in the
random access channel, RACH, resource selection
method according to any one of claims 1 to 9 are
implemented, or the steps in the RACH resource
configuration method according to any one of claims
10 to 16 are implemented.
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