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(54) System configured to provide controlled depth of hemostasis

(57) An electrosurgical device is provided and in-
cludes a handset having a shaft extending therefrom.
The electrosurgical device includes a pair of electrodes
disposed at a distal end of the shaft. One or more sensors
are in operable communication with the pair of electrodes

to detect a pressure applied thereto. The amount of elec-
trosurgical energy that is transmitted to the pair of elec-
trodes is proportional to the amount of pressure that is
applied to the pair of electrodes and detected by the sen-
sor.
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Description

BACKGROUND

Technical Field

[0001] The present disclosure relates to a system con-
figured to provide controlled depth of hemostasis. More
particularly, the present disclosure relates to a system
including a pair of electrodes, an electrosurgical gener-
ator and controller that enables a user to intuitively control
depth of hemostasis.

Description of Related Art

[0002] Electrosurgical devices (e.g., surface tissue
desiccation devices) are well known in the medical arts
and typically include a handset with an on/off switch, a
shaft and at least one electrode operatively coupled to a
distal end of the shaft that is configured to perform an
electrosurgical procedure, such as surface tissue desic-
cation. The electrosurgical devices utilize electrical en-
ergy to effect hemostasis by heating the tissue and blood
vessels.
[0003] Electrosurgical devices that utilize this electrical
energy for treating various maladies of different organs
like the liver, kidney, and spleen that include such things
such as tumors, injuries from trauma, and such may have
several shortcomings. These shortcomings may affect
efficacy, morbidity and mortality. For example, a typical
issue is the inability to adequately control blood loss dur-
ing a tissue transection.
[0004] In an attempt to help overcome this particular
limitation, various mono-polar and bi-polar RF electro-
surgical devices have been created that act as conduits
to deliver energy from an RF generator. These devices
include electrocautery pencils and probes of various
types and configurations from a number of different man-
ufactures. The algorithms currently used with these elec-
trosurgical devices in surgical treatments typically pro-
vide a constant amount of delivered energy in which the
power level and duration are directly controlled by the
user.
[0005] There may be particular drawbacks associated
with delivering a constant amount of energy to target tis-
sue, e.g., an inability to automatically adjust to the correct
level of energy delivery by properly responding to the
condition of the tissue being transected. After the initial
application of energy to the target tissue the properties
of the tissue begin to change. With these changes the
application of energy should also change in order to main-
tain an optimum energy application. Typical methods of
delivering hemostatic energy to the target tissue are ill-
suited because these methods tend to rely on the user
to adjust the energy delivery with little or no information
or guidance as to the changing state of the target tissue.
As a result the ultimate amount or duration of delivered
energy may be insufficient for creating proper hemosta-

sis.
[0006] Further, the typical energy delivery systems rely
on the user to set the initial level of energy delivery with
little or no relevant information of the condition of the
target tissue being treated. Therefore, when using typical
energy delivery systems, the initial application of energy
can be significantly lower or higher than what is needed.
When an inadequate amount of energy is applied to the
target tissue, a hemostatic tissue effect may not be
achieved. Likewise, if the duration of the energy applica-
tion is too short, proper hemostasis will not be achieved
or the tissue may carbonize. Carbonization prevents the
continued flow of delivered energy to the tissue; it also
often creates an overly superficial depth of treated tissue
resulting in poor hemostasis.

SUMMARY

[0007] In view of the foregoing, a system including a
pair of electrodes, an electrosurgical generator and con-
troller that enable a user to intuitively control depth of
hemostasis may prove useful in the medical field.
[0008] Embodiments of the present disclosure are de-
scribed in detail with reference to the drawing figures
wherein like reference numerals identify similar or iden-
tical elements. As used herein, the term "distal" refers to
the portion that is being described which is further from
a user, while the term "proximal" refers to the portion that
is being described which is closer to a user.
[0009] As it is used herein, "electrosurgical procedure"
generally refers to any electrosurgical procedure involv-
ing any form of energy, such as, for example, microwave
energy and radiofrequency (RF) energy.
[0010] An aspect of the present disclosure provides an
electrosurgical device. The electrosurgical device in-
cludes a handset having a shaft extending therefrom.
The electrosurgical device includes a pair of electrodes
disposed at a distal end of the shaft. One or more sensors.
The sensor(s) is/are in operable communication with the
pair of electrodes to detect a pressure applied thereto.
[0011] In an embodiment, the device is configured so
that the amount of electrosurgical energy that is trans-
mitted to the pair of electrodes is proportional to the
amount of pressure that is applied to the pair of electrodes
and detected by the sensor.
[0012] The electrosurgical device may be configured
to couple to an electrosurgical energy source configured
to generate radio frequency energy that is transmitted to
the pair of electrodes to electrosurgically treat tissue.
[0013] The sensor may be in operable communication
with a controller of the electrosurgical energy source.
[0014] In certain instances, the pair of electrodes may
be joined to form a closed loop configuration with an in-
sulator therebetween. Alternately, the pair of electrodes
may include a split configuration.
[0015] In certain instances, two or more sensors may
be provided and may be in operative communication with
a corresponding electrode of the pair of electrodes.
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[0016] The pair of electrodes may be configured to op-
erate in either a bipolar mode or monopolar mode of op-
eration.
[0017] An aspect of the present disclosure provides an
electrosurgical system. The electrosurgical system in-
cludes a source of electrosurgical energy including one
or more processors and a controller for controlling an
electrosurgical output of the source of electrosurgical en-
ergy. The electrosurgical system includes electrosurgical
device including a handset having a shaft extending
therefrom. The Electrosurgical device includes a pair of
electrodes disposed at a distal end of the shaft. One or
more sensors is disposed at the distal end of the shaft
and adjacent the pair of electrodes. The sensor(s) is in
operable communication with the pair of electrodes to
detect a pressure applied thereto. The amount of elec-
trosurgical energy that is transmitted to the pair of elec-
trodes is proportional to the amount of pressure that is
applied to the pair of electrodes and detected by the sen-
sor.
[0018] The sensor may be in operable communication
with a controller of the electrosurgical energy source.
[0019] In certain instances, the pair of electrodes may
be joined to form a closed loop configuration with an in-
sulator therebetween. Alternately, the pair of electrodes
may include a split configuration.
[0020] In an embodiment of the split configuration,
each of the electrodes forms a loop configuration.
[0021] In certain instances, two or more sensors may
be provided and may be in operative communication with
a corresponding electrode of the pair of electrodes.
[0022] The pair of electrodes may be configured to op-
erate in either a bipolar mode or monopolar mode of op-
eration.
[0023] The pair of electrodes may be configured to op-
erate in a bipolar mode and the pressure sensing is by
correlation to electrode contact geometry by the imped-
ance between the electrode pair as sensed in the con-
troller of the electrosurgical generator.
[0024] In embodiments of the various aspects, the con-
troller is configured so that the electrosurgical output de-
livered to the electrodes is related to the pressure that is
applied to the electrodes in a manner whereby power
increases faster than it would under a control algorithm
applying constant voltage.
[0025] In embodiments of the various aspects, the con-
troller is configured to set initial operating conditions at
a constant voltage until a minimum contact pressure is
reached and then increase power, e.g. by increasing volt-
age, as pressure increases to yield a power output that
would be greater than the power output corresponding
to maintaining the constant voltage as pressure increas-
es.
[0026] An aspect of the present disclosure provides a
method for electrosurgically treating tissue. An electro-
surgical device including at least two electrodes and at
least one sensor in operable communication with the at
least two electrodes is provided. The sensor may be con-

figured to detect pressure applied to the at least two elec-
trodes. Pressure applied to the at least two electrodes is
detected. And an electrosurgical output based on the de-
tected pressure applied to the at least two electrodes is
adjusted, wherein the electrosurgical output provided to
the at least two electrodes is proportional to the pressure
that is applied to the at least two electrodes.
[0027] In another aspect, there is provided a method
for electrosurgically treating tissue, comprising: providing
an electrosurgical device including at least two elec-
trodes and at least one sensor in operable communica-
tion with the at least two electrodes, the sensor config-
ured to detect pressure applied to the at least two elec-
trodes; detecting pressure applied to the at least two elec-
trodes; and adjusting an electrosurgical output based on
the detected pressure applied to the at least two elec-
trodes, wherein the electrosurgical output provided to the
at least two electrodes is related to the pressure that is
applied to the at least two electrodes in a manner that
yields increasing intensity of affect reflected by the power
increasing faster than it would under a constant applied
voltage
[0028] A step of the method may include providing an
electrosurgical energy source that is configured to gen-
erate radio frequency energy that is transmitted to the
pair of electrodes to electrosurgically treat tissue.
[0029] The detected pressure from the sensor may be
communicated to a controller of the electrosurgical en-
ergy source.
[0030] The pair of electrodes may be configured to in-
clude a closed loop configuration and an insulator ther-
ebetween. Alternately, the pair of electrodes may be con-
figured to include a split configuration.
[0031] In certain instances, the electrosurgical device
may be provided with two or more sensors that are in
operative communication with a corresponding electrode
of the pair of electrodes.
[0032] The electrosurgical device may be operated in
a bipolar mode of operation.

BRIEF DESCRIPTION OF THE DRAWING

[0033] Various embodiments of the present disclosure
are described hereinbelow with references to the draw-
ings, wherein:

Fig. 1 is a perspective view of a system for electro-
surgically treating tissue according to an embodi-
ment of the present disclosure;
Fig. 2 is a perspective view of a system for electro-
surgically treating tissue according to another em-
bodiment of the present disclosure;
Fig. 3 is a flow chart illustrating a method of electro-
surgically treating tissue; and
Fig. 4 is a graphical representation of power vs. im-
pedance as it relates to pressure that is applied to
electrodes of an electrosurgical instrument config-
ured for use with the systems depicted in Figs. 1 and
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2.

DETAILED DESCRIPTION

[0034] Detailed embodiments of the present disclosure
are disclosed herein; however, the disclosed embodi-
ments are merely examples of the disclosure, which may
be embodied in various forms. Therefore, specific struc-
tural and functional details disclosed herein are not to be
interpreted as limiting, but merely as a basis for the claims
and as a representative basis for teaching one skilled in
the art to variously employ the present disclosure in vir-
tually any appropriately detailed structure.
[0035] Referring to Fig. 1 there is shown a perspective
view of an electrosurgical system 2 including a generator
4 having a controller 7, and an electrosurgical device 6
(device 6) for electrosurgically treating tissue according
to an embodiment of the present disclosure. A cooling
mechanism (not explicitly shown) may be provided for
delivering fluid to electrodes 8a, 8b of electrosurgical de-
vice 6. In one embodiment the cooling system being com-
posed of two cooling loops in electrical isolation from
each other or in a second embodiment the cooling system
circulated a fluid through the two electrodes where the
fluid is non-conducting.
[0036] Continuing with reference to Fig. 1, generator
4 is configured to generate and deliver electrosurgical
energy, e.g., radio frequency energy, to electrodes 8a,
8b for performing electrosurgical procedures. The elec-
trosurgical procedures may include cutting, cauterizing
coagulating, desiccating, and fulgurating tissue; all of
which may employ RF energy. Generator 4 may be con-
figured for monopolar and/or bipolar modes of operation.
For illustrative purpose, generator 4 is shown configured
for a bipolar mode of operation.
[0037] Generator 4 includes one or more processors
11 that are in operative communication with one or more
control modules, e.g., controller 7, that are executable
on processor 11. Controller 7 instructs one or more mod-
ules to transmit electrosurgical energy, which may be in
the form of a wave or signal/pulse, via one or more cables
12 to device 6. Controller 7 and/or processor 11 includes
one or more control algorithms that correlate tissue im-
pedance at an electrode-tissue interface to a pressure
applied to electrodes 8a, 8b, which is described in more
detail below. One or more data lookup tables accessible
by controller 7 and/or processor 11 may utilized to store
relevant information pertaining to impedance and/or
pressure. This information pertaining to impedance
and/or pressure may be acquired empirically and/or cal-
culated utilizing one or more suitable equations.
[0038] Device 6 can be any suitable type of electrosur-
gical device, including but not limited to electrocautery
pencils and probes of various types that can grasp and/or
perform any of the above mentioned electrosurgical pro-
cedures. For illustrative purposes, device 6 is shown as
a bipolar electrocautery pencil (such as the one de-
scribed in commonly-owned U.S. Patent No. 7,621,909

to Buchman II, et al., the entire contents of which is hereby
incorporated by reference) that includes a housing or
handset 5. Handset 5 includes an on/off switch 9, a shaft
15 having two electrodes 8a, 8b at a distal end thereof
and a sensor 10 that communicates with controller 7.
[0039] In embodiments, the bipolar electrocautery
pencil may be configured for a monopolar mode of op-
eration. In this instance, one of electrodes 8a or 8b of the
bipolar electrocautery pencil serves as an active elec-
trode and a return pad (not explicitly shown) may be po-
sitioned on a patient and utilized as a return electrode.
[0040] In embodiments where a cooling mechanism is
provided for delivering fluid to electrodes 8a, 8b, one or
more cooling tubes (not explicitly shown) may be provid-
ed on electrodes 8a, 8b. In this instance, the cooling tubes
may be configured for open or closed loop configurations.
[0041] Electrodes 8a, 8b deliver electrosurgical ener-
gy, e.g., radio frequency energy, to tissue during opera-
tion of handset 5 for electrosurgically treating tissue, e.g.,
coagulating tissue. Electrodes 8a, 8b may include any
suitable configuration. In accordance with the instant dis-
closure, electrodes 8a, 8b include a geometry that pro-
vides an increased electrode-tissue interface when elec-
trodes 8a, 8b contact tissue and pressure is applied
thereto. In the embodiment illustrated in Fig. 1, electrodes
8a, 8b are joined to form a closed loop configuration with
an insulator 17 that separates electrodes 8a, 8b. For il-
lustrative purposes, insulator 17 is shown as a "dimple"
positioned between electrodes 8a, 8b.
[0042] Fig. 4 is a graphical representation of power vs.
impedance as it relates to pressure that is applied to elec-
trodes 8a, 8b of device 6. As illustrated in Fig. 4, as the
force increases and contact area increases, impedance
decreases such that in a region between a minimum force
(e.g., 50psi) and a maximum force (e.g., 400psi) the pow-
er is increased at a rate greater than that of a constant
voltage line.
[0043] In accordance with the instant disclosure, when
electrodes 8a, 8b contact tissue with "soft" pressure be-
ing applied thereto, the electrode tissue interface is small,
which correlates to a large impedance at the electrode-
tissue interface, see point C in Fig. 4 for example. As
used herein, "soft" pressure refers to applied pressure to
tissue that may range from contact to about 50psi. Like-
wise, when electrodes 8a, 8b contact tissue with "hard"
pressure being applied thereto, the electrode tissue in-
terface is large, which correlates to a small impedance
at the electrode-tissue interface, see solid line between
points A-B (or A’-B’) in Fig. 4 for example. As used herein,
"hard" pressure refers to applied pressure to tissue that
may range from about 50psi to about 400psi; the upper
range may correspond to the strength of tissue or the
maximum force a surgeon can apply to the device 6. The
pressure detected by sensor 10 is communicated to proc-
essor 11 of generator 4 and utilized to control an elec-
trosurgical energy output of generator 4. The pressure
differentiation between "soft" and "hard" pressure is also
dependent on the physical geometry of the electrodes,
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with smaller diameters trending toward a higher pressure
decision point. The example ranges above are based on
a 0.125" diameter electrode with a hemispherical tip. One
can appreciate that other pressures could be determined
for use with tips having extended conical edges or shal-
low conical edges that blend from the hemispherical tip
in a near stepwise profile.
[0044] In accordance with the instant disclosure, the
pressure detected by sensor 10 is proportional to the
electrosurgical energy output of generator 4. In particular,
as the pressure applied to electrodes 8a, 8b increases
(which correlates to impedance decreasing at the elec-
trode-tissue interface) so too does the electrosurgical en-
ergy output to electrodes 8a, 8b (see solid line between
points B-C in Fig. 4). Similarity, as the pressure applied
to electrodes 8a, 8b decreases (which correlates to im-
pedance increasing at the electrode-tissue interface) so
too does the electrosurgical energy output to electrodes
8a, 8b (see solid line between points B-C in Fig. 4). Thus,
if a user wants to apply more electrosurgical energy to
tissue, such as, for example, if increased hemostasis to
tissue is desired, e.g., to stop heavy bleeding during a
resection procedure, the user would apply increased
force or pressure on electrodes 8a, 8b against the tissue
to increase the electrode-tissue interface.
[0045] In accordance with an embodiment of the
present disclosure, controller 7 and/or processor 11 may
utilize a non-linear control algorithm (see dashed lines
between points B’-C in Fig. 4) with built-in safeguards to
prevent short circuit at one boundary condition and arcing
at another boundary condition. In particular, electrosur-
gical energy is capped at low ranges of impedance (see
solid line between points A-B (or A’-B’) in Fig. 4) and shut
off completely at extremely low levels of impedance (see
left of point A in Fig. 4) to prevent a short circuit from
occurring. These low ranges of impedance correlate to
relatively "hard" pressure being applied to electrodes 8a,
8b. Moreover, when the impedance rises above a certain
level, power is limited to a fixed level (see point C and
right thereof in Fig. 4) such that voltage at this point is
maintained at a level that does not lead to arc initiation.
These higher ranges of impedance correlate to relatively
"soft" pressure (e.g., 50 psi) being applied to electrodes
8a, 8b, e.g., a gap may be present between electrodes
8a, 8b and tissue (see straight line between C-D). Im-
pendances right of initial contact impedance (see point
D) would deliver zero power.
[0046] Sensor 10 may be any suitable type of sensors
known in the art including without limitation, pressure
sensors, strain gauge sensors, impedance sensors, volt-
age sensors, current sensors, and the like. In the illus-
trated embodiment, sensor(s) 10 is a pressure sensor
that is disposed at a distal end of device 6 adjacent elec-
trodes 8a, 8b (Fig. 1). Sensor 10 is configured to detect
a pressure applied to electrodes 8a, 8b and communicate
this detected pressure to controller 7 of generator 4. The
detected pressure correlates to an impedance of elec-
trode-tissue interface. Sensor 10 communicates this

pressure information to controller 7 and/or processor 11
for processing. Controller 7 then adjusts the electrosur-
gical energy output of generator 4 accordingly.
[0047] One or more resistors, transducer, accelerom-
eters, etc. may be in operable communication with elec-
trodes 8a, 8b and/or sensor 10 and may be configured
to facilitate sensor 10 in obtaining information pertaining
to pressure applied to electrodes 8a, 8b.
[0048] While system 2 has been described herein as
being configured for use with a device 6, system 2 may
be configured for use with other devices.
[0049] For example, and with reference back to Fig. 2,
there is shown a perspective view of a device 106 ac-
cording to another embodiment of the present disclosure.
Unlike device 6, device 106 includes an electrode con-
figuration having electrodes 108a, 108b with a split con-
figuration. In this instance, sensor(s) 110 is configured
to individually communicate with each of electrodes
108a, 108b to detect pressure associated with each of
electrodes 108a, 108b. In one particular embodiment, a
pair of sensors 110a, 110b may be in operable commu-
nication with a corresponding electrode 108a, 108b. In
this instance, each of sensors 10 may be configured to
detect pressure at the corresponding electrodes
[0050] Operation of the system 2 is described in terms
of use with the device 6 for electrosurgically treating tis-
sue, e.g., coagulating tissue.
[0051] In use, electrodes 8a, 8b are positioned to con-
tact tissue. To increase electrosurgical energy that is
transmitted to electrodes 8a, 8b, a surgeon applies a
"hard" pressure to electrodes 8a, 8b to press electrodes
8a, 8b against tissue. The applied pressure is detected
by sensor 10 and correlates to an electrode-tissue inter-
face that is relatively large, which, in turn, correlates to
small impedance at the electrode-tissue interface. That
is, a large portion of a surface area of electrodes 8a, 8b
contacts tissue. The detected pressure is communicated
to processor 11 for processing. Processor 11 communi-
cates a control signal to controller 7 to adjust the elec-
trosurgical energy that is transmitted to electrodes 8a, 8b.
[0052] To decrease electrosurgical energy that is
transmitted to electrodes 8a, 8b, a surgeon applies a
"soft" pressure to electrodes 8a, 8b. This decrease of
applied pressure is detected by sensor 10 and correlates
to an electrode-tissue interface that is relatively small,
which, in turn, correlates to large impedance at the elec-
trode-tissue interface. That is, a small portion of a surface
area of electrodes 8a, 8b contacts tissue. The detected
pressure is communicated to processor 11 for process-
ing. Processor 11 communicates a control signal to con-
troller 7 to adjust the electrosurgical energy that is trans-
mitted to electrodes 8a, 8b.
[0053] As can be appreciated, the aforementioned
shortcomings described above with conventional elec-
trosurgical devices are overcome by the unique config-
uration of sensor 10 and controller 11. That is, a surgeon
can automatically control the electrosurgical output pro-
vided to electrodes 8a, 8b by pressing electrodes 8a, 8b
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against tissue with an appropriate amount of pressure.
As can be appreciated, this may be particularly useful
with surgical procedures that require immediate hemos-
tasis of tissue, e.g., a liver resection.
[0054] From the foregoing and with reference to the
various figure drawings, those skilled in the art will ap-
preciate that certain modifications can also be made to
the present disclosure without departing from the scope
of the same. For example, electrodes 8a, 8b may be mov-
able with respect to the shaft 15. In this instance, one or
more types of resilient members may be coupled to elec-
trodes 8a, 8b and configured to limit movement thereof
when a pressure is applied thereto. In this instance, elec-
trosurgical energy is transmitted to electrodes 8a, 8b
when the electrodes 8a, 8b have moved a predetermined
distance into shaft 15.
[0055] While several embodiments of the disclosure
have been shown in the drawings, it is not intended that
the disclosure be limited thereto, as it is intended that the
disclosure be as broad in scope as the art will allow and
that the specification be read likewise. Therefore, the
above description should not be construed as limiting,
but merely as exemplifications of particular embodi-
ments. Those skilled in the art will envision other modi-
fications within the scope and spirit of the claims append-
ed hereto.

Claims

1. An electrosurgical device, comprising:

a handset having a shaft extending therefrom;
a pair of electrodes disposed at a distal end of
the shaft; and
at least one sensor in operable communication
with the pair of electrodes to detect a pressure
applied thereto,
wherein the amount of electrosurgical energy
that is transmitted to the pair of electrodes is
proportional to the amount of pressure that is
applied to the pair of electrodes and detected
by the sensor.

2. An electrosurgical device according to claim 1,
wherein the electrosurgical device is configured to
couple to an electrosurgical energy source that is
configured to generate radio frequency energy that
is transmitted to the pair of electrodes to electrosur-
gically treat tissue.

3. An electrosurgical device according to claim 1 or 2,
wherein the sensor is configured to be in operable
communication with a controller of an electrosurgical
energy source.

4. An electrosurgical device according to claim 1, 2 or
3, wherein the pair of electrodes is joined to form a

closed loop configuration with an insulator therebe-
tween.

5. An electrosurgical device according to claim 1, 2 or
3, wherein the pair of electrodes includes a split con-
figuration.

6. An electrosurgical device according to any one of
the preceding claims, wherein the at least one sensor
is disposed at the distal end of the shaft in operative
communication with a corresponding electrode of
the pair of electrodes

7. An electrosurgical device according to any preced-
ing claim, wherein the at least one sensor is further
defined by at least two sensors that are in operative
communication with a corresponding electrode of
the pair of electrodes.

8. An electrosurgical device according to any preced-
ing claim, wherein the pair of electrodes is configured
to operate in a bipolar mode of operation.

9. An electrosurgical device according to any preced-
ing claim, wherein at least one sensor measures the
impedance between the two electrodes.

10. An electrosurgical system, comprising:

a source of electrosurgical energy including at
least one processor and a controller for control-
ling an electrosurgical output of the source of
electrosurgical energy;
an electrosurgical device, comprising:

a handset having a shaft extending there-
from;
a pair of electrodes disposed at a distal end
of the shaft; and
at least one sensor disposed at the distal
end of the shaft and adjacent the pair of
electrodes, the at least one sensor in oper-
able communication with the pair of elec-
trodes to detect a pressure applied thereto,
wherein the amount of electrosurgical en-
ergy that is transmitted to the pair of elec-
trodes is proportional to the amount of pres-
sure that is applied to the pair of electrodes
and detected by the sensor.

11. The electrosurgical device according to claim 10,
wherein the controller is configured to set initial op-
erating conditions at a constant voltage until a min-
imum contact pressure is reached and then increase
power in a non-linear manner yielding a power output
that would be greater than the line of constant voltage
that would be obtained at the initial voltage.
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12. An electrosurgical system according to claim 10 or
11, wherein the pair of electrodes is joined to form a
closed loop configuration with an insulator therebe-
tween.

13. An electrosurgical system according to claim 10 or
11, wherein the pair of electrodes includes a split
configuration.

14. An electrosurgical system according to any one of
claims 10 to 13, wherein the at least one sensor is
further defined by at least two sensors that are in
operative communication with a corresponding elec-
trode of the pair of electrodes.

15. An electrosurgical system according to any one of
claims 10 to 14, wherein the pair of electrodes is
configured to operate in a bipolar mode of operation.
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