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(54) WORK MACHINE

(57) A work machine includes a swing hydraulic mo-
tor (23) and a swing electric motor (101) for driving an
upper swing structure (2) which is a common drive object;
a hydraulic pump (22) for supplying pressurized fluid to
the swing hydraulic motor (23); a capacitor (104) for sup-
plying electricity to the swing electric motor (101); an op-
erating device (26) for outputting, through one operation,
an operating signal for concurrently operating the swing
hydraulic motor and the swing electric motor; and a main
controller (30) for switching between a hydraulic-alone
drive mode and an electric-alone drive mode, the hydrau-
lic-alone drive mode being a mode to drive only the swing
hydraulic motor selected from the swing hydraulic motor
and the swing electric motor when the operating device
is operated, the electric-alone drive mode being a mode
to drive only the swing electric motor selected from the
swing hydraulic motor and the swing electric motor when
the operating is operated. Therefore, the actuator that
malfunctions can easily be specified among the plurality
of mounted actuators.
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Description

Technical Field

[0001] The present invention relates to a work machine
having two or more actuators for driving a common drive
object, the actuators including a hydraulic actuator and
an electric actuator.

Background Art

[0002] A construction machine such as a hydraulic ex-
cavator is an example of a work machine having an ac-
tuator for driving a drive object. Such a construction ma-
chine burns fuel (gasoline, light oil or the like) in an engine
to drive a hydraulic pump. Pressurized fluid thus pro-
duced drives a hydraulic actuator (a hydraulic motor, a
hydraulic cylinder or the like). Hydraulic actuators are
small-sized and light in weight and can produce signifi-
cant power; therefore, they are widely employed as ac-
tuators for construction machines.
[0003] On the other hand, hybrid construction ma-
chines have recently been proposed which is intended
to achieve an improvement in energy efficiency and en-
ergy saving, compared with the conventional construc-
tion machines using only hydraulic actuators. The hybrid
construction machines use electric machinery (an elec-
tric motor) and an electrical storage device (a battery, an
electric double layer capacitor or the like), which supplies
and receives electricity to and from the electric machin-
ery. In comparison with the hydraulic actuator, the electric
machinery (the electric actuator) has, in terms of energy,
excellent features such as (1) excellent energy efficiency
and (2) regeneration of kinetic energy as electric energy
during braking (release as heat in the case of a hydraulic
actuator).
[0004] One of the hybrid work machines of this type is
the construction machine as below (JP,A 124381). A hy-
draulic motor and electric machinery serving as actuators
for swingably driving a swing structure and an operating
device which outputs, through one operation, operating
signals for simultaneously actuating the hydraulic motor
and the electric machinery are mounted on the construc-
tion machine. In addition, the swing structure is driven
by the total torque of the hydraulic motor and the electric
machinery. This construction machine is such that the
electric machinery is directly connected to the hydraulic
motor. Output torque for each of the actuators (the hy-
draulic motor and the electric machinery) is determined
according to the operation amount of the operating de-
vice (the swing control lever). For example, at the time
of deceleration (braking), the electric machinery regen-
erates the kinetic energy of the swing structure and stores
it as electric energy in the electric storage device. This
technology combines the electric machinery and the hy-
draulic motor as the actuators for driving the swing struc-
ture. Therefore, even the operators who are familiar with
the conventional hydraulic-actuator-drive construction

machine can operate the operating device without a
sense of discomfort. In addition, the technology intends
to achieve energy saving with the simplified and easily
realized configuration.

Prior Art Literature

Patent Document

[0005] Patent Document 1: JP,A 2004-124381

Summary of the Invention

Problem to be Solved by the Invention

[0006] Incidentally, after the assembly of a work ma-
chine provided with actuators or during the operation
thereof, an actuator may have malfunctions or an output
failure. In such a case, it is necessary to find out the cause
of the malfunction of the actuator. Examples of malfunc-
tion concerning the actuator include: malfunctions such
as absence of the output of the actuator upon operation
of an operating device, and a difference between the op-
erating direction and the actuating direction of the actu-
ator; and an output failure in which the output of the ac-
tuator is deficient or excessive.
[0007] However, in the work machine having a plurality
of the actuators actuated concurrently by the single op-
eration as described above, if the operating device is
operated, the outputs of the actuators are outputted in
an indivisible manner and the total value thereof is input-
ted to the drive object (the swing structure). Therefore,
it is difficult to determine which one of the actuators has
a malfunction.
[0008] It is an object of the present invention to provide
a work machine that can easily specify an actuator that
has a malfunction among a plurality of actuators mounted
thereon. Means for Solving the Problem

(1) To achieve the above object, a work machine of
the present invention includes two or more actuators
for driving a common drive object, the actuators in-
cluding at least one hydraulic actuator and one elec-
tric actuator; a hydraulic pump for supplying pressu-
rized fluid to the hydraulic actuator; an electric power
supply device for supplying electricity to the electric
actuator; an operating device for outputting, through
a single operation, an operating signal for concur-
rently operating the hydraulic actuator and the elec-
tric actuator; and a controller for switching between
a hydraulic-alone drive mode and an electric-alone
drive mode, the hydraulic-alone drive mode being a
mode to drive only the hydraulic actuator among the
two or more actuators to thereby drive the drive ob-
ject when the operating device is operated, the elec-
tric-alone drive mode being a mode to drive only the
electric actuator among the two or more actuators
to thereby drive the drive object when the operating
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device is operated.
(2) In the above (1), preferably, the work machine
further includes a pair of hydraulic ports installed in
a line for supplying pressurized fluid to the hydraulic
actuator and a line for discharging pressurized fluid
from the hydraulic actuator; and a measurement part
for attaching thereto a measuring device for meas-
uring at least one of a value and a phase of an elec-
trical current and a value of voltage flowing in an
electric power line connected to the electric actuator
and a value of voltage of the electric power line.
(3) In the above (1), preferably, the work machine of
the invention further includes first sensors for out-
putting pressure before and behind the hydraulic ac-
tuator; a second sensor for outputting a state of the
electric current of the electric power line connected
to the electric actuator; and a connection terminal
for connection with display means for displaying at
least one of output values of the first sensors and
the second sensor at the time of selection of the hy-
draulic-alone drive mode or the electric-alone drive
mode.
(4) In the above (1) to (3), preferably the work ma-
chine of the invention further includes line commu-
nicating means for allowing a line for supplying pres-
surized fluid to the hydraulic actuator to communi-
cate with a line for discharging pressurized fluid from
the hydraulic actuator, at the time of selection of the
electric-alone drive mode; and the controller outputs
a torque-zero signal as an operating signal for the
electric actuator at the time of selection of the hy-
draulic-alone drive mode.
(5) In the above (2), preferably, the work machine of
the invention further includes a pressure measuring
device mounted to the pair of hydraulic ports, the
pressure measuring device outputting pressure be-
fore and behind the hydraulic actuator; and an elec-
tric measuring device mounted to the measurement
part, the electric measuring device outputting the
current value of the electric power line connected to
the electric actuator.
(6) In the above (4), preferably, the work machine of
the invention further includes a sensor for outputting
displacement of the hydraulic actuator or the electric
actuator; and a connection terminal for connection
with display means for displaying an output value of
the sensor at the time of selection of the hydraulic-
alone drive mode or the electric-alone drive mode.
(7) In the above (1), preferably, the work machine of
the invention further includes sensors for outputting
signals representing various states of the hydraulic
actuator and the electric actuator; a storage unit hav-
ing stored therein reference values of the signals of
the various states serving as a reference for detect-
ing the malfunction of the hydraulic actuator and the
electric actuator, the reference values being values
of the signals of the various states encountered when
a predetermined operation is performed through the

operating device in the case where the hydraulic-
alone drive mode or the electric-alone drive mode is
selected; and a connection terminal for connection
with display means for displaying screens on the ba-
sis of a display signal outputted from the controller;
and if the hydraulic-alone drive mode or the electric-
alone drive mode is selected, the controller outputs
to the operating device a display signal for requesting
the predetermined operation of an operator via the
operating device, and outputs to the connection ter-
minal a display signal for displaying the relationship
between the reference value and an output value of
the sensor encountered when the operating device
is operated based on the display signal.
(8) To achieve the above invention, a work machine
of the present invention includes two or more actu-
ators for driving a common drive object, the actuators
including at least one hydraulic actuator and one
electric actuator; a hydraulic pump for supplying
pressurized fluid to the hydraulic actuator; an electric
power supply device for supplying electricity to the
electric actuator; an operating device for outputting,
through a single operation, an operating signal for
concurrently operating the hydraulic actuator and the
electric actuator; and a controller for switching be-
tween a combined drive mode and an electric-alone
drive mode, the combined drive mode being a mode
to drive the two or more actuators to thereby drive
the drive object when the operating device is oper-
ated, the electric-alone drive mode being a mode to
drive only the electric actuator among the two or
more actuators to thereby drive the drive object when
the operating device is operated.
(9) To achieve the above object, a work machine of
the present invention includes two or more actuators
for driving a common drive object, the actuators in-
cluding at least one hydraulic actuator and one elec-
tric actuator; a hydraulic pump for supplying pressu-
rized fluid to the hydraulic actuator; an electric power
supply device for supplying electricity to the electric
actuator; an operating device for outputting, through
a single operation, an operating signal for concur-
rently operating the hydraulic actuator and the elec-
tric actuator; and a controller for switching between
a combined drive mode and a hydraulic-alone drive
mode, the combined drive mode being a mode to
drive the two or more actuators to thereby drive the
drive object when the operating device is operated,
the hydraulic-alone drive mode being a mode to only
the hydraulic actuator among the two or more actu-
ators to thereby drive the drive object when the op-
erating device is operated.

Effect of the Invention

[0009] According to the present invention, the plurality
of mounted actuators can individually be operated; there-
fore, an actuator that malfunctions can be specified eas-
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ily.

Brief Description of the Drawings

[0010]

Fig. 1 is a lateral view of a hybrid hydraulic excavator
according to an embodiment of the present inven-
tion.
Fig. 2 is a configurational view of a swing structure
drive control system of the hydraulic excavator ac-
cording to a first embodiment of the present inven-
tion.
Fig. 3 is a function block diagram of a power control-
ler 55 according to each embodiment of the present
invention.
Fig. 4 is a flowchart for output checking processing
for a swing electric motor 101 or a swing hydraulic
motor 23 according to the first embodiment of the
present invention.
Fig. 5 illustrates a mode selection screen displayed
on a display device 31 by way of example.
Fig. 6 illustrates an input device 39 by way of exam-
ple.
Fig. 7 illustrates an operation instruction screen dis-
played on the display device 31 by way of example.
Fig. 8 is a flowchart for output checking processing
for a swing electric motor 101 or a swing hydraulic
motor 23 according to a second embodiment of the
present invention.
Fig. 9 illustrates a sensor output value checking
screen displayed in the display device 31 by way of
example.
Fig. 10 is a configurational diagram of a swing hy-
draulic motor circuit 230A according to a third em-
bodiment of the present invention.
Fig. 11 is a flowchart for output checking processing
for a swing electric motor 101 or a swing hydraulic
motor 23 according to the third embodiment of the
present invention.

Mode for Carrying Out the Invention

[0011] Embodiments of the present invention will here-
inafter be described with reference to the drawings taking
a hydraulic excavator (a construction machine) as a work
machine as an example.
[0012] Incidentally, the present invention can be ap-
plied to the overall work machines that have two or more
actuators for driving a common drive object, the actuators
including at least a hydraulic actuator and an electric ac-
tuator, and an operating device which outputs, through
one operation, operating signals for simultaneously op-
erating the hydraulic actuator and the electric actuator.
The application of the present invention is not limited to
hydraulic excavators. For example, the present invention
can be applied also to construction machines such as
wheel loaders having a track device and other work ma-

chines.
[0013] Fig. 1 is a lateral view of a hybrid hydraulic ex-
cavator according to an embodiment of the present in-
vention. The hybrid hydraulic excavator illustrated in the
figure includes a lower track structure 1, an upper swing
structure 2 and an excavating mechanism 3.
[0014] The lower track structure 1 includes a pair of
crawlers 4a, 4b and crawler frames 5a, 5b (only one side
is illustrated in Fig. 1), a pair of traveling hydraulic motors
6, 7 for independently exercising drive control on the cor-
responding crawlers 4a, 4b and deceleration mecha-
nisms for the hydraulic motors 6, 7.
[0015] The upper swing structure 2 includes a swing
frame 8, an engine 21 as a prime mover installed on the
swing frame 8, an assisting power-generating motor 102
driven by the engine 21, a swing electric motor (an electric
actuator) 101, a swing hydraulic motor (a hydraulic ac-
tuator) 23, an electric double layer capacitor (an electric
power supply device) 104 for supplying electricity to the
assisting power-generating motor 102 and the swing
electric motor 101 (the electric actuator), and a deceler-
ation mechanism 9 for decelerating the rotation of the
swing electric motor 101 and the swing hydraulic motor
23. The driving force of the swing electric motor 101 and
that of the swing hydraulic motor 23 are transmitted via
the deceleration mechanism 9 to the upper swing struc-
ture 2 (the swing frame 8) to drive and swing the upper
swing structure 2 (the swing frame 8) with respect to the
lower track structure 1.
[0016] An excavating mechanism (a front work imple-
ment) 3 is mounted on the upper swing structure 2. The
excavating mechanism 3 includes a boom 11; a boom
cylinder 12 for driving the boom 11; an arm 13 turnably
supported near the leading end of the boom 11; an arm
cylinder 14 for driving the arm 13; a bucket 15 turnably
supported at the end of the arm 13; and a bucket cylinder
16 for driving the bucket 15.
[0017] A hydraulic system 17 for driving hydraulic ac-
tuators such as the above-mentioned traveling hydraulic
motors 6, 7, swing hydraulic motor 23, boom cylinder 12,
arm cylinder 14, and bucket cylinder 16, etc. is mounted
on the swing frame 8 of the upper swing structure 2. The
hydraulic system 17 includes a hydraulic pump 22 (see
Fig. 2) for supplying pressurized fluid to these hydraulic
actuators from a tank 25; and a control valve (a directional
control valve) 24 (see Fig. 2) for controllably driving the
hydraulic actuators. Incidentally, only a control valve for
controlling the swing hydraulic motor 24 is depicted as
the control valve 24 in Fig. 2. The hydraulic pump 22 is
driven by the engine 21.
[0018] Fig. 2 is a configurational view of a swing struc-
ture drive control system of the hydraulic excavator ac-
cording to a first embodiment of the present invention.
The system shown in Fig. 2 includes a swing electric
motor 101 for driving the upper swing structure 2; an op-
erating device (a swing control lever 26a) 26 for output-
ting a hydraulic operating signal (pilot pressure) for op-
erating the swing motion of the upper swing structure 2;
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a main controller 30 for mainly controlling the swing elec-
tric motor 101, the display device 31 and solenoid control
valves 201, 201; a power control unit 103 for controlling
the swing electric motor 101 and the assisting power-
generating motor 102 on the basis of an electrical oper-
ating signal (a velocity command V*) outputted from the
main controller 30; the swing hydraulic motor 23 for driv-
ing the upper swing structure 2; the hydraulic pump 22
for supplying pressurized fluid to the hydraulic actuators
such as the swing hydraulic motor 23; the control valve
24 for controlling the swing hydraulic motor 23; the dis-
play device (the monitor) 31 installed in a cabin; an input
device 39 used by an operator to input an instruction to
the main controller 30; and a connection terminal 302 for
connection with the display device 31.
[0019] The operating device 26 has the control lever
(the swing control lever) 26a. The swing control lever 26a
is operated by an operator to produce a hydraulic oper-
ating signal (pilot pressure) according to the operating
direction and operation amount of the swing control lever
26a. The pilot pressure is produced by reducing the pri-
mary pressure produced by the pilot pump 27 into sec-
ondary pressure according to the operation amount of
the operating device 26.
[0020] The pilot pressure specified by the operation
amount of the operating device 26 is sent to the pressure-
receiving part of the spool-type control valve (the direc-
tional control valve) 24 via lines 28, 29 to operatively
switch the control valve 24 from the neutral position
shown in the figure. The control valve 24 controllably
switches the flow of the pressurized fluid produced by
the hydraulic pump 22 powered by the engine 21, thereby
controlling the drive of the swing hydraulic motor 23.
[0021] Pressure sensors 105, 106 for detecting the pi-
lot pressure (the hydraulic operating signal) outputted
from the operating device 26 and sending it to the main
controller 30 are installed in the respective pilot lines 28,
29. The main controller 30 produces an electric operating
signal proportional to the output values of the pressure
sensors 105, 106 and sends the electric operational sig-
nal thus produced to the power control unit 103. The pow-
er control unit 103 controllably drives the swing electric
motor 101 on the basis of the electric operating signal.
[0022] As described above, the hydraulic excavator of
the present invention is configured such that the swing
hydraulic motor 23 and the swing electric motor 101 are
concurrently operated on the basis of the hydraulic op-
erating signal produced by applying the single operation
to the operating device 26.
[0023] The respective rotating shafts (the output
shafts) of the swing electric motor 101 and the swing
hydraulic motor 23 are connected to each other. The
swing electric motor 101 and the swing hydraulic motor
23 drive the upper swing structure 2 via the deceleration
mechanism 9 (see Fig. 1). Incidentally, the swing electric
motor 101 and the swing hydraulic motor 23 may indi-
rectly be connected to each other via a mechanical mech-
anism or the like as long as they are configured to be

able to drive the upper swing structure 2, which is a com-
mon drive object. The capacitor 104 is charged or dis-
charged depending on the drive state (in normal opera-
tion or regenerative operation) of the assisting power-
generating motor 102 and the swing electric motor 101.
[0024] A position sensor (a magnetic pole position sen-
sor) 18 for detecting the turning position of the upper
swing structure 2 is installed on the rotating shaft of the
swing electric motor 101. In short, the position sensor 18
is a sensor for outputting the displacement of the swing
electric motor 101. The output value of the position sen-
sor 18 is outputted to the power control unit 103 and is
used for the calculation of the actual velocity of the upper
swing structure 2 and the like. Incidentally, since the ro-
tating shafts of the swing electric motor 101 and the swing
hydraulic motor 23 are connected to each other in the
present embodiment, the rotational position of the swing
hydraulic motor 23 may be detected by the position sen-
sor 18.
[0025] The swing hydraulic motor 23 is driven by the
pressurized fluid supplied from the hydraulic pump 22
via the control valve 24. The swing hydraulic motor 23
and the control valve 24 are connected to each other
through the lines 33, 34. In addition, the pressurized fluid
is supplied to or discharged from the swing hydraulic mo-
tor 23 via the lines 33, 34. The lines 33, 34 are provided
with corresponding pressure sensors 121, 122, which
are paired, and corresponding hydraulic ports 302, 303,
which are paired (see Fig. 2).
[0026] The pressure sensors 121, 122 are used to
electrically detect the pressures (the drive pressures) be-
fore and behind the swing hydraulic motor 23 and output
electric signals according to the pressures to the main
controller 30. The output values of the pressure sensors
121, 122 are used for the calculation of the actual torque
value of the swing hydraulic motor 23.
[0027] The hydraulic ports (the pressure detection
ports) 302, 303 are ports for detecting the pressures in
the lines 33, 34. Pressure measuring devices such as,
for example, bourdon tube gauges are attached to the
hydraulic ports. The pressure measuring devices are at-
tached to the hydraulic ports 302, 303, so that they can
mechanically measure the pressure of the pressurized
fluid flowing in each of the lines 33, 34, i.e., the pressures
before and behind the swing hydraulic motor 23. In short,
the pressure measuring devices can directly measure
the pressure of the pressurized fluid in each of the lines
33, 34.
[0028] Relief valves 401, 402 are installed in a line 35
connecting the two lines 33, 34. The relief valves 401,
402 protect the circuit by eliminating abnormal pressure
occurring at the time of acceleration or deceleration of
swing.
[0029] The assisting power-generating motor 102 is
connected between the hydraulic pump 22 and the en-
gine 21. The assisting power-generating motor 102 has
a function as a generator converting the power of the
engine 21 into electric energy and outputting it to the
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inverter devices 52, 53. In addition, the assisting power-
generating motor 102 has also a function as an electric
motor using the electric energy supplied from the capac-
itor 104 to assisting-drive the hydraulic pump 22. The
inverter device 52 converts the electric energy of the ca-
pacitor 104 into AC power and supplies it to the assisting
power-generating motor 102, thereby assisting-driving
the hydraulic pump 22.
[0030] Incidentally, in the present embodiment, the pi-
lot pressure (the hydraulic operating signal) outputted
from the operating device 26 is detected by the pressure
sensors 105, 106 and converted into the electric signal,
which is outputted to the main controller 30. However, a
configuration may be adopted in which an electric oper-
ating signal according to the operation amount of the op-
erating device 26 is directly outputted to the main con-
troller 30. In this case, a position sensor (e.g. a rotary
encoder) can be used which detects the rotary displace-
ment of the control lever 26a of the operating device 26.
In the present embodiment, the pilot pressure is applied
to the control valve 24 to control the spool position of the
control valve 24. However, the control valve 24 may be
a solenoid valve whose spool position is controlled by an
electric signal. Further, in the present embodiment, only
the pressure sensors 105, 106 detect the operation
amount of the operating device 26. However, combina-
tions of sensors having different detection systems, such
as, for example, a combination of the pressure sensors
105, 106 and the above-mentioned position sensor can
be used. In this way, even if one of the sensors has failure,
the other sensors can deal with the failure. Thus, the
reliability of the system can be improved.
[0031] The input device 39 (e.g. a switch) is used by
an operator to input a desired drive mode of the upper
swing structure 2. An example of the input device 39 is
shown in Fig. 6 described later. The drive modes capable
of being inputted via the input device 39 are three modes:
(1) a mode of driving the swing hydraulic motor 23 alone
(a hydraulic-alone drive mode), (2) a mode of driving the
swing electric motor 101 alone (an electric-alone drive
mode), and (3) a normal drive mode of driving the swing
electric motor 101 and the swing hydraulic motor 23 in a
combined manner. (1) The hydraulic-alone drive mode
and (2) the electric-alone drive mode are modes for
checking the output of each of the actuators 23, 101 in
case of the occurrence of a malfunction or at the time of
inspection, a test or the like. (3) The combined drive mode
is a mode for concurrently driving the actuators 23, 101
for normal swing motion.
[0032] The drive mode specified by an operator via the
input device 39 is outputted as a drive mode signal to the
main controller 30. Drive mode signals include (1) "a hy-
draulic drive signal" outputted if the hydraulic-alone drive
mode is selected, (2) "an electric drive signal" outputted
if the electric-alone drive mode is selected, and (3) "a
combined drive signal" outputted if the combined drive
mode is selected.
[0033] The display device (the monitor) 31 is used to

display screens on the basis of a display signal (a display
command) inputted from the main controller 30. In addi-
tion, the display device 31 is connected to the main con-
troller 30 via the connection terminal 302. The display
device 31 displays information necessary upon selection
of the drive mode via the input device 39. The display
device 31 sometimes displays output values of various
sensors (e.g. the pressure sensors 121, 122, the position
sensor 18, and a three-phase current sensor 19) for de-
tecting the various conditions of the swing hydraulic mo-
tor 23 and the swing electric motor 101. In addition, the
display device 31 sometimes displays instructions for re-
quiring a predetermined operation of an operator via the
operating device 26. Incidentally, the input device 39 may
be omitted by mounting a display device with an input
function (e.g. a touch panel in which the display device
per se serves as an input device).
[0034] The main controller 30 is used to perform
processing on the drive control of the swing electric motor
101, the display control of the display device 31 and the
position control of the solenoid valves 201, 202. In addi-
tion, the main controller 30 includes a storage unit com-
posed of a RAM, a ROM, a flash memory or the like and
an arithmetic and control unit (CPU) for performing var-
ious processing in accordance with the program stored
in the storage unit.
[0035] Signals inputted into the main controller 30 in-
clude drive mode signals (a hydraulic drive signal, an
electric drive signal, a combined drive signal) outputted
from the input device 39 (or which may be the display
device 31); an output value from an engine rotating ve-
locity sensor 131; output values from the pressure sen-
sors 105, 106; output values from the pressure sensors
121, 122; and various signals outputted from the power
controller 55. On the other hand, signals outputted from
the main controller 30 include an electric operating signal
outputted to the power controller 55 to control the swing
electric motor 101; cutoff signals (hydraulic cutoff signals)
outputted to the solenoid control valves 201, 202 to cut
off the input of the hydraulic operating signal to the control
valve 24; a cutoff signal (an electric cutoff signal) output-
ted to the power controller 55 to cut off the input of the
electric operating signal to the power controller; and a
display signal outputted to the display device 31.
[0036] The main controller 30 calculates the target ve-
locity V* of the swing electric motor 101 on the basis of
the output values of the pressure sensors 105, 106 and
the actual rotating velocity (the actual velocity V) of the
swing electric motor 101 inputted via the power controller
55 and outputs to the power controller 55 the operating
signal (the electric operating signal (the velocity com-
mand)) of the swing electric motor 101 corresponding to
the target velocity V*. Incidentally, the actual velocity V
of the swing electric motor 101 can be calculated from
the rotational position detected by the position sensor 18.
[0037] The main controller 30 exercises also the power
regeneration control for recovering electric energy from
the swing electric motor 101 during the braking of the
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upper swing structure 2. Further, if the power regenera-
tion control is exercised or if surplus electricity occurs
because of a light hydraulic load, the main controller 30
controls storage of the recovered electric power or sur-
plus electricity in the capacitor 104.
[0038] The power control unit 103 includes the inverter
device (the power converter) 52 for controlling the assist-
ing power-generating motor 102; the inverter device (the
power converter) 53 for controlling the swing electric mo-
tor 102; a chopper 51 for boosting DC power from the
capacitor 104 to a predetermined bus voltage and out-
putting it to the inverter devices 52, 53; a smoothing ca-
pacitor 54 for stabilizing the bus voltage; and a power
controller 55. The inverter devices 52, 53, the chopper
51 and the main controller 30 exchange signals neces-
sary for control via communication lines.
[0039] The inverter devices (the power converters) 52,
53 are connected to the capacitor 104 via the chopper
51. The inverter devices 52, 53 convert the DC power
charged in the capacitor 104 into AC power (three-phase
AC) by switching, and supply it to the swing electric motor
101 and the assisting power-generating motor 102 to
control the swing electric motor 101 and the assisting
power-generating motor 102. Each of the inverter devic-
es 52, 53 includes an inverter circuit having a switching
element (e.g. an IGBT (an insulated gate bipolar transis-
tor)), and a driver circuit for exercising the drive control
of the inverter circuit.
[0040] The capacitor 104 supplies electric power to the
inverter devices 52, 53 via the chopper 51 and stores the
electric energy generated by the assisting power-gener-
ating motor 102 or the electric energy regenerated by the
swing electric motor 101. The capacitor 104 may be re-
placed with an electric storage unit such as a battery.
[0041] The power controller 55 has an arithmetic and
control device (CPU) as means for performing various
arithmetic processing in accordance with programs
stored in a storage unit (a RAM, a ROM, a flash memory
or the like).
[0042] The power controller 55 has an electric operat-
ing signal (a velocity command) inputted from the main
controller 30, pressure information outputted from the
pressure sensors 105, 106, rotational position informa-
tion of the swing electric motor 101 outputted from the
position sensor 18, and actual current information out-
putted from the three-phase motor current sensor 19.
[0043] The power controller 55 uses the information of
the position sensor 18 and the current sensor 19 and
outputs a gate control signal to the inverter device 53 so
as to meet the velocity command received from the main
controller 30. More specifically, the power controller 55
outputs the torque command (the control signal) pro-
duced by taking into account the electric operating signal
inputted from the main controller 30, a torque limit spec-
ified by the restriction of machine-performance, a rota-
tional position (actual velocity V) of the swing electric
motor 101 detected by the position sensor 18, and a cur-
rent value (actual current) detected by the three-phase

motor current sensor 19 (see Fig. 3). Then, the power
controller 55 controls the on-off of the switching element
of the inverter device 53 on the basis of the torque com-
mand thus outputted, thereby controlling the swing elec-
tric motor 101.
[0044] The power controller 55 calculates the actual
velocity V of the swing electric motor 101 on the basis
the rotational position of the swing electric motor 101
detected by the position sensor 18 and outputs (feeds
back) it to the main controller 30.
[0045] Incidentally, in the present embodiment, the
main controller 30 outputs the velocity command as the
electric operating signal; however, a swing torque com-
mand may be used in place of the velocity command. In
this case, the power controller 55 feeds back the actual
torque value of the swing electric motor 101 to the main
controller 30.
[0046] Fig. 3 is a functional block diagram of the power
controller 55 according to each embodiment of the
present invention. As shown in Fig. 3, the power controller
55 includes a velocity control section 60, a torque control
section 61, a PWM control section 62, and a velocity cal-
culation section 64. The power controller 55 controls the
velocity of the swing electric motor 101 through feedback
control.
[0047] The velocity control section 60 performs
processing for producing a torque command for the
torque control section 61 so as to allow the actual velocity
V calculated by the velocity calculation section 64 to fol-
low the velocity command (the target velocity V*).
[0048] The torque control section 61 performs
processing for producing a voltage command so as to
allow actual torque to follow the torque command pro-
duced by the velocity control section 60. The torque con-
trol section 61 cannot sometimes allow the electric motor
16 to follow the torque command outputted from the ve-
locity control section 60 due to the restriction of machine-
performance concerning the hydraulic excavator or the
like. In such a case, the torque control section 61 per-
forms processing for subjecting the torque command to
restriction (i.e., processing for reducing the torque com-
mand outputted from the velocity control section 60 as
necessary).
[0049] The PWM control section 62 performs process-
ing for producing a gate control signal through Pulse
Width Modulation.
[0050] The torque command produced by the velocity
control section 60 is corrected by the torque control sec-
tion 61 and converted into a voltage command. The volt-
age command produced by the torque control section 61
is outputted to the PWM control section 62 and converted
into a gate control signal. The gate control signal pro-
duced in the PWM control section 62 is outputted to the
inverter device 53. Incidentally, in the present embodi-
ment, the torque control of the swing electric motor 101
is performed by exercising feedback control so as to allow
the actual current of the current sensor 19 to follow the
current command corresponding to the torque command.
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[0051] The velocity calculation section 64 calculates
the actual velocity V of the upper swing structure 2. The
velocity calculation section 64 receives the rotational po-
sition information (the resolver signal) of the swing elec-
tric motor 101 outputted from the position sensor 18. The
velocity calculation section 64 calculates the actual ve-
locity V from the rotational position information.
[0052] Incidentally, while the main controller 30 re-
ceives the electric drive signal from the input device 39
(in other words, excluding while the main control 30 re-
ceives the hydraulic drive signal and the combined drive
signal), the main controller 30 outputs the cutoff signals
to the solenoid control valves 201, 202.
[0053] The solenoid control valves 201, 202 are used
to switch between the input and cutoff of the hydraulic
operation signal to the control valve 24. The solenoid
control valve 201 is installed in the pilot line 28, and the
solenoid control valve 202 in the pilot line 29. The sole-
noid control valves 201, 202 are designed to receive the
cutoff signal from the main controller 30. If the solenoid
control valves 201, 202 receive the cutoff signal, the
switch positions of the solenoid control valves 201, 202
are switched from position 1 to position 2 in Fig. 2. More
specifically, if the combined drive mode and the hydrau-
lic-alone drive mode are selected, the solenoid control
valves 201, 202 are each located at position 1. If the
electric-alone drive mode is selected, the solenoid control
valves 201, 202 are each located at position 2. If the
switching position of each of the solenoid control valves
201, 202 is switched to position 2, the pilot pressure (the
hydraulic operating signal) outputted to the control valve
24 from the operating device 26 is cut off, so that the
control valve 24 is held at the neutral position shown in
Fig. 2. In this way, the supply of the pressurized fluid from
the hydraulic pump 22 is cut off, so that the swing hy-
draulic motor 23 is not driven.
[0054] A method of checking the output of the swing
electric motor 101 or swing hydraulic motor 24 of the
hydraulic excavator according to the present embodi-
ment is described with reference to the drawings. Fig. 4
is a flowchart for output checking processing for the swing
electric motor 101 or the swing hydraulic motor 23 ac-
cording to the first embodiment of the present invention.
Fig. 5 illustrates a mode selection screen displayed in
the display device 31 by way of example. Fig. 6 illustrates
the input device 39 by way of example. Fig. 7 illustrates
an operation instruction screen displayed in the display
device 31 by way of example.
[0055] It may be necessary to check the output of an
actuator if the output failure of the swing electric motor
101 or the swing hydraulic motor 23 is doubted after the
assembly of the hydraulic excavator described above or
in the operation site thereof. In such a case, the function
and output of the swing electric motor 101 or the swing
hydraulic motor 23 are individually checked by the pro-
cedure described next.
[0056] A description is first given of the case of check-
ing the output of the swing electric motor 101. If the output

of the swing electric motor 101 is checked, the operating
device 26 is brought into a non-operation state to hold
the engine 21 at a predetermined rotating speed and out-
put checking processing is started. If the processing is
started, the main controller 30 outputs to the display de-
vice 31 a display signal for displaying a mode selection
screen 41 (Fig. 5) on a screen (S501). In this state, an
operator shifts a cursor 42 on the screen 41 using upper
and lower buttons 71, 72 of the input device 39 (Fig. 6)
and selects "2: electric-alone drive mode". In this way,
the electric drive signal is outputted as a drive mode sig-
nal to the main controller 30. The main controller 30 hav-
ing received the input of the drive mode signal proceeds
to the next processing (S502).
[0057] If the drive mode signal is the electric drive sig-
nal (S505), the main controller 30 outputs a cutoff signal
(a hydraulic cutoff signal) to the solenoid control valves
201, 202 (S506). In this way, the switching positions of
the solenoid control valves 201, 202 are each switched
from position 1 to position 2.
[0058] After the switching of the solenoid control valves
201, 202, the main controller 30 outputs to the display
device 31 a display signal for displaying an operative
instruction screen 43 (Fig. 7) on the screen (S508). It is
displayed as the operative instruction screen 43 on the
display device 31 that the preparation of the output check
has been completed and the operation of the operating
device 26 by an operator is requested.
[0059] If the operator operates the operating device 26
in accordance with the operative instruction on the oper-
ative instruction screen 43 (S509), pilot pressure occurs
in the pilot lines 28, 29 in accordance with the operation
amount of the operating device 26. At this time, the circuit
is cut off by the solenoid control valves 201, 202; there-
fore, the pilot pressure does not occur downstream of
the solenoid control valves 201, 202, so that the control
valve 24 is held at the neutral position. The main control-
ler 30 produces an electric operation signal on the basis
of the output values of the pressure sensors 105, 106
and outputs it to the power controller 55. The power con-
troller 55 drives the swing electric motor 101 on the basis
of the electric operation signal thus inputted. In this way,
the swing electric motor 101 can be driven alone of the
two actuators (the swing electric motor 101 and the swing
hydraulic motor 23) for driving the upper swing structure
2. Therefore, the output of only the swing electric motor
101 can be checked.
[0060] The output power of the swing electric motor
101 is proportional to a current value. Therefore, one of
methods of checking the output power of the swing elec-
tric motor 101 involves measuring a value of an electric
current flowing in an electric power line connected to the
swing electric motor 101 and calculating the output
torque of the swing electric motor 101 from the measured
value. If the swing electric motor 101 is a three-phase
motor as in the present embodiment, it is needed only to
measure the current value of each phase. For example,
a clamp meter (a line-current tester), which can measure
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a current value without disconnecting an electric circuit,
is available as a measuring device for measuring a cur-
rent value of each phase. It is preferred that each electric
power line may be sandwiched at the central portion of
a transformer core of the clamp meter in view of easy
current measuring work using the clamp meter and the
reduction of error of the measured value. In terms of this
point, to make it easy to attach the clamp meter onto the
cover of an electric power line, a measurement part 38
(see Fig. 2) is provided in which intervals among the three
electric power lines of the swing electric motor 101 are
each set at a predetermined value in the present embod-
iment. In view of the improved working efficiency, it is
preferred that the measurement part 38 be installed at
an externally easy access position. Alternatively, a cur-
rent measuring device such as a clamp meter may be
previously installed at the measurement part 38 and the
output power of the swing electric motor 101 may be
checked by checking the output value of the current
measuring device.
[0061] By detecting the rotating direction of the swing
electric motor 101, it is possible to check whether or not
the operating direction of the operating device 26 coin-
cides with the turning direction of the upper swing struc-
ture 2. The rotating direction of the swing electric motor
101 can be detected by using e.g. a phase indicator (pref-
erably, a non-contact phase indicator). Incidentally, when
phases are detected with a phase indicator, it is neces-
sary to attach clips to respective electric power lines.
Therefore, it is preferred that the measurement part 38
be used similarly to the clamp meter.
[0062] Further, a method of checking the output power
of the swing electric motor 101 may involve measuring
a voltage value of an electric current flowing in electric
power lines connected to the swing electric motor 101
and calculating the output torque of the swing electric
motor 101 from the measured value. In this case, if a
non-contact voltage measurement device is used which
can measure voltage of an electric power line from on
the cover thereof, voltage can easily be measured using
the measurement part 38 similarly to the above meas-
urement of the electric current value. Alternatively, the
voltage measurement device may be previously installed
at the measurement part 38 and the output power of the
swing electric motor 101 may be checked by checking
the output value of the voltage measurement device. As
described above, the measurement device (e.g. the
clamp meter, the phase indicator and the voltage meas-
urement device) for measuring at least one of the value
and phase of a current flowing in the electric power line
and the voltage value of the electric power line can be
installed at the measurement part 38.
[0063] Incidentally, the output shaft of the swing elec-
tric motor 101 is connected to the output shaft of the
swing hydraulic motor 23 in the present embodiment.
Therefore, the output torque of the swing electric motor
101 may indirectly be checked by measuring the torque
inputted to the swing hydraulic motor 23 from the swing

electric motor 101. In this case, the swing hydraulic motor
23 functions as a hydraulic pump. The torque inputted to
the swing hydraulic motor 23 is proportional to the product
of the capacity q of the swing hydraulic motor 23 and the
anteroposterior differential pressure ΔP. Therefore, a
method of checking torque inputted to the swing hydraulic
motor 23 involves measuring the anteroposterior differ-
ential pressure ΔP of the swing hydraulic motor 23 and
calculating the torque inputted to the swing hydraulic mo-
tor 23 from the value thus measured. For example, a
bourdon tube gauge can be available as a measurement
device for measuring the anteroposterior differential
pressure ΔP. To that end, the pair of hydraulic ports 302,
303 for attachment of the bourdon tube gauge thereto is
installed in the respective lines 33, 34 connected to the
swing hydraulic motor 23 in the present embodiment. Al-
ternatively, a pressure measuring device such as a bour-
don tube gauge or the like may previously be installed
on the hydraulic ports 302, 303 and torque inputted to
the swing hydraulic motor 23 may be checked by check-
ing the detected value of the pressure measuring device.
Incidentally, while the torque inputted to the swing hy-
draulic motor 23 is smaller than torque defined by the
relief pressure of the relief valves 401, 402 and the ca-
pacity q, the swing hydraulic motor 23 (the upper swing
structure 2) is maintained in a resting state.
[0064] The rotational direction of the swing hydraulic
motor 23 can be detected by comparing the pressure of
the hydraulic port 302 with that of the hydraulic port 303.
Therefore, it is possible to check whether or not the ro-
tational direction of the swing hydraulic motor 23 coin-
cides with the operating direction of the operating device
26.
[0065] Incidentally, if the torque inputted to the swing
hydraulic motor 23 is greater than torque defined by the
relief pressure of the relief valves 401, 402 and the ca-
pacity q of the swing hydraulic motor 23, it becomes dif-
ficult to calculate the torque because of actuation of the
relief valves 401, 402. However, the pressure at which
the relief valves 401, 402 are each actuated is measured
by the pressure sensors 121, 122 or the pressure meas-
uring devices attached to the hydraulic ports 302, 303.
The pressure thus measured is compared with a preset
relief pressure of the relief valves 401, 402. In this way,
it can be checked whether or not the relief valves 401,
402 are actuated in a normal way.
[0066] A description is next given of the case of check-
ing the output of the swing hydraulic motor 23. Also in
the case of checking the output of the swing hydraulic
motor 24, similarly to the above, the operating device 26
is brought into the non-operated state, the engine 21 is
kept at a predetermined rotating speed and output check-
ing processing is started. If the processing is started, the
main controller 30 outputs to the display device 31 a dis-
play signal for displaying the mode selection screen 41
(Fig. 5) on the screen (S501). In this state, an operator
shifts the cursor 42 on the screen 41 using the upper and
lower buttons 71, 72 of the input device 39 (Fig. 6) and
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selects "1: hydraulic-alone drive mode". In this way, the
hydraulic drive signal is outputted as a drive mode signal
to the main controller 30. The main controller 30 having
received the input of the drive mode signal proceeds to
the next processing (S502).
[0067] If the drive mode signal is the hydraulic drive
signal (S503), the main controller 30 outputs a cutoff sig-
nal (an electric cutoff signal) to the power controller 55
(S504). In this way, the power controller 55 interrupts the
drive control of the swing electric motor 101 regardless
of the output values of the pressure sensors 105, 106.
[0068] After outputting the electric cutoff signal, the
main controller 30 outputs to the display device 31 a dis-
play signal for displaying the operative instruction screen
43 (Fig. 7) on the screen (S508). It is displayed on the
display device 31 that the preparation of the output check
has been completed and the operation of the operating
device 26 by an operator is requested.
[0069] If the operator operates the operating device 26
in accordance with the operative instruction of the oper-
ative instruction screen 43 (S509), the spool of the control
valve 24 is switched by pilot pressure occurring in the
pilot lines 28, 29 in response to the operation amount of
the operating device 26. In this way, pressurized fluid is
supplied from the hydraulic pump 22 to the swing hydrau-
lic motor 23 to operate it, which produces in the lines 33,
34 pressure in accordance with the output torque of the
swing hydraulic motor 23. In this way, the swing hydraulic
motor 23 can be driven alone of the two actuators for
driving the upper swing structure 2. Thus, the output of
only the swing hydraulic motor 23 can be checked.
[0070] As described earlier, the output torque of the
swing hydraulic motor 23 is proportional to the product
of the capacity q and anteroposterior differential pressure
ΔP of the swing hydraulic motor 23. Therefore, the an-
teroposterior differential pressure ΔP of the swing hy-
draulic motor 23 may be measured and the output torque
of the swing hydraulic motor 23 may be calculated from
the value thus measured. Also in this case, the output of
the swing hydraulic motor 23 may be checked by calcu-
lating the torque inputted to the swing electric motor 101
from the swing hydraulic motor 23 in place of the calcu-
lation of the output torque of the swing hydraulic motor 23.
[0071] As described above, the upper swing structure
2 is swingably driven by the swing hydraulic motor 23
and the swing electric motor 101 which have the different
drive sources. In this case, to check the function and
output of the swing electric motor 101, the state quantity
of the swing hydraulic motor 23 which swingably drives
the upper swing structure 2 along with the swing electric
motor 101 is used. In addition, to check the function and
output of the swing hydraulic motor 23, the state quantity
of the swing electric motor 101 is used. In this way, the
check can be performed using the simple device without
using an additional dedicated measuring instrument or
the like.
[0072] According to the present embodiment de-
scribed above, only one of the two actuators (the swing

hydraulic motor 23 and the swing electric motor 101) for
driving the common drive object (the upper swing struc-
ture 2) can be driven. In this way, the output torque of
one of the actuators can easily be checked; therefore,
the actuator that malfunctions can be specified easily.
[0073] Incidentally, the above embodiment describes
the case of the two actuators; however, the present in-
vention can be applied to the case where three or more
actuators are present. In this case, it is only needed to
output the same cutoff signal as that of the present em-
bodiment to the other actuators excluding one actuator
being an output-check object.
[0074] A description is next given of a second embod-
iment of the present invention. In the first embodiment,
the pressure measuring device (the bourdon tube gauge)
and the current measuring device (the clamp meter) are
used by a person such as an operator or the like to meas-
ure the differential pressure value and the current value,
respectively, whereby the torque of the swing hydraulic
motor 23 and that of the swing electric motor 101 are
calculated. However, in the present embodiment, to con-
trol the drive of the swing hydraulic motor 23 and the
swing electric motor 101, the detected values of the sen-
sors (the pressure sensors 121, 122, and the three-phase
motor current sensor 19) incorporated in the hydraulic
excavator are outputted to the display device, whereby
the outputs of the actuators are checked. In this case,
the detected values of the pressure sensors 121, 122
and the current sensor 19 are outputted to the main con-
troller 30. In addition, display signals for displaying the
outputted values are outputted from the main controller
30 to the display device 31.
[0075] Fig. 8 is a flowchart for output checking process-
ing of the swing electric motor 101 or the swing hydraulic
motor 23 according to the second embodiment of the
present invention. Fig. 9 shows a sensor output value
checking screen displayed on the display device 31 by
way of example.
[0076] In Fig. 8, the processing from S501 to S509 is
the same as that in Fig. 4. If the hydraulic-alone drive
mode or the electric-alone drive mode is selected, the
operative instruction screen 43 is displayed on the dis-
play device 31 (S508) and swing operation is inputted
via the operating device 26 (S509). Then, the output val-
ues of the pressure sensors 121, 122 and the current
sensor 19 are inputted into the main controller 30 (S510).
The main controller 30 calculates a differential pressure
value from the output values of the pressure sensors 121,
122 and outputs to the display device 31 a display signal
for displaying on the screen the differential pressure val-
ue and the detected value of the current sensor 19
(S511). In this way, the differential pressure value of the
pressure sensors 121, 122 and the current value of the
current sensor 19 are displayed on the sensor output
value checking screen 44 of the display device 31.
[0077] In view of facilitating the determination as to
whether or not the differential pressure value and the
current value displayed on the checking screen 44 fall
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within a normal range, it is preferred to display a reference
value Cp for the differential pressure value and a refer-
ence value Ci for a current value which serve as respec-
tive benchmarks for detection of corresponding malfunc-
tions concerning the swing hydraulic motor 23 and the
swing electric motor 101. Normal values encountered
when the operating device 26 is operated by an operator
on the basis of the contents of the operative instruction
screen 43 (specifically, here, when the swing lever is op-
erated up to the maximum stroke in the hydraulic-alone
drive mode or the electric-alone drive mode) are set as
the respective reference values. In addition, the refer-
ence values thus set are stored in the storage unit in the
main controller 30. Incidentally, the reference values may
have a predetermined range. In an example in Fig. 9, a
value with a range from Cp1 to Cp2 is set as the reference
value for the differential pressure value. In addition, a
value with a range from Ci1 to Ci2 is set as the reference
value for the current value. If each of the differential pres-
sure value and the current value falls within the range of
the corresponding reference value, it can be checked as
normal. Alternatively, a difference between the detected
value (the differential pressure value and the current val-
ue) and the reference value may be displayed as a com-
parative value therebetween in place of the reference
value. In other words, if the relationship between the de-
tected value and the reference value can easily be un-
derstood, other display methods may be available. In the
above description, the differential pressure value, the
current value, the comparative value or the like are dis-
played. However, calculated torque concerning each of
the actuators 23, 101 may be displayed.
[0078] Further, in an example in Fig. 9, if the swing
hydraulic motor 23 and the swing electric motor 101 are
rotated in one direction of the left and right directions, the
differential pressure value and the current value each
attached with a sign "+" are displayed. Although not
shown, if the swing hydraulic motor 23 and the swing
electric motor 101 are rotated in the other direction, the
differential pressure value and the current value each
attached with a sign "-" shall be displayed. If the rotational
direction is clearly shown on the checking screen 44 as
described above, it can easily be checked whether or not
the rotational direction of the swing hydraulic motor 23
and that of the swing electric motor 101 coincide with the
operating direction of the operating device 26.
[0079] Incidentally, here, the output values (state sig-
nals) of the sensors 121, 122, 19 are concurrently dis-
played regardless of the drive mode. However, only a
sensor value necessary for output check in each of the
drive modes may be displayed. More specifically, at the
time of selection of the hydraulic-alone drive motor or the
electric-alone drive mode, it is needed for the display
device 31 only to display at least one of the output values
of the differential pressure value and the electric current
value.
[0080] The current sensor 19 for detecting the current
value of each of the electric power lines is here described

taking as an example as a sensor for detecting the state
of the current of the electric power line connected to the
electric actuator 101. However, a voltage sensor for de-
tecting line voltage or phase voltage of the electric power
line may be installed in addition to or in place of the current
sensor 19. In this way, the output value of the voltage
sensor may be displayed on the display device 31. In this
case, it goes without saying that it is preferred that the
reference value Ce for a voltage value be displayed on
the display device 31.
[0081] In the present embodiment, the detected values
of the sensors (the pressure sensors 121, 122 and the
three-phase motor current sensor 19) incorporated in the
hydraulic excavator are outputted to the display device
31 in order to control the drive of the swing hydraulic
motor 23 and the swing electric motor 101. However,
devices (e.g. the bourdon tube gauge, the clamp meter
and the phase detector) for detecting the state values for
checking the outputs of the actuators 23, 101 may addi-
tionally be installed and the output values of the detection
devices may be outputted to the main controller 30 and
displayed on the display device 31.
[0082] A description is next given of a third embodi-
ment of the present invention. In the above embodiments,
the actuator that has a malfunction is specified by calcu-
lating the output torque of the swing hydraulic motor 23
and the swing electric motor 101. However, the hydraulic
excavator may be configured as described below. The
upper swing structure 2 is swung by the swing hydraulic
motor 23 or the swing electric motor 101 in the hydraulic-
alone drive motor or the electric-alone drive mode, re-
spectively. In addition, the swing direction, swing velocity,
swing acceleration and the like of the upper swing struc-
ture 2 are further measured. In this way, the actuator that
has a malfunction is specified.
[0083] Fig. 10 is a configurational view of a swing hy-
draulic motor circuit 230A according to the third embod-
iment of the present invention. The swing hydraulic motor
circuit 230A shown in the figure is different from the swing
hydraulic motor circuit 230 (see Fig. 2) of the above em-
bodiments in the provision of a solenoid control valve
(line communicating means) 76. Incidentally, the other
portions are the same as those of the above embodi-
ments except the fact that when the hydraulic-alone drive
mode is selected, the main controller 30 outputs a torque-
zero signal.
[0084] The solenoid control valve 76 is used to switch
between the communication and cutoff of the two lines
33, 34 adapted to supply and discharge pressurized fluid
to and from the swing hydraulic motor 23. In addition, the
solenoid control valve 76 is installed in a line 77 which
connects the two lines 33, 34. The solenoid control valve
76 is designed to receive a communication signal from
the main controller 30. Upon receipt of the communica-
tion signal, the switching position of the solenoid valve 2
is switched from position 1 to position 2 in Fig. 10. In
other words, if the electric-alone drive mode is selected,
the solenoid control valve 76 is located at position 2, and
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in the other cases (when the combined drive mode and
the hydraulic-alone drive mode are each selected), the
solenoid control valve 76 is located at position 1. If, upon
receipt of the communication signal, the switching posi-
tion of the solenoid control valve 76 is switched to position
2, the two lines 33, 34 are made to communicate with
each other. In this way, if torque is inputted to the swing
hydraulic motor 23 from the swing electric motor 101, the
swing hydraulic motor 23 is rotatably driven.
[0085] Incidentally, the present embodiment uses the
solenoid control valve 76 as communicating means for
the two lines 33, 34. If the electric-alone drive mode is
selected, the two hydraulic ports 302, 303 may tempo-
rarily be connected to each other. Alternatively, it may
be configured that one of the relief valves 401, 402 is
relieved. If the relief valves 401, 402 are used as in the
latter, one of the relief valves 401, 402 located on the
downstream side in the flowing direction of the pressu-
rized fluid is relieved. More specifically, if the pressurized
fluid flows from the line 33 via the swing hydraulic motor
23 toward the line 34, the relief valve 402 is relived. If the
pressurized fluid flows in the opposite direction, the relief
valve 401 is relieved. Incidentally, in the case of using
the relief valves 401, 402 as described above, if the pres-
surized fluid is not supplied from the normal direction,
the swing hydraulic motor 23 is not rotated. Thus, there
is an advantage that it can be checked whether or not
the operating direction of the operating device 26 coin-
cides with the rotational direction of the hydraulic motor
23.
[0086] Incidentally, the controller 30 according to the
present embodiment has a function to output a torque-
zero signal to the power controller 55 when the hydraulic-
alone drive mode is selected in addition to the function
described in the above embodiments. The torque-zero
signal is an electric operation signal outputted to control
the swing electric motor 101 so that the torque produced
by the swing electric motor 101 may become equal to
zero. Upon receipt of the torque-zero signal, the power
controller 55 controls the swing electric motor 101 so that
torque to be produced may become equal to zero. Thus,
the upper swing structure 2 is swingably driven only by
the torque produced by the swing hydraulic motor 23.
[0087] Fig. 11 is a flowchart for processing for checking
the output of the swing electric motor 101 or the swing
hydraulic motor 23 according to the third embodiment of
the present invention. In Fig. 11, the processing from
S501 to S509 is the same as that in Fig. 4 and the like;
therefore, their explanations are arbitrarily omitted.
[0088] If the electric-alone drive mode is selected by
an operator through the input device 39 (S505), an elec-
tric drive signal is outputted as a drive mode signal to the
main controller 30. In this case, the main controller 30
outputs a hydraulic cutoff signal to the solenoid control
valves 201, 202 (S506). Further, the main controller 30
outputs a communication signal to the solenoid control
valve 76 (S522). In this way, the switching position of the
solenoid control valve 76 is switched from position 1 to

position 2, so that the two lines 33, 34 are made to com-
municate with each other via the line 77.
[0089] If the operator operates the operating device 26
according to the operative instruction of the operative
instruction screen 43 (S508, 509), pilot pressure occurs
in the pilot lines 28, 29 according to the operation amount
of the operating device 26. In this case, the circuit is dis-
connected by the solenoid control valves 201, 202; there-
fore, the control valve 24 is maintained at the neutral
position. The power controller 55 drives the swing electric
motor 101 on the basis of the electric operating signal
inputted from the main controller 30. In this way, the swing
electric motor 101 can be driven alone of the two actua-
tors (the swing electric motor 101 and the swing hydraulic
motor 23) for driving the upper swing structure 2. Thus,
the output of only the swing electric motor 101 can be
checked.
[0090] In the present embodiment, the two lines 33, 34
connected to the swing hydraulic motor 23 are made to
communicate with each other via the line 77. Therefore,
torque inputted from the swing electric motor 101 rotates
the swing hydraulic motor 23 to swingably drive the upper
swing structure 2. In this way, the turning direction, swing
velocity and swing acceleration of the upper swing struc-
ture 2 can be measured in addition to the measurement
of the torque of the swing electric motor 101 described
in the above embodiments. One of methods of measuring
the swing velocity of the upper swing structure 2 involves
operating the swing lever up to the maximum stroke in
accordance with the instruction of the operative instruc-
tion screen 43 and measuring a time required to turn the
upper swing structure 2 a predetermined number of times
in the uniform motion state after the lapse of a predeter-
mined time. One of methods of measuring the swing ac-
celeration of the upper swing structure 2 involves meas-
uring a time required to reach one predetermined posture
from the other predetermined posture (for example, a
time required to swing the upper swing structure 2 at 90
degrees after the swing lever has been operated up to
the maximum stroke at once).
[0091] In this way, the present embodiment can check
the output and function of the swing electric motor 101
also from these views. Incidentally, in the above, the out-
put value of the position sensor 18 may be used to meas-
ure the swing velocity and the swing acceleration. In ad-
dition, this output value may be displayed on the display
device 31. Further, the main controller 30 may calculate
the swing velocity and the swing acceleration from the
output value and display them on the display device 31.
In this case, a reference value acting as a reference for
detecting a malfunction may be displayed.
[0092] On the other hand, if the hydraulic-alone drive
mode is selected by the operator via the input device 39
(S503), the hydraulic drive signal is outputted as the drive
mode signal to the main controller 30. In this case, the
main controller 55 outputs the torque-zero signal in place
of the electric cutoff signal to the power controller 55
(S521). In this way, the power controller 55 controls the
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swing electric motor 101 so that torque may become
equal to zero regardless of the output values of the pres-
sure sensors 105, 106.
[0093] If the operator operates the operating device 26
in accordance with the operative instruction of the oper-
ative instruction screen 43 (S508, 509), the spool of the
control valve 24 is switched by the pilot pressure occur-
ring in the pilot lines 28, 29 in accordance with the oper-
ation amount of the operating device 26. In this way, the
swing hydraulic motor 23 is driven to produce, in the lines
33, 34, pressure corresponding to the output torque of
the swing hydraulic motor 23. Thus, the swing hydraulic
motor 23 can be driven alone of the two actuators driving
the upper swing structure 2, whereby the output of only
the swing hydraulic motor 23 can be checked.
[0094] In the present embodiment, the swing electric
motor 101 is controlled based on the torque-zero signal;
therefore, the upper swing structure 2 can be swingably
driven only by the torque produced by the swing hydraulic
motor 23. In this way, the turning direction, swing velocity
and swing acceleration of the upper swing structure 2
can be measured in addition to the measurement of the
torque of the swing hydraulic motor 23 described in the
above embodiments. One of the methods of measuring
the swing velocity of the upper swing structure 2 is the
method described earlier. Thus, the present embodiment
can check the output and function of the swing hydraulic
motor 23 also from these views. Incidentally, in the above
description, the output value of the position sensor 18
may be used to measure the swing velocity and the swing
acceleration. Alternatively, the swing velocity and the
swing acceleration may be calculated from the output
value and may be displayed.
[0095] Accordingly, the present embodiment can
check the output and function of the swing electric motor
101 and the swing hydraulic motor 23 also from a view-
point of the swing velocity and swing acceleration of the
upper swing structure 2.
[0096] Incidentally, the above embodiments describe
the case where while using the monitor as the display
device 31 installed in the cabin of the hydraulic excavator,
the input device 39 installed also in the cabin is used.
However, an information terminal (e.g., a handheld ter-
minal (Personal Digital Assistant), a laptop personal com-
puter or the like) having the same display function and
input function as the above may be connected to the main
controller 30 via the connection terminal 301 (see Fig. 2)
and input and display may be done through the informa-
tion terminal.
[0097] In the above, the description is given on the as-
sumption that after the electric power (electric energy)
generated by the assisting power-generating motor 102
is once stored in the capacitor 104, it is supplied to the
swing electric motor (the electric actuator) 101. However,
the swing electric motor 101 may directly be driven on
the electric power generated by the assisting power-gen-
erating motor 102. That is to say, not only the electric
storage devices including the capacitor 104 but also var-

ious electrical supply devices including the assisting pow-
er-generating motor 102 can be used as means for sup-
plying electric power to the electric actuator.

Description of Reference Numerals

[0098]

18 Position sensor
19 Current sensor
21 Engine
22 Hydraulic pump
23 Swing hydraulic motor
24 Control valve (directional control valve)
26 Operating device
27 Pilot valve hydraulic source
28, 29 Pilot lines
30 Main controller
31 Display device (monitor)
32, 33, 34 lines
38 Measuring part
39 Input device
55 Power controller
76 Solenoid control valve
101 Swing electric motor
102 Assisting power-generating motor
103 Power control unit
104 Capacitor (electric power supply device)
105, 106 Pressure sensors (pilot pressure detecting

means)
121, 122 Pressure sensors (swing drive pressure

detecting means)
131 Engine rotating velocity sensor
201, 202 Solenoid valves
301, 302 External connection terminals
302, 303 Hydraulic ports (pressure detection ports)
401, 402 Relief valves

Claims

1. A work machine comprising:

two or more actuators for driving a common drive
object (2), the actuators including at least one
hydraulic actuator (23) and one electric actuator
(101);
a hydraulic pump (22) for supplying pressurized
fluid to the hydraulic actuator;
an electric power supply device (102, 104) for
supplying electricity to the electric actuator;
an operating device (26) for outputting, through
a single operation, an operating signal for con-
currently operating the hydraulic actuator and
the electric actuator; and
a controller (30) for switching between a hydrau-
lic-alone drive mode and an electric-alone drive
mode, the hydraulic-alone drive mode being a
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mode to drive only the hydraulic actuator among
the two or more actuators to thereby drive the
drive object when the operating device is oper-
ated, the electric-alone drive mode being a
mode to drive only the electric actuator among
the two or more actuators to thereby drive the
drive object when the operating device is oper-
ated.

2. The work machine according to claim 1, further com-
prising:

a pair of hydraulic ports (302, 303) installed in a
line for supplying pressurized fluid to the hydrau-
lic actuator and a line for discharging pressu-
rized fluid from the hydraulic actuator, respec-
tively; and
a measurement part (38) for attaching thereto a
measuring device for measuring at least one of
a value and a phase of an electrical current flow-
ing in an electric power line connected to the
electric actuator and a value of voltage of the
electrical power line.

3. The work machine according to claim 1, further com-
prising:

first sensors (121, 122) for outputting pressure
before and behind the hydraulic actuator;
a second sensor (19) for outputting a state of
the electric current of the electric power line con-
nected to the electric actuator; and
a connection terminal (301, 302) for connection
with display means (31) for displaying at least
one of output values of the first sensors and the
second sensor at the time of selection of the
hydraulic-alone drive mode or the electric-alone
drive mode.

4. The work machine according to any of claims 1 to 3,
further comprising:

line communicating means (76) for allowing a
line for supplying pressurized fluid to the hydrau-
lic actuator to communicate with a line for dis-
charging pressurized fluid from the hydraulic ac-
tuator, at the time of selection of the electric-
alone drive mode;
wherein the controller outputs a torque-zero sig-
nal as an operating signal for the electric actu-
ator at the time of selection of the hydraulic-
alone drive mode.

5. The work machine according to claim 2, further com-
prising:

a pressure measuring device mounted to the
pair of hydraulic ports, the pressure measuring

device outputting the pressure before and be-
hind the hydraulic actuator; and
an electric measuring device mounted to the
measurement part, the electric measuring de-
vice outputting the current value of the electric
power line connected to the electric actuator.

6. The work machine according to claim 4, further com-
prising:

a sensor (18) for outputting displacement of the
hydraulic actuator or the electric actuator; and
a connection terminal (301, 302) for connection
with display means (31) for displaying an output
value of the sensor at the time of selection of
the hydraulic-alone drive mode or the electric-
alone drive mode.

7. The work machine according to claim 1, further com-
prising:

sensors (121, 122, 18, 19) for outputting signals
representing various states of the hydraulic ac-
tuator and the electric actuator;
a storage unit (30) having stored therein refer-
ence values of the signals of the various states
each serving as a reference for detecting the
malfunction of the hydraulic actuator and the
electric actuator, the reference values being val-
ues of the signals of the various states encoun-
tered when a predetermined operation is per-
formed through the operating device in the case
where the hydraulic-alone drive mode or the
electric-alone drive mode is selected; and
a connection terminal (301, 302) for connection
with display means (31) for displaying a screen
on the basis of a display signal outputted from
the controller;
wherein if the hydraulic-alone drive mode or the
electric-alone drive mode is selected, the con-
troller outputs to the connection terminal a dis-
play signal for requesting the predetermined op-
eration of an operator via the operating device,
and outputs to the connection terminal a display
signal for displaying the relationship between
the reference value and an output value of the
sensor encountered when the operating device
is operated based on the display signal.

8. A work machine comprising:

two or more actuators for driving a common drive
object (2), the actuators including at least one
hydraulic actuator (23) and one electric actuator
(101);
a hydraulic pump (22) for supplying pressurized
fluid to the hydraulic actuator;
an electric power supply device (102, 104) for
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supplying electricity to the electric actuator;
an operating device (26) for outputting, through
a single operation, an operating signal for con-
currently operating the hydraulic actuator and
the electric actuator; and
a controller (30) for switching between a com-
bined drive mode and an electric-alone drive
mode, the combined drive mode being a mode
to drive the two or more actuators to thereby
drive the drive object when the operating device
is operated, the electric-alone drive mode being
a mode to drive only the electric actuator among
the two or more actuators to thereby drive the
drive object when the operating device is oper-
ated.

9. A work machine comprising:

two or more actuators for driving a common drive
object, the actuators including at least one hy-
draulic actuator (23) and one electric actuator
(101);
a hydraulic pump (22) for supplying pressurized
fluid to the hydraulic actuator;
an electric power supply device (102, 104) for
supplying electricity to the electric actuator;
an operating device (26) for outputting, through
a single operation, an operating signal for con-
currently operating the hydraulic actuator and
the electric actuator; and
a controller (30) for switching between a com-
bined drive mode and a hydraulic-alone drive
mode, the combined drive mode being a mode
to drive the two or more actuators to thereby
drive the drive object when the operating device
is operated, the hydraulic-alone drive mode be-
ing a mode to only the hydraulic actuator among
the two or more actuators to thereby drive the
drive object when the operating device is oper-
ated.

Amended claims under Art. 19.1 PCT

1. (Amended) A work machine comprising:

two or more actuators for driving a common drive
object (2), the actuators including at least one
hydraulic actuator (23) and one electric actuator
(101);
a hydraulic pump (22) for supplying pressurized
fluid to the hydraulic actuator;
an electric power supply device (102, 104) for
supplying electricity to the electric actuator;
an operating device (26) for outputting, through
a single operation, an operating signal for con-
currently operating the hydraulic actuator and
the electric actuator;

a controller (30) for switching between a hydrau-
lic-alone drive mode and an electric-alone drive
mode, the hydraulic-alone drive mode being a
mode to drive only the hydraulic actuator among
the two or more actuators to thereby drive the
drive object when the operating device is oper-
ated, the electric-alone drive mode being a
mode to drive only the electric actuator among
the two or more actuators to thereby drive the
drive object when the operating device is oper-
ated; and
an input device (39) used by an operator to se-
lect any one of a plurality of drive modes includ-
ing the hydraulic-alone drive mode and the elec-
tric-alone drive mode;
wherein if the hydraulic-alone drive mode or the
electric-alone drive mode is selected with the
input device, the controller switches the drive
mode of the drive object in accordance with the
drive mode thus selected.

2. The work machine according to claim 1, further com-
prising:

a pair of hydraulic ports (302, 303) installed in a
line for supplying pressurized fluid to the hydrau-
lic actuator and a line for discharging pressu-
rized fluid from the hydraulic actuator, respec-
tively; and
a measurement part (38) for attaching thereto a
measuring device for measuring at least one of
a value and a phase of an electrical current flow-
ing in an electric power line connected to the
electric actuator and a value of voltage of the
electrical power line.

3. The work machine according to claim 1, further com-
prising:

first sensors (121, 122) for outputting pressure
before and behind the hydraulic actuator;
a second sensor (19) for outputting a state of
the electric current of the electric power line con-
nected to the electric actuator; and
a connection terminal (301, 302) for connection
with display means (31) for displaying at least
one of output values of the first sensors and the
second sensor at the time of selecting the hy-
draulic-alone drive mode or the electric-alone
drive mode.

4. The work machine according to any of claims 1 to 3,
further comprising:

line communicating means (76) for allowing a
line for supplying pressurized fluid to the hydrau-
lic actuator to communicate with a line for dis-
charging pressurized fluid from the hydraulic ac-
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tuator, at the time of selecting the electric-alone
drive mode;
wherein the controller outputs a torque-zero sig-
nal as an operating signal for the electric actu-
ator at the time of selecting the hydraulic-alone
drive mode.

5. The work machine according to claim 2, further com-
prising:

a pressure measuring device mounted to the
pair of hydraulic ports, the pressure measuring
device outputting the pressure before and be-
hind the hydraulic actuator; and
an electric measuring device mounted to the
measurement part, the electric measuring de-
vice outputting the current value of the electric
power line connected to the electric actuator.

6. The work machine according to claim 4, further com-
prising:

a sensor (18) for outputting displacement of the
hydraulic actuator or the electric actuator; and
a connection terminal (301, 302) for connection
with display means (31) for displaying an output
value of the sensor at the time of selecting the
hydraulic-alone drive mode or the electric-alone
drive mode.

7. The work machine according to claim 1, further com-
prising:

sensors (121, 122, 18, 19) for outputting signals
representing various states of the hydraulic ac-
tuator and the electric actuator;
a storage unit (30) having stored therein refer-
ence values of the signals of the various states
each serving as a reference for detecting the
malfunction of the hydraulic actuator and the
electric actuator, the reference values being val-
ues of the signals of the various states encoun-
tered when a predetermined operation is per-
formed through the operating device in the case
where the hydraulic-alone drive mode or the
electric-alone drive mode is selected; and
a connection terminal (301, 302) for connection
with display means (31) for displaying a screen
on the basis of a display signal outputted from
the controller;
wherein if the hydraulic-alone drive mode or the
electric-alone drive mode is selected, the con-
troller outputs to the connection terminal a dis-
play signal for requesting the predetermined op-
eration of an operator via the operating device,
and outputs to the connection terminal a display
signal for displaying the relationship between
the reference value and an output value of the

sensor encountered when the operating device
is operated based on the display signal.

8. (Amended) A work machine comprising:

two or more actuators for driving a common drive
object (2), the actuators including at least one
hydraulic actuator (23) and one electric actuator
(101);
a hydraulic pump (22) for supplying pressurized
fluid to the hydraulic actuator;
an electric power supply device (102, 104) for
supplying electricity to the electric actuator;
an operating device (26) for outputting, through
a single operation, an operating signal for con-
currently operating the hydraulic actuator and
the electric actuator;
a controller (30) for switching between a com-
bined drive mode and an electric-alone drive
mode, the combined drive mode being a mode
to drive the two or more actuators to thereby
drive the drive object when the operating device
is operated, the electric-alone drive mode being
a mode to drive only the electric actuator among
the two or more actuators to thereby drive the
drive object when the operating device is oper-
ated; and
an input device (39) used by an operator to se-
lect any one of a plurality of drive modes includ-
ing the combined drive mode and the electric-
alone drive mode;
wherein if the combined drive mode or the elec-
tric-alone drive mode is selected with the input
device, the controller switches the drive mode
of the drive object in accordance with the drive
mode thus selected.

9. (Amended) A work machine comprising:

two or more actuators for driving a common drive
object (2), the actuators including at least one
hydraulic actuator (23) and one electric actuator
(101);
a hydraulic pump (22) for supplying pressurized
fluid to the hydraulic actuator;
an electric power supply device (102, 104) for
supplying electricity to the electric actuator;
an operating device (26) for outputting, through
a single operation, an operating signal for con-
currently operating the hydraulic actuator and
the electric actuator;
a controller (30) for switching between a com-
bined drive mode and a hydraulic-alone drive
mode, the combined drive mode being a mode
to drive the two or more actuators to thereby
drive the drive object when the operating device
is operated, the hydraulic-alone drive mode be-
ing a mode to only the hydraulic actuator among
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the two or more actuators to thereby drive the
drive object when the operating device is oper-
ated; and
an input device (39) used by an operator to se-
lect any one of a plurality of drive modes includ-
ing the combined drive mode and the hydraulic-
alone drive mode;
wherein if the hydraulic-alone drive mode or the
electric-alone drive mode is selected with the
input device, the controller switches the drive
mode of the drive object in accordance with the
drive mode thus selected.

Statement under Art. 19.1 PCT

"An input device" for selecting a single drive mode
from a plurality of drive modes concerning the drive of
the hydraulic and electric actuators is added to each of
claims 1, 8 and 9. In addition, a restriction in which the
controller switches the drive mode in accordance with
the drive mode selected with the input device is added
to each of claims 1, 8 and 9.

The invention relating to amended claims 1, 8 and 9
is not described in cited document 1 (JP,A 2008-297754)
and additionally, it cannot easily be thought up even by
those skilled in the art.
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