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Description

BACKGROUND

[0001] The present invention relates to stapling instru-
ments and, in various embodiments, to a surgical stapling
instrument for producing one or more rows of staples.
[0002] A stapling instrument can include a pair of co-
operating elongate jaw members, wherein each jaw
member can be adapted to be inserted into a patient and
positioned relative to tissue that is to be stapled and/or
incised. In various embodiments, one of the jaw members
can support a staple cartridge with at least two laterally
spaced rows of staples contained therein, and the other
jaw member can support an anvil with staple-forming
pockets aligned with the rows of staples in the staple
cartridge. Generally, the stapling instrument can further
include a pusher bar and a knife blade which are slidable
relative to the jaw members to sequentially eject the sta-
ples from the staple cartridge via camming surfaces on
the pusher bar and/or camming surfaces on a wedge
sled that is pushed by the pusher bar. In at least one
embodiment, the camming surfaces can be configured
to activate a plurality of staple drivers carried by the car-
tridge and associated with the staples in order to push
the staples against the anvil and form laterally spaced
rows of deformed staples in the tissue gripped between
the jaw members. In at least one embodiment, the knife
blade can trail the camming surfaces and cut the tissue
along a line between the staple rows. Examples of such
stapling instruments are disclosed in U.S. Patent No.
7,794,475, entitled SURGICAL STAPLES HAVING
COMPRESSIBLE OR CRUSHABLE MEMBERS FOR
SECURING TISSUE THEREIN AND STAPLING IN-
STRUMENTS FOR DEPLOYING THE SAME. US
2007/0131732 A1 and US 2014/224686 A1 disclose a
staple cartridge assemblies which include staples ar-
ranged in three rows on either side of a longitudinal slot
and a plurality of tri-staple drivers.

BRIEF DESCRIPTION OF THE DRAWINGS

[0003] Various features of the embodiments described
herein are set forth with particularity in the appended
claims. The various disclosures however, both as to or-
ganization and methods of operation, together with ad-
vantages thereof, may be understood in accordance with
the following description taken in conjunction with the
accompanying drawings as follows:

FIG. 1 is a perspective view of a surgical instrument;
FIG. 2 is an exploded view of a staple cartridge as-
sembly for use with the surgical instrument of FIG. 1;
FIG. 3 is a partial perspective view of a staple car-
tridge assembly for use with the surgical instrument
of FIG. 1;
FIG. 4 is a top view of staple drivers for use with a
staple cartridge assembly;

FIG. 5 is a partial perspective view of a staple car-
tridge assembly;
FIG. 6 is an exploded perspective view of a surgical
staple cartridge assembly illustrated with some com-
ponents removed for the purposes of illustration;
FIG. 7 is a perspective view of an actuation sled and
a staple driver;
FIG. 8 is a perspective view of an actuation sled and
a staple driver;
FIG. 9 is a perspective view of an actuation sled;
FIG. 10 is a perspective view of an actuation sled;
FIG. 11 illustrates a staple driver and staples which
are supported by the staple driver;
FIG. 12 illustrates formed staple lines having differ-
ent formed heights;
FIG. 13 is a top break-away view of a staple cartridge
assembly comprising a driver arrangement;
FIG. 14 is a top break-away view of a staple cartridge
assembly comprising a driver arrangement;
FIG. 15 is a perspective view of the staple driver
arrangement of FIG. 14;
FIG. 16 is a top break-away view of a staple cartridge
assembly comprising a driver arrangement;
FIG. 17 is a top break-away view of a staple cartridge
assembly comprising a driver arrangement;
FIG. 18 is a partial top break-away view of a staple
cartridge assembly comprising a driver arrange-
ment;
FIG. 19 is a partial top break-away view of a staple
cartridge assembly comprising a driver arrange-
ment;
FIG. 20 is a partial top break-away view of a staple
cartridge assembly comprising a driver arrange-
ment;
FIG. 21 is a partial top break-away view of a staple
cartridge assembly comprising a driver arrange-
ment;
FIG. 22 is a top break-away view of a staple cartridge
assembly comprising a driver arrangement;
FIG. 23 is a partial top break-away view of a staple
cartridge assembly comprising a driver arrange-
ment;
FIG. 24 is a partial top break-away view of a staple
cartridge assembly comprising a driver arrange-
ment;
FIG. 25 illustrates a staple cartridge assembly with
portions broken away for the purposes of illustrating
a staple driver and staple arrangement;
FIG. 26 is a top break-away view of the staple car-
tridge assembly of FIG. 25;
FIG. 27 illustrates a staple cartridge assembly with
portions broken away for the purposes of illustrating
a staple driver and staple arrangement;
FIG. 28 is a top break-away view of the staple car-
tridge assembly of FIG. 27;
FIG. 29 is a partial break-away perspective view of
a staple cartridge assembly;
FIG. 30 is a top break-away view of a staple cartridge
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assembly illustrating a staple driver and staple ar-
rangement;
FIG. 31 is a perspective view of the staple driver
arrangement of FIG. 30;
FIG. 32 is a top break-away view of a staple cartridge
assembly illustrating a staple driver and staple ar-
rangement;
FIG. 33 is a perspective view of the staple driver
arrangement of FIG. 32.
FIG. 34 is a top break-away view of a staple cartridge
assembly illustrating a staple driver and staple ar-
rangement;
FIG. 35 is a perspective view of the staple driver
arrangement of FIG. 34;
FIG. 36 is a top break-away view of a staple cartridge
assembly illustrating a staple driver and staple ar-
rangement;
FIG. 37 is a perspective view of the staple driver
arrangement of FIG. 36;
FIG. 38 is a top break-away view of a staple cartridge
assembly illustrating a staple driver and staple ar-
rangement; and
FIG. 39 is a perspective view of the staple driver
arrangement of FIG. 38.

[0004] Corresponding reference characters indicate
corresponding parts throughout the several views. The
exemplifications set out herein illustrate various embod-
iments of the invention, in one form, and such exempli-
fications are not to be construed as limiting the scope of
the invention in any manner.

DETAILED DESCRIPTION

[0005] Applicant of the present application owns the
following patent application which was filed on even date
herewith and which is noted:
U.S. Patent Application Serial No. 14/527,384, entitled
CARTRIDGE ASSEMBLIES FOR SURGICAL STA-
PLERS.
[0006] Numerous specific details are set forth to pro-
vide a thorough understanding of the overall structure,
function, manufacture, and use of the embodiments as
described in the specification and illustrated in the ac-
companying drawings. It will be understood by those
skilled in the art, however, that the embodiments may be
practiced without such specific details. In other instances,
well-known operations, components, and elements have
not been described in detail so as not to obscure the
embodiments described in the specification. Those of or-
dinary skill in the art will understand that the embodiments
described and illustrated herein are non-limiting exam-
ples, and thus it can be appreciated that the specific struc-
tural and functional details disclosed herein may be rep-
resentative and illustrative. Variations and changes
thereto may be made without departing from the scope
of the claims.
[0007] The terms "comprise" (and any form of com-

prise, such as "comprises" and "comprising"), "have"
(and any form of have, such as "has" and "having"), "in-
clude" (and any form of include, such as "includes" and
"including") and "contain" (and any form of contain, such
as "contains" and "containing") are open-ended linking
verbs. As a result, a surgical system, device, or apparatus
that "comprises," "has," "includes" or "contains" one or
more elements possesses those one or more elements,
but is not limited to possessing only those one or more
elements. Likewise, an element of a system, device, or
apparatus that "comprises," "has," "includes" or "con-
tains" one or more features possesses those one or more
features, but is not limited to possessing only those one
or more features.
[0008] The terms "proximal" and "distal" are used here-
in with reference to a clinician manipulating the handle
portion of the surgical instrument. The term "proximal"
referring to the portion closest to the clinician and the
term "distal" referring to the portion located away from
the clinician. It will be further appreciated that, for con-
venience and clarity, spatial terms such as "vertical",
"horizontal", "up", and "down" may be used herein with
respect to the drawings. However, surgical instruments
are used in many orientations and positions, and these
terms are not intended to be limiting and/or absolute.
[0009] Various exemplary devices and methods are
provided for performing laparoscopic and minimally in-
vasive surgical procedures. However, the person of or-
dinary skill in the art will readily appreciate that the various
methods and devices disclosed herein can be used in
numerous surgical procedures and applications includ-
ing, for example, in connection with open surgical proce-
dures. As the present Detailed Description proceeds,
those of ordinary skill in the art will further appreciate that
the various instruments disclosed herein can be inserted
into a body in any way, such as through a natural orifice,
through an incision or puncture hole formed in tissue,
etc. The working portions or end effector portions of the
instruments can be inserted directly into a patient’s body
or can be inserted through an access device that has a
working channel through which the end effector and elon-
gated shaft of a surgical instrument can be advanced.
[0010] The present disclosure is directed toward a sta-
ple drive assembly for use in a staple cartridge. The sta-
ple drive assembly may also be used in a disposable
loading unit and/or any other suitable device and can be
configured to deploy numerous types of staples and/or
fasteners. The staple drive assembly includes an actua-
tion sled and at least one staple driver. The staple car-
tridge includes a tissue contacting and/or supporting sur-
face having a number of staple cavities wherein each
staple cavity is adapted for releasably receiving a staple.
The staple cartridge may include a guide channel / knife
slot extending from a proximal portion to a distal portion
along its longitudinal axis. In one embodiment, the staple
cartridge is adapted for use in a surgical stapler having
a drive mechanism.
[0011] The actuation sled can include a base, at least
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one camming member and a guide member. Each cam-
ming member can include a first or leading cam wedge
and a second or trailing cam wedge. The leading and
trailing cam wedges can be laterally and longitudinally
spaced apart from one another. Spacing of the cam
wedges apart, both laterally and longitudinally, creates
a situation in which the staple driver is contacted at points
offset in two planes so that as the staple driver is driven,
it is controlled and driven substantially perpendicular to
the tissue plane of the cartridge without rocking in any
direction which would compromise driving the staple per-
pendicular to the tissue contacting plane. Additionally,
each cam wedge can include a first drive face and a sec-
ond drive face. In one embodiment, the first drive faces
form first drive angles with respect to the base and sec-
ond drive faces form second drive angles with respect to
a plane that is substantially parallel to the base. The guide
member is adapted for slidably engaging the guide chan-
nel for aligning and guiding the actuation sled as it trans-
lates through the staple cartridge. While two drive faces
are discussed herein, it is also within the scope of this
disclosure to include various configurations of drive fac-
es. For example, 1, 2, 3, 4, or more drive faces at various
drive angles between 5° and 80° to enhance the firing of
the staples may also be employed.
[0012] Each staple driver includes at least one driver
plate or staple retaining features and at least one cam
member. In one embodiment, each staple driver includes
three driver plates and two cam members. Such staple
drivers can be referred to as tri-staple drivers. In an al-
ternate embodiment, each staple driver includes one
driver plate and two cam members. In a further embod-
iment, each staple driver includes two driver plates and
two cam members. First and second cam members are
adapted for slidably engaging one of the cam assemblies
of the actuation sled. Each cam member includes first
and second cam surfaces that define respective first and
second engagement or receiving angles that are com-
plementary to the first and second drive angles. The first
and second cam members can be longitudinally and lat-
erally spaced apart to complement the arrangement of
the leading and trailing cam wedges of the actuation sled.
Additional combinations of cam members, receiving an-
gles, and number of camming surfaces are within the
scope of this disclosure and the ranges described above
are inclusive of the values disclosed.
[0013] Distal travel of the actuation sled through the
staple cartridge causes the sequential engagement of
the actuation sled and the staple drivers disposed in the
staple cartridge. As the actuation sled moves along the
longitudinal axis of the staple cartridge, in various in-
stances, the first drive faces slidably engage the first cam
surfaces thereby urging each staple driver in a generally
vertical direction. As the actuation sled continues to move
distally, in various instances, the second drive faces sli-
dably engage the second cam surfaces of each staple
driver to continue to drive each staple driver in a generally
vertical direction while the first drive faces disengage

from the first cam surfaces. Also, in various instances,
each camming member contacts each staple driver in at
least two longitudinally spaced locations for urging each
staple driver vertically. This longitudinally staggered ar-
rangement of the drive faces in cooperation with the com-
plementary staggered arrangement of the cam members
can improve the longitudinal stability of the staple driver
as it moves vertically. Additionally, the first and second
drive angles in cooperation with the complementary first
and second receiving angles can contribute to the im-
proved longitudinal stability of each staple driver. In fur-
ther embodiments, different arrangements and number
of camming locations may be employed, such as 1, 2, 3,
or more camming locations.
[0014] In a further embodiment of the present disclo-
sure, an actuation sled includes first and second cam-
ming members, a base, and a guide member. Each cam-
ming member includes first and second cam wedges that
are longitudinally spaced apart and define a drive angle
with respect to the base. The first and second cam wedg-
es of each camming member are laterally spaced apart
as well.
[0015] Another embodiment of the present disclosure
includes an actuation sled that includes first and second
camming members, a base, and a guide member. Each
camming member includes first and second cam wedges
that are laterally spaced apart from each other and define
a plurality of drive angles with respect to the base.
[0016] In yet another embodiment of the present dis-
closure, each of the described actuation sleds may be
included at a distal end of a cam bar or actuation member
in a surgical stapling apparatus.
[0017] In a further embodiment of the present disclo-
sure, the staple drive assembly may include at least one
proximal staple driver, at least one middle staple driver
and at least one distal staple driver. The proximal staple
driver is disposed at the proximal end of the staple car-
tridge and is adapted to eject the outermost, most prox-
imal staple. The distal staple driver is positioned on the
distal end of staple cartridge and is configured to eject
the outermost, most distal staples. Each staple driver
may have first and second cam members. In turn, each
cam member may have at least one engagement sur-
face. Additionally, the proximal staple driver has a single
driver plate, the middle staple driver has at least three
driver plates, which can be referred to as tri-staple driv-
ers, and the distal staple driver has at least four driver
plates.
[0018] The configuration of the staple drivers and the
sequence of firing the staples disclosed herein can pro-
vide added benefits such as, for example, stabilization
of the firing stroke as the actuation sled moves distally
through the staple cartridge, reducing trauma to the en-
gaged tissue, reducing the resistance of the articulation
sled as it moves distally through the staple cartridge,
and/or providing a marker to better align subsequent sta-
ple cartridges.
[0019] In a non-limiting embodiment of the present dis-
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closure, each staple driver may be configured to engage
and deploy one, two, three, four, five, or more staples.
The specific configuration of these staple drivers and the
sequence of deployment of the staples can be selected
to provide unique benefits which will be discussed in
greater detail below.
[0020] In a non-limiting embodiment of the present dis-
closure, the staple cartridge comprises a central longitu-
dinal slot, or knife channel, permitting distal travel of a
firing member. The firing member comprises a cutting
member and an articulation sled. The firing member is
configured to translate the staple cartridge longitudinally.
The longitudinal translation of the firing member causes
the actuation sled to engage the plurality of staple drivers
as the firing member moves from a proximal-most posi-
tion to a distal-most position. As the firing member trans-
lates distally, the cutting member dissects the engaged
tissue. The staples are aligned in rows on each side of
the longitudinal slot. On one side of the longitudinal slot,
the staples are aligned in a first row of staples, a second
row of staples and a third row of staples, wherein the first
row of staples is positioned adjacent the longitudinal slot.
As the firing member translates distally, the actuation
sled engages the plurality of staple pushers to deploy the
staples.
[0021] In another non-limiting embodiment, the plural-
ity of staple drivers comprise first staple drivers and sec-
ond staple drivers. The first staple drivers are configured
to deploy at least one staple from the first, second, and
third row of staples. For example, each first staple driver
may be configured to deploy three staples from among
the three rows of staples. Such staple drivers can be
referred to as tri-staple drivers. The staples that are de-
ployed may be longitudinally aligned or may be longitu-
dinally offset. In one such embodiment, for example, the
first staple driver may be configured to deploy a centrally-
positioned staple of the second row of staples, a distally-
positioned staple of the first row of staples, and a proxi-
mally-positioned staple of the third row of staples. The
plurality of first staple drivers may be positioned proximal
to the second staple drivers. As the firing member moves
from a proximal starting position to a distal position, the
actuation sled engages the plurality of first staple drivers
to deploy the staples positioned in the first, second, and
third rows of staples. The plurality of first staple drivers
may be centrally-located between the proximal end of
the staple cartridge body and the distal end of the staple
cartridge body.
[0022] The first staple drivers positioned on one side
of the longitudinal slot can be configured symmetrically
with the first staple drivers positioned on the opposite
side of the longitudinal slot. The symmetrical configura-
tion and location within the staple cartridge body of the
plurality of first staple drivers provide numerous benefits.
First, as the firing member translates distally, the required
amount of force to deploy the staples can increase. The
location of the plurality of first staple drivers provides for
uniform staple deployment as the firing member moves

through the proximal and central portions of the staple
cartridge. As the firing member approaches the distal end
of the staple cartridge, the amount of force needed to
deploy the staples can increase. The increased force
needed to deploy the distal most staples can be ad-
dressed in numerous configurations as discussed in
greater detail below. In addition, increasing hemostasis
at the distal portion of the staple cartridge may be en-
hanced through different staple driver configurations, dis-
cussed in greater detail below.
[0023] In another non-limiting embodiment, for exam-
ple, the second staple drivers may be configured to de-
ploy a single staple. The second staple drivers may be
positioned distally with respect to the plurality of first sta-
ple pushes. With each second staple driver deploying a
singular staple, the amount of force needed to deploy
each staple driver may be greatly reduced and may pre-
vent the surgical instrument from causing unnecessary
trauma to the distally most engaged tissue. In another
embodiment, for example, the staple cartridge may com-
prise third staple drivers. Each third staple driver may be
configured to deploy two staples from either the same
row or different rows. Once again, the reduction in the
number of staples being deployed by a single staple driv-
er may reduce the amount of trauma that the tissue is
exposed to. In one embodiment, the third staple driver
may be positioned in the third row of staples to deploy
two longitudinally spaced staples. The combination of
second and third staple drivers disposed in the distal end
of the staple cartridge body provides for an asymmetrical
configuration that allows for better dispersion of the firing
forces. The asymmetrical configuration of the second and
third staple drivers, following the symmetrical configura-
tion of the first staple drivers reduces the trauma the tis-
sue is exposed to and may created desirable hemostasis
effects.
[0024] In another embodiment, for example, the staple
cartridge may comprise first staple drivers, second staple
drivers, and third staple drivers. Each of the first, second,
and third staple drivers may be configured to support and
eject various combinations of staples such as, for exam-
ple, one, two, three, four, five, or more staples. In certain
embodiments, discussed in more detail below, the first,
second, and third staple drivers can be arranged to pro-
vide advantageous staple deployment and to limit oper-
ation stress and fatigue to the staple cartridge and the
tissue. For example, the first and second staple drivers
can be aligned laterally-spaced, extending from the prox-
imal most portion of the staple cartridge to the distal most
portion of the staple cartridge. The third staple drivers
may be located to at the distal end of the staple cartridge,
the proximal end of the staple cartridge, or both. The
advantageous of different staple driver configurations
and the amount of staples each driver is configured to
eject for the staple cartridge can provide numerous op-
eration and healing benefits.
[0025] An example of a surgical stapler having linear
rows of staples is disclosed in U.S. Patent No. 6,669,073,
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entitled SURGICAL STAPLING APPARATUS, which is-
sued on December 30, 2003. As illustrated in FIG. 1 of
the Subject Application, the surgical stapler is shown
generally as 10. Surgical stapler 10 includes a trigger
assembly 30, a body portion 12, a staple cartridge 40,
and an anvil assembly 70. Trigger assembly 30 includes
a pivotal trigger 32. Pivotal movement of trigger 32 during
an actuation sequence of trigger 32 translates pivotal
movement of trigger 32 into linear movement of a drive
mechanism (not shown). The drive mechanism is oper-
atively coupled to an actuation sled in staple cartridge 40
to translate linear movement of the drive mechanism to
linear movement of the actuation sled. Stapler 10 is mov-
able such that a portion of body tissue (not shown) may
be positioned between anvil assembly 70 and staple car-
tridge 40. Actuation of stapler 10 moves anvil assembly
70 towards staple cartridge 40 thereby grasping or re-
taining the portion of body tissue therebetween. In addi-
tion, once the portion of body tissue is grasped between
anvil assembly 70 and staple cartridge 40, continued ac-
tuation of stapler 10 discharges staples 50 (FIG. 2)
through the portion of body tissue and against anvil as-
sembly 70 to form completed staples 50. The presently
disclosed staple drive assembly may be incorporated into
staple cartridge 40 of surgical stapler 10 disclosed in U.S.
Patent No. 6,669,073, entitled SURGICAL STAPLING
APPARATUS, which issued on December 30, 2003. Al-
ternately, a staple drive assembly may be incorporated
into other known stapling devices including open-type
surgical stapling devices, such as the open surgical sta-
plers shown and described U.S. Patent No. 4,955,959,
entitled LOCKING MECHANISM FOR A SURGICAL
FASTENING APPARATUS, which issued on September
11, 1990; U.S. Patent No. 4,978,049, entitled THREE
STAPLE DRIVE MEMBER, which issued on December
18, 1990; U.S. Patent No. 5,395,034, entitled LINEAR
SURGICAL STAPLING INSTRUMENT, which issued on
March 3, 1995; U.S. Patent No. 5,630,541, entitled SUR-
GICAL STAPLER AND STAPLE CARTRIDGE, which is-
sued on May 20, 1997; U.S. Patent No. 5,662,258, enti-
tled SURGICAL STAPLER INSTRUMENT, which issued
on September 2, 1997; U.S. Patent No. 6,131,789, enti-
tled SURGICAL STAPLER, which issued on October 17,
2000 and U.S. Patent No. D278,081, entitled LINEAR
ANASTOMOSIS SURGICAL STAPLE CARTRIDGE,
which issued on March 19, 1985, and other endoscopic
or laparoscopic surgical stapling devices, such as the
endoscopic staplers shown and described in U.S. Patent
No. 7,044,352, entitled SURGICAL STAPLING INSTRU-
MENT HAVING A SINGLE LOCKOUT MECHANISM
FOR PREVENTION OF FIRING, which issued on May
16, 2006; U.S. Patent No. 6,978,921, entitled SURGICAL
STAPLING INSTRUMENT INCORPORATING AN E-
BEAM FIRING MECHANISM, which issued on Decem-
ber 27, 2005; and U.S. Patent No. 7,143,923, entitled
SURGICAL STAPLING INSTRUMENT HAVING A FIR-
ING LOCKOUT FOR AN UNCLOSED ANVIL, which is-
sued on December 5, 2006. While the present disclosure

describes embodiments involving an actuation sled, it
also will be appreciated that the design characteristics
and function of the sled camming members may be in-
corporated directly into cam bars or firing wedges, which
in turn are connected to the firing mechanism of the sur-
gical stapling instrument.
[0026] FIG. 2 illustrates a staple cartridge 140 including
a staple drive assembly. Staple cartridge 140 includes a
plurality of fasteners or staples 50 and a corresponding
number of staple pockets or retention slots 60. A tissue
contacting surface 44 is defined by a top surface of staple
cartridge 140. A guide channel 42 extends substantially
the length of staple cartridge 140 and is adapted for sli-
dably receiving guide member 150 of actuation sled 110.
Guide channel 42 cooperates with guide member 150
for aligning and positioning actuation sled 110 in staple
cartridge 140 as it translates longitudinally from a proxi-
mal end to a distal end of staple cartridge 140. As actu-
ation sled 110 translates distally from the proximal end
to the distal end of staple cartridge 140, the actuation
sled 110 sequentially engages staple drivers 160 to eject
staples 50 from the staple cartridge 140. Guide channel
42 may also facilitate passage of a knife blade (not
shown) through cartridge 140, such as by mounting a
knife blade to guide member 150.
[0027] FIG. 3 illustrates a staple cartridge 240 including
a tissue contacting surface 244. A guide channel 242
extends substantially the length of staple cartridge 240
and is adapted for slidably receiving guide member 150
of actuation sled 110. As seen in FIG. 3, tissue contacting
surface 244 includes first, second, and third tissue con-
tacting surfaces 230, 232, and 234 on one side of the
guide channel 242. Specifically, tissue contacting surfac-
es 230, 232, and 234 are planar structures that are sub-
stantially parallel to one another, but are not co-planar
with one another (i.e. the tissue contacting portion is
stepped). Staple cartridge 240 further comprises a plu-
rality of staple cavities 260. The first tissue contacting
surface 230 comprises a first row of staple cavities 231.
The second tissue contacting surface 232 comprises a
second row of staple cavities 233. The third tissue con-
tacting surface 234 comprises a third row of staple cav-
ities 235. The staple cartridge 240 also comprises an
additional first tissue contacting surface 230, a first row
of staple cavities 231, a second tissue contacting surface
232, a second row of staple cavities 233, a third tissue
contacting surface 234, and a third row of staple cavities
235 on the opposite side of the guide channel 242. More-
over, although the drawings show planar tissue contact-
ing surfaces 230, 232, and 234, the present disclosure
envisions curved and/or angled tissue contacting surfac-
es as well as other kinds of tissue contacting surfaces
having other shapes and structures.
[0028] FIG. 4 illustrates different configurations of sta-
ple drivers for use within staple cartridges 40, 140, and/or
240, for example. Staple driver 360 is configured to sup-
port a single staple (not shown) and comprises staple
retaining feature 361. Staple driver 362 is configured to
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support two staples (not shown) and comprises two sta-
ple retaining features 363. Staple driver 364 is configured
to support three staples (not shown) and comprises three
staple supporting features 365. Such staple drivers can
be referred to as tri-staple drivers. Staple supporting fea-
tures 361, 363, and 365 are configured to support the
staples positioned thereon and limit relative movement
between the staples and the staple supporting features
in one or more directions. The different variations and
combinations of staple drivers within staple cartridge 40,
140, 240, will be discussed in further detail in the following
embodiments. Additional combinations and configura-
tions of staple drivers are within the scope of the present
disclosure.
[0029] FIG. 5 illustrates a staple cartridge 440 including
a plurality of staple cavities 460. A guide channel 442
extends substantially the length of staple cartridge 440
and is adapted for slidably receiving guide member 150
of actuation sled 110. As seen in FIG. 5, tissue contacting
surface 444 includes first, second, and third tissue con-
tacting surfaces 430, 432, and 434 on one side of the
guide channel 442. Specifically, tissue contacting surfac-
es 430, 432, and 434 are planar structures that are sub-
stantially parallel to one another, but are not co-planar
with one another (i.e. the tissue contacting portion is
stepped). Staple cartridge 440 further comprises a plu-
rality of staple cavities 460. Each of the first, second, and
third tissue contacting surfaces are positioned in different
planes. The first tissue contacting surface 430 comprises
a first row of staple cavities 431. The second tissue con-
tacting surface 432 comprises a second row of staple
cavities 433. The third tissue contacting surface 434 com-
prises a third row of staple cavities 435. The first, second,
and third row of staple cavities extend between a proximal
end and a distal end of the staple cartridge 440. The
staple cartridge 440 also comprises an additional first
tissue contacting surface 430, a first row of staple cavities
431, a second tissue contacting surface 432, a second
row of staple cavities 433, a third tissue contacting sur-
face 434, and a third row of staple cavities 435 on the
opposite side of the guide channel 442. Although the
drawings show planar tissue contacting surfaces 430,
432, and 434, the present disclosure envisions curved
or angled tissue contacting surfaces as well as other
kinds of tissue contacting surfaces having other shapes
and structures.
[0030] The distal-most staple cavity of the second row
of staple cavities 433, further to the above, comprises an
empty staple cavity 460’ comprising an empty staple driv-
er, wherein the staple retaining feature of the empty sta-
ple cavity 460’ does not support and/or retain a staple.
The distal-most staple cavity of the third row of staple
cavities 435 comprises an empty staple cavity
460" comprising an empty staple driver, wherein the sta-
ple retaining feature of the empty staple cavity 460" does
not support and/or retain a staple. Notably, the staple
cavities 460’ and 460" are empty prior the staple cartridge
440 being fired, or at least partially fired, during a firing

cycle. In such instances, the proximal staple cavities 460
include a staple removably stored therein while the distal
staple cavities 460’ and 460" do not include a staple re-
movably stored therein.
[0031] The distal-most staple drivers of staple car-
tridge 440 may be configured similar to the staple drivers
illustrated in FIG. 4 and described above. For instance,
a staple driver can comprise one staple retaining feature,
two staple retaining features, or three or more staple re-
taining features, for example. In the instances where the
distal-most staple driver comprises three or more staple
retaining features, for example, the distal-most staple
driver may be partially loaded such that not all of the
staple retaining features support a staple prior to the firing
cycle. It is envisioned that an empty staple retaining fea-
ture may be modified or replaced, for example, to be flat
and/or remain below the tissue contacting surface 444.
Alternatively, an empty staple retaining feature may com-
prise a tissue engaging feature which engages the tissue
when the staple driver is lifted upwardly.
[0032] Referring now to FIG. 6, a staple cartridge 540
includes a tissue contacting portion 544. Tissue contact-
ing portion 544 includes first, second, and third tissue
contacting surfaces 530, 532, and 534. Specifically, tis-
sue contacting surfaces 530, 532, and 534 are planar
structures that are substantially parallel to one another,
but are not co-planar with one another (i.e. the tissue
contacting portion is stepped). A set of tissue contacting
surfaces 530, 532, 534 is disposed on each side of knife
channel 542. The first tissue contacting surfaces 530
have a knife channel 542 defined therein. The tissue con-
tacting surfaces 530 are co-planar with one other. The
second tissue contacting surfaces 532 are co-planar with
one another. The third tissue contacting surfaces 534 are
co-planar with one another. The first, second, and third
tissue contacting surfaces 530, 532, and 534 have dif-
ferent heights as measured from knife channel 542. Al-
though the drawings show planar tissue contacting sur-
faces 530, 532, and 534, the present disclosure envisions
curved or angled tissue contacting surfaces as well as
other kinds of tissue contacting surfaces having other
shapes and structures.
[0033] A wall or any other suitable structure intercon-
nects first and second tissue contacting surfaces 530 and
532. Similarly, a suitable structure such as a wall inter-
connects second and third contacting surfaces 532 and
534. The walls or interconnecting structures may be ori-
ented orthogonally with respect to the tissue contacting
surfaces 530, 532, 534. The present disclosure, howev-
er, contemplates walls or interconnecting structures ori-
ented in different directions such as angled, curved or
other configurations.
[0034] In at least one embodiment, first tissue contact-
ing surface 530 has the greatest height, third tissue con-
tacting surface 534 has the least height, and second tis-
sue contacting surface 532 has a height between the
heights of first and third tissue contacting surfaces 530,
534. While tissue contacting surfaces 530, 532, 534 are
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shown as decreasing in height from first tissue contacting
surface 530 to third tissue contacting surface 543, it is
envisioned that the heights of each tissue contacting sur-
face may vary depending on the particular surgical pro-
cedure. Other features of tissue contacting surfaces 530,
532, 534 may also vary according to the circumstances.
[0035] Each tissue contacting surface 530, 532, 534
includes a plurality of staple cavities 560 formed therein.
Staple cavities 560 are disposed in a first, second, and
third row of staple cavities 531, 533, 535 that are located
in tissue contacting surfaces 530, 532, 534 respectively.
The linear rows of staple cavities 531, 533, 535 are stag-
gered along the longitudinal axis of staple cartridge 540
as shown in FIG. 6. Particularly, the distal most staple
cavities 560 of the first and third rows of staple cavities
531, 535 are closer to the distal end of cartridge 540 than
the distal most staple cavity 560 of the second row of
staple cavities 533. On the other hand, the most proximal
staple cavity 560 of the second row of staple cavities 533
is closer to the proximal end of cartridge 540 than the
most proximal staple cavity 560 of the first and third row
of staple cavities 531, 535. Linear rows of staple cavities
531, 533, 535 having other suitable arrangements are
within the scope of the present disclosure.
[0036] FIG. 6 further depicts staple cartridge 540 com-
prising a plurality of staple drivers. While many different
configurations of staple drivers are within the scope of
the present disclosure, FIG. 6 discloses one such con-
figuration. Proximal staple drivers 570 may be configured
to support one or more staples, such as two staples, prior
to the firing cycle. Proximal staple drivers 570 are posi-
tioned in the proximal-most staple cavities 560 of the sta-
ple cartridge 540. Distal staple drivers 574 may be con-
figured to support one or more staples, such as four sta-
ples, prior to the firing cycle. Distal staple drivers 574 are
positioned in the distal-most staple cavities 560 of the
staple cartridge 540. Central staple drivers 572 may be
configured to support one or more staples, such as three
staples, prior to the firing cycle. When central staple driv-
ers 572 are configured to support three staples, they can
be referred to as tri-staple drivers. Central staple drivers
572 are positioned in the central staple cavities 560 be-
tween the proximal staple drivers 570 and the distal sta-
ple drivers 574. FIG. 6 depicts proximal staple drivers
570 that are configured to support two staples, central
staple drivers 572 configured to support three staples,
and distal staple drivers 574 configured to support four
staples prior to the firing cycle; however, other configu-
rations are within the scope of the present disclosure. It
is also within the scope of the present disclosure for a
staple driver to support less than the total amount of sta-
ples that the staple driver is configured to support.
[0037] FIG. 7 depicts a staple drive assembly 600. Sta-
ple drive assembly 600 includes an actuation sled 610
and at least one staple driver 670. Actuation sled 610
includes a base 612, a first camming member 620, a
second camming member 640, and a guide member 650.
First and second camming members 620, 640 include

respective first or leading cam wedges 622, 642 and re-
spective second or trailing cam wedges 624, 644. In at
least one embodiment, staple drive assembly 600 is
adapted for use in a surgical stapler, such as an endo-
scopic or laparoscopic stapler, for example, having at
least two linear rows of staples. As seen in FIG. 7, the
first camming member 620 extends further distally than
the second camming member 640, which, in some staple
driver configurations, permits the inner most staple driv-
ers to be ejected before and/or ahead of the outermost
staples. The actuator sled 610 depicted in FIG. 7 is con-
figured to lift staple drivers 670 on a first side thereof and
staple drivers having a mirror image to that of staple driv-
ers 670 on a second, or opposite, side thereof wherein
each of the staple drivers can each be configured to sup-
port three staples thereon; however, the actuator sled
610 is configured to lift any suitable arrangement of staple
drivers and staples. When the staple drivers 670 are con-
figured to support three staples, they can be referred to
as tri-staple drivers.
[0038] FIG. 8 depicts a staple drive assembly 700. Sta-
ple drive assembly 700 includes an actuation sled 710
and a plurality of staple drivers 770. Actuation sled 710
includes a base 712, a first camming member 720, a
second camming member 740, and a guide member 750.
First and second camming members 720, 740 include
respective first or leading cam wedges 722, 742 and re-
spective second or trailing cam wedges 724, 744. In at
least one embodiment, staple drive assembly 700 is
adapted for use in a surgical stapler, such as an endo-
scopic or laparoscopic stapler, for example, having at
least two linear rows of staples. As seen in FIG. 8, the
first camming member 720 extends further distally than
the second camming member 740, which, in some staple
driver configurations, permits the inner most staple driv-
ers to be ejected before and/or ahead of the outermost
staples. The actuator sled 710 depicted in FIG. 8 is con-
figured to lift staple drivers 770 on a first side thereof and
staple drivers having a mirror image to that of staple driv-
ers 770 on a second, or opposite, side thereof wherein
each of the staple drivers can each be configured to sup-
port one staple thereon; however, the actuator sled 710
is configured to lift any suitable arrangement of staple
drivers and staples.
[0039] FIG. 9 depicts actuation sled 810 comprising
first camming members 820, second camming members
840, and a guide member 850. The actuation sled 810
comprises a first camming member 820 and a second
camming member 840 on a first side of the guide member
850 and a first camming member 820 and a second cam-
ming member 840 on a second side of the guide member
850. Each first camming member 820 comprises a first
or leading cam wedge 822 and each second camming
member 840 comprises a second or leading cam wedge
842. The first camming members 820 of the actuation
sled 810 are offset longitudinally from one another. The
second camming members 840 are also offset longitu-
dinally from one another. The offset configuration of the
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first and second camming members 820, 840 permits the
staple drivers to be fired in a particular configuration for
desired hemostasis effects.
[0040] FIG. 10 depicts actuation sled 910 comprising
first camming members 920, second camming members
940, and a guide member 950. The actuation sled 910
comprises a first camming member 920 and a second
camming member 940 on a first side of the guide member
950 and a first camming member 920 and a second cam-
ming member 940 on a second side of the guide member
950. Each first camming member 920 comprises a first
or leading cam wedge 922 and each second camming
member 940 comprises a second or leading cam wedge
942. The first camming members 920 of the actuation
sled 910 are aligned longitudinally with one another. The
second camming members 940 are also aligned longitu-
dinally with one another. The aligned configuration of the
first and second camming members 920, 940 permits the
staple drivers to be fired in a particular configuration for
desired hemostasis effects.
[0041] FIG. 11 illustrates an arrangement of the staples
1050a, 1050b, and 1050c in the staple cartridge 140 (FIG.
2). Each staple 1050a comprises a backspan 1052a,
each staple1050b comprises a backspan 1052b, and
each staple 1050c comprises a backspan 1052c. Legs
1055a of surgical fasteners 1050a have a first leg length
"A", legs 1055b of surgical fasteners 1050b have a sec-
ond leg length "B", and legs 1055c of surgical fasteners
1050c have a third leg length "C." In one embodiment,
first length "A" is greater than second length "B." In turn,
second length "B" is greater than third length "C." U.S.
Patent Application Publication No. 2007/0131732 de-
scribes an embodiment of the disclosed fastener ar-
rangement. The present disclosure, however, contem-
plates other fastener arrangements. Surgical fasteners
1050a-c are configured to operate in conjunction with
staple driver 160, for example, which is described above.
[0042] The longitudinal translation of sled 110 through
staple cartridge 140 urges staple drivers 160 in a vertical
direction to eject staples 1050a-c during a firing cycle.
As shown in FIG. 11, staple driver 160 includes staple
pushers 1066a-c, each of which has a different vertical
dimension. Staple pusher 1066c has the greatest vertical
dimension and cooperates with staple 1050c, which has
the smallest leg length. Staple pusher 1066a has the
smallest vertical dimension and cooperates with staple
1050a, which has the largest leg length. Staple pusher
1066b has a vertical dimension greater than staple push-
er 1066a, but less than staple pusher 1066c and coop-
erates with staple 1050b, which has an intermediate leg
length, i.e., a length between those of staples 1050a and
1050c. The staples 1050c are arranged adjacent knife
channel 42, the staples 1050a are adjacent the outer
edge of cartridge 140, and the staples 1050b are dis-
posed therebetween. By providing staples 1050a-c and
staple pushers 1066a-c with complementary heights, the
various sized-staples are formed against the anvil of the
stapler into the desired shape. It is also envisioned that

other arrangements of driver pushers and surgical fas-
teners may be used.
[0043] Staples having different leg lengths may be ar-
ranged so that the staples with the larger leg lengths are
arranged adjacent the knife channel 42. In addition, the
staple cartridge 140 may have a single planar tissue con-
tacting surface and the anvil member may be provided
with more than one tissue contacting surface so as to
define more than one gap with respect to the tissue con-
tacting surface of the staple cartridge. One or both of the
staple cartridge and anvil member may have stepped
surfaces, angled or sloped surfaces, or curved surfaces
that are selected to correspond to staples having prede-
termined leg lengths. In certain embodiments, more than
one tissue contacting surface is provided, on the staple
cartridge, the anvil member, or both, with sloped surfaces
extending therebetween. In certain embodiments, the
staple pushers have heights corresponding to the differ-
ent staple sizes. The anvil pockets of the anvil assembly,
the staple drivers, and/or the actuation sled are arranged
to form each of the different sized staples in the desired
closed shapes.
[0044] FIG. 12 illustrates three rows of staples formed
on each side of a cut line 1000 utilizing formed to a first
formed staple height A’, a second formed staple height
B’, and a third formed staple height C’. Formed height A’
corresponds to staples 1050a having a first unformed
height A. Staples 1050a have the largest unformed and
formed heights A and A’, respectively. Formed height B’
corresponds to staples 1050b having a second unformed
height B. Staples 1050b have the second largest un-
formed and formed heights B and B’, respectively.
Formed height C’ corresponds to staples 1050c having
an unformed height C. Staples 1050c have the smallest
unformed and formed heights C and C’, respectively.
While FIG. 12 depicts once such configuration of formed
and unformed staple heights, different staple heights are
within the scope of the present disclosure. For example,
each staple 1050a-c could have the same formed heights
and the same unformed heights, the same unformed
heights but different formed heights, the same formed
heights but different unformed heights, or any other pos-
sible combination.
[0045] FIGS. 13-24 depict numerous embodiments
comprising various staple driver configurations. Each
configuration provides certain characteristics and bene-
fits. FIG. 13 depicts a staple cartridge 1140 having a
stepped deck, a plurality of staple cavities 1160 defined
in the deck, a proximal end P, and a distal end D. Staple
cartridge 1140 further comprises proximal staple drivers
1170 configured to support two staples and distal staple
drivers 1174 configured to support three staples. Distal
staple drivers 1174 can be referred to as tri-staple drivers.
The staple drivers 1170 and 1174 are both configured to
eject a staple in the outer-most row, i.e., the row furthest
away from the knife channel 1142, and, in addition, a
staple in the intermediate row, i.e., the row adjacent the
outer-most row. The staple drivers 1174 are also config-
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ured to eject a staple in the inner-most row, i.e., the row
adjacent the knife channel 1142. The staple drivers 1170
and 1174 form an inside-out staple pattern. This pattern
results in an isolated distal staple cavity 1160’. The iso-
lated staple cavity 1160’ can be empty, i.e., it may not
include a staple positioned therein. Alternatively, the iso-
lated staple cavity 1160’ can include a staple positioned
therein which is ejected by a driver having a single staple
support plate. One characteristic of the embodiment of
FIG. 13 is that it provides for the longitudinally-leading
staple supported by each distal staple driver 1174, which
is positioned in the outer row, to be formed before the
laterally-adjacent staple in the inner row. With the coop-
eration of the distal staple drivers 1174 on both sides of
the knife channel 1142, the distal staple drivers 1174 can
form a "V" shaped configuration. This V-shaped config-
uration can push fluid within the tissue that is being sta-
pled inwardly toward the cut line 1000 and distally toward
the distal end of the cartridge 1140. This configuration
provides for a central concentration of the fluid.
[0046] In the instances where the distal staple cavity
1160’ of the staple cartridge is empty, the empty distal
staple cavity 1160’ can reduce the possibility of double-
stapling a particular region of tissue. More particularly, it
is quite frequent that several staple cartridges are utilized
during a surgical procedure to form staple lines which
are arranged in an end-to-end manner and the absence
of a staple at the distal end of each staple line may reduce
the possibility of a staple at the distal end of a staple line
becoming overlapped with a staple at the proximal end
of an adjacent staple line. When staples are overlapped
with one another, the force required to fire the staples
may increase significantly, especially at the beginning
and/or end of a firing stroke. Although not illustrated in
FIG. 13, a staple cartridge can include an empty proximal
staple cavity to achieve the benefits described above.
[0047] FIG. 14 depicts a staple cartridge 1240 having
a stepped deck, a proximal end P, a distal end D, and a
knife slot 1242. Staple cartridge 1240 further comprises
single staple drivers 1270 configured to support one sta-
ple and double staple drivers 1274 configured to support
two staples. The staple drivers 1270, 1274 are arranged
in an alternating configuration which permits three sta-
ples to be formed concurrently on each side of the knife
slot 1242 in a staggered, but balanced, manner. The dou-
ble staple driver 1274 provides stability in ejecting the
staples as each double staple driver 1274 has two staple
pusher plates which are aligned laterally. This configu-
ration reduces the amount of firing force needed to fire
the staple drivers. Moreover, as the staples are fired in
an alternating pattern, a smaller area of tissue is affected
with the firing of each staple driver.
[0048] FIG. 15 depicts the staple drivers 1270, 1274
as shown in FIG. 14. As seen in FIG. 15, each single
staple driver 1270 comprises one staple supporting fea-
ture 1261 and supports a single staple in the middle, or
intermediate, staple row. Each double staple driver 1274
comprises two staple supporting features 1263 and sup-

ports a staple in the inner staple row and a staple in the
outer staple row. The staple supporting features 1263 of
each staple driver 1274 are connected by a bridge which
extends across the row of intermediate drivers 1270. As
a result of the above, the staple supporting features 1263
of the double staple drivers 1274 straddle the staple form-
ing features 1261 of the staple drivers 1270. In various
instances, further to the above, one of the staple sup-
porting features 1263 of the double staple drivers 1270
may not include a staple positioned thereon in order to
achieve strategic hemostasis effects under specific con-
ditions.
[0049] FIG. 16 depicts a staple cartridge 1340 having
a stepped deck, a proximal end P, and a distal end D.
Staple cartridge 1340 further comprises proximal staple
drivers 1370 configured to support two staples, central
staple drivers 1372 configured to support three staple
and distal staple drivers 1374 comprising three staple
supporting features. Unlike each central staple driver
1372 which is intended to support three staples on its
three staple supporting features, each distal staple driver
1374 is intended to support only one staple in use. This
staple driver configuration provides for the completion of
a uniform and secure staple line without the need for a
distal staple driver configuration which is different than
the preceding driver configurations. Moreover, this staple
driver configuration is similar to the one disclosed in FIG.
13 and comprises the same benefits of the "V" shape
formation as discussed above. Staple drivers 1372 and
1374 can be referred to as tri-staple drivers.
[0050] As discussed above, the distal staple drivers
1374 are only partially loaded. In certain instances, the
distal staple drivers 1374, when actuated, can remain
below the deck of the staple cartridge 1340. In other in-
stances, the distal drivers 1374 can be pushed partially
above the deck of the staple cartridge 1340, or overdriv-
en, when actuated. In at least one such instance, the
distal drivers 1374 can be configured to engage, grip,
and/or hold the tissue positioned above the staple car-
tridge 1340.
[0051] FIG. 17 depicts a staple cartridge 1440 having
a stepped deck configured as discussed in previous em-
bodiments. The staple cartridge 1440 comprises a prox-
imal end P and a distal end D. Staple cartridge 1440
comprises proximal staple drivers 1470 which support
two staples, central staple drivers 1472 which support
three staples and distal staple drivers 1474 which support
one staple. Central staple drivers 1472 can be referred
to as tri-staple drivers. The configuration of the distal sta-
ple drivers 1474 provides for the completion of a uniform
and secure staple line. The single staple driver at the
distal end of the firing stroke reduces the amount of force
needed to fire the distal most staple, where the forces
applied to the tissue may be the greatest. Furthermore,
in the event that the actuation sled fails to complete the
firing cycle, it is advantageous to limit the number of in-
completely fired staples by reducing the number of po-
tentially incompletely fired staples by reducing the ca-
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pacity of the distal staple drivers 1474. Furthermore, the
staple driver configuration is similar to the one disclosed
in FIG. 13 and comprises the same benefits of the "V"
shape formation line as discussed above.
[0052] FIG. 18 depicts a staple cartridge 1540 com-
prising a proximal end P and a distal end D. Staple car-
tridge 1540 comprises a row of single staple drivers 1570
and a row of double staple drivers 1574. The drivers 1570
lift the innermost row of staples and the drivers 1574 lift
the intermediate and outermost rows of staples. The driv-
ers 1570 move independently of the staple drivers 1574.
The configuration of the sled that lifts the drivers 1570
and 1574 can determine the manner in which they are
lifted relative to each other. For instance, the sled can be
configured to lift the drivers 1570 in a leading manner,
i.e., the sled can lift a driver 1570 and a driver 1574 con-
currently but the driver 1574 being lifted is positioned
proximally with respect to the driver 1570 being lifted. In
other circumstances, the sled can be configured to lift
the drivers 1570 in a lagging manner, i.e., the sled can
lift a driver 1570 and a driver 1574 concurrently but the
driver 1574 being lifted is positioned distally with respect
to the driver 1570 being lifted. Depending on the config-
uration that is used, the fluid in the tissue being stapled
can be pushed in a desired direction.
[0053] FIG. 19 depicts a staple cartridge 1640 com-
prising a proximal end P, a distal end D, and staple cav-
ities 1660. Staple cartridge 1640 further comprises single
staple drivers 1670 which support one staple and triple
staple drivers 1674 which support three staples. The sin-
gles staple drivers 1670 are positioned proximally and
move independently with respect to the triple staple driv-
ers 1674. The triple staple drivers 1674 can be referred
to as tri-staple drivers. As discussed above, the proximal
staples of a staple line can overlap with the distal staples
of another staple line when more than one staple car-
tridge is used to complete a series of stapled incisions.
Such an overlap can increase the force needed to fire
the staples and, in some instances, can cause the over-
lapping staples to be underformed. Staple underforming
can occur when the staple driver lifting the overlapped
staple cannot be lifted completely by the sled and/or be-
comes jammed. In such circumstances, however, the
other staples supported by the underlifted or jammed sta-
ple driver may not be completely formed as well. If, how-
ever, the proximal-most staple drivers only support one
staple thereon, the underforming of the staples may be
limited to only one staple and the benefits that can be
achieved by using staple drivers which fire more than
one staple can be achieved by employing such multi-
staple drivers distally with respect to the single staple
drivers. In some instances, the proximal-most staple of
each staple row can be lifted independently of the other
staples in that row and independently of the staples in
the other rows. Moreover, a concentrated force can be
applied to a single staple driver 1670 which, as a result,
is more apt to overcome the restrictions that it experienc-
es. In addition, the single staple drivers 1670 can adjust

laterally relative to the other drivers which reduces the
risk of a complete jam of the staple cartridge 1640. These
benefits could also be achieved by using single staple
drivers at the distal end of the staple pattern.
[0054] FIG. 20 depicts a staple cartridge 1740 which
is similar to the staple cartridge 1640 depicted in FIG.
19; however, the proximal staple drivers 1770 of the sta-
ple cartridge 1740 support two staples rather than a sin-
gle staple. The two staples supported by each staple driv-
er 1770 are in the innermost and intermediate staple
rows. As depicted in FIG. 20, the proximal-most staple
in the intermediate row of staples is the most proximally
positioned staple in the staple pattern deployed by the
staple cartridge 1740 and, thus, may be the staple which
is most likely to be double-stapled. In the event that the
proximal-most staple in the intermediate row is under-
formed as a result of the double-stapling, the staple driver
1770 may also underform the proximal-most staple in the
innermost row. Such underforming of the proximal-most
staple in the innermost row can be compensated for by
the overlapping proximal-most staple in the outermost
row which is formed by a different staple driver such as
distal staple driver 1774, for example. The distal staple
drivers 1774 form an arrow pattern with each distal staple
driver 1774 configured to deform an innermost staple
which leads an intermediate staple which leads an out-
ermost staple.
[0055] FIG. 21 depicts a staple cartridge 1840 which
is similar to the staple cartridge 1740 depicted in FIG.
20; however, the two staples supported by each staple
driver 1870 are in the outermost and intermediate staple
rows. As depicted in FIG. 21, the proximal-most staple
in the intermediate row of staples is the most proximally
positioned staple in the staple pattern deployed by the
staple cartridge 1840 and, thus, may be the staple which
is most likely to be double-stapled. In the event that the
proximal-most staple in the intermediate row is under-
formed as a result of the double-stapling, the staple driver
1870 may also underform the proximal-most staple in the
outermost row. Such underforming of the proximal-most
staple in the outermost row can be compensated for by
the overlapping proximal-most staple in the innermost
row which is formed by a different staple driver such as
distal staple driver 1874, for example. The distal staple
drivers 1874 form a V-shaped pattern with each distal
staple driver 1874 configured to deform an outermost
staple which leads an intermediate staple which leads
an innermost staple.
[0056] FIG. 22 depicts a staple cartridge 1940 com-
prising a proximal end P, a distal end D, and a plurality
of staple cavities 1960. The staple cartridge 1940 utilizes
a staple driver configuration comprising drivers 1970 and
1972 which is similar to the configuration used by staple
cartridge 1840 of FIG. 21; however, the staple cartridge
1940 further incorporates the benefit of single distal sta-
ple drivers 1974. Each single distal staple driver 1974
supports a staple prior to the firing cycle. The distal staple
drivers 1974 comprise a cluster of four staple drivers
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which deploys four staples. This cluster includes the dis-
tal-most staple cavities in the innermost row, the inter-
mediate row, and the outermost row of staples. The clus-
ter also includes a second staple cavity in one of the three
rows of staples. Certain benefits can be achieved by uti-
lizing the single distal staple drivers 1974. For instance,
in the event that the actuation sled is prevented from
completing the firing cycle due to some impediment, it is
more advantageous to leave a single distal staple driver
1974 unfired rather than have a staple driver configured
to fire more staples remain unfired.
[0057] FIG. 23 depicts a staple cartridge 2040 com-
prising a plurality of single staple drivers. The plurality of
single staple drivers comprises first staple drivers 2070,
second staple drivers 2072, and third staple drivers 2074.
The third staple drivers 2074 are arranged in a row lo-
cated nearest the knife slot 2042, the second staple driv-
ers 2072 are arranged in a row adjacent the row of third
staple drivers 2074, and the first staple drivers 2070. The
third staple drivers 2074 are lifted within the staple car-
tridge 2040 by a first camming member of an actuation
sled. The third staple drivers 2074 include cam surfaces
which are aligned with one another such that the first
camming member can engage the cam surfaces as the
first camming member moves along a firing path. The
first staple drivers 2070 and the second staple drivers
2072 are lifted within the staple cartridge 2040 by a sec-
ond camming member of the actuation sled. The first
staple drivers 2070 and the second staple drivers 2072
include cam surfaces which are aligned with one another
such that the second camming member can engage the
cam surfaces as the second camming member moves
along a firing path. Alternative arrangements are con-
templated where an actuation sled includes a first cam-
ming member which engages first cam surfaces on the
first staple drivers, a second camming member which
engages second cam surfaces on the second staple driv-
ers, and a third camming member which engages third
cam surfaces on the third staple drivers.
[0058] FIG. 24 depicts a staple cartridge 2140 com-
prising a proximal end P and a distal end D. Staple car-
tridge 2140 further comprises double staple drivers 2170
which support two staples and triple staple drivers 2174
which support three staples. Staple drivers 2174 can be
referred to as tri-staple drivers. A knife channel 2142 sep-
arates a first side 2110 and a second side 2120 of the
staple cartridge 2140. The first side 2110 of the staple
cartridge 2140 comprises staple drivers configured to
eject the outer most staple row first, or in a leading man-
ner. The second side 2120 of staple cartridge 2140 com-
prises staple drivers configured to eject the inner most
staple row first, or in a leading manner. In contrast to the
"V" shape and arrow patterns discussed above, the com-
bination of the first side 2110 and the second side 2120
staple driver configuration creates a "wave" pattern as
the staples are being deployed during a firing cycle. More
particularly, the deployment of the staples from the first
side 2110 pushes fluid within the tissue toward the knife

channel 2142 while the deployment of the staples from
the second side 2120 pushes fluid within the tissue away
from the knife channel 2142.
[0059] FIGS. 25 and 26 depict a staple cartridge 2240
comprising a proximal end P and a distal end D. Staple
cartridge 2240 is configured to eject staples in an arrow
pattern, discussed above. Staple cartridge 2240 com-
prises proximal staple drivers 2270 which support two
staples, central staple drivers 2272 which support three
staples and orphanable staple drivers 2274 which sup-
port one staple. Central staple drivers 2272 can be re-
ferred to as tri-staple drivers. As the orphanable staple
drivers 2274 comprise a single staple driver in a pattern
of multi-staple drivers, the impact of these drivers not
being fully-fired is reduced. While such orphanable driv-
ers have utility at the proximal and distal ends of a staple
cartridge in accordance with the teachings provided here-
in, a staple driver pattern can include an orphanable sta-
ple driver at any desirable location, especially at a loca-
tion where the staple driver may be prohibited from being
fully lifted within the staple cartridge. In various instances,
the staple associated with an orphanable staple driver
can be laterally aligned with another staple in the staple
pattern.
[0060] FIGS. 27 and 28 depict a staple cartridge 2340
comprising a proximal end P and a distal end D. The
staple cartridge 2340 is configured to eject staples in an
arrow pattern, discussed above. Staple cartridge 2340
comprises proximal staple drivers 2370 comprising three
staple supporting features, central staple drivers 2372
which support three staples, and distal staple drivers
2374 which support one staple each. Drivers 2370 and
2372 can be referred to as tri-staple drivers. The proximal
staple driver 2370 comprises an empty staple retaining
feature. When the proximal staple driver 2370 is lifted
upwardly by an actuation sled, the empty staple retaining
feature extends above the deck of the staple cartridge.
This permits the empty staple retaining feature to engage
the tissue and provide for an additional holding or clamp-
ing force to maintain the position of the tissue between
the staple cartridge 2340 and an anvil (not shown). In
addition to the above, the empty staple driver may reduce
the likelihood of double stapling of a subsequent staple
line, as discussed above.
[0061] FIG. 29 depicts a staple cartridge 2440 com-
prising a proximal end P and a distal end D. Staple car-
tridge 2440 further comprises central staple drivers 2472
which support three staples and distal staple drivers 2474
comprising three staple supporting features. Staple driv-
ers 2472 and 2474 can be referred to as tri-staple drivers.
The distal staple drivers 2474, however, are configured
to only releasably retain one staple. While the empty sta-
ple supporting features described in previous embodi-
ments are configured to extend above the surface of the
deck to engage the tissue, that is not the case in the
present embodiment. In fact, the empty staple retaining
features may remain below the staple cartridge deck, or
may not even have separate staple cavities. While it may
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be counterintuitive to have staple supporting features that
are not configured to support staples, this feature pro-
vides for a symmetrical staple driver configuration and
interaction with the actuation sled (not shown) to sym-
metrically engage each staple driver. This reduces the
likelihood of an actuation sled misengaging an asymmet-
rical staple driver and causing the staple cartridge to ei-
ther jam or not completely fire. The symmetrical staple
driver configuration also permits the even distribution of
firing forces to be applied to the staple drivers by the
actuation sled. Furthermore, in the event the distal staple
drivers 2474 are prevented from firing, the effect of the
distal staple driver 2474 not firing is greatly reduced as
it would result in only a single staple not firing rather than
a greater amount of staples fired by such a driver.
[0062] FIGS. 30-39 depict staple cartridges and drivers
comprising the arrow pattern of staple formation, dis-
cussed above; however, they are not limited to such a
pattern of staple formation. Other patterns can be used,
such as the wedge and/or wave patterns discussed
above, for example.
[0063] FIGS. 30 and 31 depict a staple cartridge 2540
comprising a proximal end P, a distal end D, a knife chan-
nel 2542, and a plurality of staple cavities 2560. Staple
cartridge 2540 further comprises a plurality of staple driv-
ers including drivers 2570, 2572, 2574, and 2576. The
proximal staple drivers 2570 support two staples. Central
staple drivers 2572 support three staples. Outer distal
staple drivers 2574 also support three staples, albeit in
a different configuration than the central staple drivers
2572. Staple drivers 2572 and 2574 can be referred to
as tri-staple drivers. The central staple drivers 2572 sup-
port a staple in an inner row 2531 of staple cavities, a
staple in an intermediate row 2533 of staple cavities, and
a staple in an outer row 2535 of staple cavities. On the
other hand, the outer distal staple drivers support two
staples from the same row and a third staple in another
row. The outer distal staple driver 2574 therefore has an
asymmetrical configuration compared to the symmetrical
central staple drivers 2572. The inner distal staple drivers
2576 support one staple.
[0064] In various instances, the inner distal staple driv-
ers 2578 may be configured to deploy a staple which
comprises a marker staple. This marker staple may be
unique in character wherein the proper deformation of
this marker staple can indicate that the staple cartridge
was completely and/or correctly fired, for example. In ad-
dition, the marker staple may be of a color or character-
istic that creates a visual marker for the surgeon to align
the subsequent staple cartridge. By having an inner distal
staple driver 2576 comprising a single staple, for exam-
ple, there is a better likelihood that the distal staple will
be ejected and completely form since a single staple driv-
er requires less force to eject than a staple driver com-
prising multiple staples. As discussed above, the outer
distal staple driver 2574 ejects two staples from the outer
row. Owing to the simultaneous formation of two staples
in the outer row, a better hemostatic outer boundary can

be created. Such an arrangement, used in conjunction
with a compression barrier, for instance, may reduce
bleeding of the tissue at the distal end of the cutting
stroke.
[0065] FIGS. 32 and 33 depict a staple cartridge 2640
comprising a proximal end P, a distal end D, a knife chan-
nel 2642, and a plurality of staple cavities 2660. Staple
cartridge 2640 further comprises a plurality of staple driv-
ers including drivers 2670, 2672, 2674, and 2676. Prox-
imal staple drivers 2670 support two staples. Central sta-
ple drivers 2672 support three staples. Central staple
drivers 2672 can be referred to as tri-staple drivers. Outer
distal staple drivers 2674 support two staples in the same
row of staples, such as in outer row 2635 of staples, for
example. Inner distal staple drivers 2676 support two sta-
ples, a staple in the inner row 2631 of staples and a staple
in the middle row 2633 of staples. The outer distal staple
drivers 2674 and the inner distal staple drivers 2676 can
co-operate to deploy a distal cluster of four staples. In
certain instances, the outer staple drivers 2674 can be
deployed in a leading manner to the inner staple drivers
2676. In other instances, the outer staple drivers 2674
can be deployed in a lagging manner to the inner staple
drivers 2676. While, in some instances, the inner staple
drivers 2676 and the outer staple drivers 2674 can be
deployed simultaneously.
[0066] FIGS. 34 and 35 depict a staple cartridge 2740
comprising a proximal end P, a distal end D, a knife chan-
nel 2742, and a plurality of staple cavities 2760. Staple
cartridge 2740 further comprises a plurality of staple driv-
ers including drivers 2770, 2772, 2774, and 2776. Prox-
imal staple drivers 2770 support two staples. Central sta-
ple drivers 2772 support three staples. Central staple
drivers 2772 can be referred to as tri-staple drivers. First
distal staple drivers 2774 support two staples, i.e., one
staple in an inner row of staples 2731 and another staple
in an outer row of staples 2735. In this way, the first distal
staple drivers 2774 support staples which are laterally
offset. Furthermore, the staples supported by the first
distal staple driver 2774 are longitudinally offset. The sec-
ond distal staple drivers 2776 support two staples, i.e.,
a staple in the outer row of staples 2735 and a staple in
an intermediate row of staples 2733. The staples sup-
ported by the drivers 2776 are longitudinally offset as
well. The staples supported by a first distal driver 2774
and a second distal driver 2776 comprise a distal cluster
of four staples. The first distal staple driver 2774 is con-
figured such that when the actuation sled translates dis-
tally, the staple positioned in the inner row 2731 of the
distal cluster is ejected from the staple cartridge 2740
before the staples supported by the second distal driver
2776 are ejected from the staple cartridge 2740. In this
way, the first distal staple driver 2774 can finish the for-
mation of the inner staple row 2731 before finishing the
formation of the intermediate row 2733 and the outer row
2735. Such an arrangement can improve the hemostasis
of the incision.
[0067] FIGS. 36 and 37 depict a staple cartridge 2840

23 24 



EP 3 263 046 B1

14

5

10

15

20

25

30

35

40

45

50

55

comprising a proximal end P, a distal end D, a knife chan-
nel 2842, and a plurality of staple cavities 2860. Staple
cartridge 2840 further comprises a plurality of staple driv-
ers including drivers 2870, 2872, 2874, and 2876. Prox-
imal staple drivers 2870 support two staples. Central sta-
ple drivers 2872 support three staples. Central staple
drivers 2872 can be referred to as tri-staple drivers. First
distal staple drivers 2874 support two staples, i.e., one
staple in an inner row of staples 2831 and one staple in
an outer row of staples 2835. In this way, the first distal
staple drivers 2874 support staples which are laterally
offset. Furthermore, the staples supported by the first
distal staple driver 2774 are longitudinally offset. The sec-
ond distal staple drivers 2876 support two staples, i.e.,
a staple in the outer row of staples 2835 and a staple in
an intermediate row of staples 2833. The staples sup-
ported by the drivers 2876 are longitudinally offset as
well. The staples supported by a first distal driver 2874
and a second distal driver 2876 comprise a distal cluster
of four staples. The first distal staple driver 2874 is con-
figured such that when the actuation sled translates dis-
tally, the staple positioned in the inner row 2831 of the
distal cluster is ejected from the staple cartridge 2840
before the staples supported by the second distal driver
2876 are ejected from the staple cartridge 2840. In this
way, the first distal staple driver 2874 can finish the for-
mation of the inner staple row 2831 before finishing the
formation of the intermediate row 2833 and the outer row
2835. Such an arrangement can improve the hemostasis
of the incision.
[0068] Referring again to FIGS. 36 and 37, the first and
second distal staple drivers 2874, 2876 are configured
in an overlap / underlap configuration. This feature may
provide additional stability of the distal staple drivers
2874, 2876 as compared to the wraparound configuration
of the distal staple drivers 2774, 2776 disclosed in FIGS.
34 and 35. In any event, both configurations permit the
independent firing of the two staple drivers in comparison
to a distal staple driver which drives four staples. The two
independent first and second distal staple drivers thus
reduces the amount of force required to fire each distal
staple driver independently and in the event that one of
the distal staple drivers is not fully ejected, reduces the
number of underformed staples and results in a more
secure staple line formation.
[0069] FIGS. 38 and 39 depict a staple cartridge 2940
comprising a proximal end P, a distal end D, a knife chan-
nel 2942, and a plurality of staple cavities 2960. Staple
cartridge 2940 further comprises a plurality of staple driv-
ers including drivers 2970, 2972, 2974, and 2976. Prox-
imal staple drivers 2970 support two staples. Central sta-
ple drivers 2972 support three staples. L-shaped distal
staple drivers 2974 also support three staples, i.e., two
staples in the outer row of staples 2935 and one staple
and a staple in the inner row of staples 2931. The staple
supported the inner row of staples 2931 by the L-shaped
distal staple driver 2974 is longitudinally aligned with one
of the staples supported by the driver 2974 in the outer

row of staples 2935 and longitudinally offset from one of
the staples supported by the driver 2974 in the outer row
of staples 2935. Staple drivers 2972 and 2974 can be
referred to as tri-staple drivers. Drivers 2976 support one
staple.
[0070] The unique L-shape configuration of the drivers
2974 provides various benefits to improve hemostasis.
For instance, the distal staple driver 2974 can be lifted
prior to the driver 2976 and, as a result, the staples fired
by the distal staple driver 2974 can provide a longitudinal
and/or lateral barrier in the tissue which is formed prior
to final formation of the staple fired by the driver 2976.
This particular staple driver configuration may be utilized
at the distal end of a staple line and/or at any location in
the staple line. In various instances, a tether or buttress
could be connected between the staple in the inner row
of staples 2931 releasably supported by the L-shaped
distal staple driver 2974 and a staple in the outer row of
staples 2935. This arrangement could create a distal he-
mostasis barrier. Other tether and/or buttress configura-
tions are within the scope of the present disclosure.
[0071] The entire disclosures of:

U.S. Patent No. 5,403,312, entitled ELECTROSUR-
GICAL HEMOSTATIC DEVICE, which issued on
April 4, 1995;
U.S. Patent No. 7,000,818, entitled SURGICAL
STAPLING INSTRUMENT HAVING SEPARATE
DISTINCT CLOSING AND FIRING SYSTEMS,
which issued on February 21, 2006;
U.S. Patent No. 7,422,139, entitled MOTOR-DRIV-
EN SURGICAL CUTTING AND FASTENING IN-
STRUMENT WITH TACTILE POSITION FEED-
BACK, which issued on September 9, 2008;
U.S. Patent No. 7,464,849, entitled ELECTRO-ME-
CHANICAL SURGICAL INSTRUMENT WITH CLO-
SURE SYSTEM AND ANVIL ALIGNMENT COMPO-
NENTS, which issued on December 16, 2008;
U.S. Patent No. 7,670,334, entitled SURGICAL IN-
STRUMENT HAVING AN ARTICULATING END EF-
FECTOR, which issued on March 2, 2010;
U.S. Patent No. 7,753,245, entitled SURGICAL
STAPLING INSTRUMENTS, which issued on July
13, 2010;
U.S. Patent No. 8,393,514, entitled SELECTIVELY
ORIENTABLE IMPLANTABLE FASTENER CAR-
TRIDGE, which issued on March 12, 2013;
U.S. Patent No. 7,845,537, entitled SURGICAL IN-
STRUMENT HAVING RECORDING CAPABILI-
TIES;
U.S. Patent Application Publication No.
2015/196348, entitled SURGICAL CUTTING AND
FASTENING INSTRUMENT HAVING RF ELEC-
TRODES, filed February 14, 2008;
U.S. Patent No. 7,980,443, entitled END EFFEC-
TORS FOR A SURGICAL CUTTING AND STA-
PLING INSTRUMENT, filed February 15, 2008;
U.S. Patent No. 8,210,411, entitled MOTOR-DRIV-

25 26 



EP 3 263 046 B1

15

5

10

15

20

25

30

35

40

45

50

55

EN SURGICAL CUTTING INSTRUMENT;
U.S. Patent No. 8,608,045, entitled POWERED
SURGICAL CUTTING AND STAPLING APPARA-
TUS WITH MANUALLY RETRACTABLE FIRING
SYSTEM;
U.S. Patent No. 8,220,688, entitled MOTOR-DRIV-
EN SURGICAL CUTTING INSTRUMENT WITH
ELECTRIC ACTUATOR DIRECTIONAL CONTROL
ASSEMBLY, filed December 24, 2009;
U.S. Patent No. 8,733,613, entitled STAPLE CAR-
TRIDGE, filed September 29, 2012;
U.S. Patent No. 8,561,870, entitled SURGICAL
STAPLING INSTRUMENT, filed February 28, 2011;
U.S. Patent Application Publication No.
2012/0298719, entitled SURGICAL STAPLING IN-
STRUMENTS WITH ROTATABLE STAPLE DE-
PLOYMENT ARRANGEMENTS;
U.S. Patent Application Publication No.
2013/0334278, entitled ARTICULATABLE SURGI-
CAL INSTRUMENT COMPRISING A FIRING
DRIVE, filed on June 15, 2012;
U.S. Patent Application Publication No.
2014/0263551, entitled STAPLE CARTRIDGE TIS-
SUE THICKNESS SENSOR SYSTEM, filed on
March 13, 2013;
U.S. Patent Application Publication No.
2014/0263552, entitled STAPLE CARTRIDGE TIS-
SUE THICKNESS SENSOR SYSTEM, filed on
March 13, 2013;
U.S. Patent Application Publication No.
2007/0175955, entitled SURGICAL CUTTING AND
FASTENING INSTRUMENT WITH CLOSURE
TRIGGER LOCKING MECHANISM, filed January
31, 2006; and
U.S. Patent Application Publication No.
2010/0264194, entitled SURGICAL STAPLING IN-
STRUMENT WITH AN ARTICULATABLE END EF-
FECTOR, filed April 22, 2010, now U.S. Patent No.
8,308,040, are hereby noted.

[0072] Although the various embodiments of the de-
vices have been described herein in connection with cer-
tain disclosed embodiments, many modifications and
variations to those embodiments may be implemented.
Also, where materials are disclosed for certain compo-
nents, other materials may be used. Furthermore, ac-
cording to various embodiments, a single component
may be replaced by multiple components, and multiple
components may be replaced by a single component, to
perform a given function or functions. The foregoing de-
scription is ntended to cover all such modification and
variations.
[0073] The devices disclosed herein can be designed
to be disposed of after a single use, or they can be de-
signed to be used multiple times. In either case, however,
the device can be reconditioned for reuse after at least
one use. Reconditioning can include any combination of
the steps of disassembly of the device, followed by clean-

ing or replacement of particular pieces, and subsequent
reassembly. In particular, the device can be disassem-
bled, and any number of the particular pieces or parts of
the device can be selectively replaced or removed in any
combination. Upon cleaning and/or replacement of par-
ticular parts, the device can be reassembled for subse-
quent use either at a reconditioning facility, or by a sur-
gical team immediately prior to a surgical procedure.
Those skilled in the art will appreciate that reconditioning
of a device can utilize a variety of techniques for disas-
sembly, cleaning/replacement, and reassembly. Use of
such techniques, and the resulting reconditioned device,
are all within the scope of the present application.
[0074] Preferably, the invention described herein will
be processed before surgery. First, a new or used instru-
ment is obtained and if necessary cleaned. The instru-
ment can then be sterilized. In one sterilization technique,
the instrument is placed in a closed and sealed container,
such as a plastic or TYVEK bag. The container and in-
strument are then placed in a field of radiation that can
penetrate the container, such as gamma radiation, x-
rays, or high-energy electrons. The radiation kills bacteria
on the instrument and in the container. The sterilized in-
strument can then be stored in the sterile container. The
sealed container keeps the instrument sterile until it is
opened in the medical facility.
[0075] While this invention has been described as hav-
ing exemplary designs, the present invention may be fur-
ther modified within the scope of the disclosure. This ap-
plication is therefore intended to cover any variations,
uses, or adaptations of the invention using its general
principles. Further, this application is intended to cover
such departures from the present disclosure as come
within known or customary practice in the art to which
this invention pertains.

Claims

1. A staple cartridge assembly (440), comprising:

a cartridge body, comprising:

a proximal end;
a distal end;
a deck (444);
a longitudinal slot (442) extending from said
proximal end toward said distal end, where-
in said longitudinal slot (442) divides said
deck into a first side and a second side;
a plurality of staple cavities (460) defined in
said first side of said deck,

wherein said staple cavities (460) are arranged
in:

an inner staple cavity row (431) extending
along said longitudinal slot (442);
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an intermediate staple cavity row (433) ex-
tending along said inner staple cavity row
(431); and
an outer staple cavity row (435) extending
along said intermediate staple cavity row
(433);

a plurality of staples removably stored in said
staple cavities (460);
a plurality of tri-staple drivers (364) configured
to eject said staples from said staple cavities
(460) during a firing cycle, wherein each said tri-
staple driver (364) is configured to eject three
staples from said cartridge body consisting of
an inner staple from said inner staple cavity row
(431), an intermediate staple from said interme-
diate staple cavity row (433), and an outer staple
from said outer staple cavity row (435); and
characterised in that:
at least one of the plurality of staple cavities
(460) comprises an empty staple cavity (460’,
460") which does not have a staple positioned
therein prior to the staple cartridge assembly
(440) being fired or partially fired during the firing
cycle.

2. The staple cartridge assembly of Claim 1, wherein
said empty staple cavity (460) is positioned at said
proximal end.

3. The staple cartridge assembly of Claim 1, wherein
said empty staple cavity (460’, 460") is positioned at
said distal end.

4. The staple cartridge assembly of Claim 1, further
comprising an anvil (70) configured to deform said
staples.

5. The staple cartridge assembly of Claim 4, wherein
said cartridge body is rotatable relative to said anvil
(70).

6. The staple cartridge assembly of Claim 1, wherein
said inner staple is positioned distally with respect
to said intermediate staple, and wherein said inter-
mediate staple is positioned distally with respect to
said outer staple.

7. The staple cartridge assembly of Claim 1, wherein
said inner staple is positioned proximally with respect
to said intermediate staple, and wherein said inter-
mediate staple is positioned proximally with respect
to said outer staple.

Patentansprüche

1. Klammermagazin-Baugruppe (440), umfassend:

einen Magazinkörper, umfassend:

ein proximales Ende;
ein distales Ende;
einen Boden (444);
einen Längsschlitz (442), der von dem pro-
ximalen Ende zu dem distalen Ende ver-
läuft, wobei der Längsschlitz (442) den Bo-
den in eine erste Seite und
eine zweite Seite teilt;
eine Vielzahl von Klammerhohlräumen
(460), die in der ersten Seite des Bodens
definiert sind, wobei die Klammerhohlräu-
me (460) angeordnet sind in:

einer inneren Klammerhohlraumreihe
(431), die entlang des Längsschlitzes
(442) verläuft;
einer mittleren Klammerhohlraumreihe
(433), die entlang der inneren Klam-
merhohlraumreihe (431) verläuft; und
einer äußeren Klammerhohlraumreihe
(435), die entlang der mittleren Klam-
merhohlraumreihe (433) verläuft;

eine Vielzahl von Klammern, die entfernbar in
den Klammerhohlräumen (460) aufbewahrt
sind;
eine Vielzahl von Dreifach-Klammertreibern
(364), gestaltet zum Ausstoßen der Klammern
aus den Klammerhohlräumen (460) während ei-
nes Schießzyklus,
wobei jeder der Dreifach-Klammertreiber (364)
dafür gestaltet ist, drei Klammern bestehend
aus einer inneren Klammer aus der inneren
Klammerhohlraumreihe (431), einer mittleren
Klammer aus der mittleren Klammerhohlraum-
reihe (433) und einer äußeren Klammer aus der
äußeren Klammerhohlraumreihe (435) aus dem
Magazinkörper auszustoßen; und dadurch ge-
kennzeichnet, dass:
wenigstens einer aus der Vielzahl von Klammer-
hohlräumen (460) einen leeren Klammerhohl-
raum (460’, 460") umfasst, der keine Klammer
darin angeordnet aufweist, bevor die Klammer-
magazin-Baugruppe (440) während des
Schießzyklus abgefeuert oder teilweise abge-
feuert wird.

2. Klammermagazin-Baugruppe gemäß Anspruch 1,
wobei der leere Klammerhohlraum (460) an dem
proximalen Ende angeordnet ist.

3. Klammermagazin-Baugruppe gemäß Anspruch 1,
wobei der leere Klammerhohlraum (460’, 460") an
dem distalen Ende angeordnet ist.

4. Klammermagazin-Baugruppe gemäß Anspruch 1,
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ferner umfassend einen Amboss (70), der zum Ver-
formen der Klammern gestaltet ist.

5. Klammermagazin-Baugruppe gemäß Anspruch 4,
wobei der Magazinkörper relativ zu dem Amboss
(70) drehbar ist.

6. Klammermagazin-Baugruppe gemäß Anspruch 1,
wobei die innere Klammer distal bezogen auf die
mittlere Klammer angeordnet ist und wobei die mitt-
lere Klammer distal bezogen auf die äußere Klam-
mer angeordnet ist.

7. Klammermagazin-Baugruppe gemäß Anspruch 1,
wobei die innere Klammer proximal bezogen auf die
mittlere Klammer angeordnet ist und wobei die mitt-
lere Klammer proximal bezogen auf die äußere
Klammer angeordnet ist.

Revendications

1. Ensemble à cartouche d’agrafes (440),
comprenant :

un corps de cartouche, comprenant :

une extrémité proximale ;
une extrémité distale ;
un pont (444) ;
une fente longitudinale (442) s’étendant à
partir de ladite extrémité proximale vers la-
dite extrémité distale, dans lequel ladite fen-
te longitudinale (442) divise ledit pont en un
premier côté et un second côté ;
une pluralité de cavités à agrafe (460) défi-
nies dans ledit premier côté dudit pont, dans
lequel lesdites cavités à agrafe (460) sont
agencées en :

une rangée intérieure de cavités à
agrafe (431) s’étendant le long de ladite
fente longitudinale (442) ;
une rangée intermédiaire de cavités à
agrafe (433) s’étendant le long de ladite
rangée intérieure de cavités à agrafe
(431) ; et
une rangée extérieure de cavités à
agrafe (435) s’étendant le long de ladite
rangée intermédiaire de cavités à agra-
fe (433) ;

une pluralité d’agrafes stockées de façon amo-
vible dans lesdites cavités à agrafe (460) ;
une pluralité d’enfonceurs tri-agrafe (364) con-
figurés pour éjecter lesdites agrafes à partir des-
dites cavités à agrafe (460) durant un cycle de
décharge, dans lequel chaque dit enfonceur tri-

agrafe (364) est configuré pour éjecter trois
agrafes à partir dudit corps de cartouche, cons-
tituées d’une agrafe intérieure provenant de la-
dite rangée intérieure de cavités à agrafe (431),
d’une agrafe intermédiaire provenant de ladite
rangée intermédiaire de cavités à agrafe (433),
et d’une agrafe extérieure provenant de ladite
rangée extérieure de cavités à agrafe (435) ; et
caractérisé en ce que :
au moins une de la pluralité de cavités à agrafe
(460) comprend une cavité à agrafe vide (460’,
460") qui n’a pas d’agrafe positionnée dans cel-
le-ci avant que l’ensemble à cartouche d’agrafes
(440) soit déchargé ou partiellement déchargé
durant le cycle de décharge.

2. Ensemble à cartouche d’agrafes selon la revendica-
tion 1, dans lequel ladite cavité à agrafe vide (460)
est positionnée à ladite extrémité proximale.

3. Ensemble à cartouche d’agrafes selon la revendica-
tion 1, dans lequel ladite cavité à agrafe vide (460’,
460") est positionnée à ladite extrémité distale.

4. Ensemble à cartouche d’agrafes selon la revendica-
tion 1, comprenant en outre une enclume (70) con-
figurée pour déformer lesdites agrafes.

5. Ensemble à cartouche d’agrafes selon la revendica-
tion 4, dans lequel ledit corps de cartouche est rotatif
relativement à ladite enclume (70).

6. Ensemble à cartouche d’agrafes selon la revendica-
tion 1, dans lequel ladite agrafe intérieure est posi-
tionnée distalement par rapport à ladite agrafe inter-
médiaire, et dans lequel ladite agrafe intermédiaire
est positionné distalement par rapport à ladite agrafe
extérieure.

7. Ensemble à cartouche d’agrafes selon la revendica-
tion 1, dans lequel ladite agrafe intérieure est posi-
tionnée de façon proximale par rapport à ladite agra-
fe intermédiaire, et dans lequel ladite agrafe inter-
médiaire est positionnée de façon proximale par rap-
port à ladite agrafe extérieure.
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