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(54) THIN FILM TRANSISTOR SUBSTRATE AND DISPLAY USING THE SAME

(57) The present disclosure relates to a thin film tran-
sistor substrate having two different type thin film tran-
sistors on the same substrate, and a display using the
same. The present disclosure suggests a thin film tran-
sistor substrate comprising: a substrate, a first thin film
transistor, a second thin film transistor, a first storage
capacitor electrode, an oxide layer, a nitride layer, a sec-
ond storage capacitor electrode, a planar layer and a
pixel electrode. The first thin film transistor is disposed
in a first area on the substrate. The second thin film tran-
sistor is disposed in a second area on the substrate. The
first storage capacitor electrode is disposed in a third

area on the substrate. The oxide layer covers the first
thin film transistor and the second thin film transistor, and
exposing the first storage capacitor electrode. The nitride
layer is disposed on the oxide layer and covers the first
storage capacitor electrode. The second storage capac-
itor electrode overlaps with the first storage capacitor
electrode on the nitride layer. The planar layer covers
the first thin film transistor, the second thin film transistor
and the second storage capacitor electrode. The pixel
electrode is disposed on the planar layer.
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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The present disclosure relates to a thin film tran-
sistor substrate having two different type thin film tran-
sistors on the same substrate, and a display using the
same.

Discussion of the Related Art

[0002] Nowadays, as the information society is devel-
oped, the requirements of displays for representing in-
formation are increasing. Accordingly, the various flat
panel displays (or ’FPD’) are developed for overcoming
many drawbacks of the cathode ray tube (or ’CRT’) such
as heavy weight and bulk volume. The flat panel display
devices include the liquid crystal display device (or
’LCD’), the plasma display panel (or ’PDP’), the organic
light emitting display device (or ’OLED’) and the electro-
phoresis display device (or ’ED’).
[0003] The display panel of a flat panel display may
include a thin film transistor substrate having a thin film
transistor allocated in each pixel region arrayed in a ma-
trix manner. For example, the liquid crystal display device
(or ’LCD’) represents video data by controlling the light
transitivity of the liquid crystal layer using the electric
fields. For the organic light emitting diode display repre-
sents the video data by generating properly controlled
light at each pixel disposed in a matrix manner as an
organic light emitting diode is formed therein.
[0004] As a self-emitting display device, the organic
light emitting diode display device has the merits that the
response speed is very fast, the brightness is very high
and the view angle is large. The organic light emitting
diode display (or OLED) using the organic light emitting
diode having the good energy efficiencies can be cate-
gorized in the passive matrix type organic light emitting
diode display (or PMOLED) and the active matrix type
organic light emitting diode display (or AMOLED).
[0005] As the personal appliances are more prevailed,
portable and/or wearable devices are actively developed.
To apply the display device for the portable and/or wear-
able device, the device has the characteristics of the low
power consumption. However, using the technologies
having developed until now, it is restricted to get display
having the excellent low power consumption properties.

SUMMARY OF THE INVENTION

[0006] In order to overcome the above mentioned
drawbacks, the purpose of the present disclosure is to
suggest a thin film transistor substrate for flat panel dis-
play having at least two transistors of which characteris-
tics are different each other on the same substrate, and
a display using the same. Another purpose of the present

disclosure is to suggest a method for manufacturing a
thin film transistor substrate for flat panel display having
two different type transistors by the optimized processes
and the minimized number of the mask processes, and
a display adopting the same substrate.
[0007] In order to accomplish the above purpose, the
present disclosure suggests a thin film transistor sub-
strate comprising: a substrate, a first thin film transistor,
a second thin film transistor, a first storage capacitor elec-
trode, an oxide layer, a nitride layer, a second storage
capacitor electrode, a planar layer and a pixel electrode.
The first thin film transistor is disposed in a first area on
the substrate. The second thin film transistor is disposed
in a second area on the substrate. The first storage ca-
pacitor electrode is disposed in a third area on the sub-
strate. The oxide layer covers the first thin film transistor
and the second thin film transistor, and exposing the first
storage capacitor electrode. The nitride layer is disposed
on the oxide layer and covers the first storage capacitor
electrode. The second storage capacitor electrode over-
laps with the first storage capacitor electrode on the ni-
tride layer. The planar layer covers the first thin film tran-
sistor, the second thin film transistor and the second stor-
age capacitor electrode. The pixel electrode is disposed
on the planar layer.
[0008] In one embodiment, the first thin film transistor
includes: a first semiconductor layer; a first gate electrode
overlapping with middle portions of the first semiconduc-
tor layer; a first source electrode contacting a first side
of the first semiconductor layer; a first drain electrode
contacting a second side of the first semiconductor layer;
a first pixel contact hole exposing the first drain electrode
penetrating the nitride layer and the oxide layer; and an
auxiliary drain electrode contacting the first drain elec-
trode via the first pixel contact hole. The pixel electrode
contacts the auxiliary drain electrode via a second pixel
contact hole exposing the auxiliary drain electrode pen-
etrating the planar layer.
[0009] In one embodiment, the auxiliary drain elec-
trode is disposed at the same layer with the second stor-
age capacitor electrode, and includes the same material
as the second storage capacitor electrode.
[0010] In one embodiment, the second thin film tran-
sistor is a switching element for selecting a pixel. Further,
the first thin film transistor is a driving element for sup-
plying video data to the pixel selected by the second thin
film transistor.
[0011] In one embodiment, the oxide layer has thick-
ness of 3,000 Å (Angstrom) at least, and the nitride layer
has thickness of 500 Å to 3,000 Å.
[0012] In one embodiment, the thin film transistor sub-
strate further comprises: a first semiconductor layer in-
cluding a polycrystalline semiconductor material; a gate
insulating layer covering the first semiconductor layer; a
first gate electrode overlapping with the first semiconduc-
tor layer on the gate insulating layer; a second gate elec-
trode disposed on the gate insulating layer; an interme-
diate insulating layer covering the first gate electrode and
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the second gate electrode; a second semiconductor layer
including an oxide semiconductor material and disposed
with the second gate electrode on the intermediate insu-
lating layer; a first source electrode and a first drain elec-
trode disposed on the intermediate insulating layer; and
a second source electrode and a second drain electrode
disposed on the second semiconductor layer. The first
thin film transistor includes the first semiconductor layer,
the first gate electrode, the first source electrode and the
first drain electrode. The second thin film transistor in-
cludes the second semiconductor layer, the second gate
electrode, the second source electrode and the second
drain electrode.
[0013] In one embodiment, the first storage capacitor
electrode is disposed on the intermediate insulating layer
stacked on the gate insulating layer.
[0014] In one embodiment, the first storage capacitor
electrode is disposed at the same layer with the second
source electrode and the second drain electrode, and
includes the same material with the second source elec-
trode and the second drain electrode.
[0015] The thin film transistor substrate and a flat panel
display adopting the same substrate according to the
present disclosure comprises two different type thin film
transistors on the same substrate, so that the demerit of
any one type thin film transistor can be compensated by
the other type thin film transistor. Especially, including
the thin film transistor having the low off-current charac-
teristics, the display can be driven with the low frequency,
it can have the low power consumption property and it
can be applied to the portable and/or wearable applianc-
es. Further, the thin film transistor substrate according
to the present disclosure includes a passivation layer
having the oxide material at the lower layer and the nitride
material at the upper layer. With this structure of the pas-
sivation layer, the thin film transistor substrate can have
storage capacitor ensuring the maximum capacitance
with the minimum area, as well as the oxide semicon-
ductor material can be protected from the hydrogen ma-
terials.

BRIEF DESCRIPTION OF THE DRAWINGS

[0016] The accompanying drawings, which are includ-
ed to provide a further understanding of the invention and
are incorporated in and constitute a part of this specifi-
cation, illustrate embodiments of the invention and to-
gether with the description serve to explain the principles
of the invention.

In the drawings:

[0017]

FIG. 1 is a cross sectional view illustrating a structure
of a thin film transistor substrate for a flat panel dis-
play in which two different type thin film transistors
are formed, according to the first embodiment of the

present disclosure.
FIG. 2 is a flow chart illustrating a method for man-
ufacturing the thin film transistor substrate for a flat
panel display in which two different type thin film tran-
sistors are formed, according to the first embodiment
of the present disclosure.
FIG. 3 is a cross sectional view illustrating a structure
of a thin film transistor substrate for a flat panel dis-
play in which two different type thin film transistors
are formed, according to the second embodiment of
the present disclosure.
FIG. 4 is a flow chart illustrating a method for man-
ufacturing the thin film transistor substrate for a flat
panel display in which two different type thin film tran-
sistors are formed, according to the second embod-
iment of the present disclosure.

DETAILED DESCRIPTION OF THE ILLUSTRATED 
EMBODIMENTS

[0018] Hereinafter, the meaning for the term of "on"
includes "directly on" and "indirectly on" in all scopes of
the specifications. Of course, the meaning for the term
of "under" includes "directly under" and "indirectly under"
in all scopes of the specifications.
[0019] Referring to attached figures, we will explain
preferred embodiments of the present disclosure. Like
reference numerals designate like elements throughout
the detailed description. However, the present disclosure
is not restricted by these embodiments but can be applied
to various changes or modifications without changing the
technical spirit. In the following embodiments, the names
of the elements are selected for ease of explanation and
may be different from actual names.
[0020] The thin film transistor substrate for a flat panel
display according to the present disclosure comprises a
first thin film transistor disposed in a first area and a sec-
ond thin film transistor disposed in a second area, on the
same substrate. The substrate may include a display ar-
ea and a non-display area. In the display area, a plurality
of pixel area is arrayed in a matrix manner. In one pixel
area, the display elements are disposed. In the non-dis-
play area surrounding the display area, the driver ele-
ments for driving the display elements in the pixel area
are disposed.
[0021] Here, the first area may be the non-display area,
and the second area may be some portions or all portions
of the display area. In this case, the first thin film transistor
and the second thin film transistor are disposed as they
may be apart from each other. Otherwise, the first area
and the second area may be included in the display area.
Especially, for the case that a plurality of thin film tran-
sistor are disposed in one pixel area, the first thin film
transistor and the second thin film transistor may be
closely disposed.
[0022] As the polycrystalline semiconductor material
has the characteristics of high mobility (over 100cm2/Vs)
and of low energy consumption power, and it has high
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reliability, it is proper to apply to the driver IC, such as
the gate driver and/or the multiplexer (or ’MUX’) for driv-
ing the display elements. In addition, it can be applied to
the driving thin film transistor disposed in the pixel area
of the organic light emitting diode display. As the oxide
semiconductor material has low off-current, it is proper
to apply to the channel layer of the switching thin film
transistor in the pixel area, in which the ON time period
is very short but the OFF time period is long. Further, as
the off-current is low, the holding time of the pixel voltage
may be long, so that it is preferable to apply the display
requiring the low frequency drive and/or low power con-
sumption. By disposing these two different type thin film
transistors, the present disclosure suggests a thin film
transistor substrate having an optimized function and
characteristic for the portable and/or wearable displays.
[0023] When the semiconductor layer is formed using
the polycrystalline semiconductor material, the doping
process and high temperature treatment process are re-
quired. On the contrary, when the semiconductor layer
is formed using the oxide semiconductor material, it is
performed under the relatively lower temperature proc-
ess. Therefore, it is preferable that the polycrystalline
semiconductor layer, performed under severer heat con-
dition, is firstly formed after that the oxide semiconductor
layer is formed lately. In addition, to simplify the manu-
facturing process, it is preferable that the first thin film
transistor having the polycrystalline semiconductor ma-
terial and the second thin film transistor having the oxide
semiconductor material have the same structure. For ex-
ample, the first gate electrode and the second gate elec-
trode may be made of the same material on the same
layer, and the first source-drain electrode and the second
source-drain electrode may be made of the same mate-
rial on the same layer. Especially, in order to ensure a
better quality of the semiconductor characteristics, it is
preferable that the thin film transistor have the top-gate
structure in which the channel area can be defined pre-
cisely more than other structures.
[0024] Hereinafter, in short, the first thin film transistor
is for the driver IC disposed in the non-display area and
the second thin film transistor is for the display element
disposed in the pixel area of the display area. However,
they are not restricted to this case only. For example of
the organic light emitting diode display, the first thin film
transistor and the second thin film transistor are disposed
at one pixel area in the display area. Especially, the first
thin film transistor having the polycrystalline semiconduc-
tor material may be applied for the driving thin film tran-
sistor, and the second thin film transistor having the oxide
semiconductor material may be applied for the switching
thin film transistor.
[0025] In the case that the gate driver elements are
formed in the non-display area, the gate driver may in-
clude the C-MOS (complementary metal oxide semicon-
ductor) type thin film transistor having the polycrystalline
semiconductor material. For example, the P-MOS (p
channel MOS) thin film transistor and the N-MOS (n chan-

nel MOS) thin film transistor including the polycrystalline
semiconductor material may be formed for the gate driver
within the non-display area. In this case, in order to define
the low density doping area for the N-MOS thin film tran-
sistor having the polycrystalline semiconductor material,
a lot of mask processes may be required. Here, the N-
MOS thin film transistor having the oxide semiconductor
material may be used as the substitute for the N-MOS
thin film transistor having the polycrystalline semiconduc-
tor material. Then, this thin film transistor substrate has
two different type thin film transistors on the same sub-
strate. As the N-MOS thin film transistor has the oxide
semiconductor material, the low density doping area is
not required so that the mask processes can be reduced.
[0026] The thin film transistor substrate having two dif-
ferent type thin film transistors can be applied for a dis-
play. For example, in the case of the organic light emitting
diode display, the second thin film transistor may be ap-
plied to the switching thin film transistor for selecting pixel
and the first thin film transistor may be applied to the
driving thin film transistor for supplying the video data
voltage to the pixel. Alternatively, the first thin film tran-
sistor may be applied to the driving thin film transistor
and the second thin film transistor may be applied to the
switching thin film transistor.

< First Embodiment >

[0027] Referring to FIG. 1, we will explain about the
first embodiment of the present disclosure. FIG. 1 is a
cross sectional view illustrating a structure of a thin film
transistor substrate for a flat panel display in which two
different type thin film transistors are formed, according
to the first embodiment of the present disclosure. Here,
we will explain with the cross sectional views mainly be-
cause it clearly shows the main features of the present
disclosure, in convenience, the plane view is not used.
[0028] Referring to FIG. 1, the thin film transistor sub-
strate for a flat panel display according to the first em-
bodiment comprises a first thin film transistor T1 and a
second thin film transistor T2 which are disposed on the
same substrate SUB. The first and second thin film tran-
sistors T1 and T2 may be apart far from each other, or
they may be disposed within a relatively closed distance.
Otherwise these two thin film transistors are disposed as
being overlapped each other.
[0029] On the whole surface of the substrate SUB, a
buffer layer BUF is deposited. In some cases, the buffer
layer BUF may not be included. Otherwise, the buffer
layer BUF may be a plurality of layers. Here, for example,
we will explain with the single layer. Further, a light shield
layer may be included at some required areas between
the substrate SUB and the buffer layer BUF. The light
shield layer may be further disposed for preventing the
light from inducing into the semiconductor layer of the
thin film transistor disposed thereon.
[0030] On the buffer layer BUF, a first semiconductor
layer A1 is disposed. The first semiconductor layer A1
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includes a channel area of the first thin film transistor T1.
The channel area is defined as the overlapped area be-
tween the first gate electrode G1 and the first channel
layer A1. As the first gate electrode G1 is overlapped with
the middle portions of the first semiconductor layer A1,
the middle portions of the first semiconductor layer A1 is
the channel area. The two areas expanded to both sides
of the channel area where the impurities are doped are
defined as the source area SA and the drain area DA,
respectively.
[0031] For the case that the first thin film transistor T1
is for driver IC, it is preferable that the semiconductor
layer has a characteristics for high speeding performance
with a lower power consumption. For example, P-MOS
type or N-MOS type thin film transistor may be used or
C-MOS type may be applied for the first thin film transistor
T1. The P-MOS, N-MOS and/or C-MOS type thin film
transistor preferably has the polycrystalline semiconduc-
tor material, such as poly-crystalline silicon (p-Si). Fur-
ther, the first thin film transistor T1 preferably has the top
gate structure.
[0032] On the whole surface of the substrate SUB hav-
ing the first semiconductor layer A1, a gate insulating
layer GI is deposited. The gate insulating layer GI may
be made of the silicon nitride (SiNx) material or the silicon
oxide (SiOx) material. It is preferable that the gate insu-
lating layer GI has the thickness of 1,000 Å - 2,000 Å for
ensuring the stability and characteristics of the elements.
In the case that the gate insulating layer GI may be made
of silicon nitride (SiNx), in the view point of manufacturing
process, the gate insulating layer GI includes a lot of hy-
drogen particles. As theses hydrogen particles would be
diffused out from the gate insulating layer GI, it is pref-
erably that the gate insulating layer GI is made of the
silicon oxide material.
[0033] The diffusion of the hydrogen particles may
cause the positive effects on the first semiconductor layer
A1 including polycrystalline semiconductor material.
However, it may cause the negative effects on the second
thin film transistor T2 having different material from the
first thin film transistor T1. Therefore, when at least two
thin film transistors having different characteristics each
other are formed on the same substrate SUB, it is pref-
erable that the gate insulating layer GI would be made
of silicon oxide (SiOx) which does not have any specific
effects on the semiconductor material. In some cases,
unlike in the first embodiment, the gate insulating layer
GI may be deposited as having the thickness of 2,000 Å
∼ 4,000 Å. In those cases, when the gate insulating layer
GI is made of the nitride silicon (SiNx), the much more
amount of the hydrogen particles may be diffused. Con-
sidering these cases, it is preferable that the gate insu-
lating layer GI would be the oxide layer, such as silicon
oxide (SiOx).
[0034] On the gate insulating layer GI, a first gate elec-
trode GI and the second gate electrode G2 are disposed.
The first gate electrode GI is disposed over the middle
portion of the first semiconductor layer A1. The second

gate electrode G2 is located where the second thin film
transistor T2 is disposed. The first and the second gate
electrodes G1 and G2 are formed on the same layer, with
the same material, and by using the same mask process.
Therefore, the manufacturing process can be simplified.
[0035] As covering the first and the second gate elec-
trodes G1 and G2, an intermediate insulating layer ILD
is deposited. The intermediate insulating layer ILD has
a multiple layer structure, in which a nitride layer including
a silicon nitride (SiNx) and an oxide layer including a sil-
icon oxide (SiOx) may be alternatively stacked.
[0036] The nitride layer is deposited for performing the
hydrogenation process to the first semiconductor layer
A1 having the polycrystalline silicon by diffusing the hy-
drogen particles into the polycrystalline silicon. On the
contrary, the oxide layer is for preventing the hydrogen
particles of the nitride layer from being diffused too much
into the semiconductor material of the second thin film
transistor T2.
[0037] For example, the hydrogen going out from the
nitride layer may diffuse into the first semiconductor layer
A1 under the gate insulating layer GI. Therefore, the ni-
tride layer is preferably deposited as being closed to the
gate insulating layer GI as possible. On the contrary, the
hydrogen going out from the nitride layer would not dif-
fuse too much into the semiconductor material of the sec-
ond thin film transistor T2 over the gate insulating layer
GI. Therefore, on the nitride layer, the oxide layer should
be deposited. Considering the manufacturing process, it
is preferable that the intermediate insulating layer ILD
has the thickness of 2,000 Å ∼ 6,000 Å. Therefore, each
thickness of the nitride layer and the oxide layer has pref-
erably thickness of 1,000 Å ∼ 3,000 Å, respectively. Fur-
ther, in order that much more amount of the hydrogen
particles from the nitride layer into the first semiconductor
layer A1, but the hydrogen particles may not affect to the
second semiconductor layer A2, it is preferable that the
oxide layer is thicker than the gate insulating layer GI. In
addition, as the oxide layer is for controlling the hydrogen
diffusion amount, it is preferable that the oxide layer is
thicker than the nitride layer.
[0038] Especially, on the oxide layer of the intermedi-
ate insulating layer ILD, a second semiconductor layer
A2 overlapping with the second gate electrode G2 is dis-
posed. The second semiconductor layer A2 includes the
channel area of the second thin film transistor T2. For
the case that the second thin film transistor T2 is applied
for the display element, it is preferable that the second
semiconductor layer A2 has the characteristics proper to
perform the switching element. For example, it is prefer-
able that the second semiconductor layer A2 includes an
oxide semiconductor material such as an indium gallium
zinc oxide (or ’IGZO), an indium gallium oxide (or ’IGO’),
or an indium zinc oxide (or ’IZO’). The oxide semicon-
ductor material has a merit for driving the device with
relatively low frequency. Thanks to these characteristics,
the pixels may have long period for holding the pixel volt-
age, so that it is preferable to apply the display requiring
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the low frequency drive and/or the low power consump-
tion. For the thin film transistor having the oxide semi-
conductor material, considering the structure in which
two different type thin film transistors are formed on the
same substrate, it is preferable that the oxide semicon-
ductor thin film transistor has the bottom gate structure
for ensuring the stability of the elements.
[0039] On the second semiconductor layer A2 and the
intermediate insulating layer ILD, the source-drain elec-
trodes and the first storage capacitor electrode ST1 are
disposed. The first source electrode S1 and the first drain
electrode D1 is disposed as facing each other with a pre-
determined distance across the first gate electrode G1.
The first source electrode S1 is connected to one side of
the first semiconductor layer A1, a source area SA
through a source contact hole SH. The source contact
hole SH exposes the one side of the first semiconductor
layer A1, the source area SA, by penetrating the inter-
mediate insulating layer ILD and the gate insulating layer
GI. The first drain electrode D1 is connected to the other
side of the first semiconductor layer A1, a drain area DA,
through a drain contact hole DH. The drain contact hole
DH exposes the other side of the first semiconductor layer
A1, the drain area DA, by penetrating the intermediate
insulating layer ILD and the gate insulating layer GI.
[0040] The second source electrode S2 and the sec-
ond drain electrode D2 are disposed as facing each other
with a predetermined distance across the second gate
electrode G2, and as contacting the upper surfaces of
the one side and the other side of the second semicon-
ductor layer A2. The second source electrode S2 directly
contacts the upper surface of the intermediate insulating
layer ILD and the one upper surface of the second sem-
iconductor layer A2. The second drain electrode D2 di-
rectly contacts the upper surface of the intermediate in-
sulating layer ILD and the other upper surface of the sec-
ond semiconductor layer A2.
[0041] It is preferable that the first storage capacitor
electrode ST1 is disposed in the non-display area not
overlapping with the first and the second thin film tran-
sistors T1 and T2. The first storage capacitor electrode
ST1 may form the storage capacitance as overlapping
with the second storage capacitor electrode ST2. The
storage capacitance is for enhancing the driving speed
and efficiencies at next driving time, by holding voltage
and/or carriers (electrons or holes) supplied from the driv-
ing thin film transistor in advance.
[0042] On the whole surface of the substrate SUB hav-
ing the first thin film transistor T1, the second thin film
transistor T2 and the first storage capacitor electrode
ST1, a passivation layer PAS is deposited. The passiva-
tion layer PAS is directly contacting the second semicon-
ductor layer A2 of the second thin film transistor T2.
Therefore, it is preferable that the passivation layer PAS
includes a material giving no bad effect to the second
semiconductor layer A2 having the oxide semiconductor
material. For example, avoiding the nitride material hav-
ing a lot of hydrogen materials, the passivation layer PAS

may be made of the oxide layer SIO.
[0043] On the passivation layer PAS including the ox-
ide layer SIO such as the silicon oxide (SiOx), the second
storage capacitor electrode ST2 is formed. It is preferable
that the second storage capacitor electrode ST2 has the
same shape and the same size with those of the first
storage capacitor electrode ST1. As the second storage
capacitor electrode ST2 is facing to the first storage ca-
pacitor electrode ST1 with the passivation layer PAS
there-between, the storage capacitance is formed be-
tween the first and the second storage capacitor elec-
trodes ST1 and ST2.
[0044] In the case of the organic light emitting diode
display, after forming the first thin film transistor T1 and
the second thin film transistor T2, the organic light emit-
ting diode may be formed. The organic light emitting di-
ode includes an organic light emitting layer. It is prefer-
able that the organic light emitting layer is deposited on
a planar surface. Therefore, the planar layer PLN may
be further deposited over the second storage capacitor
electrode ST2 formed on the passivation layer PAS.
[0045] On the planar layer PLN, a pixel electrode may
be formed. The pixel electrode may contact the first drain
electrode D1 or the second drain electrode D2 through
the pixel contact hole PH penetrating the planar layer
PLN and the passivation layer PAS. Here, as explaining
the organic light emitting diode display, the pixel elec-
trode is for the anode electrode ANO and the first thin
film transistor T1 is for the driving thin film transistor.
Therefore, the anode electrode ANO is contacting the
first drain electrode D1 via the pixel contact hole PH.
[0046] On the whole surface of the substrate SUB hav-
ing the anode electrode ANO, a bank BN is formed. The
bank BN defines an emitting area by exposing some por-
tions of the anode electrode ANO and covering the others
areas. Depositing the organic light emitting layer on the
substrate SUB having the bank BN, the organic light emit-
ting layer is stacked on and directly contacting the ex-
posed portions of the anode electrode ANO within the
emitting area. After that, by depositing a cathode elec-
trode on the organic light emitting layer, the organic light
emitting diode is completed as being stacked the anode
electrode ANO, the organic light emitting layer and the
cathode electrode within the emitting area.
[0047] Hereinafter, referring to FIG. 2, we will explain
about the manufacturing method for the thin film transis-
tor substrate of the flat panel display including two differ-
ent thin film transistors on the same substrate. FIG. 2 is
a flow chart illustrating a method for manufacturing the
thin film transistor substrate having two different type thin
film transistors according to the first embodiment of the
present disclosure.
[0048] In the step of S100, on a substrate SUB, a buffer
layer BUF is deposited. Even though it is not shown in
figures, before depositing the buffer layer BUF, a light
shield layer may be formed at desired area.
[0049] In the step of S110, on the buffer layer BUF, an
amorphous silicon (a-Si) material is deposited. Perform-
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ing the crystallization process, the amorphous silicon lay-
er is converted into the polycrystalline silicon (poly-Si).
Using a first mask process, the polycrystalline silicon lay-
er is patterned to form a first semiconductor layer A1.
[0050] In the step of S200, depositing an insulating ma-
terial such as an silicon oxide on the whole surface of
the substrate SUB having the first semiconductor layer
A1, a gate insulating layer GI is formed. The gate insu-
lating layer GI preferably includes the silicon oxide. Here,
the gate insulating layer GI preferably has the thickness
of 1,000 Å or more and 2,000 Å or less.
[0051] In the step of S210, on the gate insulating layer
GI, a gate metal material is deposited. Using a second
mask process, the gate metal layer is patterned to form
the gate electrodes. Especially, a first gate electrode G1
for the first thin film transistor T1 and a second gate elec-
trode G2 for the second thin film transistor T2 are formed
at the same time. The first gate electrode G1 is disposed
as overlapping with the middle portion of the first semi-
conductor layer A1. The second gate electrode G2 is
disposed where the second thin film transistor T2 is
formed.
[0052] In the step of S220, using the first gate electrode
G1 as a mask, impurity materials are doped into some
portions of the first semiconductor layer A1 so that doping
areas including a source area SA and a drain area DA
may be defined. The detail manufacturing process for
the doping areas may be little bit difference according to
the types of thin film transistor, P-MOS type, N-MOS type
and/or C-MOS type. For example of the N-MOS type, a
high density doping area may be formed firstly, and then
a low density doping area may be formed. Using the pho-
to-resist pattern for the first gate electrode G1 which has
wider size than the first gate electrode G1, the high den-
sity doping area can be defined. Removing the photo-
resist pattern and using the first gate electrode G1 as a
mask, the low density doping area (or, ’LDD’) can be
defined between the high density doping area and the
first gate electrode G1. The impurity doping areas are
not shown in figures, in convenience.
[0053] In the step of S300, on the whole surface of the
substrate SUB having the first gate electrode G1 and the
second gate electrode G2, an intermediate insulating lay-
er ILD is deposited. In the case that the intermediate in-
sulating layer ILD has the stacked structure of nitride lay-
er and the oxide layer, it is preferable that the nitride layer
is deposited at first and then the oxide layer is stacked
thereon. Considering the manufacturing process, the to-
tal thickness of the intermediate insulating layer ILD may
have a thickness of 2,000 Å ∼ 6,000 Å.
[0054] In the step of S310, on the intermediate insu-
lating layer ILD, an oxide semiconductor material is de-
posited. For the case that the intermediate insulating lay-
er ILD has the nitride layer and the oxide layer, the oxide
semiconductor material is preferably deposited directly
on the oxide layer in order that the oxide semiconductor
material is not directly contact the nitride layer including
the hydrogen particles (hydrogen atoms, hydrogen ions

and/or hydrogen molecules) a lot. The oxide semicon-
ductor material includes at least one of the Indium Gal-
lium Zinc Oxide (or ’IGZO), the Indium Gallium Oxide (or
’IGO’), and the Indium Zinc Oxide (or ’IZO). Using a third
mask process, the oxide semiconductor material is pat-
terned to form a second semiconductor layer A2. The
second semiconductor layer A2 is disposed as overlap-
ping with the second gate electrode G2.
[0055] In the step of S400, using a fourth mask proc-
ess, the intermediate insulating layer ILD and the gate
insulating layer GI are patterned to form a source contact
hole SH exposing the one portion of the first semicon-
ductor layer A1 and a drain contact hole DH exposing
the other portion of the first semiconductor layer A1.
These contact holes SH and DH are for connecting the
source-drain electrode to the first semiconductor layer
A1, later.
[0056] In the step of S500, a source-drain metal ma-
terial is deposited on the intermediate layer ILD having
the source contact hole SH and the drain contact hole
DH and the second semiconductor layer A2. Using a fifth
mask process, the source-drain metal material is pat-
terned to form a first source electrode S1, a first drain
electrode D1, a second source electrode S2, a second
drain electrode D2 and a first storage capacitor electrode
ST1. The first source electrode S1 contacts the one area
of the first semiconductor layer A1, the source area SA,
through the source contact hole SH. The first drain elec-
trode D1 contacts the other area of the first semiconduc-
tor layer A1, the drain area DA, through the drain contact
hole DH. The second source electrode S2 contacts the
upper surface of the one side of the second semiconduc-
tor layer A2. The second drain electrode D2 contacts the
upper surface of the other side of the second semicon-
ductor layer A2. The first storage capacitor electrode ST1
is disposed where the storage capacitance is located.
The first storage capacitor electrode ST1 may be elec-
trically connected to the first drain electrode D1 or the
second drain electrode D2.
[0057] In the step of S600, on the whole surface of the
substrate SUB having the source-drain electrodes, a pas-
sivation layer PAS is deposited. As the passivation layer
PAS is directly contacting the second semiconductor lay-
er A2, it is preferable that the passivation layer PAS in-
cludes an oxide layer SIO such as the silicon oxide (Si-
Ox). It is preferable that the passivation layer PAS is not
made of the nitride material because that the nitride layer
such as the silicon nitride (SiNx) may cause defects on
the second semiconductor layer A2. In the case that the
passivation layer PAS includes only the oxide layer SIO,
it is preferable that the oxide layer SIO has the thickness
over 3,000 Å.
[0058] In the step of S610, a metal material is deposited
on the passivation layer PAS. Using a sixth mask proc-
ess, the metal material is patterned to form a second
storage capacitor electrode ST2. The second storage ca-
pacitor electrode ST2 may be formed as having the same
size with the first storage capacitor electrode ST1 and
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overlapping with the first storage capacitor electrode
ST1. The storage capacitance is formed at the sand-
wiched portions of the passivation layer PAS that the first
storage capacitor electrode ST1 and the second storage
capacitor electrode ST2 are overlapped.
[0059] In the step of S700, on the passivation layer
PAS having the second storage capacitor electrode ST2,
a planar layer PLN is deposited. For making the top sur-
face of the substrate SUB being smooth, the planar layer
PLN may include an organic insulating material. It is pref-
erable that the thickness of the planar layer PLN is over
5,000 Å.
[0060] In the step of S710, using a seventh mask proc-
ess, the planar layer PLN and the passivation layer PAS
are patterned at the same time to form a pixel contact
hole PH exposing the first drain electrode D1. Here, as
the first thin film transistor T1 is for the driving thin film
transistor, the pixel contact hole PH exposes the first
drain electrode D1. For another example that the second
thin film transistor T2 is for the driving thin film transistor,
the pixel contact hole PH may expose the second drain
electrode D2.
[0061] In the step of S800, on the whole surface of the
substrate SUB having the pixel contact hole PH, a con-
ductive layer is deposited. The conductive material in-
cludes a metal material or a transparent conductive ma-
terial. Using an eighth mask process, the conductive lay-
er is patterned to form a pixel electrode. Here, the pixel
electrode is the anode electrode ANO for the organic light
emitting diode display.
[0062] In the step of S900, for the organic light emitting
diode display, an organic insulating material is deposited
on the substrate SUB having the anode electrode ANO.
Using ninth mask process, the organic insulating material
is patterned to for a bank BN. The bank BN is patterned
as exposing the emitting area of the anode electrode
ANO.

< Second Embodiment >

[0063] Hereinafter, referring to FIG. 3, we will explain
about the second embodiment of the present disclosure.
FIG. 3 is a cross sectional view illustrating a structure of
a thin film transistor substrate for a flat panel display in
which two different type thin film transistors are formed,
according to the second embodiment of the present dis-
closure.
[0064] In the first embodiment, for forming the storage
capacitance, the first storage capacitor electrode ST1
and the second storage capacitor electrode ST2 are
overlapped with a passivation layer PAS including the
oxide layer SIO there-between. In order to ensure the
surface property and uniformity, the oxide layer SIO
would have the thickness over 3,000 Å. Therefore, the
storage capacitance is formed at the oxide layer SIO hav-
ing the thickness of 3,000 Å at least inserted between
the first storage capacitor electrode ST1 and the second
storage capacitor electrode ST2.

[0065] The oxide layer SIO has lower dielectric con-
stant (or permittivity) than nitride layer. Therefore, the
size of the overlapped area between the first storage ca-
pacitor electrode ST1 and the second storage capacitor
electrode ST2 would be large enough to ensure wanted
amount of the storage capacitance. Nowadays, the flat
panel display requires higher resolution and density so
that the pixel size is getting smaller. Under these condi-
tions, the size of the storage capacitance is the main
obstacle for reducing the size of the pixel. To ensure the
enough storage capacitance, at least 100fF, and to re-
duce the size of the storage capacitance, the thickness
of the insulating layer disposed between the first storage
capacitor electrode ST1 and the second storage capac-
itor electrode ST2 would be getting thinner.
[0066] As the oxide layer SIO should have thickness
enough to ensure the surface property and the oxide layer
SIO has lower dielectric constant, it is very hard to keep
the enough amount of the storage capacitance with
smaller size. The nitride layer has the merit that it has
higher dielectric constant than oxide layer and it has bet-
ter surface property with thinner thickness than the oxide
layer. However, as the passivation layer PAS is directly
contacting the second semiconductor layer A2 including
the oxide semiconductor material, the nitride layer is not
applied to the passivation layer PAS. In the second em-
bodiment of the present disclosure, we suggest a struc-
ture of the thin film transistor substrate in which the de-
merits of the oxide layer and the nitride layer are com-
plemented and the merits of them are optimized by stack-
ing them.
[0067] Referring to FIG. 3, the thin film transistor sub-
strate for a flat panel display according to the first em-
bodiment comprises a first thin film transistor T1 and a
second thin film transistor T2 which are disposed on the
same substrate SUB. The first and second thin film tran-
sistors T1 and T2 may be apart far from each other, or
they may be disposed within a relatively closed distance.
Otherwise these two thin film transistors are disposed as
being overlapped each other.
[0068] On the whole surface of the substrate SUB, a
buffer layer BUF is deposited. The buffer layer BUF may
be formed as mentioned in the first embodiment.
[0069] On the buffer layer BUF, a first semiconductor
layer A1 is disposed. The first semiconductor layer A1
includes a channel area of the first thin film transistor T1.
The channel area is defined as the overlapped area be-
tween the first gate electrode G1 and the first channel
layer A1. As the first gate electrode G1 is overlapped with
the middle portions of the first semiconductor layer A1,
the middle portions of the first semiconductor layer A1 is
the channel area. The two areas expanded to both sides
of the channel area where the impurities are doped are
defined as the source area SA and the drain area DA,
respectively.
[0070] For the case that the first thin film transistor T1
is for driver IC, it is preferable that the semiconductor
layer has a characteristics for high speeding performance
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with a lower power consumption. Further, the first thin
film transistor T1 preferably has the top gate structure.
[0071] On the whole surface of the substrate SUB hav-
ing the first semiconductor layer A1, a gate insulating
layer GI is deposited. The gate insulating layer GI may
be made of the silicon nitride (SiNx) material or the silicon
oxide (SiOx) material. It is preferable that the gate insu-
lating layer GI has the thickness of 1,000 Å ∼ 2,000 Å for
ensuring the stability and characteristics of the elements.
In the case that the gate insulating layer GI may be made
of silicon nitride (SiNx), in the view point of manufacturing
process, the gate insulating layer GI includes a lot of hy-
drogen particles. As theses hydrogen particles would be
diffused out from the gate insulating layer GI, it is pref-
erably that the gate insulating layer GI is made of the
silicon oxide material.
[0072] On the gate insulating layer GI, a first gate elec-
trode G1 and the second gate electrode G2 are disposed.
The first gate electrode G1 is disposed over the middle
portion of the first semiconductor layer A1. The second
gate electrode G2 is located where the second thin film
transistor T2 is disposed. The first and the second gate
electrodes G1 and G2 are formed on the same layer, with
the same material, and by using the same mask process.
Therefore, the manufacturing process can be simplified.
[0073] As covering the first and the second gate elec-
trodes G1 and G2, an intermediate insulating layer ILD
is deposited. The intermediate insulating layer ILD has
a multiple layer structure, in which a nitride layer including
a silicon nitride (SiNx) and an oxide layer including a sil-
icon oxide (SiOx) may be alternatively stacked.
[0074] Especially, on the oxide layer of the intermedi-
ate insulating layer ILD, a second semiconductor layer
A2 overlapping with the second gate electrode G2 is dis-
posed. The second semiconductor layer A2 includes the
channel area of the second thin film transistor T2. For
the case that the second thin film transistor T2 is applied
for the display element, it is preferable that the second
semiconductor layer A2 has the characteristics proper to
perform the switching element. For example, it is prefer-
able that the second semiconductor layer A2 includes an
oxide semiconductor material such as an indium gallium
zinc oxide (or ’IGZO), an indium gallium oxide (or ’IGO’),
or an indium zinc oxide (or ’IZO’).
[0075] The oxide semiconductor material has a merit
for driving the device with relatively low frequency.
Thanks to these characteristics, the pixels may have long
period for holding the pixel voltage, so that it is preferable
to apply the display requiring the low frequency drive
and/or the low power consumption. For the thin film tran-
sistor having the oxide semiconductor material, consid-
ering the structure in which two different type thin film
transistors are formed on the same substrate, it is pref-
erable that the oxide semiconductor thin film transistor
has the bottom gate structure for ensuring the stability of
the elements.
[0076] On the second semiconductor layer A2 and the
intermediate insulating layer ILD, the source-drain elec-

trodes and the first storage capacitor electrode ST1 are
disposed. The first source electrode S1 and the first drain
electrode D1 is disposed as facing each other with a pre-
determined distance across the first gate electrode G1.
The first source electrode S1 is connected to one side of
the first semiconductor layer A1, a source area SA
through a source contact hole SH. The source contact
hole SH exposes the one side of the first semiconductor
layer A1, the source area SA, by penetrating the inter-
mediate insulating layer ILD and the gate insulating layer
GI. The first drain electrode D1 is connected to the other
side of the first semiconductor layer A1, a drain area DA,
through a drain contact hole DH. The drain contact hole
DH exposes the other side of the first semiconductor layer
A1, the drain area DA, by penetrating the intermediate
insulating layer ILD and the gate insulating layer GI.
[0077] The second source electrode S2 and the sec-
ond drain electrode D2 are disposed as facing each other
with a predetermined distance across the second gate
electrode G2, and as contacting the upper surfaces of
the one side and the other side of the second semicon-
ductor layer A2. The second source electrode S2 directly
contacts the upper surface of the intermediate insulating
layer ILD and the one upper surface of the second sem-
iconductor layer A2. The second drain electrode D2 di-
rectly contacts the upper surface of the intermediate in-
sulating layer ILD and the other upper surface of the sec-
ond semiconductor layer A2.
[0078] It is preferable that the first storage capacitor
electrode ST1 is disposed in the non-display area not
overlapping with the first and the second thin film tran-
sistors T1 and T2. The first storage capacitor electrode
ST1 may form the storage capacitance as overlapping
with the second storage capacitor electrode ST2. The
storage capacitance is for enhancing the driving speed
and efficiencies at next driving time, by holding voltage
and/or carriers (electrons or holes) supplied from the driv-
ing thin film transistor in advance.
[0079] On the whole surface of the substrate SUB hav-
ing the first thin film transistor T1, the second thin film
transistor T2 and the first storage capacitor electrode
ST1, a passivation layer PAS is deposited. The passiva-
tion layer PAS is directly contacting the second semicon-
ductor layer A2 of the second thin film transistor T2.
Therefore, it is preferable that the passivation layer PAS
includes a material giving no bad effect to the second
semiconductor layer A2 having the oxide semiconductor
material. For example, avoiding the nitride material hav-
ing a lot of hydrogen materials, the passivation layer PAS
may be made of the oxide layer SIO.
[0080] Considering the surface stability and property,
it is preferable that the oxide layer SIO has the thickness
of 3,000 Å at least. As the oxide layer SIO has lower
dielectric constant than the nitride layer and it would be
deposited thicker thickness than the nitride layer, it is
hard to ensure enough storage capacitance. Therefore,
in the second embodiment, the oxide layer is not used
for forming the storage capacitance. By patterning the
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oxide layer SIO, all surface of the first storage capacitor
electrode ST1 are exposed. At this time, a first pixel con-
tact hole PH1 for exposing the first drain electrode D1 is
also formed.
[0081] On the substrate SUB exposing the first storage
capacitor electrode ST1, a nitride layer SIN including an
inorganic insulating material such as the silicon nitride
(SiNx) is deposited. The nitride layer SIN is for forming
the storage capacitance. Even though the nitride layer
SIN has the thickness of 3,000 Å, it is possible to ensure
enough amount of storage capacitance because the ni-
tride layer has higher dielectric constant than the oxide
layer. To ensure much higher amount of the storage ca-
pacitance, it is preferable that the nitride layer has the
thickness less than 3,000 Å. With higher dielectric con-
stant and better surface stability and property than the
oxide layer, the nitride layer can hold higher amount of
the storage capacitance with less size than the oxide
layer.
[0082] On the nitride layer SIN, a second storage ca-
pacitor electrode ST2 is formed. It is preferable that the
second storage capacitor electrode ST2 has the same
shape and the same size with those of the first storage
capacitor electrode ST1. As the second storage capacitor
electrode ST2 is facing to the first storage capacitor elec-
trode ST1 with the nitride layer SIN there-between, the
storage capacitance is formed between the first and the
second storage capacitor electrodes ST1 and ST2.
[0083] The auxiliary drain electrode AD contacting the
first drain electrode D1 is formed. The auxiliary drain elec-
trode AD has the same material with the second storage
capacitor electrode ST2. On the whole surface of the
substrate SUB having the second storage capacitance
ST2 and the auxiliary drain electrode AD, a planar layer
PLN is deposited. As mentioned in the first embodiment,
the planar layer PLN is for making the top surface of the
substrate SUB having the thin film transistors and the
storage capacitance being smooth.
[0084] On the planar layer PLN, a pixel electrode may
be formed. The pixel electrode may contact the first drain
electrode D1 or the second drain electrode D2 through
the second pixel contact hole PH2 penetrating the planar
layer PLN. Here, as explaining the organic light emitting
diode display, the pixel electrode is for the anode elec-
trode ANO and the first thin film transistor T1 is for the
driving thin film transistor. Therefore, the anode electrode
ANO is contacting the first drain electrode D1 via the
second pixel contact hole PH2.
[0085] On the whole surface of the substrate SUB hav-
ing the anode electrode ANO, a bank BN is formed. The
bank BN defines an emitting area by exposing some por-
tions of the anode electrode ANO and covering the others
areas. Depositing the organic light emitting layer on the
substrate SUB having the bank BN, the organic light emit-
ting layer is stacked on and directly contacting the ex-
posed portions of the anode electrode ANO within the
emitting area. After that, by depositing a cathode elec-
trode on the organic light emitting layer, the organic light

emitting diode is completed as being stacked the anode
electrode ANO, the organic light emitting layer and the
cathode electrode within the emitting area.
[0086] Hereinafter, referring to FIG. 4, we will explain
about the method for manufacturing the thin film transis-
tor substrate for flat panel display according to the second
embodiment of the present disclosure. FIG. 4 is a flow
chart illustrating a method for manufacturing the thin film
transistor substrate for a flat panel display in which two
different type thin film transistors are formed, according
to the second embodiment of the present disclosure.
[0087] In the step of S100, on a substrate SUB, a buffer
layer BUF is deposited. Even though it is not shown in
figures, before depositing the buffer layer BUF, a light
shield layer may be formed at desired area.
[0088] In the step of S110, on the buffer layer BUF, an
amorphous silicon (a-Si) material is deposited. Perform-
ing the crystallization process, the amorphous silicon lay-
er is converted into the polycrystalline silicon (poly-Si).
Using a first mask process, the polycrystalline silicon lay-
er is patterned to form a first semiconductor layer A1.
[0089] In the step of S200, depositing an insulating ma-
terial such as an silicon oxide on the whole surface of
the substrate SUB having the first semiconductor layer
A1, a gate insulating layer GI is formed. The gate insu-
lating layer GI preferably includes the silicon oxide. Here,
the gate insulating layer GI preferably has the thickness
of 1,000 Å or more and 2,000 Å or less.
[0090] In the step of S210, on the gate insulating layer
GI, a gate metal material is deposited. Using a second
mask process, the gate metal layer is patterned to form
the gate electrodes. Especially, a first gate electrode G1
for the first thin film transistor T1 and a second gate elec-
trode G2 for the second thin film transistor T2 are formed
at the same time. The first gate electrode G1 is disposed
as overlapping with the middle portion of the first semi-
conductor layer A1. The second gate electrode G2 is
disposed where the second thin film transistor T2 is
formed.
[0091] In the step of S220, using the first gate electrode
G1 as a mask, impurity materials are doped into some
portions of the first semiconductor layer A1 so that doping
areas including a source area SA and a drain area DA
may be defined. The detail manufacturing process for
the doping areas may be little bit difference according to
the types of thin film transistor, P-MOS type, N-MOS type
and/or C-MOS type.
[0092] In the step of S300, on the whole surface of the
substrate SUB having the first gate electrode G1 and the
second gate electrode G2, an intermediate insulating lay-
er ILD is deposited. In the case that the intermediate in-
sulating layer ILD has the stacked structure of nitride lay-
er and the oxide layer, it is preferable that the nitride layer
is deposited at first and then the oxide layer is stacked
thereon. Considering the manufacturing process, the to-
tal thickness of the intermediate insulating layer ILD may
have a thickness of 2,000 Å ∼ 6,000 Å.
[0093] In the step of S310, on the intermediate insu-
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lating layer ILD, an oxide semiconductor material is de-
posited. For the case that the intermediate insulating lay-
er ILD has the nitride layer and the oxide layer, the oxide
semiconductor material is preferably deposited directly
on the oxide layer in order that the oxide semiconductor
material is not directly contact the nitride layer including
the hydrogen particles (hydrogen atoms, hydrogen ions
and/or hydrogen molecules) a lot. Using a third mask
process, the oxide semiconductor material is patterned
to form a second semiconductor layer A2. The second
semiconductor layer A2 is disposed as overlapping with
the second gate electrode G2.
[0094] In the step of S400, using a fourth mask proc-
ess, the intermediate insulating layer ILD and the gate
insulating layer GI are patterned to form a source contact
hole SH exposing the one portion of the first semicon-
ductor layer A1 and a drain contact hole DH exposing
the other portion of the first semiconductor layer A1.
These contact holes SH and DH are for connecting the
source-drain electrode to the first semiconductor layer
A1, later.
[0095] In the step of S500, a source-drain metal ma-
terial is deposited on the intermediate layer ILD having
the source contact hole SH and the drain contact hole
DH and the second semiconductor layer A2. Using a fifth
mask process, the source-drain metal material is pat-
terned to form a first source electrode S1, a first drain
electrode D1, a second source electrode S2, a second
drain electrode D2 and a first storage capacitor electrode
ST1. The first source electrode S1 contacts the one area
of the first semiconductor layer A1, the source area SA,
through the source contact hole SH. The first drain elec-
trode D1 contacts the other area of the first semiconduc-
tor layer A1, the drain area DA, through the drain contact
hole DH. The second source electrode S2 contacts the
upper surface of the one side of the second semiconduc-
tor layer A2. The second drain electrode D2 contacts the
upper surface of the other side of the second semicon-
ductor layer A2. The first storage capacitor electrode ST1
is disposed where the storage capacitance is located.
The first storage capacitor electrode ST1 may be elec-
trically connected to the first drain electrode D1 or the
second drain electrode D2.
[0096] In the step of S600, on the whole surface of the
substrate SUB having the source-drain electrodes and
the first storage capacitance electrode ST1, an oxide lay-
er SIO is deposited. The oxide layer SIO is directly con-
tacting the second semiconductor layer A2, so that it does
not cause any defects on the oxide semiconductor ma-
terial of the second semiconductor layer A2. It is prefer-
able that the oxide layer SIO has the thickness over 3,000
Å. Using a sixth mask process, the oxide layer SIO is
patterned to expose most of all surface of the first storage
electrode ST1.
[0097] In the step of S700, a nitride layer SIN is depos-
ited on the oxide layer SIO. The nitride layer SIN has
higher dielectric constant than the oxide layer SIO and
has better surface stability and property than the oxide

layer even though it has thinner thickness than 3,000 Å.
Therefore, the nitride layer SIN is used for forming the
storage capacitance. It is preferable that the nitride layer
SIN has the thickness of 500 Å ∼ 3,000 Å. Using a seventh
mask process, the nitride layer SIN is patterned to form
a first pixel contact hole PH1 exposing the first drain elec-
trode D1.
[0098] In the step of S800, on the whole surface of the
substrate SUB having the first pixel contact hole PH1, a
metal layer is deposited. Using a eighth mask process,
the metal layer is patterned to form a second storage
capacitor electrode ST2. At the same time, an auxiliary
drain electrode AD is formed as contacting the first drain
electrode D1 via the first pixel contact hole PH1.
[0099] In the step of S900, on the passivation layer
PAS having the auxiliary drain electrode AD and the sec-
ond storage capacitor electrode ST2, a planar layer PLN
is deposited. For making the top surface of the substrate
SUB being smooth, the planar layer PLN may include an
organic insulating material. It is preferable that the thick-
ness of the planar layer PLN is over 5,000 Å.
[0100] In the step of S910, using a ninth mask process,
the planar layer PLN is patterned to form a second pixel
contact hole PH2 exposing the auxiliary drain electrode
AD. Here, the auxiliary drain electrode AD is explained
as contacting the first drain electrode D1 of the first thin
film transistor T1. However, in other case, the auxiliary
drain electrode AD may contact the second drain elec-
trode D2 of the second thin film transistor T2.
[0101] In the step of S800, on the whole surface of the
substrate SUB having the second pixel contact hole PH2,
a conductive layer is deposited. The conductive material
includes a metal material or a transparent conductive ma-
terial. By patterning the conductive layer using a tenth
mask process, a pixel electrode is formed. Here, the pixel
electrode is the anode electrode ANO for the organic light
emitting diode display.
[0102] In the step of S900, for the organic light emitting
diode display, on the substrate SUB having the anode
electrode ANO, depositing an organic insulating material.
Using an eleventh mask process, the organic insulating
material is patterned to form a bank BN. The bank BN is
patterned as exposing the emitting area of the anode
electrode ANO.
[0103] In the second embodiment, the passivation lay-
er PAS has a stacked structure in which the nitride layer
SIN is deposited on the oxide layer SIO. As the second
thin film transistor T2 having the oxide semiconductor
material is formed later, the second semiconductor layer
A2 is directly contacting the passivation layer PAS. To
protect the second semiconductor layer A2 having the
oxide semiconductor material, the oxide layer SIO is dis-
posed at the lower layer in the passivation layer PAS.
[0104] Further, as the oxide layer SIO is not proper to
form the storage capacitance having higher amount with
smaller size, the nitride layer SIN is stacked at the upper
layer in the passivation layer PAS. As the first storage
capacitor electrode ST1 is made of the same material
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and at the same layer with the source-drain electrode, it
is covered by the oxide layer SIO. Therefore, by pattern-
ing the oxide layer SIO, the first storage capacitor elec-
trode ST1 is exposed and then the nitride layer SIN is
deposited as covering the first storage capacitor elec-
trode ST1.
[0105] By forming the second storage capacitor elec-
trode ST2 on the nitride layer SIN, the storage capaci-
tance is completed. As the result, the present disclosure
provides the thin film transistor substrate having two dif-
ferent type of thin film transistors on the same substrate
in which the second semiconductor layer A2 including
the oxide semiconductor material can be protected by
the oxide layer, as well as the storage capacitance having
higher amount with smaller size can be formed.
[0106] While the embodiment of the present invention
has been described in detail with reference to the draw-
ings, it will be understood by those skilled in the art that
the invention can be implemented in other specific forms
without changing the technical spirit or essential features
of the invention. Therefore, it should be noted that the
forgoing embodiments are merely illustrative in all as-
pects and are not to be construed as limiting the inven-
tion. The scope of the invention is defined by the append-
ed claims rather than the detailed description of the in-
vention. All changes or modifications or their equivalents
made within the meanings and scope of the claims should
be construed as falling within the scope of the invention.

Claims

1. A thin film transistor substrate comprising:

a first thin film transistor (T1);
a second thin film transistor (T2);
a first storage capacitor electrode (ST1);
an oxide layer (SIO) covering the first thin film
transistor (T1) and the second thin film transistor
(T2), and exposing the first storage capacitor
electrode (ST1);
a nitride layer (SIN) on the oxide layer (SIO) and
covering the first storage capacitor electrode
(ST1);
a second storage capacitor electrode (ST2) on
the nitride layer (SIN), wherein the second ca-
pacitor electrode overlaps with the first storage
capacitor electrode (ST1);
a planar layer (PLN) covering the first thin film
transistor (T1), the second thin film transistor
(T2) and the second storage capacitor electrode
(ST2): and
a pixel electrode (ANO) on the planar layer
(PLN).

2. The thin film transistor substrate according to claim
1, wherein the first thin film transistor (T1) includes:

a first semiconductor layer (A1);
a first gate electrode (G1) overlapping with mid-
dle portions of the first semiconductor layer (A1);
a first source electrode (S1) contacting a first
side of the first semiconductor layer (A1);
a first drain electrode (D1) contacting a second
side of the first semiconductor layer (A1);
a first pixel contact hole (PH1) exposing the first
drain electrode (D1) penetrating the nitride layer
(SIN) and the oxide layer (SIO); and
an auxiliary drain electrode (AD) contacting the
first drain electrode (D1) via the first pixel contact
hole (PH1),
wherein the pixel electrode (ANO) contacts the
auxiliary drain electrode (AD) via a second pixel
contact hole (PH2) exposing the auxiliary drain
electrode (AD) penetrating the planar layer
(PLN).

3. The thin film transistor substrate according to claim
2, wherein the auxiliary drain electrode (AD) is a part
of the same layer as the second storage capacitor
electrode (ST2), and includes the same material as
the second storage capacitor electrode (ST2).

4. The thin film transistor substrate according to any
one of claims 1 to 3, wherein the second thin film
transistor is a switching element for selecting a pixel,
and
wherein the first thin film transistor (T1) is a driving
element for supplying video data to the pixel selected
by the second thin film transistor (T2).

5. The thin film transistor substrate according to any
one of claims 1 to 4, wherein the oxide layer (SIO)
has thickness of 3,000 Å at least, and
wherein the nitride layer (SIN) has thickness of 500
Å to 3,000 Å.

6. The thin film transistor substrate according to any
one of claims 1 to 5, wherein the first thin film tran-
sistor has a top gate structure and the second thin
film transistor has a bottom gate structure.

7. The thin film transistor substrate according to any
one of claims 1 to 6, comprising:

a first semiconductor layer (A1) including a poly-
crystalline semiconductor material;
a gate insulating layer (GI) covering the first
semiconductor layer (A1);
a first gate electrode (G1) overlapping with the
first semiconductor layer (A1) on the gate insu-
lating layer (GI);
a second gate electrode (G2) on the gate insu-
lating layer (GI);
an intermediate insulating layer (ILD) covering
the first gate electrode (G1) and the second gate
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electrode (G2);
a second semiconductor layer (A2) including an
oxide semiconductor material overlapping the
second gate electrode (G2) on the intermediate
insulating layer (ILD);
a first source electrode (S1) and a first drain elec-
trode (D1) on the intermediate insulating layer
(ILD); and
a second source electrode (S2) and a second
drain electrode (D2) on the second semiconduc-
tor layer (A2),
wherein the first thin film transistor (T1) includes
the first semiconductor layer (A1), the first gate
electrode (G1), the first source electrode (S1)
and the first drain electrode (D1), and
wherein the second thin film transistor (T2) in-
cludes the second semiconductor layer (A2), the
second gate electrode (G2), the second source
electrode (S2) and the second drain electrode
(D2).

8. The thin film transistor substrate according to the
claim 7, wherein the first storage capacitor electrode
(ST1) is on the intermediate insulating layer (ILD).

9. The thin film transistor substrate according to the
claim 7 or 8, wherein the first storage capacitor elec-
trode (ST1) is a part of the same layer as the second
source electrode (S2) and the second drain elec-
trode (D2), and includes the same material as the
second source electrode (S2) and the second drain
electrode (D2).

10. The thin film transistor substrate according to any
one of claims 1 to 9, comprising a display area and
a non-display area, wherein the second thin-film
transistor (T2) is in the display area and the first thin-
film transistor (T1) and the first storage capacitor
electrode (ST1) are in the non-display area.
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