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(54) METHOD, USER EQUIPMENT, AND SERVER FOR IMPLEMENTING INFORMATION SHARING

(57) Embodiments of the present invention provide
methods, a user equipment, and a server for sharing in-
formation. One method for implementing information
sharing includes: receiving shared information of another
user, location information corresponding to the shared
information, and indication information used to indicate
at least one sharing object that is capable of acquiring
the shared information, where the location information
indicates a location for the shared information to be dis-

played on a desktop of another user equipment; and dis-
playing the shared information according to the location
information. In the embodiments of the present invention,
information or a desktop can be shared in real time be-
tween two or more user equipments, so that a user of a
user equipment is capable of tracing the status of a user
of another user equipment and acquiring information on
the shared desktop in real time.
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Description

FIELD OF THE INVENTION

[0001] Embodiments of the present invention relate to
the field of communications, and in particular to a method,
a user equipment, and a server for implementing infor-
mation sharing, and an apparatus for implementing desk-
top sharing.

BACKGROUND OF THE INVENTION

[0002] With the popularity of mobile terminals, a user
equipment, for example, a mobile phone, has become a
center for processing personal information and a medium
for contacting others. For particularly-concerned contact
persons, a user always wants to know what they are do-
ing, for example, what songs they are listening to, what
games they are playing, where they are, and how the
weather is there; or when being in a certain group, the
user wants to know what members in the group are doing.
At the same time, the user may have expectation of shar-
ing a current behavior of the user itself.
[0003] However, Bluetooth can only be used to imple-
ment simple file sharing, and cannot meet a real-time
sharing requirement. Alternatively, the manner for imple-
menting remote desktop sharing by using a remote desk-
top similar to a Microsoft ("Microsoft") Windows ("Win-
dows") system also can only be used to view and control
a remote terminal, and cannot be used to acquire content
of a file of an opposite party.

SUMMARY OF THE INVENTION

[0004] Embodiments of the present invention provide
a method, a user equipment, a server for implementing
information sharing, and an apparatus for implementing
desktop sharing, so as to share or acquire information or
a desktop in real time.
[0005] In one aspect, a method for implementing infor-
mation sharing is provided, including: receiving shared
information of another user and location information cor-
responding to the shared information, where the location
information indicates a location for the shared information
to be displayed on a desktop of the another user equip-
ment; and displaying the shared information according
to the location information.
[0006] In another aspect, a method for implementing
information sharing is provided, including: sending, to a
cloud server, at least one piece of shared information,
location information corresponding to the shared infor-
mation, and indication information used to indicate at
least one sharing object that is capable of acquiring the
at least one piece of shared information, where the loca-
tion information indicates a location for the shared infor-
mation to be displayed on a desktop of a user equipment.
[0007] In another aspect, a method for implementing
information sharing is provided, including: receiving and

storing shared information, location information corre-
sponding to the shared information, and indication infor-
mation used to indicate at least one sharing object that
acquires the shared information, which are sent by a first
user equipment, where the location information indicates
a location for the shared information to be displayed on
a desktop of the first user equipment.
[0008] In another aspect, a user equipment for imple-
menting information sharing is provided, including: a first
receiving unit, configured to receive shared information
of another user and location information corresponding
to the shared information, where the location information
indicates a location for the shared information to be dis-
played on a desktop of another user equipment; and a
displaying unit, configured to display the shared informa-
tion according to the location information.
[0009] In another aspect, a user equipment for imple-
menting information sharing is provided, including: a sec-
ond sending unit, configured to send, to a cloud server,
at least one piece of shared information, location infor-
mation corresponding to the shared information, and in-
dication information used to indicate at least one sharing
object that is capable of acquiring the at least one piece
of shared information, where the location information in-
dicates a location for the shared information to be dis-
played on a desktop of the user equipment.
[0010] In another aspect, a server for implementing in-
formation sharing is provided, including: a third receiving
unit, configured to receive and store shared information,
location information corresponding to the shared infor-
mation, and indication information used to indicate at
least one sharing object that acquires the shared infor-
mation, which are sent by a first user equipment, where
the location information indicates a location for the
shared information to be displayed on a desktop of the
first user equipment.
[0011] In another aspect, an apparatus for implement-
ing desktop sharing is provided, including, a capturing
module, configured to capture information about a first
change of shared information on a desktop of a user
equipment and/or of location information corresponding
to the shared information, where the location information
indicates a location for the shared information to be dis-
played on the desktop of the user equipment; and a send-
ing module, configured to send the information about the
first change to a cloud server for storage.
[0012] In the embodiments of the present invention,
information or a desktop can be shared in real time be-
tween two or more user equipments, so that a user of a
user equipment is capable of tracing the status of a user
of another user equipment and acquiring information on
a shared desktop in real time.

BRIEF DESCRIPTION OF THE DRAWINGS

[0013] To illustrate the technical solutions in the em-
bodiments of the present invention more clearly, the fol-
lowing briefly describes the accompanying drawings
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needed for describing the embodiments or the prior art.
Apparently, the accompanying drawings in the following
description merely show some embodiments of the
present invention, and persons skilled in the art may de-
rive other drawings from these accompanying drawings
without creative efforts.

FIG. 1 is a flow chart of a method for implementing
information sharing according to an embodiment of
the present invention;
FIG. 2 is a flow chart of a method for implementing
information sharing according to another embodi-
ment of the present invention;
FIG. 3 is a flow chart of a method for implementing
information sharing according to another embodi-
ment of the present invention;
FIG. 4 is a schematic structural diagram of a user
equipment for implementing information sharing ac-
cording to an embodiment of the present invention;
FIG. 5 is a schematic structural diagram of another
user equipment for implementing information shar-
ing according to an embodiment of the present in-
vention;
FIG. 6 is a schematic structural diagram of a cloud
server for implementing information sharing accord-
ing to an embodiment of the present invention; and
FIG. 7 is a schematic structural diagram of an appa-
ratus for implementing desktop sharing according to
an embodiment of the present invention.

DETAILED DESCRIPTION OF THE EMBODIMENTS

[0014] The following clearly and completely describes
the technical solutions according to the embodiments of
the present invention with reference to the accompanying
drawings in the embodiments of the present invention.
Apparently, the embodiments in the following description
are merely a part rather than all of the embodiments of
the present invention. All other embodiments obtained
by persons skilled in the art based on the embodiments
of the present invention without creative efforts shall fall
within the protection scope of the present invention.
[0015] Technical solutions in the present invention
may be applied to various communications systems, for
example, a Global System for Mobile Communications
(GSM, Global System of Mobile communication), a Code
Division Multiple Access (CDMA, Code Division Multiple
Access) system, a Wideband Code Division Multiple Ac-
cess (WCDMA, Wideband Code Division Multiple Ac-
cess Wireless) system, a General Packet Radio Service
(GPRS, General Packet Radio Service) system, and a
Long Term Evolution (LTE, Long Term Evolution) sys-
tem.
[0016] A user equipment (UE, User Equipment) may
also be called a mobile terminal (Mobile Terminal), a mo-
bile user equipment, and the like, and may communicate
with one or more core networks through a radio access
network (for example, RAN, Radio Access Network). The

user equipment may be a mobile terminal, for example,
a mobile phone (alternatively called a "cellular" phone)
and a computer equipped with a mobile terminal. For
example, it may be a portable, pocket, handheld, com-
puter-embedded, or vehicle-mounted mobile apparatus,
which exchanges language and/or data with the radio
access network.
[0017] A base station may be a base transceiver sta-
tion (BTS, Base Transceiver Station) in the GSM or CD-
MA, a NodeB (Node B) in the WCDMA, or an evolved
NodeB (eNB or e-NodeB, evolutional Node B) in the LTE.
[0018] A user may share resources on a user equip-
ment of the user, where the resources are, for example,
an application, a program parameter, and a file, store
shared information corresponding to the resources onto
a cloud server, and authorize another user to download
the resources. The user providing the shared information
is called a sharer, and an authorized user is called a
sharing object. The shared information may be one or
more of the following types of information: a network link,
an application operation parameter, and a file.
[0019] The following describes a method for imple-
menting information sharing according to an embodiment
of the present invention with reference to FIG. 1, which
includes the following steps. In this embodiment, user
equipments are taken as an example for description. Us-
ers interact with a cloud server by using the user equip-
ments. A first user equipment is a sharer, and a second
user equipment is a sharing object of the first user equip-
ment.
[0020] 11. The second user equipment receives
shared information of another user and location informa-
tion corresponding to the shared information, where the
location information indicates a location for the shared
information to be displayed on the another user equip-
ment.
[0021] Here, the shared information includes but is not
limited to one or more of the following types of informa-
tion: a network link, an application operation parameter,
and a file. The network link may be an address for down-
loading an application, an address for downloading an
mp3 file, and the like. The application operation param-
eter may be, for example, time information, weather in-
formation, and region information that are loaded on a
widget, and information about an audio file played in an
audio player. The file may be, for example, an installation
program file, a picture file, and an mp3 file.
[0022] The location information may include informa-
tion that indicates a coordinate location for the shared
application to be displayed on the desktop of the another
user equipment. Further, when the another user equip-
ment has multiple desktops, the location information may
further include information that indicates a desktop iden-
tifier for the shared information to be displayed on the
desktop of the another user equipment.
[0023] Generally, the second user equipment may re-
ceive, from the cloud server, the shared information of
the another user and the location information corre-
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sponding to the shared information, and may also re-
ceive, from a user equipment of the another user, the
shared information and the location information corre-
sponding to the shared information.
[0024] Generally, before receiving the shared informa-
tion of the another user and the location information cor-
responding to the shared information, the second user
equipment may send a download request to the cloud
server, where the download request indicates that shared
information, which is stored by the another user equip-
ment onto the cloud server, needs to be acquired. Then,
the second user equipment receives the shared informa-
tion of the another user and the location information cor-
responding to the shared information, which are sent by
the cloud server according to the download request. It
should be understood that a user of the second user
equipment may manually send the download request to
the cloud server. Alternatively, the second user equip-
ment may be equipped with a timer, so that download
requests are periodically sent to the cloud server. In this
way, if the shared information provided by the first user
equipment is updated periodically, the shared informa-
tion of the first user equipment acquired by the second
user equipment is also updated periodically, thereby en-
suring that the shared information on the two user equip-
ments is basically synchronous.
[0025] Specifically, the user of the second user equip-
ment selects a blank desktop and initiates, on the desk-
top, the download request to the cloud server or the an-
other user equipment. For example, the user of the sec-
ond user equipment selects a "view sharing" option in
the menu (menu) of the desktop. Then, the menu further
provides a list of "contact persons" and an "all contact
persons" option. If the user of the second user equipment
selects one or more "contact persons" from the list of
"contact persons", the download request initiated by the
second user equipment to the cloud server indicates that
shared information of the one or more "contact persons"
needs to be acquired; if the user of the second user equip-
ment selects "all contact persons", the download request
initiated by the second user equipment to the cloud server
indicates that shared information of all contact persons
needs to be acquired, or the download request only in-
dicates that shared information needs to be acquired,
and after receiving the download request, the cloud serv-
er considers by default that the download request indi-
cates that shared information of all contact persons of
the second user equipment needs to be acquired.
[0026] The download request initiated by the second
user equipment may indicate that shared information,
which is stored by at least one user equipment (for ex-
ample, the first user equipment) onto the cloud server,
needs to be acquired; actually, the user may not need to
indicate a user whose shared information needs to be
acquired each time, and the user may set, on the side of
the user equipment of the user itself, a sharer to which
the download request points, for example, the first user
equipment or another user equipment. If no sharer is set

and when initiating the download request, the second
user equipment does not indicate the user whose shared
information needs to be acquired, it may be considered
by default that the download request indicates that
shared information of all sharers corresponding to the
second user equipment needs to be acquired.
[0027] That is, if the download request indicates that
shared information, which is stored by the first user equip-
ment onto the cloud server, needs to be acquired, the
second user equipment receives the shared information
of the first user equipment and location information cor-
responding to the shared information, which are sent by
the cloud server according to the download request.
[0028] Alternatively, if the download request indicates
that specified shared information needs to be acquired,
the second user equipment receives the specified shared
information and location information corresponding to the
shared information, which are sent by the cloud server
according to the download request.
[0029] Alternatively, if the download request initiated
by the second user equipment to the cloud server does
not indicate that specified shared information needs to
be acquired, the second user equipment receives de-
scription information of shared information, where the de-
scription information is sent by the cloud server; sends
a request for acquiring specified shared information to
the cloud server according to the description information;
and finally receives the specified shared information and
location information corresponding to the shared infor-
mation, which are sent by the cloud server.
[0030] At this time, the first user equipment has sent,
to the cloud server, at least one piece of shared informa-
tion, location information corresponding to the shared in-
formation, and indication information used to indicate at
least one sharing object that acquires the at least one
piece of shared information.
[0031] It should be understood that a user of the first
user equipment may specify different shared information
for different sharing objects. For example, the user of the
first user equipment selects a "desktop sharing" option
in the menu on the desktop. Then, the menu further pro-
vides a list of "contact persons". If the user of the first
user equipment selects one or more "contact persons"
from the list of "contact persons", the menu further pro-
vides options of shared information, for example "sharing
a whole desktop" or "sharing part of content". If the user
of the first user equipment selects "sharing a whole desk-
top", the first user equipment uploads all shared informa-
tion of a selected desktop to the cloud server, and indi-
cates, in the indication information, that the shared infor-
mation is provided for the one or more "contact persons".
If the user of the first user equipment selects "sharing
part of content", the user of the first user equipment se-
lects one or more pieces of shared information on the
desktop. Then, the first user equipment uploads the one
or more pieces of shared information to the cloud server,
and indicates, in the indication information, that the
shared information is provided for the one or more "con-
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tact persons".
[0032] For example, the indication information used to
indicate at least one sharing object that acquires the at
least one piece of shared information indicates that shar-
ing objects of the first user equipment include the second
user equipment. It should be understood that after up-
loading the shared information, the location information,
and the indication information to the cloud server, the
first user equipment may further send a sharing notifica-
tion message to a user equipment of the sharing object
indicated in the indication information, so that the sharing
object learns that the first user equipment provides the
shared information.
[0033] In this way, in this embodiment, before sending
the download request to the cloud server, the second
user equipment may receive the sharing notification mes-
sage from the another user equipment (that is, the first
user equipment) that stores the shared information onto
the cloud server, where the sharing notification message
indicates that the another user equipment has stored the
shared information onto the cloud server.
[0034] After receiving the download request sent by
the second user equipment, the cloud server needs to
authenticate the second user equipment, that is, check
whether the second user equipment is in a list of sharing
objects indicated in the indication information that is sent
by the first user equipment. If it is determined that the
second user equipment is a sharing object of the first
user equipment, the cloud server may push the shared
information of the first user equipment and the corre-
sponding location information to the second user equip-
ment according to the download request.
[0035] If the cloud server directly pushes the shared
information and the corresponding location information,
the second user equipment receives the shared informa-
tion and the location information corresponding to the
shared information, which are sent by the cloud server.
[0036] Alternatively, the cloud server may not push the
shared information and the location information, and in-
stead, provides description information of shared infor-
mation for the second user equipment, for example, pro-
viding a list of shared information that is shared by the
first user equipment with the second user equipment. The
user of the second user equipment selects shared infor-
mation expected to be acquired in the description infor-
mation. Then, the second user equipment sends a re-
quest for acquiring specified shared information to the
cloud server according to the selection of the user of the
second user equipment. The cloud server pushes, to the
second user equipment according to the request, the
shared information selected by the user of the second
user equipment and corresponding location information.
At this time, the second user equipment receives the
specified shared information and the location information
corresponding to the shared information, which are sent
by the cloud server.
[0037] 12. Finally, the second user equipment displays
the shared information according to the location informa-

tion.
[0038] The first user equipment uploads the location
information while uploading the shared information.
Therefore, after receiving the shared information, the
second user equipment may display the shared informa-
tion on a desktop according to the location information.
The location information includes coordinate location in-
formation. Therefore, it may be ensured that the location
for the shared information to be displayed on the desktop
of the second user equipment is basically the same as
the location for the shared information to be displayed
on the desktop of the first user equipment. The locations
are "basically" the same because screen specifications
of each user equipment may be different. In this case,
the shared information may be displayed on the desktop
of the second user equipment according to the coordi-
nation location information of the location for the shared
information to be displayed on the desktop of the first
user equipment, for example, an absolute coordinate or
a relative coordinate ratio. The shared information may
be displayed on a shared desktop in the form of an icon
or a folder.
[0039] In addition, the first user equipment may choose
to share information on its multiple desktops with the sec-
ond user equipment. Therefore, the location information
may further include desktop identifier information to iden-
tify a desktop, from which the shared information comes,
of the first user equipment. This solves the problem of
how to display, on the shared desktop of the second user
equipment, shared information of different desktops but
with the same coordinate location.
[0040] For example, the first user equipment sequen-
tially shares information a and b on its desktop A and
information c on its desktop B with the second user equip-
ment. Assume that the coordinate location of information
a on desktop A is the same as that of information c on
desktop B. In this case, when the second user equipment
requests, on a first desktop that is blank, acquisition of
the shared information of the first user equipment, infor-
mation a and information b are displayed on the first desk-
top, where the coordinate locations of information a and
information b on the first desktop of the second user
equipment are basically the same as that on desktop A
of the first user equipment. Then, prompt information, for
example, "The first user equipment further shares other
information with you. Whether to acquire it or not", is dis-
played on the first desktop. If the user of the second user
equipment selects "yes", a second desktop that is blank
appears following the first desktop. Then, information c
is displayed on the second desktop. As may be seen from
the above, according to the location information, the sec-
ond user equipment preferentially displays, on a same
desktop, shared information with the same desktop iden-
tifier information according to the coordinate location in-
formation.
[0041] In the preceding embodiment, a sequence of
displaying the shared information on the second user
equipment is determined according to the time of upload-
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ing the shared information of the first user equipment.
Information that is preferentially displayed on a first
shared desktop may also be determined in another man-
ner, for example, according to a download progress, pri-
orities of shared information, and the like.
[0042] The preceding content is described based on
the assumption that both the first user equipment and
the second user equipment support desktop sharing. If
the first user equipment or the second user equipment
does not support desktop sharing, the shared information
is not displayed on a desktop, and the shared information
may be displayed in an interface module, for example, a
folder, of the user equipment of the second user.
[0043] After the shared information is displayed on the
desktop, the user of the second user equipment may use
the shared information to, for example, acquire a corre-
sponding shared application through a network link.
[0044] The shared information may be a network link,
an application operation parameter, a file, or the like.
Therefore, the second user may use the shared informa-
tion to acquire an application, a file, or the like corre-
sponding to the shared information. It should be under-
stood that the shared information is not limited to the
preceding examples, and any information that can be
displayed on a desktop may be used as the shared in-
formation.
[0045] Specifically, the shared information may be
used in different ways. For example, if the shared infor-
mation is a network link to an application, a corresponding
application is acquired through the network link; if the
shared information is a network link to an audio file, a
corresponding audio file is acquired through the network
link; if the shared information is an application operation
parameter, the parameter is loaded on a corresponding
application; and if the shared information is a file, the file
is downloaded.
[0046] Actually, when the first user equipment shares
an application and its operation parameter at the same
time, the user of the second user equipment may choose
to acquire the application, choose to acquire the appli-
cation operation parameter, or choose to concurrently
acquire the application and its operation parameter dur-
ing downloading the shared information. During the proc-
ess of using the shared information, the second user
equipment detects whether it has installed the applica-
tion. If the application has not been installed, the second
user equipment installs the application and loads the pa-
rameter. If the second user equipment downloads the
application corresponding to the application operation
parameter when downloading the shared information,
the application may be installed directly; if the second
user equipment only downloads the application operation
parameter when downloading the shared information,
the corresponding application is downloaded from the
network first when the application operation parameter
is used, the application is then installed and operated,
and the application operation parameter is loaded on the
application. If the application has been installed, the sec-

ond user equipment operates the installed application
and loads the parameter. In this way, when the first user
equipment periodically updates the application operation
parameter used as the shared information, the second
user equipment may also acquire the application opera-
tion parameter by periodically updating the application
operation parameter
[0047] For example, the first user equipment shares a
weather widget with the second user equipment. In this
case, the first user equipment shares a weather widget
application and weather information with the second user
equipment. When acquiring the weather widget applica-
tion and the weather information, the second user equip-
ment may first check whether a weather widget applica-
tion on it is consistent with the weather widget application
on the user equipment of the first user. If not consistent,
the weather widget application is downloaded and in-
stalled first, and then the weather information may be
loaded on the new weather widget application. If the first
user equipment periodically shares the weather widget
application and the weather information, the second user
equipment periodically acquires the weather widget ap-
plication and the weather information. However, the sec-
ond user equipment only needs to periodically update
the weather information because the new weather widget
application has been installed. In this way, the user of
the second user equipment is capable of learning in real
time the weather information of the location of the user
of the first user equipment. Certainly, if the user of the
first user equipment only shares the weather information,
the second user equipment may loads the weather infor-
mation on a desktop by using its weather widget appli-
cation. If the weather information is updated in real time,
the user of the second user equipment is also capable
of learning the weather information of the location of the
user of the first user equipment.
[0048] As may be seen from the above, in this embod-
iment, information can be shared in real time between
two or more user equipments, so that a user of a user
equipment is capable of tracing the status of a user of
another user equipment and acquiring information on a
shared desktop in real time.
[0049] In a specific embodiment, after receiving the
download request sent by the second user equipment
for the first time, the cloud server may authenticate the
second user equipment to check whether the second us-
er equipment has the permission to access the cloud
server and check whether the second user equipment is
a sharing object of the user equipment that provides the
shared information expected to be acquired in the down-
load request. After the authentication succeeds (that is,
the second user equipment has the permission to access
the cloud server and is a sharing object of the user equip-
ment that provides the shared information expected to
be acquired in the download request. For example, the
second user equipment indicates, in the download re-
quest, that the shared information of the first user equip-
ment needs to be acquired. In this case, the cloud server
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checks whether the second user equipment has the per-
mission to access the cloud server and is a sharing object
of the first user equipment. Successful authentication in-
dicates that the second equipment user has the permis-
sion to access the cloud server and is a sharing object
of the first user equipment), the cloud server sends the
shared information to the second user equipment. If the
authentication fails, the cloud server notifies the second
user equipment that the authentication fails.
[0050] Generally, if the download request indicates
that the shared information, which is stored by the first
user equipment onto the cloud server, needs to be ac-
quired, the second user equipment receives the shared
information of the first user equipment and the location
information corresponding to the shared information,
which are sent by the cloud server. Alternatively, if the
download request indicates that specified shared infor-
mation needs to be acquired, the second user equipment
receives the specified shared information and the loca-
tion information corresponding to the shared information,
which are sent by the cloud server.
[0051] Specifically, if the download request carries a
specified requirement of shared information (for exam-
ple, it may be specified, in the download request, that
one or more pieces of shared information of the first user
equipment need to be downloaded; and if no shared in-
formation is specified, it may be considered that all
shared information of the first user equipment needs to
be downloaded), the cloud server may directly push the
shared information to the second user equipment. Alter-
natively, the download request may not indicate that
specified shared information needs to be acquired and
may indicate that the shared information of the first user
equipment needs to be acquired. In this case, the cloud
server sends description information of shared informa-
tion to the second user equipment first, and then sends
specified shared information to the second user equip-
ment after the user specifies the shared information that
needs to be downloaded. Therefore, that the second user
equipment receives the shared information and the loca-
tion information corresponding to the shared information,
which are sent by the cloud server specifically includes:
receiving the description information of the shared infor-
mation, where the description information is sent by the
cloud server; sending, to the cloud server according to
the selection of the user, a request for acquiring the spec-
ified shared information; and receiving the specified
shared information. Here, the description information
lists all shared information that is shared by the first user
equipment with the second user equipment.
[0052] That is, the user of the first user equipment
shares resources such as an application and a file that
are on the user equipment, and authorizes the second
user equipment to be a sharing object. Then, the first
user equipment stores the shared information onto the
cloud server, and the second user equipment acquires
the shared information from the cloud server. Contrarily,
if the user of the second user equipment also shares

resources such as an application and a file that are on
the user equipment, and authorizes the first user equip-
ment to be a sharing object, the second user equipment
then stores the shared information onto the cloud server,
and the first user equipment acquires the shared infor-
mation from the cloud server.
[0053] As may be seen from the above, if the first user
equipment and the second user equipment authorize
each other to be a sharing object of each other, that is,
both user equipments are sharing objects for each other.
Then, the first user equipment or the second user equip-
ment may acquire the shared information stored by the
opposite party onto the cloud server.
[0054] Further, implementation of the shared informa-
tion may not be limited to two user equipments, and a
group with two or more user equipments may be involved.
For example, in addition to the first user equipment and
the second user equipment, the group may further in-
clude a third user equipment. Here, the first user equip-
ment, the second user equipment, and the third user
equipment are sharing objects of each other, that is,
group sharing objects.
[0055] The second user equipment may display, ac-
cording to the location information, the shared informa-
tion of the first user equipment acquired from the cloud
server. It should be understood that the shared informa-
tion may be displayed on the same desktop or different
desktops according to the desktop identifier information
in the location information. Preferentially, shared infor-
mation with the same desktop identifier information is
displayed on the same desktop. In addition, the shared
information may be displayed on a shared desktop in the
form of an icon or a folder.
[0056] If more user equipments that are sharing ob-
jects of each other exist in the group, each of the user
equipments may display, on their user equipments,
shared information stored by other user equipments in
the group onto the cloud server, and may also upload
shared information on their own user equipments to the
cloud server.
[0057] Generally, when receiving the download re-
quest initiated by the second user equipment, the cloud
server may first determine whether the second user
equipment has a record of subscribing to a desktop shar-
ing service. If no, the cloud server rejects the download
request of the second user equipment until the user of
the second user equipment completes a registration
process as stipulated by a provider of the "desktop shar-
ing" service. Then, the cloud server further determines
whether the second user equipment acquires the authen-
tication of the first user equipment. If no, the cloud server
rejects the download request of the second user equip-
ment; and if yes, the cloud server delivers the shared
information, which is authorized by the first user equip-
ment and to be shared with the second user equipment,
to the user equipment of the second user.
[0058] After acquiring the shared information, the sec-
ond user equipment may use the shared information dis-
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played on the desktop or in another functional interface
module. When the shared information clicked by the user
of the second user equipment is a network link, the sec-
ond user equipment may download the corresponding
application or file according to the network link. When
information is shared between the first user equipment
and the second user equipment, an application or a file
may not be directly shared, and instead, the manner of
sharing a corresponding network link is adopted. This
may save data traffic. When the shared information is an
application operation parameter and may be data infor-
mation such as weather, time, and region operated in a
widget, the second user equipment may directly apply
the application operation parameter into a corresponding
application in the user equipment. The application oper-
ation parameter may also be ID3 information (a data el-
ement used to describe music information, which gener-
ally refers to the singer, the album name, and the genre
of an mp3 (Moving Picture Experts Group Audio Layer
III) song). In this case, the second user equipment may
search for a corresponding song through the network,
download it, and load it to a music player for playing. If
the application corresponding to the application opera-
tion parameter is not installed on the user equipment, the
second user equipment downloads the corresponding
application from the network, installs the application, and
loads the application operation parameter onto the op-
erating application. When the shared information is a file
which may be a picture or an audio or video file, the sec-
ond user equipment may directly open the file by using
corresponding software. The file may also be an appli-
cation, and the second user equipment may install and
operate the application.
[0059] In addition, it should be understood that the
shared information may not only be downloaded onto the
desktop of the second user equipment, and may also be
added into any module providing the functional interface,
such as a folder. For example, in a folder of the second
user equipment, the user of the second user equipment
chooses to enter a folder interface, and a subfolder, which
is named, for example, "shared information", may be add-
ed on a details interface. When clicking the subfolder,
the user of the second user equipment may view the
shared information.
[0060] Whether the shared information is displayed on
a desktop of a user equipment or in another interface
module is determined according to the device model or
version of the user equipment that acquires the shared
information. However, the desktop where the shared in-
formation is displayed is determined according to the
desktop, in which the user of the second user equipment
initiates the download request, and the desktop identifier
information in the location information that corresponds
to the shared information. If the second user equipment
has multiple desktops, the acquired at least one piece of
shared information may be displayed on the shared desk-
top where the user of the second user equipment initiates
the download request.

[0061] For a group, its user equipments may have a
group shared desktop. When a user equipment down-
loads shared information on the group shared desktop,
the user equipment has a group identity, and may view
shared information of other members in the group on the
group shared desktop. It should be understood that the
shared information that comes from multiple group user
equipments and is displayed on the group shared desk-
top may be displayed on the group shared desktop of a
group user equipment according to the need of a group
user that receives the shared information.
[0062] To sum up, according to the method for imple-
menting information sharing in this embodiment, infor-
mation can be shared in real time between two or more
user equipments, so that a user of a user equipment is
capable of tracing the status of a user of another user
equipment and acquiring information on a shared desk-
top in real time.
[0063] With reference to FIG. 2, the following describes
a method for implementing information sharing by a first
user equipment of an uploading party, including the fol-
lowing steps. For brevity, description that is the same as
that in the preceding embodiment is omitted.
[0064] 21. The first user equipment sends, to a cloud
server, at least one piece of shared information, location
information corresponding to the shared information, and
indication information used to indicate at least one shar-
ing object that acquires the at least one piece of shared
information, where the location information indicates a
location for the shared information to be displayed on a
desktop of the first user equipment.
[0065] Generally, the first user equipment may period-
ically send the at least one piece of shared information
and the location information of the shared information to
the cloud server for storage, and send a sharing notifi-
cation message to a user equipment of the at least one
sharing object indicated in the indication information,
where the sharing notification message is used to notify
the sharing object (for example, a second user equip-
ment) that the first user equipment has stored the shared
information onto the cloud server. In this way, a user of
the second user equipment is capable of detecting in real
time that the first user equipment has uploaded new
shared information.
[0066] It should be understood that a user of the first
user equipment may specify different shared information
for different sharing objects. For example, the user of the
first user equipment may specify that a first group of
shared information is shared with a first group of sharing
objects, and another group of shared information is
shared with another group of sharing objects. The user
of the first user equipment may randomly combine shared
information according to the use’s own need, and specify
different combinations of shared information for different
sharing objects.
[0067] Actually, the first user equipment needs to proc-
ess data to be uploaded to the cloud server to ensure
that the shared information is stored on the cloud server.
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For example, if the user of the first user equipment wants
to share an application, the first user equipment uploads
a network link corresponding to the application in an ap-
plication store APP Store. For example, if the user of the
first user equipment wants to share a song, the first user
equipment uploads ID3 information of the song. For ex-
ample, if the user of the first user equipment wants to
share a network video, the first user equipment uploads
the network link of a video network that provides the net-
work video. For example, if the user of the first user equip-
ment wants to share a picture, the first user equipment
uploads the network link of a network album where the
picture is located. For example, if the user of the first user
equipment wants to share personal data, the first user
equipment uploads the link of a network where the per-
sonal data is located. As may be seen from the above,
data traffic may be saved according to the method for
uploading "shared information".
[0068] Similarly, the second user equipment acquires
the shared information from the cloud server, so that the
second user equipment may use the shared information,
for example, downloading relevant content according to
a network link.
[0069] Generally, the user of the first user equipment
may manually send an upload request to the cloud server.
Alternatively, the first user equipment may be equipped
with a timer, so that upload requests are periodically sent
to the cloud server.
[0070] Actually, before the cloud server receives the
shared information and the location information, the first
user equipment may send the upload request to the cloud
server to acquire user authentication of the cloud server.
[0071] Specifically, for the first user equipment, the first
user equipment sends the upload request to the cloud
server first, and the cloud server performs user authen-
tication on the first user equipment to determine whether
the first user equipment has an upload permission. If the
user authentication on the first user equipment succeeds,
it indicates that the first user equipment has the upload
permission. In this case, the content that needs to be
uploaded may be uploaded to the cloud server and stored
on the cloud server. Here, in addition to being manually
initiated by the user of the first user equipment, the upload
request may also be periodically initiated by using a set-
ting on the side of the first user equipment (for example,
an upload request is initiated every 5 minutes). However,
if the user authentication on the first user equipment fails,
it indicates that the first user equipment does not have
the upload permission. In this case, registration (for ex-
ample short message registration or email registration)
needs to be completed according to a registration proc-
ess stipulated by a provider of the cloud service, so as
to enable the user authentication to be successful. The
registration process is a general registration process. It
may be understood that the user authentication may be
performed when the first user equipment performs initial
uploading to the cloud server. Once the user authentica-
tion on the first user equipment by the cloud server suc-

ceeds, the user authentication does not need to be per-
formed for subsequent uploading of shared information.
[0072] Most existing smart terminals support a multi-
screen desktop. The multi-screen desktop may be divid-
ed into a primary desktop and a secondary desktop. The
primary desktop is generally a centered desktop, and
generally used to place information that is viewed by a
user frequently, for example small window components
about weather and time, a most commonly used shortcut,
and the like. Desktops other than the primary desktop
may all be called secondary desktops. The secondary
desktop is also a part of the multi-screen desktop.
[0073] In addition, the manner in which the shared in-
formation shared by the first user equipment with the sec-
ond user equipment is displayed on the second user
equipment depends on the device model of the second
user. If the device model of the second user equipment
supports a multi-screen desktop, the shared information
may be displayed directly on a desktop of the second
user equipment. The desktop where the shared informa-
tion is displayed is determined according to the desktop
where the user of the second user equipment initiates a
download request. For example, if the user of the second
user equipment initiates the download request on the pri-
mary desktop, the shared information is displayed on the
primary desktop; if the user of the second user equipment
initiates the download request on the secondary desktop,
the shared information is displayed on the secondary
desktop. In addition, if the device model of the second
user equipment does not support desktop sharing, and
only supports folder sharing, shared information of files
such pictures and music may be displayed in a particular
folder on a file manager.
[0074] To sum up, according to the method for imple-
menting information sharing in this embodiment, infor-
mation can be shared in real time between two or more
user equipments, so that a user of a user equipment is
capable of tracing the status of a user of another user
equipment and acquiring information on a shared desk-
top in real time.
[0075] According to the preceding description, the fol-
lowing describes a method for implementing information
sharing by a cloud server with reference to FIG. 3. Con-
tent that is the same as the method for implementing
information sharing on the side of a user equipment in
the preceding embodiment is omitted. The method for
implementing information sharing in this embodiment in-
cludes the following steps.
[0076] 31. The cloud server receives and stores shared
information, location information corresponding to the
shared information, and indication information used to
indicate at least one sharing object that is capable of
acquiring the shared information, which are sent by a first
user equipment, where the location information indicates
a location for the shared information to be displayed on
a desktop of the first user equipment.
[0077] As described above, after the cloud server de-
termines that user authentication on the first user equip-
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ment is successful and thus the first user equipment has
an upload permission, the cloud server receives and
stores at least one piece of shared information, location
information corresponding to the shared information, and
indication information used to indicate at least one shar-
ing object that is capable of acquiring the at least one
piece of shared information, which are sent by the first
user equipment.
[0078] 32. Alternatively, the cloud server further re-
ceives a download request sent by a second user equip-
ment, where the download request indicates that shared
information of at least one user including a first user is
expected to be acquired.
[0079] 33. Finally, the cloud server may send the
shared information and the location information corre-
sponding to the shared information to the second user
equipment.
[0080] Preferentially, the cloud server may periodically
send the shared information and the location information
corresponding to the shared information to the second
user equipment.
[0081] As described above, after receiving the down-
load request, the cloud server may authenticate the sec-
ond user equipment to check whether the second user
equipment has the permission to access the cloud server
and whether the second user equipment is a sharing ob-
ject of the first user equipment. After the authentication
succeeds (that is, the second user equipment has the
permission to access the cloud server and is a sharing
object of the first user equipment), the shared information
and the location information are sent to the second user
equipment. If the authentication fails, the cloud server
notifies the second user equipment that the authentica-
tion fails.
[0082] Specifically, if the cloud server determines, ac-
cording to the indication information, that the second user
equipment is a sharing object of the first user equipment,
the shared information and the location information cor-
responding to the shared information are sent to the sec-
ond user equipment, where the shared information in-
cludes shared information of the first user equipment. If
the cloud server determines, according to the indication
information, that the second user equipment is not a shar-
ing object of the first user equipment, the shared infor-
mation and the location information corresponding to the
shared information are sent to the second user equip-
ment, where the shared information does not include the
shared information of the first user equipment.
[0083] In addition, if the download request carries a
specified requirement of shared information (for exam-
ple, the user of the second user equipment specifies, in
the download request, certain shared information to be
downloaded; if no shared information is specified, it may
be considered that all shared information of the first user
equipment needs to be downloaded), the cloud server
may directly push the shared information to the second
user equipment. Alternatively, the download request may
not carry the specified requirement of shared information.

In this case, the cloud server sends description informa-
tion of shared information to the second user equipment
first, the second user equipment sends a specified re-
quirement to the cloud server after the user of the second
user equipment specifies shared information that needs
to be downloaded, and then the cloud server sends spec-
ified shared information to the second user equipment.
[0084] To sum up, according to the method for imple-
menting information sharing in this embodiment, infor-
mation can be shared in real time between two or more
user equipments, so that a user of a user equipment is
capable of tracing the status of a user of another user
equipment and acquiring information on a shared desk-
top in real time.
[0085] The following describes a user equipment and
a cloud server for implementing information sharing ac-
cording to embodiments of the present invention with ref-
erence to FIG. 4 to FIG. 6.
[0086] In FIG. 4, a user equipment 40 for implementing
desktop sharing includes a first receiving unit 41 and a
displaying unit 42. The first receiving unit 41 is configured
to receive shared information of another user and loca-
tion information corresponding to the shared information,
where the location information indicates a location for the
shared information to be displayed on a desktop of an-
other user equipment. The displaying unit 42 is config-
ured to display the shared information according to the
location information.
[0087] Alternatively, the first receiving unit 41 is con-
figured to receive, from a cloud server, the shared infor-
mation of the another user and the location information
corresponding to the shared information, or receive, from
a user equipment of the another user, the shared infor-
mation and the location information corresponding to the
shared information.
[0088] Here, the shared information includes but is not
limited to one or more of the following types of informa-
tion: a network link, an application operation parameter,
and a file. The location information includes information
that indicates a coordinate location for the shared appli-
cation to be displayed on the desktop of the another user
equipment. Further, when the another user equipment
has multiple desktops, the location information may fur-
ther include information that indicates a desktop identifier
for the shared information to be displayed on the desktop
of the another user equipment.
[0089] Alternatively, the displaying unit 42 is specifi-
cally configured to display shared information with the
same desktop identifier information on the same desktop
according to the location information and the coordinate
location information. In addition, the displaying unit 42 is
configured to display the shared information in the form
of an icon or a folder according to the location information.
[0090] In addition, the user equipment 40 for imple-
menting desktop sharing may further include a process-
ing unit 43, configured to use the shared information. The
processing unit 43 is specifically configured to: when the
shared information is a network link, acquire a corre-
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sponding application or file through the network link;
when the shared information is an application operation
parameter, load the parameter; or when the shared in-
formation is a file, download the file.
[0091] Specifically, that the processing 43 is specifi-
cally configured to: when the shared information is an
application operation parameter, load the parameter,
which includes: when the shared information is an appli-
cation operation parameter, checking whether a shared
application used to load the parameter has been in-
stalled; and if the shared application has been installed,
loading the parameter; or if the shared application has
not been installed, acquiring the corresponding applica-
tion and loading the parameter on the application.
[0092] In addition, the user equipment 40 for imple-
menting desktop sharing may further include a first send-
ing unit 44, configured to send a download request to the
cloud server before the shared information of the another
user and the location information corresponding to the
shared information are received, where the download re-
quest indicates that the shared information, which is
stored by the another user equipment onto the cloud serv-
er, needs to be acquired. At this time, the first receiving
unit 41 is configured to receive the shared information of
the another user and the location information corre-
sponding to the shared information, which are sent by
the cloud server according to the download request.
[0093] Generally, the first sending unit 44 periodically
sends a download request to the cloud server.
[0094] Alternatively, the download request sent by the
first sending unit 44 indicates that shared information,
which is stored by a first user equipment onto the cloud
server, needs to be acquired; then, the first receiving unit
41 receives the shared information of the first user equip-
ment and location information corresponding to the
shared information, which are sent by the cloud server
according to the download request.
[0095] Alternatively, the download request sent by the
first sending unit 44 indicates that specified shared infor-
mation needs to be acquired; then, the first receiving unit
41 receives the specified shared information and location
information corresponding to the shared information,
which are sent by the cloud server according to the down-
load request.
[0096] Alternatively, the first receiving unit 41 may re-
ceive description information of shared information,
where the description information is sent by the cloud
server; then send, to the cloud server according to the
description information, a request for acquiring specified
shared information; and finally receive the specified
shared information and location information correspond-
ing to the shared information, which are sent by the cloud
server.
[0097] Alternatively, the user equipment 40 for imple-
menting desktop sharing may further include a second
receiving unit 45, configured to: before the first sending
unit 44 sends the download request to the cloud server,
receive a sharing notification message from the another

user equipment that stores the shared information onto
the cloud server, where the sharing notification message
indicates that the another user equipment has stored the
shared information onto the cloud server.
[0098] As may be seen from the above, according to
the user equipment in this embodiment, information can
be shared in real time between two or more user equip-
ments, so that a user of a user equipment is capable of
tracing the status of a user of another user equipment
and acquiring information on a shared desktop in real
time.
[0099] In FIG. 5, a user equipment 50 for implementing
information sharing includes a second sending unit 51.
The second sending unit 51 is configured to send, to a
cloud server, at least one piece of shared information,
location information corresponding to the shared infor-
mation, and indication information used to indicate at
least one sharing object that is capable of acquiring the
at least one piece of shared information, where the loca-
tion information indicates a location for the shared infor-
mation to be displayed on a desktop of the user equip-
ment. Here, the shared information includes but is not
limited to one or more of the following types of informa-
tion: a network link, an application operation parameter,
and a file.
[0100] Further, the second sending unit 51 periodically
sends at least one piece of shared information and loca-
tion information corresponding to the shared information
to the cloud server.
[0101] In addition, the user equipment 50 for imple-
menting information sharing may further include a third
sending unit 52, configured to send a sharing notification
message to a user equipment of the at least one sharing
object indicated in the indication information, where the
sharing notification message is used to notify that the
shared information has been stored on the cloud server.
[0102] As may be seen from the above, according to
the user equipment in this embodiment, information can
be shared in real time between two or more user equip-
ments, so that a user of a user equipment is capable of
tracing the status of a user of another user equipment
and acquiring information on a shared desktop in real
time.
[0103] The foregoing separately describes the user
equipment 50 that uploads shared information and the
user equipment 40 that downloads shared information.
It should be understood that a user equipment that sup-
ports both uploading shared information and download-
ing shared information may have the functional modules
and units of the user equipment 40 and the user equip-
ment 50 at the same time.
[0104] FIG. 6 is a schematic structural diagram of a
cloud server for implementing information sharing.
[0105] In FIG. 6, a cloud server 60 for implementing
information sharing includes a third receiving unit 61,
configured to receive and store shared information, lo-
cation information corresponding to the shared informa-
tion, and indication information used to indicate at least
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one sharing object that acquires the shared information,
which are sent by a first user equipment, where the lo-
cation information indicates a location for the shared in-
formation to be displayed on a desktop of the first user
equipment. Here, the shared information includes but is
not limited to one or more of the following types of infor-
mation: a network link, an application operation param-
eter, and a file.
[0106] In addition, the cloud server 60 for implementing
information sharing may further include a fourth receiving
unit 62 and a fourth sending unit 63. The fourth receiving
unit 62 is specifically configured to receive a download
request of a second user equipment, where the download
request indicates that shared information of at least one
user equipment including the first user equipment needs
to be acquired. The fourth sending unit 63 is configured
to send the shared information and location information
corresponding to the shared information to the second
user equipment.
[0107] In addition, the cloud server 60 for implementing
information sharing may further include an authentication
unit 64, configured to: after the fourth receiving unit 62
receives the download request sent by the second user
equipment and before the fourth sending unit 63 sends
the shared information and the location information cor-
responding to the shared information to the second user
equipment, determine, according to the indication infor-
mation, whether the second user equipment is a sharing
object of the first user equipment. If the authentication
unit 64 determines that the second user equipment is a
sharing object of the first user equipment, the fourth send-
ing unit 63 is configured to send the shared information
and the location information corresponding to the shared
information to the second user equipment, where the
shared information includes shared information of the
first user equipment. Alternatively, if the authentication
unit 64 determines that the second user equipment is not
a sharing object of the first user equipment, the fourth
sending unit 63 is configured to send the shared infor-
mation and the location information corresponding to the
shared information to the second user equipment, where
the shared information does not include the shared in-
formation of the first user equipment.
[0108] Generally, the fourth sending unit 63 periodical-
ly sends the shared information and the location infor-
mation corresponding to the shared information to the
second user equipment.
[0109] As may be seen from the above, the cloud serv-
er in this embodiment is capable of implementing infor-
mation sharing between two or more user equipments,
so that a user of a user equipment is capable of tracing
the status of a user of another user equipment and ac-
quiring information on a shared desktop in real time.
[0110] On the basis of implementing information shar-
ing, the following describes a method for implementing
desktop sharing with reference to a specific embodiment.
For ease of description, the following takes desktop shar-
ing between only two users as an example. It should be

understood that a method for implementing desktop shar-
ing between more users is similar to that for implementing
desktop sharing between two users. Similarly, a first user
is a provider who provides shared information, and a sec-
ond user is a sharing object of the first user.
[0111] In the specific embodiment of implementing
desktop sharing, a special desktop (herein after referred
to as super_launcher) is proposed. The special desktop
super_launcher replaces an existing desktop (launcher)
of an operating system of a smart terminal. The special
desktop super_launcher may collect various information
including shortcuts of a wallpaper, time, and the like, or
an application corresponding to a small window compo-
nent widget and corresponding location information. All
particular activities performed by the first user on the spe-
cial desktop super_launcher are recorded and stored in
a database on a cloud server.
[0112] For example, if the first user replaces the wall-
paper of a desktop, a joint photographic experts group
(JPEG, Joint Photographic Experts Group) picture of a
new wallpaper after the replacement, and exchangeable
image file format (EXIF, Exchangeable image file format)
information and location information of the picture are all
stored in the database on the cloud server. If the first
user installs an application and creates a shortcut of the
application on the special desktop super_launcher, the
name, version, icon, and location information of the ap-
plication corresponding to the shortcut are recorded in
the database on the cloud server. If the first user adds a
small window component widget on the special desktop
super_launcher, the name, icon, and location information
of the application corresponding to the small window
component widget are recorded in the database on the
cloud server.
[0113] For another example, if the first user performs
an activity by using a widget on the special desktop
super_launcher, for example, playing a song of an mp3
format, ID3 information of the song being played is to be
updated to the database on the cloud server in real time.
To avoid an oversize database, the database only
records the ID3 information of the mp3 song being played
by the first user.
[0114] A user equipment using the super_launcher
may connect to the cloud server (herein after referred to
as super_launcher server) by using a private account.
When the second user initiates a desktop sharing request
to the first user, the super_launcher server performs user
authentication on the second user and after the first user
accepts the desktop sharing request, the super_launcher
server pushes information stored in the database by the
first user to the second user. A special desktop
super_launcher of a user equipment of the second user
displays the acquired shared information of the first user
according to the corresponding location information. If
the second user is interested in some content in the
shared information of the first user and wants to own a
certain application on a special desktop super_launcher
of a user equipment of the first user, the second user
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may click a corresponding icon of the shared application
formed on the user equipment of the second user, and
then the user equipment of the second user downloads
the corresponding application from an application store
APP Store onto the user equipment of the second user
according to application information (application name
and version) corresponding to the icon.
[0115] It should be noted that if the application system
of the user equipment of the second user does not sup-
port the special desktop super_launcher, the second user
is only capable of acquiring part of shared information
from the super_launcher server, that is, the desktop
launcher of the user equipment of the first user cannot
be generated by using the desktop launcher of the user
equipment of the second user, and only some download-
able shared information (for example ID3 or a network
link) may be directly downloaded to a specified folder.
[0116] As may be seen from the above, an existing
desktop launcher of a smart terminal already features
extensibility and may implement common operations of
applications by adding small window components widg-
ets of various applications in addition to displaying com-
mon icons of shortcuts. For example, a small window
component widget of a player on an Android (Android)
system may implement play, pause of music, or the like.
[0117] If the cloud server synchronizes and acquires
various information of a wallpaper, time, a shortcut, and
an application that corresponds to a small window com-
ponent on a desktop launcher of a smart terminal of the
first user, and the first user selectively shares the data
with a particular person (for example, the second user),
the second user clicks an icon of the shared information
and may find an original file or original data of a shared
application by using the shared information correspond-
ing to the icon. In this way, desktop sharing may be im-
plemented.
[0118] Desktop sharing may help users learn informa-
tion of each other and easily view the information of each
other without the need of real-time setting. The shared
information may describe not only the environment (for
example, the city, time, and weather) where a user is
currently located but also a current operation of the user
(for example, a song being listened to, a game being
played, a photo being taken, or a place where the user
is having a meal).
[0119] For example, user A and user B are a couple,
user A is abroad for a business trip, and user B is at
home. User A shares a clock widget (including the net-
work link and time data of the clock widget application)
on a desktop with user B. When user B wants to call user
A, user B does not need to query for the current time of
user A (because of a time difference abroad) by other
means, downloads the time widget application shared by
user A and loads the time data through the network link,
which is equivalent to directly viewing the shared clock
widget on the desktop of user A, and is capable of learning
the time of the country or city where user A is located.
Similarly, a weather condition of the city where user A is

located currently may also be instantly learned. It should
be understood that, if user B is only interested in the time
widget application of user A, user B may acquire the clock
widget application shared by user A through the network
link only. In this way, the time of the location of user B
may be displayed on a user equipment of user B by using
the time widget application of user A. Alternatively, if user
B only wants to learn the current time of the location of
user A, user B may only acquire time data of user A and
load in a time widget application of the user equipment
of user B.
[0120] For example, user C and user D are friends and
share a desktop. User C may view, on the shard desktop,
that user D is listening to music. If user C also wants to
listen to the piece of music, user C may click information
about the piece of music that user D is playing. Then, the
network performs searching and provides an online mu-
sic link of the piece of music for user C. In this way, user
C is capable of playing the piece of online music by using
a player of user C. Alternatively, user D views an icon of
a mini game on the shared desktop. If user D also wants
to play the game, user D may click a game icon (icon)
on the shared desktop. Then, the network performs
searching and downloads the game onto the desktop of
user D.
[0121] In addition, a group member may trace status
of other group members in real time by using a shared
desktop. For example, user E, user F, and user G are
colleagues in a project team and they share a desktop.
The desktop is a group desktop. If user E places a game
icon on the shared group desktop, user F and user G are
capable of viewing the game icon on the group desktop
and downloading the game onto their own desktops.
[0122] As may be seen from the above, the shared
desktop is capable of displaying shared information for
a sharing object in all dimensions, facilitating viewing of
the shared information, and easily acquiring a shared
application and shared resources.
[0123] The preceding data information such as time,
weather, city, and ID3 information may be displayed in
the form of a data file or the form of a file icon.
[0124] On the basis of implementation of information
sharing, the following describes a method for implement-
ing desktop sharing with reference to a specific embod-
iment. For ease of description, the following takes desk-
top sharing between only two users as an example. It
should be understood that a method for implementing
desktop sharing between more users is similar to that for
implementing desktop sharing between two users. Sim-
ilarly, the first user is a provider who provides shared
information, and the second user is a sharing object of
the first user.
[0125] Base on the above content, the present inven-
tion further provides an apparatus for implementing desk-
top sharing. Specifically, referring to FIG. 7, the appara-
tus 70 for implementing desktop sharing may include a
capturing unit 71 and a sending unit 72. The capturing
unit 71 is configured to capture information about a first
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change of shared information on a desktop of a user
equipment and/or of location information corresponding
to the shared information. When the shared information
is changed, the capturing unit 71 captures the changed
shared information; when the location information corre-
sponding to the shared information is changed, the cap-
turing unit 71 captures the changed location information;
and when both the shared information and the location
information corresponding to the shared information are
changed, the capturing unit 71 captures the changed
shared information and location information. The sending
unit 72 is configured to send the information about the
first change to a cloud server for storage. Generally, the
capturing unit 71 periodically captures information about
a first change of shared information on a desktop of a
user equipment and/or of location information corre-
sponding to the shared information. Here, the location
information indicates a location for the shared information
to be displayed on the desktop of the user equipment. In
addition, the apparatus 70 for implementing desktop
sharing may further include a receiving unit 73 and an
updating unit 74. The receiving unit 73 receives, from the
cloud server, information about a second change of
shared information on a desktop of another user equip-
ment and/or location information corresponding to the
shared information. The updating unit 74 updates, ac-
cording to the information about the second change of
the shared information on the desktop of the another user
equipment and/or the location information corresponding
to the shared information, shared information on a desk-
top of its user equipment and/or location information cor-
responding to the shared information. Generally, the re-
ceiving unit 73 periodically receives, from the cloud serv-
er, information about a second change of shared infor-
mation on a desktop of a user equipment of another user
and/or location information corresponding to the shared
information.
[0126] Here, the shared information includes but is not
limited to one or more of the following types of informa-
tion: a network link, an application operation parameter,
and a file.
[0127] In this way, in this embodiment, information can
be shared in real time between two or more user equip-
ments, so that a user of a user equipment is capable of
tracing the status of a user of another user equipment
and acquiring information on a shared desktop in real
time.
[0128] Persons skilled in the art should appreciate that,
in combination with the examples described in the em-
bodiments here, units and algorithm steps can be imple-
mented by electronic hardware, or a combination of com-
puter software and electronic hardware. Whether the
functions are executed by hardware or software depends
on the particular applications and design constraint con-
ditions of technical solutions. Persons skilled in the art
may use different methods to implement the described
functions for each particular application, but it should not
be considered that the implementation goes beyond the

scope of the present invention.
[0129] It may be clearly understood by persons skilled
in the art that, for the purpose of convenient and brief
description, for a detailed working process of the forego-
ing system, apparatus and unit, reference may be made
to the corresponding process in the method embodi-
ments, and the details are not described here again.
[0130] In the embodiments provided in the present ap-
plication, it should be understood that the disclosed sys-
tem, apparatus, and method may be implemented in oth-
er manners. For example, the apparatus embodiments
described above are merely exemplary. For example,
unit division is merely logical function division and may
be other division in actual implementation. For example,
multiple units or components may be combined or inte-
grated into another system, or some features may be
ignored or not performed. In addition, the displayed or
discussed mutual couplings or direct couplings or com-
munication connections are implemented through some
interfaces. The indirect couplings or communication con-
nections between devices or units may be implemented
in electronic, mechanical or other forms.
[0131] The units described as separate parts may or
may not be physically separate, and parts displayed as
units may or may not be physical units, that is, may be
located in one position, or may be distributed on multiple
network elements. A part or all of the units may be se-
lected according to actual needs to achieve the objec-
tives of the solutions of the embodiments.
[0132] In addition, functional units in the embodiments
of the present invention may be integrated into a process-
ing unit, or each of the units may exist alone physically,
or two or more units are integrated into a unit.
[0133] When being implemented in the form of a soft-
ware functional unit and sold or used as a separate prod-
uct, the functions may be stored in a computer-readable
storage medium. Based on such understanding, the tech-
nical solutions of the present invention essentially, or the
part contributing to the prior art, or a part of the technical
solutions may be implemented in a form of a software
product. The computer software product is stored in a
storage medium, and includes several instructions for
instructing a computer device (which may be a personal
computer, a server, a network device, and the like) to
execute all or part of the steps of the method described
in the embodiment of the present invention. The storage
medium includes any medium that may store program
codes, such as a U-disk, a removable hard disk, a read-
only memory (ROM, Read-Only Memory), a random ac-
cess memory (RAM, Random Access Memory), a mag-
netic disk, or an optical disk.
[0134] The foregoing descriptions are merely exem-
plary embodiments of the present invention, but not in-
tended to limit the protection scope of the present inven-
tion. Any variation or replacement made by persons
skilled in the art without departing from the spirit of the
present invention shall fall within the protection scope of
the present invention. Therefore, the protection scope of
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the present invention shall be subject to the appended
claims.
[0135] Further embodiments of the present invention
are provided in the following. It should be noted that the
numbering used in the following section does not neces-
sarily need to comply with the numbering used in the
previous sections.

Embodiment 1. A method for implementing informa-
tion sharing, comprising:

receiving shared information of another user
and location information corresponding to the
shared information, wherein the location infor-
mation indicates a location for the shared infor-
mation to be displayed on a desktop of another
user equipment; and
displaying the shared information according to
embodiment the location information.

Embodiment 2. The method according to embodi-
ment 1, wherein the shared information comprises
but is not limited to one or more of the following types
of information: a network link, an application opera-
tion parameter, and a file.
Embodiment 3. The method according to embodi-
ment 1 or 2, wherein the location information com-
prises information that indicates a coordinate loca-
tion for the shared application to be displayed on the
desktop of the another user equipment.
Embodiment 4. The method according to embodi-
ment 3, wherein the location information further com-
prises information that indicates a desktop identifier
for the shared information to be displayed on the
desktop of the another user equipment.
Embodiment 5. The method according to embodi-
ment 4, wherein the displaying the shared informa-
tion according to embodiment the location informa-
tion comprises:

displaying, on a same desktop, shared informa-
tion with same desktop identifier information ac-
cording to embodiment the location information
and the coordinate location information.

Embodiment 6. The method according to any one of
embodiments 1 to 5, wherein the displaying the
shared information according to embodiment the lo-
cation information comprises: displaying the shared
information in the form of an icon or a folder accord-
ing to embodiment the location information.
Embodiment 7. The method according to any one of
embodiments 1 to 6, further comprising:

using the shared information.

Embodiment 8. The method according to embodi-
ment 7, wherein the using the shared information

comprises:

when the shared information is a network link,
acquiring a corresponding application through
the network link; or
when the shared information is an application
operation parameter, loading the parameter; or
when the shared information is a file, download-
ing the file.

Embodiment 9. The method according to embodi-
ment 8, wherein the when the shared information is
an application operation parameter, loading the pa-
rameter comprises:

when the shared information is an application
operation parameter, detecting whether a
shared application used to load the parameter
has been installed; and
if the shared application has been installed,
loading the parameter; or
if the shared application has not been installed,
acquiring the corresponding application and
loading the parameter on the application.

Embodiment 10. The method according to any one
of embodiments 1 to 9, wherein the receiving shared
information of another user and location information
corresponding to the shared information comprises:

receiving, from a cloud server, the shared infor-
mation of the another user and the location in-
formation corresponding to the shared informa-
tion; or
receiving, from a user equipment of the another
user, the shared information and the location in-
formation corresponding to the shared informa-
tion.

Embodiment 11. The method according to any one
of embodiments 1 to 10, wherein before the receiving
shared information of another user and location in-
formation corresponding to the shared information,
the method further comprises:

sending a download request to the cloud server,
wherein the download request indicates that
shared information, which is stored by the an-
other user equipment onto the cloud server,
needs to be acquired; and
the receiving shared information of another user
and location information corresponding to the
shared information comprises:

receiving the shared information of the an-
other user and the location information cor-
responding to the shared information, which
are sent by the cloud server according to
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embodiment the download request.

Embodiment 12. The method according to embodi-
ment 11, wherein the sending a download request
to the cloud server comprises:

periodically sending a download request to the
cloud server.

Embodiment 13. The method according to embodi-
ment 11 or 12, wherein that the download request
indicates that shared information, which is stored by
the another user equipment onto the cloud server,
needs to be acquired is that: the download request
indicates that shared information, which is stored by
a first user equipment onto the cloud server, needs
to be acquired; and then
the receiving the shared information of the another
user and the location information corresponding to
the shared information, which are sent by the cloud
server according to embodiment the download re-
quest comprises:

receiving the shared information of the first user
equipment and location information correspond-
ing to the shared information, which are sent by
the cloud server according to embodiment the
download request.

Embodiment 14. The method according to embodi-
ment 11 or 12, wherein that the download request
indicates that shared information, which is stored by
the another user equipment onto the cloud server,
needs to be acquired is that: the download request
indicates that specified shared information needs to
be acquired; and then
the receiving the shared information of the another
user and the location information corresponding to
the shared information, which are sent by the cloud
server according to embodiment the download re-
quest comprises:

receiving the specified shared information and
location information corresponding to the
shared information, which are sent by the cloud
server according to embodiment the download
request.

Embodiment 15. The method according to embodi-
ment 11 or 12, wherein the receiving the specified
shared information and location information corre-
sponding to the shared information, which are sent
by the cloud server according to embodiment the
download request comprises:

receiving description information of shared in-
formation, wherein the description information
is sent by the cloud server;

sending a request for acquiring specified shared
information to the cloud server according to em-
bodiment the description information; and
receiving the specified shared information and
location information corresponding to the
shared information, which are sent by the cloud
server.

Embodiment 16. The method according to embodi-
ment 11 or 15, before the sending a download re-
quest to the cloud server, further comprising:

receiving a sharing notification message from
the another user equipment that stores the
shared information onto the cloud server,
wherein the sharing notification message indi-
cates that the another user equipment has
stored the shared information onto the cloud
server.

Embodiment 17. A method for implementing infor-
mation sharing, comprising:

sending, to a cloud server, at least one piece of
shared information, location information corre-
sponding to the shared information, and indica-
tion information used to indicate at least one
sharing object that is capable of acquiring the at
least one piece of shared information, wherein
the location information indicates a location for
the shared information to be displayed on a
desktop of a user equipment.

Embodiment 18. The method according to embodi-
ment 17, wherein the shared information comprises
but is not limited to one or more of the following types
of information: a network link, an application opera-
tion parameter, and a file.
Embodiment 19. The method according to embodi-
ment 17 or 18, wherein the sending, to a cloud server,
at least one piece of shared information and location
information corresponding to the shared information
comprises:

periodically sending at least one piece of shared
information and location information corre-
sponding to the shared information to the cloud
server.

Embodiment 20. The method according to any one
of embodiments 17 to 19, further comprising:

sending a sharing notification message to a user
equipment of the at least one sharing object in-
dicated in the indication information, wherein the
sharing notification message is used to notify
that the shared information has been stored on
the cloud server.
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Embodiment 21. A method for implementing infor-
mation sharing, comprising:

receiving and storing shared information, loca-
tion information corresponding to the shared in-
formation, and indication information used to in-
dicate at least one sharing object that acquires
the shared information, which are sent by a first
user equipment, wherein the location informa-
tion indicates a location for the shared informa-
tion to be displayed on a desktop of the first user
equipment.

Embodiment 22. The method according to embodi-
ment 21, wherein the shared information comprises
but is not limited to one or more of the following types
of information: a network link, an application opera-
tion parameter, and a file.
Embodiment 23. The method according to embodi-
ment 21 or 22, further comprising:

receiving a download request sent by a second
user equipment, wherein the download request
indicates that shared information of at least one
user equipment comprising the first user equip-
ment needs to be acquired; and
sending the shared information and location in-
formation corresponding to the shared informa-
tion to the second user equipment.

Embodiment 24. The method according to embodi-
ment 23, after the receiving a download request sent
by a second user equipment and before the sending
the shared information and location information cor-
responding to the shared information to the second
user equipment, comprising:

determining, according to embodiment the indi-
cation information, whether the second user
equipment is a sharing object of the first user
equipment; and
if the second user equipment is a sharing object
of the first user equipment, sending the shared
information and the location information corre-
sponding to the shared information to the sec-
ond user equipment, wherein the shared infor-
mation comprises shared information of the first
user equipment; or
if the second user equipment is not a sharing
object of the first user equipment, sending the
shared information and the location information
corresponding to the shared information to the
second user equipment, wherein the shared in-
formation does not comprise the shared infor-
mation of the first user equipment.

Embodiment 25. The method according to embodi-
ment 23 or 24, wherein the sending the shared in-

formation and location information corresponding to
the shared information to the second user equipment
comprises:

periodically sending the shared information and
the location information corresponding to the
shared information to the second user equip-
ment.

Embodiment 26. A user equipment for implementing
information sharing, comprising:

a first receiving unit, configured to receive
shared information of another user and location
information corresponding to the shared infor-
mation, wherein the location information indi-
cates a location for the shared information to be
displayed on a desktop of another user equip-
ment; and
a displaying unit, configured to display the
shared information according to embodiment
the location information.

Embodiment 27. The user equipment according to
embodiment 26, wherein the shared information
comprises but is not limited to one or more of the
following types of information: a network link, an ap-
plication operation parameter, and a file.
Embodiment 28. The user equipment according to
embodiment 26 or 27, wherein the location informa-
tion indicates information about a coordinate location
for the shared application to be displayed on the
desktop of the another user equipment.
Embodiment 29. The user equipment according to
embodiment 28, wherein the location information fur-
ther comprises information that indicates a desktop
identifier for the shared information to be displayed
on the desktop of the another user equipment.
Embodiment 30. The user equipment according to
embodiment 29, wherein the displaying unit is spe-
cifically configured to:

display, on a same desktop, shared information
with same desktop identifier information accord-
ing to embodiment the location information and
the coordinate location information.

Embodiment 31. The user equipment according to
any one of embodiments 26 to 30, wherein the dis-
playing unit is configured to:

display the shared information in the form of an
icon or a folder according to embodiment the
location information.

Embodiment 32. The user equipment according to
any one of embodiments 26 to 31, further compris-
ing:
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a processing unit, configured to use the shared
information.

Embodiment 33. The user equipment according to
embodiment 32, wherein the processing unit is spe-
cifically configured to:

when the shared information is a network link,
acquire a corresponding application through the
network link; or
when the shared information is an application
operation parameter, load the parameter; or
when the shared information is a file, download
the file.

Embodiment 34. The user equipment according to
embodiment 33, wherein that the processing unit is
specifically configured to, when the shared informa-
tion is an application operation parameter, load the
parameter comprises:

when the shared information is an application
operation parameter, checking whether a
shared application used to load the parameter
has been installed; and
if the shared application has been installed,
loading the parameter; or
if the shared application has not been installed,
acquiring the corresponding application and
loading the parameter on the application.

Embodiment 35. The user equipment according to
any one of embodiments 26 to 34, wherein the first
receiving unit is specifically configured to:

receive, from a cloud server, the shared infor-
mation of the another user and the location in-
formation corresponding to the shared informa-
tion; or
receive, from a user equipment of the another
user, the shared information and the location in-
formation corresponding to the shared informa-
tion.

Embodiment 36. The user equipment according to
any one of embodiments 26 to 35, further compris-
ing:

a first sending unit, configured to send a down-
load request to the cloud server before the
shared information of the another user and the
location information corresponding to the
shared information are received, wherein the
download request indicates that shared informa-
tion, which is stored by the another user equip-
ment onto the cloud server, needs to be ac-
quired; wherein
the first receiving unit is configured to:

receive the shared information of the anoth-
er user and the location information corre-
sponding to the shared information, which
are sent by the cloud server according to
embodiment the download request.

Embodiment 37. The user equipment according to
embodiment 36, wherein the first sending unit is spe-
cifically configured to:

periodically send a download request to the
cloud server.

Embodiment 38. The user equipment according to
embodiment 36 or 37, wherein that the download
request indicates that shared information, which is
stored by the another user equipment onto the cloud
server, needs to be acquired is that: the download
request indicates that shared information, which is
stored by a first user equipment onto the cloud serv-
er, needs to be acquired; and then
the first receiving unit is configured to:

receive the shared information of the first user
equipment and location information correspond-
ing to the shared information, which are sent by
the cloud server according to embodiment the
download request.

Embodiment 39. The user equipment according to
embodiment 36 or 37, wherein that the download
request indicates that shared information, which is
stored by the another user equipment onto the cloud
server, needs to be acquired is that: the download
request indicates that specified shared information
needs to be acquired; and then
the first receiving unit is configured to:

receive the specified shared information and lo-
cation information corresponding to the shared
information, which are sent by the cloud server
according to embodiment the download request.

Embodiment 40. The user equipment according to
embodiment 36 or 37, wherein the receiving, by the
first receiving unit, the specified shared information
and location information corresponding to the shared
information, which are sent by the cloud server ac-
cording to embodiment the download request spe-
cifically comprises:

receiving description information of shared in-
formation, wherein the description information
is sent by the cloud server;
sending, according to embodiment the descrip-
tion information, a request for acquiring speci-
fied shared information to the cloud server; and
receiving the specified shared information and
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location information corresponding to the
shared information, which are sent by the cloud
server.

Embodiment 41. The user equipment according to
any one of embodiments 36 to 40, further compris-
ing:

a second receiving unit, configured to: before
the first sending unit sends the download re-
quest to the cloud server, receive a sharing no-
tification message from the another user equip-
ment that stores the shared information onto the
cloud server, wherein the sharing notification
message indicates that the another user equip-
ment has stored the shared information onto the
cloud server.

Embodiment 42. A user equipment for implementing
information sharing, comprising:

a second sending unit, configured to send, to a
cloud server, at least one piece of shared infor-
mation, location information corresponding to
the shared information, and indication informa-
tion used to indicate at least one sharing object
that is capable of acquiring the at least one piece
of shared information, wherein the location in-
formation indicates a location for the shared in-
formation to be displayed on a desktop of the
user equipment.

Embodiment 43. The user equipment according to
embodiment 42, wherein the shared information
comprises but is not limited to one or more of the
following types of information: a network link, an ap-
plication operation parameter, and a file.
Embodiment 44. The method according to embodi-
ment 42 or 43, wherein the second sending unit is
specifically configured to:

periodically send at least one piece of shared
information and location information corre-
sponding to the shared information to the cloud
server.

Embodiment 45. The user equipment according to
any one of embodiments 42 to 44, further compris-
ing:

a third sending unit, configured to send a sharing
notification message to a user equipment of the
at least one sharing object indicated in the indi-
cation information, wherein the sharing notifica-
tion message is used to notify that the shared
information has been stored on the cloud server.

Embodiment 46. A server for implementing informa-

tion sharing, comprising:

a third receiving unit, configured to receive and
store shared information, location information
corresponding to the shared information, and in-
dication information used to indicate at least one
sharing object that acquires the shared informa-
tion, which are sent by a first user equipment,
wherein the location information indicates a lo-
cation for the shared information to be displayed
on a desktop of the first user equipment.

Embodiment 47. The server according to embodi-
ment 46, wherein the shared information comprises
but is not limited to one or more of the following types
of information: a network link, an application opera-
tion parameter, and a file.
Embodiment 48. The server according to embodi-
ment 46 or 47, further comprising:

a fourth receiving unit, configured to receive a
download request sent by a second user equip-
ment, wherein the download request indicates
that shared information of at least one user
equipment comprising the first user equipment
needs to be acquired; and
a fourth sending unit, configured to send the
shared information and location information cor-
responding to the shared information to the sec-
ond user equipment.

Embodiment 49. The server according to embodi-
ment 48, further comprising:

an authentication unit, configured to: after the
download request sent by the second user
equipment is received and before the shared in-
formation and the location information corre-
sponding to the shared information are sent to
the second user equipment, determine, accord-
ing to embodiment the indication information,
whether the second user equipment is a sharing
object of the first user equipment; and
if the authentication unit determines that the sec-
ond user equipment is a sharing object of the
first user equipment, the fourth sending unit is
configured to send the shared information and
the location information corresponding to the
shared information to the second user equip-
ment, wherein the shared information comprises
shared information of the first user equipment; or
if the authentication unit determines that the sec-
ond user equipment is not a sharing object of
the first user equipment, the fourth sending unit
is configured to send the shared information and
the location information corresponding to the
shared information to the second user equip-
ment, wherein the shared information does not
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comprise the shared information of the first user
equipment.

Embodiment 50. The server according to embodi-
ment 48 or 49, wherein the fourth sending unit is
specifically configured to:

periodically send the shared information and the
location information corresponding to the
shared information to the second user equip-
ment.

Embodiment 51. An apparatus for implementing
desktop sharing, comprising:

a capturing unit, configured to capture informa-
tion about a first change of shared information
on a desktop of a user equipment and/or of lo-
cation information corresponding to the shared
information, wherein the location information in-
dicates a location for the shared information to
be displayed on the desktop of the user equip-
ment; and
a sending module, configured to send the infor-
mation about the first change to a cloud server
for storage.

Embodiment 52. The apparatus for implementing
desktop sharing according to embodiment 51, fur-
ther comprising:

a receiving unit, configured to receive, from the
cloud server, information about a second
change of shared information of another user
equipment and/or location information corre-
sponding to the shared information; and
an updating unit, configured to update, accord-
ing to embodiment the information about the
second change, the shared information of the
another user equipment and/or the location in-
formation corresponding to the shared informa-
tion on the desktop of the user equipment,
wherein
the location information indicates a location for
the shared information to be displayed on a
desktop of the another user equipment.

Embodiment 53. The apparatus for implementing
desktop sharing according to embodiment 51 or 52,
wherein the shared information comprises but is not
limited to one or more of the following types of infor-
mation: a network link, an application operation pa-
rameter, and a file.
Embodiment 54. The apparatus for implementing
desktop sharing according to any one of embodi-
ments 51 to 53, wherein the capturing module is spe-
cifically configured to:

periodically capture information about a first
change of shared information on a desktop of a
user equipment and/or of location information
corresponding to the shared information.

Claims

1. A method for implementing information sharing,
comprising:

sending, to a cloud server, at least one piece of
shared information, location information corre-
sponding to the shared information, and indica-
tion information used to indicate at least one
sharing object that is capable of acquiring the at
least one piece of shared information, wherein
the location information indicates a location for
the shared information to be displayed on a
desktop of a user equipment.

2. The method according to claim 1, wherein the shared
information comprises but is not limited to one or
more of the following types of information: a network
link, an application operation parameter, and a file.

3. The method according to claim 1 or 2, wherein the
sending, to a cloud server, at least one piece of
shared information and location information corre-
sponding to the shared information comprises:

periodically sending at least one piece of shared
information and location information corre-
sponding to the shared information to the cloud
server.

4. The method according to any one of claims 1 to 3,
further comprising:

sending a sharing notification message to a user
equipment of the at least one sharing object in-
dicated in the indication information, wherein the
sharing notification message is used to notify
that the shared information has been stored on
the cloud server.

5. A method for implementing information sharing,
comprising:

receiving and storing shared information, loca-
tion information corresponding to the shared in-
formation, and indication information used to in-
dicate at least one sharing object that is capable
of acquiring the shared information, which are
sent by a first user equipment, wherein the lo-
cation information indicates a location for the
shared information to be displayed on a desktop
of the first user equipment.
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6. The method according to claim 5, wherein the shared
information comprises but is not limited to one or
more of the following types of information: a network
link, an application operation parameter, and a file.

7. The method according to claim 5 or 6, further com-
prising:

receiving a download request sent by a second
user equipment, wherein the download request
indicates that shared information of at least one
user equipment comprising the first user equip-
ment needs to be acquired; and
sending the shared information and location in-
formation corresponding to the shared informa-
tion to the second user equipment.

8. The method according to claim 7, after the receiving
a download request sent by a second user equip-
ment and before the sending the shared information
and location information corresponding to the shared
information to the second user equipment, compris-
ing:

determining, according to the indication informa-
tion, whether the second user equipment is a
sharing object of the first user equipment; and
if the second user equipment is a sharing object
of the first user equipment, sending the shared
information and the location information corre-
sponding to the shared information to the sec-
ond user equipment, wherein the shared infor-
mation comprises shared information of the first
user equipment; or
if the second user equipment is not a sharing
object of the first user equipment, sending the
shared information and the location information
corresponding to the shared information to the
second user equipment, wherein the shared in-
formation does not comprise the shared infor-
mation of the first user equipment.

9. The method according to claim 7 or 8, wherein the
sending the shared information and location infor-
mation corresponding to the shared information to
the second user equipment comprises:

periodically sending the shared information and
the location information corresponding to the
shared information to the second user equip-
ment.

10. A user equipment for implementing information shar-
ing, comprising:

a second sending unit, configured to send, to a
cloud server, at least one piece of shared infor-
mation, location information corresponding to

the shared information, and indication informa-
tion used to indicate at least one sharing object
that is capable of acquiring the at least one piece
of shared information, wherein the location in-
formation indicates a location for the shared in-
formation to be displayed on a desktop of the
user equipment.

11. The user equipment according to claim 10, wherein
the shared information comprises but is not limited
to one or more of the following types of information:
a network link, an application operation parameter,
and a file.

12. The user equipment according to claim 10 or 11,
wherein the second sending unit is specifically con-
figured to:

periodically send at least one piece of shared
information and location information corre-
sponding to the shared information to the cloud
server.

13. The user equipment according to any one of claims
10 to12, further comprising:

a third sending unit, configured to send a sharing
notification message to a user equipment of the
at least one sharing object indicated in the indi-
cation information, wherein the sharing notifica-
tion message is used to notify that the shared
information has been stored on the cloud server.

14. A server for implementing information sharing, com-
prising:

a third receiving unit, configured to receive and
store shared information, location information
corresponding to the shared information, and in-
dication information used to indicate at least one
sharing object that is capable of acquiring the
shared information, which are sent by a first user
equipment, wherein the location information in-
dicates a location for the shared information to
be displayed on a desktop of the first user equip-
ment.

15. The server according to claim 14, wherein the shared
information comprises but is not limited to one or
more of the following types of information: a network
link, an application operation parameter, and a file.

16. The server according to claim 14 or 15, further com-
prising:

a fourth receiving unit, configured to receive a
download request sent by a second user equip-
ment, wherein the download request indicates
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that shared information of at least one user
equipment comprising the first user equipment
needs to be acquired; and
a fourth sending unit, configured to send the
shared information and location information cor-
responding to the shared information to the sec-
ond user equipment.

17. The server according to claim 16, further comprising:

an authentication unit, configured to: after the
download request sent by the second user
equipment is received and before the shared in-
formation and the location information corre-
sponding to the shared information are sent to
the second user equipment, determine, accord-
ing to the indication information, whether the
second user equipment is a sharing object of
the first user equipment; and
if the authentication unit determines that the sec-
ond user equipment is a sharing object of the
first user equipment, the fourth sending unit is
configured to send the shared information and
the location information corresponding to the
shared information to the second user equip-
ment, wherein the shared information comprises
shared information of the first user equipment; or
if the authentication unit determines that the sec-
ond user equipment is not a sharing object of
the first user equipment, the fourth sending unit
is configured to send the shared information and
the location information corresponding to the
shared information to the second user equip-
ment, wherein the shared information does not
comprise the shared information of the first user
equipment.
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