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Description

[0001] The present invention relates to a direct se-
quence code division multiple access (DS-CDMA)
transmission method carrying out multiple access using
spread spectrum in mobile communications, and partic-
ularly to a DS-CDMA transmission method that carries
out code multiplexing of multiple code channels.
[0002] Recently, intensive research and development
of the DS-CDMA system have been made as one of the
next generation mobile communication systems. The
DS-CDMA transmission system carries out communica-
tions between multiple users using the same frequency
band, and individual users are identified by a spreading
code properly assigned to each user.
[0003] The DS-CDMA system has advantages over
the frequency division multiple access or time division
multiple access in that it can increase the capacity in
terms of the number of simultaneous subscribers within
the same available frequency band, and is suitable for
high speed signal transmission because it transmits in-
formation signals after spreading them into wideband
signals.
[0004] In the mobile communication environment,
straight paths between a base station and mobile sta-
tions are seldom unobstructed, thereby constituting
multipath propagation. As a result, the received signal
undergoes Rayleigh fading. In Rayleigh fading, the am-
plitude of a received signal has Rayleigh distribution,
and its phase has a uniform distribution. It is necessary
for a receiver to estimate the randomly varying phase of
the received signal to carry out coherent detection which
is more efficient than differential detection. One of the
methods for estimating the received phase is imple-
mented by inserting pilot symbols of a known pattern
into information symbols at fixed intervals, and by esti-
mating the received phase of each information symbol
on the basis of the received phases estimated using the
pilot symbols. In this case, the pilot symbols must be
inserted at every time interval during which the phase
fluctuation due to fading is nearly negligible.
[0005] There are mainly two methods for implement-
ing high bit rate signal transmission in the DS-CDMA
system: (1) a method which varies a spreading factor
(processing gain) in accordance with the transmission
information rate; and (2) a code multiplexing method
which multiplexes multiple channels each having a fun-
damental information rate. Here, we will consider the
second method.
[0006] Fig. 16 shows a conventional channel struc-
ture when carrying out the absolute coherent detection
which makes the channel (amplitude and phase) esti-
mation using the pilot symbols as mentioned above. In
this figure, N denotes the number of code channels (the
number of code multiplexing). Each code channel is
spread using a short code (SC-1, ..., SC-N) with a period
equal to that of information symbol, and is further spread
using a spreading code referred to as a long code (LC-Y)

with a period much longer than that of the common in-
formation symbol. The short codes serve to identify the
individual code channels, and the long code serves to
distinguish a user from the other simultaneous users in
the same cell in reverse link channels, and from the oth-
er simultaneous users in the other cells in forward link
channels. Fig. 17 shows a frame structure of a single
code channel transmission.
[0007] Further, as another conventional example,
there is a technique described in W093/15573. This is
an invention related to an access technique combining
TDMA and CDMA. The signal configuration is described
in its Figure 5. A plurality of code channels are spread
by special spreading codes (CODE O - CODE X), a plu-
rality of data are time-division-multiplexed in each code
channel, and each of the data contains a synchroniza-
tion code and ATM cell data (Figure 5a). Since synchro-
nization codes (pilots) of different code channels are
spread by different spreading codes, the process of this
technique is similar to that of Figure 16 described above.
[0008] The conventional system has the following
problems:

(1) The pilot symbols, which are inserted into each
code channel as shown in Fig. 16, or WO93/15573,
are spread by the same spreading code assigned
to each code channel for spreading data symbols.
This results in some cross-correlation between the
multiplexed code channels, which degrades the ac-
curacy of the channel estimation by the pilot sym-
bols. In other words, the conventional DS-CDMA
code multiplexing method has a problem in that the
accuracy of the channel estimation using the pilot
symbols degrades owing to the cross-correlation
between other code channels because the pilot
symbols of respective code channels are spread
using different spreading codes. The degradation is
remarkable when the received signal power per
path decreases under the multipath environment.
(2) The pilot symbols, which are inserted at the
same positions in frames in the respective code
channels as shown in Fig. 18A, are used to estimate
the received phases for each code channel so as
to obtain the transfer function of the channel on in-
formation data sequence by means of interpolation
at the insertion intervals of the pilot symbols as
shown in Fig. 18B. This results in a problem in that
the accuracy of the channel estimation degrades
with an increase in the fading fluctuation speed. In
addition, since the transmission power control is al-
so carried out at the insertion intervals of the pilot
symbols by measuring the received signal power at
the positions of the pilot symbols which are inserted
in the same positions in the frames of respective
code channels as shown in Fig. 19, there is another
problem in that the accuracy of the transmission
power control also degrades with an increase in the
fading fluctuation speed.
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[0009] It is therefore an object of the present invention
to provide a DS-CDMA transmission method which can
improve the accuracy of the channel estimation without
much increasing the circuit scale of a transmitter and
receiver in the DS-CDMA code multiplexing.
[0010] Another object of the present invention is to
provide a DS-CDMA transmission method which can
improve the tracking ability to fading of the channel es-
timation and the transmission power control using the
pilot symbols without much increasing the circuit scale
of the transmitter and receiver in the DS-CDMA code
multiplexing.
[0011] According to a first aspect of the present inven-
tion, there is provided a DS-CDMA transmission method
using a code multiplexing method which transmits a sig-
nal by generating a high bit rate transmission channel
by code multiplexing a plurality of code channels, said
DS-CDMA transmission method characterized by com-
prising the steps of:

assembling frames for a plurality of code channels
by inserting pilot symbols into information symbols
at fixed intervals, said pilot symbols being used for
channel estimation for coherent detection;
spreading said information symbols in each of said
code channels using a spreading code properly as-
signed to said each of said code channels, said
spreading code being selected from a group of or-
thogonal spreading codes that are orthogonal to
each other and have a period equal to an informa-
tion symbol period; and
spreading said pilot symbols in said code channels
using one of the spreading codes being selected
from said group of said orthogonal spreading
codes, or any of the spreading codes other than the
spreading codes assigned to said information sym-
bols in said code channels from said group of said
orthogonal spreading codes.

[0012] According to a second aspect of the present
invention, there is provided a DS-CDMA transmitter, for
performing a method according to the first aspect, hav-
ing:

frame assembler means to frame information sym-
bols and to insert, between information symbols at
fixed intervals, pilot symbols patterned for coherent
detection;
spread modulation means, responsive to supplied
spreading codes and operable on the frame infor-
mation symbols and pilot symbols, and
spreading code supply means to supply the spread-
ing codes;

wherein said spreading code supply means is
adapted to supply a respective different orthogonal
spreading code for spreading the information symbols
of each respective different channel and to supply a

common spreading code, that is either the same as one
of said different orthogonal spreading codes or is or-
thogonal to said different orthogonal spreading codes,
for spreading the pilot symbols of each channel, which
spreading codes each have a period equal to that of said
information symbols of each channel.
[0013] The above and other objects, effects, features
and advantages of the present invention will become
more apparent from the following description of the em-
bodiments thereof taken in conjunction with the accom-
panying drawings.

Fig. 1 is a diagram illustrating an example of a chan-
nel structure in the DS-CDMA transmission system
in accordance with the present invention;
Fig. 2 is a diagram illustrating another example of a
channel structure in the DS-CDMA transmission
system in accordance with the present invention;
Fig. 3 is a block diagram showing a configuration of
an example of an error correcting encoder in the
DS-CDMA transmission system;
Fig. 4 is a block diagram showing another configu-
ration of an example of an error correcting encoder
in the DS-CDMA transmission system;
Fig. 5 is a block diagram showing a configuration of
an embodiment of a transmitter in the DS-CDMA
transmission system in accordance with the present
invention;
Fig. 6 is a block diagram showing a configuration of
an embodiment of a receiver in the DS-CDMA trans-
mission system in accordance with the present in-
vention;
Fig. 7 is a block diagram showing a configuration of
an example of an error correcting decoder in the
DS-CDMA transmission system;
Fig. 8 is a block diagram showing another configu-
ration of an example of an error correcting decoder
in the DS-CDMA transmission system;
Fig. 9A is a diagram illustrating the operation of an
interleaver in the DS-CDMA transmission system;
Fig. 9B is a diagram illustrating the operation of a
deinterleaver in the DS-CDMA transmission sys-
tem;
Fig. 10A is a diagram illustrating the operation of an
interleaver in the DS-CDMA transmission system;
Fig. 10B is a diagram illustrating the operation of a
deinterleaver in the DS-CDMA transmission
system ;
Fig. 11 is a diagram illustrating another example of
a channel structure in a DS-CDMA transmission
system;
Fig. 12 illustrates the relationship between Fig. 12A
and 12B.
Fig. 12A is a diagram illustrating a pilot symbol in-
sertion pattern (when a block number K = 2) in a
DS-CDMA transmission system;
Fig. 12B is a diagram illustrating a channel estima-
tion method (when a block number K = 2) in a
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DS-CDMA transmission system;
Fig. 13 is a diagram illustrating transmission power
control timings (when a block number K = 2) in a
DS-CDMA transmission system;
Fig. 14 illustrates the relationship between Fig. 14A
and 14B.
Fig. 14A is a block diagram showing another con-
figuration of the example of the transmitter in the
DS-CDMA transmission system;
Fig. 14B is a block diagram showing another con-
figuration of the example of the transmitter in the
DS-CDMA transmission system;
Fig. 15 illustrates the relationship between Fig. 15A
and 15B.
Fig. 15A is a block diagram showing another con-
figuration of the example of the receiver in the
DS-CDMA transmission system;
Fig. 15B is a block diagram showing another con-
figuration of the example of the receiver in the
DS-CDMA transmission system;
Fig. 16 is a diagram illustrating a conventional code
multiplexing method;
Fig. 17 is a diagram illustrating a frame structure of
a single code channel transmission;
Fig. 18A is a diagram illustrating a conventional pilot
symbol insertion pattern;
Fig. 18B is a diagram illustrating a conventional
channel estimation method;
Fig. 19 is a diagram illustrating conventional trans-
mission power control timings; and
Fig. 20 is a flowchart showing a transmission and
reception method in accordance with the present in-
vention.

[0014] The invention will now be described with refer-
ence to the accompanying drawings.
[0015] Fig. 1 shows an example of a channel structure
of a DS-CDMA transmission system in accordance with
the present invention. As shown in Fig. 1, each frame of
a code channel with a fundamental transmission rate fb
consists of pilot symbols and information data whose in-
formation rate is expanded by spreading factor
(processing gain) into a wideband signal. The N code
multiplexing of such fundamental channels enables the
information to be transmitted at the transmission rate of
N 3 fb bps, if all the channels have the same quality as
the fundamental channel. In this case, if a common
spreading code is used to spread the pilot symbols of
the N code channels, the cross-correlation between the
individual code channels can be eliminated. Since the
code channels undergo the same fading in the multi-
code multiplex transmission, the same pilot symbols can
be used in common. Fig. 2 illustrates a channel structure
different from that of Fig. 1, in which only one code chan-
nel transmits the pilot symbols.
[0016] Fig. 3 is a block diagram showing an error cor-
recting encoder in the multicode multiplex transmission.
Input information data is coded by an outer code encod-

er 1 using an outer code of a concatenated error cor-
recting code, undergoes interleaving by an interleaver
2, and is distributed to N code channels through a serial-
to-parallel converter 3. Subsequently, convolutional
coding by a convolutional encoder 4 and interleaving by
an interleaver 5 are carried out successively for each
code channel. Fig. 9A illustrates an interleaving method
of the DS-CDMA transmission system. The entire infor-
mation data in Z-frames are written in the X1 data direc-
tion for each code channel, and are read in the Y1 data
direction perpendicular to the write direction. Here, X1
and Y1 are natural numbers satisfying the relations N 3

X1 3 Y1 = the total number of information data in the Z
frames, and X1 ≅ Y1.
[0017] Fig. 4 shows a configuration of an error cor-
recting encoder of the transmitter of the DS-CDMA
transmission system. As in Fig. 3, the input information
data is encoded by an outer code encoder 6 using an
outer code of a concatenated error correcting code, and
undergoes interleaving by an interleaver 7 to be output.
The output data collectively undergo a convolutional
coding by a convolutional encoder 8, and the convolu-
tionally encoded information sequence is collectively in-
terleaved by an interleaver 9. Fig. 10A illustrates an in-
terleaving method of the present DS-CDMA transmis-
sion system. The convolutionally encoded information
data sequence is written at every N 3 X2 period, and
after thus writing the entire information data in the Z
frames, the data are read at every Y2 information data
period in the direction perpendicular to the write direc-
tion. Here, X2 and Y2 are natural numbers satisfying the
relations N 3 X2 3 Y2 = the total number of the infor-
mation data in the Z frames, and N 3 X2 ≅ Y2.
[0018] After that, the interleaved information data are
distributed into N code channels by a serial-to-parallel
converter 10.
[0019] Fig. 5 is a block diagram showing the transmit-
ter of the DS-CDMA transmission system. Each frame
assembler 11 inserts pilot symbols, which are used for
channel estimation for the coherent detection, into the
coded information data of each code channel shown in
Figs. 3 and 4 at fixed intervals (the pilot symbols may
be inserted into only one code channel if it is desired to
do so). Subsequently, the data are modulated by each
modulator 12. The modulated data symbols of each
code channel output from each modulator 12 are spread
using a spreading code (SC-X⊗LC-Y) for the pilot sym-
bols, and using spreading codes (SC-P⊗LC-Y, where P
represents 1-N) for the information symbols of respec-
tive code channels. The spread signals of respective
code channels are summed up by an adder 14 to be
transmitted.
[0020] Fig. 6 is a block diagram showing a receiver of
the DS-CDMA transmission system. The received
spread signal is input in common to matched filters
15-0, ..., 15-N corresponding to the spreading codes.
The pilot symbols in the received signal are despread
by the matched filter 15-0 using the spreading code
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(SC-X⊗LC-Y) as the spreading code replica. Then, the
received phase of the pilot symbols is estimated by a
pilot symbol channel estimator 16 which averages sev-
eral pilot symbols using the output from a frame syn-
chronizer 17. An information symbol channel estimator
18 estimates the received phase at each position of the
information symbols by interpolating the estimated in-
formation fed from the pilot symbol channel estimator
16. Since the code channels in the received signal un-
dergo the same fluctuations due to fading, the estimated
phase fluctuations in the information symbols can be
used in common to the entire code channels. On the
other hand, the information symbols on individual code
channels are despread by the matched filters 15-1 -
15-N using different spreading codes (SC-P⊗LC-Y,
where P denotes 1-N) as spreading code replicas for
respective channels. Using the signal fed from the infor-
mation symbol channel estimator 18, each channel
compensator 19 compensates the despread informa-
tion symbols on the code channels for the received
phase fluctuations which are estimated using the pilot
symbols. In a multipath configuration, the phase estima-
tor and compensator (17, 18 and 19), which use pilot
channels corresponding to N code channels as shown
in Fig. 6, are used for each multipath to be combined.
The information symbols from respective paths which
have been compensated for the fading phase fluctua-
tions by the channel compensator 19 of each channel
are RAKE combined by a RAKE combiner 20 which
sums up the multipath components using estimated re-
ceived complex envelopes of individual paths as
weights.
[0021] The RAKE combined signals are each input to
an error correcting decoder as shown in Figs. 7 and 8.
[0022] Fig. 7 shows a configuration of the error cor-
recting decoder of the DS-CDMA transmission system.
The RAKE combined signals are each deinterleaved by
a deinterleaver 21 separately for each code channel.
Fig. 9B illustrates a deinterleaving method of the DS-CD-
MA transmission system, in which write and read are
carried out in the directions opposite to those in the in-
terleaving method as shown in Fig. 9A. The deinter-
leaved signals are each decoded by a Viterbi decoder
22 separately for each channel. The decoded data of
the respective code channels undergo parallel-to-serial
conversion by a parallel-to-serial converter 23, followed
by the deinterleave by a deinterleaver 24 and the de-
coding by an outer code decoder 25, to be output.
[0023] Fig. 8 shows another configuration of the error
correcting decoder of the DS-CDMA transmission sys-
tem. The RAKE combined signals of the N code chan-
nels undergo parallel-to-serial conversion by a parallel-
to-serial converter 26, and then are collectively deinter-
leaved by a deinterleaver 27. Fig. 10B illustrates a dein-
terleaving method of the DS-CDMA transmission sys-
tem, in which write and read are carried out in the direc-
tions opposite to those in the interleaving method as
shown in Fig. 10A. The deinterleaved signals are col-

lectively decoded by a Viterbi decoder 28, followed by
the deinterleave by a deinterleaver 29 and decoding by
an outer code decoder 30, to be output.
[0024] Fig. 11 shows another example of a channel
structure of a DS-CDMA transmission system. As
shown in Fig. 11, each frame of a code channel with a
fundamental transmission rate fb consists of pilot sym-
bols and information data whose information rate is ex-
panded by the spreading factor (processing gain), there-
by generating a wideband signal. The N code multiplex-
ing of such fundamental channels enables the informa-
tion to be transmitted at the transmission rate of N x fb
bps, if all the channels have the same quality as the fun-
damental channel. Here, the N code channels are divid-
ed into K blocks each consisting of H code channels,
where N is the number of multiplexed code channels, K
is the number of blocks, H is the number of code chan-
nels in each block, and N = H x K. The integer K may
be even or odd. The H code channels in the same block
have the pilot symbols inserted at the same positions in
the frames. With regard to the entire pilot symbols in the
different K blocks of the code channels, the inserted po-
sitions of the pilot symbols in the K blocks are shifted
such that the intervals become uniform between the
closest pilot symbols.
[0025] In the present example, the input information
data also undergo the error correcting encoding by the
error correcting encoder as shown in Fig. 3. In addition,
the data are interleaved by the same method as shown
in Fig. 9A.
[0026] Fig. 14A and Fig. 14B are block diagrams
showing the transmitter of the DS-CDMA transmission
system, and Fig. 20 is a flowchart of the transmission
and reception (S200-S250). Each frame assembler 31
inserts pilot symbols, which are used for channel esti-
mation for the coherent detection, into the coded infor-
mation data of each code channel fed from the circuit
as shown in Fig. 3, at fixed intervals in accordance with
a pilot symbol insertion pattern of the block to which the
code channel belongs (S200-S210). The modulated da-
ta symbols of the code channels output from respective
modulators 32 are separately spread by spreading mod-
ulators 33 using spreading codes (SC-P⊗LC-Y, where
P represents 1-N) assigned to respective code channels
(S215). The spread signals of the respective code chan-
nels are summed up by an adder 34 to be transmitted
(S220).
[0027] Fig. 15A and Fig. 15B are block diagrams
showing a receiver of the DS-CDMA transmission sys-
tem. The received spread signal is input in common to
matched filters 35 corresponding to the respective
spreading codes. The pilot symbols and information
symbols in the code channels are despread separately
for respective channels by the matched filters 35 using
the spreading codes (SC-P⊗LC-Y, where P represents
1-N) as the spreading code replicas (S225). A demulti-
plexer (DEMUX) 36 corresponding to each code chan-
nel extracts from the information symbols the pilot sym-
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bols inserted into different positions in the respective
blocks (S230). Then, the received phase of the pilot
symbols is estimated by a pilot symbol channel estima-
tor 37 which averages separately for each code channel
between several pilot symbols using the output from a
frame synchronizer 38 which carries out coherent de-
tection of the pilot symbols in response to the output of
the matched filter 35 (S235). The estimates of the re-
ceived phase at the pilot symbol positions in each block
are obtained by averaging the estimates of the received
phase of the code channels in that block (S240). Fig.
12A shows a pilot symbol insertion pattern in each block.
An information symbol channel estimator 39 can obtain
transfer functions of the channels on the information da-
ta sequence by making interpolation at every insertion
interval of the entire pilot symbols throughout the entire
code channels by using, in common to all the code chan-
nels, the estimates of the received phase at the pilot
symbol positions of the respective blocks as shown in
Fig. 12B (S245). This can improve the tracking ability to
fading in the channel estimation because of the reduced
interval of the interpolation in the channel estimation.
Using the signal fed from the information symbol chan-
nel estimator 39, each channel compensator 40 com-
pensates the information symbols on the code channels
fed from the demultiplexers 36 for the received phase
fluctuations which are estimated using the pilot symbols
(S250).
[0028] In terms of transmission power control, a re-
ceived signal power measurer 41 measures the re-
ceived signal power at the pilot symbol positions of each
code channel on the basis of the signal fed from the pilot
symbol channel estimator 37. Then, it averages in each
block the measured values of the received signal power
of the code channels belonging to that block, thereby
obtaining the measured values of the received signal
power (SIR) at the pilot symbol positions of the block. A
transmission power control signal generator 42 gener-
ates a transmission power control (TPC) signal based
on the measured values. The measured values of the
received signal power at the pilot symbol positions in
respective blocks are used in common to the entire code
channels as shown in Fig. 13. This makes it possible to
achieve the transmission power control at the insertion
intervals of the entire pilot symbols inserted into all the
code channels, and hence to improve the fading track-
ing ability in the transmission power control because of
the virtually reduced transmission power control period.
[0029] In a multipath configuration, the phase estima-
tor and compensator (37, 38, 39 and 40), which use pilot
channels corresponding to N code channels as shown
in Fig. 15, are used for each multipath to be combined.
The information symbols from respective paths which
have been compensated for the fading phase fluctua-
tions by each channel compensator 40 are RAKE com-
bined by each RAKE combiner 43 which sums up the
multipath components using estimated received com-
plex envelopes of individual paths as weights. The

RAKE combined signals are each input to an error cor-
recting decoder as shown in Fig. 7.

Claims

1. A DS-CDMA transmission method using a code
multiplexing method which transmits a signal by
generating a high bit rate transmission channel by
code multiplexing a plurality of code channels, said
DS-CDMA transmission method characterized by
comprising the steps of:

assembling frames for a plurality of code chan-
nels by inserting pilot symbols into information
symbols at fixed intervals, said pilot symbols
being used for channel estimation for coherent
detection;
spreading said information symbols in each of
said code channels using a spreading code
properly assigned to said each of said code
channels, said spreading code being selected
from a group of orthogonal spreading codes
that are orthogonal to each other and have a
period equal to an information symbol period;
and
spreading said pilot symbols in said code chan-
nels using one of the spreading codes being se-
lected from said group of said orthogonal
spreading codes, or any of the spreading codes
other than the spreading codes assigned to
said information symbols in said code channels
from said group of said orthogonal spreading
codes.

2. The DS-CDMA transmission method as claimed in
claim 1, wherein the pilot symbols are inserted into
information symbols in a single one of said code
channels.

3. A DS-CDMA transmitter, for performing the method
of claim 1, having:

frame assembler means (11) to frame informa-
tion symbols and to insert, between information
symbols at fixed intervals, pilot symbols pat-
terned for coherent detection;
spread modulation means (12, 13), responsive
to supplied spreading codes and operable on
the frame information symbols and pilot sym-
bols; and
spreading code supply means to supply the
spreading codes;

wherein said spreading code supply means is
adapted to supply a respective different orthogonal
spreading code (SC-P ⊗ LC-Y:P=1 to N) for spread-
ing the information symbols of each respective dif-
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ferent channel and to supply a common spreading
code (SC-X ⊗ LC-Y), that is either the same as one
of said different orthogonal spreading codes or is
orthogonal to said different orthogonal spreading
codes, for spreading the pilot symbols of each chan-
nel, which spreading codes each have a period
equal to that of said information symbols of each
channel.

4. The DS-CDMA transmitter as claimed in claim 3, in
which a single one of the frame assembler means
is operable to insert said pilot symbols.

Patentansprüche

1. DS-CDMA-Übertragungsverfahren unter Verwen-
dung eines Kodemultiplexverfahrens, das ein Si-
gnal durch Erzeugen eines Hochbitraten-Übertra-
gungskanals mittels Kodemultiplexen einer Vielzahl
von Kodekanälen überträgt, und das DS-CDMA-
Übertragungsverfahren ist dadurch gekennzeich-
net, dass es die Schritte aufweist:

Aufbauen von Rahmen für eine Vielzahl von
Kodekanälen durch Einfügen von Pilotsymbo-
len in Informationssymbole in festen Abstän-
den, wobei die Pilotsymbole zur Kanalschät-
zung für eine kohärente Detektion verwendet
werden;
Spreizen der Informationssymbole in jedem der
Kodekanäle unter Verwendung eines Spreizko-
des, der jedem der Kodekanäle genau zuge-
ordnet ist, wobei ein Spreizkode aus einer
Gruppe von orthogonalen Spreizkodes ausge-
wählt wird, die zueinander orthogonal sind und
eine Periode haben, die gleich einer Informati-
onssymbolperiode ist; und
Spreizen der Pilotsymbole in den Kodekanälen
unter Verwendung von einem der Spreizkodes,
der aus der Gruppe der orthogonalen Spreiz-
kodes ausgewählt wurde, oder von einem be-
liebigen der Spreizkodes aus der Gruppe der
orthogonalen Spreizkodes mit Ausnahme der
Spreizkodes, die den Informationssymbolen in
den Kodekanälen zugeordnet sind.

2. DS-CDMA-Übertragungsverfahren gemäß An-
spruch 1, bei dem die Pilotsymbole in einem einzi-
gen der Kodekanäle in Informationssymbole einge-
fügt werden.

3. DS-CDMA-Sender zur Durchführung des Verfah-
rens gemäß Anspruch 1, mit:

Rahmenaufbaueinrichtungen (11) zum Zusam-
mensetzen von Informationssymbolen und
zum Einfügen von für eine kohärente Detektion

gestalteten Pilotsymbolen in festen Abständen
zwischen Informationssymbolen;
Spreizmodulationseinrichtungen (12, 13), die
auf bereitgestellte Spreizkodes ansprechen
und auf den Rahmeninformationssymbolen
und Pilotsymbolen betreibbar ist; und
Spreizkodebereitstellungseinrichtungen zum
Bereitstellen der Spreizkodes;

wobei die Spreizkodebereitstellungseinrich-
tungen angepasst sind, einen jeweils unterschied-
lichen orthogonalen Spreizkode (SC-P ⊗ LC-Y:P=1
bis N) zum Spreizen der Informationssymbole von
jedem jeweils unterschiedlichen Kanal bereitzustel-
len, und einen gemeinsamen Spreizkode (SC-X ⊗
LC-Y) bereitzustellen, der entweder der gleiche wie
einer der unterschiedlichen orthogonalen Spreizko-
des oder orthogonal zu den unterschiedlichen or-
thogonalen Spreizkodes ist, zum Spreizen des Pi-
lotsymbole jedes Kanals, welche Spreizkodes alle
eine Periode haben, die gleich derjenigen der Infor-
mationssymbole jedes Kanals ist.

4. DS-CDMA-Sender gemäß Anspruch 3, bei dem ei-
ne einzige der Rahmenaufbaueinrichtungen be-
treibbar ist, die Pilotsymbole einzufügen.

Revendications

1. Procédé de transmission DS-CDMA (Accès Multi-
ple par Répartition de Code à Séquence Directe)
utilisant un procédé de multiplexage de code qui
transmet un signal en produisant un canal de trans-
mission à haut débit binaire par multiplexage de co-
de d'une pluralité de canaux de code, le procédé de
transmission DA-CDMA étant caractérisé par le
fait qu'il comprend les étapes qui consistent :

à assembler des trames d'une pluralité de ca-
naux de code en insérant des symboles pilotes
dans des symboles d'informations à des inter-
valles fixes, les symboles pilotes étant utilisés
pour une estimation de canal destinée à une
détection cohérente ;
à étaler les symboles d'informations dans cha-
cun desdits canaux de code en utilisant un code
d'étalement convenablement attribué à chacun
des canaux de code, le code d'étalement étant
sélectionné dans un groupe des codes d'étale-
ment orthogonaux qui sont orthogonaux les
uns aux autres et ont une période égale à une
période de symbole d'information ; et
à étaler les symboles pilotes dans les canaux
de code en utilisant l'un des codes d'étalement
qui est sélectionné dans le groupe des codes
d'étalement orthogonaux, ou l'un quelconque
de codes d'étalement autres que les codes
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d'étalement attribués aux symboles d'informa-
tions dans les canaux de code provenant du
groupe de codes d'étalement orthogonaux.

2. Procédé de transmission DS-CDMA suivant la re-
vendication 1, dans lequel les symboles pilotes sont
insérés dans des symboles d'informations dans un
seul des canaux de code.

3. Emetteur DS-CDMA pour mettre en oeuvre le pro-
cédé suivant la revendication 1, comportant :

des moyens assembleurs de trames (11) pour
mettre sous forme de trames des symboles
d'informations et pour insérer, entre des sym-
boles d'informations à des intervalles fixes, des
symboles pilotes configurés pour une détection
cohérente ;
des moyens de modulation par étalement (12,
13) sensibles à des codes d'étalement fournis
et agissant sur les symboles d'informations de
trames et les symboles pilotes ; et
des moyens de fourniture de codes d'étalement
pour fournir les codes d'étalement ;

dans lequel les moyens de fourniture de co-
des d'étalement sont aptes à fournir un code d'éta-
lement orthogonal respectif différent (SC-P ⊗ LC-Y:
P=1 à N) pour étaler les symboles d'informations de
chaque canal respectif différent et pour fournir un
code d'étalement commun (SC-X ⊗ LC-Y), qui est
soit identique à l'un des codes d'étalement orthogo-
naux différents, soit orthogonal aux codes d'étale-
ment orthogonaux différents, pour étaler les sym-
boles pilotes de chaque canal, lesquels codes
d'étalement ont chacun une période égale à celle
des symboles d'informations de chaque canal.

4. Emetteur DS-CDMA suivant la revendication 3,
dans lequel un seul des moyens d'assemblage de
trames a pour fonction d'insérer les symboles pilo-
tes.

13 14



EP 0 810 742 B1

9



EP 0 810 742 B1

10



EP 0 810 742 B1

11



EP 0 810 742 B1

12



EP 0 810 742 B1

13



EP 0 810 742 B1

14



EP 0 810 742 B1

15



EP 0 810 742 B1

16



EP 0 810 742 B1

17



EP 0 810 742 B1

18



EP 0 810 742 B1

19



EP 0 810 742 B1

20



EP 0 810 742 B1

21



EP 0 810 742 B1

22



EP 0 810 742 B1

23



EP 0 810 742 B1

24



EP 0 810 742 B1

25



EP 0 810 742 B1

26



EP 0 810 742 B1

27



EP 0 810 742 B1

28



EP 0 810 742 B1

29



EP 0 810 742 B1

30



EP 0 810 742 B1

31


	bibliography
	description
	claims
	drawings

